
2023

Toll Free Order Hotline 
Phone: 1-800-263-8328   

 
CHECK US OUT AT: 

www.brewersmarine.com

You know that Brewers is the only place to shop!

BLAZING NEW PATHS in the Marine Industry for 47 years! 
                (too soon?)



Again, we would like to thank you all for your compassion 
and understanding throughout 2022. 
Between the fire and the loss of Darrel it was one of our 
most challenging years. 
We have been overwhelmed and touched by all of your 
tales of Darrel and we know how much he enjoyed his time 
with all of you!  He will be missed! 
 
You know the old saying  
“what doesn’t kill you, makes you stronger” 
 

           ....Enough, we’re good



560 Ferguson Avenue N, Hamilton, Ontario, L8L 4Z9

Three super easy ways to order!

Call us toll free! 
1-800-263-8328

         E-mail us! 
orders@brewersmarine.com

go to: 
www.brewersmarine.com 
 
Login to the dealer portal and place your 
orders on-line using our user friendly system 
Verify stock and place your order for  
immediate delivery. 
 
Doesn’t get easier than that!



 

Maintenance pages 1 - 72 

 

 

 

 

Plumbing & Vents pages 73 - 143 
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Hardware pages 249 - 331
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Antifouling

 Bottomkote CA

 Colour         Quart         Gallon

Micron CSC - CA

Spray Cleanup
     Brush Spray

216Q 216Q As required, 

10% max

As required, 

20-30%

% Thinner Required

 Colour         Quart         Gallon

Unique copolymer bottom paint, available in a wide 

range of bright colours. Although specifically  

formulated for aluminum crafts and related surfaces, 

TRI-LUX® II is equally compatible with fiberglass, 

wood, steel and lead. TRI-LUX® II is ideal for  

aluminum outdrives and outboard motor lower units; 

provided the application instructions are followed.  

TRI-LUX® II can be used in fresh, salt and brackish 

water.

Trilux II

Spray Cleanup
     Brush Spray

216Q 216 Q
As required, 

10% max

As required, 

10-15%

% Thinner Required

Black 493Q

 Colour         Quart         

   Using a different colour of paint for your first  

  coat of an ablative will let you see  

  when it’s time to repaint!

B
ra

d’

s

Tips

     Blue YBM000Q YBM000G

Red YBM002Q YBM002G

 Black YBM003Q YBM003G

 

Trilux II is NOT compatible  

with Trilux IITB
ra

d’
s

Tips

A Multi-season antifouling paint. Designed to wear 

away (polish) at a controlled rate providing 

multi-season protection.  This reduces paint buildup, 

allowing for easier reapplication.  Providing mulit-

season longevity against algae, weeds, barnacles and 

other shell fouling.  Can be used below the waterline 

in fresh, salt or brackish water.  Can be used on  

fiberglass, wood and properly primed metal boat hulls 

and parts, including properly prepared aluminum

     Blue YBM010Q YBM010G

Red YBM012Q YBM012G

 Black YBM013Q YBM013G

A season to season ablative antifouling that allows the 

paint to wear away with use & eliminates the build up 

of old layers of paint and the need for sanding to 

remove them. Bottomkote CA allows application at 

lower temperatures.  It delivers protection to control 

marine fouling such as barnacles, zebra mussels & 

algae. It can be used in fresh, salt or brackish water. 

Can be used on fiberglass, wood and properly prepared 

metal and aluminum

Spray Cleanup
     Brush Spray

216Q 216Q As required, 

10% max

As required, 

20-30%

% Thinner Required
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AWLGRIP
 

Awlfair Fast Converter, D7222, is a fast curing converter which is to be mixed with 

Awlfair D8200 base. Awlfair LW is a premium trowelable product for fairing,  

leveling or smoothing surface imperfections due to gouges, pitting, dents, or weld 

seams. The Awlfair LW formulation brings you the latest technology with super 

smooth finish and easy sanding. Awlfair LW is suitable for both manual and  

automatic mixing. May be used above and below the waterline. 

OD7222  Fast Converter 

OD8200  White Base

Aquagard Water Base Antifouling Paint Quart 

  

Aquagard Bottom Paint is a water-based antifouling paint for fiberglass 

and wooden boats. 

  

Features & Benefits: 

Enviro-Friendly Product 

Ablative action repels barnacles & other growth 

Fast-drying Water-based paint rolls on easily 

Great value and outstanding results 

Soap & water clean-up 

Exceeds V.O.C. standards 

Controlled leach out 

Non-toxic fumes 

Compatible with most bottom paints on the market today 

Also great for use on inflatable boats without the use of primer! 

Plastic containers increase shelf life 

AQUAGARD

     Black 90001 90101

Red 90002 90102

 Blue 90003 90103

Shark White 90007 90107

 Colour         Quart         Gallon
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Offers the same exceptional features as 

VCI7m, except, VC offshore can be used in 

saltwater applications.

VC Underwater epoxy bottom paint with Teflon is a 

two component Teflon bearing epoxy specifically 

designed to be used on underwater surfaces of high 

performance boats.

VC Offshore

VC Underwater Performance Epoxy

     Blue V116G

Black V118G

 Colour         Gallon 

Thinner - 216Q

Gallon V127/128G

Antifouling

• Extra strong thin film antifouling for racing sailboats and powerboats 

• With Teflon® for low friction surface 

• Hard, smooth surface 

• Quick drying for fast relaunch 

• OK for use on inflatables 

Antifouling paint with a low friction finish for freshwater or cold 

saltwater. The friction reducing property of VC17m is a function of 

its Teflon® base and pigmentation system. It goes on 8 times thinner 

than traditional antifouling paint which virtually eliminates film 

buildup and when applied it immediately gives a super smooth fin-

ish. When it’s time to recoat no sanding is required, just wash with 

fresh water, let dry and reapply. VC17m is recommended for use in 

fresh water and low fouling saltwater.

VC-17m
  Graphite V105

     Blue V106

Red V107

 Colour         Quart  

 

    

VC Products
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Interprotect System

The Interprotect product system can be used in a variety of situations.  
In addition to repairing blistered fiberglass, Interprotect can also be used as a primer on new 

hulls and on underwater metals.

Interprotect Watertite

Interprotect 2000

Sand or overcoat in one hour!  Excellent for fairing to a “perfect” surface 

and ideal for keels and hulls.  Does not shrink or sag.  Light blue in 

colour for ease in differentiating from gelcoat when sanding.  Excellent 

glazing compound.  2 parts.

• Two-part epoxy water barrier with Micro-Plates® 

• For use in prevention of and repair of osmotic blistering 

Two-part epoxy coating with Microplates® developed to protect fiberglass hulls from water 

absorption and osmotic blistering. Microplates® create a barrier to stop water migration 

through the coating. The Interprotect® system is the system of choice for repairing gelcoat 

that has already been damaged by osmotic blistering. Can be used above and below the waterline as a  

universal primer  for all surfaces and is an excellent primer for all metals .

V135 24oz

V136 48oz

Wipe Down: 216Q 

Do not reduce

2000/2001Q 2000/2002Q

2000/2001G 2000/2002G

Brush Spray Cleanup
     Brush Spray

2316N 2316N 2316N As required 

10% max

As required, 

10%max

% Thinner Required

Using alternating coats of white and grey will  

allow you to see what you’ve already covered 

ensuring proper coverage and thickness!

B
ra

d’

s

Tips

Interprotect

         Gray                  White



email:info@brewersmarine.com  5email:info@brewersmarine.com  5

  
Brightside polyurethane is the most technically advanced one-part polyurethane available.  Brightside now 

contains Teflon for better resistance to staining and abrasion.  Brightside uses polyflow 4000, a unique 

polyurethane resin, which yields excellent flow and levelling characteristics as well as incredible abrasion 

and chemical resistance.  Specially formulated to resist UV damage, this one part polyurethane  

gives the look of a two part polyurethane with the application ease of a one part enamel. 

Brightside Polyurethane

4100Q - Largo Blue 

4152Q - Yellow 

4190Q - Kingston Gray 

4205Q - Seattle Gray 

4207Q - Bristol Beige 

4208Q - Hatteras Off White 

4217Q - Grand Banks Beige 

4218Q - Hatteras Off White 1990 

4237Q - Sundown Buff 

4241Q - Sapphire Blue 

4247Q - Sea Green 

4248Q - Fire Red

4250Q - Steel Gray 

4253Q - Ocean Blue 

4258Q - Black 

4259G - Blue Glo White 

4259Q - Blue Glo White 

4316Q - Dark Blue 

4351Q - Light Blue 

4353Q - Medium Blue 

4359G - White 

4359Q - White 

4360Q - Matterhorn White 

4381Q - Off White 

4990Q - Flag Blue

Topside Finishes

Primers -   4279Q -pre-kote white 

                     4279G -pre-kote white 

                     4280Q -pre-kote gray 

Solvents -   Brushing - 333Q 

                     Spraying - 216Q 

                     Clean-up - 216Q 

Additives - Flattening Agent - 715Q 

                  Non-skid -          2398P                    

                                          

Boot Stripe Paints 
Perfect for striping and accenting 

 

4359P - White 

Bilgekote 
A fast drying, durable coating formulated for 

application to bilge areas that helps prevent 

absorption of oil, gas or sludge 

into wood or  

fiberglass. 

YMA100Q - Gray 

YMA102Q - White

Interdeck 
A tough polyurethane, low sheen coating  

that provides an excellent slip resistant finish. 

It contains a fine aggregate that 

applies easily on all substrates. 

Paint Additives

000Q - White 

009Q - Sand Beige 

684Q - Gray

Flattening Agent 
Takes the gloss out of 

Interlux one part topside 

finishes.   

715Q

Non-Skid 

Add to topside paints 

for traction on high 

traffic areas. 
2398P 

for 
colours see  

colour chart

Fiberglass Surface Prep 

A mold release agent remover used to thor-

oughly clean gelcoat prior to painting.  The use 

of 601 to remove surface contaminants is 

extremely important if the full adhesive quali-

ties of the topcoat are to be realized. 

601Q 

Prekote primer for single part topside paints 

Designed for  use with any one-part topside finish.  

Microspheres give this primer superior build and 

hide while improving flow and sandability.  For use 

anywhere above the true waterline where a smooth 

fair surface for overcoating is required. 

4279Q - White  4279G - White 

4280Q - Gray

Epoxy Primekote White 

This multi-purpose Primer is an excellent under-

coater for use above or below the waterline.  

Can be safely applied over fiberglass, steel, cast 

iron, lead and clear epoxy. Quart kit 

404/414

Primocon - Underwater Metal Primer 

for  Antifouling 

Single package, non-bleeding anti-corrosive 

Primer for underwater metal surfaces.  

Compatible with most antifouling paints. 

984Q 

984G
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Wood Finishing

Goldspar Satin Varnish 

 
A modified polyurethane, low 
lustre varnish designed for 
application to interior wood sur-
faces only.  It produces a warm 
rich satin sheen desired for 
cabin soles, cabinets, counters 
and tables.  

60Q

Original Varnish 
A traditional spar varnish that 

combines ease of application 

with good gloss and durability.  

Interlux had improved 

Superspar with ultraviolet fil-

ters, making it the perfect var-

nish for both interior and exte-

rior applications. 

90Q

Schooner 
Schooner contains UV filters 

to screen the sun for  

remarkable durability, excellent 

water resistance and silky 

application plus a bright high 

gloss, traditional golden finish  
96Q

Schooner Gold 
Advanced UVpackage and  

outstanding gloss makes it the 

longest lasting one part varnish 

Interlux has ever observed. 

Reduces the need to sand in 

between coats.  Has  the 

traditional, warm amber hue to 

enhance the natural colour of 

wood 
500Q 

Perfection Plus 
A two part polyurethane with 

abrasion resistance and superior 

UVprotection.  High clarity, high 

gloss finish. Can be applied 

direct or used with Clear Wood 

Sealer 

 

950Q

Thinners for all Varnishes

Spray Cleanup
     Brush Spray

216Q 216Q As required, 

10% max
5-10%

% Thinner Required

Varnishes
Compass Clear 

One part polyurethane gloss varnish 

that contains ultra-violet additives, 

HALS and antioxidants to ensure 

long term wear.Polyurethane resin 

adds abrasion, chemical and water 

resistance.  Suitable for all internal 

and exterior woods.  It can be 

applied directly to teak. 

502Q
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Acetone 
            Item#                               Unit Size         Case pack 

             CP357 500ml      12 

  CP350                                1L                        6 

             CP351                                4L                        4 

Ideal for cleaning brushes used for antifouling paint and for 

thinning fiberglass resin mixes.

 

Cetol Marine -The original and best for teak! 
  
Cetol Marine (formerly called Cetol M) is a durable translucent 

satin protective wood finish for interior and exterior use on 

boats.  It provides a flexible, 

breathable finish, superior 

ultraviolet and weathering 

protection for teak and other 

woods commonly found on 

boats.  Not for use below the 

waterline. 

 

 

 

20801 - quart 

20802 - gallon 

 

Cetol Marine Light 
Offers the same proven wood protection as Cetol Marine  

 but in a lighter colour. 

 

 

 

 

 

 

23201 - quart

 
NEW! 

Cetol Marine Natural Teak -  
 Offers the same proven wood protection as Cetol Marine  

 but in a Natural Teak colour 

 

 

 

 

 

23316 - quart 

23317 - gallon

 

Cetol Marine Gloss 

 

 An additional overcoat to Cetol Marine for a high gloss finish.  

 Cetol Marine (any colour) must be used as a priming coat. 

 

 

 

 

 

20804 - quart

Cetol
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Painting Guide

   Interlux offers a complete system for every boat bottom

Bottom Paint 

System

Solvent for  

wipedown
Primer

Additional 

Primer

Bottom 

Paint

Thinner & 

brush cleaner

Antifouling paint 

on previously 

painted bottoms
216Q -- --

Interlux antifoul-

ing of choice 
216Q 

Antifouling paint 

on bare fiberglass  

bottom
202Q Interprotect --

Interlux antifoul-

ing of choice 
2316N

Antifoul on props, 

tabs, outdrives & 

outboard motors.
202Q Interprotect 984Q Tri-lux II 2316N

   Interlux offers a complete system for the topside

Topsides, decks 

& brightwork

Solvent for  

wipedown
Primer

 Primer 

Thinner
Topcoat

Thinner & 

brush cleaner

Topside previously 

painted with alkyd 

enamels
333Q

4279 or  
4280

333Q
Brightside 

Polyurethane
333Q

Topside previously 

painted with two 

part polyurethane
2333N 404/414 -- Perfection 2333N

Bare fiberglass top-

sides  

(alkyd enamels)
202Q

4279 or  
4280

333Q
Brightside 

Polyurethane
333Q

Bare fiberglass 

topsides 

(two-part polyur.)
202Q 404/414 2316N Perfection 2333N

   How Much Paint Do You Need?  Here’s a chart for basic guidelines.

Type and size
Topside 

Polyurethane
Topside Enamel Bottom Waterline Deck Varnish Interior

10’ Dinghy 1qt 1qt -- -- -- 1.5qts --

14’ Outboard 1qt 1qt 1qt -- 1pt 1qt --

18’ Runabout 1qt 2qts 2qts 1pt 1qt 1pt --

20’ Sailboat 2qts 2qts 3qts 1pt 1gal 2 qts --

24’ Runabout 2qts 2qts 3qts 1pt 1qt 1.5qts --

30’ Sailboat 3qts 1gal 1.5gals 1pt 2qts 2qts 2qts

32’ Cruiser 3qts 1gal 1.5gals 1pt 2qts 2qts 2qts

36’ Auxiliary 5qts 2gals 2gals 1pt 1gal 1gal 3qts

40’ Cruiser 5qts 2.5gals 2gals 1pt 1.5gals 1gal 1gal

-Normal paint 

requirements 2-coats 

 

-For repainting or 

revarnishing w/two 

coats. 

 

-For new or bare  

surfaces, double the  

quantities. 

   Or use these helpful formulae to calculate surface area

Bottom

Topsides

Decks

LOA x  BEAM x 0.85 = Wetted surface area

(LOA + BEAM) x 2 x Average Freeboard = Area

(LOA x BEAM x 0.75) = Area 

Note: the area taken up by a coach roof, cockpit etc will have to be subtracted in many cases.
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Strip-It Marine stripper safe for fiberglass 

 
Use in shaded, well vented area at room temperature (60 - 
80ºF or 16 - 27ºC).Use natural bristle brush to apply a 
liberal coating over paint or varnish to be removed.  Allow 
to rest on surface until existing paint is penetrated - this 
takes between 15 minutes to 2 hours.  After the surface is 
thoroughly scraped clean, reapply to remove residual 

paint or wipe surface with Captain 
Phab Acetone. 
 

CP590  litre 

CP592  4 litre

Paint Stripper and Thinners

Which Thinner will I need? 

 Remember! the right thinner can make or break a paint job!

Product

Perfection

Brightside

Premium Yacht 

Enamel

Bottom Paints 

(conventional)

Micron

Trilux II

3000/3001

2000/2001&2

404/414

Metal primer 984

Varnishes

  Spray

2316N

216Q

216Q

216Q

216Q

216Q

2316N

2316N

2316N

216Q

216Q

  Brush

2333N

333Q

333Q

----

----

----

2316N

2316N

2333N

----

333Q

Cleanup

2316N 

2333N  

216Q

216Q

216Q

216Q

216Q

2316N

2316N

2316N

2316N

216Q

 (Brush)

as required 

25-40%

as required 

10% max

as required 

10% max

10% first coat 

wood only

as required 

10% max

as required 

10% max

as required 

10% max

as required 

10% max

20-30%

as required 

10% max

as required 

10% max

 (Spray)

as required 

25-50%

10-15%

10-15%

as required 

15% max

as required 

20-30%

as required 

10-15%

as required 

10% max

as required 

10% max

20-30%

as required 

10% max

5-10%

 

 
 

 

 

A combination of several solvents.  It is 

slow to evaporate from the surface of 

the gel coat to trap contaminants so 

they can be wiped away. 

202Q 

Whatever the job, make sure you  

have  thinner 202 on hand!!

B
ra

d’

s

Tips
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Liquid Hardener 

for use with poly-

ester resin 

 

912C  llml 

 

 

 

 

 

 

   

Bondo plastic 

spreaders are great 

for applying fillers, 

glazes and caulking 

3 pack 

357

 

Fiberglass cloth tape 

     4” x 2yds / 10.16cm x 1.82m 

 

Mat & cloth perfect 

for any size job. Use 

on metal, fiberglass 

and wood 

 

477

 

Fiberglass Cloth 

 Designed to strengthen,  

waterproof,  and repair all types of 

surfaces 

 

   

   499 8sq ft

 

 

Fiberglass Mat 

  100% fiberglass,  nonwoven 

 

   

   488    8sq ft

 

 

 3MTM Synthetic Steel Wool Pads  
Combination of synthetic fibers and abrasive particles.  
Durable pads, resist clogging and can be rinsed and reused.  
Won’t rust, splinter or shred.  Compatible with solvent-bases 
and water-based stains and finishes. 6/pkg 

 

10115....#3 coarse    10116....#2 medium 

10118....’0’ fine       10120S...’000’ Extra Fine

      

              

Plastic Scraper 

 

         39210   1-1/2” 

         39211     2”      

         39212     3”       

         39213     4”    

 

 

 

  Sanding Sponges 

 

 39401  80 grit  

 39402  100 grit  

 39403  120 grit  

 39404  150 grit

Resin Spreader 

3968  4”   

 3969  5”   

 3970  6”  
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 Hand-kneadable, fast setting, fiberglass reinforced polymer  

 compound for permanent repairs to many surfaces including 

fiberglass, concrete, glass, ceramics, metals, wood and many 

plastics.  Has a 25 minute working life.  4oz tube / 114g 

Off-white colour 

470550 each 

470550-24 case/24

 

 

 

 

 

  

 Hand-kneadable, fast setting polymer compound for 

 permanent repairs to wood.  It also bonds to metal, glass,     

 masonry and many plastics.  Has a 15 minute work life 

 2oz tube/ 57g.  Tan colour  

471050 each  

          471050-24 case/24

 

 Hand-kneadable, fast setting, industrial strength steel- 

 reinforced polymer compound for permanent repairs to any-

thing made of steel or other metals. Has a 3 minute work life 

4oz tube/114g     Steel gray colour 

451055 each  

451055-24 case/24

 Hand-kneadable, fast setting polymer compound for 

 permanent repairs to most major plastic types. It does NOT 

adhere to polyethylene, polypropylene and some other plastics. 

It will also bond to metal, wood, glass and masonry.  

Has a 20 minute work life.  4oz tube /114g  Off-white colour 

475550 each  

475550-24 case/24

 Hand-kneadable, fast setting, aluminum reinforced polymer 

 compound for permanent repairs to anything made of 

aluminum.  It will also bond to other metals, wood, glass, 

masonry and many plastics.  Has a 5 minute work life 

4oz tube /114g Aluminum colour 

457050 each  

457050-24 case/24

cut off required amount mix to uniform colour apply to repair surface

Epoxy Putty Sticks
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5 Minute Epoxy 

 bonds ceramic, 

 chrome, fabric,  

fiberglass, glass, hard 

plastic, rubber and 

metal.  Self mixing 

 

 84114 14ml 

           Syringe

 

 

 

 Multi-Metal Epoxy 

4 minute epoxy bonds 

aluminum, brass, 

chrome, copper, iron, 

steel and stainless 

 

 

  84119 25ml 

 Syringe

Gelcote International

 

 

 

 

 

 

 

Gelcote Repair kit 

includes; 6-1/4oz bottles of colour, 

1-2oz bottle of gelcote paste, 1-1/4oz bottle 

of hardener, 2 Mylar films, 2 mixing 

sticks,1-1/2oz bottle of compound, 1 

600grit sandpaper, 1 colour chart 

GC100     

 

 

 

 

 

 

 

Neutral(Clear) Gelcoat c/w  

air dry and hardener 

 GC100-1AD 250ml  

 GC100-2AD 1L  

 GC100-3AD 4L

 

 

 

 

 

 

 

 Gelcote Paste c/w 

air dry and hardener 

includes; 250ml clear gelcote paste, 2 mix-

ing sticks, 1 14ml catalyst 

 

GC100P   clear    

        GC100PW  white 

 

 

 

 

 

 

Gelcote Repair kit  
comes with wax already added.  Kit 

has 1-2oz jar of gelcote paste, 1-1/4 oz bot-

tle of hardener, 2 Mylar release films, 2 

mixing sticks, 1 piece of 600grit sandpaper 

   GC101   white       

   GC101-B black       

   GC101-C  champagne  

 

 

 

 

 

 

      White Gelcote c/w hardener, 

       comes with wax. 

 

   GC101-01AD  250ml    

   GC101-02AD  1L       

   GC101-03AD  4L       

 

 

 

 

 

Fiberglass Repair kit 
includes; 1-250ml polyester resin, 

1-1/2oz hardener, 1-12” piece 6oz 

fiberglass cloth, 1 paint brush, 2 mixing 

sticks. Can be tinted 

 

GC102     
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  Polyester Liquid Resin 

  c/w hardener, and wax 

       GC105-01   500ml   

        GC105-02     1L     

        GC105-03     4L 

        GC105-04    20L      

 

 

 

 

 

 

 

   Polyester Liquid Resin 

  c/w hardener, NO wax 

 

        GC105-03NW  4L 

         GC105-04NW  20L

 

 

 

 

 

 

Colour Paste - 1oz jar 

     GC109-01   white  

      GC109-02   yellow  

      GC109-03   blue  

      GC109-04   dark green  

      GC109-05   black                                    

      GC109-06   red  

      GC109-07   marine blue  

      GC109-08   dark brown

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

          

Black Gelcote 

     Paste kit c/w Air Dry 

           & hardener 

 

 

GC100PB   250ml

 

 

 

 

 

 

        Air Dry Additive 
is an additive that should 

be added to polyester resin 

at a rate of 2% - 5% per 

mix 

 

GC122-AD1

 

 

 

 

 

  Air Dry Hardener- Clear 

This MEK-50 hardener is used 

with polyester resin and gelcote. 

1.5% to 2% of hardener is 

mixed with polyester resin and 

gelcote. 

 

GC112-1     14ml 

GC112-2     50ml 

GC112-3   225ml

 

 

 

 

 

 

 

     Styrene   
Used to reduce viscosity of 

Gelcote for spraying. Can also 

be used to clean molds, etc.  

GC111-00   1L 

GC111-01   4L 

 

 

 

 

 

 

 

Cabosil 
A thickening agent used for 

making putty with resins and 

gelcoats. 

 

 

GC108-00   1L

                  

    Urethane Liquid Foam kit 

To fill voids for flotation.   

1 lb of A-side mixed with 1 lb 

of B-side will give you 1 cubic 

foot of foam. 

 

GC122-01  1L 

GC122-02  2L 

 

 

 

 

 

 

     PVA Mold Release 

Used for creating a film forming 

layer for seperation of polyester 

or epoxy resins and various 

mold services. 

 

GC122-04   1L 

GC122-05   500ml 

***Items marked with 

this symbol are subject 

to dangerous goods 

charges when shipping 

that are above and 

beyond regular freight 

charges.
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J-B Weld

  Thread lock - Blue 

  JB24206  6ml 

TEMPERATURE  

RESISTANT TO 300°F 

IDEAL FOR ¼” TO 1” 

FASTENERS, NO SPILL, DRIP, OR 

CLOG CAP 

 

 

     

 Silicone 

  JB31310  3oz 

WATERPROOF,  

MOLD & MILDEW  

RESISTANT,  NO  

SHRINK FORMULA 

Set Time - 1 Hour 

Cure Color - Clear 

 

         
 

 

 Superweld Glue 

SuperWeld™ is a specially formulated 

cyanoacrylate  

Super Glue that provides 

a strong, instant bond in  

just seconds. It works on multiple and 

hard to bond surfaces. 

Strength - 3500 PSI 

Set Time - 1Minute 

Cure Time - 24 Hours 

Cure Color - Clear 

  JB33120  20g   

 Superweld Extreme 
SuperWeld™ Extreme provides a 

strong, flexible bond & 

cures in 24 hours.  

It has a precision tip, no 

drip formula, ideal  

for both vertical &  

horizontal surfaces!  

Impact resistant  

Strength - 3000 PSI 

Set Time - 30 Seconds 

Cure Colour - Clear 

  JB33400 15g  

 

 

 

 

 

 

  JB50240 

Clearweld Pro 

Size  8oz 
Quick setting, multipur-

pose two part epoxy that 

provides a strong and last-

ing bond on most surfaces 

including tile, most plas-

tics, ceramic, glass, wood 

and metal 

Strength - 3900 PSI 

Set Time - 5 Minutes 

Cure Time - 1 Hour 

Cure Color - Clear 

       

 

 

 

 

 

 

 Steel Reinforced 

Epoxy  

The Original Cold Weld 

two-part epoxy system that 

provides strong, lasting 

repairs to metal and 

multiple surfaces. 

Strength - 5020 PSI 

Set Time - 4-6 hours 

Cure Time - 15-24 hours 

Cure Color - Dark Gray 

 

JB8265-S    

JB8281     

 Pro Size 

 

 

 

 

 

 

  JB8267 

Steelstick Epoxy 

Putty 

Hand-mixable, steel-rein-

forced, non-rusting epoxy 

putty that quickly repairs 

or rebuilds anything made 

of metal.  

Strength - 4000 PSI 

Set Time - 5 Minutes 

Cure Time - 1 Hour 

Cure Color - Dark Gray 

 

 

 

     

 

 

 

 

 

   

Kwikweld Epoxy 

Fast setting KwikWeld 

two-part epoxy cold weld 

system.  

It provides strong, lasting 

repairs to metal and multi-

ple other surface types.  

Strength - 3127 PSI 

Set Time - 6 Minutes 

Cure Time - 4-6 Hours 

Cure Color - Dark Gray 

 

 JB8276     

    

 JB8271       

 Pro size  

 

 

 

 

 

 

  JB8272 

Marine Weld 

Epoxy 

 Two-part epoxy cold weld 

system that provides for 

strong, lasting repairs for 

bonding different or simi-

lar surfaces, such as alu-

minum, metal, composites, 

fiberglass and others.  

Strength - 5020 PSI 

Set Time - 4-6 Hours 

Cure Time - 15-24 Hours 

Cure Color - Dark Gray 

 

       

 

 

 

 

 

 

  JB8277   

Waterweld Epoxy 

Putty 

WaterWeld will plug or 

seal leaks and patch holes 

and cracks in almost any-

thing. Ideal for repairing 

plumbing, fuel tanks, tub 

and shower, drains, pool 

and spa, boats and potable 

water tanks; setup occurs 

even under water.  
Strength - 4370 PSI 

Set Time - 25 Minutes 

Cure Time - 1 Hour 

Cure Color - Off White 

 Clearweld Syringe 

A quick setting, multipurpose two part 

epoxy that provides a  

strong and lasting bond 

on most surfaces  

including tile, plastics, ceramic, glass, 

wood and metal.  

Strength - 3900 PSI 

Set Time - 5 Minutes 

Cure Time - 1 Hour 

Cure Color - Clear 

 

 

  JB50112  25ml   

 Plastic Bonder Syringe 

 JB50133  Tan 

 JB50139  Black 
 

 PlasticBonder™ is a  

quick-setting, two-part,  

urethane adhesive  that  

provides strong and  

lasting repairs.  25ml 
Strength - 3770 PSI 

Set Time - 15 Minutes 

Cure Time - 30 Minutes   

    

          

 Epoxy Glue Syringe 
The original cold-weld™ two-part 

epoxy system that  

provides strong, lasting  

repairs to metal and  

multiple surfaces.  

Mixed at a ratio of 1:1,  

it forms a permanent  

bond and can be shaped,  

tapped, filed, sanded and drilled after 
curing.  Strength - 5020 PSI 

Set Time - 4-6 hours 

Cure Time - 15 hours 

Cure Color - Dark Gray    

  JB50165 25ml   

 Marine Weld Syringe 
Cold-Weld™ adhesive system that pro-

vides strong, lasting repairs for bonding 

different or similar surfaces 

such as metal, composites, fiberglass 

and others.  

Strength - 2350 PSI 

Set Time - 5 Minutes 

Cure Time - 1 Hour 

Cure Color - White 

 

 

 

 

 

  JB50172  25ml   
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Fiberglass Tape 

A 6 oz fiberglass tape used for small 

repairs or reinforcement.  

Our tape comes in 10M packages.  

GC114-2T   2” 

GC114-3T   3” 

GC114-4T   4” 

GC114-6T   6”  

 

 

 

 

 

Resin roller 

Quality Mohair rollers used 

with resins, gelcoat and  

epoxies 

GC116-1 3/4x3 

 

roller only            

GC116-2 3/4x3

 

 

 

 

 

 

Air roller 

A high strength aluminum roller 

used for removing air bubbles in 

your resin repairs 

 

GC116-3  3/4x3 

GC116-5  1/2x3 

GC116-6  3/8x3 

GC116-7  3/4x6 

 

 

 

 

 

 

Air roller 

A high strength aluminum roller 

used for removing air bubbles in 

your resin repairs 

 

GC116-9  1x 9”

 

 

 

 

 

 

Mixing Sticks 

  15 per package 

 

GC300-A 

 

 

 

 

 

 

 

 

Air roller 

A high strength aluminum roller 

used for removing air bubbles in 

your resin repairs. 

3/8” corner roller 

 

GC116-4C

          

                           

      Woven Roving  
A high density woven roving 

18oz. It is used for maximum 

reinforcement during fiberglass 

repairs. sold by the meter. 

       GC114-OA 3yd x 38” 

       GC114-OB 3m  x 38” 

       GC114-OC 6yd x 38” 

Fiberglass Mat 
A reinforcing product. 

1 ½ oz. fiberglass mat 

   GC114-A         36” x 38”  

   GC114-B          3m x 38”   

   GC114-L1A     3yd x 50”                       

   GC114-L1B     6yd x 50” 

   GC114-L1C   10yd x 50” 

   GC114AC      10m x 38” 

   

        Fiberglass Cloth 

          6 oz fiberglass cloth 

 

        GC114-C    38” x 3’ 

        GC114-D    38” x 6’ 

        GC114-E    38” x 10m 

        GC114-H    60” x 1m 

        GC114-HB   6m x 60” 

        GC114-HC  10m x 60”

 5 Minute Epoxy 

 two-part adhesive and filler sys-

tem that eliminates the need for 

welding or brazing. Sets in five 

minutes, no clamping needed. Clear 

appearance. Fills gaps and will not 

shrink. Resistant to water and sol-

vents. Temperature range -60°F to 

180°F (-51°C to 82°C). Permanent 

strength up to 3400 PSI. Self-mix-

ing dual syringe (84164) blends the 

adhesive and filler as it dispenses, 

eliminating the need for manual 

mixing 

    84111 25ml/syringe        



16 Phone: 1-800-263-8328

Polyester Resin Fiberglass Repair 

 

 

 

 

 
 Fast and easy permanent repairs of fiberglass, most 

woods and metals. All kits include fiberglass fabric, 

spreader stick, polyester resin and liquid hardener 

 

100637   1/2pint  

100370  Qt

Gel Coat Repair 

 

 

 

 
 Permanent repairs in fiberglass. Blend with colour-

ing agent to match to almost any colour. It hardens 

in one hour.  Kit includes colours, 

polyester gel coat paste, hardener, release film, 

mixing sticks, blending chart and instructions 

100668 4oz

108000 1oz

Inflatable Boat & Raft Repair 

 

 

 

 

 
 Repair nylon/hypalon/neoprene. Kit includes  

cleaning solvent, 6x12” heavy reinforcing fabric. 

NOT recommended for PVC repair 

 

100618

Liquid Hardener 

 

 

 

 

 

 

 

 

 Hardening agent for use with all polyester resin 

and gel coats. Graduated measure for mixing  

convenience.  Use as directed. 

100602 11cc for quart  

100603 40cc for gallon  

Cream Hardener 

 

 

 

 

 
Quick hardening, non-separating 

for use with polyester putty 

 

100340   white

Sealant Foam 
 

 

 

 

 

 

 

 Seal, fill, caulk and insulate with this one 

component, urethane foam. Foam expands and 

moisten cures to form semi-rigid mass. One 12oz 

can is equal to 24 tubes of caulk.  Reduces sound. 

 

100654

Two-Part Pourable Foam 
 

 

 

 

 

 

 Just mix and pour the foam to fill cavities and 

increase buoyancy.  This 2lb density foam will 

increase floatation, insulate and fill gaps. Mix 1:1 

Quick setting formula allows approx 20 seconds 

for mixing and pouring. Sets in 10 minutes. Ready 

to use in hours 

105612   1/2Gal

Gel Coat Scratch Patch 
 

 

 

 

 

 

 

 Easy, permanent repairs on hairline cracks, 

scratches and chips in fiberglass.  One part formula 

Just fill, let it set and scrape off excess with  

included spreader. Tube is 1/2 fl oz. 

 105652 White    

105653 Buff wht   

Evercoat Repair Kits

 

Popular  colour matching agents that blend with polyester 

resins, epoxy resins, gel paste, polyester fillers, and putties  

1oz tubes 

 

 

 100503 Tropical Red  

 100505 Sunset Yellow  

 100506 Brown  

 100507 Admiral Blue  

 100508 Black  

 100509 White

Colouring Agents
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 Premium Marine Resin 

 

 

 

 

 
 No-run, no-sag polyester resin 

Can be used on softwoods and 

fiberglass. Liquid hardener included 

 

 

  100552   Gal   

  100553   Qt         

  100554   Pint  

  Boat Yard Resin 

 

 

 

 

 
 General purpose, economy finish 

resin.  Excellent wet ability and 

strength. Can be tinted. Can be used on 

most wood, fiberglass and some metal. 

Liquid hardener is included. 

    

   100518   Qt   

     

Polyester Gel Paste 

 

 

 

 

 
 Gel coat quality in a paste.  Repair 

larger areas. Can be tinted. This neutral 

colour paste will make permanent 

repairs on gel coat and fiberglass. Will 

adhere to most woods and metals 

 

   100695   Pint

One-Step Finish Gel-Kote 

 

 

 

 

 
ISO NPG finish gel coat used to per-

manently repair or replace original, 

high gloss finish. Cures to hard, fully 

cured surface. Non-run, non-sag 

formula.Can be tinted. White in colour 

   

  105670   Pint  

  105671   Qt

Premium Gel-Kote 

 

 

 

 
ISO NPG gel coat used to permanently 

repair or replace original, high gloss 

finish.  Cures to a tacky finish for re-

coating.Mold release must be used to 

get a fully-cured surface. Non-run, non-

sag formulation. 

   105673  white Pint    

   105675  white Qt       

   105676  neutral Qt     

   105677  white   Gal   

PVA Mold Release Agent 

 

 

 

 

 
 Use as an air-inhibiting agent for Gel-

Kote.  Spray a light mist over the  

catalyzed Gel-kote to fully cure and 

eliminate the tacky feel. 

 

   105685   8fl. oz.  

 Formula 27 Filler 

 
Permanent repair of fiberglass, wood, 

metal, stucco and drywall.  White  

plastic filler for filling dents, scrapes 

and gouges.  Does not shrink after 

curing.  Won’t crack or pop-out. 

Can be tinted with colouring agents. 

White cream hardener is included. 

 

 
100570  Qt 

100571 Pint 

100572  1/2 Pint

Fiberglass Cloth (6oz) 
Woven fiberglass suitable for all marine resins. 

100917   38” x 1yd  

100918   38” x 3yd  

100911   44” x 1yd  

100912   44” x 3yd  

BULK: 100903 38” x 60yd 

Fiberglass Mat (1.5oz) 
100% fiberglass in non-woven state. For building up 

when repairing holes and badly damaged areas.  Also 

molds and builds for repair of curved surfaces 

   100940   38” x 34”  

   100941   38” x 102”  

   100942   38” x 30”   

Fiberglass Tape (6oz) 
Cloth-woven tape in narrow width with a non-raveling 

edge.  Perfect for fiberglassing seams, chines, keels, 

small patch jobs, corners and edges. 

100932   4” x 10yds  

 

 BULK;  100922   4” x 50yds  

 

Fiberglass Woven Roving (24oz) 
Super-heavy woven cloth for faster build up and extra 

strength. Should be used with mat and cloth to get the 

strength needed with minimal lay-up time 

 

   100946   50” x 1yd
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3MTM Marine Premium Filler 
A unique 3M vinyl ester resin formulation designed for marine filling and fairing applications above 

and below the waterline. 3M Marine Premium Filler is a unique and easy to sand formula designed 

with 3M scotchlite glass bubbles. Dries blue in colour.          size                       part # 

               

 
3MTM Marine High Strength Repair Filler 
A unique 3M vinyl ester filler formulated with short strand fiberglass for blister and other structural 

repairs above and below the waterline.  This high performance reinforced filler is designed to reduce 

water transmission and absorption into repaired areas of fiberglass hulls, decks and other parts, 

reducing the possibility of future osmotic blister damage.       size                           part#  
bonding-coring    

hardware, structural 

support 

filling -blister damage 

keel damage 

rudder damage 

cracks, gouges 

Quart................46005 

Gallon..............46006

Quart.....................46013 

filling- blister damage    

keel damage 

rudder damage 

cracks, gouges 

fairing

R 
R 
R 
R 
R

R 
R 
 R 
R 
R 
R 

 

Fiberglass Stain Remover 

 

 
Stain absorbing gel that is ideal  

for removing oil, rust, exhaust, 

waterline & transom stains.  It can 

also be used on other fiberglass 

stains in shower stalls, furniture... 

Non-abrasive so it is safe to use on 

white painted surfaces and gel-coat. 

No sanding needed, apply with a 

brush, sponge or cloth, wait a few 

minutes and then wipe off or rinse. 

 

790FSR.....16oz 

792.....67.8oz(2L)
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ProGuard Coverall 
This coverall is a unique blend of a one-way breathable membrane that provides a comfort level 

for the wearer, yet offers complete surface protection against AIRBORNE PARTICULATES 

and MICRO FIBERS. It  features a FULL HOOD, ELASTIC CUFFS, ANKLES, ELASTIC 

WAIST. BREAST POCKET, TWO SIDE POCKETS and a LARGE REAR RAG POCKET. It 

has a TWO WAY FRONT ZIPPER that allows restroom visits without taking off the coverall. It 

also features exclusive ANKLE ZIPPERS for EZ on and off with boots or shoes.  

43001  XL 

43002 XXL

 
Paint Can Opener 

TW260 
-wire form 

-quick and easy way to 

open 

paint 

cans! 

 
Bag of Rags 
new material, 20oz, 

100% cotton 

SX02002 

 

 
Mix and Measure Bucket! 

Graduated for easy ratio mixing  
41136 - 480mL 

41140 - oversized quart 

61186 - oversized gallon 

41142 - lid for 480mL & qt 

 

 

 

  
and by oversized we mean 

you can pour a  whole can 

in and still have room to 

stir! YAY!

RE6448 
Measure-it 

low tack 

sticky 

tape 

1” x 48ft 

     

Warner Professional Quality Tack Cloth 
Removes dirt, dust and lint for a   

   smooth paint job. 

        468....18”x36” 
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     Economy 

 

1” - 39106 

2” - 39108 

3” - 39109 

4” - 39110

Topside 

Mink Bristle 

 

 

1” - 39111 

2” - 39112 

3” - 39113

Quality 

Sable Bristle 

 

 

1” - 39115 

2”  - 39117 

3” - 39119

Trimmer Sash Brush 

 

39555

 

Wooden Handle 

 

1” - 39101 

2” - 39102 

3” - 39103 

4” - 39104

Foam Brushes

 

Straight Sash 

 

1” - 39301 

2” - 39302 

3” - 39303 

4” - 39304 

 

Angled Sash 

 

1”- 39305 

1-1/2” - 39306 

2” - 39307 

2-1/2” - 39308 

3-1/2” - 39309 

 

Best Quality Marine Brushes 
Available in both straight and 

angled sash. Stainless steel  

ferrule, and water resistant peg 

 handle for long life and durability. 

They Float!!

Bristle Brushes

39802  
3” foam roller 

- safe for use with VC! 

39803 
3” roller refill 

- safe for use with VC!  
39804  

Cage frame only for 3” roller. 
39805 

Tray for 3” roller  

- Plastic 

 

  39601 

  3” Trim Roller
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39701 
 

 7-1/2” foam roller and 

tray set .  Safe for use with 

all paints including 

Antifoulings and VC 

products. 
   

  4” Foam Roller/Tray Set 

39901 

    

    4” Roller/Tray Set 

39902 

 

39706 

    

Tray only 

- metal. 

 

39705 
Cage frame only 

for 7-1/2” roller.

 

      39707 

Replacement 

foam  roller 

 7-1/2”

 

7-1/2” Antifouling Roller 

    71438 

39703 
Replacement roller for 

 39701 tray set 7-1/2”

39704 
Low pile roller refill. 

- for use with epoxy.

39801 
Phenolic core refill for 

 use with Topside Paints 
RC85059 

    9” Black foam roller for interprotect

 

39809 

   4” Cage frame  

only

High Density Foam Rollers ideal for 

melamine, urethane and other high gloss paints. 

39604 - 4” roller with handle 

39606 - 6” roller with handle 

39800 - 4” refill 

39806 - 6” refill 

39807 - 11” roller frame only 

39808 - 17” roller frame only
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Respirators

   2091 HEPA filter for dust/mist  2097 welding filter
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3MTM 6000 Series Respirator 
NIOSH/OSHA approved half-mask respirator.  Low  

maintenance, comfortable design can use five different  

cartridges and two types of pre-filters for a variety of 

work environments. Cartridges 

twist off/on. 

 
     6100....small mask 

     6200....medium mask 

     6300....large mask

3MTM Full Face Mask Respirator 
This Respirator is lightweight, balanced, and features easy 

to adjust headstrap for maximum comfort. No retainers or 

extra parts required to attach filters, cartridges or dual  

airline.  NIOSH approved. 
 

     6800....medium mask 

     6900....large mask

3MTM Paint Spray Respirator 

Half Mask 
Retail packaged half mask includes filters and retainers so 

the mask is ready to use right out of the package.  Perfect 

for the “do-it-yourselfer”.  

Prepackaged 6000 series mask 

is suitable for paint spraying.  

Replacement parts available. 

      

     6211....medium mask 

     6311....large mask

3MTM 7500 Half Mask Facepiece 
The 3MTM 7500 series Half-Mask facepiece has new state 

of the art features to provide unsurpassed comfort.  A soft 

seal design with advanced silicone material, provides a 

softer feel on the face, while a unique head harness design 

adjusts easily.  The 3MTM Cool 

FlowTM exhalation valve makes 

breathing easier, and helps 

reduce heat and moisture build 

up in the facepiece. 

     7501....small mask 

     7502....medium mask 

     7503....large mask

3MTM  Respirator Replacement Parts and Accessories

Respirators

 

   Nose Cup Assembly 

 
for 6700,6800 & 

6900 masks 

sold each 

 

6894

 

  Pre-filter Adapter 

 

                      20 /package 

 

 

                            502 

 

    Peel away face shield 

 
for 6000 series 

full face masks 

pkg/25 

 

6885 

 

      Replacement lens 

 
for 6000 series 

full face masks 

sold each 

6898

 

       Inhalation gasket 

 
for 6000 series 

and 7800S masks 

pkg/20 

 

6895

    

      Exhalation valve 

 
for 6000 series 

full face masks 

pkg/10 

 

6889

 

Respirator cleaning 

Wipes 

box/100 

 

 

504

 

For more information: 

go to: 

 

3mcanada.ca 
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3MTM N95 Three Panel Particulate 

Respirator 
A low profile, three panel respirator 

that conforms to a wide range of 

face sizes.  Cool flow valve reduces 

breathing resistance with high com-

fort/feel on face.  Folded and indi-

vidually packaged. 
10 per box....9211

3MTM Sanding and Fiberglass Insulation 

Respirator 
Government approved for dusts 

and mists.  Lightweight/inexpen-

sive.  Disposable/comfortable. 
8210....20/box

General Purpose Sponge 
Three dimensional non-woven material laminated to a cellulose 

sponge material.  Ideal for scuffing/cleaning a variety of sur-

faces.  Use wet or dry, handheld size 

means comfort and convenience. 

   07442...Ultra fine sponge 

Fairing Boards 
3MTM Marine HookitTM fairing boards 

are designed for fairing, shaping, sanding 

and finishing boats, plugs and moulds.  

These boards feature a durable, light-

weight construction that combines worker comfort and getting desired 

results quickly.  The rigid fairing board can be used for large flat areas 

such as freeboard and deck areas.  The flexible fairing board is for con-

cave and convex curved areas such as hulls.  These boards utilize a 

4-1/2” x 30” 3MTM abrasive sheets.  

83497 - rigid 

83978 - flexible

3M Dry Guide Coat 

 
Dry powder used to highlight surface 

imperfections and sand scratches prior 

to finishing with abrasives.  Can be 

used on marine fillers, primers, paints 

and gelcoats.  Contains no solvents.   
05861- cart. & applicator 

05860 - replacement cartridge

 3MTM HookitTM Half Round Pad 
Conformable pad to allow sanding straight edges as well as 

detail lines and mouldings.  Works with 6” 

sanding Discs. 

05792

3MTM Roloc Bristle Disc 

07524 

General purpose scuffing wheel.  Ideal for machine 

scuffing/cleaning hard to reach areas.  



email:info@brewersmarine.com  25email:info@brewersmarine.com  25

3MTM Production Paper Sheets  
For dry sanding only by machine or hand on fiberglass, 

wood or metal.  Open coat 

with tough aluminum oxide 

mineral. 

9” x 11” 

  

3MTM Gold Sheet 216U  
The 3MTM production resinite free-cut paper sheets utilize 

a premium, aluminum oxide mineral, an improved paper 

backing, and total construction that results in the follow-

ing performance advantages: 

-improved rate of cut 

-increased flexibility & abrasive life  

- uniform, consistent finish. 

9” x 11”   

3MTM Stikit Gold Discs 6” 
Discs are aggressive, sharp, fast cutting and long last-

ing.  They resist dulling, loading and edge wear.  

Pressure sensitive adhesive coating prevents adhesive 

buildup. 

100 discs per roll    

 

3MTM Green HookitTM Sanding Discs 
Tough “E” weight backing and easy on easy off disc removal 

make this Disc perfect for removing paint, sanding fairing 

compounds and gelcoated fiberglass. 

3MTM Hookit Regalite Sanding Sheets 3MTM Purple HookitTM Clean Sanding 

Roll Use for fiberglass, 

paint, plastic, primer and 

putty.  Fast cutting and long 

lasting.  Perforated sheet roll 

to easily snap to desired 

length.  Hundreds of small 

holes arranged in a chevron 

formate allow particle 

 removal from the face of the 

           sheet improving performance. 

Rolls are 115mm (4.53 inches) x 12m (13.12 yds) 

Bulk sheets 

32115 80D

32118 40D

32119 36D

Retail Packs    5sheets/pkg

02537 P600

02539 P400

02541 P320

02543 P240

02544 P220

02545 P180

02547 P120

02549 P80

32541 320A

32544 220A

32545 180A

Bulk 50/pkg  

Retail Packs 

5sheets/pkg  

86476 P400

86475 P320

86474 P240

86473 P220

86472 P180

86471 P150

86470 P120

86469 P100

02637 100E 10/pk

02638 80E 10/pk

4-1/2” x 30”

00538 100E 50/pk

00539 80E 50/pk

00542 40E 50/pk

2-3/4” x 16-1/2”

02115 80D 50/pkg

02116 60D 50/pkg

02118 40D 25/pkg

00512 80E 6”

00513 60E 6”

00515 40E 6”

00520 100E 8”

00521 80E 8”

00524 40E 8”

00525 36E 8”

25/pk

31443  P80  pkg/5  

3MTMSand Paper

30731 240G

30733 180G

30734 150G

30735 120G

30736 100G

30737 80G



3MTM  Wetordry 413Q Tri-M-iteTM   

Paper Sheets 
Use wet or dry for sanding old finishes, fine feather edging plus 

surface work.  It is a silicon carbide, closed coat product, bonded 

with a waterproof resin. BULK - 50  Sheets/Pkg. 9” x 11”  

 

          3MTM Imperial WetordryTM Paper Sheets 
 

3MTM Imperial wet or dry paper sheets utilize a premium, aluminum oxide mineral, an improved paper backing, 

and an optimized construction that results in the following performance advantages: 

 -improved rate of cut - increased abrasive life, -increased flexibility, -uniform, consistent finish. 

 

 

 

 

02021

02022 
02023 
02035 
02036 
02038 
02040 
02042
02043

1000 ultra fine

1200 micro fine

1500 micro fine

P800

P600

P400

P320

P240

P220

02000

02002

02004

02006

02007

32022

32035 
32036 
32038 
32040 
32043

1200MF

P800 
P600 
P400 
P320 
P220

600A

400A

320A

240A

220A

Bulk: 50 sheets/pkg

Retail 

Packs 

5sheets/ 

pkg

}5.5” x9”

}9”x11”

9”x11”

3M Green Masking Tape 233+ 

High performance masking tape designed to be highly conformable and has a specially formulated adhe-

sive system which offers improved adhesive transfer resistance on rubber mouldings and painted sur-

faces.  Provides outstanding paint lines and controlled consistent 

unwind.  BRIGHT GREEN COLOUR makes it easily identifi-

able.  Rolls are 60 yards in length. 

26334 3/4”
26336 1”
26338 1-1/2”
26340 2”

3M25491 
3MTM  Outdoor Masking,   Sunlight/UV resistant, removes clean with 

  no residue for up to 90 days! High tensile backing, rubber adhesive adheres to many 

  surfaces, 13mils thick, 2” x 45yds  Red

3MTM  Refinishing Masking Tape 
Sticks and stays when applied - no lifting or edge curl 

Flexible and conformable.  Leaves a sharp, clean paint line 

Clean and easy removal - no adhesive transfer 

Waterborne compatible, Solvent Free,  Yellow

06652 3/4”

06654 1-1/2”

06656 2”

06303 1/2”

06305 3/4”

06817 3/4”
06818 1”
06819 1-1/2”
06820 2”

3MTM  Scotch Fine Line  Tape  218 

High performance polypropylene plastic tape that has both a low profile and 

high adhesion for use in painting long straight lines where a crisp, sharp line 

line is desired, excellent colour line separation, resistant to solvents & moisture

3MTM  Blue Painter’s Masking Tape 
Tape for multi-surfaces. 2090 is a medium adhesion tape ideal 

for previously painted walls, trim, woodwork, glass and metal 

It can be removed cleanly for up to 14 days, even in direct sunlight 

    Wool  Pads  - pkg/3 

Bronze 

W35000  fine 

W35005  medium 

W35010  coarse 

 

Stainless 

W35015  fine 

W35020  medium 
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10oz (296ml) Cartridge 

     Elastomeric Sealant 

 

SY300   White    

  SY301   Clear     

  SY302   Black    

 

 

 

3oz (89ml) Tube 

     Elastomeric Sealant 

 

        SY320   White   

        SY321   Clear                         

SY322    Black  

 

 

 

 

 

  1oz (29.57 ml) 

    Elastomeric Sealant 

 

   SY331   Clear   

 

 3oz (89ml) Tube 

Liquid version of Elastomeric  

Sealant. Low viscosity sealant specially 

formulated for narrow joints where ordi-

nary sealants cannot reach.  

 

Ideal for sealing windshields, portholes, 

hardware, hatches,... 

 

SY350   Clear   

N.E.W. System Sealant remains permanently flexible, 

non yellowing, UV resitant, primerless, sandable and 

paintable.  Fully waterproof above and below the waterline 

Adheres to fiberglass, glecoat,aluminum, most metals, 

plastic, acrylic, glass, teak and other sealed woods, painted, 

powder coated and lacquered finishes, stainless and sealing 

welded seams

Sudbury Sealants  A one-part , fast skinning (10 minutes) and fast curing (24 hours) multi-purpose 

marine grade sealant.  Can be wet sanded and painted after curing. Heavy duty use above and below the water line 

adheres to fiberglass,glass,plastic,metal and wood.  UV stable (not for wooden deck seams)

50000   White     

50001   Black     

50002   Grey    

 

     Caulking Gun 

     39600  

Urethane Caulking 

Remover 

  CP618   8oz

Butyl Caulking tape 
Consistency of putty, pliable and 

sticky, pressure sensitive, 

excellent adhesion 

3/4 x 1/8 x 20ft

RE20760 gray   

RE20761 white 

92401 

Caulk-a-way 

 
Safely and 

easily 

removes 

caulking. 

92501 

Caulk rite 

 
Neatens up 

caulking 

jobs at any 

angle! 

3M General Purpose 

Adhesive Cleaner 
Remove wax, road tars, 

grease and oil.  Will not 

harm most paint, vinyl or 

fabrics. 

 

08987 -quart
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Sikaflex 295UV For Acrylic and Windows 
295UV combines the necessary elasticity with exactly the right consistency to maintain the required bond line 

thickness, thus ensuring that thermal movements in plastic glazing panels are absorbed progressively without 

undue build up of stresses. 310ml cartridge 
  

                295UV    - Black 

              295UVW - White

Sikaflex 291 Marine Adhesive /Sealant/ Bedding Compound 
291 is a fast curing, one part multipurpose polyurethane sealant/adhesive.  The highest tensile strength of the 

Sikaflex series, suitable for bonding hull to deck and exterior structural members.  Tack free in 1/2 to 1 hour  

and final cure achieved in 3 days. Not recommended as a deck seam sealer.  

      310mL Cartridge              70mL Tube 

    291 Sika B - Black                Seal-B   Black  

    291 Sika G - Gray                Seal-W  White  

    291 Sika W - White

Sikaflex 291LOT 

Marine Adhesive /Sealant/ Bedding Compound 
291LOT (Long Open Time) is a flexible, one part multipurpose polyurethane sealant/adhesive.  Specifically for-

mulated for marine applications where a longer assembly time is required... up to three hours.  Good adhesion 

properties for structural members in conjunction with mechanical fasteners.  Sandable in 3-4 days, final cure in 

5-8 days.  Not recommended as a deck seam sealer.  310mL cartridge.          

 310mL Cartridge 291LOT-BK - Black 

                          291LOT-W   - White  

Sikaflex Caulking

292  Marine Adhesive -292I 

A high viscous, high strength adhesive. This remarkable product can replace rivets, screws, welds and other 

mechanical fasteners in the manufacture and repair of boats of all types.  Sikaflex 292 is designed for use on a 

wide variety of marine substrates.  It seals and bonds in one step.  Tack free within 2 hours and cures in 5-7 

days. 

300ml Cartridge  
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291 Sika - All-in-one Sealing Kit 

All-in-One Kit that makes ELASTIC, VIBRATION-RESISTANT joint seals that can be used in a vari-

ety of interior and exterior sealing applications.   Bonds well to the materials commonly used in 

marine construction like wood, metals, metal primers and paint coatings, ceramic materials and plas-

tics (GRP, etc.).   Resistant to fresh water, seawater, limewater, sewage effluent, diluted acids and 

caustic solutions. Temporarily resistant to fuels, mineral oils, vegetable and animal fats and oils. Can 

be used above and below water line. It may be squeezed or brushed into place. It provides an excellent 

bond, a fast tack-free time and is paintable. 

COMPLETE KIT: Sikaflex®-291 (2 x 300 mL) + Sika® Aktivator-205 (1 x 250 mL) + Sika® MultiPrimer Marine (1 x 30 mL) 

+ Sika® Remover-208 (1 x 250 mL) + Sika® PowerClean Aid (1 x 24 pads) + Step-by-Step Installation Guide 

 

   White   Black   Grey 

699596 - each 699597 - each 699598 - each 

681971 - 6 kits 681972 - 6 kits 681973 - 6 kits

Sikaflex Primers
to prime: item # size

glass 205 250mL

fibreglass primer206 350mL

plastic primer209 250mL

multi-primer 677481 30mL

                           Sika296   Marine Direct Glazing Adhesive     
                                          A high performance elastic gap-filling 1-C polyurethane direct glazing adhesive that cures on  

                             exposure to atmospheric moisture.                                            

Sikaflex Caulking
591 Sika -  300ml 

       Sikaflex®-591 is a multipurpose sealant designed for marine applications.  

                                  It is suitable for elastic, vibration-resistant joint seals and for a wide variety of interior                                                

                     and exterior sealing applications. 

 

                                 Sikaflex®-591 bonds well to substrates commonly used in the marine industry.  

                                 Sikaflex®-591 is not suitable for applications with teak wood and plastics that are prone to stress cracking     

                    (e.g. PMMA, PC, etc.)           

                                 This product is suitable for experienced professional users only 

591 Sika B    Black 

591 Sika G    Grey 

591 Sika W    White 
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          Caulking
5200 

3MTM Marine Adhesive Sealant 

 
This high performance polyurethane adhesive sealant forms a 

permanent bond and becomes tack free 

in 48 hours.  Completely cures in 5-7 

days with no shrinkage.  The seal is 

extremely strong, retains its strength 

above or below the waterline.  
   Cartridge              3oz Tube 

    06500  -   white -   05203 

    06502  -  mahog-  

    06504  -   black -   05205

5200 Fast Cure 

3MTM Marine Adhesive/Sealant 

 
This high performance polyurethane adhesive sealant forms a 

permanent bond and becomes tack free in 1 hour and fully cures 

in approximately 24 hours.  Retains it’s 

strength above or below the waterline, 

resistant to salt, water and weathering.  

Won’t sag or flow in vertical or hori-

zontal seams. 

  

   Cartridge               3oz Tube 

     06520  -   white -   05220 
 

4200 - Fast Cure 

3MTM Marine Adhesive/Sealant 

 
A one-part all purpose polyurethane that chemically reacts with 

moisture to deliver flexible bonds with good adhesion to wood, 

fiberglass, gelcoat, plastics and metals.  

Paintable and sandable.   For uses above 

and below the waterline.  UNLIKE 

5200, 4200 ALLOWS FOR THE DIS-

ASSEMBLY OF PARTS. Not recom-

mended for sealing wood decks. 

   

 Cartridge              3oz Tube 

    06560  -   white -   05260 

    06564  -   black -   

4000UV Fast Cure 

3MTM Marine Adhesive Sealant  
High quality cosmetic adhesive/sealant cures to 

form a firm, rubbery watertight seal.  Superior UV 

resistance, very low odour, highly flexible, resistant 

to weathering, salt water and stresses caused by 

joint movement.  Seals between mechanically 

fastened joints on wood, fiberglass, metal and most 

plastics above or below the waterline.   

Applications includes; sealing deck to hull joints, 

thru-hull fittings, window and door frames, deck 

hardware, navigation lights, hatches and porthole 

frames.  

     Cartridge               3oz Tube 

       06580  -   white -   05280

3MTM Marine Grade Mildew Resistant Silicone 

 
Non-sagging, moisture cure silicone rubber 

sealant.  Remains flexible with excellent resist-

ance to the marine environment.  Adheres to bare 

and painted metal, fiberglass, glass, non-oily 

woods and many plastics and abraded rubbers.  

Ideal for head and galley sealing applications.  

Excellent gasket adhesive and formed in-place 

gasket material. 

 

    Cartridge              3oz Tube 

      08027  -   white -   08017 

      08029  -   clear -    08019
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 Gel 

100% Pure Australian Tea Tree Oil to Clean your 

home and keep your air healthy 

Proprietary blend of Australian Tea Tree Oils and 

other essential oils – 100% natural ingredients 

Air movement takes Tea Tree Oil (TTO) airborne 

to remove odors 

Gel stays effective for 30-90 days 

24/7 protection 

Convenient jars available in a variety of sizes 

Simply open the jar, remove inner seal and place 

where needed

 

 

 

  

 

 

   

           KG00002      2oz (57g)           

           KG00004      4oz (113g)        

           KG00008      8oz (227g)        

           KG00016     16oz (454g)       

           KG00032     32oz (907g)       

           
  Spray 

            Odor remover, surface cleaner & more 

            Safe round pets & kids 

            All Natural, no chemicals 

            Instant spray allows Tea Tree Oil (TTO)     

            airborne to attack and remove odors 

 

 

              KS002   2oz  (59ml)        

              KS008   8oz  (227ml)      

               

             

  

      

Refill Pouch 

KG0024P 

24oz (680g) 

  

Concentrate 

 For use in foggers 

 

    KSC8OZ   8oz  
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13351  Safety Towels 

They are pre-moistened with Crystal 

Simple Green, a powerful cleaner 

and degreaser that is both  

non-toxic and biodegradable, 

unscented.  Safely removes grease, 

oil, wet paint, carbon, graphite, tar, 

soot etc. Safe to use on: metals, fin-

ished wood, laminates, fiberglass, 

porcelain, ceramic, stone and more. 

75 towels, 10x12” 

 

 
 

19010   591ml 

Industrial Cleaner & Degreaser 

The foaming formula clings to verti-

cal and hard to clean surfaces. the 

foaming action provides agitation in 

areas where it would otherwise be 

impossible.  Non-toxic, Non-abrasive, 

non-flammable and biodegradable 

Safe to use on metals, finishes, plastic 

and rubber.  Fragarance free and 

colour free.  Clean rinsing. 

19024   710ml  

Industrial Cleaner & Degreaser 

Highly versatile cleaning and 

degreasing with no added colour or 

scent.  Can be used full-strength or in 

various dilutions on water-safe sur-

faces, including metal, concrete,  

rubber synthetic and plastic 

 

19128   gallon 

Industrial Cleaner & Degreaser 

Highly versatile cleaning and 

degreasing with no added colour or 

scent.  Can be used full-strength or in 

various dilutions on water-safe sur-

faces, including metal, concrete, rub-

berm synthetic and plastic 

 

13412   32oz 

Aircraft & Precision Cleaner 

Cleans and degreases without corrosive 

chemicals. Its combined high soil 

capacity, grease cutting ability and 

clean rinsing prevents redeposits of 

soils, resulting in fast and high 

precision cleaning.  

safe for use on aluminum, carbon fiber, 

high tech alloys, structural metals, 

paints, protective coatings etc. 

It contains NO reagents that oxidize 

finishes, cause rust within the fluid or 

degrade plastics 

13406   32oz 

Aircraft & Precision Cleaner 

Cleans and degreases without corrosive 

chemicals. Its combined high soil 

capacity, grease cutting ability and 

clean rinsing prevents redeposits of 

soils, resulting in fast and high 

precision cleaning.  

safe for use on aluminum, carbon fiber, 

high tech alloys, structural metals, 

paints, protective coatings etc. 

It contains NO reagents that oxidize 

finishes, cause rust within the fluid or 

degrade plastics 
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      Automatic Bilge Cleaner 

Heavy Duty, concentrated formula. 

Dissloves & combines grease,oil and scum 

with bilge water.  Kills odour 

 98% biodegradable 

SY800Q  32oz(946ml)    

SY800G  128oz(3.785l)   

 

 

 

 

 

 

 

 

     Boat Zoap 

All purpose, non-caustic cleaner that works 

in fresh or salt, hot or cold water 

Use on your hull, decks, pots, dishes and 

your sails 

SY805Q   32oz(946ml)         

SY805G   128oz(3.785l)   

 

 

 

 

 

 

 

 

     Zoap & Shine 

Wash & wax, protects and shines while 

washing away dirt and grime in one step 

 

SY809   32oz(946ml)    

 

 

 

 

 

 

 

 

  Boat Zoap Plus 

Heavy Duty, double action removes scum 

smudges, oil and grease.Use on fiberglass 

Not for use on fabrics,100% biodegradable 

SY810Q   32oz(946ml)        

SY810G   128oz(3.785l)  

 

 

 

   Hull Cleaner & Stain Remover 

Instantly removes deep stains, rust & 

growths from fiberglass, gelcoat and 

aluminum with no scrubbing 

SY815   32oz(946ml)   

 

 

 

 

 

 

      Marine Toilet Conditioner 

Cleans, lubricates, deoderizes all parts of 

marine toilets.  Non-caustic, fresh or salt 

water.  95% biodegradable 

SY825   32oz(946ml)   

 

 

 

 

 

 

 

   Aqua Fresh! 

For fresh tasting,odor-free drinking water 

from fiberglass, plastic or metal tanks 

Handy packets get emptied in the tank 

eight 2oz packets (0.6kg) 

 

SY830  box   

 

 

 

 

 

 

 

 

  HD Fiberglass Powder Cleaner 

Heavy duty, scratch-free, all purpose 

cleaner for fiberglass. Removes waterline 

stains,algae,rust,exhaust,oxidation and 

grime. 95% biodegradeable 

SY840  1 lb,10oz (.74kg) 

 

 

 

 

 

 

 

 

       Spray-all 
All purpose cleaner for black streaks, 

grease,oxidation and rust from all 

surfaces 

 

SY845   32oz(946ml)   
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Fiberglass Stain Lifter 

Non asbrasive stain lifting gel. 

Chemically lifts water-line,rust,growth, &  

exhaust stains. Ideal for fiberglass gelcoat 

 

SY846   64oz (1.892l)  

 

 

 

 

 

 

 

 

Mildew Cleaner & Stain Remover 

Double action removes mildew stains, 

cleans and restores soiled areas 

 

 

SY850   32oz(946ml)    

 

 

 

 

 

 

 

 

         Miracle Coat Boat Wax 

A premium protective coating for 

fiberglass gelcoat finishes. Apply to the  

surface, dry breifly, wipe residue away 

 

SY412   16oz(473ml) 

 

 

 

 

 

 

 

 

         One Step Fiberglass 

            Restorer & Wax 
Heavy duty, cleans and restores colour 

to dirty or oxidized fiberglass or painted 

finishes 

SY413   16oz(473ml)   

 

 

 

 

 

 

 

 

Carnauba Wax 

Formulated with Brazilian carnuba wax, 

silicone,polymers and resins. 

UV protectors, High gloss finish 

 

SY419   10oz(236ml)   

 

 

 

 

 

 

 

 

      Teak Cleaner 

Two-step teak cleaning.  Easy to use 

Restores weathered teak to a golden 

colour without sanding 

 

SY860  PartA/PartB/brush 

 

 

 

 

 

 

 

 

      Tip Top Teak Brightener 

Brightens Teak dulled by weather and 

wear. Won't raise the grain  

Contains no Bleach  

Cleans away discoloration in the deck 

TB3001   Quart   

 

 

 

 

 

 

 

 

         Tip Top Teak Cleaner 

Easy to use formula, designed for teak  

Concentrated formula cleans more deck 

than liquid cleaners  

 

TC2000   Quart    

 

 

 

 

 

 

 

 

            Tip Top Teak Sealer 

Easy to use, Lasts Extra Long  

Restores and protects teak and other 

woods  

 

TS1001   Quart   



All-Off Engine Degreaser 

 

 SY1114-32    32oz(946ml) 

 SY1120-128  128oz 

(3.785L)

ECO Bilge Cleaner 

 

 

 

 

 

 
Cleans hard-to-reach bilge areas; 

controls odor; protects paint, 

fiberglass, and wood from sol-

vent attack; and minimizes build 

up of combustible fumes. For 

use in both fresh water and salt 

water.     SY801 16oz 
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 6-Pack sampler Marine Cleaners 

contains 2 each of  

 Boat Zoap®, Bilge Cleaner,  All-Off Marine 

Degreaser  

 

                SY120Q     

 

 

 

 

 

 

 

 

 6-Pack sampler Marine Spray Cleaners 

contains 2 each of  

 Mildew Cleaner, Spray All, Hull Cleaner 

 

                    SY121QS     

 

 

 

 

 

 

 

 

 6-Pack sampler Paste Waxes 

contains 2 each of  

Fiberglass Restorer, Miracle Coat Wax, 

Carnauba Wax 

 

           SY122W     

 

 

 

 

 

 

 

 

 6-Pack sampler Liquid Waxes 

 contains 2 each of  

Fiberglass Restorer, Miracle Coat Wax, 

Carnauba Wax 

 

                       SY123W     

Zipper Lube  
Great for both plastic and 

metal: canvas boat snaps, 

zippers, hinges, locks, luggage, 

and wet suit zippers. One 

application lasts up to three 

months. Non toxic, biodegrad-

able. Protects against  

corrosion and salt spray. Easy 

applicator tube. 

  SY435 
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Klear-to-Sea 
 
Cleaner & preservative 

for plastics, clear vinyl, 

windshields, mirrors & 

glass.  Leaves an 

invisible film with UV 

protection & protects 

against sun & salt  

damage. 

 

     SP8020 - 500ml 

     SP8021 - 1Litre 

     SP8024 - 1Gal

New Glass 
 
Cleaner for fibreglass, 

plastic coolers, inflata-

bles, stainless,  

aluminum and brass. 

Locks in shine. 

No rubbing - no buff-

ing.  

12 month guarantee. 

 

 

     SP8030 - 500ml 

     SP8031 - 1Litre

Super-Tuff Cleaner 
 
All purpose cleaner/ 

degreaser. Strips wax, 

non-toxic, non-corrosive.  

Safe to use on all  

surfaces. 

 

 

 

     SP8040 - 1Litre 

     SP8041 - 4Litre

Corrosion Block 
Penetrates the corroding cell 
and then displaces & sur-
rounds any moisture present & 
brings it to the surface where it 
evaporates.  The Corrosion 
Block then fills the cell, creat-
ing a barrier to prevent any 
further moisture contact for up 
to 18 months.  Easy to use - 
just spray on! 

   SP8001 - 1oz 

   SP8002 - 4oz 

   SP8003 - 12oz 

   SP8004 - 32oz

Corrosion Block Grease 
Designed to provide maxi-

mum protection under severe 

conditions. Works in both 

high & low temperatures.  

Strongly resists water wash 

out and protection againt rust 

and corrosion.  

 

  SP8010 - 2oz Tube 

  SP8011 - 2 x 3oz Cartridge 

  SP8012 - 14oz Cartridge 

  

Watershedz  
Water repellant guards 

against soiling and 

mildew.  Ideal for  

fabric, canvas & vinyl. 

 

 

 

 

   SP8050 - 750ml 

Skipper Products

  Super Tuff Green 
Ready to use  

concentrated cleaner, 

degreaser.  Excellent for 

removing dirt, grime, 

grease mildew, blood 

etc... 

SP8056 - 950ml

Klear -to-Sea 
Aerosol cleaner / preservative 

for plastics, clear vinyl, 

windshields, mirrors and glass 

Leaves an invisible film with 

UV protection. 

 

SP8008 - 550ml 
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Marine Chemical & Polish Display 

83690 

 

Contains: 

6 of 71622 Black Streak Remover  22oz 

6 of 81732 Hull Cleaner  32oz 

6 of 85616 Mildew Stain Remover 22oz 

6 of 85732 Premium Marine Polish 32oz 

6 of 85932 Non-Skid Deck Cleaner 32oz 

6 of 89632 One Step HD Cleaner Wax 32oz 

6 of 94222 Super Orange Clnr/Degreaser 22oz 

6 of 94532 Super Orange Boat Wash 32oz 

Extend-A-Brush Display 

40808 

Contains: 

  2 of 40000 extending handle 

  2 of 40003 fixed handle 

  2 of 40005 big boat extending handle 

  2 of 40010 scrub brush 

  2 of 40011 medium wash brush (blue) 

  2 of 40013 soft wash brush (yellow) 

  2 of 40014 soft big boat brush (yel) 

  2 of 40015 med big boat brush (blue) 

  2 of 40016 white big boat brush 

  2 of 40102 chamois mop deluxe 

  2 of 40020 scrubber pads/coarse(black) 

  2 of 40021 scrubber pads/medium(red)   

  2 of 40037  wash mitt wool 

  2 of 40022 scrubber pads/fine (white)      2 of 40046 supersorb wipes 

  2 of 40025 utility brush                           2 of 40078 sponge 

  2 of 40026 utility brush long handle         2 of 40105 wash mitt 

  2 of 40030 adjustable knuckle                  2 of 40124 flex head scrubber 

  2 of 40031 cotton mop                             2 of 40135 brush adaptor   

  2 of 40033 boat hook                               2 of 40136 brush adaptor 

  2 of 40034 screw thread adaptor               2 of 40150 soft wash brush 

  2 of 40035 support pole tip                       2 of 40151 med wash brush  

  2 of 40152 wood block brush                   2ea of 40161, 40162, 40163          

Starbrite Displays
No Damp Display 

 

85499 

 

Contains: 

12  of  85412  No damp dehumidifier can 

  4  of  85450  No damp 48oz 

  4  of  85460  No damp dome 

  6  of  85470  No damp hanging bag 

 

Extend-A-Brush 12 piece Display 

40812 Contains: 

12 of 40192  3-6ft telescoping handle with blue 

deck brush  heads 

40813 Contains: 

6 of 40191 3-6ft telescoping handles with yellow 

deck brush heads & 6 of 40192 with blue heads 

40818 Contains: 

12 of 40609 economy boat hooks 

3 of 40191 3-6ft telescoping handles with yellow 

deck brush heads & 3 of 40192 with blue heads

Other Starbrite  

displays on page 296 & 297
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Starbrite Cleaners
Super Orange Boat Wash 

 

94532......32 oz. 

Removes dirt, oil and grease 

from fiberglass, metal and 

painted marine surfaces.  

Biodegradable, concentrated 

for economical use.  Citrus 

extract is tough on dirt but 

gentle to surfaces. 

Salt Off 

 

93922......22oz. 

Removes salt deposits from 

all marine surfaces. Use as 

a motor flush in I/O and 

Outboard engines.  Leaves a 

protective PTEF coating to 

prevent future salt damage.

 

 
132032......32oz 

  Commercial 

  Spray Bottle Only 

 

 

Power Pine Bilge Cleaner 
 

93832......32oz. 

Concentrated formula makes 

96 gallons (32 oz size).  

Dissolves in fresh or salt 

water.  Environmentally safe, 

biodegradable. 

Power Pine Boat Wash 

93732......32oz. 

Concentrated formula makes 

96 gallons (32 oz size).  

Dissolves in fresh or salt 

water.  Environmentally 

safe, biodegradable.  Cleans 

fibreglass, painted surfaces, 

fish boxes, windows, canvas, 

rugs, brightwork, etc.

Hull Cleaner 
 

 

89738......32oz. 
Removes stains from grassy 

marine growth, waterline and 

rust stains from all hull sur-

faces.  No rubbing required, 

simple wipe or spray on, 

rinse off formula. 
Boat Wash 
 

 

89732......32oz. 
Cleans dirt, stains, grease, 

oil, salt. Use on fibreglass, 

metal, glass, rubber and 

painted surfaces.  

Concentrated for heavy duty 

cleaning.

1 Step Teak Cleaner/Brightner 
 

94932.....16oz. 
Saves time and effort preparing teak 

for oiling.  Cleans teak; removing 

dirt, grime and old oil 

Leaves teak ready for oiling 

Ideal for use on all teak and fine 

woods. Contains no dangerous acids; 

Phosphate-free, Biodegradable  

formula 

Boat Wash 

 

 

80416.....16oz. 

80400......1gallon 

Biodegradable.  Leaves 

hulls, decks, chrome and 

fittings sparkling. Non- 

streaking, does not leave 

residue.

Water-Based Waterproofing 
 82222......22oz 

 82200.....1 gallon  
adds and restores water repellency to new, 

delicate, aged, worn, or sun-damaged 

fabrics. Use on boat tops, covers, cushions, 

and other outdoor fabrics. The unique  

solvent-free, water-based formula is  

low-odor, and can be used while the 

boat is in or near the water. It is also  

ideal for protecting outdoor gear.  

Colour Restorer 

 

 

81816......16oz. 
Removes heavy  

oxidation, chalking, fading.  

Seals surface against fading 

and weathering. 

Rubbing Compound 

81316......16oz. 

Medium Oxidation 
Removes stains,  

medium oxidation, scratches. 

For fibreglass, metal and 

painted surfaces.  For hand or 

buffer application. Liquid 

formula.

Marine Polish 

 

 

80116......16oz 

Helps stop fading from UV 

rays.  No hard  

rubbing required.
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Starbrite Cleaners
Black Streak Remover 

71622......22oz 
71600......1gallon  

Instantly removes black 

streaks caused by water run 

off.  Safe for use on fibre-

glass, metal and painted sur-

faces.  Cleans by patented 

process of Chelation.

Non Skid Deck Cleaner 

 

 

 

85932......32oz 

85900......1gallon 

Foams out ground-in dirt 

and stains.  Leaves a protec-

tive coating to repel dirt and 

stains.

Hull Cleaner 

 

81732......32oz. 

81700......1gallon 
No rubbing required.  
Contains no harmful acids.  
Removes stains from grassy 
marine growth, scum line, 
rust stains.  For use on 
fibreglass, metal and paint-
ed surfaces. Biodegradable. 

Ultimate Xtreme Clean 

 

83222......22oz. 

 

The toughest crud-buster 

ever. Safe for use on all 

metal, fiberglass, plastic, 

chrome, stainless, wrapped, 

leather and rubber surfaces.

Ultimate Aluminum Polish 

87616......16oz. 

Formulated to preserve the finish 

of aluminum pontoon boats, 

canoes and jon boat PTEF® poly-

mers provide UV protection and 

helps repel dirt and stains Use 

after Aluminum Cleaner/Restorer 

to enhance the look of older boats 

Ultimate Aluminum 

Cleaner w\sprayer 

87764......64oz. 

Formulated to clean and 

restore stained or dull alu-

minum pontoon boats, jon 

boats and canoes 

•Convenient 64 fl. oz. size 

with sprayer for easy application 

Tower Guard Metal 

cleaner/protector  

80922......22oz 

Spray on metal cleaner 

provides a protective  

barrier against salt water and 

corrosion.  Great for stainless 

rails, towers, windlasses and 

other metal fittings  

Ultimate Corrosion Block 
95422.....22oz. 

Quickly cures to form an invisible, 

tack-free and durable finish. The 

formula will not harm wiring, paint 

or wrapped surfaces. It delivers 

long-term protection for engine 

blocks, frames, wheels, spokes, 

tools, trailers and all other painted, 

bare or polished metal surfaces. 

Barnacle and Zebra 
Mussel Remover 

92232......32oz. 

92200......1gallon 

Water based, environmentally 

friendly, biodegradable. Will  

not harm fibreglass, removes  

all aquatic stains, calcium build-up, 

barnacles, Zebra Mussels, algae, scum 

line and rust.

Rust Stain Remover 

89222......22oz 

89200......1gallon 

Spray on formula.  No rub-

bing or scrubbing required.  

Safe for use on fibreglass, 

metal and painted surfaces.  

Removes rust drip stains and 

sprinkler rust deposits.

Premium Cleaner Wax 

89632......32oz. 

Cleans, shines and protects 

in one step.  Removes chalk 

and oxidation while leaving 

a durable coat of  

protection.  Use on  

fibreglass metals and paint-

ed surfaces.

Marine Polish with PTEF 

85716......16oz. 

85732......32oz. 

The ultimate protection for fibre-

glass, metal and painted surfaces. 

Lasts up to 6 times longer than 

other marine waxes.  UV 

inhibitors help stop fading and 

oxidation.  Leaves a super 

smooth, slick coating. 

both sizes

both sizes

Ultimate Magic Sponge 
41018......18pk display 

The fastest way 

to remove 

stains, scuffs 

and streaks from 

fiberglass and 

vinyl surfaces 
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Premium Cleaner Wax 

 

89616......16oz 

Formulated specifically to 

remove oxidation and haz-

ing from fiberglass or 

painted surfaces. The PTEF 

polymers seal the restored 

finish to keep it looking its 

best, while providing 

unmatched protection 

against UV rays and a deep, long-lasting 

gloss. Application is simple, whether by 

hand or with a buffer; apply, let dry to a 

haze and wipe off.

Screen Cleaner & 

Protector 
 

88308......8oz   
Formulated for use on all 

marine electronics and all 

plastics.  Spray on, wipe up 

excess to remove finger-

prints, smudges, salt deposits 

PTEF® polymers help pro-

tect against UV damage 

Ideal for use on watertight 

phone cases. Will not affect 

touchscreen performance

Ultimate Kayak Cleaner 
 

96022.....22oz 

 
Spray on, wipe off to remove 

grime, dirt, salt deposits and 

more PTEF® polymers help 

protect against UV damage 

Formulated for use on fiber-

glass, Kevlar® and plastic 

rotomolded kayaks, paddle-

boards and canoes 

 

Gel Spray Hull Cleaner 

96132......32oz 

New Gel formula "sticks" where applied 

for maximum cling time and cleaning 

power Specifically formulated to remove 

the toughest stains, including 

rust, dried fish blood and leaf 

stains Works on all fiberglass 

and painted surfaces; ideal 

for vertical surfaces.  Does 

not contain harmful acids, 

safe and easy to use    

   Pontoon Deck Cleaner  

 
Loosen and lift dirt and stains for easy 

removal without scrubbing 

Safe for all decks, carpets and Vinyl 

Protective Polymers help 

repel stains and UV rays  

96332   32oz   

. Non-skid Deck Wax 

 
Provides a Non-slippery barrier against 

stains and UV exposure 

Restore luster to fiberglass decks 

Helps keep decks clean 

and stain-free 

Protects painted surfaces 

too. 

 

  

97316   16oz   

 

     Tea Tree Spray 

 

Genuine Australian Tea Tree Oil eliminates 

musty, moldy odors naturally. Ideal for winter-

ized boats & year round use 

Keeps air clean and fresh 

 

 96516 16oz   

Tea Tree Gel 
Genuine Australian Tea Tree Oil 

eliminates musty, moldy odors  

naturally Ideal for winterized boats 

& year round use Keeps air clean 

and fresh 

   

96508  8oz    
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Vinyl Shampoo 

 

80216......16oz. 

Instantly removes dirt, 

mildew grease, stains.  

Use on vinylized canvas, chairs, 

cushions, foul weather gear.  

Gets out deeply embedded 

grime.  Won’t streak, stain or 

discolour.  Good for exterior and 

interior. 

VinylCleaner/Polish 

 

91016......16oz. 

Cleans, shines and 

protects all kinds and 

colours of vinyl.  

Leaves a long lasting, 

waterproof protective 

coating.  Keeps vinyl soft, 

supple, prevents drying out and 

cracking. 

Waterproofing 

 

81922......22oz. 

81900......1gallon 
Prevents rot, mildew 
on boat covers, bimini 
tops, sail covers, cloth-
ing, tents.  Does not 
change colour or feel 
of fabric.  Allows  
fabric to breathe.

Fabric Cleaner w\PTEF 

92132......32oz 

Formulated to dissolve 

and remove grease, fish 

blood, food spills and 

more. PTEF polymers 

bond to treated surface to 

help repel stains and UV 

damage. Ready to use for 

spot cleaning or for treating large 

areas

Starbrite Cleaners

Teak Cleaner 
 

 

81432......32oz. 

Cleans Teak and other fine 

woods.  Removes stains and 

weathering. Use as the first 

step in restoring grey Teak.  

No need to sand after clean-

ing.  Will not raise wood 

grain. Does not contain acid.

Teak Brightener 

 

81516......16oz. 

 

Brightens Teak and other fine 

woods.  Highlights wood 

grain and enhances warm 

natural colour.  Use as 2nd 

step in restoring grey Teak.  

No rubbing or scrubbing 

required.

Teak Care Kit 

 

81216......16oz. 

 

Everything needed to clean, restore and 

protect Teak in one 

package.  

Each Kit contains: 

1 Teak Oil  

1 Teak Brightener  

1 Teak Cleaner

85116......16oz. 

85132......32oz. 

85100......1gallon 

Extra long lasting protection.  

Gives Teak a natural warm 

golden colour, easy to use, 

contains UV absorbers to 

resist weathering, fast drying.  

Advanced Tung Oil Polymer 

formula lasts 4 to 6 times 

longer than standard Teak 

Oils. 

      Tropical Teak Sealer 

 

 

 

 

 

               88016......16oz 

       Classic teak oil, no drip / splash 

      formula

Teak Care

Fabric Cleaner

Ultimate  Fabric 

Guard 

97532.....32oz 

Helps extend life of all outdoor  

fabrics. Polymer formula 

restores water repellency to 

older fabrics & creats a barri-

er against moisture, stains, 

and damaging UV exposure. 

Ultimate Vinyl Guard 

with PTF 

95932......32oz 

Enhances & UV protection to all 

vinyl, rubber, plastic 

& leather 

Ultimate Vinyl Clean 
96232.....32oz 
Powerful formula is 

tough on dirt, won’t 

harm vinyl Contains no 

harsh acids or caustic 

cleaners. Engineered for 

use on vinyl, plastic, 

rubber and leather sur-

faces 
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Bilge Oil Absorber 

 

86805.......4”x15” 

 

 

Absorbs oil in the Bilge so that 

remaining water may be legally 

pumped over-board.  Absorbs 2 

quarts of oil, yet repels water.

 3MTM Marine Oil and Fuel 

Absorbant Bilge Pillow 
 

 

29026.......7”x15” 

Holds up to two quarts of oil. 

Pillow includes a special 

grommeted hole to tie the  

pillow in place.

Starbrite Cleaners

Instant Fresh Toilet Treatment 
Safe and easy way to control holding tank odors.   Non-staining. non-

formaldehyde, biodegradable formula allows pump out at any dump-

ing station.   Lubricants keep drain valves from sticking. Breaks down 

waste quickly and efficiently. 

 

     Lemon Grove        
              71716       16oz.       

            71732       32oz.    

Potty Toddy Tabs 

 

 

8893......6 tabs per card 

Treats up to 50 Gallons . 

Liquefies waste as well 

as all types of toilet 

paper.  Stops odour fast!  

Just drop in!

Biodegradable Bilge 

Cleaner 

80532......32oz 

80500......1gallon 

Work Free!  Just pour in, run 

boat, drain!  Dissolves and 

eliminates oil, grease, gaso-

line, scum and sludge.  

Protects against vapour explosions. 

No Damp Dehumidifier 

85412......12oz. 

85401......36oz. 

Dries air to level where mildew cannot 

grow.  Stops odours.  

Unique inner basket design 

increases efficiency and life 

of unit.  12 oz. container 

treats 900 cu.ft.area.

No Damp Refills 

 

85400......12oz 

85450......48oz 

 

Refills all No Damp 

Dehumidifiers.  Add right 

on top of remaining 

chemical.

No Damp Ultra Dome  

 

85460......24oz 

Super dry pellet  

formula. Mesh dome 

allows maximum  

airflow for up 50% 

more humidity 

collection 

No Damp 

Hanging Bag 
 

85470....14oz 

Hangs in tight areas 

and eliminates mildew, 

and other musty odours 

from occuring 

85472....Box of 25 

Bulk Bilge Pads 
91820.....200/bail 

Special absorbent material soaks up oil and 

fuel but repels water.  Absorbs 20-30 times 

its weight in oil.  Each pad is 17 x 19 x3/16

both sizes

Bilge Oil Pads 
 

91845......15” x 19” / pkg of 5 
 

Quickly absorbs oil and fuel, but 

will not absorb water. Made of high-

quality, virgin materials; will not 

unravel.  Can be wrung out and re-

used. Ideal for wrapping fuel nozzle 

to prevent refueling spills 
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Mildew Stain 

Remover 

 

85616......22oz 

85600......Gallon 

 

Removes mildew 

stains on contact.  

Simple spray on 

application.  Use on 

vinyl covers, headliners, 

cushions etc.

Ez-on-off Bottom 

Cleaner 

 
 

92832......32oz 

water based 

formula 

removes stains 

and scum line  

 Ultimate Xtreme 

Protectant 
98832.....32oz 

formulated to cre-

ate a barrier against 

UV exposure and 

weather. Waterless 

detailer to remove 

water spots, dust 

and light dirt. Helps block UV 

rays that cause fading & drying. 

Anti-static finish dries clear. 

Boat Guard Detailer  
 

 

 

 

81022.....22oz 

Fast and easy way to 

add shine & enhance colour.  

PTEF polymers provide a UV 

barrier. Safe for use on 

 fiberglass, metal and painted 

surfaces 

Ultimate Fiberglass 

Stain Remover 
98932.....32oz 

New Gel formula 

“sticks” where 

applied for maxi-

mum cling time and 

cleaning power 

Removes “yellow-

ing” and tough 

waterline stains  

Spider & 

Bird Stain 

Remover 
95122.....22oz 

Quickly dissolves 

messy spider 

and bird droppings. Non-toxic 

all natural formula. Contains no 

bleach, safe for use around kids 

and pets.  Will not remove 

polish or wax. 

Liquid Electrical Tape 
84104 - Black 

 

 

 

Waterproofs and pro-

tects electrical connec-

tions.  Prevents corro-

sion on wires and terminals. Fast 

drying.  UL tested.  Forms a pro-

tective resistant dielectric coating. 

4 fl. oz.  

Snap and Zipper 

Lube 
 

89102 

Use on boat snaps, 

metal and plastic zip-

pers to protect against corro-

sion.  Reduce wear and friction, 

prevent binding and repel salt 

spray deposits.  Non-toxic, non-

staining, won’t wash off.  

Protects from -65F to +65F.

White 

PTEF   

Lubricant 

 

 

85504......4oz. 

Special Teflon formula will not 

wash off.  Protects from -65F to 

+650F.  Reduces wear and fric-

tion.  Non-toxic, non-staining.  

Use on zippers, winches etc.

Corrosion 

Buster Pen 

 
91401......Pen 

Amazing spot clean-

ing brush tip quickly 

scrubs away rust and corrosion 

without solvents or harsh chem-

icals.  Will clean radios, fishing 

reels, lures etc. 

Epoxy Putty 

Stick 

 

 

87104 

Makes permanent 

and emergency repairs on 

fibreglass, wood, metal and 

plastics.  Forms tenacious 

bonds in minutes - even under-

water.  Can be sanded, painted, 

drilled, tapped and filed.  

Epoxy Putty 

Stick, 

Aluminum 
87004 
Makes permanent and 

emergency repairs on aluminum 

boats, outdrives, fuel and water tanks 

and other aluminum parts.  Forms 

tenacious bonds in minutes - even 

underwater.  Special additives cut 

through oxidation and anodization to 

maximize adhesion .  Can be sanded, 

painted, drilled, tapped and filed.  

Starbrite Cleaners
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Microfiber Wash Mitt 
Meguiar’s extra thick Microfiber Wash Mitt is the ulti-

mate choice for show car perfect finishes. The clear 

coat safe Microfiber lifts and traps dirt and grime for a 

brilliant, swirl-free finish. The comfort-fit cuff and 

soft inner lining make this wash mitt a 

pleasure to use.  

 

X3002 

Vinyl Rubber Cleaner/ 

Conditioner 
M5716......16oz. 

 

Cleans, penetrates, & reju-

venates vinyl & rubber 

while restoring natural 

colour & shine.  Provides 

UV protection.

Flagship Premium Wax 
 

 

M6316......16oz. 

M6332......32oz 
Dramatically deepens the 
colour and enhances the  
clarity of gelcoat and 
polyurethane paints.  Removes 
light oxidation, dullness and 
swirls while adding polishing 
oils and reducing UV ray 
effects. 

One Step Wax 

M5016......16oz. 

M5032......32oz. 
 
A non-abrasive formula 
that cleans, polishes and 
protects in one application.  
Removes light oxidation 
and creates a vibrant, long 
lasting shine. 

Flagship One Step 

Compound 

M6732......32oz. 

Agressive, cutting compound 

removes heavy oxidation from 

high solid gel coats.  Specially 

designed to clean the gelcoat 

surface and leave behind a 

high gloss finish.

Quick Spray Wax 

 

M5916......16oz. 

Removes light scratches, 

oxidation, water spots etc.  

Provides UV protection. 

High gloss with a light wax 

protection. 

  Quick Wax   

   M7716....473ml 

Synthetic, non-whitening formula  

Spray on, wipe off  

Safe and effective on all painted 

surfaces without leaving a white  

waxy residue on exterior plastic  

or trim pieces. Ultimate spray wax  

with hydrophobic polymer technology 

creates a deep wet-look shine  

Long lasting protection: High Water  

Beading Protection 
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Hot Rims 
ALL WHEEL CLEANER 

 
 

G9524......24oz. 

Just spray on and hose off!  

This is a highly effective 

formula that removes road 

grime and brake dust on all 

wheel surfaces.  Safe for 

all wheels. 

Boat/RV Wash 
 
 

 

M4364.....64oz. 

This fun-to-use wash with 

long lasting suds, safely 

removes grime and dirt.  

Refreshing scent. 

Boat/RV Pure Wax 

 

 

M5616......16oz. 

A blend of carnauba wax, 

silicones and other waxes 

for maximum protection 

and gloss on fibreglass and 

painted surfaces.

Medium Cut Cleaner 

 

M0116......16oz. 

A moderate abrasive cleaner 

for removing harsh swirl 

marks, oxidation and water 

sanding marks.

Super Duty 

Fibreglass Cleaner 

M4916......16oz. 

Removes heavy to extreme 

oxidation scratches and water 

spots on fibreglass & high tech 

paint surfaces without the use 

of compounds

Boat Polish 
 
 

M4516......16oz. 

Used to revitalize gelcoat 

and produce a rich, high 

gloss finish on gelcoat.  

Helps to deepen and 

enhance gloss. 

 Cleaners

Plastx Plastic 

Cleaner 

 

G12310C.....10oz. 

Removes fine scratches,  

oxidation and grime

Interlux Teak Restorer 

 

                        YMA015 

 

 

 

 

 

 Water based formula cleans and 

restores teak and other hardwoods 

back to new. 

- Will not bleach or damage sur-

rounding painted surfaces, fiberglass 

or varnish.
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Oil Spill Cleanup
 Meltblown sonic bonded oil-only sorbents are 

constructed from a single layer of polypropylene 

fibers sonically bonded 

together.  

 

 

 

     222235 15x18” Pads  

 

   

 Oil-only Bilge booms are designed for use in 

bilge and sump situations.  A cord is securely 

fastened to make placement 

and replacement easy.  They 

will NOT absorb water. 

 

222233 5 x 18”  

 

Oil-only Marine Booms are the first choice for 

oil spill containment. They do NOT absorb water 

and will stay afloat even when saturated. 

       

222243 5” x 10’    

222245 8” x 10’

222246 8” x 20’

Poly-Cellulose Sock in oil-

only white 

Contains a mix of high 

performance fibers 

surrounded by a knit 

polyester, flexible sleeve. 

                                  

222237 3” x 4’

more bilge oil absorbers on page 42
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Marine Spray Nine ™   
"Tough Task" Performance Above & Below Deck - Marine Spray Nine is all you need to keep your boat looking like new. Quickly 

digs out stubborn marine soils and stains with ease. Broad Spectrum Disinfectant - Kills harmful germs lurking on surfaces and even 

helps control mold and mildew when used regularly!  Ideal for: boats, RV’s, hulls, jet skis, trailers, coolers, awnings, bait buckets 

and more. 

 

C27946......946mL 

C26804......3.78L

Marine Grez-Off®   
Twice hailed as a “Best Performer” in an independent boater’s con-

sumer report with top marks for effectiveness, safety and environ-

mental impact. Heavy-Duty Biodegradable Formula - Quickly and 

completely cuts through oil, grease and grime. Ideal for: outboards, 

inboards, I/O’s, asphalt drives, dock and mooring, equipment and 

more. Great bilge cleaner too!  

C12532......946mL

Boat Bottom Cleaner 
Quickly and completely cuts through hull and bottom fouling 
such as oil slick, algae, dirt and stains with less fumes and runoff.  
Clingy In A Good Way - Unique gel formula with thickening 
agents clings fast to fibreglass, plastic, metal & wood hulls for a 
safer clean. FAST Results - Quick, effective action in as little as 5 
minutes with wipe on / rinse off ease. 
 

C30832......946mL

 Spray 9
 Rain-X Glass Treatment 

 Dramatically improves wet  

 weather driving visibility 

 

 RX112......207ml 

 RX114......473ml

 Rain-X Anti-fog 

 

Prevents fogging of interior glass 

and mirrors 

 

 RX212......207ml

5 Minute Epoxy 

 

Bonds ceramic, 

chrome, fabric, 

fiberglass, glass, 

hard plastic, rub-

ber and metal 

Self mixing. 

 

 84114......14ml/syringe

Multi-Metal Epoxy 

 

4 minute epoxy 

Bonds alu-

minum, brass, 

chrome, copper, 

iron, steel, stain-

less steel 

 

  84119......25ml/syringe
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Captain Phab
Hull and Bottom Cleaner 
Thickened to reduce fuming and wasteful 

runoff.  Detergent action 

removes oily or greasy 

residues. Gets rid of algae 

etc. Suitable for gelcoat, alu-

minum or other metal  

surfaces. 

CP376....1 litre 

CP377....4 litre 

CP378....20 litre 
 

      not 1 litre  

Xtra Fast Hull Cleaner 
Especially rapid removal of mineral 

deposits, waterlines, algae, mussels, silt 

and barnacles.  Apply by 

brush, roll or spray. 

FOR PROFESSIONAL 

USE ONLY - NOT FOR 

RESALE! 

CP383....980ml 

CP384....4 litre 

CP385....20 litre 
 

all sizes

 Bio Friendly Hull and Bottom 

Cleaner 
User friendly formulation. 

No protective clothing is 

required  

during application. NOT 

subject to dangerous goods 

shipping! 

 

CP372....670ml 

CP373....4 litre 

Bilge Cleaner 
Water-based and biodegradable.  Very 

quick to remove fuel and 

lubricant scum.  Eliminates 

foul odours.  Leaves a  

fresh lemon scent. 

 

CP201....1 litre 

CP202....4 litre   
 
         4litre

One Shot Bilge Treatment  
Decomposes and removes existing crud 

deposits.  Prevents further scum  

accumulation and foul odours.  

No need for messy bilge socks.  

Bilge remains sweet smelling 

and flushes quickly and easily.  

CP205....500mL  

Black Streak Remover 
Quickly removes stains caused by run-off.  

Thickened formula reduces waste and 

works faster.  Safe on most  

surfaces, biodegradable and 

phosphate free. 

CP220....670mL 

CP221....4 litre

Inflatable and Vinyl Cleaner 
Removes chalking and extra stubborn soil 

really fast.  Works great on 

scuff marks, algae, greasy 

crud, silt, minerals and 

decayed vegetation.   

Water-based and biodegrad-

able.  

100% safe on all 

 inflatables. 

CP256....670mL  

Zyme Zapper 
Outstanding for removing stains and odours 

(decomposes oil, greases, pet soils, beverages, 

blood and decaying matter).  

Excellent for controlling mold and 

mildew.  Use in heads, galleys, 

lockers, bilges,  

carpets, fabrics, fish and bait 

boxes.  All natural action, water 

based, non-toxic and non-pollut-

ing. 

CP421....1 litre 

Non Skid Deck Wash 
Strong foaming action loosens and 

removes deep seated dirt.  

Rinses thoroughly and bright-

ens dull surfaces.  Phosphate 

free and biodegradable. 

CP230....1 litre 

CP231....4 litre 

Purple Power 

Cleaning Concentrate 
Can be diluted 50:1 for 

excellent economy.  Great as 

a multipurpose cleaner and 

degreaser.   Biodegradable, 

no abrasives.  Rinses clean  

for a sparkling surface.  

CP234....670mL 

CP235....1 litre 

CP236....4 litre 

CP237....20 litre

RV Wash n’ Shine 
Foam cleaning action safe 

on virtually any surface.  

Water based.  

CP224....1 litre 
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Algae and Rust Stain Remover 
Suitable for fibreglass, gel-coat, metal, 

wood and concrete.  Concentrated and eco-

nomical.  Quickly removes algae, rust and 

most mildew stains.  Much easier on skin 

and lungs than strong 

acids.  

CP380....450 gm  

(Makes 20 Litres) 

Carburetor Cleaner 
Removes gums and varnishes quickly and 

thoroughly.  Powerful solvents 

ensure down to metal cleanli-

ness.  Restores proper engine 

performance and fuel economy. 

Use on metal  

carburetors only. 

CP301....340g.  

Boat Soap 
Eco-Certified and pH balanced for 

high performance. Not to remove 

waves and polishes from surface. 

Strong foaming action loosens and 

removes deep-seated dirt. Brightens 

dull surfaces. Rinses thoroughly. 

Non-Phosphate. Non Corrosive. 

Biodegradable. Strong enough to 

remove imbedded stains, gentle 

enough for regular cleaning. 

CP210....1litre

Dry Teflon Lubricant 
Goes on wet and dries clear.  

Contains Teflon for superior 

friction reduction.  Water and 

moisture resistant to prevent cor-

rosion.  Dry form does not trans-

fer to hands, clothing, sails etc.  

Sheds dust and dirt to minimize 

abrasive wear.  

CP391....312 g.  

Multi Lube 
Loosens nuts, bolts and sticky 

mechanisms.  Stops squeaks 

and noises for much longer 

periods.  Displaces moisture to 

“dry out” electrical wiring.  

Contains inhibitors to protect 

against corrosion.  

CP394....340 g.

Awning and Fabric Cleaner 
Strong enough to remove 

tree sap, bird droppings, soot 

and airborne dirt.  Water 

based, suitable for all natural 

and synthetic fabrics.  Rinses 

thoroughly, does not dull sur-

faces.  

CP245....670 ml.  

Water Repellant 
Prevents water penetration of 

boat tops, tents and awnings.  

Remains flexible and allows 

fabric to breathe.  Dries clear  

and odourless.  Contains UV 

blockers.  

CP582....936 ml. 

CP583....4 litre 

 

CP581....425g aerosol

Mold and Mildew Stain Remover 
Non-chlorine- avoids fabric 

or surface damage.   

Water-based, completely 

biodegradable and  

odourless.  Effective against 

many kinds of stains.  Ready 

to use.  

CP250....710 ml 

CP251....4 litre  

Conditoner and UV Protectant 
Restores beauty of  

fibreglass, vinyl, leather, 

rubber and plastics.  

Prevents hardening of soft 

surfaces.  Excellent protec-

tion against UV rays.   

Non-toxic and  

biodegradable.  

CP565....500 ml. 

Ad Off 
Adhesive remover 

low odor, clear 

CP610....535ml
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Drinking Water Freshener 
Completely gets rid of musty, mouldy, 

plastic and anti-freeze tastes.  

No chlorine, no after taste.  Also 

freshens trash cans, fridges and 

other surfaces that retain odours.  

CP641....225 g.  

Purge Tank Cleanser  
Removes organic slime from fresh water 

tanks to get water and ice cubes tasting 

fresh indefinitely! 

CP228....450g 

Holding Tank Treatment 
Instant deodorizor.  

Decomposes and liquifies 

organic waste, oils and 

greases and toilet tissue.  

Non-toxic, non-polluting.  

Lime fresh fragrance.  

CP360....1 litre 

Drinking Water Stabilizer 

 

Odorless and tasteless drinking water 

stabilizer helps to prolong the storage  

life of potable water.  Keeps water 

clear and fresh tasting. 

 

1oz of stabilizer per 30 gallons  

(6 drops per litre) of tank capacity.  

Use each time tank is filled 

 

CP642....237 ml  

Holding Tank Treatment 

unscented, no dyes  
 

Instant deodorizor.  

Decomposes and liquifies 

organic waste, oils and 

greases and toilet tissue. 

Non-toxic, non-polluting.  

CP362....1 litre  

Holding Tank Deodorizer  
Non-staining and fragrance free, this prod-

uct is safe around children and pets.  

Biologically eliminates the waste that 

causes foul smells in holding tanks. 

CP364....450g.  

Odour and Stain Remover  
Completely converts stubborn odours and 
stains into odourless non-
toxic gases.  Water-based, 
biodegrades rapidly.  
Pleasant scent.  Removes 
oils, greases, beverage 
stains, urine, blood or 
smoke from carpet, clos-
ets, countertops, curtains, 
cushions, drains, fridges, 
fish and bait boxes. 
CP240....670ml.

Two Part Teak Cleaner  
Thickened to minimize staining or 

damage to nearby surfaces.  Controlled 

dispensing for precise application.  

Very low tendency to raise grain and 

need for sanding.  

CP260....1 Litre Kit  
           (2 x 500ml bottles) 

  Spider Control 
Direct contact or contact with spray residue 

kills spiders to prevent droppings that 

are unsightly and hard to remove.  

Extension spout included to reach 

into cracks and crevices where spi-

ders hang out and lay eggs.  This 

ensures a more complete kill.  Less 

wastage and less chance of spray 

blow back. Lasts for weeks. 

  

CP555....350 g.

Captain Phab

Odor Stop 
Extra Long lasting relief from 

disagreeable odours in seconds!  

100% safe, lets you enjoy the 

smell of NOTHING! 

CP298....670ml. 
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Holding Tank Deodorizer 
Unique dry mix neutralizes odors instantly  

The all natural ingredients liquify waste for 

easier pumping/ dumping.  Ingredients are 

edible, 100% safe around children and 

pets.  Aids and 

boosts biological 

action in septic 

tanks and systems.   

CP363....150 g.  

Holding Tank Cleaner and Shock 

Treatment 
Start out Fresh.  Deodorizing 

cleanser cleans and treats the 

ENTIRE  sanitary system.  

Permanent or long lasting 

relief from odours is assured. 

Septic compatible,  

biogradeable. 

CP369....1L 

Simply Brilliant Paint & Stain 

Remover 
Cleans and removes 

paint overspray, carpet 

residue, adhesive and 

oxidization.  An envi-

ronmentally friendlier 

alternative to toluene, 

acetone and other harsh 

high VOC solvents.  

CP515....500ml 

Aluminum Magic 
Acid replacement technology using organic 

salts with magic results. Professionally 

clean and strip any bare alu-

minum with ease and safety.  

Non-regulated. Safe for glass 

and painted surfaces. Very easy 

to use, gives professional 

results.   Leaves a bright satin 

aluminum finish. 

CP585....670ml 

CP587....4L 

Plastic Plus 
Makes scratches less visible 

by sealing the pores of the 

plastic.  Leaves a high qual-

ity antistatic film that is 

smudge and streak free. 

May be used on clear, tinted 

and coloured plastics, lexan, 

plexiglass and other 

acrylics. 

CP598....500ml 

 

Plastic Plus 
Makes scratches less visible 

by sealing the pores of the 

plastic.  Leaves a high quali-

ty antistatic film that is 

smudge and streak free. May 

be used on clear, tinted and 

coloured plastics, lexan, 

plexiglass and other acrylics. 

 

CP599....370g 

aerosol 

Captain Phab

CP556 

In-Spec  32oz 

Kills crawling & 

flying insects 
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Can-Ad Dry Holding Tank 

Treatment 
Septic safe, quick  

disolving, non-dusting granules. Breaks 

down waste/tissues 

Lubricates valves 

100% biodegradable 

CP365.....litre

Can-Ad Holding Tank Treatment 
Septic safe. Breaks down waste/tissues 

Lubricates valves 

100% biodegradable 

Liquid 

CP367.....litre 

Bird & Spider Spot Remover   
Dissolves messy spider and bird droppings 

quick and easy 

Non-toxic. Safe for use around kids and 

pets.  Contains no bleach  

Natural formulation · Will 

not remove waxes and 

polishes 

  

For Vinyl Upholstery and 

Porous Surfaces. WORKS 

GREAT ON BOAT TOPS 

TOO.  

 

     CP290.....32oz 

Wasp & Hornet Blaster 
For the control of wasps, bees, hornets and 

yellow jackets.  Spray nests or insects from 

6-8 feet away. 

 

91320.....520g

Air Dry 

 

 Removes excess 

moisture from the 

Air 

Great for RV's, 

Boats, Trailers and 

Home. 

 

 

 

CP294......4L

Spider Spray 
A water-based insecticide that’s safe to use on 

Boats & RV’s. 

Long lasting and effective control against 

Spiders, Brown DogTicks, Earwigs, Fleas, Ants, 

and Cockroaches. 

 

• Water-Based Insecticide for Indoor & Outdoor 

Usage 

• Lemongrass Scent 

• No Sticky Residue 

• Non Foamy, Non Greasy 

• Long Lasting 

• Ready-to-Use 

• Non-Flammable 

 

   LG-SPDR-1L 
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Shurhold Cleaners

Brite Wash  
Brite Wash is an environmental-

ly safe, concentrated wash soap 

that will not strip wax or polish 

while resisting water spots even 

in hard water. One ounce will 

clean a 40 foot boat! 

 

SHYBP-0301...32oz 

SHYBP-0302....1 gallon

Buff Magic  
Buff Magic is a fiberglass reconditioner and 

deoxidizer, that is also an incredible metal  

polish. It has been formulated to be user  

friendly whether buffing by machine or hand. 

 

SHYBP-0101....22oz 

SHYBP-0103....10lb pink 

 

*pink is for metal

Serious Shine  
The most versatile and effective 

High Performance Marine Detailer 

available anywhere. Serious Shine 

cleans, polishes and protects virtu-

ally any solid surface of your boat-

in one easy step, leaving no greasy, 

artificial residue. In addition, 

Serious Shine contains UV 

inhibitors and anti-static properties. 

SHYBP-0701....14oz

Moldaway 
Bleach-free and chlorine-free oxygenated 

cleaner that is safe on most fabrics/colors  

 

SHYBP-0801......12oz 

Pro Polish  
Fiberglass/gel coat cleaner, sealant/polish with UV 

inhibitors that produces an ultra high 

gloss finish in one easy step. 

Formulated with cosmetic grade 

ingredients and contains no fillers or 

talc, protecting boats finish against 

sun, salt, acid rain and other harsh 

environmental elements. 

SHYBP-0202....16oz 

SHYBP-0203....1gallon

Buff Liquid 
Buff Liquid finishing com-

pound is formulated for 

removal of P800 or finer 

sanding scratches, light oxi-

dation, fading and/or dis-

colouration in dark colour 

and/or low VOC gel coats. 

SHYBP-0115....32oz 

SHYBP-0116....gallon

Serious Marine Cleaner 
SMC has been designed to clean 

a multitude of surfaces including 

fiberglass, vinyl, carpet, rubber, 

teak and canvas.  SMC was creat-

ed for the professional detailer, 

eliminating the need to carry 

numerous cleaners to each job. 

SHYBP-0305....1Litre 

SHYBP-0306....1gallon

SnapStick 
A quick dab applied directly to the head of a snap, 

along a zipper or even on the barrel of a hinge will 

fight corrosive effects of rain, dirt and grime that 

can affect snaps, zip-

pers, straps and 

other items. No 

mess. 1 application 

can last up to 3 

months. Non-toxic, 

biodegradable, and won't harm fabrics, plastics or 

metals. 0.45oz. tube. 

SH251

Serious Pad Cleaner 

for cleaning and rejuvenating 

buff pads 

 

SH30803......12oz
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Dual Action Polisher  
comes with a 16oz pro polish, pad and 

towel. 20ft power cord. Dual action, 

oscillating head prevents burn and swirl 

marks.         

SH3101  

 

6-1/2” Buff Magic Pad 
 

100% twisted wool compound pad  

 SH3151 

5” Backing plate for buffer 

 

   SH3130

Dap ScrubBrushes 

for dual action polisher 

SH3205   stiff 

SH3206  medium 

SH3207  soft

Scrubber Pads 

for dual action polisher 

SH3201   fine 

SH3202   medi-

um 

SH3203   coarse

Microfiber Bonnet 
6-1/2” buff pad for 

Pro Polish 
 

      SH3153 

6-1/2” Pro Polish Pad 
black foam pad 

 

SH3152 

Magic Wool Polisher 

Pad for dual action polisher 

 

  SH3210

6-1/2” Buff Magic Foam 

Compounding Pad is a  

general purpose, 

light cutting pad 

 

SH3154

Pro Dual Action Polisher 

features an XL, 21mm orbit. The random 

orbit motion will still protect your finish 

from burning & swirling   SH3500

Buff Magic Compounding Pad 

general purpose, light cutting pad, 7-1/2” 

made of acrylic and 

twisted wool 
SHYBP-5103

Pro Polish Pad 

a black foam finessing pad 7-1/2” 
 

  SHYBP-5203

Quick Change Pad Holder 

Urethane back up 

plate. Fits all pads 

listed and most rotary 

buffers. 

SHYBP-5100

Brite Bonnet PRO is a shaggy 

microfiber pad used to remove excess 

wax and buff your surface to a final shine. 

 

 SHYBP-3153 

Shurhold Polishers/Pads

SHYBP-5112  Most aggressive compound-

ing pad 7-1/2” - 100% 4ply twisted wool 

SHYBP-5109  Least aggressive, single ply 

compounding pad  7-1/2”, acyrlic and wool

Red foam polishing pad is 

perfect for applying a layer of 

wax or sealant SH3552

Orange medium cutting pad to 

remove light oxidation & 

surface imperfections SH3554

Blue heavy cutting pad to 

remove worst oxidation 

SH3555

Replacement backing plate 

fits Pro Polisher 

SH3530
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303 Aerospace Protectant  
 

Regular use gives 100% prevention of UV caused 

slow-fade.  No other product beautifies as intensely,  

protects as powerfully or lasts as long .Resists dust,  

soiling, staining, repells water and protects.  Can be used on 

rubber, vinyl, fiberglass, plastic, acrylic,  

polycarbonates, leather, sailcloth

130340.....16oz 

130313.....32oz 
130370.....Gal

303 Fabric Guard - Powerful enough to protect 

fabrics in the harshest environments yet safe enough for the finest 

fabrics including wool, silk, leather and suede.Restores lost water 

repellency and stain repellancy to new levels. 

Resists soiling, impedes mildew formation, 

and protects against UV rays.

 

130616.....16oz 

130606.....32oz 
130674.....Gal

303 Multi-Surface Cleaner 
Considered the best fabric cleaner on the 

market! Removes oils, grease, ink, berry 

juice, wine, tea, coffee, 

blood and pet stains. 

Super concentrated.  Safe 

for all water safe materi-

als. 

Non-toxic, rinses residue 

free 

 

130207....32oz

303 Touchless Sealant 

Simply spray on, and rinse off – it’s 

that easy! It only takes minutes to 

get that same water 

beading protection you 

get from a full wax.   

Safe for clear coat, gel 

coat, fiberglass, plastics 

and windshields  

 130371 

303 Mold and Mildew Cleaner 

Quickly removes mold 

& mildew stains on 

contact 

Blocks mold & mildew 

stains from re-occur-

ring 

Does not contain 

bleach, leaves behind a 

fresh scent 

Works on ALL water-

safe surfaces, including vinyl & fabrics 

 

130553....946ml
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Perfect-It Heavy Cutting  

Compound 
Removes P800 or finer scratches 

and heavy oxidation to leave 

behind a high-gloss shine. 

 

 

3M36101  Pint      

3M36102  Quart   

3M36103  Gallon 

 Perfect-It Gelcoat Medium 

Cutting Compound 

with Wax removes P1000 

or finer sanding scratches, 

heavy oxidation, watermarks, 

and chalking, and restores a 

high-gloss shine in a single 

step 

3M36105  Pint  

3M36106 Quart   

Perfect-It Light Cutting Polish 
combines a mild polishing 

agent with wax. It removes 

P1000 or finer scratches, light 

oxidation, watermarks, chalk-

ing, and restores shine in a sin-

gle application. 

 

3M36109   Pint    

3M36110  Quart    

Perfect-It Boat Wax as the final step 

for any gelcoat, fiberglass, 

wood, or metal refinishing proj-

ect where a wax finish is rec-

ommended, and high-gloss 

results are desired. It's very 

easy to use—just apply this car-

nauba-based wax to a 2-ft. x 2-

ft. area at a time, then wipe 

clean before the wax dries.  

3M36112  Pint     

3M36113  Quart  

 Perfect-it™ Boat Wash is 3M's 

best product solution to clean 

a variety of boat surfaces. 

The product is a professional 

strength concentrate, making 

up to 16 gallons. It works 

safely on surfaces from stem 

to stern. And it works with-

out stripping wax.  

 

09035  Quart  

3MTM Marine Multi Purpose Boat 

Soap 

 
Concentrated formula designed 

to clean anything from dirty 

decks to soiled fabrics to 

degreasing engines.  Mix con-

centrate with water for desired 

cleaning strength.  

 

09034....16 fl. oz.  

 3MTM Marine Fibreglass Cleaner 

and Wax 

 
Designed to remove 

LIGHT to MEDIUM  oxi-

dation, clean, polish and 

protect fibreglass/gelcoat 

and marine topside paints.  

 

09009....16 fl. oz 

 

3MTM Marine Fibreglass Restorer 

and Wax 

 
Designed to remove HEAVY  

oxidation, chalking, fading, 

minor scratches, rust and 

exhaust stains; plus provide 

protection on fiberglass/gel-

coat and marine topside paints.  

 

09005....16fl.oz 

3MTM Marine Aluminum Restorer 

and Polish 

 

Designed to remove oxidation growth and 

stains and restore a lustrous appearance to 

bare aluminum surfaces.  

Not recommended for 

anodized coated alu-

minum.  

 

09020....18 oz.  

3MTM Scotch gard Marine Liquid 

Wax 

Exceptional durability and 

gloss, protection from 

harmful UV damage, safe 

for fiberglass, gelcoat, paint 

and metals. 

Pleasant tropical scent. 

 

09061....500mL 

09062....1litre 

3MTM Marine Outdoor Vinyl 

Cleaner, Conditioner and 

Protector 

 

Designed to clean, condition 

and protect marine vinyl and 

rubber components.  A little 

bit goes a long way. 

  

09023....8 fl. oz.  
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3MTM Marine Mildew Block 

 

Offers a unique solution in preventing 

unsightly mildew growth.  Safe to use on 

most marine surfaces and materials above 

the waterline, and can be used both indoors 

and outdoors.  Non-toxic formula helps 

keep surfaces looking newer and cleaner 

longer. 

 

09065....16fl.oz

3MTM Marine Mildew Stain Remover 

 

Quickly removes mildew stains on vinyl, 

covers, cushions and other marine sur-

faces.  Follow-up with 3M Marine Mildew 

Block for long lasting protection and to 

help keep surfaces looking cleaner and 

newer longer. 

 

09067....16fl. oz

3MTM Citrus Based Cleaner 

 

A non-corrosive, industrial strength clean-

er/degreaser which removes oil,  grease, tar, 

un-cured adhesive, adhesive tape residue 

and other similar substances.  Packaged in a 

non-aerosol pump spray.  100% active 

ingredient formula has a fresh citrus scent.  

 

76394....24oz. aerosol can

3MTM Super Duty Rubbing Compound 

 

Recommended for heavy aggressive com-

pounding of oxidized gel-coat and marine 

paint.  Maintains high rate of cut with con-

stant pressure.  Buffs to high gloss with 

minium of swirl marks.  Can be used by 

hand or by machine.   

09004....8 oz. 

05954....32 oz. 

05955....gallon

3MTM Marine Vinyl Cleaner and Restorer 

 
Rejuvenates vinyl and rubber surfaces.  

Cleans and protects in an easy spray formu-

la.  Fresh lemon scent! 

 

09029....15 oz. 

3MTM Glass Cleaner 

 
For glass, plastic (including Lexan), chrome 

& metal surfaces.  Wipes off without streak-

ing, leaves no residue.  

 

08968....19 oz. 

3MTM Scotchgard 

 
Scotchgard™ Heavy Duty Water Shield  297g (10.5oz) 

Safe for use on polyester, nylon, polypropylene, 

cotton, leather, suede and more 

Provides durable protection from the elements with 

just one application 

Ideal for use on outerwear, rain gear, umbrellas,  

patio furniture, outdoor gear, backpacks, luggage,  

canvas tarps, boat covers and more.   

Repels water during use and in storage 

76534....10 oz 
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3MTM Finesse-it II Finishing 

Material 
Designed for use on topside paint systems 

to remove swirl marks after compounding, 

while leaving a glazed finish.  Also 

removes light to medium 

oxidation on gelcoat for 

boat reconditioning.  

 

05928....Quart  

Gelcoat Compound & Polish 

Removes P1000 and finer scratches 

on gelcoat with a high gloss, fine 

finish. Provides longer wet time for  

easier cleanup 

 

30344....946ml 

30345....Gallon

3MTM Marine High Gloss Gelcoat 

Compound 
This paste compound is designed to quick-

ly remove P600 dual action or 1000 wet 

sanding scratches from production gelcoat.  

Contains no wax or silicone and leaves a 

high gloss finish without swirl/wheel 

marks. Reduces slinging while buffing.  

For best  results use a 

3M Superbuff 

(05700) or Hookit 

Compounding Pad 

(057ll) on a slow 

speed polisher (1500-

2000 rpm). 

06025....Gallon

3MTM Sharpshooter Mark 

Remover   
 

No rinse formula for quick and easy 

removal of soil and grease 

Powerful cleaner penetrates and loosens 

buildup quickly 

 

 

 

25047....16oz 

3MTM Finesse-It Marine Paste 

Compound - White 
Designed specifically for aggressive com-
pounding of gelcoated fibreglass surfaces. 
This product is well suited for recondition-
ing heavily oxidized surfaces/finishes. 
Also well suited for removing P800 sand 
scratches on production gelcoat and grade 
1000 or 1200 sand scratches on tooling 
gelcoat.  White 
colour reduces the 
potential for staining 
of light coloured 
boats.  Has a long 
work time, requiring 
less compound to be 
used per application.  

06039..Gallon

 Perfect-it™ EX Rubbing 

Compund, is designed to remove 

P1200and finer scratches with either a 3M 

Wool pad or a foam compounding pad. 

It is designed to work over a broad 

climatic range, including extreme 

conditions. The non-gritty formula works 

on all types of paints,  

leaving an extremely 

fine finish with easy clean-

up 

 

 

  36060..946ml 

  36061..Gallon 

 

3MTM Low Mist Super 77 Spray 

Adhesive 

 

A high-tack, high coverage, fast drying, 

transparent adhesive.  For permanently 

attaching foils, carpeting, 

foams, paper, cardboard, felt, 

cloth, etc.  

to painted or unpainted met-

als, wood, hardboard and 

other base materials.   

 

21210....24 oz.

3MTM 76 High Tack Adhesive 

 

A high-tack adhesive with fast strength 

build-up.  Used by sailmakers when tack-

ing parts of sails together prior to sewing.  

Apply to one surface.  

 

 

 

 

 

 

 

 
30026-76-24....24 oz. aerosol

3MTM 90 High Strength Adhesive 

 

3M’s (TM) fastest drying, highest strength 

aerosol contact adhesive.  Dries in just two 

minutes, suitable for diffi-

cult to bond substrates like; 

polyethylene, polypropy-

lene, and many other plas-

tics.  Perfect for installing 

headliner material! 

 

 

 

 

30023-90-24....24 oz aerosol.
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33279 

8” Wool compounding 

Pad 

05753 

Wool compounding pad 8”

3MTM Superbuff Polishing Pad 
Double sided, soft edge polishing pad, 

specially designed for use with a pol-

isher and glaze.  Made of extremely 

fine fibres, it produces a high gloss on 

paint and gelcoat surfaces.  

05705

3MTM Perfect It Foam Polishing Pad 
This pad utilizes a 3M patented convoluted 

foam face to produce a wheel mark free 

topside paint finish during acrylic or poly-

carbonate plastic reconditioning.  

05725  (2/pkg)

3MTM Hookit SBS 

System 

This unique pad system 

provides quick change 

advantages while pro-

ducing exceptional fin-

ishes on gel-coat and paint systems.  Provides 

easy attachment and removal and accurate center-

ing of the compounding or polishing pad to the 

back of the pad.  Fits all standard 5/8” shaft slow 

speed polishers. 

05711 - Compounding Pad 

05713 - Polishing Pad 

05717 - Back up Pad

05707 
Double sided foam polishing pad with quick 

connect/disconnect 

provides high gloss shine 

 

05708 
Double sided foam ultra-fine  

polishing pad with quick con-

nect/disconnect, provides a 

swirl free finish

Polishing 
When polishing always use a new or just washed yellow polishing pad.  

Never attempt to polish with a used compound pad. This will cause swirl marks 

Use a polishing pad for glazing and final finishes.  Do not allow pads to become contaminated before use. 

Dirty pads can cause swirl marks and scratches

3MTM Superbuff III Compounding 

Pad  Aggressive, fast cutting pad that is  

made of 100% untwisted wool.  With a 

stiffer centre hub for more cutting power, 

this double sided pad is excellent for hard 

paints.  Fits all standard (5/8” shaft)  slow 

speed polishers.    05703

3MTM Superbuff III 2 Plus 2 

Compounding Pad 
Made of 100% untwisted wool, with a 

stiffer centre hub for more cutting power.  

This double sided pad is less aggressive  

than a wool pad. Fits all 

standard (5/8” shaft) slow 

speed polishers    05704 

 

05706 

 Double sided foam compounding 

pad that works with quick 

connect/disconnect.  Removes 

sanding scratches 

05754 
Perfect-it Wool Polishing Pad 

is a high performance, double 

sided blonded wool pad that 

works to remove compound 

swirl marks and 

fine paint 

surface defects

05752 
Quick connect adapter for 

buffer 8” pad
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Magic Wool Hand Pads 
are great for restoring, maintaining 

and finishing all wood, metal and 

glass 

surfaces 

 

 SH281

The Hammerhead 
Features a bi-level design for hulls and decks, an 

integrated bumper to protect from any angle, and is  

ergonomically designed for hand held comfort. 

 

SH2110

 

5” Soft Round Brush 
This soft brush is perfect for hard to reach places.  The specially 

designed split end fibres hold more soap and water. Safe for use on 

gelcoat, fibreglass and paint 

SH50 

one handle does it all! 
Shurhold’s exclusive SHUR-LOK system positively locks  

any Shurhold handle quickly and easily with all Shurhold accessories.

 

Soft 
Specially designed split end fibers 

hold more soap and water. This 

brush is safe on gel coat, fibreglass 

and paint. 

 

   SH980 - 10”   

  SH960 - 6” 

 

SH970 - 6” extra soft    

 

Medium 
Moderately abrasive deck brush to 

use with mild acids and detergents.  

This brush is great for working out 

stubborn stains in textured and non-

skid surfaces. 

 

            SH985 - 10”   

            SH955 - 6”    

 

Stiff 
The most abrasive deck brush  

available.Safe to use with most  

solvents, acids and alkalines.  This 

brush is great for teak and  

below the waterline. 

 

            SH950 - 6”   

            SH990 - 10”    

Shur-Dry PVA 

17” x 27” Towel   SH220   

PVA Sponge         SH210  

Micro Fibre Towels 
Polish and Shine - Super Soft! 
Wash and Clean - Extra Strong! 
Glass and Mirror - Lint Free! 
  

SH293 Towel  

Variety 3 Pack- 
 

 

Mesh Sponge 
Bug and Tar Remover - Non abrasive 

mesh covered sponge removes bugs, tar, 

stains, grit and grime faster and easier. 

SH282 

Telescoping  
Excellent Versatility 

 

 SH833 - 6’ handle locks at 4 different     

 lengths from 40” - 72” 

 

 SH855 - 9’ handle locks at 5 different 

lengths from 60” - 108”

Fixed Length 
Lightweight 

      

   SH730   -  30”        
  SH740  -  40”   

  SH760  - 60” 

 

Fixed Length 

with Finger Grips 
Great for nets and gaffs 

 

SH730FG   -  30”     

SH760FG   -  60”     

Shurhold Deck Brushes - Available in two sizes!

Window & Hull Brush 
This soft brush is perfect for hard to reach places.  The specially 

designed split end fibres hold more soap and water. Safe for use on 

gelcoat, fibreglass and paint 

SH308 

SH310-**Extra Soft!

SH965 

6"  (15 cm) Soft/Medium 

Multi-purpose Combo Brush.

**
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Adapters 
SH100R - straight adapter 

SH101-threaded adapter 

SH102CH-10” curved adapter 

 

Dock-a-Reni 
A dock line holding tool, that allows 

you to tie your boat up with ease. 

SH134 

 

 

 

 SH1820 
 Landing net 

 pear shape

3 in 1 Boat Hook 
An exclusive Shurhold design with a 

line carrying feature, centered push-off 

and basic boat hook. 

SH130  

 

 

 

Paddle 
A great safety item for any boat! 

SH1901 

Shur-dry Water Blade 
Flexible water blade easily molds to  

curved boats and vehicles, drying any  

surface in 1/3 the time.  Eliminates 

water spotting without chamois and 

towels. 

SH260 - 12”  

SH265 - Adapter   
(shown far right, allows water blade to be used with a Shurhold handle

Hose Nozzle 

Ergonomic Grip 
Die-Cast zinc nozzle body 

with soft black vinyl grip. 

Includes a hold open clip 

and stainless steel spring. 

 

SH288 

Scrub Brush 
Ergonomic Handle and safety bumper.  Light 

weight knuckle saving handle helps you  get 

the job done faster! 

 

SH272 

Shurhold Squeegees 

SH1412 - 12” 

Shurhold Mops 
SH112 - Cotton String Mop 

SH113 - Synthetic Chamois Mop 

SH117 - Deluxe ‘Water Sprite’ Mop 

SH120 - Angled Broom

Shurhold Scrubber Pad 
SH1700 - Swivel Pad Base 

SH1700C - Coarse Scrubber brown 

SH1700M - Medium Scrubber blue 

SH1700F - Fine Scrubber white 

Shurhold Scrubber Pad 
SH1710 -Synth Lambswool 

Cover  

 

SH1710C - Lambswool Cover 

w/ swivel

 

Scrub Brushes 
SH274 - Short Handle 

SH276 - Long Handle 

SH270 - Hand Held 

Wash Mit 

 

SH284 - regular 

SH285 - DELUXE!

Glass & Mirror Towels 
package of 12 

 

 

 

 

SH294

      Rope & Cord Brush 

 

 

 

 

             SH273 
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SH975 

10” Deck Brush Extra Soft 

Features a female thread for use 

with any standard threaded handle 

Great to scrub floors, uneven sur-

face and wood or grouted flooring 

40029 

Rim Cleaning Brush 

Ideal for hard to reach locations. 

Wood handle, tampico fibres and a 

rust proof wire. 

9” x 3” diameter to 1-1/4” diam

40025 

Scrub Brush 

Fine star prene fibres with flagged 

ends to hold water and cleaning 

solutions for easier washing. 

40027 

Hand Scrub Brush 

Features medium bristles for gener-

al cleaning and is ideal for all sur-

faces including vinyl. Molded plas-

tic block with finger indent handle.

40023 

Scrub Pad Kit 

Each kit contains 1 handle, 1 each 

fine, medium and coarse scrub pad.

Small Utility Brush 

40069 - Brass Bristles 

40070 - Nylon Bristles 

Block size: 7-1/4” x 1-1/2” 

Bristle trim: 5/8” 

Mops and Scrubbers
Shurhold Scrubber 

Pads  - 2 pack 

 
SH1701- Fine 

SH1702 - Medium 

SH1703 - Coarse

Shurhold  

Brush and Handle 

Combination 

 
SH1950 - stiff 

SH1955 - medium 

SH1960 - soft 

Deck  

Scrubber  

and Handle 

(coarse bristles) 

11993

Deck 

Scrubber 

and Handle 

(soft bristles) 

11997

11994 - Coarse Brush head only 

11996 - Soft Brush head only 

11992 - 54” Handle only
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Scrubbish Hull Cleaning Kit 

The cleaning head is provided with soft, flexible 

scrapers and a hard scraper to access all angles and 

forms a hull may have. The handle is an easy to use 

telescopic pole that can be up to 210cm /83in and 

320cm/126in long with extension pipe. Hull Scraper 

SET can be easily disassembled for easy storage. 

 

    4400

Scrubbis Waterline Brush 

It removes dirt and stains such as grease, soot, oil and 

biofouling. The cleaning head has 1 kg buoyancy 

which helps to push the brush against the hull and is 

provided with a soft fleece brush on one side and a 

scraper on the other side. Scrub with fleece brush on 

the dirt and turn the side to rinse and remove residue 

with the scraper.  

 

4410

80200-C-41 

3MTM Extra large commercial sponge 

40048 

SuperSorb Synthetic PVA Block 
-Super absorbent 

-Outlasts and out absorbs all conventional 

sponges

W0004 

Meguiars Hand Applicator Pad 
Package of 4 sponge wax applicators.

SX00230 

Roll of 12 towels 

 

Disposable Vinyl Gloves 

9081 - 100/box large 

9082 - 100/box x-large 

 

40039 

Polishing Cloth 
100% Pure Cotton, 15” x 12” x  9” 

3/pkg

Sponges and Rags

88450 

Magic Scrub 
For cleaning stains and mildew.  Use 

instead of bronze wool in all heavy clean-

ing applications.  

Will not rust, 

splinter, corrode 

or wear out.  

 

40026  

Long Handle Scrub Brush 

All the same features as the 40025 

with a 20” overall reach.

Detail Brush with Plastic Handle 

Plastic handle with molded finger 

grip.   1/2” Bristle trim, block size 

7-3/4” x 7/16” 

40062-Nylon 

40063-Brass 

40064-Stainless Steel
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Cellulose Sponge 

great for soaking up any liquid 

40075P  7x3-3/4 

40076    9x4-1/2    

40008  Extending Handle with 

screw thread 2-4 ft.  Accepts 

screw on accessories. 

40078- Micro Fiber Sponge 

special scrubbing 

side quickly and  

easily cleans your 

hull.  Highly  

absorbent, yet so 

soft it will not 

scratch  

40103 

Reggae Mop 

Super absorbent  

material, without 

scratching.  Attaches 

to extending handle, 

can use it dry or wet.

40124 Flexible Head Scrubber 

with red pad 

40128 Reggae Wet/Dry Mop 

Microfiber.  Attaches to Star Brite 

extending handles for easy drying 

of overheads or hard to reach areas

40102 - Deluxe Chamois Mop 

Ideal way to dry decks 

40104 - Premium Chamois Mop 

Ultra-wide strips & storage bag

40117 Hand Brush 

 Deck Brush 

40115 stiff, long handle 

40074 - dog bone sponge 

Easy grip "dog-bone" shape 9" x 5" x 3 1/4"  

Excellent for all washing tasks
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40136 - shurhold adapter 

 

 
Adapter for Star brite brush head 

to a Shurhold handle.  

Features: Made from triple 

anodized aluminum. Makes  

connections between any Premium 

Star Brite Extend-A-Brush brush 

to a Shurhold handle.  Keep your 

old Shurhold handle and use a 

good Star brite  brush head with 

that handle.  

40135 - shurhold brush adapter 

 
Adapter converts Star brite handle to 

Shurhold brush head. Made from triple 

anodized aluminum. Makes connection 

between any Shurhold brush to any 

Premium Star Brite Extend-A-Brush 

handle. You do not need to throw away a 

competitive brush head with this  

adapter.  This adapter allows using your 

old brush head with StarBrite's many 

handles.  Also keep in mind most Star 

brite handles float whereas the  

competitions does not.  

40163 - Deluxe block 

brush with bumper.   
8" wide plastic head with 

maximum flare that makes 

washing a breeze and covers 

a lot of surface area in the 

least amount of time. 

* Bumper protects against 

scuff marks and surface  

damage 

* Fits all Extend-A-Brush 

handles and standard screw-

in handles.

40155- 3-6ft Premium  

Heavy Duty Handle 

 
Lightweight and incredibly strong. 

Constructed of heavy-duty aircraft 

grade, triple anodized aluminum to  

provide years of maintenance free use. 

Telescoping shafts feature two non-slip 

hand grips with positive twist lock. 

Extends from 3ft. to 6 ft. Stainless steel 

push button quick connect/disconnect 

for instant attachment of all Extend-

A-Brush accessories. Special air  

chambers make it float. 

Firm

40162 - Deluxe block 

brush with bumper.   
8" wide plastic head with 

maximum flare that makes 

washing a breeze and covers 

a lot of surface area in the 

least amount of time. 

* Bumper protects against 

scuff marks and surface  

damage 

* Fits all Extend-A-Brush 

handles and standard screw-

in handles.

Medium
40161 - Deluxe block 

brush with bumper.   
8" wide plastic head with 

maximum flare that makes 

washing a breeze and covers 

a lot of surface area in the 

least amount of time. 

* Bumper protects against 

scuff marks and surface  

damage 

* Fits all Extend-A-Brush 

handles and standard screw-

in handles.

Soft

M0re productsM0re products  
from

Scrubbers and Handles!
3-6ft Standard 

Extending handle 

with 8" deluxe brush 
features two non-slip grips and 

positive twist lock.  Deluxe deck 

brush with bumper 

 

  

40191....soft bristle 

40192....medium bristle
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Fixed Handles 

4 foot - 40007 

5 foot - 40003 

               5 foot - 40004  (it floats!!) 

Telescoping Handles 

         3-6 feet - 40000 

5-10 feet - 40005 it floats! 

5-10 feet - 40006 it floats!

Flow Thru Handle 

40001 - 6ft extending   

           

40035 
Boat cover support 

attaches to make an 

adjustable support for 

boat covers.  

40034 
Screw thread adaptor 

allows use of screw 

thread accessories with 

extend-a-brush handles.  

40030 
Adjustable knuckle - 

use to obtain an offset 

adjustment for scrub 

pads.  

40033 
Boat hook end for 

extend-a-brush poles.  

Scrub Pad 

Snap on with removable knob 

 

40020-Coarse 

40021 - Med 

40022 - Fine

40031 
Pure cotton rope mop.  Fits most extend-a-

brush handles.  

Cotton 

 

 

40032 
Super absorbent synthetic chamois fits 

most extend-a-brush handles. 

8” Deck brush 

40010 - Stiff 

40011 - Medium 

40013 - Soft 

10” Big Boat Brush 

40014 - Soft 

40015  - Medium 

40016 - Stiff

03660 

10 Quart 

Deluxe 

Bucket

Mops and Scrubbers
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Polymer Sheets - White, Black & Seafoam 

 

 High density, UV-stabilized polyethylene.  Withstands all harsh marine environments 

 Cut sizes that are individually wrapped. 

 P10-2506WHA12-1   6”W x 12”L x 1/4”Thick White  

 P10-2512WHA12-1 12”W x 12”L x 1/4”   

 P10-2512WHA27-1 27”W x 12”L x 1/4”   

 P10-2524WHA27-1 27”W x 24”L x 1/4”  

 P10-2524BLK54-1 54”W x 24”L x 1/4” Black  

 P10-5012WHA27-1 27”W x 12”L x 1/2” 

 P10-5012BLK27-1 27”W x 12”L x 1/2” Black  

 P10-5012SFM27-1 27”W x 12”L x 1/2” Seafoam 

 P10-5024WHA27-1 27”W x 24”L x 1/2” 

 P10-5024BLK27-1 27”W x 24”L x 1/2” Black  

 P10-5024WHA54-1 54”W x 24”L x 1/2” 

 P10-5024BLK54-1 54”W x 24”L x 1/2” Black  

 P10-7512WHA27-1 27”W x 12”L x 3/4” 

 P10-7512BLK27-1 27”W x 12”L x 3/4” Black 

 P10-7524WHA27-1 24”W x 27”L x 3/4” White 

  

Full Sheets 
 P10-5096BLK54 54”W x 96”L x 1/2”Thick Black  

 P10-5096SFM54 54”W x 96”L x 1/2”          Seafoam  

 P10-5096WHA54 54”W x 96”L x 1/2” White 

 P10-7548WHA54 54”W x 48”L x 3/4” White 

 P10-7596BLK54 54”W x 96”L x 3/4” Black  

 P10-7596SFM54 54”W x 96”L x 3/4”          Seafoam  

 P10-7596WHA54 54”W x 96”L x 3/4” White  

 

 

Anti-Skid - high friction surface in a diamond pattern prevents slipping 

and promotes drainage  

 P14-5012WHA27-1 12”W x 27”L x 1/2”Thick White 

 P14-7512WHA27-1 12”W x 27”L x 3/4” White27

KING STARBOARD®

                       TACO Weather seal, black 

                           Ideal for interior / exterior doors, boxes. 

                          prevents leaks and reduces rattles.  Medium closed cell 

density, durable, flexible sponge rubber.  HD self adhesive backing  

 

V30-0113B10-1        3/8”W x 1/8”H x 10ft L       

V30-0202B10-1        1/2”W x 1/2”H x 10ft L       

V30-0135T250         3/4”W x 9/16”H x 250ft L    

V30-0109B10-1        5/8”W x 3/8”H x 10ft L

                          TACO Hatch Tape Seal, black 

                            Medium density, closed cell foam with a self-           

                            adhesive back.  Provides anti-rattle seal 

 

V30-0744B8-2         3/4”W x 1/8”H x 8ft L    

V30-0748B8-2         3/4”W x 1/4”H x 8ft L   

Taco Flex Trim Kit 

    Covers the unfinished edge and follows almost any contour  

    or radius. Flexible PVC trim with individual internal aluminum    

    clips and gripping tongue. 

V30-1312W25-1   3/8” x 25ft  White 
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Dacron Sail Repair Patch 
 

Two strong sail cloth patches to apply 

to either side of a sail for the larger 

repair. Now also in a range of colours 

for repairs to covers, dodgers and spray 

hoods, etc. 

27071  24cm x 37cm(2 sheets) 

 Mylar Sail Repair 

 Remove the white release liner to expose a transparent repair tape 

for  semi-permanent repairs to sail windows and mylar sails.  UV 

and Salt, water resistant. 

 2” x 15ft - 27151  25 microns thick 

150mm x 3m  27081 

 3” x 15ft - RE3843 

 6” x 10ft - RE1175

Sail Repair Tape 
This self adhesive nylon tape is ideal for re-enforcing batten 

pockets and temporary repairs.  Also suitable for use on 

mainsails and jibs. 

2” x 15ft 

 

RE1143 - Dark Blue 

27102    - Black 

27103    - Red 

27108    - Green 

Marine Tapes

Heavy Duty Sail Tape 

27107   4” x 2M 

Monster Tape 

extremely strong and is resistant to UV 

light, salt water and works comfortably at 

temperatures -40°C - 100°C. It has a high 

performance adhesive on one side and 

can be used to repair almost anything.  

  

75mm x 1.5m  Clear  27080

 

 

27137 

Waterproof/write on 

cards. Self adhesive 

Pkg /15    

Reflective Tape can be found in the Safety Section! 
Page 187

Kevlar Repair Tape 
A high performance 

Kevlar/Mylar laminate tape for 

strong repairs to racing sails. 

27073 75mmx15m Black 

27074 24cmx37cm Black 

 

27083  75mmx1.5m Gold 

Back to Back Fastener Tape 

This is an easy to use product for quick 

release with a hook face and loop reverse 

it is particularly useful for use as stowage 

straps, sail ties, bundling and many other 

applications. 25mm x 2 

27132 Black 

27133 White 

Rigg Wrap  27065 
Stretch and coil wrap the clear/opaque tape 

around rigging in places where the sails come 

into contact. Reduce wear on expensive sails 

and provide a friction free surface to ease the 

passage of sails on tack and 

gybe.  

Kite Tape 

This tear resistant adhesive rip-stop 

nylon is available in an extensive range 

of colours and comes in a roll width of 

150mm. It is perfect for the sailor or 

kitesurfer, who notices a small tear in 

their kite or sail, which needs to be 

dealt with as soon as possible. 

27066 
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White Rigging tape 

 

 

27077       25mm x 10m

 

Spreader Tape 

Soft waterproof tape is ideal for 

capping crosstree ends to reduce 

chafing of sails.   

3/4” x 108ft 

 

RE3947 - White

7mil  Electrical Tape 

339066 - package of 5 assorted colours 

              1/2 x 20ft 

 

3/4” x 66ft, 7mil 

331066 - Black 

333066 - Brown 

338066 - Yellow  

Temflex Vinyl Electrical Tape 6mil 

3/4” x 60 Ft. 
66140 - Black 

66110 - Blue 

66111 - Green 

66112 - Orange 

66113 - Red 

66114 - White 

66115 - Yellow 

Marine Tapes

 
Rigging Tape 

This non-adhesive tape bonds to itself and not to your 

fittings.  Ideal for rigging, electrics, and emergency 

hose pipe repairs.  

25mm x 5m  -  1” x 16’ 
RE3867 

 

White 

25mm x 5m      27078 

25mm x 10m       27079 

 

 
Mast Boot 

A non-adhesive, self-amalgamating tape. It needs to be 

stretched and wrapped in overlapping layers to activate 

the bond and create a  waterproof collar which does 

not require un-stepping the 

mast when fitting.   

 

RE3940    4” x 4’ 

RE3941    4” x 100” 

100mm x 1.5m     27075

Self Amalgamating Tape

Grip Foam 

A strong, soft blue foam with a 

high performance waterproof  

adhesive. Providing extra grip with 

added comfort to any flat or  

profiled surface.  2 x 95 x 300 

 

27018  Blue 

27019  Grey

Hook & Loop Tape 

A self-adhesive fastener with a 

temperature stable adhesiveto pro-

vide a multitude of quick release 

fixings. 

27085 White 25mm x 1m 

27086  Black 

27120  White 40 x 22mm Dots 

27122  Black 
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Marine Tapes

 

 

 

   Anti-Chafe Tape 
Prevent damage to gel coat, paint and varnish 

work and reduce friction on areas of contact 

with sails, ropes and blocks. A tough low fric-

tion clear film for lamination to high wear 

areas. Clear 

  27127 50mm x 3m (130 microns) 

  27128 50mm x 2m (250 microns) 

  27125 Patches Each pack contains: 
Two clear 125mm x 150mm patches (250 micron), 

One clear 100mm x 125mm patch (130 micron), 

One clear 75mm x 125mm patch (130 micron) 

RE3868 

 Bimini Bandage 

 3” x 15ft 

Transparent colour 

UV resistant, light 

weight and 

flexible 

RE3949 
Heavy duty cloth 

vinyl coated anti chafe tape 

Protects your lines 

from chafing. Developed to with-

stand salt water. 12mils thick but 

soft and pliable.  Will not crack 

1” x 25ft  

Self Fusing Silicone Tape 
Provides a reliable solution to leaks in water or exhaust pipes.  

Effective between -50C and +260C and can insulate to 8000v per 

unstretched layer.  Tensile strength 

+700psi and can seal leaks up to 

85psi Good resistance to mild acids, 

fuels, oils, solvent, salt water, 

ozone, uv light & flames 

25mm x 3m 27015 

 

Silicone Marine tape   

(Emergency repairs) 
1” x 10ft 

 

RE6498  black   

RE6499  white  

Vinyl Foam Tape 

Self-adhesive plasticised vinyl foam tape for bedding 

windows, deck fittings and engine hatch covers.   

Black 

RE3870 - 1/8” x 3/4” x 7ft 

 

Double Sided Tape 

27016 19mm x 1mm x 5m 

Duck tape 

2” x 60yds 

06975 Silver 3M 

50mmx5m 

27036 - Clear 

27037 - White 

27091 - UV Resistant 

27035 

Leak stop tape 

50mm x 1.5M

27069 

Thread Tape 

12mm x 12M 

Ventilation Tape 

Strong aluminium foil tape.  Use to seal 

joints in ventilation hoses & 

ducting, to join foil faced insulation panels.  

Can be used in engine room as temporary 

exhaust bandage up to 120degree  

 

   27165   50mm x 7m 

   27166   50mm x 7m Heavy Duty
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Safety Tread 

Safety Tread tape with uses on boat decks, pools, bathtubs and showers.   

 

Marine Safety Tapes

1” -  N/A 

2” - 7744 white 

1” - 7739 gray 

2” - 7740 gray 

4” - 7741 gray

1” - 7731 black 

2” - 7732 black 

4” - 7733 black

Refill rolls

 Soft textured vinyl traction tape (non-slip)   

 

 rolls are 60ft long 

      
 

 

1” 2” 4”

white RE3880 RE3884 RE3888

gray RE3882 RE3886 RE3890

black RE3883 RE3887 RE3891

 Soft textured vinyl traction tape (non-slip) 

Merchandiser 

designed to accomodate three bulk rolls 60ft in length 

of  non-slip, 1 each of 1", 2" and 4" 

Wire racks are stackable and sturdy 

 
 MR3960  white 

 MR3970  gray 

 MR3980  black
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SCA571-50 Carpet Adhesive 

Water based, solvent free, low odor, water resistant 

for bonding rubber backed marine grade carpet and 

polyester, non-woven backed marine grade floor vinyl 

to marine grade plywood 

 

 1 Gallon pail / 3.79 litres - covers approximately 65sq ft 

100% synthetic olefin, woven polypropylene backing. 

Rolls are 6’ wide.   (16oz per square yard)

Marine Carpet

Charcoal 34202 35202

Navy 34203 35203

Burgundy 34311 35311

Sand 34312 35312

   Per Foot                                  Per 100ft Roll

**Roll sizes may vary and rolls prices will be adjusted accordingly
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HOSE
Water Hose

Clear PVC Tubing for unpressurized cool water uses. 

Made of non-toxic FDA compounded PVC. 

Usage:  Fresh water drain and vent lines, sink, icebox, refrigerators, 

live box, bilge pump discharge.  Not recommended for hot water. 

  

150 Series - Clear PVC Tubing  
- By the Foot, or by the roll

        Dia.
3/8” 1/2” 5/8” 3/4” 1” 1-1/4”

Foot 150-0380 150-0120 150-0580 150-0340 150-1000 150-1140

50ft -- -- -- 150-3450 150-150 150-11450

100ft 150-38100 150-12100 150-58100 -- -- --

Length

Heavy walled nylon braid reinforced FDA Approved vinyl  

compound.  Non-toxic. 

Usage:  Tasteless, odourless, suitable for pressurized hot water 

systems, drain and vent lines and bilge pump discharge.  

 

162-Series - Reinforced PVC Hose  
-By the Foot, or by the roll 

          Dia. 3/8” 1/2” 5/8” 3/4” 1” 1-1/4” 1-1/2”

Foot 162-0380 162-0120 162-0580 162-0340 162-1000 162-1140 162-1120

50ft 162-3850 162-1250 162-5850 162-3450 162-150 162-11450 162-11250

100ft — 162-12100 — — 162-1100 — —

250ft 162-38250 — 162-58250 162-34250 -- -- --

Length

      Bilge Hose Corrugated polyethylene hose that resists oily bilge and  

seawater.  Extremely flexible and tough.  

 

120 Series- Bilgeflex hose 
-By the Foot or 50ft roll 

3/4” 1-1/8” 1-1/2”

Foot 120-0340 120-1180 120-1120

50ft 120-3450 120-11850 120-11250

Length
Dia

212 

3-Way fitting for 3/4”  bilge hose

213 

3-Way fitting for 1-1/8” bilge hose
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Premium wire reinforced marine hose - certified for wet exhaust 

and water.  Heavy wall with Helical wire between 4 spirals.  

Resists collapse, heat, ozone, and exhaust fumes.  Excellent flex 

and bend radius.  Meets or exceeds USCG and ABYC recommen-

dations. Usage: for Lengthy connections and bent connections.  
250 Series - Water exhaust hardwall w/wire. 

-by the foot

Hose Cuffs

 Sanitation Hose

Extra heavy wall vinyl hose with hard PVC 

Helix that gives good flex and bend radius.  

Smooth wall, can be clamped.  

Usage:  all head and holding tank  

connections, potable water fill, bilge, 

drain, scupper lines and livewell use.  

 

148 Series - smooth wall sanitation 

hose. 
-By the Foot and 100ft roll

Corrugated vinyl hose with hard PVC Helix that 

gives good flex and bend radius.  Used with 

#147-Hose cuffs.  FDA approved. 

Usage:  All head and holding tank connections, 

potable water fill, bilge, drain, scupper lines and 

livewell use. 

 

143 Series - Flex White Sanitation Hose.   
-By the Foot and 100ft roll 

         Dia 3/4” 1” 1-1/8” 1-1/2”

Foot 148-0340 148-1000 148-1180 148-1120

100ft 148-34100 148-1100 148-118100 148-112100

Length
          Dia 1-1/2”

Foot 141-1120

100ft 141-112100

Length

1-1/2” 147-1120

 Exhaust Hose

250-0120   1/2”           250-1120   1-1/2”     250-2120   2-1/2” 

250-0580   5/8”             250-1580   1-5/8”       250-3000   3” 

250-0340   3/4”             250-1340   1-3/4”     250-4000   4” 

250-1000   1”               250-1780   1-7/8”     250-5004   5” 

250-1180   1-1/8”          250-2000   2”      

250-1140   1-1/4”          250-2140   2-1/4”     

Premium Sanitation Hose 
Heavy duty sanitation hose for all head and holding tank connections. Specially 

compounded rubber provides maximum resistance to odor permeation and toilet 

chemicals. Helical wire provides excellent flexibility and bend radius. Resists heat 

and ozone. 

sold by the foot 

101-1000 1” 

101-1120  1-1/2”

Premium Soft Wall marine wet exhaust hose for 

short, straight connections, with general use in small-

er ID's for critical engine coolant and circulation, 

heat exchanger and discharge lines. Its extra-heavy 

tube and cover with 2 - 6 ply reinforcement resists 

heat, aging, ozone, exhaust and sani chemicals.  

200 Series - Water exhaust soft wall  - by the foot 

200-0340    3/4” 

200-0580    5/8” 

200-1140    1-1/4” 

200-1120    1-1/2” 

200-1340    1-3/4” 

200-2000    2”



email:info@brewersmarine.com  75

Hose Clamps

Part # Min Max

67065 1/2” 1”

67085 5/8” 1-1/16”

67105 3/4” 1-1/8”

67165 13/16” 1-1/2”

67245 1-3/8” 2”

67285 1-5/16” 2-1/4”

67365 1-13/16” 2-3/4”

Part # Min Max

67445 2-5/16” 3-1/4”

67485 1-5/8” 3-1/2”

67645 2-5/8” 4-1/2”

67725 4-1/8” 5”

67805 3-5/8” 5-1/2”

67885 4-1/4” 6”

67965 4-3/4” 6-1/2”

671045 4” 7”

Part # Min Max

67025 1/4” 3/8”

67035 1/4” 1/2”

67045 1/4” 5/8”

NEW and improved! 

Stainless steel hose clamps. 

All components are stainless 

Part # Min Max  

T45 1-3/4” 2”  

T56 2-1/5 2-1/2”  

T60 2-1/3” 2-2/3”  

T70 2-3/4” 3-1/5”  

T76 3” 3.31”  

T83 3-1/4” 3-1/2”  

T86 3.38” 3.69”  

T95 3-2/3” 4-1/5”  

T102 4” 4.31”  

T108 4-1/4” 4-2/3”  

T118 4-2/3” 5”  

T138 5-2/5” 5-4/5”  

T145 5-2/3” 6-1/8’

T-Bolt Hose                

Clamps

 

 

 12836 
1” Pipe Clamp

Part # Min Max   

T219 8-2/3” 9”  

T270 10-2/3 11”  

T365 14-1/3” 14-3/4” 
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Gusher 10,  Mk3 

 
1-1/2" hose connections 

Aluminum pump body, 

Neoprene diaphragm 

13.5ft max lift 

41 lpm @45 strokes per 

minute 

 

BP3708  on deck mount      

BP3740  thru deck mount     

 

 

AK3706 Gusher 10 Service kit 

DP3804  Alloy deckplate with lid 

AS3723 Outlet valve plate assembly    

Gusher Titan Pump 

 

1-1/2 hose connections 

polypropylene pump 

body, neoprene 

diaphragm and valves, 

nylon lever 

max lift 13.5ft 

67 lmp @ 45 strokes per 

minute  

BP4402  on deck mount      

BP4410  thru deck mount    
AK4400 service kit neoprene 

AK4419 service kit nitrile 

AS4405 Stainless pump handle 

AS4407 clamping ring kit 

AS4408 lever 

AS4409 Underdeck clamping ring kit 

Gusher Urchin Pump 

1" or 1-1/2" hose con-

nections 

polypropylene pump 

body, neophrane 

diaphragm, nylon operat-

ing lever max lift 13.5ft 

55 litres per minute 

 

BP9005  on deck fixed handle    

BP9013  thru deck / bulkhead 

BP9021  on deck removeable handle 

SB5865 top entry strainer 

SB4222 side entry strainer 

AK9003 service kit neoprene 

AK9011 service kit nitrile 

Whale Flipper Pump 

 

 

 

 

 

 

 

Self priming Lever operated hand pump. 

Fine flow control 

Easy operation - Light back & forth pump 

action 

Suitable for fresh water and saltwater 

7 ltrs capacity (1.85 US gals) per minute 

GP0418   

 

AK0405 Flipper Service kit 

FW1215  
WatermAster automatic pressure pump, 3 

GPM, 12V, for 3-4 outlets 

self priming up to 3m (10ft)  

 

 

 

 

 

FW0814 

Smooth Constant Flow 

Self Priming Up To 3m (10ft) 

Quiet Operation.  Automatic Operation - 

Plug ‘n’ Play  Easy Installation - Suitable 

For 15mm Quick Connect Plumbing or ½” 

threaded hose connections 

 

 12V Submersible 

Pump High Flow 

 

GP1652         

In-Line Water Pump 

 

 

 

Simple pumps designed to fit in line above 

an electric or manual pump to boost flow 

rate,   13 lpm, 12V    GP1392    

 

Self-priming Hand Pump 

Ideal where space is limited. Angled spout 

and adjustable height provide 

various options for installa-

tion.  Extended spout makes 

for easy filling of containers  

Capacity 8 ltrs (2.2 US gals) 

per minute  GP0650   

ORCA Bilge Pump 

 

 

 

 
 

 

 

Compact powerful submersible  

electric bilge pumps - with large 

filter base to ensure maximum 

surface area exposed to bilge water. 

    

        BE2002  2000GPH   

Service Kits 
AK1304  Tiptoe Pump 

AK1319  Universal strainer service kit 

AK3714 Gusher 10  MK2-3 

AK3528 Gusher 25  

AK3051 Gusher 30 

AK8015 Chimp 2 

AK8060 MK5  MH5550 

AK0618 MK5/6 

SK8813  Gusher 8 

AS0356  Deckplate kit                   

AS0531  Rocker Arm                      

AS3020  Deckplate conversion kit   

DP9906  Mounting kit MK5 

 

 

 

 

 

Whale Pumps...

Cover Deck Plate 

DP8904 

covered deck plate for 

Titan, Urchin & Gusher 10 

Tiptoe Galley Pump (foot 

operated) 
Self priming foot pump that safe-

ly and discreetly fits flush to 

floor when not in use. 

7 ltr (1.85 US gals) / minute 

capacity    GP1309 
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Bilge Pump Switch 

Ideal for controlling electric bilge 

pumps that have an amp draw of up to 

15 amps. Easy installation on bulkhead 

or hull. Mercury free. Design prevents 

rapid on off cycling. 

BE9002     

 

 

 

 

 

Whale Field Switch 

Mercury-Free Automatic Switch with Electric Field 

Sensor Technology. Nominal Voltage: 12 or 24 Volt 

DC. Max. Current Draw: 20 Amps. Electric Field 

Sensor Automatically Senses Water Level and 

Controls Bilge Pump.  

BE9003 

Compac 50 

Designed for confined 

spaces where you have  

limited space to fit your 

pump. Compact design is 

easily installed in tight bilge 

spaces where other pumps 

simply cannot fit. Low pro-

file compact range.  Suitable for pumping bilge 

water, saltwater or diesel 

BP0350   

AS0353 clamping ring kit   

AK8035 service kit   

12V Gulper 

Pump 220 

3.7gpm waste 

pump for shower 

waste. The large 3/4" inlet and outlet 

valves are cut at 45° angles to minimize 

flow restriction while the ports rotate. It 

mounts vertically or horizontally.  It can 

run dry for extended periods without 

burnout and boasts a large diaphragm 

that generates up to 13' of lift.  

BP1552  

AK1550 service kit   

Gulper 320 - 12V   High capacity 

Shower/Galley Waste & Bilge Pump 

Diaphragm design so it won't clog on debris. 

Installation is made easy by a locking ring that 

allows the pump head to rotate 

to your desired position. A 

wraparound securing strap and 

three-footed design keeps this 

pump in place even under 

extreme vibration conditions. With a 360° rotating 

head, installation is easy to suit your boating needs. 

BP2052   

AK2050 Service kit 

Gusher Galley pump  
The simple solution for fresh 

water delivery in small gal-

leys.  Smooth double action 

Self primes and operates dry 

without damage 

15 ltrs (4 US gals) per minute 

GP0550   RH    

GP0551   LH    

AK0553 Galley Service Kit - MK3 

AK0502 Gusher Gally Service kit - MK2 

AS3719  Eyebolt assembly 

Baby Foot 

Pump 

Self-priming and 

compact, for installa-

tion where space is 

limited. Angled design ensures comfort-

able operation. 1/2" hose connections 

and can pump both fresh water and salt 

water. Maximum output of 2.2 US gal-

lons per minute. 

 

GP4618 

Supersub Narrow, Low profile bilge pump 

fits deep down in small/awkward bilge spaces 

where other pumps won't fit.  

 

SS5012  500 GPM    

submersible 

 
 Automatic operation with barbed connection 

and non-return valve 

SS1212 1100 Auto  

SS5212  650 Auto  

 

Universal freshwater pres-

sure pump 8 litres, 45psi, 

12v for 1-2 outlets 

UF0815   

 

12V Smartbail Pump   
Low profile underdeck 

manual bilge pump. 

Integrated handle makes it 

instantly ready for use 

   BP5012 - 1”        BP5021B - 11/2”

 Gulper Bilge Kit 
Pre-wired and assembled - just connect 

the 12V DC power. Remote mounted 

intelligent control 300 GPH Pump for 

easy inspection. Small footprint strainer 

fits into very confined bilge spaces. 

Low current controlled switching 

Long-life - pump self primes and runs 

dry without damage 

 

 

 

 

      SI8284  300 GPM  

Grey/Shower Waste System 

Unique Intelligent Control means Gulley IC Kit is 

all you need to manage waste from multiple drains 

through one pump  Electrical signals are sent from 

the Two Way Manifold IC only when grey waste 

water needs to be pumped out  Fast drainage - high 

capacity up to 19 ltrs (5 US gals) /min - Self primes 

and runs dry - Time delay to allow for optimum 

drainage,  Soft start - protects the pump for long 

life 

         WM8284

Gulley IC Bilge Kit 
Gulley IC senses the grey waste level and sends 

signals to Gulper IC to turn off and on as required.  

One pump automatically  handles waste from your 

shower on board - no manual switches required 

Easy installation - pre wired plug and play kit 

Fast drainage - high capacity up to 19 ltrs (5 US 

gals) /min,  Self primes and runs dry 

 

          SG8284 

 

 

Whale Pumps...
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Johnson Pumps

Aqua Jet Water Pressure Pumps 

 

 

 

 

 

 

Aqua Jet Washdown Pumps

Wash down Panel Switch 

 

 

 

 

 

 

12v, 2-way on-off  

switch for wash down 

pump. 

 

J82024

PUMProtect TM Strainer 

 

 

 

 

 

 

 
  

Universal strainer,  comes with  

2 x 1/2"hose / 3/8" NPT and 2 x 3/4" hose/ 1/2" 

NPT  KlickTite port connectors 

 

J09-24652-02-CN   40 mesh   

  
 

 

Inlet Strainer 

 

 

 

 

 

 

 

 

 

 

 

 

 Are a five chamber pump.  It has lower 

noise and water pulsations than other  

pumps. It is recommended to use with 

an accumulator tank and inlet strainer. 

J10-13405-103   2.9 gpm   

J10-13406-107   5.2 gpm    

Offers higher pressure, making cleanup 

faster and easier. Comes complete with 

trigger nozzle, inlet strainer and hose con-

nections for 1/2" hose.  Both BSP and NPT 

connections included in package 

   

J10-13399-0311 3.5 gpm   

J10-13407-07   5.2 gpm   

 40 mesh strainer, with 1 x 1/2" 

hose/3/8" NPT and 1 x 3/4" hose/ 1/2" 

NPT KlickTite connectors 

 

J09-24653-02-CN   40 mesh  

Aqua Jet 5.2 GPM Washdown / 550 Live Well Kit   

J64634 

Includes a high capacity Aqua Jet WD 5.2, 5 bar (70 psi) 

pump 

• 500 GPH Twin Port livewell pump 

• PUMProtector inlet strainer 

• spray nozzle 

• bulk head fitting with valve 

• 7.5 meters (25') of coiled wash down hose 

• two illuminated panel switches 
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Heavy Duty Bilge Pumps Cartridge Bilge Pump Ultima Bilge Pump

Cartridge Aerator Pumps Proline Bilge Pump

 Ice Chest Aerator kit 

J24052 

 
 

Converts any good sized 

ice chest into your own portable live bait 

tank.  Includes a sturdy bilge mate pump, 

hose, spray bar, press on clamp, battery 

clamps and clear instructions 

 

In-well Aerator kit 

J34024 

The easiest way to add 

oxygen to your live bait well 

Use it as your primary aerator, or to recircu-

late while you are 

making a long trip or trailering.  A 500 gph 

pump forces water through the aerating 

head to provide oxygen to ensure the bait 

stays fresh longer.  Easy to drain 

Gear Pump with Oil Change Kit

and more Johnson...

This pump has a liquid cooled, 12-pole 

motor with double bearings for extended 

life.  The impeller is designed to maximize 

head and flow. 12V, 1-1/8 and 1-1/4” hose 

 

J16004-00   1600 gph   

J22004        2060 gph 

1-1/2 & 2” hose connection   

                J40004        4000 gph  

Has easy to install Dura-port discharge 

ports, including both a straight and a 90 

degree smooth elbow as well as a 

removeable check valve 

12V 

J32903  1000 gph, 3/4” hose 

Sleek, reliable and compact unit with 

integrated switch ready to install.  12V 

easy to install Dura-ports included in 

straight and 90 degree and a removeable 

check valve. 

J32-47259-003   800 pgh/ 3/4”   

J32-47260-003  1000 gph/ 3/4”   

J32-47261-002  1250 gph           

(1-1/8 and 1-1/4”)

In-line non-return valve maintains 

prime in a suction or discharge line 

connects to 1 to 1-1/2" hose  J09-24792   

Complete with oil dip stick extraction 

tube 6 and 8mm.  180cm connection 

wires with battery clamps 

12V, complete with pail          J65000  

 
750GPH, 13.6V, 2.6amp 

       4amp fuse, for 3/4”hose 

30” wire leads - 16gauge 

wire. 

J22702

Livewell pumps with two different intake 

configurations. Smaller profiles to fit in  

confined spaces.  Easy to change cartridge 

J28503    500 gph straight 

J38503    500 gph 90 degree 
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and more Johnson...

Impeller
Material

Outer Diameter 

Inches          MM

Inner Diameter 

Inches           MM

Width 

Inches        MM

Jabsco 

NumberNumber

J09-806B-1 MC97 1.58 40.0 0.37 9.5 0.75 19.0 04528-0001

J09-808B-1 MC97 1.58 40.0 0.47 12.0 0.75 19.0 22405-0001

J09-824P-1 MC97 2.00 50.8 0.31/flat 8.0/flat 0.87 22.0 06303-001

J09-824P-9 Nitrile 2.00 50.8 0.31/flat 8.0/flat 0.87 22.0 06303-0003

J09-801B Neoprene 2.25 57.1 0.63/key 15.9/key 1.24 31.5 04568-0001

J09-812B-1 Neoprene 2.25

splines

1-5/16 N/A

J09-1077B-9 Nitrile 1.29 32.76 0.50 12.7 N/A

J09-819B-00 Neoprene 3.74 95 2.48 63 17935-0001

J09-819B-9 Nitrile 3.74 95 2.48 63 17935-0003

J09-1029B Neoprene 3.74 95 2.48 63 17935-0001

J09-802B Neoprene 3.74 95 3.48 88.5 06760-0001

J09-814B Neoprene 3.74 95 3.48 88.50 17936-0001

J09-820B Neoprene 3.74 95 5.12 130 N/A

J09-701B-1 MC97 2.45 62.3 1.25 31.8 18838-0001

J09-702B-1 MC97 2.57 65.40 1.63 41.4 18948-0001

J09-704BT-1 MC97 3.31 84.1 2.89 73.4 18958-0001

J09-705BT-1 MC97 3.72 94.5 4 101.8 N/A

Impellers

Automatic Switch AS888 Electronic Float Switch Deck Wash Flush Mount 

J61121 

 

 Single flush, single outlet 

Connects and disconnects under full pres-

sure Positive lock bayonet 

connector 

Double viton o-ring seals 

Large flow capacity 

It has a micro switch without mercury.  When 

water exceeds the acceptable level, the pump 

is turned on by a rolling ball, which changes 

the pressure on the micro switch. This switch 

attaches to any Johnson bilge pump through 

the clip on "T-slot" and can be used on 6, 2, 24 

or 32V systems.  15amp 

 

J26014  

Compact mechanical switch has false start 

prevention, no mercury, high impact plas-

tic and enclosed electronics 

Activates pump at 2" water level, deacti-

vates at 3/4” water level, 12V, 15A 

 

J36152   

Impeller puller 

 for J09-821BT 

      

      

 J09-47163-01

Impeller puller 

  for J09-820B  

 

      

  J09-47165-01
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Bilge Pumps
                    Non-automatic

 

 

 

 

 

   DB412 

12V Dry Bilge Pump with panel 

switch.  Self priming, 3/4” ports

360GPH 

Model 24DA 

w\threaded discharge

Submersible, compact, anti- 

airlock protection.  No burn out 

when run dry.  3/4" Bilge Hose. 

4606-7 

500 GPH

Tsunami series delivers high  

capacity, high efficiency output. 

These cartridge pumps have inter-

changeable, replaceable motor cores 

3 year warranty, 3/4” bilge hose

Tsunami series delivers high  

capacity, high efficiency output. 

These cartridge pumps have inter-

changeable, replaceable motor cores 

3 year warranty, 3/4” bilge hose

500 GPH 

Model 25DA 

w\threaded discharge 

Model 26D....24V 

Moisture tight seals, easy clean 

snap lock strainer base.  

Submersible, ignition protected.   

3/4" bilge hose. 

4608-7 

.....800 GPH

Model 20DA 

.....800 GPH

Designed for smaller boats.  The 

800 GPH pump provides unique 

mounting features and versatility.   

3/4" bilge hose.

Model 20A 

....1000 GPH

1100 GPH 

Model 27DA 

 

Completely submersible, ignition 

protected, equipped with a gasoline 

resistant strainer base.  

1-1/8" bilge hose.

Easy Clean Snap Lock Strainer Base, 

Includes Backflow Preventer, Built-in 

Thermal Cut-Off, Hidden Air Vents in the 

Body Helps Prevent Air Locking 

1 & 1-1/8" bilge hose.

These replacement cartridge motors fit 

T500, T800, & T1200 Tsunami Bilge 

Pumps and Aerator Pumps. 

      4620-6.....500 GPH   

      4622-6.....800 GPH   

     4624-6.....1200 GPH

4612-7 

.....1200 GPH

Tsunami series delivers high  

capacity, high efficiency output. 

These cartridge pumps have 

interchangeable, replaceable 

motor cores 

3 year warranty, 1-1/8” bilge hose

 04720-0001 
Stainless Steel utility, 

flexible impeller, AC motor, pump neoprene 

impeller for water and general purpose plumb-

ing Portable 115V AC or 230V AC 60 Hz 

operation. 6ft power cord.  Motor is not explo-

sion proof, do not run dry.  1/2" NPT female 

port, weight:  35 lbs

04125-114A 

12V, 5 GPM Bilge Pump 

self primes to 10ft 

runs dry without damage 

3/4” hose barbs      
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Model 02 

.....1500 GPH

High pumping capacity, submersible, no 

burn-out when run dry.  Long life motor.  

1-1/8" bilge hose  

Model 09 

.....2000 GPH

5 Year Warranty 

Features:  a double insulated long stack 

motor, nylon/fibreglass impeller, triple 

straining to eliminate clogging.  1-1/8" bilge 

hose. 

Model 10....12V 

Model 12....24V 

.....2000 GPH

Complete submersibility.  Ignition pro-

tected, no burn-out when run dry.  

Stainless Steel shafts.  

1-1/8" bilge hose.  

Model 14A......12V 

Model 16A......24V 

.....3700 GPH

Model 56D 

.....4000 GPH

Totally submersible stainless steel shafts.  

Easy clean snap lock strainer base. 1-1/2" 

bilge hose. 

12Volt 

 bilge pump, 15.5 amps 

2” discharge outlet

110V pump 

Submersible centrifugal pump 100watts, 

1-1/8 Hose, 8ft cord included with a 

garden hose adapter, 90D elbow adapter for 

1” NPT pipe 

Model A53D 

.....1800 GPH

810750D 
The Drainman bilge pump is powered by 

the tugs created on the mooring line from 

wind, surf and waves. All natural, with no 

electricity that can fail  Drainman is handy to 

carry, easy to install and lock into place. It 

can be fitted to mooring lines fore, aft or on the side of your boat. You 

can even place it in between your boat and dinghy.

LOPRO Bilge Pumps 

 12v pumps are only 2.25” high but 

pumps 900 gallons per hour.  The entire 

body swivels 180 degrees so it can be 

mounted horizontal or vertical. 

 

LP900D - features a threaded discharge nozzle with straight and 90 

degree fittings 

 

LP900S - automatic with two modes.  The first one engages the pump 

when the water level reaches 1.3” or 2” and the second mode checks 

for water by briefly turning on the pump every 2.5 minutes
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Float  Switches
Model 37A.....without fuse 

          37FA....with inline fuse

Completely sealed metal capsules 

enhance flawless operation.  

Designed for the toughest applica-

tions and backed by a five year 

warranty.  The Rule Superswitch 

will be ready to work when you 

need it most.  For use with pumps 

drawing up to 20 amps. 

Model 35A.....without fuse 

          35FA...with inline fuse

Completely sealed metal capsules 

enhance flawless operation.  Year 

after year, the Rule-A-Matic is the 

switch of choice of most selective 

yachtsmen, commercial fishermen and 

boat builders the world over - making 

it the best selling float switch in the 

world.  For use with pumps drawing 

up to 14 amps.

Model 40A.....without fuse 

          40FA....with inline fuse

The latest in innovation and design, 

compact, sleek and rugged, the Rule-

A-Matic Plus has a strong, fully inte-

grated, impact resistant cover which 

protects against debris and jamming.  

Abrasion resistant wires exit the top, 

keeping them out of the water and 

wear and tear to a minimum.  For use 

with pumps drawing up to 20 amps.

 

4202-7 

Auto Float Switch 

Attwood 12v bilge pump switch for automatic opera-

tion.  Switch can be attached directly to Attwood 

bilge pumps or mounted separately.  Low profile 

design.  Activates pump at 2" water level. 

4201-7 

Float switch/cover 

This switch offers the same features as the 4202-7, 

and comes equipped with a protective cover to pre-

vent damage.

2 year warranty 2 year warranty

12V Eco-Switch 

Air-operated automatic bilge 

system.  As water rises in the 

bilge, air rises in the air tube that 

is attached to the switch. This air 

pressure activates the switch that 

controls the pump. There are no 

moving internal parts, as all 

wiring is out of the water, which 

means that there are no  

submerged electrical connections 

 

 39 
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 J82024 

 Wash down panel switch 

  12 Volt DC 

  2-way (ON / OFF) 

  73 mm x 60 mm

45 

3-way toggle panel switch . 

41 

12V 

3-way toggle panel switch 

w/red indicator light and fuse. 

42-24 

24-32V 

3-way toggle panel switch 

w/red indicator light and fuse. 

43 

3-way rocker panel switch.

10297 

Bilge Alarm 

Use in conjunction with a 2nd 

float switch, emits a loud alarm 

when switch is triggered. 

10296 

 

3 -way switch with fuse. 

33ALA 
High Water Alarm Kit. 

Float switch and in dash gauge that fea-

tures both visual 

and audible 85db alarm. 

 

24V  part #  32AL 

12 Volt, Slimline, submersible 

and inline pumps for fresh and 

sea water. Can be used for bilge 

pump-out in tight areas & 

water transfer. Comes with clip-

on easily cleaned filter

12 Volt, Slimline, submersible 

and inline pumps for fresh and 

sea water and diesel. Can be 

used for bilge pump-out in tight 

areas & water transfer. Comes 

with clip-on easily cleaned filter

12 Volt, Slimline, submersible 

and inline pumps for fresh and 

sea water and diesel. Can be 

used for bilge pump-out in tight 

areas & water transfer. Comes 

with clip-on easily cleaned filter

IL200.....200 GPH Intermittent 

IL200P....200 GPH Continuous

IL280P.....280 GPH Continuous IL500P.....500 GPH Continuous 

IL500PK..500 GPH Pump kit 

IL500P-24      24 volt 
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Sahara MK2 Auto 

Bilge Pump

 

 

4512-1......24V 

 

1100 GPH 

Sahara series pumps are equipped with 

a non-mercury, non-toxic float switch.  

They are durable and easy to install.  

5-1/2"L x 3-1/4"W x 4"H 

1-11/8” bilge hose,  3 year warranty. 

1100 GPH Computerized Automatic bilge 

pump. 1-1/8" bilge hose.  

 

27SA  with threaded discharge 

27DTB  with transom bracket

A53S 

 

110 Volt, 1800 GPH automatic pump. 

Multi-use pump comes with an 8ft 

power cord. 

Also included are adaptors for a garden 

hose  and a 1” NPT.

25SA 

500 GPH 

Computerized automatic bilge pump.  

3/4" bilge hose. 

25SA-24 (24V)

Automatic Bilge Pumps

 Higher Flow - optimized impeller to provide 

greater flow at the same amperage • Auto Sense 

Intelligence - Integral water level sensor con-

trols the pump automatically. • Smaller foot-

print - New RuleMate is 2/3 the size of existing 

model. • Built-in Thermal Cut-Off (TCO) - pro-

vides added protection for pump and vessel • 

Back Flow Prevention - reduces the amount of 

water left over in the bilge, reducing odor and 

helping keep your bilge cleaner • Hidden Air 

Vents in the Body - helps prevent air locking in 

challenging plumbing installations and helps 

with the check valve • Threaded Discharge - 

easier installation, easier maintenance  

RM500B     500 GPH 

             RM500B-24(volt) 

RM800B     750 GPH 

RM1100B  1100 GPH

 Fully automatic pump features a non-mercury 

float switch and pump in a single compact 

housing.  Pump activates at 2-1/8" of water.  No 

on/off cycling means no power use until the 

pump comes on. 3/4" bilge hose. Warranty - 3 

Years 

  

 

  RM1500A  1500 GPH 

  RM2000A  2000 GPH 

   also: RM750-24(volt)  

   also: RM1100-24(volt) 

53S 

2000 GPH computerized, 

automatic bilge pump. Fully 

submersible 1-1/8” bilge hose

Model 55S 

.....3700 GPH Computerized

COMPUTERIZED/AUTOMATIC  
Heavy duty construction, 

submersible. Anti-airlock protection, 

no burn-out when run dry. 1-1/2" 

bilge hose. 

20SA   800 GPH 
 

This next generation water-sens-

ing bilge pump works on the 

principle of impeller resistance. 

The pump turns on every 2-1/2 

minutes for about one second to sense for water. If 

water is present, the pump will sense the resistance 

of the water against the impeller and continue to 

run until all the water is removed. After that, it will 

resume checking for water every 2-1/2 minutes. 

Water is kept in check between 1/8" and 3/8", with 

no float switch required.  

Sahara MK2 is the only automatic bilge 

pump that eliminates air-locks. Easy to 

install and service. External mounting 

feet and 90 degree rotatable elbow outlet 

5505-7   500  GPH 

5508-7   800  GPH 

5512-7  1200  GPH
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Rule Pump Parts

 

 

 

 

261 

         1-1/8” Vented Loop for 

         bilge pumps

66 

 

Vertical bracket mount for use with 

360, 500, 1100 GPH pumps. 

99A 

 

Side mount strainer base for "Rule-

Mate" bilge pumps. 

69 

Hose adaptor.  Heavy duty 

plastic.  Adapts 1-1/8" to 

3/4" or 5/8" I.D.Hose. 

67 

Adapts 1-1/8" to 1-1/2".

71 

Universal pump adapter.  

Allows Rule 360, 500, 800 

round and 1100 GPH to be 

mounted to competitive 

Attwood, Mayfair and West 

Marine models. 

57 

 

Adapts 1800 GPH pumps to 

1"NPT.

Round pumps 360 - 1100 GPH

Gas resistant for above models

Square Rule bilge pumps

Round pumps 1500 - 2000 GPH

Round pumps 2800-3700 GPH

Rule-mate automatic pumps

275

276

277

278

279

285

Replacement strainer bases 

for Rule pumps

280 

Diaphragm

 

 

 

 

   282 

   Diaphragm kit 

includes valves and 

o-rings 

   Check Valves for bilge pumps  

1220R   3/4”(360/500gph)    

1221R   3/4”(800/1100gph)    

1222R  1”(800/1100gph)      

1223R  1-1/8”(800/1100gph) 

 66A 

Side mount bracket for 

newer 360-1100 GPH 

pumps
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46400-9500 
     

Pumpguard Strainer 

 Accepts snap in ports, 

 90 degree in and straight out 

 

46400-0711            

 

 Pumpguard Strainer 

 Snap in ports, 

 Straight in and out 

Bilge Strainers

46200-0000 .....3/4” ID hose barb each end (coarse screen) 

46200-0010 .....3/4” ID hose barb, 90 degree & 

                       direct plug into Par-max inlet port  (coarse screen)

Model  

36200-0000 3/4” hose 

 

 

Spare Parts: 

36139-0000 screen 

36403-0000 o-ring 

44070-0000 clear bowl

Model 

36400-0000 1/2” hose  

36400-1000 1/2” thread 

36200-9000 3/4” snap-in  

 

Spare Parts: 

36138-0000 screen 

36403-0000 o-ring 

44070-0000 clear bowl

14555-0000 

 

For 1/2" Hose Barb

709DPPLB 

Cast Bronze strainer for 

5/8" hose.  

3-5/8" LOA

29290-1000.....1" 

29290-1010.....1-1/2”
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WD3517E 

Whale's high flow washdown pump range and ergonomic trigger-

spray handset deliver great per-

formance to washdown your 

deck. 

3.5-Gpm 60-Psi 

    

 

 

 

 

 

 

 
 

 

Washdown Pumps

18220-1127 

Wakeboard, general purpose 

pump. Bronze, impeller 

pump with 1/2” internal 

pipe threads & 1” external 

hose barb ports. 12V motor 

with run-dry protection 

device, reversible

18660-0121 

6.3 GPM (water & debris) 

Self priming. Lifts water 

up to four feet.  Bronze 

pump head, replaceable 

impeller.  Ports have 1/2" 

internal pipe thread and 

1" external hose barb. 

06303-0001 

impeller

17A 

 

General Purpose Pump 

For use as a washdown 

pump or to circulate water 

to your livewell tanks.   

3800 GPH  12V 

1-1/2 Inlet and Outlet.

4140-4 

Completely submersible 

cordless water pump.  

Pumps up to 200 GPH.  Up 

to 5 hours battery life on 3 

"D" cells (not included).  

Complete with 42" of hose, 

including 3/4" male garden 

hose fitting. 

04325-143L 

4.5 GPM - with strainer  

 

 - runs dry without harm. 

- includes 2 of 3/4" hose 

barb ports and 2 of 3/4" 

garden hose ports. 

 

    512220 

 

 

Brass chrome plated. 

Allows for control of water 

flow on exterior surface. 

1/2" FIPT x 3/4" MGHT

HotShot Series are robust five 

chamber, diaphragm and larger 

motor brushes to extend pump 

life by up to 50%

12V Kit includes spray nozzle,fittings, pumpguard strainer & 

coiled hose 
Q401J-118N-4A   60psi,  4 gpm 

32902-0092          50psi,  5 gpm 

82905-0092          70psi,  5 gpm 

P601J-219N-4A   70psi,  6 gpm  

12V Kit includes: spray nozzle, fittings & pumpguard strainer  

Q401J-118N-3A  60 psi,  4 gpm 

P501J-119N-3A   70psi,  5 gpm 

P601J-219N-3A  70psi,   6 gpm 

Snap-in ports.  Pump comes complete with a spray  

nozzle, pumpguard strainer and 3/4” hose barb ports. 

32305-5012-3A     3GPM

 Parmax Washdown Pumps40V Portable Pressure Washer 

 

 

 

 

 

  includes 2 lithium batteries.  Just  

  drop a line in the water (pail or lake) 

  and spray away dirt and grime 

   12444     

31911-0000 

Flush mount deck fitting 

for wash down pumps.
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Multi Outlet Water Pressure Pumps  
Snap Fit Ports Simplify both Installation & Removal for routine 

services. Connections for 1/2”ID Hose or 1/2” QEST threads, self 

priming up to 10 ft. four piston diaphragm sealed, for smooth and 

quiet  operation.  - thermal overload protection automatically 

stops motor    should it overheat due to over-load, with auto re-

start   - diaphragm design allows extended dry running.  

- pressure switch cut in 20 psi, cut out 40 psi.  

- 8.6"L x 4.2"W x 4.1"H- 12 VDC

 

 

50840-0012 

Cylcone pump.  Heavy duty robust stainless  

steel construction.  One tool servicing (3/8”  

spanner) Virtually silent running centrifugal 

pump with DC motor, rotatable head in 90D 

segments.  Anti-clogging impeller design. 

3/4” port.

6126-5 
Potable water pump. 

Non-submersible.  Barbed inlet and outlet take 3/8" hose, or 

can be removed to utilize 1/4" tapered male pipe threads. 

Serves 1 outlet, draws 1.5 amps at 12VDC. 

 

PAR-MAX 7  60 PSI  52600-0092

Commercial Duty Water Puppy Pump  Nitrile Impeller, c/w 

12VDC Volt Electric Motor. 1/2" Internal Pipe Threads, 1" 

External Hose Barb, and Adapter for 3/4 " External Garden 

Hose Thread included Ports. 18670-0123

03270-0001 

Sherwood G65 Pump 

3/4" NPT ports 

2-7/8" diameter mounting 

flange bronze pump body 

lip type shaft seal
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PAR-MAX - 12VDC 
31395-4012-3A - 3 GPM(40psi) 

Provides smooth water flow and quiet dependability for up to 2 outlets.   

Ports are 1/2" threaded for compression fittings and plastic tubing, 1/2" 

hose adapters included. -dual diaphragm operation -pressure switch cut 

in 20psi , cut out 40psi 

-reversible flow convenience - pump head rotates on the motor to give 

desired flow direction.  -9-3/16"L x 5-1/4"W x 3-3/8"H

18916-1050 50psi  Pressure Switch 

18916-1060 60psi 

18916-1070 70psi

30647-1000 Blue Snap in port slide clips

30648-1000 Black side clips for parmax pumps 

Part number Flow / Outlets Pressure Stainer QC fittings

42630-3512-3C 1 GPM / 1 35 PSI not included 2 x 3/8”

31295-3512-3A 2 GPM / 2 35 PSI inline 40 mesh 2 x 1/2”

31395-2512-3A 3 GPM / 2+ 25 PSI inline 40 mesh 2 x 1/2”

Q301J-115S-3A 3 GPM / 3+ 40 PSI inline 40 mesh 2 x 1/2”

Q401J-115S-3A  4 GPM / 4+ 40 PSI inline 40 mesh 2 x 1/2”

Q402J-118S-3A 24V 4 GPM / 4+ 60 PSI inline 40 mesh 2 x 1/2”

Q401J-118S-3A 4 GPM / 4+ 60 PSI inline 40 mesh 2 x 1/2”

P501J-118S-3A 5 GPM / 4+ 60 PSI 90D  40 mesh 2 x 3/4”

P601J-218S-3A 6 GPM / 4+ 60 PSI 90D  40 mesh 2 x 3/4”

P602J-218S-3A 24V 6 GPM / 4+ 60 PSI 90D  40 mesh 2 x 3/4”

 

1877K-1122S

 

QC - 3/8” barb

 

1877K-2222S

 

QC - 1/2” barb

 

1877K-2242S

 

QC - 1/2” NPS

 

1877K-2249

 

QC - 1/2” NPS

 

1877K-3211S

QC-3/4” GHT 

thread

 

1877K-3222S

 

QC - 3/4” barb

Pump Port Kits - sold each

Par Max Pumps
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Flojet

12V   4.5 GPM   40psi     

-for use with a 1 to 5 Gallon accumulator tank. -designed for 6 or more fixtures. 

- runs dry without harm. - includes 2 of 3/4" hose barb ports and 2 of 3/4" garden 

hose ports.  

    20403-040 Diaphragm kit

04325-143A with strainer 

04325-143L with strainer & nozzle

Water System Pump

Spare Parts for Flojet Pumps

 

Replacement 

Pressure Switch 

 

02090-104     35 PSI 

02090-118     40 PSI

Port Kits 

-packed 2 fittings per bag 

20381-002    1/2” hose barb straight 

20381-003    5/8” hose barb straight 

20381-006    3/4” hose barb straight 

20381-008    1/2” hose barb 90D elbow 

20381-009    1/2” quad barb 90D elbow 

20381-010    3/4” hose barb 90D elbow  

20381-700    3/4” snap in port kit 

Port kit 

20381-076 contains: 

1 of 1/2” NPT male barb 90D 

1 of 1/2” male barb 90D 

1 of 3/4’ male barb straight 

30573-0003 

 

Mini Accumulator Tank 

Pre-pressurized 0.6 litre

30573-0000 

 

Pneumatic bladder tank to fit 

smaller systems.  Pressurized to 

10psi.  Mounts in any position. 

1/2" snap in hose fittings, 1/2" 

threaded (qest) hose fitting. 

Accumulator Tanks

 

04105512A General Purpose Pump 

Self-priming diaphragm pump with 12v  DC 

electric motor.  Flow rates up to 1.5 US gal-

lons/min (5.7 Litres/min).  3/4" Port; 1.2 Amp 

Draw 

04405-143A  12V, 3.3 GPM, 35 psi
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Shower Accessories

R0477 White  

377 White Exterior Shower Box  
13-1/4"L x 8-1/4"W x 3-3/4” D  

- 59" reinforced vinyl hose. 

- UV stabilized, fade resistant case. 

- key lock 

- Handheld or fixed position shower  

  head with quick shut-off

Hand Held Shower kits 

 

344-1 White  

with 40” vinyl hose 

356C-1  Chrome 

with 59” chrome hose 

356-1 White 

with 59” white hose

4131-4 

Shower Spray Nozzle 
Hooks up to hot and cold water feed. 

 

- 10-1/2" L x 5-1/4" W x 2" D 

- Hole cut out: 8-1/2" L x 3-7/8" W 

Two handle shower 

valve with vacuum 

breaker

916BN 

           Hand held shower kit 

brushed nickel, single 

  function shower head with 

trickle shut off, 60”vinyl hose

R4777 

White, two handle tub 

diverter faucet with D-spud

 

 

 

 

 

 

 

The Twist deck shower puts 

control in your hands with it's 

unique handset incorporating 

temperature and flow control in a 

single easy to use unit. 

 

DS0006

RT2658  Swim ‘N Rinse Mixer 
 

Designed for easy rinse down after swim-

ming.  7ft hose.  On/off control on shower 

handset allows you to set temperature and 

save water 

15mm pipework or 1/2” hose connection 

 

AS5133  replacement shower handset

 

 

 

 

Chrome Shower Valve 

two handle with D-spud 

412D      

Chrome bathroom faucet  

4” centers 

P4032A    

2 Handle shower valve, 4” centers, vacuum 

breaker 

R0403  Chrome   

R0463  Brushed Nickel
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Shower Drain System 

- for sink, shower or tub, float switch engages a 2” water level 

                               Shower Drain System 

4141-4         

500 GPH 

Lid only       001001668 

check valve  001006491 

 

50880-1000 

Shower Drain Pump 
12V, 4 GPM, 7 Amp, Single  

chamber  in line diaphragm pump. 

360 degree rotating head, capable of dry 

running.  Filter-less design 

Self priming to 6ft (1.8m)

37202-2012 

 

Heavy Duty Shower 

Pump  3GPM  
Self priming from dry to 

6ft. 12V, 8Amp

32601-0092  

Shower Drain Pump Kit 
12 VDC  3.4GPM 

Self-priming 

Run-dry capability  

Can service 2 showers 

Snap-in ports, pumpguard.

517060  - Right Foot 

517061  -  Left Foot 
3 GMP output.  Adjustable 1/2" 

hose barbs allows hose to be run in 

virtually any direction.  

 
Repair Kit - Z006

750GPH 

4142-1 Small box 

4143-4 Lg box  

Lid only 1001667

Shower Drain Box 

98B 800 GPH  12V 

98B-24  24V  

 

99B 1100 GPH 12V 

99B-24             24V

40075 

5 Gallon Solar Shower - enough 

water for 4 showers.  

Reusable.  

1240R 

Check Valve.

Faucet / Shower Combo Hot and cold taps in a compact unit. Rugged ABS plastic 

body disassembles. Base measures 6 1/2" x 2 1/8" and 

extends 3 3/8" below the counter. 3/8" and 1/2" male 

friction fittings. 

    RT2498  

AS5133  Replacement shower handset 

AS5122  knob upgrade  
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Brushed nickel two handle 

bathroom faucet 

R4063      

R4463  with diverter

Chrome two handle 

bathroom faucet  

R4003     

R4403   with diverter

S1265-I 

Brushed nickel 

single handle, 

tall bathroom 

faucet 

       

SP2104 

Brushed nickel 

single handle 

pull-out kitchen 

faucet  

      

SP3105 

Brushed nickel 

single handle 

pull out faucet 

with 56” hose

P5432 

Chrome Galley 

Faucet,  4" Center 

- 8" Metal Gooseneck 

spout,   9” projection    

- plastic shield material, 

valve,   compression, 

underbody. - Smoke colour handles.

P5632 

Ledge Mount  
4" Center,  Chrome  

 6" Metal Gooseneck 

spout,  plastic shield 

material, valve, 

compression, underbody. 

Smoke colour handles.

Head Faucet 

white, two handle 

R4077    

R4477 with diverter

Faucets

Telescoping 

Faucet 
Easy to fit. For use 

with Whale foot or 

electric pumps. 

Optional on/off 

valve. Suitable for 

½" hose connection. Designed 

for non pressurised water sys-

tems 

FT1152   
 

Maintenance - free - 

high quality Ceramic 

valves in mixer units 

Easy connection into 

1/2" pipework 

  FT1160 

Lightweight faucets made 

from durable ABS with a 

crisp white finish. 

connects to 15 mm 

pipework/ 3/8" or 1/2" 

hose connections 

RT1210 cold only    

 

RT2210  hot/cold 

mixer 

TB4110 

Compact Chromed 

Brass cold only 

Faucet (with valve) 

Easy connection into 

3/8" BSP pipework 

TB4112 

Compact Chromed 

Brass hot/cold 

mixer. Easy connec-

tion into 3/8" BSP 

pipework 

TB4172 

Compact Washdown bib/ 

spigot white with elbow.  

Easy connection into 

3/8" BSP pipework

Rocket Hand Pump 

8894 Chrome 

 
Repair Kit -  see 8896

18681 

Galley/Head Faucet. 
Takes 3/8" and 1/2" hose.  

Height can be adjusted  

by 3”
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WX1502B 

15mm 

Tee 

  

 

WX1503B 

15mm 

Elbow 

  

WX1504B 

15mm 

Straight 

Coupler 

 

WX1513B 

1/2” NPT 

15mm 

Adaptor 

  

WX1514B 

1/2” BSP 

Male 

15mm 

  

WX1519B 

Flexible 

Heater 

Connector 

  

 

WX1521B 

15mm 

Stem Tee 

  

WX1522B 

15mm 

Stem 

Elbow 

  

WX1532B 

1/2” BSP 

15mm 

Adaptor 

 

WX1533B 

1/2” BSP 

15mm 

Adaptor 

Brass

WX1546B 

15mm 

End 

Stop 

 

WX1574B 

15mm 

Shut-off 

Valve 

  

 
 

 

WX1583B 

15mm-3/8 male thread 

 Barb Stem Adaptor 

WX1584B  1/2”    

 WX1587B 

Stem 

Adapter 

1/2” BSP

                   WX1573B 

                       15mm 

                       Brass shut 

                       -off valve 

                WX1583B       

                 3/8” Male 

                 thread, 

                 15mm

Stem Adapter 15mm 

 

 
WX1593B  3/8”

              WX1599B 

              Thermostatic 

                 Mixer

                Whalex 

                Tube 

                15mm 

WX7162B  Blue 

WX7164B  Red

WX1582B In-line check 

valve 15mm

Hot Water Heaters 

Horizontal, with Rear heat 

exchanger, 120V, 150 psi 

galvanized steel 

 

S600    6 gallon 

S1100 11 gallon

Hot Water Heaters 

Horizontal with Front heat 

exchanger, 120V, 150 psi 

glavanized steel 

F600     6 gallon 

F1100  11 gallon 

 F1200 11 gallon Stainless 

                    WX1528 

                               5/8 to 

                               15mm 

                               adaptor  

 

 

 WX7152B 

  15mm MDPE tube
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4640-7  Tsunami 500 pump 

4650-7  Tsunami 800 

moves more water & oxygen 

into livewell tanks, cool -  

running motor. 

 

FLOW - 3/4”    INLET - 3/4”

11524 

3/4" screw on strainer. 

Perfect for thru-hull installations. 

202K 

Aerates from 5-30 Gallons of water.  

9" tube can be custom cut for any 

application.  Suction cups allow it to 

be mounted to any non-porous sur-

face.  Battery clips included for easy 

hook up.  Turn a bucket or cooler into 

a livewell quickly and easily

500 GPH Livewell Pump 

401C    angled pick-up 

401FC    straight pick-up 

              (threaded) 

401STC  straight pick-up

Model 256R.....1100GPH 

 Gentle Flow Oxygenator 

Kit comes complete with a 

pump, directional discharge, 

intake strainer hose and intake 

valve. Ideal for 50 lbs of bait.

Aerator Pumps

45DR   500 GPH Motor only for livewell pumps

“This wasn’t what i had in mind  
when I said I wanted to decorate 

 with a beach motif”

517315 

 

1" 90D sink 

drain

517390 

 

Sink stopper.

04933 

5 Gallon Rigid Potable  

water carrier. 
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Replacement Parts

Key Description Qty 30600-series 30620-series 30620-series 30700-series 30705-series

1 Micro switch 1 18753-0141 N/A 18753-0141 18753-0141 N/A

2 Pressure switch 1 37121-0010 N/A 37121-0010 44050-1000 N/A

4 Valve kit 1 30613-1001 30613-1001 N/A 30613-1001 30613-1001

6 Plate/piston kit 1 30682-1000 30682-1000 30682-1000 30682-1000 30682-1000

Port Kits 1/2” Thread 2 30649-1000 N/A 30649-1000 N/A N/A

Quest type 3/4” Barb 2 N/A 30653-1000 N/A 30653-1000 30653-1000

Pumpguard strainer 1 N/A 36200-0000 N/A N/A N/A

Spray Nozzle 1 N/A N/A N/A 30703-1000 N/A

Par-max Series

30649-1000     30653-1000  30650-1000                      30651-1000  30642-1000 
1/2”-14 male pipe    3/4” hose barb   garden hose                             1/2” hose barb  3/4” hose barb 

   straight                                    straight            straight                                  90D elbow        90D elbow  

Snap-in port system

Slide Clip(black) 30648-1000 

Valve Kit 18911-1030 

Diaphragm Kit 18912-3040
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36800-Series 36950-Series 44010-Series

Spare Parts

Optional Ports

Water Pump Replacement Parts

Pumpguard 

In-Line Strainers 
36400-0000 1/2” hose 

36400-1000 1/2” thread 

 

 

Parts 

36138-0000 Screen 

36403-0000 O-ring 

44070-0000 Clear bowl

*Indicates items included 

in hardware kit (Key 21)

*Indicates items included 

in hardware kit (Key 21)

Key     Part Description              Part Number 

1 Motor 12vdc 30200-0000 

5 Belt 30021-0000* 

9 Diaphragm 30015-0000* 

11 Valve Set (inlet &outlet) 30004-0000* 

13 Pressure Switch 37121-0010 

14 Micro Switch Only 18753-0141  

15 Ports (in & out ) barb 37176-0000 

17 Pulsation Dampener 37178-0000* 

20 Vibration Pad Kit 37180-0000 

Key     Part Description        Part Number 

1 Motor 12vdc   30200-0000 

5 Belt 30021-0000* 

9 Diaphragm * 

10 Retainer  

11 Valve Set (in & out) * 

13 Pressure Switch 37121-0010 

14 Micro Switch Only 18753-0141 

15 Ports (in &out) barb 37176-0000 

17 Pulsation Dampener 37178-0000* 

20 Vibration Pad Kit 37180-0000 

 

Service Kit 30121-0000 

Key     Part Description        Part Number 

1 Micro Switch 18753-0141 

2 Std. Low Press Switch 37121-0010 

8 Hose Adapter 43990-0010 

 

Side locking clips 20408-000

 Qty   Part Description                   Part Number 

1pr 1/2” Straight 43990-0010 

1pr 1/2” 90D elbow 43990-0072 

1pr 5/8” Straight 18753-0547 
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Impeller Match Chart
Impeller

Material Drive Type
Number  

of blades

Diameter 

Inches          MM

Width 

Inches           MM

Shaft Diameter 

Inches        MM

Insert 

materialTyoe Number

A

01414-0001 neoprene 4 6 1-1/4 32 15/32 12 5/16 8 Brass

01414-0003 nitrile 4 6 1-1/4 32 15/32 12 5/16 8 Brass

12104-0001 neoprene 2 6 1-1/4 32 15/32 12 5/16 8 Brass

(for use with Yanmar 1GM10 marine engines

B 14750-0003 nitrile 4 8 1-1/4 32 15/32 12 5/16 8 Brass

C 14609-0001 neoprene 4 6 1-1/4 32 15/32 12 5/16 8 Brass

CC 31130-0061 neoprene 7 10 2-19/32 66 2-11/16 68 5/8 16 Brass

D

04528-0001 neoprene 1 or 2 6 1-9/16 40 3/4 19 3/8 9.5 Brass

04528-0003 nitrile 1 or 2 6 1-9/16 40 3/4 19 3/8 9.5 Brass

17255-0003 nitrile -- 6 1-9/16 40 3/4 19 1/4 6.4 None

22405-0001 neoprene 1 6 1-9/16 40 3/4 19 15/32 12 Brass

F

09200-0001 neoprene 4 10 1-19/32 40.5 3/4 19 5/16 8 Plastic

09200-0003 nitrile 4 10 1-19/32 40.5 3/4 19 5/16 8 Plastic

09200-0023 nitrile 4 10 1-19/32 40.5 3/4 19 5/16 8 Brass

G 00653-0001 neoprene 1 6 2 51 7/8 22 15/32 12 Brass

(673-Series impellers may be replaced with the newer 18673-Series-see impeller type I

G

05616-0001 neoprene 6 6 2 51 7/8 22 1/2 12.7 Brass

07273-0001 neoprene 4 6 2 51 7/8 22 5/16 8 Plastic

00273-0003 nitrile 4 6 2 51 7/8 22 5/16 8 Plastic

22799-0001 neoprene 3 6 2 51 7/8 22 1/2 12.7 Brass

GG 18958-0001 neoprene 3 12 3-1/4 82.5 2-57/64 73.4 25/32 21 Brass

H

06303-0001 neoprene 4 6 2 51 7/8 22 5/16 8 Plastic

06303-0003 nitrile 4 6 2 51 7/8 22 5/16 8 Plastic

17486-0001 neoprene 6 6 2 51 7/8 22 1/2 12.7 Brass

HH 18777-0001 neoprene 7 10 2-1/4 57 2 51 5/8 16 Brass

I

18653-0001 neoprene 1 10 2 51 7/8 22 5/32 12 Brass

18673-0001 neoprene 1 or 2 10 2 51 7/8 22 1/2 12.7 Brass

18673-0003 nitrile 1 or 2 10 2 51 7/8 22 1/2 12.7 Brass

K

01210-0001 neoprene 7 12 2-1/4 57 1-1/4 31.5 5/8 16 Brass

01210-0003 nitrile 7 12 2-1/4 57 1-1/4 31.5 5/8 16 Brass

04568-0001 neoprene 3 12 2-1/4 57 1-1/4 31.5 5/8 16 Brass

04568-0003 nirtrile 3 12 2-1/4 57 1-1/4 31.5 5/8 16 Brass

05929-0001 neoprene 6 12 2-1/4 57 1-1/4 31.5 1/2 12.7 Brass

05929-0003 nitril 6 12 2-1/4 57 1-1/4 31.5 1/2 12.7 Brass

13554-0001 neoprene 7 12 2-1/4 57 1-29/32 48.4 5/8 16 Brass

14281-0001 neoprene 5 12 2-1/4 57 1-1/4 31.5 5/8 16 Plastic

Impeller removal tool  

50070-0040 

1-9/16 to 2-9/16” diameter 

 

50070-0200 

2-1/2 to 4-1/2” diameter
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Impeller Match Chart
Impeller

Material Drive Type
Number  

of blades

Diameter 

Inches          MM

Width 

Inches           MM

Shaft Diameter 

Inches        MM

Insert 

materialTyoe Number

L 03085-0001 neoprene 7 10 2-1/4 57 1-1/4 31.5 1/2 12.7 Brass

M

00920-0001 neoprene 7 8 2-9/16 65 2 51 5/8 16 Brass

00920-0003 nitrile 7 8 2-9/16 65 2 51 5/8 16 Brass

04598-0001 neoprene 3 8 2-9/16 65 2 51 5/8 16 Brass

04598-0003 nitrile 3 8 2-9/16 65 2 51 5/8 16 Brass

06056-0003 nitrile 6 8 2-9/16 65 2 51 5/8 16 Brass

11979-0001 neoprene 7 8 2-9/16 65 1-7/16 36.5 5/8 16 Brass

17018-0001 neoprene 7 8 2-9/16 65 3 76.2 5/8 16 Brass

O

00836-0001 neoprene 7 9 3-1/4 95 2-1/2 63 1 25.4 Brass

00836-0003 nitrile 7 9 3-1/4 95 2-1/2 63 1 25.4 Brass

00836-0008 nat. rubber 7 9 3-1/4 95 2-1/2 63 1 25.4 Brass

06760-0001 neoprene 7 9 3-1/4 95 3-1/2 88.9 1 25.4 Brass

06760-0003 nitrile 7 9 3-1/4 95 3-1/2 88.9 1 25.4 Brass

Q
17935-0001 neoprene 7 12 3-3/4 95 2-1/2 63 1 25.4 Brass

17936-0001 neoprene 7 12 3-3/4 95 3-1/2 88.9 1 25.4 Brass

17937-0001 neoprene 7 12 3-3/4 95 3-3/4 95 1 25.4 Brass

R 18789-0001 neoprene 7 9 4-5/8 118 3-1/2 88.9 1 25.4 Brass

U 02999-0001 neoprene 7 13 5 127 4 101.6 1-1/2 38 Brass

W 18838-0001 neoprene 3 12 2-7/16 62 1-1/4 31.5 5/8 16 Brass

X 18948-0001 neoprene 3 12 2-9/16 65 1-5/8 41.4 5/8 16 Brass

Y

17937-0001 neoprene 7 10 2-9/16 65 2 51 5/8 16 Brass

17954-0001 neoprene 4 10 2-9/16 65 2 51 3/4 19 Brass

17956-0001 neoprene 6 10 2-9/16 65 2 51 5/8 16 Brass

Z 30919-0001 neoprene 5 12 3-1/16 77 3 76.2 13/16 20 Brass

Slotted shaft 

pin drive

ribbed segment 

key 

 

spline drive

ding drive 

keyway

 

double flat drive

 

single flat drive

 

key drive

Through hole 

pin drive
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Jabsco impellers are perfect replacements in other makes of bronze flexible impeller pumps such 

as Johnson, Yanmar, Sherwood, Yamaha, Mercruiser, Vetus, Ancor and CEF.  The following cross 

reference chart identifies the Jabsco impellers that will work.  They will produce the same flow rate.

Jabsco Volvo Yanmar Yamaha Johnson Sherwood Vetus Mercruiser Crusader Ancor CEF Oberdorfer Onan Perkins

653-0001 09-810B IMP00801 500101

836-0001 09-1029B IMP00901 J050005 500105

836-0003 09-1029B-9 J050405 500205

920-0001

801277

09-1028B 500106825941

877061-2

920-0003 500206

1133-0001 09-1028B-9 J050001

1210-0001

860203 129470-

09-1027B IMP00201 J050007 500107 132-0162 04600383856039-7 42530

875811-2

1210-0003 09-1027B-9 J050407 500207

.3085-0001 24880190

4528-0001

803729 104211-

09-806B 9979 IMP00501 J050010 500100 132-0859 24990272875807-0 42070

876554-7

4528-003 500201

4568-0001
831182 124310-

09-801B 500108
875575-3 46090

4568-0003 500208

4598-0001 500102 6603

4598-0003 500202

6303-0001 500110 6617

6303-0003 09-824P J050011 500210

6760-0001 09-802B JP50015 500145

6760-0003 500245

13554-0001 09-812B

17935-0001

875660

09-819B J050035 500135 7054
875736-1

825942

807904

17936-0001

875814-6

09-814B IMP00801 J050045 500145 0460027

875697

845796

844683

842857

17937-0001

801277 127610-

09-1028B 18200 IMP00301 J050009 500114 7441

0460024

825941 42200 24880031

877061-2

17954-0001 47-59362 500214

18327-0001 15000

18673-0001 24880194

18838-0001 835512-5
YSC-101-

03-01-OC
9959 1003026 J050003 500103

132-0117
NA900010

132-0317 24880178

18948-0001 835874-9 6TA-12457-00 10615 20300 J050020 500120 8922 NA900012

18958-0001 17000

22405-0001
875583-7

09-808B IMP00601 J050021 500121
833995

22799-0001 124223-42091 IMP00101 J050016 500129

31130-0061 47-831311350
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Diaphragm Bilge Pumps

18515  

Accepts 1"hose.  Black nylon 

body, stainless handle.   

140V: Valve repair kit for Rule brand diaphragm pumps

29270-0000   

Jabsco Amazon Universal  

Mount Bilge Pump 
- detachable handle  

- one push-fit elbow 

- flow rate up to 22 GPM 

- connections for 1-1/2" hose.  
29279-0000  Thru Deck Kit  

29295-0000  1” Check valve 

29295-1010  1-1/2” Check valve 

29276-1000  Major service kit 

29266-1000  Push-fit elbow 

29275-1000  Ports kit

Gusher 30 Pump 
Maximum output - delivering over 117 ltrs 

 (31 US gals) per minute 

Double acting pumps on both to 

and fro storkes.  Twin diaphragms 

ensure pump continues working if 

one is damaged.   Powder coated 

diecast aluminium alloy 

Safety guaranteed -keeps pumping even if one diaphragm is 

damaged.  No tools required for inspection and cleaning  

BP3000  On deck mount 

BP3020  Under deck mount 

29240-0000  AMAZON BULKHEAD PUMP 

-detachable stainless steel handle  -thru deck kit 

-repositionable ports & body offer numerous assembly variations 

-1” hose barb port

Replacement Handle - Z028

J10-24800-01 

Viking compact hand pump 

flush mount 1-11/2” 

 

 

 

11595-2 
18” Hand bilge pump 

no hose 

11596-2 
25” Hand bilge pump 

with 32” of hose 

Manual Bilge Pumps

29266-1000 

Push fit elbow 

for Amazon pumps 

33331 

Self priming Hand pump 

with hoses for oil, water & 

other fluids 
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Liquid Transfer Pumps

 

 

 

 

18542   Fluid Syringe 

Plastic syringe 350ml, with a 1L pot 

can be used for any non-corrosive lubricant 

The pot can be connected to any tube for 

extension use 

88EP06-4 

Oil Change Pump high speed 

5 Quart in under 8 minutes 

Durable construction 

No power or batteries 

required 

Change the oil through the 

engine dipstick tube 

Tank has locking handle and 

cap for the hose

 

 

 

 

 

18558  7L 

Self Priming Oil Pump 

w/4 x Plastic tubes: 4mm, 

6mm, 8mm, 10mm Dia. 

each 1pc 

• w/Tube holder at side

18559 9L 

Self Priming Oil 

Pump  w/4 x tubes: 

Plastic tube: 4mm, 

6mm, 10mm Dia. each 

1pc and 1 x brass 4mm                

Dia. tube                    

• w/Aluminum cylinder 

• w/Tube rack (3 holes) 

at side

18533  Brass oil change pump 

- Hand operated - solid 6" brass pump 

with pliable    polyethylene tubing.  

- removable for easy cleaning.  

- fits dipstick tube of engines. 

34060-0010 

Little pal hand pump.  Compact 

multi-purpose liquid transfer pump.  

Includes 2’ hose and draw tube.  

Small enough to fit in tool box!

33799-0000 

Handy boy hand pump.  Can be used as 

bilge, diesel, or oil pump, and also as air 

pump for inflating or blowing out fuel 

lines.  

Replacement valve - 36042-0030

34060-0130 

Oil drain pump connects to any 

marine engine with a threaded male 

garden hose fitting on dipstick   

tube. Includes 2' of 1/2" drain hose. 

18080-0000 

Permanent oil drain hose and fittings.  

Includes drain plug fitting, oil drain 

hose, cap and hose hanger clamp.  

Drain plug is 1/2".

17250-0003 

Self-priming . 

Fits 1/4 or 3/8 drill.  

Multi-purpose. 

3-1/2 GPM.

17215-0000 

Kit includes: 

3' of 1/2" hose, probe, adaptor, 1/4” x 

40" dipstick probe, 2 x 3/4" garden 

hose adaptors.

18547 

 

 

6.5 L Self-priming oil extractor.  

- no AC/DC power required! 

- ideally suited for extracting or   

 changing engine oils or lubricants, as 

 well as non lubricants such as water  

 from fish tanks.

17255-0003 

Replacement impeller 

—-both pumps—-

18546 
6L Self priming 

Oil pump
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23870-

1300 

 

 

 

 

 

 

 
 Diesel refuelling pump  12/24V transfers 

35 liters/minute, self priming up to 9 feet 

Vibration tested, IP55 protected motor 

 

17800-2000 OIL CHANGER 

Porta quick oil changer includes: 

1/4 x 40" dipstick with high temperature 

resistant Teflon probe and female garden 

hose connector. Reversible pump allows 

the container to be pumped dry. Sturdy 

bronze pump head. 12VDC 8' cord with 

clips.Holds 14 quarts (13L) of oil.  

impeller: 09200-0023

17860-2012 
12V Flat Tank Engine Oil 

Changer will extract up to 

50 weight of oil at 70F  

thru the engines dip stick 

tube, usually in under  

5 minutes. 13.25 litre capacity, 7ft cords 

with alligator clips 

24V Cyclone Pump 
 

 

 

 

 

 

 

 

Stainless steel general purpose pumps 

designed for hot water systems & livewell 

or bait tanks.   

 

50840-0024   NPTF/low pressure   

50860-0024   NPT /high pressure  

 

50835-0000  Seal Kit (50840) 

50875-0000  Seal Kit (50860)

17850-1012  DIY OIL CHANGER 

Porta quick oil changer includes: 

1/4 x 40" dipstick, female garden hose 

connector, reversible pump allows the con-

tainer to be pumped dry.  

12VDC 7' cord with clips. 

Holds 14 quarts (13L) of oil.  

 

impeller: 09200-0023



                

 

 

 

Holding tank vent filter  
ECO vent filter assures that gases are complete-

ly filtered through activated odor-adsorbing 

charcoal media. Earth-friendly, recyclable plas-

tic components 

Complete kit includes fittings for popular vent 

hose ID sizes: 5/8 in., 3/4 in., 1 in., 1-1/2 in. 

(16mm, 19mm, 25mm, 38mm) 

 

   309311004
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Tank Monitors

 

18810-0000 

 Pressure Tank, 

pneumatic tank pres-

sure to  

20psi.  Tank volume 

is 2 gallons 

Mounts in any posi-

tion 

3/4” male ports 

12-5/8” height x 8” 

diameter

Gobius 

Pro Tank 

Sensor 

for water, waste 

and fuel tanks 

Measures levels 

from outside of the 

tank (metal &  

plastic), never comes in contact with 

the fluid.  2 digital outputs from each 

sensor.  

Bluetooth, NMEA2000 compatible 

Each box has sensor with 2m cable, 

panel, cleaner, tape and a guide 

     970480   

 

 

 

 

 

 

Gobius 4 Waste System 

The perfect tank monitor for your waste 

tank whether it is in metal or plastic. 

LEDs of different colors show four lev-

els; empty, 1 / 4-, 1 / 2- and 3/4-full. 3 

sensors mounted (glued) with a 3M 

adhesive tape on the outside of your 

tank.    970442   

 

 

 

 

 

 

Gobius 4 Water/Fuel 

SystemThe perfect tank monitor for 

your waste tank whether it is in metal or 

plastic. LEDs of different colors show 

four levels; empty, 1 / 4-, 1 / 2- and 3/4-

full. 3 sensors mounted (glued) with a 

3M adhesive tape on the outside of your 

tank.    970497      

 

 

 

 

 

 

BEPTS1 

Ultrasonic Tank Sender 

can be used on fuel, fresh water 

gray or black water tanks 

Clear Water Filter 
Removes unpleasant tastes and 

smells from water from in 

board tanks 

Simple installation using clips 

supplied 

Maintenance-free design 

Can be mounted vertically or 

horizontally.  Suitable for use 

with Whale Quick Connect/ 

flexible pipework 

Lasts one full season or 4500 

litres  

             WF1230    

WF1530 water filter  

 

 

 

 

 Silverised carbon in-line 

 water filter 
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Waste/Water Tanks

Waste Hose 

connection kits:   

41311  straight  

41390  90 degree  

Kit includes:     

(1) 1/2” hose barbs 

(2) 1-1/2” hose barb 

(1) PTFE sealing tape

Water Gal/Litre L x W x H (inches) Waste  Gal/Litre

-- 29x12x22 10591 30G/113L

— 31x17x19 10593 40G/147L

10582 46G/174L 35x20x16 --

10583 51G/193L 31x20x20 —

— 43x13x25 10596 55G/208L

Water 
Waste 

Water Gal/Litre Length Width Height Waste

40209 9G/34L 17” 13.75” 10.25” 41209

40215 12G/45L 24.25” 15.25” 8.75” 41215

40220 20G/76L 21” 17” 14” 41220

40224 24G/91L 23.50” 22.50” 12” 41224

-- 25G/95L 29.50” 16.63” 12.75” 41225

40229 28G/106L 23.50” 20” 15.50” 41229

40230 30G/114L 28” 23” 11.50” 41230

-- 39G/148L 32” 21.50” 14.50” 41239

40245 45G/170L 32.25” 20.88” 15.25” 41245

40277 77G/291L 35.60” 22.75” 22.75” 41277

— 74G 61” 19” 16” 41232

— 95G 46” 26” 20” 41233

40233 96G 46” 26” 20” —

Moeller Rigid Tanks

Scepter Rigid Tanks

Water Hose 

connection kit:   

40311  straight  

Kit includes:     

(2) 1/2” hose barbs 

(1) 1-1/2” hose barb 

(1) PTFE sealing tape
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Quick Connect Fittings

Union Tee 

 

 

Stackable Tee 

 

 

 

In-line Valve 

   

(type 39) 

Female Connector 

 

 

Drop Ear Elbow 

 

 

Union Connector 

 

 

Stackable Branch Tee 

 

 
 

Reducing Stem Valve 

 

 

 

Female Swivel Elbow End Stop 

 

 

Union Elbow 

 

 

 

Stackable Elbow 

 

 

Union Pump Connector 

 

 

 

 

ST013575-10   1/2”

Elbow Pump Connector 

 

 

 

 

ST013576-10   1/2”

1/2” Tubing - 50ft coils

ST08100B

blue

ST08100R red

ST08100W  

white  

 

Reducing Union 

 

 

Stackable Hose Barb Male Connector Hose Barb 

 

 

Union Check Valve Type 38 Selector Valve Male threaded Elbow Male Thread Tee

 

ST012370-1557 

 Pipe clip  

 

 

 

 

 

 

Cone Seal 
 

 

 

 

ST161-08   1/2” 

     

 

ST013523-10 1/2” ST013533-10 1/2” ST013539-10 1/2” ST013521-1008 

1/2 x 

1/2” NPT

ST013543-1004 1/2 x 

1/4”OD

ST013534-10 1/2”
ST013515-08

ST013515-10

3/8”

1/2”

ST013518-10 1/2”
ST013517-10 1/2”

ST013516-1004

ST013516-1008

1/4”OD

3/8”

ST013511-1008 

1/2” CTS x 1/2” HB 

ST013501-1008

ST013501-1012

1/2x1/2NPT

1/2x3/4NPT ST013513-1008 1/2x1/2

ST013545-10 1/2”

ST013519-1008 1/2x1/2NPTST013540-10 1/2”
ST013538-10 

1/2”
ST013530-1008 

1/2”

ST013520-0808 3/8x1/2 NPS

ST013520-1008 1/2x1/2 NPS

ST013520-1012 1/2x3/4 NPS

ST013510-0808 3/8X1/2NPS

ST013510-1008 1/2x1/2NPS

ST013510-1012 1/2x3/4NPS

Series 24 - Pressure 250PSI, Max temp 140F @100 PSI
Series 35 - Certified to the Unified Plumbing Code 180F @100 PSI 

Series 35  products interconnect with all 24 series fittings
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Union Tee 

 

 

Stackable Tee 

 

 

 

Male Connector Female Connector 

 

 

End Stop 

 

 

Union Connector 

 

 

Stackable Elbow 
 

 

 

 

 

Female Swivel Elbow 

 

 

 

Union Elbow 

 

 

 

Union Pump Connector Stop Valve 

 

 

Male threaded Elbow 

 

 

15MM Tubing - 

50ft coils 
 

ST001550B  blue 

ST001550R  red  

ST001550W white 

Reducing Union 

 

 

Brass Male Connector

Brass Male Stem 

 

 

ST1229-0815 

15MMx1/2 NPT

Female Swivel Tee Hose Barb 

 

 

ST011123-1515 15MM ST011133-1515 15MM

ST011115-1515 15MM

ST011125-0815 

15MM/ 

1/2 NPS

ST011118-1515 15MM

ST011117-1515 15MM

ST011116-1015 1/2/15MM

ST1201-0815 

15MM x 1/2” 

NPT

ST012402-0815 15MMx1/2NPT

ST012413-0815

15MM/ 

1/2 HB

ST011145-15 15MM

ST011119-0815 15MM/ 

1/2 NPT

ST012475-15 

15MM ST012439-1515 

15MM

ST011120-0815 15MMx1/2NPS

ST011110-0815 15mmx1/2NPS

ST011110-1215 15mmx3/4NPS

Metric Series -   Pressure 250PSI  Max temp 140F @100 PSI

Collet clip 

ST013547-08   3/8” 

ST013547-10   1/2”
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Hose Fittings

Barb 5/8” 3/4” 1” 1-1/8” 1-1/4” 1-1/2”

5/8” U8800 N/A N/A N/A N/A N/A

3/4” U8805 U8830 N/A N/A N/A U8850

1” U8810 U8835 U8855 N/A N/A N/A

1-1/8” U8815 U8840 U8860 U8875 N/A N/A

1-1/4” — U8845 U8865 U8880 U8890 N/A

1-1/2” U8825 U8850 U8870 U8885 U8895 U8899

Barb
1/2” Male 

thread

3/4” Male 

thread

1” Male 

thread

1-1/4” Male 

thread

1-1/2” Male 

thread

5/8” U8900 U8910 U8920 — U8940

3/4” U8901 U8911 U8921 U8931 U8941

1” U8902 U8912 U8922 U8932 U8942

1-1/8” — — U8923 U8933 U8943

1-1/4” — — — U8934 U8944

1-1/2” — — U8925 U8935 U8945

MPT to Barb Hose Adaptors

Barb to Barb Hose Adaptors

Hose Barb to Thread Hose ID Pipe thread

U8001 5/8” 1/2”

U8002 3/4” 3/4”

U8003 1” 1”

U8004 1-1/4” 1-1/4”

U8005 1-1/2” 1-1/2”

U8007 1-1/2” 1-1/4”

U8010 5/8” 3/4”
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Female thread 1/2” 3/4’ 1’ 1-1/2’

1/2” U8730 U8731

3/4” U8735 U8737 U8739

1” U8740 U8741

Male Thread

Adaptors

Elbows Hose ID 

U8019 5/8” Female to barb 

U8021 5/8” Male to barb 100D 

U8022 3/4”Male to barb 

U8032 1”short thread, male-barb 

U8034 1”barb to barb 

U8036 1”barb, 1-1/2” male thread 

Angled T fittings 

 

U34B34B34B   3/4” Barb 

U1B1B1B   1”  Barb 

U118B118B118B  1-1/8” Barb

Thread Barb

U8012 1/2”straight 5/8”

U8013 1/2”pipe 5/8”

U8016 3/4”straight 3/4”

U8017 3/4”pipe 3/4”

Female Elbows

U8057      short thread, male-barb 

U8058      female to barb 

U8059      short barb to barb 

U8060      long thread, male-barb 
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        Dia
3/8” 1/2” 5/8” 3/4” 1” 1-1/4”

Foot 150-0380 150-0120 150-0580 150-0340 150-1000 150-1140

50ft -- -- -- 150-3450 150-150 150-11450

100ft 150-38100 150-12100 150-58100 -- -- --

Length

150 Series - Clear PVC Tubing 

-By the Foot, or by the roll 

Clear PVC Tubing for unpressurised cool water uses. 

Made of non-toxic FDA compounded PVC. 

Usage:  Fresh water drain and vent lines, sink, icebox, refrigerators, live box, bilge pump discharge. 

Not recommended for hot water.

          Dia 3/8” 1/2” 5/8” 3/4” 1” 1-1/4” 1-1/2”

Foot 162-0380 162-0120 162-0580 162-0340 162-1000 162-1140 162-1120

50ft 162-3850 162-1250 162-5850 162-3450 162-150 162-11450 162-11250

100ft — 162-12100 — — 162-1100 — —

250ft 162-38250 — 162-58250 162-34250 -- -- --

Length

162-Series - Reinforced PVC Hose  
-By the Foot, or by the roll 

Heavy walled nylon braid reinforced FDA Approved vinyl compound.  Non-toxic. 

Usage:  Tasteless, odourless, suitable for pressurised hot water systems, drain and vent lines and bilge pump discharge. 

327115 

Railmount Cable and 

Hose Bracket. 
Molded nylon and stainless 

steel.  Keeps clutter off the 

deck and out of the way. 

Reinforced white water hose. 

Coils flat for compact, easy 

storage.  Drains  

automatically. 

Non-marring nylon couplings.  

 

    71225 1/2 x 25ft 

    71250 1/2 x 50ft 

    75825 5/8 x 25ft 

    75850 5/8 x 50ft

Spring Coil Hose 

includes spray gun  

- Safe for drinking water.  

63825 25ft 

63850 50ft



112 Phone: 1-800-263-8328

 

Thru-hulls
Thermo-plastic thru-hull for hose

90D Thermo-plastic thru-hull for hose

Thru-hull for hose

Threaded Thru-hull 

for hose I.D. White
Chromed  

Plastic
Black

Perko 

Polymer

1/2” 11848 -- -- 328DP4

5/8” 11850 -- -- 328DP4A

3/4” 11854 10854 11754 328DP5

1” 11856 10856 11756 328DP6

1-1/8” 11860 10860 11760 328DP6A

1-1/2” 11866 10866 11766 328DP8

for hose 

I.D.
White

Chromed  

Plastic

3/4” 11858 10858
1-1/8” 11864 10864
1-1/2” 11868 10868

for hose I.D. Bronze
Stainless  

Steel
Chrome

1/2” 41550 61651 --

5/8” — -- 350004DPC

3/4” 41551 61652 350005DPC

1” 41552 61653 350006DPC

1-1/8” 41553 --
1-1/4” 41554 61654 350007DPC

1-1/2” 41555 61655 --

fitting I.D. Perko Bronze Stainless Steel

3/8” 322DP3PLB 61544

1/2” 322DP4PLB 61545

3/4” 322DP5PLB 61546

1” 322DP6PLB 61547

1-1/4” 322DP7PLB 61548

1-1/2” 322DP8PLB 61549

2” 322009PLB --

2-1/2” 322010PLB --Bronze only

Bronze only (excludes 1/2, 3/4)

38793  1-1/8”  90D Thru-hull

fitting ID Perko Bronze

3/4” 331DP5PLB

Flush Thru-hull
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Intake Strainer Cast bronze scoop strainer, cover onlyStainless Perko

3/8” 61503

1/2” 61504 65DP4PLB

3/4” 61505 65DP5PLB

1” 61506 65DP6PLB

1-1/4” 61507

1-1/2” 61508

2” 61509Bronze only 

(excludes 1/2, 3/4)

66DP1PLB 3-1/2” x 2-1/2”

66DP2PLB 5” x 3-1/4”

66DP3PLB 6-1/4” x 4-1/4”

66DP4PLB 8” x 5-1/8”

Cast bronze round strainer

86DP2PLB
3/4” 

thru-hull

3” 

O.D.

2” 

I.D.

86DP3PLB
1” 

thru-hull

3-1/2” 

O.D.

2-3/8” 

I.D.

Bronze hose barb
Perko Thread Hose I.D.

76DP4PL 1/2” 5/8”

1/2” 1/2”

76DP5PL 3/4” 3/4”

76DP6PL 1” 1”

76DP7PL 1-1/4” 1-1/4”

76DP8PL 1-1/2” 1-1/2”

76009PLB 2” 2”

76010PLB 2-1/2” 2-1/2”

Part # Perko Thread Hose I.D.

41529 — 1/2” 1/2”

— 63DP5PLB 3/4” 3/4”

— 63DP6PLB 1” 1”

— 63DP7PLB 1-1/4” 1-1/4”

— 63DP8PLB 1-1/2” 1-1/2”

— 63009PLB 2” 2”

90D Bronze hose barb

Plastic thru-hull with built-in scupper valve

3881 for 1-1/2” ID hose

Flush mount scupper

3876   

 

These flush mount flapper 

scuppers are designed to 

mount over a drain tube or 

directly to a 1-1/2" thru hull 

with four screws. 

 

042260 

1-1/8 x 

3/4”

 

042261 

1-1/8” Tee

 

042263 

   1-1/8” 

elbow fitting

 
053384 

1/2 NPT x 1/2 barb

 

 053445 

1/2 barb x 1/2 barb

285DP 
Molded white polymer for use when 

discharge is above the waterline. 

Insert prevents sucking up large 

objects without restricting water 

flow  Hose 1-1/2" 

Max hull thickness  1-3/4" 

OD flange 2-3/4"  ID 1-1/2" 
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Valves, etc...

11581 

Nylon check valve 

Fits both 1" & 1-1/2" hose

Bronze ball valves
chrome plated 

ball, SS 

lever/nut

stainless

3/8” -- 61518

1/2” 41519 --

3/4” 41520 61520

1” 41521 --

1-1/4” 41522 --

1-1/2” 41523 61523

2” 41524 --

Bronze seacocks 

SS lever/nut

41580 -3/4” 

41581 -1” 

41582 -1-1/4” 

41583 -1-1/2” 

41584 -2” 

Nylon “Y” valve Polyester “Y” valve

11579 1” hose barb 

 

11580 1-1/2” hose  

barb

45490-1000 

 

1-1/2" hose barb

Federal regulations prohibit waste tank dumping!  

Make sure Y valve configurations meet coast guard 

regulations

45488-0000 Service kit for Y-valve 

45493-0000 Replacement handle 

45500-1000 Handle extension kit

29295-1011 

3/4” Check valve

      Check Valve 

Polypropylene body, nitrile 

valve 

LV1219  3/4” 

LV1218  1” to 1-1/8” 
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 Water Pumps

CLUTCH PUMPS   combine the unique advantage of the self-priming flexible Impeller Jabsco Pump and a clutch-drive mechanism to 

engage or disengage the pump as needed. They are available with either manual or electric clutches for application versatility.  Generally 

they are powered by propulsion engines but may be driven by any adequate source of belt drive power.   The clutch will "free wheel" 

with the source of power until the pump is required.  Then, whenever desired, the clutch can be engaged to throw the pump into opera-

tion for emergency or general circulation requirements.  

06590-0005 62GPM  1-1/4” port 

50200-9203    1-1/2” 

MANUAL CLUTCH PUMP 6” Pulley - A or B belt 

00777-9001  

26 GPM, 1" IPT Port Connections; 5/8" Dia. Shaft; Face Seal, Brass Cam and Impeller Insert. 

Impeller 17937-0001 

02760-0003  

4.4 GPM self priming to 10ft.  Lip seal, double row ball bearings, neoprene impeller, full cam, 1/4” 

NPT Impeller 04528-0003 

07420-0004 

1-1/4” Bronze pedestal pump, 44.4 GPM, self priming up to 7.8ft

FLEXIBLE IMPELLER PEDESTAL PUMPS - for engine cooling & general purpose

9700-01 

Engine mount pump, 1” flange, 5-3/4” L x 4-3/4”W x 3-7/8” H 

Designed for European engines: Perkins, Hamworthy, Leyland-Thornycroft

50410-1201 
1-1/4” Flange mount pump 14 GPM, For Chev blocks 

Self priming from dry to 7.8ft 

43210-0001 
 1-1/4” Bracket mount pump 20GPM,  For Mercruiser engines 

 Self priming from dry to 7.8ft 

Replacement Impeller 

- 00836-0003

06050-0003 

1” 26GPM Bronze Pump,  115/230 VAC, with 8ft cord 

 

11810-0003 

10 GPM Pump, 115VAC

18370-0000 
2” 83 GPM Bronze pump. Handles hard and soft solids without clogging. Can pump in either  

direction.  Will not airlock. Self priming up to 7.8ft
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Waterstrainers

Bronze Vented Loops 

50149  3/4” 

50150 1” 

50151 1-1/2”

Jabsco/ITT - Vented Loop 

29015-0000 3/4" 

29015-0020 1” 

29015-0010 1-1/2” 

Perko Water Strainers are designed for easy installation and cleaning.  Features include 

mounting lugs cast into both sides to assure universal mounting, four outside tie rods and a 

304 stainless steel strainer basket to minimize electrolysis.  Screen hole diameter is. 077 

inches, 46% open area.  Hinged lugs for the cast bronze permit easy removal and cleaning 

of the strainer basket.  A drain plug in the bottom casting is provided for easily removing 

sediment and draining for winterizing. 

For spare part # insert a spare part code listed 

below in place of the “PLB” in the strainer’s 

catalogue number 

transparent cylinder 99C 

basket strainer 99D 

 

strainer brackets: 

493045BKT fits 4/5 sizes 

493067BKT fits 6/7 sizes 

493089BKT fits 8/9 sizes 

gasket sets: 

493DP599R fits 4/5 sizes 

493DP599M cork 4/5 

493DP799R fits 6/7 sizes 

493DP799M cork 6/7 

493DP999R fits 8/9  

493DP999M cork 8/9

493004PLB 1/2” pipe size 

493005PLB 3/4” 

493006PLB 1” 

493007PLB 1-1/4” 

493008PLB 1-1/2” 

493009PLB 2” 

Waterstrainers 

18525-01 1/2”  

18525-02 5/8”  

18525-03 3/4”  

 

18526-01 1”  

18526-02 1-1/4”  

18526-03 1-1/2”

Spare Parts 

 

Z039 18525 (sm) cover 

Z041 18525 (sm) basket 

 

Z040 18526 (lg) cover 

Z042 18526 (lg) basket

cover bolts: 

493DP599L fits 4/5 sizes 

493DP799L fits 6/7 sizes 

493DP999L fits 8/9 & 10 sizes
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In-line Strainers

PUMPGUARD 

36400-1000 1/2” thread - fine screen 

46400-0003 3/8” ID hose barb x 3/8” ID hose barb

46400-0002 1/2” ID hose barb x 1/2” ID hose barb

46400-0012
1/2” ID hose barb 90D & direct plug into 

par-max inlet port

46400-0004 1/2”-14 pipe thread both ends

46400-0014
1/2”-14 pipe inlet thread 90D & direct 

plug into par-max inlet port

46400-0010
3/4” ID hose barb 90D & direct plug into 

par-max inlet port

Part Number Inlet Outlet

01740-002A 1/2” barb 1/2” barb

01740-004A 1/2” M qest 1/2” M qest

01740-012A 1/2” barb quad port 90D

01720-002A 1/2” barb 1/2” barb

01740-014A 1/2” M qest quad port 90D

01740-000A 3/4” M thread 3/4” M thread

-Keeps debris and particles from entering your pumps 

-Threaded bowl makes cleaning quick and easy

*

* Recommended for raw or gray water

Regulators

44411-1045 

 

Limits inlet 

pressure to 45 psi.  

White for 1/2" 

outlet.

44411-2045 

 

Limits inlet  

pressure to 45psi, 

Chrome for 1/2" 

outlet. 

Flush Mount Flush Mount

Flush Mount  44412-1045 

quick connect 1/2” female 

quad port 

White, strainer included 

limits pressure to 45psi

Flush Mount   44412-2045 
quick connect 1/2” female 

quad port, Chrome, strainer 

included limits pressure to 

45psi

Parts: 

36138-0000 screen 

36403-0000 o-ring 

44070-0000 clear bowl

In-Line   44411-0045

Limits inlet 

pressure to 45 psi. 

Bone 3" long x 1-

1/2" dia. 
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Drains & Plugs

Bronze garboard drain set 

2” flange, 1/2 NPT

12880 

Plug/flange set 

 

12878 Plug only 

 

11537     Nylon drain set 

2” flange, 3/4” opening

Aluminum drain fitting kit 

20848

PERKO 
Garboard drain, 

3-1/8” OD flange, 1” NPT 

 

124000PLB 

12400099B spare plug only 

714DP1PLB  1/2” plug only

Bronze garboard drain set 

2-3/8” flange, 3/4” thread

266DPPLB   internal thread 

370DPPLB   spare plug 

363DPPLB   external thread with nut

 

20300 Motorwell drain plug, 1” opening 

          no rubber washer

11535  

1-1/8”  push plug

11536  

1-1/2”   push plug

Bait well plugs,  snap handle 

11593 3/8”     

11594 1/2” 

11595 5/8” 

11596 3/4” 

11597 7/8”

Snap handle drain plug for 1” diameter 

drains: 
    11585    stainless steel 
    11584    aluminum 
    11586     brass

1-1/4 dia 

Snap handle drain 

11583 BrassT-Handle drain plug 

for 1” diameter 

drains 

 

 11587 Brass 

 11588   Aluminum 

 11589 Stainless

 Drain plug receiver 

     1”   Brass 

    11547  2-7/8” long 

    21003-800D 8”long 

    21003-1400D 14” long 

      11548   Alum 

      11549  Stainless 

     

     1-1/4”  11550 Brass 

90801 

Designed to seal 5/8” 

openings in baitwells, 

livewells or dry boxes

Transom drain plug

520011 -black 

plug, 

black base 

 

520012 -white 

plug, white base 

 
 

520021-black plug only

50032270 

Drain one way safety plug lets 

water out but not back in 1/2” NPT 

60148 

4” Thru-hull teak 

plug

20720 

1” Flange tool for brass or alu-

minum drain 

 recivers

40099 

Push plug for 1-1/4 - 2”
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Impact drains 
deflects spray while underway. 

 

 U6216W - 5/8” 

 U6218W - 1”  

 U6221W - 3/8” 

 

U4006 

 

3/4” elbow drain 

blackw\white head

3875 

1-1/2” hose ID

11519 

floor drain cover 

stainless steel 

3-1/4” diameter

3882 

1-1/2” hose ID

StraightElbow w/long thread Elbow w/short thread

Shower Drains

5/8” 3/4” 1” 1-1/2”

U3996-straight U3999-elbow U4049-elbow/short thread U4115-straight

U3997-elbow -- U4060-straight
U4140-elbow/long 

thread& screen

-- --
U4142-elbow/short thread 

& screen

Floor And Cockpit Drains

FSRK-1-DP  

Flapper scupper repair kit 
Contains: 2 each 1-5/8”, 1-7/8” 

and 2-1/4” flappers with necessary 

keepers and fasteners

343DP 

Adjustable Scupper 

can be cut from 

2 to 4-3/4”

333DP 

Thru-hull Scupper for 

1-1/2” hose 
333DP99A  Flapper Only
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Deckplates

Chrome plated bronze & black  

polymer deck plate for 1-1/2” 

hose      

 

                          556DPCHR 

                          Waste  

                          557DPWCHR 

                          Water         

1613DPBLK     Fiber reinforced, black 

polymer Gas fill, easy 

grip cap 

1-1/2" hose 

3-1/16" OD flange 

2-7/16" length of 

neck 

1-3/4" mounting 

hole diameter, #8 

fasteners

507DPCHR 

Waste, Chrome plated bronze for 1-

1/2” ID hose.  Deck key and o-ring 

included. 

507DP99A Spare Waste Cap

524DPCHR 

Waste, Chrome plated bronze for 1-1/2” 

pipe 

Deck key and o-ring included 

524DP99A  spare waste cap only

Chrome plated bronze for 1-1/2” pipe 

Deck key and o-ring included 

 

528DPGCHR gas 

528DPWCHR water

80205 gas Z003 cap 

80206 diesel Z004 key 

80207 water  

80208 waste 

66126 waste (Attwood) 

80209 diesel 2”

Stainless Steel for 1-1/2” ID hose

1269DPCHR waste 

1270DPGCHR gas 

1270DPWCHR water 

1270DPDCHR diesel 
*for replacement cap delete CHR and add 99A 

spare non-locking cap 126DPBLK

Chrome plated zinc, black  

plastic cap  for 1-1/2” ID hose
Chrome plated zinc, black plastic 

flange & cap for 1-1/2” ID hose

Locking gas cap 

1399DPCHR (sold with two keys) 

Non-locking gas cap 

1313DPCHR  
spare locking cap/keys 1324DPBLK

12794 Black Nylon 

 

Black nylon For 1-1/2" ID Hose. 

Universal Fitting comes with 6 stickers: 

Diesel, Fuel, Gas, Petrol, Waste, Water.   

499DPCHR 
Decorative Chrome Plated INLET for obtaining 

water under pressure at Dockside.  

spare cap/chain  499DP99A

504DPCHR 
Decorative chrome plated OUTLET for use 

with Onboard washdown systems. 1/2’NPT 

spare cap/chain  504DP99A

599DPGCHR 
Chrome plated zinc locking gas fill 

with black plastic body and cap with  

a strap.  Covered keyhole

66446C1 

Stainless Gas Deck Fill 

 513DP8   Spare O-rings for Perko deckfills

13794 

with 4 colour 

coded keys

576DPG99A  replacement vented gas cap for 2” fills with o-ring 
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Deck plate keys

12783 

Marine stainless  

steel, opens deck 

fills, deck plates 

and bottles. 

12487-8DP 

 

Plastic deck key .

1247DPBLK 

Black plastic deck plate key 

fits 1-1/4 & 1-1/2” 

deck plates

826DPCHR 

 

Adjustable deck plate Key. 

-chrome plated zinc. 

- 8-1/2" overall length. 

537DP 

 

Retaining cable for deck  

plates. Stainless cable and  

ring.  7” Length

 

525DP0BLK - 1pc per card               

   

66060-3 

Key for deck fill

 

Black polymer vented  

Gas fill  35 degree 

angled  

neck 

1318DPGBLK

542DPGBLK 

Black polymer cap and 

body. Gas deck fill with 

Integral tank vent with 

flame arrestor and anti 

surge valve deck plate 

included, 1-1/2" hose size, 

5/8" vent hose, 3-5/8" OD 

flange

542DPW99B black water cap w\retainer

Perko Fuel System Locking Insert 

-Black plastic wtih Zinc alloy 

lock cylinder 

-Dual purpose key opens fill cap 

and locking insert 

-Fits Most Perko Vented Fills - 1-1/2” 

382 

Pocket sized deck tool 

fits all deck plate caps. Stainless con-

struction. Four hex-size holes, 

two screw drivers, cord cutter, zipper 

pull and bottle opener

CARB Phase II, nozzle retention 

and automatic shut-off compatible 

with Overpressure Relief Safety 

Protection Designed and tested to 

prevent water from entering the 

fuel system 

99DFCCSB1 

 540DPWCHR Water 

 540DPGCHR   Gas 
Deck fill with angled 

neck, vented 1-1/2” 

ID hose chrome plat-

ed bronze cap & 

black polymer 

body, ss chain for cap  

  540DPW99A  

spare water cap w/chain 

540DPG99A  spare gas cap w/chain 

6126ADPT 

Provides an airtight 

seal during pumpout 

Screws into waste 

deck plate fitting

Combination gas deck fill & vent

No key required. For 1-1/2" ID Hose. 

Black       1319DPGBLK   gas 

               1319DPWBLK  water 

White      1319DPGWHT   gas 

               1319DPWWHT  water 
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Waste systems

29090-5000 
 

ITT/ JABSCO/PAR  

MANUAL TOILET 

Compact Bowl. 

Inlet 3/4", Outlet 1-1/2"T 

HEIGHT - 13" 

WIDTH - 16.23" 

LENGTH - 17.91"

37010-4192 

PAR ELECTRIC TOILET - 

12VDC  - Household Size Bowl. 

Inlet 3/4", Outlet 1" 

HEIGHT - 14-3/8" 

WIDTH - 14-5/8" 

LENGTH - 19-3/4" 

 

37010-4194 24V Household bowl 

 

37010-3092 

 

PAR ELECTRIC TOILET 

12VDC  - Compact Bowl 

Inlet 3/4", Outlet 1" 

HEIGHT - 13-3/4" 

WIDTH - 13-7/8" 

LENGTH - 17-5/8" 

37010-0096  24V Compact

29120-5000 

 

PAR MANUAL TOILET - 

Household Size Bowl. 

Inlet 3/4", Outlet 1-1/2"T 

HEIGHT - 13-5/8" 

WIDTH - 18-5/8" 

LENGTH - 19-5/16"

29200-0120 

 
Electric Flush Pump - con-

verts manually operated 

Toilets to electric operation.  

Fits 29090-3000 Toilet.  

37010-0092 

 
Electric Toilet Base 

Assembly.  

Can be fitted with Raritan, 

Wilcox, Crittenden "Head 

Mate", Groco HC and Par 

or Brydon Bowls to convert 

a manual toilet to 12V.

50890-1000 
Inline diaphragm waste 

pump.  Self priming and 

run dry capable.  360D 

rotating pump head for  

flexible installations 

12V, 15A, 5GPM 

1-1/2” ports. 10ft lift 

SK890 Service Kit

18590-2092 12V Run-dry 

Macerator 

18590-2094 24V 

18690-0000 115V 

 
Run dry protection and triple sealed 

motor housing  Self priming flexible 

impeller with stainless steel 

wearplate 

Inlet: 1-1/2” hose barb and 1-1/2” NPT 

(male) 

Outlet:  1” hose barb

Body - 18593-1000

Gasket - 18596-1000

Housing - 18594-1000

Wearplate - 18597-1000

Service Kit - 18598-1000

Replacement Parts

37041-0011  Macerator 24V 

18753-0554  Replacement Motor 12V

 

 

 

 

 

Sanipottie Portable Toilet 

Premium portable toilet, features powerful 

flushing at the touch of a button. The flush-

water chamber is pre-pressurized using the 

integral hand pump (good for 4 - 5 flushes), 

then you flush by simply pushing the flush 

button on the front.  It features a 1-1/2" hose 

port for dockside pump-out without having to 

move the toilet. (The MSD fitting includes a 

5/8" hose port for a tank vent.) 

If desired, the hose may be connected to a 

holding tank  MSD models also come with the 

standard pour spout, should you ever need to 

carry the holding tank to a disposal facility. 

Pressure/vacuum relief valve in each tank 

301197406   2.5 gal  
 measure 12-1/2"H x 13-1/8"W x 15-1/4"Deep 

301197506  5.0 gal  

 measure 15-1/2"H x 14-1/2"W x 16-1/2"Deep  
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Deluxe Electric Toilet 

 

Space saving stylish design with a regular household size seat.  Virtually silent operation 

for undisturbed sleep.  User selectable choice of “one touch” flush cycles for minimal    

water usage - a quick flush uses less than 1 quart.  You can choose to leave the bowl wet             

or dry after use.  Non-clogging large bore flush pump macerators waste. Uses less than  

1 amp/hour per day.  3/4” inlet, 1-1/2” outlet 

       Supplied with a remote mounted self-priming pump to bring in lake water, complete 

       with a pumpguard strainer.  Comes with a one touch control pad. 

 

 

 

   

58220-1012 Slant back 

Dimensions:  17-5/8”H x 14-3/4” W  x 17-5/8” D  

 

*58029-1000   Toilet control only

Lite Flush Toilets 

Stylish design 

Rotatable seat 

Virtually silent operation 

Can leave bowl wet or dry 

Large bore flush pump -no 

clogging 

Uses less than 1amp/hour 

per day 

25amp fuse/breaker, 12volt 

3/4” inlet, 1-1/2” discharge

58500-0012 Foot switch style (single touch fully  

automtic foot-switch operation) 

 

58500-1012 Panel version 

58530-1000B  Toilet Seat & hinge 

58109-1000     Non-return valve kit   

58260-1012  Slant back 
Dimensions: 14-3/8”H x 14-3/4”W x 17-5/8”D

37245-3092 

Quiet Flush Electric Toilet 
supplied with a par-max 4 pump to pro-

vide water to rinse bowl 

Compact size bowl 

Height: 14” 

Width: 13-7/8” 

Length: 17-5/8” 

31631-0092  par-max 4 pump 

37045-4092 

QF215 12V Household  

bowl/ solenoid 

Height: 15” 

Width: 14-5/8” 

Length: 19-3/4” 

Toilet Seat & Lid 

29097-1000 Compact bowl 

58104-1000  Regular bowl 

58104-2000  Regular bowl - Slow close 

58105-2000  Soft close toilet hinge

58105-1000 

Toilet seat hinge kit 

Regular bowl

*
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MK5 Universal Pump 

 

 

 

 

 

Typically used for holding tank pump outs, 

toilet flushing, emergency bilge and water 

ballast pump outs.Three different mounting 

orientations in one pump; deck, bulkhead 

or thru deck. 20US GPM 

BP0510   
AK8050   Service kit  

AS3725   Gaiter kit for deckplates 

DP9905   Deck plate  

The Gulper Toilet 

Pump is designed to 

manage unmacerated toilet 

waste.Runs dry without 

damage Up to 18 ltrs (4.75 

US gal) per minute.  

Virtually unbloceable,Rotatable inlet and outlet- 

allows you to install in awkward locations. Self prim-

ing up to 3 m (9.8 ft)-mount the pump  in the  most 

convenient part of boat 

Pumps a mixture of air and waste, Easy to maintain. 

Large single diaphragm 

 BP2552B   
AK1557 service kit   

AS1562  clamping ring kit   

             

 

 

 

 

 

 
The Mk 5 sanitation is a reliable fully 

housed black waste pump  Can be mounted 

in various orientations/positions 

Tough plastic housing keeps in nasty 

smells  Large virtually unblockable valves 

Easy to clean High performance- 56 ltrs 

(14.8 US gals) per minute 

wide hose connections for maximum per-

formance - 38 mm (1½”)

 

 

 

 

 

 

 

BP0527 
Toilet waste pump is 

made of high quality 

ABS plastic. 

Lightweight. Can be 

mounted in various ori-

entations/positions. 

Large non-choke valves. 

Tough plastic housing 

keeps in nasty smells. 

Easy to clean (no tools 

required) 14-3/4" gals 

per minute. 1-1/2" 

inlet/outlet. Max lift and 

max head of 15 ft. 

 1-1/2” Diverter 

Valve  for waste 

pumps   DV5606   

 1 to 1-1/2”  

Non Return Valve 

       LV1215    

1-1/2” Y-Fitting 

Designed to enable two 

pumps utilizing 1 1/2" 

hose to discharge 

through a single line. 

YP6114  

BP0535
EB3488 

1-1/2” Elbow

FV1227 

Non return valve 

for 1/2” hose

      BP2554B  24V
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Toilet accessories

Hose Cuffs

Extra heavy wall vinyl hose with hard PVC Helix 

that gives good flex and bend radius.  Smooth wall, 

can be clamped.  

Usage:  all head and holding tank connections, 

potable water fill, bilge, drain, scupper lines and 

livewell use.  

 

148 Series - smooth wall sanitation hose. 
-By the Foot and 100ft roll

Corrugated vinyl hose with hard PVC Helix that gives 

good flex and bend radius.  Used with #147-Hose cuffs.  

FDA approved. 

Usage:  All head and holding tank connections, potable 

water fill, bilge, drain, scupper lines and livewell use. 

 

143 Series - Flex White Sanitation Hose.   
-By the Foot and 100ft roll

         Dia 3/4” 1” 1-1/8” 1-1/2”

Foot 148-0340 148-1000 148-1180 148-1120

100ft 148-34100 148-1100 148-118100 148-112100

             Dia 1-1/2”

Foot 141-1120

100ft 141-112100

1-1/2” 147-1120

Length

Length

1-1/2” Threaded hose adapters 

 

 

802-1120 90D Male 

1-1/2” Threaded hose adapters 

 

800-1120 Male 

23630  MARINE TOILET 

PAPER - 4 PK/2ply 
Quilted for luxurious softness. 

Safe for all portable toilets, RV, 

Marine and septic systems.  

Dissolves quickly without chemi-

cal tissue digesters. 

71716 - 16oz 

Instant Fresh 

Lemon Grove scent 

Non-staining. 

non-formaldehyde, 

biodegradable formula 

allows pump out at 

any dumping station.   

1L Instant deodorizer.  

Decomposes and 

liquifies organic 

waste, oils and greas-

es and toilet tissue.  

Non-toxic, non-pol-

luting.  Lime fresh 

fragrance.  

CP360 -regular 

CP362 -unscented 

no dyes

Premium Sanitation Hose 
Heavy duty sanitation hose for all head and holding tank connections. Specially 

compounded rubber provides maximum resistance to odor permeation and toilet 

chemicals. Helical wire provides excellent flexibility and bend radius. Resists heat 

and ozone. 

sold by the foot 

101-1000 1” 

101-1120  1-1/2”

8893 

- Treats up to 50 Gallons  

- Liquifies waste as well as all 

   types of toilet paper. 

- Stops odour fast! 

 Card of 6 Tabs - Just drop in!

379441205 

Biodegradable, 2-ply 

Sealand Toilet Paper 

Pkg of 4
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Toilet Repairs

Kit Part No Description
A 29045-0000 service kit up to 1997
A 29045-2000 service kit 1998-2007
A 29045-3000 service kit 2008 to 2018
B 29040-3000 pump assembly
C 29094-3000 valve cover assembly
D 29051-2000 pump cylinder assembly
E 29047-0000 base to bowl mounting kit

Keyb Description Qty Part No A B C D E
1 bowl, regular 1 29126-0000

2 seat,lid, compact 1 29097-1000

3 hinge set, compact 1 29098-1000

hinge set, regular 1 29098-2000

4 hose, compact 1 29035-1000

5/6 intake seal, elbow 1 58107-1000

7 base plug 1 29041-1000

8 plug,oring <2002 1 29028-1000

10 o-ring bowl 1 1

11 bolt SS 4 4

12 nut SS 4 4

13 washer SS 4 4

14 washer nylon 4 4

15 cap 4 2 4

16 base valve gasket 1 29043-0000 1 1 1

17 handle 1 1 1

18 seal housing>1997 1 29044-0000 1 1 1

1998 - 2000 29044-2000

from 2008 29044-3000

19 top valve seat 1 1 1 1 1

20 cam 1 1 1

21 top valve gasket 1 29042-1000 1 1

22 o-ring flush lever 1 1 1 1

23 flush control lever 1 1 1

24 screw flush lever 1 1 1 1

25 buffer 1 1 1

26 screw valve cover 6 1 6 6 1

27 valve cover 1 1 1

28 pump cylinder 1 1 1

29 piston,rod,o-ring 1 29046-3000 1

30 o-ring piston 1 1 1

31 screw,pump cylinder 6 1 3 3

32 discharge flange 1 29091-0000 1 1

33 joker valve 1 29092-1000 1 1 1

34 discharge elbow 1 29029-1000 1 1

35 valve spring-1998 1 1 1 1 1

29090-series
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PARTS LIST 
Key Description Qty Reg. Part Number Key Description Qty Reg. Part Number 

----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

 1 Seat & cover, compact      1 30 Slinger +      1 06342-0000 

Seat & cover, household      1 31 Motors: 

 2 Bowl, compact      1 12 Volt +      1 37064-0000 

       24 Volt +      1 37065-0000 

 3&4 Bowl spud & intake elbow      1 32 

O-ring      5 33 Switch & plate      1 37020-0000 

34 Motor cover      1 43990-0051 

 6 Hose      1 35  

 7 Bowl installation hardware      1 18753-0637 Service Kit 37040-0000 

 7A    Phillips head screw**      4   

 7B    Washer, starlock**      4 Macerator Pump 37041-0010 

 7C    Hex nut**(two places)      4 Spout/Joker valve kit 44107-1300 

 7D    Washer, plastic**      4 

 7E    Washer, stainless steel**      8 

 7F    Nut cap**      4 

 8 O-ring bowl/seal      1 44101-1000 

 9 Base assembly**      1 37004-1000  

 10 1-1/2” Adaptor, dishcarge port        1 98023-0080 

 11 Joker valve * **      1 44106-1000 

 12 1” Discharge port**      1 44107-1000 ---------------------------------------------------------------------------------------- 

 14 Chopper plate w/lock nut      1 37056-1000 * Parts supplied with Service kit 37040-0000 

 15 Macerator housing+      1 37014-0000  

 16 Centrifugal impeller +      1 37006-0000  ** Parts included with base 37004-1000 

 18 O-ring * +      1 43990-0066 ~ Wearplate #23 includes sealing sleeve #19 and 

 19 pump/base O-ring #18 

 

+ Parts included in Motor-pump assembly 

  

 23 Wearplate ~+      1 37018-0000 

 24 Lock washer #10, stainless kit+      4 Special Order Items 

 25 Screw +      4 91027-0011 

 26 Gasket * +      1 12558-0000 

 27 Flexible impeller * +      1 06303-0003 

 29 Seal & retainer * +      1 01040-0000 

Toilet Repairs
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CoolMatic CRX series have a  freezer compartment 

that can simply be pulled out to make room for a larg-

er fridge or freezer. The desired temperature is set on 

the soft touch control panel which is mounted flush in 

the inner wall and elegantly integrates the LED light.  

12/24V 

CRX Refrigeration

Model CRX1050U/F CRX1065U/F CRX1110U/F

fridge capacity 1.7 cu ft 2.3 cu ft 3.8 cu ft

freezer capacity 4.8 quarts 4.8 quarts 8.9 quarts

avg power  

consumption
40W / 3.3amps 40W / 3.3amps 45W /3.75amps

cut out dimension 

w\space saver flange

15.1”Wx21”H x 

17.7”D

17.9”W x 21.1”H x 

19.4”D

20.6”W x 29.7”H x 

20.1”D

net weight 42 lbs 46 lbs 62 lbs

power AC/DC AC/DC AC/DC

 Stainless CRX1065S CRX1080S CRX1110S

Warranty: 1 year parts / 6 months labour

Fridges

EDC Air Conditioner    
Enjoy ideal temperatures on your boat year-round with Dometic EnviroComfort (ECD)  

self-contained air conditioning kit. Offers cooling or heating.  EDC kits contain all compo-

nents for a complete A/C system. All units have high-velocity blowers with internal motors. 

The blower can be rotated to a horizontal or vertical position for easier connection to the duct. 

The ECD includes a compact digital control display that features a bright green LED and 

large buttons. Units are built on an easy-to-plumb stainless-steel drain pan, and the pre-

installed return-air filter is removable for cleaning. For added installation convenience, the 

plastic electrical box can be mounted remotely.  115V   Warranty: 1 year  
Installation kit includes ducting, seawater system and lines for the installation 

BTU model height width depth weight installation kit

6,000 207500306 457.2mm 736.6mm 457.2mm 19.28kg 218000106

10,000 207500310 457.2mm 711.2mm 457.2mm 28.11kg 218000110

16,000 207500316 342.9mm 508mm 285.75mm 28.8kg 218000116

222000245 The Passport I/O Environmental Control Unit is a micro-

processor based controller, designed for the precise control and monitor-

ing of direct expansion and chilled water boat air conditioning systems 

from Marine Air. The control is dual voltage, operating at both 115 and 

230 Volts, 50/60 Hz.  In chilled water air handlers, the control is referred 

to as AH-Passport I/O.

A/C Cables 

222103008    15ft 

222103009    20ft
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CU-100 Cold Machine 
Now with self-sealing quick-connect fittings. Oversized air condensers. Up to 15 cu. ft 

(424 l) of refrigeration. Danfoss BD50F compressor — resulting in 25% more cooling perform-

ance. Stainless-steel construction. Shrouded forced air condensers. Modular phone jack connection 

for thermostat. Quick-connect adapters keep older "one-shot" units in service. High CFM fan. 

Built-in troubleshooting diagnostics. Can be installed up to 15 ft. (4.58 m) from evaporator. 

Precharged and ready to install.  

CB079  Vent duck kit for CU-100

VD-150     Small Vertical Evaporator 
Up to 15 cu. ft. (424 liters) of refrigeration or freezing capacity. Can be installed up to 15 ft. 

(4.57 m) away from the ColdMachine. 

VD-151    Small Horizontal Evaporator

VD-153     Large Horizontal Evaporator 
Up to 15 cu. ft. (424 liters) of refrigeration or freezing capacity. Can be installed up to 15 ft. 

(4.57 m) away from the ColdMachine.  

755570000 Adapter - one shot 
New Adler/Barbour Quick-Connect 

adapters join ColdMachine and 

SuperColdMachine kit components with 

the older-style "one-shot" connections to 

the current self-sealing connection design.

CS-NC-15   Compact Compressor for 

cooling kit   Ideal for converting an existing, passive, 

insulated cooling area into a full, compressor-powered 

refrigerator. Integrated rubber seal ensures that the coolbox 

is securely sealed. Coolant lines are fully assembled and 

connected at the factory.  Vertical layout or wall mount  10 x 

14 x 9" 

CU-200 Cold Machine 
The air- and water-cooled CU-200 SuperColdMachine. Powered by a Danfoss BD50F compressor, 

these easy-to-install units provide up to 15 cu. ft. (424 l) of refrigeration 

ColdMachine Kits now come with with self-sealing quick-connect fittings for easy attachment. Unlike 

the old "one-shot" connections, quick-connect fittings can be disconnected and reconnected whenever 

necessary without loss of refrigerant or exposing the system to air and moisture. 

VD-152     Large Vertical Evaporator 
Up to 15 cu. ft. (424 liters) of refrigeration or freezing capacity. Can be installed up to 15 ft. 

(4.57 m) away from the ColdMachine. 15”W x 12”H x 6”D

Replacement Seawater Pump  
PD5250  5/7/10/12,000 BTU’s - 225-500004 

 

    PD 5500 16,000BTU’s            - 225-500005
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Ventilation

400 Series - BLOWER VENT HOSE 

Wire supported vinyl resistant to ozone, sunlight 

and weather.   Will not support flame.  

Usage:  Venting of bilge gases and fumes. 

Dia 3’ 4”

foot 400-3000 400-4000

50ft 400-3050 400-4050

Length

11501 

3”ABS Bilge Blower - 

Flange Mount mounts  

directly to exhaust opening. 

ATTWOOD  

Turbo 3000 1731-4 

145 cubic ft/min, 3”, 2.7A 

Turbo 3000 Waterproof  1733-4 

3”, 2.7A, 145 cubic ft/min  

Turbo 4000  1747-4 

230 cubic ft/min (CFM), 4”, 3.5A 

Turbo 4000 Water Resistant  1749-4 

24V 4” Blower  1751-1

RULE in-line blowers 

140 also 140-24(volt) 

3”, 135 CFM, 2.9A 

240  

4”, 235 CFM, 4.3A

12V Flange mount blower 

34739-0010  3”, 6.5 amp 

35115-0020  3”, 105 CFM 

35400-0000  4”, 105 CFM  

 

 

 

 

     36770-0115  4”, 115V

Universal flexmount bracket permits 

outlet to face any direction 

36740-0000   3”, 12 volt, 6.8 amp 

36740-0010   3”, 24V, 150 CFM 

35440-0000   4”, 12volt,250 CFM 

35770-0094    4” 24volt, 250 CFM 

Johnson In-line Blowers 

Provides ventilation for bilges, engine 

compartments, galleys and heads ABS 

plastic construction, five blade, quiet, 

efficient and reliable operation 

 

     J66402 4” -  240 CFM 
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Louvered Vents

A

B

Stainless Steel 

part # A B 

13573 5” 2-1/2” 

13571 4-3/4” 4-3/4”  

13576 9” 4-1/2” 

13572 5” 9” 

13578 9-3/4” 5-7/8” 

13570 10-1/4” 3-1/2”

335006DP

335009DP

Stainless steel
Item

inside  

length
inside  

width

outside  

length

outside 

width

# of 

louvers

13585 12” 3-3/8” 12-5/8” 4-5/16” 5

13586 12” 3-1/2” 12-3/4” 4-1/2” 6

13587 12-3/4” 3” 6

13580 15-1/4” 1-7/8” 16-3/8” 2-7/8” 8

13581 19-7/8” 2-1/8” 20-3/4” 3” 10

13588 14” 2” 13-7/8” 3” 5

CHRM/BRASS LOCKER VENT  

330DP1CHR 2-1/2" OD 

330DP2CHR 3-1/4”

13508 

5" OD Butterfly Vent  

Stainless

part number material size louver length

335006DP chrome brass 5-1/2 x 3” 2”

335009DP chrome brass 8 x 3” 2”

33509ADP chrome brass 11x 3-1/2” 3”

33606ADP chrome brass 6-3/8 x 4” 3”

 

Hull mounted modular vents can 

be installed from either in or out-

side of the hull.  Plastic, for 4” 

ventilation, using collector 

box(es) End section interlock for 

finished look. 

1438F-1  2-1/2” x 17-3/4”  white 

1439F-1  white end section

1494F1  White 

1494A5  Black 

Clean, contemporary, louver design 

Corrosion-resistant ABS plastic. 

For 3 or 4” ID ventilation system 
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more Louvers
A

B

Item Colour “A” “B”

337381 white 5-1/2” 3”

337390 black 5-1/2” 4-7/8”

337391 white 5-1/2” 4-7/8”

337400 black 10-1/8” 4-7/8”

337401 white 10-1/8” 4-7/8”

Item Colour
Inside  

length

Inside 

width

Outside  

length

Outside  

width

# of 

louvers

13546 white 12-1/8” 3-5/8” 13-1/4” 4-3/4” 5

13545 black 12-1/8” 3-5/8” 13-1/4” 4-3/4” 5

1495-1 white 16” 2-1/4” 17-7/8” 3-7/16” 7

1495A1 black 16” 2-1/4” 17-7/8” 3-7/16” 7

1341-1 

 

COLLECTOR BOXES 

Designed for use with 1494 vents.   

Designed for intake or exhaust.   

Installation hole size:  2-1/16" x 15-9/16" 

For two 3" vent hoses.  

1271DPCHR 

OVAL TRANSOM VENT 

Dimensions  6” x 2” 

Screw size - #8                                                                                                                                    

 

 

 
 

 

 

 

1238DPCHR 

 Chrome Transom Locker Vent 

  8-3/8” x 2-1/4” 
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Deck plates - Inspection Ports  High density polymer

Item Dia Type Colour

12790 4” threaded white

12791 4” threaded black

12290 4” twist in/out clear

12795 5” threaded white

12295 5” twist in/out clear

12792 6” threaded white

12793 6” threaded black

12798 8” threaded/waterproof white

12799 8” threaded/waterproof black

Clam Shell Vents 

For all ventilation uses.  Deck mount 

with pre-drilled holes.  Stainless steel 

12014 5/16”Hx1-3/4”Wx1-1/2”L 

12016 1/2”Hx2-1/8”Wx2-1/8”L 

sold per pair

PERKO CLAM SHELL VENTS  

For ventilation uses.  

Deck mount with pre-drilled holes.  

Chrome Brass.  

315DP1STS  7/16"H x1-1/2"W x1-5/8"L 

315DP2STS  9/16”H x 2”W x 2”L 

339DPCHR  

PERKO CLAM SHELL VENTS  

For ventilation uses.  

Deck mount with pre-drilled holes.  

Chrome Brass.  

1-5/8"H x 3-3/4"W x 4"L

 

 

Pry out deck plates  
are constructed with Sure-Seal 

techonolgy to help ensure that your 

belongings stay dry 

 

DPP-8-1-DP   8”    Black 

DPP-8-2-DP   8”    Polar White 

 

1312DPCHR 

Chrome plated zinc cowl with 

black plastic base.  

Uses 3" duct hose. 

5-3/4 L x 4-3/8 W x 2-5/8 H 

1137 

-Powered from your vehicle's  

cigarette lighter socket. Includes 

spring loaded clamp for quick 

mounting.   Can be permanently 

mounted with included dash-mount 

base.  10' power cord  - Durable 

Metal Grill.  -CE certified.

Two Speed Turbo Fan 
 Quality German motor 

provides very quiet 

operation 

- 150mm diameter fan 

blade with guard 

- High air moving 

capacity with low 

power consumption 

- Two speed switch in front of the blade guard 

- Side, upright or pendant mounting 

 

003361002  Black   

003361022  White    

12V Oscillating Fan
Quality German motor 

for quiet operation 

Low power consump-

tion < 4W ( < 0.33A 

at 12V) High / Low 

fan speed control 

On / Off oscillation 

control Safety blade 

guard front and rear  

 

003366002  Black    

003366022  White   
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N20590 Ni-cad replacement battery for PowerVent 3000, day/night 2000 

& day/night plus.1.2V, 2amp-hours, average life 3-5 years  

N20790  NIMH C 2800MAH battery

Solar vents
Day/Night  

 

 

 

 

 

 - Moves 1000 cubic feet of air/hour 

   - rechargeable battery allows  

   24 hour continous operation 

 - built in on/off switch 

3” direct to deck  

N20803W  white 

N20803S    stainless 

4” direct to deck 

N20804W   white 

N20804S    stainless 

 

N20890 replacement battery

MiniVent 1000 

 

 

 

 

 

 
 - Exhaust vent only 

 - moves 700 cubic feet of air/hour 

 - built in shut-off dampener 

 

 

3” direct to deck 

N20020   white 

N20030   stainless  

AirVent 500 

 

 

 

 

 
Non-solar vent passively moves 

600 - 1000 cubic feet  of air/hour 

in a 15 knot breeze. Transluscent  

centre panel allows light below. 

Center damper shuts vent off 

 

3” direct to deck 

N28810   white 

** Direct to deck vents include interior trim ring &  

mounting hardware

509DP4CHR 

5/8” hose 

 

509DP5CHR 

3/4” hose 

C/P Bronze

Tank Vents

1607-1 White  

Corrosion resistant 

polypropylene  5/8” hose

14437 

 

1/2" Hose  

Zamack

14436 

5/8" Hose  

Chrm/zinc

90 Degree, Stainless tank 

vent, 5/8 Hose 

 

 

 

14433  

352230  - 316 Stainless  

 

506DP4CHR 

5/8" HOSE  

Chrm/zinc

561DP4CHR 

Elbow can rotate to 

any position. 

5/8" Hose 

Chrome/zinc.

503DP3CHR 

3/8” Thread 

C/P Bronze

14432 

5/8" Hose  

Stainless

66419-3 Tank vent 

Black with stainless steel trim 

cover.  5/8” hose, 3/4” hole

1670-3 

Black gas vent, eliminates 

anti-siphon loop 

5/8” hose

 

 
 

570DP4WHT 

Chrome plated zinc alloy cowl, 

white polymer cap, 5/8” hose 
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Vents
 

 Snap-in low profile 

PVC Cowl Vent 

 

   3” 

N10863  red interior 

 

   4” 

   N10864  red interior 

 

13593 - 

2-3/4” ID 

 

13594 -  

3-3/4” ID 

 

 

 

White/Red PVC deck plate with cover

 

Snap-In standard 

  PVC Cowl Vent 

 

 

N10963 3” red interior 

 

N10964 4” red interior

 

 

 

13595 - 2-3/4” ID 

 

13596 - 3-3/4” ID 

 

 

 

White/Red PVC deck plate with cover

 

 

White Mushroom Vent 

4” diameter 

6” flange 

with mosquito screen

     

13504 

 

 

 

Clam Shell PVC Vent 

 

 

 

 

N10873       2-1/2”H x 4-1/2”W x 5”L 

N10874       3”H x 5-3/8”W x 6-3/4”L 

 

 

 

12801 

 

9” Stainless steel 

UFO deck vent

 

 

13502  

 

4” Stainless steel 

Dome vent

 

 

13597  

3” stainless vent only 

(no deck plate)

 

13598  

     4” stainless vent only 

(no deck plate)
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N10856 

3” 

Stainless 

threaded 

deck plate

Thru-bulkhead Hose Adapter 

 

N10869   3” 

Interior Trim Ring 

 

N10866   3” 

N10867   4”

White plastic for Snap-in Vents 

 

N10863DW   3” 

N10864DW   4”

For Thread-in vents 

Stainless Steel 

N10857   

4”

Vent accessories

Deck Plates

0461 
Portlight weatherstripping 

Open cell foam rubber  

supplied in 10ft lengths

Windshield Screw 

Cover Foam 

1630

6ft roll (1/2 x 3/4”) 

1631N

    8ft roll (5/8 x 1-1/4”)

 

Sponge Gasket 

1725  

7ft “D” style
1726  

Hatch installation foam 

8ft 1/2 x 1/4”

                       TACO Weather seal, black 

                           Ideal for interior / exterior doors, boxes. 

                          prevents leaks and reduces rattles.  Medium closed cell 

density, durable, flexible sponge rubber.  HD self adhesive backing  

 

V30-0113B10-1        3/8”W x 1/8”H x 10ft L 

V30-1333B10-1        3/8”W x 7/32”H x 10ft L       

V30-0202B10-1        1/2”W x 1/2”H x 10ft L       

V30-0135T250         3/4”W x 9/16”H x 250ft L   

                          TACO Hatch Tape Seal, black 

                            Medium density, closed cell foam with a self-           

                            adhesive back.  Provides anti-rattle seal 

 

V30-0744B8-2         3/4”W x 1/2”H x 8ft L    

V30-0748B8-2         3/4”W x 1/4”H x 8ft L   

Foam Tape 

     Adhesive backed 

                               vinyl 1/4” x 3/4” 

                               provides seal between 

                  windsield bottom and        

                               boat deck 

 

                           1166   35ft roll
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Bomar Hatches

LOW PROFILE EXTRUDED HATCH  

- anodized heavy-duty aluminum frames. 

- heavy duty acrylic lens.  

- height above deck approximately 1".

LOW PROFILE MOLDED HATCH  

- plastic frame. 

- floated acrylic lens. 

- trim ring and screen included.

Part #
Hatch 

opening

Hole cut 

out

Trim 

Ring
Screen

N1070-10A 15-7/16 x 15-7/16 16-1/2 x 16-1/2” NT2070 NS2070

N1039-10A 19-1/8 x 19-1/8 20-1/4 x 20-1/4” NT2039 NS2039

N1049-10AX 24 x 24” 25-1/8 x 25-1/8” NT2049 NS2049

N1080-10A 17-3/8 x 17-3/8 18-1/2 x 18-1/2 NT2080-BK NS2080

Part #
Hatch 

opening

Hole 

cut out

Trim 

ring
Screen

910-10 white 

910-11 black
9-3/16 x 9-3/16” 9-1/2 x 9-1/2”

GT910-2 

GT910-1

GS910-28 

GS910-18

927-10 white 

927-11 black
12-1/2 x 17-1/2” 17-7/8 x 12-7/8”

GT927-2 

GT927-1

— 

GS927-18

966-10 white 

966-11 black
16-5/16 x 16-5/16” 16-7/8 x 16-7/8”

GT966-2 

GT966-1
GS966-18

995-10 white 

995-11 black
19-1/4 x 19-1/4” 19-3/4 x 19-3/4”

GT995-2 

GT995-1
--

MOLDED PORTLIGHTS  

- frame and trim ring molded of high  

   impact UV stabilized resin.  

- injection molded polycarbonate lens.  

- screen  

- Stainless Steel hardware. 

Part # Port opening Hole cut out Overall

G414-SD28 3-1/2 x 13-3/8” 4-1/2 x 14-1/2” 6-1/2 x 16-1/2”

G512-AD28 4 x 11” 5-1/2 x 12-1/2” 7-13/16x14-11/16”

G512-AD27 white portlight with clear lens (same as above)

G715AD28 6 x 14” 7-9/16 x 15-1/2” 9-5/8 x 17-3/4”

GS414-18    black screen

GS414-28    white screen

GS512-18    black screen

GS512-28    white screen

GT512D-1    black trim ring
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81800 
 

Exterior frame is  

Polished Stainless Steel.   

Lens Ring is injected molded ABS. 

Dimensions:  15-1/2"W x 5"H

P100-00

P100-51

P100-52

P100-09

P100-07

P100-06

 P100-08

 P100-19

riser arm

1/2” round gasket

9/16” round gasket

latch dog assembly

female knob 3/8”

male knob 5/16”

 5/16” female knob

 handle

Parts for molded hatches

Parts for extruded hatches

P2000-20

P2000-26

P2000-25

P2000-75-16

P2000-76-16

P2000-75-17

P2000-75-1139A

P2000-76-17

P2000-27

P2000-27-W

P2000-52

P2000-53

   P2000-09

  P2000-105

  P2000-107

  P2000-86

3” hinge

high profile gasket

low profile gasket

RH 16” riser arm

LH 16” riser arm

right riser arm

riser arm

left riser arm

mushroom cap **

white mushroom cap

left latch dog assembly (locking)

right latch dog assembly (locking)

 gasket

 hatch gasket

 hatch gasket

 I/O cap

**Also for use with molded hatches

GP901-01B Latch dog assembly 

GP901-02B Black knob 

GP902-01B    5/16-18 Knob - black 

GP902-01W 5/16-18 Knob - white 

GP902-03B Black knob 

GP904-09 Gasket material

41402 

 

6" Waterproof Deck 

Plate with Storage Bag 

- White Only 

SURE-SEAL VERSATUBE - 8" Black  

Versatile storage tubes of clear PVC mounted on to a 

watertight Sure-Seal 4" diameter Deck Plate, give  

protection of valuables that would be damaged by 

moisture.  Great for keys, wallets, flare kits, charts, etc.  

Can be mounted vertically or horizontally. 

41409 8” white
41412 12” black
41413 12” white
41427 12” black
41428 12” white
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Inspection hatches

- molded high impact polycar-

bonate UV Stabilized.  

- Stainless Steel hinge pins.  

- flush mounting. 
-non skid surface. 

Part # Colour Opening size Hole cut out Overall

8711-11 Black 7 x 11” 8-3/16x12-3/16” 10-1/4 x 14-1/4”

8711-22 White 7 x 11” 8-3/16 x 12-3/16” 10-1/4 x 14-1/4”

8812 White 8-1/2 x 11-3/8” 10-3/4 x 12-15/16” 12-1/2 x 15-1/2”

81020-22 White 9-3/4 x 19-1/2” 12 x 21-1/16” 13-3/4 x 23-1/2”

81020-W Star White 9-3/4 x 19-1/2” 12 x 21-1/16” 13-3/4 x 23-1/2”

81020-11 Black 9-3/4 x 19-1/2” 12 x 21-1/16” 13-3/4 x 23-1/2”

81618-22 White 14 x 16” 16-1/4 x 17-5/8” 18-1/8 x 20-3/16”

81618-11 Black 14 x 16” 16-1/4 x 17-5/8” 18-1/8 x 20-3/16”

81030-22 White 9-3/4 x 26-3/4” 11-3/8 x 28-3/8” 14 x 31”

81030-11 Black 9-3/4 x 26-3/4” 11-3/8 x 28-3/8” 14 x 31”

71624-11 Black 12-7/8 x 21-1/16” 13-15/16 x 22-1/8” 16x24 ”

71624-22 White 12-7/8 x 21-1/16” 13-15/16 x 22-1/8” 16x24 ”

Part # Colour Hole cut out Outside dia. Inside dia.

836W off-white 6-3/8” 8-3/8” 5-3/16”

837 black 6-3/8” 8-3/8” 5-3/16”

840 off-white 8” 9-7/16” 7-5/8”

841 black 8-1/2” 10-9/16” 7-5/16”

844 off-white 10-1/2” 12-1/2” 9-1/4”

G844-W stark white 10-1/2” 12-1/2” 9-1/4”

845 black 10-1/2” 12-1/2” 9-1/4”

Part # Colour Outside Inside Hole cut out

41115 white 10-3/4 x 15” 7-3/8 x 11-1/4” 8-3/4 x 12-5/8”

41324 white 13 x 23-1/4” 9-1/2 x 19-5/8” 11 x 20-7/8”

71624-W white No-lock 13-15/16 x 22-1/8”hole cut out

Locking deck plates

Locking access hatches

- watertight lid overlapping frame.  

- two separate seals on lid and frame.  

- no visible fasteners.  

- corrosion proof integrated hinge. 

155DPCHR 

Chrome plated 

Zinc Phosphor 

Bronze Zinc. 

LOA 3-7/8"

762DP3CHR 

 

14" 

Chrome/Brass 

Hatch Brace. 
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SL40SSP3-7  Stainless 

SL40BP3-7 Black painted 

SL50P3-1      Zinc plated  

 

Part # Extended Compressed Standard output force

SL31-20-5 7-1/2” 5-1/4” 20 lbs
SL31-60-1 7-1/2” 5-1/4” 60 lbs
SL31-30-1 7-1/2” 5-1/2” 30 lbs
SL31-40-5 7-1/2” 5-1/4” 40 lbs

SL13-10-1 9-1/2” 15” 10 lbs

SL10-10-1 10” 7” 10 lbs
SL30-20-5 10” 7” 20 lbs
SL30-40-5 10” 7” 40 lbs
SL1-40-5 10” 7” 40 lbs
SL32-20-5 10.5” 7.5” 20 lbs
SL32-30-5 10.5” 7.5” 30 lbs
SL35-20-5 12” 8-1/2” 20 lbs
SL35-40-5 12.04” 8.46” 40 lbs
SL2-20-1 15” 9-1/2” 20 lbs
SL13-40-1 15” 9-1/2” 40 lbs
SL33-20-5 15” 9-1/2” 20 lbs

SL33-30-5 15” 9-1/2” 30 lbs

SL33-40-5 15” 9-1/2” 40 lbs

SL2-40-5 15” 9.5” 40 lbs

SL13-60-5 15” 9.5” 60 lbs

SL33-60-5 15” 9-1/2” 60 lbs

SL27-30-1 16-1/2” 28” 30 lbs

SL16-10-1 17.2” 10.2” 10 lbs

SL36-20-5 17.2” 10.2” 20 lbs
SL16-30-5 17.2” 10.2” 30 lbs
SL36-50-5 17.2” 10.2” 50 lbs
SL36-60 17.2” 10.2” 60 lbs

SL36-80-5 17.2” 10.2” 80 lbs

SL36-90-5 17.2” 10.2” 90 lbs

SL14-20-5 20” 12” 20 lbs

SL14-30-5 20” 12” 30 lbs
SL14-50-5 20” 12” 50 lbs
SL34-30-5 20” 12” 30 lbs

SL34-40-5 20” 12” 40 lbs

SL34-50-5 20” 12” 50 lbs
SL34-60-5 20” 12” 60 lbs
SL3-30-1 20” 12” 30 lbs

SL3-60-5 20” 12” 60 lbs
SL34-120-5 20” 12” 120 lbs
SL37-60-1 20.3” 16.10” 60 lbs

SL29-40-1 21.1” 36.3” 40 lbs

SL37-40-1 26.30” 16.10” 40 lbs

SL37-100 26.25” 16.10” 100 lbs

SL25-80-1 26.30” 16.10” 80 lbs

SL28-40-1 30.91” 17.13” 40 lbs

SL29-80-1 36.30” 21.10” 80 lbs

SS15-10-1 12.04” 8.46” 10 lbs

SS33-20-1 15” 9.5” 20 lbs

Mounting brackets

Stainless

SL65BP3-1   Black painted 

90D with a 45D angle

Gas Springs
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1722 Hatch riser arm for 20 x 20” hatch 

 

 

 Windshield Support Bars 
used on walk thru windshields.  

The fittings allow for pivot in 

almost every direction for easy 

install     sold each 

1636A  13” anodized aluminum/nylon feet 

1637 13” powder coat aluminum/zamak feet 

1638 14” anodized aluminum/nylon feet 

1639 14” powder coat aluminum/zamak feet  

1641 16” powder coat aluminum/zamack feet 

1642 16” powder coat aluminum/zamack feet 

 

 

 

 

1736  Hatch arm   20x20” 

 

Spare Parts

1607 

Hidden hold down 

fasteners -  four per pkg.  

Angled fastener comes 

complete with Nuts and 

rubber Grommets. 

Replacement handles for 

"Taylor Made" hatches 

1720 1990-1993 

Handle with Post, 'O' ring, 

screw.  

 

1731 1994 - present 

Handle with Post, ‘O’ ring 

lock, screw

1167 

Door pads - Sold per pair  

Adhesive backed rubber, 

3/4" x 3/4" 

Gives protection when on 

windshield doors 

1162 Turn latch 

sold per pair.  

A simple twist latch for 

securing walk-thru wind-

shields or other Hatch 

openings.

 1729 

Hatch Riser for 

17 x 17” hatch

1721 

 

Hatch riser arm 

locking knob

1737 

Latching handles sold by 

the pair
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Windshield hardware

 

 

934DPCHR 

 

Sliding window lock/anti-rattle 

Chrome plated zinc alloy, black 

plastic knob & tip 

   

 

10692 

 

1/4" Standoff Ball/Socket  

Sold per pair.  

559DP 

 

Plastic door catch  

Sold per pair.  

10691 

 

Single Wing Latch. 

Sold per pair.  

322210 

 

Chrome/Brass anti-rattle 

window fastener.  

 
replacement tip 944

324300 

Windshield brace foot 

Length - 2-1/16" 

Widest Width - 3/4" 

Narrow Width - 3/16" 

Height - 3/4"

967DPCHR 

Hatch Fastener/Windshield 

Keeper 

Chrome/Bronze  

1-7/8" x 7/8" 

     935DPCHR 

 

Sliding Window Stop 

  1-7/8” x 3/4”

85022 

3-7/8" x 1-1/4" 

Hatch fastener 

12005 

Anti-rattle fastener 

4-1/4" x 1-1/2" 

50058 

Chrome adjuster 

 

954DPSTS 

Sliding window handle, Stainless  

fits 1/4" glass and is 3" length 

overall

826500 

Twin flap deck channel 

punched to accomodate 

hidden fasteners or angles 

1/4” W x 5/8”H x 110”L
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HATCH ADJUSTER 

Chrome and stainless, black knob holds hatch position 

securely. 12470.....10-17” 

12472.....13-23”

BRONZE HATCH ADJUSTER 

Sold by the pair.  

12459.....14”

12462 

SS HATCH ADJUSTER  - EACH 

10-1/2" Overall length.  

- SS screw nut holds position of adjuster.  

Chrome Plated Zinc Windshield Adjuster.  

12" Overall length., 9-1/2” adjustment  

Sold by the pair.  

1290DPCHR side mount 

1291DPCHR off-set mount 

STAINLESS STEEL HATCH SPRING - Each 

- snaps into rigid position when Hatch or Lid is open.   

12460.....8-3/4” 

12469.....12” 

324380 

Side vent adjusters

11616 - pair 

Adjustable side vent 

adjuster.  Designed to  

replace most original 

handles on side vent  

windows (must be exact 

1/4” mounting hole)

spare knob Z002

Polished stainless steel hatch trim  

258004STS    1-1/2”W x 72” LOA  

                                                        screw size 6

Hatch hardware
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Anchors

 16-27’ 28-32’ 33-38’ 39-45’ 46-51’ 52-58’ 59-68’ 69+

FX-7 FX-11 FX-16 FX-23 FX-37 FX-55 FX-85 FX-125

4 7 10 15 21 32 47 69

6-9 10-13 14-18 19-28 33-50 50-65 70-90 100-170

700 900 1250 2000 3000 4000 5250 6750

2800 3600 5000 8000 12000 16000 21000 27000

840 1080 1500 2400 3600 4800 6300 8100

420 540 750 1200 1800 2400 3150 4050

24 27 31 36 40 46 51 56

14 16 18 21 24 27 30 33

19 22 25 29 32 37 41 45

SFX-7 SFX-11 SFX-16 SFX-23 SFX-37 SFX-55 n/a n/a

Boat length (ft)

Part #

Weight (lbs)

Replaces steel anchor (lbs)

Working load (lbs)

32D hard sand holding (lbs)

45D soft mud holding (lbs)

32D soft mud holding (lbs)

Shank length (in)

Fluke length (in)

Stock length (in)

Storage bag

C5-A 

COMMANDO - Small Craft Anchor System.  
Includes everything you need:  Anchor, Rope, Chain, Shackle, 

Storage Bag. 

Perfect for Inflatables, Bass Boats, personal Watercraft, 

Runabouts, Tenders, Ski Boats, and more. 

ECONOMY ANCHORS  

Hot dip galvanized for maximum  

corrosion resistance.  A traditional 

lightweight design.  Strong, wide Flukes 

penetrate quickly and firmly for  

maximum holding power. 

Part # Weight Boat length
23617 1.5 kg up to 12’
23619 3 12 - 16’
23621 5 17 - 24’
23623 8 25 - 30’
23625 10 31 - 34’
23627 12 35 - 38’
23629 25 38 - 43’
23631 30 44 - 53’

Guardian Anchors The same technology as the Fortress anchor but 

uses slightly smaller extrusion profiles, and eliminates anodizing and adjustable flukes 

G-5 2-1/2 lbs 12-16ft  

G-7 4 17-22  

G-11 6 23-27  

G-55 29 30-35
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   FOLDING ANCHORS 

 

   Malleable iron, heavily galvanized.   

   Great for small craft and dinghies. 

 

DANFORTH STANDARD  

This Anchor has the traditional good  

holding power which has always been  

associated with Danforth Standard Anchors.  

The Shank is made of high strength steel.  

The steel Flukes are strong and wide.  Each 

anchor has a hot dipped galvanized coating 

for long lasting protection.

Part # Holding power Weight
S-160 160 lbs 3.5 lbs
S-300 300 5
S-600 600 9
S-920 920 14
S-1300 1300 16
S-1600 1600 25
S-2000 2000 43
S-3000 3000 70
S-3500 3500 100

 

 Danforth Hi-Tensile 

item#      weight   for boats            

(lbs )      up to                   

94020        12        42 FT.      

94021        20        50 FT.    

94022        35        64 FT.     

 94024        90        75 FT 

94025       150        80FT. 

         94034       100  **deepset      

The Danforth Hi-Tensile is our toughest, most durable 

anchor and features very high holding power. The flukes are 

fabricated for additional strength and then beveled to allow 

quick, deep bottom penetration. Each shank is made from 

drop forged steel. Hot dipped galvanized finish.  

 

11962 1.5lb

11964 1.5kg

11966 2.5kg

11968 3.2kg

11970 4kg

11972 6kg

11974 8kg

Mushroom Anchor cap 

with drains in the base pro-

vides great holding power in 

mud or weedy bottoms  

One piece cast iron, black 

vinyl coating to help protect 

boat gelcoat. 

50074570     8lb 

50074581   15lb 
 

7928  2.5 kg Anchor kit 
for any small craft. 

Great for kayak fish-

ermen or any small 

craft! Waterproof bag 

features 50 ft of 3/8” 

(9.5 mm) diameter 

700 lb. (318 kg) test 

floating polypropy-

lene line with 2.5 kg anchor and float, 

heavy-duty nylon bag and carabiner clip   

Navy anchors combine 

weight with flukes to dig 

in and hold firmly in sand 

and mud. 

Black PVC coated 

 

9935B1  20lb  
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Bruce style

Plow style

Item Weight for boats up to

24025 2 kg 16ft

24050 5 23

24080 7.5 29

24110 10 33

24115 15 39

24200 20 46

24330 30 59

24550 50 60+

Item Weight for boats up to

25007 7 kg 16ft

25009 9 23

25012 12 29

25015 15 33

25020 22 39

25025 27 46

25035 35 59

Item Weight for boats up to

35007 7 kg 16ft

35012 12 29

35015 15 33

35020 22 39

35025 27 46

Item Weight for boats up to

34025 2 kg 16ft

34050 5 23

34080 7.5 29

34110 10 33

34115 15 39

34200 20 46

34330 30 59

34500 50 60+

Galvanized

Galvanized

Polished stainless steel

Polished stainless steel

Please note! All boat size anchor selections are suggestion only! We are not responsible for individual choices.

Item Weight for boats up to

44050 5 23
44080 7.5 29
44110 10 33
44115 15 39
44200 20 46
44330 30 59

 

Delta Style Item Weight for boats up to

45050 5 23
45080 7.5 29
45110 10 33
45115 15 39
45200 20 46
45330 30 59

Polished stainless steelGalvanized

Kingston Anchors
Quick set Plow Anchor 

Universal anchor, suitable for all  

conditions as lateral fins trip for a faster 

setting while stabilizing the anchor to 

prevent a premature breakout. 

 

COMMERCIAL FINISH is made using 

100% Stainless Steel that won't rust.  

This finish is sanded without the added 

cost of buffing and polishing. 

Part # Weight Boat Length 

QS-14 14lbs 15 - 32 foot 

QS-22 22 25 - 40 

QS-35 35 35 - 52 

QS-50 50 44 - 60 

QS-80 80 50 - 75 
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SEA ANCHORS  

Made of Nylon Cloth  

 

9611- 18" diameter 

 

9612- 28” diameter

SEA ANCHORS  

Made of Vinyl  

covered heavy nylon. 

Will not rot or mildew  

 

929- 36" diameter 

USCG approved

SEA ANCHORS 

Made of PVC Cloth 

 

9608 - 40” x 60” 

 

Check the lifejacket  

section for personal sea  

anchors! Minimize MOB 

 drift!!

9618 

 PVC coated Sea Anchor  

 54 x 54” rip stop nylon 

352 - ROCKER STOPPER 

Helps keep you and your family 

on an even keel. Works on Sail, 

Power or Fishing Boats, and on 

Docks prone to movement.  Easy 

to store and use.  The Rocker 

Stopper is guaranteed to keep 

your boat from excessive  

movement while at anchor!



148 Phone: 1-800-263-8328

Anchor accessories

STAINLESS ROPE 

 DECK PIPE  

 

66010 - for 3/8 - 1/2” chain 

PERKO ROPE DECK PIPE  

- Deck pipe with hinge. 

- high impact plastic  

- flange diam. 3-3/4" OD 

- will take up to 7/8" rope.  

  1057DPWHT - white 

  1057DPBLK  - black

66008 

Hinged Rope deck pipe - spring 

lock keeps top open during use 

Internal hole dia.  3.75 x 2.5” 

Length 5.5”, Width 4” 

Depth 3/4”(below flange) 

Installation hole size 4-1/8 x 2-1/8” 

(oval)

66223 
STAINLESS HAWSE PIPE 

Internal Hole Diameter - 3-3/4" x 1-

1/2" 

Length - 5-1/2" 

Width - 2-1/2" 

Depth - 7/8" (Below flange) 

Installation Hole Size - 4-1/8" x 2" 

56003 

 

POLISHED BRONZE 

ROPE/CHAIN PIPE  

- base - 5-3/8" dia.  

56004 

 

Deck pipe with hinge 

chrome/brass 

flange diameter 3-1/4” OD 

will take up to 3/4” rope 

66891 

316 Stainless Anchor Tensioner up to 90lbs 
Length: 4-1/2”  Width:1-1/2” 

Fasteners: 3/16” (2)

66892 

 

Anchor Chain Stopper 

Stainless, 3-1/8”L x 2-1/2”W 

Pin Dia 1/2”

Anchor chain tensioner 

This fitting will securely tension and hold the  

anchor in the bow roller channel.  Frees up use of 

the bow cleat and prepares the anchor for sea 

condition assuring peace of mind.  Not designed 

to take the strain of the rode of a boat at anchor. 

12” length overall, 1-1/2” of adjustment 

46-250-1 for 5/16” chain 

46-250-2 for 3/8” chain

757DPCHR 
 

Perko rope deck pipe. Chrome plated 

zinc alloy.  Hinged, snap-down cover 

3-3/8” OD 



email:info@brewersmarine.com  149

Perko Anchor Chocks 
 

903DP1CHR fits - FX-7 to FX-16,   

S-160 to S-1300. 

 

903DP2CHR fits - FX-23 to FX-55, 

S-1600 to S-3000

AH-100 
Rail mount anchor holder for fluke 

style anchors.  Adjusts to mount on 

any pulpit. Holds anchors from 

8-22 lbs with stock up to 3/4”diameter. 

Fits railings from 7/8 - 1”. 

12476 - with plastic roller 

12477 - replacement roller 

56025 - with brass roller 

 
Measures: 6-1/2”L x 2-3/4”W x 2-7/8”H

Stainless Bow Roller 

328053  - 8-5/8"LOA x 2-5/16"W 
(7” from edge of roller to end of base) 

Replacement Roller  328063 

 

328057 - 9”LOA x 2-1/4”W 
(6” from edge of roller to end of base)

328054 

SEAHOOK STYLE 
Stainless Bow Roller 

Measures - 15-1/4"L x 2-1/16"W 

(2-1/2” roller) 

Replacement roller - 328064

328055 - 19-3/4"L x 2-7/8"W 

Replacement roller - 328065 

 

328056 - 23-1/2"L x 3-7/8"W 

Replacement roller - 328066.

328059 

 

Stainless, hinged Bow roller for  

Bruce style anchors 

328058 

 

Stainless, fixed bow roller for  

Bruce style anchors

66890 

 

Stainless anchor chocks 

holds up to 10kg 

Bow Rollers and Anchor Storage

 Stainless, fixed bowroller for 

Bruce Anchors 
328070 - 10kg  

328071 - 15kg  

328072 - 20kg  

328073 - 30kg 

Stainless, pivoting                                                

bowroller for Delta Style Anchors 

 

328074 

BAR-13-3.14  

Round (5/16")  

3 1/4" Anchor roller width 

5 3/4"  Bail length 



150 Phone: 1-800-263-8328

 

 

 

 

 

  BR11 

Universal Anchor Roller 

11” x 2-7/8” 

for an anchor up to 35lbs 

 

          

 

 

 

 

 

 BR15 

Universal Anchor Roller 

15-7/16” x 1-13/16” 

for an anchor up to 35lbs 

 

         

   

 

 

 

 

   BR16 

Universal Anchor Roller 

15-7/16” x 1-13/16” 

for an anchor up to 35lbs 

 

          

 

 

 

 

 

 

  Universal Anchor Roller 

for an anchor up to 35lbs 

BR20     19-11/16” x 3-1/4”    

BR20L   22-11/16” x 3-1/4”     

BR20LL  27-7/16” x  3-1/4”    

           

 

 

 

 

 

 

BR24 

Universal Anchor Roller 

23-7/8” x 3-13/16” 

for an anchor up to 80lbs 

 

           

 

 

 

 

 

 

 

 

BR26        

Universal Anchor Roller 

26” x 3-1/4” 

for an anchor up to 50lbs 

 

BR35        

34-15/16” x 3-1/4” 

for an anchor up to 80lbs

 

 

 

 

 

 

QR20 

Universal Anchor Roller 

19-3/4” x 3-1/4” 

for an anchor up to 35lbs 

 

           

 

 

 

 

 

 

BR21 

Pivoting Anchor Roller 

20-15/16” x 3-1/4” 

for an anchor up to 35lbs 

 

           

 

 

 

 

 

 

BR25 

Bow Overhang Anchor Roller 

6-3/4” x 21-3/4” x 3-15/16” 

for an anchor up to 50lbs 
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 BR22      

Delta Anchor roller 

19-1/2” x 2-7/8” 

for an anchor up to 20-50lbs 

 

 BR22L    

23-1/2” x 2-7/8”

 

 

 

 

 

Delta20 

Delta Anchor roller 

18-1/2” x 2-7/8” 

for an anchor up to 50lbs 

 

                 

 

 

 

 

 

Delta23 

Delta Anchor roller 

23-1/4” x 3-3/8” 

for an anchor up to 80lbs 

 

                  

 

 

 

 

 

 

BR23 

Plow Anchor roller 

22-3/4” x 2-7/8” 

for an anchor up to 60lbs 

 

                 

 

 

 

 

 

 

Bruce25 

Bruce / Claw Anchor roller 

24-11/16” x 2-7/8” 

for an anchor up to 50lbs 

 

                 

 

 

 

 

 

 

KR1015     

Rocna Anchor roller 

27” x 3-3/8” 

for an anchor up to 80lbs 

 

KR2025    

31-1/4” x 3-3/8”

 

 

 

 

 

 

CQR20    

CQR Anchor roller 

19-15/16” x 3-13/16” 

for an anchor up to 50lbs 

 

CQR30    

29-5/16” x 4-5/16” 

for an anchor up to 75lbs

 

 

 

 

 

 

CQR40 

CQR Anchor roller 

32-9/16” x 5-3/4” 

for an anchor up to 140lbs 

 

                 

 

 

 

 

 

 

KV915     

Rocna Anchor roller 

26” x 3-3/8” 

for an anchor up to 80lbs 

 

KV2025    

33-7/8” x 3-3/8”
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W1-24  Roller Wheel 
1”D x 2-3/8”W x 3/8 shaft    

 

W1-3   Roller Wheel 
1”D x 2-7/8”W x 3/8 shaft   

 

 

 

 

 

 

W1-PC  Roller Wheel 
3”D x 2-15/16”W x 1/2 shaft   

 

 

 

 

 

 

W2-16  Roller Wheel 
2”D x 1-1/2”W x 3/8 shaft   

 

 

 

 

 

 

W2-24  Roller Wheel 
2”D x 2-3/8”W x 3/8 shaft    

 

W25-25  Roller Wheel 
1/2”D x 2-3/8”W x 3/8 shaft   

 

 

 

 

 

 

W2-25 Roller Wheel 
2”D x 2-1/2”W x 3/8 shaft   

 

 

 

 

 

 

W25-3  Roller Wheel 
2-3/8”D x 2-7/8”W x 3/8 shaft          

                 

        

 

 

 

 

 

W25-325  Roller Wheel 
2-3/8”D x 3-1/4”W x 1/2 shaft          

                 

 

 

 

 

 

 

W2-PC  Roller Wheel 
1-1/4”D x 2-5/16”W x 1/2 shaft          

               

 

 

 

 

 

 

W3-35  Roller Wheel 
3”D x 2-15/16”W x 1/2 shaft   

 

 

 

 

 

 

W3-5  Roller Wheel 

3”D x 5”W x 5/8 shaft    

 

 

 

 

 

 

 

 

 

 

W3-518  Roller Wheel 
2-3/4”D x 5-1/8”W x 1/2 shaft               

                  

 

 

 

 

 

 

 Quick Pin for Anchor 

 Rollers -5/16” 
516QPD212  5/16 x 2-1/2” 

516QPD3      5/16 x 3” 

516QPD312   5/16 x 3-1/2” 
516QPD4   5/16 x 4” 

  
  

             

Roller Wheels

W4-5  Roller Wheel 
4”D x 4-7/8”W x 11/16 shaf
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Anchor chain 
BBB Chain

High Test Chain

A low carbon steel, calibrated windlass or anchor chain with a short, 

compact link.  The short link makes it more flexible and well suited as 

anchor chain.     

Nominal 

Inches

Actual 

Inches

 

Length

 

Width

Working 

load limit

Links/ 

foot

Weight per 

hundred ft

Barrel 

length

Barrel  

part #

Foot 

part #

5/16” 0.343 1.01 0.51 1,950lbs 12.1 113lbs 550ft 19855 19856

3/8” 0.406 1.09 0.62 2,750lbs 11.1 165lbs 400ft 19837 19838

Grade 43 (G4) High test chain, most commonly used on anchor windlasses.  A 

high carbon-manganese steel that provides 40% more tensile strength than BBB.  

Link dimensions

Nominal 

Inches

Actual 

Inches

 

Length

 

Width

Working  

load limit

Links/ 

foot

Weight per 

hundred ft

1/4” 0.281 0.84 0.41 2,600lbs 12.1 74lbs

5/16” 0.343 1.03 0.49 3,900lbs 10.9 109lbs

3/8” 0.406 1.22 0.57 5,400lbs 9.8 153lbs

7/16” 0.460 1.4 0.65 7,200lbs 207lbs

1/2” 0.510 1.59 0.77 9,200lbs 7.5 269lbs

Part # Diameter Length Weight

19914 1/4” foot --

19915 1/4” 400ft 296lbs

19913 1/4” 800ft 600lbs

19956 5/16” foot --

19957 5/16” 275ft 300lbs

19955 5/16” 550ft 605lbs

19938 3/8” foot --

19939 3/8” 200ft 306lbs

19937 3/8” 400ft 620lbs

19976 7/16” 300ft 620lbs

19910 1/2” foot --

19912 1/2” 200ft 537lbs

Galvanized Chain

Part # Diameter Length

18814 1/4” foot

18815 1/4” 400ft

18856 5/16” foot

18855 5/16” 550ft

18838 3/8” foot

18837 3/8” 400ft

18812 1/2” foot

IMPORTED, galvanized chain,  non-calibrated

Premium twisted nylon 

made for use in windlasses

3/8” 1/2” 5/8”

foot 3/8 PTN 1/2 PTN 5/8 PTN

600ft 386300 126300 586300
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B

Stainless Chain - Metric by foot
Part # A B C

17702 2mm 12mm 3.5mm

17703 3mm 16mm 5mm

17704 4mm 16mm 5mm

17705 5mm 18.5mm 6mm

17706 6mm 18.5mm 7.2mm

17708 8mm 24mm 9.6mm

17710 10mm 28mm 12mm

17712* 1/2” 1.56” 0.72”

AC

Link Working

Part # Size Barrel Length  Width  Load

18939 3/8” foot

18938 3/8” 200 ft 1.65” 0.65” 5390 lbs

18910 1/2” foot

18912 1/2” 200 ft 1.97” 0.87” 9200 lbs

18959 5/8” foot

18958 5/8” 150 ft 2.53” 0.92” 13000 lbs

18935 3/4” foot

18934 3/4” 100 ft 2.99” 1.04” 20196 lbs

G43  Long Link Mooring Chain 

allows the use of shackles.  Hot Dipped Galvanized

Part # Size Length

19716 6mm 315M

19717 6mm foot

19718 8mm 175M

19719 8mm foot

19710 10mm P28 110M

19711 10mm P28 foot

19712 10mm P30 110M

19713 10mm P30 foot

Windlass Chain G4

G30 Link Working

Part # Size Barrel Length  Width  Load

17939 3/8” foot

17938 3/8” 410 ft 1.50” 0.375” 1408 lbs

17910 1/2” foot

17912 1/2” 246 ft 1.97” 0.50” 2218 lbs

17959 5/8” foot

17958 5/8” 151 ft 2.44” 0.625” 3520lbs

G30  Long Link Mooring Chain 
- light duty. allows the use of shackles.  

   Hot Dipped Galvanized

part # chain diameter chain length rope diameter rope length SWL breaking strength

10517980 1/4” 15ft 1/2” 150ft 1134 lbs 5670 lbs

10517982 1/4 15 1/2 200 1134 5670

10517984 1/4 15 1/2 250 1134 5670

10517986 1/4 20 1/2 300 1134 5670

10525077 1/4 25 1/2 150 1134 5670

10525078 1/4 50 1/2 150 1134 5670

10525079 1/4 50 1/2 200 1134 5670

10525080 1/4 50 1/2 250 1134 5670

10525081 5/16 25 5/8 150 2330 11650

10525082 5/16 50 5/8 150 2330 11650

10525083 5/16 50 5/8 200 2330 11650

10525084 5/16 50 5/8 250 2330 11650

8-Strand Plaited Anchor Rodes (with G4 HT Chain),  

pre-spliced and ready to use
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Shockles line Snubber 

 keep a strong, constant pressure on your 

lines, cleats and rigging, whatever you 

attach it to. 

  Line: 

  D2400  20” Blue     

  D2410  20” Black   

  Dock line 

  D2415  26” Black   

  Anchor line 

  D2420  20” Black 

D2470

D2480
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 Item       Max Line Dia. 

810610U            3/8" 

810620U            5/8”  

810630U            3/4” 

810640U              1”

 

1468 - 22” 

Davis Line Snubber (TM)   Help 

reduce stress on your lines and 

cleats.  Molded of highest quality 

rubber for years of service. 

Packaged  in pairs. 

Mooring Snubbers

11558 22” 

11559 28”

Chafe Guards -  
polyester textile, sold in pairs 

CG58.18 - 18” 
fits lines 3/8 - 5/8” 

CG1.48 - 4ft 

fits lines 3/4 - 1”

strongest!

395  Chafe guards 

Removeable, 

adjustable Velcro 

brand hook 

fasteners on the 

entire inside of  the 

guard. nylon.  2/Pkg

Spare parts; 

D2470 carabiner hook       
D2480 captive shackle  

D2490 snap shackle     

D2500 snap shackle    

D2490, D2500

46-465-5    
Small snubber hook only 

for 1/4 & 5/16” chain

46-475-5                          
Large snubber hook only 

for 3/8 & 1/2” chain                    

Chain Markers, yellow plastic 

inserts  for fitting into chain 

links.  Sold in kits of 8 pieces 

Part # Chain Colour

210421 1/4” yellow

220421 red

230421 green

210422 5/16” yellow

220422 red

230422 green

210423 3/8” yellow

220423 red

230423 green

Mooring Bridle with Stainless 

thimble & 12” soft eye 

 

 

 

 

 

    7785815M 5/8” x 15ft  

    7783418M      3/4” x 18ft

 U-Cleat Mooring Snubber 

 features a unique removable locking mechanism 

that allows for fitting without a free end of the 

line. The U-Cleat can easily be repositioned after 

fitting, transferred to another line, or fitted to a 

line with eye splices or thimbles on both ends. 

 

150610U  10-12mm, 329mm length    150612-2P  U-Cleat Spareset 

150620U  12-16mm, 412mm   150622-2P 

150630U  16-20mm, 516mm              150632-2P 

26453 

Seaguard Zinc Spray 

offers film galvanizing in an 

aerosol spray for easy 

application. Contains 97% 

zinc.   Ideal for repairing and 

touching-up of damaged hot-

dipped galvanizing. 

500ml 
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12215 3/16”pin size 

12216 1/4” 

12218 5/16” 

12220 3/8” 

12222 1/2” 

Galvanized anchor shackles Stainless eye to jaw swivel

15618 1/4” 

15620 5/16” 

15622 3/8”

Galvanized eye to jaw swivel

181208     5/16” 

181210     3/8” 

181212     1/2”

Anchor chain connector 

316 stainless steel, swivel / toggle

12213 5/16” 

12214 3/8”

Stainless anchor swivel

12210 5/16” 

12211 3/8” 

12212 1/2”

Non-swivel anchor connector

12207     5/16” 

12208     3/8”

Double eye anchor swivel

Galvanized 

281208 - 5/16” 

9606 
 

Hand Lead Line 

Mfg in nylon rope 

Line marked each 

meter with colour 

change every 10m 

lead weight 1.5kg

PLASTIC MARKER FLOAT  

Fits up to 1/2" line 

3"dia x 5"long 

 

9610 - Orange 

F-5R   Red 

F-5Y   Yellow

9633 

Plastic Black Ball - 12" diameter. 

suitable for recreational boating only

Commercial Signal Shapes

BLACK BALL
CONE

DIAMOND

Rub Strake 

     304 Stainless Steel 

 

50037 - 8” 

50038 - 12”  

50039 - 18”  

50040 - 24”

Rated Galvanized Shackles 

working load in kg 

13220 3/8” 2000kg

13222 1/2” 3300kg

13223 5/8” 5000kg

13224 3/4” 7000kg

13225 7/8” 9500kg

13226 1” 12500kg

13227 1-1/8” 15000kg

13228 1-1/4” 18000kg

13229 1-3/8” 21000kg

10319050 1/4”

10319051 5/16”

10319052 3/8”

10319053 7/16”

10319054 1/2”

10319055 5/8”

Galvanized Shackles
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Anchor Lines
braided 
white - 
BAL

braided 
gold - 
BALG

twisted 
white - 
TAL

3/8 x 50 C
3/8 x 75 C
3/8 x 100 C C C
3/8 x 150 C C C
3/8 x 200 C C
1/2 x 100 C                   C
1/2 x 150 C C C
1/2 x 200 C C
1/2 x 250 C C
1/2 x 300 C
5/8 x 100 C
5/8 x 150 C C
5/8 x 200 C C
5/8 x 250 C
5/8 x 300 C
3/4 x 250 C

Twisted

Braided

Anchor lines - Braided or 3-strand twist Nylon 
Professionally hand spliced with a nylon thimble in one end.  

Packaged on an easy dispensing reel or individually packaged  

in specially designed blister packs that stack easily on shelves or 

 make an attractive peg board display.

Braided - Mooring Lines, white braided nylon with a 

stainless thimble in one end 

part # to order is 1/2x15 BML(eg)

15 ft 20ft 25ft 30ft

1/2” C C C
5/8” C C   C 

3/4” C C

length 

diameter

Size Part #

1/4” 146890

5/16 5166890

3/8 386890

5/8 586890

3/4 346890

7/16 7166890

Premium Anchor Line 

Dualcomb - 600ft rolls 



3/8” 1/2” 5/8”

10’ C
15’ C C
20’ C C
25’ C C
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Pre Spliced Docklines
Our easy to use chart shows what sizes are available in what colours! Neat!

white Black -BK Blue-BL Navy-N Teal-T Green.-G Burg- BG Red-R Gold -GD

3/8X10 BDL C C C C C C
3/8X15 BDL C C C C C C
3/8X20 BDL C C C C C C C
3/8X25 BDL C C C C C C C
1/2X15 BDL C C C C C C
1/2X20 BDL C C C C C C
1/2X25 BDL C C C C C C
1/2X30 BDL C C C C C C C
1/2X35 BDL C C C C C C
5/8X20 BDL C C C C C C C C
5/8X25 BDL C C C C C C C C
5/8X30 BDL C C C C C C C
5/8X35 BDL C C C C C C C C
5/8X40 BDL C C C C C C C C
3/4X25 BDL C C C C C C C
3/4X30 BDL C C C C C C
3/4X35 BDL C C C C C C C
3/4X40 BDL C C C C C C C
3/4X50 BDL C C C C C C
Twisted Docklines are available in white only.

 

 38444 

 Display of 3/8 x 15ft 

 Nylon Braid Dock Lines 

 16 white & 8 black 

 

Rule of Thumb: 
Docklines should be 1/8” diameter for every 9ft of 
boat (minimum)  
 ie. 20ft of boat needs a min of 3/8” dock lines
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LED Solar 

Warning Light 

 

 
Has a steady on, slow flash and 

fast flash. Charges during day, 

auto on at dusk   

46105 - Amber 

46106 - White 

46107 - Red 

46108 - Green

Markers & Buoys

 46171          46172         46173         46175      46179       46180        46181    

  46182      46185          46186         46187         46188    46191 

 46177          46183          46184

46104 
(NO label included)

46103 
(NO label included)

Labels are sold separately from the marker buoys 

based on your requirements. (13” wide x 24” long)

Shaped Buoys

 22127           22137                22138            

Part # Shape
Height  

over all

Buoyancy 

(lbs)

22127 spar 31” 15

22137 cone 26” 70

22138 can 24” 40

A long tapered buoy used in place of a standard round mooring buoy during the winter 

months. The Sully Stick has a molded in eyelet at the top for easy retrieval. The base 

eyelet is reinforced with a galvanized metal bushing to attach a rope and connect to the 

anchor chain. The shape of the Sully stick helps it escape ice entrapment better than a 

round buoy and can extend the useful life of a mooring buoy by protecting it from the 

damaging effects of freezing temperatures.

22120 (smaller size for shallow water)  31” LOA

950400 

Green

950410 

Red

Sur-Mark Marker Buoys 
Regulatory buoys are molded 

from tough UV protected poly-

ethylene.  One piece 

seamless construction, internal 

concrete  

ballast, recessed galvanized eye. 

Labels sold separately   

950020 

Red Nun 

Buoy 
23.5” height 

13” diameter 

40lbs  

buoyancy

950010 

Green 

Buoy 

23.5” height 

13” diameter 

40lbs  

buoyancy

950413 

Yellow 

Marker 

Buoy
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 Blue top Fenders 

 SMF3  8 x 30” 

 SMF4  8-1/2x40” 

 SMF5  11 x 30” 

  SMF6  11 x 42”

 Center hole Fender 

  available in blue, black, navy & white 

SMH6 6 x 15”  

SMH8 8 x 20 **  

SMH10 10 x 26 ***  

SMH12 12 x 34 

**SMH8-3 available in packs of 3 

***SMH10-2 available in packs of 2

Twin Eye Fenders 
sold each

White Black Blue Navy Size

44160 44157 44158 44159 4-1/2x16”

55180 55177 55178 55179 5-1/2x20”

66220 66217 66218 66219 6-1/2x23”

88260 88257 88258 88259 8-1/2x27”

Sidewind Fenders

Size Red White Yellow
9” NB30 NB30W NB30Y
12” NB40 NB40W NB40Y
15” NB50 NB50W NB50Y
19” NB60 NB60W --
23” NB75 NB75W --

1100 x1.42mm NB135 -- --

Net Buoys

Warranty applies to fenders/buoys that have split or burst from normal use & damage is  

NOT the result of a knife cut or puncture from a sharp object.

SME10 

Dock Corner with MicroGuard 

 4 x 9 x 9"

SME20 

Straight dock edge with 

MicroGuard  4 x 18" 

   Dock Bumper  

   Straight  34” x 9.5” 

   SME60-BK    SME60-WH  

   Corner  17 x 17 x 9.5” 

   SME65-BK    SME65-WH

Size

44162   4-1/2x16”

55182 5-1/2x16”

66232 6-1/2x23”

88272 8-1/2x27”

Twin eye Fender - 2 white fenders/blue 

ends with fender lines included
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F-Series Fenders - classic European twin-eye style fenders designed for the 

most demanding use!  
Wide range of sizes to suit any vessel.  Unique vinyl valve seals securely.  Even 

wall thickness.  Multiple ribbed reinforced ropehold. Twin-eye design for vertical or 

horizontal use.  Designed for use in permanent unprotected moorings, pilings, locks 

and concrete walls.   Please specify White (W) or Blue (BL),  

                   

 fenders and accessories fenders and accessories

Part # Size

F-1 6”X25”

F-02 8”X27”

F-2 9”X25”

F-3 9”X30”

F-4 9”X41”

F-5 12”X30”

F-6 12”X43”

F-7 15”X41”

F-8 15”X58”

F-10 18.5”X50”

F-11 24”X57”

F-13 32”X77”

NF-Series Fenders - the next generation in utility fenders!  
The NF blends the styling of the G Series (the world's most copied fender) and the 

F Series (the strongest fender in its class) multi-ribbed ropehold. Sleek one-color 

styling.  Reinforced twin-eye ropeholds for flexibility and durability. Designed for 

use in medium duty applications in both permanent protected and unprotected 

mooring.  Unique Polyform valve for years of service.  
 

Black, White  

**Other colours available as a special order by the case

Part # Size

NF-4 6.5”x23”

NF-5 8.5”x27”

HTM-Series Fenders - whether hung vertically or horizontally, from your 
topsides or the dock, Polyform's htm series excel 
Even wall thickness for maximum strength.  Molded in ribs for strength and 

abrasion resistance.  Reinforced tube ends. Designed for use in medium duty 

applications in both permanent protected and unprotected moorings  

Unique Polyform valve for years of service  

 

Black, White, Gray, Sand, Burgundy, Forest Green, Teal, Blue,  

Catalina Blue   

**Other colours available as a special order by the case

Part # Size

HTM-1 6”X15”

HTM-2 8”X20”

HTM-3 10”X26”

HTM-4 12”X34”

TRUE-FIT FENDER HOLDERSTRUE-FIT FENDER HOLDERS 
Versatile system for easy installation. Durable construction for  
years of service. Flexible  
modular design - add on  
or reconfigure at anytime.  

holds 1 fender holds 2 fenders holds 3 fenders

fits 6” fenders -- TFR-170-2 TFR-170-3

fits 8” fenders TFR-230 TFR-230-2 TFR-230-3

fits 10” fenders TFR-280 TFR-280-2 TFR-280-3

fits 14” fenders TFR-370 -- --

Parallel Connector 

fits all fender holders 

TFR-403

Swivel Connectors 

TFR-402   for 7/8 - 1” rails 

TFR-404   for 1-1/4” rails

Fender Holder kits

 

  #10  Inflation 

Adapter, used to 

inflate all Polyform 

products with 

valves. Will fit any 

hand pump,electric 

air compressor, or 

air hose.

#30 Hand pump 

to inflate 

fenders 

      

G-Series Fenders - utility fenders with Polyform strength and dependability  

Even wall thickness for maximum strength  

Molded in ribs for strength and abrasion resistance  

Reinforced ropeholds  

Designed for use by trailered boats and permanent protected moorings  

Unique Polyform valve for years of service.  

 

Black, White, Gray, Sand, Burgundy, Forest Green, Teal, Blue,  

Catalina Blue 

**Other colours available as a special order by the case

Part # Size

G-1 3-1/2 x 13”

G-2 4-1/2 x 16”

G-3 5-1/2 x 20”

G-4 6-1/2 x 23”

G-5 8-1/2 x 27”

G-6 10-1/2 x 30”
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buoys, fenders and accessoriesbuoys, fenders and accessories

S-Series Buoys - small size makes it perfect for  

multipurpose applications.  
 

 

 

 

Available in White, Yellow and Red

Part # Size

S-1 6”X15.5”

CC-Series Buoys - a versatile buoy -reliable 

performance Polyform's unique vinyl valve system  

Even wall thickness for maximum thickness.  Reinforced flexi-

ble center tube. Useful in a variety of applications:  Offshore 

fishing, Oceanic research equipment, Fish farming,  Mooring 

buoy  

Available in  Red, White

Part # Size

CC-1 10.5”

CC-2 14” 

CC-3 17” 

CC-4 20”

CC-5 27”

CC-6 32” 

A-Series  Buoys -  
Even wall thickness for maximum thickness.  

Heavy duty reinforced ropeholds.  

Polyform's unique vinyl valve system.   

Dual valve inflation/deflation  

system. Excellent rafting fender choice .  
 

White, Red, Orange, Yellow, Black 

 

**Other colours available as a special order by the case.

LD-Series Buoys - the LD series help make a tough  

job a little faster, easier, and safer  

Unique shape makes pot retrieval easier.  LD creates only 20% of the 

drag of standard round buoys. Excellent choice for any offshore fishing 

application  Polyform's unique vinyl valve system.Even wall thickness 

for maximum strength. Heavy duty reinforced ropehold. Great rafting 

fender  

 Forest Green, Red, Yellow and White 

         **Other colours available as a special order by the case.

Part # Size

LD-1 8-1/2” x 18-1/2”

LD-2 12” x 23”

LD-3 14.5” x 30”

Part # length of boat Size
A-0 under 20ft 9”X11.5”
A-1 20 -30ft 12X14.5”
A-2 30 - 40ft 15.5X19.5”
A-3 40 - 50ft 18.5”X23”
A-4 50 - 60ft 21.5”X28”
A-5 60 - 70ft 27” X 36”
A-6 over 70ft 34” X 44”
A-7 over 70ft 41” X 54”

WS-Series Buoys - meets official American Waterski 

Association specs 

 

 

 

 

Available in  Green, Yellow and Red

Part # Size

WS-1 9”

CM-Series  Buoys -  
The CM has been designed to provide the ultimate in strength, durability and versatility, 

providing increased security to any mooring. The mooring iron is made from 1/2-inch 

galvanized steel with the additional protection of a vinyl coated eye. A larger eye (4-3/8'' 

diameter) and swivel (1-1/2'' diameter along) provides maximum strength. And best of 

all the CM's soft vinyl surface won't harm boat finishes.  

Available in Red or White with Blue stripe and Galvanized or Stainless rod. 
 

Red White Size

CM-2R CM-2W
13.5” x 18”

CM-2R/SS CM-2W/SS

CM-3R CM-3W
17” x 22”

CM-3R/SS CM-3W/SS

Net Buoy Shackle 
Galvanized with a bushing 

POL50 with a 1-1/4” bushing 

POL52 with a 1” bushing 

Warranty applies to fenders/buoys that have split or burst from normal use & damage is  

NOT the result of a knife cut or puncture from a sharp object.

       Inflatable Mooring Buoy

Part # Size Buoyancey

CCE2 15x22” 65 lbs

CCE4 23.5x34” 246 lbs

 

 S-1BL 

6 x 15.5” 

Blue
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Rigid and Flexible Combinations - a two-piece system 

made up of a rigid base and flexible 

insert.  The rigid base provides for a 

straight installation and the flexible 

insert provides a cushioning effect.  

1-1/2”H x 11/16”W 

Punched 6” pm center for #8 screws. 

 

812370 70ft Black Rubrail

Rub Rail
Premium marine-grade aluminum Rub Rail profiles are built for 

strength, performance and appearance  

 
A11-0347BLY12D     5/8”W x 1-1/8”H x 12ft      

A12-0303BLY12D     7/8”W x 1-5/16”H x 12ft    

A12-0305BLY12D   15/16”W x 1-3/8”H x 12ft    
Vinyl inserts sold separately  1/2”W x 1”H 
V12-0303BKA50-1  50ft Black   

V12-0303BKA70-1  70ft Black   

V12-0303WHA70-1 70ft White   

                                            Flexible Rub Rail 

                                        Provides a seamless, one-piece,                        

                                    easy-to-bend and stylish solution for all types  

                                    and sizes of boats. Kit includes: Rub rail, 

                                    insert, end caps, screws, installation guide                          

Black Rub Rail / Black Insert 
V11-0809BBK70-2    11/16”W x 11/16”H x 70ft      

V11-2423BBK50-2    11/16”W x 1-7/8”H x 50ft       

V11-2423BBK70-2                                  x 70ft       

V11-3426BBK50-2    1-3/8”W x 1-7/8”H  x 50ft      ** 

V11-3426BBK70-2                                  x 70ft      ** 

V11-3447BBK70-2                                  x 70ft    

V12-0005BKA70-1    3/4”diam x 50ft insert only     **  
Black Rub Rail / White Insert 
V11-0809BWK50-2     11/16”W x 11/16”H x 50ft    

V11-3426BWK70-2     1-3/8”W x 1-7/8”H x 70ft       

Black Insert 
V12-4144BKA70-1      1/2”W x 1-3/16”H x 70ft     

V12-4155BKA50-1      3/8”W x 3/4”H x 50ft       

White Rub Rail / White Insert 
V11-3447WWK50-2    15-16” W x 1-1/4”H x 50ft       

Traditional anodized aluminum edge molding and seam binders 

Designed for use without an insert. 

 

FLAT BLACK 

A50-0195TAL12D       3/4” x 1/4” x 12ft     

A50-0199TAL12D1  1-1/4” x 1/4” x 12ft     

POLISHED   
A50-0197TAL12D    1-1/4” x 1/4” x 12ft     

Stainless Steel hollow back Rub Rail 

Designed for use without an insert 

 

 

S11-4511P12      3/4” x 12ft     

S11-4511P20      3/4” x 20ft  

S11-4670P12   1-1/4” x 12ft

Semi-Rigid Rub Rail Soft durometer provides cushion 

effect to absorb impact. Tight radius bends require minimal heat 

  

Black Rub Rail / Black Insert 
V11-9795BBK50D-2  3/4”W x 1-1/2”H x 50ft     

White Rub Rail / Frosty White Insert 
V11-9811WCM70-2   3/4”W x 1-5/8”H x 70ft  

Frosty White Rub Rail / Frosty White Insert 
V21-9866WHC20D    3/4”W x 1-19/32”H x 20ft

Rigid Rub Rail 
Flexible vinyl insert (sold separately) covers fasteners and provides a 

soft, cushioning effect against normal bumps from pilings and docks 

Insert V12-4144 required (sold separately) 

V21-3671BKA20D2  5/8”W x 1-1/2”H x 20ft 

V21-9678BKA20D  5/8”W x 1-1/2”H x 20ft 

SuproFlex series is co-extruded vinyl and pairs 

with TACO’s flex chrome insert 

V11-9960BBK60-2  1.6”W x .906”Hx60ft   

V11-9960WCM60-2                                   

V11-9990BBK80-2  2”W x .906”H x 80ft    

                   V11-9990WCM80-2                                  

Aluminum Rub Rail 
Sold in 20' lengths 

Traditional anodized aluminum edge molding and seam 

binders. Designed for use without an insert 

Drilled and countersunk for #10 screws on 6" centers 

13/16” W x 1-3/16”H x 20ft 

A11-0511TAL20D

Aluminium Edge Moulding 
Lightweight for tight radius bending  

6000-series prime-grade aluminum alloy  

Drilled and countersunk for #6 screws on 6-inch centers  

A50-0272TAL12D    1/4” W x 9/16” H  x 12ft 

A50-0275TAL12D    1/4” W x 13/16”H x 12ft
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Dock Pro™ Inflatable Dock Wheels  
 Smooth rolling wheels offer substantial dock cushioning and feature 

 molded-in valves to adjust the level of firmness. Heavy duty hot-dipped 

 galvanized hardware mounts securely to the dock. 12" and 18" wheels  

 use a large 2" diameter axle 

 housing for maximum 

 strength.                 

             9"       1078         1079        Up to 20'  

12"       1072         1073        20' to 30'  

18"       1081         1082        30' to 45' 

 

 

 

replacement wheel:  

91078   9” 

91072   12” 

91082   18”

 

Dock Bumper

DB3019 

8 Ft. Dock Straight Bumper - 

NO LIP

DB4955 

8 Ft. Dock Bumper with 1" Lip. 

Overall height is 2-3/4”

Dock Bumper

  wheel      corner          straight               boat   

    size       mount           mount                size

       18” Straight    3” x 10ft Extrusion      3-1/4” x 6ft Extrusion

Polyguard Dockguard 
Reinforced ribs for added 

strength and protection for 

your boat and dock 

Formulated to stay soft 

and resist UV breakdown 

White only

46082 

STRAIGHT EDGE - 18"
46081 

DOCK CORNER BUMPER  

10" X 10"

Hull Hugger Fender blue 

24”L x 6”W x 2-1/2”thick 

HH-1C     blue 

HH-1CB   black 

HH-1CW   white 

Contour Fender  

30 x 6 x 4” 

HH-30W   white 

HH-30C    blue 

HH-30CB  black

HHB-24W 

24"L x 4"W x 2-1/2"D and filled with 

high-density closed cell polyethylene 

foam

HHB-C1W 

10" x 10"L x 4"W x 

2-1/2"D. 

PWC Fenders 

3 x 18” 

SB-4   black

HH-LW 

Large Hull Hugger  

Fender white 

9ft long x 26” height 

six blocks of closed  

cell foam 

 

 

 

 

     4400-RF-W 

  12” Hard shell rope       

float with a 1-1/4” hole.

   93534-1 

  Dock fender 

  corner round 

  7” diameter 

  15” height 

Fits 90 degree angle     
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Buoys & Markers

 

 

 

 

 

 

 

 

 

 

 

 
 33020N - 2” Mooring Collar

 

 

 

 

 

 

 

Diameter Orange White
9” 61140 1140
12” 61143 1143
15” 61146 1146
18” 61149 1149
21” 61152 1152
27” 61155 1155

Hard Shell 

Mooring Buoy 

white with reflective 

blue stripe for night time 

visibility

22170 12”

22171 15”

22172 18”

22174 24”

Hard skin mooring bouys have a seamless 

one-piece polyethylene shell. Can be easily 

painted. Filled with EPS foam. 

NO ROD

Sur-MoorTM 

T3CTM  

Mooring 

Buoy

Hot-dip galvanized steel collar protects your 

buoy from anchor chain wear 

33025N  2-1/2” fits 46372 & 46374 

33028N  3” fits 46375

46730  

Taper Buoy has a hard skin, 

polyethylene shell. 

UV protected 30” dia 

approx 410lb buoyancy 

Buoy Rods 

33012N  12”   

33015N  15”   

33018N  18”  

33024N  24”  

CB6.20 
Corner Bumper XL 6 x 12”L 

1069 PWC Fender 
Flex areas provide a hinge action 

to conform to most watercrafts 

Warranty applies to fenders/buoys that have split or burst from normal use & damage is  

NOT the result of a knife cut or puncture from a sharp object.

Part #
Mast 

length

22105 48”

22106 74”

22126 96”

Mast Buoys 

Perfect as a pick up buoy, ideal 

for all diving applications, 

sealed PVC float, vinyl coated 

metal weight offers superior 

scratch protection, fiberglass 

mast.

part # diameter buoyancy

46370 12” 30lb

46371 15” 60lb

46372 18” 100lb

46374 24” 240lb

46375 30” 460lb

Mooring collar
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Hull Gard TM White Black Blue Cranberry
Hunter 

Green
Navy Blue Size

1021 31721 41021 -- -- -- 4-1/2 x 16”

1022 31722 41022 531022 541022 571022 5-1/2 x 20”

1023 31723 41023 531023 541023 571023 6-1/2 x 23”

1028 71028 41028 531028 541028 571028 8-1/2 x 27”

1024 71024N 41024 531024 541024 571024 10-1/2 x 30”

White Blue Black
Hunter 

Green
Cranberry Navy Blue Sand Size

1025 41025 71025 541025 531025N 571025 601025N 6 x 15

1026 41026 71026 541026 531026 571026 601026 8 x 20

1032 41032 71032 541032 531032 571032 601032 10 x 26

1034 41034 71034 541034 531034 571034 601034 12 x 34

Fenders

Big B Inflatable Vinyl Fenders

Super Gard TM

White Blue Teal Cranberry
Hunter 

Green
Black Navy Blue Sand Yellow Size

950520 951520 959520 953520 954520 952520 957520 960520 958520 5-1/2 x 20

950622 951622 959622 953622 954622 952622 957622 960622 958622 6-1/2 x 22

950824 951824 959824 953824 954824 952824 957824 960824 — 8-1/2 x 26

950128 951128 959128 953128 954128 952128 957128 960128 — 10-1/2x30

Warranty applies to fenders/buoys that have split or burst from normal use & damage is  

NOT the result of a knife cut or puncture from a sharp object.

Flat Fenders 

Contains high density foam for 

max. protection in a compact 

size. Solid brass grommets at  

each end. 

F4     4 x 21”  up to 30ft boat 

F6S   6 x 21”  up to 50ft boat

 

 

 

 
Black Solid Foam Fenders 

Rugged, reinforced nylon mesh, urethane skin base and 

elastomeric skin.  Unsinkable with a 98% closed-cell 

inner foam core.  Designed to withstand impact. 

       JB212   12 x 34” 

       JB214   14 x 44” 

       JB218   18 x 50” 

        JB224    24 x 53”
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96011 

Fender board guards 

Attach these rubber cushions 

to both ends of a  

2 x 4” to give you 

a padded fender 

board

RPB330 

Removable post 

bumper - 3ft 

Protect your boat at 

unfamiliar or unpro-

tected docks.  Stays 

in place better than 

fenders.  Great for 

temporary docking or 

portable docks.

56090 

TRANSOM FENDER  

Soft Flexible Vinyl  

10" x 22". 

Fenders 

 

 

31030 
pontoon  

fender 

9”x16”

LOW FREEBOARD FENDERS.   

Superior protection for boat with low freeboard, 

against the damage of high docks.  

5" x 14"   

31005....white 

31006....metallic black

7” x 23” 

   31007....white 

31008....metallic black

Mermaid Fender 

Classic style 

approximately 5 x 22” 

 

34444 

45500 

Heavy duty vinyl bumpers can be 

mounted vertically or horizontally.  

Inflation valves allow easy adjustment 

to firmness.  Pre-drilled for easy 

mounting. 

dimensions:  37"L x 4.5"W x 6"H 

46030 

Heavy duty double molded 

PVC dock edging to pro-

vide greater protection for 

boat and dock. 

10ft straight , dimensions:  

3-1/2"H x 1-3/"W

PWC Fender 

 - yellow 

  

        1067  

RPB630 

Removeble Post Bumper 

XL - 3ft straight  
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TAYLOR MADE PRODUCTS - FENDER RACKS  
Holds any style fender. Cross reinforced for extra strength. High 

gloss #316 Stainless Steel. Completely pre-assembled!  Tightens to 

accommodate any angle. 

Moveable "J" hooks mount on any rail and stanchion system.  

Folds flat for easy storage. 

Fender dia double triple

up to 7” 92007 93007

7 to 9” 92009 93009

9 to 11” 92011 93011

Fender lines have a 5” eye splice in one 

end and are packed 2 per package

3/8”Double braided nylon 

1005 Fender Pump.  

32191   J Hook 
Fits 1” or 1-1/2” rail-

ings for Taylor fender 

racks 

Fender Racks & Lines

Traditional - Smooth polyester fabric resists picking 

up dirt and grit.   Neoprene sewn into the hem keeps 

the boot on your fender.  

 Knit fabric hugs the fender for a close fit. 

Sold In Pairs

Blue Black Fits
95002 — 6”
95003 95043 8”
95004 95044 10”

Fender Covers

ELITE FENDER COVERSELITE FENDER COVERS  
High quality black covers for fenders and net buoys!  

See the price list under “EFC” 

handcrafted!
colourfast! 

won’t fade!

EFC-1BK EFC-2BK EFC-03BK EFC-3BK
G-3,4,HTM-1,F-1 G-5,HTM-2, F-2 F-3 HTM-3,G-6

EFC-4BK EFC-5BK
HTM-4 F-5

3/8x4ft 3/8x6ft 3/8x8ft

White FLB FLB FLB

Black FLBBK FLBBK FLBBK

Blue FLBBL FLBBL FLBBL

Gold trace FLBGD FLBGD FLBGD

Navy FLBN FLBN FLBN

Red FLBR FLBR --

Teal FLBT -- --

Braided Fender Line 

141501   1/4” x 5ft
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Fender Covers

Fleece - Finally a fender cover specially designed to fit Center Rope Tube style 

fenders. These will provide your boat with the ultimate in hull protection. No mar-

ring or colour transfer to your boat. Constructed from 12 ounce Blizzard Fleece, 

these 100% polyester fender boots are available in blue or black and come with rein-

forced grometted top with an adjustable tie on opposite end for a snug fit.

Navy Black Size

9035 9031 8x20

9036 9032 10x26

Premium - Knit from heavy weight, dyed polyester yarn that stands up to sunlight, abrasion 

and harsh environments. The fabric is a circular knit construction to eliminate lateral seams (that 

can fail due to the added friction ) and has a high degree of elasticity to maintain its shape and 

ensure a nice tight fit to your fender. The covers are secured, both top and bottom, with an 

adjustable, high strength polypropylene rope that keeps the cover in place yet allows for easy 

removal for cleaning. 

Navy Black Hull Gard Super Gard Big B

9204N 9204R 6-1/2x23 5-1/2x20 6x15

9205N 9205R 8-1/2x27 8-1/2x26 8x20

9206N 9206R 10-1/2x30 10-1/2x30 10x26

9207N 9207R 12x34

Fits:

Sold Individually

Sold Individually

Sold Individually

Deluxe - Solution dyed fabrics will not fade or bleed.  Synthetic fabric for maximum sun-

light resistance.  Adjustable rope sewn into hem ( top & bottom) provides custom fit.  Tear and 

abrasion resistant, machine washable

Blue Fits

9050 6”

Sold In Pairs

Sold Each

Covers are 100% acylic, UV approved 

Hand finished, machine washable, compatible with all brands of fenders

Navy Black Fits

42090 42091 6”

42092 42093 8

42094 42095 10

42097  42098 12

Navy Black Fits

42085 42084 10”

42087  42086 12
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Fender Adjusters

FA1 adjuster 
max line dia. 1/2” 

Colours: 

Red,white,black, 

blue,green,  

burgundy, navy, 

teal and sand.

401 

Basic hang-up 
holds up to 45’ of 

3/4” line or 75’ of 

1/2” line 

White only

408 adjuster 
fits up to 1” rails 

max line dia. 1/2” 

Colours: 

Black,blue,red 

and white

409 
Multi-purpose 

hang-up fits up 

to 1” rail 

White only

410 
Hang-up 

Colours: 

Red,white,blue 

and black

475 
Cable hang-up 

for hose, line etc.

393 

Fender tender 
sold in pairs 

Fits rails 7/8 to 1” 

1/4 to 3/8” line 

2/pkg

327200 
Nylon Fender 

Adjuster.  Versatile 

holder fits 7/8" and 

1" Tubing  and 3/16"  

-1/4"Lifeline.  

Sold per pair. 

1108 
Fender hanger  

For rails up to 1". 

1010  up to 1/4” 

1001  up to 1/2” 
 

FENDER LOCK AND 

PEG. (one of each) 

1009 peg only(for 1010)

11575   

Fender lock kit 

Simply insert fender 

rope and insert key.  

Two 2 x 1" Plush 

mount, stainless 

mounting plates and 

two nylon keys. 

Big B  

Fender Hanger 
fits 3/8” rope 

 1085    3 pack 

 11085  36 pack 

1093 

Rail mount fender line 

clip 2/pkg

 

 

 

 

 F16-0151R-1    
The Fender Lock Receiver Only 

allows boaters the ability to place 

fenders in multiple places 

                   F16-0151-1 

                      Quick Release 

                      Fender Lock ensures 

                      secure, quick stored 

                      fender lines. Secure 

                      line through 7/8” 

hole by the bush button, insert the 

pin into the fitting and you are done 

Includes a 1/4” drain plug 

                                 

                      F16-0220-1 

                            Design for  

                            Pontoon boats 

                            features a 1”dia 

                            button that fits 

                            1” to 1-1/4” tube 

Nylon ring washer separates 

dissimilar metals. Mounting fastens 

from the bottom of the tube. 

                         

  

 

 

 

 

F16-0203-1 

 Pontoon Fender Lock Receiver 

– designed to keep lines at opti-

mal length by simply inserting 

the pin into the fitting.                    

TACO Fender Adjusters

1092 

Quick draw fender hanger 

Push button adjustment 

for use up to 1” dia. rails

TM1096 

3/16-1/4” Lifeline fender line clip 2/pkg

These fender adjusters  

snap over your lifelines 

or railing Holds lines up 

to 5/8" in diameter 

  1015  white 

   1016  black
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D2450 

Twin eye Shockles fender 

friend.  Made from 1” wide, 

black tubular nylon webbing 

Load rated to 2500 lbs 

Sold each 

 

 

D2455 

Centre hole Shockles fender 

friend Made from 1” wide, 

black tubular nylon webbing 

Load rated to 2500lbs 

Sold each

 

D2460 

Shockles line grabber holds 

tight to any line from  

1/2 to 1”  Made from 6mm 

Dyneema cord that won’t 

stretch or kink.  Holds up to 

2000 lbs

 

1139N 

Pontoon rail adjuster for 1” 

 square tube rails

 

 1309DPCHR 

 Snap fender hooks 

 Chrome plated zinc alloy 

 1/4” max. rope size 

 dimensions: 1-9/16 x 1-3/8”

1299DPCHR      
Fender Lock.  Chrome plated zinc eye 

is permanently attached to the fender 

line.  

Eye ID 3/8" 

Flange OD 1-1/2" 

 
spare keeper  1299DP99A

55051 

Spring loaded fender 

hook - chrome plated 

brass. 5/8" opening. 

54031 

Nylon easy lock line holder.  

Base: 2-1/4" x 3-3/4". 

Holds up to 50 Ft. 1/2" line. 

54030 

Nylon easy lock line holder 

for 7/8" and 1" tubing.  

Holds up to 35 ft. 3/8" line. 

 1099 

   Fender holder  

   that mounts to a    

   vertical rail? 

 

  COOL!
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Flags

 

International Code Flag Set 
Material: Nylon 

Complete set of sewn flags 

full alphabet A-Z, 0-9, 1st,  

2nd, 3rd and Protest. 

9551 flags measure 18 x 24” 

9552 flags measure 12 x 18” 

95546    flags measure 4ft x 6ft 

            (individual flags only) 

CAN018 9X18 

CAN024 12X24 

CAN030 15X30 

CAN036 18X36 

CAN048         24X48 

CAN054 27X54 

CAN072 36X72

USA018 9X18”  

2418    12x18 

USA024 12X24 

USA036 18X36 

USA072 36X72

UKK018 9X18 

UKK036 18X36

CANADA UNITED STATES

UNION JACK

ONTARIO QUEBEC NEWFOUNDLAND NOVA SCOTIA NEW BRUNSWICK

WHITE ENSIGN RED ENSIGN JOLLY ROGER COCKTAIL HOUR

ONT036   18X36 

ONT072   36X72

QUE018   9X18 

QUE024   12X24 

QUE036   18X36

NFL024   12X24 NSA024   12X24 NBK024   12X24

WEN024   12X24 REN024   12X24 1818   12X18 9118   12X18

Code flag singles: order by the size part #  ie  9551, 

1for a single flag, -0 is a “zero” in 18x24”  95511-0 is the 

part number  

-0 zero -A alpha     diver down + azimuth 

-1 one -B bravo     protest flag 

-1st -C charlie   affirmative 

-2 two -D delta      keep clear 

-2nd -E echo       moving to starboard 

-3 three -F foxtrot    diabled 

-3rd -G golf        require a pilot 

-4 four -H hotel      pilot on board 

-5 five -I india       moving to port 

-6 six -J juliet       leaking dangerous cargo 

-7 seven -K kilo       wish to communicate 

-8 eight -L lima       need to communicate 

-9 nine -M mike     vessel is stopped 

-N november cancelled 

-O oscar     man overboard 

-P papa       the blue peter 

-PT      answering pendant 

-Q quebec    quarantine 

-R romeo     another race 

-S sierra       operating astern 

-T tango       keep clear 

-U uniform   running into danger 

-V victor       I require assistance 

-W whiskey  require medical assistance 

-X xray        stop & watch 

-Y yankee     dragging my anchor 

-Z zulu          require a tug

     Quaratine Flag    

        Yellow flag  

   32185    12 x 18”  

BEER FLAG

9218   9x18

Diver Down Flag 

4200    13 x 15”
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42391 

Sail Racing labels.  
Gives all the defini-

tions and flag sym-

bols. Easy peel & 

stick, laminated for 

outdoor protection

 

 

 

 

 

 

42390 Sailboat Control labels 
Rigging decals to sort lines & controls 

78 decals. Easy peel & stick, laminated 

42389 

Code Flag labels 

gives you all the 

definitions and flag 

symbols. Easy peel and 

stick.  Laminated for 

outdoor 

protection

200028 Pirate Flag Merchandiser 

contains 24 flags, 4 each listed below 

 1801 Pirate Girl             1803 Boarded

      1805 Surrender            1806 Fish 

Officer Flags are 12 x18”nylon. Design is embroidered

    93076 Commodore           93077 Vice-               93078 Rear  -                       

           Commodore            Commodore

93081 Secretary         93082 Past 93155 Port 

         Commodore                Captain

International Flags are 12 x18”nylon

 93071 

British 

Virgin 

Islands  

93179 

Belize 

 

93189 

Grenada 

 

93200N 

St. Lucia 

 

93209 

St. Vincent 

 

93088 

France 

 

 Cuba 

 

 

 

 

93141          

Cayman Island 

 

 

 

 

 

93181  

 Wales 

 

 

 

 

 

93234   

 Greece 

 

 

 

 

 93297  

Bahamas 

 

 

 

 

 

 N2018           

Netherlands 

 

 

 

 

 

93225 

Mexico 

 

 

 

   

  93140

New Zealand 

 

 

 

 

  93196
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327101 

Stainless Railmount 

clamp 

 

fits 22 to 25mm rail

Chrome plated brass flag pole sockets.  

Flag Accessories

Flag clips allow Burgee or 

Courtesy Flag to be flown from 

poles -black 

57925 -up to 1/2” 

57926 -up to 3/4” 

57928 -7/8” to 1”

57933  Skipper Clips - stainless steel 

utility fasteners. 4 per package. Skipper 

Clip can be attached to 

screw eye; can be snapped into 

grommet of flag.  

 

1302DPCHR 

Clamp-on flag pole socket. 

- chrome plated zinc, black plastic knob.  

- for rails 3/4 - 1"  

- 3/4" socket. 

492211 - 3/4” ID 

492212 - 1” ID 

492213 - 1-1/4” ID

220DP1CHR -3/4” ID  

220DP2CHR-1”ID 

220DP3CHR-1-1/4”ID 

         Flag Mounts 
Spring loaded clips.  

Sold per pair. 

14122 for Halyards 

14123 for Antennas

         Flag Mounts 
 

 Spring release clips for 
  mounting flags on  

 stern pole.  Sold per pair. 
 

5007100

327100 
RAIL  MOUNT  BRACKET  

 

fits rails 7/8" - 1". 

Sold per pair. 

55046 

 

Brass Flag Hook  

3-1/2"L x 3/4" Dia.  

Stainless flag clips 

pkgs of 2 

13277   7/16” 

13278   3/4”

961 7/8 - 1” rail     1/2”flag staff 

973 7/8 - 1” rail     1” flag staff 

974 1-1/8 - 1-1/4” rail     1” flag 

     staff

961 

973
974

55007100  Spring release flag clips for stern pole
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Flag Poles
This deluxe flag pole set fea-

tures highly polished 

stainless steel from top to bot-

tom. This staff is made from 1”  

304 stainless steel.  The finial 

and base are cast 304 stainless 

steel.  The unique flag clips are 

cast from 304 stainless steel 

which holds your flag taut so 

your flag is never 

tangled.

Part # Length

902 18”

903 24”

904 30”

905 36”

907 48”

Rail Mount Flag Holder 

50071059 

Corrosion resistant stainless 

pole 19”.  1/2” Pole includes 

built-in rings for attaching flags

Rail Mount 

Flag Pole  
19-1/2" Tall 

fits 7/8" and 

1" tubing.  

327123 

Adjustable Rail Mount 

Flagpole   
sliding clips mean pole can hold various 

sized flags. Fits 7/8" and 1" rail. 

327122  - 17” 

328112 replacement pole  

 

327124  

- 30” 

 

Stainless Rail Mount Flag 

Pole   

Fits 7/8" or 1"rail. 

327120

 

 

 

 

 

 

328110 Flag Pole   
without a mount. 
 (Flag not included)

Stainless Pulpit Mount 

Flag Pole 
fits 7/8” and 

1” tubing 

328115 

 

 

 
327121 Stainless rail mount  
fits rails 7/8" & 1". Holds 3/4" OD 

Poles. 

971  Stainless 

steel flag pole  

complete with 

split rings. For 

7/8 to 1-1/4” 

round rails. 

15” long with  

nylon rail clamp 

 

Solid Teak Flag Pole 

 
60748 - 18” 1” dia 

60750 - 24 1” dia 

60754 - 36 1-1/4” dia 

60756 - 48 1-1/4” dia 

60758 - 60 1-1/4” dia 
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 Epirbs Solas approved

 GlobalFix V4 

 the GlobalFIX™ V4’s robust internal GPS accurately fixes your 

exact location. Your coordinates are then broadcast via a power-

ful 406 MHz distress signal to Search and 

Rescue forces worldwide. In the absence 

of GPS data, orbiting Cospas-Sarsat 

satellites can accurately triangulate your 

position using the 406 MHz signal alone. 

A 121.5 MHz homing signal further 

guides searchers to your exact position 

2830  cat 1  (auto deploy)             

2831  cat 2 (manual deploy) 

 

 

 

2827 
SR203 Survival Radio 

GSMDSS- waterproof, meets all the 

requirements of the IMO for carriage on 

SOLAS vessels. Exceptional 

battery life of over 16 hours 

 

  

 

 

                 2921 

                RESQLINK 400PLB 

                         

                Buoyant Personal Locator  

                     Beacon with strobe and infrared 

                     strobe.  4.52”L x 2”W x 1.49”D 

                      0.33lbs, 148g

                 2922 

                 RESQLINK VIEW 

                         
                      Buoyant Personal Locator 

                         Beacon with a digital display 

                         providing live status and GPS 

                         coordinates, 0.33lbs, 148g 

         

EPIRB1 Pro Automatic 

Compact Float Free EPIRB  

State of the art 66 channel GPS receiver for fast 

and accurate position acquisition 

Float Free bracket, automatic release housing with 

Hydrostatic Release Unit, High intensity strobe 

lights, 10 Year Battery Life 

Non hazardous battery 
 

 

 702S

RESCUEME PLB 

Offers single-hand operation in even the most 

challenging situations. A simple spring-loaded 

flap covers the activation button preventing 

inadvertent use. 

Works with Cospas Sarsat. This service is 

government funded and FREE OF CHARGE  

On activation the RescueME PLB1 transmits 

your position and ID to a Rescue Coordination 

Center via satellite link, triggering the nearest 

Rescue Service to respond to your emergency. 

PLB1 provides frequent updates to your cur-

rent location to assist prompt rescue. 

730S 

 

Hydrostatic Release 

for ACR EPIRBS 

9490.1
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 Rescue Lights

     

 2278 

Rapid 

Ditch Bag 

Holds all the 

equipment needed 

to abandon ship in 

an emergency - 

Floats.  Easy-fit 

attachment for locator light (light not included).  

Internal pockets and elastic daisy chain organizer.   

External pockets allow instant access to EPIRB and 

GPS.  Customize with survival equipment for your 

sailing/boating conditions.  Water resistant, rugged 

fabric withstands years of service; 1250 denier coat-

ed nylon exterior, 200 denier coated nylon liner with 

bias tape finished main compartment seams.  

Durable, self-repairing zipper.  Shoulder strap func-

tions as tether, leaving  hands free in an-emergency.  

OVERALL 28.5"w X 14.75"h X 10"D 

SOLAS APPROVED

 

 

 

 

 

 

 2277  
Hydro Pouch Waterproof  Bag 

up to 30 feet for 30 minutes 

 

2279 

RAPID DITCH 

EXPRESS 

BAG 
Large capacity holds 

your essential gear for 

abandon ship situations. Soft bracket mounts Gear 

Bag to bulkhead or Bag stows in an easy access 

location.  Closed cell "life jacket" foam construc-

tion, internal pockets, elastic daisy chain organizer.  

Four snap-hook tethers inside to keep product in 

place.  Water resistant, rugged fabric 600 Denier 

Polyester with large self-repairing zippers.  Built in 

Tether Strap for Bag to allow hands free use in 

water.  External Pocket allows for instant access to 

EPIRB. 

OVERALL - 19"W x 15"H x 7"D

  2914 SMARTSART3 
Search & Rescue Transponder. 

Enhances radar returns with 12 

intense blips - the first blip repre-

sents the SART.  Unit only transmits 

when interrogated by 9 GHz radar.  

Integral vessel mounting bracket and 

pole. 19 meter (33 Ft.) lanyard for 

security.  Manually activated.  Batteries have 

5 year replacement life, (10 year storage 

life).  Operating life - 96 hours in stand-by 

mode, in excess of 8 hours in operational 

mode.  

 

LED C-light 

Personal 

Distress Light 

 

 

 

 

3962  H2O water activated 

3963  Manual activated 

 

 

 
 

 

 

LED C-strobe 

Personal 

Distress Strobe 

Light 

 

 

 

3964  H2O water activated 

3965  Manual activation

 

 

  3764 

 Hemilight 3 
 

 

 

Survivor Light 

Automatic SOLAS lifejacket light, 

water-activated light works in both fresh water 

and seawater. Deactivate simply by pushing the 

red button   

Rounded edges maintain integrity of inflatable life 

jackets.  Attachment loops accomodate up to 2” 

wide webbing 

Highly visible flashing LED light. Non-hazardous 

lithium 

battery  with a 5 year life (not replaceable) 

Operating life exceeds 8 hour requirement - 

typical life of 20+ hours.

 

Firefly Pro LED 

produces over 41 candela 

of light per strobe for up  

to 56 hours of use with 

standard alkaline batteries 

Using wide light emission 

LED’s it cuts through the 

foulest conditions creating 

a super bright flash visible for over 

3.5 miles 

 

3970.3   Strobe 

3971.3   Waterbug (water activated) 
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MOB/Survival

785   (L90) Spare Parts ONLY 

replacement bracket - 785B 

replacement bulb    CM-1211

787 

Lifebuoy light 
Meets regulations for recreational vessels.  

Operates on 4 "D"  cell.  

Replacement / Spare Bulb - 3706

54057 

Stainless SteelRail Mount for  

Lifebuoy Light

81 

Lightweight design features six 

hand grips, less drag. Bright 

orange colour. 
Perfect for your 

 BAYWATCH Hallowe’en Costume 

too!!

L161 
SOLAS approved Lifebuoy light 

has a 2CP output, and a 2 hour 

duration by regulation 

Intrinsically safe 

5 year life

 

  
 

 

 

 

 

61009 Recreational lifebuoy light 

 

61010 Lifebuoy light with bracket 

SOLAS approved (L170)

WP165   ManOverboard Wheel  

One side of this two-sided wheel directs initial actions and 

recovery when a person goes overboard; the reverse side 

describes the 5 steps of the Williamson Turn maneuver.The 

Williamson Turn, sometimes referred to as the button hook 

turn, is a time-honored rescue technique used for vessels under 

power when the location of the overboard person in the water 

is uncertain. When a person falls overboard, immediate action 

is crucial. The priority is to position the vessel near the over-

board victim as soon as possible. To do this, the vessel must 

quickly reverse course by running a reciprocal course. A recip-

rocal course is putting and holding the vessel on a course that 

is exactly the reciprocal of the original course. 

          3947    SM-3 Buoy 

                   Marker light 

 

High intensity LED strobe 

which provides 360° visibility 

for approximately 2 miles. This 

marker light facilitates rescue 

by automatically activating  

and beginning to strobe when  

in the water, working for over 

40 hours at 30oC (86oF) or  

over 24 hours at -1oC (30oF).  

SM-3 floats upright in all conditions 
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Liferings

 

  24” (610mm)size is approved for 

Recreational Vessels, 30” (710mm) 

is  S.O.L.A.S. Approved for 

Commercial use. 

94520    610mm Orange 

94524    610mm White 

94530    710mm SOLAS Orange  2.5kg 

94531     710mm SOLAS Orange  4.5kg

 

9615 

Lifering holder. Can be fixed on bulk-

head or rail.

2015 

Stamped aluminum powder coated for 

7/8 or 1" rails.  

Nylon strap to secure lifering. 

9623 
30” Ringbuoy holder.  3 point mounting 

system ensures better hold for the larger 

sized ring.

9616 

Holder for Ring Buoy - with nylon 

holder for life buoy light.  

9617 

Line or Ringbuoy holder.  Nylon with 

shock cord for fastening. 

11818 

Stamped 

Stainless Steel. 

570006 Lifering Station 

Rugged polyethylene case 

houses one 24” lifering 

Bright yellow 

570007  Replacement vinyl cover only 

1017DPCHR   

 Perko ring buoy 

holder.  Chrome 

plated brass 

4-1/2” LOA

 

 

 

 

 

 

        600015 Life ring lettering kit 

includes 2” black letters & numbers (4ea) 

plus symbols.  Made of 4 mil marine  

grade vinyl 
 

**recreational boating only (commercil must be 4”)

 

 

 

9624 

 Ringbuoy holder 

 for 24” life ring

374  Ringbuoy Holder 

Holder is constructed of anodized 

aluminum, comes with 60ft of white 

polypropylene floating line with a 

float attached.  Fits all sizes of ring 

buoys.
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9628 
SIGNAL MIRROR  

Unbreakable, non-corrosive, 

 highly reflective.  

ManOverBoard Poles

 

94500 
Rail mounted sling for 

easy Man Over Board  

rescue.  Provides flota-

tion as well as a means 

of hoisting a person back 

aboard.  (Block and 

Tackle not included.) 

The finest Horseshoe Buoy with  
built-in Sea Anchor.    
Extra strong vinyl coated. 

 Nylon cover with heavy-duty zipper over 
closed cell plastic core. Will not rot or 

mildew.  Stainless steel hardware  
throughout. Built-in sea anchor slows buoy 

when blown in water. Eliminates the  
need for a separate drogue chute. 

 
JB1020  

(please note! horseshoe buoys 

 are USCG approved only)

 

 

 

 

 

 

34036  
Floating lanyard uses flexible 

tubing to provide float protection

Life Ring Cabinet only with Unbreakable polycarbonate 

window with stainless steel hinge and fittings.

 

 

505024  fits 24” Lifering 

Cabinet is 27” diameter 

x 5” deep 

 

507030  fits 30” Lifering 

Cabinet is 34” diameter 

x 6” deep

CrewWatcher is an app-based 

crew overboard alarm system 

that is the fastest way to rescue 

a person who is overboard. 

The system works like a virtu-

al lifeline and is made up of 

two components: a smartphone 

application and a small beacon 

that can be comfortably worn 

by each crew. The beacon does 

not require complex manual activation. The alarm 

will trigger automatically in a Man Overboard 

(MOB) event. Should someone go overboard, after 

sounding the alarm, the app will automatically pro-

vide lat/long coordinates of the MOB event, the 

time of the event, and will visually guide the res-

cuer using the virtual MOB compass. 

 

Crew1 includes one beacon 

Crew2 includes two beacons
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Flashlights & Searchlights

2971 
Aluminum flashlight with 

Krypton bulb.  
Takes 2-AA batteries/ not included

2977 Utility Kit 
comes complete 

with:multi-tool, flash-

light, compass in a 

pouch.
7914 
Fox 40 LED Flashlight 

water-resistant, floating 

 

7915  2 pack of LED Flashlight

 

1608 

 
Flush mount spot 

light Aluminum, 

white housing, 8-30 volt,  

wattage: 4 x 3W, beam angle: 110D 

LED life: 50,000 hrs

Bracket mount spot 

light can be adjusted 

 vertically & horizon-

tally. Aluminum, 

 white housing 

 8-30 volt 

 wattage: 6 x 3W 

 beam angle: 110D 

 LED life: 50,000 hrs 1609

 

14180 

LED Stainless Steel Cabin 

mount Manual Searchlight 

8”H above deck, 1100LM

 LED Searchlights

1.5” Round LED Spot Light 

Stainless bezel, white LED 

  6342SS7    

80600-7 

SOLAS Approved, Equipped 

with 10 Foot Pigtail Cable 

Power: 12 Volt / 50 Watt Halogen 

Bulb,Watertight Submersible with 

Morse Code Capability 

Black elastic rubber housing

Searchlights
22050A  Wireless Spot/Flood light  

with remote. 316 stainless steel 

base, 304 stainless steel head.12V 

power.  

350 degree horizontal, 60 degree 

vertical two speed movement.  

H4 halogen bulb

    Rechargeable  LED Spotlight 

with 5/5W LED, 350 lumens,3000ft 

range.  lithium battery, 1500m AH 

2.5-3 hours on full charge  

    50024251

RCL-95 LED Searchlight 

12/24V  470,000CD 

Remote controlled 

1958  White 

1959  Black
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Constructed of solid brass with a 

polished chrome finish, providing 

an attractive as well as effective light source.  It 

includes an 8Ft. wiring harness, single joystick control, 

both the 60D vertical and 370D horizontal sweep.    

5” Spare Bulb - 67296-0000 

7" Spare Bulb - 67262-0000

 

 

 

 

 

Replacement bulbs; 

 

 

 

 

816 -12Volt 10” (for Perko Solar-Ray searchlights) 

 

60020-0000 

135SL Remote 

Control 12V 

Searchlight  

The 135SL Remote 

Control, rectangular 

searchlight, delivers 100,000 candlepower. 

Includes a 15 Ft. cable attached that  splices to 

the leads on the switch. It has a 75D vertical 

sweep.  
Spare Parts:  Bulb - 18753-0178,        

                    Lower Housing & gear - 60024-1000 

                    Base Kit - 60027-1000 

                Control - 60030-0000

61050-0012 

155SL Remote 

Control 12V  

Searchlight 

 

The new leading 

light for style, performance and value.  

100,000 CP, 320D rotation, 70D vertical 

sweep.  Complete with 15 Ft. cable, 

optional extension cables extra.  
Bulb: 18753-0528

1956  
RCL-85 LED Searchlight 

comes with a wireless 

handheld remote to rotate 

the light 350 degrees. 

With an 8-degree beam angle, the light can 

tilt 90 degrees, Strobe function to signal 

for help. Electronics located in the water-

resistant head for better protection. 

6 High Flux LEDs, 240,000 Candela, 

max beam distance 3215ft 

2 amps (12V) to 1.1amps (24V)

180CB012 

Cabin Controlled Searchlight 
- Stainless components  

- 100W 

- chrome plated housing 

- seawater resistant 

- heat resistant glass, 

sealed mirror reflector.  

- 7-1/4" Dia, 225,000CP 

1931.3 
RCL-100D 24V 

Searchlight 
200,000 candela.  Internal 

elevation mechanism provides 

pitch control of spotlight beam; protects elevation 

mechanism from weather. Includes a fingertip remote 

control Point Pad™; up to three remote Point Pad™ 

units may be installed on system; surface/flush mount 

options included. Rugged triple-primed and sealed, 

marine grade aluminum housing.  15ft Wiring har-

ness.  Salt water-resistant construction with nylon and 

phenolic washers, aluminized stainless steel screws 

with insulating lubricant.  Application: Sport yachts, 

mega-yachts, sportfish and commercial vessels 

Spot & Searchlights

Spare Parts: 

Replacement remote panel; 
Square 66120-0000 
Round 43670-0003 
Cables; 
43990-0014        15ft 
43990-0015        25ft 
60035-1000        bulb retainter kit 

62026-4002 9-1/8”H, 5” Dia 

62040-4002 13”H, 7” Dia.

43990-0013 
10ft Extension harness for 135SL, 

145SL, 155SL searchlights

5” Spotlight/Floodlight kit 

Spot: 72,000 CP 

Flood 30,000 CP 

  22040A 
spare bulb 22014-P 

 

 This spot/floodlight can rotate 350 

deg and move up and down through 

an 70 deg arc. 

Wireless Remote Spot Light 
Universal 12/24 V circuit with 100W, H3 halogen 

bulb.  370 degree sweep, 120 degree tilt(75up/ 45 

down) wirelss dash mount remote, 5 year warranty 

 202319  12V Halogen bulb 

 202320  24V Halogen bulb 

white    SPL-12W 

black     SPL-12B 

chrome  SPL-12C

Remote options 

 SPLR-2 wireless 

   (included with unit) 

 

          

 
SPLR-1 

handheld

SPLR-3 wired remote



email:info@brewersmarine.com  183

Heaving Bags
 

 

 

 

10407 

WATER SAFETY ROPE 

AND FLOAT - FOX 40 
This is the rope/float combination to have "on duty" for any water sport, 

beach or pool activity.  Our premium quality floating rope is made from extra-

fine polypropylene filaments woven into a high-density braid.  It's much soft-

er and easier to handle than conventional coarsely-braided rope.  Fox40 

strength is premium -- lab-tested to 900 lbs. breaking strength.  50Ft. (15m).

 

 

 

 

10405 

WATERCRAFT SAFETY  

THROW - FOX 40 
For use anywhere the potential for water rescue exists.  Superior alternative to 

fabric throw bags, heaving lines and ring buoys.  Blow-molded construction 

features an integrated handle.  Quick-release plug prevents the rope from 

deploying inadvertently.  50Ft. (15m) length of premium-quality polypropy-

lene braided floating rope has 900 lbs. breaking strength. 

 

 

 
9501 

Fox 40 Heaving Line 
50 feet of 3/8"premium braided  

polypropylene rope, 900lb breaking strength, 

in a waterproof, drawstring bag

 

  

 

9509 

Fox 40 Superior Throw bag 

90 feet of 3/8” premium braided 

polypropylene rope, 700lb breaking 

strength, in a durable drawstring bag. 

 

 

 

 

 

 

 

 

 

 

9622 

Stainless Steel Bracket for 9621.   
Complete with rail mount.

9630 

 

WOOD PLUG SAFETY SET  

10 Plugs from 1/4" - 1". 

170 

 

RESCUE KITE -  Sky-Alert  

Parafoil Rescue Kite  

9605 

 

PROTEST FLAG   6" x 9"  

Fastens to Shrouds in accordance 

to racing rules.  
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Radar Reflectors
 

                      1541 - 12” 

1542 - 18” 

 

RADAR REFLECTORS  
Manufactured of light alloy.  Features protective caps  

on outside corners to prevent scrapes and scratches.  

Disassembles for flat storage.  

 

 

151 

 

DAVIS EMERGENCY 

RADAR REFLECTOR 
11.5" dia. Compact, lightweight and affordable unit 

 that disassembles and stows flat for storage.   

Made of special plastic oil laminate. 

 

 

 

 

  152 

DAVIS ECHOMASTER RADAR 

REFLECTOR 
Standard Echomaster -11.5” dia  Can be 

assembled around a Backstay or suspended 

from a line.  Anodized marine grade aluminum plates.  Deluxe 

mount may be purchased separately. 

 

156  Hanging system for Echomaster Radar Reflector

1543 

 

2.5 Mile Range  

20"L x 2-1/4”Dia.

1544 

 

5 Mile Range 20” L x 4-3/16" Dia

1545 
Allows tubular radar reflectors to be mounted on 

horizontal  

surface. 

Ideal for surface mount  

application  - (i.e. powerboats)

Tubular Radar Reflectors

 

    Navy Star Radar Reflector 
           1547 - 14” diameter, 13”H 

1549 - mast mount bracket  

Tubular radar reflectors 

with plastic base 

2.5 mile range

154750     14”H    

154725     19.7”      

both are 2-1/4” dia. 

Self Isolation
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Flares

We carry Canadian Coast Guard and SOLAS approved products

IT’S 
THE 
LAW

Be sure you are up to  
date on flare information!!

 

 

Type B 

 

5001  Each 

5002  3/pk 

Twin Star 12G shells 
The same size as the old single star shell which means they 

will fit in existing guns and flare kits.

 

 

Type B 

 

 

5028 3/pk 

5029    6/pk  

Twin Burst Hand Launch Flare   
Approved for  recreational use.

 

Type C  

 

5043 Red 

5044 White  

Handheld Flare   
One Handheld pinpoint 

flare. Equal to one 

approved flare.  SOLAS 

approved for commercial and recreational use.

 

Type A 

 

5045 Red 

5046 White Illuminating 

90,000 cd, 28 second burn time 

Parachute Flare   
Equal to one approved flare.  

SOLAS approved for commercial and 

recreational use.

 

 

 

D Type 

 

5048 

Lifesmoke - Mk3  
One three minute smoke 

equal to one approved flare.  SOLAS approved for commer-

cial and recreational use

 

 

 

5042 

MAN OVER BOARD   
Light and Smoke

Remember! 

All flares are subject to a dangerous goods 

surcharge!

* White flares are NOT approved
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Flare Kits

 

Gun and Shell Kit 
Convenient size for easy storage, all  
your legal requirements in one case! 

 

For Boats 6 - 9m (29.6ft) 
50026 - Includes 12 gauge gun, 

6 twin star shells in a flat case 

 

For Boats up to 24m (78.9ft) 

50027 - includes 12 gauge gun, 

12 twin star shells in a flat case

 

 

50022 

For Boats 6 - 9m (29.6ft) 
Includes 12 gauge gun, 6 twin star 

shells in a clam pack.

5078 

Safety kits for boats 6-9m 
1 Water Resistant container filled with the following: 

1 Heaving Line 

1 Bailer  

1 5BC Fire Extinguisher  

6 twin Star "B" Flares   -   

1 Waterproof Flashlight. 

1 Whistle 

1 Utility Kit 

           Meets Coast Guard Regs! 

 
6 shells and one gun all packed neatly into  

a waterproof bag! 

50024

5012  

Distress Flag 
Each corner features a  reinforced 

brass grommet for secure tie 

down. 

3ft square

5011 

Flat Storage Case

5013 

12 Gauge Gun

C -1002  Electronic SOS Distress Light 
The SOS Distress Light is a LED Visual 

Distress Signal Device that meets U.S. Coast 

Guard requirements to completely replace 

traditional pyrotechnic flares. Unlike tradi-

tional flares, this electronic flare never 

expires which solves the challenge of flare 

disposal.  This floating electronic flare can 

be hand-held, tethered, or hoisted aloft. It 

runs up to 60 hours, unlike traditional flares 

which last minutes or less. 

Flashes ONLY the SOS light sequence, 

includes a daytime distress signal flag  
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 Highly Reflective Tape 

Manufactured to a minimum 

of 700 candlepower 

brightness. Easy to apply, 

rub firmly into place at tem-

peratures above 10C to a 

clean, dry surface of metal, 

plastic, fiberglass or wood. Red/Silver 

2” x 10ft roll RE2110 

2” x 25ft roll RE2125 

 

 

 

 

 

 

 

 

 

 

 

 

 

REFLECTIVE TAPE - SOLAS GRADE 3150 

A flexible, encapsulated lens, highly reflective 

material.  Pre-coated with an aggressive pressure 

sensitive adhesive.  The sheeting remains highly 

reflective when totally wet, as well as when viewed 

at wide entrance angles.  Honey-comb pattern 

designed for nightime visibility of life support 

equipment.  This sheeting has successfully been 

applied to most cotton, nylon rubber and laminated 

or coated materials normally used in the manufac-

ture of life support equipment.   2" x 50 yards. 

56643

3M REFLECTIVE TAPE  

Highly flexible, durable, 

adhesive coated sheeting 

designed for areas that 

require bright night time 

light reflectivity.  Will 

work on metal, glass, 

fibreglass, wood and painted surfaces. 2" 

x 36"   Silver  

03456 

3M REFLECTIVE TAPE  
perfect for boat trailers, 

docks, watercraft, ATVs, and 

snowmobiles.  Approved and 

certified for the Department 

of Transportation.  Self-adhe-

sive, durable presealed edges, 

non-meta1lic.  

2" x 12" (2 strips) 

Alternating Red/White.  

03463

Safety Accessories

10404   

WATERCRAFT SAFETY BAILER 

KIT - FOX40 

Our premium 4-in-1 package that 

offers maximum quality, perform-

ance and value. Watercraft Bailer  

Marine Flashlight, Pealess Safety 

Whistle,Water Safety Rope and 

Float. 

 

 

 

 

 

 

 

779 

Boat Essentials Kit Includes:  

50 Ft. rope, Fox 40 whistle, 

waterproof flashlight and 

container (when empty - acts 

as a bailer)

5070 

 

 

 

Small Watertight Container 
- contents not included. 

5071 

 

 

 

Large Watertight Container 
 -contents not included. 

774 

 

This boat bailer has a screw top 

lid with O-ring gasket that makes 

the perfect dry storage box for 

essential emergency gear. 

 

 

 

 

 

 

 

7929 

Paddler’s Safety Pack 

includes;  Micro 1st aid kit, Fox 40 

pealess safety whistle, 50ft rope, 

LED light, sponge, waterproof  

screw-top container/bailer, 2 glow 

sticks, compass all in a dry bag.



188 Phone: 1-800-263-8328

Safety Stuff
HAMMAR - HYDROSTATIC 

RELEASE UNIT  

- automatically 

deploys liferafts  

when ship is  

sinking. 

 

40620- standard 

40620E - for 

EPIRBS

 

 

 

 

 

 

 

 

5032 

Liferaft Knife. 

 

5036 

FIRE PAIL - 

round bottom.

 

5030 

Fire Axe

 

 

 

 

 

5052 

 Signaling Lamp 

     Waterproof/ Morse Code

 

 

 

5035 
Approved Liferaft Ration (1/2 Kilo) 

per Government guidelines - 1/2 Kilo 

rations per person/per day. - therefore - a 

case of 30 rations - will provide 30 peo-

ple with rations for one day. 

(or, 15 people for 2 days, or,  5 people 

for 6 days etc.)

 

 

 

 

 

5033 

Approved Liferaft  

Drinking Water (15L per case) 

- per Government guidelines - 1-1/2 L        

per person/ per day  

 

 

 

 

 

 

5056 

Rescue quoit and line

 

 

5034 

 

Waterproof 12L 

Flare container 
16-1/2” height,  

7” diameter 

 

5041 

Line thrower 

Unit 

 

5040

Replacement 

rocket

 

CC0546M 

10qt Galvanized 

bucket with lanyard

325000STS 

AXE BRACKET FITS UP 

TO 6" BLADE 

Stainless Steel.
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4003C 

 Ladder 

Embarkation 

 

4010C 

 Lifering

 

4012C 

 Lifering with 

 Light

 

4015C 

 Lifejacket 

 (adult)

 

4026C 

 Muster Station

 

4027C 

 Child Lifejacket

 

4060C 

 Emergency 

 Escape

 

4175C 

 First Aid

 

4347C 

 Defibrillator

 

4410C 

 Life Boat

 

4412C 

 Life Raft

 

4422C 

 Immersion Suit

 

4424C 

 EPIRB

 

4427C 

 Parachute Flare

 

4521C 

 Breathing 

 Apparatus

 

6422C 

 Fire Extinguisher 

 (Red)

5039 

 Live-saving Signals, English on one 

side, French on the other

401T 

 Final Exit  120 x 340MM

IMO SIGNS 150x150MM

Please contact us for a complete range of IMO signs
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FitzWright Liferafts

Part No. Description
Length x Width x Height 

(mm)

Weight 

(kg)

FW-LRY04-II-V 4 person ISO pk-II  Valise 600 x 400 x 280 36

FW-LRY06-II-V 6 person ISO pk-II Valise 700 x 400 x 270 41

FW-LRY08-II-V 8 person ISO pk-II Valise 700 x 450 x 290 46

FW-LRY10-II-V 10 person ISO pk-II Valise 700 x 500 x 280 52

FW-LRY04-II-G 4 person ISO pk-II  Container 730 x 490 x 310 47

FW-LRY06-II-G 6 person ISO pk-II Container 730 x 490 x 310 51

FW-LRY08-II-G 8 person ISO pk-II Container 780 x 530 x 365 57

FW-LRY10-II-G 10 person ISO pk-II Container 780 x 530 x 390 62

ISO-9650 CERTIFIED, 3 year service interval, vacuum packed, assembled in Canada 

Manufactured from high quality, abrasion resistant polyester fibre, high visibility LED light on canopy 

High strength, inflatable boarding ramp for greater support, thermal reflective floor, easy-boarding knee step 

Complies with ISAF Offshore Special Regulations 

SOLAS reflective tape on canopy
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Inflatable Lifejackets
Mustang’s Hydrostatic inflator needs only to be submerged 4 inches for the  

hydrostatic pressure to open a pressure valve, releasing a firing  
mechanism and automatically inflating the PFD.

Hammar Auto Inflate 
Reliable Inflation - The PFD inflates under hydrostatic pressure  and will not inflate  

prematurely due to rain, humidity, or water contact 

(the PFD can also be inflated by pulling the activation cord). 

Low Maintenance - No inflator maintenance is required for five years, unless fired 
 

Lightweight, comfortable design features neoprene comfort collar 

38lb buoyancy when inflated 

Cylinder is contained inside bladder to protect against corrosion 

Durable 420-Denier nylon and heavy duty polyurethane coated nylon 

Strobe light holder, safety whistle and SOLAS reflective tape on bladder 

Back up oral inflation tube 

D-Ring

Hammar Auto Inflate with Harness 
Reliable Inflation - The PFD inflates under hydrostatic pressure  and will not inflate  

prematurely due to rain, humidity, or water contact 

(the PFD can also be inflated by pulling the activation cord). 

Low Maintenance - No inflator maintenance is required for five years, unless fired 
 

Lightweight, comfortable design features neoprene comfort collar 

Integrated sailing harness exceeds ORC standards 

35lb buoyancy when inflated 

Cylinder is contained inside bladder to protect against corrosion 

Durable 420-Denier nylon and heavy duty polyurethane coated nylon 

Strobe light holder, safety whistle and SOLAS reflective tape on bladder 

Back up oral inflation tube 

MD3157  HIT Inflatable, Canadian Standard Lifejacket. 

Orange Vinyl covering will 

wrap all around both the 

front and the back. This will open up a lot of storage space on 

commercial vessels and still meet 

commercial transport 

requirements.

MIT 70   Inflatable 

Smallest PFD approved, 15-1/2 lbs buoancy 

Harmonized Level 70 - Canada and USA 

High visibility, contrasting fabric when inflated 

MD3153-13  -  black 
MD3153-123 - red/black 
MD3153-262 -grey/black 
MD3153-T3 - High Visibility 
 
MA7214 - Re-Arm Kit

MD3154-13  -  black 
MD3154-123 - red/black 
 
 
MA7214 - Re-Arm Kit

 
MA7214 - Re-Arm Kit

T3

MD4031 - Manual 
 
MD4032 - Auto inflate 
 
 
MA4031 - Re-Arm Kit



MIT 100 Convertible Inflatable 

Auto/Manual - 28lb    Converts between  

automatic and manual by easily  

swapping inflator caps 

Zippered hip pocket to carry 

converter cap 
MD2040-4     Red 

MD2040-191   Admiral Gray 

MD2040CM    Camo 

 

MA2030 Re-arm kit  
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Inflatable Lifejackets

ELITE Hydrostatic Inflatable - 26lb buoyancy 

the Elite™ Inflatable PFD stays put at high speeds, lets you move the way you want and NEED to 

and provides automatic inflation powered by Hydrostatic Inflator Technology. The 3D chassis 

reduces drag at speed, the wide shoulder system eliminates neck fatigue, a wicking mesh liner 

improves all-day comfort, dual-side adjusters ease fit and an exclusive sleek inflation handle pre-

vents snags. The bright fluorescent yellow-green inflation cell provides 28 lb buoyancy when 

inflated and improves visibility in a rescue scenario. 

MD5153 - 13 Black 

MD5153BC Red 

Colour Automatic     
MD201503-191 Admiral Grey MD201703-191 

MD201503-4 Red MD201703-4 

MD2015C3 mossy oak MD2017C3  

w/SOLAS tape MD2017T1    

 

MA2014 Re-arm kit for both   

Membrane Inflatable Technlogy (MIT) 100 
made of stretch fabrics, weigh less and are a flexible fit    26lbs buoyancy 

ReArm Kit if MA5183

 

 

 

 

 

 

 

 

MA3032 
Leg strap assembly for Mustang inflatables 

for a more secure fit  

 

 

 

 

 

12” Belt Exenders 

 

MA7632  2” Buckle 

MA7637  1-1/2” Buckle

 

 

 

 

 

 

 

 Belt Pack PFD 

 22.5lbs Buoancy 

 Manually inflates by pulling the 

activation cord. 

33lbs / 150N of buoyancy when  

inflated.  Lightweight ergonomic fit 

Minimalist, stays out of the way 

until activated 

 

    MD3070-191   Grey 

    MD3070-268   Blue

 MIT 150 Convertible Inflatable 

Auto/Manual - 38lb    Converts between  

automatic and manual by easily swapping 

inflator caps.  Zippered hip pocket to carry 

                           converter cap 

                            MD2021-191  Admiral   

                       Grey 

                            MD2021-4      Red 
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MA5183  Re-Arm kit A contains; 
One 24 gram CO2 cylinder/inflator body 

Inflator cap with metal pull handle 

metal key 

re-arming manual  

 

For model numbers: MD5183, 

MD5183 BC, MD5183 KF, MD5153, 

MD5153 BC, MD5153 KF. 

       MA5283    Re-Arm kit B contains; 
  One 33 gram CO2 cylinder/inflator body 

Inflator cap with metal pull handle 

Metal key 

Re-arming instruction manual  

 

 

For inflatable PFD model numbers: 

MD5283, MD5253, MD6284, and MD6254.

M MA7214  Re-Arm kit C contains; 
One 33 gram C02 cylinder/inflator body 

Inflator cap with plastic pull handle 

Metal key 

Re-arming instruction manual  

 

For inflatable PFD model numbers: 

MD3153 (02/LE/T3), MD3154 (02), 

MD3155, MD3157, MD3183 (02/GS/LE/T2/T3), MD3184 

MA2014  Re-Arm Kit D contains; 
      One 24 gram CO2 cylinder and bayonet 

assembly 

One bobbin (used for automatic PFD 

models only) 

One re-arming instruction manual  

 

For model numbers: MD2014, 

MD2015, MD2016, MD2017, and versions CM and T1. 

MA7114  Re-Arm kit E contains; 
One 33gram CO2 cylinder 

One bobbin (use only with automatic 

inflatables) 

One re-arming instruction manual 

 

Replaces:  MA7202 and MA7203  

MA7113  Re-Arm Kit F contains;  
One 33 gram CO2 cylinder 

One green inflator pin 

One automatic inflator bobbin (use only 

with automatic inflatable PFDs only) 

One re-arming instruction manual 

 

Replaces:  MA7174, MA7170,                         

MA7270 

MA4031  Re-Arm kit H contains; 

                         One 17 gram CO2 cylinder 

                              One bobbin (use only with automatic 

                              inflatables) 

                              One re-arming instruction manual

 

MA2030 contains; 

   one 20gram CO2 cylinder 

    one status ready indicator pin 

    one re-arming instruction manual 

 

for models: MD2040

 

 

 

 

 

          MA4041 contains; 

   one 17 gram CO2 cylinder 

    one bobbin 

    one re-arming instruction manual 

 

for models: MD4041, MD4042 

 

Re-Arm Kits

MA5700 - 16G 

CO2 cartridge for     

MD1165/MIV-10

MA9078  
 Bobbin Only for 

Auto ReArm Kit 
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MV1255T1-2  

 

Industrial Mesh Vest-Orange 
- Solas reflective tape on front and back.  

- mesh upper offers mobility and comfort.  

- large front pocket with velcro-closure. 

- side adjustments for dual sizing. 

S/M   L/XL    XXL/XXXL

 

 

 

 

MV3196T2 

(MV3107) 
 

Industrial Vest 

-Retro reflective tape on shoulders.  

- Sizes S-XXL and 7XL 

- Colour:  Orange. 

Epic Paddling Vest 

Four D-rings on back for attaching hydration! 

Large expandable front pocket  Segmented 

hinged body for ventilation,  Radical EZ pull 

side zipper entry, fully adjustable straps on 

shoulders and sides Breathable mesh lower 

back and neoprene shoulder pads for comfort   

SOLAS grade reflective strips front and back 

for visibility   Lightweight sculpted PVC-free 

HydroZote foam.  High-tenacity 400-denier 

Ripstop Nylon shell 

20264 XS 29-32”chest 

20265 S/M 32-40” 

20267 2-3XL  52-60” 

20268 4-6XL  62-70” 

CLASSIC COAT  

-Full length 

- storm flap 

- enhanced  

  mobility and       

  comfort with 

relaxed fit. 

- zipper closures on 

front pockets.  

- hood sold separately - page 189 
- sizes:  S to XXXL 
MC1506-2   Orange 

MC1506-4   Red   

MC1506-5   Navy 

MS185  
CLASSIC COVERALL 

Orange 

- designed for use in a 

range of environments.  

- tug-tites at thighs and 

ankles cinch easily around 

boots for improved fit.  

- velcro closures at wrists 

and ankles 

- SOLAS reflective tape 

enhances visibility 

- insulated hood  

- sizes XS to XXXL

MS195-2  
ATLANTIC CLASS 

SUIT -   

Orange 

- neoprene wrist closures 

for weather  protection.  

- tug-tites at thighs and 

ankles cinch easily. 

- ergonomic insulated 

hood easily folds into  

collar.  

- SOLAS reflective tape 

enhances visibility.  

- Sizes XS - XXXL  

                             

                            MC1506T3            

 

 

 

 

High Vis Floater Coat 

Hypothermia and floatation protection, 

full length storm flap 

Large front pockets and a full length 

storm flap - hood sold separately  

 

Sizes Small to XXX-Large

 

MA7136 

insulated hood for MC1505 

red, orange, navy blue

           MP4212  

 

      Black Classic Bib Pant 

    Foam insulation that will not   

    only keep you warm but will 

also increase your hypothermia  

protection.  

Pants have adjustable elasticized sus-

penders and zippered legs 

 

Sizes Small to XX-Large

MP4240 

 

   Black Catalyst Bib Pant 

                M-Tech Comfort System™  

   keeps you warm, dry and 

                provides hypothermia  

protection.  Fleece-lined hand warmer 

pockets and adjustable suspenders for a 

customized, comfortable fit. Durable 

Cordura® knee reinforcements, and zip-

pered legs for easy donning over boots.  

 

Sizes Small to XXX-Large
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MC5446 

 

Catalyst flotation coat is waterproof 

and breathable, tri-laminate outer shell  

M-Tech comfort system provides a 

wide range of motion and mobility  

Interior pocket, zippered chest pocket 

and front slash hand warmer pockets, 

underarm ventilation zippers Front 

cargo pockets, reflective accents for 

visibility 

Integrated hood with reflective trim, 

ComfortCuff TM technology, D-ring 

 

    SM -  XXXL

     MC1536 

ThermoSystem Plus Coat delivers 

flotation with enhanced hypothermia 

protection. Featuring a neoprene beaver-

tail to slow body temperature cooling by 

reducing cold water flushing, it also 

offers an insulated hood and neoprene 

wrist closures for weather protection. For 

extra comfort and functionality, the coat 

includes hand-warmer pockets, extra 

large hip pockets, underarm ventilation, 

SOLAS reflective tape for enhanced 

visibility and an interior radio pocket. 

Built with Mustang's High Performance Nylon™ and  
AirSoft™ flotation foam 

   

                         SM - XXXL

 Rescue 

IC9001 

 

ICE COMMANDER - ICE RESCUE 

SUIT  

-High visibility shell. 

- Safety harness. 

- Hood and face seal . 

- Removable flotation liner.  

- Watertight zippers.  

- Welded exterior seams.  

- Attached gloves with superior grip. 

- Non-slip rubber soles.  

- Ice awl pocket.  

 

SIZE:  Adult Universal (110-330 lbs., 

4'11" - 6'7") 

COLOUR :  Yellow.  

Ice Commander PRO rescue suit for cold 

 water rescue 

Modular suit made of durable urethane - coated nylon 

shell and a removeable buoyancy liner that also 

provides thermal protection.  It has integrated boots 

and gloves, and the covered diagonal entry zipper 

allow for quick donning while creating flexibility for 

the rescuer.  Adjustment straps on the wrist, torso and 

legs and an adjustment zipper on the back of the hood 

allow for a better fit.  A neoprene face guard offers 

additional protection and can be folded out of the way 

when not in use.  The suits are reinforced in high 

abrasion areas and are 45% lighter than neoprene 

suits. 

Gold in colour, solas tape and velcro patch for light 

attachment 

Size: universal adult 4ft11" to 6ft6", weight 110 - 

330lbs

IC9002

OC8003HR 

Transport Canada/SOLAS/MED approved immer-

sion suit Fluorescent yellow-green for improved 

visibility Hood offers a water-tight fit; face seal 

gives top protection from water and wind exposure 

Full length body zipper gives a water-tight seal 5 

mm neoprene removable mitts provide warmth and 

stow in sleeve pockets Non-slip durable rubber 

soles provide traction on wet surfaces Detachable 

inner buoyancy liner constructed of closed-cell 

AirSoft™ foam for maximum flotation and thermal 

insulation; liner can be un-snapped and removed for 

in-the-field repairs and cleaning Inflatable head pil-

low supports the head at an optimum flotation angle 

and provides additional buoyancy Reflective tape 

on shoulders and arms aids in night time detection; 

whistle and buddy line included Welded nylon outer 

shell provides waterproofness; high performance 

urethane coated nylon exterior makes repairs and 

cleaning easier Neoprene wrist seals allow for easy 

donning and a better seal Built in safety harness 

SOLAS Keyhole Jacket 

approved to USCG SOLAS & TC 

SOLAS 

 

MV8035 Child 

MV8040 Adult 

FW-L0147C2  

Adult SOLAS Lifejacket
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Child’s PFD     Red/Yellow 

3 buckle vest features a crotch strap 

and  buoyant collar with an easy 

grab handle. 

 

 20283 Infant  20-30 lbs  

 20295 Child     30-50 lbs  

 20296 Youth    50-90 lbs 

Childs Life Vest  

Universal Vest, red, buckles 

DOT approved 

 

20276 one size fits most

20277 jumbo vest

 

 

20244 
Four (4) 

universal  

vests in a life jacket bag. 

 

 

 

 

4444 
Four (4) keyhole 

vests in life jacket bag

Life Jackets

+
+

Adult Keyhole 

Jacket 
 

20719

 Pro Caster PFD 

 Blue Two pocket vest 

double buckle & zipper 

Reflective tape 

 

307324  L/XL 

 

20272   Fish Friends

20273 Clown Fish

20274  Race Car

Water Otter is DOT approved for 

kids 33-55lbs (15-32kg)

   Infant     Child     Youth 

Youth Vest 55 - 88 lb 

zipper & buckle  

closure, three piece 

collar cradles the head 

in water, grab loop 

MV3570-268  Blue 

MV3570-277  Red 

Child Vest  33-55 lb  

zipper & buckle  

closure, three piece 

collar cradles the 

head in water, grab 

loop 

 

MV3565-268  Blue 

MV3565-277  Red 
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Safety Harness

9999 

SAFETY HARNESS - ADULT 
Harness has center buckle, stainless release, adjustable 

waist and shoulder straps.  

Fits 31-1/2 - 47-1/4" chest. 

9995 

"JUNIOR" SAFETY HARNESS 

 Harness has center buckle, stainless release, adjustable 

waist and shoulder straps. 

Fits 15-3/4" to 31-1/2".

9996 

 

Fixed safety line with two stainless hooks. 

Line is 78-3/4" long. 

Breaking load 2000Kg. 

9997 

 

Retractable Tubular Safety Line with two 

stainless hooks - expands 39" to 78". 

Rated at 2000kg

9998 
Retractable, tubular safety line with three stainless hooks.  

One line expands 39" to 78".  

Plus 39" fixed line.   Rated at 2000kg 

9899 

 

Fully adjustable Adult Safety Harness.  

9607 

Mini Sea Anchor 
 

Requested on IOR requirements on race boats.  

Suitable for fastening on life jacket to avoid 

MOB drag or drift.

        The Manta helmet is a multi role high performance 

helmet.  High level of impact protection with 100 joules 

on crown and 90 joules off-crown rating. Gives the 

wearer excellent protection from impact / shock both 

from above or from the sides. The helmet is tested to 

seven different standards giving it the ability to be suit-

able for a diverse field of use. 

 

FS-MH/3 Red  

FS-MH/3-B Blue

       FS-MH/3-W White
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15013 

 

 

 

 

SINGLE 

TRUMPET HORN  

- all stainless steel.  

10010 

 

 

 

 

SINGLE 

TRUMPET HORN   

- all stainless steel construction. 

- 14"L x 3-1/2"W x 4"H. 

10011 

 
 

 

 

 

COMPACT DUAL TRUMPET HORN 

- 100% Stainless Exterior.  

- type 304 SS Diaphragm.  

- 16"L x 7-1/2"W x 4"H. 

- max. amp draw - 3.5 amps.  

- dB(A) rating - 110 at one meter. 

15023 

 

 

 

 

 

 

DUAL TRUMPET HORN   

- all stainless steel construction.  

- 18-1/4" & 15-3/4"L x 4"W x 5"H. 

Single Trumpet Mini Air Horn 

10104 
-12 Volt, white epoxy pow-

der coated  finish over solid 

brass 

-includes compressor, air 

tubing, fittings & hardware 

9-1/2”L x 3-1/2”W x 3-

1/2”H 

126 db at one meter, 1/3 octave band 

 

11114 Bulk

 

 

 

10029XLP 

12V Dual Trumpet Horn 

 

100% Stainless Exterior 

18-1/2”L x 8”W x 5”H 

10031-H 

Mini Hidden Horn 

 

 

Designed for below-deck, 

weatherproof installations 

105dB(A) at one meter 

 3” L x 3-1/4” W x 1-3/4” H 

When needed, grill must be ordered separately 

This horn is not designed for installation in exposed 

areas 

TRUMPET AIR HORN  
- Chrome plated solid 

brass. 

- non-corrosive Lexan 

Diaphragm.  

- includes 12V Compressor, 

air tubing, fittings and 

mounting hardware.  

 

10107 -Single 

- 9-1/2”Lx3-1/2”Wx3-1/2”H 

-126db rating at one meter,1/3 octave band 

 

10106 -Double  

-17” L x 7”W x 3-3/4”H 

-121db at one meter, 1/3 octave band

  

Horns

10035 

MINI COMPACT 

ELECTRIC HORN  

 

 

- Totally sealed sound Unit.  

- type 304 SS cover, diaphragm  

  and mounting bracket.  

- max. amp draw:  3 amps.  

- 3"L x 3-1/4"W x 1-3/4"H. 

- dB(A) Rating - 107 at one meter.

10001 

MINI TWIN 

 ELECTRIC HORN  

 

-  type 304 SS Cover, diaphragm 

   and mounting bracket.  

- max. amp draw - 6.5 amps.  

- 3"L x 8"W x 1-3/4"H 

- dB(A) rating - 109 at one meter.

International 

Shorty Horn 
Stainless steel  

diaphragm and 

mounting bracket  

ABS, triple chrome-plated housing  

Dimensions: 4-1/4” L x5” W x6-1/2” H  

Maximum amp draw: 4 Amps, 12 Volt  

Fundamental frequency: 290±15 Hz  

dB(A) rating: 123 at one meter  

10036H

10102   
12V Horn compressor only 

3/8 or 5/16 hose, 4.25” height 

11117 

Single trumpet horn-short  

126dB(A) rating at one meter

11190 Horn Grill 
5” W x 2.625”H x .375”D

11024 Horn Grill cover 

1 stainless, 1 white/pkg 

2-11/16”H x 5-1/16”W

11066 Dual horn grill 

4-11/16”H x 9-9/16”W

10079H Drop in Horn 

with black and white grills 

10.4”L x 6.9”W  x 1”D  

11168 black grill only 

11187 white grill only 

11090 white grill for 11079
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More Horns

 

162DPWHT  - PERKO   

Aluminum with white baked 

enamel finish. 

- Nylon mouthpiece.  

- 12-1/2" LOA

 

9629 

Stainless steel fog horn

 

 

 

 

 

 

9625 

Plastic fog horn 

 

 

 

 

 

 

 

11080 
Horn with screw-in grill 

11188 
Black grill for 11080

Emzone Signal Air Horn 

Non-flammable propellant 

over 120 decibel 

volume 

 

46800  1oz 

46900  3oz 

46700  5oz 

 

 

 

 

 

 

 

94220 

ECOBLAST SPORT HORN - 

with pump 

 

94230 Without pump

 

 

 

 

 

 

 

94200  Rechargeable air horn 
 

94210 - air horn without pump 

P-001 - pump only

The MiniBlast Compact Electric Horn 

features a long-lasting, non-corrosive 

ASA plastic cover and a sealed sound unit 

with stainless steel diaphragm. 

Dimensions: 4.375" L x 3.375" W x 2" H 

Maximum amp draw: 3 amps, 12 volt 

dB(A) rating: 106 at one meter (3 feet) 

 

10098 black 

10099 white 

 

 

 

 

 
Drop-in hidden horn 

with screw in grill 

11095  

Grill cover 

11124 Stainless steel 

11090 White

9627 

Bellow signal horn 

11058 

Concealed Air Horn Dual 
Solid Brass construction, 

includes compressor, air tubing, 

fittings & hardware. Internal 

space 10”W x 18.5”H x 3.75”D 

compressor: 5”L x 2.625”D

15091 

Megaphone, speak/siren/whis-

tle/horn 

Peak output 16 watts 

Range 320m 

powered by 6 - C cells 

(not included)

Blow your own Horn!
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1551 - Davis 

 Deluxe rigging knife 

with fid,and shackle key

400 

QUEAZ-AWAY  

- traveler's wristband (pair). 

9600 

Plastic 

bailer 

 

Plastic whistle for use 

with life jackets, sur-

vival suits,  life rings 

and all personal   

flotation devices. 

    

 

    9626  Economy whistle 

      

34040 

 

 

 
Fox40 pealess whistles is the preferred 

choice for personal safety.  

 

 

34046  Pearl safety whistle for kids

34043 

 

 

 

Fox 40 

Micro Whistle 
Comes with a break away lanyard 

 

 

 
 

 

 

 

 
 

 

SONIK Whistle Counter  diplay   

Get it free when you 

Fox 40 Sharx Pealess whistle 

10406 
Pealess 2-chamber whistle. Made from 

durable polycarbonate and co-molded 

elastomer for slip resistance

                      Fox 40 Classic  

                      Whistle (115 dB) 

                      with a breakaway 

                      lanyard - orange 

 

                       9903-0308  

 

                       

Rigging Knife

Fox 40  

Sonik Whistle 

34045    

All The Bells & Whistles

9507  Fox 40 First Aid Kit 
The Classic First Aid Kit contains 

71 items for small to medium 

wounds.  Soft, zippered, water-

resistant bag with pockets to hold 

products in place 

Contents label shows photo of all 

items included in the kit 
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Weems and Plath Bells 
Polished brass and Nickel bells with rich tones when struck, available in a variety of sizes, ships with  

mounting hardware. They come with a bulkhead or wall mount bracket that allows them to be easily lifted from the bracket to remove and 

store when not in use. They are durable enough to be mounted in a marine environment, aboard ship, or outside a home or business. 

bracket bell diameter nickel bracket white

WP4040WB WP4040 4” WP4040N ---- WP4WHITE

---- WP5050 5” WP5050N ---- ----

---- WP6060 6” WP6060N WP6060NWB ----

---- WP7070 7” WP7070N ---- WP78WHITE

---- WP8585 8.5” WP8585N WP8585NWB ----

---- WP1212 12” WP1212N ---- WP12WHITE

---- WP1800 18” ---- ---- ----

Brass 

11630  - 6"  

 

11633 - 8” 

Chrome 

11632 - 6” 

 

11634 - 8”

Cast Bronze 

11636 - 4” 

11637 - 6” 

11638 - 7”

Bronze 

420008POL  - 8” 

 

Perko

Ship’s Bells

Brass Nickel Lanyards

WP6060/EN4006 
6” Bell mounted  on a 9x12” high gloss 

mahogany plaque with brass plate.

    Cast Bronze 

 11639 - 8”



For Boats up to 26FT 

9640   5BC 

 

9641   10BC 

 

9646   60BC, 4A 

 (Meets BI Regulations)
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Fire Extinguishers

 

Enables Crew To Detect Engine Fires Quickly And Extinguish Them Safely 

• Allows you to visually inspect an engine compartment without opening it and adding oxygen to the fire  

• Concentrates extinguishing chemical  

• Gives you the opportunity to eliminate, or at least control, the situation until help can arrive  

• Lessens the risk of injury to crew members  

• Can be easily installed within minutes  

• Costs less than most small portable extinguishers  

• Available for both inboard and outboard applications              U6860

3 piece Fire Port!

 

 

 

 

 

AP65HD 

Heat detector with base 

170F

 

 

 

 

 

AP65PESD 

Smoke detector with base 

Photo Electric

Spare Metal Extinguisher brackets 

9648 - small 

9649 - large

 SS-775 Smoke and Fire Alarm   

9V battery operated for easy installation 

with no wiring and features a test button 

and 85 dB alarm horn.  Compact design: 

Just 4-1/4" by 1-1/2" 

Low Battery Indicator, Silence feature 

Test Button is easily accessible on the 

cover of the alarm  

 Alarm Horn: 85 dBA @ 10 ft. 

    Coast Guard approved

9643    
2.5LB FIRE EXTINGUISHER 

1A, 10BC  

   SAFETY KIT - DANGER 

(1) Fire Extinguisher  

(3) Emergency Nav. Lights   
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LED Navigation Lights
For vessels less than 12 metres (40 ft)

 
    Perko LED Navigation Lights
Black Housing Chrome Housing

170BMDP3 masthead 170MMDP3

170BP0DP3 red side light 170MPDP3

170BSDDP3 green side light 170MSDDP3

170BSNDP3 stern light 170MSNDP3

Tech Info:  12V                           Height OA: 3-5/8”       Width OA:4-1/8”     

Proj. OA:2-1/2”           Fastener Size: #10

part # description range

3520-7 bicolour bowlight 1NM

3540-7 bicolour bowlight 2NM

3550R7 port 2NM

3560-7 vert. sidelights 1NM

3570-7 vert. sidelights 2NM

3591-14-7 14” bicolour stow 1NM

3592-14-7 14”bicolour stow 2NM

6520SS4 
LED Docking Light 
Stainless Steel Housing 
White LED 

6343SS7   

3” LED Under water  Light 
Stainless Steel    Housing 

5580-7 

LED waketower all - round light for a 

radar arch, hard top, wakeboard tower 

3 watts @ 12V

Vertical mount navigation lights 

- 2NM visibility,  8-30 volt 

 

0291 green starboard, 112.5D  

0292 red port, 112.5D  

0293 masthead, 225D  

0294 white stern, 135D  

0295 combination bow, 112.5D   

Vertical mount navigation lights -2NM visibility 

 

00111LD      green starboard  

00121LD      red port  

00131LD      masthead  

00141LD      white stern  

00151LD      combination bow   

 

LED Bow Light 
Chrome plated zinc with 

plastic base colour: cool 

white 5500 - 6300k 

effective lumen: 60.3 LM 

  00155

 

  

 

 

        00100-LD 

       Plastic LED       

Masthead/Deck Light,      

12V, waterproof 

46109   

 Solar powered dock light. 

 It charges during the daytime and 

automatically turns on at dusk. 

 4 super bright LEDs, waterproof               

and shock resistant

                        86204-7 

                        LED Docking Lights with 

                        Stainless cover. 
                             Output is 550 Lumen (50W) 

                             0.50amp draw
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 LED All Round Light 

 

1582  Black 

1583  White

 

  

  00101LD 

LED Stern Light 

8” Chrome plated 

Brass

 

 

 00107 

 

 

 

 LED All Around Light 

 

 

 

 
LED Port/Starboard light pair 

Cool to the touch, long-lasting 50,000+ 

hours  

NV1011SS-1  1NM 

NV1012SS-1  2NM 

 

 

12497 

LED Stern light 

 

 

 75mm diameter, 128 lumen, 

 Stainless, flush mount light

 

 14173 

 LED Stern light 

 

 

 Stainless, flush mount 

 6 x 0.5W cool white LED, 

 60.3 lumen,  131mm x 85mm

 

 

All round LED light 
Reduced glare  

 

 1442002CHR  24” 

LED Anchor/Masthead Light 
3NM LED Anchor/Masthead light 36" 

360° visibility,    Constructed of corro-

sion resistant composites with stainless 

steel accents.  All lights come 

equipped with a durable folding base 

cast from Attwood's blend of enhanced 

316 stainless steel alloy. For use on 

boats up to 65.6 ft. (20 meters) 

7836-S-1 

High power all-round 

Anchor light 
made of ABS, 8-30volt 

1 watt, 140D beam 

 

  1300

All round stern light 
Plastic low glare lens 

universal angle 15D 

8-30 volt, 0.5 watt 

 

2635 36”

All round light 
Plastic low glare lens, with 

adjustable mounting base 

12 volt, 0.5W 

 

   1126  9-1/2”    

   1127  25”   

LED Navigation Lights
item # length

5530-24-7 24”

5530-36-7 36”

5530-42-7 42”

5530-48-7 48”

5530-54-7 54”

5530-60-7 60”

5540-54-7 54”

5557-P12A7 12”

5558-P12A7 12”

All-Round LED lights

7812-7 

LED Masthead light-12”

14" Bi-Color Pole Light, 

Straight, 3-Pin LED Light 

Long Lasting – 50,000+ 

hours 

 

NV6LC2-14BP7 
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LightArmor LED Stainless Steel,  

deck mount,  

2NM, for boats up to 20m (65ft) 

long lasting - 50,000+ hours, tell-tale 

indicators for ease of use 

 

NV2012SSG-7  Starboard 

NV2012SSR-7  Port 

NV2002SS-7    Bi-colour  

 

 

 

 

 

 

 

 

 

00109 

Led All round white light 

For boats up to 12M 

12 VDC, 

 

      

 

 

 

 

  LED Stainless housing lights 

   12V, 1.5W, 1NM 

00341LD Starboard 

00342LD Port  

00343LD Masthead 

00344LD Stern  

00345LD Combo Bow 

   

 

 

 

 

 

 

 

00124LD 

  LED Tri-Colour /  Anchor Light 

4 function light 

12V,  210mm height 

 

 

 

 

 

 

 

 

 

00127LD 

     LED Anchor Light 

     12V, 115mm height 

 

 

 

 

 

 

 

 

 

 

 

    00128LD 

LED Tri-Colour Light 

12V,  115mm height 

 

 

 

 

 

 

 

 

 

 

 

00118 

 

LED Anchor light three colour 
 

 

 

 

 

 

 

 

 

 

    

     Spreader light 

 Aluminum alloy 8-30 volt, 6 x 3 watt 

 

0809

 

 LED Spreader Lights 

 

15174 

 fixed mount 

 

 

    15175 

 Swivel mount 
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  Port Light           Starboard Light 

 

 

 

 

 

 

LED, 3 NM, less than 3.2W 

no bulb, no maintenance 

completely sealed unit 

 

959900201  black   959908201  

959900211  white   959908211

 

 

 

 

 

 

 

LED Masthead Light 
5 NM,  4W  

completely sealed unit. Pre-wired 

with 2.5m of twin core marine 

cable  

959940401  black  

959940411  white

 

 

 

 

 

 

 

LED Stern Light 

3 NM, less than 3.2W 

no bulb, no maintenance 

completely sealed unit 

 

959909201  black  

959909211  white  

 

 

 

 

 

 

NaviLED lamps use less than 10% of the 

power required to run a bulb navigation 

lamp of the same visible distance. Port and 

Starboard lamps consume less than 2 watts 

combined ! 

No bulbs, No maintenance. Ultra long 

service life 

980620811 

 

 

 

 

 

 

 
3 NM NaviLED PRO Masthead Light 

No bulbs, No maintenance, Ultra long 

service life 

MultivoltTM 9-33V DC 

Pre-wired with 2.5m of twin core marine 

cable 

959940201   black 

959940211  white

 

 

 

 

 

 

 

     LED All Round White Light 

2NM, 1W, surface mount 

completely sealed, no 

bulbs, no maintenance 

 

980960011  white housing 

           980960001  black housing

 

 

  NaviLED Pro series for Sail or 

Power Vessels to 2NM 

minimal power consumption 

BLACK                          WHITE 

959900001  Port    959900011  

959908001  Starboard   959908011  

959909001  Stern    

    

241287802 black 

 
Mount NaviLED PRO 

lamps on horizontal sur-

faces 

- Fits existing product 

range including Port, 

Starboard, Stern, Masthead, Bi-colour 

- Increases physical dimensions for larger 

vessels 

- Innovative design hides fastenings 

- Space for cable gland beneath adaptor 

- UV and impact resistant material 

    Navi LED 360 All Round light 

completely waterproof, UV and 

corrosion resistant, with 50,000 

hours of service life, 2NM 

 

        980910401   Red

Port-112.5D Starboard-112.5D Stern-135D

Hella
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LED Step Lamp  

with Stainless rim 

1 x 2 white 0.5W 

 

959680811  

 

 

      

DuraLED 50 Lamp 

Extremely powerful source of white light and 

offer a safe, energy efficient and reliable alter-

native within an easy to install, surface mount 

design. 220x96mm, 

64 degree spread, <10W, <0.80A 

completely sealed, UV resistant, 2.5m pre-wired   

12/24V      980629001

 

 

 

 

 

 

      DuraLED 12V with switch 

50000k white 

12/24V DC, <2.5W 

 

980704001   

    LED Deck Lamp - 4 LED cube 

Small and compact,  low power consump-

tion - 16W per lamp 

Die-cast aluminum housing, adjustable 

stainless steel bracket, PC lens, Cool white 

light color    3.2"W x 2.9"H x 3.2"D 

16W  

357204041

 

 

 

 

   LED Deck Lamp 

500mm of tinned ‘twin core’ marine cable is 

sealed and pre-wired into each lamp for 

absolute water tightness and reliable electrical  

connections.5500k white, 7W   

980577201  black 

980577211  white

                     LED Floodlight 
                        Module 70 Gen 4 has                       

                        three high-performance 

                        LEDs that generate    

                       2100 lumens of crisp  

white light while consuming just 21W  

of power. (1.75A @ 12V DC) 

 

 996476531   white 

 996476551   black  

 14266  
 

LED SUCTION CUP 

MOUNTED STERN 

LIGHTS - clear lens 

2 -"D" cell battery pow-

ered lights of ABS high 

impact plastic with 

thumb switch operation

 

 

 

 

 

14265 

LED 

SUCTION CUP MOUNTED BOW 

LIGHTS - split red/green lens 

2 -"D" cell battery powered lights of ABS 

high impact plastic with thumb switch  

 

 

 

 

 

14190-7 
Portable LED navigation light kit includes:  

red/green LED bow light, white LED stern 

light, quick release light mounts, pole, c-

clamps and hardware requies 3 AAA batter-

ies per light (not included)

                   

                           998543051 

 

 

 

LED Livewell Lamp 

for installation into live bait tanks with 

wall thickness up to 26mm. Provides soft 

white light. Comes with plastic nut and 

rubber gaskets for watertight seal. 

      Series 27 

Portable LED 

white light  

maximising visibil-

ity on the water. It 

is designed for 

small watercraft, dinghy less than 

7m, 4 AAA batteries  

               27440-7      
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                                  28302-7                                    

                           Black, side mount 

                           LED Port light 

 

 

 

12V, 2 NM, sealed for life  

prewired with a two-wire lead 

maintenance free 

Series 33 

 (2 mile) LED  Side 

Mount features an  

aluminum heat sink for 

reduced weight, a slim-

mer profile and an 

extended service life of up to 20,000 hours. 

two mile visibility for power and sail ves-

sels up to 65'. Completely sealed and water-

proof. Black       White 

33202-7  Starboard    

33302-7  Port       

33502-7  Stern      33503-7 

 

 

 

 

 

24227-7   Series 24 Port/Starboard Lights  

stainless-steel light,  12V DC/10W bulbs 

for powerboats  up to 12m. Each light con-

tains a small indicator light located on the 

back of the light which lets you know the 

light is on and functioning correctly without 

having to view it from the front.

 

25000-7 

All around pedestal 

mount. For power/sail-

boats up to 39`(13M). 

Rigid, saltwater and 

non-magnetic polycar-

bonate. 2 nautical mile visibility. 3 hole 

mounting on flange, requires 2 spade con-

nectors (not included).

         Vertical Surface 

Mount, Light Color: 

Red / Green, Black 

Housing  

Operating Voltage: 12 / 

24 Volt DC, Power 

Consumption: 3 Watts 

Visibility: 2 NM, Dimensions: 3.87" W x 

4.25" H x 2.37" D 

 

43100-7 

 

 

 

 

 

 

           All round light,  

black housing 

          10W, 12V, 2NM 

 

40004-7  Red     
 LED, Series 34   fea-

ture a slimmer profile 

and an extended serv-

ice life of up to 20,000 

hours. 2NM visibility 

for Power & Sail  

vessels up to 65'. Completely sealed and 

waterproof. 

BLACK      WHITE 

34202-7   Starboard     

                 Port             34303-7 

34502-7    Stern               34503-7 

  34004-7 Red 

 

   LED All round 

Light, Series 34 
has an automatic 

monitoring system to 

account for LED out-

put degradation — after 20,000 hours of 

use, Series 34 lights will flash a signal indi-

cating it is time to retire them.  

 

 

 

 

 

 

 33100-7 

  LED BiColour Light 
Green and Red Lenses, Black Housing, 

Orientation: Pulpit Top or Bottom 

Power: 12 Volts DC, Visibility: 2 NM 

 

34400-7 Masthead  

 
LED lamp features a 

slimmer profile, lower 

power consumption 

and an extended serv-

ice life of up to 20,000 hours. 2NM visibili-

ty for Power & Sail vessels up to 65'. 

Completely sealed and waterproof.  

Series 40 Lights 
 

Quicfits system for easy  

dismounting for transport & 

winter 

storage. BAY 15d, 10 / 25 

W included, 2NM visibilty 

40400-7   Masthead 

40600-7   Tri-Colour 

 
 

 

  Tri-colour / Anchor 

34707-7  White 

 
LED lamp features a slim-

mer profile, lower power 

consumption and an extend-

ed service life of up to 20,000 hours. 2NM 

visibility for Power & Sail vessels up to 65'. 

Completely sealed and waterproof. 

Aqua Signal
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1331DPCHR  
Perko 

Vertical mount Masthead light - for vessels 

less than 12 meters (40ft.) 
Bulb - 71DPCLR  

lens - 278DPWHT

 

964DPCHR 

Perko 

Masthead light - chrome plated brass.  

2-3/8" x 7/8"H  

 
Spare Bulb - 71DPCLR 

Lens - 281DPAWHT

part # NM lens
starboard 1 Z008

port 1 Z009
00131 masthead 2
00141 stern 2

combo bow 1 Z011

Navigation Lights
For vessels less than 12 metres (40 ft)

362DPCHR  

 Perko All Round Light 

 
Lens - 248000FRD 

 

133044 

 

12V Trouble light

bulb: 522122

14175 

Stainless 

Spreader Light  

- 12V with swivel 

mount.  

14178  

White Deck 

 Flood Light 

- 12V with Fixed 

Mount

265DPCHR 

Perko  

12V, 10 watt fixed 

spreader light.  
Bulb - 70DPOCLR,  

Lens -284DPCLR  

14174 

Stainless 

Spreader 

Light  

-12V with 

fixed mount  

3,000 candle power.  

14177 

 

  

 

 

- White Deck Spot Light 

12V with Fixed Mount. 

14179 

 

 

 

 

White deck spot light.  

12V with fixed mount. 

Deck/Spreader Lights

 

 

 

 

 

1680DP12V 
This model allows the installation of a Perko LED 

combo light as an upgrade to existing incandescent 

light without rewiring. 
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 939DP112V 

12V TRANSOM MOUNT LIGHT  
- flush mount with basket for hull protection.   

- pre-drilled 

- bulb and lens included 

- measures 5-1/8" 

x 3-1/8". 

 

Lens - 

284DPCLR

14172 

Stainless Transom Light

 Nav Lights For vessels under 12 metres (40 ft)

 

 

 

 

 

946DP112V  PERKO 

 - Chrome plated brass  

- 3" dia. , flush mount  

Bulb - 70DPOCLR 

Lens - 946DP99A

 

 

 

 

965DPCHR 

Chrome plated brass 

 - 2-3/8 x 1-5/8"H 

Bulb - 71DPCLR 

LENS - 281DPAWHT

 

 

 

 

945DPCHR  Vertical mount  

- chrome plated brass 

- 2-3/8" x 2-5/8"H . 

Bulb - 71DPCLR 

LENS - 74DPWHT

 

 

1332DPCHR 

 

Vertical Mount 

Stern light 

 

Bulb - 71DPCLR 

  Lens - 278DPWHT 

915DPCHR 

 

Perko Side Lights 

-pair 

-4/1/4” x 2-3/8” 
 

Bulb - 71DPCLR 

Lens - Set281DPALNS

963DPCHR 

Perko Side 

Lights - pair 

2-3/8" x 7/8" 
 
Bulb -    71DPCLR 

Lens  -   281DPALNS - open top         

         -   295DPLNS - closed top

1264DPCHR 

 

Perko Side Lights 

-pair 

5-1/2" X 3-1/8" 

 
Bulb - 71DPCLR    Lens set - 1264DPLNS 

Socket - 1264DP99A

955DPSTS 

 

Perko 

Stainless Steel Vertical 

Side Lights, 12V, 10W 

-4-1/4”L x 2-3/8”W 

00197 
 

Surface Mount 

Side Lights 

-pair  

4"L X 2-1/8"W 

X 1-1/2" 

00195 

Flush Mount Side 

Lights 
-pair 

7-3/4"L  x  2-1/4"W 

x  2-3/4"D 
Bulb - 520090 

Lens - Z001 Red  /Z015 - Green

 Stern and Transom Lights

Side Lights

  

170BMDDP1 

PERKO Steaming/Deck Combo. 

Black plastic housing.  

 

Steaming bulb - 70DP1CLR 

 Lens - 170BMLNS

Black Housing Chrome Housing

170BMDP1 masthead 170MMDP1

170BPDP1 red side light --

170BSDDP1 green side light --

170BSNDP1 stern light bulb: 69DPCLR

170BBDP1 combo --

bulb: 70DP1CLR

Spare Lens with gasket for 

Cockpit Light 1146 

 

1146DP99A  
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125DPBLK 

Spare Cap 

for base

910R2PB-7 

Spare Round 

plug-in base 

black  2 Pin 

Attwood

For vessels less than 12 metres (40 ft)

 

904DPCHR 

 

 

PERKO Bi-colour light 

4-1/4"L x 2-1/8"W x 7/8"H 

Bulb - 71DPCLR 

Lens - 296DPLNS

 

1310DPCHR 

 

 

PERKO Bi-colour light 

- 4-3/8" 

Bulb - 71DPCLR 

Lens - 283DPALNS

 

1218DPCHR 

 

PERKO 

Bi-colour light with flag staff 

socket - 6-3/4 x 3-7/8” 

Bulb - 71DPCLR 

Lens - 259DPALNS

 

972DPCHR 

 

 

PERKO Bi-colour light 

2-3/8"l  x 7/8"H 

Bulb - 71DPCLR 

Lens - 296DPLNS/297DPLNS

Fold Down White All-

Round Light 

For Vessels Under 20 

Meters (65.6 ft.) 

For Use on Windshields, 

T-Tops, Rails, Arches and 

Hard Tops  

 

1134DPCHR   

Fold Down White All-

Round Light 

For Vessels Under 20 

Meters (65.6 ft.) 

For Use on Windshields, 

T-Tops, Rails, Arches and 

Hard Tops  

 

1138DPCHR   

 

Bracket with knob 

& plug 

 

 

   1052DPACHR  

 

 

00154 Bi-Colour Bowlight - 

chrome with black plastic 

base.  

bulb - 520090

1612DP2BLK 

 

Removable 

Bi-colour  

 

Light - 9-3/4"  
Bulb - 71DPCLR 

Lens - 283DPALNS 

1211DP99A 
 

Removable utility 

light without base 

Light 10" 
Bulb - 71DPCLR 

Lens - 268DPLNS 

1212DPCHR 
 

Removable Bi-colour 

with Utility Light.  
Light - 10-1/4" 

Bulb - 71DPCLR 

Lens - 268DPLNS 

1201DPBLK 

 

Tri-colour light - 

Black  

3-1/4" overall 

height.  

bulb: 71DPCLR 

 

911339 

  

Attwood - 

Stowaway Zamack 

Base 

 

1124DP99A 

PERKO 

Plug-in type spare 

base with socket 

assembly.  

PERKO - 

Round 

spare flush 

socket 

assembly. 

1045P00DP 

2 Pin, 0 degree 

1045300DP 

3 Pin, 0 degree 

1047P0SPD 

PERKO - Rectangle 

spare flush socket  

assembly.  

2 Pin, 0 degree

PERKO  

Rectangle 

spare 

flush socket assem-

bly.  

10473B0DP 

3 Pin, 0 degree 

1046P00DP  

2 Pin, 5 degree 

 

1059P00DP 

PERKO  

Spare base with 

socket assembly.  

2 Pin, 16 Degree

 

Attwood 

Base 

 

91024     2-Pin contact 

91025-7  3-Pin contact 

 

 
Horizontal 

1052DPBBLK-

black 

1052DPCHR-chrome 

 

Vertical 

1054DPACHR-chrome

22810-7 

Heavy duty 

plastic plug 

in base 

3 Pin 

Aqua Signal

 

 

 

 

 

1054DPBBLK-black 

1054DPCHR - chrome 

  

Replacement base. 

Bow Lights

Pole Light Bases and Accessories

   1048P00DP 

 PERKO 

plug-in base 

2 pin  

connector

1060PB0DP 

PERKO  

locking 

collar base

222DPBLK 

PERKO 

kote base with 

gasket, 3-5/16” OD,1/2” 

tapped pipe size
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For vessels less than 12 metres (40 ft)

1183DPCHR   - 4” 

1196DP1CHR - 5-1/4"  

1196DP2CHR - 11-1/4” 

Fixed Mount 

 

 
Bulb - 71DPCLR 

Lens - 278DPWHT 

Top Cap with Screw - 1158DPBLK 

 
 

1236DP2BLK 
Reduced Glare Design 

- fixed mount  

- length - 10-1/2" 

- base - 1 x 2-5/8" 
 
- bulb - 338DP1CLR 
- lens - 240DPLNS 
- top cap with screw 
  1158DPBLK

                   LED All-round 

                 3/4” aluminum tube 

                 Clear frosted lens 

              1444DP2ALU  24” 

              1444DP3ALU  30” 

              1444DP4ALU  36” 

              1444DP5ALU  42” 

              1444DP6ALU  48” 

              1444DP7ALU  54” 

              1444DP8ALU  60”

1124DP1CHR - 12-1/2” 

Horizontal Mount 
 

Bulb - 71DPCLR 

Lens - 278DPWHT 

 

 

-Horizontal Mnt 

 

-Reduced glare 

- 45D windshield mount. 

1137DPCHR 

 

13-5/8" - Fold Down 

 

 

 

 

Bulb - 337012DP 

Lens - 201DPWHT 

1637DPCHR 

 

13-5/8" - Fold Down 

Reduced Glare 

 

 

 

Bulb - 337012DP 

Lens - 239DPBLK 

1284DPCHR 

Reduced glare 

- fold down base 

- vertical mount  

- length - 12-3/4" 

- base - 2-1.4 x 5/8" 
 

- bulb - 338DP1CLR 

- lens - 240DPLNS

1184DPCHR 

Vertical -12-13/16” 

1181DPCHR  

Horizontal - 14-1/2” 

Fold down base,  
- length 12-13/16" 

- base 2-1/4" x 5/8" 
- bulb - 71DPCLR 

- lens - 278DPWHT 

- top cap - 1158DPBLK 

- base - 1054DPACHR

1634DPCHR 

 

Reduced Glare  

- 14-1/2". 

 
Bulb - 337012DP 

Lens - 238DPBLK 

 

1125DP4CHR 

 35-7/8” 

Plug in mount 

 
Bulb - 71DPCLR 

Lens - 278DPWHT 

Top Cap - 1158DPBLK 

 

Two mile all-round 

light 3/4" Dia. pole.  

Plug in base. 

7100A7 - 24” 

7100B7 - 30 

7100C7 - 36 

 
Bulb - 521004 

Lens - 91017B7

5350-12Z1 

 

12” All-round, 

Folding pole light 

 
 

Lens - 912852 

Fold Down Light 

Incandescent 
 

71019 - 9-1/2” 
Lens - Z047 

Bulb: 520068 

 

L.E.D 
 

71022 - 9-1/2” 

71023 - 24”

Delta Series Universal 

Replacement  

All Around White 

1470DP4CHR - 36” 

1470DP5CHR - 42” 

 
Coastal Series Universal 

replacement all around white  

 1460DP5CHR - 42” 

Bulb: 338DP2CLR 

                  1440DP2CHR 

                 24” Replacement 

                 pole All-round      

                 white  

                 3/4”, 0 degree 

                   

Replacement poles - 3/4” 

5 Degree angle 

1445DP2CHR 24” 

1445DP3CHR 30” 

1445DP4CHR 36” 

1445DP5CHR 42” 

1445DP6CHR 48” 

 

Bulb: 338DP2CLR

Replacement Poles 3/4” 
Fits both Attwood and Perko 

Bases.  

1400DP2CHR 24” 

1400DP3CHR 30” 

1400DP4CHR 36” 

1400DP5CHR 42” 

1400DP6CHR 48” 
Bulb - 337012DP 

Lens - 201DPWHT

7100 Replacement poles 

 

5110-24-7 24” 

5110-30-7 30” 

5110-36-7 36” 

5110-42-7 42” 

 

Bulb:  521004

1273DP1CHR - 10-5/8” 

1273DP2CHR - 21” 

bulb: 338DP1CLR

1274DP2CHR - 21-5/8” 

    -Vertical Mnt
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00124 

Tri-colour 4 function 

Anchor light 
Port, starboard, stern and 

anchor all in one

For vessels less than 20 metres (65 ft)

 

 

 

 

 

200MTDP1 masthead 

200PTDP1 port 

200SDTDP1 starboard 

200SNTDP1 stern 

 

 

 

 

 

227DPCHR   Bi-Colour -  
Chrome Plated Zinc alloy  

top with black plastic base.  

 
Spare/replacement Lens - 227DPLNS 

Bulb: 71DPCLR

 

 

 

 

 

 

1119 Spare O-ring 

for Perko navigation light caps 

 

 

 

 

 

 

Combo Sidelights 

253MDP1-chrome plated housing 

253WDP1-white plastic housing 

 

 

 

 

 

 

Sidelights 

254WDP1-white plastic housing 

254BDP1-black plastic housing 

 

 

 

 

 

200BBDP1-Bi-colour 

base mount 

 

200GRBDP1 

All around red & green 

base mount 

 

 

 

 

 

 

      200TBDP1  

Tri-colour 

base mount 
200TBLNS - Replacement lens

 

 

 

 

 

 

    200TABDP1  

Tri-colour / white all around  

base mount 

00128 

Tri-colour Anchor light 
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For vessels less than 20 metres (65 ft)

00161 Starboard 

00162 Port 

00163 Masthead 

00164 Stern 

00165   Towing 

00166 all round white 

00167 all round red 

 

      FOR VESSELS  UP TO 50 METERS 

 

base measures: 

7-7/8 x 7-7/8 x 10”H 

 

 

00185 starboard 

00186 port 

00187 masthead 

00188 stern 

00189 towing 

00190 all round white 

00191 all round red 

     Navigation Bulbs 

offset pin, double contact 

529340 12V/25W/30CD 

529341 24V/25W/40CD 

529343 12V/10W/12CD 

529348 110V/25W/40CD 

529304 220V/53W/40CD 

     529451 24VP28 

     529452 110VP28 

                529453 220VP28

5-5/8” high 

2-5/8” square base

Navigation lights for larger vessels are available 

upon request.

Aqua Signal Bulbs 

90003-7    24V/25W  Bay 15D 

90006-7    24V/10     Bay 15D

52DP 

Double contact bayonet sock-

et - brass. 
1109DP -spare single contact 
socket

Double contact bayonet 

socket Black plastic 

24DP1 -  10" Lead 

24DP2 -  60” Lead 



email:info@brewersmarine.com  215

Anchor Lights
170SWBDP1 

Perko  
All around white  

Masthead Light  

Overall height  

- 3-7/8". 

Bulb: 337012DP 

00108 

All around white.  

3" x 2-5/8". 

 

8611/O 

4” Diameter oil burning 

Anchor light 

for more Brass Lamps see  
the Novelty section

 

14275 -Sternlight 

 

9750 

 

PORTABLE NAV 

LIGHTS 

-  Set of three (3) naviga-

tion Lights.  

Lens -  GREEN - 9753 

         - WHITE - 9754

 

 

 

 

 

14260  Stern light 

 

CLAMP ON  NAV LIGHTS 2 -"C" cell battery 

powered lights of ABS high impact plastic with 

thumb switch operation.  

 

Portable Nav Lights

SUCTION CUP  

MOUNTED NAV LIGHTS 
 

2 -"C" cell battery powered lights 

of ABS high impact plastic with 

thumb switch operation. 

Bulb: 3706
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Richardson’s Chart Books

LO-7 LE-7 LH-8 

Lake Ontario Lake Erie Lake Huron

LS-4 LM-11 HR-3 

Lake Superior Lake Michigan Hudson River & adjacent waters

WTC-1 

 

WATERPROOF CASE FOR CHART BOOKS 

Supplied with grease pencil, chart case can be 

marked and wiped off.  

(Chart book not included) 

Embassy Cruising Guides 
 Harbours are indexed by chapters. Marina and facility locations cross-reference quickly with harbour chart segments. Even the crush-proof spi-

ral binding and wrap-around covers are designed for easy page turning and bookmarking.  Full-colour harbour chart segments show marina 

approaches and display the locations of facilities in relationship to each other.Bird's-eye Aerial Photos of harbour entrances improve your situa-

tional awareness during approaches. Beautiful pictures highlight local landmarks and the vistas 

you may see while underway or at anchor.  

CGCBF-08 Chesaepeake Bay to Florida

CGFL-09 Florida

CGLIS-19 Long Island Sound to Cape May 

CGNEC-15 New England Coast
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PAPR03-17 Nantucket to Cape May

PAPR04-15 Chesapeake to Delaware Bays 

PAPR06-15 Norfolk - Florida Intracoastal

PAPR07-17 Florida East Coast & Keys

PAPR08-16 Florida West Coast & Keys

PAPR09-7 The Bahamas

PAPR10-7 Puerto Rico/Virgin Islands

PAP-VC Vinyl Cover 22 x 17”

MapTech Waterproof Charts 
 

Chartkit with Campanion CD 

22” x 17” Spiral bound charts 

GPS waypoints 

Magnetic courses 

Multiple chart scales 

“Go to” page nubers 

Aerial photos 

CompanionCD

 Waterproof Chart book & Cruising guide 

12 x 18” Spiral-bound chartbook with complete chart coverage 

Waterproof, synthetic pages and binding, GPS waypoint labes on chart pages, detailed index 

 

TB2   Tampa Bay to Flamingo 

MapTech Waterproof Chartbooks! 
These easy-to-use, compact chart books are ideal for Day-Sailors, Fishing Boats, and Trailer Boats. They measure 12" x 17" and are made of 

waterproof, tear-resistant synthetic paper that will withstand the elements. 

 
WPB0325-06 Long Island Sound  

WPB0360-04 New Jersey Coast 

WPB0340-04 Rariton Bay to Montauk

WPC010 Middle Keys

WPC025 Upper Chesapeake

WPC026 Lower Chesapeake

WPC034 Sandy Hook-Atlantic City

WPC035 Little Egg - Cape May

WPC047 Delaware C&D

WPC048 Champlain Canal

WPC049 Lake Champlain

Flip fold charts for use in any 

weather 

14” x 60” 

scale 1:80,000 with insets 

on-site GPS waypoints 

pre-plotted courses and distances
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Imray Cruising Guides, Pilots and Almanacs

Yachting Charts for the Caribbean Sea 
Imray Iolaire charts are printed in colour and published in two standard sizes, 25”x35-1/2” and 25” x 17-3/4”.  

Using official surveys and notes based on local knowledge, features additional information on passages and 

anchorages as well as details of facilities for voyagers .Each chart has large scale inserts of the various impor-

tant harbours and anchorages.

WP1141 

Pencil Set 
 

WP92323 

Sharpening Pad 

WP1280-6 

W&P Pencils 

(6) 

WP#1 Eastern Caribbean general chart 

WPA2 Puerto Rico to St. Christopher 

WPA23 Virgin Islands  

WPA231 St. Thomas to Virgin Gorda 

WPA232 Tortola to Anegada 

WPA234 Northeast coast of St. Croix 

WPA27 Antigua  

WPB1 St. Lucia 

WPB2 Barbados 

WPE5 Bermuda 

WPNA100 North Atlantic Ocean passage chart 

 

**See the price list for a complete listing of charts

       WP9998 

Chart Correction Template

WP80 
Telescoping Chart Case twist lock feature 

adjusts for charts from 24-47” 

3” diameter, case has adjustable strap and  

threaded cap
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    WP501V   Vec Vectormaster 

Circular slide rule provides for the 

solution of time, speed,distance, fuel 

consumption,  

conversions, 

multiplication 

and division  

WP100    Coast Guard Kit 
Includes; 

WP176 ultralight divider, 

WP7291 spare leads, 

WP120 parallel plotter,  

WP105 nautical slide rule and 

WP113 course and leg identifier and 

instructions all in a reusable plastic pouch.

WP276 

LIGHTDivider 

WP176 

Ultralight 

Dividers/Compass

WP178 

Millenium Navigation Kit 

WP1049 

Professional Brass Pencil 

Compass

WP179 

Millenium 

Dividers/Compass

WP319 

Elegant Navigation Kit 

WP325  

NaviTote 

WP105 

Nautical Slide Rule 
Speed in knots or mph 

minutes or seconds and 

distance in nautical or 

statute miles (or yards) 

Easy to read & accurate

WP512V-6  (pack of 6) 

WP512V-12  (pack of 12) 

Vecta-Rose 

Pressure sensitive compass 

rose can be applied directly 

to charts Can be oriented to 

true or magnetic north for a 

handy reference.

WP155   Bi-Rola 

Four way rolling motion 

Roller body has protractor and nautical 

mile scale. Radial arm has interpolar 

scales and 200mm rule.  Speed/time/ 

distance table included.

WP90 Paralock Plotter 

Parallel rule in a compact size 

Locking knob,  

2 sets of finger holes, 

marked graduations 

Millimeter scale  

across bottom

WP290  ROADrule USATONS 

Displays 38 navigation aid definitions 

Displays 12 rules of the road 

Identifies bridge lighting and  

             Intercoastal waterway aids,  plastic

 

 

WP138 18” Aluminum Arm

 

 

WP140 12” Aluminum Arm

 

 

WP141 15” Aluminum Arm

 

 

WP142 15” Deluxe Brass Arm

 

 

WP145 15” Value Parallel Arm

Be Sure to check the price list 

for a full line of Weems & 

Plath Navigation Tools 
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Parallel Rules & Dividers
 

 

 

 

 

 

 

083 Davis Charting Kit 
Includes: parrallel rule, protractor triangle, 

one armed protractor, course plotter, dividers 

& pencil. In a carrying case with instructions 

 

Degree marked parallel rules 

 

BN055 12” 

BN056 15” 

BN057 18”

 

 

 

 

 

 

 

BN051 

 

Marine triangle. 

 

 

 

 

 

 

 

 

 

 

BN060 

 

Dividers - 7" 

Nickel Plated Brass 
 

 

 

 

 

 

BN039 

 

Dividers - 6"  

Advanced design allows for one 

hand operation.  
 

Replacement tips for Dividers - BN064

 

BN048 

 

Solid Brass Dividers -  

Straight-

legged  6" 

 

 

BN049 

 

Solid Brass Dividers -  

Straight-legged  

7" 

 

 

BN050 

 

Solid Brass Dividers -  

Straight-

legged  8" 

 

 

 

BN045 

 

Solid Brass Dividers -  

One-Handed 

6"

 

 

BN046 

 

Solid Brass 

Dividers -  

One-Handed 

7" 

 

 

 

BN047 

 

Solid Brass Dividers -  

One-Handed 

8" 
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BN061 

 

Cockpit Plotter 

  

WP104  Professional protractor triangle 

with handle  

has both 320mm 

and 1-80,000 scales 

constructed of 

heavy duty clear 

5mm acrylic 

pencil and sharpener are included 

6-3/4" tall,  13-1/4" long 

 

 

 

 

 

 

 

 

 

 

 

 

         BN103 

         Portland course plotter

 

 

 

 

 

 

 

 

 

 

 
BN006 

10 x 16-1/2” 

BN007 

18 x 24” 

BN008 

24 x 36” 

 

Vinyl chart case -weatherproof 

      -transparent 

 

 

 

 

 

 

 

 

 

Quick reference cards offer a wealth of information 

in a handy, colourful and easy-to-understand  

format.   Made of 3-hole punched weatherproof 

high-strength plastic. 

125 Navigation rules 

126 Coastwise plotting 

127 International rules 

128 Boating guide 

131 Weather forecasting 

132 Celestial navigation 

 

 

 

 

 

 

 

138 

 

QUICK REFERENCE CARDS  - 

Set of 6 Pocket Size - Quick 

Reference Cards.  

Davis quick reference card display stand available 
Just ask!

           BN003 

3-1/2" Compass Rose  

- 10-1/2" arm  
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70083

 

70085

 

70086

011 
MARINE SEXTANT - Mark 

3 Sextant  

- Full 7"ARC 

- adjust instantly 

- 4 sun shades  

- corrosion proof.  

 

025 
MARK 25 DELUXE - 

MARINE SEXTANT  

Full beam converger  

- horizon and astrobody 

images are combined in a 

single full-field for easy 

reliable sights. 

026 

 
MARK 15 - MARINE SEX-

TANT  

Large easily adjusted mirrors 

- horizon mirror is half-sil-

vered  - molded of high-impact 

weather resistant plastic.  

 

R026H - Index & Horizon 

             mirror kit 

144 
ARTIFICIAL HORIZON  

Practice navigation with your sextant 

without going to Sea! 

Simply fill with water and read the 

angle of the reflected sun! 

WP150      Star Finder 2102-D 
Graphically portrays altitude and azimuth of 57 numbered stars 

in Air and Nautical Almanacs 

WP152 
 The Star Finder Book  Complete guide to the many uses of 

2102-D Star finder

Clinometers

MS-3L 

Tamaya Jupiter Sextant with Light (no scope) 
The frame of this sextant is made of lightweight aluminum alloy with a 

corrosion resistant black finish. The arc is easily read with white 

engravings on black finished bronze, Radius 162mm. The Jupiter 

Sextant comes with a carrying case and an adjusting wrench. 

Retangular index mirror 57x42mm , Rubber eye protector,  

Full illumination of both arc and drum  



email:info@brewersmarine.com  223

Reading the Wind...

3120 

 
WINDTACK10 

Sport 

(Windex) 
 

 

 
Spare Parts  

3101 - Replacement Vane  

3102 - Tab Assembly  

3125 - Replacement J Base  

R3103 - Support shaft 

3012 - Tab and Bar Assy for Windex 

Dinghy. 

3150  15" Vane  

Windtrack 

 

 
Spare Parts  

3151 - Replacement Vane 

3152 - Tab and Bar Assy  

3154 - Mounting Socket  

3155 - replacement J Base 

R3153 - Support shaft 

 
Adjustable reference tab degree  

for different applications. 

60D - FOR NORMAL RACING/CRUISING 

55D - FOR BOATS  WITH EXTREMELY GOOD 

WINDWARD PERFORMANCE 

65D - FOR AUXILIARIES AND SIMILAR-

TYPES  

1705 

 

 

 

 

 

 

 

UNIVERSAL MASTHEAD 

MOUNT 

Allows Windex to be Top or Side 

Mounted.  

3200 

 

WINDEX LIGHT  

- illuminates wind indicator for 

night time sailing!  
Spare/replacement bulb - 521447  

70092 

 

Plastic indicator with ball bearing 

 - 14-1/2" Long 

(Light not included) 

1310 

 

Comes with a top mount kit and a 

side mount.  Quick release. 

 

Vane Only - 1311  

 3153 

 

 

 

 

 

 

  Windex 15 with bird spike 

 for all cruising and racing boats 

 15 - 40 feet 
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1295  

 

DAVIS - BLACK MAX  

Can be mounted on vertical or 

horizontal pole 1.5" - 2.5". 

Comes with protective storage 

tube.   

 

Replacement Vane - 1452  

 

WIND INDICATOR NYLON 

FLAG 

 

 

 

9204 5 x 4” 

9205 7 x 5” 

9206 7 x 6” 

9207 9 x 7” 

       (sizes are approximate)

3160 

 

WINDEX AV  

- fits over Metz or Shakespeare 

brand antennas.  

 

Vane Only - 

3161 

 
3160A - Reference 

Arms and Tabs 

1260 

 

 

 

 

 

Port and Starboard coloured plas-

tic vanes . 

- Shroud mounted - sold by pair.  

Vane only - 1261  

1450 

 

 

 

 

 

For Catamarans 

- teflon bearings, adjustable arms, 

easily removed. 

Replacement vane - 1452  

950 

DAVIS - AIR-FLOW TELS  

 

 

 

 

 

 

attach  to sails with waterproof 

adhesive discs.  

Tell-Tales 

321   1/8” 

322  3/16” 

323   1/4” 

 271 
 

TURBO METER (tm) 

Electronic wind speed indicator meas-

ures in Miles per Hour, Knots/Feet per 

Minute and 

Meters per 

second. 
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X-10-M 

Bracket Mount, 

 2" Direct Reading Dial  
  Grey,  Black (B), White (W),        

Auto (-A)   Warranty - 5 years   
 

WET NOTES 

waterproof field note book 

 

 

W-35 

 

 

W-50

Ritchie Compasses
 

 

 

 

 

 

 

 

Davis Hand Bearing Compass 

 

215 illuminated

 

 

 

 

 

 

X-11Y 

RITCHIE  

Hand Bearing  

2" Direct Read Dial 

Yellow  

 

X-11-HW - Holder   

 

 

 

 

 

 

 

WP2005 

Weems-Plath  

Hand Bearing Compass 

  Lightweight, easy to use, and  

  accurate with night lighting.

 

 

 

 

 

 

 

 

V-57.2 

V-57W.2 (white with white dial) 

 

  DASH MOUNT  

  2-3/4" Direct read dial.  

 

 

 

 

 

 

 

 

X-21BB black face with black dial 

X-21WW white face with white dial 

X-21BU black face with blue dial 

 

Will fit standard 2-1/16” hole

 

V-527 

 
RITCHIE - Slope mount  

bulkhead compass.  

- for kayaks.  

 

V-537 

 
NEW STYLE  

BULKHEAD MOUNT 

Black, Black w/Blue, 

White 

     XP-98W Tactician              

     Surface mount, 3” 

      dial (white) 

      for racing sailboats 

      up to 24ft 

 

  

Kayaker- Surface mount, 3” dial 

for kayaks up to 18ft. 

XP-99      

Black 

XP-99W   

White

X-TD Tie Down
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2-1/4" Direct Read Dial  

Flush Mount  

3” hole 

 

TR-35G   grey 

 

 

 

RA-91 

 

Bracket Mount - Grey with Blue 

Dial  2-3/4" Direct Reading Dial.  

 

 

RA-93 

 

Surface Mount - Grey with 

Blue Dial.  

2-3/4" Direct Reading Dial. 

 

 

B-51  black 

B-51G gray with blue dial 

B-51W  white w/white dial 

Bracket Mount.  

2-3/4" Direct Reading Dial .

Off 90 Degree Compass 
Designed for tiller steer fishing 

boats up to 24 feet - 2-3/4” direct 

read dial 

view is 90 degrees off for viewing 

from the starboard side. Surface 

mount 

2-3/4” direct reading dial 

S-OFF90 

 

 

 

F-50 

F-50W white w/ white dial 

Flush Mount.  

2-3/4" Direct Reading Dial

 

 

S-53 

S-53W - white 

S-53G - Grey with Blue Card 

Surface Mount . 

2-3/4" Direct Reading Dial .

Trek

Angler 

Explorer

2-1/4” Direct Read Dial 

Bracket Mount 

“Shadow Grass” 

 
        TR-31S
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Voyager Compasses
 

 

B-80 

 

3" Powerdamp dial.  

Bracket Mount  

- Open Face Dial. 

 

 

B-81 

 

3" Combi-Damp dial.  

Bracket Mount  

- Direct Reading Dial.  

 

 

F-82 

F-82W white/white dial 

 

3" Powerdamp dial.  

Flush Mount  

- Open Face Dial. 

 

 

F-83 

F-83W white/white dial 

 

3" Combi-Damp dial.  

Flush Mount  

- Direct Reading Dial.

 

S-87 

S-87W - White 

  

3" Combi-Damp dial.  

Surface Mount - Direct Read 

Dial. 

 

 

 

RU-90 

  

3" Powerdamp dial.  

Flush Mount Sailboat Racing 

Compass 

- Open Face Dial 

 

 

 

 

Venture Compass 

SR-2  for sailboats 16-34ft 

3-3/4” Dial,  

6” OA width 
BK-0019ASY Front cover 

BK-0020 Back cover 
Vertical Mounting Angle 

 through 40degrees 

FREE INC-45 INCLUDED!! 

Compensator module  

available to account  

for on board deviation -  

SR-CM2 

               

Supersport Compass 

SS-PR-2  for powerboats 16-34ft 

3-3/4” Dial,  

6” OA width 
Vertical Mounting Angle 

 through 40degrees 

 

Compensator module  

available to account  

for on board deviation -  

SR-CM2  

INC-45 

 Ritchie Inclinometer
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Helmsman Compasses
 

 

HF-742 

HF-742W white/white dial 

 

Compasses have 3-3/4" 

Powerdamp Dial.  

 

Flush mount -open face dial.  

 

 

 

HF-743 

HF-743W white/white dial 

 

Compasses have 3-3/4" 

Combi-Damp Dial.  

Flush mount 

Open Face and Direct Read 

   Combination.   

 

 

HB-740 

 

Compass has 3-3/4" 

Powerdamp Dial.  

 

Bracket mount - open face dial.  

 

 

 

HB-741 

 

Compass has 3-3/4"  

Combi-Damp Dial.  

Bracket Mount   

Open Face and Direct Read 

Combination! 

 

 

  

HD-745 

 

Compass has 3-3/4" 

Combi-Damp Dial.  

Deck Mount   

Open Face and Direct Read 

Combination.  

 

 

Adapter Rings H-ABLK black or H-AWHT white
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Supersport & Navigator

 

SS-1002 black/ blue dial 

SS-1002W white/blue dial 

 

FLUSH MOUNT  

OPEN FACE DIAL 

 

DNB-200 black/ blue dial 

DNP-200  polished stainless 

DNW-200  white/white dial 

 

DECK/BINNACLE MOUNT  

OPEN FACE DIAL  

 

SS-2000 black/ blue dial 

SS-2000W  white/ blue dial 

 

FLUSH MOUNT 

OPEN FACE DIAL  

 

FLUSH MOUNT  OPEN FACE DIAL 

FN-201 black 

FN-201W white/ white dial 

COMBI-DIAL 
FN-203 black 

FNW-203  white/ white dial

 

SS-5000 black/ blue dial 

SS-5000W white/blue dial 

 

FLUSH MOUNT 

OPEN FACE DIAL  

 

 

BN-202  black/ red dial 

 

BULKHEAD MOUNT 

COMBI-DIAL 

 

 

 

 

 

 

 

SP-5-B  black 

SP-5-C  stainless steel 

 

DECK/BINNACLE MOUNT  

OPEN FACE 5" DIAL.  

 

 

 

 

 

 

 

DECK/BINNACLE MOUNT - 

OPEN FACE DIAL 
Powerboat Sailboat 

D-515-P      5” stainless D-515-EP 

D-515-B      5” black D-515-EB 

D-515-X      5” brass D-515-EX 

 

D-615-P      6” stainless D-615-EP 

D-615-B      6” black D-615-EB 

D-615-X      6” brass D-615-EX

 

 

 

 

 

 

 

SY-600LL Superyacht Compass 

Flush mount 
Bright polished bronze bezel, large 6” dial 

diameter.  Low profile sailboat style 

lighting

Globemaster Compasses

Dials are 5 degree, 4-1/2” and either flat, open face powerdamp or combidamp dual read 
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Commercial & Steelboat
 

HB-845 

 

Bracket Mount - Open Face 

3-3/4" Dial.  

 

B-200P 

 

NAVIGATOR STEEL BOAT 

COMPASS  

3-3/4" Dial is perfect for 

smaller metal boats  

 

YB-500   5” dial 

YB-600   6” dial 

 

SPECIAL STEEL BOAT 

MOUNT - OPEN FACE 

DIAL  

 

B-453  5” dial 

B-463  6” dial 

 

BINNACLE MOUNT 

OPEN FACE

Accessories

BN-C 
Cover for 

BN-202

NC-20 
Back Cover for 

BN-202

HC-80 
Back Cover 

for HV-76

V-81-C 
Cover for RU-90

H-79-C 
Cover for H-79

N-203-C 
Cover for FN-201, SS-2000, 

DNB-200, DNP-200,  

DNW-200

GM-5-C 
Cover for 

 SP-5

LL-C 
Cover For 

SS-5000

K-TD 
Kayak Tie Down for S-59

WS-P 
Weather 

Shield for 

DN-200 

series,  

SP-5,  

D-515

H-741-C   
Cover for  HB-740, HB-741, 

                HF-742, HF-743, 

                SS-1000, SS-2000, 

                HD-744, HD-745
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6250 Vantage Vue  Fully integrated wireless weather station 

Self contained, easy to install system with a tough outdoor sensor 

that sets up in minutes. Current weather conditions, including 

indoor & outdoor temperatures, humidity, barometric pressure, 

wind speed and direction, dew point and rainfall.  You also get 

weather forecast icons, moon phase, sunrise/sunset times, 

graphing of weather trends, alarms and more. Also has the  

Weather centre button that displays additional data on weather 

variables for today and over the last 25 days 

 

Accessories and Spare Parts 

7870 Modem adapter 

7859 External temp/humidity sensor 

7890 Anemometer mount 

7903L Anemometer cups large (2002 & earlier) 

7903S Anemometer cups small (prior to 2003) 

7904 Spare vane 

7905L   Anemometer cups large (after 2002) 

7878     6 Conductor extension (40ft) 
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P-1BS-R 
2” PROPANE FUME DETECTOR  

1-channel, with sensor, Solenoid valve and 

control

P-2BS-R 
PROPANE FUME DETECTOR 

2-channel with 2 sensors, SV and valve 

control with 20ft cable.

P-1B-R 
PROPANE FUME DETECTOR 

1-channel, with sensor, NSV

RCM5 Fireboy Xintex 

Generator Relay for Carbon 

Monoxide Detector 

Use with CMD5-MBI-R or 

CMD5-MDI-R for generator 

shut down

 Detectors

SV-1 

Solenoid Valve 

1/4” solenoid valve 

MS-2 

 
GASOLINE AND PROPANE SENSOR 

Colour coded red with a quick disconnect 

12" lead that connects to a standard 20" 

sensor cable.  Plug-in 

connectors eliminate 

wire routing during 

installation or sensor 

replacement.  

C-1    PROPANE SOLENOID VALVE  

CONTROL 

 

The C-1 is a simple solenoid valve 

control that features an "on/off" and LED 

that illuminates when 

the Solenoid Valve is 

open.  Includes one SV-

1 1/4" valve.  

G-1B-R 

GASOLINE FUME DETECTOR 

1-channel, black 

 

 

G-1BB-R 

GASOLINE FUME 

DETECTOR  

1-channel, with 

blower control 

P-2BNV-R 

 

Propane Fume Detector with 2 

Sensors and Auto 

Shut-Off  

2 extensions 

cables, 20ft

MOUNTING ADAPTER 

PLATE FROM CMD-4 TO 

CMD-5 

100102-B  Black 

100102-W White  

The CMD6-M is the most advanced 

marine Carbon Monoxide alarm on the 

market. Automatic generator shutdown 

capability available. Features a state-of-

the-art sensor that is unaffected by 

common cleaning solvents.

CMD6-MB-R    battery operated white  

CMD6-MB-BR                           black  

CMD6-MD-R    12V/24V white  

CMD6-MD-BR                black 

 

CMD6-MDR-R  w\generator shut down white  

CMD6-MDR-BR                                  black
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Faria Instruments

 

FGKTF063 

Boxed Set - Inboard (Speedo (60 MPH) (GPS) | 

Tach (6000 RPM) | Fuel Level | Voltmeter (10-16 

VDC) | Water Temp (100-250 F) | Oil PSI (80 PSI) 

Chesapeake White 4" Stainless Rim   

 

 

 

 

 

 

FG32803 

4in Tachometer (4000 RPM) Diesel 

Euro

 

 

 

 

 

FG33751 

4in Multifunction [Fuel Level | Oil PSI 

(80 PSI) | Water Temp (100-250 F) | 

Voltmeter (10-16 VDC)]  

  Chesapeake Black & Stainless

 

 

 

 

 

 

FG13120  

2in Voltmeter (10-16 VDC) 

Dress White

 

 

 

 

 

 

FG13815 

        Digital hour meter  2” diameter 

 

 

 

 

 

 

FG12827   
2in Trim Gauge (J/E/Suzuki Outboard) 

Euro 

 

 

 

 

 

 

FG13101  
2in Fuel Level Gauge (E-1/2-F) 

Dress White 

 

 

 

 

 

 

FG133839 

4in GPS Speedometer (60MPH) 

     Chesapeake White & Stainless

 

 

 

 

 

 

FG13852  
2in Depth Sounder with Air and Water 

Temperature 

Chesapeake White & Stainless

             FG12819 

2” Cylinder Head Temperature 

             (60 - 220F)

 

 

 

 

 

 

FG91106 

PITOT KIT (Universal)(20ft tubing) 

 

 

 

 

 

 

 

FG12861 

2” Blank Fill   Euro

See the full line of instruments @ www.FariaBeede.com
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Faria Instruments

 

 

 

 

 

 

 

FG12812 

     2in Water Temperature 

(100-250F)

 

 

 

 

 

 

 

   FG13802 

       2in Oil Pressure (80 PSI) 

 

 

 

 

 

 

 

FG33105 

    4in Dual Engine Synchronizer

 

 

 

 

 

 

 

   FG12822 

       2in Ammeter (60-0-60)

 

 

 

 

 

 

 

                 FG12833 

      2” Rudder Angle Indicator

 

 

 

 

 

 

 

FG12851 

        2in Depth Sounder with 

      in-hull mounted transducer 

 

 

 

 

 

 

 

FG32909 

4in Speedometer 

(55mph Mechanical)

 

 

 

 

 

 

 

FG90530 

     Rudder Angle Single Station 

     Standard or floating ground

 

 

 

 

 

 

 

FG12861 

2in Blank gauge fill

 

 

 

 

 

 

 

      FG90512 

        Oil Pressure Sender  

    1/8 NPTF American 80 PSI

 

 

 

 

 

 

 

     FG90401 

Temperature Sender 

   1/8 American Single Standard

 

 

 

 

 

 

 

FG90404 

Temperature Sender 

    1/2 American Single Standard
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1" stainless tubing with 1" X14 (standard 

antenna mount threads) male and female 

threads at ends. 

 329526 - 6”   

 329527 - 1’ 

 329528 -2’

4-WAY RATCHET MOUNT  

12680 Nylon 

12682 Die Cast 

12685 Stainless Steel 

RAIL MOUNT Ratchet allows antenna 

to be laid against the rail.  

12686 Stainless 7/8 to 1” 
12687 High impact nylon 

12688 Stainless  

1-1/4 to 1-1/2”

329510

Stainless Antenna 

Base 

 
 

- 4" height. 

- allows wire feed. 

329520  

TUBE MOUNT ANTENNA BASE 

 
- Stainless Steel. 

- Mounts on 1" 

 tubing. 

SR4720 

Rail mount - Round/ 

Square 

7/8 to 1.25” rail or flat 

surface

12690 

GPS Antenna 

Mount Nylon 

 

- Mounts on flat sur-

face.

329515 

 

Universal mount for 

antennas and 

extensions, standard 

thread 

Antenna Mounts
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Glomex Antennas

 

RA109SLS 

3ft. Stainless Steel 

Masthead Antenna Kit

 

RA1288 

8ft Fibreglass Antenna 

for Powerboats.  
supplied with 20’  

of cable and plug. 

 

RA128 

5ft Fibreglass Antenna 

for Powerboats.  
supplied with 20’  

of cable and plug. 

 

 

RA1225 

VHF Commercial grade 

Antenna  8ft, 6DB 

 

RA1225FME 

with FME termination

 

 

 

 

3ft, 3DB Fiberglass  

 

RA106GRPPB6135 

15ft cable ,solderless  

connector and mount 

RA106GRPSB25 
82ft cable, and a solderless 

connector 

RA106GRPFME 

FME termination 

 

3ft, 3DB Stainless Steel 

 

RA106SLSPB6135 
15ft of coax cable 

and an RA135 

mount 

 

RA106SLSPB 
with no cable 

 

RA106SLSFME 

FME termination

 

RA112      -nylon bottom 

RA112CR -chrome bottom 

5ft Fibreglass 

Antenna 
supplied with: 

coax connector 

and 15’ of cable

 

RA1206NY-nylon bottom 

RA1206CR-chrome bottom 

8ft Fibreglass 

Antenna 
supplied with: 

coax connector 

and 15’ of cable 

 

Sailboat

Powerboat Powerboat PowerboatPowerboat

AM/FMAM/FM

kit inlcudes:

Commercial

 RA109GRP 

 3ft VHF Fiberglass 

 Antenna

RA2022 

5ft Fibreglass 

Masthead Antenna 

with bracket and 

60ft of cable

RA300AIS  

The Automatic Identification 

System (AIS) is a monitoring sys-

tem of naval traffic, useful for nav-

igation safety with diffi-

cult meteorological con-

ditions (fog or nocturnal 

navigation)(4’), with a 

gain of 6dB,5/8”x24 

threaded ferrule  

RA106BRACKET 

Aluminum masthead 

bracket

RA111AIS 

The antenna is protected by a 

tapered synthetic 

rubber tube and 

can be installed, 

on either sailboats 

or motorboats. 

Comes with 30ft (9m) of  

coaxial cable 

Height: 140mm (5") 

RA1201 

8’ VHF ANTENNA WITH 

CHROME INTEGRAT-

ED FERRULE – 6dB – 

20’ RG-58 COAX 

CABLE - NO CON-

NECTOR 

recommended for power 

boat and big yacht

RA300 

 

 

 

 

 

4' 6dB Universal fit marine 

VHF Antenna with FME 

termination, fiberglass tube 

RA303 

4ft extension for above 
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V9126 

10” Diameter 

In fact Altair, is different to 

the other omni-directional 

antennas, in that it has a 

Radome with dimensions 

(diameter 250 mm/10'', 

height 300 mm/12'') allow-

ing the installation of the vertical reception com-

ponent inside. Altair is equipped with amplifier 

with by-pass function (50023/98.) In order to 

keep a balanced look on your boat, Altair can be 

matched to the VHF RA124, as they are 

identical in shape and size. 

V9113 

Seagull Protector! 

mounts to the top of 

V9112 

V9173 

 

Stainless 

Masthead 

mount for V9112.

V9123 

 

Stainless 

Masthead 

mount for V9125. 

V9124 

Stainless Vertical 

Mount for either  

V9125, V9112 or 

V9150.  1” dia, 6” height 

V9125   10” compact TV antenna with 50ft coax, amplifier and 

all gold plated connectors for installation 

V9150   14” multi TV antenna with auto gain control, coax and 

allgold plated connectors for installation 

V9112   14" TV/FM Antenna with 50FT. coax, amplifier and 

all gold plated connectors for installation.  

V9112AB  14” TV/FM Antenna with A-B switch and cable

TV Antennas SGT6000  Supergain TV Antenna 
Omnidirectional analog-digital TV Antenna, 

360 degree, 24.5DB, low noise factor, high 

gain amplifier, 

 TNT, DVBT, HD TV ready 

V9172 

Stainless mount for 

V9112 & 

V9150 

 

V9102 rubber gasket for 

V9172  

VT300 

Avior is the TV/RADIO FM Omnidirectional antenna in the Glomex 

range characterized by very compact dimensions (diameter 100 

mm/4”and height 210 mm/8”). It enables the user to watch TV programs 

broadcasted with analog and digital terrestrial system and to listen to the 

radio. The new amplifier allows Avior to have an increase in the gain and 

to receive vertically and horizontally polarized TV signals coming from 

more directions at the same time.  

V9171 
Stainless steel bracket 

horizontal & vertical 

rail mount 1” x 14 thread 

Also available! 

RA179 
Antenna Mount Wind 

Indicator for  RA109

IT1004PLUS WeBBoat 4G PLUS is  

4G/3G/Wi-Fi DUAL SIM integrated system 

to surf the Internet, ensuring stable and high 

speed connections up to, approximately, 20 

miles from the coast. weBBoat 4G PLUS is 

equipped with 2 4G Diversity antennas that 

receive the Internet signal and creates a per-

sonal and safe WiFi network inside the fibreglass boat, that can be 

used simultaneously by 32 different and authorized devices. 

V9130 directional TV antenna , allowing a gain of up 

to 36 dB.  The reception angle is easily orientated towards 

the signal direction by means of an infrared remote control, 

actuating the inside electric drives. Polaris is equipped with 

two amplifiers, an inner and an outer one with by-pass 

(50030,) assuring high noise squelching and by-pass capacity. Polaris can 

receive polarized TV signals both horizontally and vertically. 

 

 

 

 

T197 

Cigarette lighter adapter 

Input 12VDC 

Output 12VDC 

VL612B 

Coax Wrench 

for TV antenna
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Epoxy coated aluminum 

extrusion.  

RA129/15 6 INCH 

RA129/30 1 FOOT 

RA129/60 2 FOOT 

RA129/120   4 FOOT

Glossy epoxy UV resistant coated 

extensions can be adapted to every 

antenna; VHF, CB, AM/FM, DPS.  

Strong fiberglass extensions help you 

get the best out of your on board elec-

tronics.   

    

    RA122     2 FOOT     

          RA303     4 FOOT

 GLOMEX Rail Ratchet mount 

Stainless with a 

feed-thru for coax 

 

RA165 with handle

RA145 

Fixed rail 

mount 

High Impact 

Plastic.

 GLOMEX  Nylon 4-way ratchet 

Antenna mount with a 

feed-thru for coax 
 

RA115 with handle 

RA135 with knob 

4-WAY RATCHET MOUNT  
 

RA166 Stainless Glomex 

with feed-thru for coax 

 

RA176 Stainless free swivel mount 

no handle 

GLOMEX Nylon Ratchet, 

 Rail mount with a  

feed-thru for coax 

 

RA125 with handle 

RA147 with knob 

GLOMEX Nylon Rail mount for 

GPS antennas. Fits 

horizontal rails of 

7/8, 1 or 1-1/4” 

 

RA175

GLOMEX Nylon Ratchet, 

 Rail mount 

 

RA134 with knob 

Universal mount for 

antennas and 

extensions, standard 

thread 

 

V9174  - Stainless 

V9175  - Nylon 

V9176 

Masthead L Bracket 

mount Stainless, 

threaded     

  

Antenna Mounts

Stainless steel 4-way 

ratchet mount with  

SPECIAL CABLE SLOT; 

manufactured with heavy 

duty and high quality  

electropolished AISI316 

stainless steel.  Standard 

1"x14 thread. 

  

RA107SSFME

4 way ratchet mount in 

reinforced nylon UV 

resistant design with knob,  

Hole and feed-thru for 

coax cable. 

Thread 5/8" x 24 

 RA135FME  for deck or bulkhead. 

 

 

 

 

 RA134FME   7/8-1” rail mount 

RG8X Coax Cable with FME  

connectors on both ends for a easy 

and fast installation 

RA350/18FME 

18m (59ft) 

RA350/24FME 

24m (78ft) 

RA350/6FME 

 6m (20ft)
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V9147 

 

 

 

 

 

Two way splitter for 

AM/TV

V9148 

 

 

 

 

 

 

AM/FM radio calbe 12ft 

Female connector to 

motorola plug

Wedges 

 

 

 

RA101 Rectangular  

package of 3 

 

RA102 Round wedge 

package of 2

RA116RFC  

Stainless reinforcement 

plate for antenna mounts 

  

Coax Wire & Connectors

PL-259  FOR RG213U 

RA131GOLD gold plate 

twist on 

PL-259 FOR RG58U 

 

 

 

 

RA132 - Twist on. 

RA132Solderless

202175 

Solderless ‘twist on’ 

Coax Connector  for RG58U

329970 

UHF Cap and Chain.

RA352

FME male/ PL-259 

male adaptor connector 

 

Double Female connector 

200258 -  Ancor

RA163 gold plated 

 

 

 

 

Female to female  

 connector 

RA105 

Thru-Bulkhead cable 

connect.  

RA357  

 

 

 

 

 

Double FME male 

adaptor 

RA358 

Chrome  

5/8” -24 / 

 1”-14 Thread 

adaptor

 

 

 

 

 

U4600W                              

Antenna Clip 

V9101 

 

 

 

 

Rubber gasket for  

support V9124

RA201 

 VHF/AM-FM SPLITTER  

- allows the use of VHF 

Antenna 

to receive AM/FM radio! 

 

50023/14 

Automatic Gain Control 

Amplifier for Omnidirectional 

Antennas

Part # For use when... Type Feet/spool
150525 for inter connecting electrical equipment RG58CU 250ft

150510 for inter connecting electrical equipment RG58CU 100ft

151510 for VHF runs less than 50ft RG8X 100ft

151525 for VHF runs less than 50ft RG8X 250ft

151550 for VHF runs less than 50ft RG8X 500ft

151025 for VHF runs less than 50ft RG59U 250ft

151710 for VHF runs more  than 50ft RG213 100ft

151725 for VHF runs more  than 50ft RG213 250ft

151750 for VHF runs more  than 50ft RG213 500ft
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8ft VHF antenna, 6db 

Gain 
Centennial series 

Chrome/Brass ferrule 

with 1" - 14 thread 

includes 15ft RG-58 cable 

and a PL-259 connector, 

max input 50 watts 

Bandwidth 5 MHz 

 

SR5101

3ft Stainless Whip VHF  

antenna 3db Gain  
includes 15ft RG-58 cable and a PL-259 

connector,  

max input power 50 watts 

Bandwidth 7 MHz 

 

SR5241-R 

SR5242-A with L bracket for 

 vertical mounting  

See the price list for the complete Shakespeare line

4ft VHF antenna, 3db 

Centennial 
Brass & copper elements for 

performance  

Includes 15ft RG-58 cable, 

which can be cut to size, and a 

PL-259 connector  

 

SR5104   Chrome-plated       

     brass ferrule   

Shakespeare Antennas

4ft Little Giant 

3db VHF antenna, with stainless ferrule, 1”-14 

thread includes 20ft RG-8 cable and a PL-259 

connector, max input 50watts bandwidth 5 MHz      

SR5400-XT  White finish 

SR5401-XT   Black finish 
 

Galaxy Little Giant™ AIS/VHF Antenna 4ft 

Brass and copper elements High-gloss, non-yel-

lowing polyurethane finish Stainless steel ferrule 

with 1"-14 thread Includes 20' RG-8/X low-loss 

cable plus a PL-259 connector  

SR5396-AIS 

 

Galaxy Little Giant™ AM/FM Ent band 

4ft, stainless ferrule with 1”-14 thread includes 

12ft RG-62 cable with Motorola type plug 

installed 

SR5420-XT

Skinny Mini      
 

36” VHF 3db gain 

Low profile, lightweight antenna is 

ideal where space is limited. Stainless 

whip. Comes with 15ft RG-58 cable, 

PL-259 connector 

 

 SR5250-AIS (built for 

AIS transceivers)

Squatty Body        
36” VHF Sailboat antenna 

Stainless whip antenna for 

masthead mount comes 

with L bracket and SO-239 

connector 

 

SR5215-C-X (with 60ft 

RG-8x cable and PL-259) 

SR5215-AIS (built for  

AIS transceivers) 

15” VHF Unity gain 

Light weight black antenna 

is perfect for racer.  Comes 

with a black L bracket for 

mounting on your mast 

Gold plated connector 

 

  SR5216 

 

 

TM Combination AM/FM 

3ft antenna with nylon 

ferrule.  Includes 10ft 

RG-62 coax with  

Motorola plug 

installed 

 

   SR4351

SR5415 

2ft, 3db Low Pro 

SS whip. 

black RG-58 and a 

PL-259 connector

                      SR396-1 

                      5FT  3DB VHF 

                      with chrome ferrule 

                      15ft RG-58 cable, PLB-259 

                      connecter 

                      2 section antenna
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Flexible antenna 

designed for small 

boats needing only 

short range commu-

nications.  Includes 

a flush mounting kit 

Connectors are gold 

plated 

 

  SR5912

 Sirius XM Antenna 

 comes with 25ft cable. Attaches to surfaces 

up to 1” thick with a 9/16” dia threaded shaft 

or with the included surface mount.  

3/4”H x 2-3/8”W x 2”L 

SRA25

Cellular booster kit  helps optimize 

cell coverage wherever reception is weak. 

It enhances 3G voice and data and will 

support  5-10 simultaneous users in a 50ft 

W x 100ft L direction, for total coverage of 

5000 square ft. includes indoor and out-

door antennas, cell booster and cabling. 

For Verizon 

AT&T, T-Mobile 

SRCA-VAT

Operate a AM/FM and 

VHF radio at the same 

time without interfer-

ence.  Comes with 10ft 

RG62 AM/FM cable and 

3ft RG-58 VHF cable and PL-259 

SR4357-S

Emergency VHF antenna 

flex antenna comes in a 12” 

weather resistant, plastic tube. 

Complete with 12ft cable, con-

nector and rubber suction for 

fast and easy mounting 

10”LOA 

 

 SR5911

Mast 

Extension 

1-1/2” dia fiber-

glass  

Chrome-plated 

ferrule, 

1”-14 thread 

 

SR4008-4     4ft        

SR4008        8ft 

SR4008-13 13ft 

1 ft Mast 

Extension 

1”dia, white 

molded 

polycarbonate.  

Male upper and 

female lower 

1”-14 thread 

 

SR4364

Mast 

Extension 

1” dia, white 

polycarbonate, 

upper male and 

lower female 

1”-14 thread 

 

  SR499  8ft

 Quick Connect VHF 

Antenna for QCM 

mounts 

 

SRQC3     3ft 

SRQC4     4ft 

SRQC8     8ft

 Quick Connect Ratchet 

Mount versatile 4-way 

design for deck or side 

mount. Quick action handle 

 

SRQCMS   Stainless 

 Quick Connect Ratchet

Rail Mount, fast release 

for quick & easy laydown.  

Mounts to 1 - 1-1/4” vertical 

or horizontal rails 

 

SRQCMSR    Stainless 

SRQCMNR    Nylon 

This innovative switch toggles 

two radios to one antenna. 

When you key the microphone 

on one of the 

radios, it switch-

es the antenna to 

it automatically. 

The radio stays locked onto 

the antenna until the automatic 

switch detects a transmit sig-

nal from the other radio. 

SRAS-2

4ft Heavy-

Duty 

Extension 

to match 

Galaxy 

antennas.  

1-1/2” 

diameter  

 

 

 SR5228

SiriusXM Satellite Antenna 

Sleek ultra low-profile 

design 

4-way mounting system   

White UV-stabilized house 

SRA50 
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SR5187 
Sleek, nutless 

4 way ratchet 

mount for 4” 

and 8” phase lll 

antennas  

Ratchet mount 

Stainless with 

handle  

SR4187 

SR4187-HD 

extra heavy 

duty 

SR4186-BP 

Nylon ratchet 

mount  

bulk pack  

 

SR81-S 

Stainless swivel 

mount for deck 

or side mounting 

Base is double 

jointed 

 

 

 

 

SRPL-259-8X-G 

PL-259 for RG-8/X 

SRPL-259-G 

for RG-8/AU and  RG213  

SRPL-259-58-G 

PL-259 for RG-58

SRPL-259-CP-G 

Centerpin for RG-58 

A/U and RG-8/X cable

SRPL-258-G 

Barrel connector for 

PL-259 ends

SRPL-258-L-G 

Barrel connector for 

PL-259 ends.  Extra 

length for mounting thru 

a bulkead 

 

SRPL-258-CP-G 

Centerpin PL-258 splices 

RG-58 A/U & RG-8/X 

 

External speaker 
White , 4 ohm speaker for input 

power up to 5 watts. Rachet 

mounting bracket and 6ft of 

cable with mini phone plug 

installed  

SRES-2  2.25” 

SRES-4  4” 

Horn Speaker 
External hailer is 5" 

white plastic horn 

speaker of  4 ohms,  

handles 15 watts input 

 

SRHS-5    

Antenna radio tester 
Tests receiver function as 

well as output power and 

antenna efficiency 

(VSWR)  Powered by a 

internal battery or 12 

vDC cable.  

SRART-3  

Gold Plated Connectors

PA/hailer horn 

speaker.  High impact 

white plastic.  Comes 

with a tilt mounted 

bracket.  8 ohms,  

amplifies up to 40 watts 

 

     SRHS-40

Ratchet Rail 

mount with 

cable slot. 

Stainless 

SR4188-S 

(fits 7/8 - 1”) 

SR4188-SL  (fits 1” - 11/2”)

SR4190 

Ratchet  

Rail mount 
for 7/8 & 1” 

rails. Cable 

slot.  

Stainless

SR408-R 

Stand-off-

bracket. 
Insulated, 

white molded 

plastic

 

 

Male N connector 

SRNM-8-213-G 

RG-8U and RG-213 cable 

SRNM-8X-G 

for RG-8X cable

 

 

     

SRTNC-BC-G 

Barrel connector for 

TNC ended cables

    SRTNCM-58-G 

TNC male connector  

for RG-58U coax

  SRRA-259-239-G 

Right angled PL-259 to 

SO-239 adapter

      SRTV-1060 

Screw on F connector 

for RG-59 cable

 

 SR4006 

Double female ferrule 

4-1/2” ferrule with  

1”-14 female threads 

at both ends
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Ladders
 

All stainless construction 

Comfort tread plastic 

steps.   

Permanent mount to  

transom or deck. Folds at 

mounts and in middle, 

adjustable stand off legs 

*DBS distance 

between steps

 

All stainless  

construction. 

Permanent mount to 

transom or deck, folds 

at mounts and in  

middle. Adjustable 

stand off legs. 

 

Stainless construction  

with plastic comfort 

tread steps. Permanent 

mount to transom or 

deck. Folds at mounts 

and in middle. 

Adjustable stand off 

legs. 

 
Aluminum and  

plastic folding ladder.  

Aluminum posts, plas-

tic steps, plastic cov-

ered hooks, adjustable 

stand off legs.

Stainless Telescoping Ladder for swim 

platforms. Mounts to 

topside of swim plat-

form. Plastic covers on 

steps for comfort treads.  

Folds up easily and out 

of the way. Shock cord 

loop provided for simple                                                       

  tie down. 

Telescoping Ladder for Swim 

Platforms. Mounts to under-

side of swim platform. 

Ladder slides under swim 

platform on track. Plastic 

covers on steps for comfort 

treads. Folds up easily and 

out of the way.  

Shock cord loop provided for 

simple tie down.

                    Ladder mounts securely on      

                        transom, extends down into 

                        water for easy boarding and 

                        exiting. Integrated self-            

                        locking brackets hold  

                        ladder securely against the 

                        transom. 

1466 

Swim Stirrup 
The safe solution to a 

slippery situation!  The 

Swim Stirrup has been 

carefully engineered to 

provide safe, easy  

access to small boats for swimmers or water skiers. 

Durable, reliable design attaches to gunwales, tran-

soms, or open bows. Easy to install, easy to use: it 

even floats! Perfect for rowboats, ski boats, dinghies, 

sailboats.  Adjustable length to fit your boat. 

Complete hardware and instructions  included. 

 

71074 

FOLDING  

LADDER  

 
4 Step Ladder with PVC 

steps.   

Folds to compact size.  

DBS: 9” 

 

FOLDING ALUMINUM 

LADDER FOR  

INFLATABLES  

 - all aluminum  

  construction.  

- folds in half for easy   

  storage.  

- attaches easily with brass 

snap for quick attachment 

and removal. 

 54012   Stainless Boarding Handle 

made of 304 stainless steel, 1-1/2” diameter 

tube, overall height is 45-1/2” 

Push button feature separates pole for easy 

storage 

 
  

    

part # steps LOA W DBS

9886 3 33” 12” 10”

9887 4 42” 12” 10”

9888 5 53” 12” 10”

part # steps LOA W DBS

9856 3 23-3/4” 9” 9”

9857 4 35” 10” 9”

9858 5 43” 10” 9”

part # steps LOA W DBS

9853 3 36” 14-1/2” 12”

9854 4 47” 14-1/2” 12”

part # steps LOA W DBS

9866 2 35” 11” 11.5”

9867 3 36” 11” 12”

9868 4 44” 11” 10-1/4”

part # steps LOA W DBS

9865 5 54” 12” 11”

part # steps LOA W DBS

9871 3 28” 11” 9”

part # steps LOA W DBS

9859 2 37” 11-3/4” 13”

part # steps LOA W

19684 4 34.5” 12”
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 Telescoping 

Stainless Ladder 
Compact, collapsible 

design with comfort 

contour black traction 

molded poly steps 

 

 

 

06131  3 step  

06141  4 step

EEz-In REMOVABLE 

PONTOON BOARD-

ING LADDER WITH 

STAINLESS STEEL 

SHUR-LOC CATCH 

MOUNTING HARD-

WARE 

Folds down to 4 steps; 

hooks fold and ladder 

stows in locker under-

neath furniture 

Securing clip included.  

Lightweight anodized 

aluminum 1" (3cm) diameter resists corro-

sion. Comfortable contour black traction 

molded steps.     12350   

 

 

 3-Step Transom 

 Ladder 

Folds down for easy 

boarding 

Fits most angled or 

curved transoms 

Comfortable contour 

black traction molded 

poly steps 

 Rated to 400 lbs. 

 

18118  

 

 

 Sport/Diver 

 Ladder 
Angled design for stair-

like ease of boarding 

2 1/4" diameter center 

vertical allows easy use 

of diving gear 

Heavy Duty - rated to 

400 lbs. (181kg) board-

ing weight 

 

 

19803   3-Step 

           19804   4-Step

 Cockpit Steps 

For stepping up or 

down from cockpit of 

all types of cruisers 

Attaches to inside of 

coaming with includ-

ed stainless steel 

Shur-loc catches 

(76000) 

Durable 1" (3cm) 

anodized aluminum 

uprights and stamped support brackets 

High density, polyehtylene traction 

grooved steps 

25122  22”  

25128 28”  
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   Perko Chrome Step Plate 

  1325DP1CHR     8-1/2” x 3-1/4” 

  1043DP1CHR     8-3/4” x 3-1/4” 

 

 

322620 

Stainless 

Folding Step 

 

  Step:  2” x 3-1/4” 

  Base:  4-1/4” x 1-5/8”

 

 

 

  9862 - Replacement Ladder Step

 

Replacement 

Ladder  

Standoffs 

 9863 - Plastic  

 9873 - Stainless 

           Steel

 

 

 

 

 

 

  Replacement Ladder Gudgeon 

  9876 - Stainless Steel 

9861 

1” Plastic Ladder Caps 

each 

 

1444 

  Ladder end caps, black 

 pair

Ladder Clip 
• Simple "positive locking" design  

• Installs easily with a single  

  stainless steel screw  

• U.V. resistant for color stability

Ladder & Pole Clips 

1446 - 7/8”  

1447 - 1” 

 
easily allows two poles of equal  

diameter to be snapped together  

for storage!

Ladder Parts and Accessories

Item Length Width

82010 8-1/2” 2-1/4”

82011 8-7/8” 3-3/8”

Item Length Width

82012 8-13/16” 3-3/8”

for 7/8” tubing 
U4330     -  black 

U4330W  - white

for 1” tubing 
U4340     -  black 

U4340W  - white

StepSafe™ 
Step with Comfort 

& Safety . . . Wet or 

Dry! 
StepSafe™ will retain its 

grip wet or dry, and is 

resistant to gas, oil, and 

UV rays,  Comes with a 

pressure sensitive back-

ing for easy installation, 

and trims easily with scissors to almost 

any size and shape.Cut Size  3 1/2" x 14 

1/2"  11990 

 Stainless and rubber step pad

 351DPCHR 
Chrome Step 

Step Pad - 6” x 4-1/4”   
Mounting - 6” x 2”

 

 

 

 

12645 

White pole holder for 

3/4" pole 

Santoprene Rubber

 

 

 

 

 

75015 

Holds anything round  3/4" to 

1 1/4" (2 - 3cm) diameter 

Coated white spring steel 

Packaged in pairs

76000 

Bracket mounts to 

hull or deck for 

attaching 

Garelick/EEz-In 

latch type boarding 

ladders and cockpit 

steps  Allows permanent or tempo-

rary mounting 

Stamped stainless steel self-lock-

ing design 

Packed in pairs 

2.5" H x 1.75" W (6x4cm)
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All of our oarlocks and sockets feature 1/2” dia. shanks, allowing all our oarlocks  

to be used with any of our sockets. 

Item Material

12007 Chrome Plated

1227DPCHR Chrome Zinc

Item Material

12184 Bronze

829DP1PLB
Manganese 

Bronze

1267DPCHR Chrome

Item Material

12008 Chrome Plated

1186DPZNC Plain Zinc

833DPPLB
Plain Manganese 

Bronze

Item Material

50091135 Plain Zinc

9146-3 Bright Zinc

Item Material

182321 Bronze-pair

832DPPLB
Maganese 

bronze-each

Item Material

1185DPCHR
Chrome Plated 

Zinc

102L 

OAR LOCK  
Molded nylon over stainless steel core for 

maximum strength. Low friction nylon creates 

smooth and quiet opera-

tion. Standard 1/2” straight 

shank. 

Competitively priced 

against standard  

galvanized models. 

101 

ADJUSTABLE OAR COLLAR

Oar Locks and Sockets

Bronze Oar Locks 

1/2” shank 

 

580210  1-7/8” 

 between horns 

828DPPLB  2” 
   between horns

 

 

 

1186DPCHR Edge Mount Socket 

Chrome plated zinc alloy 

Sidemount



email:info@brewersmarine.com  247

Paddles - sold each 

(Aspen wood) 

157448  - 4ft 

157454 - 4.5ft

Beaver Tail Paddle 

157654 - 54”

  Wooden 

Oars(Spruce) 

Sold Per Pair 

157155 - 5-1/2ft 

157160 - 6ft 

157165 - 6-1/2ft 

157170 - 7ft 

157175 - 7-1/2ft 

157180 - 8ft 

 

Fixed Boathook 
Wooden Pole with Chromed 

Brass Hook 

4161 - 10ft

 

Fixed 

Aluminum 

Boathook 

 

4157 - 5ft 

 

Telescoping 

Aluminum Boathook 

 

4150   - 4-8ft 

Davis 

4122* - 4.5-8ft 

4152* - 4.5-12ft 

4132* - 3-8ft 

Garelick 

55170 - 3.5 - 8ft 

2 Section (1-11/8”) 

55190 -  4 - 7.5ft 

3 Section (1-11/8-11/4”) 

55175 -  3.5 - 12ft 

 

 

 

 

 

 

7925  Fox 40 Telescoping Paddle  21-42” 

 

Telescopic 

Paddle 

4130-20”- 42” 

4330-20” -3’ 9”

Telescopic 
Paddle with 
Boathook end 
4372 
32” - 5’6”

Telescopic  

Paddle with 

Boathook end 

4174 - 48”- 55” 

 

4332 

4-1/2’ Aluminum 

Oar 

Take apart

 

4333 

Double Ended 

Telescoping 

Paddle

Boat Hooks & Paddles

                       

 

Take apart Oars 

2 pc (1 oar) 9842 

Aluminum 5ft             
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5141 

Boat Hook End 

5141B 

-orange tip only

Plastic Spare/Replacement  

Boat Hook End  

4163 - for poles 1” 

4164 - for poles 1.12” 

Wrap It Up 
12” x1” webbing with hook/loop 
sewn on. Great for cinching, bundling 
and holding.  Reinforced with sewn 
on bar tack at each end. 

WR-123 - 3/pk 

WR-12100 100/display box

       Boat Hook Ends  

 

4169 - for poles 1.50” Stainless

Quick Fist® is a rubber clamp that 

mounts easily to keep tools and equipment 

firmly in place. Ideal for off-road trucks, 

boats, military equipment, ATVs, or any 

vehicle. Quick Fist clamps are made of 

heavy duty transportation grade rubber. 

They’re UV resistant and withstand extreme 

heat or cold.  Mount easily with #10 (5 mm) bolts or screws. 

Terrific for marine use, since Quick Fist will not rust or corrode.  

 

To hold objects 7/8” - 2-1/4” dia    -  540QC sold per pair 

To hold objects 2-1/2” -7-1/2” dia  -  544QC sold each

Hook & Moor Boat Hook 

helps you thread a mooring rope through a mooring 

ring with a simple pull or push. Always ready to use. 

Made of fiberglass reinforced PA66 and forged alu-

minum   

    7080217    1.01 to 1.8m 

    7080218   1.02 to 2.5m 

    7080219   1.25 to 3.2m 

 

    70889806   Hook only 

    70889808   Mounting clip

 

11555 
Paddle Keeper 

Paddle Storage 

Device

11551 

Easy Lock  

Pole Holder 

Rail Mount

53576 

Boat Hook Holder 

102mm x 25mm

Snap in Pole Holders 
For Poles up to: 

1/2”    - 11643 

5/8”    - 11644                   

3/4”    - 11645   

1”       - 11647 

1-1/4” - 11648        

1-1/2” - 11649

11545 

General Purpose  

Storage Clips 
Durable rubber clips  

will hold poles up to  

3/4” dia. Predrilled,  

sold by the pair. 

477DPBLK is the same thing  

but from PERKO!

STORAGE CLIPS   
Stainless steel spring clips will hold boat hooks and 
other poles. Predrilled, sold by the pair.  

11554 - 3/4” to 1” 

11557 - 1”  to 1-1/4” 
 

502DP1STS : 

5/8” to 1-1/4” 

502DP2STS: 

1”  to 1-3/4”

40134 - EZ HOOKER 
Makes attaching a winch strap to a bow loop easy & eliminates need to get into 

water. Constructed of non-corroding, durable polymer material. Can also be used as 

standard boat hook.Quickly and easily attaches to all Extend-A-Brush Premium 

Handles.(galvanized snap hook not included)
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Stainless Steel “S” Hooks Stainless Steel Lashing Hook Stainless Steel Hammock Hook

item# dia. length sold per:

57011 4mm 1-1/2” pair

57012 5mm 1-3/4” pair

57013 6mm 2-1/4” pair

57015 8mm 3-1/8” each

item# dia. length hole dia:

195210 5/16” 3-1/8” 1/4”

195220 3/8” 3-5/8” 1/4”

item# width height c/c

671460 1-1/4” 1” 3/4”

 

Die Cast Bow Eyes

item # thread dia. loa thread length c/c

12270 8-32 2-3/8” 1-1/4” 1-1/8”

12271 10-32 2-7/16” 1-3/16” 1-3/8”

12071 3/8-16 3” 1-1/2” 1-3/8”

12171 3/8-16 4-1/4” 2-1/2” 1-3/8”

12172 3/8-16 5-1/4” 3-1/2” 1-3/8”

12072 1/2”-12 5-1/4” 3-3/8” 1-7/8”

item # thread dia. loa thread length c/c

12274 6mm 3-1/8” 1-3/8” 1”

12275 6mm 3-5/8” 1-7/8” 1-1/16”

12276 8mm 2-5/8” 1-1/8” 1-3/8”

12277 8mm 3-1/4” 1-5/8” 1-3/8”

12278 8mm 4-3/8” 2-1/4” 1-3/8”

12279 10mm 3-5/8” 1-3/4” 2”

12280 10mm 5-1/4” 3” 1-7/8”

12281 11mm 6” 3” 2-7/16”

Stainless Steel U-Bolts

part# thread
shank 

length 

thread 

length
eye dia.

12392 1/4-20 2” 1-1/2” 1/2”

12393 1/4-20 4” 2-1/2” 1/2”

12394 5/16-18 2-1/4” 1-1/2” 5/8”

12395 5/16-18 4-1/4” 2-5/8” 5/8”

12396 3/8-16 3-1/8” 2-3/4” 3/4”

12397 3/8-16 4-1/2” 2-1/2” 3/4”

12398 1/2-13 3-1/4” 1-1/2” 1”

12399 1/2-13 6” 3” 1”

item# type thread dia LOA
thread 

length

12025 single 3/8”-16 4-1/2 2-1/2”

12026 single 3/8”-16 6-1/2” 4-1/2”

12031 double 5/16”-18 5-1/4” 2-7/16”‘type’ refers to the number of shanks

Lifting Eye Nuts 

78106 - 1/4”- 20 

78108 - 5/16”-18 

78110 - 3/8”- 16 

78112 - 1/2”

Lifting Eye Bolts 

78101 - 1/4”- 20 

78102 - 5/16”-18 

78103 - 3/8”- 16 

78104 - 1/2”

thread is approx. 

1/2” long

Stainless Hardware

part# thread
shank 

length 

thread 

length
eye dia.

12590 6mm 40mm 25mm 14mm

12591 6mm 60mm 35mm 14mm

12592 6mm 80mm 55mm 14mm

12593 8mm 60mm 35mm 18mm

12594 8mm 80mm 50mm 18mm

12595 10mm 80mm 50mm 22mm
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Chrome Door 

Hooks 
#8 fasteners, 

1-13/16” c/c 

 

 

12003..........2” hook 

222103........3” hook

Brass Door Hooks 
#8 fasteners, 

13/16” c/c 

 

 

 

 

222104........3” hook

Stainless Door 

Hook 
#8 fasteners, 

1-1/16” c/c 

 

 

221203........3” hook 

221204.........4” hook

Perko Chrome/ 

Bronze Door Hook 
#6 fasteners, 

7/8”c/c (hook) 

1-3/16” c/c (keeper) 
956DP2CHR........2” 

956DP4CHR........3” 

956DP6CHR........4” 

956DP8CHR........6” 

Perko Chrome 

Plated Door Hook 
#6 fasteners, 

1-3/16” c/c 

1287DP1CHR..............2” 

      1287DP2CHR...........2-1/2” 

   1287DP3CHR..............3” 

Perko Chrome 

Plated Door Hook 
#6 fasteners, 

1-3/16” c/c 

1199DP1CHR........1-3/4” 

1199DP2CHR........2-1/4” 

1199DP3CHR..............3” 

1199DP4CHR..............4”

Chrome Barrel Bolts 
#6 fasteners, 

11/16” c/c (barrel) 

 

 

12436....2”....1-1/4”c/c  

12446....3”....2-5/16” c/c 

Brass Barrel Bolts 
#6 fasteners, 

11/16” c/c (barrel) 

 

 

12438....2”....1-1/4”c/c  

12448....3”....2-5/8” c/c 

 

Perko Chrome  

Barrel Bolts 
#6 fasteners, 

1-7/16” overall width 

 

 

947DP1CHR.....3” overall length 

947DP2CHR.....4-5/16” overall length  

947DP3CHR.....5-1/4”  overall length

Perko Ship’s Bolt 
#6 fasteners, 

2-5/8” x 1-1/4” 

 

 

1053DPCHR 

spare keepers 

1261DPCHR 

2/cd

Door Catches
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Door Buttons 
#6 fasteners, 1” c/c 

 

 

 

    50057........Chrome 

   50059 .......Brass 

 Door Buttons 

Chrome Plated Zinc 
#6 fasteners, 1” c/c 

 

 

Perko 

  1216DPCHR...with internal spring 

  1217DPCHR....without spring 

Elbow Catch 
#6 fasteners, 3/4”” c/c 

  12450........Chrome Brass 

  12451.........Brass 

   

Perko Elbow Catch 
#6 fasteners, 3/4” c/c 

1021DPBLK.....Plastic

 

1163 

  Door catch for walk-thru 

 windshields and doors. 

Black thermoplastic consists 

of ball stud, catch and screws

Perko Cupboard Catch 

Chrome Plated Zinc 
#6 fasteners, 1-1/8” c/c 

1-1/2” x 1-7/8” 

 

1102DP1CHR....Regular Box 

1102DP2CHR....Offset Box 

Perko Cupboard Bolt 

Chrome Plated Zinc 
#6 fasteners, 1-1/2” x 2-1/8” 

 

 

1101DPCHR

Perko Sliding Lock 

Button 

Chrome Plated Zinc 
#6 fasteners, 2-1/8” x 2-1/4” 

 

948DPCHR

Door Holder  
Stainless Steel, Three convenient 

sizes for various door distances.  

 
 16453...1-5/8” height 
     base: 1-9/16”x 1-5/16” 
 16454...2-3/4” height 

     base: 1-9/16” x 1-5/16”

Perko Door Holder 
#8 fasteners,  

clip: 1-3/8” x 7/16”, 1/2” c/c 

arrow: 1-5/8” x 3/4” base,   

1-1/16 c/c 

 

 1065DPCHR....chrome        

  base, stainless clip

Door Catches

966DPCHR 

Sliding Door Stop 

Polymer cover on stopping 

plate, sliding window and  

door stops. Chrome plated 

1-1/2 x 3/4” mounting dim 

2” length of stopping plate 

#10 fasteners 



252 Phone: 1-800-263-8328

Door Holder and Stop 
Base Dia: 2” 

Wall-Door Distance 2-9/16” 

 

 

2038 Stainless 

2039   Chrome 

 

Perko Door Stops     Chrome plated zinc 
 

1177DPCHR....stop only 

#4 fasteners, 1/2” c/c 
 

574DP1CHR....2-3/8” stop and catch 

#8 fasteners (stop), #6 fasteners (keeper) 
 

574DP2CHR....3-1/4” stop and catch 

#8 fasteners (stop), #6 fasteners (keeper)

Rim Latch Button 
 

 

224300.....polished chrome 

224301.....polished brass

Brass  

Stud Catch

Perko Tie Down  

Fastener 
#8 fasteners, 1-1/8” c/c 

 

 

        769DPCHR

Perko Flush Locking Latch 
Chrome plated zinc 

2-1/4 x 2”  

 

 

     921DPCHR - locking 

     922DPCHR - non-locking

Locking Compression Handle 

316 Stainless, 3” OD, 2-1/2” cutout 

surface depth 18-5/8” 

 

S-0236    

item # loa c/c catch c/c stud
fastener 

size

12452 1-5/8” 1/3/8” 5/8” #6

12454 17/8” 1-9/16” 3/4” #8

12456 2-3/8” 2” 1-5/16” #8

Door Catches

Perko Cupboard Catch 
#8 fasteners,  

5/8” x 1-1/4” 

 

     554DP.....Plastic

Cupboard Catch 
#8 fasteners, 7/8” c/c,  

1-3/16” wide 

 227135.....Nylon
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Perko 

Lockable Hold Down Clamp 

Chrome plated bronze 
#6 fasteners, base: 2-3/4 x 1-3/4” 

 

 

 

 

 

Perko Hold Down Clamp 

Chrome plated bronze 
#8 fasteners, hook latch - 15/16” x 5/8” c/c 

Brass Padlocks 
Solid brass body and pin 

tumbler with case  

hardened steel shackle. 

Supplied with 3 keys.

           Hasps hasp length provided below is over-

all length in the closed position.

Perko Fixed Eye Hasp 

Chrome plated zinc 
#6 fasteners 

hasp - 5/8” c/c 

keeper - 13/16” c/c 

 

1198DP1CHR....2” 

1198DP2CHR....3” 

1198DP3CHR....3-3/4”

Perko Fixed Eye Hasp 

Chrome plated bronze 
#6 fasteners 

hasp - 5/8” c/c 

keeper - 13/16” c/c 

 

998DP1CHR....2” 

998DP2CHR....3” 

Fixed Eye Hasp 

Stainless Steel 
#6 fasteners 

hasp - 1/2”L x 9/16”W c/c 

keeper - 13/16”L x 5/8W c/c 

 

12088....2-11/16” 

221124....3-13/16” 

Fixed Eye Hasp 

Brass 
#6 fasteners 

hasp - 9/16”L x 1/2”W c/c 

keeper - 9/16”L x 9/16”W c/c 

 

12093....3” 

12095....4” 

Perko Swivel Eye Hasp 

Chrome plated zinc 
#6 fasteners 

hasp - 5/8” c/c 

keeper - 3/4” c/c 

 

1194DPCHR....3” 

 

Swivel Eye Hasp 

Zamac 
#6 fasteners 

hasp - 5/8” c/c 

keeper - 5/8” c/c 

 

12004....3”

Swivel Eye Hasp 

Stainless Steel 
#6 fasteners 

hasp - 1/2” c/c 

keeper - 3/4L” x 1/2” c/c 

 

12089......2-11/16” 

1108DPCHR

1112DPCHR - 3” x 1-1/2” 

1113DPCHR -  

2-1/2” x 1-1/2”
item # width clears

12050 1-1/4” 1-5/8”

12052 1-9/16” 1-7/8”

12054 2” 1”
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Perko Flush Lock 
Flush mounts in 2-3/8” x 2-3/8” hole 

Large handle allows for two finger grip.  

1031DP1BLK 

1031DP1WHT 

1032DP1WHT  3-1/8 x 3-1/8”

Perko Flush Latch 
Flush mounts in 2-1/2” hole.White ‘T’ Handle for easy grip. 

1085DP7BLK - locking / Slam cam bar 

Locking -with 2 keys / offset cam bar 

1091DP1WHT 

1091DP1BLK 

Non-locking / offset cam bar 

1092DP1WHT 

1092DP1BLK 

109100488A  Threaded shaft cam bar

 

 

 

 

Perko 

Lock and Latch Cover 

1089DP1BLK   black  

1089DP1WHT  white 
1089DP3BLK - cover only 

1089DP3WHT - cover only

Perko Cabinet Hardware Latch  Easily installs in 2” diameter hole. Detents indicate open/closed position.  Chrome 

plated zinc alloy, black plastic face with stainless steel stem and lock nut. 2 keys included.  Face Plate Dimensions: 2-1/2”x 2-1/2”, 

For Door Thickness: 1/4” to 1-1/8”

Locking Non-Locking

931DP1BLK- offset cam bar and flexible plastic      

931DP1WHT strike.  Latch bar adjustment: 3/8” - 3”

932DP1BLK offset cam bar and flexible plastic strike.  

932DP1WHT   Latch bar adjustment: 3/8” - 3”

931DP2BLK-with offset adjustable cam bar.  Latch 

931DP2WHT   bar adjustment: 3/8” - 3”

932DP2BLK-with offset adjustable cam bar.            

Latch bar adjustment: 3/8” - 3”

931DP3BLK-straight cam bar and flexible plastic   

strike. Latch bar adjustment: 1/16” - 2-9/16”

Perko Cabinet Hardware Latch for Smooth or Carpeted Surfaces  Easily installs in 2-3/8”  

diameter hole. Detents indicate open/closed position.   Stainless steel D-ring handle, stem and lock nut, black plastic face plate, 2 

O-rings for increased water resistance. 2 keys included.  Face Plate Dimensions: 2-7/8”x 2-7/8”, For Door Thickness: 3/8” to  

1-1/4”

Locking Non-Locking

1081DP1BLK- offset cam bar and flexible plastic     

1081DP1WHT strike.  Latch bar adjustment: 3/8”-3”

1082DP1BLK offset cam bar and flexible plastic 

1082DP1WHT   strike. Latch bar adjustment: 3/8” - 3”

1081DP2BLK -offset adjustable cambar 

1081DP2WHT Latchbar adjustment 3/8 - 3”

1082DP2BLK-with offset adjustable cam bar.            

1082DP2WHT   Latch bar adjustment: 3/8” - 3”

1081DP3BLK -straight cambar and flexible plastic 

1081DP3WHT  strike.

1082DP3BLK-straight cam bar and flexible plastic   

1082DP3WHT  strike. 

Door Locks

1072001WHT offset cam bar and flexible plastc strike 

1072001BLK 

Perko Rim Latch Set 
Chrome plated zinc alloy, sliding lock 

button, reverse bevel with box strike. 

 

 

 

1029DPCHR

Slam Latch 

ratcheting cam bar/strike 

slide action keeps inside of 

hatches dry  2” diameter 
 

675DPBBLK       black 

675DPWWHT    white          

S-0232 
 

Locking Push Button Latch 

for Glove box 

Nylon Compression 

Handle 

3” OD, has a keyed lock, cam 

bar 

 

 

 

 

 

6228B   black 

6228W  white
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Perko Rim Latch Set 
Chrome plated zinc alloy, sliding lock 

button, regular bevel with flush strike. 

 

 

930DPCHR 

 
912DPCHR.....spare flush strike

Perko Tubular Latch Set 
Chrome plated zinc alloy, sliding lock 

button. 4-3/8”x 1-1/4” 

 

 

567DPCHR 

 

Perko Mortise Lock Set 
Locks by turn button from inside or key 

from outside. Bevel can be reversed 

during installation. 

 

927DPCHR 

 
913000CHR....spare flush strike

Perko Rim Lock Set 
Chrome plated zinc alloy, locks by turn 

button from inside or key from outside. 

 

 

918DPCHR.....regular bevel 

919DPCHR....reverse bevel 

Perko Flush Latch Set 
Chrome plated zinc alloy, sliding lock 

button. Handle not shown. 

2” x 2-1/4” 

 

991DPCHR...regular bevel 

Perko Rim Latch Set 
Chrome plated zinc alloy, sliding lock  

button, regular bevel with flush strike. 

Handle not shown. 

 

 

1030DPCHR

Perko Rim Latch Set 
Box Strike and sliding lock button 

Chrome plated zinc 

 

 

928DPCHR.....regular bevel 

1028DPCHR...reverse bevel 

 
976000CHR.....spare box strike

Perko Flush Cap  

Rim Latch Set 
Box Strike and sliding lock button 

Chrome plated zinc 

 

 

 

1279DPCHR..regular bevel 

Perko Mortise Latch Set 
Chrome plated zinc alloy, turn button lock. 

Bevel can be reversed during installation 

 

 

960DPCHR 
 

 

 

920000CHR.....spare reverse bevel 

96000099A......spare bevel with cam 

984000CHR.....spare regular bevel 

109100199A....cam bar 

959DPCHR......spare keepers 

92700099B.......esteucheon plate/key

Door Locks
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Short Side Offset Butt Hinge 
Stamped, sold per pair 

Use #8 or #10 fasteners. 

1-3/16”c/c 

 

12428.....2-1/2”L x 1-1/2”W,  

                3/4” offset

 Butt Hinge 
Stamped, sold per pair 

Use #8 or #10 fasteners. 

1”x 3/4” c/c 

 

12078.....1-1/2”L x 

                1-1/2”W 

                

Offset Butt Hinge 
Stamped, sold per pair 

Use #8  fasteners. 

7/8” x 3/4” c/c 

 

12430.....1-3/8”L x 1-1/2”W,  

                3/8” offset

Short Side Door Hinge 
Stamped, sold per pair 

Use #8  fasteners. 

3/4”c/c short side 

11/16” x 1” c/c long side 

 

12426.....2-3/16”L x 1-1/2”W

Butt Hinge 
Stamped, sold per pair 

Use #10  fasteners. 

1-5/16” x 1-3/8” c/c 

 

12080.....1-9/16 x 2-3/8”

Split Hinge 
Stamped, sold per pair 

Use #8 or #10  fasteners. 

15/16” c/c short side 

2-1/2” c/c double side 

12422.....3-1/2” x 2-1/8” 

Stamped, sold per pair 

7/8” W closed, 3-3/8” H 

957DPCHR

Door Hinge 
Stamped, sold per pair 

Use #8  fasteners. 

11/16” x 1” c/c 

 

12082.....2-13/16” x 1-1/2”

Door Hinge 
Stamped, sold per pair 

Use #8  fasteners. 

5/8” x 1” c/c short side 

1-3/16”x 13/16” c/c long side 

 

12084.....3-3/8” x 1-1/2”

Semi Concealed Hinge 
Stamped, sold per pair 

Use #8  fasteners. 

2-1/8” c/c flatside 

1/2” x 1”c/c offset 

 

201914.....2-1/4” x 2-3/4”

Door Hinge 
Stamped, sold per pair 

Use #10  fasteners. 

3/4” x 1-3/16” c/c 

 

12077.....3” x 3”

Stamped, Stainless Steel Hinges
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Butt Hinge 
Cast, sold per pair 

Use #10 fasteners. 

7/8” x 1” c/c 

 

12079.....1-1/2” x 1-1/2”

Butt Hinge 
Cast, sold per pair 

Use #10 fasteners. 

1-3/8” c/c 

 

12081.....2” x 2”

Short Side Hinge 
Cast, sold per pair 

Use #10 fasteners. 

7/8”  c/c short side 

5/8”x 3/4” c/c long side 

 

12427.....2-1/2” x 1-1/2”

Hatch Hinge 
Cast, sold each 

Use #10 fasteners. 

3/8”  c/c pin side 

1/4” x 5/8”c/c hinge side 

 

12086.....2-3/4” x 2-5/8”

Strap Hinge 
Cast, sold per pair 

Use #10 fasteners. 

1”  c/c  

 

12074.....4” x 1” 

12076.....6-1/4” x 1” 

Door Hinge 
Cast, sold per pair 

Use #10 fasteners. 

5/8”L x 13/16”W c/c each side 

 

12083.....3” x 1-1/2”

Door Hinge 
Cast, sold per pair 

Use #10 fasteners. 

1-3/16”  c/c  

 

12085.....4” x 1-1/2”

Removable Lid or  

Motor Box Hinge 
Cast, sold per pair 

Use #10 fasteners. 

11/16” x 7/8”  c/c  

3-1/2” x 1-7/8” 

12131.....LH 

12132.....RH

6 ftPiano Hinge - 304 Stainless 
-stamped stainless steel 

-two different hole 

spacings to fit your needs!
3” c/c 

12091 - 1-1/4” open width 

12075 - 1-1/2” open width 
 

2” c/c  

12175 - 1-1/4” open width 

13075 - 1-1/2” open width

Cast, Stainless Steel Hinges

Hinges

Angle Bracket 

 54087  41mmL x 25mmW   

 54088   56mm  x 35                  

 54089   80       x  50                
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Chrome Hinges
Strap Hinge 
sold per pair 

Use #8 fasteners. 

15/16” c/c 

 

12002.....4” x 1”

Pull Apart Hinges 
Chrome plated brass, sold each 

3-3/4” Length overall 

2” width, use #10 fasters 

 

149DPCHR - Left Hand 

152DPCHR - Right Hand 

Chrome plated bronze offset short sided hinge 
Use #8 fasteners, sold each 

open width: 2-1/4" 

height:  1-1/2" 

width of short side:  3/4" 

offset inches:  3/8"  

988DP1CHR 

Chrome plated bronze T hinge 

197DP1CHR 
4” open width, 2-1/8” pin height 

1-5/16” width of T side 

197DP2CHR 

6” open width, 3” pin height 

1-1/2” width of T side 

Perko Hinge 
Chrome plated stamped brass 

#6 fasteners, sold per pair 

924DPCHR....3” x 1-1/2” 

Perko Hinge 
Chrome plated bronze 

#10 fasteners, sold per pair 

120DP1CHR...4” x 1-1/8” 

120DP2CHR....6” x 1-1/8”

Perko Short Side Hinge 
Chrome plated bronze 

#8 fasteners, sold per pair 

987DP2CHR....2-3/4” x 1-1/2”

Perko Butt Hinge 
Chrome plated brass 

w/ Removable Pin, 
#10fasteners, sold as pair 

 
  

952DP6CHR....2-1/2” x 2-1/2” 

952DP9CHR....3” x 3”

Perko Semi Concealed Hinge 
Chrome plated stamped brass 

#4 fasteners, sold per pair 

272DPCHR....2-3/4” x 2-1/8”

Perko Semi Concealed  

Offset Hinge 
Chrome plated stamped brass 

#4 fasteners, sold per pair 

271DPCHR....2-3/4” x 2-1/8”

Perko Butt Hinge w/ Removable Pin  

Chrome plated zinc 

#8 fasteners, sold per pair 

 

1293DP2CHR    
1-1/2”x 1-1/2” 

1293DP4CHR   2” x 2” 

1293DP5CHR   2-1/2”x 2” 

1293DP6CHR   2-1/2” x 2-1/2” 

1293DP9CHR    3” x 3” 

Perko Hinge 
Chrome plated zinc alloy 

#8 fasteners, sold per pair 

808DPCHR.... 1-1/2” x 3”

Perko Short Side Hinge 
Chrome plated bronze 

#8 fasteners, sold per pair 

999DPCHR....3-1/2” x 1-1/2”

#10 fasteners
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           With Welded           Without Welded  

               Stud End                    Stud End 
   74012  12”         10-3/4”c/c          74212    12”   10-3/8” c/c 

   74018  18”         16-9/16”c/c        74218    18”   16-1/2” c/c 

   74024  24”         22-9/16”c/c        74224    24”   22-1/4” c/c 

  * 78” tubing 

 

Handles
Stainless Steel Handrails

 

                  Base Mount 
    74312  12”   13-1/4” outside centre, 10-1/2”  inside centre   

    74320  20”   21-1/4” outside centre, 18-1/2”  inside centre 

    74326  26”   27-1/4” outside centre, 25-1/2”  inside centre   

    74334  34”   35-1/8” outside centre, 32-7/16” inside centre

Handle 

Chrome Brass 
1/4” faseteners, sold per pair 

12012 
4-11/16” x 1” 

Perko Handle Chrome plated zinc 

1231DPCHR 

6” overall length, 3-1/2” inside 

length, 1-5/16” inside height 

1/4” fasteners, sold per pair 

1222DPCHR 

5-3/4” overall length, 3-5/8” 

inside length, 1-1/4” height inside 

#8 fasteners, sold per pair 

Stern Step/Handle 
injection molded nylon handle acts as  

handle but features a flat top that 

doubles as a step. #10 fasteners 

54047 
6-1/2” overall length 

5-5/8” c/c holes

Perko Bow Handle for 

Daysailors 
Chrome plated zinc alloy 

#8 fasteners, sold each 

1234DPCHR 

6-1/2” overall length 

2” height above deck 

 

Perko Chrome 

Flush Pull 

1110DPCHR 

   3-11/16 x 1-11/16”

Perko Chrome Plated 

  958DPCHR 

Drawer Pull 

3-7/16” LOA, 
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Perko Flush 

Catch 
chrome/zinc 

2-1/4” x 1-3/8” 

#6 fasteners 

 

1051DPCHR

Perko Flush 

Pull 
chrome/bronze 

2-9/16” x 2” 

#8 fasteners 

 

1103DPCHR

Perko Flush 

Pull 
#8 fasteners 

 

1220DPCHR - chrome/zinc, 3” x 2-1/4” 

776DP2CHR - chrome/bronze, 

           3-3/4” x 2-3/4”

Perko Flush 

Pull 
chrome/zinc 

1-3/4” x 1-3/8” 

#6 fasteners 

 

841DPCHR

Perko Flush 

Pull 
chrome/zinc 
#6 fasteners 

1232DP1CHR 
1-5/8” 

1232DP2CHR 

2”

Perko Flush 

Pull 
chrome/bronze 

2” x 2-5/8” 

#8 fasteners 

 

575DPCHR

Flush Lifting 

Pull 
stainless 

12037 

2-1/2” x 1-3/4” 

Flush Lifting  

Catch 

stainless 

12039 

2-1/4” x 1-5/8”

Flush Pull 
chrome/zinc 

#8 fasteners 

 

 

1221DPCHR  Perko   3/4” x 3-1/4”

Flush Pull 
chrome/brass 

#8 fasteners 

3325-3 
2-1/8” x 3”

Flush Pull 
stainless 

1-1/2”x 

1-7/8” 

#8 fasteners 

 

12038 

1-1/8” x 1-7/16” c/c

Flush Pull 
stainless 

3”x 2-1/4” 

#8 fasteners 

 

3324-3 

3/8” depth 

Flush Pull 
stainless, spring 

loaded, #8 fasteners 
 
51011-1-1/2”x1-3/4” 
1-1/8” x 1-3/8” c/c 

Flush Pull 
stainless, 
spring loaded, 

#8 fasteners 

 

51017-3” x 2-1/4”  

2-1/8” x 1-3/4” c/c 

Flush Pull 
brass 

2”dia. 

#8 fasteners 

 

 

51021 

1-7/16” x 1-1/4” c/c

Flush Pull 
brass 

1-3/4” x 1-1/2” 

#6 fasteners 

 

 

222405 

1-3/4” x 1-3/16” c/c

Perko Flush Pull 
plastic 

2-1/4”x 2-1/4” 

#6 fasteners 
 

1016DPBLK 

black 

1016DPWHT  white

Flush Pull 
plastic 

2-3/16”dia. 

#6 fasteners 

 

 

227310 

1” c/c

Flush Pulls
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Stainless Steel Stainless Steel Chrome

Cleats

part # LOA fastener c/c

12096 4” 1/4” 7/8”

12100 6” 5/16” 1-1/4”

12102 8” 5/16” 1-11/16”

12104 10” 7/16” 2-5/8”

12106 12” 3/8” 3-3/4”

Iron Dock Cleats 
galvanized finish

part # LOA fastener c/c

12120 4” #4 13/16”

12122 4-7/8” 1/4” 1-1/8”

12124 5-15/16” 1/4” 1-3/8”

12126 7-7/8” 5/16” 1-1/2”

12128 9-5/8” 5/16” 1-7/8”

Aluminum Cleats 
brushed aluminum finish

part # LOA fastener c/c

9900 2-3/8” #6 3/4”

9901 3-1/8” #8 13/16”

9902 4-3/8” #8 1-3/16”

9903 5-1/2” #10 1-7/16”

9904 6-1/2” 1/4” 1-5/8”

9905 9” 1/4” 2”

part # LOA fastener c/c

9910 2-3/8” #6 3/4”

9911 3-1/8” #8 13/16”

9912 4-3/8” #8 1-3/16”

9913 5-1/2” #10 1-7/16”

9914 6-1/2” 1/4” 1-5/8”

9915 9” 1/4” 2”

White Nylon Black Nylon

part # LOA fastener c/c

12058 4” #10 1-1/2”

12059 4-7/8” #10 2”

12060 6-1/8” #10 2-3/8”

12062 8” 1/4” 2-7/8”

12063 10” 5/16” 3-1/2”

12065 12” 5/16” 3-7/8”

Open Base Cleat 
stainless steel

Perko Open Base Cleat 
chrome zinc

part # LOA fastener

1188DP4CHR 4” #10

1188DP6CHR 6” #10

1188DP8CHR 8” 1/4”

part # LOA fastener c/c

12064 5-7/8” 1/4” 1-3/4”

12066 7-7/8” 5/16” 2-1/8”

part # LOA fastener c/c

11059 4-7/8” #10 1-5/8”

11060 5-5/8” #10 2”

11062 7-13/16” #10 2-3/16”

11063 9-9/16” #10 2-1/8”

part # LOA fastener c/c

12022 4-1/2” #8 1-5/8”

12009 6” #10 2-1/4”

Chrome Plated Bronze

572012CHR 12” 5/16”

Perko Closed 

Base Cleat 

chrome/zinc 

 

 

1305DP2CHR - 6” LOA, 1/4” Fasteners

Perko Open 

 Base Cleat 

chrome/zinc 

 

 

1306DP1CHR - 4-1/2” LOA, #10 Fasteners 

1306DP2CHR - 6” LOA, 1/4” Fasteners



262 Phone: 1-800-263-8328

Flush Mount Cleats 
Stainless Steel

 

 

 

 

 

 

Chrome plated zinc-alloy 

Open Based Cleat 

1/4-20 fasteners 

1210006CHR  6”LOA 

1210008CHR  8”LOA 

Perko Closed 

Base Cleat 

aluminum 

 

 

545DP3ALU - 3” LOA, #8 Fasteners 

545DP4ALU - 4” LOA, #10 Fasteners 

545DP5ALU - 5” LOA, 1/4” Fasteners 

545DP6ALU - 6” LOA, 1/4” Fasteners 

545DP8ALU - 8” LOA, 1/4” Fasteners 

 

 

Portable Dock Ring 487 
6-1/8” wide base, 7-1/2” high 

3-1/4” ring

Stainless Bollard, Mirror 

Polished 

 

66084  3-1/4” base x 4”high 

 

66085  3-3/4” base x 4-3/4”h

Cleats

88235 5-5/8”
3-1/16” below deck, 1-1/5” x 6-1/2” 

deck flange, #10 fasteners. 

66062-1

6” Offset polished 

stainless cleat 

5/16-18 studs 

Toe Rail Folding Cleat 
Stainless steel, anit-rattle 

installation 

48-510

Stainless Folding Cleats 

 

88231  4-1/2” 

88233  6” 

Perko Closed Base Cleat 

chrome plated zinc alloy 

566DP2CHR -2” LOA, #6 Fasteners 

566DP3CHR  3” LOA, #8 Fasteners 

566DP4CHR -4” LOA, #10 Fasteners

Stainless Neat Cleat 
Retractable cleat with a thin profile 

friction spring holds the cleat up  

66517     6” 

66531-1  backing plate
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Cleats & Chocks
 

 

 

 

 

 

 

9917 

Rail Mount Cleat for 7/8” & 1” 

pulpits, rails and stanchions

 

56517 

2-1/2” Mini Cleat 
chrome brass, #6 fasteners, 3/16” c/c 

Stainless Bow Chock 
4-1/2” Overall Length 

Max Line 1/2” 

#10 Fasteners 

3-5/16”c/c 

sold per pair 

16069

Stainless Bow Chock 
6” Overall Length 

Max Line 5/8” 

1/4” Fasteners 

4-3/4”c/c 

sold per pair 

16070

Stainless Straight Chock 
5” Overall Length 

Max Line 5/8” 

#10 Fasteners 

4-1/8”c/c 

sold each 

15050

Stainless Straight Chock 
6” Overall Length 

Max Line 3/4” 

#10 Fasteners 

5-1/8”c/c 

sold each 

16060

Stainless Skene Chock 
4-1/2” Overall Length 

Max Line 1/2” 

#10 Fasteners 

3-13/16”c/c 

sold per pair 

12070

Stainless Skene Chock 
6” Overall Length 

Max Line 5/8” 

1/4” Fasteners 

5-5/8”c/c 

sold per pair 

12069

Perko Skene Chock 
Chrome/ Zinc 

3-1/2” Overall Length 

Max Line 1/2” 

#8 Fasteners 

sold per pair 

1223DPCHR

Perko Straight Chock 
Chrome/ Zinc 

4” Overall Length 

Max Line 3/4” 

#8 Fasteners 

sold per pair 

1230DPCHR

Lifting Eye/Cleat Combo 

 

 

12010 
6” LOA 

#10 Fasteners, 

1-1/2” c/c 

5/8” dia. female base 

 

Stainless Flag 

pole cleat 

LOA  2-1/2” 

53013
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7/8 12919 12923 12927 12931

 #10 fasteners,  

1/4-28 set screws
 1-1/8” x 1” c/c  2-3/8” x 1-1/16” c/c  2-3/8” x 1-1/16” c/c  2-3/8” x 1-1/16” c/c

1” 12921 12925 12929 12933

1/4” fasteners,  

1/4-28 set screws
1-1/4” x 1-3/16”c/c 2-1/2” x 1-3/16”c/c 2-5/8” x 1-1/8” c/c 2-9/16” x 1-1/8” c/c

Stainless Rail Fittings

30o Rail Bases 

 Rectangular

7/8” #10 fasteners,  

1/4-28 set screws
12901 12905 12909 12913

1”-1/4” fasteners,  

1/4-28 set screws
12903 12907 12911 12915

30o Rail Bases 

 Round

7/8 12934 12854 12856

1” 12935 12855

90o

Rail Elbows 

7/8 12937      14937 12936        14936

1” 12939      14939 12938         14938

45o

60o 90o

45o 60o 90o

110o 140o

Rail Tees 

hinged!!

90o 90o 60o 60o

hinged!!

7/8 12930 

1” 12932

Rail Tees 

90o 3-way
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Tubing    
     Aluminum 
   12190 - 7/8” 

   12191 - 1” - .058 wall thickness 

   Stainless Steel -  .049 wall thickness 

   12196 - 11/4” 

 .065 wall thickness 

   13192 - 7/8” 

   13194 - 1” 

   13196 - 1-1/4” 

   13198 - 1-1/2”

sold by the foot,  

6m length max

7/8 12872 12863 12851 12871

1” not available 12865 12853 12869

Handrail Fittings 

Stainless Steel 

Set Screws

10-32
1032SS01404 4/pk

1032SS01400 100/pk

10-24 1024SS01404 4/pk

1024SS01400 100/pk

1/4-20 1/420SS31604 4/pk

1/420SS31600 100/pk

1/4-28
1/428SS31604 4/pk

1/428SS31600 100/pk

5/16-18
5/1618SS0144 4/pk

5/1618SS0140 100/pk

Rail and Fittings

Stainless Angle Bracket 

 

 54080   1-1/4” x 1/2” 

 54081   1-3/4” x 1/2” 

 54082   2-1/2” x 5/8”

Angle Bracket 

 54087  41mmL x 25mmW   

 54088   56mm  x 35                  

 54089   80       x  50                
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Stainless Safety Snap Stainless Safety Snap 

with eye
Locking Safety Snap

Locking Safety Snap 

with eye

Stainless Eye Snap with Swivel Stainless Eye Snap Fixed

Stainless Trigger Eye Snap Stainless Eye Snap

Stainless Snap Heavy Duty

Snap Hooks

item # eye dia. WLL-lbs opening

555.05 5/16” 764 7/32”

555.06 3/8” 1146 1/4”

555.07 7/16” 1416 3/8”

555.08 1/2” 1753 3/8”

555.10 5/8” 2652 7/16”

555.12 3/4” 3709 7/8

item # eye dia. WLL-lbs opening

557.05 1/4” 764 1/4”

557.06 1/4” 1146 5/16”

557.07 3/8” 1416 3/8”

557.08 7/16” 1753 5/8”

557.10 1/2” 2652 1/2”

item # eye dia. WLL-lbs opening

556.05 9/32” 764 1/8”

556.06 5/16” 1146 5/16”

556.07 3/8” 1416 5/16”

556.08 1/2” 1753 3/8”

556.10 5/8” 2652 3/8”

556.12 3/4” 3709 1/2”

item # eye dia. WLL-lbs opening

558.05 3/16” 764 3/16”

558.06 5/16” 1146 1/4”

558.07 3/8” 1416 5/16”

558.08 3/8” 1753 11/32”

558.10 1/2” 2652 7/16”

558.12 1/2” 3709 3/4”

item # eye dia. WLL-lbs opening

311.01 3/4” 651 7/16”

311.02 13/16” 1056 1/2”

311.03 7/8” 1393 5/8”

item # eye dia. WLL-lbs opening

364.00 7/16” 449 1/4”

364.01 5/8” 651 1/4”

364.02 3/4” 1213 1/2”

364.03 11/16” 1573 5/8”

item # eye dia. opening

85001 9/16” 1/2”

item # eye dia. WLL-lbs opening

85002 3/8” x 3/16” 584 3/8”

85003 5/8” x 3/8”” 1169 1/2”

85004 7/8” x 5/8” 2158 3/4”

item # eye dia. WLL-lbs opening

85005 1-1/8” 2090 11/16”
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Stainless Swivel Eye With Bolt 

Snap
Stainless Double Action Hook Stainless Harness Clip with 

Locking Sleeve

Brass Swivel Eye Snap Stainless Harness Clip Brass Fixed Eye Snap

Strap Clip 
with swivel for 1” 

webbing , WLL: 517lbs  

 55044

 

 

item # eye dia. opening

146590 3/4” 3/8”

146591 1-1/8” 9/16”
item # eye dia. opening

184140 7/8” 1/2” poly coated

item # eye dia. opening

184150 1/2” 3/4”

184160 11/16” 3/4”

item # eye dia. opening

363.00 3/8” 3/8”

363.01 11/16” 7/16”

363.02 7/8” 3/8”

363.03 13/16” 5/8”

item # eye dia. WLL-lb opening LOA

172060 3/8” 1146 5/8” 2-1/4”

172080 7/16” 1753 7/8” 3-1/4”

172100 11/16” 2652 1-1/16” 4”

172120 3/4” 3709 1-1/8” 4-11/16”

item # eye dia. opening

310.01 11/16” 7/16”

310.02 13/16” 7/16”

310.03 7/8” 3/8”

Snap Hooks

Webbing strap clip 
for 1” webbing, 

 WLL: 1461lbs 

55045

Bronze Swivel Eye Snap

item # eye dia. opening

136015 1/2” 5/16”

136016 11/16” 3/8”

136017 13/16” 3/8”
Stainless Double End Snap

55043

WLL: 989lbs

 

 

 

 

   Buoy Hook  

   85008     

 

 

 

 

  Waterski Hook stainless 

  895 breaking load 

  85009       
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Heavy Duty Eye Hook - Stainless Zinc/Steel Scissor Hook  

 

 

 

 

 

 

           2333   Carbine Hook 

Stainless 

6 x 60mm 

  WLL: 1146lbs 

Heavy Duty Swivel Hook-Stainless Forged Eye Hook Heavy Duty Clevis Hook- Stainless

Galvanized Utility Snap  Spring Hook -  

1200lbs MWL

Stainless C Link

Stainless Quick Links Zinc/Steel Quick Links Stainless Connector Link

item # eye dia. opening

12258 1/2” 2-1/4”

item # eye dia. opening

12300 5/16” 1/4”

12301 3/8” 5/16”

12302 3/8” 3/8”

12303 1/2” 7/16”

12304 5/8” 1/2”

item # eye dia. opening LOA

155630 1/2” 7/8” 4-1/16”

Snap Hooks

item # stock WLL-lbs opening

12892 3/16” 1461 1/4”

12894 1/4” 2540 3/8”

12896 5/16” 4518 7/16”

12898 3/8” 7059 1/2”

item # stock opening

12352 3/16” 3/16”

12354 1/4” 5/16”

12356 5/16” 3/8”

12357 3/8” 1/2”

12359 1/2” 1/2”

item # stock WLL-lbs opening

161505 3/16” 1079 5/16”

161506 1/4” 1573 7/16”

161508 5/16” 2787 1/2”

161510 3/8” 4361 1/2”

161512 1/2” 6249 5/8”

13250 3550lb

13251 4700lb

13252 7250lb

13253 8850lb

13256 3590lb

13257 4250lb

13258 6950lb

13259 8225lb

13260 5/16” 2000lb

13261 3/8” 2500lb

13264 3885lb

13265 4800lb

13266 7500lb

13267 9650lb

13272 5mm 535lbs

13273 6mm 780lbs

13274 8mm 1390lbs

13275 10mm 2175lbs
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Thimbles and Rings

Galvanized Heavy Duty Stainless Steel

12282 - 5/16” 

12284 - 3/8” 

12286 - 1/2” 

12287 - 5/8” 

12288 - 3/4” 

12291 - 1” 

12292 - 1-1/2” 

12293 - 2” 

0590 - 3/16” 

0591 - 1/4” 

0592 - 5/16” 

0593 - 3/8” 

0594 - 1/2” 

0595 - 5/8” 

0596 - 3/4” 

0597 - 1” 

0598 - 1-1/4”

Solid Rings Stainless Steel White Nylon

   item         stock          ID            OD 
12945     1/8”                       1-1/4” 

12940     3/16”     1-3/16”     1-9/16” 

12941     1/8”       13/16”      1-1/16” 

12942     1/4”       1-3/16”     1-5/8” 

12944     1/4”       1-1/2”       2-1/16” 

12946     5/16”     1-5/8”       2-3/16” 

12948     5/16”     2”             2-9/16” 

12950     3/8”       2-3/8”       3-1/8”

 item         stock          ID            OD 
0568     5/16”      1-15/16”     2-5/8” 

“D” Rings Stainless Steel Brass  Black Nylon

   item         stock          ID            OD 
12953     5/32”     1-1/16”      1-7/16” 

12954     3/16”       1”             

12955     3/16”      1-5/8”        2” 

12956     1/4”         1”            1-5/8” 

12957     1/4”       1-1/2”         2” 

12958     1/4”     1-7/8”       2-3/4” 

12959     5/16”     2”             2-5/8” 

   item         stock       ID                OD 
12966     1/8”      3/4”            1-1/8” 

 

 item         stock          ID            OD 
0589       1/4”        1”           1-5/8” 
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Folding Pad Eye Stainless Steel

 
37062 Ring length is 1” od 

inside is 1/8” 
 
37069     Ring length 1-1/2”od 

inside is 7/8” 

Jaw / Jaw Swivel Eye / Eye  Swivel Eye / Jaw Swivel
 

  Item         Pin Dia 

15605           3/16” 

15606            1/4” 

15608           5/16” 

15610            3/8”    

 

 Item         Pin Dia 

15611           3/16” 

15612            1/4” 

15614           5/16” 

15616            3/8”

  

Item         Pin Dia 

15617           3/16” 

15618            1/4” 

15620           5/16” 

15622           3/8”

 

 Stamped ‘D’ Shackle 

 27-14 
 3/16” Pin 

  

 Shackle Key 

 13029

Eye Straps Stamped Stainless Steel Cast Stainless Steel Brass (4 hole mounting)

   item          eye            c/c 

12991     1/2”        1-1/8” 

12993     1/2”        1-3/8”             

12994     3/4”        1-13/16” 

 

   item         stock       eye               c/c 
12996     3/16”     1”            1-9/16” 

12997     1/4”      11/16”      1-13/16”     

12998     5/16”    11/16”      1-15/16”

 item             eye                  c/c 
12980       3/4”     2-1/4” x 1/2”             

12981       5/16”   2-1/4” x 1” 

12982       1/2”     2-1/2” x 1-1/4”

 Injection Nylon

 item             eye          c/c            colour 
12983       1/4”     1-5/8”        black            

10603       1/4”     1-5/8”        white

 

 Stainless Hook 

56017

 

 Stainless Eye Plate 

56019

 

 Stainless Hook 

 1-1/2” x 1-1/4” 

91671
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‘D’ Shackle 

item        pin dia       open      wll 
13010    1/8”        5/16”       198lbs 

13011    3/16”      3/8”       220 

13012    1/4”        1/2”       330 

13013 5/16”      5/8”            551 

13014    3/8”        13/16”      1102 

13015    1/2”      15/16”      1763 

13025 9/16”      1-5/16”     2425 screw pin

Captive Pin 

‘D’ Shackle 
item     pin dia    open wll 

13038     1/8”       3/8”      198lbs 

13016     3/16”     3/8” 220 

13017     1/4”       1/2” 330 

13018     5/16”      5/8” 551 

13019     3/8”       3/4”    1102 

 

Bow Shackle 
item     pin dia      open      wll 
13037    1/8”         5/16”      198lbs 

13001    3/16”       3/8”      220 

13002    3/16”       1/2”          330 

13003 5/16”       11/16”      551 

13004    3/8”         3/4”        1102  

13027    1/2”         1-1/16”   1763 

13028 5/8”         1-3/8”     2425

Long Shackle 
item     pin dia  open wll 

13020     3/16”    3/8” 220lbs 

13021     1/4”      7/16” 330 

13022     5/16”    5/8” 551 

13023  3/8”      3/4” 

   

Twist Shackles 
item     pin dia     open      wll 

13033     1/8”       3/8”     198lbs 

13034     3/16”     7/16”        220 

13035     1/4”       9/16”        330 

13036     5/16”     5/8”          551 

13039  3/8”       3/4”         8385

Halyard Shackles 
item     pin dia   open wll 

13030     3/16”     1/2” 220lbs 

13031     1/4”       5/8” 330 

13032     5/16”     3/4” 551 
with removeable pin 
14030 3/16” 1/2” 

14031  1/4’ 5/8”

Rated Cast Shackles

 

Threaded Pin Shackle 
  item        pin dia    open 

13040     1/8”     13/32” 

13041     3/16”     7/16” 

13042     1/4”       5/8” 

13043   5/16”      3/4”

Key Pin Shackle 
  item        pin dia    open 

13044     1/8”       7/16”  

13045        3/16”       5/8” 

13046        1/4”         1/2” 

13048        5/16”       3/4”

Halyard Shackles 
(removeable pin) 

  item        pin dia    open 

13052     3/16”     5/8” 

13054      5/16”    3/4”

stamped shackles

Stainless Shackles

item     pin dia  wll 

13056     3/16”    2025lbs 

13057     1/4”     2950 

13058     5/16”   5325

Key Pin Long 

Shackle
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 10614 

1” Square jaw slide 

90D Nylon Deck 

Hinge

Angled Nylon Deck 

Hinge

Deck Hinge Slide/Lock 

Combo Starboard

Deck Hinge Slide/Lock 

Combo Port

10600 10604 10623 10624

11600 11604 11623 11624

Outside Eye End for  

3/4” tubing

Outside Eye End for 

7/8” tubing

Inside Eye End for 

3/4” tubing

Inside Eye End for 

7/8” tubing

Tube Connector  

10601 10611 10609 10610 10620 (3/4”)

11601 11611 11609 11610 10621 (7/8”)

Jaw Slide for  

3/4” tubing

Jaw Slide for  

7/8” tubing

Deck Hinge Side Mount Slider Knurled Knob for Top 

Fittings

10602 10612 10608 10622 10626

11602 11612 11608 11622 10625

Chrome Deck Hinge 

90D

Chrome Outside Eye 

End for 7/8” tubing 

Chrome Inside Eye 

End for 7/8” tubing

Chrome Jaw Slide for 

7/8” tubing

Chrome Side Mount 

Deck Hinge

20600 20611 20610 20612 20608

Rail  

Hinge  

Adapter 
7444 - white 

7445 - black

Deck  

Hinge  

Wedge 
7530 - White 

7531 - Black

white 

black

white 

black

white 

black

Boat Top Fittings
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F11-0177S 

Ball & Socket Cap 

for 7/8” tubing 

             

 

 

 

 

 

F11-0180S 

Ball & Socket 90D 

Top Cap for 7/8” tubing 

            

 

 

 

 

 

F11-1001AS 

Ball & Socket with Delrin 

insert and screw set  7/8” 

              

 

 

 

 

 

F12-0181S 

Outside Eye End 1” 

          

 

 

 

 

 

F12-0300S 

Ball & Socket Jaw Slide 

for 1” tubing 

          

 

 

 

 

 

F13-0301/244BN 

Ball & Socket Deck 

Hinge, pin & lanyard 

for 7/8” tubing 

              

 

 

 

 

 

F13-0301/244BN-1 

Ball & Socket Deck 

Hinge, pin & lanyard 

for 1-1/4” tubing 

              

 

 

 

 

 

F13-0302/244BN 

Ball & Socket Deck 

Hinge, pin & lanyard 

for 1” tubing 

              

TACO  316 Stainless Top Fittings

   Railmount  with cap 

combo

30626 - 7/8” 

30627 - 1”   

Tube Joint with fast 

pin - stainless 

7/8”  40672    

1”     40673   

Tube Holder 

stainless 

7/8”   40678   

1”      40610  Deck hinge/Top 

cap 

    30620 - 7/8” 

    30621 - 1”

                       Flush Mount Base 

                        

                       13913  7/8”  

                       13915   1”   

                        4-way Tee 

                          

                         13930 - 7/8”    

                         13932 - 1”

                        Hooked Top Cap 

                    50611  7/8”   

                    50613   1”    

 

 

 

 

 

  88556 Thethered drop-pin                

 

 

 

 

 

    88557 Thethered quick pin                

 F34-0100BXY 

 Flush mount base for 1” 

tube.  Polished, anodized 

Aluminum                                

          



Stainless Top Fittings

90D Deck Hinge with 

Bolt (88701)

90D Deck Hinge with 

Pin (88551 or 88552)

Angled Deck Hinge 

with Bolt (88701)

Side Mount Deck 

Hinge (88701)

Screw Pin only

30600 30601 30604 30608 88701

Outside Eye End Adjustable Outside  

Eye End

Jaw Slide 

(screw pin #) 

Hinged Jaw Slide with 

removeable pin (88551 or 

88552)

Hinged Jaw Slide 
(screw pin #)

7/8”        30611 * 30624 30612 (88701) 30615 30614

1”           30613 * 30625 30616 (1/4-20) 30619 30618 (88701/88708)

1-1/8”     30638 * --- 30646 (88709) 30649 30648 (88708/88709)

Inside Eye End for 7/8” 

Tubing

Concave Deck Hinge 

(88701)

Concave Deck Hinge 

removeable pin (88551/88552)

Adjustable Deck Hinge 

(88701)

Windsheild Side Mount 

58mmX28mm(1/4-20 bolt) 

30609 with bolt -30602 with pin -30603 30605 30606

58mm X 32mm

30607

1-1/2” 30658 (1/4-32)

2”  30668 (1/4-32)    

7/8” 40611 *

1” 40613 *

1-1/8” 40638 *

1-1/4” 40641 *

7/8” 40612 (1/4-20)

1” 40616(1/4-20)

1-1/4” 40646(1/4-20)

Outside Eye End 

w/double set screws

Jaw Slide w/double 

set screws (88554)

88554  3mm 

Set Screws 4/pk * 

Drop End Pin 

88551 1/4x1-1/4” 

88552 with tether  
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Quick Pin 

88661 5/16x1-1/4” 

88703  Screw 
Pin for hinged 

jaw slide  

88708  Cap 
Screw for hinged 

jaw slide 

88702 

Screw Pin - 1/4”

88709 Screw 

pin/large jaw 

slide

1-1/4”     30641 *
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Installs #2 size grommets with 

3/8” hole. Set includes hole 

punch, setting tool and 18 #2 

grommets and washers.  

1365 

Refill includes 12 sets of 

grommets and washers. 

1231

E-Z Grommet Set

10796 

Cover Support Bow Sockets 
Chrome plated zamac, angled, with 
broad slot.  Fits most fibreglass, wood, 
and aluminum cover support bows. 
Predrilled for #10 screws. Sold per pair.

10710 

Cover Support  

Bow for Rail Mount 
Plastic connectors snap over 1” rails to 
allow support bows to be used without 
drilling!  Sold per pair.

Cover Support Bows 

     fibreglass              wood 
       10712      6ft       10701  

       10714      8ft       10702 

Window Savers 

Nylon, 6/pk 
Protect vinyl windows from 

damaging UV 

rays and burn 

marks! 

7771 - 1” 

7778 - 7/8” 

Bimini Top Stand Off 

Prevents Clear Vinyl From 

Discoloring Due To Contact With 

Bimini Frame 

• Eliminates chaffing  

• U. V. resistant for color stability  

• Available in either black or 

white  

• Simply snap on to install  

U4450 - black 7/8” 

U4450W - white 7/8” 

U4455 - black 1” 

U4455W - white 1” 
10705 

Cover Support Pole 
An easy, quick boat cover support pole. 1” anodized 
aluminum pole, telescopes, locks and unlocks with a 
simple twist.  Rubber tips at both ends protect cover 
and floor. Adjusts 36” - 64”.

11995 

Bimini Support Pole 

Aluminum, telescoping, 

adjustable pole

1/4” Button 

9524 each 
952450  50/pk

Socket 

9521 each 

952150   50/pk

50048249 

Assembly Tool

Eyelet 

9541  each 

954150  50/pk 

Clinch Plate 

2238  each 

223850  50/pk 

Washer 

1636  each 

163650  50/pk

Eyelet 

1623  each 

162350  50/pk

Single 2 Screw 

2218  each 

221850  50/pk 

Single 2 Prong 

4497  each 

449750  50/pk 

Windshield Clip 

9542 - 3/4”  each 

954250  50/pk 

3/8” Screw Stud 

95310  each 

9531050  50/pk

Stud 

9531  each 

953150  50/pk

 Stainless Steel Canvas Fittings

3318 3319 3320 3321
331850 (50pcs) 331950 332050

White Nylon 

Canvas Fittings 

sold each
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Launching wheels for small boats and 

car toppers ride in tracks permanently 

installed on the transom. Wheels lock 

in the “down” position for transporting 

overland. After launching, they lock in 

the “up” position. Wheels are easily 

removed for storage or theft preven-

tion. These units are sturdy—made of 

anodized marine aluminum and stain-

less steel with injection molded 

wheels.

1461 

Double hard-rubber tires  

Wheel Dimensions: 8 x 1.5"   

Weight Capacity: 250 lbs. on 

hard surfaces, 100 lbs. in soft 

sand. Shipping Weight: 11 lbs.  

Small Boat Dollies

Storage Rack 

R10-626 

Boat mounted Kayak 

rack  

99163 

Car Top 

Canoe Carrier

              Wheel-A-Weight 
transom wheels 

are portable 

and removeable 

You can position 

the wheels up or 

down or remove 

them.  10” inflatable tires 

for loads up to 220lbs (100kg) 

1482

Wheel-A-Weight 
transom wheels 

are portable 

and removeable 

You can position 

the wheels up or 

down or remove them 

14” inflatable tires 

for loads up to 330lbs (150kg) 

1483

 

 

 

 

 

 

 

                     D352 

            Dinghy Davit System 
Stainless, lifting capacity 350lbs 

Rail or transom mount with a support 

bracket 
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Dock Hardware

Floating Dock Hardware is designed for use with 1-1/2” 

thick lumber (minimum width 6”).  All hardware is 

mounted with 3/8” carriage bolts.  All male and female 

dock to dock connections are made with either 3/4” 

bolts and lock nuts or 3/4” connecting pins.

   TD25491 

Male outside corner 

has one 1/2” welded 

tab.

   TD26380 

Heavy duty angle for 

all cross supports 

4”L x 7”H

   TD26391 

Piling hoop.  Heavy  

duty 1/4” galvanized 

steel, 5” radius for 

10” piles 

3”H x 16” x 3”

   TD26400 

Female outside 

corner has two 1/2” 

welded tabs 

10”L x 5”H

   TD26401 

Inside corner.  Heavy 

duty should be used 

with one of the outside 

corner 8-1/4”L x 5”H

   TD26402 

Outside corner end 

Use this corner at 

ends of fingers 

10”L x 5”H

   TD26404 

Inside corner/pipe hold-

er 2”.  Should be used 

as an internal pipe hold-

er to give strength to 

the frame  8-1/2”L x 5”H

   TD26405 

Inside corner/pipe hold-

er 3”.  Should be used 

as an internal pipe hold-

er to give strength to 

the frame 8-1/2”Lx5”H 

   TD26406 
Heavy duty angle for 

all cross supports 

2-1/2”L x 5”H

   TD26407 

Female T connector 

has two welded 1/2” 

tabs.  Bolts to side of  

dock to attach fingers 

5”L x 5”H

   TD26408 

Male T connector has 

one welded 1/2” tab.   

Use with female T 

connector to attach 

fingers  5”L x 5”H

   TD26409 

Washer plate use two 

plates with each 

angle 1-1/2”L x 5”H

   TD26410 

Chain retainer bolts to 

side of dock to hold 

dock in place Can use 

1/4,3/8, & 1/2” chain 

5”L x 5”H

   TD26411 

Pipe holder/outside 

3”.  Bolts to outside 

of dock. Uses 2” pipe 

to hold dock in place

   TD26413 

Back up plate 

5” x 5”

   TD26414 

Bracket and roller can be 

added to aid up and down 

motion of the dock in areas 

with tidal action. 6” roller 

5/8” shaft, 3/8” bracket 

   TD26418 

Outside corner/male  

Use with a female 

outside corner to 

connect docks end to 

end 10”L x 5”H

  TD26428 

Outside corner end 

Use this corner at 

ends of fingers 

12-1/4”L x 5”H

   TD26431 

Inside rolling ramp 

bracket 5” x 11”, 1/4” 

galvanized steel left & 

right ramp brackets

   TD26531 

Connector pin set 

galvanized 3/4” pin 

and hitch clip pin

   TD86900 

Clamp receiver with 

cross beam, easily 

slides onto the bottom 

rail of truss style docks

   TD86901 

slotted receiver with 

cross beam

   TD86902 

Slotter receiver mounts to 

the side and underside 

frame of wood and certain 

metal dock and decks

Carriage bolt set includes 

bolt,flat washer and nut. 

Hot dipped Gavanized 

8/bag 
 TD26535  1/2” x 3” 

 TD26536  1/2” x 5” 

    TD24279 

Hex Bolt set, 8/bag 

3/4” x 3-1/2”

Lag bolt, washer set 8/bag 

TD24287  3/8”x2” 

TD24289  3/8”x3” 

TD24292  3/8”x5” 
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  9846 

  Double Action  

  Stirrup Pump 

  Super-fast inflation and  

  with just a flick of a valve  

  it deflates as well 

9847 

5L Foot Pump

  

  11665   

  Transom Pad 

  Protects transom from 

  outboard motor clamps

 

 

 

  Inflatable Pneumatic Boat Rollers 

  

 9830....200kg max...45”LOA, 9”dia 

  9831....400kg max...48”LOA,10”dia 

  9832....600kg max...50”LOA, 12”dia 

 

  9842 

  6ft Two Piece  

  Aluminum Oar 

  

  

9850 

 Flag pole for  

 Inflatable Boats 

 Made of varnished  

 wood, with rubber 

 base and glue for 

 fastening to boat.

Inflatable Boat Accessories

350022 

Inflatable Boat Letter Kit 
High tack adhe-

sive decals will 

adhere to 

Hypalon™ or 

PVC inflatables 

and can be 

applied directly 

to the side of the 

boat. No plastic 

plate required. Size is 3 1/4 Inch and 

includes 4 sets of letters A-Z and num-

bers 0-9, for a total of 146 decals. 

Kit resists fuel, fading and scratches.  

They are UV coated for sun protection.

 

 

 

 

 

AHP-120HP 

120 Volt, Hi-pressure air 

pump, 460 litres/minute 

AHP-12HP 

12 Volt, Hi-pressure air 

pump, 410 litres/minute 

AHAD-1 
 

AIR 

DADDY 

is a universal adapter 

tapered to fit all valves 

found on inflatables, includ-

ing all sizes of stem valves 

 

    Rubber Transom Pad 

 

99073 
15.63”L x11”W x 

31”H



      

  40276 

 Plywood Top 

         11.5” Square, 3/4”  thick
   31612 

 3/6 x 12ft                     

Safety Chain 
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Flat Top Power Boat Stands 

  Stackable and nestable with other brands.  Fully hot 

dipped galvanized 

ITEM ADJUSTABLE HEIGHT 

P4 18 - 25” 

P3 25 - 42” 

P2 29 - 46” 

P1 33 - 50” 

P0 41 - 58”

Flat Top Sailboat Stands 

  Stackable and nestable with other brands.  Fully hot 

dipped galvanized 

ITEM ADJUSTABLE HEIGHT 

S3 35 - 51”  

S2 48 - 67”  

S1 63 - 79”  

S0 80 - 96”  

BOAT STANDS
                               K4  

                               Keel Stand  

                                 16 - 24”      

 

 

 

 

 

 

 

KASCO De-icers push warm bottom water to the surface creating an ice-free area of  

protection around your boat, dock, pier, or other water-front property. They help protect fish and aquatic 

species by allowing for open areas where oxygen can enter the water.   

Include (2) 20 ft. suspension ropes, 120V (60Hz),  

60Hz units are ETL Listed to CSA and UL Standards 

 

3/4 HP  6.7amps  37lb thrust 3400D025  25ft cord     3400D050    50ft            3400D100   100ft           

340130  3/4HP propeller    

 

1 HP  9.1 amps  42lb thrust 4400D025     25ft cord    4400D050     50ft            4400D100   100ft            

440405  1HP propeller   

 

 

 

 
 

 

The C-10 controller uses an adjustable 

air temperature thermostat to turn the 

de-icer on or off when the temperature 

reaches a set point 

         110225  

 

 

 

 

 

 
The C-20 time and temperature con-

troller allows you to determine at what 

temperature and time of day the de-icer 

turns on 

            120350  

 

 

 

 

 

 

De-icer horizontal float 

(does not include the de-icer) 

 

 

          213001  0

 

 

 

 

 

 
Mount your de-icer unit on a dock or 

piling with our universal kit. Adjustable 

angle and depth options. Uses a 1 in. 

(25 mm) nominal threaded or  

unthreaded pipe. (Pipe not supplied)   

           243485   
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Hub Kit with lug nut 

 

 

 

 

 TD81080   5 stud 1”bearing, 1250lb 

  1-3/8 inner, 1750lb, tapered  spindles 

 

Disc Brake kits  

complete with everything to 

replace trailer drum or disc 

brakes. Actuator, master 

cylinder, brakes, brake lines 

 

   TD82404  10” G5 SS Rotor 

   TD82405  10” vented GalvX Rotor  

   TD82406  12” vented GalvX Rotor 

        Axle Brake line  kits.  
 You can add disc or drum 

brakes to your trailer.  All 

hardware included Does 

not include actuator or 

brake assembly 

 

   TD80326  single axle line 

   TD80327  “add on” axle line 

   TD80328  Tandem axle line 

 Galvanized, U-Bolts

 Galvanized Metal Fenders 

heavy duty stamped 16 

gauge fenders mounting 

brackets are not included 

 

 

 TD86264  8”wheel, 7”W, 20”L, 6”H 

 TD86265  12”         7”     23.5”  6.5” 

 TD86266  13”         8”     27.5”   11” 

 TD86267  14-15”    9”     31.5”   13”

  

 

 

 

 

 Galvanized Fender Brackets 
Metal fender brackets for 8-12” fenders - need 2 

per fender 

 

 

    
  TD86260  offset brackets 

  TD86262  flush brackets 

 

  TD81231 plastic fender          

brackets   

Trailer Accessories

Rod Width between legs leg length thread length shape

TD86220 7/16”-14 1-9/16” 3-9/16” 2” square

TD86221 1/2”-13 1-9/16” 4-1/16” 2” square

TD86222 1/2”-13 3-1/16” 3-13/16” 1-1/2” square

TD86223 1/2”-13 2-1/16” 4-13/16” 2” square

TD86224 3/8”-16 1-3/4” 4-13/16” 1-3/4” round

TD86225 1/2”-13 2-3/8” 5-3/8” 2” round

TD86226 1/2”-13 3-1/16” 6-11/16” 2” round

TD86227 3/8”-16 1-5/8” 3-9/16” 1-3/4” square

includes:bearings,seals,dust 

cap,cotter key. Bearings and 

hub cavity 100% pre-greased 

Grease seal and bearings are 

pre-assembled.Painted finish

 

 

 

 

PVC Boat Guide On Poles 
Hull Sav'r boat guides are 

designed to absorb impact of 

the hull and protect the trail-

ers finish. Poly vinyl  

protector pads eliminate metal to metal contact 

and prevents rust. 

            48" Part #86103
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Split Panel Brackets 

 

 TD81235 

1/2 & 5/8” shaft 

dia.

Swivel Brackets 

 

 

 TD86160 

 

 

 

Use with adjustable bolster 

brackets. 1/2x1 bolts, 1/2 nylock 

nuts. Sold in pairs

Bolster Brackets - pairs 

 

 1-1/16” 

 slot 

 

 

 

      TD81195  8” long 

      TD81200  10” long 

Bunk Brackets - bulk 

 

 

 

 

 

 TD86125    9-1/2”L x 6” slot 

 TD86126  12-5/8”L x 9-1/8” slot 

 TD81230  12-5/8”L x 9-1/8” pair

Bolster Brackets - pairs 

 

 

  TD81215 

with swivel bracket 

10” 

Panel Bracket Assemblies 

 

Brackets are one piece 

heavy duty, hot dipped 

galvanized. Includes an 

Amber, PVC keel roller, 

shaft and pal nuts. 

 

            roller, between slots, LOA  

  TD86279  5”           3”        5-3/8”                       

  TD86280  8”           6”        8-3/8” 

  TD86281  10”         8”       10-3/8” 

  TD86282  12”         10”     12-3/8

 

  Bunk Board 

 Guide on kit 

 

 

 

   TD86123  2ft long   

   TD86124  5ft long  

Bunk Board Carpet 

  

 TD86137 

 11” x 12ft 

 Black 

 

 

 All weather carpet to replace worn  

 bunks.  Will not rot or mildew

Black Bunk Slicks 

 TD86170  1-3/4 x 17” ,  8 pieces 

 TD86164   3”    x  16”,  10 pieces 

 

  Bolts onto 2x4” or 2x6” bunk boards  to 

assist in loading and unloading  of the boat 

   Self centering PVC Bunk glide 

ons 

 

 

 TD86162 

 

 

 fits 2” x 4” standard 8ft bunk       

boards

Fixed Angle Roller Guides 

 

 

 TD86102 

 

 13” rubber rollers 

 sold in pairs 

                      fits frames up to 4”

Carpeted Bunk Boards (Pairs) 

  
 

 

 Heavy Duty replacement bunk boards 

 covered in black marine grade carpet 

 

          TD86127  3ft 

          TD86128  4ft 

          TD86129  5ft                                         

 

TD86122 

Keel Roller Brackets 

sold in pairs
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Oval stop, turn & 

tail kit 

E421KR  
 

 

includes light, grommet, and right angle 

plug. Can use curb or roadside 

 

 E421R  Light only

 

LED Light Kits 

 Clearance /Side 

marker, 2 Diode 

 

      includes: light, mounting bracket and plug 

 

    

   V153KR  red      

 

  E456 curbside 

  E456L roadside with license 

light 

 
Low profile stop, turn and tail 

light with rear & side reflex, 

side marker and rear clearance 

Submersible

 Trailer lights

for trailers over 80”wide

 

 

 V941 

 

LED rear light kit 
Submersible, includes 2 lights, license 

bracket and mounting hardware

       LED Identification light Bar 

 

V169-3R 

Sealed, 6 diode, Red light 

Operates from 9-16 volts. 2 wire, hard wire 

design. Comes with mounting 

gasket             
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Bow Stop 
Polyvinyl with predrilled  

86420..........2”  3/8” hole 

86413..........3”  1/2” hole 

86421..........4”  1/2” hole

Bow Roller  
Polyvinyl with predrilled 1/2” dia hole. 

86402..........3”x3” 

Spool Keel Roller 
Polyvinyl with predrilled hole 

86406.....4”.....5/8” 

86408.....5”.....5/8” 

Keel Roller 
Polyvinyl with predrilled 5/8” hole 

86409.....8” 

86410.....10” 

86411.....12”

Trailer Roller Bushings 
Injection molded for longer 

lasting wear. 

11235.....1/2”.....0.875”OD 

11236.....5/8”.....1.185”OD

Polymer Bow Stop 
UV inhibited with predrilled 1/2” dia. 

hole. 

86285.....3”

Polymer Bow Roller 
UV inhibited with predrilled 1/2” dia. 

hole. 

86289....3” 

86287.....4” 

Polymer Keel Roller 
UV inhibited with predrilled 5/8” dia. 

hole. 

86284.....4” 

86283....5” 

86159....8” (keel style)

Roller Pin and Pal  

Nut Kits 

 

  

 

86024 1/2” x 4-1/2”

86025 1/2” x 5-1/2”

86026 1/2” x 6-1/4”

86027 5/8” x 5-1/4”

86028 5/8” x 6-1/4”

86029 5/8” x 9-1/4”

86030 5/8” x 11-1/4”

86031 5/8” x 13-1/4”

86032 5/8” x 15-1/4”

86033 5/8” x 19-1/4”

Trailer Rollers!

50080992 
Self Centering Roller 

12” Polymer, 5/8” ID

     Wobble Roller kits 

 

TD86144 

 

 

 
Poly vinyl rollers are long 

lasting, will absorb shock, are cut 

resistant and will not mark 

5” Amber, ribbed rollers, includes 

7/8 - 1.15” bushings, hog rings  

and washers, 4 rollers

86290 

3” End Cap 

Amber for 1/2” 

shaft

TD86492 

4” Wobble Roller 

3/4” shaft  

smooth black rubber
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Gunwale Tie Down 

060030....2” x16’ 

 

060034....2” x 20’

Transom Tie Down 

 

060073......2” x 2’

Trailer Accessories

  Winch Strap 

 Forged steel snap hook, 

 polyester webbing.  

 Sewn in tail hook.  

   11137.....2” x 20ft 

11138.....2” x 25ft

 

Winch Straps,  2” Wide, OA Tensile 5,000lb +/- 

 

 

TD50460  15ft w/PVC tail 

TD50465  15ft 

TD50470  20ft 

TD50472  20ft w/tail 

TD50475  25ft

  Hitch Cables 

self coiling chains, galvanized 

  

  TD59539 class3, 5000lb

Lever Action Grease Gun 

28704 
Accepts 14oz cartridges 

Piston Action Grease Gun 

28724 
Accepts 14oz cartridges 

Pro Star  

Wheel bearing 

grease  

 

26103 2 pack/3 oz 

26114 14oz 

26116 16oz

Wheel Bearing Grease 
Superior rust and corrosion 

protection. 
 

  26003 

 3oz tube 

 

  26014 

 140z tube 

 

   

 

                        420    

                        Cable Buddy 

                            Lubrication System 

 

 

 

Cable Buddy™ is a complete steering 

cable lubricant system.Seals moisture out, 

puts lubricant in. Prevents corrosion and 

freezing to -40°F (-40°C). Cable Buddy 

lubricates and virtually eliminates all wear 

in the inner cable, where most problems 

occur. Works on inboard, outboards, and 

inboard/outboard steering cables. 
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22300 

Swivel Side Mount. 
1200lb capacity, 11” travel 

25” height, max tongue  3”x5” 

6” wheel 
1 year warranty! 

 

 

 

 

 

 

 

 

 

 

replacement 

wheel: 

22440

 

22580 

Dual Wheel Swivel  

Side Mount. 
1250lb capacity, 

12”travel, 

28-1/4” height, 

max tongue  

3”x5” 
3 year warranty! 

 

 

 

 

 

 

 

replacement 

wheel: 

22441

 

 50017541 

Swivel Side Mount 

1000lb capacity 

extends 12.7” to 23.25” 

max tongue 

3” x 5”

Trailer Coupler Lock 
Die cast Zamac with brass finish.  2 

piece lock through coupler release  

handle. Comes with 2 keys. 

12041

Bump Me Guard 
Coupler-vehicle cushion. Absorbs the 

blow between the coupler and the tow-

ing vehicle.  Molded with a UV 

inhibitor, it resists deterioration and 

stays flexible in all kinds of weather. 

13352  (coupler not included)

Coupler Grip 
Bolts onto coupler with universal 

mounting holes. Fits 1-7/8” and  

2” couplers. 

13350

Couplers 
For gross trailer weights up to 2,000lbs (900kg), ball size 1-7/8”. Safety Lever snaps shut 

and cannot be unlatched by itself.  Exclusive quick-lock ball clamp assembly can be adjusted 

without tools.  Safety pin can be inserted through a hole in the lever. Zinc plated Tuff Plate 

Finish. 

 

13428 - 2” width inside 

13628 - 2-1/2” width inside

Tongue Jacks - made from heavy gauge steel for strength and durability

Trailer Accessories

  Sidemount Tire Carrier 

 

 TD86098 

 

 

 

 

 

Galvanized, adjustable bolt 

circle fits 4 & 5” lug wheels 

fits all trailer tongues  up to 

3”W x 4”H 
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Laminated high carbon steel gears are copper brazed and arc welded for high strength construction. Heavy duty steel handles have molded grips. 

A quick attach handle is available on two speed models.  Embossed, reinforced bases. Drive shaft arrangement allows both high and low speed 

cranking from one side on all two speed models. Load matched gear ratios for easier cranking.  Gears are heat treated on medium and heavy 

duty winches.  Permanently lubricated bearings on all drive shafts.   

5 year limited warranty.

Trailer Winches

400lb winch with ratcheting han-

dle.  For light applications such 

as personal watercrafts, or appli-

cations with insufficient room 

for a 360D rotational handle. 

Handle included.

600 lb winch for horizontal 

pulling applications. High car-

bon steel gears, permanently 

lubricated bearings, ergonomic 

handle grip. Zinc TUFFPLATE 

finish. Handle included.

900 lb winch for horizontal 

pulling applications. High car-

bon steel gears, permanently 

lubricated bearings, ergonomic 

handle grip. Zinc TUFFPLATE 

finish. Handle included.

1100 lb winch for horizontal 

pulling applications. High car-

bon steel gears, permanently 

lubricated bearings, ergonomic 

handle grip. Zinc TUFFPLATE 

finish. Handle included.

1300 lb winch for horizontal 

pulling applications. High car-

bon steel gears, permanently 

lubricated bearings, ergonomic 

handle grip. Zinc TUFFPLATE 

finish. Handle included.

16001 
Model DL400 

Dead wt. Gear Ratio- 1:1

14125 
Model DL600 

Dead wt. Gear Ratio- 3.2:1

15002 (no strap) 
15007 (strap included) 

Model DL900 

15103 
Model DL1100 

Dead wt. Gear Ratio- 3.7:1

14362 
Model DL1300 

Dead wt. Gear Ratio- 4.4:1

1400 lb winch with 20 ft strap 

installed, for horizontal pulling applica-

tions. High carbon steel gears, perma-

nently lubricated bearings, reversible 

ratchet, ergonomic handle grip. Zinc 

TUFFPLATE finish. Handle included.

1600 lb winch for horizontal pulling 

applications. High carbon steel gears, 

permanently lubricated bearings, 

reversible ratchet, ergonomic handle 

grip. Zinc TUFFPLATE finish. Handle 

included.

1800 lb winch for horizontal pulling 

applications. High carbon steel gears, 

permanently lubricated bearings, 

ergonomic handle grip. Zinc TUFF-

PLATE finish. Handle included.

15305 (strap included) 

Model DL1402S 

Dead wt. Gear Ratio- 4.5:1

14527 

Model DL1602 

Dead wt. Gear Ratio- 5.5-1

14627 

Model DL1802 

Dead wt. Gear Ratio- 5.5-1

2000 lb 2-speed winch for horizontal 

pulling applications. High carbon steel 

heat-treated gears, permanently lubricat-

ed bearings, reversible ratchet, ergonom-

ic handle grip. Quick-attach handle 

allows easy change from high speed to 

low gear, for heavier loads. Zinc TUFF-

PLATE finish. Handle included.

2500 lb 2-speed winch for horizontal 

pulling applications.  High carbon steel 

heat-treated gears, permanently 

 lubricated bearings, reversible ratchet,  

ergonomic handle grip. Quick-attach 

handle allows easy change from high 

speed to low gear, for heavier loads. 

Zinc TUFFPLATE finish. Handle 

included.

3200 lb 2-speed winch for horizontal 

pulling applications. High carbon steel 

heat-treated gears, permanently lubricat-

ed bearings, reversible ratchet, ergonom-

ic handle grip. Quick-attach handle 

allows easy change from high speed to 

low gear, for heavier loads. Zinc TUFF-

PLATE finish. Handle included

14725 

Model DL2000 

Dead wt. Gear Ratio- 12.5:1/5:1

14825 (no strap) 

14846 (strap included) 

Model DL2500 

Dead wt. Gear Ratio- 17:1/5.5:1

15440 

Model DL3200 

Dead wt. Gear Ratio-17:1/ 5.5-1

Standard Duty

Medium Duty

Heavy Duty

Replacement Handles

70304 

7” Steel Handle 
fits model #’s DL 600, 800, 900, 

1100, 1300 

70330 

9-1/2” Steel Handle 
fits model #’s DL 1602, 1802, 

2000, 2500, 3200 
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25200 
1500 lb DC winch for boat trailer use - for boats up to 4000 lbs. Loaded with 2 

inch x 20 foot web strap and snap hook. Power-in and free-wheel operation, 

with positive mechanical 

brake. Clutch control knob 

engages gears or releases load 

in a controlled freewheel 

mode. Includes 25’ lanyard for 

remote operation. 

Gear Ratio 302:1 

12V DC, 40amps

 

25215 

3000 lb DC winch designed for vehicle/boat trailer use. For boats up to 9000 

lbs. Loaded with 2 inch by 20 foot web strap and hook. Power-in, power-out 

and freewheel operation with 

dynamic brake and mechanical 

friction brake. Includes emer-

gency crank handle in case of 

power loss. 

Gear Ratio 570:1 

12V DC, 70amps

12V Winches

11476 

Transom Support Plate 
Made of cast aluminum.  Distributes stress of motor 

mounting bolts to protect transom.

12048 

Outboard Motor Lock 
Stainless bar locks onto outboard mounting screws  

preventing them from being turned and motor 

removed. Padlock included! and the keys too! two of 

them!

430 

Davis Motor Caddy 
Webbing harness buckles around engine cast to make 

lifting cumbersome outboards a snap! Made of UV 

resistant mate-

rials to survive 

in the harsh 

marine 

environment! 

Outboard Accessories!

Happy Troller 
For the Fisherman who thinks he has 

everything!  Slows even big motors 

down to that “ever-so-slow” fish  

tantalizing speed. 

 

461 - 0-49hp 

460 - 50+hp

L’il Fella Trolling Plate 
Little brother to The Happy Troller for 

outboard motors up to 25 H.P.  

Made of highest quality polycarbonates 

with stainless steel hardware.  

 

462 

 

Doel-Fin  
The Original Hydro-foil! 

Save up to 30% on fuel consumption! 

Faster out of the hole for skiers, main-

tain lower planing speeds, less bow 

rise for better visibility.  

Simple installation! 

 

440 - black 

448 

Whale Tail XL Stabilizer 

Aluminum Stabilizer and 

Ski boat fin 

Small Boat Accessories

24975 - 1200lb 
20ft of 3/16 cable 

24965 - 2700lb 
25ft of 7/32 cable 

24960 - 4000lb 

50ft of 7/32 cable 
 

120 volt Electric winch has 10 foot, 3-wire 

grounded power cord.  Power in and out,  

controlled freewheeling clutch, automatic brake 

Comes loaded with  aircraft cable, pulley block 

and snap hook. Emergency crank handle included 

in case of power loss.

04117  Prop Box 
Made of high density polyethyl-

ene. Use to ship, store or carry 

any prop sized 6” - 16”.

11475 Prop Storage Bracket 
A simple & safe 

device for securing a 

spare prop anywhere. 

Holds any size prop, base mounts to any flat 

surface ! 

11474    Universal Prop Wrench 
Save your tools and your prop shaft! 

This wrench removes prop nuts safely 

and easily.



288 Phone: 1-800-263-8328

 

 

 

 

32512 
12Gallon 

24.5”L  x 18.5”W x 7.25”H  

 

32518
18Gallon 
36.5”L x18.25”W x7.25”H   

 

 

32519 
19Gallon 
26”L  x 16”W x 11.75”H 

 

 

 

 

 

 

 

32612 
12Gallon 

20”L  x 14”W x11.75”H  

 

32515  
15Gallon 
18.5”L  x 17.75”W 

x12.5”H  

 

 

 

 

 

 

 

 

 

 

 

32818 
19Gallon 
58”L  x 6”W x14.75”H

 

 

 

32527 
27Gallon 
36.5”L  x 16”W x 

11.75”H  

32514

32627      18”L x 11-3/4”W x16-1/4H 

27Gallon                14Gallon 

36”L  x 11.81”W x 16.28”H 

 

32619 
18.5”L x14”W x 18”H 

19Gallon

32629 
29Gallon 
23”L x 18.75”W x 16.5”H 

(note angle of fill and draw tubes) 

 

 

 

 

 

 

 

 

32623 
25Gallon 

24”L x20”W 

x12”H 
(note angle of fill tube)

 

 

 

 

 

 

 

 

 

 

32525  
25Gallon 
47”L x 

18.03”W x 7.5”H 

 

 

 

 

32535 
35Gallon 
69.5”L x 

16”W x 8”H

32528 
28Gallon 

49”L  x 24.5”W x 7.88”H  

 

32529 
29Gallon 
43”L  x 25.75”W x 8.63”H 

Unlike aluminum tanks, this line of cross-linked polyethylene models features corrosion/pit resistance and exclusive MoellerTite 

pioneering.  Each tank is complete with machined aluminum fill spouts, withdraw and vent fittings molded directly into the shell. 

3/8” aluminum withdraw fitting has 360D rotational capability for hook up convenience.

Below Deck Fuel Tanks

35710 
Hold down kit for 

permanent tanks

32718 
18Gallon(center fill) 

39”L x 8.25”W x 17.75’H

32522 
22Gallon(fill on RH) 

22”L x 15”W x 17”H 

32640 
 

40Gallon 
26”L x 20.50”W x 

18.50”H 

32819 
19 Gallon Bow Tank 

32”L x 18”L(F) x 20.75”W x 12.06”H 

32618 

18 Gallon 

39”L x 8-1/4”H 

x 5-1/4”W

32534 

34 Gallon 

60.25”L x 26.50”W x7.38”H



email:info@brewersmarine.com  289

Replacement Permanent Fuel Tanks

 

 

 

 

 

10654 17gal 32 10 14

32537 35gal 26”L 17.5”W 18.91”H

10656 18gal 20 14 16

10657 18gal 18”L 14”W 18”H10652 14gal 18”L 14”W 14”H 10659 25gal 26”L 16”W 15”H

Ultra tough cross-linked polyethylene fuel 

tank - great replacement for aluminum, 

fiberglass and older plastic tanks. 

33-240 Ohm reed-style sender 

All fittings are right angled and parallel to 

the top of the tank for a lower profile 

 installation 

Machined aluminum 3/8” fittings 

For use with gas, diesel, and bio-fuel 

CE family certification

3/8” withdrawl fitting can rotate 360degrees

32631 35gal 32”L 17.5” 14”H

3/8” withdrawl fitting can rotate 360degrees

Tank sensors are located on page 107
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gal L W H

32150 150 66.69”33.44”17.63”

gal L W H

130 62” 25” 22.50”

gal L W H

32520 20 26” 11.75” 16.25” 32550 50gal 45”L 12.5”W 22”H 32555 55gal 51”L 25.5W 12.5”H

32513 13gal 32”L 10.19”W 10.19”H32599 99gal 69”L 23.56”W 18.1”H 32719 19gal 47”L 10.25”W 10.19”H

Ultra tough cross-linked polyethylene fuel tank  All fittings are right angled and  

parallel to the top of the tank for a lower profile  installation  Machined aluminum 3/8” withdraw 

fittings  For use with gas, diesel, and bio-fuel   CE Family certification

32552 52gal 60”L 24”W 10”H 32564 64gal 45.83”L 27.89W 13.82” 32580 80gal 66.93”L 26.77”W 12.60”H

32513 13gal 32”L 10.19”W 10.19”H
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35711 

Hold Down Kit 
kit includes two - 72” straps, 

four stainless hold down 

brackets and hardware to 

attach

Fuel pick-up 
09098 for 04158 3 gal tank  

 

Swivel Inlet Check Valve includes 

valve, valve housing, o-ring, snap ring tank 

insert.  ICVs are used to 

help prevent well-back  

(the reverse flow of fuel 

out the fill after fueling is 

completed) & spitback 

Handles is excess of  

18 gal/minute 

 

  584S9000A

50052441 
1/4 Female / 

Female 

shut off valve

50052445  1/4” 

50052449  3/8” 

FNTP Female 

 3-way valve 

50052452 

1/4 FNTP Female 

4-way valve

Anti-Siphon valve 

Aluminum 
33805  1/4 

NPT - 1/4” barb 

Thru - Bulk head fuel fitting 

3/8” 50052380 

Straight bulkhead brass fitting 

accommodates up to 1/2” thick 

bulkhead with a 5/8” diameter 

hole.  3/8 barbs on both ends

Brass Fuel Fittings 

Male thread    NPT    Barb       

50052372     1/4”   - 3/8”        33405  

50052376     1/4”   - 1/4” 

33430           1/4”  -5/16” 

Aluminum   - 3/8”  -3/8”     

Anti-Siphon 

valve Brass 

33801    1/4” NPT - 3/8”barb 

33806 1/4” NPT - 1/4”barb 

33807 1/4” NPT - 3/8” barb 

33808 3/8 NPT - 3/8” barb

 

33300 

Brass Shut off 

1/4” FNPT

 

Brass ball valve 

1/4” NPT x 3/8” barb 

33306   

 

07178 

Brass 3 way valve

Fuel Pick-up tube for tanks 

Aluminum Fitting, 1/4” NPT 

3/8” ID Nylon tubing is chemical resistant 

33500-12   (up to 12” deep)        

33500-24   (up to 24” deep)    

 

07181 

Brass 3-way valve

 
09042 

Garden hose  

adaptor



                                      CSA Portable Fuel Tank 

                                      10504   3gal     $35.45 

                                       10509  6gal     $39.90
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31626 

 Boston Whaler 22 Gallon White 

Topside Tank 

 

 29.25”L x 20.50”W x 12.25”H

Scepter’s Neptune Econo Gas Tanks 
These marine tanks are made from tough, lightweight, non-corrosive high density polyethylene.  Tanks feature a 

manually vented closure cap and universal 1/4” NPT fuel pick up adapter.  See through design eliminates need for 

fuel guage.  These tanks are ISO certified.   

Scepter’s Marine Gas Tanks 
These marine tanks are made from tough, lightweight, non-corrosive high density polyethylene and are designed to fulfill 

large or small outboard engine needs.  Tanks feature a manually vented closure cap and universal 1/4” NPT fuel pick up 

adapter as well as built in fuel gauge.  These tanks are UL listed, CSA and ISO certified.  

 

 

 

 

**08095 Replacement gauge assembly

Moeller Fuel Tank  
Because of special construction process, Moeller’s blow molded topside fuel tanks feature a Two Year - No 

Leak Warranty!  All tanks feature Moeller’s easy to read “glow gauge”. The multi-directional withdrawal 

assembly allows direct access to the engine, eliminating sharp bends or kinks that restrict fuel flow.  

Moeller’s stated capacity ratings are actual gallons available for use.  Each tank includes a gas to oil indicator 

to take the guesswork out of mixing.  A reserve fuel area is provided to allow you safe passage back to dock.  

 

 

04158 3 gallon 17” x 13” x 10”

04921 6 gallon 20.5” x 13” x 10”

03780 12 litre 14.25” x 10.25” x9”

03781 25 litre 21.4” x 14” x 10”

08189 9 gallon 29.5”x13.75”x10”
08190 12 gallon 14” x 23” x14.5”
08191 12 gallon 18” x 24” x 11.5”

Portable Fuel Tanks

  

31818 18gal 43”L 15”W 7.87”H

Gas Walker 

 

 

730025 

29 gallon 

 

 

 

 DuraMax Fuel 
Transfer System! 
Durable, high density poly-

ethylene for use with gaso-

line, diesel or kerosene 

fuels. 14 gallon capacity.  

Fluid transfer on level sur-

face with minimal priming.  

Ergonomically designed, 

heavy duty top handle  

06792 

 

Gas Dock 

Shut off valve located at 

the bottom of the tank. 

Manually  vented cap has 

easy to grip ribs. Built in 

handle for easy moving.  

Pneumatic tires for easy 

rolling over rugged terrain 

8ft fuel hose. 

10369 15 Gallon 

  10373 25 Gallon 

  10374 25 Gallon Diesel

Topside Fuel Tanks

031620BR 18gal 28”L 15”W 14.6”H

31526 26gal 29.25”L 19”W 12.25”H
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Universal Sending Unit with Diesel Return 
35789 

Designed for top mounting in aluminum, 

plastic or stainless steel fuel tanks in all 

types of marine vessels. All stainless steel 

construction resists corrosion and is 

ethanol compliant. Meets and exceeds 

current NMMA and ABYC specifications.  

SS 1/4" NPT female thread w/3/8" Barb  

1/4" ground spade terminal, Pre-bent 90 

degree float arm 

                  Universal Electric Sending Unit 
 

35722   6 - 12” 

35725   4 - 27” 

35729   12 - 24” 

35724   with diesel return 

12 - 24”,  35 to 240 Ohm’s 

 

35726   4 - 27” COMPLETE 

    kit with gauge & sender      

Swingarm mechanical fuel sender with a direct sight 

gauge.  Made from stainless steel for gasoline or diesel 

tanks. Calibrated readings from 33-240 ohms 

 35750 - 7-1/2” 35757 - 17-3/4” 

 35751 - 8” 35758 - 22” 

 35752 - 10”  

 35753 - 11-3/4”         35759 replacement 

 35754 - 12”         gauge 

 35755 - 14” 

 35756 - 16-1/4” 

 

    10636 

Universal Electric Fuel Sender 

adjust from 8 to 24”, 

5 hole mount flange 

  

 Electric Stainless Reed Switch 

35773 6”    Tank Depth      

35774 7”         

35769 8” 

35761 9”  

35762 11” 

35764 13” 

35765 15” 

35767 18” 

 35768 21” 

 35770     23” 

 

 

 

 

Reed array sending unit  

 35791 

features protection from corrosion, 

internal and external to the fuel tank 

5-hole mounting bolt pattern suitable 

for gas. ethanol, diesel, bio-diesel and 

non-potable water. 

tank depth  - 24” 
 

Fuel Senders

Carbon Canister 
Carbon canister fits 5/8" vent hose compatible 

with Ethanol blended fuels low permeation shell 

reduces overall system emissions 

    99CC045H1  11.6”Lx5.04”Wx4”H 

  99CC085H1   17.22”Lx5.04”Wx4”H 

  99CC045-1S   11.6”Lx5.04”Wx4”H 

99DFCCSZ1  Carb II Deck Fill 

  Inlet Control Valve 

99ICV000-1 

Inlet control valve compatible with 1-1/2" fill 

hose compatible with ethanol blended fuels 

can be oriented between 0-90D in line with 

fuel flow

35760 

Conversion capsule 
Converts fuel level reading 

from standard direct site gauge 

to electric dash mounted 

gauge. 

  (33-240 OHMS)

 Manually Vented Cap 

 with Gasket  08935

Tempo Gas cap 621501

35728    
5-hole gasket kit 

for sending units

S

H

Black replacement Cap only 

  912036C
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SCEPTER’S JERRY CANS 
Scepter developed the first plastic Jerry Can, setting the standards for the industry. Since the original appeared in 1959, Scepter has continued to 

refine it as new technology made improvements possible.  Made from high density polyethylene, the light-

weight, crush-proof design has extra headspace built in to accommodate expansion.  

A self venting and reversible spout make  

pouring safe and easy. The cans are  

rustproof, unbreakable and non-corroding.  

 

03647 

Jerry can parts  

with spout

Self Venting Jerry Cans!! 
Virtually indestructible!!  Features a 

reversible self venting spout so no need to 

worry about separate vent closures.  All sizes 

easily attach to Flo n’Go handle. 

        07081 - 5litre 

07079 - 10litre 

07539 - 25litre 

07622 - 5gallon 

Diesel Jerry Can 
Bright yellow in colour,  

 

  03711 - 20litre

 Flo n’ Go - No Lifting! No Spills! No Overfills! 
Patented design: At the handle pump control allows for auto shut off and restart as well 

as clean hassle free siphon control.  Superior filling convenience: Pumps gas in any 

direction (including upward) for easy, clean fill ups even in hard to reach places.  Fits all 

brands plastic fuel cans (may not fit older, non-UL certified cans). Completely drains 

fuel from tank with no messy funnels, spills or splashing. Includes child safety lock.

06799   Max Flo 
perfect for: boat engines, per-

sonal watercraft, farm equip-

ment, snowmobiles, jetskis, 

lawn tractors, ATV’s/Dirt 

bikes and much more!

all models include Multi Function Safety Shut off Valve.  Completely seals internal 
gas pressure and vapors when closed and self vents when open.   

Convenient pump holder handle built in!

Fuel Tank Accessories

Gasoline Jerry 

Can 
Red in colour 

  03609 - 20litre

3 Piece Funnel Set 

38010 
Kit contains three sizes of 

funnels to fit most applications. 

Durable plastic with hang tabs 

and deep spout

P-Trap Fuel Surge Protector, 
5/8 hose 

 Standard mount  1680-1 

 Flush mount 1684-6   

50032148 
4” PVC Motor well boot, adjustable to 

fit over hoses & cable to keep water out 

 

 

 

 

Universal Sprayless 

Connector. Eliminates the 

spraying of fuel when connect-

ing and disconnecting pressurized fuel hose during 

fueling. Includes male & female connectors for 

tanks with 1/4 inch NPT fittings  8838US6

Valves designed for use with plastic 

or metal tanks.  Perko's new patent 

pending "Flapper Valves" fits inside 

the pipe itself. In-pipe ICVs mount 

inside standard 1-½" or 2" (Diesel 

only) fill pipes near the connection 

to the fuel tank. Eliminates the need 

to retool existing doghouse on plas-

tic tanks. 

 635DP0 

 

 

 

 

 

      08338 

  Flo N’go  Gas Pump
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Fuel Lines for Outboards

  Bulk Fuel Line - order by the foot!

Fire Acol Alcohol Resistant Fuel 

Hose Type A SAE J1527.  
4 spiral reinforced gives excellent flexibility 

and bend radius.  Resists permeation, fire, heat, 

ozone and aging by alcohol blended fuels, 

diesel and gasoline, with wire helix in fuel fill 

(1-1/2” &2”).  Fuel fill, vent and feed. 

    

 368-0560 - 5/16” ID       

 368-0140 - 1/4” ID 

 368-0380 - 3/8” ID 

      368-0120 - 1/2” ID (A1-15) 

 369-0580 - 5/8” ID 

 355-1120 - 1-1/2” ID 

 355-2000 - 2” ID

315 - Series 
Flex Acol Alcohol Resistant Fuel 

Hose Type B SAE J1527 
Excellent resistance to heat, ozone, and  

permeation by alcohol blended diesel and gaso-

line fuels.  Braided reinforcement provides 

superior flexibility and bend radius. Fuel vent, 

outboard feed and vent lines.  

 

 

 315-0580B2 - 5/8” ID

35723-Tank Installation Kit 
Includes ‘Gas’ Deck Fill, 18” of fill hose (1-1/2”), 

36” of vent hose (5/8”), (4) 2-1/4” hose clamps, (1) 

fuel vent.

Primer Bulbs 

The three-layer design ensures high fuel 

pumping output in hot temperatures 

(up to 122F) and cold temperatures (down to 18F) while  

resisting collapse and hardening 

93014I7    1/4” 

93516I7    5/16” 

93038I7     3/8”

67580 - 2” 

67582 - 3” 
 

 Exhaust Thru 

Hull, stainless 
Specifically 

designed for generator and engine 

exhaust applications.  Scupper valve 

and an integrated stainless drip ring

Primer Bulbs feature gasoline and solvent-resistant construction, 

stainless steel clamps, and dual 

internal check valves to ensure a 

more rapid prime while prevent-

ing fuel flow back. 

07813  1/4”  

05869  3/8” 

07494  5/16” 

Scepter  3/8” ID hose, 7ft SeaSense 3/8”IDhose, 7ft Attwood 3/8”ID hose,6ft

07486  Johnson / Evinrude /Bombardier 
-- 93806EI7

07489  Yamaha 
— 93806YI7

07482  Mercury 1998 & newer 
50052689 93806MI7

07483  Mercury cast aluminum 
-- —

07485  Universal fuel line 
50052667

93806UI7 
93806UUSI7(w\fuel demand valve)

07491  Universal 5/16”ID, 80inches 
-- --
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Fuel Line Fittings
BRP Johnson / Evinrude 

                           Male tank fitting 

 

 

 

04068  1/4” NPT

 

                            Female tank & 

                            engine connector 

 

 

05787  5/16” barb 

05822  3/8”   barb

 

                             Male tank 

                             fitting (OMC) 

 

 

50052282  1/4” NPT

Yamaha 

                           Male tank fitting 

 

 

 

04075   1/4” NPT

 

                            Femal tank & 

                            engine connector 

 

 
05813   5/16” barb 

05815   3/8”   barb 

05791   3/8”   barb (1998 & newer) 

50052292  3/8” barb

    

                             Male tank 

                             fitting 

 

 

50052302   1/4” NPT 

Chrysler 

                           Female tank & 

                           engine connector 

 

 

50052332   3/8” barb

Nissan / Tohatsu 

                            Female tank & 

                            engine connector 

 

 

50052243   3/8” barb

Mercury 

                           Female tank 

                           connector 

 

 

05837  3/8” barb 

 

                            Female tank 

                            connector 

 

 

05793   3/8” barb

 

                             Female engine 

                             connector 

                             (1998 & newer) 

          

fits Yamaha & Mercury 

05791   3/8” barb

Mercury 

                           Fuel tank end 

 

 

 

50052312   1/4” NPT straight & 

                  90D elbow

 

                            Female Fuel 

                            tank end 

 

 

09476   3/8” barb, 1/4” NPT 

            straight & 90D elbow

 

                             Male tank 

                             connector 

 

 

50052322   3/8” barb



email:info@brewersmarine.com  297

 Fuel Filters 

  Trap the smallest particles and emulsified water from gasoline.  Filtration media will not separate two cycle oil from gasoline.  Water separating 

canisters ensure no other contaminates or rust will contribute to a blocked fuel system. Designed for Mercury, BRP (Johnson/Evinrude), Yamaha, 

Suzuki, Honda, Tohatsu, and Nissan as well as a ‘universal’ fit.  High performance 3/8NPT ports offer lower pres-

sure drop rates.  Stainless steel, powder 

coated, and  

composite filter head offer extreme salt 

water corrosion resistance.   

Not recommended for use with diesel 
engines or with electric fuel pumps using 
inline fuel filters. 
 

 

Inline Fuel Filter 

07109 
Versatile filter fits 1/4”, 5/16”  

and 3/8” hose. Easy to clean 

 

07108 

replacement filter

33320
3/8” NPT cast aluminum powder coated Universal/Mercury/ 

Yamaha water separating fuel filter kit  with barbs, filter and head

33322
3/8” NPT Twin Pack Universal water separating fuel filter kit with 

barbs, two filters, and composite filter head

33323 Long water separating fuel filter, Mercury/Universal style

33324 Short water separating fuel filter Mercury/Universal/Yamaha style

33325 OMC (Johnson/Evinrude) water separating fuel filter

Clear Site Water Separating Fuel Filter 
for inboard engines! 

Clear Site  with Hydro-Shield offers the ultimate protection against water and other contaminates and 
extends the life of the filter by draining collected water from the fuel system.  This provides cleaner fuel 
critical for today’s engines to operate at peak performance! 
Includes composite filter head, hose barbs, fuel filter and  water collecting bowl. 

Inboards Outboards 

18-7932 - full unit  

33340 - replacement filter & aluminum bowl  

for both: 

18-7919 - replacement filter only 33314 - 3/8” NPT filter head

Fuel Accessories

Fuel Filter/Water Separator 

50052103 
Kit includes reusable filter head, water 

separating fuel filter, 3/8” hose barb  & 

plugs. Replaces Mercury 

35-802893T.  Will NOT 

separate 2-cycle oil from 

gasoline. DO NOT USE 

WITH DIESEL 

ENGINES.

OMC Fuel/Water  

replacement filter 50052144 
Replacement spin on filter for: 

Mercury 35-802893T,  

Sierra 7845, GLM 24940, 

Aqua power 6031, 

SMI 24950, Tempo MF10 

Fram PS3808, Marpack 

7-0872, Valmar 52113 

Fuel/Water Canister 

50052113 
Replacement spin on filter for: 

Aqua power 600, 

GLM 24940, 

Mercury 35-60494-1 

Sierra 18-7845 

SMI 494

Adjustable Filter Wrench 

28908 
Fits canister filters from 2-3/4” to 4” diameter 

Over size handle for max torque

Disposable Inline Fuel 

Filter 

The clear vial allows for  

inspection of your fuel 

33317-10   3/8” 

33316-10  5/16”
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Star*Tron Gasoline Additive 
-reduces all emissions 
-prevents fuel oxidation and 
 stabilizes fuel chemistry  
for at least 18months 
-lowers fuel system 
 maintenance 
-eliminates carbon build up 
-enhances octane rating 
-treats water build up in fuel  

93008 - 8oz 
93016 - 16oz 
93032 - 32oz

Star*Tron Diesel Additive 
-eliminates algae and fungal 

 growth without the use of poisons 

-reduces all emissions,  

including carcinogenic, 

 particulate smoke 

-prevents fuel oxidation  

-stabilizes diesel chemistry  

for at least 18 months 

-lowers fuel system maintenance 

93108 - 8oz 

93116 - 16oz 

93132 - 32oz 

Star*Tron Tank Cleaner 
Exceptional in cleaning sludge 

and other fuel contaminants from 

gasoline and diesel tanks. 

Removes water that encourages 

microbial growth in diesel fuel. 

Enzyme will clean tanks better 

than any tank cleaning service. 

Exceptional at eliminating var-

nish and gum "gel" from E-10 gas after a water 

phase-separation occurrence  

93600 - gallon 

93664 - 64oz  (will treat 250gallon tank capacity)

Diesel Fuel Water Absorber 
-removes free water from diesel and allows  

it to be safely burned away -helps prevent growth of 

damaging microbes in fuel and cor-

rosion of fuel delivery system 

-protects diesel fuel injectors 

 

 

84616 - 16oz

Fuel Performance Chemicals

Oil Mixing Bottle 

11873-1 
A large mouth, oil 

resistant plastic bottle.  

Has all the most 

popular oil to gas 

ratios for a clean and 

exact mix every time.

Starbrite Engine Oil 
*meets or exceeds manufacturer’s specifications 

*ashless formula provides superior protection 

*environmentally friendly, clean burning fuel that  

reduces emissions 

*engineered for operation under extreme conditions 

*for use in oil injection, 2 cycle 

and pre-mix engines. 

 
19016 - 16fl oz (pint) 

19032 - 32fl oz (quart) 

19000 - 1 gallon 

19025 - 2.5 gallon

 

 

28132   32oz 

28100   1 Gal 
 

Pro Star super premi-

um synthetic blend 4 

stroke outboard oil 

10W30

Pro*Star Super Premium  

Motor Oil 

 
Heavy Duty SAE 40 
27932 - 32oz 

 

Contains 

28714 (2)      27032 (2)       Oil Display 4’with Rack  

28703 (4)       27232 (2)        83505  

26003 (2)       27232 (2) 

28401 (2)       27132 (2)  

28402 (2)       19216 (4) 

27400 (2)      19232 (12) 

28600 (2)       28132 (2) 

28901 (2        28232 (2) 

28902 (2)      27832 (2) 

26016 (4)       27932 (2) 

26014 (5)       28032 (2) 

28510 (2)       19200 (12) 

27010 (2)       27800 (2) 

27110 (2)       27900 (2) 

28532 (2)       28000 (2) 

27732 (2)       28100 (2) 

     28200 (4)

Super Premium TC-W3 

for use in oil injection, 2 cycle and 

pre-mix engines. Meets all engine 

manufacturer specifications 

 

    19200 - gallon
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Startron Counter Display Gas 

 

 

 

 

93625 

 

 

 

 

 Contains: 

 

 24 of 93008 gas additive

 Startron Counter Display Diesel 

 

 

 

 

93626 

 

 

 

 

Contains: 

 

        24 of 93108 diesel additive

Startron Floor Display 

 

93636 

 

Contains: 

18 - 93008 gas 

  8 - 93016 gas 

  6 - 93108 diesel 

  4 - 93116 diesel

Startron Gas only Display 

 

93637 

Contains: 

24 - 93008 

12 - 93016 

 

93640 

Contains: 

24 - 93008 

12 - 93016 

12 - 93032

Startron Diesel only Display 

 

93638 

Contains: 

24 - 93108 

12 - 93116

TCW3 Oil Display 

19199 
*meets or exceeds manufacturer’s 

specifications 

*ashless formula provides superior 

protection 

*clean burning fuel that  reduces 

emissions 

*engineered for operation under 

extreme conditions 

*for use in oil injection, 2 cycle 

and pre-mix engines. 

Kit includes;     6 of 19000      6 of 19200 

      15 of 19032    15 of 19232  

 Displays

 Startron Display 

 

93615 

contains 6 of 93008 

 

 

 

93624 

contains: 

18 of 93008 

  6 of 93108  

  Star Tron Shooters 

 

14301 
two 1fl oz bottles 

cures & prevents 

ethanol fuel problems 

 

14324 

 Display box of 

shooters 

24/case 

14312C 

 Startron Dispenser - Fuel 

Enzyme Treatment 
12 of 1oz bottles 

treats 23L / 6gal

 14512C 

 Startron Dispenser super 

concentrate Enzyme Fuel 

Treatment 
12 of 1oz bottles 

treats 95L / 25gal
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Grease Gun 

 
28714 - fits 14oz tubes 
 

28800 - extension hose  

Lower Unit Quart Pump 
 

27400 - fits Mercruiser, OMC,  

Evinrude, Johnson, Honda (70-90hp),  

Volvo, Force and 

Gamefisher 

28401 - fits Yamaha, 

Nissan and  

Honda (2-50hp) 

28402 - fits Suzuki

Oil Filter Wrench 

28901-fits 2-12/16” - 3-5/32” 
28902fits 3-1/2” - 3-7/8” 

 
 
 

swivel handle for use in confined spaces

Lower Unit Fluid Lube Pump 

50091461 

Fits quart bottles of lower unit lubricant 

and allows for mess free lube changes.

Lower Unit Lube Tube 

28600 

For use with 

10oz squeeze 

tubes.

Pistol Grease Gun with 3oz Cartridge 

28703

Lower Unit Lube 

 

High Viscosity 80W90 

 

27010 - 10oz tube 

 

Synthetic 80W90 

 provides 

protection against wear, 

corrosion & heat 

 

 

27232 - 32OZ

 

 

Hypoid 90W 

 

27110 - 10oz tube 

Power Trim and Tilt fluid 

Exceeds OEM war-

ranty requirements 

 

28510 - 10oz tube

28532 - 32oz

Lower Unit Lube 

80W90 provides 

protection against 

wear, corrosion & 

heat 

 

26810 10fl oz.   

26832 32fl oz   

Trim & Tilt Fluid 
For use in all trim & tilt, 

trim tab, power steering 

and other hydraulic sys-

tems. WON”T VOID 

WARRANTIES 

bio-renewable & biodegradable 

 

26710  10fl oz   

 

27405 

 

 

 

Designed to quickly 

transfer heavier lubri-

cating oils Allows 

lubrication of lower 

units direct from 5-

gallon pail Sturdy 

construction for years 

of reliable service life Contains a 

96” hose with a 3/8”-16 threaded 

 fitting
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Engine Paint - for total engine coverage, use quick drying 

engine paint.   

 

This heat and solvent resistant acrylic lacquer is  

formulated for the extended staying power boat engines 

need.  Colour matched to your engine’s original colour.  

For use on all outboard and  

inboard engines, stern drive and lower unit  

applications.  12oz.

25350 Mercury Phantom Black

25106 Dark Gray 

25433 Johnson White (1972 - 1980)

25454 Johnson/Evinrude Light Blue Metallic 

25461 Johnson/Evinrude White

25479 OMC drive system Charcoal Metallic

25478 OMC drive system Charcoal Non-Metallic

25436 Volvo Aquamatic White

25488 Volvo Stern Drive Grey

25469 Yamaha Metallic Blue Silver

Colour Vision 

Colour matched to your engine’s original 

colour.  Formulated for the marine  

environment.  For use on all outboard and 

inboard engines, stern drive and lower unit 

applications.  Quick dry formula, oil and 

gas resistant. 12oz.

25104 Caterpillar Yellow

25225 General Motors Green

25491 Crusader Blue

25475 Fuel Tank Red

25103   Cummins Tan

Zinc Primers 
For aluminum surfaces above or below the water-

line, use our Zinc Chromate primer.  This powerful 

primer etches into the aluminum, forming a strong 

surface/primer union that is resistant to corrosion.   

 

For steel and iron sur-

faces, especially welded 

joints,  above or below 

the waterline use Zinc 

Cold Galvanizing or 

Zinc Phosphate.  This 

corrosive barrier con-

tains 95% zinc for max 

resistance against sol-

vents and abrasions. 

 

12oz.

Sandable Primer 
For surfaces above the waterline, including bare 

metal, steel, iron, fibreglass and wood. Improves 

bonding of colour coat, helps fight rust, helps level 

knicks and hairline cracks. 12oz.

Clear Coat 
Finishing any paint project should include 

application of clear coat to increase lustre 

and depth. 

12oz 

 

25801 Zinc Phosphate Yellow

25802 Zinc Phosphate Green

25730 Red Oxide

25740 Platinum Grey

Engine Paint & Primer

25519
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                          9800 
                                Adjustable Outboard Motor Bracket.  

                                  - for engines up to 20HP 

                                  - bracket is Anodized aluminum  

                                  - board is Thermoplastic  

                                  - stainless steel spring.  

 

                                 NOT for use with 4 stroke engines! 

9808 

Adjustable Outboard Motor 

Bracket 
-bracket is stainless steel 

-thermoplastic board 

-stainless spring 

-up to 9.9HP engine 

!!Can be used with 4 stroke engines!!

 

9807 

Adjustable Outboard Motor 

Bracket 
-for engines up to 20hp 

-bracket is stainless steel 

-thermoplastic board 

-stainless spring 

 
*NOT for use with 4stroke engines

 

 

Edson Stern Rail Motor Mount 
Built to hold motors up to 100 lbs/45 kg (about 

15 hp). Convenient cleat and side handles.  

with non-skid pad, bolted to the UV stable 

poly backing board . Bottom cleat comes unat-

tached so that it will fit any rail spacing. 

E521-125AL  Aluminum for 1-1/4" rails 

E521-100ST   Stainless for 1” rails 

 

Rail Mount 
Injection Molded polypropylene  

Suitable for 8hp 2 cycle motors 

 

327150 - White 

327151 - Black 

 

Outboard Mounting Bracket 
For motors up to 12hp only.  

Fits 7/8” or 1” railings.  

6-5/8”W x 6-7/8”H x 1-1/2”T 

 

60326 - Teak 

Motor Mounts

Spare Parts 

9805 - replacement thermoplastic board 

9806 - stainless springs

2-Stroke 

Motor 

Bracket 
Transom mount locks and holds motor up or swings down for 

propulsion.  Tough alloy Anodized Aluminum frame, Stainless 

Steel springs. Fits all style motors w Extra Wide 11 1/2" 

(29cm) Black Poly Mounting Board   

4-position locking height adjustment 

MOUNTING PAD 2" thick x 11.5" wide (5 x 29cm). Designed 

to accommodate the width dimensions of newer, wider style 

motor locking clamps 

71040  up to 8HP / 59lb 
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Guardian Motor Support Adjusts Cast 

Aluminum Head With High-Strength 

Aluminum Shaft. Supports The 

Cantilevered Weight Of The Motor. 

Stabilizes Engine And Steering 

Mechanism When Trailering 

Includes 15" Black EPDM Rubber                                                   

                           holding strap, bolt-on 

                           and over the roller  

                           strap-on mout. 

 

                       1780240 

                       25 - 37” 

 

                       1780245 

                       21.1 - 32.5”

 

 

 

 

 

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

        Universal Kill Switch 

          6 keys fit: Johnson/Evinrude 

               OMC 

               Mercury 

               Yamaha                

                Honda        

                Suzuki 

 

                   7591-6

Extend-A-Reach Motor Support 

 Adjusts 26" To 56" 

Secures Motor To Trailer Crossbar. 

Includes All Parts For Easy Installation. 

Removes Easily For Quick Loading And 

Unloading. 

Corrosion Resistant E-Coat Finish Steel. 

1780250 

16205 

Universal Motor 

Flusher 
Universal roundcups, connect to 

garden hose and run engine out of 

the water for testing and flushing.    

Long lasting cups may be cut to 

custom fit.  

Dual Flow Motor Flusher 
Allows cooling system to be flushed out 

using a garden hose from both intakes. 

16208-7 

 

07397 

Inboard Engine Motor  Flusher 
No tools required, telescoping flusher.  

Large cup prevents water blow-by or 

fall-off during usage Telescoping tube 

allows precise alignment for hard to 

reach areas. Adjusts from 15-1/2” to 

30”

Perko Flush Pro 
Transparent body allows for 

visual inspection of water flow, 

stainless steel spring, durable 

check valve system activated by 

water pressure from a garden hose. Check valve auto-

matically shuts off hull intake when water pressure is 

applied.  Adapter supplied  

 

    99080 

 Volvo round cup 

  flusher

456DP4 - 5/8” 

456DP6 - 1” 

456DP7 - 1-1/4”
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Electric Trim Tabs

Standard Mount Trim Tab Kits 
Kit Contains 
2 each of 12-gauge stainless steel trim tab blades 

2 each of #15054-001 actuator with 6' leads and 

Deutsch plugs 

2 each of #30133-103 20' actuator extension 

wiring harnesses 

2 each of #15085-001 (116) upper mounting 

brackets with gland seal 

2 each of #50014-001 (119) lower mounting 

brackets,  installation manual & all necessary 

stainless steel mounting hardware

Edge Mount Trim Tab Kits 

           Kit Contents 

2 each of 12-gauge stainless steel trim tab blades  

2 each of #15054-001 actuator with 6' leads & 

Deutsch plugs  

2 each of #30133-103 20' actuator extension 

wiring harnesses  

2 each of #15085-001 (116) upper mounting 

brackets with gland seal  

2 each of #50014-001 (119) lower mounting 

brackets  

1 each of the installation manual  

All necessary stainless steel mounting hardware 

Complete Standard Trim Tab Kit 

 

Packaged with Switch Kits - 

12-Gauge Blades / 12-Volt 

Actuators 

Switch Kits include: Self-con-

tained sealed keypad, Control 

box, and a 36" Pigtail. The 

Double Rocker switch kit fea-

tures a 36" Pigtail. 

 

LS-Limited Space Trim Tab Kits 

Kit Contents 

2 each of 12-gauge 304 stainless steel trim tab 

blades  

2 each of #15057-001 XD actuator with 6' lead 

and Deutsch plugs  

2 each of #30133-103 20' actuator extension 

wiring harnesses  

2 each of #15085-001 (116) upper mounting 

bracket with gland seal  

1 each of the installation manual  

All necessary stainless steel mounting hardware 

Standard Performance Trim Tab Kits 

Kit Contents 

2 each of 12-gauge stainless steel Electro-

Polished trim tab blades 

2 each of #15054-001 actuators with 6' lead and 

Deutsch plugs 

2 each of #30133-103 20' actuator extension 

wiring harnesses 

2 each of #15085-001 (#116) upper mounting 

bracket with gland seal    

2 each of #50014-001 (#119) lower mounting 

bracket  

1 each of the installation manual 

          All necessary stainless steel mounting hardware

Auto Glide Aftermarket Kit 

for boats with existing 

NMEA 2000 Networks 

(does not include GPS 

antenna & 

NMEA 2000 network) 

15504-101  Kit for single actuator trim tabs  

   

 

For boats without existing NMEW 2000 networks 

15500-101  Kit for single actuator trim tabs 

part # L x W boat length hinge height trnasom H

15000-101 9” x 9” 14-18’ 2” 14”

15001-101 9” x 12” 16-25’ 2” 14”

15002-101 9” x 18” 22-30’ 2” 14”

15003-101 9” x 24” 26-40’ 1” 14”

15007-101 12” x 12” 17-30’ 2” 14”

15008-101 12” x 18” 26-36’ 2” 14”

part # L x W boat length hinge height trnasom H

15015-101 12” x 9” 14-18’ 2” 11”

15016-101 12” x 12” 17-30’ 2” 11”

15017-101 12” x 18” 26-36’ 2” 11”

part # L x W boat length hinge height trnasom H

15035-101 9” x 12” 16-26’ 2” 13.5”

15037-101 12” x 12” 18-32’ 2” 11”

15039-101 16” x 12” 20-36’ 2” 11”

part # L x W switch kit

15101-104 9” x 12” double rocker part # L x W transom H hinge H actuators

15126-101 4” x 12” 14.5” 2” 15054-001

15088-101 4” x 12” 13” 2” 15057-001
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Standard Integrated Switch Kit 
 

 

 

 

 

 

 

Standard Switch Kit (single) with built-

in retractor for single actuator systems 

Kit Contents 

Key Pad, Control Box, 36" Power 

Pigtail. 

 

15169-001  

LED Integrated Switch Single Kit

 

 
Features Include Instant response,  

Self-contained key pad with waterproof Plug & 

Play Deutsch connectors  

Wiring harness length 30" (76.2 cm) 

36" power pigtail, 2 high-intensity LED Indicator 

displays show the exact position of your trim tabs 

at all times Photo Eye for optimum viewing in all 

light conditions Backlit key pad for optimum view-

ing at night.  Self-Check feature, single actuator 

15170-001  

LED Integrated Switch Dual Kit 

 

 

 

 

 

 

 

 

 

Features Include Instant response,  

Self-contained key pad with waterproof Plug & 

Play Deutsch connectors, Wiring harness length 

30" (76.2 cm), 72" power pigtail, 2 high-intensity 

LED Indicator displays show the exact position of 

your trim tabs at all times Photo Eye for optimum 

viewing in all light conditions Backlit key pad for 

optimum viewing at night.  Self-Check feature 

dual actuator  

15171-001

LED Indicator (two-piece) Single 

Kit 

 

 

 

 

 

 

Features Include Instant response,  

Self-contained key pad with waterproof Plug & 

Play Deutsch connectors  

Wiring harness length 30" (76.2 cm) 

36" power pigtail, 2 high-intensity LED Indicator 

displays show the exact position of your trim tabs 

at all times Photo Eye for optimum viewing in all 

light conditions Backlit key pad for optimum view-

ing at night.  Self-Check feature, single actuator 

15270-001

Double Rocker Switch Kit 
 

 

 

 

 

 

 

 

Double Rocker Switch available for 

Standard Trim Tabs, Standard & HD 

Performance Tabs single actuator 

systems. Without Retractor feature. 36” 

power pigtail & hardware 

 

10222-211D

Hatch Lift Rocker Switch single 

 

 

 

 
 

 

 

For hatch lifts with two 30”  

non-terminated power leads.  20amp 

 

 

 

15096-001

Flybridge Standard Kits 

Second station 

Standard Key Pad 

connecting to the 

NEW (ALL-IN-ONE) 

Integrated Tactile 

Switch Kit (part# 

15169-001). Add a 

second station key 

pad to your NEW Integrated Tactile 

Switch by plugging into the existing 

harness. Standard Flybridge kit with 20ft 

shielded cable 

 

11841-102

Flybridge LED Indicator Kits 

Second station LED 

Key Pad connecting 

to the LED 

Indicator (ALL-IN-

ONE) Integrated 

Tactile Switch Kit 

(part# 15170-001 and/or 15171-001) 

Add this second station key pad to your 

NEW Integrated Tactile Switch by plug-

ging into the existing harness. Comes 

with 20ft shielded cable 

 

 

11841-002

Flybridge LED Indicator Kits 

(two-piece) 

Second station LED 

key pad connecting 

to a tactile 

switch(15270-001 

/or 15271-001) 

plus into the Y connector harness 

kit contains: 

Flybrige LED key pad 

20ft shielded harness 

Y connector 

 

 

11941-002

Trim Tab Switches
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Electric Actuator - 12V, comes with 6ft cable 

instant response activators are made of high 

impact glass fiber filled nylon material with 

316 stainless tubing

Electric Hatch Lifts with 2ft leads and deutsch connectors

Stainless Non-locking Slide Bracket 

 

for hatch lifts in case of  

power failure, with this 

bracket you can pull the 

hatch open a minimum of 5” 

in order to remove bolt 

for access 

 

70381-001

Super Strong Trim Tab Set 

 

 

 

 
 

 

 
kit includes 

2 SS Trim Tab Planes 

2 Actuators with 6' Lead and Deutsch Plugs 

All Necessary Steel Mounting Hardware 

 

15019-101  

 

Bennet Hydraulic -to-Lenco Electric 

conversion upgrade kit 

includes everthing necessary 

to upgrade your current trim 

tabs with out any drilling or 

filling of holes.  You simply 

discard the hydraulic pump 

unit and the two Bennett 

cylinders. Connect the new 

actuator wiring to the existing harness (jumper 

wires are included for attaching to current switch). 

Complete installation instructions are included. 

15064-001

Replacement Blades  

 

12 gauge 

304 stainless  

sold individually 

Standard blade series 

 

Actuators /Lifts...

part # actuator stroke
mount 

hardware

15054-001
standard 

edge mnt
2-1/4” 5/16”

15055-001 HD, XD 2-1/4” 5/16”

15056-001 HD, XD 2-1/4” 3/8”

15057-001 XDS 2-1/4” 5/16”

15059-001 102 series 4-1/4” 5/16”

15060-001 trolling tab 4-1/4” 5/16”

part # LOA retracted stroke LOA extend

20768-001 24” 12” 36”

20774-001 29” 16” 45”

20778-001 33” 20” 53”

20782-001 37” 24” 61”

part # L x W blade

20141-001 9” x 12” standard

20149-001 12” x 12” standard

20160-001 12” x 12” edge mnt
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Universal Actuator 

Mounting Bracket 

replacement kit (for 

1 actuator) 

 

15099-001  

 

 

 

 

 

 

 

Standard Upper 

Mounting Bracket 

with Gland Seal. 

 

 

15085-001   

 

 

 

 

 

 

 
Standard Upper 

Mounting Bracket with a 

Gland Seal that slides 

over the actuator wires to 

seal the new mounting 

bracket to the transom. 

50015-001D  

 

 

 

 

 

 

 

7 Degree Mounting 

Shim for 118 & 119 

Mounting Bracket - 

Vandar 

 

50015-002D  

 

 

 

 

 

 

 

Standard Lower 

Mounting Bracket - 

3 bolt Vandar 

 

 

50014-001D  

 

 

 

 

 

 

 

Compact Upper 

Mounting Bracket - 

Vandar (2 screw, 1 

wire) 

 

50225-001D  

  Sacrificial Anode 

 

 

 

 

 

 

15092-001 

1-7/8” pk/2   

 

15093-001 

3-3/4” pk/2   

Deutsch Repair Kit 

 

 

 

 

 

 

Includes 16 pieces 

(plugs, receptacles 

and wedges) 

 

 

 

15086-001 

Delrin Mounting pin 

 

pk/2 for 101 & 102 

actuators 

 

 

 

 

15087-001  

Actuator Extension 

Harness 

 

 

 

 

30133-103D  

20ft, 14 awg 

 

30142-201   

26ft, 12 awg 

 

30142-202   

32ft, 12 awg 

Gland Seal Kit 

 

 

 

 

 
use as an alternative 

method of routing the 

actuator wire through the 

transom above or below 

the waterline. 

 

 

15084-001  

Actuator Hardware 

 

 

 

 

 

contents will replace 

all hardware on any 

Lenco electric  

acutator 

 

 

10250-410D  

Accessories

Stainless Pull Pin 

60101-001D
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Tiller Cable - sold by the foot  

Clear PVC coated galvanized cable 

3/32”-5/32” 7x7 
the part number is actually “tiller cable” 

 

332577 - 100M

12272 

Tiller Cable Tightener 
Zinc plated steel tension 

holder, tightener. 

2907-3 

Tiller Cable Pulley 
2” Diameter Sheave 

Non magnetic, not corrosive 

stainless steel body and  strap 

with plastic groove sheave for 

wire rope tiller cable. 

50032148 

Motor Well Boots 
Black all rubber with polypropy-

lene gasket ring. Split design 

allows for placement without dis-

connecting controls.  Fits 3” & 4” 

diameter opening.

12013 

Tiller Cable Clamps  
Die cast zinc alloy. For both 

1/8” and 3/16” cable sizes. 

One pair with two screws.

1226DPCHR 

Perko Tiller Cable Clamps  
Chrome plated zinc.  

For 1/8” or 3/16” cable.

Davis Handi-Mate® Extension Handle 

Outboard Extension Handle fits virtually all twist-grip outboard motors! Easy to 

install—tough polycarbonate head simply clamps over existing handle grip. 

Does not affect throttle tension adjustment.  

Lightweight—only 16 oz. Non-slip comfort grip. 

Access hole for kill button.  Anodized aluminum 

--no parts to rust or corrode. Stainless steel hard-

ware. 

D1440 Handi-Mate® - Straight steering unit. 
 

Steering Accessories

 30 - 47”
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Stainless Steel 316  

Handle Bar for Steering 

Wheel 

 

73012

8653-4 

Stainless Steel SteeringWheel 

with Black Plastic Cap 

15” diameter 

25degree Dish 

3/4” standard taper keyway

Stainless Wheel with  

Teak Cap 

 

8652-4   13-1/2” diameter

Stainless Wheel with 

Gray Soft Grip Cover 

 

8654-4  13-1/2” diameter 

8655-4  15-1/2” diameter 

Stainless Wheel with  

Easy Grip Knob 

8656-4  11”       diameter 

8657-4  13-1/2” diameter 

8658-4  15-1/2” diameter 

 

385 - Rudder Position Indicator 

Awareness of the rudder angle is an important safety factor. This is especially true while 

moving in and out of your berth, drawing alongside another boat, picking up a skier, mooring,      

or any other "close call" situation. Davis' Rudder Position Indicator gives instant visual  

reference of rudder angle.  The pointer swings a full thirty degrees with each revolution of the 

wheel. Mounts directly to your hub (approximately 2" in diameter) with a self-adhesive pad . 

Rugged, hermetically sealed, weatherproof, and sunproof housing ensures long life. No 

cables, adjustments, or electricity required; gravity power makes it simple and service-free. 

Suitable for boats with mechanical and single station hydraulic steering systems.

Steering Wheels

 

73050 

13.8” 

Aluminum, 

3 spoke wheel 

3/4” taper bore 

 

                                  

 

73055 

13.5” 

Aluminum, 

3 spoke wheel 

3/4” taper 

bore 

black spokes, blue hub, 

                                  

 

73057 

13.5” 

Aluminum, 

3 spoke wheel 

3/4” taper bore 

 

black spokes, silver hub, 
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We are the Edson Distributor!!  
All Products and pricing are available upon request.

Tiller to Wheel Conversion? 
 

 

 

 

 

 

 

 

 

                  just go to: 
http://www.edsonmarine.com/support/wheel_conversion/index.php 

 

for a full parts breakdown! 

all the info you need 
is just a click away!

Edson Wheel Covers 
Only Edson uses Orthopedic Grade Cowhide -  

considered to be the highest quality leather available. 

It stays supple even when subjected to harsh marine 

environments!  Available in Grey or Tan, for the full 

range of wheel sizes. G=Grey, T=Tan.

Edson Wheel Nuts 
Highly polished Stainless Steel nuts. UV resistant, 

available in regular hex nut or quick release for easy 

removal and storage of wheel!

Throttle and Clutch Handles 
Highly polished stainless steel handles  

can be easily retrofitted onto existing 

Edson pedestals.

Edson Instrument  

Mounting Arms 

 

E830ST-5-100-125  5” SS arm 

E830ST-100-125 SS Pod arm 1&1-1/4” 

E831ST-100   SS GPS Pod arm 

Pedestal Guard Feet 
Highly polished stainless steel, included with all 

Pedestal Guard Kits and can also be ordered in pairs 

as a direct replacement for black plastic feet. Gasket 

and bushing allow for mounting 1”, 1-1/8” or 1-1/4” 

guard pipes. Nuts and washers included. 

 

E310ST-100-125

Steering System Repair Kits! 

 
 
 
 
 
 
E316 - Brake Maintenance Kit  
 
E314 - Pedestal Rebuild Kit

Steering

Clutch: 

E963PT

Throttle: 

E963SB

E733-15-20G 

 

E733-22-30G 

 

E733-32-40G 

 

E733-42-60G 

fits 15-20” wheels 

 

fits 22”-30” wheels 

 

fits 32”-40” wheels 

 

fits 42”- 60” wheels

E673ST-1/2-20 

E673ST-5/8-11 

E673ST-5/8-18 

E673ST-3/4-10 

E673ST-3/4-16 

E673ST-1-14

part number suffixes indicate thread  size. 

Many Edson pedestals produced after January 2000 use 

wheel nuts with 5/8”-18 shaft threads; those built from 

1979-1999 use 1”-14 threads and those built prior to 1979 

use wheel nuts with 3/4”-10 thread.

E826ST-1-14 

E826ST-5/8-18 

E826ST-3/4-10

Aluminum Pedestal Bolts! 
E646  

(please specify head type and length) 

 

 

 

 

E520-14 

One step boarding step 

with 6ft braid line 

Cast Aluminum

                     

                   E960-A-969 

 
 

Nylon engine control cable  

clamp is for 5/16” 33 Series 

cables            
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Quick clamp adapter - Polypropylene 

 
E157MM-150NY   1.5” FQC x 1.5” MNPR    

 

 

 

E151FF-150NY    1.5” FQC x 1.5” FNPT      

 

 

           
E152FM-150NY    1.5” FQC x 1.5” MNPT    

 

 
E156FE-150NY   1.5” FQC x 1.5” hose 

barb          

 

 

 

E156MA-150NY   1.5” MQC x 1.5” hose 

barb         

 

Pumpout nozzle with splash guard 

1.5” hose barb 

E272HB-150-SG    

 

 

 

 

Pumpout nozzle with splash guard 

1.5” quick clamp 

E272QC-150-SG    

 

Pumpout adapter 

1.5” male quick clamp x  

1.25” male NPT 

E273-125    

 

 

 

Pumpout adapter 

1.5” male quick clamp x 

1.5” male NPT 

E273-150   

Edson Pumpout fittings
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Davis Fish Seeker 

It flips over when a fish 

strikes and goes 

for the surface. 

512 - clear

Angled Mount Fishing 

Rod Holder 

Stainless Steel, Flush Mount 
 

54075 - with  

rubber cap, 

60 degree 

54071-without 

rubber cap

Rail Mount Rod Holder 

 

54077

12033 
Polished Stainless Steel with 

welded Ring and double 

shanks. 

 

1-3/4”dia. eye opening. 

Stainless nuts and washers 

included. 5” overall. 

3/8” x 2-1/2” shank.

12034 
Polished Stainless Steel with 

welded Ring and double 

shanks. 

 

2-1/2”dia. eye opening. 

Stainless nuts and washers 

included. 5” overall. 

1/2” x 3” shank.

 

13055 
Ski Mirror 

7” x 3-1/4” Shatter proof  

convex lens. adjustable mount.

 

12480 
Transom Gudgeon Bracket 

Stainless steel bracket, 1” wide 

opening,  predrilled for 1/4” 

dia. pin,  3-1/2” long.

Fishing and Skiing!

Grommet Pole Holder! 

Soft, Durable Grips Firmly, Holds And 

Cushions Rods 

• Eliminates rod damage and rattling while  

  underway  

• Pliable radial grips flex to fit any size rod  

• Will not damage guides  

• Easy to install  

 

 

2” Inside Dia. 
 

U6680    - black 

U6680W- white

Trim Rings 
Can Be Used To Protect Fishing Rods, 

Wiring, Cable or Hose 

• Gives a finished look to any bulkhead 

opening  

• Available in black or white  

• Molded high-strength nylon  

 

  1” ID 

 U4610  -black 

 U4610W-white 

  2” ID 

U4620   -black 

U4620W-white

 

 

 

 

 

     1205DPCHR 

 Flush mount angled  

 Rod holder 

 Id of tube is 1-5/8” 

 length of tube under 

 flange is 8”

Vented Bait Jars 

1/2 Litre with a lid 

 

 

670  -  White 

672  -  Fluorescent Orange

 
91026 

Stainless 

Rod Holder 

bracket 

mount 

single rod

 

 43223 

Live/Bait Well 

23 gallon

Surface mount 

Stainless Rod Holder 

          54079
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Engine Anodes

31640 Zinc 

31640M Magnesium 

Mercury Outdrive

34127 

Mercury Outdrive

34762 

Mercury Outdrive

43396 

Mercury Outdrive

43994 

Mercury Outdrive

46399 

Mercury Outdrive
55989 

Mercury Outdrive

Mercury Outdrive 
76214  Zinc 

76214A  Aluminum 

76214M  Magnesium

Mercury Outdrive 

806189  Zinc 

806189M Magnesium

Mercury Outdrive 

806190  Zinc 

806190A  Aluminum

818298 

Mercury Outdrive

Mercury Outdrive 

821629  Zinc 

821629A  Aluminum

Mercury Outdrive 
821630  Zinc 

821630A  Aluminum 

821631M Magnesium

 

 

 

 

Mercury Outdrive 

762145Z  Zinc

 

 

 

Yanmar Sail Drive 

CM19642002652M 

Magnesium 

367699 

OMC Outdrive

392123 

OMC Outdrive
393023 

OMC Outdrive

982277 

OMC Outdrive

984513 

OMC Outdrive

852835 

Volvo Outdrive
875815 

Volvo Outdrive
875821 

Volvo Outdrive

358407M 

Volvo Sail Drive 

Magnesium

Volvo Transom 

Shield 

3841427M 

Magnesium

Volvo Upper Gear 

Case 

3883728M 

Magnesium

 Folding Prop 

 

 

 

 

  
CM3858399KITM 

 Magnesium 

Thruster 

 

 

 

 

CM41100276M 

Magnesium  

Sail drive Ring 

 

 

 

 

CM851983M 

Magnesium  

Volvo

 Volvo Anode Kit 

   CMSXAKITA       

     Aluminum 

   CMSXAKITM 

     Magnesium   

 Volvo Anode 

      Kit 

 

 

 

 

 
  CMSXKITM 

  Magnesium

Volvo Anode 

     Kit 

 

 

 

 

 CMVPIPSKITM 

   Magnesium
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part #
prop shaft 

threads per inch
shaft size zinc letter OD of zinc

78ZPNB 5/8-11NC 7/8” B 1-5/8”

118ZPNC 3/4-16NF 1” or 1-1/8” C 2”

114CZPND 7/8-9NC 1-1/4” D 2-5/16”

138CZPNE 1-8NC 1-3/8” E 2-1/2”

112ZPNF 1-1/8-7NC 1-1/2” F 2-3/4”

Prop Nut Anodes

Beneteau Prop Anode 

     30MM Zinc Prop Nut Anode 

CMAN230

CMLAEC3250M 

 

 

 

 

Benetau - 25mm 

Magnesium 

CMPNFF2KITM 

 

 

 

 

2-blade prop 

Magnesium 

J-prop 

 

 

 

 

JPROP60Z  Zinc 

JPROP60M Magnesium 

 

 

 

 

CMPNMG  “G” 

 

CMPNMH  “H” 

both are Magnesium 

Max Prop Magnesium 

 

 

 

 

MP63RA  63mm   

MP63RM  multifit   

MP70RZ 70mm    

CMAN225M 25mm

CMAN230M 30mm

CMAN240M 40mm

Beneteau Prop Nut Magnesium
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  Alpha 1 Generation 1 

 

 

 

 

  
ALPHA1GEN1MG 

 Magnesium 

Alpha 1 Generation 2 

 

 

 

 

ALPHA1GEN2AL 

Aluminum   

Bravo 1 

 

 

 

 

BRAVO1AL 

Aluminum   

BRAVO1MG 

Magnesium  

Bravo ll/lll 

 

 

 

 

BRAVO2-3AL 

Aluminum   

BRAVO2-3MG 

Magnesium  

Mercury

OMC

Verado 4 

 

 

 

 

VERADO4AL 

Aluminum   

VERADO4MG 

Magnesium  

Verado 6 

 

 

 

 

VERADO6AL 

Aluminum   

VERADO6MG 

Magnesium 

OMC50-75 

 

 

 

 

 

Zinc 

OMCSTRINGER 

 

 

 

 

 

Zinc

OMCV4-V6 

 

 

 

 

 

Zinc 

Yamaha

YAM150-200AL 

 

 

 

 

 

Aluminum

YAM200-300AL 

 

 

 

 

 

Aluminum

YAM4T40/60AL 

 

 

 

 

 

Aluminum

Bravo lll 

 

 

 

 

BRAVO3KITA 

Aluminum   

BRAVO3KITM 

Magnesium  

545251 

Yamaha Handle

145371 

Yamaha Skeg

945371 

Yamaha Skeg

Suzuki Anode Kit 

  SZ150350KITM  
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  Shaft Anodes

Zinc Anodes
part # shaft dia.

X1 3/4”

X2 7/8”

X3 1”

X4 1-1/8”

X5 1-1/4”

X6 1-3/8”

X7 1-1/2”

X8 1-3/4”

X9 2”

X25 25mm

X30 30mm

  Donut Shaft Anodes part # shaft dia.

C1 3/4”

C2 7/8”

C3 1”

C4 1-1/8”

C5 1-1/4”

C6 1-3/8”

C7 1-1/2”

C8 1-3/4”

C9 2”

C9A 2-1/4”

C12 2-1/2”

C30 30mm

Rudder Zincs Tear Drop Anode Streamlined Anode Engine Anode 

part# diameter

R1 1-7/8”

R2 2-13/16”

R3 3-3/4”

R4 5”

part #    dimensions

T20      3-1/4” x 3/4”

T21      4-3/4” x 3/4”

part #   dimensions

M24   4-3/4” x 2”

part #   dimensions

ZC406   8-1/2”x 4-1/2”

part # dimensions

   E00     1/4” x 2”

   E0     3/8” x 1-3/4”

   E1H     3/8” x 1-3/4”

   E1     1/2” x 2”

   E2     5/8” x 3”

   E3    3/4” x 2”

Plate Anode Divers Dream Anodes

  part #    dimensions

   MZ3  2-3/4” x 5-3/4” x 3/4”

   M30  2-3/4” x 6-1/4” x 3/4”

   M40  2-3/4” x 7-1/2” x 3/4”

        part #   dimensions

  DIVERMINIZ   4” x 6” x 1/2”

  DIVERZ   6” x 12” x 1/2”

Z404  8-3/4” x 3-3/4” 

 

    

Weld-On Anode 
Part#    kg    Length   

Z301   1kg    110mm 

Z302  1.8     200 

Z303  2.2     215 

Z305   4      250 

Z306    5      300 

Z309   10     320 

 

 

 

   ZC5 - 9” x 2-1/4” x 1-1/4” 

part #   dimensions

M25   9-1/4” x 3-3/8”

CMERE14Z     Renault engine
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  Shaft Anodes part # shaft dia.

X1MG 3/4”

X2MG 7/8”

X3MG 1”

X4MG 1-1/8”

X5MG 1-1/4”

X6MG 1-3/8”

X7MG 1-1/2”

X8MG 1-3/4”

X9MG 2”

X10MG 2-1/4”

X11M 2-1/2”

X25MG 25mm

X30MG 30mm

X50MG 50mm

Magnesium Anodes

 

Z301MG 

1KG Weld-on Magnesium Anode

part #    dimensions

T20MG      3-1/2” x 2”

T21MG      4-3/4” x 3/4”

part# diameter
R1MG 1-7/8”
R2MG 2-13/16”
R3MG 3-3/4”
R4MG 5”

        part #   dimensions

  DIVERMINIMG   4” x 6” x 1/2”

  DIVERMG   6” x 12” x 1/2”

        part #   dimensions

M25M  9-1/2” x 3-3/8”

M30M  6-1/4” x 2-3/4”

C1MG 3/4”

C2MG 7/8’

C3MG 1”

C4MG 1-1/8”

C5MG 1-1/4”

C6MG 1-3/8”

C7MG 1-1/2”

Donut

Aluminum

X2AL  7/8”

X3AL   1”

X4AL 11/8”

X5AL 11/4”

X6AL 13/8”

X7AL 11/2”

X8AL 13/4”

X9AL   2”

X30AL 30mm

R1AL  1-7/8”

R2AL  2-13/16”

R3AL  3-3/4”

R4AL  5”

RUDDER 

SHAFT 

DONUT 

C2AL  7/8”

AZ22 14”Lx6.5”W

Weld-on Anodes 
AZ3  12”x3”x1.25” 

AZ4   6”x3-1/2”x1” 

AZ6   5”x2-1/2”x1”

        part #   dimensions

  DIVERA   6” x 12” x 1/2”

 DIVERMINIA   4” x 6” x 1/2”

DIVERMINIHA 6” x 4”
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Item # Shaft dia. Outside dia. Length Morse Ref.

Able 3/4” 1-1/4” 3” Albacore

Acid 7/8” 1-1/4” 3-1/2” Blenny

Apex 7/8” 1-3/8” 3-1/2” Barracuda

Atom 7/8” 1-1/2” 3-1/2” Bass

Back 1” 1-1/4” 4” Blackfish

Bade 1” 1-1/4” 6”

Bait 1” 1-3/8” 4” Bloater

Bale 1” 1-1/2” 4” Bonito

Band 1” 1-5/8” 4” Broadbill

Base 1” 2” 4” Bullhead

Beam 1-1/8” 1-1/2” 4-1/2” Cama

Belt 1-1/8” 1-5/8” 4-1/2” Carp

Bend 1-1/8” 1-3/4” 4-1/2” Catfish

Bill 1-1/8” 2” 4-1/2” Chobie

Bind 1-1/4” 1-1/2” 5” Chogset

Bird 1-1/4” 1-3/4” 5” Chub

Bite 1-1/4” 2” 5” Cod 

Blow 1-1/4” 2-1/8” 5” Croaker

Boat 1-3/8” 1-7/8” 5-1/2” Devilfish

Bold 1-3/8” 2” 5-1/2” Dogfish

Bond 1-3/8” 2-1/8” 5-1/2” Dolphin

Boot 1-3/8” 2-3/8” 5-1/2” Eel

Boss 1-1/2” 2” 6” Flatfish

Brad 1-1/2” 2-3/8” 6” Flounder

Brew 1-5/8” 2-1/8” 6-1/2” Gar

Brim 1-5/8” 2-5/8” 6-1/2” Grayback

Brow 1-3/4” 2-3/8” 7” Grouper

Buck 1-3/4” 2-5/8” 7” Haddo

Bulb 1-7/8” 2-5/8” 7-1/2” Hake 

Bull 1-7/8” 2-15/16” 7-1/2” Halibut

Call 2” 2-5/8” 8” Herring 

Camp 2” 2-3/4” 8”

Calm 2” 3” 8” Kingfish

Card 2-1/4” 3” 9”

Cart 2-1/4” 3-1/8” 9”

Johnson Cutlass Bearings
Precision machined, naval brass 

shell, nitrile rubber

Item # Shaft dia. OD Length

870254100 25mm 40mm 100mm

870284100 28mm 42mm 112mm

870304100 30mm 45mm 120mm

870324100 32mm 45mm 128mm

870354100 35mm 50mm 140mm

870384100 38mm 55mm 152mm

870404100 40mm 55mm 160mm

870454100 45mm 65mm 180mm

870504100 50mm 70mm 200mm

METRIC

Shaft Packing
Shaft Packing - Ultra X Packing 
over five times more thermally 

conductive than flax and PTFE 

Self lubricating and conformable, 

easy to install, stays pliable, never 

hardens or becomes abrasive even at 

high speeds.  Sold by the 1lb box 

UX0250-01  1/4”  (20ft) 

UX0375-01  3/8”  (9.5ft) 

UX0500-01  1/2”  (5ft) 

UX0625-03  5/8”  (9.6ft) 

UX0750-05  3/4”  (11.5ft)

Graphtex Ultra shaft packing is a 

blend of WL Gore fibers and graphite 

fibers, impregnated with PTFE.  It is very 

strong, durable and issipates heat away 

from the stuffing box 

100240 1/8” 

100241 3/16” 

   package of 1 foot  100242 1/4” 

100243 5/16” 

100244 3/8”

Shaft Packing: A medium hard, lubricated packing, rot resistant, 

good for cold water, brine and cold oils.  Rated at 200F(94C), 

1200FPM
3/16 2138316   40ft 

1/4 213814    27ft 

5/16 2138516   20ft 

3/8 213838    12ft 

1/2 213812       8ft  

5/8 213858      4ft

 

3/16 21383161 

1/4 2138141 

5/16 21385161 

3/8 2138381 

1/2 2138121

Sold in 1 lb boxes

Sold in 

2ft lengths
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4 6 8 10-32 10-24 1/4 5/16 3/8

1/4” 6FB01400

1/2”
4FB01210 6FB01210 8FB01210 10FB01210 1024FB01210 1/4FB01206

4FB01200 6FB01200 8FB01200 10FB01200 1024FB01200 1/4FB01200

5/8”
8FB05810 10FB05810

8FB05800 10FB05800

3/4”
4FB03410 6FB03410 8FB03410 10FB03410 1/4FB03406

4FB03400 6FB03400 8FB03400 10FB03400 1024FB03400 1/4FB03400

1”
6FB10010 8FB10010 10FB10010 1024FB10010 1/4FB10006 5/16FB10002 3/8FB10002

6FB10000 8FB10000 10FB10000 1024FB10000 1/4FB10000 5/16FB10000 3/8FB1000

1-1/4”
6FB11405 8FB11405 1024FB11405 1/4FB11404 5/16FB11402

6FB11400 8FB11400 10FB11400 1024FB11400 1/4FB11400 5/16FB11400

1-1/2”
6FB11205 8FB11205 10FB11205 1/4FB11204 5/16FB11202

6FB11200 8FB11200 10FB11200 1024FB11200 1/4FB11200 5/16FB11200 3/8FB11200

1-3/4”
8FB13405 10FB13405 1024FB13405

8FB13400 10FB13400 1024FB13400 1/4FB13400

2”
6FB20005 8FB20005 10FB20005 1024FB20005 1/4FB20004

6FB20000 8FB20000 10FB20000 1024FB20000 1/4FB20000 5/16FB20000 3/8FB20000

2-1/2”
10FB21202 1/4FB21202

10FB21200 1024FB21200 1/4FB21200 5/16FB21200

3”
10FB30002 1/4FB30002

10FB30000 1024FB30000 1/4FB30000 5/16FB30000

3-1/2”
5/16FB31200 3/8FB31200

4” 1/4FB40000

Stainless Steel Machine Bolts - Flat Head

 

Bolt Threads 

#4-40 

#6-32 

#8-32 

#10-32 

#10-24 

1/4-20 

5/16-18 

3/8-16

Part # Descriptions 

 

Example: Small package of #10 Flat Head Bolts, 1-3/4” long 

 

_ _ 1 0        F B         1 3 4             0 5 

        bolt size    head style   length    package quantity 

00 signifies bulk

Machine Bolts
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4 6 8 10-32 10-24 1/4 5/16

1/2”
4RB01210 6RB01210 8RB01210 10RB01210 1024RB01210 1/4RB01206

4RB01200 6RB01200 8RB01200 10RB01200 1024RB01200 1/4RB01200

3/4”
4RB03410 6RB03410 8RB03410 10RB03410 1/4RB03406

4RB03400 6RB03400 8RB03400 10RB03400 1024RB03400 1/4RB03400

1”
6RB10010 8RB10010 10RB10010 1024RB10010 1/4RB10006 5/16RB10002

6RB10000 8RB10000 10RB10000 1024RB10000 1/4RB10000 5/16RB10000

1-1/4”
6RB11405 8RB11405 10RB11405 1024RB11405 1/4RB11404

6RB11400 8RB11400 10RB11400 1024RB11400 1/4RB11400

1-1/2”
6RB11205 8RB11205 10RB11205 1/4RB11204 5/16RB11202

6RB11200 8RB11200 10RB11200 1/4RB11200

2”
6RB20005 8RB20005 10RB20005 1024RB20005 1/4RB20004

6RB20000 8RB20000 10RB20000 1024RB20000 1/4RB20000

2-1/4”
1/4RB21402

1/4RB21400

2-1/2”
1/4RB21202

1/4RB21200

3”
1/4RB30002

1024RB30000 1/4RB30000 5/16RB30000

3-1/2”
1/4RB31200

4”
1/4RB40000 5/16RB40000

Stainless Steel Machine Bolts - Round Head

 

Bolt Threads 

#4-40 

#6-32 

#8-32 

#10-32 

#10-24 

1/4-20 

5/16-18

Part # Descriptions 

 

Example: Small package of #10 Round Head Bolts, 1-1/2” long 

 

_ _ 1 0        R B         1 1 2             0 5 

        bolt size    head style   length    package quantity 

00 signifies bulk

Machine Bolts
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6 8 10-32 10-24 1/4 5/16

1/2”
6OB01210 8OB01210 10OB01210 1024OB01210 1/4OB01206

6OB01200 8OB01200 10OB01200 1024OB01200 1/4OB01200

3/4”
6OB03410 8OB03410 10OB03410 1024OB03410 1/4OB03406 5/16OB03402

6OB03400 8OB03400 10OB03400 1024OB03400 1/4OB03400 5/16OB03400

1”
6OB10010 8OB10010 10OB10010 1/4OB10006

6OB10000 8OB10000 10OB10000 1/4OB10000

1-1/4”
10OB11405 1024OB11405 1/4OB11404

10OB11400 1024OB11400 1/4OB11400

1-1/2”
6OB11205 8OB11205 10OB11205 1/4OB11204

6OB11200 8OB11200 10OB11200 1/4OB11200

1-3/4”
8OB13405 10OB13405 1/4OB13404

8OB13400 10OB13400 1/4OB13400

2”
10OB20005 1/4OB20004

10OB20000 1/4OB20000

2-1/2”
10OB21202 1/4OB21202

10OB21200 1/4OB21200

3”
1/4OB30002

1/4OB30000

3-1/2”
1/4OB31202

1/4OB31200

Stainless Steel Machine Bolts - Oval Head

 

Bolt Threads 

#4-40 

#6-32 

#8-32 

#10-32 

#10-24 

1/4-20 

5/16-18

Part # Descriptions 

 

Example: Small package of #10 Oval Head Bolts, 1-3/4” long 

 

_ _ 1 0        O B         1 3 4             0 5 

        bolt size    head style   length    package quantity 

00 signifies bulk

Machine Bolts
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1/4 5/16 3/8 1/2 5/8

1/2”
1/4HB01202

1/4HB01200

3/4”
1/4HB03402 5/16HB03402 3/8HB03402

1/4HB03400 5/16HB03400 3/8HB03400

1”
1/4HB10002 5/16HB10002 3/8HB10002

1/4HB10000 5/16HB10000 3/8HB10000

1-1/4”
1/4HB11402 5/16HB11402 3/8HB11402

1/4HB11400 5/16HB11400 3/8HB11400

1-1/2”
1/4HB11202 5/16HB11202 3/8HB11202

1/4HB11200 5/16HB11200 3/8HB11200 1/2HB11200 5/8HB11200

1-3/4”
1/4HB13402

1/4HB13400 1/2HB13400

2”
1/4HB20002 5/16HB20002 3/8HB20002

1/4HB20000 5/16HB20000 3/8HB20000 1/2HB20000 5/8HB20000

2-1/4”
1/4HB21402 5/16HB21402

1/4HB21400 5/16HB21400

2-1/2”
1/4HB21202 5/16HB21202

1/4HB21200 5/16HB21200 3/8HB21200 1/2HB21200

3”
1/4HB30002 5/16HB23400

1/4HB30000 5/16HB30000 3/8HB30000

3-1/2” 5/16HB31200 3/8HB31200

4” 1/4HB40000 5/16HB40000 3/8HB40000 1/2HB40000

5” 1/4HB50000 5/16HB50000 3/8HB50000 1/2HB50000

6” 1/4HB60000 3/8HB60000

 

Stainless Steel Machine Bolts 

 - Hex Head

1/4 5/16 3/8 1/2

3/4” 5/16CB03400

1”
1/4CB10000 5/16CB10000

1-1/4” 5/16CB11400

1-1/2”
5/16CB11202

5/16CB11200 3/8CB11200

1-3/4” 3/8CB13400

2”
5/16CB20002

5/16CB20000 3/8CB20000

2-1/2” 5/16CB21200

3” 1/4CB30000 5/16CB30000 1/2CB30000

3-1/2” 1/2CB31200

4” 3/8CB40000 1/2CB40000

5” 5/16CB50000 3/8CB50000

Stainless Steel 

Carriage Bolts

Hex and Carriage Bolts
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Flat Lock Finish Fender

(FW) (LW) (FNW) (GW)

6”
6FW20 6LW25 6FNW15

6FW00 6LW00 6FNW00

8”
8FW20 8LW25 8FNW15

8FW00 8LW00 8FNW00

10”
10FW20 10LW25 10FNW15 10GW10008

10FW00 10LW00 10FNW00 10GW10000

12 12FW00 12LW00

1/4”
1/4FW10 1/4LW15 1/4FNW08 1/4GW11404

1/4FW00 1/4LW00 1/4FNW00 1/4GW11400

5/16”
5/16FW10 5/16LW15 5/16FNW04 5/16GW11204

5/16FW00 5/16LW00 5/16FNW00 5/16GW11200

3/8”
3/8FW10 3/8LW15 3/8GW11204

3/8FW00 3/8LW00 3/8FNW00 3/8GW11200

1/2”
1/2FW06 1/2LW06 1/2GW20001

1/2FW00 1/2LW00 1/2GW20000

7/16” 7/16FW00 7/16LW00

5/8” 5/8FW00 5/8LW00

3/4” 3/4FW00 3/4LW00

7/8” 7/8FW00

1” 1FW00

1-1/4” 11/4FW00

1-1/2” 11/2FW00

Hex Cap Wing Nylock

(HN) (CN) (WN) (LN)

4 4HN00 4LN00

6
6HN16 6CN 6WN02 6LN08

6HN00 6CN00 6WN00 6LN00

8
8HN16 8CN 8WN02 8LN08

8HN00 8CN00 8WN00 8LN00

10-32
10HN16 10CN 10WN02 10LN08

10HN00 10CN00 10WN00 10LN00

10-24
1024HN16 1024CN 1024LN08

1024HN00 1024CN00 1024LN00

12 12HN00

1/4”
1/4HN08 1/4CN 1/4LN04

1/4HN00 1/4CN00 1/4WN00 1/4LN00

5/16”
5/16HN08 5/16CN 5/16WN01 5/16LN04

5/16HN00 5/16CN00 5/16WN00 5/16LN00

3/8”
3/8HN08 3/8WN01 3/8LN04

3/8HN00 3/8WN00 3/8LN00

7/16” 7/16HN00

1/2”
1/2HN03 1/2CN 1/2LN03

1/2HN00 1/2CN00 1/2LN00

5/8” 5/8HN00

Stainless Steel Washers Stainless Steel Nuts

Nuts and Washers
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4 6 8 10 12

3/8”
4FS03810

4FS03800

1/2”
4FS01210 6FS01210 8FS01210 10FS01210

4FS01200 6FS01200 8FS01200 10FS01200

3/4”
6FS03410 8FS03410 10FS03410 12FS03405

6FS03400 8FS03400 10FS03400 12FS03400

1”
4FS10010 6FS10010 8FS10010 10FS10010 12FS10005

4FS10000 6FS10000 8FS10000 10FS10000 12FS10000

1-1/4”
6FS11405 8FS11405 10FS11405 12FS11404

6FS11400 8FS11400 10FS11400 12FS11400

1-1/2”
6FS11205 8FS11205 10FS11205 12FS11204

6FS11200 8FS11200 10FS11200 12FS11200

1-3/4”
10FS13405

10FS13400

2”
8FS20005 10FS20005 12FS20004

6FS20000 8FS20000 10FS20000 12FS20000

2-1/2”
12FS21202

12FS21200

Flat Head Wood Screw

4 6 8 10 12 14

3/8”
4RS03810

4RS03800

5/8” 8RS05800

1/2”
4RS01210 6RS01210 8RS01210 10RS01210

4RS01200 6RS01200 8RS01200 10RS01200

3/4”
4RS03410 6RS03410 8RS03410 10RS03410 12RS03405 14RS03405

4RS03400 6RS03400 8RS03400 10RS03400 12RS03400 14RS03400

1”
4RS10010 6RS10010 8RS10010 10RS10010 12RS10005

4RS10000 6RS10000 8RS10000 10RS10000 12RS10000

1-1/4”
6RS11405 8RS11405 10RS11405 12RS11404

6RS11400 8RS11400 10RS11400 12RS11400

1-1/2”
6RS11205 8RS11205 10RS11205 12RS11204 14RS11204

6RS11200 8RS11200 10RS11200 12RS11200 14RS11200

2”
8RS20005 10RS20005 12RS20004

8RS20000 10RS20000 12RS20000

2-1/2”
12RS21202

12RS21200

Stainless Steel Wood 

Screw - Round Head

Self Tapping Screws

4 6

1/2” 203-043

3/4” 203-045 203-089

Brass Flat Head Wood Screws 
pkg of 100

Brass Round head 

wood screws 

8x1/2”  204-137 pkg/100
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4 6 8 10 12 14

3/8”
4OS03810

4OS03800

5/8” 8OS05800

1/2”
4OS01210 6OS01210 8OS01210 10OS01210 2”

4OS01200 6OS01200 8OS01200 10OS01200

3/4”
4OS03410 6OS03410 8OS03410 10OS03410

4OS03400 6OS03400 8OS03400 10OS03400

1”
4OS10010 6OS10010 8OS10010 10OS10010 12OS10005

4OS10000 6OS10000 8OS10000 10OS10000 12OS10000

1-1/4”
6OS11405 8OS11405 10OS11405

6OS11400 8OS11400 10OS11400

1-1/2”
6OS11205 8OS11205 10OS11205 12OS11204

6OS11200 8OS11200 10OS11200 12OS11200

1-3/4”
10OS13405

10OS13400

2”
10OS20005 12OS20004

10OS20000 12OS20000 14OS20000

1/4 5/16 3/8 1/2

1”
1/4LS10002 5/16LS10002

1/4LS10000 5/16LS10000

1-1/2”
1/4LS11202 5/16LS11202

1/4LS11200 5/16LS11200

2”
1/4LS20002 5/16LS20002 1/2LS20002

1/4LS20000 5/16LS20000 1/2LS20000

2-1/2”
1/4LS21202 5/16LS21202

1/4LS21200 5/16LS21200

3”
1/4LS30002 5/16LS30002

1/4LS30000 5/16LS30000 3/8LS30000

4”
5/16LS40000 1/2LS40000

5”

Stainless Steel Lag Screws

Stainless Steel Wood Screws - Oval Head

Self Tapping Screws
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Length 
1/2” 3/4” 1” 1-1/4” 1-1/2” 1-3/4” 2”

Diameter

3/16”
316CLP01202 316CLP03402 316CLP10002 316CLP11402 316CLP11202 316CLP13402 316CLP20002

316CLP01215 316CLP03415 316CLP10015 316CLP11415 316CLP11215 316CLP13415 316CLP20015

1/4”
14CLP01202 14CLP03402 14CLP10002 14CLP11402 14CLP11202 14CLP13402 14CLP20002

14CLP01215 14CLP03415 14CLP10015 14CLP11415 14CLP11215 14CLP13415 14CLP20015

5/16”
516CLP01202 516CLP03402 516CLP10002 516CLP11402 516CLP11202 516CLP13402 516CLP20002

516CLP01215 516CLP03415 516CLP10015 516CLP11415 516CLP11215 516CLP13415 516CLP20015

3/8”
38CLP01202 38CLP03402 38CLP10002 38CLP11402 38CLP11202 38CLP13402 38CLP20002

38CLP01215 38CLP03415 38CLP10015 38CLP11415 38CLP11215 38CLP13415 38CLP20015

 

7/16”

716CLP01202 716CLP03402 716CLP10002 716CLP11402 716CLP11202 716CLP13402 716CLP20002

716CLP01215 716CLP03415 716CLP10015 716CLP11415 716CLP11215 716CLP13415 716CLP20015

 

1/2”

12CLP03402 12CLP10002 12CLP11402 12CLP11202 12CLP13402 12CLP20002

12CLP03415 12CLP10015 12CLP11415 12CLP11215 12CLP13415 12CLP20015

 

9/16”

916CLP03402 916CLP10002 916CLP11202 916CLP20002

916CLP03415 916CLP10015 916CLP11215 916CLP20015

 

5/8”

58CLP10002 58CLP11202 58CLP20002

58CLP10015 58CLP11215 58CLP20015

1/2” 3/4” 1” 1-1/4” 1-1/2” 1-3/4” 2” 4” 5”

3/16”
316QPD01202 316QPD03402 316QPD10002 316QPD11402 316QPD11202 316QPD13402 316QPD20002

316QPD01215 316QPD03415 316QPD10015 316QPD11415 316QPD11215 316QPD13415 316QPD20015

1/4”
14QPD01202 14QPD03402 14QPD10002 14QPD11402 14QPD11202 14QPD13402 14QPD20002

14QPD01215 14QPD03415 14QPD10015 14QPD11415 14QPD11215 14QPD13415 14QPD20015

5/16”
516QPD10002 516QPD11402 516QPD11202 516QPD13402 516QPD20002

516QPD10015 516QPD11415 516QPD11215 516QPD13415 516QPD20015

3/8”
38QPD11202 38QPD20002 38QPD40002 38QPD50002

38QPD11215 38QPD20015 38QPD40015 38QPD50015

STAINLESS STEEL CLEVIS PINS  

 Solid pin with standard flat head that secures with a wire formed pin through a hole drilled in the opposite end.  

Clevis Pins are used as a quick and secure fastener.  Pins are available in (2) packs and (15) pack quantities only.  

Length listed is the useable length - from the inside of the shoulder to the inside of the hole.

STAINLESS STEEL QUICK PINS  
Designed for use in temporary quick disconnect operations. The pin has a ball bearing on one end with a steel spring 

works that depresses and springs out to lock the pin into place. Pins are available in (2) packs and (15) packs. 

Stainless Pins

part number Diameter Useable Length

CP-3-17 3/16” 17/32”

CP-3-32 3/16” 1”

CP-4-16 1/4” 1/2”

CP-4-24 1/4” 3/4”

CP-5-18 5/16” 9/16”

Johnson 

Stainless 

Clevis Pins 

-Sold Each
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Cotter Pins  

- Pkg of 100 
(except 3/16 and 1/4” 

   PKG  of  50)

1/16” 3/32” 1/8” 5/32” 3/16” 1/4”

1/2” 116CP01200 332CP01200 -- -- -- --

3/4” 116CP03400 332CP03400 18CP03400 532CP03400 -- --

1” 116CP10000 332CP10000 18CP10000 532CP10000 316CP10000 --

1-1/4” 116CP11400 332CP11400 18CP11400 532CP11400 316CP11400 --

1-1/2” 116CP11200 332CP11200 18CP11200 532CP11200 316CP11200

1-3/4” 116CP13400 -- -- -- -- --

2” 116CP20000 332CP20000 18CP20000 532CP20000 316CP20000 14CP20000

2-1/2” -- 332CP21200 18CP21200 532CP21200 316CP21200 --

3” -- -- -- 532CP30000 316CP30000 --

Socket  Tapping Screws
4 6 8 10 12 14

3/8” F04202003800

1/2” F04202001200 F06202001200 F08202001200 F10202001200

5/8” F06202005800

3/4’ F04202003400 F06202003400 F08202003400 F10202003400 F12202003400

7/8” F10202007800

1” F04202010000 F06202010000 F08202010000 F10202010000 F12202010000 F14202010000

1-1/4” F06202011400 F08202011400 F10202011400 F12202011400

1-1/2” F06202011200 F08202011200 F10202011200 F12202011200 F14202011200

1-3/4” F08202013400 F10202013400

2” F06202020000 F08202020000 F10202020000 F12202020000 F14202020000

2-1/2” F12202021200

3” F12202030000 F14202030000

4 6 8 10 12 14

3/8” F04102003800

1/2” F04102001200 F06102001200 F08102001200 F10102001200

5/8”

3/4’ F04102003400 F06102003400 F08102003400 F10102003400 F12102003400 F14102003400

7/8”

1” F04102010000 F06102010000 F08102010000 F10102010000 F12102010000 F14102010000

1-1/4” F06102011400 F08102011400 F10102011400 F12102011400 F14102011400

1-1/2” F06102011200 F08102011200 F10102011200 F12102011200 F14102011200

1-3/4” F08102013400

2” F06102020000 F08102020000 F10102020000 F12102020000 F14102020000

2-1/2” F12102021200

3” F08102030000

4 6 8 10 12

3/8”

1/2” F04302001200 F06302001200 F08302001200 F10302001200

5/8”

3/4’ F06302003400 F08302003400 F10302003400

7/8”

1” F04302010000 F06302010000 F08302010000 F10302010000

1-1/4” F06302011400 F08302011400 F10302011400

1-1/2” F08302011200 F10302011200

1-3/4” F08302013400 F10302013400

2” F10302020000 F12302020000

2-1/2”

3”

FLAT

ROUND

OVAL
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53140 - Hardware Kit 
10 - 3/8” Split Rings 

10 - 1/2” Split Rings 

10 - 5/8” Split Rings 

10 - 3/32” x 3/4” Cotter Pins 

5   - 1/8”  x 1” Cotter Pins  

5   - 1/8”  x 1-1/4” Cotter Pins

 

53141 - Dinghy Kit 
10 - 3/8” Split Rings 

10 - 1/2” Split Rings 

10 - 1/16” x 1/2” Cotter Pins 

10 - 1/16” x 3/4” Cotter Pins 

2 -  3/16” x 1/2” Clevis Pins 

2 - 3/16” x 3/4” Clevis Pins 

2 - 1/4” x 3/4” Clevis Pins

 

53142 - Split Ring Kit 
10 - 1/2” Split Rings 

10 - 5/8” Split Rings 

10 - 3/4” Split Rings 

5 - 1” Split Rings 

10 - 1/2” Split Rings with Tabs 

10 - 11/16” - Split Rings with Tabs

 

53143 - Cotter Pin Kit 
10 - 3/32” x 1” Cotter Pins 

10 - 1/8” x 3/4” Cotter Pins 

5 - 1/8”x 1-1/4” Cotter Pins 

5 - 5/32” x 3/4” Cotter Pins 

5 - 5/32” x 1” Cotter Pins

Pre-Packed 

Hardware 

Kits! 
perfect kits for 

on-board 

spares!

3/8” 1/2” 5/8” 3/4” 1” 1-1/4”

50/pk 94-91-PK 94-92-PK 94-93-PK 94-94-PK 94-97-PK 94-98-PK

Each 3/8 SR 1/2 SR 5/8SR 3/4SR 1 SR 11/4 SR

1/2” 3/4” 1”

50 94-95 94-96 94-99

Each 31-01 31-03 31-05

Split Rings

Split Ring  

with Tab 

Stainless Pins and Rings!
Set Screws

4-40 440SS01800

10-24
1024SS01404

1024SS01400

10-32
1032SS01404

1032SS01400

1/4-20
1/420SS31604

1/420SS31600

1/4-28
1/428SS31604

1/428SS31600

5/16-18

5/1618SS0144

5/1618SS0140

5/1618SS05800

3/8-16 3/816SS01200

Lag Screw Eye 

Pkg of 5 F1/4600033400 1/4 x 3-3/4”

F1/4600050000 1/4 x 5”

F5/16600040000 5/16 x 4”

F3/8600041200 3/8 x 4-1/2”

2 PKG 15 PKG

2mm X 48mm 22-0302 22-0315

2.5mm X mm 22-0402 22-0415

3mm x 70mm 22-0702 22-0715

R Pin
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FASTENER SNAP TOOL   

heavy-duty canvas 

snap pliers 
 

50048257 

Canvas Fastener Set 
Great for repairing canvas covers, tarps, boat covers, 

sail covers or any heavy 

fabric. Kit includes 1 metal 

Snap tool and die set, 6 

wood screw studs #8 x 5/8, 

10 caps, 10 sockets, 10 

studs and 10 eyelets. 

 

50048250 

270 Piece Stainless Steel 

Hardware Assortment   

Deluxe Phillips head hardware assortment in conven-

ient storage case.  Assortment consists of screws, 

washers and 

nuts. 

 

50048214 

 

 90006 

Removable thread 

Lock

90106 

Permanent thread 

Lock

 Hi-Temp Thread Sealant 

 Locks and seals threaded fittings. 

 Parts may be repositioned up to 4  

 hours after application 

 Contains PTFE 

                           

 

                  59206 

High Strength Threadlock  Red 

for heavy-duty applications 3/8 inch                                                                  

to 1 inch (10mm to 25mm) 

For permanently locking and 

prevents fittings vibrating loose 

 

  26200TL
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Windshield Wiper Motors

part # sweep shaft length mount style

35040 80degree 2-1/2” frame

Standard Windshield Wiper Motors 
*self parking 

*3/8” dia. shaft 

*powers up to 14” x 14” arm/blade combinations 

*max current draw: 2amps

Deck Mount Wiper 

Adapter Kit 
For below deck mounting 
installations.  For use with deck 
mount wiper 
motors with 
3-1/2 inch shaft 
lengths and 1/2 
inch diameter 
shaft only. 

33000

Motor/Wiper Kit  
Includes water-resistant wiper motor , 7-1/2"-12" 
adjustable stainless steel arm , and 11" stainless 
steel straight blade.  For external use in open 
cockpits. Motor has a chrome-plated brass case 
and shaft housing, as well as a stainless steel front 
plate and wiper shaft for maximum water-resis-
tance and durability.  12V motor has a 2-1/2” shaft 
length, with a 3/8" shaft diameter.  Windshield 
frame mount installation.  Self-parking,  
12V motor, maximum current draw: 2 amps. 
 

30000 - 80degree sweep 

Motor/Wiper Kit  
Kit includes AFI waterproof wiper motor, 6-3/4" - 
10-1/2" Deluxe adjustable stainless steel arm, and 
11" Deluxe stainless steel curved blade. For exter-
nal use in open cockpit boats. Waterproof housing 
made of UV stabilized high-temperature, high-
impact thermoplastic. Motor has a 2-1/2” shaft 
length, with a 1/2" shaft diameter.  Windshield 
frame mount installation.  Adjustable right or left 
self-parking.  12V motor, maximum current draw: 
2 amps 
 

30004 - 80degree sweep 

30005 - 110degree sweep

Heavy Duty Motor with 

Right Angle Drive 
-5/8” shaft diameter 

-accomodates blades from  16”-24” 

-2-1/2”shaft 

-max current draw: 3.5amps at peak 

34000 - 80degree sweep 

34010 - 110degree sweep 

34001 - 45 to 110D 

24V 

38210 - 

110degree sweep

Heavy Duty Motor with 

Right Angle Drive 
-5/8” shaft diameter 

-accomodates blades from  16”-24” 

-1-1/2”shaft 

-max current draw: 3.5amps at peak 

 

34011 - 110degree sweep

ABS Motor Cover 

Protects motor but does not 

make it waterproof.    

33025

Waterproof Wiper Motors 

1-1/2” shaft 

83011  110D 

83081    80D 

 

2-1/2” shaft 

83012   110D 

83082     80D

  Heavy Duty Wiper Motors:  1.5 Motor,  1” shaft 

 71011 110D sweep  

 1.5 Motor, 1.5” shaft 

 71081  80D  

 1.5 Motor, 2.5” shaft 

 71082   80D 

 71012 110D sweep 

 71212 110D sweep 24V  

2.5 Motor, 80D sweep 

      82081  1.5”shaft 

     82082  2.5”shaft

  Waterproof Wiper 

Motors:  

 

   

 

 1-1/2” shaft 

 36110 110D sweep  

 36180  80D  

  

 2-1/2” shaft 

 37110 110D sweep  

 37180   80D  

Wiper Motor Kit 

 

37100 

80D 

sweep 

 

 

 

 
Wiper kit, 80 degree sweep, 12V 

includes the wiper motor with a 14" sil-

ver polymer balde (31014S) and a 

deluxe adjustable steel arm (33007A)
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Adjustable Steel Wiper Arm 

 

 

 

Black deluxe 

33012A   10-14” 

33014A   14-20” 

    

  Hand Operated Wiper 

 Chrome plated zinc alloy 

SS arm and blade holder 

for straight or curved wind-

shileds.  Arm is extendable 

from 6-3/4 to 1-1/2" 

LOA is 8 to 11-1/2" 

adjustable spring tension 

533DPSTS

 Manual 

Windshield 

Wiper

Wiper Blades
Premier Stainless Steel Wiper Blade 

 

33121S - 20”

Stainless Straight Blade 

 

 

   33901 - 11” 

   33919 - 14”

Deluxe Curved Blade - Stainless  

 

34012S - 11” 

34014S- 14” 

34016S- 16” 

34018S- 18” 

34020S- 20”

Intermittent Wiper Controller 

synchornization, delay, 

speed & washer function 

for 1 or 2 wipers 

 

76080 dual speed 

76090 single speed

Deluxe Curved Blade - Polymer 

31014B  - 14” 

31016B  - 16” 

31018B - 18” 

31024B - 24”

 Polymer Blades                        

         

 

           31012B - 12”       

31014B - 14” 

31016B - 16”  

Stainless Adjustable Arms 

 

      

 

     

    33006 - 6-3/4” to 10-1/2” 

    33007 - 10”     to 14” 

    33010 - 14”     to 20”

Hand Operated Wiper Deluxe Adjustable Pantograph Arm 

   33032  

   12” - 17” 

 

    33037 

    17” - 22” 

 

Stainless Steel 

Pantograph Arm 

     33092 

     17” - 22”

Wiper Arms

MRV Hand Operated 

Windshield Wiper  

Includes stainless steel 8"-12" 

adjustable wiper arm, 11" blade, 

and all parts for installation.  

1” from handle to end of thread 

for windshield depth 

31000 

Hand operated, chrome 

plated brass mount, arm 

shaft with stainless steel 

arm and 11” blade. For 

windshield frame mount.

12840

Stainless Blade  

34012B - 12” 

34014B- 14” 

34016B- 16” 

34018B- 18” 

34020B- 20” 

34024B- 24”

HYBRID BLADE  

 

32012B - 12” 

32014B- 14” 

32016B- 16” 

32018B- 18” 

32022B- 22”
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1/16” 3/32” 1/8” 5/32” 3/16” 1/4” 

Foot 1/16 1x19 3/32 1x19 1/8 1x19 5/32 1x19 3/16 1x19 1/4 1x19

100meter 1162501 3322501 182501 5322501 3162501 142501

tensile 

strength
500lbs 1200lbs 2100lbs 3300lbs 4700lbs 8200lbs

1x19 Suitable for standing rigging and applications that do not require wire to bend.

1/16” 3/32” 1/8” 5/32” 3/16” 1/4” 

Foot 1/16 7x7 3/32 7x19 1/8 7x19 5/32 7x19 3/16 7x19 1/4 7x19

100meter 1162507 3322507 182507 5322507 3162507 142507

tensile 

strength
480lbs 1050lbs 1760lbs 2400lbs 3700lbs 6400lbs

7x19 Suitable for running rigging and applications where wire is bent. (1/16 is 7x7 construction)

 Loos Tension Gauges
 Safely and easily measures stay and shroud tension. 

For the cruiser: 

5390 - for cable 3/16” to 9/32” 

5391 - for cable 3/32” to 5/32” 

For the professional: 

PT-1 - for cable 3/32” to  5/32” 

PT-2 - for cable 3/16” to 1/4” 

PT-3 - for cable 9/32” to 3/8” 

For Rod Rigging: 

RT-10 - for rod sizes 4,6,8,10,12 

RT-11 - for rod sizes 12, 17, 22

316 Stainless Rigging Wire

Metric Wire Gauge 
designed for setting proper 

tension in standing rigging.  

Made of anodized aluminum 

 PT-1Metric for wire size 

     2.5, 3, 4mm  

 PT-2Metric for wire size 

     5,6,7mm       

 PT-3Metric for wire size 

    7,8,9 and 10mm   



email:info@brewersmarine.com  333

 

 

 
CABLE DIAMETER GAUGE  
To quickly determine diameter of any 
cable (up to and including 3/8” or 
10mm) this simple gauge does the trick.  
Merely slip it over a cable and when the 
cable fits snugly in the “V” slot, note 
the diameter printed on the gauge.  One 
side reads in fractions of an inch, the 
other side in millimeters. 

Nico Press Tool & Fittings

Stainless Steel 

Thimbles

Oval Sleeves 
(zinc plated copper)

Copper Stop Sleeves

-- 1/16”& 3/32

-- 1/8”

— 5/32”

53553 3/16”

53554 1/4”

53555 5/16”

53556 3/8”

to fit cable:

53560 1/16”

53561 3/32”

53562 1/8”

53563 5/32”

53564 3/16”

53565 1/4”

to fit cable:

53570 1/16”

53571 3/32”

53572 1/8”

53573 5/32”

53574 3/16”

53575 1/4”

to fit cable:

      Maleable 
        sold per pair 
       
  12370 - 1/8” 
  12372 - 3/16” 
  12374 - 1/4” 
  12375 - 5/16” 
  12376 - 3/8”

     Stainless 
          sold each 
       
  53580 - 5/32” 
  53581 - 3/16” 
  53582 - 1/4” 
  53583 - 5/16” 
  53584 - 3/8”

Wire Rope Clamps

PRECISION CABLE CUTTERS  
 

Swiss made Felco cutters are recognized around the world for 

their precision manufacture and cutting capabilities.  Lightweight 

enough for overhead cutting yet strong enough for underwater 

work.  Plastic coated handles afford a firm comfortable grip. 

 

BOLT TYPE TOOL - HAND CRIMP 

53-210  
To use on 1/8” & 3/16” wire on 3/16” terminals only    

 

 

#1 HAND - HAND SWAGER  
Multi-compression hand swager with cable cutter.  Swages 1/16”, 

3/32”, 1/8”, 5/32” and 3/16” oval and stop sleeves, plus 7/32” 

stop sleeves, total of 11 sizes plus the ability to cut up to 7/32” 

diameter aircraft quality steel cable.  26” long 

000-WCI - Hand Swager for 1/32, 3/64 & 1/16” oval and 

stop sleeves.  10” long

 

 #1 BENCH - BENCH SWAGER 

 For in shop one location jobs.  Multi-compression jaws swage    

1/16”, 3/32”, 1/8”, 5/32” and 3/16” oval and stop sleeves, plus      

7/32” stop sleeves.  22.5” long, 6/25” high (24” high with handle 

up).  6.6 lbs. 

C-7  3/16” 

C-9 - 1/4” 

C-12 - 3/8” 

C-16 - 5/8”

GA4

Capacity

AN100-C3

AN100-C4

AN100-C5

AN100-C6
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1/16-3/32 3/32-5/32 1/8-3/16 1/8-1/4 3/16-5/16

Foot 1/16-3/32 3/32-5/32 1/8-3/16 1/8-1/4 3/16-5/16

250ft 116332250 332532250 18316250 1814250 316516250

Lifeline Wire    7x7 Construction wire with white PVC coating suitable for lifelines.

LIFELINE NETTING -  
Made of Salt resistant Polyamide fibre.  Helps keep your sails and crew 

onboard.  Can be extended to a max. width of 24”.  However this will 

cause the overall length to decrease. White 

 

 

LIFELINE CUSHIONS -  

Inner cushion provides a comfortable, yet sturdy backrest.  Simply thread 

your lifeline through the center of these polyester-covered foam cushions. 
Make your lifelines a better backrest.  Polyester covered, not bare foam!  Will not dis-
colour, fade or rot in the sun, and clean easily with liquid soap.  2/pkg 
 

LC15030 - 3ft 

LC15045 - 4.5ft 

LC15060 - 6 ft 

LC15060BU - 6 ft Blue

1” Mesh Knotted 

Z170 - per foot 

Z171 -   100m bag 

Z173 -  30m bag

1” Mesh Welded 

Z250 - per foot 

Z251 - per 100metre bag

Lifeline Accessories

On Site Swaging Service
Prices per end or per hour depending on job size. 

 

We can swage 1/16” - 3/8” wire and offer a full range of wire 

and fittings.

All work is done to your specs so make sure all 

measurements are correct!

All standing rigging is measured pin to pin.
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54004 

-20” tapered stanchion 

-1” base diameter 

-drilled at 10” & 20” 

54005 

-24” tapered stanchion 

-1” base diameter 

-drilled at 12” & 24” 

54006 

30” tapered stanchion 

1” base diameter 

270540 

Stanchion Base 
Suitable for 1” straight  
stanchions

270550 

Eye Base 
Perfect for lifeline termination 

points. Base dia: 2-7/16x1-1/2”

270544 (1/2” hole) 

Pulpit Anchor 
for 1” OD tubing 

 

 

 

 

 

 

270546 (5/16” hole) 

Stanchion 

Eye 
for 1” OD 

tubing 

 

 

 

270530 

Stanchion  

Sleeve 
for 7/8” OD 

tubing

270531 

Stanchion 

Sleeve 
for 1” OD 

tubing

270510 

Stanchion 

Cap 
for 7/8” OD 

tubing

270511 

Stanchion 

Cap 
for 1” OD 

tubing

Stanchion 

Eye 
 

 

 

 

 

270504 for 7/8” OD tubing 

270505 for 1” OD tubing

270500 

Stanchion 

eye insert 
for 1” OD tub-

ing

Stanchions and Fittings

16934 

Lifeline  

termination 

elbow 90D 

Fits 7/8” OD

16937 

Lifeline  

termination  

tee 90D 

Fits 7/8” OD

16936 

Lifeline 

termination  

tee 60D 

Fits 7/8” OD

54009 

Stanchion Brace 

fits 7/8 and 1” rails 

23-1/2” length overall
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Swivel, Interlocking gate eye 

22-312  1/8” wire 

22-314  3/16” wire

Double gate eye, threaded 

22-302  1/8” wire 

22-304  3/16” wire

Stanchion Terminal 

25-306-5F   3/16” wire 

 

 

 

100-110-1 1/8” wire

Toggle Jaw, T style 

25-314     1/8” wire, 1/4” pin 

25-316   3/16” wire, 1/4” pin

Rigging toggles 

 12-120  1/4” 

 12-121  5/16” 

 12-122  3/8” 

 12-123  1/2” 

 12-124  5/8”

 Adjustable fork  

24-303   3/16” wire, 1/4”pin 

23-303   1/8” wire, 1/4” pin

Adjuster Turnbuckle 

23-302  1/8” wire, 3/16” pin 

24-302  3/16” wire, 1/4” pin 

 

Swage toggle   

25-304  1/8 wire, 1/4 pin 

25-305  5/32” wire, 1/4 pin 

25-306  3/16” wire, 1/4 pin 

22-100 

Double threaded eyes

Single gate eye, threaded 
22-301   1/8” wire 

22-303   3/16” wire 

22-307   5/32” wire 

22-303-P-12 3/16” 5/16-24 LH eye only 

Swivel, Single gate eye 

22-311  1/8’ wire 

22-313  3/16” wire 

22-317  5/32” wire

Machine Swage Fittings

Lifeline Fittings

21-750 Repair kit for mini gate hook 

21-850 Repair kit for pelican hook 

Hook only 

21-80     5/16-24 LH 

21-80-1  5/16-24 RH 

21-81     1/4-28 LH

Pelican Hook and Stud 
21-666  M8-RH  3/16” wire 

21-66    M8-RH  body only  

21-67    M8-LH body only 

21-784  1/8” Mini snap gate hook 1/4”LH 

21-884  1/4-28 LH  1/8” wire 

21-886  5/16-24 LH  3/16” wire(1-3/4” stud) 



email:info@brewersmarine.com  337

Tubular Gate Hook 

21-304  1/4-28 LH, 1/8” wire 

21-306  1/4-28 LH,  3/16” wire 

 Tubular Lifeline turnbuckle 

19-314   toggle & stud for 1/8”   wire 

19-316   toggle & stud for 3/16” wire

Knurled nuts 

35-620  1/4-28 LH 

35-621  5/16-24 LH 

35-623  10-32 RH 

35-624  1/4-28 RH

Gate Stops 

29-503-max wire coating 3/16” 

29-504-max wire coating 1/4” 

29-505-max wire coating 5/16” 

29-506-max wire coating 3/8”

 Conversion Sleeve 
Allows the use of 3/16” 

lifeline fittings with 1/8” 

wire. 

36-610 Machine Swage 

36-611 Hand Crimp

 

 

LS-2900  closed body with splice eyes 

LS-4200  1/4-28 open body w/eye splice 

LS-1900 closed body w/gate eye 

LS-5200 1/4-28 open body w/gate eye

 

 

      

 

 

 

 

 

 

     

part# thread size wire for part #

30-601 1/4-28 LH x 3/8 1/8” 22-301, 32

30-602 1/4-28 LH x 1-1/2 1/8” 23-303
30-602-1 1/4-28 RH x 1-1/2 1/8” 23-302
30-603 1/4-28LH x 2-1/2 1/8” 19-316

30-603-1 1/4-28RH x 2-1/2 1/8” general
30-604 10-32 RH x 3 1/8” 23-302

30-604-1 10-32 LH x 1-7/8 1/8” 19-314-2
30-621 1/4-28 LH x 2-1/2 5/32” 21-305,21-304

30-621-1 1/4-28 RH x 2-1/2 5/32” 19-315-2
30-622 1/4-28 LH x 3/8 5/32” 22-307, 308
30-606 5/16-24 LH x 3/8 3/16” 22-303,22-304
30-607 5/16-24 LH x 2 3/16” 21-886, 24-303

30-607-1 5/16-24 RH x 2 3/16” should fit RH pelican 

30-608 1/4-28 LH x 2-1/2 3/16” 19-316
30-608-1 1/4-28 RH x 2-1/2 3/16” S series
30-609 1/4-28 RH x 3-3/4 3/16” general

30-612-2 5/16-24 LH x 2 1/4” 21-888,24-306

30-613 3/8-24 LH x 3 1/4” general
30-613-1 3/8-24 RH x 3 1/4” general

40-605 M8 RH 3/16” 21-666

40-606 M8 LH 3/16” general

40-607 5/16-24 RH 3/16” general

for lifelines

    Replacement Studs    

LS-2500 Eye to Jaw fitting

LS-3100 Over center Gate Hook w/ eye splice 

LS-3170 Mini Gate Hook w/eye splice

LS-2100  Pelican hook w/gate eye

LS-3400 Adjuster with Splice eye

LS-3600 Toggle jaw with Splice eye

LS-3200  Splice eye to Splice eye

LS-3300 Gate eye to Splice eye

LS-2400  Adjuster with Gate eye

LS-2200 Gate to Gate eye fitting 
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270548 

Pelican Hook 

Stainless Steel

 

 

 

 

18003 

Pelican Hook 

Brass

 

 

  

270560 

Fork End 

Max wire 5/16” 

for use with stop sleeves 

Hand Swage Fittings

 

 

Adjustable Fork 
27-406  3/16” wire, 1/4” pin

     Hand Crimp Stud  

 

 

Swivel, Single Gate Eye 
26-409 1/8” wire 

27-409 3/16” wire  
thread size wire size

31-603-1S 1/4-28RHx1-1/2 1/8”

31-603 1/4-28LHx2-1/2 1/8”

31-603-1 1/4-28RHx2-1/2 1/8”

31-603-TT 1/4-28RHx3/8 1/8”

31-606 5/16-24RHx2 3/16”

31-606-1 5/16-24RHx2 3/16”

31-607-1 1/4-28RHx2-1/2 3/16”

Diamond plate - backstay 

38-210  1/4”pin   1000lbs SWL 

38-211  5/16”pin  1600lbs SWL 

38-212  3/8” pin  2800lbs SWL

Split Backstay Cars 
 Intended for boats under 30ft 

 eliminates severe flexing of the 

 backstay. 

 

 

 

38-201 3/16”wire   sheave only 

38-202 3/16”      becket only 

38-203 3/16”      sheave & becket 

38-213 3/16”      4 replacement delrin sheaves

Inner 

Forestay Storage 

Bridle 

 

 

 

 

 

      49-250 
LOA 12", welded stain-

less plate with centre 

bracket to attach your 

tackle to. Centre brack-

et eyelet measures 3/8", 

for use up to 1/2" inner 

forestays 

 

  

Pelican Hook  

    26-884   1/4 - 28  LH  1/4” wire 

    27-886   5/16- 24 LH  3/16” wire

Hook only 

21-80-1  5/16-24 RH 

21-81     1/4-28 LH

 

 

 

Threaded, Single Gate Eye 

27-407 3/16” wire

 

 

 

Swivel, Interlocking Gate Eye 

26-410 1/8” wire 

27-410 3/16” wire

 

 

 

Toggle Jaw, old style 

27-405 3/16” wire, 1/4” pin

 

 

Jaw to CrimpTurnbuckle 
26-412   1/8” wire,  1/4” pin 

27-412  3/16" wire, 1/4" pin 

 

 

 

Mini Pelican Hook 

26-784 1/8” wire, 1/4-28” LH 

27-786 3/16” wire, 1/4-28”LH
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Catalogue # Pin Dia. Max Pin to Pin 
16-204 1/4” 3-3/4”
16-205 5/16” 4-3/8”
16-206 3/8” 5”
16-208 1/2” 5-5/8”
16-210 5/8” 6-7/8”
16-212 1.5mm 104mm

16-213 1.5mm 160mm

16-214 2mm 165mm

16-217 1.5mm 100mm

Catalogue# Pin Diameter L T

52-124 5/16” 15/16” .185”

52-125 3/8” 1-1/8” .250”

52-126 1/2” 1-5/16” .280”

52-126-1 3/8”-1/2” 1-5/16” .280”

52-127 5/8” 1-5/8” .370”

ADAPTER LINK PLATES  
These very useful links come in pairs and will allow you to  

convert an eye to a jaw or a jaw to an eye.  Must be used in pairs.  Pins not included. 

Catalogue # Total Adj. Increment Pin Dia. Upper- Jaw Width

15-204-1 2-1/2” 5/32” 3/16” -1/4” 3/8”

16-215 120mm 1.2mm 36mm

16-216 120mm 2mm 36mm

SHROUD ADJUSTERS - CALIBRATED 
These stainless steel adjusters provide 16 possibilities of quick 

adjustment.  Pins and split rings included. 

QUICK RELEASE LEVER 

Extensively tested on both high performance 

multihulls and monohulls, this rugged fitting 

has an ultimate strength of 3500 lbs.  Special 

design allows it to be opened and closed  

safely while under load.  Lever takeup is 2-

1/8” to an over-center position and comes with 

a quick release pin for positive locking.  This 

is an essential piece of hardware for trailerable 

boats up to 26 ft.  A lever on the forestay 

greatly facilitates stepping and unstepping the 

mast. 

CALIBRATED QUICK 

RELEASE LEVER  

 
Developed for dry sailed one-design 

dinghies.  When the quick release pin is 

pulled, easy adjustment and unrigging 

can be obtained.   

Cat #
Extender # 

of holes
Wire Dia. Pin Dia. Max Adj.

Q.R 

Throw
Pin to Pin

14-205 3 to 1/8” 1/4” 1” 2-1/4” 7-3/8” min 

8-3/8” max

14-206 4 to 5/32”   ext.   5/16” 

chainplate 1/4” 1-1/2” 2-1/4” 6-7/8” min 

8-3/8” max

Cat #
Wire  

terminal pin

Chainplate 

pin

Max wire 

size

Pin to pin 

adjustment

15-212 3/16” 1/4” 1/8”
1-3/4” - 

3-5/8”

Rigging Fittings
STAY EXTENDERS  
These stainless steel plates are designed for extending short stays, or to replace a turnbuckle.   

Several of these are a must for the ship’s Kit. (Sold in sets of two, two pins with split rings included.) 



340 Phone: 1-800-263-8328

 

 

 

 

 

 

 

 

 

 

-Loos Marine Eye 

-EY1 Series 

-Corrosion resistant  

 stainless steel

 

 -Loos Aircraft Eye 

-EY1 Series 

-Corrosion resistant  

 stainless steel

 

 

 

 

 

 

 

 

 

 

-Loos Aircraft Fork 

-EY1 Series 

-Corrosion resistant  

 stainless steel

12-200 1/16” 1/4”

12-201 3/32” 1/4”

12-202 1/8” 1/4”

12-203 5/32” 5/16”

12-204 3/16” 3/8”

12-205 7/32” 7/16”

12-206 1/4” 1/2”

12-207 9/32” 1/2”

12-208 5/16” 5/8”

12-209 3/8” 5/8”

12-210 1/16” 3/16”

12-211 3/32” 3/16”

12-212 1/8” 3/16”

12-213 5/32” 1/4”

12-214 3/16” 5/16”

12-215 7/32” 5/16”

12-216 1/4” 3/8”

12-217 9/32” 7/16”

12-218 5/16” 7/16”

12-219 3/8” 1/2”

12-221 3/32” 3/16”

12-222 1/8” 3/16”

12-223 5/32” 1/4”

12-224 3/16” 5/16”

12-225 7/32” 5/16”

12-226 1/4” 3/8”

12-227 9/32” 7/16”

12-228 5/16” 7/16”

12-229 3/8” 1/2”

part #         cable dia      pin dia part #         cable dia      pin dia part #         cable dia      pin dia

 

Toggle Jaws for  

Machine Swage

17-214 1/8” 1/4”

17-215-2 5/32” 5/16”

17-216 3/16” 5/16”

    Item        wire          pin

Swage Fittings
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item # wire dia.
**approx. 

breaking 
thread size

closed 

length

open  

length 
pin dia.

42-110 to 5/32” 3,300lbs 1/4-28” 8” 11” 1/4”
43-110 to 3/16” 4,700lbs 5/16-24 8-3/8” 12” 5/16”
44-110 to 1/4” 8,200lbs 3/8-24 9-7/8” 13-7/8” 3/8”
45-100 to 5/16” 12,500lbs 1/2-20 11-1/2” 15-1/2” 1/2”
47-100 to 3/8” 17,500lbs 5/8-18” 14-1/2” 19” 5/8”

 item #    wire dia.      strength      thread     adjustment    pin dia.

42-113 3/32” 3,300lbs 1/4-28 3” 1/4”

42-114 1/8” 3,300lbs 1/4-28 3” 1/4”

42-115 5/32” 3,300lbs 1/4-28 3” 1/4”

43-105 5/32” -- 5/16-24 3” 1/4”

43-115 5/32” 4,700lbs 5/16-24 3-5/8” 5/16”

43-116 3/16” 4,700lbs 5/16-24 3-5/8” 5/16”

44-116 3/16” 8,200lbs 3/8-24 4” 3/8”

44-117 7/32” 8,200lbs 3/8-24 4” 3/8”

44-118 1/4” 8,200lbs 3/8-24 4” 3/8”

45-108 1/4” 12,500lbs 1/2-20 4-1/8” 1/2”

45-109 9/32” 12,500lbs 1/2-20 4-1/8” 1/2”

45-110 5/16” 12,500lbs 1/2-20 4-1/8” 1/2”

47-110 5/16” 17,500lbs 5/8-18 5” 5/8”

    item #     wire dia.    strength       thread      closed        open         pin dia.

03-110 to 3/32” 1,200lbs 10-32 6-3/8” 8-7/8” 3/16”
04-100 to 5/32” 3,300lbs 1/4-28 8” 11” 1/4”
04-110 to 5/32 3,300lbs 1/4-28 8” 11” 1/4”
05-110 to 3/16” 4,700lbs 5/16-24 9” 12-3/4” 5/16”
06-110 to 1/4” 8,200lbs 3/8-24 9-1/2” 13-3/4” 3/8”

    item #     wire dia.    strength       thread      closed        open         pin dia.

48-114 to 9/32” .15 ton 1/4” 6.30” 9.06” 1/4”
48-144 to 3/8” .25 5/16” 7.48” 10.43” 5/16”
48-154 to 7/16” .35 3/8” 9.06” 12.06” 3/8”
48-164 to 1/2” .60 1/2” 11.02” 15.35” 7/16”
48-166 to 5/8” 1.00 5/8” 14.57” 20.08” 5/8”

 item#     wire dia.     strength       thread     adjustment   pin dia.

04-104 1/8” 2,500lbs 1/4-28 3” 1/4”

04-113 3/32” 3,300lbs 1/4-28 3” 1/4”

04-114 1/8” 3,300lbs 1/4-28 3” 1/4”

04-115 5/32” 3,300lbs 1/4-28 3” 1/4”

05-115 5/32” 4,700lbs 5/16-24 3-3/4” 5/16”

05-116 3/16” 4,700lbs 5/16-24 3-3/4” 5/16”

06-116 3/16” 8,200lbs 3/8-24 4-1/4” 3/8”

06-117 7/32” 8,200lbs 3/8-24 4-1/4” 3/8”

06-118 1/4” 8,200lbs 3/8-24 4-1/4” 3/8”

Turnbuckles

Johnson recommends a working load of not over 40% of these strengths.

Open body - Toggle & Toggle

Open body - Toggle & Swage Stud

Closed body - Toggle & Toggle

Closed body - Toggle & Swage



342 Phone: 1-800-263-8328

       

Replacement Studs      

 for turnbuckles 

                  

 

part # thread size wire dia.

32-607 1/4-28 LH 3/32”

32-608 1/4-28 LH 1/8”

32-609 1/4-28 LH 5/32”

32-610 1/4-28 RH 3/32”

32-611 1/4-28 RH 1/8”

32-612 1/4-28 RH 5/32”

32-613 10-32 RH 1/16’

32-614 10-32 RH 3/32”

32-616 1/4-28 RH 1/8”

32-618 5/16-24 RH 5/32”

32-619 5/16-24 RH 3/16”

32-620 3/8-24 RH 3/16”

32-621 3/8-24 RH 7/32”

32-622 3/8-24 RH 1/4”

32-626 1/2-20 RH 1/4”

32-627 1/2-20 RH 9/32”

32-628 1/2-20 RH 5/16”

32-629 5/8-1/ RH 5/16”

Replacement nuts 

 

      right hand 

    
        left hand

10-32 1/4-28 5/16-24 3/8-24 1/2-20 5/8-18

35-601 35-603 35-605 35-607 35-609 35-611

35-602 35-604 35-606 35-608 35-610 35-612

Turnbuckle  Accessories

Toggle Jaws 

TECHNO-TIP FROM JOHNSON MARINE - One of the most neglected parts on a sailboat are the lifeline and  

rigging turnbuckles.  Turnbuckles need to be kept free of dirt and salt by rinsing with fresh water periodically.  A good marine 

lubricant should be applied to the threads.  The lubricant will provide corrosion protection and keep the turnbuckles turning 

freely.  Never try to straighten a bent threaded stud.

34-601 10-32 tubular 34-610 1/4-28 open body

34-602 1/4-28 tubular 34-611 5/16-24 open body

34-603 5/16-24 tubular 34-612 3/8-24 open body

34-605 3/8-24 tubular 34-613 1/2-20 open body

34-614 5/8-18 open body

T Toggle

33-601 10-32 RH

33-602 10-32 LH

33-615 1/4-28 RH

33-616 1/4-28 LH

33-617 5/16-24 RH

33-618 5/16-24 LH

33-619 3/8-24 RH

33-620 3/8-24 LH

Toggle nut

33-605 1/4-28 RH

33-606 1/4-28 LH

33-607 5/16-24 RH

33-608 5/16-24 LH

33-609 3/8-24 RH

33-610 3/8-24 LH

33-611 1/2-20 RH

33-612 1/2-20 LH

33-613 5/8-18 RH

33-614 5/8-18 LH

Deck toggle

33-615-1 1/4-28 RH

33-616-1 1/4-28 LH

Replacement Bodies 
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Forged Stainless Steel Turnbuckle 
Jaw to Jaw 

Closed body 

Measurement denotes pin diameter

Economy Turnbuckle 
Jaw to Jaw 

Closed body 

Measurement denotes pin diameter

Part #

185205

185206

185208

185210

185212

185216

185220

185225

Pin BL/lb

3/16” 1034

1/4” 2045

5/16” 2990

11/32” 4900

1/2” 5170

5/8” 11938

1/2” --

13/16” --

Part #

185105

185106

185108

185110

185112

185116

185120

185125

Pin BL/lb

3/16” 1250

1/4” 1750

5/16” 3100

11/32” 4900

1/2” 7200

5/8” 1300

11/16” --

13/16” --

3/8” 1/2” 5/8” 3/4” 1” 1-1/4” 1/2” 11/16” 1”

50 94-91-PK 94-92-PK 94-93-PK 94-94-PK 94-97-PK 94-98-PK 94-95 94-96 94-99

EACH 3/8 SR 1/2 SR 5/8 SR 3/4 SR 1 SR 11/4 SR 31-01 31-03 31-05

Split Rings

 

 Stainless Locking Wire 

 Use to secure all bolts, nuts,  

 or hardware subject to vibrations. 

 Type 304 Stainless

item dia. length (ft)

53020 0.020 234.5

53021 0.020 10

53032 0.032 91.5

53033 0.032 10

53041 0.041 55.75

53042 0.041 10

Turnbuckles and Accessories

With Tab

Johnson circular pins  

 Pin size Pkg 

R-1P 3/16 20 

R-2P 3/16 & 1/4 20 

R-3P 1/4 to 3/8 20 

R-5P 1/2 & 5/8 8

Wrap Pins Velcro Pin Locking Devices  
for open body turnbuckles. 

Make your adjustment, push the cotter attached to the velcro 

through the hole and wrap the  

velcro around the turnbuckle body. Order by thread diameter 

Packages of 20 

 

WRAPC2-20   1/4” 

WRAPC3-20   5/16,3/8” 

  WRAPC3-1    EACH 

WRAPC4-20   7/16-1/2” 

  WRAPC4-1    EACH

48-540  Sealube Turnbuckle Lubricant 
Synthetic lubricant formulated for turnbuckles or any 

high bearing load, low speed application.Water resist-

ant, long lasting 
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 Single Swivel Blocks 
 Stainless Steel 

 

  Double Swivel Blocks 

  Stainless Steel

 152043 - 1/4” line 

 152044 - 5/16” line 

 152045 - 3/8” line

 152243 - 1/4” line 

 152244 - 5/16” line 

 152245 - 3/8” line

x-small 54200
small 54201

medium 54202
large 54203

x-large 54204

5  

finger 

cut

- made with Amara  
  (synthetic leather which is 300% 
  stronger than real leather). 
- secure Velcro wrist closure. 
- double stitched with world’s strongest 
Kevlar thread.  
- strong and light Spandex back, breath-
able and flexible.  
- three Styles to choose from, five sizes.

Kevlar Racing Gloves Neoprene wrist/ 5-finger cut 

Highly resistant. 

• Amara gloves. Comfort and flexibility retained even 

when wet, 

    very quick drying. 

• Spandex top for optimum comfort. 

• Kevlar double-protection round palm and fingers and 

Amara wrap with Kevlar double-seam, 

for extra grip and high tear and abrasion-

resistance. 

• Ergonomic neoprene wrist with Velcro 

adjustable wrist strap. 

• Mitts cut for perfect grip. 

 

64200 XS

64201 S

64202 M

64203 L

64204 XL
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960025 

1/2”-1”  

960026 

1”-2” 

960027 

2”-3”

  

Davis Cable Covers 252  - 1/8” 

253  - 5/32” 

254  - 3/16” 

255  - 1/4” 

256  - 5/16” 
257  - 3/8”

item #    for diam.

Spreader Boots and Stuff

74530  
1-1/8” x 1/4” x 3-5/8” 

74531  
1-1/4” x 3/8” x 3-1/8” 

74532 
2” x 1/2” x 4-3/4”

Knock-On Jib Hanks 

331.40 - 1-11/16”   

331.50 - 2-1/8” 

331.60 - 2-1/2” 

 

 

 

 

 

 

 
               

 

 

2205    Tiller Tamer 

   Tiller Stabilizer and lock  

LOA

Splice Eye with threaded eye 

 

 

 

 

 

 

20-61   1/4 LH   

20-62   1/4 RH    

20-63   5/16 LH   

20-64   5/16 RH  
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2350 
Sail Track Stop 
-For round sail tracks 

-.50” Diameter round 

 

 

 

 

2351 
Sail Track Stop 
-for flat sail tracks up 

to 0.42”

 

  

2352 
Sail Track Stop 
-for flat sail tracks up 

to 0.75”

Davis Sail Track Stops

SLIDE SHACKLES  
Used to connect the sail to slide.  The pressure 

locking pin passes through the grommet on the 

sail and locks into the opposite arm of the 

shackle.  

(may not be exactly as shown) 

 

SS-A - 2”

  710010     Sail Guard Roller    Fixed Toggle 

 

 

70100 - 1/4” 

70500 - 1/2”

  Shackle Style 

  Toggle 

 

70140 - 1/4” 

70150 - 5/16” 

70160 - 3/8” 

70170 - 1/2”

    Main Sail Hook 

     1/4” bolt hole 

 

195310 3-1/4” LOA 

195320 4-1/4” LOA

                            Reefing Hook 

 

     195410  

    1/4” stock, 2-1/2”LOA 

     195420  
     5/16” stock, 3-1/4”LOA

  Stainless 

  Cunningham Hook 

 

195110 - 1/4”x2-9/16” 

195120 - 5/16”x3-7/8”

SNAP SHACKLE 

 
1876 - Rated at 1500kg 

1878 - 2500kg 

1879  - 3500kg 

Stainless Carabiner at each end prevents the mini shockle 

from popping off the attached points  Tough nylon outer 

sheath prevents wear, abrasion and UV damage to the inter-

nal shock cord as well as preventing it from stretching 

beyond its breaking point 

D2430  12” black  

D2440  18” black  

D2445  24” black
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Stainless Steel 

Swivel Snap Shackle

 

Stainless Steel 

Fixed Snap Shackle 

 

Stainless Steel 

Swivel Snap Shackle  

with Opening Jaw

PAD EYES - Cast Stainless 

PAD EYES - Stamped Stainless 

DIAMOND PAD EYES - Cast Stainless 

overall length eye height eye width c/c overall width

37050 3” 1/2” 5/8” 2-1/16” 7/8”

37051 3-1/2” 5/8” 13/16” 2-9/16” 1-3/16”

37052 4” 3/4” 7/8” 2-15/16” 1-3/8”

overall length eye height eye width c/c overall width

37055 1-9/16” 1/2” 7/16” 1-3/16” 1/2”

37056 2-9/16” 5/8” 3/4” 1-3/4” 3/4”

37057 3-3/16” 13/16” 7/8” 2-1/4” 1”

overall length eye height eye width c/c c/c width overall width

37058 3-1/2” 5/8” 7/8” 2-7/16” 1-3/8” 2-1/8”

37059 3-1/8” 7/16” 3/4” 2-3/8” 1-1/4” 2”

37060 3-15/16” 5/8” 1” 3-1/16” 1-9/16” 2-3/8”

   PAD EYES

A B C SWL

15701 1/2” 1/2” 2-3/4” 1000lbs

15702 3/4” 5/8” 3-1/2” 1500lbs

15703 1” 1” 5” 2100lbs

A B C SWL

15801 1/2” 3/8” 2” 2855lbs

15802 3/4” 1/2” 2-3/4” 3956lbs

15803 1” 5/8” 4” 7328lbs

15901 RH 6.6MM 57MM 30KN

15902 LH 6.6MM 57MM 30KN

A B C SWL

17101 3/4” 3/4” 3” 1000lbs

17102 5/8” 1/2” 3-1/2” 1200lbs

17103 1” 7/8” 5” 1800lbs

Snap Shackles

 

stock diameter

37070 3/16” 1-1/4”

37071 1/4” 1-5/8”

37072 5/16” 2”

15901 

15902
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BLACK PLASTIC FAIRLEAD    
3310 - 3/8” 

3313 - 1/2” 

3316 - 5/8” 

3317 

FAIRLEAD WITH STAINLESS INSERT  

 

Insert Inside Dia. - 11/16” 

Overall Height - 1-7/16” 

Center to Center - 1-1/16” 

Base Width - 3/4” 

56556 
WIRE MOUNT CLEAT  

Overall Length - 3-3/4” 

Fits Wire - 3/16” - 5/16” 

Sturdy construction.  

40-518 

SHROUD CLEAT  
All stainless steel construction, compati-

ble with your stainless steel rigging.  

Will not corrode.  Easily attached to 

5/32” thru 3/8” diameter wire or rod.  

Ideal for flag, radar reflector and steam-

ing ship halyards with an eye for attach-

ing a snap shackle.  Low profile, projects 

only 1/2” from shroud.  

  48-560  Ladder Steps 

 

 

 

 

 

 

 

Comfortable foot pads easily installed on the stern swim ladder.  

ABS plastic in wood tone with stainless mounting hardware. 

Sold each

   NYLON JIB SHEET JAM 

CLEAT 

3903 

Stainless Clam Cleats 

26-22  up to 1/4” 

26-24  up to 1/8” 

26-25  up to 3/16”

40-506 

mounts to a stanchion or rail 7/8" - 

1" diameter, 4-1/2" nylon coated 

aluminum cleat mounts with a 

stainless steel bracket
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Winch Handle 
- 10” Locking, Aluminum 

 

567  

Floating Winch Handle 

 

Plastic floating winch handles suitable for light winds 

and daysailors. 

 

WH-1000 - 10” 

WH-800   - 8”

 

 

  63572 - 11-3/4” x 3-1/2”

 
 

 

                       11-1/2” x 3-1/2” -  63573  

SCHAEFER WINCH HANDLES  
These handles are clear anodized forged aluminum 

with a stainless ball bearing and composite grip for 

reduced handle friction. 10” Long. 

WHL-10-S

WHL-10-D

Winch Handles

 

 

 

 

 

 

 

     63529 

    10” Locking Winch Handle 

 with ball bearing speed grip 

  

8" Carbon Fiber Winch Handle 

Lock in model weighs .508 lbs.  

Ball bearing grip for smooth 

operation WH-8

      Winch Handle Pockets 

white outside and red interior   
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 08-01 Single Block

 

 08-02 Single Block w/becket

 

 08-03 Single Block w/swivel

 

 08-04 Double Block

 

 08-051 Double Block w/becket

 

 08-06 Triple Block

 

 08-07 Triple Block w/becket

 

 08-09 Single Block w/vee jam

 

 08-10 Double Block  

           w/vee jam

 

 08-11 Triple Block w/vee jam

 

 10-03 Single Block  

          w/ferrule

 

 08-08 Cheek Block

 

 08-20 Optimist Sprit Block

 

 27-34 Shackle for  

          08-Series

 

3/16”

 

11/16”

 

Breaking Load*        661lbs

 *Stainless steel cheeks, 

     delrin sheave

Viadana Micro Blocks
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 09-60 Single Block

 

 09-67 Single Block w/becket

 

 09-66 single Block w/swivel

 

 09-621 Double Block

 

 09-64 Triple Block

 

 09-61 Single Block w/vee jam

 

 09-63 Double Block 

           w/vee jam

 

 09-65 Triple Block 

           w/vee jam

 

 09-68 Flat base Cheek Block

 

 09-69 Curved base 

          Cheek Block

 

 27-35 Shackle for 

          09-Series

 

 1/4”

 

 1”

 

Breaking Load*      1433lbs

*Stainless steel cheeks,  

  delrin sheave

Viadana Blocks
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Viadana Blocks

 

 09-90 Single Block

 

 09-91 Single Block w/becket

 

 09-921 Single Block w/swivel

 

 09-93 Single Block w/swivel

 

09-84 Flat Base Cheek block

 

 09-85 Curved base 

          Cheek block

 

 09-86 Single Block w/becket

 

 09-87 Fiddle Block w/vee jam

 

 27-34 Shackle for 08-Series

 

  5/16”
 

 1”
 

Breaking Load*      1433lbs
*Stainless steel cheeks, 

  delrin sheave
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Viadana Blocks

 

 10-50 Single Block 

           Ball Bearing

 

  10-51 Single Block w/becket 

            Ball Bearing

 

  10-62 Single Block w/swivel 

            Ball Bearing

 

  10-52 Single Block w/swivel 

            Ball Bearing

 

  10-55 Double Block 

           Ball Bearing

 

  10-54 Double Block  

            w/cam cleat 

            Ball Bearing

 

  10-56 Triple Block 

            Ball Bearing

 

  10-57 Triple Block 

            w/becket 

             Ball Bearing  

 

  10-63 Triple Block  

            w/cam cleat 

             Ball Bearing

 

 10-64 Triple Block 

           w/becket & cam cleat 

           Ball Bearing

 

 10-60 Stanchion mount block 

          Ball Bearing 

          fits 7/8” & 1” tubing

 

 10-65 Cheek Block 

           Ball Bearing

 

 1/4”

 

 7/8”

Breaking Load*       1540lbs

*Delrin Sheave, Cheeks 

   & Bearings



354

Viadana Blocks
 

 11-60 Single Block 

           Ball Bearing

 

 11-61 Single Block w/becket 

           Ball Bearing

 

 11-63 Single Block w/swivel 

           Ball Bearing

 

 11-62 Single Block w/swivel 

           Ball Bearing

 

  11-64 Single Block w/swivel 

            & becket 

            Ball Bearing

 

  11-65 Double Block 

            Ball Bearing

 

  11-66 Double Block w/becket 

             Ball Bearing

 

  11-67 Triple Block 

             Ball Bearing

 

  11-68 Triple Block w/becket 

             Ball Bearing

 

  11-73 Triple Block 

            w/cam cleat 

            Ball Bearing 

 

 11-74 Triple Block w/cam 

           cleat & becket 

           Ball Bearing

 

 11-72 Stanchion mount block 

          Ball Bearing 

          fits 7/8” & 1” tubing

 

 11-71 Cheek Block 

           Ball Bearing

 

11-77 Pivoting Lead Block

  

  5/16”
 

  1-1/16”
 

Breaking Load*     1650lbs
*Delrin sheave cheeks 

  and bearings     24-23

    24-26

    35-02

  Stand up 

kits for 

   11-63 & 

11-64

 

   11-78 Upright Lead Block
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Viadana Blocks

 

 11-80 Single Block 

           Ball Bearing

 

  11-81 Single Block w/becket 

            Ball Bearing

 

 11-82 Single Block w/swivel 

            Ball Bearing

 

  11-83 Single Block w/swivel 

            & becket 

             Ball Bearing

 

  11-84 Double Block 

            Ball Bearing

 

  11-85 Double Block w/becket 

            Ball Bearing

 

  11-86 Triple Block 

            Ball Bearing

 

 11-87 Triple Block w/becket 

           Ball Bearing

 

 11-89 Triple Block  

           w/cam cleat 

           Ball Bearing

 

  11-90 Triple Block w/cam 

            cleat & becket 

             Ball Bearing

 

  11-88 Cheek Block 

             Ball Bearing

 

  Stand up kits for 

  11-82 & 11-83

 

  3/8”
 

  1-1/2”
 

Breaking Load*     2090lbs
*Stainless steel cheeks, 

  delrin sheave

 

   24-23

 

   24-26

 

   35-02

We're not in the same boat, 
 but we are all in the same storm
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Viadana Blocks

 

  12-70 Single Block w/swivel 

            Ball Bearing

 

  12-71 Single Block w/swivel 

            & becket 

            Ball Bearing

 

  12-72 Double Block 

            Ball Bearing

 

 12-73 Double Block w/becket 

           Ball Bearing

 

  12-74 Triple Block 

            Ball Bearing

 

  12-75 Triple Block w/becket 

            Ball Bearing

 

  12-76 Cheek Block 

            Ball Bearing

 

  12-77 Stanchion mount block 

            Ball Bearing 

            fits 1” tubing

Stand up & adapter kits for 

12-70 & 12-71

 

   7/16”

 

  2-1/4”

 

 Breaking Load*    2205 lbs

*Stainless steel cheeks, 

  delrin sheave

Snap Shackle Top     

29-30

Stand up Base 

35-14

Stand Up Spring   

24-23
 Stand Up Washer 

 24-26

Universal Three-Way Head!
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Viadana Blocks

 

  12-80 Single Block w/swivel 

            Ball Bearing

 

  12-81 Single Block w/swivel 

            & becket 

            Ball Bearing

 

  12-82 Double Block 

            Ball Bearing

 

  12-83 Double Block w/becket 

            Ball Bearing

 

 12-84 Triple Block 

           Ball Bearing

 

 12-85 Triple Block w/becket 

           Ball Bearing

 

 12-86 Cheek Block 

          Ball Bearing

 

9/16”

 

3”

 

Breaking Load*      5070lbs

*Stainless steel cheeks, 

   delrin sheave

Universal Three-Way Head!
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Viadana Blocks

 

 Universal three way head

 

 

 Stand up kits for 

   89-Series

 

 89-01 Single Block

 

  89-02 Single Block w/becket

 

  89-03 Single Block w/swivel

 

  89-04 Single Block w/swivel 

              & becket

 

  89-05 Single Block w/swivel

 

  89-15 Cheek Block

 

5/16”

 

1-5/16”

 

Breaking Load*      1765 lbs

*Delrin sheave & cheeks, 

  SS strap

 

   24-23
 

   24-26

  

   35-02

Strengthened
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Fiddle blocks feature 

universal three way head

 

Stand up kits for 

89-Series

 

89-11 Double Block

 

89-12 Double Block w/becket

 

89-13 Triple Block

 

89-14 Triple Block w/becket

 

89-06 Fiddle Block w/swivel

 

89-07 Fiddle Block with 

         becket & swivel

 

89-08 Fiddle Block with 

         vee jam

  

89-09 Fiddle Block with 

          vee jam & becket

 

5/16”

 

1-5/16”

 

Breaking Load** 1765lbs

 

**Delrin sheave & cheeks, SS strap

 

24-23

 

 24-26

 

   35-02

Viadana Blocks

Strengthened
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Fiddle blocks feature 

universal three way head

 

Stand up kits for 

90-Series

 

90-011 Single Block

 

90-021 Single Block w/becket

 

90-031 Single Block w/swivel

  

90-041 Single Block w/swivel  

                & becket

 

90-051 Single Block w/swivel

 

 

90-121 Double Block

 

90-131 Double Block w/becket

 

29-30 Snap Shackle adapter

 

3/8”

 

1-3/4”

 

Breaking Load *   2095lbs

 
*Delrin Sheave & Cheeks, SS strap

 

   24-23

 

   24-25
 

   35-14

Viadana Blocks

Strengthened
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Fiddle blocks feature 

universal three way head

 

Stand up kits for 

90-Series                                  

 

90-141 Triple Block

 

90-151 Triple block w/becket

 

90-061 Fiddle block w/swivel

 

90-071 Fiddle Block w/swivel 

            & becket

 

90-111 Single Block w/cam 

           cleat & swivel

 

90-081 Fiddle Block w/ cam 

            cleat & swivel

 

90-091 Fiddle Block w/cam 

            cleat, becket & swivel

 

 54-10 Bottom swivel adapter 

            for 90-111

 

29-30 Snap Shackle adapter

 

3/8”

 

1-3/4”

 

Breaking Load*        2095lbs

 

*Delrin sheave & cheeks, SS strap

 

   24-23
 

   24-25

 

   35-14

Viadana Blocks

Strengthened
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Universal three way head

 

 

 

 

 

         24-23                35-14 

 

Stand up kits for 

90-Series                                    

 

91-01 Single Block w/swivel

 

 91-02 Single Block w/swivel 

             & becket  

 

91-09 Double Block     

 

91-10 Double Block w/becket

 

 91-11 Triple Block

 

 91-12 Triple Block w/becket  

 

91-13 Cheek Block

 

 29-31 Snap Shackle adapter

 

91-52 Single Block w/becket

 

7/16”

 

2-1/4”

 

Breaking Load*        3197lbs 

 
*Delrin Sheave & cheeks,  SS strap

Strengthened

Viadana Blocks



email:info@brewersmarine.com  363

 

Universal three way head

 

 

 

 

 

        24-23             35-14 

 

Stand up kits for 

90-Series

 

91-03 Fiddle Block w/swivel

 

 91-04 Fiddle Block w/swivel  

              & becket

 

91-05 Single Block w/cam 

          cleat & swivel

 

91-06 Fiddle Block w/cam 

          cleat & swivel

 

91-07 Fiddle Block w/cam 

         cleat, swivel & becket

 

54-11 Swivel adapter 

          for 91-05

 

 29-31 Snap Shackle adapter

 

7/16”

 

2-1/4”

 

Breaking Load*       3197lbs

 

*Delrin Sheave & cheeks, SS strap                              

Viadana Blocks

Strengthened
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14-10 Ratchet Block w/swivel

  

14-11 Ratchet Block w/swivel 

           & becket

 

14-14 Ratchet Block w/cam 

          cleat & becket 

   14-36 Triple Ratchet block 

w/becket & aluminum ball bearing 

cam cleat  

 

 14-12 Ratchet Cheek Block

 

 20-07 Ball Bearing swivel 

            base w/cam cleat 

 

 20-06 - Mainsheet Control Block 

swivel base with cam cleat and ball 

bearing ratchet block.

 

 20-09 Swivel Bullseye with 

           cam cleat

 

20-03 Swivel base with  

          adjustable cam cleat

 

3/8”

 

2-1/4”

 

Breaking Load*        1985lbs

 

*Aluminum Sheave, SS strap

Viadana Blocks

Ratchet Blocks 

feature Universal three way head
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15-13   

Single Lead Block                                                              

15-11 

Single Lead Block                                                               

Viadana Blocks

Wire Blocks

15-40 

Single Cheek 

Block 

15-46 

3 sheave Deck 

Organizer 

15-45  

2 sheave Deck 

Organizer

15-12 

Single Lead 

Block                                                              

Pivoting Block on base              

  Rope  /  Wire                                                        

             15-33 / 15-35

11-70 

Swivel mount 

Block w/cam cleat                                                             

 5/16”

   1”
Breaking Load 1100 lbs

Hole cc   1-1/16”

 3/8”

 1-1/2”

Breaking Load   1985 lbs

Hole cc     1-3/4”

 3/8”

 1-1/2”

Breaking Load  1764 lbs

Hole cc     1-3/4”

7/16”/  1/4”

  2-3/16”

Breaking Load  3087 lbs

Base dimension 3-1/4x1-5/8”

 3/8”

 1-3/4”

Breaking Load   662 lbs

 5/16”
 1-1/16”

Breaking Load  1654 lbs

Hole cc     2”

3/16”

1”

Breaking  

Load
1100lbs

Hole C/C 7/8”

3/8”

7/8”

Breaking  

Load
1100lbs

Hole C/C 1-3/8”
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Sheave Boxes

  

   Single Sheave Box 

              Rope     

              10-59   

 

 Single Sheave Box 

              Rope    Wire 

              11-69  15-42

 

 Flat Mount Sheave Box 

              Rope    Wire 

              15-24   15-26

   

 Curved Mount Sheave Box 

              Rope    Wire 

              15-25   15-27

 

 Single Sheave Box 

           

 

 Double Sheave Box 

15-18 

          

 

 Double Sheave Box 

15-19

 7/8”

Breaking Load*   1100 lbs

Hole cc          2-1/8”

 5/16”

 1”

Breaking Load*   1234 lbs

Breaking Load*    1540 lbs

  Hole cc         2-7/8”

Breaking Load*    1540 lbs

  Hole cc         2-7/8”

  3/8”

 1-5/16”

Breaking Load*    1323 lbs

1/4”  5/16”  5/32”

 1-1/16”  1-1/16”

  Breaking 

    Load
880lbs 1100lbs

 Hole c/c    2-1/4”   2-1/4”

5/16” 3/16”5/16” 3/16”

1-1/2” 1-9/16” 1-1/2” 1-9/16”

Rope  Wire  Wire

15-22 15-17 15-23

5/16” 3/16” 1/4”

1-1/2” 1-9/16” 2-3/16”

BL 1760 lbs 1540 lbs 1760 lbs
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10-21   

Single Wire 

Block                                                              

89-10 

Single Wire 

Block 

91-08  

Single Wire  

Block 

90-101  

Single Wire 

Block

Viadana Blocks

Wire Blocks

max. wire   3/32” 

sheave dia.      1” 

break load*   1330lbs

10-22 

Single Wire 

Block                                                              

max. wire   5/32” 

sheave dia.      1” 

break load*   1330lbs

10-25 

Single Wire 

Block with becket                                                              

10-35 

Single Wire 

Block with becket                                                              

max. wire   3/32” 

sheave dia.      1” 

break load*   1330lbs

10-26  

Single Wire 

Block with becket                                                             

max. wire   5/32” 

sheave dia.      1” 

break load*   1330lbs

max. wire   3/16” 

sheave dia.   1-3/4” 

break load*  2095lbs

max. wire  5/32” 

sheave dia.      1” 

break load*   1330lbs

max. wire   5/32” 

sheave dia. 1-1/16”   

break load*   1544lbs

max. wire   1/4” 

sheave dia.  2-3/16” 

break load* 3197lbs
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Composite Blocks

14-21 Single ratchet block.  

It has switchable on/off control 

max line:  3/8” 

sheave: 2-1/4” 

breaking load: 

1980 lbs

96-50  Fiddle block 

always swivels 

max line: 5/16” 

breaking load: 1320 lbs 

96-51 Fiddle block w/becket 

always swivels 

max line: 5/16” 

breaking load: 

1320 lbs

96-52 Fiddle block w/cam cleat 

always swivels 

max line: 5/16” 

breaking load: 

1320 lbs

96-53  Fiddle block w/cam cleat and 

becket 

always swivels 

max line: 5/16” 

breaking load: 

1320 lbs

96-80  Fiddle block 

has switchable on/off control 

max line: 7/16” 

breaking load: 

2380 lbs 

96-81 Fiddle block w/becket 

has switchable on/off 

control 

max line: 7/16” 

breaking load: 

2380 lbs

96-82 Fiddle block w/camcleat 

has switchable on/off control 

max line: 7/16” 

breaking load: 

2380 lbs

96-83 Fiddle block w/camcleat and 

becket has switchable on/off control 

max line: 7/16” 

breaking load: 

2380 lbs

Aluminum ball bearing blacks, delrin ball bearings

96-73 Quadruple Block 

max line: 3/8” 

breaking load: 

2250 lbs

14-50  Fiddle Ratchet Block 

max line: 3/8” 

breaking load: 

2381 lbs
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Cam Cleats

Part # Max. Line Hole Space Material

25-10  5/16”  1-1/16” Carbon Fibre

25-50  5/16”  1-1/16” Aluminum

Part # Max. Line Hole Space Material

25-32  9/16”  1-1/2” Carbon Fibre

25-30  9/16”  1-1/2” Aluminum

Top mount fairleads 

are made of tough composite  

material to resist abrasion and wear. 

   25-15   Black 

   25-16   Red 

   25-17   Yellow 

   25-18   Blue 

Top mount fairleads 

are made of tough composite  

material to resist abrasion and wear. 

   25-45   Black 

   25-46   Red 

   25-47   Yellow 

   25-48   Blue 

 25-13 
Angle mount 

pad 

35-18 
Top mount 

fairlead

25-12 
Front mount 

fairlead

 25-14 
Front & Top 

mount fairlead

Mount Pad 

 

 25-40 Angled 

25-41 Flat 

35-07 
Top mount 

fairlead

25-42 
Front mount 

fairlead

 25-44 
Front & Top 

mount fairlead

 Cams are fitted with a double 

 ring of delrin ball bearings to 

  ensure a high working load  

by distributing stress uniformly 

Versatile design makes it 

perfect for any application 

  

 26-02 

 

Tube style jam cleat 

max line: 1/4” 

hole spacing: 2-1/16”

26-10 

Trapeze 

and Vang - 

Aluminum 

in-built pulley that offers a com-

pact solution , for rigging with a 

1:1 or 2:1 advantage, where a 

quick, positive lock, that is easy to 

release is required 

26-11 

TUG TITE 

CLAM CLEAT 

W/FAIRLEAD  

 

Power Grip Cleat, for ropes up to 

6mm (1/4") Power Grip cleats take 

the pain out of pulling smaller 

ropes..  
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Track and Fittings

Stainless Steel 

Internal slide track 

13”LOA, 3/16” fasteners

Width Height Thickness
internal 

opening

23-02  1” 9/32” 3/64” 7/16”

23-07 

Nylon 

track end

  23-03 

  Eyestrap on slide

    23-05 

    Fairlead on slide

   23-06 

   Swivel eye on slide

   23-04 

   Swivel eye w/cam cleat 

   on slide

  24-18 

  4 Wheel Traveller car

    24-19 

    Track end

   24-20 

   Nylon track end stop

   24-21 

   Nylon track end stop  

    w/block

 

Hardcote + PTFE Anodized Aluminun Track

 A - 3/4” 

 B - 15-16” 

 Length - 6’ 7” 

 

  24-17     Silver 

“I” Beam Traveller Track

  A

  B
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Track and Fittings

23-18 

Nylon track end

  A - 7/8” 

  B - 5/16” 

  C - 1/8” 

  Length - 2 meters 

   23-12     Silver 

   23-12H  Black

23-22 

Nylon track end

  A - 1” 

  B - 13/32” 

  C - 5/32” 

  Length - 2 meters

   23-19     Silver 

   23-19H  Black

      23-13 

  Eye on slide 

  spring pin

      23-16 

  Block on slide 

  spring pin

     23-14 

  Swivel eye on 

  slide spring pin

     23-17 

  Spinnaker pole 

  slider spring pin

     23-15 

  Block on slide 

  spring pin

 

  23-23 

 Eye on slide 

 spring pin

 

   23-21 

 Block on 

 slide spring 

 pin

 

   23-20 

 Block on  

 slide spring 

 pin

A

B C

A

B C

 

94-07 

Ball bearing  

Spinnaker car
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Mast and Boom Fittings

 

53-17 

Heavy duty sliding 

Gooseneck 

3/8” pin 

13” flat mount track

 

53-18 

Heavy duty sliding Gooseneck 

3/8” pin, 13” curved mount track  (fits spars 2 - 2-9/16” diam.)

 

 53-20 

 Heavy duty 

 fixed mount 

 Gooseneck 

 3/8” pin 
(fits mast 2-3/8”D)

 

 53-25 

 Heavy duty 

 fixed mount 

 Gooseneck 

 3/8” pin 
(fits angled mast)

 

53-30 

 Spreader brackets 

 for masts  

 2-1/4 - 2-3/4” dia

 

53-31 

 Spreader brackets 

 for masts 

 2 - 2-1/4” dia

 

53-05 

 Hounds fitting with 

 aluminum sheave 

 for masts 

 2-3/16 - 2-9/16” dia 

 1/4” pin

 

53-02 

 Spar tang 

 1/4” pin 

 2-3/4” long

 

53-13 

 Mast step 

 3/4” x 5-7/8”

 

53-14 

 Mast step 

 1/2” x 3-15/16”
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Mast and Boom Fittings

 

   53-10 

 Mast ring 

 1/4” ring fits 2-34” dia. mast

 

   53-09 

 Vertical mast ring 

 1/4” stock fits 2-3/4” dia. mast

 

   53-08 

 Spinnaker pole mast ring 

 1/4” stock fits 2-3/8”  dia. mast

 

   35-11 

 Eye plate on horizontal curved 

base  3/16” stock fits 2-3/8” dia. 

mast  eye id: 9/16”

 

   35-12 

 Eye plate on vertical curved 

base 3/16’ stock  fits 2-3/8”  dia. 

mast  eye id: 9/16”

 

   53-15 

 Mast/Boom strap 

 45D offset fits 2-1/4” dia. spar

 

   53-11 

 Mast/Boom strap 

 fits 2” dia. spar

 

   53-12 

 Mast/Boom strap 

 fits 2” dia. spar

 

   53-04 

 Sail attachment base 

 base: 2 x 17/32”, 1-1/2” high 

 holes: 3/16”

 

   53-03 

 Sail attachment base 

 base: 2-3/8” x 1-3/8” 

 1-1/2” high,  holes: 3/16”

 

   54-04 

 Curved hook 

 2 x 3/8” holes: 3/16”

 

   54-05 

 Eyemount
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max. 53-50 Black 

 line 53-51 Red 

3/16” 53-52 Yellow 

53-53 Blue 

53-60 Black 

53-61 Red 

1/4” 53-62 Yellow 

53-63 Blue 

53-80 Black 

53-81 Red 

5/16” 53-82 Yellow 

Stopper Balls 53-83 Blue

  55-05 

  Triangle ring 

  3/16” stock 

  2” inside 

 

 

    55-06 

  Triangle ring 

  3/16” stock 

  2” inside

 

53-23 

  Trapeze ring with block 

  max line 1/4”, length 7”

 

53-26 

  Trapeze ring with ball bearing 

 block, max line 1/4”, 7” length

 

53-21 

  Trapeze handle

 

53-40 

  Trapeze handle with soft 

  grip inserts

 

 

   

  

 

   

  

Trapeze Fittings
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Pintles & Gudgeons

 

   Pintles

 

   Gudgeons

Part # Pin dia. Pin length Fastener dia. “B”

52-13 5/16” 1-1/4” 3/16” 11/16”

52-14 5/16” 1-9/16” 3/16” 11/16”

52-15 3/8” 1-3/8” 1/4” 13/16”

52-16 3/8” 1-3/4” 1/4” 13/16”

52-17 5/16” 1-1/4” 3/16” 11/16”

52-18 5/16” 1-9/16” 3/16” 11/16”

52-19 3/8” 1-3/8” 1/4” 13/16”

52-20 3/8” 1-3/4” 1/4” 13/16”

Part # Hole dia
For Rudder 

thickness: Length Fastener dia. “A”

52-05 5/16” 1/2” 2-15/16” 3/16” 1/2”

52-06 5/16” 5/8” 4-1/16” 3/16” 1/2”

52-07 3/8” 1” 5-1/8” 3/16” 17/32”

52-08 3/8” 1-3/8” 5-3/16” 3/16” 11/16”

52-09 5/16” 1/2” 4-1/4” 3/16” 1/2”

52-10 5/16” 5/8” 5-3/8” 3/16” 1/2”

52-11 3/8” 1” 7” 3/16” 17/32”

52-12 3/8” 1-3/8” 7-1/8” 3/16” 11/16”
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Tillers and Accessories

 

-5/8” Black anodized aluminum 

-Universal 360D joint 

-Golf club style handle

 

50-04 

  Universal urethane tiller 

  extension joint

 

50-06 

 

   50-05 

reduction tube        Round 

for 11/16”      tiller adapter 

id tube

 

50-01 

  Tiller joint fits 7/16 - 5/8” 

  tubing.  360D swivel

 

50-02 

   Tiller joint fits 7/16” - 9/16” 

   tubing.  360D swivel

 

35-10 

  Swivel base, pin 3/16”, 

  hole cc 1-3/8” 

 

    35-09 

 Backing  

 plate

 

35-131 

   Swivel base, 2-1/4” base, 

   3/16” pin

Swivel connections 

54-01 3/16” pin 

54-02 1/4” pin 

54-15 5/16” pin

Item Length
51-10 24”
51-11 30”
51-12 36”
51-13 42”

D1 D2 D3 S

21-03 delrin 1” 11/32” 5/16” 3/8”

21-15 ball bearing 1-1/16” 13/64” 3/8” 9/16”

21-19 ball bearing 2-1/4” 11/32” 7/16” 23/32”

21-30 aluminum 1” 11/32” 3/32” 1/4”

21-31 aluminum 1” 11/32” 5/32” 3/8”

21-33 aluminum 1-9/16” 11/32” 3/16” 13/32”

Replacement sheaves

Sheave 

diameter

Hole 

diameter

max 

Line

Sheave 

width
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Roller Furling Systems

Snapfurl Headsail Reefing and Furling System 

Snapfurl represents the latest in quality Schaefer design and engineer-

ing.  Intended for daysailers and small cruising boats to approximately 

24’.  Snapfurl is simple to install, handsome and it offers many of the 

features employed in the larger headsail furling systems, including 

open Torlon ball bearing races for smooth, effortless operation.    

Long fiber reinforced injection molded components make Snapfurl 

unique, while giving it incredible strength and lightness.  The efficient 

round foil snaps quickly and easily around your boat’s existing head-

stay, without the need for special tools or modifications to the rig.  

Snapfurl makes it easy to be sailing in no time.  

* Two piece interlocking PVC “Geon” Extrusion 
*Upper bearing swivel with two races of torlon bearings 
* Elegant stainless sail feeder with captive fasteners.  
* Open drum design with stainless cage. 
*Single piece torque tube and drum of high strength,  
  long grain nylon composite with UV inhibitors.  
*Furling and reefing capabilities. 

Item Boat Size Wire Dia. Pin Dia. System 
Length

CF500 to 24’
1/8”, 5/32”, 

3/16”

1/4”, 5/16” 

3/8”
31’1”

CF700 24’ -28’ 3/16”, 7/32” 3/8”, 7/16” 38’

 

  CF500-22 

  CF700-22 

  Optional stainless steel fairlead  

  arm for Snapfurl.  Features mounted  

  bullseye for applications on boats that 

  may not have bow pulpits.  
   
  CF500-EXT - Replacement Extrusion only 
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Schaefer Free Furling 

     Convenient and reliable “free-furling” allows you to quickly set or furl your jib or staysail without 

leaving the safety of the cockpit.  The sail furls and unfurls on its own luff wire and is easily removed 

for use on trailerable boats or for light air staysails and gennakers on larger boats. 

     These lightweight swivels utilize clean anodized, marine grade aluminum and contain Hi-Load Torlon 

bearings to ensure smooth and reliable performance.  Precision computer machined races maximize bear-

ing contact area for ultimate strength and durability under load providing you with safe and easy furling.  

Item Desc. Boat Size 
(jib)

Boat Size 
(stay sail) Max Wire Pin Dia Max LP* Max Luff Line 

Capacity
Free Furl 

Load SWL

350-01 upper swivel 14’-19’ n/a 1/8” 1/4” 10’6’ 30’ n/a 550lbs 800lbs

350-02 furling drum 14’-19’ n/a 1/8” 1/4” 10’6’ 30’ 11’, 5/32” 550lbs 800lbs

350-00 kit w/ line 14’-19’ n/a 1/8” 1/4” 10’6’ 30’ 30’, 5/32” 550lbs 800lbs

*length perpendicular to headstay

Jib Pre-Feeder 

Compatible with all systems, 

our pre-feeder is helpful if you 

intend to change sails often.  

Aligns your Luff tape before it 

enters into the stainless steel 

feeder. 

 

76-30 

Mainsail Prefeeder 

Constructed of Stainless Steel 

and Bronze, Max Luff tape 

1/4”, 1/2” Bolt rope. 2-5/16” 

LOA, 2” width, 4oz. 

 

1205-11 

Pre-feeder 
Forged aluminum opening pre-

feeder. Works with #5 and #6 

luff tapes. Allows quick 

engagement of your luff tape at 

anytime. 

            45-06           

Furling and Sail Accessories
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Furler Statistics
SYSTEM SNAPFURL FOR BOATS 
The smallest of our over-the-headstay systems utilizing torlon bearing races, composite torque  

tube and two-piece snap together interlocking high-grade PVC extrusion.  Offers light weight,  

high strength and smooth operation with very easy installation. 

 
 
 
 
 
 
 

SYSTEM  1100 FOR BOATS 27’ to 31’ 
Built in options in System 1100 allow for performance sailing: racing or cruising. 

Open, split drum makes conversion to full hoist headsails a snap.  Round, twin groove 

extrusions allow for easy sail changes, or carrying dual wing-on-wing headsails downwind. 
System Length:     43’  provided system length 
Extrusions:           (6) 6’ round, twin groove accepts #6 luff tape 
Bearings:             3/8” Torlon 38 in double race upper swivel, 38 in double race drum 
Drum Design:      Open/split 3-1/8” dia. 
Line Capacity:     50’  1/4”, 38’  5/16” 
SYSTEM  2100 FOR BOATS 30’ to 42’ 
Designed to perform, built to last, System 2100 builds upon our 1100 System features with a robust  

bearing package for low friction, low maintenance furling for larger cruising boats.  126 tough  

Torlon bearings ride in specially shaped round races for maximum contact area, and require no lubrication. 
System Length:     49’ 3”  provided system length 
Extrusions:           (7) 6’ round, twin groove accepts #6 luff tape 
Bearings:             3/8” Torlon 63 in triple race upper swivel, 63 in triple race drum 
Drum Design:      Open/split 3-1/2” dia. 
Line Capacity:     70’  5/16”, 50’  7/16” 
SYSTEM  3100 FOR BOATS 41’ to 55’ 
Large diameter drum in System 3100 increased the power to reef large headsails in heavy winds. Low- 

friction bearing inserts eliminate metal to metal headstay contact for less noise and easier turning.   

Stainless heli-coil inserts insure that you’ll be able to take the furler apart, even after years in salt water. 
System Length:     64’ 7.5”  provided system length 
Extrusions:           (8) 7’ round, twin groove accepts #6 luff tape 
Bearings:             3/8” Torlon 75 in triple race upper swivel, 75 in triple race drum 
Drum Design:      Open/split 4-3/8” dia. 
Line Capacity:     90’  3/8”, 65’  7/16” 
SYSTEM  4100 FOR BOATS 54’ to 65’ 
Our largest furler, System 4100 has the engineered-in strength to handle nearly the heaviest 

furling loads.  Huge, 1/2” Torlon bearings are combined with a powerful, large diameter  

drum to provide efficient, rugged furling for the largest headsails.  This tough, winchable  

design is an affordable alternative to the high costs associated with hydraulic or electric systems. 
System Length:     78’ 9”  provided system length 
Extrusions:           (10) 7’ round, twin groove accepts #6 luff tape 
Bearings:             31/2” Torlon 78 in triple race upper swivel, 60 in triple race drum 
Drum Design:      Open/split 6” dia. 
Line Capacity:     130’  7/16”, 98’  1/2” 

CF500 
System Length:     31’ 1” 
Extrusions:           One length, single groove accepts #5 luff tape 
Bearings:             3/8” Torlon (30) in double race upper swivel.       

           1/4” (40) in double race drum 
Drum Design:      Open, 2” dia. 
Line Capacity:     25’  1/4”, 19’  5/16” 

CF700 
System Length:     35’ 11-1/4” 
Extrusions:           One length, single groove accepts #6 luff tape 
Bearings:             3/8” Torlon (38) in double race upper swivel.       

           (18) in single race drum 
Drum Design:      Open, 2” dia. 
Line Capacity:     40’  1/4”, 30’  5/16” 
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Which Furling System is Right for YOU? 
Use this easy chart to determine which furling system is best for your boat!  All Schaefer Furling Systems  

are easily adaptable to Rod headstays.  Extrusions can be installed after rod is shortened and re-headed. 

Remember! The Schaefer Furling System is complete and allows you to use your existing headstay! 

Item Boat Size Wire Dia. Pin Dia. Rod Size System 
Length

1100-01 27’-31’ 3/16” 3/8” 4 43’

1100-02 27’-31’ 7/32” 7/16” 6 43’

1100-03 27’-31’ 1/4” 1/2” 8 43’

1100-04 27’-31’ 9/32” 1/2” 10 43’

2100-01 30’-42’ 1/4” 1/2” 8 49’3”

2100-02 30’-42’ 9/32” 1/2” 10 49’3”

2100-03 30’-42’ 5/16” 5/8” 12 49’3”

2100-04 30’-42’ 3/8” 5/8” 17 49’3”

3100-01 41’-55’ 5/16” 5/8” 12 64’7-1/2”

3100-02 41’-55’ 3/8” 5/8” 17 64’7-1/2”

3100-03 41’-55’ 7/16” 3/4” 22 64’7-1/2”

4100-01 54’-65’ 7/16” 3/4” 22 78’9-1/4”

4100-02 54’-65’ 1/2” 7/8” 30 78’9-1/4”

4100-03 54’-65’ 9/16” 7/8” 40 78’9-1/4”

*Boat sizes are approximate for typical wire/pin combinations. 

*Wire size and pin diameter are the critical measurements for sizing/ordering  dimensions
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*3/4” x 66ft

Tuff Luff Aero is a major evolution of slotted headstay systems. The aerodynamic shape provides at 

least 9% more lift. Faster wind reattachment to the sail with less turbulence is also a benefit of the tear 

drop shape.  If you have the need for speed....this is the product for you!   

Feeder  Top cap Extrusion

complete kit 1205-36 1205-46 1706-46 1706-59 2206-59

extrusion only 1205-36-EXT 1205-46-EXT 1706-46-EXT 1706-59-EXT —

extrusion length 36ft 46ft 46ft 59ft 59ft

max head stay 40ft 50ft 50ft 63ft 63ft

max wire 1/4” 1/4” 5/16” 5/16” 3/8”

max rod -10 -10 -17 -17 -22

luff tape* 1205-05 1205-05 #6 #6 #6

extrusion weight 0.11 lbs/ft 0.11 lbs/ft 0.17 lbs/ft 0.17 lbs/ft 0.24 lbs/ft

top cap 1205-13 1205-13 -- -- —

feeder 1205-02 1205-02 -- -- —

spacer tube** -- -- 2206-03 44” 2206-03 44” 2206-03 44”

dimensional weight 19 lbs 19 lbs 19 lbs 19 lbs 23 lbs

ship weight 8 lbs 10 lbs 12 lbs 13 lbs 18 lbs

Pre-Feeder 

45-06 

Maxi Pre-Feeder 

1205-12

**2206-04   4” spacer tube

Tuff Luff Wear Tape 

TL-154  replaces 1205-10 / 1706-10 

TL-205  replaces 2206-10 / 4807-10 

TL-306  replaces 6608-10 / 7608-10

Battslide Mainsail System 
works on mainsails with both full and regular length battens, on boats rang-

ing from 20 - 200ft and on your existing spar. 

 

Batten Box     Batton Receptacles      

1500-10  10mm       301-10 10mm nose     

1900-10  10mm     for round batton          

1900-12  12mm       301-12 12mm nose      

1900-BR                 for round batton          

                

    

 

2206-72

—

72ft

76ft

3/8”

-22

#6

0.24lbs/ft

—

—

2206-03 44”

23lbs

23lbs
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Item Stanchion 
Dia.

Cheek/ 
Sheave Sheave Dia. Max Line L W T SWL

300-34 1”
stainless/  

delrin
1-7/16” 1/2” 2-25/32” 2-1/4” 3/4” 1000lbs

300-35 1”
stainless/ 

delrin
1-7/16” 1/2” 4-11/32” 1-9/16” 3/4” 1000lbs

500-35 1-1/4”
stainless/ 

delrin
2” 1/2” 4-3/4” 1-1/8” 3/4” 750lbs

Excellent for leading your furling line aft along stanchion 

bases to cockpit.  Contoured base and stainless brackets 

allow for easy, secure installation.  Spring mounted pulpit 

version adjusts to varying drum angles for the final lead into 

furling system.  Ball bearing delrin sheaves provide low  

friction for up to 1/2” furling line.

   Clamp on Stanchion Blocks

Item Stanchion 
Dia.

Cheek/ 
Sheave Sheave Dia. Max Line L W SWL

506-44 1”
stainless/ 

delrin
2-3/8” 1/2” 3-1/8” 1-1/8” 750lbs

706-44 1-1/4”
stainless/ 

alum.
2-7/8” 5/8” 3-5/8” 1-1/8” 850lbs

   Clear Step Stanchion Blocks

Item Desc. Mast Radius Const. Sheave Dia Max line L W T SWL

78-74
halyard 

restrainer
1-3/8” stainless n/a 3/8” 7/8” 1-3/16” -- 750lbs

78-75
halyard 

restrainer
3” stainless n/a 5/8” 2” 2-3/4” 1-1/2” 2000lbs

32-80
restrainer 

block
3” aluminum 1-7/16” 1/2” 2-5/16” 1-1/4” 1-5/8” 2000lbs

   Halyard Restrainers

300-34   300-35

This unique design leads your furling control line outside of 

your stanchions for a clean lead aft to the cockpit.  Clears 

deck areas of excess lines to protect  your sails and crew. 

 

 

506-44

Help avoid halyard wrap with the addition  

of a Schaefer halyard restrainer.  Some  

installations may require lead angle to be 

 modified.

78-75   32-80
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Single with Lashing Eye 

 

01-02

Single Swivel Eye 

 

01-07

Single with Lashing  

Eye and becket 

01-12

Designed and developed with the same care and innovation given to our successful larger block series.  Each block 

is constructed of tumbled and polished stainless steel.  Self-lubricating high impact delrin sheaves turn on polished, 

stainless spacers to function with a minimum of friction, even under heavy loading. 

  1 series Blocks

Single with Lashing Eye 

        

02-02

Single with Swivel Eye 

 

02-07

Double Sheave Front/ 

Side Shackle with 

Becket 

02-33

Single Sheave Front/ 

Side Shackle 

 

02-03

Double Sheave  

 

      02-24  Upset Shackle 

Single Sheave with 

Swivel 
 

02-05 

200-05

  2 series Blocks
The same strength and control available to the daysailor and one-design skipper, makes this extensive selection of strong, 

high quality fittings also ideal as control blocks on larger racing boats.  The near friction-free ball bearing version with dou-

ble race sheaves make them perfect in such applications as small cunningham, barberhauler, vang, outhaul, backstay and 

traveler control blocks.  Cheeks are constructed of tumbled and polished stainless steel for maximum resistance to corrosion 

and cracking common to other plastic designs.  Sheaves are made of tough, high impact delrin and turn on polished stainless 

steel spacers that prevent the cheeks from squeezing and binding the sheave, even under heavy loads.  Lightweight and 

strong, its little wonder why Schaefer should be your choice for lasting, durable, control. 

Block Legend: 
stainless cheeks, white delrin sheave 

 
anodized black cheeks, white  
delrin sheave 
 
ball bearing, stainless cheeks, delrin 
sheave

Common Specs

sheave dia.          3/4” 

sheave width  11-/32” 

max line dia       1/4” 

pin dia              3/16” 

SWL               750lbs 

Replacement Sheaves

 

62-020-01 

Common Specs

sheave dia.     1-1/16” 

sheave width       3/8” 

max line dia      5/16” 

pin dia              3/16” 

SWL               900lbs 

SWL ball bearing 500lbs 

Replacement Sheaves

 62-020-02 

62-214ball bearing 
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Series 3 Blocks offer strong, high quality metal construction built to take the bumps and bruises associated with running  

rigging, mounted near the deck or spars.  Excellent for use on high performance racing dinghies, daysailors, small cruisers 

and control line applications on larger boats.  The marine environment demands a block that performs, with quality that 

lasts.  Schaefer’s metal construction provides the strength you need with the lasting value you expect.  Compare our strength 

and quality to the competition!

Single Sheave with 

Lashing Eye  

 

       03-02 

       300-02

Single Sheave with 

Swivel Eye 

 

       03-07

Single Sheave with  

Upset Shackle 

 

       03-04

Single Sheave with Front/ 

Side Shackle 

 

         03-03 

         303-03

Single Sheave with 

Front/Side Shackle 

and Becket 

 

         303-13

Single Sheave with  

Swivel and 

Shackle 
 

         03-05 

         303-05     

         300-05

Single Sheave 

with Swivel 

Shackle and 

Becket 

         03-15 

         303-15

Double Sheave 

with Front/Side 

Shackle 

          

         303-23

Double Sheave with  

Front/Side 

Shackle and 

Becket 

 

          303-33

Fiddle Block 

with Front/Side 

Shackle 

 

          303-43

Fiddle Block with 

Front/Side 

Shackle 

and Becket 

 

         303-53

Fiddle Block 

with Swivel 

Shackle 

 

         303-45

Fiddle Block 

with Swivel 

Shackle and  

Becket 

         303-55

Fiddle Block with  

Swivel Shackle, 

Cam Cleat and 

Becket 

 

          303-85 

Block Legend: 
stainless cheeks, white delrin sheave 

 
anodized black cheeks, white  
delrin sheave 
 
ball bearing, stainless cheeks, delrin 
sheave

  3 series Blocks

Common Specs

sheave dia.     1-1/16” 

sheave width       3/8” 

max line dia      5/16” 

pin dia              3/16” 

SWL               900lbs 

SWL ball bearing 500lbs 

Replacement Sheaves

 62-020-02 

62-214ball bearing 
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5 Series Blocks offer small to medium sized racing and cruising yachts an extremely high strength/weight ratio and oversized 

sheet capacity.  Their strength and styling have also made them popular for medium duty use on bigger yachts teaming up with 

our larger series Blocks.  Our versatile Head design has a three-way built-in locking feature and accepts multiple “universal” 

adapters for custom mounting.  Combined with brilliant Stainless Steel or tough, hardcoat  Anodized Aluminum Cheeks with 

UV protected Delrin or Delrin Ball Bearing Sheaves, 5 Series Blocks provide extreme durability and versatility. 

Single Swivel Block 
can also be locked in place! 

 

505-05 

504-05 

506-05 
504-06 

           aluminum 
                sheave

Double Sheave  

Swivel Block 

 

505-25 

504-25

Triple Sheave 

Swivel Block 

 

505-90 

 

506-90

Single Block  

With Swivel 

and Becket 

 

505-15 

504-15 

506-15

Double Sheave Block 

With Swivel and 

Becket 

 

505-35 

504-35

Triple Sheave 

Block with Swivel, 

Adjustable 

Cam Cleat and 

Becket 

 

506-93

T-Track Slider 
Allows 5 series blocks  

to be mounted on 1”  

Schaefer T Track 

 

 

504-73

Upset Shackle 
Allows two 5 Series 

blocks to be mounted  

head to head, or allows  

1 5 series block to be 

mounted on a tang 

 

78-50

Deck Plate 
Provides removable 

stand up, swivel deck  

mount. 

 

 

504-02

Block Legend: 
stainless cheeks, white delrin sheave 

 
anodized black cheeks, white  
delrin sheave 
 
ball bearing, stainless cheeks, delrin 
sheave

  5 series Blocks

Common Specs

sheave dia.            2” 

sheave width     9/16” 

max line dia        1/2” 

pin dia                1/4” 

SWL             1750lbs 

SWLball bearing 1500lbs 

Replacement Sheaves

 See page 

407
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Replacement Sheaves

 See page 

407

Swivel Fiddle Block 

 

505-45 

504-45 

506-45 

Swivel Fiddle Block 

with Becket 

505-55 

504-55

 

Swivel Fiddle Block with  

Adjustable Cam Cleat and  

Becket 

505-76 

504-76 

506-76

Swivel Fiddle Block with 

Cam Cleat and Becket 

505-75 

504-75 

506-75

Block Legend: 
stainless cheeks, white delrin sheave 

 
anodized black cheeks, white  
delrin sheave 
 
ball bearing, stainless cheeks, delrin 
sheave

  5 series Blocks

Common Specs

sheave dia.            2” 

sheave width     9/16” 

max line dia        1/2” 

pin dia                1/4” 

SWL             1750lbs 

SWLball bearing 1500lbs 
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7 Series Blocks offer medium sized racing and cruising Yachts Delrin and Delrin Ball Bearing Sheave Blocks wtih some of the 

highest performance statistics.  Schaefer’s safe working load figures are often twice as strong as some competitors’ designs.  Highly 

polished Stainless or Tough Hardcoat Anodized Aluminum, Cheeks are reinforced with large, Stainless Steel V-Straps and head 

Posts.  This robust yet lightweight construction produces an exceptionally strong Block built to work harder and last longer than 

other plastic designs.  7 Series offer the three way Head design allowing these versatile Blocks to be used in many applications.

Single Swivel Block 
can also be locked in place! 

 

705-05 

704-05 

706-05 
704-06 

           aluminum 
                sheave

Double Sheave  

Swivel Block 

 

705-25 

704-25 

706-25

Triple Sheave 

Swivel Block 

 

705-94 

704-94 

706-94

Single Block  

With Swivel 

and Becket 

 

705-15 

704-15 

706-15

Double Sheave Block 

With Swivel and 

Becket 

 

705-35 

704-35 

706-35

Triple Sheave Block 

with Swivel and  

Adjustable Cam 

Cleat 

 

705-95 

Triple Sheave Block 

with Swivel, 

Adjustable 

Cam Cleat and 

Becket 

 

705-98 

704-98

T-Track Slider 
Allows 7 series blocks  

to be mounted on 1”  

Schaefer T Track 

 

 

704-73

Deck Plate 
Provides removable 

stand up, swivel deck  

mount. 

3-3/8” dia 

1-11/16” c/c 

 

704-02

Block Legend: 
stainless cheeks, white delrin sheave 

 
anodized black cheeks, white  
delrin sheave 
 
ball bearing, stainless cheeks, delrin 
sheave

  7 series Blocks

Common Specs

sheave dia.            2” 

sheave width     9/16” 

max line dia        1/2” 

pin dia                1/4” 

SWL             1750lbs 

SWLball bearing 1500lbs 

Replacement Sheaves

 See page 

407
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Swivel Fiddle Block 

 

705-45 

704-45 

706-45 

Swivel Fiddle Block 

with Becket 

705-55 

704-55 

706-55

Swivel Fiddle Block with 

Cam Cleat and Becket 

705-75 

704-75 

706-75

Isomat Collar Block 

 

705-20

 

Block Legend: 
stainless cheeks, white delrin sheave 

 
anodized black cheeks, white  
delrin sheave 
 
ball bearing, stainless cheeks, delrin 
sheave

  7 series Blocks

Common Specs

sheave dia.       2-3/8” 

sheave width       3/4” 

max line dia      9/16” 

pin dia                1/4” 

SWL             2250lbs 

SWLball bearing 1700lbs 

Replacement Sheaves

 See page 

407

*Blocks aloft may be out of sight but like all hardware, must be 

 inspected periodically to ensure a safe and properly functioning rigging system. 

 

*Blocks and rigging should never be put away wet or after being immersed in salt water. 

 

*Fresh water rinsing and cleaning is an important maintenance to prolong  

proper functioning and usable life of equipment.

Schaefer Tech Tips!
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Single Swivel 
Block 
can also be locked 
in place! 

 

        10-15-UC 

Single  Block 
 

 

        10-05 

        10-05-UC

  10 series Blocks

Common Specs

sheave dia.       3-1/4” 

sheave width    13/16” 

max line dia        5/8” 

pin dia               3/8” 

SWL             3750lbs 

Replacement Sheaves

 See page 

407

Wire Blocks

Item Desc./ 
Sheave

Sheave  
Dia. Max Wire Pin Dia. SWL

33-03 wire/bronze 1-1/16” 1/8” 3/16” 900lbs

33-05 wire/alum 2” 3/16” 1/4” 1750lbs

Narrow Heads and Sheaves incorporate a full radius score 

to provide support to the rated 

wire size.  Excellent for many 

uses, Stainless Cheeks offer high 

abrasion and chafe resistance 

and swing open to accept 

swaged or nico pressed wires.

Item Sheave Sheave Dia. Max Line Pin Dia. L W T SWL

504-38 Delrin 2” 7/16” 1/4” 3-3/32” 2-1/8” 13/16” 1750lbs

705-38 Alum 2-3/8” 9/16” 1/4” 3-23/32” 2-1/2” 1” 2250lbs

704-38 Delrin 2-3/8” 9/16” 1/4” 3-23/32” 2-1/2” 1” 2250lbs

Utility Blocks
Removable ferrule head allows these low profile blocks to be mounted anywhere for extremely low line 

leads.  Use wherever regular shackle head design may interfere with line leads.  Offered in brilliant stain-

less, or tough hardcoat anodized versions with Delrin or Aluminum Sheaves. 
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  Halyard Lift Blocks

Item Sheave Sheave Dia. Max line L W H Fasteners C/C SWL

02-50 Delrin 1-1/16” 5/16” 1-19/32” 1-13/32” 1-11/16”
(4) 

#10 RH
1” 900lbs

03-50 Delrin 1-7/16” 7/16” 1-3/4” 1-5/8” 1-31/32”
(4) 

#10 RH
1-5/32” 1000lbs

303-50 Delrin 1-7/16” 7/16” 1-3/4” 1-5/8” 1-31/32”
(4) 

#10 RH
1-5/32” 1000lbs

504-60 Delrin 2” 7/16” 2-9/32” 1-15/16” 2-9/16”
(4) 

#10 RH
1-21/32” 1750lbs

704-60 Delrin 2-3/8” 5/8” 2-9/16” 2-11/32” 3-3/16”
(4) 

1/4” RH
1-15/16” 2250lbs

Leads external halyards, topping lifts and control line aft from mast base.  Block is mounted to bisect  

halyard load angle for maximum tensile strength.  Delrin sheaves, for line halyards, contain UV inhibiting 

additives to protect sheave from the damaging ultraviolet rays of the sun.  Aluminum sheaves accommodate 

both line and wire, providing a gentle surface for line and full wire support to prevent flattening.

Over the Top Blocks

Item Sheave Sheave Dia. Max line L W H Fasteners C/C SWL

300-40 Single 7/16” 1/2” 2-11/32” 2” 1-13/32”
(6) 

#10 RH
1-25/32” 650lbs

300-41 Double 7/16” 1/2” 2-11/32” 2-11/16” 1-13/32”
(6) 

#10 RH
1-25/32” 650lbs

300-42 Triple 7/16” 1/2” 2-11/32” 3-3/8” 1-13/32”
(6) 

#10 RH
1-25/32” 650lbs

506-40 Single 2” 1/2” 2-7/8” 2-1/16” 2”
(6) 

#10 RH
2-5/16” 1000lbs

506-41 Double 2” 1/2” 2-7/8” 2-3/16” 2”
(6) 

#10 RH
2-5/16” 1000lbs

706-40 Single 2-3/8” 5/8” 3-3/8” 2-1/4” 2-5/16”
(6) 

#10 RH
2-13/16” 1200lbs

706-41 Double 2-3/8” 5/8” 3-3/8” 3-5/32” 2-5/16”
(6) 

#10 RH
2-13/16” 1200lbs

Designed for bringing control lines over the forward edge of cabin houses, coamings, or rails.  Ball Bearing 

sheaves provide low friction support for lines that need to be bridged or lifted for a clean lead. Delrin 

sheaves, for line halyards, contain UV inhibiting additives to protect sheave from the damaging ultraviolet 

rays of the sun.  Ball Bearing means free running control lines!

 Exit Boxes

Item Sheave Sheave Dia. Halyard fits opening fasteners SWL

34-35 Single 2” 1/2”
2-5/8” x  

13/16”

(6) 

#10 RH
2250lbs

34-36 Double 2” 1/2”
2-5/8” x  

1-1/2”

(6) 

#10 RH
2250lbs

34-32 Single 2-3/8” 5/8” 3” x 1”
(6) 

#10 RH
2250lbs

For more complex Halyard, reefing line, or outhaul configurations, Exit Boxes bring internally rigged lines out of the mast or boom 

to the base of the spar or deck.  This high strength, stainless design is fabricated with flared face plates to fit curved spars with an 

approximate 3” radius.  Hardcoat anodized sheaves accommodate line or wire and 

ride on strong stainless spacers to handle high static halyard and reefing loads.
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Stainless Exit Plates

Item Desc. Halyard Size Mast Slot 
Opening Fasteners

34-46 Flat 1/2”
2-1/4” x 

13/16”

(4) 

#10RH

34-48 Flat 3/4” 3-1/4” x 1”
(4) 

#10RH

34-49 Curved 3/4” 3-1/4” x 1”
(4) 

#10RH

If you need an “easy out” for your Halyards or Boom control lines, here’s a low cost and 

efficient idea.  Better than an exit slot, these stainless steel exit plates  provide a smooth 

flow that eliminates chafing and  

line wear.  

Hinged Fairlead Blocks

Item Sheave Sheave Dia. Max Line Fasteners C/C SWL

300-32 ball bearing 1-7/16” 1/2” (2) #10 RH 1-3/4” 1000lbs

506-32 ball bearing 2” 1/2”
(2) 1/4” 

RH 
2-1/8” 1000lbs

32-17 aluminum 2-3/8” 3/8”
(4) 1/4” 

RH
3-15/16” 3000lbs

Designed to be mounted on spars or on deck, this low lead 

“hinged” block adjusts to variable halyard and control line 

angles to provide a proper lead.  Narrow base plate allows 

mounting numerous blocks for multiple halyard or control leads. 

Fixed Fairlead Blocks

Item Sheave Sheave Dia. Max Line Fasteners C/C SWL

300-31 ball bearing 1-7/16” 1/2” (2) #10 RH 1-3/4” 1000lbs

506-31 ball bearing 2” 1/2”
(2) 1/4” 

RH 
2-1/4” 1000lbs

Extremely low profile keeps control lines and halyards close to the deck.  Cheeks are  

constructed of tumbled and polished stainless steel for maximum resistance to corrosion and 

cracking common to other  plastic designs.  Visible, open race bearing design allows salt, dirt 

and debris to be easily flushed out for easy maintenance. 
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Stand Up Swivel Blocks

Item SS Item Alum. Item Ball 
Bearing Sheave Dia. Max line Base Dia. H Fasteners C/C SWL

02-62* -- -- 1-1/16” 5/16” 2” 3-5/32”
(4) 

#10 RH
1-1/32” 900lbs

03-62* 303-62* 300-62* 1-7/16” 1/2” 2” 3-17/32”
(4) 

#10 RH
1-1/32” 1000lbs

505-62 504-62 2” 1/2” 2-7/8” 4-1/32”
(4) 

#10 RH
1-13/32” 1750lbs

705-62** 704-62** 706-62** 2-3/8” 9/16” 3-3/8” 4-25/32” (4) 1-11/16” 2250lbs

Excellent for fixed position fairleads.  Block swivels 360D, tilts in all directions, and is supported 

by a heavy gauge stainless spring to prevent deck contact.  Large diameter, stainless base plate 

helps distribute loads to a larger deck surface area than competitors’ smaller designs, and includes 

plastic base pad for easy deck mounting.   Backing plates available for all stand-up blocks. 

 **Backing Plate 97-49

Deck Organizers

Item SS Item Alum. Desc Sheave 
Dia. Max line L W Height Fasteners C/C SWL

-- 303-80 double 1-7/16” 1/2” 4-11/32” 1-7/17” 25/32”
(2) 

1/4” RH
1-5/8” 1250lbs

-- 303-81 triple 1-7/16” 1/2” 5-31/32” 1-7/16” 25/32”
(3) 

1/4” RH
1-5/8” 1250lbs

505-80 504-80 double 2” 1/2” 5-25/32” 2” 13/16”
(2) 

1/4” RH
2-1/4” 1950lbs

505-81 504-81 triple 2” 1/2” 7-31/32” 2” 13/16”
(3) 

1/4” RH
2-1/4” 1950lbs

-- 504-30 quad/stacked 2” 1/2” 5-25/32” 2” 1-1/2”
(2) 

1/4” RH
2-1/4” 1950lbs

-- 504-31 six/stacked 2” 1/2” 7-31/32” 2” 1-1/2”
(3) 

1/4” RH
2-1/4” 1950lbs

705-80 704-80 double 2-3/8” 5/8” 6-31/32” 2-3/8” 1”
(2) 

5/16” RH
2-3/4” 3000lbs

705-81 704-81 triple 2-3/8” 5/8” 9-23/32” 2-3/8” 1”
(3) 

5/16”” RH
2-3/4” 3000lbs

-- 704-30 quad/stacked 2-3/8” 5/8” 7” 2-3/8” 1-29/32”
(2) 

5/16” RH
2-3/4” 3000lbs

-- 704-31 six/stacked 2-3/8” 5/8” 9-3/4” 2-3/8” 1-29/32”
(3) 

5/16” RH
2-3/4” 3000lbs

Help organize your lines, and your crew by bringing halyards and control lines within 

the reach and security of the cockpit.  These low profile, high strength organizers 

maximize deck space by allowing you to run multiple halyards and control lines aft 

from the mast to stoppers or winches for quick, easy adjustment.
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Curved Base Cheek Blocks

Item SS Item Alum. Item Ball 
Bearing

Sheave 
Dia. Max line L W H Fasteners C/C SWL

30-04 -- -- 1-1/16” 5/16” 3-1/2” 1” 21/32”
(4) 

#10 RH
3” 900lbs

03-30 303-30 300-30 1-7/16” 1/2” 3-11/16” 1” 3/4”
(4) 

#10 RH
3-3/16” 1000lbs

Unique curved base fits up to 2” dia. spar section for easy mounting.  

 Excellent for control line leads on dinghies and small daysailors.  

Flat Base Cheek Blocks

Item SS Item 
Alum.

Item Ball 
Bearing Sheave Sheave 

Dia. Max Line L W H Fasteners C/C SWL

30-27 303-09 300-09
Delrin 

1-7/16” 1/2” 2-7/8” 1-3/4” 3/4”
(4) 

#10 RH
2-3/8” 1000lbs

-- 303-29 -- Delrin 1-7/16” 1/2” 2-7/8” 1-3/4” 1-7/16”
(4) 

#10 RH
2-3/8” 1000lbs

505-11 504-11 506-11 Delrin 2” 1/2” 3-5/8” 2-7/32” 7/8”
(4) 

#10 RH
3” 1750lbs

505-10 504-10 -- Aluminum 2” 1/2” 3-5/8” 2-7/32” 7/8”
(4) 

#10 RH
3” 1750lbs

505-28 504-28 --
Double/ 

Delrin
2” 1/2” 3-5/8” 2-7/32” 1-19/32”

(4) 

#10 RH
3” 1750lbs

705-11 704-11 706-11 Delrin 2-3/8” 5/8” 4-3/8” 2-3/4” 1”
(4) 

1/4” RH
3-5/8” 2250lbs

705-10 704-10 -- Aluminum 2-3/8” 5/8” 4-3/8” 2-3/4” 1”
(4) 

1/4” RH
3-5/8” 2250lbs

705-28 704-28 --
Double/ 

Delrin
2-3/8” 5/8” 4-3/8” 2-3/4” 1-29/32”

(4) 

1/4” RH
3-5/8” 2250lbs

Flat, stainless base plate distributes loads to a larger surface area than other 

designs that place loads on mounting bolts only.  Use on spars and deck to lead 

sheets, halyards, reefing gear, and any control requiring a strong, clean lead. 

Cheek Block Pad

Item Description Size

55-60 For use with 5 Series fits 2-1/2” - 6” diameter spar sections

55-61 For use with 7 Series fits 3” -7” diameter spar sections

Shaped to fit most common spar sections, these convenient pads allow 

quick and easy mounting on masts or booms.  Made of Schaefer Tuflite, 

a Urethane with the ability to withstand extreme compression loads and 

temperature ranges without distortion.  

SWL for 506-11:1500lbs, 706-11: 1700lbs 

SWL for top sheave of double version 303-29:200lbs, 504-28-505-8:350lbs, and 704-28/705-28: 500lbs
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Each track is extruded from marine grade, thick walled aluminum.  Our thick walled sections  

maintain dimensional stability and structural integrity better than thinner designs even when  

subjected to bending, twisting or compound curves.  Track is black hardcoat anodized for  

maximum corrosion resistance and is treated  with a teflon impregnation to extend the life of  

the coating  while reducing friction on the track surface.

 
Each wheel revolves effortlessly on a compliment of seven ‘captive’ stainless bearings. This cap-

tive wheel design with full radius races distributes bearing loads evenly to a greater surface con-

tact area than other plastic bearing designs to ensure smooth running. Schaefer’s cars can also be 

easily removed from the track for inspection or maintenance without loss of bearings.  Don’t try 

this with other systems unless you have a bucket ready to catch the bearings as they make a run 

for your scuppers.

Schaefer’s 1-1/8” Traveler System combines the finest materials and workmanship to bring you the toughest cars, 

track and control blocks available to boats between 20’ and 30’ with end boom sheeting.  With Schaefer, you know 

your Traveler is tough enough to withstand the sometimes unpredictable forces placed on your boat.

A Quick note on Schaefer Travelers

1-1/8” Traveler Systems

Item Desc. Length Width Height

42-74 track 4’ 1-1/8” 1-1/8”

42-75 track 5’ 1-1/8” 1-1/8”

42-76 track 6’ 1-1/8” 1-1/8”

74-90 track end -- -- --

74-94
adjustable 

stop
-- -- --

74-94

74-90

78-93 
Dead End Bail 
Attaches under lock nut on traveler 

car.  3/8” ID.

Old Style Track Ends 

 

 

74-90-O  -  1” Track 

 

74-91-O -  1-1/4” Track

Uses #10 Fasteners on 4” hole centers, countersunk  

to serve as additional stop pin holes.

1-1/8” Travelers
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Four Wheel Cars

72-32 

Four Wheel Car with Stainless Channel. 
Channel is 11/16” wide, 3/4” Deep, with a 1/4” pin 

Car is 3” L x 1-31/32” wide

72-36 

Four Wheel Car with Dual Sheave 
Accepts up to 5/16” Line, use with 74-23, 74-24 for  

3:1 purchase 

Car is 3” L x 1-31/32” wide

 Recommended for end boom sheeting on boats up to 27’.  

 Use with Schaefer  5 Series  blocks for typical mainsheets.  SWL 1500lbs

Six Wheel Cars

72-39 

Six Wheel Car with Stainless Channel. 
Channel is 11/16” wide, 7/8” Deep, with a 1/4” pin 

Car is 4-1/2” L x 1-31/32” wide

72-42 

Six Wheel Car with Dual Sheave 
Accepts up to 5/16” Line, use with 74-23, 74-24 for  

3:1 purchase 

Car is 4-1/2” L x 1-31/32” 

wide

 Recommended for end boom sheeting on boats up to 30’.  

 Use with Schaefer  7 Series  blocks for typical mainsheets.  SWL 2250lbs

Control Blocks

74-22 

Single Sheave 
Removable becket for pre-spliced line.  Use for 2:1 

purchase for remote leads.

74-25 

Double Sheave 
Removable becket for pre-spliced line.  Use with 

remote cleats or winch leads.

Double Sheave with Cam Cleat 
Adjustable mounting holes allow three cam posi-

tions.  Use with 72-36 or 72-42 for 3:1 purchase. 

74-23 - Port 

74-24 - Starboard

Provide clean, simple adjustment of control lines to minimize cockpit clutter .  

Up to 3:1 purchase  greatly reduces effort required to pull car to windward.

1-1/8” Travelers
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Combines the finest materials and workmanship to bring you the toughest cars, track and control blocks available 

to boats between 32’ and 34’ (depending on sheeting system).  With Schaefer, you know your Traveler is tough 

enough to withstand the sometimes unpredictable forces placed on your boat.

1-1/2” Traveler Systems

Item Desc. Length Width Height

42-84 track 4’ 1-1/2” 1-1/2”

42-85 track 5’ 1-1/2” 1-1/2”

42-86 track 6’ 1-1/2” 1-1/2”

74-91 track end -- -- --

74-95
adjustable 

stop
-- -- --

74-95

74-91

78-47 
7 Series Stand up  

Adapter 
Accepts round head post of 7 

series blocks. Use with 4 

wheel cars.

78-92 
Dead End Bail 
Attaches under lock nut on 

traveler car.  1/2” ID.

Uses 1/4” Fasteners on 4” hole centers, countersunk  

to serve as additional stop pin holes.

Item Desc. Length O/A Width O/A 
Height

42-94 track 4’ 3” 2-5/16”

42-95 track 5’ 3” 2-5/16”

42-96 track 6’ 3” 2-5/16”

74-93 track end -- -- --

74-95
adjustable 

stop
-- -- --

74-95

74-93

Stop pin holes drilled on 2” centres. Last three holes at each 

end are drilled for 1/4”  mounting fasteners.

“I” Beam Track

Bridge Track

1-1/2” Travelers
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74-77 

Single Sheave 
Removable becket for pre-spliced line.  

Use for 2:1 purchase for remote leads.

74-85 

Double Sheave 
Removable becket for pre-spliced line.  

Use with remote cleats or winch leads.

Double Sheave with Cam 

Cleat 
Adjustable mounting holes allow three 

cam positions.  Use with 72-36 or 72-

42 for 3:1 purchase. 

74-83 - Port 

74-84 - Starboard

Double Sheave Bridge 

Control 
Use with 72-92 for 4:1 or 72-89 for cus-

tom leads. 

74-86 - Port 

74-87 - Starboard

Four Wheel Cars

72-80 

Four Wheel Car with Stainless Channel. 
Channel is 1/2” wide, 3/4” Deep, with a 3/8” pin 

Car is 3-19/32” L x 2-17/32” 

wide

72-83 

Four Wheel Car with Dual Sheaves 
Accepts up to 5/16” Line, use with 74-83, 74-84 for  

3:1 purchase 

Car is 3-19/32” L x 2-17/32” 

wide

Recommended for end boom sheeting on boats up to 38’ and for mid boom 

sheeting on boats up to 32’. Use with Schaefer  7 or 8/9 Series  blocks for 

typical mainsheets.  SWL 1500lbs

Six Wheel Cars

72-76 

Six Wheel Car with Stainless 

Channel. 
Channel is 1-11/64” wide, 7/8” Deep, with a 3/8” 

pin.. Car is 5-13/32” L x 2-17/32” wide

72-78 

Six Wheel Car with Dual Sheaves 
Accepts up to 3/8” Line, use with 74-83, 74-84 for  

3:1 purchase.   Car is 5-13/32” L x 2-17/32” wide 

72-92 

Six Wheel Car w/Stacked Sheaves 
Accepts up to 3/8” Line, use with 74-83, 74-84 for  

4:1 purchase of (2) 74-85 for remote lead  or 74-86 

and 74-87 Car is 5-13/32” L x 2-17/32” wide 

 Recommended for end boom sheeting on boats up to 30’.  

 Use with Schaefer  7 Series  blocks for typical mainsheets.  SWL 2250lbs

Control Blocks
Provide clean, simple adjustment of control lines to minimize cockpit clutter .  

Up to 3:1 purchase  greatly reduces effort required to pull car to windward.

1-1/2” Travelers
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Schaefer’s 6061-T6 Aluminum T-Track incorporates a concave shaped riser that allows it to remain steady for spar mounting, 

or easily accept sealant for mounting to decks.  Available in durable, black hardcoat anodized, or clear anodized (silver), the 

colour of natural extruded aluminum. 

3/4”

Fasteners: Mounts with #10 FH machine screws

1”

Fasteners: Mounts with 1/4”FH machine screws

1-1/4”

Fasteners: Mounts with 5/16” FH machine screws

1-1/2”
Fasteners: Mounts with 3/8” FH machine screws

T- Track

Colour 2’ 4’ 6’ 8’ 10’

Black 40-32 40-34 40-36 40-38 40-40

Colour Available in 12’ Lengths Only

Black 41-12

Colour 2’ 4’ 6’ 8’ 10’ 12’

Silver  40-72-C 40-74-C 40-76-C 40-78-C 40-80-C 40-82-C

Black 40-72 40-74 40-76 40-78 40-80 40-82

Colour 2’ 4’ 6’ 8’ 10’ 12’

Silver 40-62-C 40-64-C 40-66-C 40-68-C 40-70-C 40-120-C

Black 40-62 40-64 40-66 40-68 40-70 40-120

3/4”

1/8”5/16”

7/16”

1/4”1/2”

7/8”

1-1/2”

11/16”

3/16”
7/16”

1-1/4”

1/2”

1/8”3/8”

1”

            Track Dimensions                                          Item Numbers                                                         End Stops

74-34

74-39

74-36

74-36-G

74-35

74-35-G

   

  Adjustable Screw 

  Pin Stop

   

73-36 

Jiffy Reef Slider  

for 1” ‘T’ Track 

 

 

 

73-37 

Jiffy Reef Block on Slide 

for  1”  ‘T’ Track

T- Track Accessories

Item Fits track

74-46 3/4”

74-48 1”

74-51 1-1/4”

74-52 1-1/2”
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T- Track Sliders
Schaefer lined track sliders use unique liners made of “slippery” 

polyethylene.  These liners provide  a low cost solution to the  

problems of metal to metal contact.  They glide virtually without 

detectable friction, yet handle up to 3500 lbs. of tension or  

compression load without deformation. 

Item Pin Style Fits Schaefer 
track:

for boats 
up to**: L W H Eye  

Width
Eye  

Height SWL***

72-46* Screw 3/4” 20’ 3” 1” 1-3/32” 9/16” 9/16” 750lbs

17-59 Spring 1” 27’ 3” 1-3/8” 1-3/32” 9/16” 9/16” 750lbs

72-49 Spring 1-1/4” 33’ 4” 1-11/16” 1-3/4” 1” 29/32” 2500lbs

73-52* Screw 1-1/2” 45’ 6” 1-27/32” 1-27/32” 2-3/16” 7/8” 5000lbs

* these items do not use slide liners 

**boat size recommendations are for typical genoa lead applications. 

*** SWL shown are for direct vertical pull; side loads will diminish these figures

Spinnaker Pole Sliders
Welded stainless steel spinnaker pole sliders are constructed with formed rings that are 

Heliarc Welded to the slide, designed to bend under conditions of extreme force rather than 

fail suddenly.  Investment cast sliders feature heavy-duty, highly detailed slide  

construction.

Item Description Track Ring ID Ring Stock L W H

73-32 Investment Cast 1” 1-3/16” 11/32” 3” 2-7/32” 2-7/16”

17-78* Welded / Towable 1” 2” 7/16” 5-5/16” 2-29/32” 3-1/4”

73-38* Welded 1” 1-1/4” 1/4” 3” 2-1/8” 2-5/16”

73-33 Investment Cast 1-1/4” 2” 7/16” 4-1/4” 2-7/8” 3-5/32”

17-84* Welded / Towable 1-1/4” 2” 7/16” 5-5/16” 2-29-32” 3-1/4”

17-87* Welded 1-1/4” 2” 7/16” 5-5/16” 2-29/32” 3-1/4”

*indicates lined slider

Mid-Rail Chock and Cleat
316 Stainless steel chock/cleat mounts on Genoa T-Track so you can 

place a cleat or chock where you want it.  Adjustable without the use of 

tools, this elegant cleat is ideal for spring lines, finders, tenders, or tying 

to a dock or other boat. 

Item for track 
size L ID Rope Size SWL

70-74 1” 6-1/2” 1-7/16” 1/2” 2500lbs

70-75 1-1/4” 7-1/2” 1-3/4” 5/8” 4500lbs
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Twin Sheet Lead Block
Feature an extra wide sheave that allows two sheets to be run through the cage at the same 

time.  This is an important feature when you need to change sails, allowing you to avoid sailing 

without a jib.  The new sail can be rigged and hoisted prior to lowering the original jib.  In 

addition to rigging flexibility, and faster sail changing, another major advantage is the low 

profile, wide lead angle provided to the winch.  Extra wide sheaves plus a 45 Degree tilt in 

either direction gives greater leeway in sheeting angles allowing winches to be mounted up to 

15 Degrees either side of the track. 

Item Silver Item Black Track Size for Boats 
up to: Sheave Dia Max Line L W H SWL

32-88 32-77 1” 27’ 1-1/2” (2) 1/2” 3-1/2” 1-11/32” 3-9/32” 2500lbs

32-98 32-97 1-1/4” 38’ 2” (2) 5/8” 4-1/2” 1-3/4” 4-1/2” 3500lbs

Spring Loaded Sheet Leads
Spring loaded swivel blocks offer a wide flexibility in sheeting angles allowing up to a 45 Degree 

lead variation to each side of the track.  Patented “spring cap” design prevents the blocks from  

hitting the deck when jib sheets flog while raising sails or tacking.  Choose brilliant stainless or 

hardcoat anodized aluminum cheeks.  Lined versions glide virtually without detectable friction,  

yet handle up to 3500 lbs. of tension or compression load without deformation. 

Item 
Stainless

Item 
Aluminum

for Track 
size

for boats 
up to Sheave Dia Max Line L W H SWL

03-72 303-72 3/4” 20’ 1-7/16” 7/16” 2-1/2” 21-32” 3-17/32” 1000lbs

03-86 303-86 1” 27’ 1-7/16” 7/16” 3” 1-1/4” 3-17/32” 1000lbs

505-82 504-82 1” 27’ 2” 1/2” 3” 1-1/4” 4-5/32” 1750lbs

705-92 704-92 1-1/4” 33’ 2-3/8” 9/16” 4” 1-9/16” 4-15/16” 2250lbs

Adjustable Lead Car Control System
All inclusive system includes lead cars, fiddle blocks, cam cleats, bull’s eye, line and  

shock cord. Polyethylene captive  slide liners reduce friction allowing adjustment in 

 changing conditions. Perfect for racers or cruisers who are interested in keeping the 

 lead angle correct. 

 

         17-20 - 3:1 kit for 1” Track 

17-60 - 4:1 kit for 1-1/4” Track 

 

     Replacement Lead Cars: 

                                                                                           17-28 - 1” track 

17-68 - 1-1/4” track
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Lazy Jack Kit

76-45 

 Small Reefing/ 

Cunningham Hook 

Stainless Steel for boats 

to 30ft, 

Rod diameter 1/4” 

99-63 

Lazy Jack kit for  30-36ft boats 

Features leather covered hardware to minimize 

chafe, under the boom fastening allows use of  

current mainsail cover without modifications. 

Mainsail luft 33 - 38” 

Boom foot  10-12ft 

14ft of vinyl coated wire 

75ft of 1/4” yacht braid

76-43 

Lazy Jack pull 

back hook

84-56 

Chainplate cover 

slot opening is 

 1-1/2 x 1/4” 

Slot Strip 

Flexible strip used for sealing the 

centre board or daggerboard slot 

on dinghies, catamarans and  

sailboards. 

 

HSS5030    50mm x 30m 

HSS7530    75mm x 30m 

HH 

Handi-Hangers are used in 

the cockpit or stern pulpit to 

organize line, fenders, life 

rings, hose etc. Use on 7/8" 

or 1" tubing, coated lifeline 
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Stainless Sail Track

Item Track Size Length Fastener 
Size

Fastener 
Spacing Track Stop End Stop

75-05-72 5/8” 6’ #6 RH 2-3/4” 74-45 74-05

75-05 5/8” 12’ #6 RH 2-3/4” 74-45 74-05

75-07-72 7/8” 6’ #8 RH 2-3/4” 74-42 74-02

75-07 7/8” 12’ #8 RH 2-3/4” 74-42 74-02

Constructed of 304 Stainless Steel. Use on masts or booms for  

high strength sail leads.

5/8” 7/8”

3/16” 7/32”

Schaefer Cam Cleats

Item Material Desc. Max Line Fasteners Fastener 
Spacing SWL

70-07 Aluminum
Fast Entry Cams,Die 

cast
1/4”

(2) 

#8 FH
1-1/16” 200lbs

70-17 Aluminum
Fast Entry Cams, Die 

cast
7/16”

(2) 

#10 FH
1-1/2” 300lbs

70-27 Aluminum
Fast Entry Cams, Die 

cast
5/8”

(2) 

1/4 FH
2-1/16” 500lbs

70-28 Stainless 
Cam with wire  

            fairlead
7/16”

(2) 

#10 RH
1-1/2” 500lbs

70-29 Stainless
Cam with eye strap 

fairlead
7/16”

(2) 

#10 RH
1-1/2” 500lbs

70-38 Stainless
Cam with wire 

fairlead
5/8”

(2) 

#10 FH
1-25/32” 500lbs

70-39 Stainless
Cam with eye strap 

fairlead
5/8”

(2) 

#10 FH
1-25/32” 500lbs

Schaefer’s “sure grip” cam cleats are made from investment cast stainless steel that won’t wear out or cor-

rode.  Computer designed flared jaws allow lines to drop in without pulling for quick engagement and 

release while the open top and removable fasteners allow flushing and disassembly for easy maintenance.

Boom Bails

Item Stock Dia. W D Fastener 

90-10 3/8” 2-1/4” 3-3/4” 3/8”

90-09 3/8” 2-3/4” 3-3/4” 3/8”

90-07 3/8” 3” 5” 3/8”

90-08 3/8” 3-3/4” 4” 3/8”

90-12 3/8” 5-3/4” 8-3/8” 3/8”

Our stainless bails are formed from type 304 stainless steel tumbled and polished to a high luster finish.  These 

forged bails are extremely strong, one peice units with no welding.  Choose from round or “deep V” 
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Item Pin Dia. Depth Width SWL

93-21 1/4” 1” 11/16” 1750lbs

Shackle Guards
Prevent snap shackles from jamming in spinnaker pole ends. Made of Schaefer Tufflite, an exceptionally strong, UV and corrosion 

resistant urethane.  Guards have four 1/8” holes for lashing to sheets or guys.  OD - 3”, ID - 1/2”  
 

45-50-R - Red 

45-50-G - Green 

 08-77 
Stainless Swivel Series 8 

Single Block   
Spring mounted, on 1”-12 threaded 

stainless steel plug.  

Height:4-5/8” 

SWL: 2750 lbs.   

Schaefer Stainless D Shackles
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Eye Straps and Deck Plates

Item Eye Width Eye Height L W Fasteners C/C SWL

78-68 5/8” 3/4” 2-3/8” 5/8”
(2) 

1/4” RH
1-3/4” 800lbs

High quality eye straps  

manufactured from type 304 stainless steel.

Item Eye Width Eye Height Eye Stock L W Fasteners C/C SWL Backing 
Plate

78-02* 3/8” 3/8” 3/16” 1-7/8” 5/8”
(2) 

#10 RH
1-5/16” 750lbs --

78-01 7/8” 7/8” 1/4” 3” 1”
(2) 

1/4” RH
2-3/16” 2500lbs —

78-03 1/2” 1/2” 3/16” 2” 5/8”
(2) 

#10 RH
1-7/16” 650lbs --

78-05 1/2” 1/2” 1/4” 2-1/4” 5/8”
(2) 

#10 RH
1-11/16” 750lbs --

78-25 1” 1” 5/16” 4-1/4” 1-1/4”
(2) 

3/8” RH
3-1/16” 3000lbs 78-26

Welded ring pad eyes are fabricated from 304 stainless steel rod with stamped bases

*78-02

Item Base 
Shape Eye Width Eye Height Eye Stock L W Fasteners C/C a C/C b SWL Backing 

Plate

78-07 Round 1” 13/16” 3/8” 2-21/2” 2-1/2”
(4) 

1/4” FH
1” 1-1/2” 5000lbs 97-53

78-95 Diamond 3/4” 7/16” 5/16” 3-1/8” 2”
(4) 

1/4” FH
2-13/32” 1-1/4” 5000lbs —

These heavy duty pad eyes are investment 

cast from high quality type 316 stainless for a 

high degree of accuracy and strength.  

Item Eye Width Eye Height Eye Stock L W Fasteners C/C SWL

78-22 1-3/8” 1-3/8” 5/16” 3-1/2” 3/4” (4) #10 FH
2-3/4” & 

11/16”
1000lbs

Stainless Steel Bow Eye features 

curved base to fit small boat stems.

78-26

78-26 Oblong Backing Plate for 78-25
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Alloy Cleats
These tough aluminum cleats are available in silver or black hardcoat anodized versions with the strength and corrosion  

resistance you need for years of reliable service.  Strong, yet lightweight aluminum offers an advantage over easily “burned out”  

plastic or heavy stainless designs.  Our smooth edges protect your lines from chafe and wear and accept large diameter lines that 

are easier on tired hands.  

 Open Base - Helps prevent loose halyards ends from running up the mast.  Line ends 

can be inserted through the ‘open ‘ base  and knotted for an easily grabbed dead end. 

Item Silver Item Black Length Line Score Fasteners C/C

60-94 -- 4” 3/8” (2) #10 FH 1”

— 70-95 5” 1/2” (2) #12 FH 1-1/4”

— 70-96 6” 5/8” (2) 1/4” FH 1-1/2”

60-98 -- 8” 5/8” (2) 5/15” FH 2”

Self Jamming - Excellent for use with genoa sheets or reefing lines. One ‘wrap’ 

around our ‘V’ shaped base section locks line in cleat for quick adjustment.

Item Silver Item Black Length Line Score Fasteners C/C

60-78 70-78 4” 5/16” (2) #10 FH 1-1/16”

60-79 70-79 5” 3/8” (2) #12 FH 1-5/16”

60-80 70-80 6” 1/2” (2) 1/4” FH 1-1/2”

Four Hole Deck - Large base design spreads 

 heavy load for dock, mooring, or anchor line use.

Item Silver Item Black Length Line Score Fasteners C/C a C/C b

60-06 70-06 6” 7/16” (4) 1/4” FH 1-1/2” 1-11/16”

60-08 — 8” 3/4” (4) 5/16” FH 2” 2”

60-10 70-10 10” 7/8” (4) 3/8” FH 2-1/2” 2-1/2”

Stainless Cleats - Open Base

Item LOA Max Line Height Fastener C/C Weight

60-120 4-3/4” 3/8” 29/32” #10 FH 1-1/4” 4.1oz

60-150 6” 1/2” 1-13/64” 1/4” FH 1-1/2” 9.0oz

Schaefer’s new stainless steel open base cleats are a combination of form, function and strength.  Using Electropolished 

316 stainless steel and incorporating counter sunk holes for flush mount fasteners.  Smooth, generous radius edges reduce 

line chafe.  Large throat allows loops to pass through open base.  Recess for bedding to 

provide watertight seal.  Urethane washers included to keep disimilar metals apart.
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Pintles and Gudgeons
Schaefer’s welded stainless steel pintles and gudgeons come in two lengths,  

making it possible to insert them into the gudgeons one at a time. An excellent feature!

Dinghy - For boats up to 17’, 5/16” pin diameter

80-02 
Upper Pintle 
Fits Rudder Width: 1/2” 

Pin Length:1-1/4” 

Fasteners:(4) #10 RH

80-12 
Upper Pintle 
Fits Rudder Width: 3/4” 

Pin Length:1-1/4” 

Fasteners:(4) #10 RH

81-01 
Gudgeon 
Fits All Pintles in  

this series 

Fasteners:(4) #10 RH

80-01 
Lower Pintle 
Fits Rudder Width:  1/2” 

Pin Length: 1-1/2” 

Fasteners: (4) #10 RH

80-11 
Lower Pintle 
Fits Rudder Width: 3/4” 

Pin Length:1-1/2” 

Fasteners:(4) #10 RH

82-01 
Spring Stop 
Fasteners:(2) #10 R

Keel Boats - For boats up to 20’, 1/2” pin diameter

80-46 
Upper Pintle 
Fits Rudder Width: 1” 

Pin Length:1-3/4” 

Fasteners: (2) #10 RH

80-56 
Upper Pintle 
Fits Rudder  

Width:1-1/2” 

Pin Length:1-3/4” 

Fasteners:(2) #10 RH

81-43 
Gudgeon 
Fits All Pintles in  

this series 

Fasteners:(4) 1/4” RH

80-45 
Lower Pintle 
Fits Rudder Width: 1” 

Pin Length: 2-3/4” 

Fasteners: (4) #10 RH

80-55 
Lower Pintle 
Fits Rudder  

Width: 1-1/2” 

Pin Length:2-3/4” 

Fasteners:(4) #10 RH

81-41 
Gudgeon 
Fits All Pintles in  

this series 

Fasteners:(2) 1/4 RH

Keel Boats - For boats up to 25’, 1/2” pin diameter

81-47 
J/24 Upper Gudgeon 
Fits Rudder Width:1- 1/2” 

Fasteners: (4) 1/4” RH

81-48 
J/24 Lower Gudgeon 
Fits Rudder Width: 1-1/2” 

Fasteners: (8) 1/4” RH

81-46 
J/24 Gudgeon Strap 
Fasteners: (4) 1/4” RH

81-49 
J/24Pin with Clip 
1/2” pin, 3-7/8”LOA

it’s this long 

one, here F
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Replacement Sheaves
Schaefer sheaves are designed to be compatible with Schaefer products, and are not intended for use in other manufacturers’ 

blocks.  There is a risk of incompatibility or failure when using Schaefer sheaves in blocks manufactured by anyone other than 

Schaefer Marine. 

Item Max Line OD ID Width

62-020-01 1/4” 3/4” 1/4” 11/32”

62-020-02 5/16” 1-1/16” 5/16” 7/16”

62-220 1/2” 1-1/16” 3/8” 5/8”

62-030-02 1/2” 1-7/16” 3/8” 5/8”

62-030-04* 1/2” 1-7/16” 3/8” 5/8”

62-031 3/8” 1-7/16” 5/16” 17/32”

62-219 1/2” 1-3/4” 3/8” 5/8”

62-043-01 5/8” 1-7/8” 7/16” 13/16”

62-043-01B 5/8” 1-7/8” 7/16” 13/16”

62-043-02* 5/8” 1-7/8” 7/16” 13/16”

62-043-02B* 5/8” 1-7/8” 7/16” 13/16”

62-018 1/2” 2” 3/8” 5/8”

62-018-01* 1/2” 2” 3/8” 5/8”

62-051 1/2” 2” 1/2” 5/8”

62-051-01* 1/2” 2” 1/2” 5/8”

62-030-01 1/2” 2-1/4” 3/8” 5/8”

62-030-03* 1/2” 2-1/4” 3/8” 5/8”

62-019 5/8” 2-3/8” 7/16” 13/16”

62-019-02* 5/8” 2-3/8” 7/16” 13/16”

62-019-02B* 5/8” 2-3/8” 7/16” 13/16”

62-019-03B* 5/8” 2-3/8” 1/2” 13/16”

62-053-B 5/8” 2-3/8” 7/16” 13/16”

62-065B 5/8” 2-3/8” 1/2” 13/16”

Item Max Line OD ID Width

62-214 5/16” 1-1/16” 3/16” 1/2”

62-150-02A 1/2” 1-7/16” 3/16” 5/8”

62-152-02A 1/2” 2” 3/16” 5/8”

Delrin

Item Max Wire OD ID Width

62-095BW 5/32” 1-7/16” 5/16” 9/32”

62-218-BW 3/16” 1-7/16” 3/8” 19/32”

62-023-15BW 3/16” 2” 3/8” 5/8”

62-023-15CW 3/16” 2” 1/2” 5/8”

62-054-BW 3/16” 2-3/8” 7/16” 3/4”

62-070-BW 3/16” 2-3/8” 1/2” 3/4”

62-081-BW 3/16” 2-3/8” 5/8” 9/16”

62-228-BW 1/8” 2-3/8” 7/16” 13/32”

62-229-BW 3/16” 3-1/4” 5/8” 17/32”

62-230-BW 1/4” 4” 3/4” 11/16”

Aluminum

Ball Bearing

Item Max Line OD ID Width

62-035 1/8” 1-1/16” 5/16” 1/4”

Stainless Steel

*Denotes black

              Delrin                          Ball Bearing                       Aluminum                   Aluminum UC
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3/16” 1/4” 5/16” 3/8” 7/16” 1/2”

Tensile (lbs) 1,400 2,350 3,850 5,100 7,000 10,100

White foot 2100-06-01 2100-08-01 2100-10-01 2100-12-01 2100-14-01 2100-16-01

600ft 2100-06-00600 2100-08-00600 2100-10-00600 2100-12-00600 2100-14-00600 2100-16-00600

Red foot 2101-06-01 2101-08-01 2101-10-01 2101-12-01 2101-14-01

600ft 2101-06-00600 2101-08-00600 2101-10-00600 2101-12-00600 2101-14-00600

Green foot 2102-06-01 2102-08-01 2102-10-01 2102-12-01 2102-14-01

600ft 2102-06-00600 2102-08-00600 2102-10-00600 2102-12-00600 2102-14-00600

Blue foot 2103-06-01 2103-08-01 2103-10-01 2103-12-01 2103-14-01 2103-16-01

600ft 2103-06-00600 2103-08-00600 2103-10-00600 2103-12-00600 2103-14-00600 2103-16-00600

Black/white foot 2104-06-01 2104-08-01 2104-10-01 2104-12-01 2104-14-01

600ft 2104-06-00600 2104-08-00600 2104-10-00600 2104-12-00600 2104-14-00600

Sta-Set: Polyester double braid   600ft rolls  Solid Colours

3/16” 1/4” 5/16” 3/8” 7/16” 1/2”

Tensile (lbs) 1,400 2,350 3,850 5,100 7,000 10,100

Red Fleck  foot 2111-06-01 2111-08-01 2111-10-01 2111-12-01 2111-14-01 2111-16-01

600ft 2111-06-00600 2111-08-00600 2111-10-00600 2111-12-0060 2111-14-00600 2111-16-00600

Green Fleck  foot 2112-06-01 2112-08-01 2112-10-01 2112-12-01 2112-14-01

600ft 2112-06-00600 2112-08-00600 2112-10-00600 2112-12-00600 2112-14-00600

Blue Fleck  foot 2113-06-01 2113-08-01 2113-10-01 2113-12-01 2113-14-01 2113-16-01

600ft 2113-06-00600 2113-08-00600 2113-10-00600 2113-12-00600 2113-14-00600 2113-16-00600

Tracer Colours

Red Blue Black Yellow

1/8” C2801-03-00300 C2803-03-00300 C2804-03-00300 C2806-03-00300

5/32” C2801-04-00300 C2803-04-00300 C2804-04-00300 C2806-04-00300

Mini-V
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STS - 12-75:  Single braid of Dyneema  (ideal replacement for wire halyards)  
1/16” 1/8” 5/32” 3/16” 1/4”

Tensile (lbs) 2,800 4,300 6,050 9,700

Blue Foot 1523-02-01 1523-04-01 1523-05-01 1523-06-01 1523-08-01

300ft 1523-02-00300 1523-04-00300 1523-05-00300 1523-06-00300 1523-08-00300

Gray Foot 1528-02-01 1528-04-01 1528-05-01 1528-06-01 1528-08-01

300/600ft 1528-02-00300 1528-04-00300 1528-05-00600 1528-06-00300 1528-08-00300

BZZZ:  Spun Polyester & MFP     
1/4” 5/16”

Tensile (lbs) 1,750 3,000

Blue foot 1693-07-01

600ft 1693-07-00600

Yellow foot 1696-08-01

600ft 1696-08-00600

Gray foot 1698-08-01

600ft 1698-08-00600

Spyderline:  Polyester cover, HMPE core        300ft rolls 
1/16”(500ft) 1/8” 5/32” 3/16”

Tensile (lbs) 350 1,250 1,860 3,000

Red foot 2971-02-01 2971-03-01 2971-04-01 2971-05-01

300ft 2971-02-00500 2971-03-00300 2971-04-00300 2971-05-00300

Lime Green foot 2972-03-01 2972-04-01 2972-05-01

300ft 2972-03-00300 2972-04-00300 2972-05-00300

Black foot 2974-02-01 2974-03-01 2974-04-01 2974-05-01

300ft 2974-02-00500 2974-03-00300 2974-04-00300 2974-05-00300

Mango foot 2976-02-01 2976-03-01 2976-04-01 2976-05-01

300ft 2976-02-00500 2976-03-00300 2976-04-00300 2976-05-00300

Purple foot 2979-02-01 2979-03-01 2979-04-01

300ft 2979-02-00500 2979-03-00300 2979-04-00300

Endura Braid Euro:  Mottled , Dyneema Fibre core / blended polyester cover   

1/4” 5/16” 3/8” 7/16”

Tensile (lbs) 4,500 8,100 11,000 14,900

Red foot 2501A-06-01 2501A-08-01 2501A-10-01

600ft 2501A-06-00600 2501A-08-00600 2501A-10-00600

Green foot 2502A-06-01 2502A-08-01 2502A-10-01

600ft 2502A-06-00600 2502A-08-00600 2502A-10-00600

Blue foot 2503A-06-01 2503A-08-01 2503A-10-01 2503A-11-01

600ft 2503A-06-00600 2503A-08-00600 2503A-10-00600 2503A-11-00600

HSR75: Dyneema  Silver  

600ft foot

1628-03-00600 3mm 1628-03-01

1628-05-00600 5mm 1628-05-01

1628-06-00600 6mm 1628-06-01

1628-07-00600 7mm 1628-07-01

1628-09-00600 9mm 1628-09-01

1628-11-00600 11mm 1628-11-01

Endura Braid: 12-Strand Dyneema Core  
3/8” 7/16” 1/2”

Red Tracer foot 2531-10-01 2531-11-01

600ft 2531-10-00600 2531-11-00600

Green Tracer foot 2532-10-01 2532-11-01 2532-12-01

600ft 2532-10-00600 2532-11-00600 2532-12-00600

Blue foot 2533-10-01 2533-11-01 2533-12-01

600ft 2533-10-00600 2533-11-00600 2533-12-00600
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Canada Cordage

Finish Line:   Polyester Pre-stretch dinghy line    300ft rolls
5/32” 3/16” 1/4”

Tensile (lbs) 920 1,550 2,000

White / Fleck foot 3680-04-01 3680-05-01 3680-06-01

300ft 3680-04-00300 3680-05-00300 3680-06-00300

Red foot 3681-04-01 3681-05-01 3681-06-01

300ft 3681-04-00300 3681-05-00300 3681-06-00300

Gray foot 3688-04-01 3688-05-01 3688-06-01

300ft 3688-04-00300 3688-05-00300 3688-06-00300

Diameter length 3/16”/5mm 1/4”/6mmr 5/16”/8mm 3/8”/9mm 7/16”/11mm 1/2”/12mm 5/8”/15mm

White foot 3/16CCYB 1/4CCYB 5/16CCYB 3/8CCYB 7/16CCYB 1/2CCYB 5/8CCYB

600ft 6606000 6608000 6610000 6612000 6614000 6616000 6620000

Red Tracer foot 3/16CCYBRT 1/4CCYBRT 5/16CCYBRT 3/8CCYBRT 7/16CCYBRT 1/2CCYBRT 5/16CCYBRT

600ft 6606022 6608022 6610022 6612022 6614022 6616022 6620022

Red foot 3/16CCYBR 1/4CCYBR 5/16CCYBR 3/8CCYBR 7/16CCYBR 1/2CCYBR

600ft 6606222 6608222 6610222 6612222 6614222 6616222

Blue Tracer foot 3/16CCYBBLT 1/4CCYBBLT 5/16CCYBBLT 3/8CCYBBLT 7/16CCYBBLT 1/2CCYBBLT 5/8CCYBBLT

600ft 6606044 6608044 6610044 6612044 6614044 6616044 6620044

Blue foot 3/16CCYBBL 1/4CCYBBL 5/16CCYBBL 3/8CCYBBL 7/16CCYBBL 1/2CCYBBL

600ft 6606444 6608444 6610444 6612444 6614444 6616444

Black Tracer foot 3/16CCYBBKT 1/4CCYBBKT 5/16CCYBBKT 3/8CCYBBKT 7/16CCYBBKT 1/2CCYBBKT 5/8CCYBBKT

600ft 6606055 6608055 6610055 6612055 6614055 6616055 6620055

Black foot 3/16CCYBBK 1/4CCYBBK 5/16CCYBBK 3/8CCYBBK 7/16YBBK 1/2CCYBBK

600ft 6606555 6608555 6610555 6612555 6614555 6616555

Green Tracer foot 3/16CCYBGNT 1/4CCYBGNT 5/16CCYBGNT 3/8CCYBGNT 7/16CCYBGNT 1/2CCYBGNT 5/8CCYBGNT

600ft 6606077 6608077 6610077 6612077 6614077 6616077 6620077

Green foot 1/4CCYBGN 5/16CCYBGN 3/8CCYBGN 7/16CCYBGN 1/2CCYBGN

600ft 6608777 6610777 6612777 6614777 6616777

Gold Tracer foot 1/4CCYBGDT 5/16CCYBGDT 3/8CCYBGDT

600ft 6608011 6610011 6612011

length   3/8” 1/2” 5/8” 3/4”

White foot 63120001 63160001 63200001 63240001

600ft 6312000 6316000 6320000 6324000

Black foot 63125551 63165551 63205551 —

600ft 6312555 6316555 6320555 --

Braided Nylon 

Cotton Sash  

Cord  

146015  1/4” 550ft

length 5/8”

Black foot 7014-20-01

600ft 7014-20-00600

Twisted Nylon
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Polyester Yacht Braid

Diameter length White Black Trace Red Trace Blue Trace Green Trace Gold Trace tensile (lbs)

3/16”  

5mm

Foot 3/16 YB 3/16 YBBKT 3/16 YBRT 3/16 YBBLT 3/16 YBGNT 3/16 YBGDT
975

600ft 3166000 3166001 3166002 3166003 3166004 3166005

1/4” 

6mm

Foot 1/4 YB 1/4 YBBKT 1/4 YBRT 1/4 YBBLT 1/4 YBGNT 1/4 YBGDT
2,000

600ft 146000 146001 146002 146003 146004 146005

5/16” 

8mm

Foot 5/16 YB 5/16 YBBKT 5/16 YBRT 5/16 YBBLT 5/16 YBGNT 5/16 YBGDT
3,089

600ft 5166000 5166001 5166002 5166003 5166004 5166005

3/8” 

9mm

Foot 3/8 YB 3/8 YBBKT 3/8 YBRT 3/8 YBBLT 3/8 YBGNT 3/8 YBGDT
4,468

600ft 386000 386001 386002 386003 386004 386005

7/16” 

11mm

Foot 7/16 YB 7/16 YBBKT 7/16 YBRT 7/16 YBBLT 7/16 YBGNT 7/16 YBGDT

6,030600ft 7166000 7166001 7166002 7166003 7166004 7166005

1200ft -- -- -- -- 7161204 --

1/2” 

12mm

Foot 1/2 YB 1/2 YBBKT 1/2 YBRT 1/2 YBBLT 1/2 YBGNT 1/2 YBGDT
7,894

600ft 126000 126001 126002 126003 126004 126005

5/8” 

16mm

Foot 5/8 YB 5/8 YBBKT 5/8 YBRT 5/8 YBBLT 5/8 YBGNT 5/8 YBGDT
12,274

600ft 586000 586001 586002 586003 586004 586005

3/4” 

18mm

Foot 3/4 YB -- -- -- -- --
17,600

600ft 346000 -- -- -- -- --

Diameter length Black Red Blue Green tensile (lbs)

3/16” 

5mm

foot 3/16 YBBK 3/16 YBR 3/16 YBBL 3/16 YBGN
975

600ft 3166011 3166012 3166013 3166014

1/4” 

6mm

foot 1/4 YBBK 1/4 YBR 1/4 YBBL 1/4 YBGN
2,000

600ft 146011 146012 146013 146014

5/16” 

8mm

foot 5/16 YBBK 5/16 YBR 5/16 YBBL 5/16 YBGN
3,089

600ft 5166011 5166012 5166013 5166014

3/8” 

9mm

foot 3/8 YBBK 3/8 YBR 3/8 YBBL 3/8 YBGN
4,468

600ft 386011 386012 386013 386014

7/16” 

11mm

foot 7/16 YBBK 7/16 YBR 7/16 YBBL 7/16 YBGN
6,030

600ft 7166011 7166012 7166013 7166014

1/2” 

12mm

foot 1/2 YBBK 1/2 YBR 1/2 YBBL 1/2 YBGN
7,894

600ft 126011 126012 126013 126014

Double braid polyester is recommended where minimum stretch and maximum strength are required.  Ideal for halyards, sheets and other types of running rigging.
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3/16” 1/4” 5/16” 3/8”

Foot 3/16 SB 1/4 SB 5/16 SB 3/8” SB

300ft 3163319 143319 5163319 383319

Spectra Braid  
For halyards, guys and control lines where strength 

and low weight are required.

Starter Cord 

Nylon starter cord is made with 100% industrial nylon yarn. The solid braid 

construction gives the cord a high tensile strength, excellent abrasion resist-

ance and can be easily knotted.  Ideal for gasoline engines. 250FT / spool

Foot 1/8 STC 5/32 STC 3/16 STC

Spool 18680 532680 316680

tensile 425lbs 625lbs 750lbs

Yellow Blue/White

1/4” 141002 141010

Hollow Braid  

- 1000ft reels,  

- Floats

5/16” 3/8” 1/2”

Yellow
Foot 5/16 OLY 3/8 OLY 1/2 OLY

600ft 5166715 386715 126715

tensile 2430lbs 3,420lbs 6,030lbs

Floating Safety Line 
Double braided olefin, spliceable, stands up  to 

 UV rays better than polypropylene.

Twisted Polyester 
3-strand polyester twist, manufactured from continued filament, high tensile, super low stretch polyester yarns.  Ideal for halyards 

and running rigging where strength and flexibility are critical.

1/4” 5/16” 3/8” 1/2” 5/8” 3/4” 7/8”

Foot 1/4 TP 5/16 TP 3/8 TP 1/2 TP 5/8 TP 3/4 TP --

600ft 146700 5166700 386700 126700 586700 346700 786700

Tensile 1,490lbs 2,300lbs 3,340lbs 5,720lbs 9,000lbs 13,489lbs 22,062lbs

Diameter 1/16” 3/32” 1/8” 5/32” 3/16” 7/32”

Foot #2 CORD #3 CORD #4 CORD #5 CORD #6 CORD #8 CORD

Roll 1162400 332600 18600 532600 316600 732600

roll size 2400FT 600FT 600FT 600FT 600FT 600FT

Braided Cord

Dinghy Cord 

5/32”   53251113  Blue

Kernmantle 

10mm Repeling Rope
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Diameter length White Black Blue Navy Blue Burgundy Green Teal Gold Trace tensile (lbs)

3/16”  

5mm

Foot 3/16 DBN ---- ---- ---- ---- ---- ---- ----

1,260
600ft 3166100 ---- ---- ---- ---- ---- ---- ----

1/4” 

6mm

Foot 1/4 DBN ---- ---- ---- ---- ---- ---- ----

2,080
600ft 146100 ---- ---- ---- ---- ---- ---- 146110

5/16” 

8mm

Foot 5/16 DBN 5/16 DBNBK 5/16 DBNBL ---- ---- ---- ---- ----

3,263
600ft 5166100 5166111 5166113 ---- ---- ---- ---- —

3/8” 

9mm

Foot 3/8 DBN 3/8 DBNBK 3/8 DBNBL 3/8 DBNN ---- — 3/8 DBNT 3/8 DBNG
4,800

600ft 386100 386111 386113 386116 ---- 386127 --

1/2” 

12mm

Foot 1/2 DBN 1/2 DBNBK 1/2 DBNBL 1/2 DBNN 1/2 DBNBG ---- 1/2 DBNR 1/2 DBNG

8,400
600ft 126100 126111 126113 126116 126141 ---- 126117 126110

5/8” 

16mm

Foot 5/8 DBN 5/8 DBNBK 5/8 DBNBL 5/8 DBNN ---- -- ---- 5/8 DBNG

15,400
600ft 586100 586111 586113 586116 ---- -- 586117 586110

3/4” 

18mm

Foot 3/4 DBN ---- ---- ---- ---- ----

19,000
600ft 346100 -- 346113 ---- ---- 346114 ---- --

1”
Foot 1 DBN ---- ---- ---- ---- ---- ---- ----

33,200
600ft 16100 ---- ---- ---- ---- ---- ---- ----

11/2” 600ft 1126100 ---- ---- ----- ---- ---- ---- ---- 72,600

Double Braided Nylon 

Tough, synthetic fibre, with great wet strength retention.  Very flexible with high reistance to abrasion.  

Excellent energy absorption resistant to rot and mildew.  15% less strength when wet, shrinks when 

wet.  Ideal for anchor, dock and fender lines where stretch is required. 

Diameter 3/16” 1/4” 5/16” 3/8” 1/2” 5/8” 3/4” 1” 1-1/4 1-1/2”

Foot 3/16 TN 1/4 TN 5/16 TN 3/8 TN 1/2 TN 5/8 TN 3/4 TN 1 TN 11/4 TN 11/2 TN

600ft 3166200* 146200 5166200 386200 126200 586200 346200 16200 1146200 1126200

Tensile (lbs) 1,200 1,805 2,730 3,795 7,510 11,210 14,350 32,065 40,312 51,225

Twisted Nylon

Diameter 2” 2-5/8” 3”

Foot 3 TN

600FT 26200 2586200 36200

tensile 108,200 181,300 204,300

146212

1200ft

Larger Sizes!

*1200ft roll

SWL  is 1/5 of Tensile
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Manilla  - Strongest of all natural fibers, low stretch, susceptible to rot.  High water absorption, holds a knot well, 

sunlight resistant.  Three strand twist.

Foot 1/4 MAN 3/8 MAN 1/2 MAN 5/8 MAN 3/4 MAN 1 MAN 11/2 MAN

600ft 146009 386009 126009 586009 346009 16009 1126009

tensile-lbs 540 1,215 2,385 3,960 4,860 8,100 16,650

Foot 2 MAN

300FT 23009

tensile-lbs 27,900

Manilla Large Size 

3/16” 1/4” 5/16” 3/8” 1/2” 5/8” 3/4” 1”

Foot -- -- -- -- 1/2 PPF 5/8 PPF 3/4 PPF 1 PPF

Roll
3/16 PPP 1/4 PPP 5/16 PPP 3/8 PPP 1/2 PPP 5/8 PPP 3/4 PPP --

2125FT 1300FT 975FT 630FT 335FT 200FT 125FT --

1200ft -- 1460010 600ft -- 3860010 1260010 5860010 3460010 160010

tensile-lbs 720 1,120 1,450 2,250 4,200 5,900 8,500 12,600

Polypropylene - Stronger wet than dry. Light Duty.   Low resistance to sunlight, floats, flexible, 

    economical, can be stored wet. 

Foot 1-1/4 PPF 1-1/2 PPF 2 PPF

600FT 11460010 11260010 260010

tensile-lbs 21,000 29,700 52,000

Larger  

Sizes!

Twisted Co-Polymer SuperPro   3 strand twisted   600ft rolls   Floats, Commercial / Industrial grade 

Blend of polypropylene and high modulus polyethylene resins to produce fiber.  35% stronger  (Blue)

Prodac Twist   composite rope with an abrasion resistant polyester cover over a polypropylene core 

white with black tracer,  600ft rolls

1/2” 5/8” 3/4” 1” 1-1/4” 1-1/2” 2”

spool 12603 58603 34603 1603 114603 112603 2603

tensile(lbs) 6,156 10,693 12,103 22,785 33,257 42,300 78,530

5/8”

spool-600ft 586303

tensile(lbs) 7,997

Braid Co-Polymer SuperPro 8 strand rope 

The engineered braid angles result in tensile strengths reaching 20% above twisted  600ft rolls   Floats

1-1/2” 2” 2-1/2” 2-5/8”

spool 1126008 26008 2126008 2586008

tensile(lbs) 44,415 82,456 124,635 140,488

1200ft

58123

1200ft 141209
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Twisted Docklines  

are available in white only.

 

10408 

 50ft Water Safety Rope 

 1/4” 

Our easy to use chart shows what sizes are available in what colours! Neat!

white Black -BK Blue-BL Navy-N Teal-T Green.-G Burg- BG Red-R Gold -GD

3/8X10 BDL C C C C C C
3/8X15 BDL C C C C C C
3/8X20 BDL C C C C C C C
3/8X25 BDL C C C C C C C
1/2X15 BDL C C C C C C
1/2X20 BDL C C C C C C
1/2X25 BDL C C C C C C
1/2X30 BDL C C C C C C C
1/2X35 BDL C C C C C C
5/8X20 BDL C C C C C C C C
5/8X25 BDL C C C C C C C C
5/8X30 BDL C C C C C C C
5/8X35 BDL C C C C C C C C
5/8X40 BDL C C C C C C C C
3/4X25 BDL C C C C C C C
3/4X30 BDL C C C C C C
3/4X35 BDL C C C C C C C
3/4X40 BDL C C C C C C C
3/4X50 BDL C C C C C C

3/8” 1/2” 5/8” 3/4”

10’ C
15’ C C
20’ C C
25’ C C C
30’

35’ C C
40’ C
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Mooring Lines 
Braided rope with one  

end spliced with a  

galvanized thimble. 

1/2X15 BML 

1/2X20 BML 

1/2X25 BML 

5/8X20 BML 

5/8X25 BML 

5/8X30 BML 

3/4X25 BML 

3/4X30 BML

Mooring Line Chafe Kits 
each set contains two leathers 10” long, waxed thread and a  

needle for sewing. Leather is pre punched.

for line dia item #

1/2” 561012
5/8” 561016
3/4” 561019

 

Aluminum Fids 

 

                       FD04 - 1/4” 

                     FD06 - 3/8” 

             FD07 - 7/16” 

       FD08 - 1/2” 

 

Selma Fids 

Hollow fids for  

splicing. Instructions included. 

FD11 - set of 5 (4-13mm) 

FD1 - set of 4 (4-10mm)

Spanish Fids 
Stainless Steel with wooden grip. 

9780 - med. 7.2” 

9781 - large 10.8” 

9782 - X-large 15.375”

Splicing Tools

 

 

Leather Hand Palm 

Suitable for sewing and 

repairing sails. 

are you right handed? : 

9776 

are you a cool southpaw? :  

9777

 

Sailmakers Needles 

Kit contains 5 different 

needles for various sewing 

applications 

 

9775

Waxed Whipping Twine! 
25m per roll 

9790 - White 

9791 - Black 

9792 - Green 

9793 - Blue 

9794 - Red 

13159 - Rope Reel 

Allows two handed rope 

winding for quick retrieval.  

Both handles swivel for 

effortless winding.  Made of 

polyethylene high impact 

plastic. Large capacity holds 

100ft of 1/4” rope.

Webbing Polypro Black 

300ft rolls 

 

3431211 3/4” 

131211 1” 

11231211 1-1/2” 

231211 2”

     Removable Chafe Guard 

397 

 
The outside cover is made tough to withstand the elements while the 

inside in lined with hook and loop fasteners to grip the rope–no need for 

additional ties. 

Fits braided or twisted line from 3/8 to 1” (10–25 mm) 

Outside cover: tough, UV-stabilized nylon webbing 
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Brown (natural) OZ White

7PB-4 4 7PW-4

7PB-8 8 7PW-8

7PB-16 16 7PW-16

7PB-C    (pack of 8) 1 7PW-C  (pack of 8)

#7 Waxed Polyester Sailmakers Twin & Needle 

Pre-waxed twine, individually wrapped with one #14 needle for: 

whipping, stitching, repairing, canvas, synthetic sails and fabric 

Approx. 100lb test

 

 Twine only 

 1 oz 

 

 

 

  7PB-1         Natural 

  7PP-1-BK   Black 

  7PP-1-BL    Blue 

  7PP-1-GN   Green 

  7PP-1-Red   Red 

  7PW-1         White

#3 Waxed Polyester Twine & Needle 

Approx. 40lb test 

3MBB-16   16oz Natural 

3MBW-4      4oz White

 

SW-2 

Sailmaker Wax 

2oz

S135 
3 Needle Pack 

   1 large 

   1 small 

   1 curved

S141 

 2 Pack of thread 

 30 yards each 

   1 coarse 

   1 fine

Speedy stitcher sewing awl with thread 

 

S200 

 with 30 yards 

 T110    
Sewing Awl Kit 
This kit includes the Speedy 

Stitcher Sewing Awl, a bob-

bin wound with 14-yards of 

waxed coarse thread, 4 nee-

dles - 2 straight and 2 

curved, a 180-yard tube of 

additional waxed coarse thread and use instructions.

 

Tarred Yacht Marlin 

100% Continuous Filament Polyester Fiber 

 

TMH-1 3/16 x 60yds (approx) 

TMH-5lb 3/16 x 300yds (approx) 

TMH-8 3/16 x 15yds 
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Shock Cord & Accessories

Stainless Ring Clamp 

sold each 

  9920 - 5/32” 

9921 - 1/4” 

  9922 - 5/16” 

9923 - 3/8”

 

White Nylon Hook 

9950 - 5/32” 

9951 - 1/4” 

9952 - 5/16” 

9953 - 3/8”

 

Black Nylon Hook 

9965 - 5/32” 

9966 - 1/4”  

9967 - 5/16” 

 

 
Stainless Steel  

Hook 

9925 - 1/4” 

9926 - 5/16” 

9927 - 3/8”

 

 

 

Olive Fasteners 

9935 - 5/32” & 3/16” 

9936 - 1/4”

 

 

 

 

Utility Clip 
9930 - 1/4” 

9931 - 5/16”

 

Nylon Hooks 

 

9940 - 5/32” - 3/16” 

 

Self Tailing Hook 

9938 - 3/16 -1/4” 

9939 - 5/16”

 

 

White Nylon 

Hooks 

9988 - 5/32” 

9989 - 3/16”

 Permanently Mounted Mainsail Ties 
Mounts along bottom of boom, shock cord and toggles wrap 

around mainsail, holding it securely in place. 

   9675 - 5/16” x 80” 

   9676 - 5/16” x 120” 

   9677 - 3/8” x 120”

1/8” 3/16” 1/4” 5/16” 3/8”

Foot 1/8 SC 3/16 SC 1/4 SC 5/16 SC 3/8 SC

100 meter 182508 3162508 142508 5162508 382508

tensile 125lbs 200lbs 275lbs 325lbs 375lbs

1/4” Shock Cord  with 

nylon toggle  

9679 - 14” long 

9680 - 22” long 

 

sold in packs of 2

5/32” Shock Cord with 

plastic balls 

9683 - 12” long 

9684 - 16” long 

9685 - 20” long  

9686 - 24” long 

sold in packs of 4

5/32” Shock cord with 

plastic hook 

9695 - 14” long  

9696 - 22” long 

 

 

sold in packs of 4

3/16” Shock Cord with  

olive fastener 

9691 - 22” long 

9692 - 30” - long 

 

 

sold in packs of 4

Shock cord!



8201I/O Trawler Lamp Oil 
Operating Time - +/- 30 Hours 

Dimensions (mm) - 450 H x 255W 

Chimney - 20x21 

Wick - 20 WICK 

Burner - 20 IDEAL 

Oil Container - 48201 

(Capacity - 1000cc)

8211/O Trawler Lamp Jr. Oil 
Capacity - 300 cc 

Operating Time - +/- 30  Hours 

Dimensions (mm) - 230H x 165W 

Chimney - 10x13 

Wick - 10 WICK 

Burner - 10 BURNER 

Oil Container - N/A

8207/O Clipper Lamp  Oil 
Capacity - 850 cc 

Operating Time - +/- 40 Hours 

Dimensions (mm) - 430H x 255W 

Chimney - 15x21 

Wick - 14/15 WICK 

Burner - 15 BURNER 

Oil Container - 48207

8210/O Captain’s Lamp  Oil  
Capacity - 850 cc 

Operating Time - +/- 65   Hours 

Dimensions (mm) - 290H x 315W 

Chimney - 14x17 

Wick - 14/15 WICK 

Burner - 14 BURNER 

Oil Container - 48210

8208/O Cuddy Lamp Oil 
Capacity - 300 cc 

Operating Time - +/-  21 Hours 

Dimensions (mm) - 215H X 255W 

Chimney - 1x140 

Wick - 1 WICK 

Burner - 1 BURNER 

Oil Container - N/A 

8611/O Anchor Light Oil 
4” Diameter 

Capacity - 125 cc 

Operating Time - +/- 40   Hours 

Dimensions (mm) - 240H x 110W 
Chimney - 5X67 

Wick - 5 WICK 

Burner -5 BURNER 

Oil Container - 48611 

8603/O  6” Anchor Light Oil

8807/O Wall lamp 
Capacity - 550 cc 

Operating Time - +/-  40  Hours 

Dimensions (mm) - 270H x 135W 

Chimney - 14x21 

Wick - 14/15 WICK 

Burner - 14 BURNER 

Oil Container - N/A

8917/O Gimbal Lamp with 

Smoke Bell 
Capacity - 350cc 
Operating Time - +/- 24    Hours 
Dimensions (mm) - 340H X 160W 
Chimney - 1x140 
Wick - 1 WICK 
Burner - 1 BURNER 
Oil Container - 48917 

8311/O 4” Sidelights  
please specify Red or Green 

Capacity - 50 cc 

Operating Time - +/- 15  Hours 

Dimensions (mm) - 240H x 115W 

Chimney - 5x67 

Wick - 5 WICK 

Burner - 5 BURNER 

Oil Container - N/A

8880K Dinner Lamp 

Operating Time - +/-  7 Hours per candle 

Dimensions (mm) - 385H x 150W 

Spare Parts  

Globe - 64x142 

Spare Candles - 21009 (Box of 6) 

 

Brass Lamps

8878/0  Galley Lamp 

Capacity -1000cc 

Operating Time - +/- 75 hours 

Dimensions - 335H x 170W 

Chimney - 15x21,  14/15 Wick 

Burner - 15 Burner 
418 Phone: 1-800-263-8328
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Wicks 

20..........3-1/2” 

14/15.....2-1/2” 

10.........10” 

8...........1.65” 

6...........1-1/4” 

1...........1” 

5..........Round 

 

Flame Spreader 

large......8132 

small.....8133 

 

Gimbals 

large.....8215 

small.....8217

Smoke Bells 

large.....8032 

small.....8033

   20x26     20x21                15x21       14x21      14x17 10x17          10x13        6x17

    6x13     5x67                   2x17 1x140  69x187 64x142 

8” burner - 42mm
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Yacht Lamp     

 Dimensions: 10" tall x 3-1/2" diameter. Oil container capacity: 5 oz.  

Burn time: +/- 30 hours with clean burning Weems & Plath® lamp fuel.  

WP700-solid cast and tooled brass 

WP700BK-brass/black 

WP700SS-brass/chrome 

 

  
                brass                  chrome            
                accessories           accessories 
 
gimbal                  WP705                    WP905 

(shown) 

 

chimney                       WP791

Mini Yacht Lamp   
Dimensions: 7" tall x 2-1/2" diameter. Oil container capacity: 2 oz.  

Burn time: +/- 12 hours with clean burning Weems & 

Plath® lamp fuel.  

 

WP400-chrome plated 

  
               
 
 

 

chimney                       WP792

Atlantic Gimbal Oil Lamp with 

Smoke Bell    
 Constructed of solid brass. Comes complete 

with 4-way gimbal and smoke bell. 

Dimensions: 10" tall x 5" (with gimbal).  

Oil container capacity: 6 oz.  

Burn time: +/- 21 hours with clean  

burning Weems & Plath® lamp fuel. 

Wt. 2 lbs. 5 oz. 

 

WP718 - Brass 

 

Companion Lamp  

 

WP818 

        
Crafted of solid cast brass, polished and lacquered. 

Uses a unique, hassle free, disposable fuel cell. Has 

a nonskid base with holes for permanent mounting. 

One fuel cell with 17-hour burn time included with 

unit.  

 

Dims: 3.5" Dia. x 8.75" H.  

Wt.13.9 oz.   

Lamp Fuel 

 

WP780....qt 

 
 

An exclusive blend formulated from liquid 

waxes to standards far above other lamp 

oils. This highly refined liquid paraffin lamp 

fuel is virtually odorless and smokeless 

when used as directed. The cleanest burning 

lamp fuel you can buy; it eliminates sooty 

build-up commonly associated with kerosene fuel. It is also very safe, 

with a flash point over 200°F, and is not considered a hazardous materi-

al by most shipping agents.  

Wt. 1 lb. 11 oz.   

 

WPHD17-6 

 Disposable fuel cell (6 pack) 

 for Companion Lamp (WP818) 

 

 Exclusive blend of highly refined 

 liquid waxes.  Odorless, Smokeless

WP770-3    Wicks for lamps - 3 per package 
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Endurance Collection    

Weems & Plath’s Revolutionary Endurance Collection Offers Timeless Beauty  
Endurance Collection features five remarkable benefits never before available in a brass instrument collection. Imagine purchasing a 

brass instrument for your boat that will never need to be touched again except to change the battery! For the first time ever, a  

solution has been found to the complaint every boater makes when the harsh marine environment eats away at costly instruments; 

corrosion and tarnish. Weems & Plath has diligently worked to resolve these problems using new technology to offer permanent  

solutions, while providing several other significant advancements as well. Available in 3 sizes and 3 attractive finishes.

Anniversary Collection 

Dial: 5-1/4". Base: 7". Depth: 3-1/2".  
 

 

8-Day Wind Ship’s Bell Clock 

WP100275 
 

Quartz Clock 

WP100175 
 

Barometer 

WP100775

Bluewater Collection 

Dial: 3-3/4". Base: 5-1/2". Depth: 2-7/8".   
 
Time & Tide Clock 
WP150300  
Quartz Clock 
WP150500 
 
Barometer 
WP150700 
 

Thermometer 

WP151200

Porthole Desk 

Collection 
High quality instruments set in 
solid North American hard-
wood. 
Brass fin-
ish port-
hole 
design 
will never  

tarnish. Four color gift 

box, battery and instruc-

tions  

included. Limited lifetime  

warranty.  

WP312400 Desk Clock 

WP313300 Desk Set 

WP410500 Nautical Tambour Clock 

085 Series 

Dial: 3-3/8". Base: 4-1/8". Depth: 1-1/2" 

125 Series 

Dial: 4-7/8". Base: 6". Depth: 1-5/8". 

145 Series 

Dial: 5-3/4". Base: 7-1/8". Depth: 1-7/8". 

Brass Chrome

clock WP230500 WP320500

barometer WP230700 WP320700

comfortmeter WP230900 --

clinometer WP234000 --

Brass Chrome

clock WP530500 WP540500

barometer WP530700 WP540700

comfort WP530900 WP540900

clinometer WP534000 --

tide & time WP530300 WP540300

Brass

baro/comfort WP631400

Roman Numeral 

Clock 

WP510530 

6” base 

 

Barometer 

WP510733 

6” base 
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Atlantis Collection    
Each instrument is created from solid, forged brass, hand polished and flawlessly lacquered. The screw 

bezel adds the classic nautical look. Provided with complete instructions, mounting hardware, and a fresh 

battery as required. All instruments carry a limited lifetime warranty. Available in brass and chrome! 

Dial: 4". Base: 5-1/2". Depth: 2-7/8".  

Brass 

WP200101 - Premiere Ship’s Bell Clock 

WP200200 - 8day Wind Clock 

WP200300 - Time & Tide Clock 

WP200500 - Quartz Clock 

WP200501 - Premiere Quartz Clock 

WP200700 - Barometer 

WP200701 - Premiere Barometer 

WP201200 - Thermometer

Chrome 

WP220100 - Quartz Ship’s Bell Clock 

WP220300 - Time & Tide Clock 

WP220500 - Quartz Clock 

WP220700 - Barometer 

WP221000 - Barometer/Thermometer 

WP221200 - Thermometer

premiere collection features a 

black faceplate

Chrome Endurance 085 
Comfortmeter 

The thermometer displays temperature in both 

Fahrenheit and Celsius on the left scale, and the 

hygrometer shows % of relative humidity on the 

right.  

 

Dial: 3-3/8". Base: 4-1/8". Depth: 1-1/2".  

 

 

 

 

 

 

 

 

            WP320900 

Gimballed Boxed Clock 
This quartz clock is made with a high quality 

German movement, and then mounted in a solid 

wood mahogany finish box. It rests in a traditional 

polished brass ship’s chronometer gimbal with lock-

ing arm. The 5.75" square box has polished brass 

fittings and is provided with a brass plate for per-

sonalization. N battery is 

included.  

 

Dial: 2-3/8".  

Box: 5-3/4" x 5-3/4" x  

3-3/4".  

WP701100 
WP780600 
Alarm clock

Endurance II 

 Dial: 3-1/5”,  Base: 4-3/4”,  Depth: 2-1/8” 
Light, strong and durable, the Endurance II in brass 

finish features a traditional front opening porthole style 

case housing an accurate quartz time movement and an 

easy-to-read dial. Constructed of the same high luster, 

maintenance-free, ultra-hard finish that is a hallmark of 

the original Endurance collection.  

 

 WP130500-Quartz Clock 

 WP130733-Barometer 

 WP130900-Comformeter 

 WP131200-Thermometer 

 Endurance II 135 

 Dial: 5”,  Base: 7”, Depth: 2-1/2” 

 •Maintenance free, ultra-hard protective coat-

ing •Guaranteed not to tarnish or scratch 

•Weather resistant  •Traditional porthole front 

opening bezel   •Beveled glass crystal 

•Mounting methods for 

boat or shore 

  
 WP950300 Time & Tide 

    clock 

 WP950500 Quartz clock 

 WP950733 Barometer 

 WP950900 Comfortmeter 

 WP951000 Barometer/Thermometer

 Crystal Magnifier with Compass 

  Rose 
With magnification of 4X. Its optical grade 

crystal will make any chart come to life and 

be easily seen. 

weight 12.8 oz / .363 kg 

3" diameter x 1.7" height 

 

  WP515
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Night Watch Collection 
Photo-luminescent dials combined with corrosion 

resistant, black epoxy coated aluminum cases.  

Provided with complete instructions, mounting 

hardware, lifetime warranty, and a fresh battery as 

required. Dial: 3-1/2". Base: 4-1/2". Depth: 1-1/4".  
 

Quartz 

Clock 

WP240513  

Solaris Desk Clock  
Polished brass and lacquered gimbaled quartz 

clock swivels for any viewing angle and can 

be locked in place. Stands on three brass legs. 

Beveled glass crystal below clock can be 

etched for personalization. Brass plate for 

engraving and an "N" battery included.  

Dims: 4.624" x 

5.25" x 5.25".  

WP790500 

Martinique Collection    
The hinged bezel case is constructed of solid, forged brass with a coat of lacquer 

to ensure a lasting shine. Provided with complete 

instructions, mounting hardware, and a fresh battery 

as required. All instruments carry a limited lifetime 

warranty.  

Dial: 4". Base: 5-1/2". Depth: 2-3/4".  

 

                             WP190500

Admiral Collection 
Forged brass, polished and lacquered. Each instrument is provided with 

complete instructions, mounting hardware, lifetime warranty, and a fresh 

battery as required. Dial: 6". Base: 7-1/2". Depth: 2-5/8".   

 

 

 

 

  

 

 

 

Clock                                  Barometer 

WP290500                          WP290700 

SEIKO Quartz Chronometer 

Using high-precision quartz crystal oscillator 

(TCXO), QM-ll is specially designed to maintain 

high accuracy constantly even under harsh envi-

ronmental conditions.  Housed in a gorgeous 

wooden frame case,  QM-ll can serve as a clock 

that provides the standard time at various places 

where highly accurate time 

indication is required and 

 a marine Chronometer 

   

QM-11 
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Trident Tide and Time Clock 
This traditional Time & Tide Clock has a black dial 

with easy to read bold white lettering. It is housed 

in a black case with acrylic crystal. The combina-

tion quartz clock and tide clock movements are AA 

battery operated. The tide sector is calibrated for the 

east coast of the United States and averages the 

Atlantic lunar tide cycle. (Note: The clock will work 

for other tidal bodies 

of water but will need 

to be re-set more fre-

quently.)  

Dial: 10-1/4". Base: 

10-1/2". Depth: 2-3/4".  

WP440315

Orion Collection    
The forged brass case is polished and lacquered to resist tarnishing. The screw bezel allows easy  

access to the components for adjustment. Provided with complete instructions, mounting hardware,  

and a fresh battery as required. All instruments carry a limited lifetime warranty.  

 

Dial: 3-1/4". Base: 4-3/4". Depth: 2-5/8".  

 

WP400100 - Quartz Ship’s Bell Clock 

WP400120 - Quartz Ship’s Bell Clock with Photoluminescent Dial 

WP400500 - Quartz Clock 

WP400700 - Barometer 

WP400720 - Barometer with Photoluminescent Dial

Weather Station 

Three brass instruments are mounted on a solid 

mahogany plaque. The  

easy-to-read instruments  quartz clock, a baro/comfort 

which is a combination thermo/hygro. Mounts verti-

cally or horizontally. Lifetime warranty, mounting 

hardware, and fresh  

AA battery are provided.  
Accuracy +/- 3 hPa on 980…1030 hPa  

Temperature deviation 3 hPa on 10 °C  

temperature change  

Dims: 12" x 4 1/4" 

WP721700

Porthole Weather Centre 

This three instrument plaque includes 3 instruments 

inset in solid hard wood with mahogany finish that 

can be wall mounted or stand free on a desk or shelf. 

The highly polished brass finished instruments will 

never tarnish or discolor. A battery, an engraveable 

brass plate, mounting hardware and a lifetime warran-

ty are provided. Dial: 2-1/2". Base:14-1/2"Wx6" H  

WP312800 

WP313200 same as above but vertical

Weems & Plath Desk Sets and Chart Weights 
Chart weights of forged brass available in four stylish designs.   

Weights can be customized by imprint or engraving and they  

come gift boxed. 

Clock 
WP610500 - brass clock chart weight 

WP610500PS - Brass clock pen set 

 

Compass 
WP661 - brass compass chart weight 

WP661N - nickel compass chart weight 

Magnifier 
WP412M - brass magnifier chart weight 

WP662 

Elegant wooden box 

for chart weight
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Weems & Plath Log Books 
Attractive, embossed cover made of heavy, flexible waterproof material.  Spiral bindings allow pages to open flat for ease in 

recording information.  Every log contains over 80 pages for recording critical information, in addition to handy quick reference 

pages.  All logs designed to fit inside teak and leather covers for a more impressive presentation. 
 
 
 

WP797 - The Ship’s Log 

WP798 - The Cruising Log 

WP804 - The Maintenance Log 

 

 

Log Covers 
 
Teak-Attractive, handmade teak covers with high gloss lacquer finish. Both practical and  

decorative. All covers feature solid brass engraveable plate.  Ample room for engraving the vessel name, captain and hailing port.   

 

WP297 - Blank Plate 
WP299 - Sailboat Plate 
WP300 - Powerboat Plate 

 

 

 

 

 

 

Leather-Features brass corners to protect leather plus a leather loop to hold pen (included).  Brass 

plate that fits on the cover is reversible. On one side it says “Ship’s Log” other side is blank, suit-

able for  

personalized engraving. 

 

WP301                

Log Books



Bases and Plaques 
Beautiful wood plaques enhance the display of all instruments.  

Vertical or horizontal mounting.  

Lacquered mahogany finish. Instruments sold separately.  

WP100B - Single with Back Panel (a) 

WP101B - Single Base (b) 

WP125S - Single Wood Base  

WP85S - Single for Endurance 85 series 

WP85D - Double for Endurance 85 series 

WP85T - Triple for Endurance 85 series (c)
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Weems Stormglass 
Hand polished to mirror finish. Sealed glass 

chamber holds solution, encapsulated in beauti-

ful marine lacquered cylinder. Includes base, 

self tapping screw, finial, wall mounting  

accessory and instructions. 
 

WP200 

polished brass 

WP201 

chrome 

 

WP200SET 

 

 

Weems Barograph 
Hand crafted German weather recording  
instrument housed in Mahogany and glass 
case. Takes one AA battery to operate 
The readings are marked on paper charts 
with a felt tip pen that lasts 6-9 months 
7-3/4” x 5” x 5-1/4” 

 
WP410-C 
Classic 

 

a
b

c

Solar w/LED Light Cap 

200  - 2” Bottle cap 

 D3400  Red       

 D3410  Smoke    

Solar w/LED Light Cap 

300 - 1L 

bottle cap 

 

 

 

D3420  Red 

D3430  Smoke   

Solar rail light 

premium LED 

auto on/off 

 

    D3440  

    

Solar rail light 

mini LED 

auto on/off 

 

  D3450 

  

Solar interior 

Ship light 

LED with  

suction clips 

 

  D3460 

        

 

 

 

 

 

 Quick mount clamp set 

D3470  

 

 

 

 

 

  Soli Charger SP 

universal with speakers 

     D3480    

Bird Feeder/Thermometer 

BFT26BP(bronze patina) 

BFT26SN(satin nickel) 

 

shows both Fahrenheit & 

Celsius, 4 perches and 

feeding ports 

18” tall

Thermometer / 

Hygrometer 

Diameter: 10-1/2” 

   

  TH-450

Stormglass mounted on a wood 

base with a brass plaque which 

explains the crystal formations
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Vermont Outdoor 

Thermometer 

T-1 

T1BP(bronze patina) 

T1SN(satin nickel) 

 
Dia: 1-1/8” 

7-1/2” tall

Large Dial Thermometer 

T10BP(bronze patina) 

T10SN(satin nickel) 

T-10 

 
Dia: 8-1/2”

Grande View 

Thermometer 
Dia: 2”, 12-1/4” tall 

T-16 Celcius/Fahrenheit 

T16BP(bronze patina) 

T16SN(satin nickel) 

T-16M Fahrenheit only

Estate 

Thermometer 

T-18 

 
Dia: 2-7/8” 

38” tall

Desk 

Thermometer 

T-19 

 

Dia: 1” 
2-3/4” tall

Vermont Tabletop 

Thermometer 

T-2 

 
Dia: 2-3/8” 

7-1/2” tall 

Deck 

Thermometer 

T-21 

 
Dia: 4” base 

12” tall 

Jeffersonian Thermometer 

T-24 

 
Dia: 11” 

46” tall 

Vermont  

Verdigris 

Outdoor 

Thermometer 

T-3 

 
Dia: 1-3/8” 

7-3/4:” tall

Vermont Dial Thermometer 

T-6 Brass 

T-6C (copper) 

T-6SS (Stainless) 

T6BP(bronze patina) 

T6SN(satin 

nickel) 

 

Dia:4-1/4” 

Vermont Travel 

Thermometer 

T-7 
 

Dia:9-1/16” 

2-1/2” long

Portable Weather Station 

TH-20 

 
Dia: 4-1/4” 

5-3/4” tall

Weather Station 

TH-6 

TH-6C 

TH-6SS 

 
 

Dia:4-1/4”

 Rain Gauge 
 

VRG1SN(satin nickel) 

VRG-1(brass) 

1-3/4” deep 

6-1/2” tall

Verdogros Rain  

Gauge 

VRG-2 

 
1-3/4” deep 

6-1/2” tall 

 

Grande View Rain Gauge 

Spiral stake 

VRG-6 

VRG6SN(satin  

nickel) 

 

Dia: 2”, 23” tall

Jeffersonian 

Rain Gauge 

VRG-7 

 
12-1/2” wide 

42” tall

Estate Rain 

Gauge 

VRG-8 

 
Dia: 2-1/2” 

26” tall

Grande View 

Rain Gauge 

VRG-9 

 
Dia: 2” 

8” tall

Jeffersonian Wind Gauge 

WG-1 

 
12” wide 

42” tall 

6” deep

Conant Custom Brass

RGV1 - spare tube for VRG1 &2 
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Ships Clocks

Wooden Mounting Boards 

finished wood with brass trim corners 

L2609030 - 300mm x 90mm 

L2616048 - 480mm x 160mm

 

 

70045 

Brass Barometer 

4-1/2” dia X 2-1/8” H

 

70021 

Ship’s Wheel 

Thermometer/Hygrometer 

15” overall dia.

 

 

70046 

Ship’s Wheel Barometer 

15” overall dia.

 

 

L2780000 

Brass Thermometer/ 

Hygrometer Port Hole Style 

Design 

80mm Dial 

 

 

L2680000 

Brass Barometer 

Port Hole Style Design 

80mm Dial

 

L2880120 

Brass Silent Zone Clock 

Port Hole Style Design 

80mm Dial 
for 3minutes after the hour & each  

quarter radio silence should be kept 

 

 

 

 

 

 

 

 

 

91502 

Brass Gimbal Lamp 

with Smoke Bell

 

 

 

 

 

    Brass Porthole Mirror 

91540 - 12”

 

 

 

 

 

91548 

Bos’ns Whistle

     

Wooden Wheels  
  73032 - 32” 
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Folding Bicycles

A2007 - Silver 
Shimano 7 speed gear shift, V-type folding bike.  20” Kendra tire. Hi-ten-

sion frame with suspension/fork, Integrated aluminum handle bar, seat post, 

folding pedals,  

Aluminum double-wall rim 

14kg,   

open:     47”H x 59”L x 22”W 

folded:    23”H x 33”L x 15”W

 

Chainless Folding Bicycle 

Aluminum with storage bag and basket 

 

 A2003BL blue 

        A2003O orange  

A2003PK pink

 

 

 

2066BL blue  

2066W  white  
Shimano 6 speed gear shift with rear carrier and storage bag 

V-type folding bike.  20” Rims. Handle grip twist gear 

shifter  • Adjustable height seat and handlebars 

• Folding pedals make for compact storage 

• Front V brake  • Rear all weather drum brake 

Fold down stand  • Seat contains springs for extra comfort 

• Easy to fold and unfold  • No assembly required 

Folded dimensions: 85cm x 58cm x 40cm 

Maximum weight capacity: 100kg 

Bike weight: 13.8kg



430 Phone: 1-800-263-8328

 

13-7500    -7x50   -waterproof 

-tripod attach fitting 

-carry pouch and strap 

-fully coated optics

 

13-7501   -7x50 

-BaK-4 porro prisms for bright, clear, 

crisp viewing.  100% waterproof / fog-

proof  

Highly resistant to saltwater corrosion  

Non-slip, non-skid rubber armor 

      13-7570     - 7x50 

- 3-Axis digital compass 
- BaK-4 porro prisms for bright, 

clear, crisp viewing 

100% waterproof / fogproof  

Highly resistant to saltwater corro-

sion  

Non-slip, non-skid rubber armor  

 

 

 13-1056   10x50mm 

Powerview 

Multi coated optics 

Non-slip rubber armor 

Bushnell

Binoculars

 

  15-7050   

7x50 
Waterproof/fogproof - 100% 

multi-coated lenses for bright, crisp, 

clear viewing.  Non-slip 

rubber armoring.  Twist-up eyecups

 

 

  

   17-0825     8x25mm 

  Permafocus 

 Fully coated optics 

 Focus-Free 

 Non-slip rubber armor

 

WP657  

Sentinel Binocular Case 

 

Fits all W&P  

binoculars shown here! 

11755    7x50 

waterproof & Nitrogen Filled 

Float without Strap 

Center Focus 

Bak 4 Prisms 

Retained Lens Caps 

Enhanced Green Coated Lens

 WPBN20C 
7x50 Explorer Binoculars 

float,waterproof, illuminated 

compass and range finder 

Light weight, fold down 

eye cups. Comes with a soft 

black case, padded neck strap and lens 

cover 

WP637  

7x50 Centre Focus 

Binoculars 

Quick easy adjustment 

5 year warranty

weems & plath binoculars!

 

Do you see what I see?
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More Goodies 

 

Collapsible Bucket 

 

 

 

 

 

42993 

 3 gallon capacity. Opens 

to 9.25” tall and folds to less 

than 2” for storage 

Zippered storage bag included 

 

Stack-A-Plate 
Non-slip backing used in your 

cabinet to keep plates from 

sliding and rattling. Dishwasher 

safe 

 43603    set of two,  

one fits up to 7-1/4” 

one fits up to 10-1/4” 

 

 

 

 

 

 

 

AHTH-3  
Tow Harness 

Self Centering 3,000 lb tensile 

strength Stainless pulley, 5,000lb 

tensile hook to connect to the boat.  

6ft float ensures the line stays 

away from the propeller 12 ft long

 

 

 

 

 

 

AHTR-60  Tow Rope 
 

60ft of 3/8” tow rope with a 6ft 

loop at each end 

Good for 1 or 2 riders

 

 

 

 

 

 

UL-2 
This Ultimate PWC safety lanyard has 

it all!  4 keys to fit ALL brands!  Super 

comfortable floating detachable wrist-

band, floating vest lanyard and high 

pitch pealess whistle for emergencies.  

A swivel snap hook keeps the cord 

from tangling.  No accessories to buy 

for this lanyard!

AHTH-1  Tow Rope 

clip it onto your 

boat with the 

hooks provided, 

and attach your 

ski or tube rope. 

A 6" float keeps 

the attachment 

loop floating on 

top, away from your propeller. 

12 feet long to fit larger boats 

and pontoons. Yellow / Red.

 

 

 

 

 

 

AHTR-4000   
heavy-duty 16 strand 9/16 inch 

x 60 foot tube tow rope is rated 

at 4,150 pounds tensile 

strength! Engineered to pull the 

big 3 and 4 rider tubes.

AHBV-2  Boston 

Valves/pair 

The 2 Boston valves have dif-

ferent thread patterns. One is 

sure to fit the thread pattern of 

your inflatable, no matter what 

brand. They have square bases, 

which are much easier to turn 

than round, especially with wet 

hands    

Round Stainless Steel 

Ashtray 
 

Fits standard drinkholders with 2-3/4 

inches diameter holes  

2-11/16 inches x 1-5/8 inches diame-

ter 

20029

   

 

 

 

 

 

11659 - Bean Bag Ashtray

 93302 

 Decorative Code Flags

 

 

 

 

 

 

       AHP-F1  Foot Pump

 

                         ID20 
 

 

Hi Speed Inflator / Deflator  12V 

Inflates a 4 man dinghy in 12 min 

also deflates to flat 

Airflow 550l/minute,  25 amps 

 
                          

                            ID20K 

 

 
 

 

         Inflator adapter kit     
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Bimini Tops
Free-standing Bimini Boa Tops.  Units are sold with the frame and 

fabric tops packaged separately. 

Frames are bright dip anodized aluminum with nylon hardware. 

Colours:  OB -Blue,  OG -Gray,  ON -Navy, W -White, OR - Black 

 

 

 

 

 

 

 

 

 

 
 

    Pontoon - 56” Height, 8ft x 96 84000OB (blue),  

     84000OR (black),   Frame:  601325

42” Height, 6ft 

 Part #              Dimension    Frame  

42701OB 67 - 72”        42673   

42701OG  

42701ON  

42702OB             73 - 78”        42679   

42702OG  

42702ON 

42703OB             79 - 84”        42685   

42703OG  

42703ON

54” Height, 6ft 

 Part #              Dimension    Frame  

54701OB 67 - 72”       54673   

54701OG  

54701ON 

54701OR 

54701W  

54702OB             73 - 78”       54679   

54702OG  

54702ON 

54702W 

54703OB             79 - 84”        54685   

54703OG  

54703ON 

54703W

Zippered Storage Boots for Bimini Boa Tops 
Boots feature one separating zipper for easy on/off.  Made in marine 

grade vinyl or Hot Shot (TM) acrylic 

coated polyester fabric, that makes the boot strong yet lightweight 

Colours:  OB - Blue, ON - Navy, OG - Gray, W - White, OR-Black 

63170OB 67 - 72” 

63170OG  

63170ON 

63170OR 

63170W 

63176OB 73 - 78” 

63176OG     

63176ON 

63176W 

63182OB 79 - 84” 

63182OG  

63182ON 

63182W 

63188    white    85-90” 

631880R
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67867 

  Easy up privacy partition 

  Can be installed anywhere, 

  under a bimini or hard top with 

included straps and hardware.  Made 

from 100% marine grade polyester, it has 

a full length heavy duty zipper for easy 

access. 

Installed measures: 30"W x 30"D x 70"H  

Sun Shade II 

Design changes include larger diameter and solid 

fiberglass ribs, hinged connectors that are twice as 

strong as before, 4-point locking height adjuster. 

22043 Blue 

22045  Red 

22046 Navy      

22042  White 

22048  Sand 

           22049  Black

 

 

 

 

 

 

  55745  Cover Support System 

             for pontoon boats

SHADEFIN 

 

 

 

 
 

 

 

 

 
ShadeFin’s ocean-inspired design provides expanded shade 

coverage for multiple areas of the boat, including fore, aft and 

sides of tops or anywhere there is a rod holder. ShadeFin’s  

fabric provides an excellent UPF 50+ rating of sun protection 

while boating and fishing, or when relaxing at the dock and 

sand bar. 

A protective mesh storage sleeve comes standard with the 12-

pound ShadeFin. To operate ShadeFin, remove the sleeve, 

mount to a desired location onboard and activate the underside 

release tabs. Structural ribs attached to weather-resistant sun-

protecting fabric expand out from the body to lock the fin in 

place. 

With Bag Kit 

T10-3000-1  white  

T10-3000-2  black  

 

With Bag kit & mount 

T10-3000-3  white 

T10-3000-4  black 
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50091038 

Stainless Steel 

Recessed Drink 

Holder with drain

Gimballed drink holder  

 

11670 

Standard size 

 

11672 

Mug size 

 

50091020 

 

Stainless Steel, 

pop-up, 

adjustable arm 

drink holder. 

Folds up when 

not in use.

11789W1 

Large Cup 

Holder - white

Flush mount drink holders
item # colour hole dia depth

11785 white 3” 2”

11787 black 3” 2”

11786 white 3” 3”

11788 black 3” 3”

11789 black 3-3/4” 3-1/4”

11653 

Stainless Drink 

Holder 

Plastic Folding 

Drink Holder 

11674 - black 

11668 - white

11663 

PVC holder 4” 

multi-use!

11660 

Suction cup 

drink holder

Beverage Holders

  

975DP1CHR 

Perko 2” 

Utility Hook 

 

 

 
 
91677 

2 prong brass hook 
2-5/8” x1-1/2”

 

975DP2CHR 
Chrome coat hook 

-base width 1-/4” 

-3” projection 

-#6 fasteners

 

 

610DPCHR 
Chrome door 

hook 

1-3/8 x 1-1/8”

 

 

91670 
Chrome door 

hook 

1” x 1”

new utility hook! 
    1”base width, Chrome plated zinc      

  1106DPCHR
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90050 

Lanyard Keychain

90051 

Rope Ball Keychain

90070 

Cork Ball Keychain

90005 

Brass Whistle Keychain

90009 

Brass Wheel Keychain

90010 

Brass Anchor Keychain

90013 

Brass Prop Keychain

 

D530 

The ultimate key fob for boaters and water sports enthusiasts! When Key 

Buoy™ falls in the water, an air tube inflates. Great for keys and tools less than 

4.2 oz. Key Buoy ™ is already making waves in the boating world!

Mini Fender Key chain 

           

            K2057  navy

90029 

Glass Ball Keychain

K2059 

Port / Starboard Keychain

“Boat Keys”

“Get in, sit down, shut up, 

hold on”

“The difference between men and 

boys is the price of their toys.”

“The one with the most 

toys wins”

Soft Keyfloats

KFP-01

KFP-02

KFP-04

--

KFY-01

KFY-02

—

KFY-05

white yellow

Super strong rubber coated  

utility magnet.  Handle allows 

magnet to be tied to rope for 

retreval without getting wet! 

 

50063030 

35lbs of lif
ting 

power!
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63551 
White PVC Holder for 

Handheld electronics. 

 

Perfect for VHF radios and 

GPS! 

8”l x 3-1/2”w x 2-1/4”d

71031 
Waterproof Bag to  

keep handheld  

electronics dry.  

Allows unit to  

be used while in case.

262 

Holdz-it 

 

Holds 4 ways! 

Perfect for handheld electronics, 

phones and much much more!

671100   Nylon Gear Hammock 

60” LOA, Perfect for stowing gear or food or any-

thing, really. eat onboard or at home!

   Aqua Clip 

 

 Secure towels, clothes 

 etc to  Pulpit Railing! 

  (sold each) 

  90081 - White 

  90082 - Blue

Clothes Claws Clothespin 

 

1650 pkg of 2 

1651 pkg of 48

 Air-Dryr is an inexpensive and effective way to fight moisture problems, cold drafts, and 

corrosion.  Designed to operate anywhere, 24 hours a day.  Place Air-Dryr on the floor in any 

damp, enclosed space and put into a 110/120 volt outlet.  The damp air is  heated to the point 

moisture is held in suspension (above dew point), then released through the top vents of the 

device. As warmed air rises, cooler damp air is drawn in, where it too is heated.  Air-Dryr costs 

no more to operate than the burning of a light bulb.  A thermal cutoff  turns the unit off should 

air flow be impeded. 

1458 -Air-Dryr 1000-Handles up to 1000 cubic feet of living space. Draws only 1.1amps, 130 watts. Circular unit 

measures 13/5”dia and 4.25” high  

1459 -Air-Dryr 500 - handles up to 500 cubic feet of living space.  Draws only 0.6 amps, 70 watts.  Rectangular unit measures 14x5x4.5” 

401572 

 

12V Wet / 

Dry Vac 

 

1 gallon capacity, tools included  
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DP-44 

Dry Pak - “Alligator” Wallet 
- 4”W x 4”L 

Blue “alligator” embossed heavy-

guage vinyl front, clear back. 

Adjustable neck lanyard.  For beach, 

pool, boating, airports, waterparks, 

hiking, snorkeling. Holds ID, cash, 

credit cards, keys, pagers, small 

phones. Maximum circumference 7.25”.

DP-48W  

Dry Pak - Cell Phone/GPS/PDA 

Case 
- 4”W x 8”L  Clear TPU front,clear window 

on back for camera, padded and lined.  

Adjustable neck lanyard, anodized aluminum 

spring hook. For beach, pool, boating, surfing, 

waterparks, hiking, snorkeling. Holds Cell 

Phone, PDA, GPS and more Maximum  

circumference 7.25” inches.

DPG-912 

Dry Pak Nylon Case  
9”W x 12”L x 3”Deep 

Rugged waterproof nylon, padded and 

lined. Yellow sealing clip for high 

visibility. Holds and protects lots of 

gear. Maximum circumference 17”  

DP-512 

Dry Pak VHF Radio Case 
- 5”W x 12”L 

- Clear TPU front, blue TPU back, padded 

and lined. 

- Adjustable neck lanyard and anodized alu-

minum spring hook. 

- Yellow sealing clip for high visibility. 

- For boating, rescue, camping etc.  

- Maximum circumference - 9”. 

 

DPT-912 

 

Dry Pak 

IPad Case 

9 x 12” 

DP-65C 

Clear Camera Case 
- 6”W x 5”L x 3/4”Deep 

Clear optical quality TPU  

holds 35mm and digital  

camera..  Max.  

circumference 11”. 

Dry Pak Dry Bags   
Round bottom dry bags shut out water by rolling down the top 
a few times and snapping the side release buckles together.  
Heavy-duty vinyl/polyester tri-laminate with RF-welded seams.  

WB-4 - 11-1/2”dia X 19” Yellow! 

WB-5 - 11-1/2”dia X 19” Blue! 

WB-6 - 11-1/2”dia X 19” Clear! 

WB-7 - 12-1/2”dia X 28” Yellow! 

WB-8 - 12-1/2”dia X 28”  Blue! 

WB-9- 12-1/2”dia X 28” Clear!

DP-58 

 

Dry Pack for GPS, 

Smartphone 

5” wide x 8” long 

 

 

DP-MP31 

 

Dry Pak 

Waterproof MP3 

case 

 

 

DPT-610 

 

Dry Pak 

Tablet/Kindle Case 

6 x 10” 

DP-46W 

Slim Dry Pack, 

padded and lined 

for cell phones 

4 x 6"
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Dock boxes 

Stow ‘N go Dock boxes 

Fiberglass dock box, UV gel finish, stainless steel lockable latch 

and hardware, gas shock lifts help keep lid up 

H       W      D 

83550 20” x 40” x 19”  Low-profile small  

83557 18” x 48” x 20”  

83562 24” x 54” x 22”  small 

83552 24” x 72” x 23”  medium  

83551 24” x 85” x 22”  large 

83553 27” x 46” x 26”  deep small  

83554 27” x 72” x 26”  deep medium

83561 

Triangle Dock box 
Fiberglass dock box, UV gel finish, stainless 

steel lockable latch and hardware, gas shock 

lifts help keep lid up. 

 27”H x 54”W x 33”D

  Dock box with seat 
Fiberglass dock box, UV gel finish, stainless 

steel lockable latch and hardware, gas shock 

lifts help keep lid up. 

     

83555    29”H x 72”W x 29”D    

83556    27"H x 46"W x 26"D   

123661       Triangle Dock Box 

UV-resistant polyethylene,  lockable 

reinforced cover. Nylon hinges with stainless 

hardware 

50”L x 32”W x 36”H  

 

   TD86908 

Outdoor Entertainment Center 

Provides a spot for your cooler, prep 

and cutting surfaces with beverage holders.  

Includes one tower and support structure.  

Made of galvx dual coat.

The Taylor Made PE Dock & Patio Storage Box is a durable polyethylene box that's 

perfect for your dock, pool or patio. It offers a secure 

place to store just about anything from life jackets and 

fishing supplies to cushions and pool 

accessories.Manufactured with the highest quality UV-

resistant polyethylene resin and are 100% mainte-

nance-free. The double-walled lid is secured with a 

stainless latch, creating a weatherproof design to 

ensure your contents remain protected and dry.  

 

 

123650   43”L x 21”W x 26”H  Classic white  

123750 67.75”L x 27.75”W x 26”H  Classic white  

124650 43”L x 21”W x 26”H  Sandstone  
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Dock Pro Dock Cart 
Weight Capacity - 300 lbs.  

Wheel Size - 20”   
Curved handle design reduces bending over, making the Dock Pro dock cart easier 

to handle than conventional carts, while the unique angled tub feature provides bet-

ter leg clearance for maneuvering.  The Dock Pro dock cart is simply the easiest 

way to cart all your gear from the car to the boat.  Features a spacious 7 cu. ft.  

(47”L x 23” W x 13”D) heavy wall roto-molded poly-tub that will not rust or rot.  

Zinc coated corrosion resistant hardware used throughout.  Plastic rim wheels with 

roller bearings will stand up to the harshest marine environment.  

 

Dock Cart - 1060 - Solid Wheels 

Replacement Wheel Assembly - 1060WA 

 

Replacement Wheel Assembly - 1070WA (dock cart 1070)

 

 20607 - 18” 

 20805 - 32” 
  

 

 

 

 

Soak your friends  
with AQUA-ZOOKA!  

This easy to operate, quick filling water 

bazooka is constructed of high-impact  

thermoplastics, and will last for seasons of 

fun. Simply dip AQUA-ZOOKA into the 

water and pull back on the handle to siphon water up into 

the barrel. You’re ready to fire, with a range of up to 60 

feet!  

AQUA -ZOOKAs are equipped with comfortable EVA 

handles so that you won’t lose your grip, even with wet 

hands in the heat of battle! The EVA handles also ensure 

that  AQUA ZOOKA will float on top of the water.  

Doubles as a bilge pump or household siphon!

StepSafe™ Dock Steps 
 
 
 
 
 
 
 
 

Molded in durable U.V. resistant Polyethylene, our dock steps are offered in three 

different tread step models. On the top of each step, Taylor Made Products own 

StepSafe™ non-slip pad is adhered for additional slip protection while boarding.  

 1-1/2" wide flange provides adequate mounting surface for docks. Cleans easily 

with soap and water. Additional hand rails are available for two and three step  

models, sold separately. 

 

 

 
Stock No.                    Description             Size (Length x Width x Height)  

#47100               Single Tread Step               22"L x 18"W x 11.5"H  

#47200                  Double Tread Step            26.75"L x 23.5"W x 17"H  

#47201           Double Tread Hand Railing   

#47300                  Triple Tread Step                  35"L x 25"W x 25.5"H  

#47301            Triple Tread Hand Railing  

8252 

Hatteras Lighthouse

Durable rubberized vinyl mat 15” x 25”
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M10010 

Size: 18 x 30”  

Colour: Navy with white writing 

M10010F  French version is beige with white writing

M10050 

          Size: 10 x 20”

Colour: Navy with red writing

M10080 

Size: 18 x 24”  

Colour: Navy with white writing

M10210 

Size: 18 x 30”  

Colour: Beige with black writing, lighthouse. 

M10210F French version

M10090 

Size: 18 x 36”  

Colour: Navy with white writing & decoration 

M10090F  French version

M10400 

Size: 18 x 30"  

Colour: Tan with navy writing & anchor 

M10400F  French version

 

Welcome Aboard mat is made of water-

proof, plush carpet.  It is stain and fade 

resistant, mold and mildew resistant 

with a non-skid rubber backing.   

Edges are finished with a poly binding. 

Welcome aboard mats

M10300    Size: 18 x 30” 

Colour: Grey with blue writing, 

             wheel

M10320 

Size:  30 x 18” 

Colour: Blue 

with white 

print, lifering
M10310 

Size:  18 x 30” 

Colour: Tan with blue writing
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3” Legal Size, Gothic Style Boat Letters 
Available in white or black, singles or packs of 10.  

 

Ordering Instructions: 

so you want a single black #4? order PSB-4 

 

a single white 4?                      order PSW-4 

 

 

If you want 10packs, thats easy too! 

 

PS10B-4 will get you 10 black #4 letters. Isn’t that easy? 

600-RW White Plastic Registration    

   Plate  24-1/2” x4” sold in pairs

 
       Cover Plates 

 

       M-10 - 3-1/2”OD 

       M-12 -    5” OD 
Ideal for all types of retrofit and/or cosmetic applications. 

Bernard Cover Plates conceal holes on deck, instrument panels, 

etc. - quickly and easily.Molded of high impact ABS plastic.
P-201 

Yellow Background  

1-1/8” x 3-1/4”

DANGER 

BOARDING LADDER AND SWIM  

PLATFORM SHOULD NOT BE  USED  

WHEN ENGINE IS RUNNING

P-203 

Red Background 

1-3/8” x 4-3/8”

CO-2 

Carbon Monoxide label

Teak Door Plaques 
4” x 1” 

62670 - Captain 

62672 - No 

Smoking 

62674 - Toilet

Brass Plaques 
Brass plaque on finished wood 
board. Brass screws included.  

 

18861 - No drinking aboard (without the captain) 

18864 -  If your mother is not aboard please tidy up  
               after yourself.
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Choose from different Plates,  molded in plastic with white letters on a black background,  

except as noted.  Blank Plates are available that can be custom engraved at most trophy or  

sign companies, for your special needs.  Plates measure 1/2” x 1-1/2”

ID-1 ANCHOR LIGHT   

ID-2 BILGE PUMP    

ID-3 BLOWER  

ID-4 CHOKE  

ID-5 COMPASS   

ID-6 DECK LIGHT  

ID-7 DEPTH SOUNDER   

ID-8 FORWARD   

ID-9 HORN   

ID-10 LIFE JACKET (RED)   

ID-11 LIGHT   

ID-12 MASTER   

ID-13 MASTHEAD LIGHT 

ID-14 NEUTRAL   

ID-15 OFF   

ID-16 ON   

ID-17 PANEL LIGHTS  

ID-18 RADIO  

ID-19 REVERSE   

ID-20 RUNNING LIGHTS  

ID-21 SEARCH LIGHT   

ID-22 STARTER   

ID-23 STERN LIGHT   

ID-24 THROTTLE  

ID-25 WATER TEMPERATURE  

ID-26 WIPER   

ID-27 6 VOLT   

ID-28 12 VOLT  

ID-29 32 VOLT  

ID-30 110 A.C.  

ID-31 AERATOR   

ID-32 AFT   

ID-33 AUTOMATIC  

ID-034 BAIT PUMP   

ID-035 BAITWELL  

ID-036 BILGE BLOWER   

ID-037 BOW LIGHT  

ID-038 CABIN LIGHT  

ID-039 CHLORINATOR   

ID-040 CLOSED   

ID-041 CONTROL  

ID-042 CONTROLLER   

ID-043 COURTESY LIGHT  

ID-044 DOCKING LIGHTS  

ID-045 DOME LIGHT  

ID-046 ELECTRIC TOILET   

ID-047 ENGINE ROOM   

ID-048 ENGINE SHUTOFF  

ID-049 FAN   

ID-050 FLARES (RED)  

ID-051 FLOOD LIGHT

ID-52 FRESH WATER SYSTEM   

ID-53 FUEL   

ID-54 FUEL PUMP   

ID-55 GAS   

ID-56 GENERATOR  

ID-57 HEATER   

ID-58 HOLDING TANK   

ID-59 IGNITION   

ID-60 INSTRUMENT  

ID-61 LORAN  

ID-62 MANUAL 

ID-63 MISC  

ID-64 NAVIGATION  

ID-65 NEGATIVE  

ID-66 OIL PRESSURE   

ID-67 OIL TEMP.   

ID-68 OPEN   

ID-69 PILOT   

ID-70 PILOT LIGHT   

ID-71 PORT   

ID-72 PORT LIGHT   

ID-73 POSITIVE  

ID-74 POWER   

ID-75 POWER TILT   

ID-76 POWER WINCH  

ID-77 RADAR  

ID-78 RADIO TELEPHONE  

ID-79 RANGE LIGHT   

ID-80 RECORD  

ID-81 REFRIGERATOR  

ID-82 SHOWER  

ID-83 SIREN  

ID-84 SPREADER LIGHTS  

ID-85 STARBOARD  

ID-86 STBD. LIGHT  

ID-87 SWITCH  

ID-88 TANK 1 

ID-89 TANK 2  

ID-90 TANK 3  

ID-91 TOWING LIGHTS  

ID-92 TILT  

ID-93 TRIM  

ID-94 WATER PRESSURE  

ID-95 24 VOLT  

ID-96 110 D.C.  

ID-97 BLANK  

ID-97 BLANK (RED)  

ID-98 STROBE LIGHT  

ID-99 VAPOR DETECTOR  

ID-100 SHIFT 

ID-101 HIGH 

ID-102 LOW 

ID-103 BATTERY PARALLEL 

ID-104 EMERGENCY (RED)  

ID-105 ALARM  

ID-106 ALTERNATOR  

ID-107 AMP METER  

ID-108 SLING  

ID-109 ICEBOX  

ID-110 SALT WATER  

ID-111 TACHOMETER  

ID-112 BATTERY 1  

ID-113 BATTERY 2  

ID-114 COCKPIT DRAIN  

ID-115 ENGINE INTAKE  

ID-116 EXHAUST  

ID-117 GALLEY SINK DRAIN 

ID-118 HEAD DISCHARGE  

ID-119 HEAD INTAKE  

ID-120 HEAD SINK DRAIN  

ID-121 ICE BOX DRAIN  

ID-122 KNOT METER  

ID-123 OVERBOARD  

ID-124 SCUPPER  

ID-125 AUX. TANK  

ID-126 CROSS OVER  

ID-127 PORT TANK  

ID-128 STBD TANK  

ID-129 RETURN  

ID-130 SUPPLY  

ID-131 FRESH WATER  

ID-132 ENGINE  

ID-133 FEED  

ID-134 FISH TANK  

ID-135 220 VAC  

ID-136 TANK 4  

ID-137 BATTERY 3  

ID-138 RAW WATER WASHDOWN 

ID-139 FRESH WATER WASHDOWN 

ID-140 MAIN TANK  

ID-141 CENTER ENGINE  

ID-142 STARBOARD ENGINE  

ID-143 PORT ENGINE  

ID-144 STARBOARD AUXILLA RY 

ID-145 PORT AUXILLIARY  

ID-146 TRANSOM SHOWER  

ID-147 LIVE WELL  

ID-148 GPS  

ID-149 V.H.F.  

ID-150 FIRE EXTINGUISHER  (RED) 

ID-151 PLOTTER  

ID-152 FORWARD HEAD  

ID-153 AFT HEAD 

o   C O M PA S S   o

 

ID-Display 

Includes 150 assorted Identi-Plates 

and a counter top display!

Identi-Plates
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FP-1 PANIC BUTTON (RED)  

FP-2 RELIEF SHIP (RED)  

FP-3 NOTICE TO LANDLUBBERS  

FP-4 WE RUN A TIGHT SHIP  

FP-5 PILOT'S SEAT ONLY  

FP-6 SWELL SHIP  

FP-7 NOTICE THE HEAD  

FP-8 MARRIAGES PERFORMED  

FP-9 I AM THE CAPTAIN  

FP-10 CAPTAIN'S WORD IS LAW  

FP-11 TO MY CREW  

FP-12 WELCOME ABOARD  

FP-13 COCKTAIL HOUR  

FP-14 I'M NOT A FAST CAPTAIN  

FP-15 THIS IS MY SHIP  

FP-16 GAMBLERS & FANCY WOMEN  

FP-17 OPINIONS EXPRESSED  

FP-18 ISLES OF SUN & FUN  

FP-19 VAST PROJECTS  

FP-20 MY HUSBAND  

FP-21 MY JOB  

FP-22 I MUST BE SUCCESSFUL  

FP-23 LIKE A WOMAN  

FP-24 ALL FISHERMEN ARE LIARS  

FP-25 DEFINITION OF A "YACHT"  

FP-26 SAVE WATER  

FP-27 MEN & BOYS  

FP-28 COLLISION AT SEA  

FP-29 BE TOLERANT  

FP-30 OUR CAPTAIN IS ALWAYS  

FP-31 LINDSAY'S LAW  

FP-32 NO SMOKING (RED)  

FP-33 OUR SKIPPER IS A WISE  

FP-34 OUR CAPTAIN SAYS  

FP-35 ONCE I THOUGHT

FP-36 SOFT SHOES  

FP-37 GREEN TO GREEN  

FP-38 OLD SAILORS  

FP-39 NOT SMOKING  

FP-40 FREE BEER TOMORROW  

FP-41 SIGN CHECKS  

FP-42 MURPHY'S LAW  

FP-43 CREWS THAT THINK  

FP-44 PUT IT ALL TOGETHER  

FP-45 TWO THINGS  

FP-46 SOAR WITH EAGLES  

FP-47 LIFE OR DEATH  

FP-48 SAILING SEASON  

FP-49 FISHING SEASON  

FP-50 WHY BE DIFFICULT  

FP-51 COMING HOME  

FP-52 EARLY TO BED  

FP-53 THREE DIMENSIONS  

FP-54 HOLE IN THE WATER  

FP-55 FIBERGLASS TREES  

FP-56 I’LL NEVER GET LOST  

FP-57 WITH MY LUCK  

FP-58 TASK WORTH DOING  

FP-67 RUNS ON GAS 

FP-85 THERE IS NO RIGHT WAY 

FP-86 WANTED-A GOOD WOMAN 

FP-87 MY WIFE TOLD ME 

FP-88 A BAD DAY ON THE BOAT 

Fun Plaques! 
 

A perfect gift item.  Made of molded plastic, 

plaques are 3-1/3” x 5-1/2” and have adhesive 

backing....easy to apply, no screws needed.

Fun Plaques
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“Discharge of oil prohibited” 
- meets federal standards  
- adhesive backing  
- easy to apply 
- required on all boats 26’ 
and over with an enclosed 
engine compartment.  
- 5” x 8” 

IL-204 -stick on label 

P-204 - plaque

“Pollution Prevention” 
- complies with requirements  

to display overboard  

discharge laws.  

- 91/4” x 4-1/2” 

 

IL-227 - stick on label 

P-227  - plaque

“No Dumping” Keep your boat in compliance.  

- Federal rules require all boats on the Great Lakes over 26Ft. in 

length to display an  

adequate number of “No 

Dumping” law signs. 

 

IL-228 - stick on label 

P-228  - plaque 

“No Illegal Drugs” 

- recommended for all 

commercial vessels. 

- 6-3/4” x 4” 

 

P-229 - plaque 

 

Sailboat Labels 

Self Adhesive 

 

IL-1

Boat Labels 

Self Adhesive 

 

IL-2

Bass Boat Labels 

Self Adhesive 

 

IL-3 

 

Safety Labels 

Self Adhesive 

 

IL-4

IL-6 

Lift Stickers 

Self Adhesive 

Pkg of 4

IL-7 

Sling Stickers 

Self Adhesive 

Pkg of 4
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1690107 Thread-Lock™ Rectangle 

Table Package.   Table Top: 16" x 28" 

27" Aluminum Locking Thread-

Lock™ Post, Black Plastic Table 

Mount,  

Aluminum Locking Base, Surface 

Mount 

 

1670008   Rectangular table top only

1690106 18”x30” Oval Table Package 
Includes: Table top, table mount, 

27” Threadlock post & base 

mount.  White only. 

 

Cockpit Tables
 

230301

 

230101 

24” dia 

20” high

 

230501 

35”x24” 

24” high 

 

 

230701 

20” x 34”  

24” high 

 

230801 

23” x 34” 

24” high

 

230601 

43.5” x 23.75” 

27.5” high 

 

 

54022 

Rectangular Table Set - off white 

with recessed mount  

26” H x 15-3/4”W x 27-3/4”L 

1690102 24” Round Table Package 

Includes: Table top, table mount, 27” 

Threadlock post & base mount.  White only. 

 

Spare Part Oval

post 3692027

table top conn 3660018

base conn 1690001-SL

top only 1670006

Spare Parts

post 3691027

table top conn alum 3660018

table top conn plastic 1660704-L

base conn 1690001-SL

top only 1670002

 

54023 

Octagonal Table kit 

with surface mount 

 

1690901 
Party platter table top, 5 cup holders 

plastic table mount built into table 

top, 2 piece anodized aluminum 

thread-lock post, plastic thread-lock 

base, surface mount

23-1/2”x 23-1/2” 

x 20-1/2”H
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221320 - 
Stainless 

Table 

Brackets -  

set of 4 

Wall Plate- 2-1/8”x3-3/8” 

Table Plate- 1-3/4 x 2-3/4” 

 

Cast SS Table 

Hinge 
66mm L x 30mm W 

12042  

 

 

 

 

148DPCHR 
Table brackets for 

removeable tables

1660029-L 

Stowable  Table Pedestal  
- 2-3/8” post, 7” base 

- 5-3/4” hole pattern extends 2’ 

below deck. 

- 3-1/2” dia. hole in deck locking, 

anodized. 

- measures 30” up from the deck. 

 

1660030-A    28” Post only

Stowable Table Pedestal Set 
 

54017 - 
Standard Base 6-

1/2”dia 

54018 - Flush 

Floor Base  6-1/2” 

dia 

54019 -  
28” Table Leg

3 Stage Pedestal   1660230 
Height Adjustments 12-3/4″ - 28″ Table 

Height. Two Machined 

Clamping Bushings Clamp 

The Telescoping Posts At The 

Desired Height, Also 

Providing Wobble Free Use 

 

1690727-SL Table Pedestal kit without table top 

-Anti-lock, foot operated, wobble free! Threaded twist lock 

surface mount, low profile base dimensions  5/8” tall, diame-

ter, 5-3/4” bolt pattern. No need to cut a hole in the deck to 

mount base.  Post and base work on a screw threaded action. 

Post features a locking table mount assembly.  Bases are 

available in a brushed satin aluminum, and a powder coat 

with the endurance of an anodized finish.  

 3691027  27” post 

 1660704-L table top connection 

 1690001-SL thread lock table base 

1630801-EC 

Kingpin threaded pedestal 
Threaded Manual Adjustable Post, 

E-Coat Finish 

Manually Adjusts From 22" To 31" 

Posi-Lock Lever Secures Post At 

Desired Height. 

Use With Threaded KingPin™ Base 

(sold separately) 

2100115 

Replacement latch kit 

for threade-lock  table 

base

• Holds standard 1" leg securely  
• Reinforced bottom supports heavy loads  
• Tapered inside allows   expansion of any  
  water that might   accumulate and freeze 

U4029

• Holds standard 7/8" leg securely  
• Reinforced bottom supports heavy loads  
• Tapered inside allows   expansion of any  
  water that might   accumulate and freeze 

U4030

• Allows leg to be positioned either vertically or horizontal-

ly • Works with any standard 7/8" stainless steel tube  

• Installs easily within  

minutes  

U4031

• Impeller type locking device is tightened 

 with single #10 stainless steel screw  

• Fits any standard 7/8"  

  tubular leg  

U4032

Leg Clips 

• Clip's tension is adjustable by tighten-

ing the center fastening screw  

• New exclusive end tab which prevents 

the leg from sliding while in the stored 

position  

    

 for 2” tubing              for 2-1/4” tubing 

U4650     - black  -          U4675       

U4650W - white  -         U4675W  

1660017 

Table base 7” 

works with any 2-3/8” 

stowable table post

1660105 

Swing away Table Pedestal. 

tilting table mount with 2-3/8 SS 

post. Great for areas with limited 

space

11889  Table leg tips for 7/8” tubung 

            pkg 4
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Folding Chairs
 

Canvas Folding Chair - Back 

Height 19” 
-chairs have double legs 
 (polished aluminum)  

hardwood arms            

      210001         Blue       
                        

Replacement Covers 

219001 - Blue 

219101 - Red 

219201 - White

 
High Back Chair -  

Back Height 24” 
- chairs have double legs  (polished  

aluminum) and hardwood arms. 
   220201 - White 

 

 
 Garelick Padded Deck Chair 

One piece canvas back with 24" 

(61cm) high frame 

1" thick foam padded back and thigh 

support for added comfort 

Double leg and front cross bar frame 

for stability, easy to stow 

 

35029-62  Blue 

35029-67  Black 

 Garelick High Back Chair 

Lightweight Aluminum Compact Folding 

Frame w riveted construction Double leg 

design with front cross bar frame for added 

stability. Poly tips High-back frame pro-

vides great back support and comfortable 

seating  Durable UV resistant sewn woven 

fabric  Real Varnished Hardwood Arms 

16" Seat Height 24" High   

35037-62 Navy blue 

35037-67 Black  

 

 
60041 

Teak Director’s Chair  

-Blue Cover (even though the picture 

shows white) 

- 18” Floor to Seat 

 
 

1080021  

Double leg Yacht Chair 

- 25.75”W x 32.5”H x 24.5”D 

 

11887 - Chair tips 1”  pkg/4 

PremiumChair tips 

Package of 4, 1” 

 

76010 White poly  

76011  Rubber

Rubber Chair Tips-

pkg 4 

96024  7/8”     

96025 1”        

96026  1-1/8”

High 

Back Chair 
Alumium, double leg design 

with  from cross bar 

frame for added stability 

 

240201 White w/ plastic 

          arms

High 

Back Chair -24” 
Alumium, double leg design 

with  from cross bar 

frame for added stability 

 

220001 Blue w/ teak arms 

Soft Vinyl Foot
7619 - 3/4” 

7621 - 7/8” 
sold each 

Brown

11888  Chair tips 1-1/8” pkg/4 

11889                  7/8”



1042060  Black Reclining Chair  
- 33’H x 20”x19”D 

- Tilt back design 

 - arms flip up  

- aluminum frame  

- turning radius - 

13.5”

Fold down Boat Seat  

  1040623 - Grey 

  1040621 - Blue 

  1040629- 

White 
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26371 

White Pilot Chair  
-with fixed 15” 

pedestal, swivel and 

seat slider 

 22”W  

 18.5”H  

 16.5”D 
 

Molded of white UV stabilized polyethylene and  
contoured for comfort.  Removable cushions are 

upholstered with white mildew resistant marine vinyl.

26591 

Helmsman Seat 
-13-5/84” - 16-5/8” 

Adjustable pedestal  

- 27”W 

 22”H  

 23”D 

    1040002 

(seat only, no pedestal) 

Molded of white UV stabilized polyethylene and  

contoured for comfort.  Removable cushions are 

upholstered with white mildew resistant marine vinyl.

1040009 

Black Helmsman Chair 

with armrests - no swivel 
high density foam cushions, 

armrests are padded 3” 

thick, anodized aluminum 

arms and back support bars 

durable plastic frame 

   1043253 

Captain chair, comfort and support.  Flip up the 

bolster for standing or leaning positions. Aluminum 

bent and welded frame with molded foam. 

Upholstered with marine 

grade vinyl, high quali-

ty, weather and mildew 

resistant 24.5”H x 15” 

W 

20” depth at 

widest/14.5”when 

flipped 

1002093 

Offshore Helm Set Package-Black 

 1041733 

FishPro Seat  Charcoal/ 

Grey Contour Lumbar 

Cushion Cradles Your 

Back For 

Maximum Support. 

Designed For Style, 

Comfort 

And Durability. Folds 

Down Easily. Concealed 

Pinch Proof Hinge 

Norwegian seat  

34”H x 19”W x 

 23”D 

 width between arms 

      17.5”

Stow-away Boat seat  
 - polyester cover is strong and     
  easy to clean. 

 - folds in half or lays flat for 

  easy storage. 

99104 Navy Blue 

99105 Pacific Blue 

99106 Black 

99107 Toast

1062031 Premium Folding Seat 

Grey with blue  23-1/4”H x 16-1/2”D  

  x 16-1/2”W

 

 

 

 

 

 

 

1061123  Fold down Traveler Seat 

                  Charcoal / Grey 

                   14”H x 18”D x 20”W

1061017 

Skipper Folding Seat 
Injection molded with 

interlocking hinge. 

Extra wide seat 

Grey/Charcoal 

18”H x 20”W x 17”D

1062583 

Premium Folding Seat 
Charcoal/Tan 

matches Prince Craft 

boat interiors 

29”H x 18.5”W  

x 21”D

1061069 

Skipper High Back 

Weather resistant marine 

grade vinyl with UV 

protection. Subtle curves 

provide lumbar support 

24”H x 18”W x 17.5”D 

Blue/Grey
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Lounge Seat  

17”W x 43-1/2”L x 26”H 
Base - 13-1//2”W x 38-1/2”L x 8”H  

15279 - Grey 

15280 - Blue 

15281 - White 

15282 - Sand

 

  1043001 

Twin 46 Flip Up Chair  - off white 

a comfortable seat or flip up bolster or 

flip chair back for fore and aft  

positions.  23" height, 23" width 

24" depth at widest / 18.5" when 

flipped for bolster

1040800   
Comfortable Full Size Helm Or 

Captain’s Seat When Flipped Down. 

Flip Up Bolster For Standing Or 

Leaning Positions. Armrest Also Flip 

Up And Out Of The Way. Large Dry 

Pocket On Back Of Seat. 27.75”H x 

27”maxD x 22.75”W

1040900 

Comfortable Runabout Seat Or Flip 

Up Bolster For Standing Or Leaning 

Positions. Dry Pocket On Back Of 

Seat. 22.5”H x 22.5” maxD x 21”W 

 

 

1042050 

Bench Seating For Two. 

Unique Flip Back Feature Allows 

For Fore And Aft Seating. Works 

With Pedestals Or 

Box Style Mounting. Provides 35-

1/2” of Seating Area.  21”H x 24”D 

x 41”W  

1043259 

Deluxe Sport Flip-up Seat 

blow molded frame with molded 

foam 

24.5”H x 20”D x 15”W

80230 
Deck Chair Cover - help protect 

deck chairs from sun and wind dam-

age.  Elastic bottoms and reinforced 

air vents allow moisture to escape 

dimensions: 29"H x 26"W x 29.5"D 

 

80235  Ripstop Seat Cover 
(same dimensions as above)

Ripstop Seat Cover 

 Keep your seats from cracking and fading! Our 

 boat seat covers are designed to protect  from 

 damaging ultra-violet rays, wind, mildew and 

 water. Covers are new 600 denier Rip/Stop Polyester with a 

polyurethane coating. All our covers fold easily for storage and 

keep your seats cool and clean!       

80220 folding pedestal seat  

80240 small swingback

 

ST1080 

  White Chair Only 

    no cushion

Pro Casting Seat 15299 
Plastic frame, concave back for lumbar support. 

Mounts on any pedestal or swivel.   

5-1/4”H x 14-3/4”W

charcoal
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Fixed Pedestal  
7x7” Square base 

and seat mount 

1561105 - 7” 

1561106 - 13”

1580017 

 

Swivel Footrest 

Mounts to the 

pedestal post  

with a split 

bracket and inter-

nal plastic collar 

bushing.  Can be installed without 

removing seat.   

11” from center to edge of footrest.  

Fits 2.78” posts (post and bracket 

not included.)

Fixed Pedestals - 3 

piece Set 
Post - 2-7/8” 

Base Dia - 9” Satin Finish  

Track-lock swivel 

          Locking 
   12”   1250535-L    

   18”   1250540-L         

   24”   1250545-L 

   30”   1250550-L

 Locking Power Pedestal  
 Gas Power Assisted Adjustment 

 2-3/8” post, 9” round base with 

 locking swivel

   1250100-L1 - 14.5” to 19.5” 

   1250150-L1 - 15.5” to 19.5”  

   1250200-L - 12.5” to 15.5”

Posi-Lock Adjustable 

Pedestal 

includes swivel with a 

2-3/8” post, base - 9” 

Adjust from 12.5” to 

15.5”  

     - in 1” increments. 

 

       1253032-L

1614201-PP              11603D1 

 

 

 Locking Swivel 

Rotates 360 degree 

 

1100021-L1  2-7/8” 

1100031-L1  2-3/8” 

1100031-1    2-3/8”* 

                     *powder coat finish 

 1100531-L1 

2-3/8” Slide assembly 

with locking swivel 

1100521-L1 

2-7/8” Locking trac-lock swivel 

7-1/4” x 13” seat mounting platform.  

Travels 5-1/4” forward and back and adds 

1-1/4” height to pedestal

 

1104010 

1100012 

 

Adjustable Seat Clamp with non-

locking swivel adjusts 8 to 20-1/2”

 2100092 
Plastic Thread-lock Cover  

keeps sockets clear when 

not in use.

2100093 
Plastic stowable  cover 

keeps sockets clear 

when not in use

1240002 

Base cover 

conversion kit

   

  Trac-lock Slide -     

12 way 

7-1/4” x 13” x 3”H 

1100318 

1240749 Adjusting Pedestal 

2-3/8” inner post with 2-7/8”  

locking adapter and 9” base. 

Adjusts in 1” increments 

14-3/8” to 20-3/8”

 Swivel Seat 

polished finish 

7 X 7”

Quick disconnect 

mount 8 x 9”



 
1600420 
This unique two position pedestal system  

allows the seat to be used in a full upright  

position while fishing or down in the  

lower postion when the boat is underway. 

Base not included 
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 Adjustable Pedestal   

 

1612401 

 adjusts 16” to 22.75”  

   1612402 

 adjusts 22.5”to29.5”

 

   1603824 

   Manual Adjust pedestal 

   21”-31” 

   2-3/8” post, base not included      

1615201 

Seat Mount  

 
- Zinc plated steel 

with three degree tilt for comfort 

and cushion spring. 

- 3/4” pin 

 

  A - 1620003 -  7”x7”  offset  ss 

  B - 1620004 -  6”x8”   ss 

  C - 1620005 -  4”x8”   ss 

  D - 1620001 -  7”x7” ss 

        1620016  - 7”x7” alum 

          

10079 

Seat Swivel 

non-lock 
7” square - 

converts your 

fixed seat into a swivel seat 

safely and easily! 

 12 way Swivel 

6-3/4" x 1-1/8” 

High, Square With 4 

Hole Mounting 

Pattern.  Rotates 360° 

Mild Steel E-Coat Finish. 
1100018 - Locking 

1100115 - Removeable, non-locking 

A
B D

C

Deck Bases - 3/4” Socket

2100055 - Replacement Bushing

Bushing 

  2100055 - 3/4” 

  2171000 - 2-3/8” 

  2171001 - 2-7/8”

 
 Handle 

Assembly 

 2100033 

1600010 

   9” surface mount

1600003 

9” flushmount

1600005 

9” taperlock base

     1600409 

9” taperlock Hi-Lo post

Taper - Lock Series

1600205 
swivel

Replacement posts: 

     1610411    11” 

     1610413    13” 

     1610415    15” 

     1610425 25” 

KingPin Series

 3-Piece Set 

with 11” post, 

swivel and 

base 

 

1615431 

1100205 

Seat slider, stainless steel 

6” travel

 

 

 

 

 

 

 

     1300715 

2-3/8” Locking Post 

15” Height from to to 

bottom of post. 

Anodized Aluminum

 

 

 

 

 

 

 

      1642005 

Springlock Power 

Rise stainless steel 

pedestal, adjust from 

13-1/2” to 20”, 3D 

tilt, rotates 360D

1620017-S 

8x8” Round base 

High strenth 

aluminum.  

3” cup depth 

Below deck mount

238300-1 
Splash cup for 

238-series Pedestals 

                  1601002-L 

         Swivel roatates 360 degrees 

                     Cam prevents free spinning 

        while trailering.  Use with 

         any taper lock base 

        Adjusts 13” to 19-1/8”
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Marine Kettle Grills 
Meticulously crafted of 100% 18-9 mirror polished stainless steel for maximum corrosion resistance.  Starts easily in windy conditions by using 

the lid as a windshield. You obtain perfect results through use of the rotating, adjustable height cooking grill and the variable temperature draft 

 

A10-205 ~ original size 15”diameter 

A10-215 ~ party size     17” diameter   
 

Hinged Lid! ‘Stay Cool’ Handle! Newly designed, swiveling, windproof turbo venturi & control valve design virtually elimi-

nates blow-outs.  Places the fuel & valve where it is convenient to allow safe & easy fuel changes.  Burner & hi tech radiant 

plate & dome heat distribution design. Less flare up, even heat distribution & longer grill life.  Combination "easy-to-clean" 

grease catch pan/wind baffle. Keeps the wind gusts out while keeping the flames and grease in. Magma's patented design fully 

utilizes both radiant and convection cooking.  Quickly comes to temperature then heats the  entire grill surface evenly while 

using the least amount of fuel.  Indexed bowl and lid rotate to act as windshield in gusty conditions.  Uses standard, disposable 

1-lb. propane canisters or adapts to on-board LPG (propane) or CNG (natural gas) systems.  

 

A10-207 ~ original size 15”diameter 

A10-217 ~ party size     17” diameter   
 

 

Newly designed, swiveling, windproof turbo venturi &  

control valve design. Virtually eliminates blow-outs. Places the fuel & valve where it allows safe & easy fuel changes.  Reliable 

Piezo Igniter. Dependable push button lighting. Burner & hi tech radiant plate & dome heat distribution design. Less flare up, 

even heat distribution & longer grill life. Allows use as a grill, stove or oven. Perfect even heat as a grill or direct open flame 

cooking as a stove.  "Stay Cool" handle with air cooled supports. Fully double lined stainless steel inner safety shell. Cooler for 

safety. Guards against discoloration. Adds years of life to the grill. Magma's patented design utilizes convection cooking. Gives 

the hottest temperature with the least amount of fuel. Fast & efficient. Uses standard, disposable 1-lb. propane  canisters or 

adapts to on-board LPG (propane) or CNG (natural gas) systems. 

Propane

Propane

Magma does not rate BTUs for their BBQs as it can vary by fuel usage. Propane bottles are not included with bbqs

hinged lid is balanced  

and will not slam shut!

hinged lid is  

balanced and will 

not slam shut!reliable Piezo 

Igniter!!

A10-205 A10-215 A10-207 A10-217

cooking grate Q10-253 -- Q10-153 Q10-453

radiant plate Q10-466 Q10-467 Q10-665 Q10-765

handle assembly Q10-151 Q10-151 -- --

L-bracket &clamp Q10-164 Q10-164 -- --

Upgrade HD L-bracket Q10-664 Q10-664 Q10-664 Q10-664

turbo venturi tube Q10-160 Q10-160 Q10-160 Q10-160

replace burner Q10-657 Q10-657 Q10-657 Q10-657

control valve/reg Q10-263 Q10-263 Q10-263 Q10-263

inner liner fire pan -- -- Q10-658 --

Piezo lgniter -- -- Q10-960 Q10-960

Grease Catch Pan Q10-161 Q10-161

SPARE  

PARTS 

A10-104 ~ 15”diameter 

A10-114 ~ 17” diametre 

Kettle Charcoal Grill with hinged lid  

Made of 100% 18-9 mirror polished stainless for max corrosion resistance. Rotating design allows you 

to determine which direction you would like the lid to open when using in windy conditions.

Charcoal
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A10-080 
Round Rail Mount 
Fits Standard Rails 7/8” or 1” 

at any angle. No tools means it 

can be removed for storage 

quickly and easily.

A10-085 
Round Rail Mount 
Fits oversize rails 1-1/8” or 1-

1/4”at any angle. No tools 

means it can be removed for 

storage quickly and easily.

A10-090 
Round Rail Mount 
Fits large 1-1/2” rails at any 

angle. No tools means it can 

be removed for storage quickly 

and easily.

A10-126 
Flush Deck Socket 

Mount 
Stainless Swivel and lock 

feature, includes rain cap!

A10-121 
Surface Deck Socket 

Mount 
Stainless swivel and lock  

feature, quickly removes for 

storage.

A10-160 
Socket Type Rod Holder 

Mount 
fits Tempress Fish-On & 

Roberts Rod holder sockets

A10-165 
Socket Type Rod Holder 

Mount 
fits Scotty /Striker Grip Rod 

holder sockets.

A10-240 
Bulkhead or Square/Flat 

Rail Mount 
Attaches to any vertical flat 

surfaces and vertical or  

horizontal square  rails

A10-140 
Mounting Extension 
Adds 8” to all Magma A10 

series “marine kettle” grill 

mounting brackets.

A10-650 
Shore Stand Table Top 

Legs 

Stable, easily collapsible legs 

for onshore cooking!

Mounts and Accessories for Kettle BBQs

for original 

size bbqs
Colour

for ‘party 

size’ bbqs

A10-191FG forest green A10-492FG

A10-191PB pacific blue A10-492PB

A10-191BU burgundy A10-492BU

A10-191JB jet black A10-492JB

— royal blue A10-492RB

A10-191CN captain’s navy A10-492CN

 • Water and fade resistant Sunbrella boat 

cover material to resist damage from 

 sunlight and  mildew. 

 • 5 year warranty covers the fabric  

becoming unserviceable because of loss  

of color or strength from normal exposure 

conditions, including sunlight, mildew,  

rot and atmospheric chemicals. 

 • 1 year warranty on all other components. 

Marine Kettle Grill Covers

A10-150 
Easy Light Charcoal Starter 

Made of 18-8 stainless steel, it lights charcoal in 

windy conditions while adding years of life to 

your Magma charcoal grill by protecting the 

threaded center rod from continuous overheating. 

Measures correct amount of charcoal and comes 

with a removable cooling hanger. 

 A10-175 
Pow’r Grip Fish Rod 

Holder Mount 
fits all standard fish rod holders

 A10-184 
28" (71 cm) Double 

Locking Stow-able 

Pedestal Mount 

Q10-187 

Deck plate assembly

Q10-047 

Railmount adapter
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“Cabo”  A10-703 

 162 sq. inches of cooking space 9” x 18”  

 
The “Cabo” is made entirely of 18-9 mirror polished marine grade stainless steel., this gas grill’s features include a 9” 

x 18” or 162 sq. in. grilling surface, an oversized balanced lockable lid with draw tight latch, durable heat resistant all 

weather plastic handle with air cooled supports, fold-away table top legs, locking grease tray with access from either 

side of the grill, and a convenient snap-out radiant plate assembly for even heat distribution. It comes equipped with a 

swiveling control valve/regulator for quick, safe canister changes and is designed to use standard disposable 1 lb. 

Propane fuel canisters or will easily adapt to an existing on-board low pressure Propane or Natural Gas fuel system. With 

its compact design, light weight, large selection of mounts, and accessories to customize it to your desired application the 

“Cabo” truly is a go-anywhere grill to enhance all of your outdoor activities. Model uses single mount (SM) mounting hardware only. 

 

 

            “ChefsMate” A10-803 
           9” x 18”, 162 sq. inches of cooking space  

Fold-Away legs. Perfect for that quick picnic on shore. 

• Inner Safety Shell funnels grease into front access grease tray 

  reducing flare-up and heat discoloration. 

• 100% 18-9 mirror polished stainless steel for lasting beauty and superior corrosion resistance. 

• Convenient Snap-out  radiant plate allows quick, easy clean-up and perfect even  

  heat distribution.  

• Oversized perfectly balanced lockable lid won't slam shut and secures all inner components  

  for transport. 

• Full-length handle gives access from either side and makes mounting  and transport easy. 

• Front access, lock-in-place grease tray. 

• Swiveling valve/ regulator allows quick and safe gas bottle exchange.

 

“Newport”  
 9” x 18”, 162 sq. inches of cooking space  

 
• Full size inner safety shell funnels grease into front-access grease tray reducing flare-up and heat discoloration. 

• Reliable piezo crystal ignition for instant start up. 

• 100% 18-9 mirror polished stainless steel. For lasting beauty and superior corrosion resistance. 

• Convenient snap-out dual radiant plate. Allows quick, easy clean-up and perfect even  heat distribution. 

• 9" x 18" cooking grill with tightly spaced grid struts, perfect for grilling food of all sizes. 

• Oversized perfectly balanced lockable lid won't slam shut and secures all inner components for transport. 

• Full-length handle. Gives access from either side and makes mounting and transport of the grill easy. 

• Swiveling valve regulator. Allows quick gas bottle exchange.

 

“Catalina”  
 315 sq. inches of cooking space 12”x18” primary grilling area and 5-1/2” x 18” secondary rack 
 

• Full size inner safety shell funnels grease into front-access grease tray reducing flare-up and heat discoloration. 

• Reliable piezo crystal ignition for instant start up. 

• 100% 18-9 mirror polished stainless steel for lasting beauty and superior corrosion resistance. 

• Convenient snap-out dual radiant plate. Allows quick, easy clean-up and perfect even heat distribution. 

• 12" x 18" cooking grill with tightly spaced grid struts, perfect for grilling food of all sizes. 

• Large upper grill. For slow grilling or for warming food such as vegetables or bread. 

• Easy to read all stainless steel hermetically sealed thermometer. With 750-degree safety glass. 

• Oversized perfectly balanced lockable lid won't slam shut and secures all inner components for transport. 

• Full-length handle. Gives access from either side and makes mounting and transport of the grill easy. 

• Swiveling valve regulator. Allows quick gas bottle exchange. 

don’t forget! 
mounts  are sold 

separately!

food tray sold 
separately

requires 2 mounts!

Magma does not rate BTUs for their BBQs as it can vary by fuel usage. Propane bottles are not included with bbqs

 “TrailMate” A10-801 
  9” x 12”, 108 sq. inches of cooking space

A10-918-2 Redesigned with rounded edges 

A10-918-2GS Infra-Red 

A10-1218-2 Redesigned with rounded edges 

A10-1218-2GS Infra-Red 
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Cabo Electric Grill 

A10-703E 

 

For those of you who like to grill but don’t have propane on board 

this is the ideal compromise.  

120V / 1500W 

9 x 18” grill 

 

Q10-955  Grill plate replacement 

Q10-963   Radiant Plate 

TrailMate ChefsMate Newport Catalina Monterey

A10-801 A10-803
A10-918 

A10-918LS

A10-1218 

A0-1218LS
A10-1225

primary grill plate Q10-955 Q10-955
Q10-954 

Q10-954 

Q10-1254 

Q10-1254
Q10-1254

grease pan -- Q10-961
Q10-961 

Q10-961

Q10-961 

Q10-961
Q10-961

burner with screw Q10-927 Q10-957
Q10-957 

Q10-957

Q10-957 

Q10-957
Q10-1057

control valve/reg
Q10-262 

A10-219 low pressure
Q10-263

Q10-263 

Q10-263

Q10-264 

Q10-264
Q10-265

radiant plate Q10-923 Q10-964
Q10-965 

Q10-965

Q10-965 

Q10-965
Q10-1065

Piezo ingniter -- --
Q10-960 

Q10-960

Q10-960 

Q10-960
Q10-960

Electronic Pulse 

Ignition kit
Q10-904 Q10-904 Q10-904

warming rack -- -- -- Q10-1271 Q10-1071

thermometer -- -- -- Q10-1270 Q10-1270

lid handle -- Q10-951 Q10-951 Q10-951 --

SPARE PARTS
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T10-321-Single Locking 

Surface Deck Mount 

T10-322-Single Locking 

Surface Deck Mount with  

“LEVELOCK” 

T10-522-Dual Locking 

Surface Deck Mount 
 

T10-527-Dual Locking 

Surface Deck Mount with 

“LEVELOCK” 

Mirror polished stainless finish,  

locking pin and drain hole

T10-380 
Single Horizontal Rail Mount  
Fits standard 1” rails, extremely 

strong, two way adjustment, no tools 

required! 

T10-385 - Single  
Horizontal Rail Mount  
Fits oversized  1-1/4” rails, extremely 

strong, two way adjustment, no tools 

required! 

T10-327 
Single Levelock Deck Socket 

Mount 

 

Levelock vertical round mount 

T10-780for 7/8 to 1”  

T10-785 for 1-1/8” to1-1/4”

Bulkhead or Square/Flat Rail 

Mount 
Attaches to any vertical flat surfaces 

up to 1-5/8” and vertical or horizontal 

square  rails up to 2-1/4” 

T10-340 Single 

T10-540 Double 

Square Rail Mount 

Stainless mount for square or flat rail 

T10-640 - up to 2-14” 

T10-641 - up to 4-1/8”

T10-365 
Socket Type Rod Holder 

Mount 
fits Scotty /Striker Grip Rod holder 

sockets.

T10-360 

Socket Type Rod Holder 

Mount 
fits Tempress Fish-On & Roberts Rod 

holder sockets

T10-355 
Flush Mount Rod Holder 

Mount with LEVELOCK 
fits flush mounted rod holders

T10-185 

28" (71 cm) Double Locking 

Stow-able Pedestal Mount  

 

 

 

 

 

 

 

 

Q10-182 

Pedestal adapter 

Q10-183 

Pedestal Cap, locking

Dual Horizontal Round Rail 

Mount  

T10-580  - 7/8 - 1” rail 

T10-585 -  1-1/8 - 1-1/4” rail 

T10-590 - 1-1/2” rail 

    

 
 

 

Fit at any angle.  No tools means it can 

be easily removed for storage.

Flush  Deck Socket Mount 

 

T10-521 - Heavy Duty Dual 

   Locking  
 

 

 

Mirror polished 18-8 stainless steel  

deck socket and post sets, allow use 

while underway. Features a push 

button pin and a water drainage hole in 

the side of the socket.

 Locking Flush  Deck Socket 

Mount 

 

T10-326 - Single 

T10-526 - Dual 
 

 

 

 

Two mirror polished 18-8 stainless 

steel flush deck socket sets with push 

button lock pin to allow use while 

underway.

T10-680 

Dual Extended Horizontal 

Round Rail Mount 
Fits 1" Horizontal Round Rails 

T10-685 

Dual Extended Horizontal 

Round Rail Mount 
Fits 1-1/4" Horizontal Round Rails   

T10-690 

Dual Extended Horizontal 

Round Rail Mount 
Fits 1-1/2" Horizontal Round Rails
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 TD86914 ** 

Mounting base  

for Magma 

single grill 

 

 TD86915 ** 

Mounting base  

for Magma table 

dual 

 

  **both require one receiver

Propane/Butane Canister Storage  Locker/Tote Bag 
Safe, convenient and essential for boats 

without approved propane or butane gas 

storage lockers. Stows 3  disposable 

butane or propane canisters safely  out-

over-the-water.  Made of water and fade 

resistant  heavy duty nautical blue poly-

ester boat cover material. Has heavy 

nylon adjustable straps with snap con-

nectors for attaching to a horizontal rail 

or lifeline. A10-210 

 • Water and fade resistant Sunbrella boat cover 
material to resist damage from 
 sunlight and  mildew. 
 • 5 year warranty covers the fabric  
becoming unserviceable because of loss  
of color or strength from normal exposure con-
ditions, including sunlight, mildew, rot and 
atmospheric chemicals. 
 • 1 year warranty on all other components. 

Grill Covers

Colour ChefsMate Catalina Monterey TrailMate

& Newport

forest green A10-990FG A10-1290FG A10-1291FG A10-890FG

pacific blue A10-990PB A10-1290PB A10-1291PB A10-890PB

burgundy A10-990BU A10-1290BU A10-1291BU —

jet black A10-990JB A10-1290JB A10-1291JB A10-890JB

royal blue A10-990RB — A10-1291RB A10-890RB

captain’s navy A10-990CN A10-1290CN A10-1291CN A10-890CN

Padded Grill and Accessory Carrying / 

Storage case 

Store & transport your grill and accessories 

in one bag.  Has a large compartment 

for the grill, pockets for storing a serving 

shelf, griddle etc.. and an additional 

side pocket for storing up to 

‘3 lb propane canisters 

 A10-991  Kettle 

 A10-992  Newport &    

     Chef’s Mate 

A10-1292 Catalina 

A10-1293 Monterey

Square Cockpit Umbrella - 2700 square inches.  

Polyester webbing construction for corner tie 

down points.  Fully adjustable to any angle.  

Carry/storage case included 

 

B10-403  Silver  

B10-404  Jet Black 

B10-405  Pacific Blue

B10-403-2  Silver, Reflective Umbrella 
Made with non-corroding, fade resistant  

acrylic nylon materials, the windproof 

design will not allow the canopy to turn 

inside out or lose its shape in gusty wind 

conditions. The 100% UV block  

protective coating reduces the  

temperature under the canopy by 20°F.
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A10-275 
Gourmet Meat Thermometer displays 

the correct temperature for a variety of 

meats and poultery. 

 

Embroidered Apron, Made of 100% 

cotton, adjustable neck and waist 

bands. two deep pockets and a towel 

loop washer and dryer safe 

A10-280 JB  Jet Black    

A10-280MR Red

10 piece Nesting Cookware 

Made of 18-10 stainless steel Oven and 

dishwasher safe. Cookware set that nests 

for storage in less than 1/2 cubic foot of 

cabinet space. The set includes three 

saucepans,a lid that fits all three 

saucepans, a 5 qt. Stock Pot, a 9-1/2 inch 

diameter Saute Pan & a lid, 2 removable 

handles, and a convenient "Bungee" stor-

age cord. All have triple clad bottoms, 

perfectly flat bottoms for even heat distri-

bution. 

 

A10-360-IND  for Induction cooktop 

 

7 Piece Nesting Starter Set 

18-10 stainless steel cookware set that 

nests for storage in less than 1/2 cubic 

foot of cabinet space. The set includes 

a 2 qt  saucepan and lid, a 5 qt. Stock 

Pot, a 9-1/2 inch diameter Saute Pan 

(also serves as a lid for the Stock 

Pot), 1 removable handle, and a 

 convenient "Bungee" storage cord. 

All have triple clad bottoms, perfectly 

flat bottoms for even heat distribution. 

 

A10-362-IND for induction cooktop

Omelette/Saute Pan 

with light gray ceramica 

Non-stick 

A10-369-2   stainless 

A10-369-IND  Induction

10 piece Nesting Cookware 

Made of stainless steel with light gray 

ceramica  Non-stick 

 

A10-366  Stainless 

A10-366-IND 
A10-366CB  Cobalt blue 

A10-366CB-IND  Induction safe 

Grill Mitt 
A10-287JB  Jet Black 

Non-Slip Protector 

A10-368 

Set of three.  These soft 

protectors slip between 

stacked pots to stop 

slipping & scratches
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"Marine Cuisine"®  Grill Guide & 

Cookbook 
This book contains 130 

pages of easily prepared 

barbeque  delights 

          A10-270 

100% All 18-8 Stainless Steel Wok 
The ancient culinary art of wok cooking is now  

available in 100% 18-8 stainless steel. This high 

quality, beautiful wok is 

perfectly proportioned to 

fit the Magma Marine 

Kettles 

 

A10-290

Fish and Veggie Grill Tray  
For grilling flaky fish, vegetables, and smaller items,    

or use it with our Wok as a steamer tray 

A10-296 - teflon 

A10-295 - stainless

Fish and Veggie Grill Tray 

 

A10-297 -stainless 

    8 x 17”

A10-901  

Stainless Serving Shelf  

for Trailmate only 

 A10-902   

Serving Shelf with 

Removable Cutting 

Board - for all other models 
18-8 Stainless Steel detachable 

Serving Shelf with U.V. Stabilized 

High-Density, FDA approved 

Polyethylene cutting board. Attaches 

and detaches instantly for quick and 

easy clean-up or storage. Stores 

inside of grill when not in use.

“First MateTMDual 

Mount” cutting Table 

The heavy duty dual mount 

design gives you the strength 

of a work bench with quick 

mount for compact storage 

Large water drains, two knife 

holders, side and back edge 

Made of  high density poly-

ethylene. 

 T10-503 12-1/2 x 31” 

 T10-504 12-1/2 x 41” 

 T10-505 12-1/2 x 51” 

 T10-313 

Bait/Fillet Mate Table 
with levelock mount.  

Table is 12-1/2” x 31” It is 

made of high density polyeth-

ylene and will not crack, 

mildew or absorb fish odour.   

There are two fillet knife hold-

ers and a receptacle for fish 

pliers. Slot at the back permits 

drainage. Levelock folds flat 

for storage. 

 T10-306 

 24” Cockpit Table 
12” x 24” table with a wind-

screen made of pacific blue 

cover material supported by 4 

stainless uprights. Has a stain-

less towel and utensil rack. 

Windscreen detaches for 

storage 

Non-stick Griddle/Grill 
Cast 400 Series Aluminum HD non-stick 

coating. Reversible, griddle side or grill side.  

Removeable rubber coated 

stainless handle Dishwasher 

& oven safe 11-34” diam. 

A10-196 

Non-stick Griddle/Grill 

Cast 400 Series Aluminum HD non-stick 

coating. Reversible, griddle side or grill 

side.  Removeable rubber coated stainless 

handle. Dishwasher & oven safe 

 

A10-195  8 x 17” 

A10-197 11 x17” 

 T10-511 - 6” 

 Table height extension set. 

 Bring your tables to a convenient height 

with this socket mount extension.

A10-367 

Stainless nesting Colander 

fits inside Magma 5qt stock pot. 

Bait/Filet Mate table 

  

T10-302     12-3/4” x 20” no mount 

T10-303    12-1/2” x 31” no mount 

T10-312    12-3/4” x 20” 

        with levelock mount     
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A10-132T 

5 Piece Grill Tool Set 

Telescoping 

A10-141 

LED Grill Light 

A10-142 

Mini LED Pocket light 

A10-271 

Flat Kabob Skewers 

pkg of 25 

A10-144 

LED Grill Tool light  

A10-143 

3-way LED Emergency 

light 

T10-514 

Dual grill and table height 

locking Extension set 12”

T10-375 

Pow’rGrip / Levelock double 

locking, all angle adjustable rod 

holder mount

T10-655 

On shore legs for Gourmet 

series grills
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PH-5416 

6’ High 

Pressure LPG 

Hose -  
converts appli-

ances from disposable cylinders to 

refillable LPG cylinders. UL listed.

PH-5415 - 20ft hose assembly 

PH-5417 - 30ft hose assembly 

PH-5418 - 50ft hose assembly 

PH-5419 - 10ft hose assembly 

 

PH-5422 - Pigtail Hose Assy

 
PR-5414 

Single Stage Wall Mount Regulator - single-stage 

wall mount regulator with 300 psi pressure gauge.  

Complete with two wall mount brackets and 20” 

pigtail hose.  3/8” FPT outlet.  Die cast zinc body 

is UL listed.  Meets ABYC Standards. 

 

PR-5413 

Single-stage Tank Mount Regulator - with 300 

psi pressure gauge.  Solid brass male POL 

screws directly into the LPG cylinder. 3/8” 

FPT outlet.  Die cast zinc body is UL listed.  

Meets ABYC Standards.  

Low Pressure Control Valves  
For preregulated, low pressure, on-board LPG (propane) and 

CNG (natural gas) systems. These stainless steel and brass 

control valves are designed to connect to the low pressure side 

of the regulator.  Hose and fittings not included. 

 

 

 
for propane 

A10-220 Type 3 - Low Output  

                For All Gas Marine Kettles &  

"Newport" Gourmet Series Grills  

A10-223  Type 3 - Medium Output  

                 For "Catalina" Gourmet Series Grills  

A10-224   Type 3 - High Output  

                 For "Monterey" Gourmet Series Grills

 

 

 

 

 

PH-5420 
 15ft Propane Hose

 A10-225 - LPG (Propane) 10' Hose 

Conversion Kit 
Used in conjunction with the correct Type 3 con-

trol valve, this kit allows you to connect your 

Magma gas grill into 

your on-board, prereg-

ulated, low pressure 

LPG  system.  

Includes all necessary 

brass fittings, safety 

shutoff valve and 10 

feet of preassembled, 

leak tested hose.    

 

 

590400 
      Stainless BBQ Toaster

K5620 Rail mount for 

F10 BBQ 

fits rails 7/8 - 11/4”
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75321 
Electric Cook Top  

3 burner ceramic cooking 

 surface.  Hole cut out  

21”W x 4”H x 18”D 

 

75221 
Electric Cook Top  

2 burner ceramic cooking sur-

face. Hole cut out 21”W x 4”H x 12”D

All Force 10 Gourmet Galley Ranges are safety enhanced with no standing pilot light or matches 

required.  Safety push-to-turn controls on every burner, make them 

virtually childproof.  All Galley Ranges feature a Thermocouple on 

each burner that provides 100% gas shut-off, should the flame ever 

be extinguished. 

63251

63253

63254

63256

63258

63269

63351

63353

63354

63356

63358

63451

2

2

2

2

2

2

3

3

3

3

3

4

North American Standard

North American Compact

Sub Compact

European Standard

European Compact

Sub Compact

North American Standard

North American Compact

European Sub Compact

European Standard

European Compact

North American Standard

21.62” x 21.25” x 14.5”

21.62” x 19” x 14.5”

18.13” x 19” x 14.5”

20” x 21.25” x 14.5”

20” x 19” x14.5”

19” x 20” x 16.13”

21.62” x 21.25” x 20”

21.62” x 19” x 20”

20” x 17” x 18.75”

20” x 21.25” x 20”

20” x 19” x 20”

21.62” x 21.25” x 20”

yes

yes

yes

yes

yes

yes

yes

yes

yes

yes

yes

yes

Parts And Accessories: 

89012 - Large Burner Kit           

89013 - Small Burner Kit 

89248 - Burner Knob 

89096 - Pot Holder Knob           

     item               # of 
                        burners                 description                                  hole cut out (W x H x D)               broiler?

46238   
2 Burner Gimballed Counter 

Top stove. Stainless steel, 

thermocouple protection on 

each burner (1 large - 

8500BTU and 1 medium - 

5975 BTU) Electronic spark 

ignition. Includes gimball kit 

and 1 set of potholders 

19.7”W x 10” H x 15.5’D

 

 65335  - 120V 

 

3 Burner gimballed range 

with ceramic glass top.  

There are 3 powerful 

1200 watt top burners, 

an oven and broiler. 

Features are a slide away 

door, oven light and a hot surface indicator 

light for safety. 

120V, 1300W oven,  broiler output 1300W, 40Amp

 

602511 

 

2 Burner with oven & broiler 

Solid Stainless door, propane 

Pot holders, electronic spark 

ignition 

 

 Oven with a broiler -5100 BTU 

Overall dimi=ensions: 22”W x 22.25”H x 19”D

 

Ethanol for pressurized 

and unpressurized stoves 

92305 Litre 

93305 4L
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ENO43234 

2 Burner, 6000/8500 BTU 
3.15” H x 18.3” W x 13.2” D

ENO43334 

3 Burner, 3400/6000/8500 BTU 
3.15” H x 18.3” W x 15.15” D

ENO14234 OPEN SEA 
2 Burner, 6000/85000 BTU 

Oven burner 6100 BTU 
19.1” H x 20.1” W x 17.3” D 

 

GASCOGNE 3 Burner Enamelled Oven  
Gimbaled design with rugged stainless-steel construction,  

electronic ignition and black glass oven door. Thermocouple gas 

shutoffs, pot holders and stove tops surrounded on three sides by a 

raised flame guard. Propane 

-cutout dimensions -18.9”H x 20.1”W x 17.3”D 

 

ENO18634 - no Broiler 

ENO18334 - with Broiler 

Propane Cooktop Stoves 

High polished stainless steel construction, Thermocouple protection and  

electronic ignition. Compact design with built in hob. CE certified.  2 year warranty

Gimballed Stove/Oven - Propane 

Stainless steel construction, enamel coated oven.  Thermocouple protection and electronic ignition. 

Compact design, CE certified, 2 year warranty 
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20ga, 304 grained SS, octagonal 

design,roll away 

hood removeable 

non-stick porce-

lain grill, 

removeable drip 

tray  Propane 

 

00-SBQ-S 24”W x 10”D x 12.375”H 

148 sq” cook space / 10,000 BTU 

 
00-SBQ-L 

28”W x 

12.5”D x 

14.5”H 

 

227 sq” cook space / 11,000 BTU 

20ga, 304 grained SS, octagonal 

design,roll away hood removeable non-

stick porcelain grill, removeable drip tray  

Propane 

 SPITFIRE 
 

 00-SPT-180 

 

 

 

20ga 304 SS. Includes electric ignition, 

table leg, thermometer and black canvas 

cover. Has cool touch handles side & 

front.  24”W x 14.75”D x 13”H 

 180 sq” cook space / 11,000 BTU 

Aussie Style S/S Griddle Pan 

 

 

 

 

15-200 for SBQS 

15-201 for SBQL 

15-202 for SBQR 

15-203 for SPT

Food Tray c/w Cutting Board 

 

 

 

 

 

15-180 for SBQS 

15-181 for SBQL 

15-180A  for SPT

Covers 

 

 

 

 

 

  Black                 Blue  

15-171 for SPT 15-169 

15-184 for SBQL 15-183 

15-185 for SBQS 15-182

Burners 

 

 

 

 

 

15-060 w/bracket SBQL 

15-061 w/bracket SBQS 

15-062 SBQR 

15-063 w/bracket SPT

Drip Tray 

 

 

 

 

 

 

15-080 SBQL & SBQS 

15-081 SBQR

BBQ Pedestal Mount 

 

 

   15-150B 
(BBQ not included) 

 

   1690001-SL 

   base only 

 

 

SEA-B-QUE

 SBQ Gas Control 

 with regulator 

  15-110 

 

Low pressure 

regulator  19-151

Fishing Rod Holder Mount 

15-150F
 
Scotty ‘Post and 

Socket 

type’ mount 

 

15-150P

 
 Universal 

Rail mount kit 

 

   15-150A

 Grill Section  

 Porcelain     Stainless 

 15-182-P   SBQS    15-182-S 

 15-183-P   SBQL    15-183-S 

 15-186-P   SBQR    15-186-S

 Taff Rail 

mount kit 

with socket 

 

     15-187

Propane hose 

  15-188   6ft 

  15-189   8ft 

Low pressure hose 

   19-100-10  10ft 

   19-100-20  20ft 

    T Propane hose 

 

  15-191   6ft 

  15-192   8ft

15-120 

Thermometer

15-130 

Hood Knob, black 

plastic

15-101 

Igniter assembly for 

SBQ-L and Spitfire-180
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Stoves

Caribbean 2 Burner 
 

 

 

 

 

 

-100% Stainless steel 

-11,000 & 7,000 BTU burners 

-thermostatically controlled oven 

complete with broiler & pot holders 

-removeable cutting board 

-gimbaled, or built-in (optional) 

-20.375”W x 14.75”D x 21.75”H 

00-CAR2B 

26-000 Built-in option kit 

26-003 Gimbal option 

Mediterranean 3 Burner 

 

 

 

 

 

 

-100% Stainless steel 

-11,000 & dual 7,000 BTU burners 

-thermostatically controlled oven 

complete with broiler & pot holders 

-removeable cutting board 

-gimbaled, or built-in (optional) 

-20.375”W x 20.25”D x 21.75”H 

00-MED3B 

26-001 Built-in option kit 

26-003 Gimbal option 

Two Burner Drop-In 

 

 

 

 

 

 

-100% Stainless steel 

-11,000 & 7,000 BTU burners 

-pot holders 

-cutting board 

-23”W x 14”D x 4.75”H 

 

00-2BP

Propane

 Propane Cabin Heater 

-6,000 BTU 

- includes deck cap 

-requires 1” flue pipe 

 

10000  - 8.”W x 7.25”D x 16”H  

 

94105 

Deck Cap for cabin 

heater

26-003 

Gimbaled 

option kit for 

Caribbean & 

Mediterranean 

stoves. 

25-000 

Stainless Steel 

Wall Heat Liner 

12” x 24”

Low pressure 

fuel pump 

20-000  lifts under 6ft 

20-002  lifts over 6ft 

20-003 In line fuel 

pressure regulator

20-010 

In-line fuel filter 

with 15 micron 

stone element 

and brass manual 

shut-off valve

15-193 

BBQ Low 

pressure control 

kit

19-152 

Low pressure  

fittings kit
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Stainless Stove Pipe 

 

16-000 3” x 24” 

 

Stainless Stove Pipe 

with a barometric 

dampner 

 

16-001 3” x 24”  

16-010 3” x 7”

Stainless Flue 

Damper 

 

16-011 3” for 

00-NEWSF

Flue Guard 

 

16-030 3” x 22” 

19-030 2.5” x 18”

45 Degree Elbow 

 

16-040 3”

Deck Fitting 

comes with dress 

ring 

 

16-050 3”

DP Cap 

 

16-080 3”

H Cap 

 

16-090 3”

Flue Pipe 

Rain Lid 

 

16-200 3” 

19-200A for 

P9000/P12000 

after July 2014

Flue Extension Kit 

Stainless 

with coupler 

 

19-000 2.5” x 28” 

19-005 2.5” x 10”

Cap Guard 

for P9000/P12000 

 

 

 

 

19-080 prior to July 2014 

19-080A  after July 2014
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Newport 

-ideal for boats 30-36ft 
-bulkhead mounted fireplace 

-3” diameter chimney required 

-12V assist fan is standard 

-use diesel #1, #2, or kerosene 

 

-8.5”W x 10.5”D x 19.75”H 

 

-fuel consumption gal/ 24hr:  1.29 gal @ low 

     3.20gal @ high 

-heat output:  low - 6,500 BTU 

high - 16,250 BTU  

 

00-NEW 

00-NEW-12-1T with one turn coil

Antarctic 

-for boats 36 - 40ft 

-floor mounted fireplace 

-3” diameter chimney required 

-12V assist fan is standard 

-use diesel #1, #2, or kerosene 

 

-13”W x 13”D x 24.5”H 

 

 

-fuel consumption gal/ 24hr:  1.29 gal @ low 

     3.20gal @ high 

-heat output:  low - 6,500 BTU 

high - 16,250 BTU  

 

00-ANT

Alaska 
-for boats 30 - 36ft 

-floor mounted fireplace 

-3” diameter chimney required 

-12V assist fan is standard 

-use diesel #1, #2, or kerosene 

 

-8.75”W x 10”D x 21”H 

 

 

-fuel consumption gal/ 24hr:  1.29 gal @ low 

     3.20gal @ high 

-heat output:  low - 6,500 BTU 

high - 16,250 BTU  

 

00-ALA 

Newport Propane 

       Fireplace 
-easy to install and use 

-high temperature SS burner 

-large ceramic viewing window 

-safe, direct vent operation 

-unaffected by motion or winds 

-variable heat output 

-low fuel consumption 

-No interior oxygen depletion 

 

P9000  - 8.5”W x 5.5”D x 14”H Output 5,500/7,500 BTU 

 

P12000  - 10”W x 7.25”D x 16”H Output 7,000/9,700 BTU 

 

Heaters

Lofoten Diesel Heater 
Floor mounted heater 

for boats 36ft - 40ft 

large top area, rectangular shape and a cast 

iron lid providing a top cooking surface. 

10.75”W x 17” D x 18”H 

 

Fuel consumption / 24 hr :  

1.29 gal Low,  3.20 gal 

High 

 

Heat output:  Low  

6500 BTU ,  High  

16250 BTU 

 

00-LOF 

Newport Solid Fuel Heater 

is designed for boats 20-25ft.  It burns 1” 

thick wood or preso logs, charcoal 

briquettes or coal.  Removable ash drawer 

and damper control.  Requires 3” chimney 

parts.  7.88”W x 14.7”H x 10”D 

Fuel consumption / 24hr:  1.29 gal Low, 

3.29 gal High 

Heat output: 

Low 3000 BTU 

High 8000 BTU 

 

   00-NEWSF

Hot Water Forced Air Heater

00-RAD1 00-RAD2

These heaters produce hot, dry air from a 

water cooled engine.  It is easy to install.  

Works much like the heater in your car.  

Connect the inlet and outlet to 

a circulating source of hot water and a 

low voltage power supply and you have 

dry comfortable heat. 

Available in single or double format.
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60101 - One Loop Handrail  

    13” Long  

60102 - Two loop handrail 
    23” Long 

60104 - Three Loop Handrail 
    33” Long 

60106 - Four Loop Handrail  
    43” Long 

60108 - Five Loop Handrail  
    53” Long 
60110 - Six Loop Handrail  
    63” Long 

60112 - Seven Loop Handrail 
    73” Long

60326 

Outboard Mounting 

Bracket  
- Solid Teak 

- For motors up to 12hp 
Only 

- Fits 7/8” or 1” railings. 

Teak Deck Step 
 

60502 - Large 
15”L x 6”W x 1/2”H 
 
60504 - Medium 
11.5”L x 4.5”W x 1/2”H 

60506 - Small 
8.75”L x 3.5”W x 1/2”H

Teak Winch Pad 

60164 - Small 
4.75” dia  

60166 - Large 
6.75”dia 

60169 - Large Canted 
8” dia 

60149 

Teak 6” Thru-Hull 

Plug 

Teak Handrails

-Bases are 2-5/8”L x 2-3/8”H x 1-1/16”D 

-Center of base to center of base measures 10" 

-Solid teak

60748 

60750 

60752 

60754 

60756 

60758

18” 

24” 

30” 

36” 

48” 

60”

3/4” 

1” 

1” 

1-1/4” 

1-1/4” 

1-1/4”

   Item     length base dia.

Solid Teak Flagpoles

Teak
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60120K 
 

Teak Round Drawer Knob 

- 2/pkg  

- 2” diameter 

- Surface mount 

60124 
 

Teak Oblong Drawer Pull 

- 4-1/16”L 

- Recess mount 

60127 

 

Teak Round Drawer Pull 

- 1-3/8” round 

- Recess mount 

- 2/pkg.

60135 

 

Teak Rectangular Drawer Pull  

- 3-1/4”L 

- Recess mount 

- 2/pkg. 

60130K 
 

Teak Square Drawer Knob 

- 1-1/8” Square. 

- Surface mount. 

- 2/pkg. with hardware.

60137 
 

Teak Drawer Pull 

- 3-5/8” from center to center. 

- Surface mount. 
- 2/pkg.

60131 
 

Teak Rectangular Drawer Pull 

- 2-3/4”L 

- Surface mount 

- 2/pkg includes hardware.

60142 
 

Teak Rectangular Drawer Pull 

- 4-1/2”L 

- Recess Mount 

- 2/pkg.

60145 
 

Teak Finger Pull 

- 1-1/4” O.D. 

- Recess Mount  

- 5/8” 

Barrel 

length  

- 2/pkg.

60146 
 

Teak Finger Pull 

- 1-1/4” O.D. 

- Recess Mount 

- 1” 

Barrel 

Length 

- 2/pkg. 

60147 
 

Teak Oval Drawer Pull 

- 4”Long 

- Surface Mount 

- 2/pkg includes hardware

Teak Drawer Pulls
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60170 

 

Teak Outlet Cover  

- 5-1/16”H x 3-5/8”W 

- 2 per package

60171 

 

Teak Ground Fault Cover  

- 5-1/16”H x 3-5/8”W 

- 2 per package

60172 

 

Teak Switch Cover  

- 5-1/16”H x 3-5/8”W 

- 2 per package

60174 

 

Teak Blank  Cover  

- 5-1/16”H x 3-5/8”W 

- 2 per package

Solid Teak Plugs 

-20 per pack 

 

60150 - 1/4” 

60151 - 3/8” 

60152 - 1/2” 

60153 - 5/8” 

60154 - 3/4” 

60155 - 1”

60710 
 

Teak 

Louvered 

Insert  
 
 

 

 

 

 

- 16”H x 9-1/8”W x 3/4”D 

- Requires -15”H x 8-1/8”W cutout.

60712 

 

 

 

 

 

Teak Louvered Insert  
 
 

- 7-1/2”H x 9-1/8”W x 3/4”D 

- Requires - 6-1/2”H x 8-1/2”W cutout.

60714 

Teak Louvered Insert  

 

- 6-3/4”H x 11-3/16”W x 3/4”D 

- Requires - 5-3/8”H x 10-3/16”W cutout

60716 

Teak Louvered Insert 

 - 9-3/8”H x 18”W x 3/4”D 

- Requires - 8-3/8”H x 17”W cutout.

Teak Louvered Door & 

Frame 
 

60720-Right Hand Opening 

60721-Left Hand Opening 

 

- 12” x 12”. 

- Requires - 11” x 11” cutout. 

60629 

Teak Air Conditioning Vent  
- Slats are adjustable. 

- 9-3/4”W x 5-3/4”H x 1-1/2”D. 

- 4 way slats can control direction of air.

Drawer/Door Front &  

 Frame 

   

     60732 - 15”w x 6”h

Teak Cabin Accessories

3/4” Framing material 

4ft L x 2-3/4”W                

60888
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60805 

Teak Corner Cap - Hand-hold 
- for use with #60825

60703 

Teak L-Type Pin Rail  
3-9/16”H x 7/8”D

Teak Molding

60822-inside 

60823-outside 

 For use with  

60821

60836-inside 

60837-outside 

For use with  

60835

60832-inside 

60833-outside 

For use with  

60831

60826-inside 

60827-outside 

For use with 

60825

60821 60825 60831

60847

60843 
A:1-3/16” 

B:1-3/16” 

C:13/16”
60841

60835

60844 
A:7/8” 

B:7/8” 

C:5/8”

60850: 

1/2” 

 

60851: 

3/8”

60855 - 3” 

60857 - 1-7/8” 

60858 - 1-7/16” 

60859 - 1-3/16” 

60860 - 7/8”

“A” measurement is  

3/8” for all, “B” is:
60853 - Large Stop 

“A” 3/8”, “B” 3/4” 

 

60854 - Small Stop 

“A” 3/8”, “B” 3/8”

Molding Corners

7/8”

1/4

60705 

Teak Standard Pin Rail 
2-9/16”H x 7/8”D



472 Phone: 1-800-263-8328

Build your own Cockpit Grating! 
Order one strip of each type of grating for every 1-1/2" of the area you are  

covering in both directions.

Build your own Louvered Door! 

60880 - Teak Louvered Door Side Rail 
- pair left and right  

- 1-7/8”W x 7/8”D x 4’L 

60881 - Louvered Door Top or Bottom Stile 
-1-7/8”W x 7/8”D x 4’L 

60882 - Teak 4’ Louver Slat  
- 4’L x 1-13/16:W x 3/16”Thick 

60883 - Teak Dowels - package of 8 
- 1-1/2”L x 1/2” D

62540 

 

Teak Porthole Mirror  

- teak frame, brass studs 

- 10-1/2” diameter 

62542 

 

Teak Octagonal Mirror  

- 12” diameter 

62544 

 

Teak Rectangular Mirror  

- 11” x 15” 

 

60863   Grating Material              11/16”           3/4”       11/16”         4ft 

60876    Flat Grating Material         3/4”                                             4ft 

Item#           Description                    A                B             C          Length

Teak Accessories

    Grating Material             Framing Material 

             60863                               60888

Flat Grating Material 

60876
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62310 

Teak Toothbrush Holder 

- 5-3/4”L x 1-7/8”D 

62312 

Teak Glass and Toothbrush Holder 

- 1-1/16”H x 4-3/4”W x 3-1/4”D 

62314 

Teak Soap Dish 

- 1-1/16”H x 4-3/4”W x 3-1/4”D 

62316 

Teak Liquid Soap Holder  

- 3-3/8”W x 2-1/2”D x 4-3/8”H. 
- Holds up to  a 

10-1/2 oz. bottle 

(not included). 

62322 

Teak Toilet Paper Holder  

- 1-7/8”H x 5-1/2”W x 3-3/4”D 

 

 

Be Sure to check out the  
first section of our  
catalogue for all  

the stuff you need 
 to keep your teak  ship 

shape! 
 

inside and out! 

62344 

Teak Tissue Box Holder  

- fits a 4-3/8” square tissue box- 5-

1/4” square x 5-5/8”H 

62338 

Teak Towel Ring  

- 6”W x 9-1/2”L x 2”D 

Teak Towel Bar 

62330 
14”L x 1”H x 2-1/2”D 

62332 

62354 

Teak Medicine Chest  

- 11”W x 15”H x  

   4-1/2”D. 
- can be mounted to open 

left or right. 

- adjustable shelves . 

- glass mirror. 

Teak Towel Rack 

62334 - 16”L x 3”D x 1-7/8”   

62336 - 22” L x 3” D x 1-7/8”

Teak for the Head

  62560 

Utility Hook
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62404 

Teak Dish/Cup/Utensil Rack  
- holds 4 plates up to 11”, cups and 

flatware. 

- 16-1/4”L x 9-7/8”H x 7-1/8”D 

62406 

Teak Dish/Cup Holder 
- holds 4 plates up to 11” and cups 

- 19-3/4”L x 16”H x 4-1/8”D 

62446 

Teak Spice Rack with Paper 

Towel Rack  
- holds spice bottles and standard 

paper towel roll. 

- 13-1/16”W x 10”H x 3-3/4”D  
Replacement paper towel bar - 60265 

62526 

Teak Stow Rack 

1-7/8”H x 13-1/2”W x 3”D 

 

62436 

Teak Spice Rack 
- holds up to 9 standard spice bottles.  

- 14”L x 2-3/4”H x 3-3/4”D 

62414 

Teak Cutlery Rack  
- three silverware sections and five 

knife slots.  

- 8-5/16”H x 5-7/8”W x 3-3/16”D 

62408 

Teak Modular Cup Rack  
- holds four standard 8 oz. cups 

-10-3/8”H x 4-1/4”W x 4-1/4”D 

62442 

Teak Paper Towel Holder  
- fits standard or jumbo rolls, spring 

loaded bar. 

- 1-7/8”H x 12-1/4”W x 4-3/8”D 

 
Replacement paper towel bar - 60265 

62418 

Teak Serving Tray  
- oiled finish 

- 18-3/4”L x 12-1/4”W x 1-7/8”H 

62416 

Cutting Board - Solid Teak  

8” x 11” 

Teak Trivets 

 

62420 - 6” square 

 

62421 - 8” square

Teak for the Galley
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62536 

Teak Pencil Holder 
- ideal for the Navigation station 

- holds 4 pens or pencils and one 

set of dividers.  

- 4-3/4”W x 3-1/4”H x 1-1/8”D 

62534 

Teak Chart Caddy  
- store government charts without 

folding. 

- two pieces, surface mount  

- 24” x 3-7/8” 

62530 

Teak Nav. Tray 
- holds Nav. supplies neatly and 

out of the way. 

- 3-7/16”H x 17-1/2”W x 2-

3/4”D 

62532 

Teak Nav. Rack 

- holds Nav. supplies neatly and 

out of the way.  

- 5”H x 16-3/4”W x 3-1/2”D 

62702 

Teak Binocular Rack 
- can also be pedestal mounted 

- solid teak 

- inside measures - 7-1/4” x 2-5/8” 

-outside measures -8-3/4 x 4-7/8” 

-depth 3-1/2” 

62704 

Teak Large Binocular 

Rack  
- can also be pedestal mounted  

- solid teak 

-inside measures -8-1/2”x3-1/2” 

-outside measures - 9-1/2 x 5-

1/4” x 4-1/4”D 

62708 

Teak Handheld VHF/GPS 

Rack 
- can also be pedestal mounted  

- solid teak  

- outside measures -  3-7/8”W x 

3-1/8”D x 6”H 

     

      Don’t forget!  

      Take care of your   
      teak all season  

               and   

      you’ll have way   

      more time for this! 

 

62425 

Teak Overhead Wine 

Glass Rack 
- space saving overhead 

mount will hold up to 12 

wine glasses. 

- 16-5/8”L x 11-3/4”W x 

7/8”H 

62426 

Teak Wine Glass Rack 

with Shelf 
- Bulkhead mount will hold 

up to nine wine glasses and 

provides extra shelf space on 

top. 

- 17-1/2”W X 5”D X 2-1/2”H 

Teak Cabin Accessories
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62632 

Teak Four 

Drink/Binocular Rack  
- will hold four cans/bottles 

or two drinks and one pair of 

Binoculars.  

- 14-1/4”L x 4”W x 3-1/2”H 

62616 

Teak Two Insulated 

Drink/Binocular Rack 

with Tray. 

- will hold most handheld 

VHF or GPS units and 

two insulated cans, bottles 

or glasses or Binoculars. 

13”L x 3-3/4”H x 4-5/8”H 

 

 

62634 

Teak Four Insulated 

Drink/Binocular Rack  
- increased hole size holds cans 

or glasses in insulators.  

- 16-1/2”L x 4”W x 3-1/2”H 

 

 

 

 

62601 

Folding Drink Holder 
-closed size: 4-1/2”W x 3-

3/4”H x 1-1/2”D

 

62602 

Folding Insulated  

Drink Holder 
-closed size: 5-1/4”W x 3-

3/4”H x 1-3/4”D

 

62612 

Insulated Two 

Drink Holder 
12-3/8”L x 4-1/2”W  

x 4-3/4”D

 
62610 

Dual Drink Holder 
7-1/2”W x 3-7/8”H x 3-

1/2”D 

 

Teak Drinkholders

60310 
 

Teak Dorade Box  

Waterproof Venting 

System 

16”L x 7”W x 5-3/8”H 
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Teak Storage Racks
62502 

Teak Grate Front Magazine Rack 
- wall mount 

- 11-1/4”H x 10-1/2”W x 4-3/8”D 

62504 

Teak Magazine/Utility Rack  
- wall mount 

- 10”H x 9-3/4”W x 4-3/8”D

62506 

Teak Magazine Rack  
- wall mount 

- 14-3/4”W x 12”H x 4-1/4”D 

62508 

Teak Double Wide Magazine Rack  
- wall mount 

- 9-1/2”H x 18-5/16”W x 4-1/8”D 

62512 

Teak Hardcover Book Rack 

- wall mount 

- 15”L x 7-1/4”D x 7-1/4”H 

62514 

Teak Paperback or VHS Cassette 

Rack 
- holds 13 VHS Cassettes 

- 15”W x 5-1/4”D x 6”H 

62516 

Teak Adjustable Book/VHS Rack  
- self standing unit 

- 9”H x 17-7/8”W x 5-5/8”D 

62554 

Teak Utility Shelf - Wall Mount 

- 5”H x 21”W x 6”D 

63272 

Teak I-Phone Holder 

charging cable cut-put in bottom 

3”W x 4-3/16”H x 1”D

 

60035 

Square Folding Table 

closed: 17-3/4”W x 23”H x 2-

3/4”D 

 

60037  

Round Folding Table (same style 

as 60035) 

Closed: 21.25”H x 16-3/16”W x 

2.5”D

65856 

Teak Tablet Holder 

charging cable cut-out 

expands to hold various 

tablets 

5-3/4”W x 7-5/16”H x1”D
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Teak Swim Platforms
60900 

Teak Outboard Swim Platform  
- solid teak and 304 SS construction.  

- some assembly required  

- platform is 18”W x 15”D 

Solid Teak Swim Platforms

60901 

Teak I/O Swim Platform - with 

Hardware 
- solid teak and 304 SS construction  

- some assembly required.  

- platform is 18”W x 15”D 

60902 

Teak Outboard Platform with 

Ladder  
- solid teak and 304 SS construction  

- hardware included  

- some assembly required  

- platform is 18”W x 15”D

60903 

I/O Teak Platform with Ladder 
- solid teak with 304 SS construction  

- hardware included  

- some assembly required 

- platform is 18”W x 15”D 

60993 - 7” Platform Mount  
- 7”L x 14”H x 1-1/2”D 

For use with - 60924, 60918 or 65924 

60995 - 9” Platform Mount  

- 9”L x 17”H x 1-1/2”D 
For use with - 60972, 60980, 65984 or 65972 

60996 - 14” Platform Mount  

- 14”L x 21”H x 1-1/2”D 

for use with - 60972, 60980 or 60990

60924 ~ 24”  
24”W x 18”D x 1-1/4”Thick

60980 ~ 80” 
80”W x 22”D x 1-5/16”Thick

60990 ~ 90” 
90”W x22-1/4”D x1-1/2”Thick

see bottom of page for mounting brackets

 
60944 

 
Replacement Teak Step  
 for use with 60902  and  

60903

Stainless Steel

 

 

 

 

 

 

 

61395 

Pedestal clamp Black 

for 7/8 & 1” pedestal guards 

 

 

62669 

Mounting Brackets  
- no drilling required for 

these easily mountable and        

removeable pedestal          

clamps.  Fits 3/4”, 1” 

 to 

1-1/4” pedestal guards 

A
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67901  I/O Swim Platform  
- white poly and 304 SS construction  

- requires assembly  

- hardware included  

- platform is 

18”W x 15”D

White Poly Accessories

White Poly Handrails 
 

65102 

Two Loop Handrail - 22-5/8”L x 2-3/8”H x 3/4”D 

65104 

Three Loop Handrail - 33”L x 2-3/8”H x 3/4”D 

65106 

Four Loop Handrail - 43”L x 2-3/8”H x 3/4”D 

65330 

Cooler Mounting Kit  
- set of four corner brackets and two 

hold down straps.  

- fits all sizes and makes of coolers. 

All products feature a Lifetime Warranty!

67906 
O/B transom platform with one arm platform 

width 18", length 15.5", weight 15" 

ladder length extended 22.75" , stowed 17" 

 

High strength fiberglass will 

not fade or crack.  Ladder tele-

scopes down easily, with flat 

treads 

Rails are 1" stainless steel 

Capacity : 350lb



480 Phone: 1-800-263-8328

11495 - for 24 Series Batteries  

- 11-1/4” x 7-1/16” x 1-3/16” 

 

11496 - for 27 Series Batteries  

- 12-3/8” x 7-1/4” x 1-1/8” 

11497 for 24 Series Batteries  

- 11” x 7” x 1-1/16” 

 

11498 for 27 Series Batteries 

- 12-5/16” x 7-1/8” x 1-1/16”

11499 
Dual Battery Tray 

for 27 Series 

Batteries 

 - poly strap and 

plastic clip hold down included 

                          NBH-31-SSC-DP 

                              Series 29/31 Battery 

                              tray with stainless 

                                 buckle strap          

Battery Hold Down Strap  
1-1/2” wide web strap with two molded 

plastic footman loops and mounting 

screws. 

  

Tie Down Eye Strap  

 

812511 - for 1-3/8”strap 

812521 - for    2”     strap 

70060 
Battery Test Switch - 12V  

3-1/4” x 2-1/2” Black 

Aluminum Face Plate

10111 

Battery box carry handle 

series 27 

  Commercial Battery Boxes! 
Rotationally molded from a low density  polyethylene plastic.  These rugged boxes maintain their tough impact properties in  

climates down to -40o! Features a four corner  

fastening system, a captive lid, large cable entry holes and a large electrolyte reservoir.

 

 

 
Strap and hold down 

clips included. 

 

 
Strap and hold 

down clips included.  

423132 

Battery Box for L16 Dual   
Inside dimensions (without 

lid)  
14.44” x 12.06”x 17.31” 

11529...39” 

11530...54” 

11531...62”

POLY STRAP  AND PLASTIC CLIP HOLD DOWN PLATED HARDWARE FOR HOLD DOWN

Battery Boxes

Battery Outside dimension Inside dimension

42201 1 - 6V 10”Lx14.25”Wx12.75H 10.25”Lx7.25”Wx10”H

42202 2 - 6V 17.6Lx9.75”Wx10.75H 13.8”Lx7.13”Wx8”H

42204 1 - 4D 25”Lx13”Wx13.5”H 24”Lx11.75”Wx11.5”H

42208 1 - 8D 24.75Lx15.4”Wx12.6H 23.5”Lx14”Wx10.75”H

42209 2 - 8D 26.”Lx24.02”Wx12.5H 23”Lx21”Wx10.56”H

Battery
Outside 

dimension

Inside 

dimension

9067-1 27 series
15-1/4x9-

1/8x10-1/4”

112-3/7x7-

1/4x7-3/4”

9084-1 27F series
18-3/4x9-

1/8x10-1/4”

15-3/8x7-

1/8x7-7/8”

Battery
Outside 

dimension

Inside 

dimension

9082-1 16 series
11x7-1/2 

x8-3/4”

8-1/4x5-

1/2x7-7/8”

9065-1 24 series
13-3/8x9-

1/8x10-1/4”

10-3/4x7-

1/4x7-3/4”

42211 

Double 8D Battery 

box  

27.5” x 24.5” x 16.25”

BS-1-42SS-DP 

42” Replacement strap with 

Stainless steel buckle
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Lead terminals 

260325  - 5/16 Negative 

     & 3/8 Positive 

 

260100 - 5/16 Negative terminal 

  260200 - 3/8 Positive terminal 

 

 

 

 

260322 -  

Yellow Brass Tin Plated  

           

 

  260381 - 8/2 

  260382 - 2/0 

  Red right angle 

Battery terminal boots 

 260350 - 4/2  

Red/Black combo kit 

 

 

12VTR 

Battery Terminal 

- battery direct connect.  

- maximum four connections.

 

99078 

 

Terminal Covers - Pair 

- one red and one black. 

 

14285 

 

Battery Clip Extension 

- 10 amp,  

24” Harness.

 3107 

Portable Battery tester 

with alligator clips. 

5-30 VDC

260505 

 

Battery Clips - Pair 

     Battery Terminals

set of 1 positive (3/8) and 1 negative (5/16) . 

Battery Terminals

12 Volt Electrical Books   12 Volt Electrical Books    
The popular 12 Volt Doctor’s book series provides a complete guide for electrical 

systems. Learn about your electrical systems and how to troubleshoot problems  

WP15012

WP15014

WP15010
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Black    18”    5/16”    189130 

             32”    5/16”    189134 

             48”    5/16”    189136 

Red       18”    3/8”   189131  

             32”    3/8”      189135                         

  48”    3/8”      189137 

 

  Standard Battery Cable Assembly 

  Ready to use battery cable assemblies are designed to  

   resist battery acid, oil, moisture intrusion and corrosion. 

   4AWG 

 

 

 

 

 

 

2AWG Battery cable 

Black 18” 5/16” 189140 

Black 32” 5/16” 189144 

Black 48” 5/16” 189146 

Red 18” 3/8” 189141 

Red 32” 3/8” 189145  

Red 48” 3/8” 189147     

Stranding is tinned 

copper for maximum 

protection against 

corrosion and 

 electrolysis

Black 1/0 50’ 116005

Red 50’ 116505

Yellow 50’ 116905

Black

2/0 25’ 117002

50’ 117005

100’ 117010

Red

25’ 117502

50’ 117505

100’ 117510

Yellow

25’ 117902

50’ 117905

100’ 117910

Black 3/0 50’ 118005

Red 50’ 118505

Yellow 50’ 118905

Black
4/0 25’ 119002

50’ 119005

Red
25’ 119502

50’ 119505

Yellow
25’ 119902

50’ 119905

Battery Cable
Black 8 25’ 111002

100’ 111010

250’ 111025

500’ 111050

Red

25’ 111502

100’ 111510

250’ 111525

500’ 111550

Yellow
50’ 111905

100’ 111910

Green 100’ 111310

Black

6 25’ 112002

50’ 112005

100’ 112010

Red

25’ 112502

50’ 112505

100’ 112510

Yellow 100’ 112910

Black 4 25’ 113002

50’ 113005

100’ 113010

Red 25’ 113502

50’ 113505

100’ 113510

Yellow

25’ 113902

50’ 113905

100’ 113910

Black

2 25’ 114002

50’ 114005

100’ 114010

Red 25’ 114502

Yellow

50’ 114505

100’ 114510

25’ 114902

50’ 114905

100’ 114910

Black

1 25’ 115002

50’ 115005

100’ 115010

Red

25’ 115502

50’ 115505

100’ 115510

Yellow

25’ 115902

50’ 115905

100’ 115910
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guage
stud 

size
pk qty item #

8 10 2 252233

25 242233

1/4” 2 252234

25 242234

5/16” 2 252235

25 242235

3/8” 2 252236

25 242236

1/2 2 252237

6 10 2 252243

1/4” 2 252244

25 242244

5/16” 2 252245

25 242245

3/8” 2 252246

25 242246

1/2” 2 252247

4 10 2 252253

1/4” 2 252254

25 242254

5/16” 2 252255

25 242255

3/8” 2 252256

25 242256

1/2” 2 252257

2 1/4” 2 252264

25 242264

5/16” 2 252265

25 242265

3/8” 2 252266

25 242266

100 244266

1/2” 2 252267

guage
stud 

size
pk qty item #

1 1/4” 2 252274

5/16” 2 252275

5/16” 25 242275

3/8” 2 252276

3/8 25 242276

1/2” 2 252277

1/0 1/4” 2 252284

5/16” 2 252285

25 242285

3/8” 2 252286

1/2” 2 252287

2/0 1/4” 25 242294

5/16” 2 252295

25 242295

3/8” 2 252296

25 242296

1/2” 2 252297

10 242297

3/0 3/8” 2 252716

3/8” 10 242716

4/0 5/16” 2 252725

10 242725

100 244725

3/8” 2 252726

10 242726

100 244726

1/2” 2 252727

10 242727

        Tinned Butt Connectors 

 

  Lug Combo Packages : 

1 each for 5/16 & 3/8” stud

gauge item #

6 252241

4 252251

2 252261

1/0 252281

2/0 252291

gauge Item qty per pack
8 242130 25

6 242140 25

2 252160 2

242160 25

1/0 242180 25

2/0 252190 2

242190 25

Battery Lugs

guage stud 

size

pk qty item #

6 5/16” 2 262245

3/8” 2 262246

4 5/16” 2 262255

3/8” 2 262256

2 5/16” 2 262265

3/8” 2 262266

1 5/16” 2 262275

3/8” 2 262276

1/0 5/16” 2 262285

3/8” 2 262286

2/0 5/16” 2 262295

3/8” 2 262296

3/0 5/16” 2 262715

3/8” 2 262716

4/0 5/16” 2 262725

3/8 2 262726

90 degree Tinned Lugs
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700103 

Terminal and Post Cleaner 

 
Quality metal brush.   

Removes rust  

and corrosion. 

260405 

Anti-Corrosion Rings 
Chemically treated to prevent 

terminal corrosion caused by 

acid leaks.  Fit top or side bat-

tery posts. 1 for each post.

Charger Inlet  

- 15A, 125V 
straight blade  

on-board  

charger inlet.  

150BBI - black 

150BBIW - white 

150CCI - Connect 

Charge Inlet  

- 15A, 125V 

- on-board  

charger inlet  

- universal mount. 

DM6250 

Digital Multimeter, 7 Functions 

AC Volts / DC Volts / Resistance / 

Continuity / Temperature / Battery test 

 

 

DM6450 
Digital Multimeter, 9 Functions 

AC Volts / DC Volts /  AC Amps / DC Amps 

 / Resistance / Diodes 

Continuity /Capacitance / Frequency 

 

 70A Trolling Motor Plug 

12VBPS3 

 plug only   

12VBRS3 

receptacle only    

12VCPS3 

plug & receptacle  

ConnectPro trolling motor plug  
for DC motor connections. 

Locking plug and receptacle with a 

spring clampingconnection. 

12VBPS2 

 

703065 

Battery Cable Stripper 

8AWG to 4/0 AWG 

Adjustable blade height for  

removing insulation .    

Swivel blade for circular  

                          and longitudinal cuts
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ProMar1 Series  
Incorporates solid state and fully automatic technology Compact design is 

lightweight and pre-wired for quick and easy installation. Mount it, plug it in 

and forget about it.  

Safe for Lead Acid or GEL batteries with features 

that include; 100% waterproof design, expanded 

LED Power and Charge status indicators, shock 

resistant durable molded case, and dual inline bat-

tery bank safety fuses Other built-in safety fea-

tures include: over temperature, reverse polarity, 

and ignition protection. 6ft DC cable length 

ProSport HD Series  
On-board Waterproof Battery 

Charger 
Lightweight, tri-surface heatsink design 

delivers faster charging through optimal 

cooling, and true rated, constant current 

charging amps Fully automatic multi-stage charging enhances battery 

performance while extending battery life.   *Global 100-260 

VAC 50/60 HZ

ProMar1 DS Series  
ProMar1 DS Generation is all Digital Charging 

Technology. Fully Automatic with a 4-Stage 

Digital Charging algorithm proven to extend bat-

tery life. Sequential modes of Analyzing, 

Charging, Conditioning and a built-in Auto 

Maintain mode, safe for short and long term stor-

age periods ensures your batteries are fully 

charged and maintained.

BS Battery chargers are on page 543

Portable Charge Pro TM Battery Charger

Charge Pro TM Battery Chargers

Amps Outputs Amps out Battery Input volt Part #

6 1 6 12V 120/230 28106

10 2 5 12+12V 120/230 28210

Amps Outputs Amps out Battery Input volt Part #

4.3 2 4.3 6 or 12V 120V 27104

Completely sealed, epoxy filled IP68 waterproof Designed 

for harsh marine and industrial environments – moisture, 

salt, shock and vibration tested Non corroding housing for 

ultimate reliability Charge flooded and AGM batteries 

Microprocessor controlled for accurate charging  Intuitive 

operation Sense-Send™ technology senses the power needs 

of each battery and sends correct charge Isolated outputs 

Part # Volts max amps batteries size

31410 12/24 10 2 9”x5.25”x2”

31413 12/24+ 13 3 9”x5.25”x2”

Part # Volts max amps batteries size

52024 12/24 24 2 13.125”x7.125”x2.75”

52026 12/24/36 24 3 13.125”x7.125”x2.75”

52032 12/24 36 2 13.5”x9.375”x4”

52036 12/24/36 36 3 13.5”x9.375”x4”

52038 12/24/36/48 36 4 13.5”x9.375”x4”

All high frequency, digital charging technology 

Fully automatic 5-stage performance charging 

Dedicated battery charging, sensing and 

 control per bank Expanded LED 

 charge status monitor 

 

 

Part # Volts max amps batteries
2708A 12 5 1
2710A 12 10 1
2707A 12 8 2
2711A 12 10 2
2720A 12 20 2
2713A 12 15 3
2731A 12 30 3
2740A 12 40 4

Part # Volts  amps batteries

44006 12 6 1

44008 12/24 8 2

44012 12/24 12 2

44020 12/24 20 2

44021 12/24/36 20 3

44028* 12/24 20 2

ProSport Gen 3 Series 
 incorporate all-digital microprocessor control. Provides automat-

ic installation feedback with its exclusive “System Check OK” 

and individual “Battery Bank Trouble” LED indicators, and also 

has an energy saving mode.  

43021  

ProTournament Elite  
Professional performance for fastest charge times. 

Digital LED display with dual mode battery status 

monitor.  3 selectable performance matched charge 

profiles.  Waterproof connector port for optional  

status remote.  Digital 5-stage chargeing with 

temperature compensation.  System OK indicators. Pre-wired

Part # Volts max amps batteries

31505 12 5 1

31510 12/24 10 2

31515 12/24/36 15 3

51805  5ft DC Cable Extender 

51815  15ft
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ProNautic P      All Digital Electronic Charging… 

 Generation 3 ProMar Digital Performance Charging Platform which combines all digital control and software based power 

conversion technology with global energy management features. ProNautic P addresses the trend of incorporating and using more 

12-volt electronics onboard today’s power, sail, cruising and sport fishing boats. Boasting twelve digitally-controlled performance 

charging profiles with finger tip selection, ProNauticP fully charges, conditions, maintains and re-conditions batteries while extend-

ing battery life and maximizing battery reserve power performance. 

70403163 
A Mastervolt battery monitoring panel provides lots of information.  This information includes reading 

 voltage, current, Ah, time remaining and remaining capacity in percentage terms for the main battery.  

The Masterlink BTM-III (12/24V DC) has LED indicators for remote monitoring of the battery level. 

 A well-lit LCD screen also displays direct online data or historical information. In a single screen the 

state of charge and the voltage of three banks can be shown simultaneously. 

Battery Chargers
83301202  

 ChargeMate 1202 

The Mastervolt Charge Mate is an automatic 

battery relay which connects two battery banks 

when the voltage rises above a pre-set value for 

at least 5 seconds, allowing these battery banks 

to be charged simultaneously. When the voltage 

drops, the battery banks will be isolated 

again.This auto mode is the default setting when 

no optional remote is connected. An extra mode 

is Start Assist. In this mode a single push of a 

button connects the extra bank to the main bat-

tery bank for assistance of the main bank by the 

extra bank. The connection will be disconnected after 30 seconds.The Charge 

Mate gives accurate information about the connection state of the batteries. An 

unlit LED indicates an open relay. When one of the batteries is being charged the 

LED will start to flash slowly to indicate it is counting to 30 seconds before 

closing the relay. When closed, the LED will be lit continuously. 

83302502 

 ChargeMate 2502 

The Mastervolt Charge Mate is an auto-

matic battery relay which connects two 

battery banks when the voltage rises 

above a pre-set value for at least 5 sec-

onds, allowing these battery banks to be 

charged simultaneously. When the volt-

age drops, the battery banks will be iso-

lated again.This auto mode is the default 

setting when no optional remote is con-

nected. An extra mode is Start Assist. In 

this mode a single push of a button con-

nects the extra bank to the main battery bank for assistance of the main 

bank by the extra bank. The connection will be disconnected after 30 sec-

onds.The Charge Mate gives accurate information about the connection 

state of the batteries. An unlit LED indicates an open relay. When one of the 

batteries is being charged the LED will start to flash slowly to indicate it is 

counting to 30 seconds before closing the relay. When closed, the LED will 

be lit continuously.

Model Volts Amp Banks Size

63110 12 10 2 10.25x8.5x3.5

63115 12 15 3 10.25x8.5x3.5

63120 12 20 3 10.25x8.5x3.5

63130 12 30 3 10.25x8.5x3.5

63140 12 40 3 10.25x8.5x3.5

63150 12 50 3 12.25x8.5x3.5

63160 12 60 3 12.25x8.5x3.5

63100 

Helm Remote with 20ft cable

  52026  Elite 24Amp Charger 

Digital LED display with dual mode 

battery status monitor.   

3 selectable performance matched 

charge profiles.  Waterproof connector 

port for optional status remote.  Digital 

5-stage charging with temperature compensation. System OK 

indicators. Pre-wired.  6 foot cables 
 

  

 51071 
5ft battery 

bank cable 

extender

51060 Remote bank 

status 

monitor

52060  Remote

Battery to Battery Charger 

ProMariner Digital Mobile Charge40 

Advanced Electronic In-Transit 4 Stage 

Battery Charger - 12V to 24V 

breakthrough in battery-to-battery, on-the-

water charging technology. Simply connect to 

the engine crank battery and your house elec-

tronic battery, allowing for up to 40 Amps per 

hour to be transferred to your house battery bank. Protects your engine 

battery while charging and conditioning your house battery bank, using 

its all-digital C³ boost-mode-charging technology. 

05505   
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Mastervolt

Chargemaster Battery Charges 

     volt  amp  battery 

44010250  12    25      3  

44010350  12    35      3  

44010500  12    50      3   

44010700  12    70      3  

44011000  12   100     3  

DC-DC Converter 

for 12, 24 and 48V 

 

81400300 24/12v  12a    

81400330 24/12v  24a     

81400350 24/12v  50a     

 

81400400 12/24v    3a     

81400500 12/24v    7a    Solar Panel Chargemaster 

works with most solar panels suitable for 

12 and 24V 

LCD display, automatic night detection, 

alarm system(buzzer) 

 

131822000  20a   

13182400   40a  

optional PC link   21730400

MasterlinkMasterview

70403105 

Masterlink/MICC

Remote Panel 

70405050 APC
77010305 

3.5” Touch Screen

77020115 

Mastershunt 

CZONE

77030475 

Combi interface 

77040000 
The terminator ensures 

interference-free operation, 

prevents reflection of data 

signals and ensures high 

communication speeds

ChargeMaster Plus is the next generation battery chargers that integrates multiple functions into one single 

device. Replacing auxiliary chargers, battery isolators and VSR.  It charges virtually any combination of three 

batteries at high speed  Dimension: 15.1 x 9.8 x 5” Models with the addition CZone do not only support 

MasterBus, but also support CZone and NMEA 2000 communication, without the need of additional interfaces. 

part # Volts Amp Banks Battery capacity

44010505 120/230 3.5 2+1 140-400Ah

44310755 120/230 6.5 2+1 320-800 Ah *Czone

44311005 120/230 8.5 2+1 400-1000 Ah *Czone

44320400 120/230 6.8 2+1 160-400 Ah

44320600 120/230 10.2 2+1 200-500 Ah

COMBIMASTER  The automatic AC transfer system switches 

between generator or mains and inverter output, ensuring a constant power 

supply. Its Power Assist function prevents tripping of the mains fuse in case 

you’re connected to a weak land line or small generator. 

Reliable, hum-free and 

longer operation from your 

batteries. 

part # Watts Amp

35512000 2000 17

35513000 3750 16.5

35522000 3000 21

35523000 4500 25
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EASYVIEW 5 

 

 

 

 

 

 

 

 

With a super bright widescreen dis-

play and the latest capacitive touch-

screen technology, 

this compact unit outperforms per-

fectly in sunlight. It also suits 

smaller applications where  

space is limited, or if a secondary 

display is needed 

    77010310   

  Battman Lite with shunt 
 

Battery monitor, 12/24 V DC 

with large, splash proof display 

(IP65) and power bar. 

 

70405060

 Battman Pro with shunt 

Battery monitor, 12/24 V DC 

with large, splash proof display 

(IP65) and power bar.  2 battery 

outlets.  Display/read-out volt-

age, current, amp-hours, time 

remaining, battery capacity in 

%, special battery status events  

70405070   

NMEA 2000 PLAN-O-Gram 

 

 

 

 

 

 

 

 
Simple drop in NMEA 2000 

store set.  Kit includes every-

thing neede to build a new 

NMEA network or expand on 

an existing network 

      270400   

 NMEA Power Cable 

 

 

 

with Tee 

allows for power connection to an 

NMEA 2000 network quickly and 

easily. The tee is color coded red to 

make identifying the power cable 

easy once installed as part of an 

NMEA 2000 network. The yellow 

couplers connect to the correspon-

ding Ancor backbone cables and 

tees creating a simplified, color 

coded network installation. 

      270000   
 

 NMEA 2000 Starter Kit 

 

 

 

 

 

For 1 Device 

include all components needed 

to create a single device NMEA 

2000 network. 

                      270201    

For 2 Devices 

include all components needed 

to create a dual device NMEA 

2000 network.      270202   

 NMEA 2000 Starter Kit 

 

 

 

 

 
What's in the Box: 

(1) Power Cable with Tee, 3.3 ft (1m), 

part # 270000 

(1) Male Terminator, part # 270106 

(1) Female Terminator, part # 270105 

(1) Single Tee Connector, part # 270101 

(1) Drop Cable, 1.64 ft (.5m), part # 

270300 

(1) Backbone Cable, 16.4 ft (5m), part # 

270005 

             270203  

NMEA Tee Connector 

 

 

 

 

 270101  single     

 270103  2-way    

 270104  4-way    

   

NMEA Male Terminator 

      

270106 

    

NMEA Female Terminator 

270105    

 

NMEA  Female Connector 

                       270109 

 

NMEA Male Connector 

                       270110 

NMEA 90deg Elbow 

 

 

 

 

 

    270108   

 NMEA Drop Cable 

   270300  0.5m    

   270301    1m    

   270302    2m     

   270305    5m    

Blanking Cap 

  

 

NMEA Backbone / 

Drop Cable 

 

 

 

 

offer connection to an NMEA 

2000 tee connector. 

 

  

   270001   0.5m    

  270002     2m      

  270005     5m      

  270010    10m     
Thru Bulkhead Connector 

Creates a connection point for 

removeable equipment 

    270107  

NMEA Inline Terminator 

             270114 

270112           270111 
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QS Inverter / Chargers converts DC battery power to filtered AC power...

Seamless conversion of DC battery power to filtered low noise AC household 

power. AC Switch automatically selects AC or DC power inputs (depending on 

which source is available), ensuring AC household power is available at all times. 

TruePower QS includes a digitally controlled, True 3-Stage battery charger that 

can automatically recharge, condition and maintain batteries. Whether on the 

water or on the road, TruePowerQS Series is ideal for large AC load applications 

such as air conditioners, refrigerators, microwaves, hair dryers, office equipment, 

power tools and more.  

01012 1000 watt - 110V/12V  

12V Truepower Inverter Convert 12 VDC Vehicle / Battery Power to 110VAC Household Power… 

TruePower offers Bat’ Saver Mode operation on its 400 to 1,000 watt models so your engine crank battery 

will stay above 11.5V to start your boat or vehicle.  Dual LED bar graph displays and a remote port on all 

models between 600 and 1,000 Watts. Our 1,500 watt model includes a removable deluxe dual bar graph 

remote that can be surface or flush mounted. 

model wattage surge size  

05040 400 800 9.25x6x3”  

05060 600 1200 12x8.2x3.5”  

05080 800 1600 14.4x8.2x3.5”  

05100 1000 2000 14.4x8.2x3.5”  

05150 1500 3000 17.8x10x3.5”  

on/off fault remote 

05121 800-1000 n/a 2.3x1.8x0.8”  

Inverters

70404110    Remote - On/Off - Inverter 

C-4 RI Remote Control Panel  

Remote control on/off panel for Mass inverter (sine wave) ,  Series size: 4  

Dimensions: 60x65x60 mm.  Material: aluminium  

25012000 
 Mass Sine Inverter 

 120V / 60HZ 

 LED display
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DynaPlates 

- improves performance of electronics, - reduced RF interference  

- helps provide a direct, low resistance path for lightning protection. 

- deters severe elect. and galvanic corrosion problems.

Item # Dimensions

4006 6” x 2” x 1/2”

4008 8” x 2-1/2” x 1/2”

4012 12” x 3” x 1/2”

4018 18” x 6” x 1/2”

Battery Isolators
Galvanic Isolators 
The ProSafe FS Series Galvanic Isolators will interrupt galvanic current flow with other boats at a 

marina when installed on a boat which is connected to AC Shore Power. This technology main-

tains AC safety ground and solves the most common forms of corrosion and premature zinc loss 

within a boats bonding system. 120/240 VAC,  50 or 60 Hz 

22034 30 amp 6.75x7x2.5”  

22074 50/60 amp 7.25x6.5x3.75” 

4531011   50/60 amp  Guest Galvanic Islolator

ProlsoCharge Series  Intelligent Isolation and Charging Software Control.  Real Time LED Status 

Indicators.  Ignition Controlled- Distributed on Demand battery bank management will only activate 

with ignition power on.  Easy Installation - Modular design for easy install.  Includes all terminal stud 

insulator boots and protective snap on safety cover.  All units are 5.875”W x 3.125”H 

23121 12V 120 Amp 1 ALT 2 Batt 5.35” L

23122 12 180 1 2 6.18”

23123 12 250 1 2 6.95”

23124 12 120 1 3 6.15

23125 12 180 1 3 7.55”

23126 12 250 1 3 8.875”

23127 12 130 2 4 12.05”

12V Inverter available in Modified Sine Wave (MS) 
Designed to convert 12V DC battery power to 115V AC and will automatically pass thorugh AC inlet power when 

present. TruePower Plus is rich with features including; innovative dual color digital LCD message center, dual color 

guages for AC power output and battery DC input, USB power pot, GFCI convenience outlets, DC cable covers, and 

separate on/off remote. Integrated AC cable strain reliefs and front screw connection terminal blocks allow for quick 

and easy installation without the added need for ring terminals for AC power connections.  

06120 1200W  

06150  1500W  

07100  1000W

 
 130A Battery Isolator 

1 Alernator / 2 Battery isolators gold-plated terminals 

and improved efficiency, provide enhanced charging. 

Rated for use with DC devices ranging from 

10 amps to 130 amps. 1-130-2  
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14230 

Battery Switch  
- 4 way selector switch  

- 230 amps continuous, 345 

momentary.

10097 

Single Battery Switch  

- 500 amps  

 

Spare Key - Z019

10093 

Battery Switch w/Key 
- single battery switch  

- 250 amps continuous 

- 350 amps momentary

8501DP-Battery Switch 
 
 

8502DP - with key lock 

 

 

8503DP - with AFD 

Alternator Field Disconnect 

 

 

8504DP-with AFD & key lock 

 

 

 

 

 
 

 
 

2111 - Standard 

2110A - with AFD  

Guest Universal Mount 

Performance Switch 
Rated at 230 amps continuous, 345 amps 

momentary. Upgrade to this new perform-

ance switch that is compatible with the 

bolt holes of competitive, lower rated 

 

2300A 

Guest Heavy Duty  

- rated at 360 amps continuous,  

  600 amps momentary. 

- Alternator Field Disconnect. 

2304A 

 

Guest - Extra Heavy Duty On/Off 

Switch  

- rated at 600 amps continuous, 

1000 amps momentary. 

- Alternator Field Disconnect. 

Battery Switches

9601DP-Main Battery 

switch  On/Off 

 

Medium Duty ON/Off 

9603DP-with AFD 

 

 

 

9602DP- with key 

lock Medium duty 

 

 

 

 

Perko Battery  

Switches

-250amps continuous 

-360amps intermittent 
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Deck Connector 
Chrome Plated Brass with Cap

  12V Plug/Receiver Set 

  Double prong, multi-purpose plug  

   with receiver and protective cap

   

  Molded Connector

 

Cable Outlets 

 Chrome plated brass, watertight outlet   

  for 1/4”, 5/16”, and 3/8” cable dia. 

  Predrilled for #6 screws! 

 

 

        

80100-7 

Horizontal mounted watertight 

plug connectors for any accessory 

installed on deck that needs 

to be removed on a regualar basis 

Can be used for mast accessories also 

5 wire, 16amp, 42V

14295 

Wiring Cover  

- finish installation, cover  

  unsightly wiring holes.  

- black plastic 

- covers openings up to 1-1/4” 

- screws included. 

331310 

Pitot Tube Shield  
- stamped Stainless Steel  

- protects cables and wiring and  

  hides drill spots.  

Overall Length - 1-1/4” 

Overall Width - 3/4” 

Center to Center - 7/8” 

Shield Height - 3/8”

# of pins item number spare cap

2 426262 --

3 426263 Z057

4 426264 Z058

# of pins item number spare cap

2 426265 Z059

3 426266 Z060

4 426267 Z061

3 amp

5 amp

426162 - 2 pin 

426163 - 3 pin 

426164 - 4 pin

14240.....chrome/brass 

14241.....replacement plug 

PERKO 
1189DPCHR...Chrome/Brass 

1190DPCHR...Chrome/Zinc 

1189DP99A...Spare Plug/Cap

12784................1/4”.......1-1/4” 

12786............... 5/16”.....1-1/4” 

12788.................3/8”......1-1/2” 

1191DPCHR......5/16”....1-1/4”Perko

Connectors
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14291 

Terminal Block  

- 10 Gang with brass bolts.

14293 

Fuse and Terminal Block 
- 12Volt / 20amp 

- 8 Gang 

- for AGC fuses

Waterproof Connection Box  

 

14296 - 2 x 4 Terminal Strips - 8 Gang 

14297- 2 x 8 Terminal Strips - 16 Gang 

607122 
Common negative bus with push-on tabs. 

Common positive feed. Each branch han-

dles up to 30 amps (160 amp max total).  

6 Gang fuse panel

13290 

Tinned Copper Busbar 
- 4P, 150 amp. 

- 6” x 1-1/4” x 1-3/8”H 

- Tin plated copper & ABS 

13291 

Tinned Copper Busbar  
- 5P, 100 A 

- 4-1/8” x 7/8” x 1-3/8”H 

- Tin Plated Copper & ABS

13292 

Tinned Copper Busbar 
- 6P, 150A 

- 9-1/8” x 1-1/4” x 1-3/8”H 

- Tin Plated Copper & ABS

13293 

Tinned Copper Busbar 
- 10P, 150A 

- 6” x 1-1/4” x 1-3/8”H 

- Tin Plated Copper & ABS

13294 

Tinned Copper Busbar 
- 12P, 250A 

- 7-5/8” x 1-1/2” x 1-5/8”H 

13295 

Tinned Copper Busbar  
- 20P x 150A 

- 9-1/8” x 1-1/4” x 1-3/8”H 

- Tin Plated Copper & ABS

Terminal Blocks
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20040 

Deluxe Cigarette Lighter/Chart 

Light  
- Stainless Steel construction  

- includes mounting plate and wire leads.

20036 

12V Receptacle with protective cap. 
- includes steel mounting plate & hardware 

- for interior and exterior use. 

14356 

12V Receptacle  
- stamped Brass/Injection molded Nylon 

  and ABS.

14374 

12V Receptacle 
-waterproof cap 

-no face plate for 

installations in 

small spaces! 

12VRC 12VRCW-white 

Sealink 12V Receptacle  
- watertight sealing cap  

- easy to install, use supplied mounting 

plate for front panel installation or locking 

ring for rear access installation.

12VDUSB     rectangular 

12VDUSB48  round 

12V Dual USB 

For powering tablets, phones & other elec-

tronic devices.  Input 12-24V, Output 5V, 

2.1 amp (total both 

ports). mounting 

plate included cover 

prevents dust and 

water from 

damaging product

12VCOMBO 

12V dual USB and 12V socket  

-socket output 12V and up to 20amp 

- mounting plate included 

- covers prevent dust and water 

damage 

12VPK 

Sealink 12V Receptacle and Plug 

12VPG 12V Plug only

Extension Plug 

14271- Triple 12V Socket with Plug  

             and Extension Wire. 

12VAD 
Sealink Dual Outlet Cord 

- 1 ft. length of coiled 

cable each.  Each recepta-

cle fully enclosed, soft PVC with watertight 

sealing caps.  Plug has LED indicator light, 

built-in 10A fuse, moisture proof sealing ring  

and strain relief.

12VXT 
Sealink Extension Cord  

- 6Ft. of flex cable.  Receptacle 

fully enclosed, with a watertight 

sealing cap. Plug has LED indicator light, built-

in 10A fuse, moisture proof sealing ring and 

strain relief. 

12V Sockets and Accessories

12BKT 
Sealink Receptacle Mounting Bracket  

- Bracket for under dash mounting 

- High impact aluminum with black 

powder coating. 

- Dimensions - 2”W x 2-1/2”H 

426114 
12V Power Plug  

- stamped Brass/Injection  

 molded Nylon and ABS.

51202F 

AC Holder Plug. No 

cutting, stripping or 

splicing wires. Mount 

any AC plug into the 

receptacle

12VCDUSB48A 

      Dual USB ports with 4.8amps 

      output. 3-digit blue LED volt/ 

      amp meter.   

12VCDUSB48 - Dual USB only
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10245 

On/Off Switch  
- 2 position on/off 

- 1/2” mounting stem  

 

 

 

10240 

Toggle Switch 
2 position  

- 1/2” mounting 

stem  

 

 

 

10270 

Ignition/Starter Switch  
- 3 position, 3  

terminals returns  

automatically from 

start to ignition  

position.  

- Brass and Stainless 

- 1-1/8” mounting 

stem, 7/8 dia.  

14251 

Push/Pull - Two Position Switch  
- 1-1/4” mounting stem, - 3/8” dia.  

- stamped Brass, Chrome plated knob.

14252 

Push/Pull Three Position Switch  
- 1-1/4” Mounting Stem,  

- 3/8” Diameter, stamped Brass

701DP 

Perko 

10amp 

Push 

On/Push 

Off 

Waterproof switch. 
- fits 3/8” hole.

 

 

 

 

14250 Horn Button  
1-1/4” mounting stem,5/8”dia dia.  

- stamped Brass, chrome plated button.

 

 

 

 

 

 

Kill Switch 

with lanyard & clip 
     1001601

 

 

 Universal Kill Switch  
7591-6    SIX keys fit all:  

Johnson/Evinrude, OMC, Mercury, 

Yamaha, Honda and Suzuki. 

10280  TEN Keys That Fit All Johnson, 

Evinrude, Mercury, Yamaha and Honda Kill 

Switches. Swivel Snap Hook Prevents Tangles 

Waterproof Toggle Boots - 

pkg of 5 - 555105

Switches

555025 

On-off-On Toggle 

14282  Horn Button - 

with rubber cover  

- fits 5/8” hole.

556010 

 On/Off Toggle

958455011 
Latching Switch (Turns on the device 

when the switch is pressed once and 

turns off the device when the switch is 

pressed again) 

LED Color: Blue , Voltage: 12V  

958455211 
Momentary Switch (The device stays on 

as long as you maintain pressure on the 

switch) 

LED Color: Blue  

Voltage: 12V     
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14234 

3 Gang Toggle Switch 

Panel  

- 4-1/4” x 3-5/8” 

 

14236 

6 Gang Toggle Switch 

Panel  

- 4-1/2” x 6-1/2”  

 
All  Panels are shipped with 

Label assortment.  
 Spare Toggle - Z018 

 Spare Fuse Holder - Z038

 

10065 

6 Gang Vertical Switch 

Panel  
- anodized aluminum plate.  

- changeable names 

- 12 Volt illuminated rockers  

- 4-1/2” x 6-1/2” 

 

 

 

 

All  Panels are shipped with 

Label assortment.  

 Spare Switch - Z012 

 Spare Fuse Holder - Z013

10066  -  6 Gang Horizontal Panel  
- anodized aluminum plate  

- changeable names  

- 12Volt illuminated rockers  

- 4-1/2” x 6-1/2”  

All  Panels are shipped with Label assortment. 

Splashproof Switch Panel  
- UV stabilized plastic with Neoprene caps.  

 

10070 
4-1/4” x 4-7/8” 

  

10071 
features LED indicator 
lights  
4-1/4” x 4-7/8” 
 

All  Panels are shipped with Label assortment.  

 Spare LED - Z046 

 Spare Switch - Z045

Waterproof  Switch Panel  

 

14237 

3 Gang Rocker Panel 
- 3-3/4” x 5-1/4”  

 

14238 

6 Gang Toggle Panel  

5-1/4” x 7-1/2”  

 
All  Panels are shipped with 

Label assortment.  

 
Spare Switch - Z043 

 

10083 

Aluminum plate with  

3 Illuminated switches, 

Battery test switch and 

cigarette lighter 
 

- 4-1/2” x 6-1/2”  

- Shipped with Label 

assortment.  

 
 

 

 

 Spare Switch - Z012

Spare Switch - Z012 

Spare Fuse Holder - Z013

Panels
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10069 

6 Gang Vertical Breaker panel  
Anodized aluminum plate, changeable 

names, 12 Volt illuminated rockers.  

- 4-1/2” x 6-1/2” 
Supplied with  

2  x 3amp,  2 x 6 amp 

1 x 8 amp,  1 x 10 amp 

 

 

Spare Switch - Z012 

 

Spare Mini Breakers -  
  5 amp - Z034,   8 amp - Z035 

10 amp - Z036,  15 amp - Z037

10081 

3 Breaker Panel  
- 3 UL approved circuit 

breakers are installed with 

LED indicating lights 

included.  

- 5-1/4” x 3-3/4” 

Supplied with  

1 x 5 amp,  1 x 10 amp,  1 x 15 amp. 
 

Spare Breakers:  

5 amp - Z029,  10 amp - Z030,  15 amp - Z031 

Spare screws for breaker - Z033

 

10036 

Waterproof Switch  
- 3-Gang switch panel 

- waterproof switches  

  with LED indicators 

and 

  fuse holders.  

- also includes  

  cigarette lighter and 

voltmeter.  

Panels and Accessories

10062  Replacement Electrical Panel Labels  

- self-adhesive set of labels for panels  

- 1/2" x 3/4" 

- Includes  - Nav. Lights, Motor Nav. Lights, Exterior Lights, Deck Lights, 

Nav. Instruments, Compass Light, Cabin Lights1, Cabin Lights 2, Wiper, Spot-

Light, Aut. Pilot, Horn, Ventilation, Radio, Refrigerator, 12V, Bilge Pump, 

Fresh Water, Salt Water.  

 AGC Fuses  

Combo Packs 

601113  

Assortment of 41 

fuses, 1-30amp

see pages 576-580 
for a full  

selection of fuses
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Create a Custom Panel 
- for use with Ancor sealed 

   rocker switches 

- allows multiple  

  switch installations   

  in a single cutout.  

- simply snap together! 

 

End Bracket - 554000 

Middle bracket - 554001 

  Replace The Switch Actuator and Customize 

  Your Panel to Meet YOUR Needs! 

  black actuator with white imprinted  legend  

   on square red lens 

  554070 - Horn 

  554073 - Bilge pump 

  554077 - Running Lights 

   

Ancor Sealed Rocker  

Switches with Black 

Actuators 

 

    

 

                                      

                               

          Waterproof switch 

  554109 - Spare labels 
  preprinted sheet of 25

554110 SPST 3P ON - OFF

554111 SPST 3P (ON) - OFF

554113 DPST 4P (ON) - OFF

554114 DPDT 5P (ON) OFF ON

. Come with LED light and sheet of 25 preprinted labels. 15amp max.

554022 SPST (ON) - OFF

554026 SPDT ON OFF ON

554028 SPDT (ON) OFF (ON)

554030 DPST ON - OFF

554033 DPDT ON OFF ON

Ancor Sealed Rocker Switches  

with Illuminated Actuators 554011 SPST (ON) - OFF

554027 SPDT ON OFF ON

554036 DPDT ON OFF ON

554016 DPDT (ON) OFF (ON)

Even More Switches!
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14148 

 

White Plastic 

Reading Light  
 

 

 

 

- Halogen bulb  

- 12V, 10W 

- Fasteners included (2) 

Spare bulb - 529362

14149 

 

Adjustable 

White 

Plastic 

Ceiling 

Light  
 

- Halogen Bulb 

- 12V, 10W 

- Fasteners included  

 

 

1253DP2WHT 

Perko Exterior 

Dome Light  

 
- 5” Lens, Double contact bayonet socket 
- Push switch with water resistant boot  
- Complete with 12 Volt Bulb, Ivory 
Perko*Kote Powder Coating, black Vinyl 
Mounting Gasket.  

 

00963 

Brass 

Reading 

Light  
- 12V, 10W 

Halogen Bulb 

- Base - 3” x  

   1-5/8” 

-spare bulb - 529362 

 

14147 

Brass 

Halogen 

Dome Light  

 

 

 
- 4-1/2” Dia. 

- 12V, 10W bulb. 

-spare bulb - 529362

 

300DP2CHR 

5” Surface 

Mount Dome 

Light  

 

-double contact bayonet socket  

- push switch with water resistant boot.   

  complete with 12V bulb, chrome plated Zinc 

  alloy, black vinyl mounting gasket. 

 

0956 

Swivel Brass Wall 

Lamp 

 

0957 

Swivel chrome wall 

lamp. 

 

Spare Bulb - 529107 

 

 

 

 

14146 

Brass 

Halogen 

Dome Light  
 

- 12V, 10W bulb 

- flush mount 

-spare bulb - 529362

 

0958 

Fixed Brass 

Wall Lamp  

 

 

 
 

- 1/2 round shade, off white  

trimmed with fine gold braid  

Spare Bulb - 529107 

00921 

Brass 

Reading 

Light  

 

 

 

 
- Halogen Bulb - 12V, 10W 

Spare Bulb - Z053

00922 

Brass Halogen 

Light  

 

 

 
12V, 20W bulb 

Spare bulb - Z053 

 

 

00962 

Brass 

Halogen  

 

 

 

 

 

Spare bulb - 529362 
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size/bulb colour stainless brass
spare 

bulb

3” / White 14158 14159 529102

4” / White 14160 14161
520306 

522112

5” / White & Red — 14169 520306

Spare Parts: 

Lenses - 3” - Z024      

             4” - Z025                    

5” - Z026 

 

Switch /Socket  

Assembly    - Z020 

Halogen Dome Lights!

size/bulb colour stainless brass

5” / White 15164 --

5” / White & Red -- 15169

Spare Bulbs : White - 529362 

                     

 

24012 

GUEST Stainless Dome Light 

12V, 5-1/2” base 

Red light 

bulb: 529362 

 

14151 

Round Dome Light  
- 5-1/2” base dia., white plastic 

- 12V, 6W - 1 red/2 white bulbs. 
Spare white bulbs - 529095 

 

14157 

Halogen 

Dome Light  
 

 

 

 

- two bulb, 3 position switch  

- surface mount 

- 4-1/4” Lens diam.  

Spare bulb - 529362

 

14155 

White Ceiling Light   
- with halogen bulb. 

- 2-7/8” base dia.  

- 12V, 10W bulb  

Spare bulb - 529362 

 

14154 

White Ceiling Light   
- with Halogen bulb 

- 2-5/8” Base dia.  

- 12V, 10W bulb.  

Spare bulb - 529362

14168

**lights may have a rocker switch    

not a toggle 

 

  1253DP1WHT 

4” Perko dome light 

12V, 17W 

push switch with water 

resistant boot for exterior 

surface mount
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style item # rated  at: dimensions: # tubes  spare bulb

D 1821 4W, 12V 8.75” x 3” x 1.25” 1 529400

D 1824 8W, 12V 14.75” x 3” x 1.25” 1 529402

E 1815 8W, 12V 15” x 3.25” x 1” 1 529402

E 1825 8W, 12V 15” x 3.25” x 1” 2 529402

F 1826 4W, 12V 8” x 4.25” x 1” 2 529400

G 1817 8W, 12V 15.5” x 3.25” x 1” 1 529402

GF

ED

 

1146DP112V 

 Perko Cockpit Chrome 

Light 

12V, 10W, .74A 

overall diam 3” 

 

 Classic Fluorescent 

 Light 

 

EF16RW red/white 

EF16WW white 

EF30WW white



ML3300 Mega-Light Utility Light  
- low current draw automatically   switches on and off .-12V  plug-in. 

 

ML3310 

Mega-Light - Masthead Light  
- comes mounted to a stainless steel bracket 

 for easy installation to a masthead, interior 

 wall or bulkhead.                
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14075 

Black Courtesy Light - 12 Volt 
- recessed mount  

- fits 1-3/4” hole 

- sealed unit - replacement bulb N/A

Flush Utility Light -  

1044DP1BLK - Black 

1044DP1WHT - White 

- with spade connectors, - 12V, 3W 

 
with pig tail 
connection 

1044DP2WHT White 

1044DP2BLK  Black

 

137DPBLK 

Black Utility Light  
- White Light 

- 12V, 1W

90008 

Chart Light  
- transparent screen diffuses light 
across complete map section  
- built in chart clip holds charts in 
position 
- special magnifying section.

D3365 - Davis cord w/bulb socket and 12V power plug

 

 

 

 

 

 140DPNYN 

 Surface Mount Utility Light 

 molded white polymer 

 12V, 1W

 

 

 

 

 

 

3300  

12V Utility Light  
- with photo cell ~ auto “On” at dusk and “Off” at 

dawn, 12V, 3W bulb   Replacement bulb - 521815  

 

217DPCHR 

Bulkhead Light Fixture  

 
 
- Chrome Plated Zinc Alloy 

- for systems up to 50 Volts, 

 medium screw socket, turn 

switch. 

- bulb sold separately.
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 LED Cabin Lights

 

 Reading light 

 

 00923   Brass 

 00924   Stainless   

 

 Brass Interior light 

 

 00960

 

Mini Reading Light 

1 warm white LED 

 

 02230  brass     

 02231  chrome  

 

 Swivel Reading Light,  

  

 02254  brass 

 02255  chrome  

 

 

 Mini Reading light 

 

 0230  brass     

 0231  chrome    

 

 

 Mini Reading light  

 1 x 3w white LED 

 

 02220 brass   

 02221 chrome 

 

 Fluorescent Style Lights 

 

  1811  18 LED    

 

 

Brass Berth Light 

 

 14190    

 

20” Flexible Chart Light 

1413 

Red LED  

 

1414 

White LED
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LED Cabin Lights
  Bright Slim Light    

Stainless,12V, 1W, 70mm dia. 
6011   16 white  

6012   12 white/4red 

6013   16 white with motion sensor  

 

8-30V, 2.26W, 100mm dia 

0602   28 white  

0603   28 white with motion sensor 

 

00600  

 Interior Light with a dimmer 

PC, white housing, 8-30V 

3.1W white + 0.9W red 

1 LED white, 10 red 

128mm dia. 

 

Flush or Surface Mount 

PC, white housing, 12V 

0.22W, 77.2mm dia. 

 

1580 3LED-white    

1581 3 red

 

Surface Mount Light 

 Push ON/OFF 

PC, white housing, 12V 

1.15W, 110mm dia. 

 

1640 16LED white  

1641 10 red

 

Surface Mount 

Stainless, 12V, 0.22W 

70.7mm dia. 

 

1590 3LED white  

1591 3 red

 

0238 Sensor Light 

 Automatic ON in the dark 

PC, white housing,12V 

0.36W, 63.5mm dia. 

3 LED- cool white 

 

 

0159 

 Flush or Surface Mount 

Stainless, 8-30V, 3.1W 

70mm dia 

1 LED-warm white 

 

0158 High Power 

 Ceiling Light 

PC, white housing, 8-30V 

3.1W, 77mm dia. 

1 LED-warm white 

 

 

 

 

 

Interior Light  with a PC lens 

Aluminum 

160mm x 53mm x 12mmH 

 2760       

 

 

 

 

 

Interior light with dimmable switch  

136mm x 16mm (thickness) 

                2868

 

 

 

 

 

Interior light with dimmable switch 

186mm x 66mm x 16mm (thickness) 

       2869
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LED Dome Lights 

12V, 1.32W, 20 white 

Stainless Brass 

16158    3” 16159   3” 

16160    4” 16161   4” 

16164    5” 16165  5” 

**the size is the lens size. 
16166 4” White and Red  LED 

16167 5” White and REd  LED 

 

Dome Light 

Plastic, white housing, 12V 

1W, 139mm dia, with switch 

 

5461   16 LED white 

 

5463 Dome Light 

 Gold plated plastic, 12V 

1.7W, 152mm dia. 

20 LED-warm white 

 

 

3580 Square Light 

Flush or Surface Mount 

PC, white housing, 12V 

0.22W, 72.9 x 72.9mm 

3 LED - white 

 

 

0358 High Power 

Square Light  

PC, white housing, 8-30V 

3.1W, 73 x 73mm 

1 LED - warm white 

 

 

0359 High Power 

Square Light 

Stainless, 8-30V, 3.1W 

70.8 x 70.8mm 

1 LED - warm white 

 

9410 Reading Light 

Nylon, white housing, 12V 

1.2W, 75.5mm dia. base 

12 LED - white 

 

Courtesy Light 

PC, white housing, 12V 

0.23W, 43.9 x 12.5mm 

 

0160 2 LED white  

0161 2 red  

0162 2 yellow

 

Flush Mount Light 

PC, clear housing, 12V 

0.21W, 84 x 20.2mm 

 

1680 2 LED white  

1681 2 red  

1683 2 blue

 

Courtesy Light 

Stainless, 12V, 0.38W 

72.5 x 27mm 

 

1670 4 LED white  

1671 4 red

And more LED ...
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 LED Cabin Lights

 

 Santiago 3-LED Oval Light 

  

16400-7   White    

16421-7   Blue     

 

 Bogota 4-LED  Light, Stainless 

  

 16404-7  White    

 16409-7   Blue    

 

Bogota 4-LED light, Chrome 

  16408-7  White 

 

 Lima Single LED Bulb 

provide as much light output 

as a conventional 12V incan-

descent bulb consuming only 

0.3 watts of power and draw-

ing at least 10 times less 

power     16412-7  

 

 

 

 

   

     Maputo LED Interior light  

with rocker switch   

               16531-7

 

     

 

 

 

        Malabo  LED Rectagular light 

 with illuminated switch 

      16541-7

 

  Colombo LED Dome light 
12 Volt low profile surface mount 

dome light with a diameter of 5-

1/2". 3 position rocker switch for 

"White/Off/Red". The dome light 

has 21 warm white and 9 red LEDs. 

 

 16601-7  red/white  

 

 Colombo LED Domelight 
Interior dome light offers the 

convenience of warm white and 

red LEDs in a look to comple-

ment most interiors.  

 

 16602-7   

 

 Courtesy Light 
Oblong LED lamps are now available 

in a surface mount design for easier 

installation while still offering all the 

quality, efficiency and reliability  

 

 

  980869301   

London Engine Room Light   16550-7 

Low profile and surface mount for 

mounting on walls or ceilings. Slim 

design with only 3/8" profile with com-

pact dimensions of 6 1/2" x 3 1/2" dimen-

sions. 7W LED included for low power 

consumption (0.58 amp) while providing 

700 lumens of light output with @6,000K color temperature. LED's 

are sealed for interior or exterior use with IP65 waterproof protection. 

For ambient temperatures from -25 C to +45 C (-13?F to +113? F). 

Requires two mounting screws (included). Supplied with 18" wire        

                      
Maputo Led Rectangular light 
for 12/24V, three rocker switch for 

Off/White/Red 

15-3/4” x 3-1/8” x 1” 

57 white lumen, 24 red lumen 

 

        16530-7 
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item bezel light colour

6340SS7 stainless white

6320B7 black warm white

6320W7 white warm white

6321B7 black amber

6321W7 white amber

6322B7 black red

6322W7 white red

6323B7 black blue

6324B7 black green

6324W7 white green

 

LED mini Courtesy 

Lights 

only 1” in Diameter! 

  6316-7 -amber  

  6317-7 -white  

  6318-7 -red      

  6319-7 -blue     

LED micro lights horizontal and vertical 

bezels! 

6350W7 - white 

6350R7 - red     

6350A7 - amber 

6350B7 - blue   

 LED Courtesy Light 
Water resistant companion light 

12V, 3 LED, requires a 1-5/8” dia 

hole.   measures: 

2-1/4” x 2-1/4” 

 

50023833 Wht/Wht
50023834 Wht/Red

2990   Surface mount under 

water  light. Stainless, 8-30V 

 For transom mount about 

3” above the bottom of the 

boat. 13 watt.4 LED - cool white 

1146DP1WHT 

 PERKO Reduced glare 

LED Cockpit Light 

12V 

Under Water Light  Perko light 
12 Volt, 2W, 18 Lumen  15° Beam  

includes 8ft of 18 AWG cable.   

Packaged of 2 blue lights 

 

                           0181DP2BLU

Courtesy Light 

PC, clear housing,12V 

0.21W, 38mm dia. 

1 LED 

50023827 white      

50023825 red    

                             LED Snap-In Courtesy Lights keeps                                                                                                                 

p                               power consumption to less than 1 watt.                                                                                      

C                              Constructed of durable  brushed  

                                 aluminum. Installs in a 1" diameter hole;                                 

n                               no fasteners required. IP67 waterproof            

r                                rating. 12 VDC. 

                                     overall diameter 1-1/2",  13/16"D  

                                            401354-1 

LED Utility Lights constructed of injection molded Delrin for 

strength, heat resistance, and  

dimensional stability. Surface mounts  

with four #6 FH fasteners  12 VDC. 

2-3/16"H x 1-9/16" C/C x 11/16"D 

401321-1 White housing, white light  

401325-1 White housing, blue light 
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LED Courtesy Light with three LEDs .  Low 

amperage draw of 0.02 amps @ 12 VDC produces 55 

lumens. Constructed of corrosion resistant stamped 

304 stainless steel. Installs with two #6 FH fasteners 

(not included). 

3-5/16" L x 1-1/8"W x 7/8"D 

                401240-1

LED Flush Mount Round Courtesy Lights. 

Low amperage draw of 0.02 amps @ 12 

VDC produces 20 lumens. Constructed of 

plastic and stamped stainless steel. Installs 

easily in a 1-1/8" diameter hole and is 

secured by a threaded mounting ring.  

      

   401270-1   White 

   401274-1    Blue

LED Flush Mount Oval Courtesy Lights. 

Low amperage draw of 0.02 amps @ 12 

VDC produces 20 lumens. Constructed of 

plastic and stamped stainless steel. Installs 

easily in a 1-1/8" diameter hole and is 

secured by a threaded mounting ring.  

    

   401275-1  White 

   401279-1  Blue 

 

360° LED Surface Mount Courtesy Edge  

Constructed of corrosion resistant stamped 

304 stainless steel and lightweight plastic. 

Installs with two #10 FH fasteners (not 

included). IP65 water resistant rating. 

12 VDC.   

LOA  3-1/8" x 1-7/16" W x 3/16"D 

 

401375-1 White 

401379-1  Blue

 180° LED Courtesy Button Lights keeps 

power consumption to less than 1 watt. 

Constructed of a corrosion resistant 

stamped 304 stainless steel cover with a 

lightweight plastic body. IP67 waterproof 

rating. 12 VDC.  overall diam 1-1/2" 

  

 401380-1 White 

 401394-1  Blue

LED Surface Mount Courtesy Light. 

Constructed of corrosion resistant stamped 

304 stainless steel and lightweight plastic. 

Installs with two #10 FH fasteners (not 

included). IP65 water resistant rating. 

12 VDC. 

LOA 3-1/8" x 1-7/16" W x 3/16"D 

 

 401405-1  White 

 401409-7   Blue

Deluxe LED Courtesy Lights with directed light.  

Constructed of a lightweight plastic body with 

an investment cast 316 stainless steel cover for a 

modern, streamlined profile. Installs with two #6 

FH fasteners (not included). 9–28 VDC. IP67 

waterproof rating. 

3 low amp LEDs with a 20 lumen output 

LOA 3-115/16" x 11/16"W x 7/16"D 

 

 401420-1 downward 

                 white 

 

 401423-1 outward 

                 blue

Deluxe LED Courtesy Lights with downward 

directed light.  3 low amp with a 20 lumen out-

put. Constructed of a lightweight plastic body 

with an investment cast 316 stainless steel cover 

for a compact and contemporary design. Installs 

with two #6 FH fasteners (not included). 9–28 

VDC. IP67 waterproof rating. 

LOA 2-3/4" x 11/16"W x 3/8"D 

 401431-1 downward 

                 blue 

 

 401432-1 outward 

                 white

Led strip lighting. Circuit boards are epoxy pot-

ted for a waterproof seal.  Constructed of corro-

sion resistant lightweight plastic.  Installs with 

two #10 fasteners.  12/24DC.  IP67 waterproof 

rating 

 401448-1  6 Red 

LOA 3-15/16" x 3/4" W  

x 15/16"D 

 

 

 401466-1  12 Blue 

LOA 6" x 3/4" W x 

15/16"D 

 LED Livewell Light constructed of injec-

tion molded polycarbonate with a water 

resistant gasket and integral molded lens. 

Easy to install it is secured from the back 

by a threaded mounting ring. 12VDC 

overall diameter 1-1/2" 

 

 

 401525B-1 Blue

LED Courtesy Lights feature 9 low amp LEDs 

per light.  Constructed of corrosion resistant 

lightweight plastic.  Installs with three #6 FH 

fasteners (included). Recommended for interior 

use only. 12 VDC.  overall diameter 3-1/8" 

 

 401617-1 white housing 

White LEDs produce 8 lumens of light. 

 401645-1  chrome housing 

Blue LEDs produce 3 lumens of light 

 Low Profile Task Lights feature  Integral on/off 

switch activated by pressing the center of the 

lens. Constructed with a nickel plated 304 stain-

less steel bezel for style and corrosion resist-

ance. Installs with two #6 FH fasteners (not 

included). 12-28 VDC. IP65 rating. 

 401666-1 6 LEDs @ 0.2A (100 lumens)  

overall dimension 2-9/16" x 9/32"D 

 401676-1  12 LEDs @ 0.4A(200 lumens) 

overall dimension 3-3/8” x 9/32”D
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figure 

letter
Trade #

System 

volts

Design 

volts

Design 

amps

Design 

watts

Candle 

power

Life 

(hours)

qty per 

package
Brewers part #

B PR15 4.82 4.82 .50 2.40 2.00 30 2 520015

C 168 12.00 14.00 .35 4.90 3.00 1500 2 520168

194 12.00 14.00 .27 3.80 2.00 1500 2 520194

24.00 .83 2.00 2 520167

D 906 12.00 13.00 .69 9.00 6.00 1000 2 520906

912 12.00 12.80 1.00 12.80 12.00 1000 2 520912

F 1447 18.00 18.00 .15 2.70 1.50 250 2 521447

I 53 12.00 14.40 .12 1.70 1.00 1000 10 520053

1406 6.00 6.00 .04 .20 .10 500 2 521406

J 57 12.00 14.00 .24 3.40 2.00 500 2 520057

1895 12.00 14.00 .27 3.80 2.00 1500 2 521895

K 1815 12.00 13.00 .20 2.80 1.40 3000 2 521815

1816 12.00 13.00 .33 4.30 3.00 1000 2 521816

1816 12.00 13.00 .33 4.30 3.00 1000 10 523015

L 1416 12.00 12.80 .80 10.20 8.00 1000 2 521416

M 1004 12.00 12.80 .94 12.00 15.00 200 2 521004

N 82 6.00 6.50 1.02 6.60 6.00 500 2 520082

68 12.00 13.50 .59 8.00 4.00 5000 2 520068

90 12.00 13.00 .58 7.50 6.00 750 2 520090

General Lamps

Light Bulbs

B

C D

I

F

J

K L

M

N
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figure 

letter
Trade #

System 

volts

Design 

volts

Design 

amps

Design 

watts

Candle 

power

Life 

(hours)

qty per 

package
Brewers part #

O 1224 32.00 34.00 .16 5.10 3.80 500 2 521224

P 94 12.00 12.80 1.04 13.30 15.00 700 2 520094

1076 12.00 12.80 1.80 23.00 32.00 200 2 521076

1142 12.00 12.80 1.44 18.40 21.00 1000 2 521142

1142R 12.00 12.80 1.44 18.40 21.00 1000 2 521140

1142R 12.00 12.80 1.44 18.40 21.00 1000 10 523050

1176 12.00 12.8/14 1.34/.39 17.20 21/6 300/1500 2 521176

306 24.00 28.00 .51 14.30 15.00 300 2 520306

1204 24.00 28.00 .71 19.90 21.00 400 2 521204

1228 32.00 34.00 .45 15.30 15.00 150 2 521228

Q 1003 12.00 12.80 .94 12.00 15.00 200 2 521003

R 67 12.00 13.50 .59 8.00 4.00 5000 2 520067

97 12.00 13.50 .69 9.30 4.00 5000 2 520097

S 1383 12.00 13.00 1.54 20.00 300 1 521383

93 12.00 12.80 1.04 13.30 15.00 700 2 520093

T 1141 12.00 12.80 1.44 18.40 21.00 500 2 521141

S 1156 12.00 12.80 2.10 26.90 32.00 1200 2 521156

T 1034 12.00 12.80 1.8 23/8.2 32/3 200/5000 2 521034

1157 12.00 12.8/14 2.1/.59 27/8 1200/5000 2 521157

General Lamps

Light Bulbs

Sealed Beam Lamps

     DIA.           Volts           Watts          CP        Pkg                Part# 
         7”                    12                  100              4,900           1                   43990-0048       

   

O

P

Q

R

S

T

Double 

Pole 

Single 

Pole

 

 529168 

Haolgen H3 base 

bulb 

12V - 55W 

 

 521125 

MR16 Xenon base 

bulb 

12V - 20W
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figure 

letter
Trade #

System 

volts

Design 

volts

Design 

amps

Design 

watts

Candle 

power

Life 

(hours)

qty per 

package
Brewers part #

U 12.00 13.50 .83 10.00 8.00 1000 2 529102

12.00 13.50 .83 10.00 RED 1000 2 529200

V 12.00 13.50 .50 6.00 2.00 1000 2 529095

W 12.00 13.50 .83 10.00 8.00 1000 2 529104

12.00 13.50 1.50 18.00 500 2 529106

211-2 12.00 12.80 .97 15.00 12.00 1000 2 522112

X 212-2 12.00 13.50 .74 10.00 6.00 2000 2 522122

Y 12.00 13.50 .42 10.00 2000 2 529333

70DP1CLR 10W PERKO 70 2/CARD

70DPOCLR 15W PERKO 70 2/CARD

71DPCLR 10W PERKO 71 2/CARD

72DP1CLR 10W 24V Each

72DP8CLR 10W 24V 2/CARD

figure 

letter
Trade #

System 

volts

Design 

volts

Design 

amps

Design 

watts

Life 

(hours)

qty per 

package
Brewers part #

AD 15G12/12 12.00 13.50 1.25 15.00 1000 1 511016

AE 15A17/17 12.00 13.50 1.25 15.00 1000 2 531015

25A17/12 12.00 13.50 2.08 25.00 1000 2 531025

50A17/12 12.00 13.50 4.17 50.00 1000 2 531050

75A17/12 12.00 13.50 6.25 75.00 1000 2 531075

25A17/24 24.00 27.00 1.04 25.00 1000 2 532025

50A17/24 24.00 27.00 2.08 50.00 1000 2 532050

25A17/34 32.00 36.00 .74 25.00 1000 2 533025

50A17/34 32.00 36.00 1.47 50.00 1000 2 533050

Festoon End Caps

Screw Base

Light Bulbs

Y

U V

W X

AD

AE

     Navigation Bulbs 

offset pin, double contact 

529340 12V/25W/30CD 

529341 24V/25W/40CD 

529343 12V/10W/12CD 

529348 110V/25W/40CD** 

529304 220V/53W/40CD 

     529451 24VP28 

     529452 110VP28 

                529453 220VP28 

**Different shape

Perko Festoon Bulbs

Perko Navigation Bulbs 
342004CLR  60W Med. Prefocus, 120V 

 

342RS4CLR 60W Rough Service, 120V
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Trade #
System 

volts
Watts Length dia.

Life 

(hours)

qty per 

package
Brewers part #

FAT5CW 12.00 4.00 5.9 .625 6000 1 529400

F8T5CW 12.00 8.00 12.00 .625 7500 1 529402

F12T8CW 12.00 15.00 17.3 1.000 7500 1 529404

F15T5CW 12.00 13.00 21.0 1.000 7500 1 529405

figure 

letter

System 

volts

Design 

volts

Design 

amps

Design 

watts

Candle 

power

Life 

(hours)

qty per 

package
Brewers part #

AG 12.00 12.00 2.50 30.00 26.00 1200 1 529300

24.00 24.00 1.25 30.00 26.00 1200 1 529301

32.00 32.00 .94 30.00 25.00 1200 1 529302

120.00 120.00 .25 30.00 20.00 1200 1 529303

AJ 12.00 12.00 2.08 25.00 24.00 1200 1 529340

12.00 12.00 .83 10.00 12.00 1200 1 529343

24.00 24.00 1.04 25.00 24.00 1200 1 529341

AH 120.00 120.00 .21 25.00 20.00 1200 1 529348

AK 110.00 110.00 .55 60.00 40.00 1200 1 529351

Fluorescent Tubes

Navigation Bulbs

figure 

letter

System 

volts

Design 

volts

Design 

amps

Design 

watts

Candle 

power

Life 

(hours)

qty per 

package
Brewers part #

AN 12.00 12.00 .42 5.00 5.00 2000 1 529361

12.00 12.00 .83 10.00 11.00 2000 1 529362

12.00 12.00 .83 10.00 11.00 2000 2 529370

12.00 12.00 1.67 20.00 20.00 2000 1 529367

24.00 24.00 .42 10.00 11.00 2000 1 529338

24.00 24.00 .83 20.00 20.00 2000 1 529368

AO 12.00 12.00 1.67 20.00 20.00 2000 1 529337

12.00 12.00 .42 5.00 5.00 2000 1 529355

Halogen Bulbs

AG AJ

AK

AN AO

AH
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Letter Contact Pins LED Qty Wattage Colour Part #

O double parallel 20 white 529412

O double parallel 36 white 529413

O single parallel 16 white 529414

O double offset 24 white 529416

O double offset 36 white 529420

M single parallel 3 1.42 blue 529726

N single parallel 10 1.8 white 529730

N single parallel 10 1.8 blue 529731

O single parallel 20 2.5 white 529735

O single parallel 20 2.5 blue 529736

P single parallel 9 0.7 white 529740

Q single parallel 12 0.8 red 529745

Q single parallel 12 0.8 white 529747

M double parallel 3 1.42 white 529755

M double parallel 3 1.42 blue 529756

N double parallel 10 1.8 white 529760

N double parallel 10 1.8 blue 529761

O double parallel 20 2.5 white 529765

O double parallel 20 2.5 blue 529766

P double parallel 9 0.7 white 529770

P double parallel 9 0.7 blue 529771

Q double parallel 12 0.8 amber 529776

Q double parallel 12 0.8 white 529777

M double offset 3 1.42 white 529822

M double offset 3 1.42 +/- white 529823

N double offset 10 1.8 white 529824

N double offset 10 1.8 +/- white 529825

O double offset 12 0.8 white 529826

O double offset 20 2.5 +/- white 529827

P double offset 9 0.7 white 529828

P double offset 9 0.7 +/- white 529829

Q double offset 12 1 +/- white 529830

M double offset 3 1.42 blue 529842

M double offset 3 1.42 +/- blue 529843

N double offset 10 1.8 blue 529844

N double offset 10 1.8 +/- blue 529845

O double offset 20 2.5 blue 529846

O double offset 20 2.5 +/- blue 529847

P double offset 9 0.7 blue 529848

P double offset 9 0.7 +/- blue 529849

Q double offset 12 0.8 red 529862

Q double offset 12 1 +/- red 529863

Q double offset 12 0.8 amber 529870

Q double offset 12 1 +/- yellow 529871

M

N

O

P

Q

LED Bulbs
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Letter Style LED Qty Wattage Colour Part #

B G4 5mmx8 0.43 white 529425

E festoon 1 0.55 white 529432

E festoon 2 0.98 white 529433

F festoon 3 0.3 white 529434

F festoon 2 0.5 white 529435

G festoon 3 0.5 white 529436

G festoon 6 0.5 white 529437

I MR-11 1 1.02 white 529520

J MR-16 1 1 white 529620

K MR-16,36D 4 5 white 529623

K MR-16,60D 4 5 white 529624

L MR-16 12 0.25 white 529625

S screw 4 5 white 529921

T screw 6 8 white 529922

B

E

F

G

I

J

K

L

S

T

 

LED G4 Bulbs 

    White Bulbs 

  

 529422 12 

 529423 27 

 

and more LED Bulbs

LED Festoon Bulbs!  Energy saving alternative to incandescent bulbs rated 

at 100,000 hours continual use! 

-available as direct replacement for existing incandescent 

festoons! 

NOT for navigational use, 12V system cabin lighting 

only!

bulb part #
incandesc. 

cross ref. #
current draw

candle  

power

529209 526104 60mA 48

bulb part # colour current draw style

521165 12 Amber 80mA dble bayonet

ML3330L 

 

6-LED  

Miniature  

replacement 

bulb for Davis Mega Light 

LED-E27-8W-WW 

8W LED Screw Base Bulb 10-30V  

580 lumens, 21 LED’s, Warm white 

60mm diameter x 110mm length 



Fixture Bulb Trade # LED Fixture Bulb Trade # LED
00100 522122 212-2 529437 1445DP2CHR 338DP2CLR N/A 529411

Z053 N/A 529424 1445DP3CHR 338DP2CLR N/A 529411
00101 520068 68 N/A 1445DP4CHR 338DP2CLR N/A 529411
00102 520068 68 N/A 1445DP5CHR 338DP2CLR N/A 529411
00120 520068 68 N/A 1445DP6CHR 338DP2CLR N/A 529411
00111 522122 212-2 529436 1604DPCHR 338DP2CLR N/A 529411
00121 522122 212-2 N/A 1611DP2CHR 337012DP N/A N/A
00131 522122 212-2 N/A 1612DPBLK 71DPCLR N/A N/A
00141 522122 212-2 N/A 1634DPCHR 337012DP N/A N/A
00151 522122 212-2 N/A 1637DPCHR 337012DP N/A N/A
00161 529340 N/A 529822 170BBDP1 70DP1CLR N/A N/A
00162 529340 N/A 529822 170BMDP1 70DP1CLR N/A N/A
00163 529340 N/A 529822 170BPDP1 70DP1CLR N/A N/A
00164 529340 N/A 529822 170BSDDP1 70DP1CLR N/A N/A
00165 529340 N/A 529822 170MMDP1 70DP1CLR N/A N/A
00166 529340 N/A 529822 170BMDDP1 70DP1CLR N/A N/A
00167 529340 N/A 529822 6812V20W N/A N/A
00168 529340 N/A 529822 170BSNDP1 69DPCLR N/A N/A
00195 520090 90 N/A 200BBDP1 37512V25W N/A 529825
00197 520068 68 N/A 200GRBDP1 37512V25W N/A 529825

1125DP4CHR 71DPCLR N/A N/A 200MTDP1 37512V25W N/A 529825
1137DPCHR 337012DP N/A N/A 200PTDP1 37512V25W N/A 529825
1181DPCHR 71DPCLR N/A N/A 200SDTDP1 37512V25W N/A 529825
1184DPCHR 71DPCLR N/A N/A 200TBDP1 37512V10W N/A 529827

1196DP1CHR 71DPCLR N/A N/A 37512V25W N/A 529825
1196DP2CHR 71DPCLR N/A N/A 200MABDP2 37512V10W N/A 529827

1201DPBLK 71DPCLR N/A N/A 200SNTDP1 37512V10W N/A 529827
1211DP99A 64000CLR N/A N/A 227DPCHR 71DPCLR N/A N/A
1212DPCHR 64000CLR N/A N/A 252WBDP1 71DPCLR N/A N/A

1209DP2CHR 337011DP N/A N/A 253MDP1 71DPCLR N/A N/A
1209DP3CHR 337011DP N/A N/A 253WDP1 71DPCLR N/A N/A

1218DPCHR 71DPCLR N/A N/A 254WDP1 71DP8CLR N/A N/A
1236DP2BLK 338DP1CLR N/A N/A 254BDP1 71DP8CLR N/A N/A
1264DPCHR 71DPCLR N/A N/A 362DPCHR 337011DP N/A N/A

12496 520090 90 N/A 371DPCHR 337011DP N/A N/A
1273DP1CHR 338DP1CLR N/A 529410 5110-24-7 521004 1004 529777
1273DP2CHR 338DP1CLR N/A 529410 5110-30-7 521004 1004 529777

1284DPCHR 338DP1CLR N/A 529410 5110-36-7 521004 1004 529777
1310DPCHR 71DPCLR N/A N/A 5110-42-7 521004 1004 529777
1331DPCHR 71DPCLR N/A N/A 71019 520068 68 N/A
1332DPCHR 71DPCLR N/A N/A 71024 520068 68 N/A

1400DP2CHR 337012DP N/A N/A 7100A7 521004 1004 529777
1400DP3CHR 337012DP N/A N/A 7100B7 521004 1004 529777
1400DP4CHR 337012DP N/A N/A 7100C7 521004 1004 529777
1400DP5CHR 337012DP N/A N/A 7101A7 521004 1004 529777

14172 N/A N/A N/A 904DPCHR 71DPCLR N/A N/A

Bulb / Fixture Cross Reference



Fixture Bulb Trade # LED Fixture Bulb Trade # LED
915DPCHR 71DPCLR N/A N/A 00961 529362 N/A 529426
945DPCHR 71DPCLR N/A N/A 00963 529362 N/A 529426

946DP112V 70DP0CLR N/A N/A 14146 529362 N/A 529426
964DPCHR 71DPCHR N/A N/A 14147 529362 N/A 529426
965DPCHR 71DPCHR N/A N/A 14157 529362 N/A 529426
972DPCHR 71DPCHR N/A N/A 14154 529362 N/A 529426
963DPCHR 71DPCHR N/A N/A 1415129095 (White) N/A 529206
L3674530 529104 N/A 529433 N/A (Red) N/A N/A
L3674550 529104 N/A 529433 14158 529102 N/A 529432
L3674560 529104 N/A 529433 14159 529102 N/A 529432
L3674580 529104 N/A 529433 14160 521004 1004 529777
L3674610 529104 N/A 529433 14164 521004 1004 529777
L3680530 529104 N/A 529433 14165 521004 1004 529777
L3680550 529104 N/A 529433 14168 521004 1004 529777
L3680560 529104 N/A 529433 14169 521004 1004 529777
L3680580 529104 N/A 529433 14161 522112 211-2 529436
L3680610 529104 N/A 529433 14155 529362 N/A 529426
L5674530 522122 212-2 529436 14171 529362 N/A 529426
L5674550 522122 212-2 529436 14148 529362 N/A 529426
L5674560 522122 212-2 529436 14149 529362 N/A 529426
L5674580 522122 212-2 529436 0956 N/A N/A N/A
L5674610 522122 212-2 529436 0956 N/A N/A N/A
L5680530 522122 212-2 529436 0958 N/A N/A N/A
L5680550 522122 212-2 529436 0959 N/A N/A N/A
L5680560 522122 212-2 529436 1412 N/A N/A N/A
L5680580 522122 212-2 529436 15164 529362 N/A 529426
L5680610 522122 212-2 529436 15165 529362 N/A 529426
L5774530 522112 211-2 529438 1516829362 (White) N/A 529426
L5774550 522112 211-2 529438 529362 (Red) N/A N/A
L5774560 522112 211-2 529438 1516929362 (White) N/A 529426
L5774580 522112 211-2 529438 529362 (Red) N/A N/A
L5774610 522112 211-2 529438 2401229362 (White) N/A 529426
L5780530 522112 211-2 529438 529362 (Red) N/A N/A
L5780550 522112 211-2 529438 81295BR 529362 N/A N/A
L5780560 522112 211-2 529438 81295CH 529362 N/A N/A
L5780580 522112 211-2 529438
L5780610 522112 211-2 529438

00106 520068 68 N/A
00108 522122 212-2 529436

170SWBDP1 337012DP N/A N/A
00921 529362 N/A 529426
00922 Z053 N/A 529424
00927 529362 N/A 529426
00928 529362 N/A 529426
00955 529362 N/A 529426
00949 529362 N/A 529426

Bulb / Fixture Cross Reference
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4721CR 

Male Plug - Locking  

15 amp/125V 

 

 

 

4731CR 

Female Connector - 

 Locking  

-15 amp/125V 

 

 

 

5266CR 

Male Plug - Straight 

Blade  

- 15 amp/125V 

 

 

 

5269CR 

Female Connector - Straight 

Blade  

15amp/125V 

 

 

5369CR 

Female Connector 

20amp/125V

 

205CRC 

 

Female Connector - Locking  

20amp/125V 

 

 

205CRP 

 

Male Plug - Locking 

20amp/125V 

 

5366CR 

 

Male Plug - Straight Blade  

20amp/125V 

 

7879CR 

 

Weatherproof Cover - 

Stainless Lid 

 

205CRR 

 

Receptacle 

15amp & 20amp 
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25SPP - Yellow 

25SPPW - White 

25SPPG - Gray 

 
25 Ft.  Cordset  

30amp/125V 

 

30amp/125V with contoured hand grip and 

red LED light to indicate presence of 

power. 50ft 

 

50SPP Yellow 

50SPPW  White 

50SPPG Gray 

75ft Cordset  

30Amp, LED 

ergo grip 

75SPP.OEM 

199116 
12ft Power Cord 

with LED indicator

301EL-B 
Watertight Power 

Inlet 

 

 

 
Replacement Cap & 

Bezel - 301ELCB 

Replacement Interior - 305CRMB

301ELCB 
Replacement Cap 

and Bezel for 

301EL-B 

 

303SSEL-B 
Stainless Power 

Inlet 

 

 

 
Replacement Interior - 

305CRMB

304EL-B 
Stylized Power Inlet 

 

 

 

 

 
Replacement Interior - 305CRMB

303SSO 

Power Outlet 

30 amp/ 125V

305CRCN.VPK 
Connector and 

Boot Value 

Pack 

305CRCN 
Female Connector 

301CRMB 
Replacement 

Interior  

for 301ELCB 

305CRMB 
Replacement 

interior for all 

30Amp inlets.

54011 

304 Stainless Cable Holder. 

1/4” tubing, 27” LOA 

fits all standard shore 

power cables, tube 

bottom has 2 slots for 

multiple positions

102 Cover  

- without ring 

 

 

 

103R Cover - with 

threaded Ring. 

 

Protect plug ends 
when not in use. 
KK50-Kord Kaps - 50amp  

KK3050C - Kord Kaps - 

30 amp.   OR                      

50 amp. universal cover.

100R 
Threaded Ring 

110R 
Sealing collar 

with threaded 

ring. 

100EL 

Easy Lock Ring. 

305CRPN 
Male Connector  

30 amp/125V
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6152SPP 
Cordset-50 Ft. 

- 50A, 

125/250V 

 

6153SPP 

Cordset-50 ft 

-50A,  125V 

 

6353EL-B 

Power Inlet  

Watertight  

- 125/250V 

 

 
 

 

Replacement cap & Bezel - 6353ELCB

6373EL-B 

Power Inlet - Stainless 

- 125/250V 

 Female Connector 

6360CRN - 50Amp/125Volt 

6364CRN - 50amp/250Volt

Male Plug 

6361CRN - 50A/125V 

6365CRN - 50A/250V

7788CR 
Weatherproof  

Receptacle Cover  

- fits 6369CR and 

6370CR 

6370CR 

Receptacle - 125V 

 

 

6369CR 
Receptacle - 

125/250V 

 

7420CR 
Weatherproof Cover  

- fits 15A, 20A, and 

30A 

- single receptacle 

7717N 

Cover for Male Plug

7715CRN 

Cover with Threaded Ring 

7715ELN 
Cover with EasyLock Ring

500EL 

Lock Ring 

500R 

Threaded 

Ring 

510R 

Locking 

Ring 
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2018BP-12 

Charger Plug - Male 

2018BP-24 

Trolling Motor Plug - Male

2018BR 

Locking Receptacle - 4 wire  

- 12/24V 

150BBI 

Charger Inlet  

- 15A, 12V straight blade on-board 

charger 

inlet.

150CCI 

Connect Charge Inlet  

- 15A, 12V on-board charger inlet  

- universal     

   mount.

6079 

Plastic 

Switch/Outlet 

Box 

305CRR 

Receptacle - 

Locking 

12VBRAD 

 6 Gauge Wire Receptacle Adapter

12VCP6 

Combo Package - 12VBR, 12VBP, 

and 12VBRAD

12VBP 

Trolling Motor Plug - Waterproof 

12VBR 

Waterproof Receptacle 

12VCP 

Combo Package - 12VBP and 

12VBR 

6083CR 
FD Box 

- will accept 15a, 20a, 

30a and 50a  

receptacles. 

1591-FI 
Ground Fault Circuit- 

15Amp 125V GFCI 

Duplex Receptacle  

- Interrupter (GFCI) 

- Duplex receptacle 

- CSA & UL listed
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PH6574TV 

Phone/TV Hull Inlet 
- watertight 

 

PH6597 

Telephone Outlet 

 

 

 

 

 

Extension Cords 

14/3 cable and a universal slide button lock 

on the female, lighted end. 15amp 

150025  25ft  
150050  50ft

PH6624 

Female Phone Connector 

 

PH6599 

50 Ft. Telephone Cordset 

PHTV6599 

50Ft. Combination TV and 

Telephone 

PH6600 

Male Phone Adapter 

PH7440 

Cover for Phone Connectors 

 

 

90884 
Power cord retaining clip  

- 6/package, screws included 

90885 
Power cord retaining 

clip-6/package

Dockside Adapter 
30A 125V Male to 3-way 

15A 125V Female with GFCI 

 

     199128
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30A 125V Locking with  
Sealing Collar System 
 
15A 125V  
Straight Blade 
 
30 125V Locking with 
Sealing Collar System 
 
30 125V Locking with 
Sealing Collar System 
 
50A 125V Locking with 
Sealing Collar System 
 
50A 125-250V Locking with 
Sealing Collar System 
 
30A 125V Locking 
with Sealing Collar System 
 
 
50A 125V Locking 
with Sealing Collar System 
 
50A 125/250V Locking with 
Sealing Collar System

15A 125V Straight Blade with 
Locking Screw 
  
30A 125V Locking 
 
 

20A 125V  Locking 
 
 
 
 
 
50A 125V Locking 
 
 
 
30A 125V Locking 
 
 
 
 
30A 125V Locking 
 
 
 
50A 125/250V Locking 
 
 
 
 
 
15A 125V Straight Blade with 
Locking Screw 
 
 
 
50A 125V Locking 
 
 
 

104SPP

105SPP

106A

110A

111A

117A

121A

115A

118A

These adapters are equipped with covers 

and sealing collars 

 (where indicated) and are for  

use in wet locations

When using any adapter remember: 1. Outlet and equipment must be the same voltage rating.  2. Total amperage drawn should not exceed amperage rating of the lowest rated component of the 

adapter. 3. Polarity and grounding must be maintained both dockside and boatside. 4.  A single cordset should only draw power from a single receptacle.

Pigtail Adapters Female Connectors 
attaches to cordset or boat inlet

Male Plug 
attaches to dockside receptacle  

or cordset

SPP - Pigtail adapter with LED 

indicator and contour hand grip

5 Year Warranty 
These adapters are equipped with covers 

and sealing collars (where indicated), 

and are for use in wet locations Female Connectors 
attaches to cordset or boat inlet

Male Plug 
attaches to dockside receptacle  

or cordset

“Y” Adapters

152AY
2-30A 125V Locking 

w/Sealing Collar 

Systems

50A 125V Locking

153AY
2-30A 125V Locking 

w/Sealing Collar 

Systems

50A 125/250V 

Locking

157AY
2-30A 125V Locking 

w/Sealing Collar 

Systems

30A 125V Locking

150SPP 

15A male to 

50A, 

125V/250V 

female  

Adaptor 

with a seal-

ing collar 

and LED 

light for visual power indication 

 

 

 

 

 

 1RPC  
Right Angle Adapter, 30A 125V 

Right angle cordsets almost 

eliminate protrusion from the 

inlet.  

1RPCSP with Surge protection

  

 1RPC50 

Right Angle 

Adapter, 50A 

125/250V 

Right angle 

cordsets almost 

eliminate pro-

trusion from the 

inlet. 

1RPC50SP  with surge protection

RY504-2-30 

Reverse Y 

   2-30A 125V to  

   1-50A  125/250V 
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EEL Pigtail Adapters   Made of heavy duty, super flexible marine 

grade cable (30amp/10gauge, 50amp/6gauge) 
EEL Y-adapters  Watertight molded plug and connector ends 

Heavy duty, super flexible marine grade cable (30A/10gauge, 

50A/6gauge) 

EEL stands for Easily Engaged Lock.  The EEL Shorepower creates a watertight seal every time, no thread ring 

required.  It has a built in cord light, power indicators let you know power is on. When engaged the jaw clamp cannot 

release.  Connects to any brand, NEMA configured inlet. 5 Year Warranty, UL listed

 EEL Cordsets 30 amp 
CS30-25     25ft, yellow 

CS30-50     50ft, yellow  

CS30-50W  50ft, white  

50 amp 125/250V 
CS504-25     25ft   yellow    

CS504-50     50ft   yellow    

CS504-50W  50ft   white   

EEL Straight Adapters  One piece adapters are not 

recommended for use in wet locations.  LED power  

indicator. New design for easier gripping

 

Male Plug 
Attaches to dockside 

receptacle or cordset

DOCK SIDE  

Female Connector 
Attaches to boat inlet 

or cordset 

BOAT SIDE

 

Female Connector 
Attaches to boat inlet 

or cordset 

BOAT SIDE

 

Female Connector 
Attaches to boat inlet 

or cordset 

BOAT SIDE

 

Male Plug 
Attaches to dockside 

receptacle or cordset

DOCK SIDE

 

Male Plug 
Attaches to dockside 

receptacle or cordset

DOCK SIDE

S15-504                             50A  125/250V                     15A    

2-30A 125V 

Locking 

w/Sealing Collar 

System 

 

2-30A 125V 

Locking 

w/Sealing Collar 

System 

 

2-50A 125V 

Locking 

w/Sealing Collar 

System 

 

2-30A 125V 

Locking 

w/Sealing Collar 

System 

 

2-50A 125/250V 

Locking 

w/Sealing Collar 

System 

50A 125V 

Locking 

 

 

 

50A 

125/250V 

Locking 

 

 

50A 

125/250V 

Locking 

 

 

30A 125V 

Locking 

 

 

 

50A 

125/250V 

Locking

30A 125V Locking 

w/Sealing 

Collar System 

 

 

15A 125V 

Straight Blade 

 

 

30A 125V 

Locking w/Sealing 

Collar System 

 

50A 125V 

Locking w/Sealing 

Collar System 

 

50A 125/250V 

Locking w/Sealing 

Collar System 

 

30A 125V Locking 

w/Sealing 

Collar System 

 

50A 125V Locking 

w/Sealing 

Collar System 

15A 125V 

Straight Blade 

w/Locking Screw 

 

 

30A 125V 

Locking 

 

 

50A 125V 

Locking 

 

 

30A 125V 

Locking 

 

 

30A 125V 

Locking 

 

 

50A 125/250V 

Locking 

 

 

50A 125/250V 

Locking

15 or 20A 125V 

Straight Blade 

 

 

15 or 20A 125V 

Straight Blade 

 

 

 

30A 125V 

Locking 

 

 

30A 125V 

Locking

20A 125V 

Locking 

 

 

30A 125V 

Locking 

 

 

 

15A 125V 

Straight Blade 

 

 

20A 125V 

Locking 
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18 Black 35’ 180003
500’ 100050

Green 100’ 100310

Red 35’ 180803

100’ 100810

500’ 100850

White 35’ 180903

100’ 100910

250’ 100925

500’ 100950

Brown 35’ 180203

100’ 100210

Yellow 35’ 181003

100’ 101010

Dark Blue 100’ 100110

Grey 100’ 100410

Pink 100’ 100610

Purple 35’ 180703

100’ 100710

Orange 100’ 100510

16 Black 25’ 182003
100’ 102010

250’ 102025

500’ 102050

Green 25’ 182303

100’ 102310

Red 25’ 182803

100’ 102810

250’ 102825

500’ 102850

White 25’ 182903

100’ 102910

500’ 102950

Brown 25’ 182203

100’ 102210

Yellow 25’ 183003

100’ 103010

Dark Blue 25’ 182103

100’ 102110

Grey 25’ 182403

100’ 102410

Orange 25’ 182503

100’ 102510

Pink 25’ 182603

100’ 102610

Purple 25’ 182703

Light Blue 100’ 101910

Tinned copper stranding for maximum protection against corrosion and electrolysis - Ultra flexible stranding resists salt water,  

battery acid,oil, gasoline,& ultra-violet radiation. Rated at 600V& 105C, the heavy duty insulation is resistant to heat &abrasion.

14 Black 18’ 184003

100’ 104010

250’ 104025

500’ 104050

Green 18’ 184303

100’ 104310

250’ 104325

Red 18’ 184803

100’ 104810

250’ 104825

500’ 104850

White 18’ 184903

100’ 104910

500’ 104950

Brown 18’ 184203

100’ 104210

Yellow 18’ 185003

100’ 105010

250’ 105025

Dark Blue 100’ 104110

Orange 18’ 184503

100’ 104510

250’ 104525

Pink 100’ 104610

12 Black 12’ 186003

100’ 106010

250’ 106025

Green 100’ 106310

Red 12’ 186803

100’ 106810

250’ 106825

White 12’ 186903

100’ 106910

Yellow 12’ 187003

100’ 107010

Dark Blue 25’ 108102

100’ 106110

10 Black 8’ 188003

25’ 108002

100’ 108010

250’ 108025

Green 8’ 188303

100’ 108310

Red 8’ 188803

25’ 108802

100’ 108810

250’ 108825
White 8’ 188903

25’ 108902

100’ 108910

250’ 108925

Brown 100’ 108210

Yellow 8’ 189003

25’ 109002

100’ 109010

Dark Blue 100’ 108110

     gauge            Colour          length                  item #     gauge            Colour                length                  item #

Marine Grade Single Conductor Tinned Primary Wire 
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Marine Grade Flat Jacketed Duplex  

Tinned Cable  
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

White insulation with black and red inner conductors. 

 

 

 

Marine Grade Flat Jacketed Triplex  

Tinned Copper 
White insulation with white, black and green inner conductors. 

 

 

 

 

 

 

 

 

 

 Marine Flat Jacketed Safety Duplex  

Tinned Cable.   
White insulation with red and yellow inner conductors. Safety  

standards for small craft recommends the use of  

yellow wire 

as DC Negative. 

 

 

 

 

 

 

 

Flat R 

 

Flat Ribbon Cable 
bonded premium tinned copper 

 

   16/2 .....red/black..........100ft.....153110 

    

16/4.....brown/green......250ft.....154525 
                         white/yellow 

 
 

GTO 15 High Voltage Cable 

rated at 15000volts, coupler output to antenna 

 

14AWG.....1/4”OD.......100ft.......150110 

Cable size Spool Length Part #

18/2 100’ 124910

16/2 25’ 124702

100’ 124710

250’ 124725

500’ 124750

14/2 25’ 124502

100’ 124510

250’ 124525

1000’ 124599

12/2 100’ 124310

250’ 124325

10/2 25’ 124102

100’ 124110

250’ 124125

400’ 124140

8/2 50’ 123905

100’ 123910

6/2 100’ 123710

Cable size Spool length Part #

18/2 100’ 121910

250’ 121925

500’ 121950

16/2 100’ 121710

250’ 121725

500’ 121750

14/2 100’ 121510

250’ 121525

500’ 121550

1000’ 121599

12/2 100’ 121310

250’ 121325

10/2 100’ 121110

250’ 121125

8/2 100’ 120910

6/2 100’ 120710

cable size spool length Part #

16/3 100’ 131710

1000’ 131799

14/3 100’ 131510

250’ 131525

500’ 131550

12/3 25’ 131302

100’ 131310

250’ 131325

10/3 100’ 131110

8/3 25’ 130902

100’ 130910

6/3 100’ 130710

Round Jacketed   

 Tinned Cable  
White insulation with red and yellow inner  

conductors. Safety standards for small craft  

recommends the use of yellow wire as DC Negative.  

cable size spool length part #

16/2 100’ 126710

250’ 126725

14/2 250’ 126525

12/2 250’ 126325

black, green  and white cond uctors

12/3 100’ 133310

14/3 100’ 133510

16/3 100’ 133710

Duplex

Triplex
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Specialty Cables
Bonded cable red and black conductors 

 

 

 

 

 

 

 

 

Signal cable 

red and black conductors

RGB + Speaker cable 

18 AWG for RGB lighting, yellow, red, 

blue and green conductors 

16 AWG for speaker connections:  

black and red conductors

Round Instrument cable 

100% Mylar foil shield & drain wire 

red, black and bare conductors

Twisted Pairs w/shield 

red and black conductors 

for all metal boats and around sensitive  

electonics 

 

 

Flat Trailer cable 

yellow, white, green and brown conductors

Round Mast 
black, blue, green, brown and red  

conductors

Shore Power Cord 

black, white, green conductors 

600V rated for heavy duty service

Round Signal 
100% Mylar foil shield & drain 

black, red, green, blue, brown, orange, 

purple and yellow conductors

Shore Power Cord 

black, white, green  and red conductors 

600V rated for heavy duty service

2 Super Flex Audio 

Cable  

 
- two conductor  

- clear insulation 

Cable  Length Part#

18/2 100’ 142810

16/2 100’ 142610

14/2 100’ 142410

Bilge Pump Cable 
Features a water resistant jacket specifically 

designed for bilge pumps.  

black, brown and red conductors

Cable  Length Part #

16/3 100’ 156610

14/3 100’ 156410

250’ 156425

Cable  Length Part #

8/2 25’ 121802

100’ 121810

250’ 121825

6/2 25’ 121602A

100’ 121610

250’ 121625

Cable  Length Part #

20/2 25’ 189303

100’ 122010
Cable  Length Part #

18/4 25’ 170002

100’ 170010

250’ 170025

Cable  Length Part #

20/3 100’ 153010 Cable  Length Part #

14/2 100’ 141410

Cable  Length Part #

16/4 100’ 154010

300’ 154030

Cable  Length Part #

10/3 250’ 153725

10/3 per foot SPC103

Cable  Length Part #

14/5 100’ 155010

500’ 155050

Cable  Length Part #

6/4 per foot 100319Cable  Length Part #

20/8 100’ 158010
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gauge
screw 

size
qty/pkg part #

22-18 6 6 230201

8 6 230202

25 210202

100 220202

10 6 230203

25 210203

100 220203

1/4 5 230204

25 210204

100 220204

gauge
screw 

size
qty/pkg part #

16-14 6 6 230211

25 210211

8 6 230212

25 210212

100  220212

10 6 230213

25 210213

100 220213

1/4 5 230214

25 210214

100 220214

5/16 5 230215

25 210215

100 220215

3/8 5 230216

25 210216

100 220216

gauge
screw 

size
qty/pkg part #

12-10

6 5 230221

25 210221

8 5 230222

25 210222

100 220222

10 5 230223

25 210223

100 220223

1/4 4 230224

25 210224

100 220224

5/16 4 230225

25 210225

100 220225

3/8 4 230226

25 210226

100 220226

gauge
screw 

size
qty/pkg part #

8 10 2 230233

1/4 2 230234

1/4 25 210234

5/16 2 230235

3/8 2 230236

3/8 25 210236

gauge
screw 

size
qty/pkg part #

6 10 1 230243

25 210243

5/16 1 230245

3/8 1 230246

25 210246

1/2 1 230247

gauge
screw 

size
qty/pkg part #

4 10 1 230253

1/4 1 230254

3/8 25 210256

Ring Terminals - Nylon insulated with insulated grip
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gauge qty/pkg part #

22-18 7 230100

25 210100

100 220100

16-14 7 230110

25 210110

100 220110

12-10 5 230120

25 210120

100 220120

gauge qty/pkg part #

8 2 230130

25 210130

100 222130

6 1 230140

25 210140

100 222140

4 1 230150

25 210150

100 222150

gauge qty/pkg part #

16-14/22-18 3 230164

25 210164

100 220164

12/10/16-14 3 230165

25 210165

100 220165

8/12-10 25 210166

100 220166

 Butt Connectors  

Nylon insulated seamless single 

crimp 

Vinyl insulated 

Step Down Butt Connector  
Use to join a pair of conductors to a third, 

all of the same size or two conductors of 

different sizes.  The smaller end is banded 

with the colour code of the smaller or 

single conductor. 

gauge qty/pkg part #

8 2 252130

6 2 252140

4 2 252150

2 2 252160

1/0 2 252180

Tinned  

300000 

 Heat shrink butt connector 

 kit contains 10 assorted 

22-10 AWG  (pkg of 20) 

gauge
qty per 

package
part #

step-down 

multi wire

22-18 3 309003 320103

25 309025 --

100 309099 --

16-14 3 309103 --

25 309125 320225

100 309199 --

12-10 3 309203 320303

25 309225 --

100 309299 --

Adhesive Lined Heat Shrink Butt Connectors

gauge qty/pkg part #

22-18 100 220161

16-14 25 210162

100 220162

12-10 25 210163

Double Butt Connector

 

SPK1614 

 

Universal speaker connector kits include (2) 250 tab, (2) 188 tab and (2) 

110 tab female adhesive lined heat shrink disconnects 

Allows users to install two speakers regardless of manufacturer 

Provides a sealed connection for the harsh marine environment
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gauge gender qty/pkg part #

22-18 female 4 230808

25 210808

100 220808

male 4 230809

100 220809

16-14 female 5 230818

25 210818

100 220818

male 5 230819

25 210819

100 220819

12-10 female 4 230828

25 210828

100 220828

male 4 230829

25 210829

100 220829

gauge gender qty/pkg part #

22-18 female 4 231408

25 211408

100 221408

male 4 231409

25 211409

16-14 female 4 231418

25 211418

100 221418

male 4 231419

25 211419

100 221419

12-10 female 3 231428

25 211428

100 221428

male 3 231429

25 211429

100 221429

description gauge qty/pkg part #

3-way connector
16-14 1 230510

12-10 1 230520

multi stack  

connector

16-14 3 230612

25 210612

100 220612

splice connector 18-14 4 230615

double M/F  

connector

1/4 tab 5 230613

25 210613

100 220613

Specialty Connectors

Insulated Quick DisconnectsQuick Disconnects

gauge gender qty/pkg part #

22-18 female 3 316803

female 25 316825

female 100 316899

male 3 316903

male 25 316925

16-14 female 3 317803

female 25 317825

female 100 317899

male 3 317903

male 25 317925

male 100 317999

Heat Shrink Quick Disconnects

Snap Plugs

gauge gender qty/pkg part #

22-18 male 4 230708

female 4 230709

female 25 210709

16-14 male 4 230718

male 25 210718

female 4 230719

female 25 210719

Heat Shrink

16-14 female 25 319825

male 25 319925

Splash Proof Snap Plugs 

with inserts 

Nylon Flag disconnects 

 

Heat Shrink Flag 

disconnects  

90 degree angle

gauge qty part #
22-18 4 231480
16-14 4 231490

gauge qty part #

22-18 4 231601

25 211601

16-14 4 231611

25 211611

12-10 3 231621

25 211621

gauge qty part #

22-18 3 356803

25 356825

16-14 3 357803

25 357825

gauge qty part #
22-18 3 230602

25 210602A

100 220602

16-14 3 230612

25 210612

100 220612

12-10 3 230622

25 210622

100 220622

Nylon Multi-stack connectors
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dia colour
length 

inches
qty/pkg part #

1/8 black 3 3 301103

6 10 301106

12 10 301124

3/16 black 3 3 302103

6 10 302106

1/4 black 3 3 303103

6 10 303106

12 10 303124

48 1 303148

3/8 black 3 3 304103

6 5 304106

12 5 304124

48 1 304148

black/red 3 1/1 304602

red 3 3 304603

6 5 304606

12 20 304624

48 10 304648

1/2 black 3 3 305103

6 5 305106

12 5 305124

48 1 305148

Heat Shrink

1/2 red 3 1 305603

12 1 305624

48 1 305648

3/4 black 3 3 306103

6 4 306106

48 1 306148

red 3 3 306603

48 1 306648

black/red 3 1/1 306602

1 black 3 3 307103

1 black 6 1 307106

1 black 48 1 307148

1 red 48 1 307648

Adhesive Lined Heat Shrink Tubes  
Adhesive lined heat shrink tubing shrinks tightly around a 

soldered or crimped joint.  Heat sensitive glue inside per-

manently bonds tubing to wire, creating a truely air and 

water-tight seal. 

KITS

 

301503 
contains 8 3” black heat shrink 

tubes ranging from 3/16” - 3/4”

 

301506 
contains 25 pieces of 6” heat shrink 

in a range of sizes 

 

304503 
contains 5 3” black shrink  

tubes 3/8” dia.

 

     Heavy Wall Battery Cable Heat Shrink   

White Write On Heat Shrink 
White write on tubing will feed through most typewriters and printers for custom 

labelling applications. Once activated with any  

heat tool, the printing, whether typed or written with a ball point pen, becomes  

permanent...even when exposed to oils, moisture, air or most solvents. 

 

 

 

 

 *Note - the white write on tubing does not have adhesive lining  

and should not replace regular Heat Shrink for terminal ends. 

guage dia length qty part #

16-10 1/4 3 10 300145

dia colour length qty/pkg part #

3/4 black/red 3” 1/1 326202

red 3” 3 326603

black 48 1 326148

red 48 1 326648

1 black/red 3 1/1 327202

red 12 2 327624

black 12” 1 A327124
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Spade Connectors - Nylon Insulated with insulated grip

gauge screw size qty part #

22-18 8 3 310203

100 310299

10 3 310303

1/4 3 310403

100 310499

5/16 3 310503

3/8 3 310603

100 310699

16-14 8 3 311203

8 100 311299

10 3 311303

10 25 311325

1/4 3 311403

100 311499

5/16 25 311525

100 311599

3/8 3 311603

25 311625

100 311699

12-10 8 100 312299

10 25 312325

1/4 100 312499

5/16 25 312525

100 312599

3/8 25 312625

100 312699

gauge screw size qty part #
22-18 8 3 313203

8 25 313225
16-14 8 3 314203

8 25 314225
10 3 314303
10 25 314325

12-10 8 25 315225
10 25 315325

Adhesive Lined Heat Shrink Flanged  

Spade Terminal

Adhesive Lined Heat Shrink Ring Terminals

gauge
screw 

size
qty/pkg part #

12-10 6 25 210321

8 5 230322

25 210322

10 5 230323

25 210323

100 220323

gauge
screw 

size
qty/pkg part #

16-14 6 25 210311

8 6 230312

25 210312

100 220312

10 6 230313

25 210313

100 230313

gauge
screw 

size
qty/pkg part #

22-18 8 6 230302

10 6 230303

Connector kit 

600 piece nylon 

insulated 

connector kit 

250001

gauge screw size qty part #

8 1/4 25 321425

5/16 3 321503

25 321525

3/8 25 321625
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 702007 Multi Tool #22-#10 

Crimps 22 AWG to 10 AWG / 0.5 to 5mm insulated and non-insu-

lated terminals, connectors and spark plug 

terminals.  Strips insulation from 22 AWG to 10 AWG / 0.3 to 

5mm solid and stranded wires 

Cuts (4) 40/2 mm, (6) 32/4.8 mm, (10) 32/6.4 mm and 10-24/6.4 

mm bolts  Length 8.6" 

 

 

 

 

 

 

 702008  Cut/Strip tool 

Precision ground cutter and stripping station 

Strips wire from 24 AWG to 10 AWG (0.5 to 2.6mm) 

Length 6.6"

 

 

 

 

 

 

 702031 Automatic wire stripper 

Compact design strips without damage or marking of conductors 

strips and cuts wire from 20 AWG to 10 AWG (0.5 - 5.00 mm) 

Length 6.3" 

 

 

 

 

 

 

 

 

 702032  Universal wire stripper 

Strips 26 AWG to 10 AWG stranded wire 

Automatic jaw-load wire stripper self adjusts to strip wire 

Crimps 22 AWG to 10 AWG insulated terminals 

Length  8.1"

 

 

 

 

 

 

 

 703007 Heavy Duty Scissors 

Corrosion resistant stainless steel blades 

Ergonomic overmolded handles for comfort and safety 

Cut wire up to 6 AWG (13 mm) 

Includes safety holster with belt clip 

Length 5.9" 

 

 

 

 

 

 

Angled head design, self releasing mechanism ensures a proper 

crimp.  Ratcheting operation and ergonomic handle 

Length 9.5" 

 

   703015   22 to 8 AWG Single Crimp  

   703035   26 to 10 AWG Double Crimp 

Auto ranging capability allows the meter to 

automatically determine the resolution 

based on the application, Clear LCD display 

Comfortable protective cover, with test lead 

hanging groove, Loud buzzer sound 

Batteries: two AAA Batteries (not included) 

 

  703072   8 Function Digital Multimeter 

  703073  12 Function Digital Multimeter 

 

12 Function Digital Snap-Around Meter 

Easy to read backlit OLED screen 

Non-contact AC voltage testing 

Provides accurate readings for both pure and 

modified sine wave electrical circuits 

Zeroing function 

Flashlight for use in dark compartments 

Carrying Case, Batteries  3 AAA (not included) 

Continuity, Diode Test, NCV 

 

   703079

Tools
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220004 

Connector/Crimper Tool Kit 

121 assorted pcs!

702033 

Wire Strip / Crimp Tool  
Strips 26 to 10 AWG stranded wire.  Automatic jaw-load wire 

stripper self 

adjusts to 

strip wire.   

Crimps  

insulated  

terminals,  

22-10AWG. 

 

220002 
Connector kit with a selection of butt, 

ring, spade  and disconnects plus 

Crimp tool 

703030 

Ratcheting Crimp tool - comes standard 

with a “double crimp” die for insulation 

grip terminals.  The ratchet mechanism 

will not release until the proper crimp is 

made.  Capacity - Crimps 22-10 AWG 

insulated terminals and connectors in 

three cavities.   

701009 

Professional Stainless  

Steel Crimper

702030 
Automatic Wire Stripper  
- automatically adjusts to  
  different wire sizes. 
- strips without damage or  
  marking of conductors. 
- slim jaw for easy access,   
  steel side cutters. 
- strips and cuts wire from  
  24 AWG to 12 AWG.  
- wire stop adjusts length of  strip 
 from 3/8” - 1/2”.

 

 

 

 

 

 

 

 703010 

 Single Crimp Ratchet Tool 
 4 colour coded cavities for different size wire

220020 

225 Piece Twin Kit 

Electrical repair kit with Strip/Crimp Tool 
and 55 assorted butt connectors, 95 assorted ring terminals, 

35 assorted disconnects, 35 

assorted nylon cable ties, 

assorted 10’ spools of boat 

cable, 5 pieces 3”x 3/8” 

heat shrink tubing
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701020 
Frame without Dies - ratcheting mech-

anism to insure a complete cycle of 

tools.  Makes UL approved crimps.  

Dies available upon request. 

 

 

72502 

Soldering Iron - 12V, 30W  

- pin point soldering iron with cigarette lighter plug. 

  

  Liquid Tight Wire Seals 

 

  AWG range         part #

18-10 764998
10-2 765000
4-1/0 765002
1-3/0 765004

 

 

 

 

71100 

Screwdriver Set - 7 piece 

insulated to 1000V, includes storage / 

carrying case 

702027 

Micro Thermi Heat Gun -  
provides flameless heat  

- refillable (butane not 

included)  

- flame temperature  

  up to 650C 

- windproof flame  and waterproof  

  ignition.  

700115 - 1/3 oz Dielectric Silicone 
Fights oxidation to improve conductivity. 

Penetrates aluminum oxide to maintain 

current paths. Temperatures rated 40-500 

degree F 

 

 

 

 

710020 

7” Combination Pliers 

insulated to 1000V

 

 

 

 

710040 

6” Diagonal Cutting Pliers 

insulated to 1000V 

 

 

 

 

710030 

6” Bent Nose Pliers 

insulated to 1000V

Rubber Grommets 
Provide instant abrasion resistance to wires passing through 

panel holes. Flexible black vinyl, easy to install.

hole size inside dia panel width pk qty item #

3/8” 1/4” 3/32” 5 760375

1/2” 3/8” 1/16” 5 760500

1/4-3/4 assorted assorted 45 750000

Plug.........................249003.....14/2AWG.......red/yellow conductors 
 

Flanged Plug with 

Mounting 

Plate........249007.....14/2AWG.......red/yellow conductors                                

Dry Seal Connector  
Dry seal connectors, when mated, form an environmental 

seal against moisture, water, and aquenous solutions, oils 

and certain chemicals as well as dust and dirt.   

Tests include immersion under 3 Ft. of 

water containing 5% salt.  
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Dia Qty Part #

1/8 25 401122

100 401125

3/16 25 401182

1/4 6 401251

25 401252

100 401255

5/16 25 401312

3/8 25 401372

100 401375

7/16 100 401435

1/2 25 401502

5/8 25 401622

3/4 25 401752

100 401755

7/8 25 401872

1 25 401892

1-1/4 25 401912

1-1/2 25 401932

100 401935

1/4 25 402252

5/16 25 402312

100 402315

3/8 25 402372

100 402375

1/2 25 402502

5/8 25 402622

3/4 25 402752

- UV resistant. 

- made from nylon for maximum strength.  

- resistant to solvents, oils, acids and  

   moisture. 

- has unique screw hole alignment feature  

   to speed installation.

       dia          qty       part  #
black

Stainless Steel Cushion Clamp 
corrosion resistant, sold in packs of ten

dia. part #

3/16 403182

1/4 403252

5/16 403312

3/8 403372

1/2 403502

9/16 403562

5/8 403622

7/8 403872

3/4 403752

1 403892

1-1/4 403902

1-1/2 404152

1-3/4 404172

2 404202

2-1/2 404252

 

 

Nylon Cable Clamp 

Assortment Pack 

54 pieces 1/8” -1/2” 

part # 400000

Spiral Wrap 
- permits flexible routing of cable harnesses.  

- allows lead outs at any point for greatest ease of 

installation.  

-black, sold in 10 ft lengths

1/4” 452251

3/8” 452381

1/2” 452501

3/4” 452751

1” 452900**5ft long

Split Loom 
- permits flexible routing of cable harnesses.  

- allows lead outs at any point for greatest ease of installation. Black 

 

 

453381 - 3/8” ID  10ft 

453501 - 1/2” ID  10ft 

453751 - 3/4” ID  10ft 

453755 - 3/4” ID  100ft
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length colour strength (lbs) qty/pkg part #

4” natural 18 25 199200

100 199201

black 25 351222

100 199203

6” natural 30 25 199246

100 199247

black 25 199248

100 199249

8” natural 75 25 199204

100 199205

black 25 199206

100 199207

11” natural 75 25 199208

100 351175

black 25 199210

100 199211

14” natural 75 25 199212

 

Velcro Cable Ties 

 

Quick AND Reusable!! 

 

353800 - 8” red 

353801 - 8” black 

 

sold 5 per pack

Low profile cable ties  
- very low profile with smooth flexing contoured head, con-

forms to the shape of the wire bundle.   

- bundles down to 3/8” dia.  

- trimmed stub retracts into cavity so there are no sharp 

 projections, even if strap is trimmed at an angle.  

length colour qty part #

7.5” natural 55 354008

 

  Nylon   

  Mounting  

  Cable Ties 

length colour qty part #

4” black 25 199245

6” natural 25 199226

14” natural 25 199230

14” black 25 199257

 

 

 

 

 

  Cable Mount Tie    #8 screw  

   199231  pkg of 25 

   199232  pkg of 100                             

 

 

 

 

 

199233 

      Adhesive Mounting Base 

pkg of 5
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BEP701-MD 

Battery Switch 

275A  motorized 

 

 

 

 

 

 

BEPTS1 

Ultrasonic tank sender 

can be used on fuel, fresh,gray, or 

black water tanks 

 

BEPCC-810 

  Supplied with 3 x 701PM battery 

switches pre-assembled 

 

 

 

 

 

 

Contour Matrix 

DC Monitor up to  

3 batteries and bilge level 

 

BEP600-DCM

 

 

 

 

 

 

 

DC Panel - 8 way 

BEP901V Vertical Panel 

BEP901H Horizontal 

 

 

 

 

 

     Analog Ammeter 

 

BEPN0100A 0-100A 

BEPN010A 0-10A

 

BEP720 

 
Rated at 600 amps con-

tinuous and 2500 amps 

cranking.Rated at 48V DC. Ignition 

protected. It can be recessed or sur-

face mounted. 

 

BEPFP-

17415-3 

 

Bussmann CB flat Pack 15A 

 

 

 

 

ANL Fuse  
 

Ignition protected 

Tin plated 

6,000 amp  

32V max 

Amp Item
100 BEPIP100P/DSP

150 BEPIP150P/DSP

200 BEPIP200P/DSP

300 BEPIP300P/DSP

425 BEPIP425P/DSP

500 BEPIP500P/DSP

For the full line of products go to: 
 

www.bepmarine.com
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bs7008 

BS1341 360 Panel Cover AC rear 

Isolation of 360 panel AC components and cir-

cuits from DC system elements Cover break-

outs allow wire access in any direction 

BS7732 Link Bus
 Shunt 

BS9229 50Amp/75MV 

BS9231 150Amp/50MV 

Terminal Feed through 

 

BS2206 Red 3/8” 16 stud 

BS2207 Blk 1/2” 13 stud 

BS2208 Red 1/2” 13 stud  

ANL Fuses 

BS5132 275A 

BS5134 325A

BS5301   L-series Solenoid Switch  

250A, 12V 

Functions as a remote battery 

switch.

BS5000 Fuse Block without 

Cover -  100-300A - (SEA fuse not included) 

Blue Sea Systems

 Circuit Breakers 

Series 185 

Panel Mount 

BS7008     25 amp 

BS7012     70 

BS7013     120 

                     BS7015     135 

 

 

Surface Mount 

BS7107   110 amp 

BS7113    120 

   Circuit Breakers 

Series 187 

 

Panel Mount 

BS7045   110 amp 

 

 

 

 

 

Surface Mount 

BS7145   110 amp

 

 

 

 

 

 

     

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 Push Button 

Circuit Breaker 

BS7051   4 amp 

BS7055   12

 Single Pole Toggle Circuit Breaker 

BS7291   1 amp white 

BS7292   2.5 

Double Pole Rocker Circuit Breaker 

BS7327   50 amp 

BS7562   50 amp Flat rocker 

BS7571   15 amp

Single Pole Rocker Circuit Breaker 

 BS7300  5 amp 

 BS7308  50 

BS4140 

Label kit 24 hour round black 

packages of 12 

BS4218  Water resistant label kit 

30 DC labels black 

BS4205  Label kit DC basic 

30 square lablels black
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Sure Eject Mounting Adapter
For the Emergency Vehicle market. Easily 
install 15A and 20A Sure Eject units from 
the outside of a vehicle.
Part # 7860

ATO®/ATC®- Style Low Profile 
Circuit Breakers
Use a manually resettable circuit breaker 
instead of an ATO or ATC fuse.
Part #'s 7062-7068

15A to 20A Adapter Pigtail
For the Emergency Vehicle market.  Allows 
connection between a standard 15A 
extension cord and a 20A Sure Eject.
Part # 7834

Mini OLED Tank Meters
Confidently monitor tank levels with a 
simple to read digital OLED display. 
Compatible with most resistive tank  
sending units.
Part # 1739 Yellow
Part # 1739200 Blue

Water-Resistant 100A 
Common BusBar
Provides secure water-resistant bussing 
for harsh environments. 
Part # 2356

Mini Blue OLED Meters
Monitors essential electrical system 
parameters on a bright, waterproof, daylight  
readable OLED Screen. Now available with 
blue OLED color that matches other devices 
on the dash.
Part # 1732200 Ammeter
Part # 1733200 Voltmeter
Part # 1741200 Temperature Meter

ST-Blade Water-Resistant 
Fuse Block
Provides water-resistant circuit protection 
for ATO/ATC fuses and circuit breakers.
Part # 5056

Stud Mount Insulating Boots
Quickly and easily insulate conductive 
posts and studs.
Part # 4000

360 Panel BusBar Modules
Consolidate bussed terminations in a  
Custom 360 Panel module. CUSTOM ONLY

23

110

23

79

147

64

102

147136

156

Push Button Round Format 
Individual Labels
Individual pictograms and text labels for 
the 15A Backlit Push Button Switches.

2020  Products
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2021  Products

Battery Management Panel
Simplify adding a battery to your system 
with the Mini Add-A-Battery Kit in a  
360 Panel.
Part # 1494

ST-Blade Water-Resistant 
Fuse Block
Provides water-resistant circuit protection 
for ATO/ATC fuses and circuit breakers. 
Now with wing screws for toolless access.
Part # 5056100

L-Series Solenoid Switch
Universal 150A continuous-duty solenoid 
with an integrated coil economizer.
Part # 7765

Contura Switch  
Water-Resistant Panels
The industry's best selling panels now with 
integrated USB charging. 
Part # 8121 Gray 
Part # 8421 White 
Part # 8521 Black 

Surface Mount System 
Panel Enclosures
Harsh environment enclosures now  
with expanded AC and DC options for  
circuit protection.
Part # 3121 ELCI Main + 3 blanks
Part # 3123 ELCI Main + 2 blanks
Part # 3122 ELCI Main + 2 branch pos.
Part # 3128 ELCI Main + 3 branch pos.
Part # 3130 UL 489 AC Main + 4 branch pos. 
Part # 3133 DC Main + 5 branch pos. 
Part # 3134 DC 6 branch pos. 
Part # 3135 UL 489 AC Main + 5 branch pos. 

DC Branch Circuit Breaker Panels
DC sockets and USB charging integrated in 
popular sized circuit protection panels.
Part # 1495 4 Position + Dual USB + Socket
Part # 1496 12 Position + M2 Multimeter w/SoC
Part # 1497 8 Position + M2 Multimeter w/SoC 
 + Dual USB + Socket
Part # 1498 8 Position + Dual USB + Socket
Part # 8120 5 Position + Dual USB + Socket 

ML-Series Solenoid Switches
For applications where sustained control 
signals are required to emulate a Normally 
Open Solenoid.
Part # 7718 Stripped Wire Cable End
Part # 7718100 Deutsch Connector
Part # 7719 Stripped Wire Cable End
Part # 7719100 Deutsch Connector

Water-Resistant - 100A BusBar
Provides water-resistant bussing for harsh 
environments. Now with wing screws for 
toolless access.
Part # 2356100

Contura Switch  
Water-Resistant 
Bilge Panels
Consolidated control, circuit protection 
and pump indication of up to four bilges. 
Part # 8664 2 Bilges  
Part # 8665 3 Bilges 
Part # 8666 4 Bilges

40

102

41

64

116

42

90

120
115

125

AC Main Circuit Breaker Panel
Panel with integrated AC multimeter and AC 
main circuit protection.
Part # 1505 Main + 6 pos. w/M2 AC Multimeter AC RCBO (ELCI) Panels

ELCI circuit protection with branch breakers  
and metering in common panel sizes.
Part # 1503 ELCI + 5 pos. 
Part # 1504 ELCI + 5 pos. w/M2 AC Multimeter 

128

AC/DC Combination Panel
Complete AC/DC panel with a M2 Vessel Systems 
Monitor that provides comprehensive 
monitoring of AC, DC, tanks and bilges. 
Part # 8413 AC Main + 8 pos. 
 DC Main + 14 pos. 
 + M2 Vessel Systems Monitor

132

541
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Charge Coordination 
A boat’s batteries typically spend less than 2% of their time being 
charged by the alternator. For the remaining 98% of the time they 
are being maintained by the AC battery charger. During this time, it is 
important that the proper charging stage of Bulk, Absorption, PreFloat, 
or Float be applied to each battery.

UNDERWAY
When engine is 
running and 
alternator is 
charging batteries, 
ACRs combine 
batteries, providing 
charge to each 
battery from the 
engine.

AT THE DOCK
When P12 Battery 
Charger is operating, 
communication with 
ACRs isolates 
batteries so the 
proper charge is 
applied to 
each battery.

P12 Four Stage Battery Charging  
1. Bulk charges batteries to 75-80% of full charge.
2. Absorption slowly completes remaining charge.
3. PreFloat™ moves each battery individually from Absorption to   
 PreFloat, based on the need of each battery. This prevents 
 overcharging and damage to the batteries. Up to 0.5V difference  
 between Absorption and PreFloat voltages can be achieved. 
4. Float maintains battery charge.

Battery Equalization Mode: User selected battery equalizing provides 
advanced battery conditioning, revitalizing wet acid batteries.

OTHER BATTERY CHARGERS
Conventional battery chargers move all batteries from Absorption 
to the Float stage simultaneously with no ability to adjust for 
individual battery requirements.

Forced Absorption: A period when batteries are potentially over charged.

14.5V

14.0V

T  I  M  E

Absorption
Absorption

Absorption

PreFloatBulk

13.5V

Battery 1
Battery 2

Battery 3

PreFloat

Float

Example of Flooded Lead Acid Battery

14.5V

T  I  M  E

Absorption

Bulk

13.5V

Battery 1
Battery 2

Battery 3

Float

Example of Flooded Lead Acid Battery

Absorption
Absorption

Forced Absorption
Forced Absorption

Air Brake Compressors 
Automatically maintains air brake system at  
ready status, because lives depend on it. 
• Designed for emergency vehicle use
• Automatically turns ON at 95 PSI and OFF at 125 PSI
• Industrial grade compressor provides reliable, 

long term operation
• Easy installation, no mounting plate required
• Integrated vibration damping mounts
• Serviceable air filter and water separator filter
• Works in conjunction with engine driven compressor
• Integrated auto drain to protect your air system

Part # Description
7920 Horizontal Mount Air Brake Compressor

7921 Vertical Mount Air Brake Compressor

7910 Air Filter Assembly - complete 

7911 Replacement Air Filter Elements

7912 Replacement Water Separator Filter

7920

Air Outlet

Unscrew to replace
Air Filter

Unscrew to replace
Water Separator Filter

1YEAR
WARRANTY

Nominal Voltage 12V DC

Motor Type Permanent Magnet

Factory ON-OFF PSI Threshold ON: 95 PSI, OFF: 125 PSI

Maximum Amp Draw 11A

Operating Temperature Range 4.4°C to 65°C (40°F to 150°F)

Air Outlet Female 1/4" NPT

BATTERY 2BATTERY 1BATTERY 3

AC SHORE
POWER

AC SHORE
POWER

BATTERY 2BATTERY 1BATTERY 3

CONTENTS
7920 20
7921 20
7910 20
7911 20
7912 20
7531 21
7532 21
7512 21
7517 22
7520 22
1521 22
7850 23
7850001 23
7851 23
7851001 23
7840 23
7841 23
7820 23
7821 23
7822 23
7823 23
7824 23
7825 23
7830 23
7831 23
7832 23
7833 23
7834 23
7860 23
7605 24
7608 24
7604 24
7603 24
7607 24
7606 24
7609 24
1016 26
1016200 26
1044 26
1039 26
1045 26
1038 27
1046 27
1472 27
1478 27
1035 27
1036 27
1010 27
1011 27
1011200 27
1012 27
1013 27
1014 27
1015 27
4363 28
4364 28
4365 28
4366 28
4367 28
4368 28
4369 28
7506 29
7504 29
7507 29
7509 29
7508 29
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P12 Battery Chargers
Four stage, three output, dry mount design.  
Rugged, finned aluminum case
• PreFloat™ stage prevents over charging of start battery
• Power factor corrected for efficient use of AC
• Intuitive diagnostic screens
• User defined charge profiles and customizable settings
• Provides charging for up to three battery banks
• Large, bright display
• Multi-language: English, French, German, Italian, Spanish
• Charge Coordination with Blue Sea Systems Automatic Charging Relays (ACR) 

controls ACR state ensuring proper float stage for each battery
• Battery Temperature Compensation - adjusts charge voltage based on 

battery temperature
• AC over and under voltage shut down and automatic restart
• Over and under battery temperature protection - charger will not operate if 

battery temperature rises above or falls below a set value
• DC over voltage and reverse polarity protection
• Surge and short circuit protection

Part # Amps Volts Width in (mm) Height in (mm) Depth in (mm)
7531 25A 12V DC 8.46 (215) 13.00 (330.6) 4.30 (109)

7532 40A 12V DC 8.46 (215) 13.00 (330.6) 4.30 (109)

SI-ACR  
page 49

ML-Series ACRs 
page 53

P12 Displays 
page 22

bluesea.com/video

7532
PATENTED

MRBF Fuse Blocks 
page 70

5YEAR
WARRANTY

Battery Charger Mounting Adapter
Easily mount any Blue Sea Systems P12 Battery Charger 
or ProMariner ProNauticP Battery Charger without 
drilling new holes
• Mounts directly into industry standard mounting holes from 

existing chargers
• Integrated nuts allow battery charger mounting fasteners to be  

inserted from either the front or rear
• Fasteners included with the P-12 Adapter plate: 

Qty 4: #10-32 x 0.75” pan head machine screws 
Qty 4: #10-32 Nylock Nuts

Related Products

7531 7532

Total Output Current 25A 40A

Input AC Current 4.5A @ 115V AC 
2.25A @ 230V AC

7.5A @ 115V AC 
3.75A @ 230V AC

Recommended 
Battery Bank Sizes*

60Ah Minimum 
Example: 1 × Group 24 
330Ah Maximum
Example: 3 × Group 31

60Ah Minimum 
Example: 1 × Group 24
440Ah Maximum
Example: 4 × Group 31

Nominal Output Voltage 12V DC

Output Connections 3 positive, 1 negative

Universal AC Input Voltage 90V–265V AC

Input Frequency Range 45–65 Hz

Typical Float Voltage 13.5V DC

Max. Available Voltage 16.0V DC

Output Voltage Accuracy 0.05V DC

Operating Temperature −20°C (−4°F) to 70°C (158°F)

Storage Temperature −30°C (−22°F) to 80°C (176°F)

Battery Types** Flooded, Gel, AGM, TPPL, User

Regulatory CE marked, Designed and constructed for compliance 
to UL-1236 Marine, CSA 22.2 No. 107.2, and ABYC 
A-31 standards. Ignition protection per ISO 8846, and 
SAE J1171. Meets FCC Part 15, Class B requirements.  
Designed and tested to comply with California Energy 
Commission (CEC) efficiency requirements, and ship 
with these settings by default.

* Battery bank sizes are tested to California Energy Commission compliance (CEC). 
 Larger and smaller size banks could charge well, but consume slightly more
 power over the charging cycle.
** Consult battery manufacturer specifications for other battery types to avoid damage. 
 Do not mix battery types. 

Part # Description
7512 Battery Charger Mounting Adapter
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• Designed for emergency vehicle use
• Drop in replacement for traditional rectangular displays
• Automatically detects 1-3 battery banks
• AC charge indication verifies that power is connected and the  

battery charger is charging
• Plain language fault indication relays if there is a fault with the battery charger
• Dip switch selectable screen configuration allows the display to show voltage 

bar graphs or the P12 Battery Charger summary screen
• Displays voltage bar graphs even when AC power is not present
• Optional standby mode shuts off screen after 4 hours of inactivity
• Automatic ON based on motion with integrated knock sensor
• Bright, daylight readable, OLED display

Part # Description Width 
in (mm)

Height 
in (mm)

Depth 
in (mm)

7517 EV Battery Charger Display  4.7 (119.25) 3.2 (80.5) 1.2 (29.7)

P12 Battery Charger 
page 21

5YEAR
WARRANTY

EV Battery Charger Display
Intuitive battery monitoring for emergency vehicle use

Part # Description Volts Width 
in (mm)

Height 
in (mm)

Depth 
in (mm)

7520 LED Remote 12V DC 4.15 (105.46) 3.01 (76.56) .95 (23.91)

1521 360 Panel 12V DC 4.88 (123.83) 4.75 (120.65) .95 (23.91)

P12 Battery Charger LED Remote
Indicates battery charger stage and alerts as well as 
controlling basic battery charger functions

7520

1521

LED Indicators
• Quick check for green light confirms charging 
• Displays charging stage including PreFloat for each battery 
• Indicates when the charger is in equalization mode
• Indicates charger’s internal fan mode
• Displays the percentage of output current for each battery.  

Will also indicate maximum output setting when maximum 
output is adjusted to accommodate for AC source limitations.

• Provides warning and alert status for quick diagnostics

Four Control Buttons
• Fan: User adjustable settings (OFF, LOW, or HIGH)
• Dim/ Alarm: Provides adjustment to brightness of LEDs 

on display as well as Silence function for alarms.
• Output: User adjustable charger output when AC source  

limitations exist that require lowering the AC current draw.
• Standby: Places P12 Battery Charger into standby mode

P12 Charger 
Summary Screen

Related Products

Display Size 55mm x 28mm

Display Type Yellow OLED

Input Voltage 6V–36V DC, reverse polarity protected

Amperage Draw 50 mA - Maximum

< 1 mA in Standby Mode - Minimum

Standby Mode Shuts off screen after 4 hours of inactivity. Will 
resume normal function upon movement of the 
vehicle or by tapping the unit several times in 
succession.

Accuracy ± 1% at 36 Volts DC

Number of Inputs 3 battery inputs with common reference

Regulatory Monitor face is IP66 – protected against powerful 
water jets when installed according to instructions.
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Related Products

EV Battery Charger 
Display 
page 22

P12 Battery Charger 
page 21

5YEAR
WARRANTY

Sure Eject™

Automatic AC disconnect ejects power cords upon 
ignition to prevent damage
• Designed for emergency vehicle use
• Motor driven design ensures years of reliable operation
• The ejection piston is self-recessing, with no cocking required
• Keyed plug design allows for easy one-handed insertion of connector
• Anti-arcing design on insertion and ejection
• Built in status LED indicates the presence of AC power and ejection alerts
• Automatically attempts additional ejections if needed
• Compatible with existing 15A and 20A connectors already in the station
• Standard mounting holes for easy retrofit
• Includes connector, yellow cover and 5 label kit
• 6 color covers available 
• Pigtails offer a secondary method of disconnecting from shore  

power for added reliability (sold separately)

7840 / 7841

7850 / 7851

Part # Description
7850 15A Sure Eject

7850001 15A Sure Eject - No Cover

7851 20A Sure Eject

7851001 20A Sure Eject - No Cover

7840 15A Connector

7841 20A Connector

7820 Yellow Cover 

7821 Red Cover 

7822 Black Cover

7823 White Cover

7824 Blue Cover

7825 Grey Cover

7830 15A Sure Eject Yellow Pigtail

7831 20A Sure Eject Yellow Pigtail

7832 15A Standard Black Pigtail

7833 20A Standard Black Pigtail

7834 15A to 20A Adapter Pigtail

7830 / 7831

7832 / 7833

bluesea.com/video

7834

Part # Description
7860 Sure Eject Mounting Adapter

Sure Eject Mounting Adapter  
Easily install 15A and 20A Sure Eject units from the  
outside of a vehicle
• Allows one person installation of Sure Eject
• No special shaped cutouts required
• Threaded backing plate secures Sure Eject to vehicle  

without added hardware
• Compatible with all 15A and 20A Sure Eject ejection  

units and covers

Operating Voltage Range 8V –16V DC

Nominal Voltage 120V AC

Continuous Rating 7850: 15A, 7851: 20A
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BatteryLink® Chargers
Charge two battery banks with shore power or the engine’s alternator
• AC charging at the dock or garage: Use AC shore power to charge two isolated 

battery banks with the 3 stage battery charger
• DC charging away from the dock or garage: Share the DC power from the alternator 

with both the start and the auxiliary battery through the integrated ACR 
• Emergency jump start by combining both batteries if start battery is low. (20A model only) 

- single pole/single throw switch required. (sold separately)
• Battery temperature compensation prolongs battery life (temperature sensor 1820 included)
• Start isolation protects sensitive electronics from voltage sags and spikes
• Includes LED remote indicator for charge status at the helm
• Snap-on insulating cover

Part # Total Output Current ACR Continuous Plug Style
7605 10A 65A North American: NEMA 5-15P

7608 20A 170A North American: NEMA 5-15P

5YEAR
WARRANTY

AC & DC Battery Charging Explained
DC Charging (Away from the Dock or Garage)
The BatteryLink Charger incorporates DC charging through an integrated Automatic Charging Relay (ACR). An ACR uses a relay combined with a 
voltage sensing circuit. When a DC charge is applied to the start battery, and causes the voltage to rise above 13.0V, the relay closes and combines 
the two batteries to share the charge. When the charge is taken away or a load on the battery causes the voltage to drop below 12.75V, the relay 
will open, isolating the two batteries. This means that even when the BatteryLink Charger is disconnected from AC power you can charge both 
your battery banks with a DC charging source, like an engine alternator.

AC Charging (At the Dock or Garage)
The BatteryLink Charger is powered by AC when the cord is plugged in, and will source current to charge your batteries. However, unlike a typical 
two bank charger, the BatteryLink Charger will charge both batteries simultaneously using the integrated ACR. This works in the same way as 
when an external DC charging source is used. When AC power is applied, and the voltage of the start battery rises above 13.0V, the ACR will close. 
This combines the batteries, allowing charge current to flow to the auxiliary battery as well as the start battery. For this reason, the BatteryLink
Charger can only be used in 12V applications.

North American Models

International Models

Part # Total Output Current ACR Continuous Plug Style
7604 10A 65A European: CEE 7/7
7603 10A 65A International: Bare wire
7607 20A 170A European: CEE 7/7

7606 20A 170A International: Bare wire

7609 20A 170A Australia/New Zealand: AS/NZS 3112

10A BatteryLink Charger

Regulatory
Designed and constructed for compliance to UL-1236 Marine, CSA 22.2 No. 107.2 and ABYC A-31 
standards. Ignition protected per ISO 8846 and SAE J1171. Meets FCC Part 15, Class B requirements. 
Designed and tested to comply with California Energy Commission (CEC) efficiency standards.  
Waterproof IP67 - protected against immersion up to 1 meter for 30 minutes (see inside back cover)

Regulatory
CE Certified, Designed and constructed for compliance to EN60335-2-29. 
Ignition protected per ISO 8846 and SAE J1171. 
Waterproof IP67 - protected against immersion up to 1 meter for 30 minutes (see inside back cover)

20A BatteryLink Charger

Nominal Output Voltage 12V DC

Output Connections 2 positive, 1 negative

Universal AC Input 100V-240V AC, 50/60 Hz

Typical Float Voltage (25°C) 13.5V DC

Typical Absorption Voltage (25°C) 14.4V DC

ACR Combine Voltage 13.0V

ACR Open Voltage 12.75V

Terminal Stud Size 1/4"-20 (accepts M6 ring terminal)

Maximum 1/4" Terminal Stud Torque 60 in-lb (6.8 Nm)

Positive Terminal Stud Size  (20A model only) 3/8"-16 (accepts M10 ring terminal)

Maximum 3/8" Terminal Stud Torque 140 in-lb (15.8 Nm)

Quick Connect Terminal Size 1/4" x 0.032"

Battery Types Flooded, AGM, TPPL

Low voltage. Avoid injury from electrical burn or sparks. Disconnect battery power before opening cover.

AC POWER

GREEN
AMBER
RED FLASH
RED SOLID

Full Charge
Charging

Battery Temp.
Rev. Polarity

BATTERY

SOLID
FLASH

Combined
Start Isolation

ACR STATUS

7608

WARNING

20A CHARGER
12V DC

170A ACR 
WATERPROOF IP67

MULTISTAGE CHARGER INTEGRATED ACR

AC Input

EngineAccessories

Battery Battery

Legend

Alternator
Charge away
from the dock

AC Charge
At the dock

OFF - (ON) 
 ( ) = Momentary
7930, 8231, 8292

12V DC 12V DC

Remote
Combine 
Batteries
Switch

Legend

Alternator
Charge away
from the dock

AC Charge
At the dock

AC POWER

GREEN
AMBER

RED FLASH
RED SOLID

Full Charge
Charging

Battery Temp.
Rev. Polarity

BATTERY

SOLID
FLASH

Combined
Start Isolation

ACR STATUS

7605 

10A CHARGER
12V DC 
65A ACR
WATERPROOF IP67

MULTISTAGE CHARGER INTEGRATED ACR

Engine

Accessories M Series
Dual Circuit Plus
Battery Switch

AC Input

Battery

12V DC

Battery

12V DC

Manual Combine 
Batteries Switch
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m-Series   
Battery Switch 

page 32

Related Products

Mini Add-A-Battery Plus 
page 51

10A  Battery Charger - 65A ACR
7603 International: Bare wire
7604 European: CEE 7/7
7605 North American: NEMA 5-15P

Related Product

e-Series 
Battery Switch 

page 34

  

 
 

  

 

  

THIS VIEW SHOWN WITH COVER REMOVED

THIS VIEW SHOWN WITH COVER REMOVED
FOR OPTIMAL PERFORMANCE, MOUNT 

VERTICALLY AS SHOWN, IN A WELL VENTILATED AREA.

.90"
22.90mm

STUD HEIGHT
TYP. 2X

.44"
11.1mm

STUD HEIGHT

1.09"
27.6mm

TERMINAL HEIGHT
TYP. 3X

.42"
10.7mm

STUD HEIGHT
8.63"

219.1mm

.23"
5.9mm

TERMINAL HEIGHT

2.60"
66.0mm

4.29"
108.9mm

7.67"
194.8mm

TYP. 2X
0"

0.0mm

0"
0.0mm
TYP. 2X

5.65"
143.5mm

4.70"
119.5mm

.09"
2.4mm

20A  Battery Charger - 170A ACR
7606 International: Bare wire
7607 European: CEE 7/7
7608 North American: NEMA 5-15P
7609 Australia/New Zealand: AS/NZS 3112

 

 

 

 

 

THIS VIEW SHOWN WITH COVER REMOVED

4.36"
110.8mm

0"
0.0mm

0"
0.0mm

5.62"
142.8mm

3.34"
84.7mm

.42"
10.6mm

5.66"
143.7mm

.44"
11.1mm

STUD HEIGHT
TYP. 2X

THIS VIEW SHOWN WITH COVER REMOVED
FOR OPTIMAL PERFORMANCE, MOUNT 

VERTICALLY AS SHOWN, IN A WELL VENTILATED AREA. 

SERRATED
FLANGE NUTS

1.04"
26.5mm

TERMINAL HEIGHT
TYP. 2X

2.13"
54.0mm

6.66"
169.1mm
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USB Extension
Control a stereo or other device remotely from a 
phone or tablet in the cockpit.
• USB 2.0 data/voltage port easily mounts at the dash with 

a prewired connecting cable that conveniently plugs 
directly into the USB on the stereo.

• Protective dust cap with tether keeps out dust and spray

Cable Length 5 ft (1.524M)
Cutout Dimensions in (mm) 1-1/8"  (29 mm) diameter
USB 2.0, Type A
Regulatory
IP66 - protected against powerful water jets (see inside back cover)

10391016 1016200

PN Description
1044 12V DC USB

1045

12/24V Dual USB 4.8A Chargers
Intelligent device recognition maximizes charge rate 
for phones, tablets, or other mobile devices 

• Compatible with popular mobile devices
• Internal fusing
• Conformal coated circuit board for the harsh marine environment
• Protective dust cap keeps debris and moisture out
• Mounts in a common 1-1/8" hole

Part # Description Color
1016 Socket Mount Charger Black

1016200 Socket Mount Charger White

12/24V Dual USB 2.1A Chargers
Charge two mobile devices on the go

• Charges at the speed required by specific devices
• Internal filtering for reduced electronic interference 
• Over temperature protection
• Conformal coated circuit board for the harsh marine environment
• Protective dust cap keeps debris and moisture out
• 1039 Mounts in an existing contura switch aperture
• 1045 Mounts in a common 1-1/8" hole

Part # Description
1039 Switch Mount Charger

1045 Socket Mount Charger

1.83" 
(46.7mm)

Side View

.250" 
(6.35mm)

Quick Connect
Input Terminals

1.77" 
(45mm)

2.02" 
(51.5mm)

.250" 
(6.35mm)

Quick Connect
Input Terminals

Side View

Related Products

Water-Resistant USB 
Accessory Panels page 28

Related Products

Water-Resistant USB 
Accessory Panels page 28

Maximum Output Current 2.1A DC (total)

Input Voltage Range 9V–32V DC

Output Voltage 5V DC ±5%

Port Configuration D +=2.0V, D-=2.8V

Parasitic Current Draw 15mA

Thermal Overload Protection Yes

Short Circuit Protection Yes

Reverse Polarity Protection Yes

USB 2.0, Type A

Cutout Dimensions 1-1/8" (29 mm) diameter

Regulatory RoHS, CE certified

Maximum Output Current 4.8A DC (total)

Input Voltage Range 9V–32V DC

Output Voltage 5V DC ±5%

Port Configuration Intelligent Device Recognition

Parasitic Current Draw 1mA

Thermal Overload Protection Yes

Short Circuit Protection Yes

Reverse Polarity Protection Yes

USB 2.0, Type A

Cutout Dimensions 1039 - 1.45"  × 0.83" (36.83 × 21.08 mm)
1045 - 1-1/8" (29 mm) diameter

Regulatory RoHS, CE certified
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360 Panels
Integrates DC Socket and Dual USB Chargers with  
360 Panel System

1472 1478

Part # Description Width in (mm) Height in (mm) Depth in (mm)
1472 2 × 1011 4.88 (123.83) 4.75 (120.65) 1.50 (38.10)

1478 1 × 1011, 1 × 1016 4.88 (123.83) 4.75 (120.65) 1.50 (38.10)

48V Dual USB 4A Chargers 
Intelligent device recognition maximizes charge rate 
for phones, tablets, or other mobile devices

12 Volt Socket and Plugs
Designed to withstand the rigors of wet environments 
and constant vibration
• Corrosion resistant materials
• Twist lock system - plug locks securely into socket
• Internal strain relief and cord seal
• Nickel plated copper alloy used for all current carrying components
• Plug has a sealing ring to keep out spray and make it seat firmly in 

the socket
• Socket features a protective dust cap that keeps debris and 

moisture out
• 1012 and 1013 heavy duty 18 gauge wire
• 1012 cord reaches up to 6 feet

1013

1012

Part # Description Dust Cap
1010 Plug ––

1011 Black Socket Yes

1011200 White Socket Yes

1012 Single Plug with Single Socket Extension Yes

1013 Single Plug with Dual Socket Extensions Yes

1014 Mounting Bracket for Sockets ––

1015 Plug and Socket Set - Includes 1010 and 1011 Yes

1010

1014

1011 1011200

• Ideal for golf carts and other 48V systems
• Spring-hinged cover keeps debris and moisture out
• Charges at the speed required by specific devices
• Internal filtering for reduced electronic interference
• Over temperature protection
• Conformal coated circuit board for the harsh marine environment
• 1038 Mounts in an existing contura switch aperture
• 1046 Mounts in a common 1-1/8" hole

Part # Description
1038 Switch Mount Charger

1046 Socket Mount Charger

1038 1046

Part # Description
1035 Spring-hinged cover for 1038 & 1039

1036 Spring-hinged cover for 1046 & 1045

Maximum Output Current 4A DC (total)

Input Voltage Range 32V–64V DC

Output Voltage 5V DC ±5%

Port Configuration Intelligent Device Recognition

Parasitic Current Draw 1mA

Thermal Overload Protection Yes

Short Circuit Protection Yes

Reverse Polarity Protection Yes

USB 2.0, Type A

Cutout Dimensions 1038 - 1.45"  × 0.83" (36.83 × 21.08 mm)
1046 - 1-1/8" (29 mm) diameter

Regulatory RoHS, CE certified

Voltage Nominal 12V DC

Amperage Max. Operating 15A DC (socket)

Amperage Max. Operating 10A DC (plug)

Socket Cutout Dimensions 1-1/8" (29 mm) diameter
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Water-Resistant Accessory Panels 
Easy to install accessory panels include a 15A circuit breaker switch and pre-wired harness.  
Panels offer customizable 12V charging and monitoring options.
• Pre-wired harness included in all panels for easy installation
• Silicon breaker boots and gasket protects against water ingress
• Illuminated Carling Technologies 15A circuit breaker switch allows the ability to shut off panel preventing parasitic draw
• Polycarbonate/ABS panel face is UV-stabilized, flame retardant, and will not corrode
• 12V DC only

4363

Related Products

12V Socket 
page 27

2.1A Dual USB 
Chargers 
page 26

4.8A Dual USB 
Chargers 
page 26

Mini Voltmeter 
page 147

Mini Ammeter  
page 147

Mini Temp Meter  
page 147

4366

43644367

4365

Part # Description Width in (mm) Height in (mm) Depth in (mm)
4363 15A Circuit Breaker, 12V Socket, 2.1A Dual USB Charger 4.94 (125.4mm) 2.25 (57.2mm) 2.53 (64.3mm)

4364 15A Circuit Breaker, 2x Blank Apertures 4.94 (125.4mm) 2.25 (57.2mm) Based on installed components

4365 15A Circuit Breaker, 12V Socket, 2x 2.1A Dual USB Chargers 6.61 (168.0mm) 2.25 (57.2mm) 2.53 (64.3mm)

4366 15A Circuit Breaker, 12V Socket, 2.1A Dual USB Charger, Mini Voltmeter 6.61 (168.0mm) 2.25 (57.2mm) 2.75 (69.8mm)

4367 15A Circuit Breaker, 3x Blank Apertures 6.61 (168.0mm) 2.25 (57.2mm) Based on installed components

4368 15A Circuit Breaker, 12V Socket, 2x 2.1A Dual USB Chargers, Mini Voltmeter 8.29 (210.5mm) 2.25 (57.2mm) 2.75 (69.8mm)

4369 15A Circuit Breaker, 4x Blank Apertures 8.29 (210.5mm) 2.25 (57.2mm) Based on installed components

4368

4369

Mini Tank Meter  
page 147

4365 Back View

Regulatory CE certified (4367, 4364, 4369 Only) 
IP66 - protected against powerful water jets (see inside back cover)
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DeckHand™ Dimmers
Digitally controls dimming of non-regulated LED,  
incandescent, and halogen lights
• Illuminated exit with adjustable time delay
• Supports multiple switch locations
• Memory for last dimmer setting
• Bulb saver prevents bulb aging while batteries are being charged
• Provides continuous voltage control from 0 to 100% of input voltage
• Offset mounting tabs allow dimmers to be mounted close together
• Retail package includes momentary SPDT (ON)-OFF-(ON) switch 8216 (p. 94)

Part # Amps Volts Operating  Range Width in (mm) Height in (mm) Depth in (mm)
7506 6A 12V DC 9V–16V 3.23 (82.0) 3.47 (88.1) 1.30 (33.0)

7504 6A 24V DC 18V–32V 3.23 (82.0) 3.47 (88.1) 1.30 (33.0)

7507 12A 12V DC 9V–16V 3.23 (82.0) 3.47 (88.1) 1.30 (33.0)

7509 12A 24V DC 18V–32V 3.23 (82.0) 3.47 (88.1) 1.30 (33.0)

7508 25A 12V DC 9V–16V 3.23 (82.0) 3.47 (88.1) 1.30 (33.0)

7508

Down Input 
(gray)

+V DC (red)

Up Input (white)

Ground (black)

Ground (black)

Lamp (blue)

Brightness Control
(ON)-OFF-(ON) Switch

Negative Bus Bar

Ground (black)

Up Position
for Bright

Down Position
for Dim

( ) =momentary

Optional
Light Switch

Fuse

Illuminated Exit
The illuminated exit feature allows boaters to safely disembark before the 
lights automatically turn off. Using the illuminated exit feature:
One minute delay: Hold the switch in up position for 2 seconds, lights will 
flash. Release switch after first flash and the lights will remain on for 
1 minute.
Two to five minute delay: Hold the switch in up position for 1–4 seconds 
after the first flash. Release the switch after 2 to 5 flashes. The lights will 
remain on for 1 minute for each flash up to a maximum of 5 minutes.

1.79" 
(45.5 mm)

Mounting holes 
for #8 or M4 
hardware

2.86" 
(68.0 mm)

3.47" 
(88.1 mm)

11.0" ± .25" 
(279.4 mm ± 6.4 mm)

 

3.23" 
(82.0 mm)

1.30" 
(33.0 mm)

Example of nested DeckHand Dimmers

Maximum Parasitic Current <2mA

Temperature Rating -40°C to 85°C

Regulatory
CE marked 
Meets ISO 8846 and SAE J1171 external ignition protection requirements
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m-Series Battery Switches
300 Amps continuous rating for outboards and small 
gasoline or diesel engines
• Tin-plated copper studs for maximum conductivity and corrosion resistance
•  Studs accept 3/8" (M10) ring terminals
• 7/8" (22 mm) stud length accepts multiple cable terminals
•  Blue Sea Systems one-piece terminal stud design never loosens over time
• One-piece stainless flange nuts ensure safe and secure connections
•  Isolating cover protects rear contacts 
•  Breakout tabs allow wire access in any direction
• 6 Circuit label set included (not included with 6004, 6005, 6004200, 6005200)
• Icon Circuit Identification Label Kit available 7902 - sold separately (p. 160)

Part # Description Color
6004 Single Circuit ON-OFF with Locking Key Red

6004200 Single Circuit ON-OFF with Locking Key Black

6005 Single Circuit ON-OFF with Key Red

6005200 Single Circuit ON-OFF with Key Black

6006 Single Circuit ON-OFF Red

6006200 Single Circuit ON-OFF Black

6007 Selector 4 Position Red

6007200 Selector 4 Position Black

6008 Selector 3 Position Red

6008200 Selector 3 Position Black

6010 Dual Circuit™ Red

6010200 Dual Circuit™ Black

6011 Dual Circuit Plus™ Red

6011200 Dual Circuit Plus™ Black

7903 Removable key for 6004 Red

7903200 Removable key for 6004200 Black

7900 Removable key for 6005 Red

7900200 Removable key for 6005200 Black

7901 Removable knob Red

7901200 Removable knob Black

9159 Paralleling link bus (2 pack) -

1139 360 Panel Battery Switch Module -

1139 (switch sold separately)
Dimensions (W x H): 
4.88 × 4.75 in 
(123.83 × 120.65 mm)
• 360 Panel System
• Accepts the m-Series Battery 
 Switch, m-ACR, or m-LVD

m-Series Battery Switch 
Mounting Panel

For the full list of specifications and operation diagrams see pages 38-39
For the wiring schematics for typical applications see pages 164-165

 

  2.175"
55.25mm

2.175"
55.25mm

2.950"
74.93mm

2.950"
74.93mm

 
 

 

 

  

0.153"
3.89mm

0.560"
14.23mm

1.534"
38.95mm

1.794"
45.58mm

3.328"
84.53mm

  0.753"
19.12mm

0.900"
22.86mm

REAR 
PANEL

MOUNT IN
2-5/16"
Ø59 mm

HOLE

FRONT 
PANEL

MOUNT IN
2-5/8"

Ø67 mm
HOLE

Mounting Options

Rear

Front

Surface

Part # 6004, 6005, 
6006, 6004200, 
6005200, 
6006200

6007, 6007200, 6008, 
6008200

6010, 6011, 6010200, 
6011200

Cranking Rating: 30 sec. 900A 900A 675A per circuit

Intermittent Rating: 5 min. 500A 500A 450A per circuit

Continuous Rating 300A 300A 300A per circuit

Voltage Max. Operating 48V DC 32V DC 32V DC

Regulatory
CE marked, ISO 8846, UL Listed – UL 1107 electric power switches  
Meets American Boat and Yacht Council (ABYC) requirements 
Meets UL 1500 and SAE J1171 external ignition protection requirements 
IP66 – protected against powerful water jets (see inside back cover)
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Mini Add-A-Battery 
page 50

Related Products

Paralleling Link Bus
1139 see table

m-LVD 
page 42

Circuit Identification  
Label Kit page 160

6 Circuit Label Set

ENGINE ENGINE 1 ENGINE 2 GENERATOR PARALLEL HOUSE

6005 

6010 

6006

Dual Circuit™

Simultaneously switches two isolated battery banks 
or circuits. May be used to switch the positive and 
negative conductors for required applications.

6011

Dual Circuit Plus™

Simultaneously switches two isolated battery banks 
or combines battery banks to all loads. CAN NOT 
be used to switch positive and negative conductors 
because of the combine feature. 

m-ACR 
page 48

6007

Selector 4 Position 
Switches isolated battery banks to all loads 
or combines battery banks to all loads

Single Circuit ON-OFF 
Switches a single battery to a single load group

6004

6004, 6005, 6006

6008

Selector 3 Position  
Switches isolated battery banks to all loads

Mini Add-A-Battery Plus 
page 51

     WARNING
The positive and negative conductors should not be attached to the same 
battery switch. The only exceptions are the Dual Circuit™ Battery Switches, 
6010 and 5510ee. Since these models have electrically isolated circuits and 
do not include a combine feature, they can provide disconnect to the positive 
and negative conductors simultaneously.

6008

6007

6010

6011

Add-A-Battery 
360 Panel page 40
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Add-A-Battery 
page 50

Rear

Front

ee-Series Battery Switches
350 Amps continuous rating for inboard gasoline or diesel engines
• Tin-plated copper studs for maximum conductivity and corrosion resistance
• Accepts up to 4/0 AWG (120 mm²) battery cables
• Studs accept 3/8" (M10) ring terminals
• 7/8" (22 mm) stud length accepts multiple cable terminals
• Blue Sea Systems one-piece terminal stud design never loosens over time
• One-piece stainless flange nuts ensure safe and secure connections
• Fits most standard Perko and Guest battery switch hole patterns
• Tactile indicator conveys knob position by feel
• Icon Circuit Identification Label Kit available 7902 - sold separately (p. 160)

* Includes Alternator Field Disconnect 
(AFD) which protects the diodes in the 
alternator in the event of the switch 
being switched to the OFF position 
while the engine is running. If the AFD 
is not used to protect the alternator, 
an LED can be connected to the AFD 
terminals to indicate when the battery 
switch is in any position but OFF.

 

SI-ACR 
page 49

3.00"
76.20mm

3.85"
97.79mm

3.00"
76.20mm

3.85"
97.79mm

REAR 
PANEL 

MOUNT IN 
3-5/8"
92mm
Ø HOLE

1.59"
40.39mm

3.097"
78.67mm

0.77"
19.56mm

Related Products

Mounting Options

Part # Description AFD*
5510E Dual Circuit™ ––
5511E Dual Circuit Plus™ ––
9001E Selector 4 Position ––
9002E Selector 4 Position Yes
9003E Single Circuit ON-OFF ––
9004E Single Circuit ON-OFF Yes

11001 Selector 3 Position Yes

3.00"
76.20mm

3.85"
97.79mm

3.00"
76.20mm

3.85"
97.79mm

REAR 
PANEL 

MOUNT IN 
3-5/8"
92mm
Ø HOLE

1.59"
40.39mm

3.097"
78.67mm

0.77"
19.56mm

Circuit Identification  
Label Kit  
page 160

For the full list of specifications and operation diagrams see pages 38-39
For the wiring schematics for typical applications see pages 164-165

Choose the Dual Circuit Plus™ 
• Easily manage two battery banks
• When battery bank selection is not necessary
• When using sensitive electronics
• When paired with an Automatic Charging Relay (ACR)

The Dual Circuit Plus is a double pole switch that supplies power 
to devices connected to a specific battery bank. 
House electronics are isolated from the Start bank. 
This preserves the Start Battery and prevents sensitive electronics 
from being subjected to voltage sags and spikes during starting. 
Designed for use with an Automatic Charging Relay (ACR) to 
provide simultaneous charging of two battery banks from the 
engine’s alternator. 

How to use the Dual Circuit Plus with an ACR:
1. Power is Needed - Turn the switch into the ON position.
2. No Power Needed (Storage) – Select OFF to prevent current draw. 
3. Emergency Parallel (Jump Starting) – Turn the switch to the 
 Combine Batteries position. Once the engine is running, turn the  
 switch to the ON position.

Part # 9003E, 9004E 9001E, 9002E, 11001 5510E, 5511E

Cranking Rating: 30 sec. 1,200A 1,200A 700A per circuit

Intermittent Rating: 5 min. 600A 600A 525A per circuit

Continuous Rating 350A 350A 350A per circuit

Voltage Max. Operating 48V DC 32V DC 32V DC

Regulatory
CE marked, ISO 8846, UL Listed – UL 1107 electric power switches  
Meets American Boat and Yacht Council (ABYC) requirements 
Meets UL 1500 and SAE J1171 external ignition protection requirements 
IP66 – protected against powerful water jets (see inside back cover)
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9003E, , 9003E*  

Single Circuit ON-OFF
Switches a single battery to a single load group

9001E,, 9002E*

Selector 4 Position
Switches isolated battery banks to all loads or 
combines battery banks to all loads

11001* 

Selector 3 Position
Switches isolated battery banks to all loads

5510E 
PATENTED

Dual Circuit™

Simultaneously switches two isolated battery banks or circuits. 
May be used to switch the positive and negative conductors for 
required applications.

5511E 
PATENTED

Dual Circuit Plus™

Simultaneously switches two isolated battery banks or combines 
battery banks to all loads. CAN NOT be used to switch positive and 
negative conductors because of the combine feature.

9003E

9004E

11001

9001E

9002E

5511E

5510E

* Includes Alternator Field Disconnect (AFD) 

     WARNING
The positive and negative conductors should not be attached to the same 
battery switch. The only exceptions are the Dual Circuit™ Battery Switches, 
6010 and 5510ee. Since these models have electrically isolated circuits and 
do not include a combine feature, they can provide disconnect to the positive 
and negative conductors simultaneously.

Blue Sea Systems
ONE PIECE STUD

Can never loosen over time

Competitors
TWO PIECE STUD

Can loosen and create 
a poor connection

Cold 
formed
terminal

Tin-plated 
electrical 
copper 

7/8" 
(22 mm) 
stud length 

Vibration
may 
loosen
nut

1/2" 
(12.70 mm)
stud length

One Piece Stud 
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Related Products

HD-Series Battery Switches
Up to 600 Amps continuous rating for large diesel engines
• Tin-plated copper studs for maximum conductivity and corrosion resistance
• Accepts up to 4/0 AWG (120 mm²) battery cables
• Studs accept 1/2" (M12) ring terminals
• 7/8" (22 mm) stud length accepts multiple cable terminals
• Blue Sea Systems one-piece terminal stud design never loosens over time
• One-piece stainless flange nuts ensure safe and secure connections
• Fits most Perko and Guest low amperage battery switch hole patterns
• Case design allows surface or rear mounting options
• Tactile indicator conveys knob position by feel
• Icon Circuit Identification Label Kit available 7902 - sold separately (p. 160)

* Includes Alternator Field Disconnect (AFD) which 
protects the diodes in the alternator in the event 
of the switch being switched to the OFF position 
while the engine is running. If the AFD is not used 
to protect the alternator, an LED can be connected 
to the AFD terminals to indicate when the battery 
switch is in any position but OFF.

 

Part # Description AFD*
3000 Single Circuit ON-OFF ––

3001 Single Circuit ON-OFF Yes

3002 Selector 4 Position ––

3003 Selector 4 Position Yes

11003 Selector 3 Position Yes

Circuit Identification Label Kit 
page 160

Rear

Front

Mounting Options

3.00"
76.20mm

3.85"
97.79mm

3.00"
76.20mm

3.85"
97.79mm

REAR 
PANEL 

MOUNT IN 
3-5/8"
92mm
Ø HOLE

1.59"
40.39mm

3.097"
78.67mm

0.77"
19.56mm

3.00"
76.20mm

3.85"
97.79mm

3.00"
76.20mm

3.85"
97.79mm

REAR 
PANEL 

MOUNT IN 
3-5/8"
92mm
Ø HOLE

1.59"
40.39mm

3.097"
78.67mm

0.77"
19.56mm

For the full list of specifications and operation diagrams see pages 38-39
For the wiring schematics for typical applications see pages 164-165

Part # 3000, 3001 3002, 3003, 11003

Cranking Rating: 30 sec. 1,750A 1,600A

Intermittent Rating: 5 min. 900A 700A

Continuous Rating 600A 500A

Voltage Max. Operating 32V DC 32V DC

Regulatory
CE marked, ISO 8846, UL Listed – UL 1107 electric power switches  
Meets American Boat and Yacht Council (ABYC) requirements 
Meets UL 1500 and SAE J1171 external ignition protection requirements 
IP66 – protected against powerful water jets (see inside back cover)
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SeaForce IX builds 
custom sport fishing and 
cruising yachts which 
rely on Blue Sea Systems 
HD Heavy Duty Battery 
Switches for battery 
management in the 
engine room.
 

3000, 3001* 

Single Circuit ON-OFF
Switches a single battery to a single load group

3002, 3003*

Selector 4 Position
Switches isolated battery banks to all loads or  
combines battery banks to all loads

11003*

Selector 3 Position
Switches isolated battery banks to all loads

ON-OFF 

SELECTOR

COMMONCOMMON

BATTERY

COMMON

BATTERY 2BATTERY 1

* Includes Alternator Field Disconnect (AFD) 

3000

3001

3002

3003

11003

HD-Series Connections 
3000 and 3001 HD-Series ON-OFF battery switches have 
three studs; one stud for the battery connections and two studs 
for the common load terminations. 

3002 and 3003 HD-Series Selector battery switches also have 
three studs; but the configuration is different with one stud for 
Battery 1, one stud for Battery 2, and one stud for the common 
load terminations.

3000 and 3001 Connections

3002, 3003, and 11003 Connections
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* Alternator Field Disconnect (AFD) protects the diodes in the alternator in the event of the switch being switched to the OFF position while the engine is running. If the AFD is not used to  
 protect the alternator, an LED can be connected to the AFD terminals to indicate when the battery switch is in any position but OFF.
‡ Reducing cable size will reduce current rating

Switch Type Single Circuit ON-OFF Selector 3 Position Selector 4 Position Dual Circuit™ Dual Circuit Plus™

Function Switches a single battery 
to a single load group

Switches either isolated battery 
bank to loads

Switches isolated battery banks to all loads or 
combines battery banks to all loads

Simultaneously switches two
isolated battery banks

Simultaneously switches two isolated battery 
banks or combines battery banks to all loads

Switch Family m-Series -Series HD-Series m-Series -Series HD-Series m-Series -Series HD-Series m-Series -Series m-Series -Series

Part # 6004 6005  6006  9003E, 9004E*  3000, 3001* 6008 11001 11003 6007 9001E, 9002E* 3002, 3003* 6010 5510E 6011 5511E

Page Number 32 34 36 32 34 36 32 34 36 32 34 32 34

Battery Inputs 1 2 2 2 2 2

Switch Positions 2 3 3 4 2 3

Battery Combine –– –– –– Yes –– Yes

Make Before 
Break Contact N/A N/A N/A N/A Yes –– Yes

Cranking Rating
(30 sec.) 900A 1,200A 1,750A 900A 1,200A 1,600A 900A 1,200A 1,600A 675A per circuit 700A per circuit 675A per circuit 700A per circuit

Intermittent 
Rating (5 min.) 500A 600A 900A 500A 600A 700A 500A 600A 700A 450A per circuit 525A per circuit 450A per circuit 525A per circuit

Continuous Rating 300A 350A 600A 300A 350A 500A 300A 350A 500A 300A per circuit 350A per circuit 300A per circuit 350A per circuit

Voltage Maximum 
Operating 48V DC 48V DC 32V DC 32V DC 32V DC 32V DC 32V DC 32V DC

Width in (mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm)

Height in (mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm)

Mounting Centers 2.18" (55 mm) 3.00" (76 mm) 2.18" (55 mm) 3.00" (76 mm) 2.18" (55 mm) 3.00" (76 mm) 2.18" (55 mm) 3.00" (76 mm) 2.18" (55 mm) 3.00" (76 mm)

Mounting  
Hardware #10 (M5) Screws 1/4" (M6) Screws #10 (M5) Screws 1/4" (M6) Screws #10 (M5) Screws 1/4" (M6) Screws #10 (M5) Screws 1/4" (M6) Screws #10 (M5) Screws 1/4" (M6) Screws

Terminal Stud Size 3/8"-16 (M10) 1/2" (M12) 3/8"-16 (M10) 3/8"-16 (M10) 1/2" (M12) 3/8"-16 (M10) 3/8"-16 (M10) 1/2" (M12) 3/8"-16 (M10) 3/8"-16 (M10)

Terminal Stud 
Length 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm)

Max. Terminal 
Stud Torque

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

220 in-lb 
(24.86 N-m)

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

220 in-lb 
(24.86 N-m)

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

220 in-lb 
(24.86 N-m)

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

Terminal Stud 
Material Tin-plated copper Tin-plated copper Tin-plated copper Tin-plated copper Tin-plated copper

Cable Size to 
Meet Ratings ‡ 4/0 AWG (120 mm²) 4/0 AWG (120 mm²) 4/0 AWG (120 mm²) 4/0 AWG (120 mm²) 4/0 AWG (120 mm²)

Cable Clearance 
for 4/0 Cables 1.12" (28.4 mm) 1.10" (27.9 mm) 1.12" 

(28.4 mm) 1.10" (27.9 mm) 1.12" (28.4 mm) 1.10" (27.9 mm) 1.12" (28.4 mm) 1.10" (27.9 mm) 1.12" (28.4 mm) 1.10" (27.9 mm)

Ignition Protected UL 1500, SAE J1171 UL 1500, SAE J1171 UL 1500, SAE J1171 UL 1500, SAE J1171 UL 1500, SAE J1171

Ingress Protected IP66 - protected against powerful water jets IP66 - protected against powerful water jets IP66 - protected against powerful water jets IP66 - protected against powerful water jets IP66 - protected against powerful water jets

These diagrams 
are intended 
for reference of 
how the switches 
operate and 
are not wiring 
diagrams. Consult 
an ABYC certified 
marine electrical 
professional for 
system design and 
circuit protection.

Manual Battery Switch Specification Table

Switch set to ON Switch set to 1 

Switch set to 2

With Lockout
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Switch Type Single Circuit ON-OFF Selector 3 Position Selector 4 Position Dual Circuit™ Dual Circuit Plus™

Function Switches a single battery 
to a single load group

Switches either isolated battery 
bank to loads

Switches isolated battery banks to all loads or 
combines battery banks to all loads

Simultaneously switches two
isolated battery banks

Simultaneously switches two isolated battery 
banks or combines battery banks to all loads

Switch Family m-Series -Series HD-Series m-Series -Series HD-Series m-Series -Series HD-Series m-Series -Series m-Series -Series

Part # 6004 6005  6006  9003E, 9004E*  3000, 3001* 6008 11001 11003 6007 9001E, 9002E* 3002, 3003* 6010 5510E 6011 5511E

Page Number 32 34 36 32 34 36 32 34 36 32 34 32 34

Battery Inputs 1 2 2 2 2 2

Switch Positions 2 3 3 4 2 3

Battery Combine –– –– –– Yes –– Yes

Make Before 
Break Contact N/A N/A N/A N/A Yes –– Yes

Cranking Rating
(30 sec.) 900A 1,200A 1,750A 900A 1,200A 1,600A 900A 1,200A 1,600A 675A per circuit 700A per circuit 675A per circuit 700A per circuit

Intermittent 
Rating (5 min.) 500A 600A 900A 500A 600A 700A 500A 600A 700A 450A per circuit 525A per circuit 450A per circuit 525A per circuit

Continuous Rating 300A 350A 600A 300A 350A 500A 300A 350A 500A 300A per circuit 350A per circuit 300A per circuit 350A per circuit

Voltage Maximum 
Operating 48V DC 48V DC 32V DC 32V DC 32V DC 32V DC 32V DC 32V DC

Width in (mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm)

Height in (mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm) 2.83" (72 mm) 3.85" (98 mm)

Mounting Centers 2.18" (55 mm) 3.00" (76 mm) 2.18" (55 mm) 3.00" (76 mm) 2.18" (55 mm) 3.00" (76 mm) 2.18" (55 mm) 3.00" (76 mm) 2.18" (55 mm) 3.00" (76 mm)

Mounting  
Hardware #10 (M5) Screws 1/4" (M6) Screws #10 (M5) Screws 1/4" (M6) Screws #10 (M5) Screws 1/4" (M6) Screws #10 (M5) Screws 1/4" (M6) Screws #10 (M5) Screws 1/4" (M6) Screws

Terminal Stud Size 3/8"-16 (M10) 1/2" (M12) 3/8"-16 (M10) 3/8"-16 (M10) 1/2" (M12) 3/8"-16 (M10) 3/8"-16 (M10) 1/2" (M12) 3/8"-16 (M10) 3/8"-16 (M10)

Terminal Stud 
Length 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm)

Max. Terminal 
Stud Torque

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

220 in-lb 
(24.86 N-m)

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

220 in-lb 
(24.86 N-m)

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

220 in-lb 
(24.86 N-m)

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

120 in-lb 
(13.56 N-m)

140 in-lb 
(15.82 N-m)

Terminal Stud 
Material Tin-plated copper Tin-plated copper Tin-plated copper Tin-plated copper Tin-plated copper

Cable Size to 
Meet Ratings ‡ 4/0 AWG (120 mm²) 4/0 AWG (120 mm²) 4/0 AWG (120 mm²) 4/0 AWG (120 mm²) 4/0 AWG (120 mm²)

Cable Clearance 
for 4/0 Cables 1.12" (28.4 mm) 1.10" (27.9 mm) 1.12" 

(28.4 mm) 1.10" (27.9 mm) 1.12" (28.4 mm) 1.10" (27.9 mm) 1.12" (28.4 mm) 1.10" (27.9 mm) 1.12" (28.4 mm) 1.10" (27.9 mm)

Ignition Protected UL 1500, SAE J1171 UL 1500, SAE J1171 UL 1500, SAE J1171 UL 1500, SAE J1171 UL 1500, SAE J1171

Ingress Protected IP66 - protected against powerful water jets IP66 - protected against powerful water jets IP66 - protected against powerful water jets IP66 - protected against powerful water jets IP66 - protected against powerful water jets

These diagrams 
are intended 
for reference of 
how the switches 
operate and 
are not wiring 
diagrams. Consult 
an ABYC certified 
marine electrical 
professional for 
system design and 
circuit protection. Switch set to 1 Switch set to 2

Switch set to 1+2

Switch set to ON 

Switch set to COMBINE BATTERIES

Switch set to ON 
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• Isolates the Start circuit from the House circuit
• Allows emergency cross connect between isolated battery banks
• Protects electronics from sags and spikes caused by engine cranking

Regulatory
Meets UL 1500 and SAE J1171 external ignition protection requirements

Battery Management Panels
Easily manage multiple battery bank systems

Related Products

m-ACR 
page 34

SI-ACR 
page 34

Part # 1408 8686 8690
Description Dual Battery Bank - 360 Panel Dual Battery Bank - Traditional Metal Panel Dual Battery Bank - Traditional Metal Panel

Nominal Voltage 12V DC 12V / 24V DC 12V / 24V DC

24-hour circuits 3 unswitched 2 unswitched  2 unswitched

Circuit Breakers 1 × C-Series Flat Rocker, MAIN 100A
3 ×  Push Button Reset-Only, BRANCH 15A

1 × C-Series Flat Rocker, MAIN 100A
2 × Push Button Reset-Only, BRANCH 15A
Spare apertures for additional Flat Rocker

or Push Button Reset-Only

1 × C-Series Flat Rocker, MAIN 100A
2 × Push Button Reset-Only, BRANCH 15A
Spare apertures for additional Flat Rocker

or Push Button Reset-Only

Battery Switch M-Series, 6011200 M-Series, 6011 E-Series, 5511E

Width x Height in (mm) 4.88 (123.83) × 7.75 (196.85) 4.50 (114.30) × 7.50 (190.50) 5.25 (133.35) × 8.00 (203.20)

Depth in (mm) 3.50 (88.90) 3.25 (82.55) 3.00 (76.20)

LEDs ON Indicating LEDs in all circuits ON Indicating LEDs in all circuits ON Indicating LEDs in all circuits

Labels Included Square Format Label Set 4218 24-hour Round Label Set
Square Format Label Set 4218

24-hour Round Label Set
Square Format Label Set 4218

Part # 8280 8080
Description Dual Battery Bank-Traditional Metal Panel Dual Battery Bank-Traditional Metal Panel

Voltage Max. Operating 48V DC 48V DC

Circuit Breakers -- 1 × C-Series Flat Rocker, MAIN 100A

Battery Switch 3 × M-Series, 6006 2 × M-Series, 6006

Width x Height in (mm) 6.25 (158.75) × 7.50 (190.50) 5.25 (133.35) × 6.50 (165.10)

Depth in (mm) 2.25 (57.15) 3.00 (76.20)

Labels Included Square Format Label Set 4218 Square Format Label Set 4218

Part # 1494 8689 8693
Description Mini Add-A-Battery - 360 Panel Triple Battery Bank - Traditional Metal Panel Triple Battery Bank - Traditional Metal Panel

Nominal Voltage 12V DC 12V / 24V DC 12V / 24V DC

24-hour circuits -- 3 unswitched  4 unswitched

Circuit Breakers --

1 × C-Series Flat Rocker, MAIN 100A
3 × Push Button Reset-Only, BRANCH 15ASpare 

apertures for additional Flat Rocker
or Push Button Reset-Only

1 × C-Series Flat Rocker, MAIN 100A
4 × Push Button Reset-Only, BRANCH 15A
Spare apertures for additional Flat Rocker

or Push Button Reset-Only

Battery Switch M-Series, 6011 2 × M-Series, 6011 2 × E-Series, 5511E

Automatic Charging Relay M-ACR, 7601 -- --

Width x Height in (mm) 4.88 (123.83) × 7.75 (196.85) 7.25 (184.15) × 8.00 (203.20) 10.50 (266.70) × 8.00 (203.20)

Depth in (mm) 3.25 (82.55) 3.25 (82.55) 3.50 (88.90)

LEDs -- ON Indicating LEDs in all circuits ON Indicating LEDs in all circuits

Labels Included -- 24-hour Round Label Set
Square Format Label Set 4218

24-hour Round Label Set
Square Format Label Set 4218

EXPANDED
OFFERING
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L-Series Solenoid Switches 
150A or 250A switches are remotely activated  
using a low amp switch and smaller gauge wire
• Continuous duty, SPST - Normally Open
• Hermetically sealed contacts
• Activated by a remote ON–OFF switch 8230 (sold separately) p. 94
• Coil control circuit minimizes heating and amperage draw

ON-OFF Switch 8230 
page 94

Related Product

For the full list of specifications see page 54

Solenoid vs Remote Battery Switch 
Solenoid: An electronic switch with no manual control, for 
circuits where a manual battery disconnect is offered elsewhere 
in the circuit.

Remote Battery Switch: A solenoid or relay with a manual 
control switch allowing for switching if control circuit is 
compromised and for service lockout.

Wire Size Cranking 
30 sec.

Intermittent 
5 min. 

Continuous
(UL 1107)

1/0 AWG 900A 275A 250A

2/0 AWG (70 mm²) 1000A 400A 300A

2× 2/0 AWG (2× 70 mm²) 1,450A 600A 450A

9012 Wire Size and Current Ratings (50°C Ambient)

EXPANDED
OFFERING

Part # 7765 9012

Description 150A L-Series Solenoid Switch 250A L Series Solenoid Switch

Operating Temperature –40°C to +85°C –55°C to +85°C

Coil Circuit Connection 22 AWG Tinned Wire 20 AWG Tinned Wire

Voltage Nominal 12/24V DC 12/24V DC

Coil Function Normally Open Normally Open

Operating Current Changing State: 3.8A 3.6A

Operating Current Continuous: 0.13A @ 12V, 0.07A @ 24V 0.13A @ 12V, 0.07A @ 24V

Voltage Input 9V-36V DC 9V-36V DC

Mounting Screws #10 or M5 #10 or M5

Mounting Screw Torque 15-30 in-lb (1.7-3.4 Nm) 15-35 in-lb (1.7-4 Nm)

Weight 0.95 lb (0.43 kg) 0.9 lb (0.41 kg)

Contact Rating:

Continuous Rating 150A 250A (1/0 AWG Cable in 50°C ambient)

Cranking Rating (30 sec.) -- 1000A (1/0 AWG Cable in 50°C ambient)

Voltage Maximum 900V DC 800V DC

Regulatory
CE marked 
IP67-protected against immersion up to 1 meter for 30 minutes (see inside back cover) 
9012 ONLY - Ignition protected - ISO 8846 and SAE J1171 
9012 ONLY - UL Certified - UL 508 Industrial Control Equipment

7765 

9012 
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• Status light provides warning of low voltage state  
prior to disconnect

• Alarm output for audible warning of low voltage state prior to 
disconnect (optional alarm required)

• One-piece stainless flange nuts for safe and secure connections
• Remote Control Switch functions: 

- Adjusts disconnect voltage 
- Temporarily delays circuit disconnect for 10 minutes 
- Temporarily disconnects circuits until voltage rises 
- Silences alarm (optional alarm required)

• Retail package includes Remote Control Contura  
Switch 7928 (p. 95)

Related Products

Remote Control 
Contura Switch
included in 
retail package

LEDs 
page 155

m-LVD Low Voltage Disconnect
Senses low battery voltage and disconnects 
non-critical loads, saving power to start engine

Floyd Bell Turbo  
Series Alarm  

page 154

System Diagram

Low Voltage  
Disconnect Switch 

page 94

Part # Description
7635  m-LVD Low Voltage Disconnect

For the full list of specifications see page 55

bluesea.com/video

StereoStereo

BatteryBattery

ML-Series Solenoid Switches
500A magnetic latching solenoid provides switching 
under load where manual control is not required

Remote Control 
Contura Switch
included in 
retail package

Wire Size and Current Ratings

Duetch DTM Cable End now 
offered for both retail and bulk 
units. Other connector plugs 
are available for high volume 
OEM applications.

Paralleling Link Bus 
page 45 (see table)

Remote Control  
Contura Switches  

page 95

• Silver alloy contacts provide high 
reliability for switching live loads

• LED output to remotely indicate switch 
state - requires optional LED (p. 155) or 
Remote Control Contura Switch with  
integrated LED (included in retail package)

• 3/8"-16 tin-plated copper studs for maximum 
conductivity and corrosion resistance

• One-piece stainless flange nuts for safe 
and secure connections

• Label recesses for circuit identification
• Retail package includes Remote Control Contura Switch (p. 95)

Related Products

LEDs 
page 155

Wire Size Cranking 
30 sec. 

Intermittent 
5 min. 

Continuous
(UL 1107)

2/0 AWG (70 mm²) 1,000A 400A 225A

4/0 AWG (120 mm²) 1,100A 400A 300A

2× 4/0 AWG (2x 120 mm²) 1,450A 700A 500A

For the full list of specifications see page 54

For the dimensioned drawing see page 45

7701

Part # Contact
Voltage 

Control
Voltage Control Signal Cable End

7701 0-64V 9-16V 12V Momentary Stripped Wire
7701100 0-64V 9-16V 12V Momentary Deutsch DTM
7703 0-64V 18-32V 24V Momentary Stripped Wire
7703100 0-64V 18-32V 24V Momentary Deutsch DTM
7718 9-16V 9-16V 12V Continuous Stripped Wire
7718100 9-16V 9-16V 12V Continuous Deutsch DTM
7719 18-32V 18-32V 24V Continuous Stripped Wire
7719100 18-32V 18-32V 24V Continuous Deutsch DTM

Stud Mount Insulators 
page 110

Regulatory
CE marked, meets ISO 8846 and SAE J1171 external ignition protection requirements 
IP66 - protected against powerful water jets (see inside back cover)

Intermittent Rating: 5 min. 115A

Continuous Rating 65A

Nominal Voltage 12V DC

Cable Size (to meet current ratings) 6 AWG (16mm²)

Terminal Stud Size 1/4"-20 (M6)

Disconnect Voltage 11.3V–12.1V Adjustable

Reconnect Voltage 13V DC

Regulatory
Meets ISO 8846 and SAE J1171 external ignition protection requirements

EXPANDED
OFFERING
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Automatic Timer Disconnect (ATD)
Select from 4 methods to manage your batteries: Timer Disconnect, 
Low Voltage Disconnect, Automatic Charging Relay, or Solenoid
Timer Disconnect
• 12V signal triggers relay to connect battery power to devices 
• When signal is removed the timer is activated and will disconnect 

devices after a preset time
• Timer ranges from 15 minutes to 4 hours
• Optional charge sense can be used instead of 12V signal to reduce wiring
• Test mode disconnects devices after 5 seconds to confirm relay and timer 

are operational

Low Voltage Disconnect
• Senses low battery voltage and automatically disconnects devices to save power
• Adjustable voltage setting at 11.0V, 11.5V, or 12.0V
• Low voltage setting can be used in conjunction with timer disconnect
•  Low voltage will disconnect devices prior to preset time to preserve battery power

Automatic Charging Relay
• Automatically combines two battery banks for charging off a single 

charging source (i.e. alternator)
• Isolates batteries when charging source is not present or discharging
• Single side sensing design only monitors the voltage of the start battery
• Ideal for auxiliary batteries that are AGM or larger than the start battery

Solenoid
• 12V signal will connect or disconnect relay without any time delay

Part # Description
7615 Automatic Timer Disconnect

0.97"
24.61mm

2.55"  64.77mm
3.31"  84.14mm

2.56"
65.09mm

4 MOUNTING HOLES FOR 
#8 OR M4 SCREWS

1.86"
47.12mm

3/8"-16
M10
STUD

0.90"  
22.86mm 0.81"  

20.45mm
3.89"  98.71mm

1.98"
50.29mm

3.50"
88.96mm

Related Products

MRBF Terminal  
Fuse Blocks 

page 70

For the full list of specifications see page 55

LEDs 
page 155

Nominal Voltage 12V DC

Input Voltage Range 9.5–16V

Continuous Rating 120A

Intermittent Rating: 5 min. 210A

Amperage Operating Current (Combine) 175mA

Amperage Operating Current (Open) 4mA

Cable Size (to meet current ratings) 1 AWG (50mm²)

Maximum Cable Size 1/0 AWG (50mm²)

Terminal Stud Size 3/8"-16 (M10)

Terminal Stud Torque 140 in-lb (15.82Nm)

Time Range 15 Minutes – 4 Hours

Regulatory
CE marked, Meets ISO 8846 and SAE J1171 external ignition protection requirements 
IP67-protected against immersion up to 1 meter for 30 minutes (see inside back cover)
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Remote Battery Switches
A Remote Battery Switch (RBS) is a 500A relay and remote 
control switch connected by small gauge single wire. High amperage 
switching is achieved with the relay mounted next to the batteries 
and controlled either manually by a switch on the remote battery 
switch or by the remote switch mounted in an accessible location. 
Read the TECH Tip, Solenoid vs Remote Battery Switch RBS Explained 
on page 41.

The installed cost of a remote battery compared to manual battery 
switch may not be that different. The cost savings from eliminating 
long runs of expensive large gauge battery cables and replacing 
them with light gauge control wires can often offset the cost of a 
remote battery switch.

Engine

Engine

House
Battery

Start
Battery

House
Battery

Start
Battery

4 Position Selector Switch

ML-Series Remote Battery Switches and 
Automatic Charging Relay

Remote Battery Management with small control wire  
(5' of 4/0 AWG Cable)
• Minimizes cable run and voltage drop
• Maximizes power to engine
• Reduces weight
• Saves money

Traditional Battery Switch (40' of 4/0 AWG Cable)
• Long runs of large cable create voltage drop
• Decreased power to engine
• Increases weight
• More expensive

Mastervolt Lithium Ion Battery System 
Mastervolt utilizes Blue Sea Systems ML Remote Battery Switches 
(ML-RBS) on their Lithium Ion Battery systems. The advanced 
Lithium Ion Batteries have a built in Battery Management System 
(BMS) with active cell balancing. The ML-RBS is utilized for its rapid 
ability to disconnect the batteries under full load. At any time 
the Mastervolt BMS can trigger the ML-RBS to safely disconnect 
the batteries. Once the system is restored the ML-RBS can be 
re-connected for quick operation. The latching operation of the 
ML-RBS means that no amperage is consumed during an open 
or closed state, which further prolongs the available power in the 
Lithium Ion Batteries. The override knob allows the ML-RBS to be 
manually disconnected for safe servicing of the battery system. With 
a rating of 500A continuous, the ML-RBS pairs perfectly with all of 
the Mastervolt Lithium Ion Batteries.

ML-Series
Remote 
Battery 
Switch 
7700
7702

Class T  
Fuse Block

House Loads
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ML-Series Remote Battery Switches
500A magnetic latching switch provides high amperage switching  
under load, manually or from remote locations
• Silver alloy contacts provide high reliability for switching live loads
• LED output to remotely indicate switch state - requires optional LED (p. 155) 

or Remote Control Contura Switch with integrated LED (included in retail package)
• 3/8"-16 tin-plated copper studs for maximum conductivity and corrosion resistance
• One-piece stainless flange nuts ensure safe and secure connections
• Label recesses for circuit identification
• Retail package includes a Remote Control Contura Switch (p. 95)

Part # Contact
Voltage

Control
Voltage Signal Voltage Cable End

7700 0-64V 9-16V 12V Momentary Stripped Wire
7700100 0-64V 9-16V 12V Momentary Deutsch DTM
7702 0-64V 18-32V 24V Momentary Stripped Wire
7702100 0-64V 18-32V 24V Momentary Deutsch DTM
7713 9-16V 9-16V 12V Continuous Stripped Wire
7713100 9-16V 9-16V 12V Continuous Deutsch DTM
7717 18-32V 18-32V 24V Continuous Stripped Wire
7717100 18-32V 18-32V 24V Continuous Deutsch DTM
9160 Paralleling link bus

Duetch DTM Cable End now 
offered for both retail and 
bulk units. Other connector 
plugs are available for high 
volume OEM applications.

7700

Remote Control 
Contura Switch
included in 
retail package

Paralleling Link Bus
9160 see table

ML-Series ACR 
page 53

Remote Control 
Switch 360 Panels 

page 96

LEDs 
page 155

7713

Wire Size and Current Ratings

3.0"  76.20mm

5.47"  
138.94mm

4.50"  
114.30mm

3.75"  95.25mm 2.03"  
51.56mm

1.90"  
48.26mm

1.03"  
26.16mm

For the full list of specifications see page page 54

Wire Size Cranking 
30 sec. 

Intermittent 
5 min. 

Continuous 
(UL 1107)

2/0 AWG (70 mm²) 1,000A 400A 225A

4/0 AWG (120 mm²) 1,100A 400A 300A

2× 4/0 AWG (2x 120 mm²) 1,450A 700A 500A

Related Products

Stud Mount Insulators 
page 110

ML-Series Solenoid & RBS Update
A number of ML-Series Solenoids and Remote Battery 
Switches are now rated to 64V DC, making them 
ideal for use in 36V DC and 48V DC nominally-rated 
systems. The new 64V DC rating applies only to the 
contact voltage, while maintaining the existing 12V DC 
or 24V DC signal voltage, making them ideal for use in 
multi-voltage systems like solar or golf-carts. The new 
higher voltage rating was tested to 2,000 live-switching 
cycles at maximum operating voltage per UL 1107 
requirements.

Terminal Stud Size 3/8"-16 (M10)

Maximum Terminal Stud Torque 140 in-lb (15.8 N•m)

Cable Size (to meet current ratings) 4/0 AWG (120mm²)

Terminal Ring Diameter Clearance 1.12" (28.4 mm)

Regulatory
CE marked, meets ISO 8846 and SAE J1171 external ignition protection requirements 
IP66 - protected against powerful water jets (see inside back cover)
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Automatic Charging Relays 
In a boat or vehicle with two battery banks, it is useful to be able to 
charge both banks while underway. Charge management devices allow two 
battery banks to be charged from a single source, such as an alternator, but 
keep batteries isolated when not charging. If one battery becomes depleted, 
there will be a charged bank available for emergency starting.

There are two types of charge management devices used on boats:
Automatic Charging Relays (ACR) use a relay combined with a voltage 
sensing circuit. When a charge is being applied to a battery and the voltage 
rises over 13V DC, the relay closes and combines the two batteries. When 
the charge is taken away or the load on the battery is greater than the 
charging input causing the voltage to drop to 12.75V DC, the relay opens 
and isolates the two batteries. 

Battery Isolators are one-way electrical check valves that allow current to 
flow to, but not from, the battery. Their disadvantage is that they use  
diodes, which cause a voltage drop that consumes charging energy, creates 
heat, and causes batteries to be undercharged. Although alternators with  
external voltage sensing can correct for undercharging, voltage drop and 
heat remain a problem.

Zero Drop Isolators have more recently been developed to address the 
voltage drop issue of the traditional isolator but often have a higher price 
than either of the other two options mentioned above. 

Back Cove Yachts installs 
the SI ACR as original 
equipment aboard their 
yachts, including the 
Back Cove 37.

Automatic Charging Relay Operation

1. ACR relay is open and batteries are isolated. Voltage begins to   
 rise slowly after engine starts or battery charger is turned on.
2. When voltage rises to COMBINE voltage 13.0V in this example, 
 ACR relay closes, connecting and charging both batteries.
3. When engine stops or battery charger is turned off, voltage   
 rapidly begins falling.
4.  When voltage falls to ISOLATE voltage 12.75 in this example
 ACR relay opens, isolating batteries while discharging.

Automatic Charging Relay vs. Battery Isolator

Battery Isolator
.6V Drop - Batteries Under Charged

Automatic Charging Relay
 A lower voltage drop replacement for battery isolators

.05V Drop - Batteries Fully Charged

An ACR passes the current from one battery to the other

An isolator splits the current

Intro to Automatic Charging Relays

Engine
Alternator

Battery 1 Battery 2

Engine
Alternator

Battery 1 Battery 2
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Selection Chart  

P R E S E T  A C R  S E T T I N G S

Combine Voltage
- Charge present and loads do not exceed charge input
- Voltage of either battery is ≥13.0V for 2 min.
- Relay will close, combining batteries
- Combined batteries share charge

P R O D U C T  F E A T U R E S

Manual Override
Manual override knob provides an added level of safely 
allowing manual control of ON-OFF

7601 7611 7610 7620 7622

ACR

ACR

ACR

ACR

ACR

ACR

ACR ACR

≥13.0V
for 2 min.

Start Auxiliary

Start Auxiliary

Start Auxiliary

Start Auxiliary

Start Auxiliary

Start Auxiliary

Eng. 1 Start Auxiliary Eng. 2 Start

≤12.75V
for 30 sec.

≤12.75V
for 30 sec.

≥13.0V
for 2 min.

≤9.5V

≤12.25V
for 30 sec.

≤12.25V
for 30 sec.

1. Select an ACR that has a CONTINUOUS rating above the  
 maximum alternator output rating and an INTERMITTENT  
 rating that is above the largest load on the auxiliary battery.  

2. Review the PRESET ACR SETTINGS

3. Select the ACR with the desired
 PRODUCT FEATURES 65A 120A 120A 500A 500A

≥13.0V
for 2 min.

Open Voltage
- No charge present or loads exceed charge input
- Combine voltage is ≤12.75V for 30 sec.
- Relay will open, isolating batteries
- Isolated batteries do not share charge

Under Voltage Lockout
- Charge may or may not be present
- Voltage of either battery is ≤9.5V (ML-ACR 9.6V)
- Relay will not close even with charge on other 
 battery, protecting ACR and wiring from high 
 surge current
- Isolated batteries do not share charge

Auxiliary Battery Priority (optional)
Condition: Engine running
-  Open voltage is lowered to 12.25V from 12.75V  
-  Relay remains closed longer, combining  
 batteries, to allow use of auxiliary loads for 
 a longer period of time

Start Isolation (optional)
Condition: Engine starting
- Relay is open, isolating batteries
- Batteries are isolated to protect sensitive  
 electronics from voltage sags and spikes 

Start Assist
Condition: Engine starting – (Press Contura Switch)
- Relay is closed, combining batteries
- Batteries are combined to share power in the 
 event of a low start battery

Engine Isolation
Condition: Two engines are running
- One relay is open and one relay is closed
- Engine 1 Start and Engine 2 Start batteries are  
 isolated to protect engine electronics
 - If requested by engine manufacturer

PN
CONTINUOUS
INTERMITTENT 115A 210A 210A 700A 700A

Choose the right Automatic Charging Relay for your application
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Related Products

m-ACR Automatic Charging Relay
with optional Start Isolation
Automatically combines batteries during charging, isolates batteries when 
discharging and when starting engines
• 65 Amp continuous rating 
• 12V/24V DC auto ranging voltage input
• Senses charging on two battery banks
• Case design allows surface, rear, or front panel mounting options
• Snap-on cover insulates terminal connections
• One-piece stainless flange nuts ensure safe and secure connections
• Integrated LED indicates ACR states
• Quick connect terminals for ground and start isolation
• Optional Start Isolation allows temporary isolation of House loads from Engine circuit 

during engine cranking to protect sensitive electronics from sags and spikes

Part # Description
7601 m-ACR Automatic Charging Relay

Rear

Surface

Front

Mini Add-A-Battery 
page 50

m-Series Battery Switch 
page 32

WeatherDeck OFF-ON 
Toggle Switch  

page 98

Mounting OptionsMounting Options

Side - with cover Side - no cover

2.57" 
(65.2mm)

1.21" 
(30.7mm)

.84" 
(21.4mm)

1.02" 
(25.8mm)

1/4"
(20mm)

.44" 
(11.1mm)

STUD
HEIGHT

1.35" 
(34.3mm) .39" 

(10mm)

REAR PANEL
MOUNT IN
Ø2 5/16" 
(59mm)
HOLE

2.85" (72.3mm)

MOUNTING CENTER

Front

2.18" (55.2mm)

MOUNTING 
CENTER

2.18" 
(55.2mm)2.85" 

(72.3mm)

Back - no cover

1.84" 
(46.7mm)

FRONT PANEL
MOUNT IN 

Ø2 5/8" (67mm)
HOLE WITH
MAX PANEL
THICKNESS
5/16" (8mm)

.38" 
(9.7mm)

.13" 
(3.2mm)

For the full list of specifications see page page 55

MRBF Terminal 
Fuse Blocks  

page 70

bluesea.com/video

Intermittent Rating: 5 min. 115A

Continuous Rating 65A

Amperage Operating Current (Combine) 90mA

Amperage Operating Current (Open) 15mA

Nominal Voltage 12V / 24V DC

Cable Size (to meet current ratings) 6 AWG (16mm²)

Maximum Cable Size 1/0 AWG (50mm²)

Terminal Stud Size 1/4"-20 (M6)

Terminal Stud Length 7/16" (11 mm)

Relay Contact Position 12V DC 24V DC

Combine (30 sec.) 13.6V DC 27.2V DC

Combine (2 min.) 13.0V DC 26.0V DC

Open (10 sec.) 12.35V DC 24.7V DC

Open (30 sec.) 12.75V DC 25.5V DC

Over Voltage Lockout 16.0V DC --

Under Voltage Lockout 9.5V DC 19.0V DC

Under Voltage Recovery 10.0V DC 20.0V DC

Regulatory
CE marked, ISO 8846, meets SAE J1171 external ignition  
protection requirements 
IP67 - protected against immersion up to 1 meter for 30 minutes  
(see inside back cover)

Mini Add-A-Battery 
360 Panel  
page 40
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Part # Description
7610 SI-ACR Automatic Charging Relay

SI-ACR Automatic Charging Relay
with optional Start Isolation
Automatically combines batteries during charging, isolates 
batteries when discharging and when starting engines
• 120A continuous rating to support high output alternators
• 12V/24V DC auto ranging voltage input
• Senses charging on two battery banks
• Side and bottom knockouts for cable connections
• Clip-on cover insulates terminal connections
• Studs accept multiple cable terminals
• One-piece stainless flange nuts ensure safe and secure connections
• Integrated LED indicates ACR status
• Quick connect terminals for ground and optional features
• Optional Start Isolation allows temporary isolation of House loads from Engine 

circuit during engine cranking to protect sensitive electronics from sags and spikes
• Remote LED indicates ACR states - requires optional LED (p. 155)

cover off

Related Products

Add-A-Battery 
page 50

e-Series Battery Switch 
page 34

WeatherDeck OFF-ON 
Toggle Switch  

page 98

MRBF Terminal 
Fuse Blocks  

page 70

LEDs 
page 155

bluesea.com/video

For the full list of specifications see page page 55
For the dimensioned drawing see page page 43

Intermittent Rating: 5 min. 210A

Continuous Rating 120A

Amperage Operating Current (Combine) 175mA

Amperage Operating Current (Open) 15mA

Nominal Voltage 12V / 24V DC

Cable Size (to meet current ratings) 1 AWG (50mm²)

Maximum Cable Size 1/0 AWG (50mm²)

Terminal Stud Size 3/8"-16 (M10)

Relay Contact Position 12V DC 24V DC

Combine (30 sec.) 13.6V DC 27.2V DC

Combine (2 min.) 13.0V DC 26.0V DC

Open (10 sec.) 12.35V DC 24.7V DC

Open (30 sec.) 12.75V DC 25.5V DC

Over Voltage Lockout 16.0V DC 30.0V DC

Under Voltage Lockout 9.5V DC 19.0V DC

Under Voltage Recovery 10.0V DC 20.0V DC

Regulatory
CE marked, ISO 8846, meets UL 1500 and SAE J1171 external ignition  
protection requirements 
IP67 - protected against immersion up to 1 meter for 30 minutes  
(see inside back cover)
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Part # Description Retail Package

7649 Mini Add-A-Battery Kit Clam

7649003 Mini Add-A-Battery Kit Box

Mini Add-A-Battery Kit
Simplifies switching and automates charging for a 65A, 
two battery bank solution for outboard powered boats
• For alternators up to 65A
• Includes the m-Series Dual Circuit Plus Battery Switch 6011 (p. 32) 

and the m-ACR Automatic Charging Relay 7601 (p. 48)

m-Series Dual Circuit Plus™ Battery Switch
• Switches two battery banks simultaneously while maintaining 

battery bank isolation
• Can combine two battery banks in the event of a low start battery
• IP66 - protected against powerful water jets (see inside back cover)

m-ACR Automatic Charging Relay
• Automatically combines battery banks when charging and 

isolates when discharging
• Start isolation protects sensitive electronics 
• Dual Sensing senses charge on two battery banks
• IP67 - protected against immersion up to 1 meter for 30 minutes 

(see inside back cover)

7650

e-Series 
Battery Switch 

page 34

SI-ACR 
page 49

WeatherDeck OFF-ON  
Toggle Switch 

page 98

Related ProductsRelated Products

7649

m-ACR 
page 48

m-Series   
Battery Switch 

page 32

WeatherDeck 
OFF-ON  

Toggle Switch page 98

MRBF Terminal  
Fuse Blocks  

page 70

Part # Description Retail Package
7650 Add-A-Battery Kit Clam

7650003 Add-A-Battery Kit Box

Add-A-Battery Kit
Simplifies switching and automates charging for a 120A, two 
battery bank solution for inboard and outboard powered boats
• For alternators up to 120A
• Includes the e-Series Dual Circuit Plus Battery Switch 5511E (p. 34) 

and the SI-ACR Automatic Charging Relay 7610 (p. 49)

ee-Series Dual Circuit Plus™ Battery Switch
• Switches two battery banks simultaneously while maintaining 

battery bank isolation
• Can combine two battery banks in the event of a low start battery
• IP66 - protected against powerful water jets (see inside back cover)

SI-ACR Automatic Charging Relay
• Automatically combines battery banks when charging and 

isolates when discharging
• Start isolation protects sensitive electronics
• Dual Sensing senses charge on two battery banks
• IP67 - protected against immersion up to 1 meter for 30 minutes 

(see inside back cover)

bluesea.com/videobluesea.com/video

Add-A-Battery  
360 Panel  
page 40
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Mini Add-A-Battery Plus Kits
A complete small boat battery management system.  
Charge two batteries at or away from the dock. 
• For alternators up to 65A
• Includes an m-Series Dual Circuit Plus™ Battery Switch 6011 (p. 32) 

and a BatteryLink® Charger (p. 24)

m-Series Dual Circuit Plus Battery Switch
• Switches two battery banks simultaneously while maintaining 

battery bank isolation
• Can combine two battery banks in the event of a low start battery
• IP66 - protected against powerful water jets (see inside back cover)

BatteryLink Charger
• Integrated ACR provides DC charging from engine alternator
• AC plug-in while at the dock
• Battery temperature compensation prolongs battery life
• Includes a remote LED indicator
• Start isolation protects sensitive electronics
• IP67 - protected against immersion up to 1 meter for 30 minutes 

(see inside back cover)

Part # Description Plug Style
7655 Mini Add-A-Battery Plus Kit North American: NEMA 5-15P

7654 Mini Add-A-Battery Plus Kit European: CEE 7/7

7653 Mini Add-A-Battery Plus Kit Bare wire

7655

Related Products

BatteryLink 
Chargers 
page 24

m-Series 
Battery Switch 

page 32

For the AC & DC Battery Charging Explained TECH Tip see page 24

Add-A-Battery Kits Explained
Avoid the inconvenience and cost of a tow by adding a second 
battery to your electrical system.

The Add-A-Battery Kits include a Dual Circuit Plus™ Battery Switch and an 
Automatic Charging Relay. These components simplify switching and 
automate charging. Simply turn the battery switch ON when you arrive 
and OFF when you leave.

Adding a second battery prevents getting stranded with a dead battery 
by isolating the Start battery from the House loads that can quickly 
discharge a battery. The Add-A-Battery Kits offer a simple way to control 
switching with the Dual Circuit Plus™ Battery Switch and automatically 
shares a single source of charging between two batteries with the 
Automatic Charging Relay. 

The diagrams above illustrate how the 7650 and 7649 Add-A-Battery Kits 

work and are intended for reference only. Consult an ABYC certified marine 

electrical professional for system design and circuit protection.

ENGINE ON
ACR combines batteries sharing the charge 
with House battery

ENGINE OFF
ACR isolates batteries when discharging
and when starting engine

DC Current

House

House

Engine

Start

12.75V
or lower

13.0V
or higher

House

Engine

Start House
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BatteryLink® Automatic Charging Relay (ACR)
with optional Auxiliary Battery Priority
Automatically shares single source of charge with Auxiliary Battery
• 120A continuous rating to support high output alternators
• 12V/24V DC auto ranging voltage input
• Senses charging on two battery banks
• Side and bottom knockouts for cable connections
• Clip-on cover insulates terminal connections
• Studs accept multiple cable terminals
• One-piece stainless flange nuts ensure safe and secure connections
• Integrated LED indicates ACR status
• Quick connect terminals for ground and optional features
• Optional Auxiliary Battery Priority connection shares the alternator charge with 

the Auxiliary battery longer when the engine is running to allow the use of auxiliary 
loads for an extended period of time

• Remote LED remotely indicates ACR states - requires optional LED (p. 155)

Part # Description
7611 BatteryLink ACR

Related Products

WeatherDeck OFF-ON 
Toggle Switch  

page 98

MRBF Terminal 
Fuse Blocks  

page 70

cover off

LEDs 
page 155

For the full list of specifications see page 55
For the dimension drawing see page 43

e-Series 
Battery Switch 

page 34

Intermittent Rating: 5 min. 210A

Continuous Rating 120A

Amperage Operating Current (Combine) 175mA

Amperage Operating Current (Open) 15mA

Nominal Voltage 12V / 24V DC

Cable Size (to meet current ratings) 1 AWG (50mm²)

Maximum Cable Size 1/0 AWG (50mm²)

Terminal Stud Size 3/8"-16 (M10)

Maximum Battery Size 850 CCA

Relay Contact Position 12V DC 24V DC

Combine (30 sec.) 13.6V DC 27.2V DC

Combine (2 min.) 13.0V DC 26.0V DC

Open Low (30 sec.) 12.75V DC 25.5V DC

Over Voltage Lockout 16.0V DC --

Optional Auxiliary Priority

Open Low (30 sec.) 12.25V DC 24.5V DC

Regulatory
CE marked, ISO 8846, UL 1500, meets SAE J1171 external ignition  
protection requirements 
IP67 - protected against immersion up to 1 meter for 30 minutes  
(see inside back cover)
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Related Products

ML-Series Automatic Charging Relays (ACR)
500 Amp magnetic latching relay automatically combines batteries during 
charging and isolates batteries when discharging and when starting engine
• Magnetic Latching (ML) relay draws very low current in the ON state
• Start Isolation (SI) can be configured for temporary isolation of House loads from 

Engine circuit during engine cranking to protect sensitive electronics
• Engine Isolation (EI) can be configured for isolation of two engines while both are 

running to protect engine electronics and maximize alternator output
• Manual override knob provides an added level of safety allowing control with or 

without power and offering LOCKED OFF capability for servicing
• Senses charging on two battery banks
• LED output to remotely indicate switch state - requires optional LED (p. 155) 

or Remote Control Contura Switch with integrated LED (included in retail package)
• 3/8"-16 tin-plated copper studs for maximum conductivity and corrosion resistance 
• One-piece stainless flange nuts ensure safe and secure connections 

Silver alloy contacts provide high reliability for live switching
• Retail packaging includes a Remote Control Contura Switch (p. 95)

Part #  Coil Volts Cable End Manual Control
7620 12V DC Stripped Wire No

7620100 12V DC Deutsch DTM No

7622 12V DC Stripped Wire Yes

7622100 12V DC Deutsch DTM Yes

7621 24V DC Stripped Wire No

7621100 24V DC Deutsch DTM No

7623 24V DC Stripped Wire Yes

7623100 24V DC Deutsch DTM Yes

7620

ML-Series Remote 
Battery Switches 

page 45

Remote Control Switch 
360 Panels  

page 96

7622

Wire Size and Current Ratings

MRBF Terminal  
Fuse Blocks  

page 70

For the full list of specifications see page 55
For the dimension drawing see page 45

Wire Size Cranking 
30 sec. 

Intermittent 
5 min. 

Continuous 
(UL 1107)

2/0 AWG (70 mm²) 1,000A 400A 225A

4/0 AWG (120 mm²) 1,100A 400A 300A

2× 4/0 AWG (2x 120 mm²) 1,450A 700A 500A

bluesea.com/video
Paralleling Link Bus 
page 45 (see table)

LEDs 
page 155

Duetch DTM Cable End now 
offered for both retail and 
bulk units. Other connector 
plugs are available for high 
volume OEM applications.

Remote Control 
Contura Switch
included in 
retail package

Stud Mount Insulators 
page 110

Live Current Switching 300A @ 12V DC-10,000 Cycles

Relay Contact Position 12V DC 24V DC

Combine (30 sec.) 13.5V DC 27.0V DC

Combine (2 min.) 13.0V DC 26.0V DC

Open (10 sec.) 12.35V DC 24.7V DC

Open Low (30 sec.) 12.75V DC 25.5V DC

Over Voltage Lockout 16.2V DC 32.4V DC

Under Voltage Lockout 9.6V DC  19.2V DC

Under Voltage Recovery 10.0V DC  20.0V DC

Regulatory
CE marked, meets ISO 8846 and SAE J1171 external ignition protection requirements 
IP66 - protected against powerful water jets (see inside back cover)
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Product Type Solenoid Switches Remote Battery Switches (RBS)
Non-critical Load 
Disconnects

Automatic Charging Relays (ACR)

Function Provides high-amp switching Provides high-amp switching with manual override
Disconnects non-
critical loads after 
a set voltage

Disconnects non-
critical loads after 
a set time

Allows charging of multiple batteries from a single charge source

Product L-Series Solenoid ML-Series Solenoid ML-Series RBS m-LVD ATD m-ACR SI-ACR BatteryLink ACR ML-Series ACR

Part # 9012 7765  7701  7703  7718  7719 7700 7702 7713  7717  7635 7615 7601 7610 7611 7620 7622 7621 7623

Page Number 41 41 42 42 42 42 42 45 45 45 42 43 48 49 52 53 53 53 53

Manual Control –– –– –– –– –– –– Yes Yes Yes Yes –– –– –– –– –– –– Yes –– Yes

Nominal Voltage 12V/24V DC 12V/24V DC 12V DC 24V DC 12V DC 24V DC 12V DC 24V DC 12V DC 24V DC 12V DC 12V DC 12V/24V DC 12V/24V DC 12V/24V DC 12V DC 12V DC 24V DC 24V DC

Operating Voltage 
(contacts) 0-800V 0-900V 0-64V 0-64V 9-16V 18-32V 0-64V 0-64V 9-16V 18-32V –– –– –– –– –– –– –– ––

Control Voltage 9-36V 9-36V 9-16V 18-32V 9-16V 18-32V 9-16V 18-32V 9-16V 18-32V ––

Cranking Rating
(30 sec.) 1,000A DC -- 1,450A DC 1,450A DC 1,450A DC –– 1,450A DC

Intermittent Rating 
(5 min.) 275A DC 225A DC 700A DC 700A DC 700A DC 115A DC 210A DC 115A DC 210A DC 700A DC

Continuous Rating 250A DC 150A DC 500A DC 500A DC 500A DC 65A DC 120A DC 65A DC 120A DC 500A DC

Amperage Operating 
Current - continuous
@ 25°C nominal VDC

0.13A @ 12V DC
0.07A @ 24V DC

0.13A @ 12V DC
0.07A @ 24V DC

0mA < 13mA 0mA < 13mA
4mA open

95mA connected
15mA open

175mA connected
15mA open

90mA combined
15mA open

175mA combined
< 13mA

Amperage Operating 
Current - when 
changing state

3.6A DC 3.8A DC < 7.0A DC < 4.0A DC < 7.0A DC < 4.0A DC < 7.0A DC < 4.0A DC < 7.0A DC < 4.0A DC –– < 7.0A DC < 4.0A DC

Switching Cycles 1,000,000 200,000 100,000 100,000 100,000 –– 100,000

Live Switching Cycles
40,000 @ 24V, 250A
1,500 @ 450V, 250A
1,000 @ 800V, 250A

80,000 @ 28V, 150A
10,000 @ 450V, 150A

300 @ 900V, 150A

10,000 @ 12V, 300A
10,000 @ 24V, 150A
2000 @ 48V, 100A

10,000 @ 12V, 
300A

10,000 @ 24V, 
150A

10,000 @ 12V, 300A
10,000 @ 24V, 150A
2000 @ 48V, 100A

10,000 @ 12V, 
300A

10,000 @ 24V, 
150A

––

Control Signal Continuous Continuous Momentary Continuous Momentary Continuous ––

Coil Function Normally Open Normally Open Magnetic Latching Bi-Stable Magnetic Latching Auto-Releasing Magnetic Latching Bi-Stable Magnetic Latching Auto-Releasing Normally Open Magnetic Latching Bi-Stable

Remote Control 
Switch Included –– ––

2145
SPDT (ON)-OFF-(ON)

2155
SPDT ON-ON

2145
SPDT (ON)-OFF-(ON)

2155
SPDT ON-ON

SPDT 
(ON)-OFF-(ON)

––
2146

SPDT ON-OFF-ON

Control Circuit 
Connection Tinned Wire Tinned Wire Tinned Wire or Deutsch Connector Tinned Wire or Deutsch Connector Tinned Wire or Deutsch Connector Tinned Wire or Deutsch Connector 1/4" Quick Connect Tinned Wire or Deutsch Connector

Mounting #10 or M5 #10 or M5 #10 or M5 #10 or M5 #10 or M5 #10 or M5 #10 or M5 #8 or M4 #10 or M5 #8 or M4 #10 or M5

Terminal Stud Size 5/16" (M8) 5/16" (M8) 3/8"-16 (M10) 3/8"-16 (M10) 3/8"-16 (M10) 3/8"-16 (M10) 1/4"-20 (M6) 3/8"-16 (M10)  1/4"-20 (M6) 3/8"-16 (M10)  3/8"-16 (M10)

Terminal Stud Length 5/8" (16 mm) 5/8" (16 mm) 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm) 7/16" (11 mm) 7/8" (22 mm) 7/16" (11 mm) 7/8" (22 mm) 7/8" (22 mm)

Maximum Terminal 
Stud Torque 90 in-lb (10.0 Nm) 90 in-lb (10.0 Nm) 140 in-lb (15.5 Nm) 140 in-lb (15.5 Nm) 140 in-lb (15.5 Nm) 140 in-lb (15.5 Nm) 60 in-lb (6.8 Nm) 140 in-lb (15.8 Nm) 60 in-lb (6.8 Nm) 140 in-lb (15.8 Nm) 140 in-lb (15.8 Nm)

Cable Size to Meet 
Ratings 1/0 AWG (50 mm²) -- 4/0 AWG (120 mm²) × 2 4/0 AWG (120 mm²) × 2 4/0 AWG (120 mm²) × 2 4/0 AWG (120 mm²) × 2 6 AWG (16 mm²) 1/0 AWG (50 mm²) 6 AWG (16 mm²) 1/0 AWG (50 mm²) 4/0 AWG (120 mm²) × 2

Terminal Ring 
Diameter Clearance not rated not rated 1.12" (28.4 mm) 1.12" (28.4 mm) 1.12" (28.4 mm) 1.12" (28.4 mm) 0.80" (20.3 mm) 1.05" (26.7 mm) 0.80" (20.3 mm) 1.05" (26.7 mm) 1.12" (28.4 mm)

Width 3.17" (80.5 mm) 3.18" (80.8 mm) 3.75" (95.2 mm) 3.75" (95.2 mm) 3.75" (95.2 mm) 3.75" (95.2 mm) 2.85" (72.3 mm) 3.89" (98.7 mm) 2.85" (72.3 mm) 3.89" (98.7 mm) 3.75" (95.3 mm)

Height 2.21" (56.1 mm) 2.29" (58.2 mm) 5.47" (138.9 mm) 5.47" (138.9 mm) 5.47" (138.9 mm) 5.47" (138.9 mm) 2.85" (72.3 mm) 3.50" (89.0 mm) 2.85" (72.3 mm) 3.50" (89.0 mm) 5.47" (138.9 mm)

Depth 2.86" (72.6 mm) 2.90" (73.7 mm) 2.03" (51.6 mm) 2.03" (51.6 mm) 2.03" (51.6 mm) 2.03" (51.6 mm) 2.57" (65.2 mm) 1.98" (50.3 mm) 2.57" (65.2 mm) 1.98" (50.3 mm) 2.03" (51.6 mm)

Ignition Protected ISO 8846 
SAE J1171

-- ISO 8846, SAE J1171 ISO 8846, SAE J1171 ISO 8846, SAE J1171
ISO 8846
SAE J1171

ISO 8846
SAE J1171

ISO 8846
SAE J1171

ISO 8846, UL1500
SAE J1171

ISO 8846, SAE J1171

Ingress Protected
(see inside back cover)

IP67 IP67 IP66 IP66 IP66 IP67 IP66 IP67 IP66

Solenoid and Remote Battery Switch Specification Table

574

https://bluesea.com/
l moquin 





bluesea.com 55BATTERY MANAGEMENT

Product Type Solenoid Switches Remote Battery Switches (RBS)
Non-critical Load 
Disconnects

Automatic Charging Relays (ACR)

Function Provides high-amp switching Provides high-amp switching with manual override
Disconnects non-
critical loads after 
a set voltage

Disconnects non-
critical loads after 
a set time

Allows charging of multiple batteries from a single charge source

Product L-Series Solenoid ML-Series Solenoid ML-Series RBS m-LVD ATD m-ACR SI-ACR BatteryLink ACR ML-Series ACR

Part # 9012 7765  7701  7703  7718  7719 7700 7702 7713  7717  7635 7615 7601 7610 7611 7620 7622 7621 7623

Page Number 41 41 42 42 42 42 42 45 45 45 42 43 48 49 52 53 53 53 53

Manual Control –– –– –– –– –– –– Yes Yes Yes Yes –– –– –– –– –– –– Yes –– Yes

Nominal Voltage 12V/24V DC 12V/24V DC 12V DC 24V DC 12V DC 24V DC 12V DC 24V DC 12V DC 24V DC 12V DC 12V DC 12V/24V DC 12V/24V DC 12V/24V DC 12V DC 12V DC 24V DC 24V DC

Operating Voltage 
(contacts) 0-800V 0-900V 0-64V 0-64V 9-16V 18-32V 0-64V 0-64V 9-16V 18-32V –– –– –– –– –– –– –– ––

Control Voltage 9-36V 9-36V 9-16V 18-32V 9-16V 18-32V 9-16V 18-32V 9-16V 18-32V ––

Cranking Rating
(30 sec.) 1,000A DC -- 1,450A DC 1,450A DC 1,450A DC –– 1,450A DC

Intermittent Rating 
(5 min.) 275A DC 225A DC 700A DC 700A DC 700A DC 115A DC 210A DC 115A DC 210A DC 700A DC

Continuous Rating 250A DC 150A DC 500A DC 500A DC 500A DC 65A DC 120A DC 65A DC 120A DC 500A DC

Amperage Operating 
Current - continuous
@ 25°C nominal VDC

0.13A @ 12V DC
0.07A @ 24V DC

0.13A @ 12V DC
0.07A @ 24V DC

0mA < 13mA 0mA < 13mA
4mA open

95mA connected
15mA open

175mA connected
15mA open

90mA combined
15mA open

175mA combined
< 13mA

Amperage Operating 
Current - when 
changing state

3.6A DC 3.8A DC < 7.0A DC < 4.0A DC < 7.0A DC < 4.0A DC < 7.0A DC < 4.0A DC < 7.0A DC < 4.0A DC –– < 7.0A DC < 4.0A DC

Switching Cycles 1,000,000 200,000 100,000 100,000 100,000 –– 100,000

Live Switching Cycles
40,000 @ 24V, 250A
1,500 @ 450V, 250A
1,000 @ 800V, 250A

80,000 @ 28V, 150A
10,000 @ 450V, 150A

300 @ 900V, 150A

10,000 @ 12V, 300A
10,000 @ 24V, 150A
2000 @ 48V, 100A

10,000 @ 12V, 
300A

10,000 @ 24V, 
150A

10,000 @ 12V, 300A
10,000 @ 24V, 150A
2000 @ 48V, 100A

10,000 @ 12V, 
300A

10,000 @ 24V, 
150A

––

Control Signal Continuous Continuous Momentary Continuous Momentary Continuous ––

Coil Function Normally Open Normally Open Magnetic Latching Bi-Stable Magnetic Latching Auto-Releasing Magnetic Latching Bi-Stable Magnetic Latching Auto-Releasing Normally Open Magnetic Latching Bi-Stable

Remote Control 
Switch Included –– ––

2145
SPDT (ON)-OFF-(ON)

2155
SPDT ON-ON

2145
SPDT (ON)-OFF-(ON)

2155
SPDT ON-ON

SPDT 
(ON)-OFF-(ON)

––
2146

SPDT ON-OFF-ON

Control Circuit 
Connection Tinned Wire Tinned Wire Tinned Wire or Deutsch Connector Tinned Wire or Deutsch Connector Tinned Wire or Deutsch Connector Tinned Wire or Deutsch Connector 1/4" Quick Connect Tinned Wire or Deutsch Connector

Mounting #10 or M5 #10 or M5 #10 or M5 #10 or M5 #10 or M5 #10 or M5 #10 or M5 #8 or M4 #10 or M5 #8 or M4 #10 or M5

Terminal Stud Size 5/16" (M8) 5/16" (M8) 3/8"-16 (M10) 3/8"-16 (M10) 3/8"-16 (M10) 3/8"-16 (M10) 1/4"-20 (M6) 3/8"-16 (M10)  1/4"-20 (M6) 3/8"-16 (M10)  3/8"-16 (M10)

Terminal Stud Length 5/8" (16 mm) 5/8" (16 mm) 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm) 7/8" (22 mm) 7/16" (11 mm) 7/8" (22 mm) 7/16" (11 mm) 7/8" (22 mm) 7/8" (22 mm)

Maximum Terminal 
Stud Torque 90 in-lb (10.0 Nm) 90 in-lb (10.0 Nm) 140 in-lb (15.5 Nm) 140 in-lb (15.5 Nm) 140 in-lb (15.5 Nm) 140 in-lb (15.5 Nm) 60 in-lb (6.8 Nm) 140 in-lb (15.8 Nm) 60 in-lb (6.8 Nm) 140 in-lb (15.8 Nm) 140 in-lb (15.8 Nm)

Cable Size to Meet 
Ratings 1/0 AWG (50 mm²) -- 4/0 AWG (120 mm²) × 2 4/0 AWG (120 mm²) × 2 4/0 AWG (120 mm²) × 2 4/0 AWG (120 mm²) × 2 6 AWG (16 mm²) 1/0 AWG (50 mm²) 6 AWG (16 mm²) 1/0 AWG (50 mm²) 4/0 AWG (120 mm²) × 2

Terminal Ring 
Diameter Clearance not rated not rated 1.12" (28.4 mm) 1.12" (28.4 mm) 1.12" (28.4 mm) 1.12" (28.4 mm) 0.80" (20.3 mm) 1.05" (26.7 mm) 0.80" (20.3 mm) 1.05" (26.7 mm) 1.12" (28.4 mm)

Width 3.17" (80.5 mm) 3.18" (80.8 mm) 3.75" (95.2 mm) 3.75" (95.2 mm) 3.75" (95.2 mm) 3.75" (95.2 mm) 2.85" (72.3 mm) 3.89" (98.7 mm) 2.85" (72.3 mm) 3.89" (98.7 mm) 3.75" (95.3 mm)

Height 2.21" (56.1 mm) 2.29" (58.2 mm) 5.47" (138.9 mm) 5.47" (138.9 mm) 5.47" (138.9 mm) 5.47" (138.9 mm) 2.85" (72.3 mm) 3.50" (89.0 mm) 2.85" (72.3 mm) 3.50" (89.0 mm) 5.47" (138.9 mm)

Depth 2.86" (72.6 mm) 2.90" (73.7 mm) 2.03" (51.6 mm) 2.03" (51.6 mm) 2.03" (51.6 mm) 2.03" (51.6 mm) 2.57" (65.2 mm) 1.98" (50.3 mm) 2.57" (65.2 mm) 1.98" (50.3 mm) 2.03" (51.6 mm)

Ignition Protected ISO 8846 
SAE J1171

-- ISO 8846, SAE J1171 ISO 8846, SAE J1171 ISO 8846, SAE J1171
ISO 8846
SAE J1171

ISO 8846
SAE J1171

ISO 8846
SAE J1171

ISO 8846, UL1500
SAE J1171

ISO 8846, SAE J1171

Ingress Protected
(see inside back cover)

IP67 IP67 IP66 IP66 IP66 IP67 IP66 IP67 IP66

Non-Critical Load Disconnect and Automatic Charging Relay Specification Table
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Color Coding
The circuit protection color coded packaging matches fuses with the 
corresponding fuse holder or fuse block for easier component selection. 
Look for color rectangles on the packaging of each fuse holder and fuse 
block, and match the color with the fuse packaging to find the correct 
fuse type. Some fuse blocks require two different fuse types. 

GMA® and AGA® Fuses
Fast-acting glass fuses
• Visible indication of blown condition
• Used for 12V/24V DC applications
Blow Time Delay See bluesea.com

Part # Fuse Type Amps DC Volts AC Volts Retail Pack
5280 GMA 1A 24V DC 250V AC 3
5281 GMA 2A 24V DC 250V AC 3
5282 GMA 3A 24V DC 250V AC 3
5283 GMA 5A 24V DC 125V AC 3
5284 GMA 7A 24V DC 125V AC 3
5285 GMA 10A 24V DC 125V AC 3
5275 AGA 20A 32V DC –– 5

GMA®

AGA®

AGC® and MDL® Fuses
AGC – Fast-acting glass fuses       
MDL – Slow blow glass fuses
• Visible indication of blown condition

Part # Amps Volts Retail 
Pack

5201 .25A 250V AC 5

5202 .5A 250V AC 5

5204 1A 250V AC 5

5204100 1A 250V AC 25

5205 1.5A 250V AC 5

5206 2A 250V AC 5

5206100 2A 250V AC 25

5207 2.5A 250V AC 5

5208 3A 250V AC 5

5208100 3A 250V AC 25

5209 4A 250V AC 5

5210 5A 250V AC 5

5210100 5A 250V AC 25

5211 6A 250V AC 5

5212 7A 250V AC 5

5213 7.5A 250V AC 5

5213100 7.5A 250V AC 25

5215 10A 250V AC 5

5215100 10A 250V AC 25

5217 15A –– 5

5217100 15A –– 25

5218 20A –– 5

5218100 20A –– 25

5219 25A –– 5

5219100 25A –– 25

5220 30A –– 5

5220100 30A –– 25

5288
1A, 3A, 5A,
10A,15A

5

5289
4 each 1A, 2A, 
3A, 5A, 7.5A, 
10A,15A. 20A, 
25A, 30A

40

AGC Fuses
Part # Amps Volts Retail 

Pack
5226 3A 250V AC 2

5227 5A 250V AC 2

5228 6.25A 250V AC 2

5229 7.5A 250V AC 2

5230 10A –– 2

5231 15A –– 2

5232 20A –– 2

5233 25A –– 2

5234 30A –– 2

MDL Fuses

5289
Includes a Heavy Duty In-Line 
Fuse Holder 5063  p. 62

AGC®

MDL®

Related Products

ST-Glass  
Fuse Blocks 

page 63

AGC or MDL 
In-Line fuse holders 

page 62
Protect your boat with the correct 
size wire and fuse, see p. 161

Protect your boat with the correct size wire and fuse, see p. 161

Determine Your Circuit Requirements
Use the Blue Sea Systems Circuit Wizard to select the correct wire size, 
circuit breaker, or fuse and fuse holder. www.circuitwizard.bluesea.com

Scan to use the 
Circuit Wizard

Circuit Wizard App

Blow Time Delay See bluesea.com

Voltage Max. Operating 32V DC / See table for AC

Blow Time Delay See bluesea.com
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MAXI® Fuses
Provides economical branch circuit protection
• Color-coded for easy identification
• Silver-plated connector blades 

for corrosion resistance
• Visible indication of blown condition

ATO® or ATC® Fuses
Fast-acting blade fuse
• Color-coded for easy identification
• Visible indication of blown condition
• Tin-plated connector blades for 

corrosion resistance

Part # Amps Retail 
Pack

5138 30A 1

5139 40A 1

5140 50A 1

5141 60A 1

5142 70A 1

5143 80A 1

easyID™ ATC® Fuses
Fast-acting easyID™ illuminated blade fuses use Light Emitting 
Diode (LED) technology to show when a fuse has blown.
• Color-coded for easy identification
• Visible indication of blown condition
• Tin-plated connector blades for 

corrosion resistance

Part # Amps Retail Pack

5291 3A 2

5292 5A 2

5293 7.5A 2

5294 10A 2

5295 15A 2

5296 20A 2

5297 25A 2

5298 30A 2

5299 40A 2

5290
3x 3A, 3x 5A, 3x 7.5A, 
3x 10A, 6x 15A, 3x 20A, 
3x 25A, 3x 30A, 3x 40A

30

5290

MAXI Fuse Block 
p. 63

Protect your boat with the correct 
size wire and fuse, see p. 161

Part # Amps Retail 
Pack

5235100 1A 25

5236100 2A 25

5237100 3A 25

5239100 5A 25

5240100 7.5A 25

5241100 10A 25

5242100 15A 25

5243100 20A 25

5244100 25A 25

5245100 30A 25

ST-Blade 
Fuse Blocks 

page 64

WeatherDeck 
Waterproof  
Fuse Panels  

page 117

SafetyHub 
Fuse Blocks 

page 73

Related Products

Fuse Holders 
page 62

ATM® Fuses
Mini blade-type fuse 
• Color-coded for easy identification
• Visible indication of blown condition
• Tin-plated connector blades for 

corrosion resistance

Part # Amps Retail Pack
5261 2A 2

5262 3A 2

5263 4A 2

5270 5A 2

5264 7.5A 2

5271 10A 2

5272 15A 2

5273 20A 2

5265 25A 2

5274 30A 2

5286 5A, 10A, 15A, 20A, 30A 5

MAXI In-Line 
Fuse Holder 

p. 62

Part # Amps Retail 
Pack

5235 1A 2

5236 2A 2

5237 3A 2

5238 4A 2

5239 5A 2

5240 7.5A 2

5241 10A 2

5242 15A 2

5243 20A 2

5244 25A 2

5245 30A 2

5246 40A 2

5287
5A, 10A, 15A, 
20A, 25A, 30A

6

Protect your boat with the correct 
size wire and fuse, see p. 161

Related Products

Protect your boat with the correct 
size wire and fuse, see p. 161

Protect your boat with the correct 
size wire and fuse, see p. 161

ST-Blade Water-Resistant 
Fuse Block 

page 64

Interrupting Capacity 1,000A

Voltage Max. Operating 32V DC

Blow Time Delay See bluesea.com

Interrupting Capacity 1,000A

Voltage Max. Operating 32V DC

Blow Time Delay See bluesea.com

Interrupting Capacity 1,000A

Voltage Max. Operating 32V DC

Blow Time Delay See bluesea.com

Interrupting Capacity 1,000A

Voltage Max. Operating 32V DC

Blow Time Delay See bluesea.com
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Related Products

Related Products

MRBF Fuses 
MRBF—Marine Rated Battery Fuse
Space-saving ignition protected fuse for  
30 to 300 Amp loads. Must use with 
MRBF Fuse Blocks (p. 70)
• Color-coded for easy identification
• Visible indication of blown condition

MEGA® or AMG® Fuses
Economical fuse for 100A to 
300A circuit protection

AMI® or MIDI® Fuses
Compact fuse for main or branch 
30A to 200A circuit protection
• Color-coded for easy identification
• Visible indication of blown condition
• Tin-plated connector blades for 

corrosion resistance

SafetyHub Fuse Blocks
p. 73

 Safety Fuse Block 7720 
p. 72

Safety Fuse Block 7721 
page 72

MEGA or AMG 
Fuse Block 

page 70

Related Products

MRBF Fuse Blocks 
page 70

Protect your boat with the correct 
size wire and fuse, see p. 161

Protect your boat with the correct 
size wire and fuse, see p. 161

Interrupting Capacity 5,000A @ 16V DC 
2,000A @ 32V DC

Voltage Max. Operating 32V DC

Regulatory 
Meets SAE J1171 external ignition protection requirements 
when used with Blue Sea Systems' Fuse Blocks  
IP66 – protected against powerful water jets  
(see inside back cover)

Interrupting Capacity 1,000A

Voltage Max. Operating 32V DC

Trip Time Delay See bluesea.com

Regulatory
Meets SAE J1171 external ignition  
protection requirements When used with  
Blue Sea Systems' Safety Fuse Block 7721 (p. 72) 
IP66 – protected against powerful water jets  
(see inside back cover)

Part # Amps Color Retail Pack
5250 30A Orange 2

5251 40A Green 2

5252 50A Red 2

5253 60A Yellow 2

5254 70A Brown 2

5255 80A White 2

5256 100A Blue 2

5257 125A Pink 2

5258 150A Lt Blue 2

5259 175A Tan 2

5260 200A Purple 2

Part # Amps Retail Pack
5101 100A 1

5102 125A 1

5103 150A 1

5104 175A 1

5105 200A 1

5107 250A 1

5108 300A 1

Part # Amps Color Retail Pack
5175 30A LT Green 1
5176 40A LT Blue 1
5177 50A Red 1
5178 60A Gold 1
5180 75A Brown 1
5181 80A Lime 1
5182 90A Purple 1
5183 100A Yellow 1
5184 125A Green 1
5185 150A Orange 1
5186 175A White 1
5187 200A Blue 1
5189 250A Pink 1
5190 300A Gray 1

Interrupting Capacity
10,000A @ 14V DC 
5,000A @ 32V DC 
2,000A @ 58V DC

Voltage Max. Operating 58V DC

Fuse Hole Opening M8 (5/16")

Trip Time Delay See bluesea.com

Regulatory
Meets SAE J1171 external ignition protection requirements 
IP66 – protected against powerful water jets  
(see inside back cover)

ABYC E-11.10.1.1.1. Overcurrent Protection Device Location 
- Ungrounded conductors shall be provided with overcurrent 
protection within a distance of seven inches (175mm) of the 
point at which the conductor is connected to the source of 
power measured along the conductor
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Related Products

Class-T Fuses
High interrupt capacity for large battery banks 
including Lithium-Ion and TPPL batteries

Part # Amps Retail Pack
5164 35A 1

5165 40A 1

5122 50A 1

5123 60A 1

5124 80A 1

5125 100A 1

5126 130A 1

5127 150A 1

5128 175A 1

• Extremely fast 
short-circuit response

• Recommended by most  
inverter manufacturers

ANL Fuses
For 35A to 750A 
circuit protection

Part # Amps Retail Pack
5129 200A 1

5131 250A 1

5133 300A 1

5135 350A 1

5136 400A 1

5137 500A 1

• Silver-plated connector 
blades for corrosion resistance

• Visible indication of blown condition

Part # Amps Retail Pack
5112 110A 1

5113 125A 1

5114 150A 1

5115 175A 1

5116 200A 1

5117 225A 1

5118 250A 1

5119 300A 1

5120 350A 1

5121 400A 1

Class-T Fuse Blocks 
page 71

Related Products

ANL Fuse Blocks 
page 71

5161 600A 1

5163 750A 1

Not Ignition Protected

Protect your boat with the correct 
size wire and fuse, see p. 161

Protect your boat with the correct 
size wire and fuse, see p. 161

Interrupting Capacity 20,000A @ 125V DC

Voltage Max. Operating 125V DC

Trip Time Delay See bluesea.com

Regulatory
UL listed to standard 248-15

Interrupting Capacity 6,000A @ 32V DC

Voltage Max. Operating 32V DC

Trip Time Delay See bluesea.com

Regulatory
35-500A ONLY – Meets SAE J1171 external ignition 
protection requirements
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Part # Description
5068 MAXI In-Line Fuse Holder

MAXI® In-Line Fuse Holder
In-line fuse holder for MAXI Fuses

• Supplied with 5 inch #6 lead wires and two adhesive lined 
sealing shrink wrap tubes for sealed terminations

• Firewall mounting hole permits two or more holders to be 
mounted together 

• Protective cover with retaining strap
• Fuse sold separately (p. 59)

Crimpable In-Line Fuse Holder
• Accepts 12-16 AWG wire
• 30A Max. fuse amperage
• Fuse sold separately (p. 58)

Waterproof In-Line Fuse Holder
• Accepts 12-18 AWG wire
• 30A Max. fuse amperage
• Fuse sold separately (p. 58)

Waterproof In-Line Fuse Holder
• Accepts 12-16 AWG wire
• 20A Max. fuse amperage
• Fuse sold separately (p. 58)

Heavy Duty In-Line Fuse Holder
• Accepts 12-18 AWG wire
• 30A Max. fuse amperage
• Fuse sold separately (p. 58)

Water-Resistant Fuse Holder
Panel Mount
• Rated IP66 on front – protected 

against powerful water jets
• 20A Max. fuse amperage
• 0.50" (12.70 mm) mounting hole
• Fuse sold separately (p. 58)

5022 Replacement cap for 5021

AGC® or MDL® In-Line Fuse Holders

5021

5022

Related Products

ATO or ATC Fuses 
p. 59

easyID ATC Fuses 
p. 59

Related Products

MAXI Fuses 
page 59

Related Products

AGC Fuses 
page 58

MDL Fuses 
page 58

ATO® or ATC® In-Line Fuse Holders

5065

Waterproof In-Line Fuse Holder
• Supplied with 12 AWG pigtails
• 30A Max. fuse amperage
• Fuse sold separately (p. 59)

In-Line Fuse Holder
• Supplied with 12 AWG pigtails
• 30A Max. fuse amperage
• Fuse sold separately (p. 59)

5064
Part # Description
5060 AGC or MDL In-Line Fuse Holder

Part # Description
5061 Waterproof In-Line Fuse Holder

Part # Description
5063 Heavy Duty In-Line Fuse Holder

Part # Description
5021 Water Resistant Panel Mount Fuse Holder

5022 Replacement Cap

Part # Description
5062 Waterproof In-Line Fuse Holder

Part # Description
5064 ATO or ATC In-Line Fuse Holder

5065 ATO or ATC Waterproof In-Line Fuse Holder

Voltage Max. Operating 32V DC

Amperage Max. Continuous 8A

Fuse Max. Amperage 60A

Mounting Hole 1/4", M6, or #12 Screws
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• Can be used for 24-hour circuits
• Screw terminals for securing wires
• Integrated fuse ejector levers
• Clear insulating cover satisfies ABYC/USCG insulation requirements,  

accepts Large Format Labels (p. 156), and provides storage for 
spare fuses

• Tin-plated phosphor bronze fuse clips are encapsulated and 
cannot be sprung

• One-piece stainless flange nuts ensure safe and secure connections
• Fuses sold separately (p. 58)

3.500"
88.90mm

1.250"
31.75mm

2.500"
63.50mm

5.000"
127.50mm

ST-Glass Fuse Blocks
Innovative design allows for labeling, spare  
fuse storage, and easy fuse removal

Part # Circuits Tin-plated copper negative bus
5015 6 #10-32 stud

5018 6 --

5015

Related Products

AGC Fuses 
page 58

MDL Fuses 
page 58

Related Products

MAXI Fuses 
page 59

MAXI® Fuse Block
Ignition protected fuse block allows for installation 
in a gasoline engine compartment

NOTE: 5006100 replaces 5006 

For the full list of specifications see page 75 For the full list of specifications see page 75

• Snap-on terminal cover insulates all conductive parts,  
satisfying ABYC/USCG requirements

• Cover breakouts allow wires from sides or bottom
• Terminal screws compress fuse blades within blocks for low 

resistance connections
• Label recess accepts large format label (p. 156)
• Fuses sold separately (p. 59)

2.1"
52mm

2.8"
71mm

1.5"
37mm

Part # Description
5006100 MAXI Fuse Block

Voltage Max. Operating 32V DC

Amperage Max. Operating 80A

Wire Size 14–4 AWG

MAXI® Fuses available 30A–80A

Screw Terminal Torque 25 in-lb

Mounting #10 Screws

Regulatory 
CE marked  
Meets ISO 8846 and SAE J1171 external ignition 
protection requirements when cover is securely 
latched and all mounting screws are installed.

Voltage Max. Operating 32V DC

Amperage Max. Operating 30A per circuit

Amperage Max. Operating 100A per block

Fuse Type AGC or MDL Fuses

Screw Terminal #8-32 with captive star lock washer

Mounting #8 Screw (M4)
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ST-Blade Water-Resistant Fuse Block    
Provides water-resistant circuit protection for ATO/ATC fuses 
& circuit breakers in a compact footprint. 
• Water-resistant IP66 design
• Accepts standard ring or fork type terminals to allow for simple  

wiring with standard tools
• Accepts a wide range of wire sizes
• Integral plugs maintain water-resistant rating if less than four 

loads are required
• Accepts ATO and ATC fast-acting blade fuses (p. 59)
• Accepts ATO/ATC-Style Low Profile Circuit Breakers (p. 79)
• Nests with ST-Blade Water-Resistant Fuse Block (5056 or 5056100) 

and Water-Resistant 100A Bus Bar (2356 or 2356100)
• Tin-plated copper busses and fuse clips
• Includes four write-on circuit labels
• Small format standard and custom labels available
• Spare fuse and fastener storage in cover
• Fuses (p. 59) and circuit breakers (p. 79) sold separately

Related Products

Water-Resistant BusBar 
p. 102

Part # Description Cover
5056 ST-Blade Water-Resistant Fuse Block Screw Cover

5056100 ST-Blade Water-Resistant Fuse Block Manual Cover

 5.41"
137.3mm

 

  

 

 

4.73"
(120.1mm)

0.68"
(17.2mm)

1.99"
(50.5mm)

3.39"
(86.1mm)

1/4" Mounting
Screw Holes

ATO or ATC Fuses 
page 59

easyID ATC Fuses 
page 59

ATO/ATC  
Circuit Breakers 

page 79

For the full list of specifications see page 75

For the mounting diagram see page 102

5056100

5056

Voltage Max. Operating 32V DC

Amperage Max. Operating 80A per block / 25A per circuit

Fuse Type ATO or ATC fuses & circuit breakers

Input Wire Size (1) 8 AWG to 4 AWG

Load Wire Size (4) 16 AWG to 10 AWG

Bus Material Tin-Plated Copper C11000

Mounting Thru-hole Accepts 1/4" (6mm) screws

Screw Terminal 4x #8-32 Screws with captive star lock washer

Stud Terminal 1x #10-32

Regulatory For an ABYC/USCG compliant design use (5056100)  
CE marked, IP66 - protected against powerful water jets  
(see inside back cover)

ST-Blade Water-Resistant Fuse Block
The difference between our new ST-Blade Water-Resistant 
Fuse Blocks and Busbars are how the fuses and 
terminations are accessed. Part numbers 5056 / 2356 
utilize #8 screws to secure the cover to the rest of the 
housing, requiring a screwdriver – or tool – for access; and 
do not meet ABYC requirements for panel boards. Part 
numbers 5056100 / 2356100 utilize yellow wing-screws 
that can be manipulated by hand, and comply to the 
following: 
ABYC E-11.4.23 states:
Panelboard - an assembly of devices for the purpose of 
controlling and/or distributing power on a boat. It may 
include devices such as circuit breakers, fuses, 
switches, instruments, and indicators.
ABYC E-11.4.27 states:
Readily Accessible - capable of being reached quickly 
and safely for effective use under emergency 
conditions without the use of tools.
ABYC E-11.9.1.2 states:
A panelboard shall be installed in a readily accessible 
location and shall be weatherproof or be protected 
from weather and water splash.
The ST-Blade Water-Resistant Fuse Blocks and Busbars are 
rated IP66 and withstand water from heavy seas or 
projected in powerful jets, allowing for flexible installations 
anywhere on boats or vehicles.
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Nylon insulated ring terminals

bluesea.com/video
ST-Blade Battery Terminal Mount 
Fuse Block
Easily add 4 fused circuits to the terminal of a battery. 
Provides power to new accessories in your boat or vehicle.
• Mounts on the battery terminal stud
• Screw terminals for securing wires
• Nylon insulated ring terminals included for each screw terminal
• Insulating cover meets ABYC/USCG insulation requirements
• Ignition protected - for use in a gasoline engine compartment
• Includes four 16-14 AWG and four 12-10 AWG Nylon 

insulated ring terminals
• Includes four write-on circuit labels
• Small format standard and custom labels available
• Fuses sold separately (p. 59)

 

 

  

.79" 
(20mm)

Ø .40" 
(10.1mm)

Clearance for
Ø3/8" (M10)
Terminal Stud

Ø .75" 
(19.1mm)

1.16" 
(29.5mm)

2.23" 
(56.7mm)

3.59" 
(91.3mm)

1.73" 
(43.8mm)

.10" 
(2.5mm)

.24" 
(6.1mm)

.37" 
(9.4mm)

4x #8-32
Screw Terminals

1.28" 
(32.5mm) .84" 

(21.3mm)

For the full list of specifications see page 75

2340 BusBars 
p. 107

ATO or ATC Fuses 
page 59

easyID ATC Fuses 
page 59

 

 

1.54" 
(39.2mm)

1.84" 
(46.7mm)

4 qty. 8–32
screw terminals

.50" 
(12.7mm)

.63" 
(15.9mm)

2.85" 
(72.3mm)

2.35" 
(59.6mm)

1.0" 
(25.4mm)

Ø.4" (10.1mm)
clearance for
Ø3/8" (M10)

5023

5024
• Includes a 4-circuit negative busbar see page 107

5023 Installed

5024 Installed

Related Products

Part # Description
5023 ST-Blade Battery Terminal Mount Fuse Block

5024 ST-Blade Battery Terminal Mount Fuse Block Kit

Voltage Max. Operating 32V DC

Amperage Max. Operating 100A per block / 30A per circuit

Fuse Type ATO or ATC Fuses

Bus Material Tin-Plated Copper C11000

Mounting Thru-hole Clearance for 3/8" [M10] stud

Screw Terminal #8-32 Screws with captive star lock washer

Regulatory
Meets ISO 8846 and SAE J1171 external ignition protection requirements
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1.518"
38.57mm

1.37"
34.93mm

2.13"
54.23mm

5.17"
131.32mm

4.22"
107.11mm

ST-Blade Fuse Blocks
Independent Source
Consolidates branch circuits and eliminates in-line fuses 
• Independent source fuse block
• Can be used for 24-hour circuits and switched circuit in same block
• Screw terminals for securing wires accept ring terminals
• Clear insulating cover with label recesses and storage for one fuse, satisfies 

ABYC/USCG insulation requirements
• Easy to open, push button latch for easy access to fuses
• Tin-plated copper buses and fuse clips 
• Fuse Block with cover includes 20 write-on circuit labels and two 

Terminal Block Jumpers Part # 9217 (p. 105)
• Small format standard and custom labels available
• Fuses sold separately (p. 59)

Part # Circuits Cover
5035 6 Yes

5037 6 -

5035

5037

Related Products

Terminal Block Jumpers  
page 105

ATO or ATC Fuses 
page 59

easyID ATC Fuses 
page 59

24-Hour 
Circuits

Two Terminal Block Jumpers included.
Optional Two pack available PN 9217

Switched 
Circuits

Terminal 
Block 

Jumper

Switch 
Fish Finder

GPS

Stereo

Clock

Radio

Bilge Pump

For the full list of specifications see page 75

Fuse Sizing Best Practices - 80% Rule
It is a common misconception that a fuse should be rated for the 
same amperage as the circuit. Fuses include a metal component 
designed to heat up when current runs through them. The 
more current the hotter the metal gets. When too much current 
runs through the fuse, the metal heats up enough to separate, 
breaking the circuit. This means that rating a fuse at the same 
amperage as the circuit will produce the maximum heat in the 
fuse without actually breaking the circuit. For this reason the 
National Electrical Code recommends limiting the amount of 
current in a circuit to 80% of the fuse rating in that circuit. In 
other words a 40A fuse would be appropriate for a circuit with a 
maximum of 32A continuous. This is why you will see many fuse 
blocks with maximum continuous amperage ratings around 80% 
of the largest available fuse.

Application Diagram
Two 24-Hour Circuits and Four Switched Circuits

Voltage Max. Operating 32V DC

Amperage Max. Operating 30A per circuit

Amperage Max. Operating 40A per jumped circuit group

Fuse Type ATO or ATC Fuses

Screw Terminal #8-32 Screws with captive star lock washer

Mounting #8 Screw (M4)
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ST-Blade Split Bus Fuse Block 
Common and/or Independent Source
Two isolated 6-circuit fuse blocks with a negative bus. 
For use when a mix of switched and 24-hour circuits are 
desired in the same block
• Common and/or independent source fuse block
• Provides two isolated groups of six ATO/ATC circuits
• For use with either two isolated batteries or with a single battery   

providing a mix of 24-hour and switched circuits
• Clear insulating cover satisfies ABYC/USCG insulation requirements 

and provides storage for two spare fuses 
• Accepts ring terminals
• Easy to open, push button latch provides easy access to fuses
• Tin-plated copper buses and fuse clips
• Includes 20 write-on circuit labels
• Fuses sold separately  (p. 59)

 

   7.35"  
186.6mm

   6.33"  
160.8mm

   2.50"  
63.5mm
   3.32"  
84.2mm

   1.51"  
38.4mm

24-Hour 
Circuits

Fish Finder

GPS

Stereo

Clock

Alarm

Switch 

Bilge Pump

Switched 
Circuits

From
Device 
Negative

From
Device 

Negative

Baitwell

Light

Electronics

Fume Detector

Bilge Alarm

Fire Detector 

Related Products

ATO or ATC Fuses 
page 59

easyID ATC Fuses  
page 59

bluesea.com/video

For the full list of specifications see page 75
Application Diagram
Six 24-Hour Circuits and Six Switched Circuits

Voltage Max. Operating 32V DC

Amperage Max. Operating 30A per circuit 
100A total (not to exceed 80A per load group)

Fuse Type ATO or ATC Fuses

Screw Terminal #8-32 Screws with captive star lock washer

Mounting #8 Screw (M4)

Recommended Wire Size Positive Feed: 4-6 AWG (25-16 mm²) 
Branck Circuits: 10-16 AWG (6-15 mm²)

Recommended Torque #10 Stud: 24 in-lb (2.71 N-m) 
#8 Screw: 18 in-lb (2.03 N-m)

Part # Circuits Cover Negative Bus Positive Bus
5032 12 Yes #10-32 stud #10-32 stud
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Part # Circuits Cover Negative Bus Positive Bus [A] Width
in (mm)

[B] Mounting
Centers in (mm)

[C] Height 
in (mm)

[D] Mounting
Centers in (mm)

5025 6 Yes #10-32 stud #10-32 stud 3.32 (84.20) 2.50 (63.50) 4.89 (124.31) 3.88 (95.58)

5028 6 Yes –– #10-32 stud 3.32 (84.20) 2.50 (63.50) 3.65 (92.76) 2.64 (67.03)

5030 6 –– #10-32 stud #10-32 stud 3.32 (84.20) 2.50 (63.50) 4.89 (124.31) 3.88 (95.58)

5033 6 –– –– #10-32 stud 3.32 (84.20) 2.50 (63.50) 3.65 (92.76) 2.64 (67.03)

5026 12 Yes #10-32 stud #10-32 stud 3.32 (84.20) 2.50 (63.50) 6.47 (164.39) 5.46 (138.66)

5029 12 Yes –– #10-32 stud 3.32 (84.20) 2.50 (63.50) 5.23 (132.84) 4.22 (107.11)

5031 12 –– #10-32 stud #10-32 stud 3.32 (84.20) 2.50 (63.50) 6.47 (164.39) 5.46 (138.66)

5034 12 –– –– #10-32 stud 3.32 (84.20) 2.50 (63.50) 5.23 (132.84) 4.22 (107.11)

ST-Blade Common Source Fuse Blocks 
Common Source
Consolidates branch circuits and in-line fuses 
• Common source fuse block
• Screw terminals for securing wires accept ring terminals
• One-piece stainless flange nuts ensure safe and secure connections
• Clear insulating cover with label recesses and storage for two fuses,  

satisfies ABYC/USCG insulation requirements
• Easy to open, push button latch for easy access to fuses
• Tin-plated copper buses and fuse clips 
• Fuse blocks with covers include 20 write-on circuit labels small format standard 

and custom labels available 
• Fuses sold separately (p. 59)

1.518"
38.57mm[B]

[A]

[C] [D]

Related Products

WeatherDeck Switch Only 
page 117

ATO or ATC Fuses  
page 59

easyID ATC Fuses 
page 59

5028 with cover
5033 without cover

5025 with cover
5030 without cover

5029 with cover
5034 without cover

5026 with cover
5031 without cover

Switch 

Fish Finder

GPS

Stereo

Radio

Dash

GPS

Switched 
Circuits

Baitwell

Horn

Light 1

Light 2

Light 3

Electronics

From
Device 
Negative

From
Device 

Negative

Application Diagram
Twelve Switched Circuits

For the full list of specifications see page 75

Voltage Max. Operating 32V DC

Amperage Max. Operating 30A per circuit 
100A per block

Fuse Type ATO or ATC Fuses

Screw Terminal #8-32 Screws with captive star lock washer

Mounting #8 Screw (M4)
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ST-Blade Compact Fuse Blocks 
Common Source
Provides surface mount circuit protection for ATO or ATC Fuses 
in a compact footprint. The single side design allows wire entry  
from one side to maximize space. 
• Compact common source fuse block
• Accepts ATO and ATC fast acting blade fuses
• Single side entry wiring
• Ignition Protected - for use in a gasoline engine compartment
• Insulating cover meets ABYC/USCG insulation requirements
• Tin-plated copper buses and fuse clips
• Accepts ring or snap fork type terminals
• Includes write-on circuit labels for each circuit
• Small format standard and custom labels available
• Fuses sold separately (p. 59)

Part # Circuits Cover
5045 4 Yes

5046 8 Yes

5045

5046

  

1.73" 
(43.8mm)

3.64" 
(92.5mm)

2.56" 
(65.1mm)

Mounting Screw Centers
(cover removed in this view)

#8 Mounting
Screw Holes

10-32 
Threaded Stud

8-32 
Terminal
Screws

.34" 
(8.6mm)

Bus Height

.38" 
(9.5mm)

Terminal Height

1.28" 
(32.5mm)

1.73" 
(43.8mm)

5.75" 
(146mm)

#8 Mounting
Screw Holes

4.68" 
(118.7mm)

Mounting Screw Centers
(cover removed in this view)

10-32 
Threaded Stud

8-32 
Terminal
Screws

.34" 
(8.6mm)

Bus Height

.37" 
(9.4mm)

Terminal Height

1.28" 
(32.5mm)

Fuse

Fire Detector

Fume Detector

Bilge Alarm

Clock

Alarm

Bilge Pump

Dash

Baitwell

Related Products

ATO or ATC Fuses 
page 63

For the full list of specifications see page 75

Application Diagram
Eight 24-Hour Circuits

easyID ATC Fuses 
page 63

Voltage Max. Operating 32V DC

Amperage Max. Operating 30A per circuit 
100A per block

Fuse Type ATO or ATC Fuses

Screw Terminal #8-32 Screws with captive star lock washer

Mounting #8 Screw (M4)

Regulatory
Meets ISO 8846 and SAE J1171 external ignition protection requirements

587

https://bluesea.com/
l moquin 





bluesea.com 70 CIRCUIT PROTECTION AND SWITCHES

Related ProductsRelated Products

MRBF Surface Mount Fuse Blocks 
MRBF—Marine Rated Battery Fuse
• Surface mount fuse blocks accommodate three MRBF fuses for 

consolidated high amperage circuit protection
• The independent source fuse block (5194) is ideal for 3 output  

battery chargers
• The common source fuse block (5196) provides 3 loads from a single source
• Clip-on cover insulates terminal connections
• Versatile wiring options allow all wires to come out a single side
• Label recesses for easy circuit identification
• One-piece stainless flange nuts ensure safe and secure connections
• Ignition protected when used with MRBF fuses
• Fuses sold separately (p. 60)

MEGA® or AMG® Fuse Block
Provides an economical system for 100 to 300 Amp fusing
• Insulating cover with breakouts satisfies ABYC/USCG 

insulation requirements
• Stainless steel studs provide resistance to corrosion 

and allow high torque
• UL 94-V0 base resists high heat
• Fuses sold separately (p. 64)

MRBF Fuses 
page 60

MEGA or AMG Fuses  
page 60

5196

5194 

MRBF Terminal Fuse Blocks 
MRBF—Marine Rated Battery Fuse
Satisfies ABYC 7" circuit protection rule by mounting 
on a 3/8" battery post, battery switch, or bus bar
• Appropriate for DC Main, inverter, windlass, 

and bow thruster circuit protection
• Weatherproof – suitable for small open-cockpit  

boats and other harsh environments
• Insulating cap prevents accidental shorts
• Ignition protected when used with MRBF fuses
• Fuses sold separately (p. 60)

5191 2151

For the full list of specifications see page 75

For the full list of specifications see page 75

MRBF Fuses 
page 60

Related Products

For the full list of specifications see page 75

5194 5196

Voltage Max. Operating 58V DC 58V DC

Amps Max. Operating 
(using 4/0 cables)

300 per block 
--

300 per block 
240A per circuit

Terminal Fuses Available 30A–300A 30A–300A

Terminal Stud Size 5/16" -18 (8mm) 5/16" -18 (8mm)

Mounting Hole Size #10 (5mm) #10 (5mm)

Regulatory
Meets ISO 8846 and SAE J1171 external ignition protection requirements 
when used with MRBF fuses and cover is securely latched

Voltage Max. Operating 58V DC

Amperage Max. Operating 300A 

Terminal Fuses Available 30–300 Amps

Regulatory
Meets SAE J1171 external ignition protection requirements

Part # Description Fuses
5194 Independent Source 3
5196 Common Source 3

Part # Terminal Stud Size Mounting 
5001 5/16"-18 (M8) #10 (M5) Screws

Part # Terminal Stud Size Mounting Fuses
5191 M8 (5/16"-18) 3/8" 1
2151 M8 (5/16"-18) 3/8" 2

Voltage Max. Operating 32V DC

Amperage Max. Operating 300A 

Wire Size to Meet Rating 4/0 AWG (120mm²)

Fuses available 100–300 Amps

588

https://bluesea.com/
l moquin 





bluesea.com 71CIRCUIT PROTECTION AND SWITCHES

Related Products

• Swing out design allows replacement of the fuse without 
removing fasteners

• Insulating cover satisfies ABYC/USCG insulation requirements
• Cover breakouts allow wire access in any direction
• Insert molded studs ensure secure fuse mounting
• Stainless steel studs provide resistance to corrosion and high torque 
• One-piece stainless flange nuts ensure safe and secure connections
• UL 94-V0 base resists high heat
• Fuse sold separately (p. 61)

• Four stud design provides ample access around connecting stud to   
install large cable lugs without obstruction from the fuse

• Insulating cover satisfies ABYC/USCG insulation requirements
• Cover breakouts allow wire access in any direction
• Stud design ensures secure fuse mounting even with high heat
• Stainless steel studs provide resistance to corrosion and high torque 
• One-piece stainless flange nuts ensure safe and secure connections
• UL 94-V0 base resists high heat
• Fuse sold separately (p. 61)

ANL® Fuse Blocks
Accepts a wide range of ANL fuse amperages  
for versatile fusing

Class-T Fuse Blocks
Allows the use of Class T fuses for fast acting circuit 
protection of inverters and other electronics

5503 

Part # Terminal Stud Size Amps  Max. Operating Mounting
5005 5/16"-18 (M8) 300A #10 (M5) Screws

5503 5/16"-18 (M8) 750A 1/4" (M6) Screws

5502 

5005

Part # Class T Fuses Terminal Stud Size Amps Max. Operating
5502 225A–400A 3/8"-16 (M10) 320A

5007100 110A–200A 1/4"-20 (M6) 160A

5502100 225A–400A 5/16"-18 (M8) 320A

Class-T Fuses  
page 661

Related Products

ANL Fuses 
page 61

5007100 

5502100 

For the full list of specifications see page 75

For the full list of specifications see page 75

ABYC guidelines and Ignition Protection
Blue Sea Systems fuse blocks marked ignition protected
are designed and tested for ignition protection, enabling them to be 
installed in a compartment where gasoline or other explosive fumes 
may be present.

Blue Sea Systems' fuse blocks that meet the U.S. Coast Guard ignition 
protection requirements include the MAXI®, ST-Blade Battery Terminal 
Mount, ST-Blade Compact, Terminal MRBF, Class-T, Safety, and 
SafetyHub Fuse Blocks. 

The U.S. Coast Guard states: 
An electrical component that is “ignition protected” is capable of operating in an 
explosive environment without igniting that environment. “Ignition protection”
of electrical devices is accomplished by the use of seals, flame arrestors and 
potting (sealing), or a combination of such means.

Voltage Max. Operating 160V DC

Mounting 1/4" (M6) Screws

Fuse Mounting Blocks Tin-Plated Copper

Regulatory
5007100 & 5502100 Meets ISO 8846 and SAE J1171 external ignition 
protection requirements when cover is secure

5503 5005

Voltage Max. Operating 32V DC 32V DC

Terminal Stud Size 5 /16"-18  (M8) 5 /16"-18  (M8)

Cable Size Up to 4/0 AWG Up to 2/0 AWG

Fuse Mounting Blocks Tin-Plated Copper Tin-Plated Copper

ANL Fuses Available 35–750 Amps 35–300 Amps
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MEGA or AMG Fuses 
page 60

• Sealed cover protects fuses from the harsh marine environment 
and satisfies ABYC/USCG insulation requirements 

• Cover breakouts allow wire access in three directions
• Cover accommodates a spare fuse
• One-piece stainless flange nuts ensure safe and secure connections
• Accepts square format standard or custom label
• Fuses sold separately (p. 60)

Related Products

Safety Fuse Block AMI® or MIDI®

Ignition protected for use on gasoline powered boats 
with 30A to 200A circuits

AMI or MIDI Fuses 
page 60

4.92" 125mm

4.0" 101.6mm
4.2" 107.4mm

.80"
20.3mm

1.51"
38.4mm

5.12" 130mm

Part # Fuse Type Fuse Amperages Available
7720 AMI or MIDI 30–200A

ABYC guidelines and Ignition Protection
Blue Sea Systems fuse blocks marked ignition protected
are designed and tested for ignition protection, enabling them to be 
installed in a compartment where gasoline or other explosive fumes may 
be present.
Blue Sea Systems' fuse blocks that meet the U.S. Coast Guard ignition 
protection requirements include the MAXI®, ST-Blade Battery Terminal 
Mount, ST-Blade Compact, Terminal MRBF, Class-T, Safety, and SafetyHub 
Fuse Blocks. 
The U.S. Coast Guard states: 
An electrical component that is “ignition protected” is capable of operating in an 
explosive environment without igniting that environment. “Ignition protection” 
of electrical devices is accomplished by the use of seals, flame arrestors and 
potting (sealing), or a combination of such means.

bluesea.com/video

Safety Fuse Block MEGA® or AMG®

Ignition protected for use on gasoline powered boats 
with 30A to 300A circuits 

• Sealed cover protects fuses from the harsh marine environment 
and satisfies ABYC/USCG insulation requirements 

• Cover breakouts allow wire access in three directions
• One-piece stainless flange nuts ensure safe and secure connections
• Accepts square format standard or custom label
• Fuses sold separately (p. 60)

bluesea.com/video

Part # Fuse Type Fuse Amperages Available
7721 MEGA or AMG 100–300A

Related Products

For the full list of specifications see page 75

For the full list of specifications see page 75

Voltage Max. Operating 32V DC

Wire Size to Meet Rating 2/0 AWG (70 mm²)

Mounting holes Accept 1⁄4" (M6) Screws

Terminal Stud Size M8

Terminal Screw Size M5 Stainless Steel

Regulatory
CE marked 
Meets ISO 8846 and SAE J1171 external ignition protection 
requirements when cover is secure 
IP66 – protected against powerful water jets (see inside back cover)

Voltage Max. Operating 32V DC

Wire Size to Meet Rating 2/0 AWG (70 mm²)

Mounting holes Accept 1⁄4" (M6) Screws

Terminal Stud Size M8

Regulatory
CE marked 
Meets ISO 8846 and SAE J1171 external ignition protection 
requirements when cover is secure 
IP66 – protected against powerful water jets (see inside back cover)
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SafetyHub 150 Fuse Block 
The SafetyHub 150 is an ignition protected fuse block 
with screw termination. It is safe for use on gasoline 
powered boats, reduces wiring connections, and 
consolidates up to ten fused circuits. 

SafetyHub 100 Fuse Block
The SafetyHub 100 combines an ignition protected fuse 
block and integrated connecting plugs. It is safe for use on 
gasoline powered boats, reduces wiring connections, and 
consolidates up to seven fused circuits.

• Accepts three AMI or MIDI Fuses for high-amp circuits 
including panel feeds, windlasses, and stereo amplifiers

• Accepts four ATO or ATC Fuses for circuits including bilge pumps, 
electronics and lights

• Sealed cover protects fuses from the harsh marine environment  
and satisfies ABYC/USCG insulation requirements

• Integrated connector plug eliminates loose wires and provides  
a secure, waterproof connection

• Fuses sold separately (p. 59-60)

• Accepts four AMI or MIDI Fuses for high-amp circuits 
including panel feeds, windlasses, and stereo amplifiers

• Accepts six ATO or ATC Fuses for circuits including bilge pumps, 
electronics and lights

• Sealed cover protects fuses from the harsh marine environment and 
satisfies ABYC/USCG insulation requirements

• Negative bus provides common location for negative connection
• Circuit identification label with write-on capability
• Fuse puller to remove ATO or ATC Fuses
• Cover provides storage space for spare fuses and mounting screws
• One-piece stainless flange nuts ensure safe and 

secure connections
• Fuses sold separately (p. 59-60)

Part # Description
7725 SafetyHub 100 Fuse Block

Part # Description
7748 SafetyHub 150 Fuse Block

Related Products

ATO or ATC Fuses 
page 59

easyID ATC Fuses 
page 59

AMI or MIDI Fuses  
page 60

bluesea.com/video

For the full list of specifications see page 75

For the full list of specifications see page 75

Amperage Max. Operating (combined) 280A

Voltage Nominal Operating 12V DC

Minimum Cable Size to Meet Ratings 4/0 AWG (120 mm²)

Recommended Ring Terminal M8 (5/16")

MIDI or AMI Fuse Block

Amperage Max. Operating (per block) 240A†

Amperage Max. Operating (per circuit) 170A†

Fuse Amperages Available 30–200A

Minimum Cable Size to Meet Ratings 2/0 AWG (70 mm)

ATO or ATC Fuse Block

Amperage Max. Operating (per block) 50A†

Amperage Max. Operating (per circuit) 20A†

Fuse Amperages Available 1A–20A

Regulatory
CE marked 
Meets ISO 8846 and SAE J1171 external ignition protection 
requirements when cover is secure 
IP66 – protected against powerful water jets (see inside back cover)

† Ratings are dependent on input cable sized for appropriate amperagesRatings are dependent on input cable sized for appropriate amperages

Amperage Max. Operating (combined) 280A

Voltage Max. Operating 32V DC

Minimum Cable Size to Meet Ratings 4/0 AWG (120 mm²)

Recommended Ring Terminal M8 (5/16")

Stud Size M8

MIDI or AMI Fuse Block

Amperage Max. Operating (per block) 280A†

Amperage Max. Operating (per circuit) 170A†

Fuse Amperages Available 30–200A

Minimum Cable Size to Meet Ratings 2/0 AWG (70 mm)

Screw Size M5

ATO or ATC Fuse Block

Amperage Max. Operating (per block) 50A†

Amperage Max. Operating (per circuit) 25A†

Fuse Amperages Available 1A–20A

Screw Size #8-32

Regulatory
CE marked 
Meets ISO 8846 and SAE J1171 external ignition protection 
requirements when cover is secure 
IP66 – protected against powerful water jets (see inside back cover)

† Ratings are dependent on input cable sized for appropriate amperagesRatings are dependent on input cable sized for appropriate amperages
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Product Crimpable Waterproof Heavy Duty Water 
Resistant ATO or ATC Waterproof

ATO or ATC MAXI

Part # 5060 5061  5062 5063 5021 5064 5065  5068

Page Number 62 62 62 62 62 62 62 62

For use with AGC or MDL AGC or MDL AGC or MDL AGC or MDL AGC or MDL ATO or ATC ATO or ATC MAXI

Wire Size 12–16 AWG 12–18 AWG 12–16 AWG 12 AWG Pigtails - 12 AWG Pigtails 12 AWG Pigtails #6 Red Lead Wire

Maximum Amperage 30A per circuit 30A per circuit 20A per circuit 30A per circuit 20A per circuit 30A per circuit 30A per circuit 60A per circuit

Regulatory –– –– –– ––

IP66 on front – 
protected 

against 
powerful 

water jets.

–– –– ––

Product MRBF AMI or MIDI MEGA or AMG Class-T ANL

Page Number 60 60 60  61 61

Interrupting Capacity
10,000A @ 14V DC
5,000A @ 32V DC
2,000A @ 58V DC

5,000A @ 16V DC
2,000A @ 32V DC

2,000A @ 32V DC 20,000A @ 125V DC 6,000A @ 32V DC

Maximum Voltage 58V DC 32V DC 32V DC 125V DC 32V DC

Amperage Range 30–300A 30–200A 100–300A 110–400A 35–750A

Quantity Per Package 1 2 1 1 1

Regulatory
SAE J1171

IP66 – protected against
powerful water jets.

ISO 8846 and SAE J1171 when 
used with Blue Sea Systems' 
SafetyHubs and Safety Fuse 

Block Part # 7720.

ISO 8846 and SAE J1171 when 
used with Blue Sea Systems' 

Safety Fuse Block Part # 7721.
––

35–500A Meets ISO 8846 
and SAE J1171.

Product GMA AGA AGC  MDL ATM ATO or ATC easyID MAXI

Page Number 58 58 58 58  59 59 59 59

Interrupting Capacity DC - - - - 1,000A DC 1,000A DC 1,000A DC 1,000A DC

Maximum Voltage DC 24V DC 32V DC 32V DC 32V DC 32V DC 32V DC 32V DC 32V DC

Maximum Voltage AC
5–10A: 125V AC
1–3A: 250V AC

-
.25–10A: 
250V AC

3–7.5A: 
250V AC

–– –– –– ––

Amperage Range 1–10A 20A .25–30A 3–30A 2–30A 1-30A 3-40A 30-80A

Quantity Per Package 3 5 5 or 25 2 2 2 or 25 2 1

Fuse Specification Table

* Certain amperages of GMA®, AGC®, and MDL® fuses are AC/DC rated. See product page for specific ratings

AC/DC AC/DC AC/DC

In-Line Fuse Holder Specification Table
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Product ANL ANL Safety SafetyHub 100 SafetyHub 150

Part # 5005 5503 7720 & 7721 7725 7748

Page Number 71 72 72 73

For use with ANL ANL 7720: AMI or MIDI
7721: MEGA or AMG AMI or MIDI and ATO or ATC

Maximum Voltage 32V DC 32V DC 32V DC 12V DC 32V DC
Maximum Amperage 
per circuit 300A 750A 7720: 200A

7721: 300A
AMI or MIDI: 250A
ATO or ATC: 30A

AMI or MIDI: 170A
ATO or ATC: 25A

Maximum Amperage 
per block 300A 750A 7720: 200A

7721: 300A  ATO or ATC: 50A AMI or MIDI: 280A
 ATO or ATC: 50A

Maximum Total 
Amperage (combined) 35–300A –– –– 280A 280A

Available Fuses –– 35–750A 7720: 30–200A
7721: 100–300A

AMI or MIDI: 30–200A 
ATO or ATC: 1–30A

AMI or MIDI: 30–200A 
ATO or ATC: 1–30A

Ingress Protected –– –– IP66-protected against powerful water jets.

Ignition Protected –– –– ISO 8846, SAE J1171 when cover is secure.

Fuse Block Specification Table

Product MRBF Terminal MRBF Surface MRBF Surface MEGA or AMG Class-T Class-T Class-T

Part # 2151 & 5191 5194 5196 5001 5502 5007100 5502100

Page Number 70 70 70 71 71 71 71

For use with Terminal (MRBF) Terminal (MRBF) Terminal (MRBF) MEGA or AMG Class-T Class-T Class T

Maximum Voltage 58V DC 58V DC 32V DC 160V DC 160V DC 160V DC
Maximum Amperage 
per circuit 300A 240A 240A 300A 320A 160A 320A

Maximum Amperage 
per block 300A –– 300A 300A 320A 160A 320A

Available Fuses 30–300A 30–300A 30–300A 100–300A 225–400A 110–200A 225–400A

Ingress Protected

IP66 when used 
with Blue Sea 

Systems' Terminal 
(MRBF) Fuses.

–– –– –– –– ––

Ignition Protected SAE J1171 when used 
with Blue Sea Systems' MRBF fuses. –– ––

ISO 8846,
SAE J1171 when 
cover is secure.

ISO 8846,
SAE J1171 when 
cover is secure.

Product MAXI ST-Glass ST-Blade

Part # 5006100 5015 & 5018 5056 & 5056100 5023 5035 & 5037 5032
5028, 5025, 
5029 & 5026 5045 & 5046

Page Number 63 63 64 65 66 67 68 69

For use with MAXI AGC or MDL ATO or ATC ATO or ATC ATO or ATC ATO or ATC ATO or ATC ATO or ATC

Maximum Voltage 32V DC 32V DC 32V DC 32V DC 32V DC 32V DC 32V DC 32V DC
Maximum Amperage 
per circuit 80A 30A 25A 30A 30A 30A 30A 30A

Maximum Amperage 
per block 80A 100A 80A 100A 40A per jumped

circuit group

100A (not to 
exceed 80A per 

load group)
100A 100A

Available Fuses 30–80A .25–30A 1–30A 1–30A 1–30A 1–30A 30–300A 1–30A

Ingress Protected –– ––
IP66-protected 

against powerful 
water jets.

–– –– –– ––
IP66-protected 

against powerful 
water jets.

Ignition Protected
ISO 8846, 

SAE J1171 when
cover is secure.

–– ––
ISO 8846, 

SAE J1171 when 
cover is secure.

–– –– ––
ISO 8846, 

SAE J1171 when 
cover is secure.
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ST-CLB Circuit Breaker Blocks
Compact surface mount solution providing secure screw termination 
where Push Button Reset-Only CLB Circuit Breakers are desired
• Clear insulating cover with square format label recesses, satisfies ABYC/USCG 

insulation requirements
• Quick connect clips allow circuit breakers to snap easily into place
• Tin-plated copper busses and screw terminals
• Breakouts allow wire access in two directions
• Accepts ring terminals
• Optional push button waterproof boots or dress nuts can be installed over cover 
• Accepts square labels
• Optional jumper 5049, for use with 5050 and 5051
• Circuit breakers sold separately (p. 77)

Part # Positions Negative Bus Source [A] Mounting
Centers in (mm)

[B] Mounting
Centers in (mm)

[C] Height
in (mm)

5050 6 –– Independent 5.63 (142.9) 1.40 (35.6) 6.69 (169.9)

5051 12 –– Independent 10.13 (257.2) 1.71 (43.4) 11.19 (284.2)
5052 6 #10-32 stud Common 5.63 (142.9) 1.40 (35.6) 6.69 (169.9)
5054 12 #10-32 stud Common 10.13 (257.2) 1.71 (43.4) 11.19 (284.2)

5049 ST CLB Block Jumper, 5 per pack

Related Products

ST-CLB Circuit Breaker  
Block Jumper 5049 (see table)

CLB Circuit 
Breaker Boots 

page 77

Push Button Reset-Only 
CLB Circuit Breakers 

page 77

5052

5050

[C][A]

[B]

2.79
(70.8mm)

24-Hour 
Circuits

Switched 
Circuits

Switch 

Busbar To Load Positive

Three Switched Circuits, Three 24-Hour Circuits

Two ST-CLB Terminal 
Block Jumpers allow 
three switched circuits

FuseFuse

Fish Finder

GPS

Stereo

Clock

Alarm

Bilge Pump

Six Switched or Six 24-Hour Circuits

Fuse

Add an 
optional 
switch for 
non-24-hour 
circuits. 

To Load 
Positive

From 
Load 

Negative

bluesea.com/video

Voltage Max. Operating 32V DC

Amperage Max. Operating 32A (per circuit)

Amperage Max. Operating 100A (per block - common source)

Amperage Max. Operating 40A (per jumped circuit group - independent source)

Temp. Operating Range -10°C to 60°C

Breaker Type Push Button Reset-Only Circuit Breaker with  
Quick Connect Terminals

Screw Terminal #8-32 Screws with Captive Star Lock Washer

Ring Terminals Screw Terminals #8 (M4), Negative Bus #10 (M5)

Mounting #8 Screw (M4) or #8 Nut
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CLB Circuit Breaker Waterproof Boots
Protects push button circuit breakers in wet environments

• Used on waterproof panels (p. 116-117)
• Replaces dress nut mounting on circuit breakers

Part # Description  Retail Pack
4135 Clear 2
4136 White 2
4137 Black 2

True North Yachts installs ST-CLB blocks aboard their boats, including the True North 38.

Push Button Reset-Only CLB 
Circuit Breakers
Provides economical circuit protection for 3 to 40 Amp 
loads when switching is provided elsewhere or not required

1/4" Male Quick Connect Terminals #8 Screw Terminals

   0.347"  
8.80mm

  0.382" DIA  
Ø9.70mm

Cutout 
Dimensions

   0.496"  
12.60mm

   1.225"  
30.12mm

   0.466"  
11.89mm

  2.307"  
58.60mm

   1.379" 35.03mm

   0.335"  
8.51mm

D BUSHING

   0.049"  
1.25mm

   0.571"  
14.50mm

   0.496"  
12.60mm

   1.225"  
30.12mm

   0.185"  
4.70mm

  2.024"  
51.41mm

   1.379" 35.03mm

Screw Terminals 
Part #

QC Terminals 
Part # Amps

2129 7050 3A DC

2130 7052 5A DC

2131 7053 7A DC

2132 7054 10A DC

2133 7056 15A DC

2134 7057 20A DC

2135 7058 25A DC

2136 7059 30A DC

2137 7061 40A DC

Screw 
Terminals

Quick 
Connect 
Terminals

• Quick connect or screw terminal style
• Compact design enables high density circuit protection configurations
• Push-to-reset operation
• Trip Free design cannot be held ON during fault current condition
• Optional push button waterproof boot 

Related Products

DC Branch Circuit 
Breaker Panels  

page 120

WeatherDeck Circuit 
Breaker Panels  

page 117

Contura Circuit 
Breaker Panels  

page 116

360 Panel 
Adapter  
page 98

Thread Material Nickel-Plated Brass

Thread 3/8"-27

Regulatory  IP67 – protected against immersion up to 1 meter for 30 minutes

Interrupting Capacity 3,000A @ 14.7V DC / 2,500A @ 28V DC

Voltage Max. Operating 32V DC

Temperature Min. Operating -10°C

Temperature Max. Operating 60°C

Type Thermal trip, manual reset

Terminals #8 Screw Terminals or 
1/4" Male Quick Connect (QC) Terminals

Screw Terminal Torque 6 in-lb max.

Trip Time Delay See  bluesea.com

Thread 3/8"-27 UNS

Regulatory
CE marked 
UL Recognized – UL 1077 – UL/cUL (USA and Canada), TUV certified 
Meets UL 1500 and ISO 8846 external ignition protection requirements

See p. 166 for ABYC Interrupting Capacity Requirements.
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Medium Duty Push Button 
Reset-Only Circuit Breakers
Provides circuit protection for 
15 to 60 Amp loads when switching  
is provided elsewhere or not required
• Weatherproof
• Can be used as Main or Branch 
• Push-to-reset operation
• Trip Free design cannot be held 

ON during fault current condition
• Captive star lock washers meet 

requirements for anti-rotation and 
eliminate handling of small, easily 
dropped parts

   1.189"  
30.2mm

   .630"  
16.0mm

   1.575"  
40.0mm

   2.00" DIA.  
50.8mm

   45°

   White Amp
Rating Stamp

   1.345"  
34.2mm

   .570" DIA.  
Ø14.5mm

   .449"  
11.4mm

   1.189"  
30.2mm

   .890"  
22.6mm

   .480"  
12.2mm

   .421"  
10.69mm

   .764"  
19.4mm

  #8-32 Mounting 
Screw Thread

Part # Amps
2138 15A DC

2139 20A DC

2140 30A DC

2141 40A DC

2142 50A DC

2143 60A DC
Cutout Dimensions

Side View

Front View
Back View

   1.575"  
40.0mm

   .787"  
20.0mm

   .220" DIA.
Ø5.6mm

  .570" DIA.
Ø14.5mm

Marine Grade Short Stop 
Circuit Breakers
Use a circuit breaker instead of a fuse
• Designed with corrosion resistant materials 

to withstand harsh environments
• IP64 water resistant boot protects   

against dust and splashing water
• Push-to-reset operation only 

disconnects when tripped
• Stainless steel nyloc nuts for 

secure connections
• Red insulating boot included in 

retail package only

Part # Amps
7151 10A DC

7152 15A DC

7153 20A DC

7154 25A DC

7155 30A DC

7156 40A DC

7157 50A DC

7160 Insulating Boot

Shown with Insulating Boot

  

 

  

  

.67" 
(17.1mm)

#10-32 Studs
Nylock nuts included

.89" 
(22.6mm)

Ø0.20" 
(5mm)

1.56" 
(39.5mm)

0.57" 
(14.5mm)

0.68" 
(17.3mm)

2.00" 
(50.7mm)

1.28" 
(32.5mm)

Push-Button to Reset

See p. 166 for ABYC Interrupting Capacity Requirements.

See p. 166 for ABYC Interrupting Capacity Requirements.

Interrupting Capacity 5,000A @ 32V DC 
3,000A @ 120V AC

Voltage Max. Operating 32V DC / 120V AC

Temperature Min. Operating -54°C

Temperature Max. Operating 74°C

Type Thermal trip, manual reset

Terminal Stud #10-32 Stainless Steel

Terminal Stud Torque 30 in-lb max.

Trip Time Delay See  bluesea.com

Mounting Thread #8 -32

Regulatory
SAE J1428, SAE J553, UL 1077 
Meets UL 1500 external ignition protection requirements

Interrupting Capacity 2,500A @ 28V DC

Voltage Max. Operating 28V DC

Temperature Min. Operating -10°C

Temperature Max. Operating 60°C

Type Thermal trip, manual reset

Terminals #10-32" Studs 

Screw Terminal Torque 24 in-lb max.

Trip Time Delay See  bluesea.com

Regulatory
IP64, SAE J553, Meets SAE J1171 external ignition  
protection requirements
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ATO®/ATC®-Style Low Profile 
Circuit Breakers    
Use a manually resettable circuit breaker instead  
of an ATO or ATC fuse
• Drop in replacement for ATO and ATC blade style fuses
• Manual push button reset complies with ABYC circuit 

protection requirements
• Compatible with Water-Resistant ST-Blade Fuse Block 

 (5056) with cover secured (p. 64)
• Compatible with all other ST-Blade Fuse blocks  

without cover

Part # Amps Color Retail Pack
7062 5A LT. Brown 2

7063 7.5A Moss Green 2

7064 10A Red 2

7065 15A Blue 2

7066 20A Yellow 2

7067 25A White 2

7068 30A Green 2

.15" 
(3.8mm)

.24" 
(6.2mm) .24" 

(6.2mm)

.12" 
(3mm)

.16" 
(4.2mm)

.58" 
(14.8mm)

.41" 
(10.5mm)

.20" 
(5.2mm)

.02" 
(0.6mm)

1.41" 
(35.9mm)

.24" 
(6.2mm)

.20" 
(5.2mm)

.25" 
(6.4mm)

See p. 166 for ABYC Interrupting Capacity Requirements.

Related Products

ST-Blade Water-Resistant 
Fuse Block 

page 64

Interrupting Capacity 2,000A @ 28V DC

Voltage Max. Operating 32V DC 

Temperature Min. Operating -40°C (-40°F)

Temperature Max. Operating 85°C (185°F)

Type Thermal trip, manual reset

Trip Time Delay See  bluesea.com

Regulatory
SAE J553, UL 1500, ISO 10924-4, Meets SAE J1171 external 
ignition protection requirements
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1477

Circuit Breaker Mounting Options
Provides mounting for Cooper Bussmann® Klixon, 
285-Series or 185-Series Panel Mount 
Circuit Breakers

Part # Description Width in (mm) Height in (mm)

7198 Self-trimming molded rubber bezel 2.44 (61.90) 3.31 (84.07)

7098 Circuit breaker adapter bezel allows circuit
breaker mounting in a 2-1/8" round hole 2.44 (61.90) 3.31 (84.07)

1477 Provides circuit breaker mounting 
in the 360 Panel System 4.88 (123.83) 4.75 (120.65)

7198 7098

Panel Mount 
Part #

Surface Mount 
Part # Amps

7080 7180 25A DC

7081 7181 30A DC

7082 7182 40A DC

7083 7183 50A DC

7084 7184 60A DC

7085 7185 70A DC

7086 7186 80A DC

7087 7187 100A DC

7088 7188 120A DC

7089 7189 150A DC

285-Series Circuit Breakers 
Provides circuit protection for 25 to 150 Amp loads when 
switching and circuit protection are both required
• Visible yellow reset lever shows open condition
• Trip-free design cannot be held closed after trip
• Drop in replacement for 185 Series Circuit Breakers
• 3,000A AIC for medium battery banks

7087

   2.41"  
61.11mm

   1.90"  
48.1mm

   1.54"  
39.10mm

  2.91"  
73.80mm

  1.77"  
45.00mm

 0.64"  
16.30mm

 0.31"  
8.0mm

 0.58"  
14.7mm

   1.895"  
48.13mm

   1.050"  
26.67mm

   1.017"  
25.84mm

   3.200"  
81.28mm

   2.484"  
63.09mm

   2.230"  
56.64mm

   .49"  
12.5mm

   .86"  
21.8mm

   1.24"  
31.5mm

7187

G27 G27 4DOR

Main circuit protection for 
battery banks up to

Related Products

2719 Enclosure  
page 104

bluesea.com/video

Interrupting Capacity 3,000A @ 48V DC†

Voltage Max. Operating 48V DC

Temperature Min. Operating -40°C (-40°F)

Temperature Max. Operating 85°C (185°F)

Type Thermal

Class Thermal Reset – Trip Free

Terminal Stud M6 (accepts 1/4" Ring Terminal)

Terminal Stud Torque 50 in-lb (7.9 Nm)

Mounting Hole Accepts 1/4" screw (M6)

Regulatory
CE marked 
Meets SAE J1171 external ignition protection requirements, †AIC ratings 
achieved using SAE J1625 
IP67 – protected against immersion up to 1 meter for 30 minutes  
(see inside back cover)

See p. 166 for ABYC Interrupting Capacity Requirements. 
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Grady White uses Blue Sea Systems 
187 Series Thermal Circuit Breakers 

aboard their boats, including 
the Express 306.

bluesea.com/video
187-Series Circuit Breakers 
Provides circuit protection for 25 to 200 Amp loads when  
switching and circuit protection are both required
• Self-trimming case eliminates need for mounting panels or trim bezels
• Visible yellow reset lever shows open condition
• Trip-free design cannot be held closed after trip
• Large clearance around terminal studs accepts up to 1/0 AWG lugs
• Recessed mounting holes for clean appearance
• Robust 5/16"-18 terminals provide high torque connections
• 5,000A AIC for large battery banks

   1.625"  
41.28mm

   3.439"  
87.35mm

   2.562"  
65.07mm

   2.323"  
59.00mm

   2.125"  
53.97mm

   1.797"  
45.64mm

   0.300"  
7.62mm

   3.386"  
86.01mm

   2.750"  
69.85mm

   2.260"  
57.42mm

   2.125"  
53.97mm

MOUNTS IN 2.125 DIA.
53.97mm DIA. HOLE

   2.105"  
53.47mm

   0.732"  
18.59mm

   1.750"  
44.45mm

7044

7140

Main circuit protection for 
battery banks up to

8D 4D 4DOR

See p. 166 for ABYC Interrupting Capacity Requirements.

Panel Mount 
Part #

Surface Mount 
Part # Amps

7035 7135 25A DC

7036 7136 30A DC

7038 7138 40A DC

7039 7139 50A DC

7040 7140 60A DC

7041 7141 70A DC

7042 7142 80A DC

7043 7143 90A DC

7044 7144 100A DC

7046 7146 120A DC

7047 7147 135A DC

7048 7148 150A DC

7049 7149 200A DC

Interrupting Capacity
5,000A @ 14V DC  
3,000A @ 28V DC 
1,500A @ 48V DC

Voltage Max. Operating 48V DC

Temperature Min. Operating -40°C (-40°F)

Temperature Max. Operating 85°C (185°F)

Type Thermal

Class Type III – Switchable/Manual Reset  
– Trip Free

Terminal Stud 5⁄16"-18

Terminal Stud Torque 75 in-lb max.

Trip Time Delay See bluesea.com

Mounting Hole Accepts #10 (M5) Screw

Regulatory
CE marked 
Meets SAE J1171 external ignition protection requirements 
IP66 – protected against powerful water jets (see inside back cover)
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Metal Shark boats builds custom aluminum boats for 
government agencies. The Custom 360 Panel with Mil-Spec 
Toggle Circuit Breakers is housed inside the center console 

and distributes power to critical loads aboard the Defiant 29.

COTS Circuit Breakers Water-Resistant 
Suitable for use when government specifications 
are required

Part # Amps Poles Actuator Style
7310 5A 2 Toggle

7311 10A 2 Toggle

7312 15A 2 Toggle

7313 20A 2 Toggle

7314 25A 2 Toggle

7315 30A 2 Toggle

7316 40A 2 Toggle

7317 50A 2 Toggle

7312

   1.817"  
(46.15mm)

KEYWAY
.060" (1.52mm)-.065" (1.65mm) WIDE
.030" (.76mm)-.035" (.89mm) DEEP

LOAD

LINE

1.22" (34.92mm)

.656" (16.66mm)

.750" (19.05mm)

LOCKWASHER

.75" (19.05mm)

1.515 (38.48mm)
MAX. ROCKER ADAPTER

BRACKET WIDTH

.625" (15.87mm)
#6-32 MTG. SCREW

FOR HIGH SHOCK
MTG.

1/2-32 HEX NUT

RUBBER “O”RING

13°±3°

13°±3°

ON

OFF

.125" (3.17mm)
1.56" (39.62mm)

2.00" (50.80mm)

LOAD

LINE

   2.209"(56.10mm)
2 PLACES

   .220"  
(7.14mm)±.060            ±1.52

TOLERANCES ±.005[.13]
PANEL CUTOUT DETAIL

   .656"  
16.66mm

.750" 
(19.05mm) TYP

Ø.156" 
(3.96mm)

Ø.515" 
(13.08mm)

Interrupting Capacity 7500A DC / 1,500A AC

Voltage Max. Operating 65V DC / 277V AC

Temperature Operating -40°C to 85°C (-40°F-185°F)

Switching Cycles 6000 Electrical, 4000 Mechanical

Type Magnetic Hydraulic – Trip free 
A-Series, Metal Toggle

Terminal Screw #10-32 SS

Terminal Screw Torque 14-15 in-lb

Mounting Screw #6-32 SS

Mounting Screw Torque 7-9 in/lb

Mounting Boss 1/2-32 Hex Nut SS

Mounting Nut Torque 30 in-lb max.

Regulatory
UL 1077, CSA certified 
Water Resistant - designed and tested in accordance with the 
MIL-PRF-55629 and MIL—STD-202 specifications
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UL-489 Circuit Breakers 
Expanded line of circuit breakers that meet CFR 46 / CoastGuard requirements

Part # Amps Poles Actuator Style
7461 10A AC 2 Flat Rocker

7462 15A AC 2 Flat Rocker

7463 20A AC 2 Flat Rocker

7464 25A AC 2 Flat Rocker

7465 30A AC 2 Flat Rocker

7466 30A AC 2 Raised Rocker

7467 50A AC 2 Raised Rocker

7466

7464
O

N

O
FF

10

O
FF

O
N

O
NII

#6-32 THREAD X 
.195" (4.95mm) DEEP
(4 PLCS) 2/POLE

LOAD

LINE

1.66" 
(42.16mm)

TYP

1.94" 
(49.28mm)

3.10" 
(78.74mm)

.750" 
(19.05mm)

TYP

1.515 (38.48mm)
MAX. ROCKER ADAPTER

BRACKET WIDTH

.420" (10.67mm)

.120" (3.048mm)

2.50" 
(63.5mm)

2.80" (71.12mm)

.310" 
(7.87mm)

.208" 
(5.28mm)

1.245" 
(31.62mm)

2.16" 
(54.86mm)

1.125" 
(28.58mm)

Part # Amps Poles Actuator Style
7454 5A AC 1 Flat Rocker

7455 10A AC 1 Flat Rocker

7456 15A AC 1 Flat Rocker

7457 20A AC 1 Flat Rocker

7458 30A AC 1 Flat Rocker

7459 50A AC 1 Flat Rocker

2.50 
(63.50mm) 

TYP

O
N

20

O
FF

LINE

LOAD

.42" 
(10.67mm)

.12" 
(3.04mm)

2.16" 
(54.86mm)

1.85" 
(47mm)

.745" (18.92mm) MAX
ROCKER ADAPTER
BRACKET WIDTH

6/32 THREAD X 
.195" (4.95mm) DEEP

(2 PLCS) / POLE 

2.50" 
(63.5mm)

1.66" 
(42.16mm)

TYP

1.24" 
(31.62mm)

1.12" 
(28.58mm)

.208" 
(5.28mm)

.310" 
(7.87mm)

2.51" 
(63.85mm) TYP

1.94" 

(49.28mm)
TYP

.281" 

(7.14mm)
TYP

7440

7454

1.260" 

(32mm)
TYP

.760" 

(19.05)

1.660" 
(42.16mm)

.20" 
(5.08mm)

.156" DIA.
(Ø3.96mm)
(2) HOLES

PANEL CUTOUT DETAIL PANEL CUTOUT DETAIL

.20" 
(5.08mm)

.75" 

(19.05)

.156" DIA.
(Ø3.96mm)
(4) HOLES

1.260"
(32mm)

TYP1.66" 
(42.16mm)

.760" 

(19.05)

Related Products

SMS Panel 
Enclosures 

page 90

Part # Amps Poles Actuator Style
7440 5A DC 1 Flat Rocker

7441 10A DC 1 Flat Rocker

7442 15A DC 1 Flat Rocker

7443 20A DC 1 Flat Rocker

7444 30A DC 1 Flat Rocker

7445 50A DC 1 Flat Rocker

7446 100A DC 1 Flat Rocker

7440-7446 7454-7459 7461-7467

Interrupting Capacity 10,000A 5000A 5000A

Voltage Max. Operating 80V DC 240V AC 240V AC

Temperature Operating -40°C to 85°C 
(-40°F–185°F)

-40°C to 85°C 
(-40°F–185°F)

-40°C to 85°C 
(-40°F–185°F)

Type
C-Series, 
Magnetic Hydraulic 
– Trip free 

C-Series, 
Magnetic Hydraulic 
– Trip free

C-Series, 
Magnetic Hydraulic 
– Trip free

Terminal #10-32 Screw* 
Tin-Plated Brass 

#10-32 Screw 
Tin-Plated Brass

1/4"-20 Stud 
Tin-Plated Brass

Terminal Torque 15-20 in-lb* 15-20 in-lb 35 in-lb

Mounting Screw #6-32 SS #6-32 SS #6-32 SS

Mounting Screw Torque 7-9 in-lb 7-9 in-lb 7-9 in-lb

Regulatory
UL 489, CSA certified, TUV certified.

* 7446 - Terminal - 1/4"-20 Stud, Terminal Torque - 30-35 in-lb
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A-Series Toggle Circuit Breakers
Combines switching and circuit protection into a single device

UL 1077 - UL/CSA (US/Canada) EN60934 - TUV (Europe)

DC Interrupt AC Interrupt AC Interrupt 

1 Pole 7500A 3000A 1500A

2 Pole 7500A 3000A 1500A

   2.000"  
50.80mm

   1.050"  
26.67mm

   0.170"  
4.32mm

   OVERALL DEPTH
2.00" 50.80mm

   0.750" 
19.05mm

0.630"  DIA.
Ø16.00mm

0.156"  DIA.
Ø3.96mm

0.750" 19.05mm
TYP PER POLE

  1.660"  
42.16mm

   1.050"  
26.67mm

72007202

8072

Part # Color Amps Poles Max V DC
7197 White 2.5A 1 32V DC
7200 Black 5A 1 32V DC
7201 Red 5A 1 32V DC
7202 White 5A 1 65V DC
7347 Black 8A 1 65V DC
7299 White 8A 1 65V DC
7204 Black 10A 1 65V DC
7205 Red 10A 1 65V DC
7206 White 10A 1 65V DC
7208 Black 15A 1 32V DC
7209 Red 15A 1 32V DC
7210 White 15A 1 65V DC
7212 Black 20A 1 65V DC
7213 Red 20A 1 32V DC
7214 White 20A 1 65V DC
7216 Black 25A 1 65V DC
7217 Red 25A 1 65V DC
7218 White 25A 1 65V DC
7220 Black 30A 1 32V DC
7221 Red 30A 1 65V DC
7222 White 30A 1 65V DC
7224 Black 40A 1 65V DC
7225 Red 40A 1 65V DC
7226 White 40A 1 32V DC
7228 Black 50A 1 32V DC
7229 Red 50A 1 65V DC
7230 White 50A 1 32V DC

7233

   2.000"  
50.80mm    1.050"  

26.67mm

   0.170"  
4.32mm

   OVERALL DEPTH
2.00" 50.80mm

   0.750" 
19.05mm

   1.500"  
38.10mm

• The standard circuit breaker for Blue Sea Systems Traditional Metal 
Power Distribution Panels

• Single pole is frequently used for AC or DC Branch circuit protection
• Double pole is typically used for AC Main circuit protection
• Trip Free – cannot be held closed after trip 

Part # Color Amps Poles Max V DC 
7232 Black 10A 2 65V DC
7233 White 10A 2 65V DC
7234 Black 15A 2 32V DC
7235 White 15A 2 65V DC
7348 Black 16A 2 65V DC
7294 White 16A 2 65V DC
7236 Black 20A 2 32V DC
7260 White 20A 2 32V DC
7237 Black 30A 2 32V DC
7238 White 30A 2 65V DC
7349 Black 32A 2 65V DC
7295 White 32A 2 65V DC
7239 Black 40A 2 65V DC
7240 White 40A 2 32V DC
7241 Black 50A 2 65V DC
7242 White 50A 2 65V DC

8173

Part # Description Width in 
(mm)

Height in 
(mm)

Depth in 
(mm)

3131 Circuit breaker enclosure 3.95 (100.36) 4.92 (124.91) 4.07 (103.40)
8072 Single pole mounting panel 2.63 (66.80) 3.75 (92.25) 0.125 (3.175)
8173 Double pole mounting panel 2.63 (66.80) 3.75 (92.25) 0.125 (3.175)

Interrupting Capacity Table (see ABYC Requirements p. 166)

Circuit Breaker Mounting Options
• 3131 enclosure, strain reliefs included for secure installation 

of circuit breakers   
• 3131 enclosure, accepts A-Series Toggle and A and C-Series 
•  Flat Rocker Circuit Breakers, LEDs (p. 155), and Square Format 

Labels (p. 156) for custom configurations
• 8072 and 8173 panels, accept A-Series Toggle Circuit Breakers, 

Large Format Labels (p. 156) and LEDs (p. 155)

3131

1.640"
41.66mm

0.130"
3.30mm

0.690"
17.50mm

2.032"
51.61mm

1.560"
39.62mm

Related Products

360 Panel System  
page 118

Traditional Metal Panel  
page 119

Cutout Dimensions

Voltage Nominal Operating 120/240V AC

Temperature Min. Operating -40°C (-40°F)

Temperature Max. Operating 85°C (185°F)

Switching Cycles 10,000 @ rated amps and volts

Type Magnetic Hydraulic – Trip free

Terminal Screw #10-32 Stainless Steel 

Terminal Screw Torque 14–15 in-lb Recommended

Trip Time Delay See bluesea.com

Mounting Screw #6-32 Stainless Steel (included)

Mounting Nut Torque 6–8 in-lb Recommended

Regulatory
CE marked, TUV certified, CSA certified, UL 1077 recognized
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• White actuator indicates OFF position
• Single pole is available in Flat Rocker and Restricted Off styles
• Single pole is frequently used for AC or DC Branch circuit protection
• Double pole is available in Flat Rocker and Raised Rocker styles
• Double pole is typically used for AC Main circuit protection
• Raised Rocker actuator style is used for AC source selection on  

the 360 Panel System
• International ON and OFF symbols support vertical or horizontal mounting

   0.200"  
5.08mm 0.156" DIA

Ø3.96mm

0.750" 19.05mm
TYP PER POLE

   1.660"  
42.16mm

   0.750"  
19.05mm

   1.260"  
32.00mm

   1.239"  
31.47mm

   OVERALL DEPTH
2.40" 60.96mm

   0.750"  
19.05mm

   1.660"  
42.16mm

   2.217"  
56.31mm

Interrupting Capacity Table (see ABYC Requirements p. 166)

UL 1077 - UL/CSA (US/Canada) EN60934 - TUV (Europe)

DC Interrupt 120V AC Interrupt 240V AC Interrupt AC Interrupt 

1 Pole 5000A 3000A 1500A 1500A

2 Pole 5000A 3000A 3000A 1500A

   1.245"  
31.62mm

   OVERALL DEPTH
2.40" 60.96mm

   1.500"  
38.10mm

   2.310"  
58.67mm

A-Series Rocker Circuit Breakers
Combines switching and circuit protection into a single device

Cutout Dimensions

7574
Raised Rocker
•  Standard circuit breaker  
 for AC Source Select panels  
 in the 360 Panel System I

30A

7403
Flat Rocker
• Standard circuit breaker used 
 on the 360 Panel System 
 (1200 Series)

• Flat actuator resists accidental   
 switching by being flush in the 
 ON position

I

5
0

7425
Restricted-OFF Rocker
•  Actuator shows white in 
 the OFF position

•  Restricted OFF actuator can 
 only be switched to OFF by   
 insertion of small screwdriver 
 into slot

I
5

0

Part # Amps Max V DC Poles Rocker Actuator
7399 2.5A 32V DC 1 Flat

7400 5A 32V DC 1 Flat

7425 5A 32V DC 1 Restricted-OFF

7401 8A 32V DC 1 Flat

7402 10A 32V DC 1 Flat

7427 10A 32V DC 1 Restricted-OFF

7403 15A 32V DC 1 Flat

7428 15A 32V DC 1 Restricted-OFF

7404 20A 32V DC 1 Flat

7429 20A 32V DC 1 Restricted-OFF

7405 25A 32V DC 1 Flat

7430 25A 32V DC 1 Restricted-OFF

7406 30A 32V DC 1 Flat

7407 40A 32V DC 1 Flat

7408 50A 32V DC 1 Flat

7433 50A 32V DC 1 Restricted-OFF

Related Products

360 Panel System  
page 118

Part # Amps Max V DC Poles Rocker Actuator
7410 10A 32V DC 2 Flat
7411 15A 32V DC 2 Flat
7412 16A 32V DC 2 Flat
7413 20A 32V DC 2 Flat
7574 30A 32V DC 2 Raised
7414 30A 32V DC 2 Flat
7575 32A 32V DC 2 Raised
7415 32A 32V DC 2 Flat
7416 40A 32V DC 2 Flat
7577 50A 32V DC 2 Raised
7417 50A 32V DC 2 Flat

Voltage Nominal Operating 120/240V AC

Temperature Min. Operating -40°C (-40°F)

Temperature Max. Operating 85°C (185°F)

Switching Cycles 10,000 @ rated amps and volts

Type Magnetic Hydraulic – Trip free

Terminal Screw #10-32 Stainless Steel 

Terminal Screw Torque 14–15 in-lb Recommended

Trip Time Delay See bluesea.com

Mounting Screw #6-32 Stainless Steel (included)

Mounting Nut Torque 6–8 in-lb Recommended

Regulatory
CE marked, TUV certified, CSA certified, UL 1077 recognized
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DC Features
• Large frame provides stud termination for 5–300 Amp loads
• Provides overcurrent protection for inverters, bow thrusters, 

and windlasses
• Offers high interrupt capacity – suitable for Main circuit protection
• Trip Free – cannot be held closed after trip

AC Features
• Frequently used for 120/240 Volt AC circuit protection
• Double pole can be used as AC Main circuit breaker to switch hot 

and neutral or two hots in 120/240 Volt AC Branch applications
• Triple pole can be used as 120/240 Volt AC Main circuit breaker 

to switch both lines (hots) and neutral
• Double and triple pole circuit breakers will trip all poles if any 

one pole trips

Simplifies mounting C-Series 
Toggle Circuit Breakers
• Accepts Blue Sea Systems Large Format 

Labels and ON indicating LEDs
• Panel plugs can be inserted to fill 

blank positions
• Panel Plug Kit 8089 included – circuit breaker 

mounting screws, panel plug, LED plug 
and blank label

C-Series Toggle Circuit Breakers
Combines switching and circuit protection into a single device

C-Series Toggle Circuit 
Breaker Mounting Panels 

   1.448"  
36.78mm

   2.062"  
52.37mm

   0.432"  
10.97mm

  2.250"  57.15mm
   1.500"  38.10mm
  0.750"  19.05mm

   0.750"  
19.05mm

   2.500"  
63.50mm

   2.062"  
52.37mm

   1.438"  
36.53mm

   2.250"  57.15mm
   1.500"  38.10mm
   0.750"  19.05mm

  0.219"  5.56mm

   0.750"  
19.05mm   #6-32

   1.940"  
49.28mm

  2.475" 
62.86mm

  1.850" 
47.0mm

   1/4" STUD

  0.406"  
10.31mm

   0.150"  
3.81mm

   0.281"  
7.14mm

**

72677250* 7270 7251 7287

Cutout Dimensions

* Paralleled poles have 5/16" stud on bus

Part # Description Width in (mm) Depth in (mm)
8088 3 position 5.25 (133.35) 3.75 (95.25)

8087 8 position 5.25 (133.35) 7.50 (190.50)

8089 Panel Plug Kit –– ––

8088

8087

Interrupting Capacity Table (see ABYC Requirements (p. 166 )

Related Product

Traditional Metal 7372  
page 127

Part # Color Amps Poles Max V DC
7350 White 5A DC 1 80V DC

7351 White 10A DC 1 80V DC

7352 White 15A DC 1 80V DC

7353 White 20A DC 1 80V DC

7354 White 25A DC 1 80V DC

7355 White 30A DC 1 80V DC

7244 White 50A DC 1 80V DC

7246 White 60A DC 1 80V DC

7248 White 80A DC 1 65V DC

7250 White 100A DC 1 65V DC

7250I Red 100A DC 1 48V DC

Part # Color Amps Poles Max V DC
7365 White 30A AC 2 80V DC

7251 White 50A AC 2 80V DC

7254 White 60A AC 2 80V DC

7256 White 80A AC 2 80V DC

7258 White 100A AC 2 65V DC

7267* White 150A DC 2 65V DC

7268* White 175A DC 2 65V DC

7269* White 200A DC 2 65V DC

Part # Color Amps Poles Max V DC
7287 White 50A AC 3 80V DC

7288 White 60A AC 3 80V DC

7289 White 80A AC 3 80V DC

7290 White 100A AC 3 80V DC

7270* White 250A DC 3 65V DC

7271* White 300A DC 3 65V DC

UL 1077 - UL/CSA (US/Canada) EN60934 - TUV (Europe)

DC Interrupt AC Interrupt AC Interrupt 

1 Pole 10000A 5000A 5000A

1 Pole 7250I 5000A 1500A --

2 & 3 Pole 5000A 5000A 5000A

7250I

Voltage Nominal Operating 120/240V AC 

Temperature Min. Operating -40°C (-40°F)

Temperature Max. Operating 85°C (185°F)

Switching Cycles 10,000 @ rated amps and volts

Type Magnetic Hydraulic – Trip free

Terminal Stud 1/4"-20 Tin-Plated Brass 

Terminal Stud Torque 35 in-lb max.

Trip Time Delay See bluesea.com

Mounting Screw #6-32 Stainless Steel (included)

Mounting Screw Torque 6–8 in-lb Recommended

Regulatory
7250I Only – meets SAE J1171, UL 1500, and ISO 8846 external 
ignition protection requirements
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Cutout Dimensions

  0.200" 
5.08mm

  0.750" 
19.05mm

  1.260" 
32.00mm

  1.660" 
42.16mm

0.750" 19.05mm
TYP PER POLE

0.156" DIA.
Ø3.96mm

  2.500" 
63.50mm

   OVERALL DEPTH
2.84" (72.14)

  2.250" 
57.15mm   1.500" 

38.10mm

  0.750" 
19.05mm

  1.245" 
31.62mm

UL 1077 - UL/CSA
(US/Canada)

EN60934 - TUV
    (Europe)

Volts Amps Interrupt Interrupt

1 Pole 

32V DC 5–100A 5,000A ––

120V AC 5–100A 3,000A ––

240V AC 5–50A 3,500A ––

2 and 3
Pole

48V DC 150–300A 5,000A ––

48V DC 150–200A –– 5,000A

120/240V AC 30–100A 5,000A ––

240V AC 30–100A –– 5,000A

C-Series Rocker Circuit Breakers
Combines switching and circuit protection into a single device

AC Features
• Used for 120/240 Volt AC circuit protection
• Double pole can be used as AC Main circuit breaker to switch hot 

and neutral or two hots in 120/240 Volt AC Branch applications
• Triple pole can be used as 120/240 Volt AC Main circuit breaker 

to switch both lines (hots) and neutral
• Double and triple pole circuit breakers will trip all poles if any 

one pole trips

DC Features
• White actuator indicates OFF position
• Large frame provides stud termination for 5–300 Amp loads
• Flat rocker actuator is flush in the ON position, reducing the risk 

of accidental switching
• Provides overcurrent protection for inverters, bow thrusters, 

and windlasses
• Trip Free – cannot be held closed after trip

   OVERALL DEPTH
2.84" (72.14)

  0.750" 
19.05mm

  1.245" 
31.62mm

  2.550" 
64.77mm

7540 7475 7554 7580 7568

* Paralleled poles have 5/16" stud on bus

Related Product

360 Panel System 1168  
page 127

Part # Amps Max V DC Poles Actuator
7540 5A DC 48V DC 1 Flat 

7541 10A DC 48V DC 1 Flat

7542 15A DC 48V DC 1 Flat

7543 20A DC 48V DC 1 Flat

7545 30A DC 48V DC 1 Flat

7546 50A DC 48V DC 1 Flat

7547 60A DC 48V DC 1 Flat

7548 80A DC 48V DC 1 Flat

7549 100A DC 48V DC 1 Flat

Part # Amps Max V DC Poles Actuator
7560 30A AC -- 2 Flat

7580 30A AC -- 2 Raised

7561 50A AC -- 2 Flat

7581 50A AC -- 2 Raised

7563 80A AC -- 2 Flat

7583 80A AC -- 2 Raised

7564 100A AC -- 2 Flat

7584 100A AC -- 2 Raised

7475* 150A DC 48V DC 2 Flat

7476* 200A DC 48V DC 2 Flat

Part # Amps Max V DC Poles Actuator
7565 50A AC -- 3 Flat

7585 50A AC -- 3 Raised

7568 50A AC -- 3 Flat

7588 100A AC -- 3 Raised

7477* 250A DC 48V DC 3 Flat

7554* 300A DC 48V DC 3 Flat

Interrupting Capacity Table (see ABYC Requirements (p. 166 )

Voltage Nominal Operating 120/240V AC 

Temperature Min. Operating -40°C (-40°F)

Temperature Max. Operating 85°C (185°F)

Switching Cycles 10,000 @ rated amps and volts

Type Magnetic Hydraulic – Trip free

Terminal Stud 1/4"-20 Tin-Plated Brass 

Terminal Stud Torque 35 in-lb max.

Trip Time Delay See bluesea.com

Mounting Screw #6-32 Stainless Steel (included)

Mounting Screw Torque 6–8 in-lb Recommended

Regulatory 
Single-pole circuit breakers only – CE marked, meet SAE J1171, UL 1500  
and ISO 8846 external ignition protection requirements, CSA certified, and UL 
1077 recognized 
AC Circuit breakers only – TUV certified, CSA certified, and UL 1077 recognized 
AC and AC/DC Circuit breakers only – CE marked
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ELCI detects that current is not balanced and opens (trips)—breaking circuit

FAULTY GROUND
Marine Electrical System

20 AMPS 19.970 AMPS

SHORT LIMITED TO
0.030 AMPS (30mA)

19.970 AMPS
THROUGH

LOAD19.970 AMPS

20 AMPS

CURRENT COIL

POTENTIAL HAZARD

BROKEN GROUND

ENERGIZED 
SURFACE

HOT
NEUTRAL 
GROUND 

120 VOLT 60 Hz 

POTENTIAL HAZARD

OPENS WHEN AN IMBALLANCE IN 
CURRENT IS DETECTED

ELCI detects that current is not balanced and opens (trips)—breaking circuit

20 AMPS 19.970 AMPS

CURRENT LEAKING TO GROUND
0.030 AMPS (30mA)

19.970 AMPS
THROUGH

LOAD19.970 AMPS

20 AMPS

OPENS WHEN AN IMBALLANCE IN 
CURRENT IS DETECTED

GROUND FAULT
Marine Electrical System

CURRENT COIL
0.030 AMPS (30mA) CURRENT LEAKING FROM HOT WIRE

HOT
NEUTRAL 
GROUND 

120 VOLT 60 Hz 

ELCI detects that current is balanced and remains closed—completing circuit

20 AMPS

20 AMPS

20 AMPS
THROUGH 

LOAD

20 AMPS

CLOSED

CURRENT COIL

PROPERLY FUNCTIONING
Marine Electrical System

HOT
NEUTRAL 
GROUND 

120 VOLT 60 Hz 

A Coast Guard sponsored study showed numerous instances 
of electrical leakage causing drowning or potential drowning even 
though the shock did not directly cause electrocution.

Given the seriousness of the problem, ABYC requirements now include 
specific measures for avoiding this danger:

ABYC E–11.13.3.5 states:
If installed in a head, galley, machinery space, or on a weather 
deck, the receptacle shall be protected by a Type A (nominal 5 
milliamperes) Ground Fault Circuit Interrupter (GFCI).

ABYC E-11.11.1 states: 
An Equipment Leakage Circuit Interrupter (ELCI) shall be installed with 
or in addition to the main shore power disconnect circuit breaker(s) or 
at the additional overcurrent protection as required 
by E-11.10.2.8.3 whichever is closer to the shore power connection.

ELCIs, and the more familiar GFCIs (Ground Fault Circuit Interrupter), 
are part of a larger family of devices that measure current flow in the 
hot and neutral wires and immediately switch the electricity off if an 
imbalance of current flow is detected. ELCIs and GFCIs that are also 
RCBOs (Residual Current Circuit Breaker) provide overcurrent tripping 
protection characteristic of a normal circuit breaker.

GFCIs are used as branch circuit ground fault protection at the 5mA 
threshold in potentially wet environments.  GFCIs protect against flaws 
in devices plugged into them, but offer no protection from the danger 
of a failing hard-wired appliance, such as a water heater or cook top. 

In contrast, an ELCI provides additional whole-boat protection. 
Installed as required within 10’ of the shore power inlet, an ELCI 
provides 30mA ground fault protection for the entire AC shore power 
system beyond the ELCI.  ABYC regulations still require the use of 
GFCIs in environments described above.

Although ABYC regulations apply only to new boat construction, 
ELCIs can mitigate dangers and liabilities that exist for any boat owner 
with a shore power connection. Retrofitting an ELCI to an existing 
AC system can be a worthwhile safeguard against risk. 
Since an ELCI/RCBO can serve as the main shore power circuit breaker, 
it can replace a standard circuit breaker in this application. 
Alternatively, an ELCI/RCBO can be added between the shore power 
inlet and the existing main shore power circuit breaker. Safety ground 
system failures on boats are safety and liability disasters waiting to 
happen. ELCI protection on each shore power line, combined with 
protection afforded by GFCIs, will reduce risk to those on the boat, 
the dock, and in the water surrounding the boat.  

D O C K

GFCI PANEL FOR
OUTLETS IN:

 Head, Deck,
 Galley, and

 Machinery Spaces

ELCI/GFCI Placement Diagram
BRANCH

CIRCUITSELCI
SHORE
POWER

INLET

Battery Charger
Air Conditioner

Television
Refrigerator

MARINE POWER

Install
within 10ft

of shore
power inlet

Faulty grounds can be undetectable; a simple continuity test will not 
necessarily reveal a problem. When these two conditions occur at the 
same time, the results may be tragic.  

The combination of a ground fault and a faulty ground can result in 
metal parts on the boat and under water becoming energized.  
If an electric drill with faulty internal wiring or a worn cord falls into 
the bilge, the water in the bilge will become energized, putting the 
worker and those nearby at risk.

In addition to the hazard to people on the vessel, there is a larger 
danger to swimmers near the boat. While people on board are likely 
to receive a shock from touching energized metal parts, nearby 
swimmers could receive a paralyzing dose of electricity and drown 
due to involuntary loss of muscle control. 

In addition, a faulty ground can occur when the grounding path is 
broken through a loose connection or broken wire. 
For instance, a shore power cord ground wire may fail due to 
constant motion and stress.  

However, if electricity “leaks” from this intended path in these two 
wires to ground, this condition is called a ground fault. An example 
of this is an insulation failure in the wiring of an appliance.

In a properly functioning marine electrical system, the same amount 
of AC current flows in the hot and neutral wires.

Understanding Equipment Leakage Circuit Interrupters (ELCIs) and 
Ground Fault Circuit Interrupters (GFCIs) to make your boat safer.
There are two potential failures in a boat’s electrical system that 
can put people on or around the boat at risk of lethal electric shock.

*The ABYC has an exemption to this rule if an isolation transformer is used. See E-11 for specific information regarding the exemption.

AC Ground Faults ELCI, the Boater and ABYC
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Related Products

Residual Current Circuit Breakers 
Equipment Circuit Interrupter (ELCI) Main
Residual Current Devices (RCDs) respond to leakage of electrical current 
outside of the intended circuit path. 

When the RCD function is combined with a circuit breaker for over current protection, 
the device is often referred to as an RCBO. In the USA, a device that trips on leakages of 
nominally 5mA and meets certain standards is called a Ground Fault Circuit Interrupter (GFCI). 
A device meeting the same standards but with a trip level of 30mA is called an Equipment 
Leakage Circuit Interrupter (ELCI). The devices below provide ELCI Main functions and circuit  
protection in panel mounted breakers.
• Trips on short circuit, overload, or leakage to ground
• For installation in a power distribution panel
• Provides overcurrent and leakage protection per ABYC E-11 for whole boat  

shore power protection

3103, 3091, 3092, 3093

3104

3106100

3102100

Part # Description
Frame 
Series Nominal Voltage Actuator Poles

AC 
Main 
Amps

Leakage 
Trip
Amps

3102100 ELCI Main A-Series 120V AC per pole Flat Rocker 2 30A 30mA

3103 ELCI Main C-Series 120V AC per pole Flat Rocker 2 50A 30mA

3104 ELCI Main C-Series 120/240V AC per pole Flat Rocker 3 50A 30mA

3106100 ELCI Main A-Series 120V AC per pole White Toggle 2 30A 30mA

3091 ELCI Main C-Series 230V AC per pole* Flat Rocker 2 16A 30mA

3092 ELCI Main C-Series 230V AC per pole* Flat Rocker 2 32A 30mA

3093 ELCI Main C-Series 240V AC per pole† Flat Rocker 2 50A 30mA

SMS Surface Mount System  
page 90

Residual Current Circuit Breaker  
ELCI Main Panels 

page 128

* 230V AC, Typical of Europe
† 240V AC, For isolation transformer applications

Interrupting Capacity 5,000A

Temperature Min. Operating -35°C

Temperature Max. Operating 66°C

Switching Cycles 10,000 @ rated amps and volts

Type Magnetic Hydraulic – Trip free

Mounting Screw #6-32 Stainless Steel (included)

Mounting Screw Torque 6–8 in-lb Recommended

Regulatory
UL 1077, UL 943 Class A, UL 1500
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SMS Surface Mount System Panel Enclosure
Panel enclosure for ELCI Main circuit breakers and other 
large frame devices. Meets ABYC E-11 when used with an 
ELCI Main circuit breaker and mounted within 10 feet of 
the shore power inlet
• Blank apertures for custom breaker loading
• Clear cover allows easy view of circuit breaker status
• Blank circuit positions accommodate Carling Technologies™  

A and C Series Flat Rocker and ELCI Main circuit breakers
• Stainless steel mounting hardware included

NOTE: SMS panel enclosures are pre-assembled 
and ready for wire connections. Customers must 
select wire and entry or exit locations, drill holes, 
and install the appropriate glands.

3120

Part # 3113 3116 3121 3117
Description 6 blank positions ELCI Main + 3 blank positions ELCI Main + 2 blank positions 120V AC ELCI 30A Dual

Circuit Breakers Installed –– 1 × ELCI Main 120V,  
30A, 30mA (3102)

1 × ELCI Main 230V,  
16A, 30mA (3091) 2 × ELCI Main 120V 30A, 30mA (3102)

Glands Included –– 2 × (3124)   3 × (3125) 2 × (3124)   4 × (3125)

LEDs Installed ––
4 × green ON 120V AC (8034) 3 × green ON 120V AC (8034) 2 × green ON indicating 120V AC (8034)

2 × red Reverse Polarity 120V AC (8066)1 × red Reverse Polarity 120V AC (8066)

Labels Included
30 Basic DC (4205)
30 Basic AC (4206)
Panel Voltage ID

1 × AC Main, 1 Reverse Polarity 
1 × ELCI, 30 Basic AC (4206)

Panel Voltage ID

Source Selection label Set - 10 labels
2 × Reverse Polarity, 2 ELCI

Panel Voltage ID

Part # 3118 3123 3119 3120
Total Positions ELCI Main + 2 blank positions ELCI Main + 1 blank position ELCI Main + 2 blank positions

Circuit Breakers Installed 1 × ELCI Main 120V 50A, 
30mA (3103) 1 × ELCI Main 230V 32A, 30mA (3092) 1 × ELCI Main 120/240V, 50A, 30mA (3104) 1 × ELCI Main 240V, 50A, 30mA (3093)

Glands Included 2 × (3124)   1 × (3125)   2 × (3126) 2 × (3124)   1 × (3125)   2 × (3126) 2 × (3124)   1 × (3125)   2 × (3126)

LEDs Installed 3 × green ON indicating 120V AC (8034)
1 × red “Reverse Polarity” 120V AC (8066)

3 × green ON indicating 120V AC (8034)
1 × red Reverse Polarity 120V AC (8066) 2 × green ON indicating 240V AC (6806)

Labels Included
1 × AC Main, 1 Reverse Polarity 

1 × ELCI, 30 Basic AC (4206)
Panel Voltage ID

1 × AC Main, 1 Reverse Polarity 
1 × ELCI, 30 Basic AC (4206)

Panel Voltage ID

1 × AC Main, 1 ELCI
Panel Voltage ID

Enclosure Size 6.0" x 6.0" x 4.0" 
152 mm x 152 mm x 102 mm

Exterior Overall Dimensions 7.6" x 7.4" x 4.7" 
192 mm x 188 mm x 120 mm

Temperature Range -40°C (-40°F) to 85°C (185°F)

Cover Screws and Hardware 10-32 stainless steel

Mounting Hardware Ø 1/4", #12, (6 mm)

Regulatory 
IP66 – Protected against powerful water jets when cover is latched  
(see inside back cover)  
Flammability rating – Per UL 508,  
Toxicity –  Non-toxic, halogen free, RoHS compliant 
UL Listed and NEMA 4X rated, NEMA Type 4, 4X, 6, 6P, 12, and 13

Interrupting Capacity Table (see ABYC Requirements (p. 166 )
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Related Products

C

B

SEALING NUT

A

SUGGESTED CLEARANCE HOLE
FOR NONTHREADED MOUNTING

Circuit Breaker  
Enclosure 
page 84

A-Series Rocker 
Circuit Breakers  

page 85

ELCI  
Circuit Breakers 

page 89

C-Series Rocker 
Circuit Breakers 

page 87

Part # 3124 3125 3126
Description Small Gland PG7 Medium Gland PG16 Large Gland PG29
Wire Size #14 to #10 Single Wire #14 to #10 Cable, 3 Conductor #6 Cable, 4 Conductor

Cable Dia. Minimum .114 in (2.9 mm) .230 in (2.9 mm) .590 in (15.0 mm)

Cable Dia. Maximum .250 in (6.4 mm) .530 in (2.9 mm) .990 in (25.4 mm)

Dimensions in (mm)
A. Clearance Hole .492 (12.5)

B. Max. O. A. Length 1.17 (29.7)
C. Wrenching Flats .59 (15.0)

A. Clearance Hole .886 (22.5)
B. Max. O. A. Length 1.66 (42.2)
C. Wrenching Flats 1.05 in (26.7)

A. Clearance Hole 1.47 (37.3)
B. Max. O. A. Length 2.23 (56.6)
C. Wrenching Flats 1.66 (42.2)

SMS Surface Mount System Panel Enclosure Glands
Used on the SMS Surface Mount System Panel Enclosures

Part # 3122 3128 3130
Description ELCI Main + 2 branch positions ELCI Main + 3 branch positions UL 489 AC Main + 4  branch positions

Circuit Breakers Installed 1 × ELCI Main 230V, 16A, 30mA (3091) 
2 x Branch, 8A (7401)

1 × ELCI Main 120V, 30A, 30mA (3102) 
3 x Branch, 15A (7403)

1 × Main 120V, 50A (7467) 
3 x Branch, 15A (7456)

Glands Included 2 × (3124) 3 × (3125) 2 × (3124) 3 × (3125) 2 × (3124) 3 × (3125)

LEDs Installed 3 × green ON indicating 230V AC (8134) 
1 × red Reverse Polarity 230V AC (8166)

4 × green ON indicating 230V AC (8134) 
1 × red Reverse Polarity 230V AC (8166)

5 × green ON indicating 120V AC (8034) 
1 × red Reverse Polarity 120V AC (8066)

Labels Included
1 × AC Main, 1 Reverse Polarity 

1 × ELCI, 30 Basic AC (4206) 
Panel Voltage ID

1 × AC Main, 1 Reverse Polarity 
1 × ELCI, 30 Basic AC (4206) 

Panel Voltage ID

1 × AC Main, 1 Reverse Polarity 
1 x 30 Basic AC (4206) 

Panel Voltage ID

Part # 3133 3134 3135
Total Positions DC Main + 5 branch positions DC 6 branch positions UL 489 DC Main + 5 branch positions

Circuit Breakers Installed 1 x Main 12/24V DC, 100A (7549) 
3 x Branch 12/24V DC, 15A (7403) 4 x Branch 12/24V DC, 15A (7403) 1 x Main 12/24V DC, 100A (7446) 

3 x Branch 12/24V DC, 15A (7442)
Glands Included 2 × (3124) 2 × (3125) 1 x (3126) 2 × (3124) 2 × (3125) 1 x (3126) 2 × (3124) 2 × (3125) 1 x (3126)

LEDs Installed 6 x amber ON indicating 12/24V DC (8033) 6 x amber ON indicating 12/24V DC (8033) 6 x amber ON indicating 12/24V DC (8033)

Labels Included
1 × DC Main 

30 Basic DC (4218) 
Panel Voltage ID 12V and 24V DC

30 Basic DC (4218) 
Panel Voltage ID 12V and 24V DC

30 Basic DC (4218) 
Panel Voltage ID 12V and 24V DC

UL-489  
Circuit Breakers 
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Circuit Breaker Specification Table
DC Thermal Circuit Breakers

* Medium Duty Push Button Reset-Only Circuit Breakers are AC/DC rated
† AIC ratings achieved using SAE J1625

AC/DC A-Series Circuit Breakers

Product A-Series Toggle A-Series Flat Rocker A-Series Restricted 
Off Rocker A-Series Toggle A-Series Flat Rocker A-Series Raised Rocker

Page number 84 85 85 84 85 85

Interrupting 
Capacity DC 7,500A @ 65V DC 5,000A @ 32V DC 7,500A @ 65V DC 5,000A @ 32V DC

Interrupting 
Capacity AC

3,000A @ 120V AC
3,000A @ 250V AC

3,000A @ 125V AC
1,500A @ 250V AC

3,000A @ 120V AC
3,000A @ 120/240V AC

3,000A @ 250V AC
3,000A @ 240V AC

Max. Voltage DC 65V DC 32V DC 65V DC 32V DC

Max. Voltage AC 250V AC 240V AC

Poles 1 2

Amperages 2.5–50A 2.5–50A 5–50A 10–50A

Regulatory CE marked, TUV certified,
CSA certified, UL 1077

AC/DC Military Grade and C-Series Circuit Breakers

Product Push Button 
Reset-Only

Medium Duty Push 
Button Reset-Only* Short Stop ATO/ATC-Style

Low Profile 285-Series 187-Series

Page number 77 78 78 79 80 81

Interrupting 
Capacity

3,000A @ 14.7V DC
2,500A @ 28V DC

5,000A @ 32V DC 
3,000A @ 120V AC* 2,500A @ 28V DC 2,000A @ 28V DC 3,000A @ 48V DC†

5,000A @ 12V DC
3,000A @ 24V DC
1,500A @ 42V DC

Max. Voltage 32V DC 32V DC / 120V AC* 28V DC 32V DC 48V DC 48V DC

Amperages 3–40A 15–60A 5–50A 5–30A 25–150A 25–200A

Regulatory
CE marked, UL 1077, 

TUV certified,
UL 1500, ISO 8846

SAE J1428, SAE J553, 
UL 1077, UL 1500

SAE J553, 
SAE J1171, IP64 SAE J553, SAE J1171 CE marked, 

SAE J1171, IP67
CE marked, 

SAE J1171, IP66

AC/DC

Product Style COTS Water Resistant AC UL-489 Rocker DC UL-489 Rocker C-Series Toggle C-Series Toggle C-Series Flat Rocker

Page number 82 83 83 86 86 87

Interrupting 
Capacity DC 7500A - 10,000A 10,000A @ 80V DC 10,000A @ 80V DC 5,000A @ 32V DC

Interrupting 
Capacity AC 1500A 5000A - 5,000A @ 125V AC

5,000A @ 250V AC
5,000A @ 125V AC
5,000A @ 250V AC

3,000A @ 120V AC
3,500A @ 240V AC

Max. Voltage DC 65V DC - 80V DC 32V DC

Max. Voltage AC - 240V AC - 250V AC 240V AC

Poles 2 1 & 2 1

Amperages 5–50A 5–50A 5–100A 5–100A 100A 5–100A

Regulatory UL 1077, CSA certified UL 489, CSA certified
TUV certified –– SAE J1171, 

UL 1500, ISO 8846

CE marked, SAE J1171, 
UL 1500, ISO 8846, 

CSA certified, UL 1077
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AC ELCI Main Circuit Breakers

Product Style C-Series Toggle C-Series Flat Rocker C-Series Toggle C-Series Flat Rocker

Page number 86 87 86 87

Interrupting 
Capacity 5,000A @ 65V DC 5,000A @ 48V DC 5,000A @ 65V DC 5,000A @ 48V DC

Max. Voltage 65V DC 48V DC 65V DC 48V DC

Poles 2 3

Amperages 150–200A 250–300A

Regulatory –– –– –– ––

AC C-Series Circuit Breakers

DC C-Series Circuit Breakers

Product ELCI Main ELCI Main ELCI Main ELCI Main ELCI Main

Page number 89  89 89 89 3091* (89) 3092* (89) 3093† (89)

Interrupting 
Capacity 5000A

Nominal Voltage 120/240V per pole 230V per pole 240V per pole

Amperage 30A 50A 50A 16A 32A 50A

Leakage Trip Amps 30mA 30mA 30mA

Regulatory UL 1077, UL 943 Class A, UL 1500

* 230V AC, Typical of Europe
† 240V AC, For isolation transformer applications

Product Style C-Series Toggle C-Series Raised Rocker C-Series Flat Rocker C-Series Toggle C-Series Raised Rocker C-Series Flat Rocker

Page number 86 87 87 86 87 87

Interrupting 
Capacity

5,000A @ 125/250V AC
5,000A @ 250V AC

5,000A @ 120/240V AC
5,000A @ 240V AC

5,000A @ 125/250V AC
5,000A @ 250V AC

5,000A @ 120/240V AC
5,000A @ 240V AC

Max. Voltage 250V AC 240V AC 250V AC 240V AC

Poles 2 3

Amperages 30–100A 50–100A

Regulatory –– CE marked, TUV certified, CSA certified, UL 1077 –– CE marked, TUV certified, CSA certified, UL 1077
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Water-Resistant Contura Switches
Specifically manufactured for use in Blue Sea Systems 
Contura Water Resistant Panels 

8282
Contura III

8230
Contura III

Use of non Blue Sea Systems Contura Switches will not  
maintain the water resistant ingress protection rating of 
Blue Sea Systems panels.
• Vibration, shock, thermoshock, moisture and salt spray resistant
• Mounts in Blue Sea Systems Contura Water Resistant Panels 

(p. 116) and Contura Switch Mounting Panels (p. 96)

7929
Contura II

Water-Resistant Contura Dimmer 
and m-LVD Switches

8216 8291

• Mounts in Blue Sea Systems Contura Water-Resistant Panels (p. 116) 
and Contura Switch Mounting Panels (p. 96)

• Dimmer Switch Legend – BRIGHT and DIM 
• m-LVD Switch Legend–OVERRIDE and OFF
• Ignition protected – safe for installation aboard gasoline  

powered boats

Related Products

Contura Circuit  
Breaker Panels  

page 116

Contura Fuse Panels 
page 116

DeckHand Dimmers 
page 29

See p. 93 for common applications

7928

m-LVD 
page 42

Related Products

   1.479"  
37.57mm

   0.960"  
24.38mm

   0.80"  
2.03mm

   1.933"  
49.09mm

   1.910"  
48.51mm

Part #
Contura II 
Black

Part #
Contura III
Gray

Part #
Contura III
Black

Actuator 
Position to 
Light LED

Pole
Throw

Action
(  )=momentary LEDs

7929 8230 8282 ON SPST OFF–ON 1

7930 8231 8292 –– SPST OFF–(ON) 0

7931 8232 8283 ON SPDT ON–OFF–ON 2

7932 8233 8284 ON SPDT (ON)–OFF–ON 1

7933 8234 8285 –– SPDT (ON)–OFF–(ON) 0

7943 7944 7945 (ON) SPDT (ON)–OFF–ON 1

7934 8218 8287 ON DPST OFF–ON 1

7935 8219 8288 –– DPST OFF–(ON) 0

7936 8220 8286 ON DPDT ON–OFF–ON 2

7937 8221 8289 ON DPDT (ON)–OFF–ON 1

7938 8222 8290 –– DPDT (ON)–OFF–(ON) 0

7939 8275 8300 ON DPDT ON–ON 2

Part # For Use With: LEDs
8216 DeckHand Dimmer (p. 23) ––

8291 DeckHand Dimmer  (p. 23) ––

7928 m-LVD Low Voltage Disconnect  (p. 36) 1

Amperage Max. Operating 20A @ 12V DC, 15A @ 24V DC

Amperage Operating Current 18 Milliamps

Lighted LED rated 100,000 hours half-life

Seals Internal and external gasket panel seal

Temperature Rating -40°C (-40°F) to 85°C (185°F)

Mounting Hole 1.45 in x 0.83 in  (36.83 mm x 21.08 mm)

Regulatory
CE marked 
Meets UL 1500 and ISO 8846 external ignition protection requirements

Amperage Max. Operating 20A @ 12V DC, 15A @ 24V DC

Pole, Throw SPDT

Action (ON)-OFF-(ON)

Terminal Size 0.25 in (6.35 mm)

Terminal Type Quick Connect Tab

Seals Internal and external gasket panel seal

Temperature Rating -40°C (-40°F) to 85°C (185°F)

Mounting Hole 1.45 in x 0.83 in  (36.83 mm x 21.08 mm)

Regulatory CE marked 
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• Vibration, shock, thermoshock, moisture and salt spray resistant
• Lockout slide reduces the risk of accidental switching 2145 and 2155

2145, 2155 2146

Remote Control Contura Switches
Provide remote switching of ML-Series Products

Part # For Use With: Pole
Throw

Action
(  )=momentary

2145 ML-Series 7700, 7701, 7702, 7703 (p. 39) SPDT (ON)-OFF-(ON)

2146 ML-Series 7620, 7622, 7621, 7623 (p. 47) SPDT ON-OFF-ON

2155 ML-Series 7713, 7717 (p. 39) SPDT ON-ON

Contura Switch Mounting Panel Plug
Covers Contura Switch mounting hole for future 
switch installation

Contura Switch Actuators
Replaces actuators on Blue Sea Systems Contura 
Water-Resistant Panels

82948297

Part # Gray Part #  Black Lenses
8299 8296 ––

8297 8294 1

8298 8295 2

8293 Actuator Removal Tool

8293

• Mounts on any Blue Sea Systems Water Resistant Contura Switch

• For use with Contura Switch Mounting Panels

Related Products

ML-Series ACR 
page 53

ML-Series RBS 
page 45

Part # Description
8278 Contura Switch Mounting Panel Plug

Related Products

Contura Switch  
Mounting Panels 

page 96

1.240"
31.50mm

.080"
2.03mm

0.960"
24.38mm

1.910"
48.51mm

   1.01"  
5.7mm

   1.965"  
49.9mm

   1.51"  
38.35mm

   .55" 
14mm

Amperage Max. Operating 20A @ 12V DC, 15A @ 24V DC

Amperage Operating Current 18mA

Temperature Range -40°C (-40°F) to 85°C (185°F)

Pole/Throw SPDT

Lighting LED rated 100,000 hours half-life

Seals Internal and external gasket panel seal

Mounting Hole 1.45" x 0.83" (36.83 mm x 21.08 mm)

Regulatory  
Meets UL 1500 and ISO 8846 external ignition protection requirements 
IP67 – protected against immersion up to 1 meter for 30 minutes  
(see inside back cover) 
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360 Panel Rocker Switches
Provides switching options for different configurations

Part # Pole-
Throw Poles Image Action

(  ) = Momentary
Amps Max. Operating

12V DC 24V DC 125V AC 250V AC

7480 SPST Single 1 OFF–ON 10A 10A 10A 10A

7481 SPST Single 1 OFF–(ON) 10A 10A 12A 6A

7482 SPDT Single 2 ON–OFF–ON 10A 8A 8A 8A

7483 SPDT Single 2 (ON)–OFF–ON 10A 8A 8A 8A

7484 SPDT Single 2 (ON)–OFF–(ON) 10A 8A 8A 8A

7485 SPDT Single 4 (ON)–OFF–(ON) 10A 8A 8A 8A

7490 DPST Double 1 OFF–ON 5A 5A 8A 4A

7491 DPDT Double 3 ON–ON 5A 5A 8A 4A

7492 DPDT Double 2 ON–OFF–ON 5A 5A 8A 4A

7493 DPDT Double 3 ON–(ON) 5A 5A 8A 4A

7494 DPDT Double 2 (ON)–OFF–ON 5A 5A 8A 4A

7495 DPDT Double 2 (ON)–OFF–(ON) 5A 5A 8A 4A

2 3 4

Dual Bilge Pump 360 Panel
Controls two bilge pumps with restricted-off circuit breakers  
and manual override switches
• Controls two bilge pumps
• Restricted-OFF circuit breakers provide 24-hour circuit protection to 

the bilge pump float switch
• On-indicating LED indicates power is  

available at the bilge pump float switch
• Manual override switch with 

on-indicating LED provides visual 
indication pump is running; also 
illuminates when pump is running as 
a result of float switch operation

Part # Description Width in (mm) Height in (mm)
1522 Dual Bilge Pump Control Panel 4.88 (123.83) 4.75 (120.65)

PANEL THICKNESS

.078" (1.98mm)-.125" (3.17mm)

.050" (1.27mm)-.078" (1.98mm)

B

A
TEST CUT
HOLE IN
 ACTUAL 
MATERIAL

+.000 [.00]-.004 [.10]

.030" (.76mm)-.050" (1.27mm) .756" (19.20mm)

.780" (19.81mm)

.764" (19.40mm)

Recommended Panel Opening

.508" (12.90mm)

.508" (12.90mm)

.508" (12.90mm)

A B

1

1148 Switches: 2145 (3)1147 Switches: 2145 (2); 2146 (1)

Remote Control Switch 360 Panels
Use with ML-Series Remote Battery Switches 
or Automatic Charging Relays
• Backlit labels
• Lockout slides
• Square format label set 4218 (p. 156)

Part # Description Max.  
Volts

Width 
in (mm)

Height 
in (mm)

Depth 
in (mm)

1147 2 RBS and 1 ACR 24V DC 4.88 (123.83) 4.75 (120.65) 2.00 (50.80)
1148 3 RBS 24V DC 4.88 (123.83) 4.75 (120.65) 2.00 (50.80)
1520 3 Blank Apertures –– 4.88 (123.83) 4.75 (120.65) 0.125 (3.175)

826882668267

Contura Switch Mounting Panels
Modular design permits assembly in groups

   0.984"  
25.00mm

FOR ADDITIONAL
UNITS, ADD
1.03"/26.2mm
PER UNIT   1.900"  

48.20mm

TEST CUT
HOLE IN
ACTUAL

MATERIAL

Part # Description Width in (mm) Height in (mm)
8267 End Mounting Panel 1.19   (30.23) 2.30 (58.42)

8266 Center Mounting Panel 1.03   (26.16) 2.30 (58.42)

8268 1 Position Mounting Panel 1.34   (34.04) 2.30 (58.42)

8259 3 Position Mounting Panel 3.40   (86.36) 2.30 (58.42)

8260 6 Position Mounting Panel 6.49 (164.85) 2.30 (58.42)

Cutout Dimensions

• Mounting panels available in 1, 3, and 6 fixed position models
• Designed for mounting in 6 different panel thicknesses: 
 0.06 in (1.57 mm) 0.09 in (2.36 mm) 0.13 in (3.17 mm) 
 0.19 in (4.75 mm) 0.25 in (6.35 mm) 0.38 in (9.52 mm)

Amperage Max. Operating See table below

Single Pole Connections 0.187 in (4.80 mm) Quick Connect Tabs

Double Pole Connections 6.00 in (152.00 mm) Wire Leads
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Push Button Switch Label Kit
ICON Labels used on Backlit Push Button Switches
• Scratch resistant polycarbonate material
• Back printed for durability
• Waterproof adhesive for longevity in wet environments
• Can be ordered individually (p. 156)

Part # Description Quantity

4230 Icon Label Kit 50 labels

980800710 Rev.002
5 ICON labels included

Push Button Switches
Contemporary and compact 10A, 15A, & 20A switching
• Two push button illumination options to choose from - backlit and LED ring
• 316 Stainless Steel for optimal appearance and corrosion resistance
• IP67 waterproof with O-ring panel gasket and molded rear cover
• Reverse polarity protected 

15A Backlit Push Button Switches 
• Backlit button is blue when OFF and red when ON
• Five ICON labels included: Accessory, Lights, Anchor  

Light, Running Light, and Bilge Pump
• Additional 50 ICON label kit sold separately

Blue OFF 

Red ON

20A LED Ring Push Button Switches 
• Red or Blue LED ON indication ring

4190

4192

10A LED Ring Push Button Switches 

4160

4162

(   ) = Momentary

Part # LED Action  

4190  Blue OFF–ON

4192  Red OFF–ON

Part # LED Action

4180  Blue /  Red OFF–ON

4181  Blue /  Red OFF–(ON)

Part # LED Action   

4160  Blue OFF–ON

4161  Blue OFF–(ON)

4162  Red OFF–ON

4163  Red OFF–(ON)

Related Products

Individual Round Icon 
Labels page 156

4160, 4161, 4162, 4163 4180 & 4181 4190 &  4192

Amperage Max. Operating 10A @ 12V DC 15A @ 12V DC 20A @12V DC

Voltage Nominal 12V DC 12V DC 12V DC

Max. LED Operating Current 20mA 20mA 20mA

Switching Cycles 40,000 10,000 60,000

Temperature Range -10°C to 70°C 
14°F to 158°F

-20°C to 55°C 
-4°F to 131°F

-30°C to 85°C 
-22°F to 185°F

Termination
5 – 0.110" Quick 
Connect tabs 
terminals included

3" Bare Pigtails
6" Bare Pigtails 
0.187" Quick 
Connect tabs

Wire Size -- 8−16 AWG 14 AWG

Panel Thickness .04" -.31" (1−8mm) .04" -.24" (1−6mm) .04" -.24" (1−6mm)

Mounting Hole Diameter 3/4" (19mm) 7/8" (22.35mm) 3/4" (19mm) 

Regulatory
IP67 – protected against immersion up to 1 meter for 30 minutes (see inside back cover)
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• Ideal for generator starters, bilge pumps, horns, wipers, engine 
controls and other applications that require switching action other 
than ON–OFF or different pole configuration separate from  
circuit protection

• For use with A-Series Toggle Circuit Breaker Mounting Panel (p. 84)
• Supplied with mounting adapter for standard 5/8" circuit breaker 

mounting hole
• Nickel-plated brass and phenolic non-corrosive construction

Panel Switches
Mounts in an A-Series 
toggle circuit breaker  
aperture to provide 
multiple throw and 
switch configurations 
when circuit protection 
is provided elsewhere

82008204

41174116

360 Panel Adapters and Plugs
Adapters allow mounting alternative switches and circuit 
breakers in the flat rocker aperture. Plugs fill empty flat  
rocker apertures.

41124111 4119

Part # Description
4111 Adapts Push Button Reset-Only Circuit Breaker (p. 77)

4112 Adapts A-Series Toggle Circuit Breaker (p. 84) and Panel Switch

4119 Adapts 360 Panel Rocker Switch (p. 96)

4116 Panel Plug fills flat rocker circuit breaker aperture

4117 Panel Plug fills 360 Panel Rocker Switch aperture

8037 Panel Plugs fill Toggle Circuit Breaker aperture (6 pack)

* Progressive two circuit switch - maintains Circuit 1 while momentarily switching Circuit 2

WeatherDeck® Toggle Switch Boot
Replaces boot on WeatherDeck Waterproof Panels

• For mounting on WeatherDeck Toggle Switches above
• UV resistant material resists discoloration and cracking
• Rated IP67 – protected against immersion up to 1 meter 

for 30 minutes (See inside back cover)

4150–4154

Part # Pole/Throw Action  (   ) = Momentary

4150 SPST OFF–ON

4151 SPST OFF–(ON)

4152 SPDT ON–OFF–ON

4153 SPDT (ON)–OFF–ON

4154 SPDT (ON)–OFF–(ON)

4155 DPDT ON–OFF–ON

WeatherDeck® Toggle Switches
For use in WeatherDeck Waterproof Panels

• Manufactured for use in WeatherDeck Waterproof Panels (p. 117)
• Nickel-plated brass and phenolic non-corrosive construction

Related Products

WeatherDeck Panels 
page 117

4155

Part # Description

4138 WeatherDeck Toggle Switch Boot

4150–4154 4155

Amperage Max. Operating
10A @ 250V AC 
15A @ 125V AC 
15A @ 12V DC

5A @ 30V DC

Voltage Max. Operating 250V AC 30V DC

Terminal Size 0.25 in (6.35 mm) 0.25 in (6.35 mm)

Terminal Type Quick Connect Tab Quick Connect Tab

Part # Actuator Pole/Throw Action   (   ) = Momentary

8200 Push Button SPST OFF–(ON)

8204 Toggle SPST OFF–ON

8205 Toggle SPST OFF–(ON)

8206 Toggle SPDT ON–OFF–ON

8207 Toggle SPDT (ON)–OFF–ON

8208 Toggle SPDT (ON)–OFF–(ON)

8209 Toggle DPST* OFF–ON–(ON) / OFF–OFF–(ON)

8210 Toggle DPST OFF–ON

8211 Toggle DPDT ON–OFF–ON

8212 Toggle DPDT (ON)–OFF–ON

Toggle Push Button

Amperage Max. Operating
10A @ 250V AC 
15A @ 125V AC 15A 
@ 32V DC

3A @ 250V AC 
6A @ 125V AC 
6A @ 32V DC

Terminal Size 0.25 in (6.35 mm) 0.25 in (6.35 mm)

Terminal Type Quick Connect Tab Quick Connect Tab

Actuator Color White White

Thread Material Nickel Plated Brass

Thread 15/32"-32UNS-2A
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Contura II 
Black

Contura III 
Gray

Contura III 
Black

Contura ML 
Control

360 Panel 
Rockers

LED Ring
Push-Button

Backlit
Push-Button

WeatherDeck® 

Toggle 
Panel 

Switch
Panel 

Switch

p. 94 p. 94 p. 94 p. 95 p. 96 p. 97 p. 97 p. 98 p. 98 p. 98

SPST

OFF-ON Lights 7929 8230 8282 - 7480

4160
4162
4190
4192

4180 4150 –– 8204

SPST

OFF-(ON) Horn or
Windshield wipers 7930 8231 8292 - 7481 4161

4163 4181 4151 8200 8205

SPDT

ON-OFF-ON

Combining nav
lights or anchor light 
with independent 
bulbs

7931 8232 8283 2146 7482 –– –– 4152 –– 8206

SPDT

(ON)-OFF-ON

Windshield wipers
LED - ON 7932 8233 8284 –– 7483 –– 4153 –– 8207

Bilge pumps
LED - (ON) 7943 7944 7945 –– –– –– –– –– ––

SPDT

ON-ON

Control switch for 
SafetyHub 250 and 
ML-Series RBS 7712 
and 7714

–– –– –– 2155 –– –– –– –– ––

SPDT

(ON)-OFF-(ON)

Intermittent wiper,
Trim tabs, Control 
switch for ML-Series 
RBS except 7712 
and 7714

7933 8234 8285 2145 7484 7485 –– –– 4154 –– 8208

DPST

OFF-ON Navigational lights 7934 8218 8287 –– 7490 –– –– –– –– 8210

DPST

OFF-(ON) Wipers or horn 7935 8219 8288 –– –– –– –– –– –– ––

DPST

OFF-ON-(ON)
OFF-OFF-(ON)

Combining nav 
lights and anchor 
lights with shared 
switch

–– –– –– –– –– –– –– –– –– 8209

DPDT

ON-OFF-ON

Combining nav 
lights with anchor 
light with 
shared bulb

7936 8220 8286 –– 7492 –– –– 4155 –– 8211

DPDT

(ON)-OFF-ON Dual wipers 7937 8221 8289 –– 7494 –– –– –– –– 8212

DPDT

(ON)-OFF-(ON) Power operated 
hatches 7938 8222 8290 –– 7495 –– –– –– –– ––

DPDT

ON-(ON) Bilge pump with 
2 circuits –– –– –– –– 7493 –– –– –– –– ––

DPDT

ON-ON

Switching between 
shunts or current 
transformers with 
one meter

7939 8275 8300 –– 7491 –– –– –– –– ––

Switch Comparison
SPST  Turns a single circuit on and off.
SPDT   Turns one of two circuits on.
DPST   Turns two circuits on at the 
 same time.
DPDT  Turns one circuit in each of  
 2 pairs of circuits.

Common 
ApplicationsSwitch Type

Center Terminal Switch Lever Terminal Off Position(  ) = Momentary

 Action
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MiniBus - 100A Common BusBars
Provides busing for limited space applications
• One-piece serrated flange nut ensures correct and 

secure connections

2306
3.25" (82.55mm)

3.75" (95.25mm)

2.75" (69.85mm)0.57"
14.48mm

0.50"
12.70mm

2304, 2314 

0.90"
22.86mm

4.20" (106.68mm)

2.55" (64.77mm)
3.56" (90.49mm)

0.625"
15.88mm1.25"

31.75mm
Minimum

.41" (10.41mm)

2305, 2315 

0.90"
22.86mm

4.20" (106.68mm)

2.55" (64.77mm)
3.56" (90.49mm)

0.625"
15.88mm1.25"

31.75mm
Minimum

2306 is DC only rated.    

Mounting holes accept #8 screws

Part # Cover Terminal Screws Terminal Studs
2304 –– 5 × #8-32 2 × #10-32

2314 Yes 5 × #8-32 2 × #10-32

2305 –– –– 4 × #10-32

2315 Yes –– 4 × #10-32

2306 –– 6 × #8-32 ––

2713 Cover For MiniBus 2304 and 2305

2314 with cover
2304 without cover

2315 with cover
2305 without cover

Water-Resistant - 100A BusBar  
Provides secure water-resistant bussing for  
harsh environments. The single side nesting design  
allows for wire entry from one side to maximize space.
• Water-resistant IP66 design
• Accepts standard ring or fork type terminals to allow for simple 

wiring with standard tools.
• Accepts a wide range of wire sizes
• Integral plugs maintain water-resistant rating if less than four 

loads are required
• Nests with Water-Resistant 100A Common BusBar (2356 or 2356100) 

and ST-Blade Water-Resistant Fuse Block (5056 or 5056100)
• Ideal for positive distribution or for the collection of DC negative 

or AC grounding conductors
• Tin-plated copper busses and fuse clips
• Includes four write-on circuit labels
• Small format standard and custom labels available

Related Products

ST-Blade Water-Resistant  
Fuse Block page 64

Part # Cover Terminal Screws Terminal Studs
2356 Screw Cover 4 × #8-32 1 × #10-32

2356100 Manual Cover 4 × #8-32 1 × #10-32

For the dimensioned drawings see page 64

Nested ST-Blade Water-Resistant Fuse Block 5056 and 
Water-Resistant - 100A BusBar 2356

Continuous Rating 100A AC / 100A DC

Voltage Max. Operating 300V AC / 48V DC

Input Wire Size (1) 8 AWG to 4 AWG

Load Wire Size (4) 16 AWG to 10 AWG

Mounting Holes Accepts 1/4" (6mm) Screws

Bus Material Tin-Plated Copper C11000

Regulatory For an ABYC/USCG compliant design use (2356100)  
CE marked, IP66 - protected against powerful water jets  
(see inside back cover)

Continuous Rating 100A AC / 100A DC

Voltage Max. Operating 300V AC / 48V DC

Mounting Holes Accepts #10 (M5) Screws

Bus Material Tin-Plated Copper C11000

Regulatory CE certified

2356100
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DualBus Plus - 150A Common BusBars
Secure, clear polycarbonate cover snaps on easily to 
meet ABYC insulation requirements
• Combines negative and positive buses on one block
• Cover release buttons
• One-piece stainless flange nuts ensure safe and secure connections

2722

Part # Terminal Screws Terminal Studs
2722 5 per bus × #10-32 2 per bus × 1/4"-20 Stud

2723 5 per bus × #10-32 2 per bus × 5/16"-18 Stud

DualBus - 100A Common BusBars
Combines two buses on one block
• Combines negative and positive buses for DC Systems and  

neutral and ground buses for AC Systems

1.83"
46.48mm

2.252" (57.20mm)
3.012" (76.50mm)

2701 2702

1.83"
46.48mm

4.30" (109.22mm)
5.06" (128.52mm)

2701 2709

Part # Cover Terminal Screws Mounting Holes
2701 –– 5 per bus × #8-32 Accept #10 (M5) Screws

2702 –– 10 per bus × #8-32 Accept #10 (M5) Screws

2709 Cover for 2701

2710 Cover for 2702

150A Common BusBars
Insert-molded stainless steel studs eliminate the need 
for securing nuts and allow high torquing for excellent  
electrical contact
• For positive distribution and for the collection of negative or  

AC ground circuits
• One-piece serrated flange nut ensures correct and  

secure connections

Note: 2715 replaces 2706, 2716 replaces 2707

Part # Cover Terminal Screw Terminal Stud
2301 –– 10 × #8-32 2 × 1/4"-20

2300 Yes 10 × #8-32 2 × 1/4"-20

2302 –– 20 × #8-32 2 × 1/4"-20

2312 Yes 20 × #8-32 2 × 1/4"-20

2303 –– –– 4 × 1/4"-20

2307 Yes –– 4 × 1/4"-20

2715 Cover 2301 and 2303

2716 Cover for 2302

2312 with cover
2302 without cover

2307 with cover
2303 without cover

2300 with cover
2301 without cover

Continuous Rating 100A AC / 100A DC

Voltage Max. Operating 300V AC / 48V DC

Bus Material Tin-Plated Copper C11000

Regulatory CE certified

Continuous Rating 130A AC / 150A DC

Voltage Max. Operating 300V AC / 48V DC

Mounting Holes Accept #10 (M5) Screws

Bus Material Tin-Plated Copper C11000

Continuous Rating 130A AC / 150A DC

Voltage Max. Operating 300V AC / 48V DC

Mounting Holes Accepts #10 (M5) Screws

Bus Material Tin-Plated Copper C11000 

Regulatory CE certified
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SIDE

TOP - NO COVER

[B]

[A]

2.53"
64.3 mm

MTG CTR
1.43"

36.2 mm

MaxiBus - 250A Common BusBars
Now with insert-molded stainless steel studs and optional  
fully enclosed insulating base and cover
• Insulating cover with breakouts for easy wire access
• Insulating cover meets ABYC insulation requirements
• One-piece serrated flange nuts ensure correct and secure connections

Part # Terminal Studs Terminal Screws [A] Length 
in (mm)

[B] Mounting
Centers in (mm)

2105 2 × 5/16" -18 12 × #10-24 7.75 (197.00) 7.125 (181.00)

2126 6 × 5/16" -18 - 7.75 (197.00) 7.125 (181.00)

2718 Cover for 2105 and 2126 8.78 (223.10) 5.41 (137.30)

2127 4 × 5/16" -18 - 5.875 (149.00) 5.25 (133.00)

2128 2 × 5/16" -18 6 × #10-24 5.875 (149.00) 5.25 (133.00)

2719 Cover for 2127 and 2128 6.70 (170.00) 4.10 (104.10)

2128

2127

2126

2718

2719

2105

2719 and 2718

2128, 2105 2127, 2126

1.5"
38mm

1.2" (30mm) 
Typical

[B]
[A]

1.7"
43mm

TYP

1.16"
29.5mm

1.16"
29.5mm1.7"

43mm
TYP

[B]
[A]

0.75" (19mm) 
Typical

 
1.5"

38mm

2719 Related Products

285 Series Circuit 
Breakers 7180–7189 

page 80

DC Shunts 
page 151

2718 Related Product

PowerBar 600A   
Common BusBar 2104 

page 106

2019

PowerBar Common BusBars
Provides compact high-amp busing with 3/8" terminal studs

Part # Terminal Studs Insulators
2019 2 × 3 / 8" -16 Yes

2020 2 × 3 / 8" -16 ––

1.875"
47.63mm

1.63"
41.30mm

0.848"
21.54mm

2.75"
69.85mm

1.5"
38.10mm

1.25"
31.75mm

Continuous Rating 250A AC / 250A DC

Voltage Max. Operating 300V AC / 48V DC

Mounting Hardware #10 (M5) Screws

Bus Material Tin-Plated Copper C11000

Regulatory CE certified

Continuous Rating up to 200A

Voltage Max. Operating 48V DC

Mounting Holes Accepts #10 (M5) Screws

Bus Material Tin-Plated Copper C11000

Regulatory CE certified
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9217

Part # Description Retail 
Pack

9218 For use with 20A Terminal Blocks 5

9217 For use with 30A Terminal Blocks 
and ST-Blade Fuse Blocks 5035 & 5037 5

9216 For use with 65A Terminal Blocks 5

Part # Circuits AC/DC
Amps

AC/DC
Volts

Terminal
Screw

[A] Length 
in (mm)

[B] Mounting
Centers in (mm)

2402 2 20A 300V M3.5 (#6) 1.43 (36.20) 1.13 (28.70)

2404 4 20A 300V M3.5 (#6) 2.17 (55.00) 1.87 (47.60)

2406 6 20A 300V M3.5 (#6) 2.91 (74.00) 2.62 (66.60)

2408 8 20A 300V M3.5 (#6) 3.66 (93.00) 3.37 (85.60)

2410 10 20A 300V M3.5 (#6) 4.41 (112.00) 4.12 (104.60)

2502 2 30A 600V M4 (#8) 2.13 (54.00) 1.69 (42.80)

2504 4 30A 600V M4 (#8) 3.25 (82.60) 2.81 (71.40)

2506 6 30A 600V M4 (#8) 4.38 (111.20) 3.94 (100.00)

2508 8 30A 600V M4 (#8) 5.50 (139.70) 5.06 (128.50)

2510 10 30A 600V M4 (#8) 6.63 (168.30) 6.18 (157.10)

2512 12 30A 600V M4 (#8) 7.75 (196.80) 7.31 (185.60)

2602 2 65A 600V M5 (#10) 2.51 (63.80) 2.06 (52.40)

2604 4 65A 600V M5 (#10) 3.89 (98.70) 3.44 (87.30)

2606 6 65A 600V M5 (#10) 5.26 (133.60) 4.81 (122.20)

2608 8 65A 600V M5 (#10) 6.63(168.50) 6.19 (157.10)

2610 10 65A 600V M5 (#10) 8.01 (203.40) 7.56 (192.00)

.86" 
21.8mm

.31" 
8mm

[A]
[B]

.37" 
9.5mm 4X Ø.16" 

4mm Mounting 
Hole for #6 
(M3.5) Screw

#6 (M3) Terminations Overall Height:
Approx. .51" (13mm)

.50" 
12.7mm

.56" 
14.3mm

[A]
[B]

4X Ø.21" 
5.3mm Mounting 
Hole for #10 
(M5) Screw

1.33" 
33.8mm

Overall Height:
Approx. .71" (18mm)

#8 (M4) Terminations

2502–2512

.63" 
15.9mm

1.81" 
46mm

[A]
[B]

.69" 
17.5mm

Overall Height:
Approx. .76" (19.3mm)

4X Ø.22" 
5.6mm Mounting 
Hole for #12 
(M6) Screw

#10 (M5) Terminations

2602–2610

2402–2410

Terminal Blocks
Fully insulated independent terminal blocks to isolate circuits
• Each screw pair is one isolated circuit
• Terminal Block Jumpers allow creation of common circuits
• Closed back design insulates power from the mounting surface

Terminal Block Jumpers
Combines independent circuits on Terminal Blocks (above) 
and ST-Blade Fuse Blocks 5035 and 5037

92169218

2406

2506

2606

Connector & Insulators Explained
Tin-plated copper buses provide maximum conductivity and 
corrosion resistance.
Insert-molded stainless steel studs eliminate the need for 
securing nuts and allow high torquing for excellent electrical 
contact.
UL 94-V0 rated UL 94-V0 rated base materials have flame 
retardants and will self extinguish if a flame source is removed.
Terminal Screws incorporate stainless steel split ring lock washers 
and captive star-type lock washers keep connections tight in high 
vibration environments.
One-Piece Serrated Flange Nuts ensure correct and secure 
connections which do not cause resistance.
Insulating covers meet ABYC and USCG insulation requirements.

Related Product

ST-Blade Fuse Blocks  
p. 66

Bus Material Nickel-Plated Brass

Base Material High temp UL 94 VO thermoplastics

Regulatory RoHS and UL Recognized, CE certified

Bus Material Nickel-Plated Brass

Continuous Amperage Equivalent to matching block
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PowerBar 1000 - 1000A Common BusBar
Complex wiring systems require a single point to consolidate 
large and small conductors. The PowerBar 1000 offers a busbar 
with various size studs and screws to connect conductors 
and fuse blocks. 
• For large complex wiring systems
• Tin-plated pure electrical copper for maximum conductivity
• Stepped bus design offers two elevations for conductors which doubles 

the density of the wire loom compared to traditional bus bars
• Busbar and fuse block elevations match common fuse blocks allowing for 

multiple fuse block attachment, eliminating the need for connecting cables
• One-piece serrated flange nuts ensure correct and secure connections
• Stainless steel 8-32 screws with captive lock washers for securing 

smaller gauge wires
• Busbar may be cut to a shorter length to accommodate constricted spaces
• Bi-directional busbar end caps allow the ganging of additional busbars
• Snap on insulating cover meets ABYC and USCG requirements and includes 

label recess 
• Models available to accommodate either 3/8" or 5/16" terminals

Part # Cover Terminal Studs Terminal Screws
1990 Yes 8 × 3/8"-16 5 x #10-32, 11 x #8-32

1991 Yes 12 × 3/8"-16 5 x #10-32, 11 x #8-32

1992 Yes 8 × 5/16"-18 5 x #10-32, 11 x #8-32

1993 Yes 12 × 5/16"-18 5 x #10-32, 11 x #8-32

2730B PowerBar 1990 and 1992 Cover –– ––

2731B PowerBar 1991 and 1993 Cover –– ––

1990

1991

ANL Fuse Block  
page 71

Related Products

Safety AMI/MIDI 
Fuse Block 

page 72

Terminal (MRBF) 
Fuse Block 

page 70

Part # Terminal 
Studs

Terminal 
Screws

[A] Length 
in (mm)

[B] Mounting
Centers in (mm)

2104 4 × 3 / 8" -16 4 x #8-32 7.0 (177.8) 6.25 (158.74)

2107 8 × 3 / 8" -16 4 x #8-32 11.375 (288.93) 10.375 (263.53)

2708 Cover For 2104

PowerBar - 600A Common BusBars
High amperage BusBar with 3/8" terminal studs 

2104

2107

2708

Related Products

MaxiBus Cover 2718 
page 104

bluesea.com/video

[A]
[B]

1.25" (31.75mm)
Typical

2.00" 
50.80mm

1.3" 
33.02mm

2.00" 
50.8mm

CLEARANCE & 
COUNTERBORE FOR 

#10 SCREWS 4 PLCS

1.32" 
33.53mm

.5" 
12.7mm

Continuous Rating 545A AC / 600A DC

Voltage Max. Operating 300V AC / 48V DC

Mounting Hardware #10 (M5) Screws

Bus Material Tin-Plated Copper C11000

Regulatory CE certified

Continuous Rating 1000A

Voltage Max. Operating 150V AC / 48V DC

Mounting Hardware #10 (M5) Screws

Bus Material Tin-Plated Copper C11000
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PowerBar 1000 Explained
The PowerBar 1000 offers mounting and application flexibility. 
Coupled with security features like serrated flange nuts and 
an insulating cover, the PowerBar 1000 is an organized and 
secure termination point for the boat or vehicle’s 
critical electrical connections.

Gang two or more PowerBars together

PowerBar 1000 used as a grounding bus and high density collecting point 
for both large and small gauge conductors. 

PowerBar 1000 used as a high amperage positive distribution bus for 
various types and sizes of fuses as well as high density collecting point for 
both large and small gauge conductors. Typically this configuration would 
include the snap on insulating cover but pictured without to better show 
fuse blocks. 

PowerBar 1000 used as a positive distribution bus and high density 
collecting point for both large and small gauge conductors. 
Pictured with snap on insulating cover.   

Battery Terminal Mount BusBars
Easily add positive and negative busbars to the 
battery terminals
• Easily add positive and negative busbars directly to a  

threaded-post battery terminal
• Tin-plated pure electrical copper for maximum conductivity
• Insulating covers meet ABYC/USCG insulation requirements
• Screw terminals for securing wires
• 2340 Includes four 16-14 AWG and four 12-10 AWG Nylon  

Insulated ring terminals

2340

Part # Description
2340 Positive + Negative
2341B Positive
2342B Negative

Related Products

ST-Blade Battery Terminal 
Mount Fuse Block Kit 

page 65

bluesea.com/video

Continuous Rating 100A DC

Voltage Max. Operating 32V DC

Bus Material Tin-Plated Copper C11000

Mounting Thru-hole Clearance for 3/8" (M10) stud

Screw Terminal #8-32 Screws with Captive Star  
Lock washer 
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Terminal Feed Through Connectors
Eliminates chafe and provides strain relief when passing  
high current through hulls, decks and bulkheads
• Protects large cables that are subject to chafing when 

passed through holes
• The large terminals have a mounting face that 

can be gasketed or bedded to provide a  
water-tight installation

• One-piece serrated flange nut ensures correct 
and secure connections

• One-piece serrated flange nuts ensure correct and  
secure connections

2010, 2011

0.832" 
21.13mm

1.063" 
26.99mm

1.625" 
41.28mm

1.75"
44.45mm

2.50" (63.50mm)

3.30" (83.82mm)

2010 2003

Part # Terminal Stud
2010 #10-32 × 5/8" 

2011 1/4"-20 × 3/4" 

2001 1/4"-20 × 1-1/16" 

2002 5/16"-18 × 7/8"

2003 3/8"-16 × 7/8" 

2017

2103

• Allows small wire connections at high amperage  cable connections
• One-piece serrated flange nut ensures correct and 

secure connections

Part # Terminal Stud Terminal Screws
2101 1/4"-20 × 1" 8 × #8-32

2102 5/16"-18 × 3/4" 8 × #8-32

2103 3/8"-16 × 3/4" 8 × #8-32

2.75" 
69.85mm

[A] [B]

0.75" 
19.05mm 1.75" 

44.45mm
1.25" 

31.75mm
1.875" 

47.63mm

1.50" 
38.10mm

Part # Terminal Studs Insulating 
Cover

Stud Height A
in (mm)

Stud Height B
in (mm)

2016 2 × 5/16"-18 Yes 1.50 (38.1) 1.50 (38.1)

2016100B 2 × 5/16"-18 –– 1.50 (38.1) 1.50 (38.1)

2017 2 × 3/8"-16 Yes 1.63 (41.3) 1.63 (41.3)

2017100B 2 × 3/8"-16 –– 1.63 (41.3) 1.63 (41.3)

2018 1 × 5/16"-18, 1 × 3/8"-16 Yes 1.50 (38.1) 1.63 (41.3)

2018100B 1 × 5/16"-18, 1 × 3/8"-16 –– 1.50 (38.1) 1.63 (41.3)

PowerPost Cable Connectors
Insulated single stainless steel stud terminates 
multiple large conductors

PowerPost Plus Cable Connectors
Enables connection of multiple smaller wires in 
spaces where a traditional bus bar may not fit

Dual PowerPost Cable Connectors
Provides a termination point for extending the length of 
outboard harnesses or other conductors
• Designed for connecting high amperage conductors
• 2018 is also designed for outboard engine installation 

when factory cables need to be extended
• One-piece serrated flange nuts ensure correct 

and secure connections

2001–2003

Part # Terminal Stud Amps Volts Color
2201 5/16"-18 250A 48V Black

2202 5/16"-18 250A 48V Red

2203 3/8"-16 250A 48V Black

2204 3/8"-16 250A 48V Red

2201

2202
2.0"

50.80mm
1.313"

33.34mm

1.25"
31.75mm 1.285"

32.64mm
1.84"

46.74mm

0.313"
7.94mm

0.689"
17.50mm

0.869"
22.06mm

0.86"
21.84mm

For mounting in
0.875" hole

Continuous Rating Not rated - stacked on post and is 
determined by wire and terminals used. 

Voltage Max. Operating 48V DC

Mounting Hardware #8 Screws (2010, 2011) 
1/4" Screws (2001, 2002, 2003)

Regulatory CE certified

Continuous Rating 150A DC 

Voltage Max. Operating 48V DC

Mounting Hardware 1/4" Screws

Bus Material Tin-Plated Copper

Regulatory CE certified

Continuous Rating
Not rated - amperage flows 
between terminals stacked  
on post and is determined  
by wire and terminals used.  

Voltage Max. Operating 48V DC

Mounting Hardware #10 (M5) Screws

Stud Material Tin-Plated Copper Alloy

Mounting Hardware #10 (M5) Screws

Regulatory  
Rated IP66 - protected against powerful water jets
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Product PowerBar 600A Common BusBars Terminal Feed 
Through Connectors PowerPost Cable Connectors PowerPost Plus Dual PowerPost

Part # 2104 2107 2201-2204 2010 & 2011 2001-2003 2101-2103 2016-2018

Page Number 106 108 108 108 108

Continuous Rating 545A AC / 600A DC 250A DC Determined by wire 
and terminals 150A DC

Determined by 
wire 

and terminals

Max. Voltage 300V AC / 48V DC 48V DC 48V DC 48V DC 48V DC

Terminal Screw 4 × #8-32 –– –– 8 × #8-32 ––

Terminal Stud 4 × 3/8"-16 8 × 3/8"-16 5/16"-18 or
3/8"-16

1 × #10-32 or
1 × 1/4"-20

1 × 1/4"-20 or 
1 × 5/16"-18 or 

1 × 3/8"-16

1 × 1/4"-20 or 
1 × 5/16"-18 or 

1 × 3/8"-16

2 × 5/16"-18 or 
2 × 3/8"-16 or

1 × 5/16"-18 and 
1 × 3/8"-16

Insulating Cover Cover available –– –– Included Included Included

Connector Comparison

Product 150A Common BusBars MaxiBus 250A Common BusBars  

Part # 2300 2312 2307 2128 2105 2127 2126

Page Number 103 104

Continuous Rating 130A AC / 150A DC 250A AC / 250A DC

Max. Voltage 300V AC / 48V DC 300V AC / 48V DC

Terminal Screw 10 × #8-32 20 × #8-32 –– 6 × #10-24 12 × #10-24 –– ––

Terminal Stud 2 × 1/4"-20 4 × 1/4"-20 2 × 5/16" -18 2 × 5/16" -18 4 × 5/16" -18 6 × 5/16" -18

Insulating Cover Cover available Cover available

Product PowerBar Common 
BusBar Terminal Blocks PowerBar 1000A

Part # 2019 24XX 25XX 26XX 1992 & 1993 1990 & 1991

Page Number 104 105 106

Continuous Rating Determined by wire 
up to 200A 20A AC / 20A DC 30A AC / 30A DC 65A AC / 65A DC 1000A

Max. Voltage 48V DC 300V AC / 300V DC 600V AC / 600V DC 600V AC / 600V DC 150V AC / 48V DC

Terminal Screw –– #6 #8 #10 5 x #10-24, 11 x #8-32 5 x #10-24, 11 x #8-32

Terminal Stud 2 × 3/8"-16 –– –– –– 8 x 5/16"-8 or
12 x 5/16"-8

8 x 3/8"-8 or
12 x 3/8"-8

Insulating Cover Included –– –– –– Included

Product Water-Resistant
100A BusBar MiniBus 100A Common BusBars Battery Mount 

BusBars DualBus 100A Common BusBars DualBus Plus 150A 
Common BusBars

Part # 2356 & 2356100 2304  2305 2306 2340  2701 2702 2722 & 2723

Page Number 102 102 107 103 103

Continuous Rating 100A AC / 100A DC 100A AC / 100A DC 100A DC 100A AC / 100A DC 130A AC / 150A DC

Max. Voltage 300V AC / 48V DC 300V AC / 48V DC 32V DC 300V AC / 48V DC 300V AC / 48V DC

Terminal Screw 4 × #8-32 5 × #8-32 –– 6 × #8-32 4 per bus × #8-32 5 per bus × 
#8-32

10 per bus × 
#8-32 5 per bus × #8-32

Terminal Stud –– 2 × #10-32 4 × #10-32 –– –– –– 2 per bus × 1/4"-20
or 2 per bus × 5/16"-18

Insulating Cover Included Cover available –– Included Cover available Included
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4001

Rotating CableCap Insulators
Insulates battery terminals which have integral  
wing nut posts
• Top rotates 360 degrees to allow cable entry from any angle

Standard CableCap Insulators
Insulates battery terminals which have added 
adapter terminals

4005

Automotive CableCap Insulators
Insulates battery terminals which have standard 
automotive posts

Stud CableCap Insulators
Insulates single stud on alternators, starters, windlasses 
and high amperage termination points

Part # Cable Size (AWG) Color Package
4001 All Red/Black Pair/Retail

9030B All Black Bulk/Not for retail

9031B All Red Bulk/Not for retail

Part # Cable Size (AWG) Color Package
4005 4, 2, 1 Red/Black Pair/Retail

4006 1/0, 2/0 Red/Black Pair/Retail

9038B 4, 2, 1 Black Bulk/Not for retail

9039B 4, 2, 1 Red Bulk/Not for retail

9040B 1/0, 2/0 Black Bulk/Not for retail

9041B 1/0, 2/0 Red Bulk/Not for retail

Part # Cable Size (AWG) Color Package
4016 4, 2, 1 Red/Black Pair/Retail

4017 1/0, 2/0 Red/Black Pair/Retail

9176B 1/0, 2/0 Red Bulk/Not for retail

9177B 1/0, 2/0 Black Bulk/Not for retail

Part # Cable Size (AWG) Color Package
4008 18–10 Red Retail/3

4009 18–10 Black Retail/3

4010 8–4 Red Retail/2

4011 8–4 Black Retail/2

4012 2–2/0 Red Retail/1

4013 2–2/0 Black Retail/1

4014 3/0–4/0 Red Retail/1

4015 3/0–4/0 Black Retail/1

4016

4008
4009

Square CableCap Insulators
Insulates battery terminals which have in-line dual posts

Part # Cable Size (AWG) Color Package
4018 1/0 Red/Black Pair/Retail

4019B 1/0 Red Bulk/Not for retail

4020B 1/0 Black Bulk/Not for retail

4018

Part # Cable Size (AWG) Cable Entry Size in (mm) Color Package
4002 up to 2/0 0.7 (17.8) Black Retail/1

4003 up to 2/0 0.7 (17.8) Red Retail/1

40034002

Dual Entry PowerPost Cable Insulators
Protects against accidental short circuits
• For use with Dual PowerPost Cable Connectors (p. 102)

PowerPost Insulator
Provides electrical insulation for single studs 
and large cables
• Included with 2001, 2002, 2003, 2101, 2102, 2103, and 2019

Part # Cable Size (AWG) Color Package
4004 up to 2/0 Red  Retail

4000

Stud Mount Insulating Boots  
Quickly and easily insulate conductive posts and studs
• Press-fit design works with all 5/16” (M8) and 3/8” (M10) posts  

and studs
• Ideal for ML-Series Remote Battery Switches, Solenoids & Automatic 

Charging Relays, battery terminals, power posts, bus bars, battery 
switches, and much more.

• For use with insulated ring terminals and lugs only

Part # Cable Size (AWG) Color Package
4000 All Red Retail/2
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• Save the expense of removing and 
replacing connectors

• Avoid poor connections from removing 
factory connectors

• Use 1001, 1001100 for GPS cables, 1002, 
1002100 for VHF cables, 1003, 1003100 for Radar cables

• 1001100, 1002100, 1003100 includes pre-drilled and slit rubber seals 
for easier installation

• 1001100, 1002100, 1003100 includes a 316 stainless steel dress cap 
which conceals mounting hardware and matches other deck hardware

• Stainless steel fasteners included

COMPRESSION
RING

CABLE

STAINLESS 
STEEL CAP

GASKET
SEAL

1001

CableClams
Provides a waterproof pass-through for antenna cables  
without requiring removal of the factory installed connector

Part #
Max. Connector 
Diameter 
in (mm)

Max. Cable 
Diameter 
in (mm)

Dress Cap Mounting 
Holes Accept

1007 1.00 (25.40) 0.28 (7.112) –– #8 x 7/8" screws

1007100 1.00 (25.40) 0.28 (7.112) Yes #8 x 7/8" screws

1007100

Side-Entry CableClams with 
Stainless Steel Dress Cap
Provides a water-resistant side-entry for cables without 
requiring removal of the factory installed connector 

COMPRESSION
RINGSTAINLESS

STEEL CAP

CABLE

1001100

DECK 
RING

GASKET
SEAL

GASKET

Part # Seals 
Included

Max. Connector 
Diameter 
in (mm)

Max. Cable 
Diameter 
in (mm)

Dress Cap Mounting 
Holes Accept

1001 –– 0.68 (17.0) 0.31 (8.0) –– #6 x 7/8" screws

1001100 3 0.68 (17.0) 0.31 (8.0) Yes #6 x 7/8" screws

1002 –– 0.83 (21.0) 0.44 (11.0) –– #8 x 7/8" screws

1002100 3 0.83 (21.0) 0.44 (11.0) Yes #8 x 7/8" screws

1003 –– 1.40 (35.0) 0.56 (14.0) –– #8 x 7/8" screws

1003100 1 1.40 (35.0) 0.56 (14.0) Yes #8 x 7/8" screws

• Simple one-piece design for easy side-entry installations
• Low profile, contoured edge reduces the risk of tangling lines
• 1007100 includes a 316 stainless steel dress cap which conceals   

mounting hardware and matches other deck hardware
• Stainless steel fasteners included

Mounting hole
for #8 Screw

1.97" 
50.08mm

Plastic 
Deck Ring 
Diameter

0.775"
19.69mm

Ø2.07" DIA
52.58mm
Stainless
Steel Cap
Diameter

Ø1.396" DIA
35.46mm

Mounting hole
for #8 Screw

1.018" TYP.
25.86mm

Ø2.67" DIA
67.70mm

Plastic 
Ring 

Diameter

Ø2.76" DIA
70.10mm
Stainless
Steel Cap
Diameter

Ø0.834" DIA
21.18mm

Mounting hole
for #8 Screw

Ø2.17" DIA
55.02mm

Plastic 
Ring 

Diameter

0.775" TYP.
19.69mm

Ø2.27" DIA
57.66mm
Stainless
Steel Cap
Diameter

1001, 1001100 1002, 1002100 1003, 1003100

1007100

1007

COMPRESSION
RING

CABLE

GASKET

CABLE

DECK 
RING

1001100

COMPRESSION
RING

1001

Ø0.68" DIA
17.27mm

0.65" TYP.
16.51mm

Ø1.70" DIA.
43.18mm

Plastic
Ring

Diameter

Mounting hole
for #6 Screw

Ø1.95" DIA.
49.53mm
Stainless
Steel Cap
Diameter

bluesea.com/video

Ring Material UV-Stabilized Thermoplastic 

Seal Material UV-Stabilized Buna-N Rubber

Ring Material UV-Stabilized Thermoplastic 

Seal Material UV-Stabilized Buna-N Rubber
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Waterproof & Water-Resistant Panels
Integrated overcurrent protection and switching built to withstand harsh environments for every application. 

Water-Resistant Circuit Breaker Switch Panels  
Designed for Wet Environments - IP66
Water-Resistant Circuit Breaker Switch Panels utilize 15A illuminated circuit 
breakers that provide on indication and switching in one. Integrated switch 
boot and panel gasket provide IP66 water resistance for wet environments. 
Available in gray and camo pattern.

WeatherDeck® Waterproof Panels
Designed For Extreme Environments - IP67
The WeatherDeck Panels are Blue Sea Systems most waterproof panels and 
their contemporary appearance adds style to any boat. Available in switch 
only, fuse, and circuit breaker models, the WeatherDeck Panels can be 
mounted in four orientations for maximum versatility.

Contura Switch Water-Resistant Panels
Contemporary Design For Wet Environments - IP66
Using industry standard Contura switches, the Blue Sea Systems Contura 
Switch Water Resistant Panels are designed to perform above deck, as well 
as complement any interior. Fuse models are available in a classic gray 
finish, and circuit breaker models are available in white or black.
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Water-Resistant Circuit Breaker Switch Panels 
Designed for exposed mounting applications
• Illuminated 15A circuit breakers provide switching, ON indication and  

overcurrent protection
• Industry-standard sizes and mounting allow these panels to be easily retrofitted in an 

existing application
• Polycarbonate/ABS panel surface is UV-stabilized, flame retardant, and will not corrode
• Silicon breaker boots and gasket protects against water ingress
• Low profile makes it easy to install in tight spaces
• Fast-on circuit breaker connectors make it quick to wire
• Two-wire connection for powering all panels is simple and requires #10 ring terminals. 

Terminals screw to bus bars for secure connections
• 4321& 4324 include a 12/24V 2.1A DC USB Charger (p. 26)
• Set of 15 square format circuit labels are included, and are easy to replace. Additional 

standard or custom labels are available through Blue Sea Systems

4323
Camo

4320
Gray

4321
Gray

4322
Gray

4324
Camo

4325
Camo

8263

Contura Switch Water-Resistant Bilge Panels
Consolidated control and circuit protection for up to four bilge pumps
• Designed for 12 or 24V DC systems
• Watertight mounting gasket
• Pre-wired for easy installation
• ON indicating LEDs embedded in all switches
• (ON)-OFF-ON Contura Switches and 15A AGC Fuses

NOTE: Labels are not backlit

8664

8665

8666

Part # Description Color Width 
in (mm)

Height 
in (mm)

Depth 
in (mm)

Width  
Mounting 
Centers  
in (mm)

Height  
Mounting 
Centers  
in (mm)

4320 4 positions Gray 4.625 (117.47) 5.0 (127) 1.75 (44.45) 4.125 (104.77) 4.437 (112.69)

4321 4 pos. + 12 Volt Socket  
& Dual USB Charger Gray 4.625 (117.47) 6.625 (168.27) 1.75 (44.45) 4.125 (104.77) 6.125 (155.57)

4322 6 positions Gray 4.625 (117.47) 6.625 (168.27) 1.75 (44.45) 4.125 (104.77) 6.125 (155.57)

4323 4 positions Camo 4.625 (117.47) 5.0 (127) 1.75 (44.45) 4.125 (104.77) 4.437 (112.69)

4324 4 pos. + 12 Volt Socket  
& Dual USB Charger Camo 4.625 (117.47) 6.625 (168.27) 1.75 (44.45) 4.125 (104.77) 6.125 (155.57)

4325 6 positions Camo 4.625 (117.47) 6.625 (168.27) 1.75 (44.45) 4.125 (104.77) 6.125 (155.57)

Part # Color Contura 
Switches

AGC®/MDL®
Fuse Holders

Width 
in (mm)

Height 
in (mm)

Depth 
in (mm)

8263 Gray 1 1  2.25 (57.15) 3.75 (95.25) 3.00 (76.20)

8664 Gray 2 2 3.34 (84.84) 3.75 (95.25) 3.00 (76.20)

8665 Gray 3 3 5.25 (133.35) 3.75 (95.25) 3.00 (76.20)

8666 Gray 4 4 5.25 (133.35) 3.75 (95.25) 3.00 (76.20)

Nominal Voltage 12V DC

Amperage Max. Operating 45A

Terminal Type 1/4" Male quick connect

Hardware Stainless Steel #6 x 5/8" mounting screws

Ring Terminal Size M5 (#10)

Regulatory
Panel front is IP66 when mounted with gasket in place - protected against powerful water jets  
(see inside back cover)

Voltage Max. Operating 24V DC

Amperage Operating Current 18 Milliamps per illuminated LED

Switch Rating 20A @ 12V DC, 15A @ 24V DC

Circuit Breaker Rating 15A

Fuse Holder Rating 20A Max. (15A fuses included)

Panel Cumulative Rating 45A

Regulatory CE marked
Panel front is IP66 when mounted with gasket in place - protected against powerful water jets 
(see inside back cover)
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Contura Switch Water-Resistant Panels
Designed for open-cockpit and flybridge applications using 
switches to complement existing controls commonly used 
on many boats
• Designed for 12 or 24V DC systems
• Watertight mounting gasket
• ON indicating LEDs embedded in all switches
• Includes Small Format Label Set 8217 (Gray)  or 8214 (Black) * (p. 156)
• 8121, 8421 & 8521 include a 12/24V DC 4.8A USB Charger (p. 26)

NOTE: Labels are not backlit

* 8054, 8053 and 8121 include Large Format Label Set 8030 (p. 156) 

8271

8374

8372

8371

8373

8274

Part # Color 4.8A Dual 
USB Charger

Push Button
Circuit Breakers

AGC®/MDL®
Fuse Holders

Width 
in (mm)

Height 
in (mm)

Depth 
in (mm)

8274 White –– 3 –– 4.50 (114.30) 3.75 (95.25) 3.25 (82.55)

8272 White –– 4 –– 5.25 (133.35) 4.25 (107.95) 3.25 (82.55)
8273 White –– 6 –– 4.50 (114.30) 7.50 (190.50) 3.25 (82.55)
8271 White –– 8 –– 9.37 (238.00) 4.25 (107.95) 3.25 (82.55)

8421 White 1 5 –– 4.50 (114.30) 7.50 (190.50) 3.25 (82.55)

8374 Black –– 3 –– 4.50 (114.30) 3.75 (95.25) 3.25 (82.55)

8372 Black –– 4 –– 5.25 (133.35) 4.25 (107.95) 3.25 (82.55)

8373 Black –– 6 –– 4.50 (114.30) 7.50 (190.50) 3.25 (82.55)

8371 Black –– 8 –– 9.37 (238.00) 4.25 (107.95) 3.25 (82.55)

8521 Black 1 5 –– 4.50 (114.30) 7.50 (190.50) 3.25 (82.55)

8054* Gray –– –– 3 5.25 (133.35) 3.75 (95.25) 3.00 (76.20)

8262 Gray –– –– 4 5.25 (133.35) 3.75 (95.25) 3.00 (76.20)

8053* Gray –– –– 6 5.25 (133.35) 7.50 (190.50) 3.00 (76.20)

8261 Gray –– –– 8 9.37 (238.00) 3.75 (95.25) 3.00 (76.20)

8121 Gray 1 –– 5 5.25 (133.35) 7.50 (190.50) 3.00 (76.20)

8272

8273

8262

8054*

8261 

8053* 

8521

8421 8121

Voltage Max. Operating 24V DC

Amperage Operating Current 18 Milliamps per illuminated LED

Switch Rating 20A @ 12V DC, 15A @ 24V DC

Circuit Breaker Rating 15A

Fuse Holder Rating 20A Max. (15A fuses included)

Panel Cumulative Rating 45A (all except 8 position panels) 
90A (8 position panels)

Regulatory
CE marked 
Panel front is IP66 when mounted with gasket in place - protected against  
powerful water jets (see inside back cover) 
CIRCUIT BREAKER MODELS ONLY—Meet UL 1500 and ISO 8846 external 
ignition protection requirements
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4302 ATO/ATC Fuses
4303 Switch only, no backlight or fuses

4304 ATO/ATC Fuses
4305 Switch only, no backlight or fuses

4306 ATO/ATC Fuses
4307 Switch only, no backlight or fuses

4308 ATO/ATC Fuses
4309 Switch only, no backlight or fuses

WeatherDeck® Waterproof Panels
Designed for open-cockpit and flybridge applications

• Fuse Model: Bicolored LEDs illuminate circuit labels to quickly 
identify OFF (Red), ON (Green), or Blown (No color) circuits

• Circuit Breaker Model: Green LEDs illuminate circuit labels 
• Fuse and Circuit Breaker Models: 

• Backlighting is compatible with DeckHand Dimmers (p. 29)
• Independent label backlighting allows switching and dimming

• Switch Only Model: No circuit protection or illuminated circuit labels
• Integrated switch guards reduce the risk of accidental switching
• Panels can be mounted in four different orientations
• Panel front rated IP67 when properly mounted with watertight 

mounting gasket
• UV stabilized weather-resistant faceplate snaps on and off providing 

access to components and concealing mounting screws
• Square Format Label Set 4215 included (p. 156)

4374 CLB Circuit breakers

4376 CLB Circuit breakers

4378 CLB Circuit breakers

Circuit Breaker Panel 24V DC

Voltage Max. Operating 24V DC 

Amperage Max. Operating 15A @ 12V DC (per circuit) 
9A @ 24V DC (per circuit)

Amperage Operating Current (backlight) 10mA/Illuminated Circuit

Panel Cumulative Rating 45A

Switch Rating 15 Amps Maximum

Backlighting Voltage 12V or 24V DC

Backlighting Amperage Draw 10mA/Illuminated Circuit

Circuit Breaker Rating 15A

Fuse Panel 

Voltage Max. Operating 12V DC

Amperage Max. Operating 15A @ 12V DC (per circuit)

Amperage Operating Current (backlight) 10mA/Illuminated Circuit 

Panel Cumulative Rating
2 Position: 30A 
4 Position: 60A 
6 Position: 90A 
8 Position: 100A

Switch Rating 15A Max.

Backlighting Voltage 12V DC Nominal

Fuses Available 1–30A

Switch Only Panel

Voltage Max. Operating 24V DC

Amperage Max. Operating 15A @ 12V DC (per circuit)

Switch Rating 15A Max.

Regulatory 
IP67 - protected against imersion up to 1 meter for 30 minutes  
(see inside back cover) 

Part # Pos. Circuit 
Breakers Fuses Label 

Backlight Volts Width 
in (mm)

Height 
in (mm)

Depth 
in (mm)

Width 
Mounting 
Centers 
in (mm)

Height 
Mounting 
Centers 
in (mm)

4374 4 Yes –– Yes 12/24V 4.25 (107.95) 4.30 (109.22) 3.50 (88.90) 3.69 (93.73) 3.74 (95.00)

4376 6 Yes –– Yes 12/24V 4.25 (107.95) 6.00 (152.40) 3.50 (88.90) 3.69 (93.73) 5.44 (138.18)

4378 8 Yes –– Yes 12/24V 4.25 (107.95) 7.70 (195.58) 3.50 (88.90) 3.69 (93.73) 7.14 (181.36)

4302 2 –– Yes Yes 12V 3.88 (98.55) 2.60 (66.04) 2.50 (63.50) 3.31 (84.07) 2.04 (51.82)

4304 4 –– Yes Yes 12V 3.88 (98.55) 4.30 (109.22) 2.50 (63.50) 3.31 (84.07) 3.74 (95.00)

4306 6 –– Yes Yes 12V 3.88 (98.55) 6.00 (152.40) 2.50 (63.50) 3.31 (84.07) 5.44 (138.18)

4308 8 –– Yes Yes 12V 3.88 (98.55) 7.70 (195.58) 2.50 (63.50) 3.31 (84.07) 7.14 (181.36)

4303 2 –– –– –– 12/24V 3.88 (98.55) 2.60 (66.04) 2.50 (63.50) 3.31 (84.07) 2.04 (51.82)

4305 4 –– –– –– 12/24V 3.88 (98.55) 4.30 (109.22) 2.50 (63.50) 3.31 (84.07) 3.74 (95.00)

4307 6 –– –– –– 12/24V 3.88 (98.55) 6.00 (152.40) 2.50 (63.50) 3.31 (84.07) 5.44 (138.18)
4309 8 –– –– –– 12/24V 3.88 (98.55) 7.70 (195.58) 2.50 (63.50) 3.31 (84.07) 7.14 (181.36)
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Innovative Design Meets a Wide Range of Flexibility
The 360 Panel System uses an open frame to mount a broad 
selection of modules allowing multiple functions to be 
combined in a single panel. This innovative design offers a 
wide choice of panel features, accommodates future changes, 
and permits rapid assembly and shipping time. With options 
ranging from battery management to source selection, the 
360 Panel System provides unmatched design flexibility. If 
you do not find the panel you are looking for in the stock 
panel offering, please go to page 134 to find out how to 
create and order a custom panel that will work for your 
specific application. 

360 Panel System

Open frame allows future 
replacement or upgrade 
of panel modules

Sabre Yachts uses Blue Sea Systems 360 Panels aboard their boats including the 42 Salon Express

Related Products

Push Button 
Reset-Only

Circuit Breaker 
page 77

Push Button 
Circuit Breaker Boot 

page 77

A-Series Rocker
Circuit Breakers

page 85

ELCI Main 
Circuit Breakers

page 89

Digital Meters
page 148

Analog Meters
page 142

360 Panel Insulating 
Back Cover 
page 154

Square Format 
Labels

page 156632
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Styled to Match Existing Panels
The Traditional Metal Panels are suited for use as 
extensions to existing panels or as full replacements. 
All panels are pre-wired and include LEDs in all 
positions. Choose from over 100 stock panels ranging 
from simple circuit breaker models to complex 
multi-source AC configurations.

Traditional Metal Panels

Marine grade aluminum frame securely 
holds fixed panel components and is 
chemically treated to resist corrosion 
(aluminum frame not sold separately)

Blue Sea Systems' Traditional Metal Panels are a complementary fit on Hunt Yachts Surfhunter 33

Related Products

A-Series Toggle
Circuit Breakers 

page 84

C-Series Toggle 
Circuit Breaker 

page 86

Digital Meters
page 148

Analog Meters
page 142

ELCI Main 
Circuit Breakers

page 89

LED Indicator 
Lights

page 155

Large Format
Labels

page 156

Insulating 
Back Cover 
page 155633
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8025 1216 1455 1495 1459
Style Traditional Metal 360 Panel System 360 Panel System 360 Panel System 360 Panel System

Total Positions 3 Positions 4 Positions 4 Positions 4 Positions 4 Positions
Circuit Breakers 3 A-Series, 15A (7210) 4 A-Series, 15A (7403) 4 Push Button, 10A (7054) 4 A-Series, 15A (7403) 4 Push Button, 10A (7054)

Rocker Switches –– –– 4 ON-OFF, SPST (7480) –– 4 ON-OFF, SPST (7480)

Dual USB / Dash Socket –– –– –– 12/24V Dual USB 4.8A (1045)
12V Dash Socket (1011) ––

Nominal Voltage 12/24V DC 12V DC 12V DC 12V DC 12V DC

Maximum Amperage 100A 100A 40A 100A 40A

DC Meter –– –– –– –– 8–16V (8003)

Width x Height in (mm) 5.25 (133.35) x 4.75 (120.65) 4.88 (123.83) x 4.75 (120.65) 4.88 (123.83) x 4.75 (120.65) 4.88(123.83) x 7.75(196.85) 4.88 (123.83) x 7.75 (196.85)

Depth in (mm) 2.50 (63.50) 3.00 (76.20) 3.50 (88.90) 3.50 (88.90) 3.50 (88.90)

DC Branch Circuit Breaker Panels
Distribute current from a high amperage input into  
lower amperage circuits

8120 8081 8401 8096 1450
Style Traditional Metal Traditional Metal Traditional Metal Traditional Metal 360 Panel System

Total Positions 5 Positions 5 Positions 5 Positions 6 Positions 8 Positions
Circuit Breakers 5 A-Series, 15A (7210) 5 A-Series, 15A (7210) 5 A-Series, 15A (7210) 6 A-Series, 15A (7210) 8 Push Button, 15A (7056)

Nominal Voltage 12V DC 12V DC 12/24V DC 12/24V DC 12/24V DC

Maximum Amperage 50A 50A 100A 100A per bus 90A

DC Meter –– 8–16V (8028) , 0–50A (8041) Digital Multimeter (8248) –– ––

Dual USB / Dash Socket 12/24V Dual USB 4.8 (1045)
12V Dash Socket (1011) –– –– –– ––

Width x Height in (mm) 5.25 (133.35) x 7.50 (190.50) 5.25 (133.35) x 7.50 (190.50) 5.25 (133.35) x 7.50 (190.50) 10.50 (266.70) x 3.75 (95.25) 4.88 (123.83) x 4.75 (120.65)

Depth in (mm) 2.50 (63.50) 2.50 (63.50) 4.00 (101.6) 2.50 (63.50) 3.50 (88.90)

Component References
• A-Series Circuit Breakers (p. 84)
• Push Button Reset-Only Circuit Breakers (p. 77)
• ON-OFF, SPST Rocker Switches (p. 96)
• 360 Panels include 4205 label set (p. 157)
• Traditional Metal Panels include 8030 label set (p. 157)

Features
• ON-indicating LEDs for select models†

• Backlit label positions for select models†

• Panels with voltmeters include a toggle  
switch to monitor voltage on up to three  
battery banks

• DC Digital Multimeter (p. 148)
• DC Analog Meters (p. 142)
• Amber ON-indicating LEDs (p. 155)
• DC M2 Multimeter 1830 (p. 145)
• 4.8A USB Charger & 12V Socket (p. 26, 27)

† Panels with Push Button Circuit Breakers do not include 
   ON-indicating LEDs or backlit label positions

1498 1457 1456 1497
Style 360 Panel System 360 Panel System 360 Panel System 360 Panel System

Total Positions 8 Positions 8 Positions 8 Positions 8 Positions
Circuit Breakers 8 Push Button, 15A (7056) 8 Push Button, 10A (7054) 8 Push Button, 10A (7054) 8 A-Series, 15A (7403)

Rocker Switches –– 8 ON-OFF, SPST (7480) 8 ON-OFF, SPST (7480) --

Dual USB / Dash Socket 12/24V Dual USB 4.8A (1045)
12V Dash Socket (1011) –– –– 12/24V Dual USB 4.8A (1045)

12V Dash Socket (1011)
Nominal Voltage 12V DC 12V DC 12V DC 12V DC

Maximum Amperage 90A 80A 80A 100A

DC Meter –– –– –– M2 Multimeter w/SOC (1830)

Width x Height in (mm) 4.88(123.83) x 7.75(196.85) 4.88 (123.83) x 7.75 (196.85) 9.25 (234.95) x 4.75 (120.65) 9.25 (234.95) x 7.75 (196.85)

Depth in (mm) 3.50 (88.90) 3.50 (88.90) 3.50 (88.90) 4.00 (101.60)634
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1223 1217 1496 8375
Style 360 Panel System 360 Panel System 360 Panel System Traditional Metal

Total Positions 12 Positions 12 Positions 12 Positions 12 Positions
Circuit Breakers 12 A-Series, 15A (7403) 12 A-Series, 15A (7403) 12 A-Series, 15A (7403) 10 A-Series, 15A (7210)

Nominal Voltage 12V DC 12V DC 12/24V DC 12/24V DC

Maximum Amperage 100A 100A per bus 100A 100A per bus

DC Meter –– Digital Multimeter (8248) M2 Multimeter w/SOC (1830) ––

Width x Height in (mm) 4.88 (123.83) x 10.75 (273.05) 9.25 (234.95) x 7.75 (196.85) 9.25 (234.95) x 7.75 (196.85) 14.75 (374.65) x 4.50 (114.30)

Depth in (mm) 3.00 (76.20) 4.00 (101.60) 4.00 (101.60) 2.50 (63.50)

1227 8082 8402 1461 1464
Style 360 Panel System Traditional Metal Traditional Metal 360 Panel System 360 Panel System

Total Positions 8 Positions 10 Positions 10 Positions 12 Positions 12 Positions
Circuit Breakers 8 A-Series, 15A (7403) 7 A-Series, 15A (7210) 7 A-Series, 15A (7210) 12 Push Button, 10A (7054) 12 Push Button, 10A (7054)

Rocker Switches –– –– –– 12 ON-OFF, SPST (7480) 12 ON-OFF, SPST (7480)

Nominal Voltage 12V DC 12V DC 12/24V DC 12V DC 12V DC

Maximum Amperage 100A 50A 100A 120A 120A

Meter Digital Multimeter (8248) 8–16V (8028) / 0–50A (8041) Digital Multimeter (8248) –– 8–16V (8003)

Width X Height in (mm) 4.88 (123.83) x 7.75 (196.85) 5.25 (133.35) x 11.25 (285.75) 5.25 (133.35) x 11.25 (285.75) 4.88 (123.83) x 10.75 (273.05) 9.25 (234.95) x 7.75 (196.85)

Depth in (mm) 3.00 (76.20) 2.50 (63.50) 4.00 (101.6) 3.50 (88.90) 3.50 (88.90)

† Without ON-indicating LEDs or backlit label positions

1200 1225 8023 8385  1463
Style 360 Panel System 360 Panel System Traditional Metal Traditional Metal 360 Panel System

Total Positions 8 Positions 8 Positions 8 Positions 8 Positions 8 Positions
Circuit Breakers 8 A-Series, 15A (7403) 8 A-Series, 15A (7403) 5 A-Series, 15A (7210) 6 A-Series, 15A (7210) 8 Push Button, 10A (7054)

Rocker Switches –– –– –– –– 8 ON-OFF, SPST (7480)

Nominal Voltage 12V DC 12V DC 12/24V DC 12/24V DC 12V DC

Maximum Amperage 100A 100A per bus 100A 100A per bus 80A

Meter (PN) –– –– –– –– 8–16V (8003)

Width x Height in (mm) 4.88 (123.83) x 7.75 (196.85) 9.25 (234.95) x 4.75 (120.65) 5.25 (133.35) x 7.50 (190.50) 10.50 (266.70) x 4.50 (114.30) 4.88 (123.83) x 10.75 (273.05)

Depth in (mm) 3.00 (76.20) 3.00 (76.20) 2.50 (63.50) 2.50 (63.50) 3.50 (88.90)
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8378 1221 8379
Style Traditional Metal 360 Panel System Traditional Metal

Total Positions 18 Positions Main + 19 Positions Main + 20 Positions
Circuit Breakers 15 A-Series, 15A (7210) 1 C-Series, 100A (7549) , 19 A-Series, 15A (7403) 1 C-Series, 100A (7250I) , 14 A-Series, 15A (7210)

Nominal Voltage 12V DC 12V DC 12/24V DC

Maximum Amperage 100A 100A 100A

DC Meter 8–16V (8003) / 0–100A (8017) Digital Multimeter (8248) Digital Multimeter (8248)

Width in (mm) 14.75 (374.65) 13.63 (346.08) 14.75 (374.65)

Height in (mm) 7.50 (190.50) 7.75 (196.85) 7.50 (190.50)

Depth in (mm) 2.50 (63.50) 4.00 (101.60) 4.00 (101.6)

1222 8377 1201 
Style 360 Panel System Traditional Metal 360 Panel System

Total Positions 16 Positions 16 Positions 16 Positions
Circuit Breakers 16 A-Series, 15A (7403) 10 A-Series, 15A (7210) 16 A-Series, 15A (7403)

Nominal Voltage 12V DC 12/24V DC 12V DC

Maximum Amperage 100A per bus 100A per bus 50A

DC Meter –– –– 8–16V (8003) / 0–50A (8022)

Width in (mm) 9.25 (234.95) 10.50 (266.70) 13.63 (346.08)

Height in (mm) 7.75 (196.85) 7.50 (190.50) 7.75 (196.85)

Depth in (mm) 3.00 (76.20) 2.50 (63.50) 3.00 (76.20)

DC Branch Circuit Breaker Panels 

8376 8068 8403
Style Traditional Metal Traditional Metal Traditional Metal

Total Positions 13 Positions 13 Positions 13 Positions
Circuit Breakers 10 A-Series, 15A (7210) 10 A-Series, 15A (7210) 10 A-Series, 15A (7210)

Nominal Voltage 12/24V DC 12V DC 12/24V DC

Maximum Amperage 100A 50A 100A per bus

DC Meter –– 8–16V (8028) , 0–50A (8041) Digital Multimeter (8248)

Width x Height in (mm) 5.25 (133.35) x 11.25 (285.75) 10.50 (266.70) x 7.50 (190.50) 10.50 (266.70) x 7.50 (190.50)

Depth in (mm) 2.50 (63.50) 3.00 (76.20) 4.00 (101.6)
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8381 8382
Style Traditional Metal Traditional Metal

Total Positions Main + 32 Positions Main + 35 Positions
Circuit Breakers 1 C-Series, 100A (7250I) , 23 A-Series, 15A (7210) 1 C-Series, 100A (7250I) , 26 A-Series, 15A (7210)

Nominal Voltage 12V DC 12/24V DC

Maximum Amperage 100A 100A

DC Meter 8–16V (8003) / 0–100A (8017) Digital Multimeter (8248)

Width in (mm) 14.75 (374.65) 14.75 (374.65)

Height in (mm) 11.25 (285.75) 11.25 (285.75)

Depth in (mm) 3.00 (76.20) 4.00 (101.6)

8380 8264
Style Traditional Metal Traditional Metal

Total Positions Main + 22 Positions 24 Positions
Circuit Breakers 1 C-Series, 100A (7250I) , 16 A-Series, 15A (7210) 15 A-Series, 15A (7210)

Nominal Voltage 12V DC 12/24V DC

Maximum Amperage 100A 100A per bus

DC Meter 8–16V (8028) / 0–100A Micro ––

Width in (mm) 10.50 (266.70) 14.75 (374.65)

Height in (mm) 11.25 (285.75) 7.50 (190.50)

Depth in (mm) 3.00 (76.20) 2.50 (63.50)

637

https://bluesea.com/
l moquin 





bluesea.com 124 POWER DISTRIBUTION

8099 8199 8027 8127 8412 8512 1230 1233
Style Traditional Metal Traditional Metal Traditional Metal 360 Panel System

Total Positions Main + 4 positions Main + 6 positions Main + 6 positions Main + 6 positions
A-Series
Circuit Breakers

Main, 30A (7238)
4 Branch, 15A (7210)

Main, 16A (7294)
4 Branch, 8A (7299)

Main, 30A (7238)
3 Branch, 15A 

(7210)

Main, 16A (7294)
3 Branch, 8A 

(7299)
Main, 30A (7238)

4 Branch, 15A (7210)
Main, 16A (7294)

4 Branch, 8A (7299)
Main, 30A (7414)

6 Branch, 15A 
(7403)

Main, 16A (7412)
6 Branch, 8A 

(7401)
Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Actuator Style White Toggle White Toggle White Toggle Flat Rocker

Insulating Back Cover –– 4027 sold separately (p. 155) –– 2 x 1331 sold separately (p. 154)

Width x Height in (mm) 10.50 (266.70) x 3.75 (95.25) 5.25 (133.35) x 7.50 (190.50) 10.50 (266.70) x 4.50 (114.30) 9.25 (234.95) x 4.75 (120.65)

Depth in (mm) 2.50 (63.50) 2.50 (63.50) 2.50 (63.50) 3.00 (76.20)

1206 1207 8043 8143 8409 8509 8405 8505
Style 360 Panel System Traditional Metal Traditional Metal Traditional Metal

Total Positions Main + 2 positions Main + 3 positions Main + 3 positions Main + 3 positions
A-Series
Circuit Breakers

Main, 30A (7414)
2 Branch, 15A (7403)

Main, 16A (7412)
2 Branch, 8A (7401)

Main, 30A (7238)
3 Branch, 15A 

(7210)
Main, 16A (7294)

3 Branch, 8A (7299)
Main, 30A (7238)

3 Branch, 15A 
(7210)

Main, 16A (7294)
3 Branch, 8A (7299)

Main, 30A (7238)
3 Branch, 15A 

(7210)

Main, 16A (7294)
3 Branch, 8A 

(7299)
Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Actuator Style Flat Rocker White Toggle White Toggle White Toggle

AC Meter 0–150V (9353) 0–250V (8245) 0–150V (9353) 0–250V (8245) 0–150V (8244)
0–50A (8246)

0–250V (8245) 
0–50A (8246) Digital Multimeter (8247)

Insulating Back Cover 2 × 1331 sold separately (p. 154) 4027 sold separately (p. 155) 4027 sold separately (p. 155) 4027 sold separately (p. 155)

Width x Height in (mm) 4.88 (123.83) x 7.75 (196.85) 5.25 (133.35) x 7.50 (190.50) 5.25 (133.35) x 7.50 (190.50) 5.25 (133.35) x 7.50 (190.50)

Depth in (mm) 3.00 (76.20) 2.50 (63.50) 3.00 (76.20) 4.00 (101.60)

8077 8177 8079 8179 8029 8129 1214 1215
Style Traditional Metal Traditional Metal Traditional Metal 360 Panel System

Total Positions Main Only Main Only Main + 1 position Main + 2 positions
A-Series
Circuit Breakers

Main, 30A 
(7238)

Main, 16A 
(7294)

Main, 50A 
(7242)

Main, 32A 
(7295)

Main, 30A 
(7238)

Main, 16A 
(7294)

Main, 30A (7414)
2 Branch, 15A 

(7403)
Main, 16A (7412)

2 Branch, 8A (7401)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Actuator Style White Toggle White Toggle White Toggle Flat Rocker

Insulating Back Cover –– –– 4026 sold separately (p. 155) 1331 sold separately (p. 154)

Width x Height in (mm) 2.63 (66.80) x 3.75 (95.25) 2.63 (66.80) x 3.75 (95.25) 5.25 (133.35) x 3.75 (95.25) 4.88 (123.83) x 4.75 (120.65)

Depth in (mm) 2.50 (63.50) 2.50 (63.50) 2.50 (63.50) 3.00 (76.20)

AC Main Circuit Breaker Panels
Provides a path for delivering power from the  
AC source to the AC branch distribution system

Component References
• A-Series Circuit Breakers (p. 84)
• AC Analog Meters (p. 143)
• AC Digital Multimeter (p. 149)
• Red reverse polarity indication LED (p. 155)
• Green ON indicating LEDs (p. 155)

Features
• Red reverse polarity indication LED 
• Green ON indicating LEDs
• Backlit label positions

• Traditional Metal Panels include 8031 label set (p. 156)
• 360 Panels include 4206 label set (p. 157)
• Source selection label set included with panels  

8077, 8177, 8079, and 8179 (p. 157)
• M2 AC Multimeter (p. 144)

230 Volt (typical of Europe)

See page 88 for a discussion of ABYC ELCI recommendations for AC Main circuit protection.

638

https://bluesea.com/
l moquin 





bluesea.com 125POWER DISTRIBUTION

1202 1203 1505 8074 8174 8488 8588
Style 360 Panel System 360 Panel System Traditional Metal Traditional Metal

Total Positions Main + 6 positions Main + 6 positions Main + 8 positions Main + 8 positions

A-Series
Circuit Breakers

Main, 30A (7414)
6 Branch, 15A 

(7403)

Main, 16A (7412)
6 Branch, 8A 

(7401)

Main, 30A (7414)
6 Branch, 15A 

(7403)

Main, 30A (7238)
5 Branch, 15A 

(7210)

Main, 16A (7294)
5 Branch, 8A 

(7299)

Main, 30A (7238)
5 Branch, 15A 

(7210)

Main, 16A (7294)
5 Branch, 8A 

(7299)

Nominal Voltage 120V AC 230V AC 120V AC 120V AC 230V AC 120V AC 230V AC

Actuator Style Flat Rocker Flat Rocker White Toggle White Toggle

AC Meter –– M2 AC Multimeter (1838) 0–150V (8244) 
0–50A (8246)

0–250V (8245) 
0–50A (8246) 0–150V (9353) 0–250V (9354)

Insulating Back Cover 2 × 1331 sold separately (p. 150) –– –– ––

Width x Height in (mm) 4.88 (123.83) x 7.75 (196.85) 4.88 (123.82) x 10.75 (273.05) 5.25 (133.35) x 11.25 (285.75) 5.25 (133.35) x 11.25 (285.75)

Depth in (mm) 3.00 (76.20) 4.00 (101.60) 3.00 (76.20) 2.50 (63.50)

8406 8506 8485 8585 8076 8176
Style Traditional Metal Traditional Metal Traditional Metal

Total Positions Main + 8 positions Main + 11 positions Main + 11 positions
A-Series
Circuit Breakers

Main, 30A (7238)
5 Branch, 15A 

(7210)

Main, 16A (7294)
5 Branch, 8A 

(7299)
Main, 30A (7238)

8 Branch, 15A (7210)
Main, 16A (7294)

8 Branch, 8A (7299)
Main, 30A (7238)

8 Branch, 15A (7210)
Main, 16A (7294)

8 Branch, 8A (7299)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Actuator Style White Toggle White Toggle White Toggle

AC Meter Digital Multimeter (8247) –– 0–150V (8244)
0–50A (8246)

0–250V (8245)
0–50A (8246)

Insulating Back Cover –– –– ––

Width x Height in (mm) 5.25 (133.35) x 11.25 (285.75) 5.25 (133.35) x 11.25 (285.75) 10.50 (266.70) x 7.50 (190.50)

Depth in (mm) 4.00 (101.60) 2.50 (63.50) 3.00 (76.20)

8407 8507 8464 8564 8465 8565
Style Traditional Metal Traditional Metal Traditional Metal

Total Positions Main + 11 positions Main + 14 positions Main + 22 positions
A-Series
Circuit Breakers

Main, 30A (7238)
8 Branch, 15A (7210)

Main, 16A (7294)
8 - Branch, 8A (7299)

Main, 30A (7238)
8 Branch, 15A (7210)

Main, 16A (7294)
8 Branch, 8A (7299)

Main, 30A (7238)
13 Branch, 15A (7210)

Main, 16A (7294)
13 Branch, 8A (7299)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Actuator Style White Toggle White Toggle White Toggle

AC Meter Digital Multimeter (8247)

Width x Height in (mm) 10.50 (266.70) x 7.50 (190.50) 10.50 (266.70) x 7.50 (190.50) 14.75 (374.65) x 7.50 (190.50)

Depth in (mm) 4.00 (101.60) 2.50 (63.50) 2.50 (63.50)
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https://bluesea.com/
l moquin 





bluesea.com 126 POWER DISTRIBUTION

8411 8511 8478 8578 8480 8580
Style Traditional Metal Traditional Metal Traditional Metal

Total Positions 8 Positions 10 Positions 13 Positions
Circuit Breakers 6 A-Series, 15A (7210) 6 A-Series, 8A (7299) 7 A-Series, 15A (7210) 7 A-Series, 8A (7299) 10 A-Series, 15A (7210) 10 A-Series, 8A (7299)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Maximum Amperage 100A  per bus 100A 100A

Actuator Style White Toggle White Toggle White Toggle

Meter (PN) –– 0-150V (9353) 0-250V (9354) ––

Insulating Back Cover –– –– ––

Width x Height in (mm) 10.50 (266.70) x 4.50 (114.30) 5.25 (133.35) x 11.25 (285.75) 5.25 (133.35) x 11.25 (285.75)

Depth in (mm) 2.50 (63.50) 2.50 (63.50) 2.50 (63.50)

1228 1229  8059 8159
Style 360 Panel System Traditional Metal

Total Positions 8 Positions 8 Positions
Circuit Breakers 8 A-Series, 15A (7403) 8 A-Series, 8A (7401) 5 A-Series, 15A (7210) 5 A-Series, 8A (7299)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC
Maximum Amperage 100A 100A
Actuator Style Flat Rocker White Toggle

Insulating Back Cover 2 × 1331 sold separately (p. 154) 4027 sold separately (p. 155)

Width x Height in (mm) 4.88 (123.83) x 7.75 (196.85) 5.25 (133.35) x 7.50 (190.50)

Depth in (mm) 3.00 (76.20) 2.50 (63.50)

8058 8158 1210 1211 8097 8197
Style Traditional Metal 360 Panel System Traditional Metal

Total Positions 3 Positions 4 Positions 6 Positions
Circuit Breakers 3 A-Series, 15A (7210) 3 A-Series, 8A (7299) 4 A-Series, 15A (7403) 4 A-Series, 8A (7401) 6 A-Series, 15A (7210) 6 A-Series, 8A (7299)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Maximum Amperage 100A 100A 100A per bus

Actuator Style White Toggle Flat Rocker White Toggle

Insulating Back Cover 4026 sold separately (p. 155) 1331 sold separately  (154) ––

Width x Height in (mm) 5.25 (133.35) x 3.75 (95.25) 4.88 (123.83) x 4.75 (120.65) 10.50 (266.70) x 3.75 (95.25)

Depth in (mm) 2.50 (63.50) 3.00 (76.20) 2.50 (63.50)

AC Branch Circuit Breaker Panels
Distributes current from high amperage inputs into lower amperage circuits

Features
• On indicating LEDs in all circuit positions
• Backlit label positions

Component References
• A-Series Circuit Breakers (p. 84)
• AC Analog Meters (p. 143)

• 360 Panels include 4206 label set (p. 157)
• Traditional Metal Panels include 8031 label set (p. 156)
• Green ON-indicating LEDs (p. 155)

230 Volt (typical of Europe)640
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8479 8579 8461 8561 8265 8165
Style Traditional Metal Traditional Metal Traditional Metal

Total Positions 13 Positions 16 Positions 24 Positions
Circuit Breakers 10 A-Series, 15A (7210) 10 A-Series, 8A (7299) 10 A-Series, 15A (7210) 10 A-Series, 8A (7299) 15 A-Series, 15A (7210) 15 A-Series, 8A (7299)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Maximum Amperage 100A per bus 100A per bus 100A per bus

AC Meter 0–150V (9353) 0–250V (9354) –– ––

Actuator Style White Toggle White Toggle White Toggle

Insulating Back Cover –– –– ––

Width in (mm) 10.50 (266.70) x 7.50 (190.50) 10.50 (266.70) x 7.50 (190.50) 14.75 (374.64) x 7.50 (190.50)

Depth in (mm) 2.50 (63.50) 2.50 (63.50) 2.50 (63.50)

230 Volt (typical of Europe)

AC 120/240 Volt (60Hz) Circuit Breaker Panels
Provides circuit protection for 240V AC systems
•  1168 Provides 1 spare rocker aperture
• C-Series Circuit Breakers (p. 80)

7372 1168
Style Traditional Metal 360 Panel System

Total Positions Main Only Main + 1 position
C-Series Circuit Breaker 1 Main, 50A (7287) 1 Main, 50A (7565)

Poles 3 3

Nominal Voltage 120/240V 120/240V

Maximum Voltage 240V AC 240V AC

Actuator Style White Toggle Flat Rocker

Width in (mm) 5.25 (133.35) 4.88 (123.83) 

Height in (mm) 3.75 (95.25) 4.75 (120.65)

Depth in (mm) 3.00 (76.20) 3.00 (76.20)
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AC Residual Current Circuit Breaker Panels 
Reduces the risk of fire and shock hazards caused by defects in  
appliances and circuit wiring

1502 8100 1190 8101
Style 360 Panel System Traditional Metal 360 Panel System Traditional Metal

Total Positions ELCI + 1 Position ELCI ELCI + 1 position ELCI + 5 positions
GFCI/ELCI Circuit Breaker 1 - ELCI Main, 30A (3102) 1 - ELCI Main, 30A (3106) 1 - ELCI Main, 30A (3102) 1 - ELCI Main, 30A (3106)

A-Series Circuit Breaker –– –– 1 - Branch, 15A AC (7403) 2 - Branch, 15A (7210)

Amperage Trip Reference 30A 30A 30A 30A

Leakage Trip Amperage 30mA 30mA 30mA 30mA

Maximum Voltage 120V 120V 120V 120V

Actuator Style Flat Rocker White Toggle Flat Rocker White Toggle

Insulating Panel Back 1331 sold separately (p. 154) –– 1331 sold separately (p. 154) ––

Width x Height in (mm) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 3.75 (95.25) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 7.50 (190.50)

Depth in (mm) 3.99 (101.4) 3.50 (88.90) 3.99 (101.4) 3.50 (88.90)

8102 1193 1503 1504
Style Traditional Metal 360 Panel System 360 Panel System 360 Panel System

Total Positions ELCI + 2 positions ELCI + 5 positions ELCI + 5 positions ELCI + 5 positions
ELCI Circuit Breaker 1 - ELCI Main, 30A AC (3106) 1 - ELCI Main, 30A AC (3102) 1 - ELCI Main, 30A AC (3102) 1 - ELCI Main, 30A AC (3102)

A-Series Circuit Breaker 2 - Branch, 15A AC (7210) 4 - Branch, 15A AC (7403) 5- Branch, 15A AC (7403) 5 - Branch, 15A AC (7403)

Amperage Trip Reference 30A AC 30A AC 30A AC 30A AC

Leakage Trip Amperage 30mA 30mA 30mA 30mA

Maximum Voltage 120V AC 120V AC 120V AC 120V AC

Actuator Style White Toggle Flat Rocker Flat Rocker Flat Rocker

Insulating Panel Back - 2 x 1331 sold separately (p. 154) 2 x 1331 sold separately (p. 154) 2 x 1331 sold separately (p. 154)

AC Meter 0–150V (9353) - - M2 AC Multimeter (1838) 

Width x Height in (mm) 5.25 (133.35) x 7.50 (190.50) 9.25 (234.95) x 4.75 (120.65) 4.88(123.83) x 7.75(196.85) 4.88 (123.83) x 10.75 (273.05)

Depth in (mm) 3.50 (88.9) 3.99 (101.4) 3.99 (101.40) 3.99 (101.40)

Component References
• ELCI Main Circuit Breakers (p. 89)
• A-Series Circuit Breakers (p. 84)
• AC Analog Meters (p. 143)
• M2 AC Multimeter (p. 144)

See page 88 for a discussion of ABYC ELCI recommendations for AC Main circuit protection.

Features
• Provides Main circuit protection with 

branch circuits
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 8498 8598 8499 8599 8467 8567
Style Traditional Metal Traditional Metal Traditional Metal

Total Positions 3 Sources + Transfer 2 Sources + 4 positions 2 Sources + 4 positions
A-Series
Circuit Breakers 
(Part #)

2 Main, 30A (7238)
1 Main, 50A (7242)

1 Transfer, 30A (7238)

2 Main, 16A (7294) 
1 Main, 32A (7295)

1 Transfer, 16A (7294)
2 Main, 30A (7238)

2 Branch, 15A (7210)
2 Main, 16A (7294)
2 Branch, 8A (7299)

2 Main, 30A (7238)
2 Branch, 15A (7210)

2 Main, 16A (7294)
2 Branch, 8A (7299)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Actuator Style White Toggle White Toggle White Toggle

Insulating Back Cover –– –– 4027 sold separately (p. 151)

Width x Height in (mm) 10.50 (266.70) x 4.50 (114.30) 10.50 (266.70) x 4.50 (114.30) 5.25 (133.35) x 7.50 (190.50)

Depth in (mm) 3.00 (76.20) 3.00 (76.20) 3.00 (76.20)

8489 8589 8462 8562 8466 8566
Style Traditional Metal Traditional Metal Traditional Metal

Total Positions 2 Sources + 6 positions 2 Sources + 9 positions 2 Sources + 9 positions
A-Series
Circuit Breakers

2 Main, 30A (7238)
3 Branch, 15A (7210)

2 Main, 16A (7294)
3 Branch, 8A (7299)

2 Main, 30A (7238)
6 Branch, 15A (7210)

2 Main, 16A (7294)
6 Branch, 8A (7299)

2 Main, 30A (7238)
6 Branch, 15A (7210)

2 Main, 16A (7294)
6 Branch, 8A (7299)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Actuator Style White Toggle White Toggle White Toggle

Meter 0–150V (9353) 0–250V (9354) 0–150V (9353) 0–250V (9354) ––

Insulating Back Cover –– –– ––

Width x Height in (mm) 5.25 (133.35) x 11.25 (285.75) 10.50 (266.70) x 7.50 (190.50) 5.25 (133.35) x 11.25 (285.75)

Depth in (mm) 3.00 (76.20) 3.00 (76.20) 3.00 (76.20)

1208 1209 1231 1232 8032 8132 8061 8161
Style 360 Panel System 360 Panel System Traditional Metal Traditional Metal

Total Positions 2 Sources 2 Sources 2 Sources 2 Sources
A-Series
Circuit Breakers 2 Main, 30A (7574) 2 Main, 16A (7572) 2 Main, 50A (7577) 2 Main, 32A (7575) 2 Main, 30A (7238) 2 Main, 16A (7294) 2 Main, 50A (7242) 2 Main, 32A (7295)

Nominal Voltage 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC 120V AC 230V AC

Actuator Style Raised Rocker Raised Rocker White Toggle White Toggle

Insulating Back Cover 1331 sold separately (p. 154) 1331 sold separately (p. 154) 4026 sold separately (p. 154) 4026 sold separately (p. 154)

Width x Height in (mm) 4.88 (123.83) x 4.75 (120.65) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 3.00 (76.20) 5.25 (133.35) x 3.00 (76.20)

Depth in (mm) 3.00 (76.20) 3.00 (76.20) 3.00 (76.20) 3.00 (76.20)

AC Source Selection Circuit Breaker Panels
Allows selecting between multiple AC sources to supply power to the AC branch distribution system

Component References
• A-Series Circuit Breakers (p. 84)
• AC Analog Meters (p. 143)
• AC Digital Multimeter (p. 149)
• Red reverse polarity indication LED (p. 155)
• Green ON indicating LEDs (p. 155)

Features
• Lockout slides ensure that no two   

sources of AC power are connected 
to the circuit simultaneously

• Backlit label positions

• Traditional Metal Panels with branch circuit 
breakers include 8031 label set (p. 156)

• 360 Panels with branch circuit 
breakers include 4206 label set (p. 157)

• All panels include a reverse polarity label and 
a source selection label set (p. 157)

230 Volt (typical of Europe)643
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AC Source Selection Rotary Switch Panels
Provides a solution for managing AC sources when circuit protection is provided elsewhere 
• Panels include green ON and red Reverse Polarity indicating LEDs and  

source selection label set (p.157) 
• 360 Panel System panels include backlit label positions 

9009 1481 1484 8367 8359
Style Rotary Switch 360 Panel System 360 Panel System Traditional Metal Traditional Metal
Voltage Max. Operating 600V AC 120V AC 230V AC 120V AC 230V AC
Wire Size Range 14–10 AWG 14–10 AWG 14–10 AWG 14–10 AWG 14–10 AWG
Insulating Panel Back - 1331 sold separately (p. 154) 1331 sold separately (p. 154) 4026 sold separately (p. 155) 4026 sold separately (p. 155)
Width x Height in (mm) 1.89 (48.00) x 1.89 (48.00) 4.88 (123.83) x 4.75 (120.65) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 3.75 (95.25) 5.25 (133.35) x 3.75 (95.25)
Depth in (mm) 1.91 (48.51) 1.91 (48.51) 1.91 (48.51) 1.91 (48.51) 1.91 (48.51)

2 4 6 8

3 1 7 5

Source 1 (ex. SHORE)
120V or

230V
Source 2 (ex. GEN)
120V or
230V

Load

Line (Hot)
Neutral

Line (Hot)
Neutral

Line (Hot)
Neutral

30 Amp 2 Positions + OFF, 2 Pole Rotary Switch
• Switches 2 sources
• Allows connecting one of two different AC sources to one circuit

9011 1483 1486 8365 8357
Style Rotary Switch 360 Panel System 360 Panel System Traditional Metal Traditional Metal
Voltage Max. Operating 600V AC 120V AC 230V AC 120V AC 230V AC
Wire Size Range 12–6 AWG 12–6 AWG 12–6 AWG 12–6 AWG 12–6 AWG
Insulating Panel Back - 1331 sold separately (p. 154) 1331 sold separately (p. 154) 4026 sold separately (p. 155) 4026 sold separately (p. 155)
Width x Height  in (mm) 2.52 (64.00) x 2.52 (64.00) 4.88 (123.83) x 4.75 (120.65) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 3.75 (95.25) 5.25 (133.35) x 3.75 (95.25)
Depth  in (mm) 2.41 (61.21) 2.41 (61.21) 2.41 (61.21) 2.41 (61.21) 2.41 (61.21)

65 Amp 2 Positions + OFF, 2 Pole Rotary Switch
• Switches 2 sources
• Allows connecting one of two different AC sources to one circuit 2 4 6 8

3 1 7 5

Source 1 (ex. SHORE)
120V or

230V
Source 2 (ex. GEN)
120V or
230V

Load

Line (Hot)
Neutral

Line (Hot)
Neutral

Line (Hot)
Neutral

9010 1482 1485 8366 8358
Style Rotary Switch 360 Panel System 360 Panel System Traditional Metal Traditional Metal
Voltage Max. Operating 600V AC 120V AC 230V AC 120V AC 230V AC
Wire Size Range 14–10 AWG 14–10 AWG 14–10 AWG 14–10 AWG 14–10 AWG
Insulating Panel Back - 1331 sold separately (p. 154) 1331 sold separately (p. 154) 4026 sold separately (p. 155) 4026 sold separately (p. 155)
Width x Height in (mm) 1.89 (48.00) x 1.89 (48.00) 4.88 (123.83) x 4.75 (120.65) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 3.75 (95.25) 5.25 (133.35) x 3.75 (95.25)
Depth in (mm) 2.41 (61.21) 2.41 (61.21) 2.41 (61.21) 2.41 (61.21) 2.41 (61.21)

30 Amp 3 Positions + OFF, 2 Pole Rotary Switch
• Switches 3 sources
• Allows connecting one of three different AC sources to one circuit

Source 2 (ex. SHORE 2)
120V or

230V

Source 1 (ex. SHORE 1)
120V or

230V

Source 3 (ex. GEN)
120V or
230V

Load

1 5 3 9 7 11

2 4 6 8 10 12

Line (Hot)
Neutral

Line (Hot)
Neutral

Line (Hot)
Neutral

Line (Hot)
Neutral

Regulatory
CE marked  
UL listed 

Regulatory
CE marked  
UL listed

Regulatory
CE marked  
UL listed 
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9019 1487 8363
Style Rotary Switch 360 Panel System Traditional Metal
Voltage Max. Operating 600V AC 240V AC 240V AC
Wire Size Range 12–6 AWG 12–6 AWG 12–6 AWG
Insulating Panel Back –– –– ––
Width x Height in (mm) 2.52 (64.00) x 2.52 (64.00) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 3.75 (95.25)
Depth in (mm) 3.65 (92.71) 3.65 (92.71) 3.65 (92.71)

65 Amp 2 Positions + OFF, 3 Pole Rotary Switch
• Allows connecting one of two different AC sources to one circuit
• Switches 2–120/240 Volt AC sources
• Switches both lines (hots) and neutral

6337 1489 8386
Style Rotary Switch 360 Panel System Traditional Metal
Voltage Max. Operating 600V AC 240V AC 240V AC
Wire Size Range 14–10 AWG 14–10 AWG 14–10 AWG
Insulating Panel Back - 1331 sold separately (p. 154) -
Width x Height in (mm) 1.89 (48.00) x 1.89 (48.00) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 3.75 (95.25)
Depth in (mm) 2.98 (75.69) 2.98 (75.69) 2.98 (75.69)

30 Amp 2 Positions + OFF, 4 Pole Rotary Switch
• Switches between 2–120 Volt AC shore power sources and 1–120/240 Volt 

AC source to 2–120 Volt AC load groups
• Switches both lines (hots) and neutral

9093 1480 8369
Style Rotary Switch 360 Panel System Traditional Metal
Voltage Max. Operating 600V AC 240V AC 240V AC
Wire Size Range 12–6 AWG 12–6 AWG 12–6 AWG
Insulating Panel Back –– –– ––
Width x Height in (mm) 2.52 (64.00) x 2.52 (64.00) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 3.75 (95.25)
Depth in (mm) 4.50 (114.30) 4.50 (114.30) 4.50 (114.30)

65 Amp 2 Positions + OFF, 4 Pole Rotary Switch
• Switches between 2–120 Volt AC shore power sources and 1–120/240 Volt  

AC source to 2–120 Volt AC load groups
• Switches both lines (hots) and neutral

9077 1488 8361
Style Rotary Switch 360 Panel System Traditional Metal
Voltage Max. Operating 600V AC 240V AC 240V AC
Wire Size Range 12–6 AWG 12–6 AWG 12–6 AWG
Insulating Panel Back –– –– ––
Width x Height in (mm) 2.52 (64.0) x 2.52 (64.0) 4.88 (123.83) x 4.75 (120.65) 5.25 (133.35) x 3.75 (95.25)
Depth in (mm) 5.50 (139.70) 5.50 (139.70) 5.50 (139.70)

65 Amp 3 Positions + OFF, 3 Pole Rotary Switch
• Allows connecting one of three different AC sources to one circuit
• Switches 3–120/240 Volt AC sources
• Switches both lines (hot) and neutral Regulatory

CE marked  
UL listed 

Source 1 (ex. SHORE) 120/240V

Source 2 (ex. GEN) 
120/240V

Load 120/240V

Neutral
Line 2 (Hot)

Line 1 (Hot)

Neutral
Line 1 (Hot)

Line 2 (Hot)

Neutral
Line 2 (Hot)

Line 1 (Hot)

3

2 4 6 8 10 12

1 7 5 11 9

Source 1 (ex. SHORE 1) 120V

Source 2 (ex. SHORE 2) 120V

Source 3 (ex. GEN) 
120/240V

Load 2 120V

Load 1 120V

Neutral
Line 2 (Hot)

Line 1 (Hot)

Neutral
Line (Hot)

Neutral
Line (Hot)

Neutral
Line (Hot)

Neutral

Line (Hot)

2 4 6 8 10 12 14 16

3 1 7 5 11 15 139

Source 1 (ex. SHORE 1) 120V

Source 2 (ex. SHORE 2) 120V

Source 3 (ex. GEN) 
120/240V

Load 2 120V

Load 1 120V

Neutral
Line 2 (Hot)

Line 1 (Hot)

Neutral
Line (Hot)

Neutral
Line (Hot)

Neutral
Line (Hot)

Neutral

Line (Hot)

2 4 6 8 10 12 14 16

3 1 7 5 11 15 139

Source 2 (ex. SHORE 2) 120/240V

Source 1 (ex. SHORE 1)
120/240V

Source 3 (ex. GEN)
120/240V

Load 120/240V

Neutral
Line 2 (Hot)

Line 1 (Hot)

Neutral
Line 2 (Hot)

Line 1 (Hot)

Neutral
Line 1 (Hot)

Line 2 (Hot)
Neutral

Line 2 (Hot)

Line 1 (Hot)

2

1 5 9 3 7 11 13 17 15

6 10 4 8 12 14 16 18

Regulatory
CE marked  
UL listed 

Regulatory
CE marked  
UL listed 

Regulatory
CE marked  
UL listed 
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8084 8184 8095 8195
Style Traditional Metal Traditional Metal

Total AC Positions Main + 6 positions Main + 8 positions

Total DC Positions Main + 15 positions Main + 29 positions

AC Circuit Breakers Main, 30A (7238)
3 Branch, 15A (7210)

Main, 16A (7294)
3 Branch, 8A (7299)

Main, 30A (7238)
5 Branch, 15A (7210)

Main, 16A (7294)
5 Branch, 8A (7299)

DC Circuit Breakers Main, 100A (7250I)
9 Branch, 15A (7210)

Main, 100A (7250I)
9 Branch, 15A (7210)

Main, 100A DC (7250I)  
20 Branch, 15A DC (7210)

Main, 100A (7250I)  
20 Branch, 15A (7210)

AC/DC Voltage 120V AC/12V DC 230V AC/12V DC 120V AC/12V DC 230V AC/12V DC

Insulating Panel Back 4029 sold separately (p. 155) -

Actuator Style White Toggle White Toggle

AC Meters 0–150V AC (9353) 0–250V AC (9354) 0–150V AC (9353), 0–50A AC (9630) 0-250V AC (9354), 0-50A AC (9630)

DC Meters 8-16V DC (8003), 0-100A DC (8017) 8-16V DC (8003), 0-100A DC (8017)

Width x Height in (mm) 14.75 (374.65) x 10.00 (254.00) 19.50 (495.30) x 11.50 (292.10)

Depth in (mm) 3.00 (76.20) 3.00 (76.20)

1218 1219 8413
Style 360 Panel System Traditional Metal

Total AC Positions Main + 6 positions Main + 8 positions

Total DC Positions  Main + 19 positions Main + 14 positions

AC Circuit Breakers Main, 30A (7414)
6 Branch, 15A (7403)

Main, 16A (7412)
6 Branch, 8A (7401)

Main, 30A (7238)
8 Branch, 15A (7210)

DC Circuit Breakers Main, 100A (7549)
19 Branch, 15A (7403)

Main, 100A (7549)
19 Branch, 15A (7403)

Main, 100A DC (7250I)
14 Branch, 15A (7210)

AC/DC Voltage 120V AC/12V DC 230V AC/12V DC 120V AC/12/24V DC

Insulating Panel Back 1331 Included with panel (p. 154) -

Actuator Style Flat Rocker White Toggle

AC Meter, DC Meter Digital Multimeter (8247), Digital Multimeter (8248) M2 VSM (1850)

Width x Height in (mm) 13.63 (346.08) x 10.75 (273.05) 15.77 (400.50) x 9.25 (234.95)

Depth in (mm) 3.00 (76.20) 3.00 (76.20)

AC/DC Combination Circuit Breaker Panels 
Combines AC and DC switching, circuit protection, source selection  
and monitoring into a single panel

Component References
• A-Series Circuit Breakers (p. 84)
• C-Series Circuit Breakers (p. 86)
• DC and AC Analog Meters (p. 142, 143)
• DC and AC Digital Multimeters (p. 148, 149) M2 Vessel System Monitor (VSM) (p. 146)
• 360 Panel System AC Insulating Rear Covers (p. 154)
• Traditional Metal Panel AC insulating Rear Covers (p. 155)
• Traditional Metal Panels include 8031 and 8030 label set (p. 156-157)
• 360 Panels include 4206 and 4205 label set (p. 157)

Features 
• ON indicating LEDs installed in all circuit positions
• Backlit label positions 
• Includes toggle switch to monitor voltage on up to 

three batteries
• Circuit identification label sets included
• Insulating covers are included with AC/DC 360 Panels 

230 Volt (typical of Europe)
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8408 8508 8086 8186
Style Traditional Metal Traditional Metal

Total AC Positions Main + 6 positions 3 Sources + 12 positions + Transfer

Total DC Positions Main + 18 positions Main + 19 positions

AC Circuit Breakers Main, 30A (7238)
3 Branch, 15A (7210)

Main, 16A (7294)
3 Branch, 8A (7299)

2 Main, 30A (7238)  1 Main, 50A (7242)
1 Transfer, 30A (7238)  6 Branch, 15A (7210)

2 Main, 16A (7294)  1 Main, 32A (7295)
1 Transfer, 16A (7294)  6 Branch, 8A (7299)

DC Circuit Breakers Main, 100A (7250I)
12 Branch, 15A (7210)

Main, 100A (7250I)
12 Branch, 15A (7210) Main, 100A (7250I)  13 Branch, 15A (7210)

AC/DC Voltage 120V AC/12/24V DC 230V AC/12/24V DC 120V AC/12V DC 230V AC/12V DC

Insulating Panel Back 4029 sold separately (p. 155) 4031 sold separately (p. 155)

Actuator Style White Toggle White Toggle
AC Meters Digital Multimeter (8247) 0-150V (9353), 0–50A (9630) 0–250V (9354), 0–50A (9630)
DC Meters Digital Multimeter (8248) 8–16V (8003), 0–100A (8017)

Width x Height in (mm) 15.75 (400.05) x 10.00 (254.00) 19.50 (495.30) x 11.50 (292.10)

Depth in (mm) 4.00 (101.60) 3.00 (76.20)

230 Volt (typical of Europe)

Vicem Yachts builds the Windsor Craft 38 Hardtop 
and specifies Blue Sea Systems products, 

including Traditional Metal Panels, to control 
power distribution at the helm.
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Design and Order a Custom Panel in Three Easy Steps
Design and Order custom panels online 
A Custom 360 Panel can be created in a fraction of the time required by other custom panel shops. 
The 360 Panel System uses an open frame to mount a broad selection of modules, allowing multiple 
functions to be combined in a single panel. This innovative design offers a wide choice of AC and DC panel 
features, can accommodate future changes, and permits rapid assembly. With options ranging from 
battery management to source selection, the 360 Panel System provides a wide range of design flexibility. 
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Launch 
the Panel Wizard at 
panelwizard.bluesea.com.

Design 
the panel with modules, 
circuit breakers, and 
labels. The list price
is updated with 
each change.

Save 
the panel design 
and request a quote. 
Panels ship within 
ten business days 
of order receipt.

1

3

2

Back-printed
for durability

Waterproof
adhesive

Scratch resistant
polycarbonate 
layer

Blue Sea Systems labels are 
made using a scratch resistant 
polycarbonate material and are 
back-printed for durability. 
Custom Labels for the 
360 Panel System can be 
ordered in any language 
and are available directly from 
Blue Sea Systems along with 
over 500 standard or square 
format labels.

Completed 3 × 3 Panel
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5 x 2 Panel

2 x 2 Panel

3 x 2 Panel

4 x 2 Panel

5 x 2 Panel

1 x 2 Panel

2 x 2 Panel

3 x 2 Panel

4 x 2 Panel

1 x 2 Panel

2 x 1

3 x 1

4 x 1

1 x 1

5 x 1

2 x 5 Panel

3 x 5 Panel

4 x 5 Panel

1 x 5 Panel

5 x 5 Panel

2 x 4 Panel

3 x 4 Panel

4 x 4 Panel

1 x 4 Panel

5 x 4 Panel

2 x 3 Panel

3 x 3 Panel

4 x 3 Panel

1 x 3 Panel

5 x 3 Panel

Rows x 
Columns

Height
in (mm)

Width 
in (mm)

Cut out 
Height

in (mm)

Cut out 
Width

in (mm)

1 x 1 4.75 (120.65) 4.88 (123.83) 3.31 (84.07) 4.38 (111.13)

2 x 1 7.75 (196.85) 4.88 (123.83) 6.31 (160.27) 4.38 (111.13)

3 x 1 10.75 (273.05) 4.88 (123.83) 9.31 (236.47) 4.38 (111.13)

4 x 1 13.75 (349.25) 4.88 (123.83) 12.31 (312.67) 4.38 (111.13)

5 x 1 16.75 (425.45) 4.88 (123.83) 15.31 (388.87) 4.38 (111.13)

1 x 2 4.75 (120.65) 9.25 (234.95) 3.31 (84.07) 8.75 (222.25)

2 x 2 7.75 (196.85) 9.25 (234.95) 6.31 (160.27) 8.75 (222.25)

3 x 2 10.75 (273.05) 9.25 (234.95) 9.31 (236.47) 8.75 (222.25)

4 x 2 13.75 (349.25) 9.25 (234.95) 12.31 (312.67) 8.75 (222.25)

5 x 2 16.75 (425.45) 9.25 (234.95) 15.31 (388.87) 8.75 (222.25)

1 x 3 4.75 (120.65) 13.63 (346.08) 3.31 (84.07) 13.13 (333.38)

2 x 3 7.75 (196.85) 13.63 (346.08) 6.31 (160.27) 13.13 (333.38)

3 x 3 10.75 (273.05) 13.63 (346.08) 9.31 (236.47) 13.13 (333.38)

4 x 3 13.75 (349.25) 13.63 (346.08) 12.31 (312.67) 13.13 (333.38)

5 x 3 16.75 (425.45) 13.63 (346.08) 15.31 (388.87) 13.13 (333.38)

1 x 4 4.75 (120.65) 18.00 (457.20) 3.31 (84.07) 17.50 (444.50)

2 x 4 7.75 (196.85) 18.00 (457.20) 6.31 (160.27) 17.50 (444.50)

3 x 4 10.75 (273.05) 18.00 (457.20) 9.31 (236.47) 17.50 (444.50)

4 x 4 13.75 (349.25) 18.00 (457.20) 12.31 (312.67) 17.50 (444.50)

5 x 4 16.75 (425.45) 18.00 (457.20) 15.31 (388.87) 17.50 (444.50)

1 x 5 4.75 (120.65) 22.38 (568.33) 3.31 (84.07) 21.88 (555.63)

2 x 5 7.75 (196.85) 22.38 (568.33) 6.31 (160.27) 21.88 (555.63)

3 x 5 10.75 (273.05) 22.38 (568.33) 9.31 (236.47) 21.88 (555.63)

4 x 5 13.75 (349.25) 22.38 (568.33) 12.31 (312.67) 21.88 (555.63)

5 x 5 16.75 (425.45) 22.38 (568.33) 15.31 (388.87) 21.88 (555.63)

Custom 360 Panel System
Flexible frame and module configurations from a single  
module to a 25 module panel with 100 circuit breakers. 

m-Series Battery Switch (p. 132)

Battery Management (p. 96)

m-ACR Automatic Charging Relay (p. 48)

m-LVD Low Voltage Disconnect (p. 42)

Battery Management Blank

Custom BusBar Modules  
Consolidate bussed terminations in a 360 
Custom Panel module
• Utilize blank space in a 360 Custom Panel frame
• Ideal for DC negative, AC Neutral, and AC  

Ground connections
• 5 different bus bar configuration options

2x1 Panel
2722

2x1 Panel
2702

2x1 Panel
2301 

2x1 Panel
2128

2x1 Panel
2701

Panel Backs Shown Below
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AC Flat Rocker Circuit Breaker (p. 85) 285 Series Circuit Breaker (p. 80)

Medium Duty Push Button 
Circuit Breaker (p. 78)

Push Button Circuit Breaker (p. 77)

Digital Meter (p. 148)

Mastervolt Smart Remote 

Push Button Circuit Breaker
with Rocker Switch (p. 77, 96)

120V AC Dual GFCI Outlet (p. 154)

Rotary Switch Source Selection (p. 130)

Analog Meter (p. 142)

Bilge Pump

Socket, Dual USB Charger (p. 26, 27)

120V AC Dual Outlet (p. 154)

Blank / Custom BusBar Module

P12 Battery Charger Display (p. 22)

European RCBO Mount

M2 OLED Meter (p. 144)

COTS Circuit Breaker (p. 82)

DC Flat Rocker Circuit Breaker (p. 85)

Residual Current Circuit Breaker (p. 89)

Circuit Breaker Source Selection

120V AC Dual Outlet Blank

2 Inch Gauge Blank (p. 151)

DC Accessories (p. 26, 27, 147)

Not all 360 Panel modules or configurations shown, reference the Blue Sea Systems Panel Wizard at https://panelwizard.bluesea.com
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Custom 360 Panel System
Original equipment aboard the world’s finest boats and specialty vehicles
Blue Sea Systems Custom 360 Panels are installed as original equipment aboard recreational and 
commercial boats, emergency response vehicles, and commercial applications.

EarthRoamer builds vehicles which can go beyond 
where the road ends. They rely on Blue Sea Systems 
electrical products, including the Custom 360 Panel, 

to keep their critical systems functioning.

Sabre Yachts installs Custom 360 Panels at the helm of their 
Maine-built boats, including the flagship 54 Flybridge Sedan.

Moose Boats builds rugged aluminum boats for 
government and recreational use and specifies 

360 Panels as original equipment.
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MJM Yachts builds boats which use Blue Sea Systems 
products including Custom 360 Panels aboard the 36Z.

C & C Yachts builds high performance sailboats and 
uses Custom 360 Panels to manage and monitor the AC 

and DC Power Distribution aboard the Redline 41.

Robertson and Caine of South Africa uses 
Blue Sea Systems Custom 360 Panels as original 
equipment on their versatile catamarans, 
including the Leopard 48, used in charter 
fleets around the world.
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DC Analog Meters
Meters with backlighting for low light conditions
• Includes appropriate external DC shunt (p. 136) when required
• Backlit meter face (separate 12 or 24V DC backlight connections)

DC Analog Voltmeter Panels
Enables voltage monitoring on up to 3 battery banks with one analog meter
• Includes standard 8003 DC Analog  Voltmeter
• Displays voltage from 8–16V DC
• 3 position switch for multiple battery banks

8015
Traditional Metal
5.25" x 3.75" (133.35mm x 95.25mm)

1473
360 Panel System
4.88" x 4.75" (123.83mm x 120.65mm)

Part # Function Operating Amps 
(Meter)

Operating Amps 
(Backlight) Shunt Type Connection

8041 Micro Ammeter 0–50A DC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC External—50 mV at meter full scale 2 wire from shunt, 3 connections for backlight

8005 Standard Ammeter 0–25A DC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC Internal 2 wire inline, 3 connections for backlight

8022 Standard Ammeter 0–50A DC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC External—50 mV at meter full scale 2 wire from shunt, 3 connections for backlight

8017 Standard Ammeter 0–100A DC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC External—50 mV at meter full scale 2 wire from shunt, 3 connections for backlight

8018 Standard Ammeter 0–150A DC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC External—50 mV at meter full scale 2 wire from shunt, 3 connections for backlight

8019 Standard Ammeter 0–200A DC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC External—50 mV at meter full scale 2 wire from shunt, 3 connections for backlight

Part # Function Shunt Type Connection Meter Face Size in (mm)
8252* Zero Center Ammeter 50–0–50A DC External—50 mV at meter full scale 2 wire from shunt, 3 connections for backlight 2.75 (69.85)

8253* Zero Center Ammeter 100–0–100A DC External—50 mV at meter full scale 2 wire from shunt, 3 connections for backlight 2.75 (69.85)

80038028

80058041

82538254

*Meters read both discharge and charge current

Part # Function Operating Amps 
(Meter)

Operating Amps 
(Backlight) Connection

8028 Micro Voltmeter 8–16V DC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire, 3 connections for backlight

8003 Standard Voltmeter 8–16V DC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire, 3 connections for backlight

8240 Standard Voltmeter 18–32V DC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire, 3 connections for backlight
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AC Analog Meters
Meters with backlighting for low light conditions
• Includes appropriate external transformer (p. 137) when required
• Backlit meter face (separate 12 or 24V DC backlight connections)

Standard Meter

2.375" 
60.33mm

2.625" 
66.68mm

0.401" 
10.19mm

0.800" 
20.32mm

2.27" 
57.66mm

2.80" 
71.12mm

0.226" 
5.74mm

1.26" 
32.00mm

.30" DIA.  7.62mm
adjustment hole

Micro Meter

2.00" 
50.80mm

.25" DIA.  6.35mm
adjustment hole

1.86" 
47.24mm

1.055" 
26.80mm

0.455" 
11.56mm

1.58" 
40.13mm

2.00" 
50.80mm

0.90" 
22.86mm

0.87" 
22.10mm

Panel MountSurface Mount

0.105" 
2.67mm

0.625" MAX.
15.88mm

0.45" (11.43mm) - Standard Meter
0.40" (10.16mm) - Micro Meter

0.95" (24.13mm) - Standard Meter
0.85" (21.59mm) - Micro Meter

0.125" (3.18mm)

Screw

Part # Function Operating Amps (Meter) Operating Amps (Backlight) Connection

8244 Micro Voltmeter 0–150V AC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire to AC hot and neutral, 3 connections for backlight

8245 Micro Voltmeter 0–250V AC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire to AC hot and neutral, 3 connections for backlight

9353 Standard Voltmeter 0–150V AC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire to AC hot and neutral, 3 connections for backlight

9354 Standard Voltmeter 0–250V AC 1 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire to AC hot and neutral, 3 connections for backlight

Part # Function Operating Amps 
(Meter)

Operating Amps 
(Backlight) Connection

8246 Micro Ammeter 0–50A AC 50 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire from coil slipped over wire to be measured, 3 connections for backlight

9630 Standard Ammeter 0–50A AC 50 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire from coil slipped over wire to be measured, 3 connections for backlight

8258 Standard Ammeter 0–100A AC 50 mA at full scale 16 mA@12V DC, 20 mA@24V DC 2 wire from coil slipped over wire to be measured, 3 connections for backlight

93538244

96308246
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Flat panel mountSurface mount

M2 OLED Digital Meters 
The M2 Organic LED Digital Monitor measures essential electrical 
system parameters with adjustable alarms and an auto-dimming 
display. The M2 Monitors include a MOSFET External Circuit Relay  
(ECR) which can be used to control external circuits based on any  
value measured by the M2. 
• Auto-dimming, bright Organic LED display is easy to read
• 80dB alarm on all models 
• Isolated 500mA MOSFET relay
• Includes external DC Shunt or AC Current Transformer when required

Related Products

ML-Series Remote 
Battery Switches 

page 45

Floyd Bell Turbo 
Series Alarm 

page 154

M2 OLED Mounting Options
1830

1525 (meter not included)

Part # Description Width in (mm) Height in (mm)
1525 360 Blank Panel - M2 OLED 4.88 (123.83) 4.75 (120.65)

State-of-Charge 
Battery State-of-Charge (SoC)
Knowing the State-of-Charge of your battery is like knowing the 
amount of fuel in your gas tank. To avoid getting stranded with a 
dead battery, accurate battery bank monitoring is essential.

Voltmeter Method—Voltage can be used to measure the SoC 
of your battery. The difference from a fully charged battery to a 
fully discharged battery is only 1.0V in a 12V system, so the meter 
must have good resolution and accuracy. This method is generally 
sufficient to monitor batteries which experience intermittent use, 
such as starter or thruster batteries. However, a battery must 
not have been charged or discharged for over 12 hours for this 
measurement to be trustworthy. This makes the Voltmeter Method 
unsuitable for monitoring house batteries which charge and 
discharge often. 

Amp-Hour Method—A convenient and accurate way to measure 
SoC is with an Amp-Hour Monitor. This is a complex calculation of 
the energy available, energy consumed, and energy returned to the 
battery during charging. SoC is commonly expressed as a percent 
of amp-hours remaining until the battery is empty, but can also 
be expressed as amp-hours used, amp-hours remaining, or time 
remaining. The advantage of this method is that it works well for 
batteries in a constant state of charge and discharge.

DC Shunts 
page 151

AC Current  
Transformer 

page 151

Temperature 
Sensor  

page 151

M2 OLED Surface Mount

Nut
Finger 
Tighten 
Only!

Locking ring
MUST go 
on before 
mounting nut

 

 

B
U

L
K

H
E

A
D

1" MAX

Panel
Thickness

(25mm)

2.37"
(60.07mm)

0.72"
(18.31mm)

Mounts in a 2-1/8"
(54mm) DIA Hole

Gasket Seal

5YEAR
WARRANTY

Display Size 55mm x 28mm

Power Supply Voltage 7V–70V DC*

Range (Power Consumption) 0.3W–1.0W

Regulatory
Monitor face is IP66 - protected against powerful water jet 
when installed according to instructions (see inside back cover)

* Variable with voltage, display intensity, and sleep mode
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Part # 1830 1832 1833

Description Multimeter w/SoC Ammeter Voltmeter

Functions

Monitors state-of-charge 
on one battery bank  
and voltage on three 
battery banks

Monitors current on  
two circuits 

Monitors the voltage on  
up to four battery banks

Voltage
Voltages 12V, 24V, 36, 48V –– ––

Accuracy ± 1.0% –– ± 1.0%

Operating 7V–70V DC –– 7V–70V DC

Resolution 0.01V DC –– 0.01V DC

Current

Shunt 1 x Part # 8255  
(500A/50mV)

1 x Part # 8255  
(500A/50mV) ––

Accuracy ± 1.0% ± 1.0% ––

Range –500A to 500A –500A to 500A ––

Resolution 
(100 to 500)

1A 1A ––

Resolution 
(99.9 to 500)

0.1A 0.1A ––

Alarm/Relay 
Activation

High and Low Voltage, 
High Current,
and Low Battery

High Current, High and Low Voltage

† Will achieve 300A with an optional current transformer Part # 1829 (p. 151)

Part # 1836 1837 1838

Description Ammeter Voltmeter Multimeter

Functions

Monitors current on two 
circuits

Monitors voltage on 
two circuits or both 
legs of 120/240V

Monitors voltage, current, 
frequency, and power on 
two circuits or both legs 
of 120/240V

Voltage
Accuracy –– ± 1.0% ± 1.0%

Operating 7V–70V DC 7V–70V DC 7V–70V DC

Range –– 50V–250V AC (RMS) 50V–250V AC (RMS)

Resolution –– 1V AC 1V AC

Current
Current 
Transformer

1 x Part # 8256 
(150A/50mA) –– 1 x Part # 8256 

(150A/50mA)

Accuracy ± 2.0% –– ± 2.0%

Range 0A–150A (300A optional) † –– 0A–150A (300A optional) †

Resolution 
(100 to 150) 1A –– 1A

Resolution 
(0.0 to 99.9) 0.1A –– 0.1A

Frequency
Range –– –– 40Hz–90Hz

Resolution –– –– 1 Hz

Power
Range –– –– 0W–45kW

Resolution 
(0W–9990W) –– –– 10W

Resolution 
(10kW–45kW) –– –– 0.1kW

Alarm/Relay 
Activation High Current High and Low Voltage High and Low Voltage, 

Current

DC Meters

AC Meters

Part # 1839 1841 1842

Description Tank Temperature Bilge

Functions

Monitors up to 4 tanks Monitors up to 4 
locations

Monitors up to 4 
bilges

Operating 7V–70V DC 7V–70V DC 7V–70V DC

Senders 

North American, 
240Ω–33Ω
European, 10Ω–180Ω
Blue Sea Systems 
Ultrasonic (1810, 1811)
Custom Ranges to 300Ω

2 x Part # 1820
2 x Part # 1821
(included)

Float switch or 
pumps with bilge 
active outputs. Not 
compatible with 
“fully automatic bilge 
pumps”

Alarm/Relay 
Activation High and Low Level High and Low 

Temperature

Run time/hr
Cycles/24 hr
Average Cycles

Other Custom tanks shapes
Auto calibration

Measures in 
Fahrenheit or Celsius
-40°C – 120°C 
(-40°F – 250°F)

Cycle Counter

Tank,Temperature & Bilge Meters

Part # 1850

Description Vessel Systems Monitor

Functions Performs comprehensive 
monitoring of four systems

DC Specs.
Nominal System 
Voltage 12V, 24V, 36V, 48V

Operating 7V–70V DC

Minimum Current 
Draw

15 mA @12V, display off
8 mA @ 24V, display off

Voltage Accuracy ± 1%

Range –500A to 500A

Current
Accuracy ± 1.0%

AC Specs.
Nominal 
System Voltage

120V @ 60Hz, North America 
230V @ 50Hz, Typical of Europe

Operating Voltage 0-300V

Voltage Accuracy ± 1.0%

Current Range 0–150A

Current Accuracy ± 2%

Frequency 40–90Hz
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18111810

Voltage
Current

Amp Hours
Hi/Lo Alarms

Voltage
Current

Frequency
Hi/Lo Alarms

Run Time
Cycles

Hi/Lo Alarms

Levels
Hi/Lo Alarms

2
Tanks

BilgeACDC

M2 Vessel Systems Monitor (M2 VSM) 
Performs comprehensive monitoring of four critical 
systems in one compact organic LED digital monitor
DC System Monitoring (up to two batteries)

One input monitors the DC voltage, state-of-charge, current for one battery 
bank and another input monitors the voltage of an additional battery bank. 
Alarms include high and low voltage, high current, and low battery.

AC System Monitoring
The VSM monitors a single AC voltage, current, and frequency. Alarms  
include high and low voltage, high current, and high and low frequency.

Bilge & Tank Monitoring
The M2 VSM has two inputs that can be configured as a bilge or tank monitor. 
When configured as a bilge input, monitoring functions include pump active, 
cycle count in the last 24-hours, average cycles in a typical 24-hour period, 
and total cycles. High alarms can be set for both the minutes of run time in 
the last hour as well as the number or cycle counts in the last 24-hours. When 
configured as a tank input, tank status can be represented in both capacity 
(gallons or liters) or as a percentage of capacity. Custom tank shapes can be 
auto-calibrated or programmed. Both high and low level alarms can be set 
for all tanks.

Part # Description
1850 M2 VSM

1810 32" Diesel, Water, Waste tank sender for use with VSM 422 & M2 VSM

1811 24" Gasoline tank sender for use with the VSM 422 & M2 VSM

System Inputs Functions

DC 2 DC Voltage Battery 1, State-of-Charge, & Current
DC Voltage Battery 2

AC 1 AC Voltage, Current, & Frequency

Auxiliary 2 Auxiliary 1:  Tank or Bilge
Auxiliary 2:  Tank or Bilge

Connection Table

 
 

 

3.24"
82.40mm

2.19"
55.50mm

1.10"
28.00mm 3.24"

82.40mm

 

 

0.72"
18.40mm

0.07"
1.66mm

2.37"
60.30mm

MOUNTS IN A 2-1/8"
(54mm) DIA. HOLE

THIS CONNECTOR
AC METERS ONLY

0.75
(19.05mm)
ADDITIONAL
CLEARANCE 
RECOMMENDED 
FOR WIRING

5YEAR
WARRANTY

DC Specifications

Nominal System Voltage 12V, 24V, 36V, 48V

Operating Voltage 7–70V

Minimum Current Draw 15mA @ 12V, display off 
8mA @ 24V, display off

Voltage Accuracy +/- 1%

Current Range -500A to 500A

Current Accuracy +/- 1%

AC Specifications

Nominal System Voltage 120V @ 60Hz, North America 
230V @ 50Hz, Typical of Europe

Operating Voltage 40–300V

Voltage Accuracy (RMS) +/- 1%

Current Range 0–150A

Current Accuracy (RMS) +/- 2%

Frequency 40–90Hz

Regulatory
Monitor face is IP66 - protected against powerful water jet 
when installed according to instructions (see inside back cover)

Tank Senders Supported:
10–180 Ω VDO 
240–33 Ω Teleflex 
Blue Sea Systems Ultrasonic Tank Senders (sold separately) 
• For diesel, water, or waste 1810 (32" tank depth) 
• For gasoline 1811 (24" tank depth)

Retail Packaging Includes: 
head unit, display cover, surface mount bezel, surface mount gasket, DC 
Current Shunt 8255, AC Current Transformer 8256, connectors, mounting 
screws and screw driver
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1733
Yellow OLED

Mini Clamp Multimeter
Compact and feature-rich AC/DC Multimeter 
simplifies diagnosis of marine electrical problems
• Clamp allows measurement of AC and DC current in wires 

without disturbing the circuits or contacting live terminals
• Compact size allows comfortable one hand operation,  

portability, and access to confined areas
• Auto range simplifies operation by automatically selecting  

the range that best fits the data 
• Additional functions include: Data Hold, Overload Display,  

and AutoPower-Off
• True RMS AC measurement is accurate for normal sine  

wave and modified sine wave inverter output

Includes test leads 
and carrying case

Part # Description
8110 Mini Clamp Multimeter

Mini OLED Meters  
Monitors essential electrical system parameters, temperature, and 
tank levels, on a bright, waterproof, daylight readable OLED screen
• Compact size enables mounting in any convenient location
• Now available with yellow or blue OLED screens
• Reverse polarity protected
• Mounts in a common 1-1/8 in hole 

Cutout Dimensions 1-1/8" (29 mm) diameter 
Lifecycles  Blue OLED: 10,000 hours 
   Yellow OLED: 100,000 hours
Regulatory
CE marked
IP66 - protected against powerful water jets (see inside back cover)

Part # 1733
1733200

1732
1732200

1741
1741200

1739
1739200

Description Voltmeter Ammeter Temp Meter Tank Meter
Nominal Voltage 12 / 24V DC 12 / 24V DC 12 / 24V DC 12 / 24V DC
Input Voltage 8V–36V DC 8V–36V DC 8V–36V DC 8V–36V DC
Max. Operating 
Current 15mA 15mA 10mA 17mA

Resolution 0.01V DC 0.1A 1°F or 1°C 5%
Accuracy +/– 1% +/– 2% +/– 1.25% ––
Intermittent: 5 min. –– 110A –– ––
Cranking: 30 sec. –– 175A –– ––

DC Shunt (included) –– 9230 
(100A/50mV) –– ––

Temp Sensor (included) –– –– 1820 ––

Monitors 8V –36V DC -100A –100A DC -40°F –175°F *
or -40°C–80°C * Tank Level

Compatible Senders –– –– ––

North American:
240-33Ω

European:
10-180Ω

1732
Yellow OLED

1741
Yellow OLED

DC Shunts 
page 151

Temperature 
Sensor  

page 151

Related Products

Water-Resistant USB 
Accessory Panels page 28

1739
Yellow OLED

1733200
Blue OLED

1741200
Blue OLED

1732200
Blue OLED

1739200
Blue OLED

5YEAR
WARRANTY

* -40°F–250°F (-40°C–120°C) with sensor Part # 1821 (Optional)

AC Amps 0.01–400A

AC Volts 0.001–600V

DC Amps 0.01–400A

DC Volts 0.001–600V

Resistance/Continuity Alarm 0.1–40MΩ

Measurement Resolution 4300 counts

Regulatory CE marked, CAT III, 600 Volts
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DC Digital Meters
Monitors key DC functions
• Large, bright LED characters
• Three levels of brightness
• Splash-proof front
• Easy to surface mount in a 2" round hole

2.625" 
(66.68mm)

1.26" 
(32.00mm)

0.226" 
(5.74mm)

2.27" 
(57.66mm)

2.896" 
(73.56mm)

0.81" 
(20.57mm)

2.431" 
(61.75mm)

8248

DC Multimeter with Alarm

8251

DC Voltmeter with Alarm

8235

DC Voltmeter

8236

DC Ammeter

DC Digital Voltmeter Panels
Enables voltage monitoring on up to 3 
battery banks with one digital meter
• Includes 8235 DC Digital Voltmeter
• 4 digit LED display—Displays voltage from 0–60V DC
• 3 position switch for multiple battery banks

8051  

1474

* Variable with voltage, display intensity, segments illuminated, and sleep mode
**± 1 (Least Significant Digit)

Gasket 
Seal

Mounts in a 
2.00" 
(50.8mm)
DIA. Hole

Nut
Finger 
Tighten 
Only!

Locking 
ring
MUST 
go on 
before
mounting 
nut

0.65" 
(16.51mm)

2.75" 
(69.85mm)

1.5" MAX
(38.1mm)

Digital Meter Front Panel Mount
Surface mounting features a finger nut and 
locking ring for quick and easy installation 
into a 2.00" (50.8mm) diameter hole. 

Part # Description Measurement Sleep Mode Alarms
8248 DC Multimeter with Alarm Voltage, Current Programmable High and low voltage

8235 DC Voltmeter Voltage Manual ––

8251 DC Voltmeter with Alarm Voltage Programmable High and low voltage

8236 DC Ammeter Current Manual High and low voltage

Part # Width in (mm) Height in (mm)
8051 5.25 (133.35) 3.75   (95.25)

1474 4.88 (123.83) 4.75 (120.65)

Display Character Size 9/16"

Power Supply Voltage 8–50V DC

Max. Power Consumption 1.00W*

Min. Power Consumption 0.60W*

Voltage Measurement:

Range 0–60V DC

Resolution 0.01V DC

Accuracy (% of Reading) ± 0.5%**

Current Measurement:

Shunt (Included) 500A/50mV

Range ± 500A DC

Resolution (-100 to -500) 1A DC 

Resolution (-99.9 to +500) 0.1A DC 

Accuracy (% of Reading) ± 0.5%** 

Voltage Measurement:

Range 0–60V DC

Resolution 0.01V DC

Accuracy (% of Reading) ± 0.5%**

Voltage Measurement:

Range 0–60V DC

Resolution 0.01V DC

Accuracy (% of Reading) ± 0.5%**

Current Measurement:

Shunt (Included) 500A/50mV

Range ± 500A DC

Resolution (-100 to -500) 1A DC 

Resolution (-99.9 to +500) 0.1A DC 

Accuracy (% of Reading) ± 0.5%** 
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8247

AC Multimeter with Alarm

8238

AC Ammeter
Analog and Digital Meter 
Mounting Panels
Provides an easy method of 
mounting meters
• Panel mounts standard 2-3/4" 

Analog or Digital Meters
• Includes mounting screws and center   

adjustment hole plug

120/240V AC Digital  
Meter Mounting Panel
For monitoring 120/240V AC Systems
• Use with AC Digital Multimeter 8247 for 

monitoring 120/240V AC Systems
• Monitor Line 1 or Line 2 to Neutral and 

Line 1 to Line 2 voltages
• Includes two additional Current 

Transformers 8256 (p. 151) and 
mounting screws

8410 (meter not included)
120/240V AC Digital Meter Blank Panel

8013 (meter not included)
Accepts (1) 2-3/4" Analog or Digital Meter

1475 (meter not included)
Accepts (1) 2-3/4" Analog or Digital Meter

* For 120 & 240 Volt AC single phase systems  
** Variable with voltage, display intensity, segments illuminated, and sleep mode   
*** ± 5 LSD (Least Significant Digit)

Part # Width in (mm) Height in (mm)
1475 4.88 (123.83) 4.75 (120.65)

8013 5.25 (133.35) 3.75 (95.25)

Part # Width in (mm) Height in (mm)
8410 5.25 (133.35) 3.75 (95.25)

8237

AC Voltmeter

AC Digital Meters
Monitors key DC functions
• Large, bright LED characters
• Three levels of brightness
• Splash-proof front
• Easy to surface mount in a 2" round hole

Display Character Size 9/16" 
Input Voltage 80–249V AC* 
Max. Power Consumption 1.00W*  
Standby Power 0.60W* 

Part # Description Measurement Sleep Mode Alarms
8238 AC Ammeter Current Manual ––

8247 AC Multimeter with Alarm Voltage, Current, Frequency, Power Programmable High and low voltage,  
High current

8237 AC Voltmeter Voltage Manual ––

Voltage Measurement:

Range 80–249V AC*

Resolution 0.1V AC

Accuracy: (% of Reading)

90-249V AC (RMS) ± 2.0%***

70-90V AC (RMS) ± 5.0%*** 

Current Measurement:

Current Transformer 150A/50mA

Range 1 (Resolution 0.01A) 0.00–9.99A AC (RMS)

Range 2 (Resolution 0.1A)  10.0–150.0A AC (RMS)

Accuracy (% of Reading) ± 3.0%***

Frequency Measurement:

Range 40–90Hz

Resolution 0.1Hz

Accuracy (% of Reading) 
Calibrated with sine wave input

± 0.1%***

Power Measurement:

Range 1 (Resolution 10W) 0–9990W

Range 2 (Resolution 0.1kW) 10–45kW

Accuracy (% of Reading) ± 5%***

Included Current Transformer 8256 (p. 145)

Current Measurement:

Current Transformer 150A/50mA

Range 1 (Resolution 0.01A) 0.00–9.99A AC (RMS)

Range 2 (Resolution 0.1A)  10.0–150.0A AC (RMS)

Accuracy (% of Reading) ± 3.0%***

Voltage Measurement:

Range 80–249V AC*

Resolution 0.1V AC

Accuracy: (% of Reading)

90-249V AC (RMS) ± 2.0%***

70-90V AC (RMS) ± 5.0%*** 
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DC Voltmeters
M2 OLED Digital Mini OLED Analog Micro Analog Standard

p. 145 p. 148 p. 147 p. 142 p. 142

1833 8235 8251* 1733 & 1733200 8028 8003 8240

7–70V 0–60V 8–36V 8–16V 8–16V 18–32V

4 channels 1 channel 1 channel 1 channel 1 channel

Meter Comparison

DC Ammeters
Analog Standard

p. 142 p. 142

8041 8005 8022 8017 8018 8019 8252 8253

0–50A 0–25A 0–50A 0–100A 0–150A 0–200A 50-0-50A 100-0-100A

1 channel

* with alarm

AC Voltmeters DC Ammeters
M2 OLED Digital Analog Micro Analog Standard M2 OLED Digital  Mini OLED

p. 145 p. 149 p. 143 p. 143 p. 145 p. 148 p. 147

1837 8237 8244 8245 8246 9353 9354 1832 8236 1732 & 1732200

50–250V 80–249V 0–150V 0–250V 0–50V 0–150V 0–250V ±500A ±500A ±100A

2 channels AC 1 channel 1 channel 1 channel 2 channels 1 channel 1 channel

AC Ammeters Bilge, Tank, and Temperature
M2 OLED Digital Analog Standard M2 OLED M2 OLED Mini OLED Mini OLED M2 OLED

p. 145 p. 149 p. 143 p. 145 p. 145 p. 147 p. 147 p. 145

1836 8238 9630 8258 1842 1839 1739 & 1739200 1741 & 1741200 1841

0–150A 0–150A 0–50A 0–100A Up to 4 bilges Up to 4 tanks 1 tank -40°C–120°C -40°C–120°C

2  channels 1 channel 1 channel 4 channels 4 channels 1 channel 1 channel 4 channels

DC Multimeter w/SoC DC Multimeter AC Multimeters AC/DC Multimeters
M2 OLED Digital M2 OLED Digital M2 OLED VSM  Mini Clamp 

p. 145 p. 148 p. 145 p. 149 p. 145 p. 147

1830 8248 1838 8247 1850 8110

12V, 24V, 36V, 48V
7–70V
±500A

0–60V
 ±500A

50–300V
0–150A

40–90Hz
0–45kW

80–249V
0–150A

40–90Hz
0–45kW

7-70V DC, ± 500A DC
40–300V AC, 0–150A AC

Bilge, Tank, State-of-Charge

0.01–400A AC
0.001–600V AC
0.01–400A DC

0.001–600V DC

3 x V DC channels
1 x A DC channel
1 x SoC channel

1 x V DC channel
1 x A DC channel

2 x V AC channels 
2 x A AC channels

1 x V AC channel
1 x A AC channel up to 5 channels –
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Temperature Sensors
Use with the P12 Battery Charger, M2 OLED Meters,  
M2 VSM, VSM 422, and Mini OLED Meters
• Installs with double-sided tape

Gauge Panel
For Round Gauges

(Gauge not included)

Part # Width in (mm) Height in (mm) Depth in (mm)
1510 4.88 (123.83) 4.75 (120.65) 0.50 (12.70)

DC Shunts
Use with DC Ammeters

Part # For Use With: Ratio
9228 Analog Ammeter 50A DC/50mV DC

9230 Analog Ammeter 100A DC/50mV DC

9231 Analog Ammeter 150A DC/50mV DC

9233 Analog Ammeter 200A DC/50mV DC

8255 Digital Ammeter 500A DC/50mV DC

9228

9233

1820

AC Current Transformers
Use with AC Ammeters

8073

Part # For Use With: Ratio
8073 Analog Ammeter 50A AC/50mA AC

8257 Analog Ammeter 100A AC/50mA AC

8256 Digital, M2 Ammeter & M2 VSM 150A AC/50mA AC

1829 M2 Ammeter 300A AC/50mA AC

• For continuous operation, it is recommended that shunts 
not be run at more than two-thirds (66%) the rated current 
under normal conditions

Related Products

Mini
Analog Meters

page 142

2719 Enclosure
page 104

Digital Meters
page 148

1829

M2 OLED 
Digital Meters

page 145

Mini OLED 
Digital Meters

page 147

Part # IP Rating Temperature Range
1820 IP68 Submersible -40°F to 175°F (-40°C to 80°C)

1821 IP65 Non-submersible -40°F to 300°F (-40°C to 150°C)

1821

8255

Standard
Analog Meters

page 142

Shunt Type Resistive

Full Scale 50 mV

Amperage Max. Operating 66% of Rated Current

Amperage Int. (5 min.) 100% - Full scale rating

Amperage Int. (3 sec.) 300% - Full scale rating

Wire Size 16 AWG

Wire Length 1820 12" (31 cm)

Wire Length 1821 18" (46 cm)
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Floyd Bell Turbo Series 
DC Audible Alarm
Extra loud beep tone audibly  
alerts operator 

• Rotating bezel adjusts alarm volume
• Threaded attachment ring
• Fits 1 inch round aperture

Part # Description
1070 Floyd Bell Turbo Series Alarm

• Isolation of AC from DC components
• Meets ABYC safety requirements for panels with combined AC and DC loads
• Modular design consists of interlocking pieces
• Interlocking pieces can be stacked to accommodate large components
• Cover breakouts allow wire access in any direction

360 Panel Insulating Back Covers
Provides electrical insulation for exposed panel backs

3.90"
99.06mm

2.15"
54.61mm

3.23"
82.04mm4.21"

106.93mm

3.23"
82.04mm

Part # Description
1331 Cover for 1 module

360 Panels
Provides a 360 Panel System platform for mounting  
equipment, switching, and monitoring functions 
• 1518 is suitable for mounting accessories and for pad printing
• 1499 provides continuous ground fault protection and auto-monitoring

1518 1479

Part # Panel Description Width  
in (mm)

Height  
in (mm)

Depth  
in (mm)

1518 Blank 4.88 (123.83) 4.75 (120.65) 0.50 (12.70)

1479 120V AC Dual Outlet 4.88 (123.83) 4.75 (120.65) 1.00 (25.40)

1479100 Blank Outlet 4.88 (123.83) 4.75 (120.65) 0.50 (12.70) 

1499 20A, 120V AC GFCI Dual Outlet 4.88 (123.83) 4.75 (120.65) 1.00 (25.40)

360 Panel 12V to 24V DC 
Conversion Kit
Converts indicator LEDs from 12V DC systems 
to 24V DC systems

• Requires one kit per 12 Volt DC circuit breaker module
• Includes wire harness and panel identification label

Part # Description
4113 360 Panel 12V to 24V DC Conversion Kit

m-LVD Low Voltage 
Disconnect

page 42

Related Product

1499

Voltage Nominal 12V / 24V DC

Operating Voltage 5–30V DC

Operating Current 5 mA @ 5V DC 
25 mA @ 30V DC

Sound Level @ 25°C and 24” 85±5 dB(A) @ 5V DC 
103±5 dB(A) @ 30V DC

Operating Frequency 2900 ± 250 Hz

Terminals Male 1/4" Quick Connect

Regulatory
IP68 - Withstands water submergence and dust exposure 
UL Recognized

Material UL 94-V0 Polycarbonate

Hardware 2 qty. #6 Phillips-drive sheet metal screws, 
4 qty. #8-32 x 0.5" Phillips-drive machine screws with lock washers
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A-Series Circuit Breaker Lockout Slide
Enables safe management of multiple AC sources 
which use double pole circuit breakers

4125

4126

Part # Poles AC Sources Mounting
4125 2 2 #6 Flat Head Screw

4126 2 3 #6 Flat Head Screw

• Allows 1 double pole AC toggle circuit breaker to be activated 
• Ensures AC power from 2 or more sources will not be mixed
• Fits all double pole A-Series Toggle Circuit Breakers (p. 84)
• Uses circuit breaker mounting screw holes
• Includes mounting screws 

C-Series Circuit Breaker Lockout Slide
Enables safe management of multiple AC sources which 
use double or triple pole circuit breakers

4130

4131

Part # Poles AC Sources Mounting
4130 2 2 #6 Pan Head Screw

4131 3 2 #6 Pan Head Screw

• Allows only 1 of a pair of double pole or triple pole AC toggle 
circuit breakers to be activated at a time

• Ensures AC power from 2 sources will not be mixed
• Fits all double or triple pole C-Series Toggle Circuit Breakers (p. 86)
• Uses circuit breaker mounting screw holes
• Includes mounting screws 

LED Indicator Lights
Directly replaces LEDs used in Blue Sea Systems 
Traditional Metal circuit breaker panels

8033 8171 8172

• Simple push-in installation mounts in any thickness material
• Useful as general indicator and alarm lights

• Isolation of panel AC components from DC components
• Provides mechanical protection for panel backs 
• Lightweight material is easily drilled for wire pass-through
• Meet ABYC safety requirements
• 4029 and 4031–Used only for Blue Sea Systems toggle circuit 

breaker panels

Part # Description
4026 Cover for 5-1/4" x 3-3/4"

4027 Cover for 5-1/4" x 7-1/2"

4028 Cover for 10-1/2" x 7-1/2"

4029 Cover for 1 Column x 8 Position + Meter

4031 Cover for 2 Column x 10 Position + Meter

AC Insulating Back Covers
Provides electrical insulation for many of Blue Sea Systems 
Traditional Metal circuit breaker panels

4029 installed on 8084 AC/DC 
Circuit Breaker Panel (p. 126)

Toggle Guard
Protects toggle circuit breakers from accidental switching
• Fits A-Series single pole toggle circuit breakers (p. 84)
• Fits all panel switches (p. 98)
• Uses circuit breaker mounting screw holes
• Includes mounting screws 

2 shown

Part # Description Mounting
4100 Toggle Guard #6 Flat Head Screw

Part # Color Nominal
Voltage

Current
(mA)

Power Consumption 
(mW) Circuit

8033 Amber 12 / 24V DC 1.5 @ 12V 
3.1 @ 24V

19 @ 12V 
 75 @ 24V Resistor

8171 Red 12 / 24V DC 1.5 @ 12V 
3.2 @ 24V

19 @ 12V 
77 @ 24V Resistor

8172 Green 12 / 24V DC 1.5 @ 12V 
3.0 @ 24V

19 @ 12V 
73 @ 24V Resistor

8169 Amber 120V AC 2.3 @ 120V 278 @ 120V Resistor

8066 Red 120V AC 2.7 @ 120V 326 @ 120V Resistor

8034 Green 120V AC 2.3 @ 120V 278 @ 120V Resistor

8167 Amber 250V AC 1.1 @ 250V 276 @ 250V Resistor + Diode

8166 Red 250V AC 1.1 @ 250V 276 @ 250V Resistor + Diode

8134 Green 250V AC 1.1 @ 250V 276 @ 250V Resistor + Diode

Material UL-94-V0 Thermoplastic

Mounting Hole Size 11/64" (4.36 mm)

Wire Gauge 26 AWG
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1.438"
36.51mm

0.438"
11.11mm

Large Format Labels
Reinforced, waterproof labels 
• Used on Contura Water Resistant Fuse Panels 8053 & 8054 (p. 116)
• ST Glass Fuse Blocks (p. 63) and Traditional Metal Panels (p. 119)
• Available for purchase in sets or individually (p. 156-159)
• For a list of labels included see (p. 157)

Part # Color Description Quantity
8031 Black AC Panel Basic 30 Labels
8067 Black AC Panel Extended 120 Labels
8030 Black DC Panel Basic 30 Labels
8039 Black DC Panel Extended 120 Labels

Square Format Labels
Reinforced, waterproof labels 
• Used on 360 Panels (p. 118, 134), Battery Management Panels (p. 40), 

ST CLB Circuit Breaker Blocks (p. 76), SMS System (p. 90), and  
WeatherDeck® Panels (p. 117)

• For a list of labels included see (p. 157)
• Available for purchase in sets or individually (p. 156-159)

0.590"
14.99mm

Part # Color Description Quantity

4215 Black DC Labels 30 Labels
4218 Black DC Labels 30 Labels
4216 Black DC Labels 60 Labels
4217 Black DC Labels 120 Labels

0.375"
9.53mm

0.625"
15.88mm

Small Format Labels
Reinforced, waterproof labels 
• Used on most Blue Sea Systems Contura Switch 

Water Resistant Panels (p. 116) and 
ST-Blade Fuse Blocks (p. 64-69)

• For a list of labels included see (p. 157)

Round Icon Labels     
Reinforced, waterproof labels
• Used on 15A Backlit Push Button Switches (p. 97)
• Also available in a kit Part # 4230 (p. 97)
• To order individual labels, please indicate the Part # 6526 

and the label number. Examples below.

4215

8031

Part # Color Quantity
8214 Black 60 Labels
8217 Gray 60 Labels

Related Products

4121, 8065, 8069, 8383, 8384 
Label Backlight Systems

See bluesea.com

8214

Part # Description Label

1027 LIGHT 1

1028 LIGHT ANCHOR

1029 LIGHT 
COURTESY

1030 LIGHT 
COURTESY 1

1031 LIGHT 
COURTESY 2

1032 LIGHT FLOOD 
BOW

1033 LIGHT FLOOD 
COCKPIT

1034 LIGHT RUNNING

1035 LIGHT SPREADER

1036 LIGHT 
SPREADER 2

1037
LIGHT 
UNDERWATER 
BOW

1038
LIGHT 
UNDERWATER 
STERN

1039 LIVEWELL

1040 LIVEWELL 1

1041 RADAR

1042 SASQUATCH

1043 STEREO

1044 THRUSTER

1045 TRIM TAB

1046 VHF

1047 WASH DOWN

1048 WINDSHIELD 
WASHER

1049 WINDSHIELD 
WIPER CENTER 

1050 WINDSHIELD 
WIPER LEFT

1051 WINDSHIELD 
WIPER RIGHT

Part # Description Label

1001 ACCESSORY

1002 ACCESSORY 1

1003 ACCESSORY 2

1004 ACCESSORY 3

1005 AERATOR

1006 ALARM

1007 ANCHOR

1008 AUTO PILOT

1009 BATTERY SWITCH

1010 BILGE BLOWER

1011 BILGE PUMP

1012 BILGE PUMP 1

1013 BILGE PUMP 2

1014 BILGE PUMP 3

1015 BLANK

1016 DC OUTLET

1017 DEPTH SOUNDER

1018 ENGINE OFF

1019 ENGINE START

1020 FAN

1021 FRESH WATER

1022 GPS

1023 GYRO

1024 HORN

1025 HOSE DOWN

1026 LIGHT

Individual Example: 
Round Icon Individual
6526-1001

Push Button Switches
page 97

980800710 Rev.002

Push Button Switch Label Kit
page 97
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8214 and 8217
Labels Included in Sets

4205 and 8030

4218

4215 4206 and 8031

4216

4217

4207 and 8039

4208 and 8067

ACCESSORY
AERATOR
ANCHOR LIGHT
AUTOPILOT
BAIT PUMP
BILGE PUMP
BLOWER
CABIN LIGHTS
DEPTH SOUNDER
ELECTRONICS
GPS
HORN
INSTRUMENTS
KNOTMETER
NAV LIGHTS
RADAR
REFRIGERATOR
RUNNING LIGHTS
SEARCH LIGHT
SPARE
SPREADER LIGHTS
STEAMING LIGHT
STEREO
TRIM TABS
VHF
WASH DOWN
WATER PRESSURE
WATER PUMP
WINDLASS
WIPERS

12 VOLT DC
24 VOLT DC
ALARM
BILGE PUMP
BILGE PUMP 2
BILGE PUMP 3
BILGE PUMP 4
BOW THRUSTER
CLOCK
DC MAIN
DC SUB PANEL
ELECTRONICS
ENGINE
ENGINES
ENG 1/ENG 2
GENERATOR
HOUSE
HOUSE/ENG
HOUSE/GEN
INVERTER
LIGHTS
MEMORY
PORT/STBD ENG
RADAR
RADIO
SOLAR PANEL
VHF
WINCH
WINDLASS
Blank (Write On)

ACCESSORY
ANCHOR LIGHT
AUTOPILOT
BILGE PUMP
BLOWER
COMPASS LIGHT
DEPTH SOUNDER
ELECTRONICS
ENGINE INSTRUMENTS
FAN
FOREDECK LIGHT
FWD CABIN LIGHTS
GPS
HORN
KNOTMETER
LIGHTS
MACERATOR PUMP
MAIN CABIN LIGHTS
RADAR
REFRIGERATOR
RUNNING LIGHTS
SAILING INSTRUMENTS
SPARE
SPREADER LIGHTS
STEAMING LIGHT
STEREO
STROBE LIGHT
TRICOLOR LIGHT
VHF
WATER PRESSURE

(BLANK)
ACCESSORY
AFT CABIN LIGHTS
AFT CABIN OUTLETS
AIR CONDITIONER
AIR CONDITIONER 2
APPLIANCES
BATTERY CHARGER
CABIN OUTLETS
COMPUTER
ENTERTAINMENT CENTER
FWD CABIN LIGHTS
FWD CABIN OUTLETS
GALLEY
GALLEY OUTLETS
HEATER
INVERTER
LIGHTS
MACERATOR PUMP
MAIN CABIN LIGHTS
MAIN CABIN OUTLETS
MICROWAVE
OUTLETS
REFRIGERATOR
SPARE
STOVE
TV/STEREO
VCR
WASHER/DRYER
WATER HEATER

(BLANK)
12 VOLT DC
12 VOLT DC OUTLETS
ANCHOR WASH DOWN
BAITWELL
BATTERY
BATTERY PARALLEL
BILGE
BILGE PUMP 2
BILGE PUMP ON-OFF-AUTO
BOW LIGHT
CABIN
CB RADIO
CELLULAR PHONE
CHART LIGHT
CHART PLOTTER
COCKPIT LIGHTS
COMPASS LIGHT
COURTESY LIGHTS
DAVIT
DC OUTLETS
DC SUB PANEL
DECK LIGHTS
DOCKING LIGHTS
DOWN RIGGER
ELECTRIC HATCH
ENGINE ROOM BLOWER
ENGINE ROOM LIGHTS
FAN
FISH FINDER
FISHING LIGHT
FISHWELL PUMP
FLOOD LIGHTS
FRESH WATER PUMP
FUEL PUMP
GALLEY OUTLETS
GAS ALARM
GPS/PLOTTER
HEAD
IGNITION
INSTRUMENT LIGHTS
LIGHTS
LIVEWELL
MACERATOR PUMP
NAV LIGHT ANCHOR-OFF-NAV
OUTLETS
PUMPOUT
RADIO
SEAWATER WASH DOWN
SHOWER SUMP PUMP
SSB
STERN LIGHT
STROBE LIGHT
TRICOLOR LIGHT
TROLLING MOTOR
WASHDOWN 
WATER MAKER
WINCHES
WIPER PORT
WIPER STBD

(BLANK)
12 VOLT DC
12 VOLT DC OUTLETS
24 VOLT DC
AIR HORN
ANCHOR LIGHT MAIN
ANCHOR LIGHT MIZZEN
ANCHOR WASH DOWN
APPLIANCES
ARCH LIGHTS
AUTO/MAN
BAITWELL
BATTERY
BATTERY PARALLEL
BILGE ALARM
BILGE PUMP 2
BILGE PUMP ON-OFF-AUTO
BOW LIGHT
BOW THRUSTER
BRIDGE INSTRUMENTS
BRIDGE LIGHTS
CABIN
CB RADIO
CD PLAYER
CHART LIGHT
CHART PLOTTER
COCKPIT LIGHTS
COMPASS LIGHT
COURTESY LIGHTS
DAVIT

DC OUTLETS
DC SUB PANEL
DECK LIGHTS
DEFROSTER
DEPTH/SPEED
DIMMER
DISCHARGE PUMP
DOCKING LIGHT PORT
DOCKING LIGHT STBD
DOCKING LIGHTS
DOWN RIGGER
ELECTRIC HATCH
ENGINE HATCH
ENGINE INSTRUMENTS
ENGINE ROOM BLOWER
ENGINE ROOM LIGHTS
ENGINE SHUTDOWN
ENTRY STEP
FAN
FAN 2
FIRE ALARM
FIRE EXT
FISH FINDER
FISHING LIGHT
FISHWELL PUMP
FLOOD LIGHTS
FLYBRIDGE
FLYBRIDGE ELECTRONICS
FLYBRIDGE LIGHTS
FOG LIGHTS

FOREDECK LIGHT
FRESH WATER PUMP
FRESH WATER WASH DOWN
FUEL PUMP
FUEL TRANSFER
FURLER JIB
FURLER MAINSAIL
GALLEY
GAS ALARM
GPS/PLOTTER
HAILER
HAM RADIO
HEAD
HEATER
IGNITION
INSTRUMENT LIGHTS
INTERCOM HAILER
LAZARETTE LIGHTS
LIGHTER
LIGHTS
LIVEWELL
LOCKER LIGHTS
LPG CONTROL
MAIN
MAST LIGHTS
MASTHEAD LIGHT
MIZZEN FLOOD
NAVIGATION ELECTRONICS
NAVIGATION INSTRUMENTS
NAV LIGHT ANCHOR OFF NAV

ON-OFF
OUTLETS
PUMP
PUMPOUT
RADIO
ROD LOCKER
RUDDER ANGLE INDICATOR
SAILING CONTROLS
SAILING INSTRUMENTS
SALT WATER PUMP
SEAWATER WASH DOWN
SHOWER SUMP PUMP
SOLAR PANEL
SSB
START-STOP
STERN LIGHT
STROBE LIGHT
SUMP PUMP
TRANSFER
TRICOLOR LIGHT
TROLLING MOTOR
WASHDOWN PUMP
WASHDOWN
WINCHES
WIND GENERATOR
WIND INSTRUMENTS
WINDSHIELD WASHER
WIPER CENTER
WIPER PORT
WIPER STBD

(BLANK)
12 VOLT DC
12 VOLT DC OUTLETS
AFT CABIN
AFT HEAD
ALARM SYSTEM
ANCHOR WASH DOWN
BAIT PUMP
BILGE ALARM
BILGE PUMP 2
BRIDGE INSTRUMENTS
CABIN 2 LIGHTS
CABIN 3 LIGHTS
CABIN 4 LIGHTS
CABIN FANS
CABIN LIGHTS
CB RADIO
CELLULAR PHONE
CHART LIGHT
CHART PLOTTER
COCKPIT LIGHTS
COLOR SOUNDER
COMM ELECTRONICS
DC LIGHTS
DC MAIN
DC OUTLETS
DC REFRIGERATOR
DC SUB PANEL
DECK LIGHTS
DECK LIGHTS AFT

DECK LIGHTS FWD
DEPTH RECORDER
DEPTH/SPEED
DESALINATOR
DIMMER
DINING AREA LIGHTS
DOCKING LIGHTS
EMERGENCY LIGHTS
ENGINE ROOM BILGE ALARM
ENGINE ROOM LIGHTS
ENGINE ROOM PANEL MAIN
ENGINE ALARM
EXTERIOR LIGHTS
FAN 2
FIRE ALARM
FISHING LIGHT
FLOOD LIGHTS
FLYBRIDGE ELECTRONICS
FLYBRIDGE LIGHTS
FRESH WATER PUMP
FRESH WATER WASH DOWN
GALLEY LIGHTS
GPS/PLOTTER
HAILER
HAM RADIO
HEAD
HEAD LIGHTS
HEAD LIGHTS 2
HEATER 2
HELM ELECTRONICS

HELM GAUGES
HELM INSTRUMENTS
HIGH WATER ALARM
HOLDING TANK
HOLDING TANK ALARM
HOLDING TANK PUMP
INSTRUMENT LIGHTS
INSTRUMENTS
INTERCOM
INTERIOR LIGHTS
LIGHTS 2
LIVEWELL
LOG
LORAN
MAIN CABIN
MAP LIGHT
MAST LIGHTS
NAV STATION ELECTRONICS
NAV STATION GAUGES
NAV STATION INSTRUMENTS
NAV STATION LIGHTS
NAVIGATION ELECTRONICS
NAVIGATION INSTRUMENTS
NAVIGATION LIGHTS
RACK LIGHTS
RADIO
SALOON
SALOON LIGHTS
SAT/COM
SAT/NAV

SATELLITE DISH
SEARCHLIGHT
SEAWATER TEMP
SEAWATER WASH DOWN
SECURITY SYSTEM
SHOWER SUMP PUMP
SONAR
SPEED/LOG
SSB
SUB PANEL
SUMP PUMP
TELEPHONE SYSTEM
TRACK LIGHTS
TRANSFER PUMP
TRIM TABS
TV
TV/VCR
UTILITY
VIDEO PLOTTER
WATER ALARM
WATER MAKER
WATER PUMP
WEATHER FAX
WEATHER INSTRUMENT
WINCHES
WIND INSTRUMENTS
WINDEX LIGHT
WIPER PORT
WIPER STBD
WIPERS

(BLANK)
120 VOLT AC OUTLETS
120 VOLTS AC / 60 HZ
AC COMPRESSOR
AC FAN
AC MAIN
AC PANEL
AC POWER
AC REFRIGERATOR
AC SUB PANEL
AFT CABIN
AFT HEAD
AIR CONDITIONER 3
AIR CONDITIONER 4
ALARM SYSTEM
AMPLIFIER
AUDIO/VIDEO SYSTEM
BATTERY CHARGER 2
BRIDGE LIGHTS
BRIDGE OUTLETS
CABIN
CABIN 2
CABIN 2 LIGHTS
CABIN 2 OUTLETS
CABIN 3
CABIN 3 LIGHTS
CABIN 3 OUTLETS
CABIN 4
CABIN 4 LIGHTS
CABIN 4 OUTLETS

CABIN HEATER
CABIN LIGHTS
CHARGER/INVERTER
COCKPIT LIGHTS
COCKPIT REFRIGERATOR
COMPARTMENT LIGHT
COOKTOP
DECK LIGHTS
DIMMER
DINING AREA LIGHTS
DINING AREA OUTLETS
DISHWASHER
DISPOSAL
DRYER
EMERGENCY LIGHTS
ENGINE ROOM LIGHTS
ENGINE ROOM OUTLETS
EXHAUST FAN
EXTERIOR LIGHTS
FAN
FAN 2
FAN 3
FAN 4
FLOOD LIGHTS
FREEZER
FURNACE
GALLEY APPLIANCES
GALLEY LIGHTS
GARBAGE DISPOSAL
GENERATOR 1

GFI OUTLET
HALLWAY LIGHTS
HEAD 2 OUTLETS
HEAD 3 OUTLETS
HEAD 4 OUTLETS
HEAD LIGHTS
HEAD LIGHTS 2
HEAD LIGHTS 3
HEAD LIGHTS 4
HEAD OUTLETS
HEADLIGHTS
HEATER 2
HEATER 3
HEATER 4
HOOD FAN
ICEMAKER
INTERIOR LIGHTS
INVERTER OUTLET
ISOLATION TRANSFORMER
LAZARETTE LIGHTS
LECTRASAN
LIGHTS 2
LIGHTS 3
LIGHTS 4
LIGHTS AFT
LIGHTS FWD
MAIN
MAIN BREAKER
MAIN CABIN
NAV STATION LIGHTS

OUTLETS 2
OUTLETS 3
OUTLETS 4
OUTLETS DECK
OUTLETS EXTERIOR
OUTLETS INTERIOR
RACK OUTLETS
RANGE
REFRIGERATOR/FREEZER
REVERSE POLARITY
SALOON
SALOON HEATER
SALOON LIGHTS
SALOON OUTLETS
SATELLITE DISH
SHIP
SHORE
SHORE POWER
STEREO
STOVE/MICROWAVE
SUB PANEL
TELEPHONE SYSTEM
TRACK LIGHTS
TRASH COMPACTOR
TV
UPS SYSTEM
VACUUM
VIDEO SYSTEM
WASHER
WATER MAKER

(BLANK)
12 VOLT DC
24 VOLT DC
ACCESSORY
AERATOR
ANCHOR LIGHT
AUTO PILOT
BAIT PUMP
BAITWELL
BATTERY
BATTERY CHARGER
BILGE
BILGE PUMP
BLOWER
BOW LIGHT
CABIN
CABIN LIGHTS
CB RADIO
CELLULAR PHONE
CHARGER INVERTER
CHART PLOTTER
DECK LIGHTS
DEPTH SOUNDER
DOWN RIGGER
ELECTRONICS
FAN
FISH FINDER
FISHING LIGHT
FLOOD LIGHTS
FUEL PUMP
GAS ALARM
GPS
HORN
IGNITION
INSTR. LIGHTS
INVERTER
KNOT METER
LIGHTS
LIVEWELL
NAV LIGHTS
OUTLETS
RADIO
RADAR
REFRIGERATION
RUNNING LIGHTS
SEARCH LIGHT
SPREADER LIGHTS
STEAMING LIGHT
STEREO
STROBE LIGHT
TRICOLOR LIGHT
TRIM TABS
USB CHARGER
VHF
WASH DOWN
WATER PRESSURE
WATER PUMP
WINCHES
WINDLASS
WIPERS

Label set 
included with 
Source Selection 
Panels
(not sold separately)

Blank WRITE-ON
INVERTER
SHORE
SHORE 1
SHORE 2
AC BUS 1
AC BUS 2
GENERATOR
GENERATOR 1
GENERATOR 2
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Individual Square and Large Format Panel Labels
To order individual labels, please indicate the Part # (6520 or 8063) and the Label No.

Label  
Part # Label Text

0001 LABEL #1
0002 LABEL #2
0003 (BLANK)
0005 12 VOLT DC
0004 12 VOLT DC OUTLETS
0499 12 VOLT OUTLETS INSIDE
0500 12 VOLT OUTLETS OUTSIDE
0502 120 VOLT / 60 HZ SHORE POWER
0007 120 VOLT AC / 60 HZ
0006 120 VOLT AC OUTLETS
0516 120/240V 60 HZ
0517 120/240V 60 HZ SHORE POWER
0526 230 VOLTS AC 50 HZ
0010 24 VOLT DC
0009 24 VOLT DC OUTLET
0008 240 VOLTS AC
0460 240 VOLTS AC / 60 HZ
0515 250 VOLT 50HZ SHORE POWER
0468 250 VOLTS AC / 50 HZ
0462 AC BUS 1
0011 AC COMPRESSOR
0012 AC FAN
0013 AC MAIN
0014 AC PANEL
0015 AC POWER
0016 AC REFRIGERATOR
0017 AC SUB PANEL
0532 ACCENT LIGHT
0018 ACCESSORY
0019 ADF
0020 AERATOR
0021 AFT CABIN
0022 AFT CABIN LIGHTS
0023 AFT CABIN OUTLETS
0536 AFT CABIN SUMP
0530 AFT DISCHARGE PUMP
0024 AFT HEAD
0025 AIR COMPRESSOR
0026 AIR CONDITIONER
0027 AIR CONDITIONER 2
0028 AIR CONDITIONER 3
0029 AIR CONDITIONER 4
0030 AIR CONDITIONER PUMP
0031 AIR HORN
0573 AIS
0544 ALARM
0032 ALARM SYSTEM
0461 ALTERNATOR
0033 ALTERNATOR DISCONNECT
0034 AMPLIFIER
0035 ANCHOR LIGHT
0036 ANCHOR LIGHT MAIN
0037 ANCHOR LIGHT MIZZEN
0038 ANCHOR WASH DOWN
0039 APPLIANCES
0040 ARCH LIGHTS
0041 AUDIO/VIDEO SYSTEM
0525 AUTO FILL
0042 AUTO/MANUAL
0555 AUTO/MAN
0524 AUTOMATIC CHARGING RELAY
0043 AUTOPILOT
0044 BAIT PUMP
0045 BAITWELL
0046 BALLAST CONTROLS
0047 BALLAST PUMP
0048 BAR
0481 BATHROOM
0049 BATTERY
0473 BATTERY 1
0474 BATTERY 2
0050 BATTERY CHARGER
0051 BATTERY CHARGER 2
0052 BATTERY COMPARTMENT
0053 BATTERY PARALLEL
0560 BATTERY SWITCH
0054 BEACON
0480 BEDROOM

Label  
Part # Label Text

0485 BEDROOM SLIDEOUT
0055 BILGE
0056 BILGE ALARM
0057 BILGE ALARM 2
0058 BILGE ALARM 3
0059 BILGE ALARM 4
0060 BILGE LIGHTS
0061 BILGE PUMP
0062 BILGE PUMP 2
0063 BILGE PUMP 3
0064 BILGE PUMP 4
0453 BILGE PUMP ON-OFF-AUTO
0559 BLANK WHITE WRITABLE
0065 BLOWER
0066 BOAT DAVIT
0067 BOOM LIGHT
0068 BOW LIGHT
0069 BOW THRUSTER
0070 BRIDGE
0071 BRIDGE INSTRUMENTS
0072 BRIDGE LIGHTS
0073 BRIDGE OUTLETS
0074 CABIN
0075 CABIN 2
0501 CABIN 2 FAN
0076 CABIN 2 LIGHTS
0077 CABIN 2 OUTLETS
0078 CABIN 3
0079 CABIN 3 LIGHTS
0080 CABIN 3 OUTLETS
0081 CABIN 4
0082 CABIN 4 LIGHTS
0083 CABIN 4 OUTLETS
0084 CABIN FAN
0085 CABIN HEATER
0086 CABIN LIGHTS
0087 CABIN OUTLETS
0088 CABLEMASTER
0089 CASSETTE PLAYER
0090 CB RADIO
0091 CCTV
0092 CD PLAYER
0093 CELLULAR PHONE
0537 CENTER LIVEWELL
0094 CHARGER/INVERTER
0095 CHART LIGHT
0096 CHART PLOTTER
0097 CHOKE
0098 CIRCULATOR PUMP
0508 CLOCK
0099 CLOSET LIGHT
0575 CO DETECTOR
0100 COCKPIT LIGHTS
0101 COCKPIT REFRIG
0102 COLOR SOUNDER
0103 COMM ELECTRONICS
0104 COMPARTMENT HEATER
0105 COMPARTMENT LIGHT
0106 COMPASS LIGHT
0107 COMPUTER
0514 COMPUTER DISPLAY
0108 CONDENSER PUMP
0109 CONSOLE LIGHT
0110 CONVERTER
0111 COOKING GRILL
0112 COOKTOP
0113 COOLING PUMP
0114 COURTESY LIGHTS
0115 CREW LIGHTS
0116 CREW QUARTERS
0117 DAVIT
0118 DC LIGHTS
0119 DC MAIN
0120 DC OUTLETS
0121 DC REFRIGERATOR
0122 DC SUB PANEL
0123 DECK
0124 DECK LIGHTS

Label  
Part # Label Text

0125 DECK LIGHTS AFT
0126 DECK LIGHTS FWD
0127 DECK LIGHTS PORT
0128 DECK LIGHTS STBD
0129 DEFROSTER
0130 DEPTH RECORDER
0131 DEPTH SOUNDER
0132 DEPTH/SPEED
0133 DESALINATOR
0134 DIMMER
0135 DINING AREA LIGHTS
0136 DINING AREA OUTLETS
0137 DISCHARGE PUMP
0567 DISCHARGE PUMP 2
0568 DISCHARGE PUMP 3
0138 DISHWASHER
0139 DISPOSAL
0140 DIVE COMPRESSOR
0141 DOCKING LIGHT PORT
0142 DOCKING LIGHT STBD
0143 DOCKING LIGHTS
0144 DOWN RIGGER
0145 DRYER
0146 DUMP VALVES
0566 ECU
0580 ELCI
0147 ELECTRIC HATCH
0469 ELECTRONIC CONTROL UNIT
0148 ELECTRONICS
0149 EMERGENCY BACKUP SYS
0150 EMERGENCY LIGHTS
0151 EMERGENCY PUMPS
0545 ENGINE
0581 ENGINE 1
0582 ENGINE 2
0547 ENG 1/ENG 2
0158 ENGINE ALARM
0159 ENGINE BLOCK HEATER
0160 ENGINE CONTROL PORT
0161 ENGINE CONTROL STBD
0162 ENGINE CONTROLS
0163 ENGINE DRIVEN REFRIG
0164 ENGINE EXHAUST FAN
0165 ENGINE HATCH
0166 ENGINE HEATER PORT
0167 ENGINE HEATER STBD
0168 ENGINE INSTRUMENTS
0169 ENGINE OIL PAN PUMP
0152 ENGINE ROOM BILGE ALARM
0153 ENGINE ROOM BLOWER
0154 ENGINE ROOM HEATER
0155 ENGINE ROOM LIGHTS
0156 ENGINE ROOM OUTLETS
0157 ENGINE ROOM PANEL MAIN
0170 ENGINE SHUTDOWN
0171 ENGINE TEMP
0546 ENGINES
0172 ENTERTAINMENT CENTER
0173 ENTRANCE DOOR
0174 ENTRY STEP
0175 EXHAUST FAN
0176 EXHAUST TEMP
0177 EXTERIOR
0178 EXTERIOR LIGHTS
0179 FAN
0180 FAN 2
0181 FAN 3
0182 FAN 4
0183 FAX
0184 FILLING PUMP
0185 FIRE ALARM
0186 FIRE EXT
0187 FIRE HORN
0459 FISH FINDER
0538 FISHBOX DRAIN
0188 FISHBOX ICEMAKER
0520 FISHBOX PUMP
0521 FISHBOX REFRIGERATOR

Label  
Part # Label Text

0189 FISHING LIGHT
0487 FISHWELL PUMP
0488 FISHWELL PUMP 2
0576 FLOAT SWITCH
0190 FLOOD LIGHTS
0191 FLOSCAN
0192 FLYBRIDGE
0193 FLYBRIDGE ELECTRONICS
0194 FLYBRIDGE LIGHTS
0195 FLYBRIDGE OUTLETS
0196 FOG LIGHTS
0197 FOREDECK LIGHT
0539 FORWARD BILGE
0198 FREEZER
0199 FRESH WATER
0200 FRESH WATER PUMP
0201 FRESH WATER PUMP 2
0202 FRESH WATER PUMP 3
0203 FRESH WATER PUMP 4
0204 FRESH WATER WASH DOWN
0482 FRONT SLIDEOUT
0561 FUEL GAUGE
0205 FUEL PRIMER PUMP
0206 FUEL PUMP
0207 FUEL PUMP 2
0208 FUEL PUMP 3
0209 FUEL PUMP 4
0210 FUEL TANK HEATER
0211 FUEL TRANSFER
0507 FUME DETECTOR
0212 FURLER JIB
0213 FURLER MAINSAIL
0214 FURLER SPINNAKER
0215 FURNACE
0216 FWD CABIN
0217 FWD CABIN LIGHTS
0218 FWD CABIN OUTLETS
0529 FWD DISCHARGE PUMP
0528 FWD HEAD
0219 GALLEY
0220 GALLEY APPLIANCES
0221 GALLEY DRAIN
0222 GALLEY FAN
0223 GALLEY LIGHTS
0224 GALLEY OUTLETS
0490 GALVANIC ISOLATOR
0225 GARBAGE DISPOSAL
0226 GAS ALARM
0227 GENERAL PURPOSE
0523 GENERATOR
0228 GENERATOR 1
0229 GENERATOR 2
0454 GENERATOR OFF ON START
0230 GENERATOR ROOM BLOWER
0466 GENERATOR RUNNING
0455 GENERATOR STOP
0578 GFCI
0231 GFI OUTLET
0232 GPS
0233 GPS/LORAN
0234 GPS/PLOTTER
0510 GUN LOCKS
0235 GYRO COMPASS
0236 HAILER
0237 HALLWAY LIGHTS
0238 HALON FIRE SYSTEM
0239 HAM RADIO
0240 HEAD
0241 HEAD 2
0242 HEAD 2 FAN
0243 HEAD 2 OUTLETS
0244 HEAD 3
0245 HEAD 3 FAN
0246 HEAD 3 OUTLETS
0247 HEAD 4
0248 HEAD 4 FAN
0249 HEAD 4 OUTLETS
0250 HEAD FAN
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Square Format
6520-0044

Example:
Large Format
8063-0356

Label  
Part # Label Text

0251 HEAD LIGHTS
0252 HEAD LIGHTS 2
0253 HEAD LIGHTS 3
0254 HEAD LIGHTS 4
0255 HEAD OUTLETS
0256 HEADLIGHTS
0257 HEATER
0519 HEATER & AIR CONDITIONER
0258 HEATER 2
0259 HEATER 3
0260 HEATER 4
0261 HELM ELECTRONICS
0262 HELM GAUGES
0263 HELM INSTRUMENTS
0264 HIGH WATER ALARM
0265 HOLDING TANK
0266 HOLDING TANK ALARM
0267 HOLDING TANK PUMP
0268 HOOD FAN
0269 HOOD LIGHT
0270 HORN
0475 HOT TUB
0271 HOT WATER PUMP
0548 HOUSE
0549 HOUSE/ENG
0550 HOUSE/GEN
0272 HYDRAULIC ALARM
0273 HYDRAULIC SYSTEM
0274 HYDRAULIC TANK ALARM
0570 HYDRAULIC VALVE
0275 ICE MAKER
0276 IGNITION
0277 IGNITION PORT
0278 IGNITION STBD
0279 INSTRUMENT LIGHTS
0280 INSTRUMENTS
0281 INTERCOM
0282 INTERCOM HAILER
0283 INTERCOM/TELEPHONE
0284 INTERIOR LIGHTS
0556 INTERNET
0285 INVERTER
0467 INVERTER 2
0476 INVERTER AC BUS
0471 INVERTER AC SUPPLY
0470 INVERTER DC SUPPLY
0286 INVERTER OUTLET
0287 ISOLATION TRANSFORMER
0479 KITCHEN
0484 KITCHEN SLIDEOUT
0288 KNOTMETER
0289 LAZARETTE LIGHTS
0290 LECTRASAN
0291 LIGHTER
0292 LIGHTS
0293 LIGHTS 2
0294 LIGHTS 3
0295 LIGHTS 4
0296 LIGHTS AFT
0494 LIGHTS AFT CABIN
0297 LIGHTS FWD
0493 LIGHTS MASTER CABIN
0495 LIGHTS PANTRY
0492 LIGHTS PILOTHOUSE
0298 LIGHTS PORT
0491 LIGHTS SETTEE
0299 LIGHTS STBD
0300 LIVEWELL
0301 LIVEWELL INPUT
0302 LIVEWELL OUTPUT
0303 LOCKER LIGHTS
0304 LOG
0305 LORAN
0306 LPG CONTROL
0307 LUBE OIL PUMP
0308 MACERATOR PUMP
0309 MAIN
0310 MAIN BREAKER

Label  
Part # Label Text

0311 MAIN CABIN
0312 MAIN CABIN LIGHTS
0313 MAIN CABIN OUTLETS
0314 MAIN SAIL FURLING
0315 MAP LIGHT
0572 MARINE SANITATION DEVICE
0316 MAST LIGHTS
0317 MASTHEAD LIGHT
0551 MEMORY
0574 MERCATHODE
0318 MICROWAVE
0319 MINI DISC PLAYER
0320 MIZZEN FLOOD
0456 NAV LIGHT ANCHOR OFF NAV
0321 NAV STATION ELECTRONICS
0322 NAV STATION GAUGES
0323 NAV STATION INSTRUMENTS
0324 NAV STATION LIGHTS
0325 NAVIGATION ELECTRONICS
0326 NAVIGATION INSTRUMENTS
0327 NAVIGATION LIGHTS
0565 NETWORK
0328 NIGHT LIGHTS
0329 OFF
0331 OIL CHANGE PUMP
0563 OIL GAUGE
0332 ON
0330 ON-OFF
0333 OUTLETS
0334 OUTLETS 2
0335 OUTLETS 3
0336 OUTLETS 4
0505 OUTLETS AFT
0337 OUTLETS DECK
0506 OUTLETS ENGINE ROOM
0338 OUTLETS EXTERIOR
0503 OUTLETS FORWARD
0339 OUTLETS INTERIOR
0504 OUTLETS PILOT HOUSE
0458 PANEL LIGHTS
0496 PILOT HOUSE FAN
0340 PORT
0540 PORT FISHBOX
0534 PORT LIVEWELL
0341 PORT THRUSTER
0552 PORT/STBD ENG
0342 POWER
0343 POWER WASHER
0457 PRE-HEAT
0344 PRIMARY WINCHES
0345 PRINTER
0346 PUMP
0497 PUMP BLACK WATER
0498 PUMP GRAY WATER
0554 PUMPOUT
0347 RACK LIGHTS
0348 RACK OUTLETS
0349 RADAR
0350 RADAR ARCH LIGHTS
0351 RADIO
0352 RANGE
0579 RCBO
0353 RDF
0483 REAR SLIDEOUT
0354 RECEIVER
0355 RECEPTACLE
0356 REFRIGERATOR
0357 REFRIGERATOR PUMP
0358 REFRIGERATOR/FREEZER
0359 REGULATOR
0360 REVERSE POLARITY
0361 ROD LOCKER
0489 RUDDER ANGLE INDICATOR
0362 RUNNING LIGHTS
0363 SAILING CONTROLS
0364 SAILING INSTRUMENTS
0365 SALOON
0366 SALOON HEATER

Label  
Part # Label Text

0367 SALOON LIGHTS
0368 SALOON OUTLETS
0369 SALT WATER PUMP
0370 SAT/COM
0371 SAT/NAV
0372 SATELLITE DISH
0373 SCRUBBER
0374 SEARCHLIGHT
0375 SEARCHLIGHT HAND HELD
0376 SEARCHLIGHT REMOTE
0377 SEAWATER TEMP
0378 SEAWATER WASH DOWN
0379 SECURITY SYSTEM
0380 SHIP
0381 SHORE
0463 SHORE 1
0464 SHORE 2
0382 SHORE CORD REEL
0383 SHORE POWER
0384 SHORE POWER CORD
0385 SHOWER SUMP PUMP
0386 SINK DRAIN
0486 SLIDEOUT
0387 SOLAR PANEL
0388 SONAR
0542 SONAR/ACC
0389 SPARE
0390 SPEED/LOG
0391 SPREADER LIGHTS
0392 SPREADER LT MIZZEN
0393 SSB
0394 STABILIZER
0558 STAIR LIGHT
0395 STARBOARD
0396 START
0398 START PORT
0399 START STBD
0397 START-STOP
0541 STBD FISHBOX
0533 STBD LIVEWELL
0400 STBD THRUSTER
0401 STEAMING LIGHT
0569 STEERING VALVE
0402 STEP LIGHT
0403 STEREO
0577 STEREO MEMORY
0404 STERN LIGHT
0509 STERN THRUSTER
0405 STOP
0406 STOVE
0407 STOVE/MICROWAVE
0408 STROBE LIGHT
0409 SUB PANEL
0410 SUMP PUMP
0411 SUMP PUMP 2
0412 SYNCHRO
0564 TANK GAUGE
0413 TAPE DECK
0414 TELEPHONE SYSTEM
0415 TEST
0416 TOWING LIGHTS
0417 TRACK LIGHTS
0465 TRANSFER
0418 TRANSFER PUMP
0419 TRANSFORMER
0518 TRANSFORMER SECONDARY
0420 TRASH COMPACTOR
0478 TRAVEL LOCKS
0421 TRICOLOR LIGHT
0422 TRIM TABS
0527 TROLLING MOTOR
0423 TV
0424 TV ANTENNA
0425 TV/STEREO
0426 TV/VCR
0535 UNDERWATER LIGHT
0427 UPS SYSTEM
0428 UTILITY

Label  
Part # Label Text

0429 VACUUM
0430 VACUUM PUMP
0431 VCR
0432 VHF
0511 VHF 1
0512 VHF 2
0433 VIDEO PLOTTER
0434 VIDEO SYSTEM
0543 WASHDOWN
0513 WASHDOWN PUMP
0435 WASHER
0436 WASHER/DRYER
0437 WATER ALARM
0562 WATER GAUGE
0438 WATER HEATER
0439 WATER LEVEL
0440 WATER MAKER
0441 WATER PRESSURE
0442 WATER PUMP
0443 WEATHER FAX
0444 WEATHER INSTRUMENT
0571 WIFI
0553 WINCH
0445 WINCHES
0477 WIND GENERATOR
0446 WIND INSTRUMENTS
0522 WIND SHIELD VENT
0447 WINDEX LIGHT
0448 WINDLASS
0449 WINDSHIELD WASHER
0472 WIPER CENTER
0450 WIPER PORT
0451 WIPER STBD
0452 WIPERS
0557 WIRELESS
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LIGHT 2
LOAD SHED
LOCK
LOW POWER
LOWER
LVD
MAN
MAP LIGHT
MDC
MESSAGE BOARD
MODEM
MONITOR
MONITOR 1
MONITOR 2
OSC
PA
PATIENT DOME
PERIMETER
PERIMETER 1
PERIMETER 2
PRIM
PRIORITY
PURSUIT
Q SIR
RADAR
RADIO
RADIO 1
RADIO 2
RADIO 3
RADIO CHARGER
RAPID FLASH
REAR
REAR CUT
REAR FLASH
REAR FLOOD
REAR ILS
REAR OSC
REAR SCENE
REAR STROBE
RED
RELAY
RESET
RIGHT
RIGHT ALLEY
RIGHT ARROW

0.375"
9.53mm

0.625"
15.88mm

Emergency Vehicle Label Set
For emergency vehicles
• 180 Reinforced, waterproof labels
• Used on all ST-Blade Fuse Blocks

Part # Color Quantity
7870 Black 180 Labels

ON/OFF
12V SOCKET
12V SOCKET 1
12V SOCKET 2
A/H
AIR COMP
AIR HORN
AIREL
ALARM
ALLEY LIGHTS
ALPR
AMBER
AMP METER
AREA
AUX
AUX 1
AUX 2
AUX 3
BACK UP
BLUE
BOX
BRAKE
CAB
CABINET LIGHTS
CAMERA 1
CAMERA 2
CENTER
CLEAR
COMPUTER
COOL
CORNER
CORNER STROBE
CRUISE
DECK
DIM
DIRECTNL ARROW
DOME
DOME HI/LOW
DOME LIGHT
DOOR
EMERG
EXHAUST VENT
FAN HI/LOW
FAST
FLASH

FLASH LIGHT
FLOOD
FOG
FRONT
FRONT CUT
FRONT FLASH
FRONT FLOOD
FRONT ILS
FRONT LT BAR
FRONT OSC
FRONT ROT
FRONT STROBE
GREEN
GRILL
GUN LOCK
HAND-HELD
HAZARD
HEADLT FLASH
HEAT
HEAT/AC ON/OFF
HEAT/AC SELECT
HI-IDL
HI-LOW
HORN
HORN 1
HORN SIREN
IGN RELAY
INFRARED
INTER
JOG
JOG LEFT
JOG RIGHT
LED
LED 1
LED 2
LED 3
LED 4
LEFT
LEFT ALLEY
LEFT ARROW
LEFT DOME
LEFT FLOOD
LEFT SCENE
LIGHT
LIGHT 1

RIGHT DOME
RIGHT FLOOD
RIGHT SCENE
RISER
RMBLR
ROT
SCENE
SCENE LIGHT
SEARCH LIGHT
SEC
SIDE
SLOW SPEED
SM
SPOT
START STOP
STEP
STROBE
SUCTION ON/OFF
SURE EJECT
TAIL
TAKE DOWN
TAP II
TCL
TEMP METER
THERMAL CAMERA
TIMER
TONE
TOW
TRAFFIC
TRUNK
UPPER
USB
USB 1
USB 2
USB 3
VIDEO
VIDEO CAMERA
VOLT METER
WAIL
WARN
WARNING
WHT LT CUT
WIG WAG
WORK
YELP

Related Products

ST-Blade Fuse Blocks 
pages page 64-69

Labels Included

Circuit Identification Label Kit
Used on Blue Sea Systems Battery Switches
• Reinforced, waterproof labels
• Used on m-Series, e-Series, and HD-Series  

Battery Switches (p. 32-37)

Part # Description
7902 Circuit Identification Label Kit
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1. Choose the Correct Wire

with the correct size wire and fuse
Protect Your Boat Scan to download

the app or go to
www.circuitwizard.bluesea.com

© Copyright 2020 Blue Sea systems Inc. All rights reserved. Unauthorized copying or reproduction is a violation of applicable laws.

Although this process uses information from ABYC E-11 to recommend wire size and circuit protection, it may not cover all of the unique characteristics 
that may exist on a boat. If you have specific questions about your installation please consult an ABYC certified installer.

15 ft. (4.6 M)

10 ft. (3.0 M)

20 ft. (6.1 M)

25 ft. (7.6 M)

30 ft. (9.1 M)

40 ft. (12.2 M)

50 ft. (15.2 M)

60 ft. (18.3 M)

70 ft. (21.3 M)

80 ft. (24.4 M)

90 ft. (27.4 M)

100 ft. (30.5 M)

120 ft. (36.6 M)

130 ft. (39.6 M)

110 ft. (33.5 M)

0 to 6 ft. (0 to 1.8 M)

50 ft. (15.2 M)

30 ft. (9.1 M)

65 ft. (19.8 M)

80 ft. (24.4 M)

100 ft. (30.5 M)

130 ft. (39.6 M)

165 ft. (50.3 M)

200 ft. (61.0 M)

0 to 20 ft. (0 to 6.1 M)

5A     10A    15A      20A     25A     30A     40A     50A     60A     70A     80A     90A    100A    120A   150A    200A

C I R C U I T  T Y P E

16
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14
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0
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8
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0
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C U R R E N T  F L O W  I N  A M P S

C
IR

C
U

IT
 L

E
N

G
T

H
 

CriticalNon Critical
3% VOLTAGE DROP10% VOLTAGE DROP

Standard and Metric 
Wire Comparison Table

Available
Wire Size

KEY

AWG 
WIRE
SIZE

Available
Wire Size

 AWG  Metric
 16  
  1.5
 14  
  2.5
 12  
  4
 10  
  6
 8  
  10
 6  
  16
 4  
  25
 2  
  35
 1  
  50
 0  
  
  2|0  
  70
 3|0  
  95
 4|0 
  120

G CLOSEST
EQUIVALENT
IN METRIC

--

--

--

--

--

--

--

a) Locate the CURRENT FLOW IN AMPS of your circuit 

b) Select the CIRCUIT TYPE
   - Non-critical circuits with 10% allowable voltage drop include: general lighting, windlasses, bait pumps, general appliances   

   - Critical circuits with 3% allowable voltage drop include: panel main feeders, bilge blowers, electronics, navigation lights

c)  Find the CIRCUIT LENGTH  
   The circuit length is the length of the negative wire added to the length of the positive wire.

  Calculations are based on 105°C wire. For wire rated at 90°C or lower, or for wire that passes through an engine room, the first row of the chart does not apply. 

d) Intersect the CURRENT FLOW IN AMPS with CIRCUIT LENGTH to identify the correct wire size
  Example: A windlass rated 80A is 25 ft. from the battery. The circuit length is the total length of the positive and negative wire added   
 together, which in this example is 50 ft. The circuit type is ‘non-critical’, and the correct wire size is 4 AWG.

 Calculations are based on 105°C wire. For more detailed calculations, download the Circuit Wizard app or go to circuitwizard.bluesea.com

AWG WIRE SIZE CHART 
Circles indicate actual diameter of wire (not including insulation)

4|0
AWG

3|0
AWG

2|0
AWG

0
AWG

1
AWG

2
AWG

4 
AWG

6 
AWG

8 
AWG

10 
AWG

14 
AWG

12 
AWG

16 
AWG

WIRE SELECTION CHART
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0.25" 
(6.35mm)

0.480" 
(12.19mm)

0.430" 
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0.750" 
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2. Choose the Correct Fuse and Fuse Amperage

ATO®/ATC® MAXI

AMI®/MIDI®

MEGA®/AMG® MRBF® Terminal Class-T ANL®

AGA® GMA® AGC®/MDL® ATM®

Fuse Scale 
Comparison

L E G E N D

Outside 
Engine 
Room

Inside 
Engine 
Room

SINGLE 
WIRE

BUNDLED 
WIRES

SINGLE 
WIRE

BUNDLED 
WIRES

SINGLE 
WIRE

BUNDLED 
WIRES

SINGLE 
WIRE

BUNDLED 
WIRES

SINGLE 
WIRE

BUNDLED 
WIRES

.25A to 30A

25A 20A

30A

20A

25A

30A

15A

20A

25A

25A 20A

30A

20A

25A

30A

15A

20A

25A

30A

50A

60A

80A

30A

40A

50A

70A

30A

40A

60A

80A

40A

50A

70A

30A

50A

60A

80A

125A

150A

200A

30A

40A

50A

70A

100A

125A

175A

200A

30A

40A

60A

80A

125A

150A

175A

200A

40A

50A

70A

100A

125A

150A

175A

30A

50A

60A

80A

125A

150A

200A

250A

300A

30A

40A

50A

70A

100A

125A

175A

200A

250A

300A

30A

40A

60A

80A

125A

150A

175A

200A

225A

250A

300A

40A

50A

70A

100A

125A

150A

175A

200A

225A

250A

225A

250A

300A

250A

300A

350A

400A

400A

250A

300A

350A

400A

225A

250A

35A

50A

80A

130A

150A

200A

250A

300A

350A

400A

400A

40A

60A

100A

130A

175A

200A

250A

300A

350A

400A

35A

40A

60A

80A

130A

150A

175A

200A

225A

250A

40A

50A

70A

100A

150A

175A

200A

225A

250A

300A4|0
AWG

3|0
AWG

2|0
AWG

0
AWG

1
AWG

2
AWG

4 
AWG

6 
AWG

8 
AWG

10 
AWG

14 
AWG

12 
AWG

16 
AWG

110A

150A

175A

200A

125A

175A

200A

100A

150A

175A

200A

125A

150A

175A

200AA
W

G
 W

IR
E

 S
IZ

E

SINGLE 
WIRE

BUNDLED 
WIRES

SINGLE 
WIRE

BUNDLED 
WIRES

125A

150A

200A

250A

300A

100A

125A

175A

200A

250A

300A

125A

150A

175A

200A

225A

250A

300A

100A

125A

150A

175A

200A

225A

250A

SINGLE 
WIRE

BUNDLED 
WIRES

SINGLE 
WIRE

BUNDLED 
WIRES

1A to 30A 30A to 80A 30A to 200A 30A to 300A 225A to 400A 35A to 400A110A to 200A100A to 300A

a) Choose a fuse type by following the line of the AWG WIRE SIZE determined from the Wire Selection Chart 
 Appropriate fuses will have an amperage that intersects the AWG Wire Size line.

b) The appropriate fuse amperage will be found in one of the four gray bars below the fuse type 
 - Single Wire, Outside Engine Room = First column dark gray bar 

 - Single Wire, Inside Engine Room = First column light gray bar

 - Bundled Wire, Outside Engine Room = Second column dark gray bar

 - Bundled Wire, Inside Engine Room = Second column light gray bar

 Example: For a 4 AWG single 105°C rated wire outside an engine room, the maximum fuse amperage is 150A.

Note:
Possible fuse amperages for a circuit can fall between a range of maximum and minimum fuse amperages. The procedure in step 1 calculates
the maximum fuse amperage which reduces nuisance blows but may offer less protection than a lower amperage fuse. 
The minimum fuse amperage is calculated by multiplying the current flow in amps by 125%. 
If the product instructions specify a fuse amperage, use that value if it is under the maximum amperage found in the step 1 procedure. 
If the specified fuse amperage is over the maximum suggested, move down the column and choose the wire size that intersects with the specified 
fuse amperage.

Calculations are based on 105°C wire. For more detailed calculations, download the Circuit Wizard app or go to circuitwizard.bluesea.com

FUSE SELECTION CHART
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3. Choose the Fuse Holder
a) Using the fuse type chosen from the Fuse Selection Chart, follow the column down to find fuse holders 
 or fuse blocks that meet your specific requirements

b) Consider environmental factors: 
 Ignition protection is required where flammable vapors may accumulate

 Example: Engine room and propane locker

 Consult American Boat and Yacht Council (ABYC) E-11.5.3 for Ignition Protection

 Ingress protection protects fuses from spray, washdown, and humidity. IP66-protected against powerful water jets

c) Decide between an in-line fuse holder or a fuse block: 
 - In-line fuse holders are compact and hold a single low-amperage fuse 

 - Fuse blocks mount to a solid surface and may hold a single fuse or multiple fuses

Additional replacement fuses 
available from Blue Sea Systems:

20A1A to 10A 5A to 30A

MAXI Fuse Block

ST Glass Fuse Blocks

5015 
5018 

Crimpable In-Line 
Fuse Holder

5060

Waterproof In-Line 
Fuse Holders

5061

5062

Heavy Duty In-Line 
Fuse Holder

5063

5006100

SafetyHub Fuse Blocks

AMI or MIDI 
Safety Fuse Block

7720

Terminal MRBF
Fuse Blocks

5191

2151

MEGA or AMG 
Fuse Block

7721

CLASS-T Fuse BlockCLASS-T Fuse Block

5502

ANL Fuse Blocks

5005

5503

7748 

LEGEND
Ingress protection
Ignition protection

5001

MEGA or AMG 
Safety Fuse Block

5068

5064 5065

MAXI In-Line 
Fuse Holder

ST-Blade Fuse Blocks

Battery 
Terminal 
Mount

5023

7725 

5025 
5026 
5028 
5029

Common 

Independent 
5035

5032
Split Bus

Compact Fuse Block

Water-Resistant

5045
5046

5007100

5502100

5194

5196

110A to 200A 225A to 400A

SafetyHub Fuse Blocks

7748 

7725 

5056 

5056100 

5001

ATO or ATC In-Line 
Fuse Holders

FUSE HOLDER SELECTION CHART

© Copyright 2020 Blue Sea systems Inc. All rights reserved. Unauthorized copying or reproduction is a violation of applicable laws.
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Battery Management 
Wiring Schematics 
for Typical
Applications
Batteries are at the heart of the 
electrical system found on any 
boat or vehicle. Proper battery 
management, including switching 
and charging, is essential for safe 
and reliable operation. The 
following wiring diagrams show 
how batteries, battery switches, 
and Automatic Charging Relays are 
wired together from a simple  
1 battery - 1 engine configuration 
to a 4 battery - 2 engine - 1 
generator system. For more 
detailed wiring guidelines please 
consult a qualified marine 
electrician or one of the many 
books available on the subject.

Note: The ACRs pictured are 
representative of any ACR. The 
battery switches are representative 
of any Battery Switch of the same 
model.

Simultaneously switches two isolated 
battery banks or combines battery  
banks to all loads.
1 Dual Circuit Plus™ Battery Switch 
1 Automatic Charging Relay

Can isolate a failed battery.
3 ON-OFF Battery Switches 
1 Automatic Charging Relay

Note:
Uses same style batteries

2 Battery - 2 Engine
House battery is shared with one engine. 
One engine battery is in reserve.
2 Selector Battery Switches 
1 Automatic Charging Relay

Engines share one battery. 
House battery is in reserve.
1 Dual Circuit Plus™ Battery Switch 
1 Automatic Charging Relay

Can isolate a failed battery.
3 ON-OFF Battery Switches 
1 Automatic Charging Relay

Normal - Set all switches to position 1
Parallel - Set all switches to position 1+2
Isolate - Set Load switch to position 2 and 
 Source Switch to position 1+2

The diagrams above are intended for reference only. Consult an ABYC certified marine electrical professional for system design and circuit protection.

ACR

Start

House

House

Engine

ACR

House

House

Start

Engine

ACR

Start

House

House

Engine

ACR

House

Start

Start/
House

Engine

Engine

ACR

Start

House

House

Engine

Engine

ACR

Start

House

Engine

Engine

House

Saves battery power for starting.
1 ON-OFF Battery Switch 
1 Low Voltage Disconnect

House

Start

Engine

Start LVDBattery Switch

Stereo

Engine

1 Battery - 1 Engine
Switches a single battery to a 
single load group. 
ON-OFF Battery Switch

2 Battery - 1 Engine
Switches isolated battery banks to all 
loads or combines battery banks 
to all loads.
1 Selector Battery Switch 
1 Automatic Charging Relay
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3 Battery - 2 Engine
Can isolate any battery source from any batteries. 
3 Selector Battery Switches 
2 Automatic Charging Relays

Can parallel batteries for extra starting power.
3 Dual Circuit Plus™ Battery Switches 
3 Automatic Charging Relays

Normal - Set all switches to position 1
Parallel - Set all switches to position 1+2
Isolate - Set Load switch to position 2 and 
 Source Switch to position 1+2

Normal - Set all switches to position 1
Parallel - Set all switches to position 1+2
Isolate - Set Load switch to position 2 and 
 Source Switch to position 1+2

Can parallel batteries for extra starting power.
2 Dual Circuit Plus™ Battery Switches 
2 Automatic Charging Relays

ACR

ACR

Start

House

Start

House

Engine

Engine

ACR

ACR

ACR

House

Generator

Start

Generator

House

Start

Engine

Engine

ACR

ACR

ACR

House

Generator

Start

Generator

Start

House

Engine

Engine

ACR

ACR

Start

House

Start

House

Engine

Engine

DC Positive
LEGEND

DC Ground

4 Battery - 2 Engine - 1 Generator
Can isolate any battery source from any batteries. 
4 Selector Battery Switches 
3 Automatic Charging Relays

The diagrams above are intended for reference only. Consult an ABYC certified marine electrical professional for system design and circuit protection.675
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DC Main Circuit Protection and 
Branch Circuit Protection 
Purpose
Fuses and circuit breakers are used to protect wire 
insulation from melting and starting fires in the event 
of overcurrents or short circuits which cause more 
amperage to flow in a wire than that wire is rated to carry. 
It is important to note that, except for those wires that 
are intended to carry starting currents, every positive 
wire in the DC Main Power Distribution System must be 
protected by a fuse or circuit breaker.

Considerations for DC Main Circuit Protection
Mounting Placement −  distance from power source. 
The DC Main circuit protection system uses circuit 
breakers or fuses to protect the wires of the DC Main 
distribution system. The American Boat and Yacht Council 
(ABYC) publishes voluntary standards for the type and 
placement of the fuse or circuit breaker to be used as 
a DC Main circuit protection device. Wire intended to 
carry engine starting currents between the batteries, 
the switch, and the starter is not required to have main 
circuit protection devices installed. Maximum mounting 
placement dimensions for a fuse or circuit breaker are 7" 
if the conductor is not housed in a sheath or enclosure 
in addition to the wire insulation, 40" if the conductor is 
housed in a sheath or enclosure in addition to the wire 
insulation, and 72" if the conductor is connected directly 
to the battery and housed in a sheath or enclosure in 
addition to the wire insulation.

Selecting DC Main Circuit Protection
The principal attribute of a DC Main circuit protection device 
is its Ampere Interrupt Capacity (AIC) rating. Specifications 
listed in the ABYC standards determine the AIC a DC Main 
circuit protection device must have. The required AIC rating 
is determined by the total CCA of the batteries connected to 
the circuit. See the tables at right for the required 
AIC ratings.
Wire selection for DC applications on boats is usually 
based on voltage drop requirements. However, there is a 
maximum continuous current that the wire can withstand 
without overheating. Higher grade marine wires are rated 
for service up to 105°C (221°F)—the ABYC wire capacity 
table for 105°C is most frequently quoted. The 105°C 
table accurately reflects the capacity of single conductors 
exposed to freely circulating cooling air. However, other 
factors, such as covering bundles of wire in outer jackets 
to form a cable, or use of conduits or structural voids to 
protect wires, can reduce the cooling and reduce the safe 
capacity of the wire. A more conservative strategy is to 
use the 105°C wire, but treat it according to the 75°C table 
above when selecting circuit protection unless the wire is 
openly exposed for cooling.

Total Connected Battery Cold Cranking Amperes (CCA) * Ampere Interrupt Capacity
12 VOLTS AND 24 VOLTS

The white boxes identify two batteries, of the same size, 
placed in parallel configuration. DC MAIN DC BRANCH

650 CCA or Less 1,500 AIC 750 AIC

651–1,100 CCA 3,000 AIC 1,500 AIC

Over 1,100 CCA 5,000 AIC 2,500 AIC

32 VOLTS
1,250 CCA or Less 3,000 AIC 1,500 AIC

Over 1,250 CCA 5,000 AIC 2,500 AIC

G24 G27OR

OR8D 4D 4D

OR ORG24 G24 G27 G27 4D

ABYC E-11 requires the use of circuit breakers that can be reused and reset and that they be 
applied as per the table above. The standard does not strictly require that fuses be applied in 
the same way, but it is an issue to consider, especially with high amp fuses used to protect panel 
feeders or inverters. Fuses under 10 Amp rating generally have such a high internal resistance 
they prevent fault currents from reaching 1000 Amps in 12 Volt circuits. 
The apparent contradiction when using these fuses for bilge pumps and other circuits directly 
off the battery is less of an issue than it might seem. If a fuse blows, and the case appears 
to be cracked or metal has been ejected, the fuse holder should be replaced.

ABYC Interrupt Rating Table

† Thermally limited amperage capacity

See the Blue Sea Systems Circuit Wizard at 
circuitwizard.bluesea.com or pages 161-163 for more 
assistance with wire and circuit protection selection.

Standard Metric 75°C 90°C 105°C 75°C 90°C 105°C Ohms
/1000ft

Ohms
/1000mAWG mm² Eng

Rm
Eng
Rm

Eng
Rm

Eng
Rm

Eng
Rm

Eng
Rm

mm 
dia

0.75 9.5 7 19 15.5 19 16 6.6 5.0 13 11 13 11 0.98 7.29 23.92
18 0.82 10 8 20 16 20 17 7 5 14 12 14 12 1.02 6.67 21.88

1.0 13 10 21 17 21 18 9 7 15 12 15 13 1.13 5.47 17.94
16 1.3 15 11 25 21 25 21 11 8 18 14 18 15 1.29 4.17 13.70

1.5 16 12 24 20 29 24 11 9 17 14 20 17 1.38 3.65 11.96
14 2.1 20 15 30 25 35 30 14 11 21 17 25 21 1.63 2.63 8.63

2.5 21 16 34 28 38 32 15 11 23 19 26 22 1.78 2.19 7.18
12 3.3 25 19 40 33 45 38 18 13 28 23 32 27 2.05 1.65 5.42

4.0 34 25 46 38 51 43 24 18 32 27 35 30 2.26 1.37 4.49
10 5.3 40 30 55 45 60 51 28 21 39 32 42 36 2.59 1.04 3.41

6.0 53 40 57 47 65 55 37 28 40 33 45 39 2.76 0.91 2.99
8 8.4 65 49 70 57 80 68 46 34 49 40 56 48 3.27 0.65 2.14

10.0 79 60 84 69 100 85 56 42 59 48 70 60 3.6 0.55 1.79
6 13.3 95 71 100 82 120 102 67 50 70 57 84 71 4.1 0.41 1.35

16.0 105 79 113 93 134 114 73 55 79 65 94 80 4.5 0.34 1.12
4 21 125 94 135 111 160 136 88 66 95 78 112 95 5.2 0.26 0.85

25 141 106 150 123 175 148 99 74 105 86 122 104 5.6 0.22 0.72
3 27 145 109 155 127 180 153 102 76 109 89 126 107 5.8 0.21 0.67
2 34 170 128 180 148 210 179 119 89 126 103 147 125 6.5 0.16 0.53

35 173 130 186 153 217 185 121 91 130 107 152 129 6.7 0.16 0.51
1 42 195 146 210 172 245 208 137 102 147 121 172 146 7.3 0.13 0.42

50 220 165 235 193 273 232 154 116 164 135 191 163 8.0 0.109 0.36
0 54 230 173 245 201 285 242 161 121 172 141 200 170 8.3 0.102 0.34
00 68 265 199 285 234 330 281 186 139 200 164 231 196 9.3 0.081 0.27

70 274 206 292 239 341 289 192 144 204 168 238 203 9.4 0.078 0.26
000 85 310 233 330 271 385 327 217 163 231 189 270 229 10.4 0.064 0.21

95 334 251 357 293 413 351 234 175 250 205 289 246 11.0 0.058 0.19
0000 107 360 270 385 316 445 378 252 189 270 221 312 265 11.7 0.051 0.17

120 387 290 414 339 478 406 271 203 290 237 335 284 12.4 0.046 0.15
150 445 333 476 390 550 467 311 233 333 273 385 327 13.8 0.036 0.12

REFERENCE DATAWIRE SIZE

ABYC Ampacity Rating Table at 30°C †
TEMPERATURE RATING OF CONDUCTOR INSULATION

Data based on E-11 Table VI-A
(single conductors in free air)

Data based on E-11 Table VI-B
(Up to three conductors in a sheath, conduit or bundle)

SAE conductors are smaller than equivalent AWG by 5% to 12% with current capacity 
typically less by 7%. ISO Ratings for metric wire are slightly less than these values 
derived from ABYC VI-A ratings.
•  For bundles of 4 to 6 conductors multiply by 0.857
•  For bundles of 7 to 24 conductors multiply by 0.714
•  For bundles of 25 or more, conductors multiply by 0.571

Wires counted in bundles need not include:
1. Wires carrying intermittent currents no more than rating per VI-A and for less than 
 one minute per mm of diameter, and not repeating more often than a delay of 5X 
 times active duration.
2. Wires carrying load currents at less than 50% of the wire rating per table VI-B.

* Battery cold cranking performance rating at -17.8°C (0°F): The discharge load in amps that a battery at 
 -17.8°C (0°F) can deliver for 30 seconds, and maintain a voltage of 1.2 Volts per cell or higher, 
 (e.g. 7.2 Volts for a 12 Volt battery). 
 The CCA for the battery icons in this chart is an approximation and could be slightly higher or lower. Consult  
 the battery manufacturer’s specifications for precise CCA ratings. A battery rated in MCA will have a CCA   
 capacity approximately 80% of MCA
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TEST 
MONTHLY

ELCI

30A

 AC Shore Power Source Main Circuit Breaker Branch Circuit Breaker

120V - 30A 3,000 3,000

120V - 50A 3,000 3,000

120/240V - 50A 5,000 3,000

240V - 50A 5,000 3,000

120 Volt–60 Hz
ELCI
Circuit 
Breaker
3102

120/240 Volt–60 Hz
230 Volt–50 Hz 

Hot

Neutral

Ground

120/240 Volt–60 Hz

Ground

Hot 1

Hot 2

Neutral

120 Volt–60 Hz

Hot

Neutral

Ground

AC Main Power Distribution 
and Circuit Protection
Purpose
• Provide a path for delivering power from the ship’s sources of AC   
 power to the AC branch distribution system
• Provide a path for returning fault currents to ground via the green   
 safety Ground wire
• Provide a means for disconnecting AC power when the boat is not in   
 use or in emergencies
• Provide electrical separation to insure that two sources of AC power 
 are never connected
• Provide circuit protection for neutral and line wires in the AC 
 main system
• Provide ground fault protection
• Provide ELCI overload or leakage fault protection

AC Wire Systems
The three most common AC systems used on boats are shown here. 
In all cases the ground, sometimes called safety ground to clarify its 
purpose and differentiate it from the DC ground or negative, is said to 
be a “normally non-current carrying wire.” Its purpose is to provide the 
lowest resistance path for AC currents that have strayed from their 
proper containment in the normally current carrying hot and neutral 
wires. The ground wire is connected to the exterior conductive parts of 
AC devices that could be touched by a person during normal operation, 
and it conducts errant AC currents safely to ground rather than passing 
them through a human body. The ground wire is never passed through 
a circuit breaker.

Devices Qualifying as AC Main Circuit Breakers
In order to qualify as an AC main circuit breaker, these characteristics 
must be present:
1. The circuit breaker must have an Amperage Interrupt Capacity (AIC)   
 meeting the requirements of the following tables.
2. The circuit breaker must be multiple pole, usually 2 or 3.
3. The circuit breaker must be rated for the appropriate AC system 
  voltage in which it will be used.
4. The circuit breaker must be available in amperages appropriate to
  the design amperage of the system. In the USA, this is generally 30A   
 and 50A, while European systems are generally 16A and 32A.
5. The ELCI shall have a leakage trip mechanism that trips if current 
  exceeding 30mA leaks to ground.

Sources of AC power, whether shore power or onboard generators 
and inverters, should always have a circuit breaker near the power 
source. This circuit breaker is designated the AC main circuit 
breaker. The AC main circuit breaker should always have a pole for 
each of the hot and neutral wires in the circuit assuring that circuit 
protection functions are not compromised in reverse polarity 
situations. Beginning in July 2010 ABYC Standards require that an 
Equipment Leakage Circuit Interrupter (ELCI) with a 30mA leakage 
trip be installed in shore power applications as the first protective 
device after the power inlet. ELCIs respond to leakage of electrical 
current outside of the intended current path, and provide overload 
and short circuit protection. They serve as the main AC circuit 
breaker for the system. These devices will open all energized 
conductors and the neutral when opened manually or tripping on 
an overload or leakage fault. For a more complete discussion of 
ELCIs, see page 88.

ELCI
Circuit 
Breaker
3102

TEST 
MONTHLY

ELCI

30A

230 Volt–50 Hz 

RCBO
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