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TERMS
• OVERDUE ACCOUNTS: 2% per month (24% per annum) charged on Past Due Balances.
• Delinquent Accounts are shipped C.O.D.
• All goods sold F.O.B. our warehouse.
• Billing errors must be reported within 14 working days of receipt of invoice.
• Shipping errors must be reported within 5 working days of receipt of goods.
• No goods may be returned without prior consent and RMA Number.
• All returned goods subject to 15% restocking charge.
• Tax exemption is extended to you without prejudice to ourselves to charge you with taxes at any sub-

sequent date should the taxing authorities determine the above goods are taxable.



Victory DEALER WEBSITE

For the most up to date product information, visit   www.victory-products.com

REKORD MARINE DEALER B2B WEBSITE
You can use our dealer website to order online and to view your account information, orders and invoices. You 
will need a dealer login username. Please contact gord@rekord-marine.com to set up a dealer login.
To enter our dealer website, go to victory-products.com and click on the Dealer Login link.
This will open a new browser tab on our dealer B2B site. Enter your username and password and click on 
Login. 

ORDERING ONLINE:
Once you have logged in, you can browse through products, or search by part number or description, and see 
the retail price and your cost.
 
There are 2 ways to create an order.
 1. You can add items individually to the cart, by browsing or searching for an item, then adding the order 

qty to the cart.
 2. If you already have a list of items and quantities, then you can click on "Create New Order" under "Or-

der Management" to enter in part numbers and quanitities of a group of items, then submit them to the 
cart by clicking on "Merge With Current Cart". If there are already items in the cart, this will combine 
the new order with the current cart.

 
You can then look at what is in the cart from the "View Cart" button towards the upper right of the page.
From the cart, you can then review the order and click on "Check Out".
Then review the billing and shipping information before clicking on "Submit".
There will then be one more page to review the order, then click on "Complete" to finalize the order.

When the order has been finalized, you will receive the message
"Your order #..... has been processed successfully", showing the web order number. 
You will also receive an email showing the order details.

VIEW ACCOUNT, ORDERS & INVOICES ONLINE:
Once you have logged in, you can use:

Account Management --> View Current Account -  to view your current account status. 
Account Management --> View Account History -  to view account history.

Order Management --> View Open Orders - to view all open orders (web orders and othe 
    orders)
Order Management --> View My Web Orders - to view only your web orders

Invoice Management --> View Invoice Details - enter invoice number to view invoice
Invoice Management --> Item Purchase History - enter item number to view invoice history for that   

    item

Currently our victory-products.com website has the best capability for us to add detailed 
information for our products. Therefore, it is your best resource for the latest product details.

From victory-products.com, click on the Dealer Login link for ordering.
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AA00111BLED LED Bulb for AA00111 / AA00111W.
AA00121BLED LED Bulb for AA00121 / AA00121W.
AA00131BLED LED Bulb for AA00131 / AA00131W, and for AA00141 / AA00141W.
AA00151BLED LED Bulb for AA00151 / AA00151W.

LED Conversion Bulbs
 

Series 20 LED Mini Navigation Light
• Material: Plastic
• LED Type: LD00030-CWH Cool white
 LED bulb
• LED Lifetime: 50000hrs
• Waterproof IP66
• Voltage: 12 VDC
• Effective Lumen: AA00011LD: 7.5LM/ 00021LD: 6.8LM/
 00031LD: 66.7LM/ 00041LD: 55LM
 00051LD: 10.7LM
• Wattage: 1W
• 42.6mm W x 58.9mm H x33.6mm D.

SERIES 20 LED NAVIGATION LIGHTS

SERIES 25 NAVIGATION LIGHTS

AA00011WLD Starboard 1NM Visibility
AA00021WLD Port 1NM Visibility
AA00031WLD Masthead 225° 2NM Visibility
AA00041WLD Stern 135° 2NM Visibility
AA00051WLD Bi-Colour 2NM Visibility

AA00111W Starboard 1NM Visibility
AA00121W Port 1NM Visibility
AA00131W Masthead 225° 2NM Visibility
AA00141W Stern 135° 2NM Visibility
AA00151W Bi-Colour 2NM Visibility

AA00011LD Starboard. 1NM Visibility
AA00021LD Port 1NM Visibility
AA00031LD Masthead 225° 2NM Visibility
AA00041LD Stern 135° 2NM Visibility
AA00051LD Bi-Colour 2NM Visibility

AA00111 Starboard 1NM Visibility
AA00121 Port 1NM Visibility
AA00131 Masthead 225° 2NM Visibility
AA00141 Stern 135° 2NM Visibility
AA00151 Bi-Colour 2NM Visibility

BLACK - LED

BLACK - Incandescent

WHITE - LED

WHITE - Incandescent

AA00155 Spare Incandescent bulb. 12V 10W  Festoon.

Series 25 Incandescent Navigation Light
For boats up to 12M
• Material: Plastic
• Bulb Type: Festoon 12V/10W
• Waterproof
• 12V DC.  10W
• 64.4mm W x 75.0mm H
   x 55.5mm D.

AA00111WLD Starboard 1NM Visibility
AA00121WLD Port 1NM Visibility
AA00131WLD Masthead 225° 2NM Visibility
AA00141WLD Stern 135° 2NM Visibility
AA00151WLD Bi-Colour 2NM Visibility

AA00111LD Starboard 1NM Visibility.
AA00121LD Port 1NM Visibility
AA00131LD Masthead 225° 2NM Visibility
AA00141LD Stern 135° 2NM Visibility
AA00151LD Bi-Colour 2NM Visibility

BLACK - LED WHITE - LED

Series 25 LED Navigation Light
For boats up to 12M
• Material: Plastic
• Material: Plastic
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Waterproof
• Voltage: 12 VDC
• Wattage: 0.54W
• Color Temperature: Cool white 5500-6300K
• IP66• 64.4mm W x 75.0mm H
   x 55.5mm D.

CH6114 Stainless. Mounts on the deck
 or pulpit or on top of CH6113

NAVIGATION LIGHT BRACKET - For Series 25 Nav Lights

CH6113 Stainless Bracket.
 Triangular Base 2-3/4” X 2-9/16”.
 Accepts CH6114 on Top. Adjustable Angle. 
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SERIES 40 NAVIGATION LIGHTS
SERIES 40 LED NAVIGATION LIGHT
FOR BOATS UP TO 20M
• Material: Plastic
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Waterproof IP66
• Voltage: 12 VDC
• Effective Lumen: AA00112LD: 10LM
   AA00122LD: 11LM / AA00132LD: 173LM
   AA00142LD: 97LM / AA00152LD: 25LM
• Wattage: 3W
• 90.0mm W x 97.6mm H x 80.8mm D

AA00112WLD Starboard 2NM Visibility
AA00122WLD Port 2NM Visibility
AA00132WLD Masthead 225° 3NM Visibility
AA00142WLD Stern 135° 2NM Visibility
AA00152WLD Bi-Colour 2NM Visibility

AA00112LD Starboard 2NM Visibility.
AA00122LD Port 2NM Visibility
AA00132LD Masthead 225° 3NM Visibility
AA00142LD Stern 135° 2NM Visibility
AA00152LD Bi-Colour 2NM Visibility

AA00112 Starboard 2NM Visibility.
AA00122 Port 2NM Visibility
AA00132 Masthead 225° 3NM Visibility
AA00142 Stern 135° 2NM Visibility
AA00152 Bi-Colour 2NM Visibility

BLACK - LED

BLACK - Incandescent

WHITE - LED

AA00112BLED LED Bulb for AA00112 / AA00112W.
AA00122BLED LED Bulb for AA00122 / AA00122W.
AA00132BLED LED Bulb for AA00132 / AA00132W
 and for AA00142 / AA00142W.
AA00152BLED LED Bulb for AA00152 / AA00152W.

SERIES 40 NAVIGATION LIGHT - INCANDESCENT BULB
FOR BOATS UP TO 20M
• Material: Plastic
• Bulb Type: Bayonet 12V/25W
• Waterproof
• 12V DC.
• 90.0mm W x 97.6mm H x 80.8mm D

LED Conversion Bulbs

AA00124LED LED Combination Tri-Colour and Anchor Light.
 8" Height. Black. w/ 2 x12V x 120LM LED Bulb.

AA00124 Incandescent Tri-Colour & Anchor Light.
 w/ 12V x 25W BA15d
 and 12V x 10W BA15d Bulb.

AA00128LED Tri-Colour Light. 4 3/8" Height. Black.
 w/12V x 120LM LED Bulb.

AA00128 Tri-Colour Light. 4 3/8" Height. Black.
 w/ 12V x 25W BA15d Bulb..

AA00127LED Anchor Light. 4 3/8" Height. Black.
 1w/12V x 120LM LED Bulb.

AA00127 Anchor Light. 4 3/8" Height. Black.
 w/ 12V x 10W BA15d Bulb.

SERIES 40 TRI-COLOUR & ANCHOR NAVIGATION LIGHTS
3-1/2" (89mm) Diameter. 1NM Visibility.

AA00124
AA00124LED

AA00128
AA00128LED

AA00127
AA00127LED

LED Conversion Bulb
AA00132BLED LED Bulb for Incandescent Anchor light 

for AA00124 and for AA00127.
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LED NAVIGATION LIGHTS

LED NAVIGATION LIGHTS

AA91036W LED Port/Starboard Side Lights.
 Surface Mount. White.
 60mm H x 78mm W x 44mm D.

LED SIDE LIGHTS - White

LED SIDE LIGHTS - Stainless Steel

LED SIDE LIGHTS - Black Plastic

AA00195LED Port/Starboard Side Lights. Flush Mt.
 USCG & RINA Approved. 2NM Visibility.
 12V.  (.9W Green, 1.5W Red). SS.

AA00194LED Port/Starboard Side Lights.
 Surface Mount.

S.S. LED SIDE LIGHTS
AA00191SS Port/Starboard Side Lights.
 Surface Mount. 2NM. 

BOW LIGHT - Stainless Steel
AA00090LED Bi-Colour Port/Starboard Bow Light.
 USCG & RINA Approved. 2NM Visibility.
 12V. 2.2 Watt. Stainless Steel.

LED NAVIGATION LIGHT, BLACK HOUSING
FOR BOATS UP TO 12M
• Material: PC
• LED Type: 3 x 0.5W LEDs
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Voltage: 12VDC
• Color Temperature: 5500-6300K
• IP66

AA00421
Starboard (Green) Light.
112.5° Angle. 20 Lumens.
1NM Visibility. 1.2W.

AA00422
Port (Red) Light.
112.5° Angle. 11 Lumens.
1NM Visibility. 1.2W.

AA00424
White Stern Light.
135° Angle. 76 Lumens.
2NM Visibility. 1.2W.

AA00425
Red & Green Combo Light.
112.5° Angle. 30 Lumens.
2NM Visibility. 2.3W.

AA00331 Port (Red) Light and
 Starboard (Green) Light.  Pair.
 Effective Lumen: Red: 19LM; Green: 56LM
 Polycarbonate & Stainless.  88.5mm x 61.0mm

AA00431 Port (Red) Light and
 Starboard (Green) Light.  Pair.
 Effective Lumen: Red: 12LM; Green: 38LM
 Polycarbonate. 80.0mm x 56.5mm

LED NAVIGATION LIGHT, VERTICAL MOUNT
For Boats Up to 12M. Port & Starboard Pair.
• LED Type: 12 x 5ψGreen + 12 x 5ψRed
• LED Lifetime: 50000hrs
• LED Beam Angle: 90°
• Voltage: 12VDC
• Wattage: Red: 0.8W; Green: 0.8W
• IP66

LED COMBINATION BOW LIGHT
Chrome Finish

AA00154LD 12V LED.  Black Base.
 Chrome Plated Zinc Cover.
 LED 60.3 Lumens. 0.54 Watts.
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LED NAVIGATION LIGHTS

AA00134RGLED Bi-Colour Light. Suction Cup Mt.
AA00134LED Stern Light. Suction Cup Mount.

AA00135RGD Bi-Colour Light. Bracket Mount.
AA00135LD Stern Light. Bracket Mount. 18" Height.

AA00136RGLED Bi-Colour Light. Glue-on mount for inflatables.
AA00136LED Stern Light. Glue-on mount for inflatables.

LED Portable Navigation Light
• Material: Plastic
• LED Type: 1 x "2835" 0.2W Cool white LED
• Effective Lumen: 20LM
• Battery: 2 x "D" Size battery (Not included)
• Water resistant
• 229mm Body Length x 68.7mm Dia.

AA00134RGLED

AA00135RGD
AA00135LD

AA00134LED

AA00136RGLED AA00136LED

LED BATTERY OPERATED
NAVIGATION LIGHTS

AA00123LED  Waterproof. With mounting brackets.
 Set of 3 LED Nav Lights
 - Port, Starboard and Stern light.
 Height 5 1/4". Made of Plastic.
 Each light uses one D cell.

LED NAVIGATION LIGHT
• Material: Plastic, S.S.316 Housing
• LED Type: "2835" LED
• Size: 61mm(Dia.) x 43.8mm(H)
• Effective Lumen:
 00341-LD: 10.5LM
 00342-LD: 4.5LM
 00343-LD & 00344-LD: 75LM
 00345-LD: 10.5LM
• Wattage: 
 00341-LD & 00342-LD: 1.5W
 00343-LD & 00344-LD & 00345-LD: 2.2W
• Voltage: 12VDC
• LED Lifetime: 50000hrs
• IP66

AA00341LD Green starboard. 112.5°.  1NM Visibility.
AA00342LD  Red port. 112.5°.  1NM Visibility.
AA00343LD  White masthead. 225°.  2NM Visibility.
AA00344LD  White stern. 135°.  2NM Visibility.
AA00345LD  Red & Green combination bow. 112.5° each. 2NM Visibility.

AA00341LD

AA00344LD AA00345LD

AA00342LD AA00343LD
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Side Mount. Stainless. Pair.
57mm Dia. x 35mm H.

AA00199 1 Red, 1 Green
AA00106B Spare bulb. 12V 8W.

Top Mount. Stainless. Pair
57mm Dia. x 35mm H.

AA00198 1 Red, 1 Green
AA00106B Spare bulb. 12V 8W.

AA00195BLED-R Red LED Bulb for AA00198 and AA00199
AA00195BLED-G Green LED Bulb for AA00198 and AA00199.

NAVIGATION LIGHTS - Incandescent

BOW and STERN LIGHTS
AA00147 Stern Light. SS. 135º 1 3/8"H x 2 1/4" dia.  
 12V.
AA00133 Masthead Light. SS. 225º
 1 3/8"H x 2 1/4" diam. 12V.
AA00153 Bi-colour Bow Light. SS. 225º

AA00106B Spare bulb. 12V 8W.

AA00195BLED LED Bulb for AA00147 and AA00133.

AA00147

AA00153

AA00133

LED Conversion
Bulbs

LED Conversion
Bulbs

AA00081W Starboard. 112.5°
AA00082W Port. 112.5°
AA00083W Masthead. 225°
AA00084W Stern. 135°
AA00085W Bi-Colour. 112.5°

TEARDROP NAVIGATION LIGHTS
INCANDESCENT BULB

3 1/2"L x 2 7/16"W x 1 5/8"H
White. Horizontal Mount. 12V 5W.

LED Conversion Bulbs
AA00108BLED-G LED Bulb for AA00081W.
AA00108BLED-R LED Bulb for AA00082W.
AA00108BLED LED Bulb for AA00083W.
AA00108BLED LED Bulb for AA00084W.

LED Conversion Bulbs
AA00195BLED-G LED Bulb for AA00081SS.
AA00195BLED-R LED Bulb for AA00082SS.

TEARDROP NAVIGATION LIGHTS
INCANDESCENT BULB
Stainless Steel
Horizontal Mount. 12V 8W. 2-1/2" W x 3-1/4" L.  304SS.
AA00081SS Starboard. 112.5°
AA00082SS Port. 112.5°
AA00085SS Bi-Colour. 225°

AA00195 Stamped SS furnished in pairs.
 ONE RED, ONE GREEN
 7-3/4"L x 2-1/4"W x 2-3/4" deep.
AA00195LG Spare green lens.
AA00195LR Spare red lens.

AA00106B Spare bulb. 12V 8W.

FLUSH MOUNTED SIDE LIGHTS (PAIR)

LED Conversion Bulbs

AA00195BLED-R Red LED Bulb for AA00195.
AA00195BLED-G Green LED Bulb for AA00195.
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AA00197 112-1/2º  ONE RED, ONE GREEN
 4"L x 2-1/8" W x 1-1/2"D.

AA00106B Spare bulb. 12V 8W.

S.S. SIDE LIGHTS (PAIR)

*** LED Conversion Bulbs ***:

AA00195BLED-R Red LED Bulb for AA00197.
AA00195BLED-G Green LED Bulb for AA00197.

NAV.  LIGHTS, Side, Pr. Lexan
AA00194 12V / 5W.  Black

*** LED Conversion Bulbs ***:

AA00011BLED LED Bulb for AA00011 and AA00011W.
AA00021BLED LED Bulb for AA00021 and AA00021W.
AA00031BLED LED Bulb for AA00031 and AA00031W.
AA00031BLED LED Bulb for AA00041 and AA00041W.
AA00051BLED LED Bulb for AA00051 and AA00051W.

AA00154PRK Combination Bow Light. Bi-Colour.
 Chrome plated Zamak. 

COMBINATION BOW LIGHT

AA00154 12V / 5W.  Black Base, Zamak case.

FS0013RV
Chrome plated brass. Bi-Colour light.
6" L x 2 1/2" W x 1 3/4" H. Made in Italy.

BOW LIGHTBOW LIGHT
FS0013RVB
Polished Brass. Bi-Colour light.
6" L x 2 1/2" W x 1 3/4" H. Made in Italy.

CHROME SIDE MOUNT NAV. LIGHTS BRASS SIDE MOUNT NAV. LIGHTS
FS0020 Chrome Port and Starboard Navigation 

Lights. 5-3/4" x 3" x 1-3/8".
 Made in Italy.

FS0020B Polished Brass Port and Starboard Navi-
gation Lights. 5-3/4" x 3" x 1-3/8".

 Made in Italy.

NAVIGATION LIGHTS
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LED Conversion Bulbs

AA00195BLED LED Bulb for FS0016 & FS0016B.

LED Conversion Bulbs

LED Conversion Bulbs

FS0017BLED Green LED Bulb for FS0017BB and FS0017B.
FS0017CLED Red LED Bulb for FS0017CB and FS0017C.
AA00161BLED White LED Bulb for FS0017AB and FS0017A.
AA00161BLED White LED Bulb for FS0017DB and FS0017D.

BRASS ANCHOR LIGHT
FS0016B 360° White Light. 12V/10W. 
 3 1/4" Height. 2 1/2" Diameter.
 Made in Italy. 

FS0016 As above, in Chromed Brass

AAP00948-10 Spare Bulb for FS0016B. 12V 10W.

BRASS NAVIGATION LIGHTS - RINA APPROVED.  Made in Italy. 
3 5/8" Height x 2 3/4" Wide x 2 1/2" Deep. With 12V / 18W Bulb.

FS0017AB Masthead Light.
FS0017BB Starboard Light. 
FS0017CB Port Light.
FS0017DB Stern Light.

FS0017A Masthead Light.
FS0017B Starboard Light. 
FS0017C Port Light.
FS0017D Stern Light.

POLISHED BRASS CHROME PLATED BRASS

FS0017AB FS0017A

FS0017DB FS0017D

FS0017BB

FS0017CFS0017CB

FS0017B

BRASS NAVIGATION LIGHTS - Made in Italy
2" Height x 2 1/2" Diameter.

FS0019VB Starboard Light. 12V/10W.

FS0019RB Port Light. 12V/10W.

FS0014BB Masthead Light. Flat base. 12V/10W.

FS0014AB Masthead Light. Curved Base. 12V/10W.

TELESCOPING STERN LIGHT

FS0022BB Polished Brass.  42" Height.
FS0022BC Chromed Brass. 42" Height.

AAP00948-10 Spare Bulb for FS0022BB and 
 FS0022BC. 12V 10W.

FS0022BB

FS0022BC

360° White Light.  12V / 10W.
3/4" Tube. 2 1/2" Diameter Light.

AA00195BLED White LED Bulb for FS0022BB and 
FS0022BC.

FS0019VB FS0019RB FS0014BB FS0014AB

NAVIGATION LIGHTS by Foresti & Suardi     Made in Italy
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AUTOMATIC ANCHOR LIGHT
- Incadescent

AA01644
Waterproof Anchor light with Automatic switch (On at
Dusk, Off at Dawn). With 15' cord and Cigarette Lighter
Plug.

NAVIGATION LIGHT - Incandescent
AA00118 Tri-Colour Light. 2 1/2" Dia. Height 3 1/2".
AA00119 Anchor Light. 2 1/2" Dia. Height 3 1/2".

AA00195BLED White LED Bulb for AA00119.

AA00106BLED Spare LED bulb for AA00120.

AA01644BLED LED Bulb for AA01644.

LED AUTOMATICANCHOR LIGHT
2-1/8" Dia. x 2-3/4" Height.

AA01644LED
Waterproof Anchor light with Automatic switch (On at
Dusk, Off at Dawn). With 15' cord and Cigarette Lighter
Plug. Includes Victory #AA01644BLED  12V bulb.

LED Conversion Bulb

LED Conversion Bulb

LED NAVIGATION LIGHT
2-1/2" Dia. x 3-1/2" Height.

AA00118LED Tri-Colour Light. Cool White LED.
 12V 90 Lumen.
AA00119LED Anchor Light. Cool White LED.
 12V 90 Lumen.

AA00118
AA00119

 LED ANCHOR LIGHT
2-1/8" Dia. x 2-3/4" Height.

 ANCHOR LIGHT - Incandescent

AA00106LED All plastic. Clear lens. Includes
 Victory #AA00106BLED bulb.

AA00106 All plastic. Clear lens. With l2V 8W bulb.

AA00106B Spare Incandescent bulb for AA00106.

AA00106L Lens for AA00106. Clear Plastic.

AA00120LED Fixed White Light. Black Plastic.
 5" Height. Includes Victory 

#AA00106BLED bulb.
AA00120WHLED Same as above, but in White Plastic 

(Not Pictured).

 LED ANCHOR LIGHT
2 -1/8" Dia. x 5" Height.

 ANCHOR LIGHT - Incadescent

AA00120 Fixed White Light. With 12V 8W bulb.
AA00120WH Same as above, but in White Plastic.

AA00106B Spare bulb for AA00120.

AA00106L Lens for AA00120. Clear Plastic.

AA00106BLED Spare LED bulb for AA00106.

LED Conversion Bulb

LED ANCHOR LIGHT

AA00130LD All-around white anchor light. White body.
 High Power 1W LED.

AA00161BLED Spare LED bulb for AA00161.

LED Conversion Bulb

AA00161LED Anchor light. ABS Plastic. Includes 
Victory #AA00161BLED bulb.

 LED ANCHOR LIGHT
2-5/8" Dia. x 3" Height.

 ANCHOR LIGHT - Incadescent

AA00161 Anchor light. ABS Plastic. With 12V 10W 
bulb.

AA00155  Spare bulb for AA00161. 12V 10W.

NAVIGATION LIGHTS
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FIXED MOUNT ANCHOR LIGHT
• Material: S.S. Tubing, nylon base
• Bulb Type: 1 x 1W Cool white LED
• Voltage: 8-30 VDC
• Wattage: 1W
• Water resistant

FIXED-MOUNT ANCHOR LIGHT
For boats up to 20M
• Material: S.S. Tubing, plastic lens
• Bulb Type: BA15D 12V/5W
• Voltage: 12 VDC
• Waterproof

AA00115 9" Height.

FIXED-MOUNT LED ANCHOR LIGHT
• All-Around white light.
• LED. 1 Watt.
• 4" Height. 

AA00410 4" Height. AA01112 106mm H x 63mm W.

AA00195BLED White LED Bulb
 for AA00115.

LED Conversion Bulb

Combination All-Round Light
and Masthead Light
For boats up to 20M
• Material: S.S. Tubing, nylon base
• Bulb Type: Festoon 12V/8W x 2
• Voltage: 12 VDC
• Splashproof

AA01113LD  99mm (4") Height. AA01113LLD  292.5mm (11.5") Height. AA01114LD  258.5mm (10") Height.

Combination All-Round Light
and Masthead Light
For boats up to 20M
• Material: S.S. Tubing, nylon base
• Bulb Type: Festoon 12V/8W x 2
• Voltage: 12 VDC
• Splashproof

Combination All-Round Light
and Masthead Light
For boats up to 20M
• Material: S.S. Tubing, adjustable base
• Bulb Type: Festoon 12V/8W x 2
• Voltage: 12 VDC
• Splashproof

FOLDING LED ALL-ROUND LIGHT
Folding LED All-Round White Light.
USCG RINA Approved. 2NM Visibility.

AA00413  12V 1W. 24" H.  SS Tubing. Plastic Body.
AA00412 12V 1W. 9" H.  SS Tubing. Plastic Body.

FOLDING LED ALL-ROUND LIGHT
Folding LED All-Around white light. Stainless Tubing with 
plastic base and top.

AA01126LD 9-1/2" Height. High Power 8V-30V LED.
AA01126LLD 25" Height. High Power 8V-30V LED.

FOLDING LED ALL-ROUND LED LIGHT
AA01126LD-P Folding LED All-Around white light.
 Stainless Tubing with plastic base and top. 

1W Cool white LED. 8-30 V. 36 Lumens.
 396mm H x 57.5mm Dia.

NAVIGATION LIGHTS
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LED FOLDING ALL-ROUND WHITE LIGHT

FOLDING ALL-ROUND WHITE LIGHT
w/ Incandescent Bulb

FOLDING ALL-ROUND WHITE LIGHT
w/ Incandescent Bulb. 12V 8W.

Folding LED All-Around white light. 2-5/16" Diameter.
Stainless tubing with Plastic base and top. 

AA00126LD 9 1/2" height. LED.
AA00126LLD 25" height. LED.

AA00126 9 1/2" Height.
AA00126L 25" Height.

AA00106B Replacement bulb for AA00126 and 
AA00126L.  12V 8W.

AA00126LD-L Replacement Lens for AA00126, 
AA00126-L, AA00126LD, AA00126LLD

AA00195BLED Replacement LED bulb for AA00126 & AA00126L
AA00126LD-B Economy Replacement LED bulb for AA00126 & AA00126L

AA00195BLED Replacement LED bulb for AA00116 
and AA00116-L

LED Conversion Bulb

LED Conversion Bulb LED Conversion Bulb

Folding All-Around White Light. Stainless Tubing.
ABS body. 

AA00116 Height 9 1/2". 12V 10W
AA00116-L Height 25". 12V 10W.

AAP00948-10   Spare Bulb for AA00116, AA00116-L.

FOLDING ALL-ROUND WHITE LIGHT
w/ Incandescent Bulb
AA00113 Fold-Down All-Around Wihtie Light.
 2 x 5W Bulbs.
 Stainless Tube iwth Chromed Zinc Base. 

Base 2-1/4" x 5/8". Height 10".

AA00106B Replacement bulb for AA00113. 12V 8W.

AA00195BLED Replacement LED bulb for AA00113.

AA00110 Plug-in All-around White Light. Stainless tubing
 with Plastic base and top. 24" height. 12V 10W.

LED Conversion Bulb

PLUG-IN ALL-ROUND WHITE LIGHT
w/ Incandescent Bulb

AA00195BLED Replacement LED bulb for AA00110.

Telescoping All-round White Light. SS. 12V 8W bulb
AA00101 Max Height 8”
AA00102 Max Height 24"
AA00103 Max Height 36"

AA00101L Spare Lens for AA00101, AA00102, AA00103. 
AA00106B Spare Bulb for AA00101, AA00102, AA00103.

AA00106BLED Spare LED bulb for AA00101,
 AA00102, AA00103.

AA25021
LED All Round LIght.
Telescoping 24" - 48". 6 LEDs.  12V. 1W.
USCG & RINA 2NM Rating.

LED TELESCOPING ALL ROUND LIGHT LED TELESCOPING ALL ROUND LIGHT
Stainless Tube. Chromed Brass Base.

LED Conversion Bulb

LED MASTHEAD STEAMING
AND DECK LIGHT
AA00100LED 12V Steaming light. LED Festoon bulb 

for steaming light.
 0.7A LED deck light.
 LED Masthead Light. 0.54A.
 Maleable sides to wrap around mast.

NAVIGATION LIGHTS
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LL30429 Tri-Colour Port, Starboard and All Around 
White Light. UV stabilized ABS plastic, 
with shatter-proof acrylic lens, non mag-
netic stainless steel electrical contacts 
and a nitrile water resistant seal to provide 
reliable long life. Black.

 170mm H x 125mm W x 44mm D.

LL30439 4 Colour Light. UV stabilized ABS plastic, 
with shatter-proof acrylic lens, non mag-
netic stainless steel electrical contacts 
and a nitrile water resistant seal to provide 
reliable long life. Black.

 170mm H x 125mm W x 44mm D.

LL30804 Tri-Colour Port, Starboard and Stern Light. 
Desiged for sailboats under 12m.  These 
lights are much smaller in size without 
detracting from good design and good 
operating function. The pedestal fitting gives 
a firm attachment to the boat.

 • Material: Nylon fibre mix housing.
   Shatterproof polycarbonate lens.
 • Contacts: Brass
 • Seal: Nitrile water resistant
 • Bulb: 12V/5W
 • Luminous intensity: 5cd - Minimum vis-

ibility distance: 2 nautical miles
 • 82mm H x 40mm Dia.

TRI-COLOUR LIGHT 4 COLOUR LIGHT
Bi-Colour Port/Starboard and Stern Light 

Plus All Around White Light

TRI-COLOUR COMBINATION LIGHT

NAVIGATION LIGHTS
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For vessels up to 20m

LED Navigation Lights

For vessels up to 12m

CLASSIC LED 12
All around lights 12/24V
All round lights are screw mounted on the mast as high as possible and are connected to the central or auxiliary circuit.

Code 72164 72167
Description White Tri-colour
Housing Black

Code...72182

Classic LED 12 Bulb (BA15S) 
for All-around lights

12/24V

CLASSIC LED 12
Port - Starboard - Stern - Masthead - Bicolor light

Code 72168 72169 72170 72171 72172
Description Starboard 

Green 112,5o Port Red  
112,5o Stern White 

135o Masthead 
White 225o Bi-colour 

225o

Housing Black
Code...72183

Classic LED Kit 12 
12/24V

Meet the requirements for: 
- COLREG 72
- MSC 253(83)

- EN 14744:2005

- For vessels up to 12m
- Visible distance: 2nm
- 12/24V DC & 2W
- White LED light or tri-color
- Deck mounted
- Waterproof, non corrosion, non magnetic   

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

The Classic LED series of navigation lights is designed for vessels up to 12m or 20m. Made of tough UV stabilized ABS polycarbonate com-
pound with shatter-proof acrylic lens, stainless steel electrical contacts and nitrile water resistant seal to provide reliable long-life. All CLASSIC 
LED are supplied with encapsulated in silicon 12-24V LED bulb to ensure maximum energy saving, protection against humidity and a long 
lifetime of 50.000 hours. 

- For vessels up to 12m
- Visible distance: 
  Port - Starboard - Bicolor: 1nm
  Stern - Masthead: 2nm
- 12/24V DC & 2W
- Vertical mounted
- Waterproof, non corrosion, non magnetic
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For vessels up to 20m

LED Navigation Lights

For vessels up to 12m

CLASSIC LED 12
All around lights 12/24V
All round lights are screw mounted on the mast as high as possible and are connected to the central or auxiliary circuit.

Code 72164 72167
Description White Tri-colour
Housing Black

Code...72182

Classic LED 12 Bulb (BA15S) 
for All-around lights

12/24V

CLASSIC LED 12
Port - Starboard - Stern - Masthead - Bicolor light

Code 72168 72169 72170 72171 72172
Description Starboard 

Green 112,5o Port Red  
112,5o Stern White 

135o Masthead 
White 225o Bi-colour 

225o

Housing Black
Code...72183

Classic LED Kit 12 
12/24V

Meet the requirements for: 
- COLREG 72
- MSC 253(83)

- EN 14744:2005

- For vessels up to 12m
- Visible distance: 2nm
- 12/24V DC & 2W
- White LED light or tri-color
- Deck mounted
- Waterproof, non corrosion, non magnetic   

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

The Classic LED series of navigation lights is designed for vessels up to 12m or 20m. Made of tough UV stabilized ABS polycarbonate com-
pound with shatter-proof acrylic lens, stainless steel electrical contacts and nitrile water resistant seal to provide reliable long-life. All CLASSIC 
LED are supplied with encapsulated in silicon 12-24V LED bulb to ensure maximum energy saving, protection against humidity and a long 
lifetime of 50.000 hours. 

- For vessels up to 12m
- Visible distance: 
  Port - Starboard - Bicolor: 1nm
  Stern - Masthead: 2nm
- 12/24V DC & 2W
- Vertical mounted
- Waterproof, non corrosion, non magnetic
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For vessels up to 20m

LED Navigation Lights

For vessels up to 12m

CLASSIC LED 12
All around lights 12/24V
All round lights are screw mounted on the mast as high as possible and are connected to the central or auxiliary circuit.

Code 72164 72167
Description White Tri-colour
Housing Black

Code...72182

Classic LED 12 Bulb (BA15S) 
for All-around lights

12/24V

CLASSIC LED 12
Port - Starboard - Stern - Masthead - Bicolor light

Code 72168 72169 72170 72171 72172
Description Starboard 

Green 112,5o Port Red  
112,5o Stern White 

135o Masthead 
White 225o Bi-colour 

225o

Housing Black
Code...72183

Classic LED Kit 12 
12/24V

Meet the requirements for: 
- COLREG 72
- MSC 253(83)

- EN 14744:2005

- For vessels up to 12m
- Visible distance: 2nm
- 12/24V DC & 2W
- White LED light or tri-color
- Deck mounted
- Waterproof, non corrosion, non magnetic   

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

The Classic LED series of navigation lights is designed for vessels up to 12m or 20m. Made of tough UV stabilized ABS polycarbonate com-
pound with shatter-proof acrylic lens, stainless steel electrical contacts and nitrile water resistant seal to provide reliable long-life. All CLASSIC 
LED are supplied with encapsulated in silicon 12-24V LED bulb to ensure maximum energy saving, protection against humidity and a long 
lifetime of 50.000 hours. 

- For vessels up to 12m
- Visible distance: 
  Port - Starboard - Bicolor: 1nm
  Stern - Masthead: 2nm
- 12/24V DC & 2W
- Vertical mounted
- Waterproof, non corrosion, non magnetic
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LED Navigation Lights

For vessels up to 12m

CLASSIC LED 12
All around lights 12/24V
All round lights are screw mounted on the mast as high as possible and are connected to the central or auxiliary circuit.

Code 72164 72167
Description White Tri-colour
Housing Black

Code...72182

Classic LED 12 Bulb (BA15S) 
for All-around lights

12/24V
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Port - Starboard - Stern - Masthead - Bicolor light

Code 72168 72169 72170 72171 72172
Description Starboard 

Green 112,5o Port Red  
112,5o Stern White 

135o Masthead 
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225o

Housing Black
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Classic LED Kit 12 
12/24V

Meet the requirements for: 
- COLREG 72
- MSC 253(83)

- EN 14744:2005

- For vessels up to 12m
- Visible distance: 2nm
- 12/24V DC & 2W
- White LED light or tri-color
- Deck mounted
- Waterproof, non corrosion, non magnetic   

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

The Classic LED series of navigation lights is designed for vessels up to 12m or 20m. Made of tough UV stabilized ABS polycarbonate com-
pound with shatter-proof acrylic lens, stainless steel electrical contacts and nitrile water resistant seal to provide reliable long-life. All CLASSIC 
LED are supplied with encapsulated in silicon 12-24V LED bulb to ensure maximum energy saving, protection against humidity and a long 
lifetime of 50.000 hours. 

- For vessels up to 12m
- Visible distance: 
  Port - Starboard - Bicolor: 1nm
  Stern - Masthead: 2nm
- 12/24V DC & 2W
- Vertical mounted
- Waterproof, non corrosion, non magnetic
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All around lights 12/24V
All round lights are screw mounted on the mast as high as possible and are connected to the central or auxiliary circuit.
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- Deck mounted
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- Visible distance: 2 nm     
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- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
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2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

The Classic LED series of navigation lights is designed for vessels up to 12m or 20m. Made of tough UV stabilized ABS polycarbonate com-
pound with shatter-proof acrylic lens, stainless steel electrical contacts and nitrile water resistant seal to provide reliable long-life. All CLASSIC 
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CLASSIC LED 12
All around lights 12/24V
All round lights are screw mounted on the mast as high as possible and are connected to the central or auxiliary circuit.
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can be used as drilling drawing
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- Waterproof, non corrosion, non magnetic
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7217372176

72177                  72178 72179 72180 72181

- For vessels up to 20m
- Visible distance: All around: 2nm
  Tri-colour: 2nm
- 12/24V DC & 4W/ each light
- Deck mounted
- Waterproof, non corrosion, non magnetic   

CLASSIC LED 20
All around lights

Code 72176 72173
Description Signal White 

360o Tricolour 
360o

Housing Black

For vessels up to 20m

Code...72184

Classic LED 20 Bulb 
(BAY15D)
12/24V

- For vessels up to 20m
- Visible distance: 2nm
- 12/24V DC & 4W
- Deck mounted
- Waterproof, non corrosion, non magnetic

-For vessels up to 20m
-Visible distance: Port - Starboard - Bicolor: 2nm
       Stern: 2nm - Masthead: 3nm
-12/24V DC & 4W
-Vertical mounted
-Waterproof, non corrosion, non magnetic   

Classic LED 20
All-around & tri-colour light, 12V/24V
The tri-colour and white navigation light features an improved bulb holder, simplified wiring installation and compact two-pieces 
design. This is one compact product with protection against electrolysis and easier and more effective electric connection.

Code.......72189

To change the bulb follow the instructions as indicated in the pictures. 

Unscrew the casing 
by turning it  
anti-clockwise

Pull the casing 
and change the 
bulbs needed

Place the casing by 
matching the lugs 
to the relevant slots 
and turning clockwise 

CLASSIC LED 20
Port - Starboard - Stern - Masthead - Bicolor light

Code 72177 72178 72179 72180 72181
Description Starboard Green 

112,5o Port Red 112,5o Stern White 135o Masthead White 
225o Bi-colour 225o

Housing Black

Code...72184

Code...72184

Classic LED 20 Bulb 
(BAY15D)

12/24V

Classic LED 20 Bulb 
(BAY15D)

12/24V

Electric
Diagram

LED Navigation Lights
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LEDFOS

72164 72167

72168                  72169                  72170                  72171                  72172                  
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For vessels up to 20m

LED Navigation Lights

For vessels up to 12m

CLASSIC LED 12
All around lights 12/24V
All round lights are screw mounted on the mast as high as possible and are connected to the central or auxiliary circuit.

Code 72164 72167
Description White Tri-colour
Housing Black

Code...72182

Classic LED 12 Bulb (BA15S) 
for All-around lights

12/24V

CLASSIC LED 12
Port - Starboard - Stern - Masthead - Bicolor light

Code 72168 72169 72170 72171 72172
Description Starboard 

Green 112,5o Port Red  
112,5o Stern White 

135o Masthead 
White 225o Bi-colour 

225o

Housing Black
Code...72183

Classic LED Kit 12 
12/24V

Meet the requirements for: 
- COLREG 72
- MSC 253(83)

- EN 14744:2005

- For vessels up to 12m
- Visible distance: 2nm
- 12/24V DC & 2W
- White LED light or tri-color
- Deck mounted
- Waterproof, non corrosion, non magnetic   

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

The Classic LED series of navigation lights is designed for vessels up to 12m or 20m. Made of tough UV stabilized ABS polycarbonate com-
pound with shatter-proof acrylic lens, stainless steel electrical contacts and nitrile water resistant seal to provide reliable long-life. All CLASSIC 
LED are supplied with encapsulated in silicon 12-24V LED bulb to ensure maximum energy saving, protection against humidity and a long 
lifetime of 50.000 hours. 

- For vessels up to 12m
- Visible distance: 
  Port - Starboard - Bicolor: 1nm
  Stern - Masthead: 2nm
- 12/24V DC & 2W
- Vertical mounted
- Waterproof, non corrosion, non magnetic
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FOS LED 12 
Stern light side mount 135ο

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
-  Waterproof, non-corrosive, non-magnetic
-  Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 65gr/pc Code 71301 71302

Housing Black White

Dimensions are in mm

FOS LED 12 
Masthead light 225ο

Code 71303 71304

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm     
- 12-15 V DC & 1W
- White LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 
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LED Navigation Lights

FOS LED series of navigation lights are designed to save power comsumption on board and offer reliability, efficiency and optimal vis-
ibility at sea. This new series of led navigation lights is suitable for vessels up to 12m or 20m for enhanced safety. Led technology provides 
supreme efficiency with up to 80% less power comsumption compared to conventional bulbs. Their completely sealed unit ensures durability 
and safety.

Meet the requirements for: 
- COLREG 72
- MSC 253(83)

- IEC 60945:2002
- EN 14744:2005
- ABYC A-16.1997

- IP67
&

USCG Approval

FOS LED 12
Port & Starboard light side mount 112.5ο

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 65gr/pc

Code 71299 71300

Housing Black White

Dimensions are in mm

For vessels up to 12m

LL71299
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FOS LED 12 
Stern light side mount 135ο

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
-  Waterproof, non-corrosive, non-magnetic
-  Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 65gr/pc Code 71301 71302

Housing Black White

Dimensions are in mm

FOS LED 12 
Masthead light 225ο

Code 71303 71304

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm     
- 12-15 V DC & 1W
- White LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 
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LED Navigation Lights

FOS LED series of navigation lights are designed to save power comsumption on board and offer reliability, efficiency and optimal vis-
ibility at sea. This new series of led navigation lights is suitable for vessels up to 12m or 20m for enhanced safety. Led technology provides 
supreme efficiency with up to 80% less power comsumption compared to conventional bulbs. Their completely sealed unit ensures durability 
and safety.

Meet the requirements for: 
- COLREG 72
- MSC 253(83)

- IEC 60945:2002
- EN 14744:2005

- ABYC A-16.1997
- IP67

&
USCG Approval

FOS LED 12
Port & Starboard light side mount 112.5ο

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 65gr/pc

Code 71299 71300

Housing Black White

Dimensions are in mm

For vessels up to 12m
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FOS LED 12 
Stern light side mount 135ο

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
-  Waterproof, non-corrosive, non-magnetic
-  Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 65gr/pc Code 71301 71302

Housing Black White

Dimensions are in mm

FOS LED 12 
Masthead light 225ο

Code 71303 71304

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm     
- 12-15 V DC & 1W
- White LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 
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LED Navigation Lights

FOS LED series of navigation lights are designed to save power comsumption on board and offer reliability, efficiency and optimal vis-
ibility at sea. This new series of led navigation lights is suitable for vessels up to 12m or 20m for enhanced safety. Led technology provides 
supreme efficiency with up to 80% less power comsumption compared to conventional bulbs. Their completely sealed unit ensures durability 
and safety.

Meet the requirements for: 
- COLREG 72
- MSC 253(83)

- IEC 60945:2002
- EN 14744:2005

- ABYC A-16.1997
- IP67

&
USCG Approval

FOS LED 12
Port & Starboard light side mount 112.5ο

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 65gr/pc

Code 71299 71300

Housing Black White

Dimensions are in mm

For vessels up to 12m
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FOS LED 12 
Stern light side mount 135ο

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
-  Waterproof, non-corrosive, non-magnetic
-  Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 65gr/pc Code 71301 71302

Housing Black White

Dimensions are in mm

FOS LED 12 
Masthead light 225ο

Code 71303 71304

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm     
- 12-15 V DC & 1W
- White LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 
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LED Navigation Lights

FOS LED series of navigation lights are designed to save power comsumption on board and offer reliability, efficiency and optimal vis-
ibility at sea. This new series of led navigation lights is suitable for vessels up to 12m or 20m for enhanced safety. Led technology provides 
supreme efficiency with up to 80% less power comsumption compared to conventional bulbs. Their completely sealed unit ensures durability 
and safety.

Meet the requirements for: 
- COLREG 72
- MSC 253(83)

- IEC 60945:2002
- EN 14744:2005
- ABYC A-16.1997

- IP67
&

USCG Approval

FOS LED 12
Port & Starboard light side mount 112.5ο

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 65gr/pc

Code 71299 71300

Housing Black White

Dimensions are in mm

For vessels up to 12m
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FOS LED 12 
Bi-color light side mount

Code 71305 71306

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White

Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

FOS LED 12 
Tricolor light

FOS LED 12 
Tricolor & Anchor light

Code 71309 71310

Housing Black White

Code 71311 71312

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1+1+2 nm     
- 12-15 V DC & 1,5W
- Red, Green & White LED light             
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

- For vessels up to 12m
- Visible distance: 1+1+2 nm & Anchor light 2nm               
- 12-15 V DC & 3W
- Red, Green & White LED light     
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M4,8x60mm 
2. Wire length 0.6m, 3. Double-side adhesive 
sticker that can be used as drilling drawing
- Weight: 160gr/pc 
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LED Navigation Lights

For vessels up to 12m
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FOS LED 12 
Bi-color light side mount

Code 71305 71306

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White

Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

FOS LED 12 
Tricolor light

FOS LED 12 
Tricolor & Anchor light

Code 71309 71310

Housing Black White

Code 71311 71312

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1+1+2 nm     
- 12-15 V DC & 1,5W
- Red, Green & White LED light             
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

- For vessels up to 12m
- Visible distance: 1+1+2 nm & Anchor light 2nm               
- 12-15 V DC & 3W
- Red, Green & White LED light     
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M4,8x60mm 
2. Wire length 0.6m, 3. Double-side adhesive 
sticker that can be used as drilling drawing
- Weight: 160gr/pc 
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LED Navigation Lights

For vessels up to 12m
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FOS LED 12 
Bi-color light side mount

Code 71305 71306

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White

Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

FOS LED 12 
Tricolor light

FOS LED 12 
Tricolor & Anchor light

Code 71309 71310

Housing Black White

Code 71311 71312

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1+1+2 nm     
- 12-15 V DC & 1,5W
- Red, Green & White LED light             
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

- For vessels up to 12m
- Visible distance: 1+1+2 nm & Anchor light 2nm               
- 12-15 V DC & 3W
- Red, Green & White LED light     
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M4,8x60mm 
2. Wire length 0.6m, 3. Double-side adhesive 
sticker that can be used as drilling drawing
- Weight: 160gr/pc 
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FOS LED 12 
Bi-color light side mount

Code 71305 71306

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White

Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

FOS LED 12 
Tricolor light

FOS LED 12 
Tricolor & Anchor light

Code 71309 71310

Housing Black White

Code 71311 71312

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1+1+2 nm     
- 12-15 V DC & 1,5W
- Red, Green & White LED light             
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

- For vessels up to 12m
- Visible distance: 1+1+2 nm & Anchor light 2nm               
- 12-15 V DC & 3W
- Red, Green & White LED light     
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M4,8x60mm 
2. Wire length 0.6m, 3. Double-side adhesive 
sticker that can be used as drilling drawing
- Weight: 160gr/pc 
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FOS LED 12 
Bi-color light side mount

Code 71305 71306

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White

Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

FOS LED 12 
Tricolor light

FOS LED 12 
Tricolor & Anchor light

Code 71309 71310

Housing Black White

Code 71311 71312

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1+1+2 nm     
- 12-15 V DC & 1,5W
- Red, Green & White LED light             
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

- For vessels up to 12m
- Visible distance: 1+1+2 nm & Anchor light 2nm               
- 12-15 V DC & 3W
- Red, Green & White LED light     
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M4,8x60mm 
2. Wire length 0.6m, 3. Double-side adhesive 
sticker that can be used as drilling drawing
- Weight: 160gr/pc 
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FOS LED 12 
Bi-color light side mount

Code 71305 71306

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 150gr/pc 

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White

Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

FOS LED 12 
Tricolor light

FOS LED 12 
Tricolor & Anchor light

Code 71309 71310

Housing Black White

Code 71311 71312

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1+1+2 nm     
- 12-15 V DC & 1,5W
- Red, Green & White LED light             
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 

- For vessels up to 12m
- Visible distance: 1+1+2 nm & Anchor light 2nm               
- 12-15 V DC & 3W
- Red, Green & White LED light     
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M4,8x60mm 
2. Wire length 0.6m, 3. Double-side adhesive 
sticker that can be used as drilling drawing
- Weight: 160gr/pc 
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FOS LED 12 
Port & Starboard lights side 
recesed mount 112.5ο

Code 71315 71316

Housing Black White

Dimensions are in mm

FOS LED 12 
Port & Starboard lights deck mount 112.5ο

Code 71317 71318

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Recessed  Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x13mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 75gr/pc

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc

LED Navigation Lights

For vessels up to 12m

FOS LED 12 
Port & Starboard lights 112.5ο

Code 71313 71314

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc
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FOS LED 12 
Port & Starboard lights side 
recesed mount 112.5ο

Code 71315 71316

Housing Black White

Dimensions are in mm

FOS LED 12 
Port & Starboard lights deck mount 112.5ο

Code 71317 71318

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Recessed  Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x13mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 75gr/pc

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc

LED Navigation Lights

For vessels up to 12m

FOS LED 12 
Port & Starboard lights 112.5ο

Code 71313 71314

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc
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FOS LED 12 
Port & Starboard lights side 
recesed mount 112.5ο

Code 71315 71316

Housing Black White

Dimensions are in mm

FOS LED 12 
Port & Starboard lights deck mount 112.5ο

Code 71317 71318

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Recessed  Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x13mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 75gr/pc

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc

LED Navigation Lights

For vessels up to 12m

FOS LED 12 
Port & Starboard lights 112.5ο

Code 71313 71314

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc
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FOS LED 12 
Port & Starboard lights side 
recesed mount 112.5ο

Code 71315 71316

Housing Black White

Dimensions are in mm

FOS LED 12 
Port & Starboard lights deck mount 112.5ο

Code 71317 71318

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Recessed  Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x13mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 75gr/pc

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc

LED Navigation Lights

For vessels up to 12m

FOS LED 12 
Port & Starboard lights 112.5ο

Code 71313 71314

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc
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FOS LED 12 
Port & Starboard lights side 
recesed mount 112.5ο

Code 71315 71316

Housing Black White

Dimensions are in mm

FOS LED 12 
Port & Starboard lights deck mount 112.5ο

Code 71317 71318

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Recessed  Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x13mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 75gr/pc

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc

LED Navigation Lights

For vessels up to 12m

FOS LED 12 
Port & Starboard lights 112.5ο

Code 71313 71314

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc
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FOS LED 12 
Port & Starboard lights side 
recesed mount 112.5ο

Code 71315 71316

Housing Black White

Dimensions are in mm

FOS LED 12 
Port & Starboard lights deck mount 112.5ο

Code 71317 71318

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Recessed  Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x13mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 75gr/pc

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc

LED Navigation Lights

For vessels up to 12m

FOS LED 12 
Port & Starboard lights 112.5ο

Code 71313 71314

Housing Black White

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm
- 12-15 V DC & 0.5W
- Red & Green LED light
- Side Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screws DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can 
be used as drilling drawing
- Weight: 60gr/pc
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FOS LED 12 
Stern light deck mount 135ο

Code 71319 71320

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 55gr/pc  

FOS LED 20 Set Port & Starboard sidelights 112.5ο

Code 71968 71969

Housing Black White

FOS LED 12 
Bi-color light deck mount

Code 71321 71322

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 90gr/pc 

- For vessels up to 20m                                   - Visible distance: 2 nm
- 12-24 V DC & 1.5 W                                      - Red & Green LED light
- Vertical Mounted                                            - Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm (2 pieces per item, total 4 pieces), 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as drilling drawing
- Weight: 155gr/pc
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LED Navigation Lights

For vessels up to 12m

For vessels up to 20m

FOS LED 20 Stern light side mount, 135ο

Code 71970 71971

Housing Black White

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 1.5 W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 165gr/pc
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FOS LED 12 
Stern light deck mount 135ο

Code 71319 71320

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 55gr/pc  

FOS LED 20 Set Port & Starboard sidelights 112.5ο

Code 71968 71969

Housing Black White

FOS LED 12 
Bi-color light deck mount

Code 71321 71322

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 90gr/pc 

- For vessels up to 20m                                   - Visible distance: 2 nm
- 12-24 V DC & 1.5 W                                      - Red & Green LED light
- Vertical Mounted                                            - Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm (2 pieces per item, total 4 pieces), 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as drilling drawing
- Weight: 155gr/pc
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LED Navigation Lights

For vessels up to 12m

For vessels up to 20m

FOS LED 20 Stern light side mount, 135ο

Code 71970 71971

Housing Black White

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 1.5 W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 165gr/pc
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FOS LED 12 
Stern light deck mount 135ο

Code 71319 71320

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 55gr/pc  

FOS LED 20 Set Port & Starboard sidelights 112.5ο

Code 71968 71969

Housing Black White

FOS LED 12 
Bi-color light deck mount

Code 71321 71322

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 90gr/pc 

- For vessels up to 20m                                   - Visible distance: 2 nm
- 12-24 V DC & 1.5 W                                      - Red & Green LED light
- Vertical Mounted                                            - Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm (2 pieces per item, total 4 pieces), 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as drilling drawing
- Weight: 155gr/pc
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LED Navigation Lights

For vessels up to 12m

For vessels up to 20m

FOS LED 20 Stern light side mount, 135ο

Code 71970 71971

Housing Black White

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 1.5 W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 165gr/pc

59

71319
71320

38
,5

55
, 7

13
,2

Ø4

Ø7

6

55
,

13
,2

43

71968

71969
65

90

7,2 38

25
20

43

Ø4
,5

Ø8
,5

Ø4
,5

38 7,2 65

90

71321

71322

Ø7

Ø4

69
,3

29
,3

7

69
,3

40

61,6

39
,5

6

71970

71971

����

�
�
�
�

��

�

����

�
�
�
8

�
�

��

Ø
8
�
�

Ø
�
�
�

www.lalizas.com

FOS LED 12 
Stern light deck mount 135ο

Code 71319 71320

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 55gr/pc  

FOS LED 20 Set Port & Starboard sidelights 112.5ο

Code 71968 71969

Housing Black White

FOS LED 12 
Bi-color light deck mount

Code 71321 71322

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 90gr/pc 

- For vessels up to 20m                                   - Visible distance: 2 nm
- 12-24 V DC & 1.5 W                                      - Red & Green LED light
- Vertical Mounted                                            - Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm (2 pieces per item, total 4 pieces), 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as drilling drawing
- Weight: 155gr/pc
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LED Navigation Lights

For vessels up to 12m

For vessels up to 20m

FOS LED 20 Stern light side mount, 135ο

Code 71970 71971

Housing Black White

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 1.5 W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 165gr/pc
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FOS LED 12 
Stern light deck mount 135ο

Code 71319 71320

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 55gr/pc  

FOS LED 20 Set Port & Starboard sidelights 112.5ο

Code 71968 71969

Housing Black White

FOS LED 12 
Bi-color light deck mount

Code 71321 71322

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 90gr/pc 

- For vessels up to 20m                                   - Visible distance: 2 nm
- 12-24 V DC & 1.5 W                                      - Red & Green LED light
- Vertical Mounted                                            - Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm (2 pieces per item, total 4 pieces), 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as drilling drawing
- Weight: 155gr/pc
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LED Navigation Lights

For vessels up to 12m

For vessels up to 20m

FOS LED 20 Stern light side mount, 135ο

Code 71970 71971

Housing Black White

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 1.5 W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 165gr/pc
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FOS LED 12 
Stern light deck mount 135ο

Code 71319 71320

Housing Black White Dimensions are in mm

- For vessels up to 12m
- Visible distance: 2 nm
- 12-15 V DC & 0.5W
- White LED light
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that can be 
used as drilling drawing
- Weight: 55gr/pc  

FOS LED 20 Set Port & Starboard sidelights 112.5ο

Code 71968 71969

Housing Black White

FOS LED 12 
Bi-color light deck mount

Code 71321 71322

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels up to 12m
- Visible distance: 1 nm     
- 12-15 V DC & 1W
- Red & Green LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 90gr/pc 

- For vessels up to 20m                                   - Visible distance: 2 nm
- 12-24 V DC & 1.5 W                                      - Red & Green LED light
- Vertical Mounted                                            - Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm (2 pieces per item, total 4 pieces), 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as drilling drawing
- Weight: 155gr/pc
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LED Navigation Lights

For vessels up to 12m

For vessels up to 20m

FOS LED 20 Stern light side mount, 135ο

Code 71970 71971

Housing Black White

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 1.5 W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 165gr/pc
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FOS LED 20 
Masthead light 225ο

FOS LED 20 
Bi-color light, side mount

Code 71972 71973

Housing Black White

Code 71974 71975

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 3 nm
- 12-24 V DC & 3W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm  
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 235gr/pc

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 3W
- Red & Green LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 235gr/pc
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LED Navigation Lights

For vessels up to 20m

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 
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FOS LED 20 
Masthead light 225ο

FOS LED 20 
Bi-color light, side mount

Code 71972 71973

Housing Black White

Code 71974 71975

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 3 nm
- 12-24 V DC & 3W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm  
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 235gr/pc

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 3W
- Red & Green LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 235gr/pc
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LED Navigation Lights

For vessels up to 20m

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 
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FOS LED 20 
Masthead light 225ο

FOS LED 20 
Bi-color light, side mount

Code 71972 71973

Housing Black White

Code 71974 71975

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 3 nm
- 12-24 V DC & 3W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm  
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 235gr/pc

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 3W
- Red & Green LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 235gr/pc
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LED Navigation Lights

For vessels up to 20m

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 
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FOS LED 20 
Masthead light 225ο

FOS LED 20 
Bi-color light, side mount

Code 71972 71973

Housing Black White

Code 71974 71975

Housing Black White

Dimensions are in mm

Dimensions are in mm

- For vessels between 12-20m
- Visible distance: 3 nm
- 12-24 V DC & 3W
- White LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm  
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 235gr/pc

- For vessels between 12-20m
- Visible distance: 2 nm
- 12-24 V DC & 3W
- Red & Green LED light
- Vertical Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included: 
1. Screw DIN7981 / ISO 7049 M4.2x32mm 
2. 1.2m length of wire per product, 
3. double-side adhesive sticker that can be used as 
drilling drawing
- Weight: 235gr/pc
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LED Navigation Lights

For vessels up to 20m

FOS LED 12 & 20
All-Round light 360ο

Code 71307 71308

Housing Black White Dimensions are in mm

- For vessels up to 20m
- Visible distance: 2 nm     
- 12-24 V DC & 1,5W
- White LED light                
- Deck Mounted
- Last for 50.000 hours
- Waterproof, non-corrosive, non-magnetic
- Included:  
1. Screw DIN7981 / ISO 7049 M3.5x32mm 
2. Wire length 0.6m 
3. Double-side adhesive sticker that 
can be used as drilling drawing
- Weight: 95gr/pc 
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DHR40 LED
The DHR40 LED, our most compact navigation light with LED technology. Ideally suited for small and 
agile vessels, because of its excellent visibility characteristics at high vertical angles. With a well thought 
out design, where style meets functionality, the DHR40 LED sets the standard in navigation lighting. 
Another distinctive feature is the availability of a flashing option. The use of automotive leds and high 
quality components assures the most robust and durable in its class. Interference noise does not occur 
and with a 50.000 hour lifetime it reduces expensive maintenance costs to a minimum.

We Proudly Present The DHR-LED Collection. Long Operational Lifetime, Maintenance Free And Energy Saving
DHR-LED COLLECTION       Made in Holland

6 Version 2.0 June 2016

Den Haan Rotterdam

DIMENSIONS

All dimensions in mm.
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Den Haan Rotterdam

DIMENSIONS

All dimensions in mm.

Ø70 74
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Base mounting
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DH40010000 Starboard.  2 NM Visibility.  Green LED. 3W Power.
DH40020000 Port. 2 NM Visibility.  Red LED. 3W Power.
DH40030000 Masthead. 3 NM Visibility.  White LED. 3W Power.
DH40040000 Stern. 2 NM Visibility.  White LED. 3W Power.

DH40060000 All-round. 2 NM Visibility.  White LED. 3W Power.

SPECIFICATIONS
Power Supply: 24VDC
Lifetime: 50,000 Hrs
Visibility: 2 NM - 3 NM
Operation Temperature: -25 to +55 ˚C
Protection Class: IP66
Approval: MED96/98/EC Wheelmark
Compliance with COLREG 72.

APPLICATION
Small vessels for inland navigation
Seagoing vessels up to 20 m of length

MATERIALS
Housing: Seawater resistant aluminium, hard anodised, matt black
Lens: Borosilicate glass. LED driver: epoxy potted
Base: Delrin black

DHR60 LED
The DHR60 LED is the all-rounder in the DHR LED navigation light series. Suitable for seagoing vessels 
from 20 to 50 meters and inland navigation vessels from 20 meters and longer. Due to the durable 
design and marine grade aluminium the DHR60 LED guarantees safety at sea in all weather conditions. 
The use of automotive LEDs and high quality components assures the most robust and durable product 
in its class. Interference noise does not occur and with a 50,000 hrs lifetime it reduces expensive 
maintenance costs to a minimum. On top of this, the DHR60 LED is unique in its easy serviceability, 
which makes this lantern the best choice for for safety in all weather conditions.

DH60010000 Starboard.  2 NM Visibility.  Green LED. 3W Power.
DH60020000 Port. 2 NM Visibility.  Red LED. 4.5W Power.
DH60030000 Masthead. 5 NM Visibility.  White LED. 8.5W Power.
DH60040000 Stern. 2 NM Visibility.  White LED. 3W Power. 

DH60060000 All-round. 2 NM Visibility.  White LED. 3W Power.
DH60061000 Manoeuvering. All-round. 5 NM Vis.  White LED. 9W Power.

SPECIFICATIONS
Power Supply: 24VDC
Lifetime: 50,000 Hrs
Operation Temperature: -25 to +55 ˚C
Protection Class: IPX6
Approval: MED96/98/EC Wheelmark
Compliance with COLREG 72

APPLICATION
For all types of inland navigation vessels
Seagoing vessels up to 50m of length

MATERIALS
Housing: Seawater resistant aluminium, hard anodised, matt black
Lens: Borosilicate glass. LED driver: epoxy potted
Base: Delrin black

6 Version 2.5 June 2016

Den Haan Rotterdam

DIMENSIONS

All dimensions in mm.

120

120Ø8,5

160

169

6 Version 2.5 June 2016

Den Haan Rotterdam

DIMENSIONS

All dimensions in mm.

120

120Ø8,5

160

169



19

Victory LIGHTING

For the most up to date product information, visit   www.victory-products.com 19

DHR-LED COLLECTION       Made in Holland

DH80010000 Starboard.  3 NM Visibility.  Green LED. 5.9W Power.
DH80020000 Port. 3 NM Visibility.  Red LED. 6.0W Power.
DH80030000 Masthead. 6 NM Visibility.  White LED. 17.9W Power.
DH80040000 Stern. 3 NM Visibility.  White LED. 5.7W Power. 

DH80060000 All-round. 3 NM Visibility.  White LED. 6.0W Power.

MATERIALS
Housing: Seawater resistant aluminium, hard anodised, matt black
Lens: Borosilicate glass LED driver: epoxy potted
Base: Polyamide black

6 Version 2.4 June 2016

Den Haan Rotterdam

DIMENSIONS

Ø11

155

155

200

180

All dimensions in mm.

6 Version 2.4 June 2016

Den Haan Rotterdam

DIMENSIONS

Ø11

155

155

200

180

All dimensions in mm.

SPECIFICATIONS
Power Supply: 24VDC
Lifetime: 50,000 Hrs
Operation Temperature: -25 to +55 ˚C
Protection Class: IPX6
Approval: MED96/98/EC Wheelmark
Compliance with COLREG 72

APPLICATION
For all types of inland navigation vessels
Seagoing vessels up to 50m of length

DHR80 LED
With the all new DHR80 LED, vessels with a length of over 50 meters can also be fitted with DHR LED 
Technology. Its modern, innovative and rugged design makes the DHR80 LED yet another standard in 
navigation lighting. The use of automotive LEDs and high quality components assures the most robust 
and durable product in its class. Interference noise does not occur and with a 50,000 hrs lifetime it 
reduces expensive maintenance costs to a minimum. On top of this, the DHR80 LED is unique in its 
easy serviceability, which makes it the best choice for safety in all weather conditions.

AA01619-WH  White.
AA01619-BK  Black.

LED DECK LIGHT, 10-30VDC
• Material: Aluminum alloy, PC lens,
  S.S.304 bracket
• LED Type: 6 x 1W cool white LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 5000~5650K
• Size: 153.3mm x 37.4mm
• Effective Lumen: 680LM
• Wattage: 8.4W
• Voltage: 10-30VDC
• IP65
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AA01614WH Cool White.

AA01650 Cool White.

LED REMOTE CONTROL SPOT LIGHT
• Material: PC housing, nylon base
• LED Type: 9 x 3W Cool white
• LED Lifetime: 50000hrs
• Beam Angle: 110°
• Color Temperature: 5500-6300K
• Effective Lumen: 545LM
• Wattage: 20.5W
• Voltage: 10-30 VDC
• Rotation: 355° & E 70°
• With RF remote control,
remote control distance: 50M
• With 4M cable
• IP67

LED SPOT LIGHT
• Material: Aluminum Alloy And S.S.304 U Bracket
• LED Type: 9 x 3W Cool White
• LED Lifetime: 50000hrs
• Beam Angle: 110°
• Color Temperature: 5500-6300K
• Effective Lumen: 900LM
• Wattage: 20.5W
• Voltage: 8-30 VDC
• Waterproof

SPOT LIGHTS

LARGER SIZES of DHR LED ARE AVAILABLE. PLEASE CONTACT US FOR DETAILS
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AA01513-SQ  110.0mm x 135.0mm Square

LED SPOT LIGHT, W/ COOL WHITE LED
• Material: Aluminum alloy, acrylic lens, S.S. 304 
bracket
• LED Type: 6 x 3W Cool white LED
• LED Lifetime: 50000hrs
• Beam Angle: 15°
• Color Temperature: 6000-6500K
• Effective Lumen: 1500LM/ 18W
• Voltage: 10-30 VDC
• IP67

LED SPOT LIGHT, W/ COOL WHITE LED
• Material: Aluminum alloy, acrylic lens, S.S. 304 
bracket
• LED Type: 6 x 3W Cool white LED
• LED Lifetime: 50000hrs
• Beam Angle: 15°
• Color Temperature: 6000-6500K
• Effective Lumen: 1500LM/ 18W
• Voltage: 10-30 VDC
• IP67

AA01513-RN  110.0mm Dia. Round

116mm

13
5m

m

43mm

13
5m

m

110mm
38mm

HIGH POWER LED SPREADER LIGHT
AA00808LED Waterproof LED Spotlight.
 9V - 36V.  11 Watts.
 White Cover. 4 - 5/16" x 4"

LED SPREADER LIGHT
Mirror Polished Stainless. 4" Diameter.
10-30V. 18 x 2 W LED. 1100 lumens. IP68 Waterproof.

AA00803WBD Swivel Mounting.
AA00804WBD Fixed Mounting.
AA01603BLED Replacement LED beam for AA00803
 and AA00804. 

AA00803WBD

AA00804WBD

SPOT LIGHTS

UNDERWATER LIGHTS

AA01603WBD Manually Operated Remote Spotlight. 
Cabin Roof mount with inside handle for 
pan & tilt adjustment. Stainless Steel.

 10-30V. 18 x 2W LED. 1100 lumens.
 203mm (8") above deck.

AA01603BLED Spare LED Beam for AA01603WBD

LED MANUAL REMOTE SPOTLIGHT

AA00399-6WH Cool White. 6 x LEDs. 363 LM.
AA00399-6BU Blue. 6 x LEDs. 159 LM.

AA00806BKD Black Housing.
AA00806WHD White Housing.

PDF created with pdfFactory Pro trial version www.pdffactory.com

PDF created with pdfFactory Pro trial version www.pdffactory.com

UNDERWATER LIGHT
Waterproof IP68
• Surface mount
• Material: Anti-Corrosion & chemically resistant
  polymer
• LED Type: 3W LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 5500-6300K
• Size: 92.0mm(Dia.), 22.0mm(Thickness)
• Wattage: 12W
• Voltage: 10-30VDC
• With 1.5M wires LED Adjustable Utility Floodlight, 

10-30VDC
• Material: Rubber housing + S.S. 304 Hardware
• w/LD16346-WH LED Beam (18pcs x 2W White LED)
• Size: 110mm(Dia.)
• Effective Lumen: 1100LM
• Voltage: 10-30VDC
• IP68
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UNDERWATER LIGHT.
Illumination increased by 2 times with a
secondary optical lens used
Waterproof IP68
• Surface mount
• Material: S.S. 316
• LED Type: 9 x 3W LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 5500-6300K
• Size: 94.0mm(Dia.), 21.0mm(Thickness)
• To be placed on the transom at the lowest possible location 
 about 3" above the bottom of the boat, make sure the inside
 of the transom is clear
• Effective Lumen: WH: 995LM; BU: 330LM
• Wattage: 21.6W
• Voltage: 10-30VDC

AA00299-9WH Cool White
AA00299-9BU Blue

AA00299-6WH Cool White
AA00299-6BU Blue
AA00299-6GN Green

UNDERWATER LIGHT
Illumination increased by 2 times with
a secondary optical lens
Waterproof IP68
• Surface mount
• Material: S.S. 316
• LED Type: 6 x 3W LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 5500-6300K
• To be placed on the transom at the lowest possible location about 3" above the bottom 

of the boat, make sure the inside of the transom is clear
• Size: 94.0mm(Dia.), 21.0mm(Thickness)
• Effective Lumen: WH: 560LM/ BU: 188LM/ GN: 180LM
• Wattage: 14.2W
• Voltage: 10-30 VDC
• With 1.5M wires

UNDERWATER LIGHT
Waterproof IP68
• Surface mount
• Material: S.S. 316
• LED Type: 4 x 3W LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Size: 137.5mm(L) x 68.0mm(W) x 24.3mm(Thickness)
• Color Temperature: 5500-6300K
• Effective Lumen: WH: 372LM
 BU: 68LM
 GN: 241LM
• Wattage: 10W
• Voltage: 10-30 VDC
• With 1.5M wires

AA00298-WH  Cool White
AA00298-BU  Blue
AA00298-GN  Green

AA00298-6WH  Cool White
AA00298-6BU  Blue
AA00298-6GN  Green

UNDERWATER LIGHT
Illumination increased by 2 times with a secondary 
optical lens used
Waterproof IP68
• Surface mount
• Material: S.S. 316
• LED Type: 6 x 3W LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Size: 137.5mm(L) x 68.0mm(W) x 24.3mm(Thickness)
• Color Temperature: 5500-6300K
• Effective Lumen: WH: 670LM
 BU: 156LM
 GN: 350LM
• Wattage: 14.2W
• Voltage: 10-30 VDC
• With 1.5M wires

UNDERWATER LIGHT
Illumination Increased by 2 Times with a
Secondary Optical Lens.
Waterproof IP68
• Surface Mount
• Material: S.S. 316
• LED Type: 10 x 3W LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 5500-6300K
• Size: 137.5mm(L) x 68.0mm(W) x 24.3mm(Thickness)
• Effective Lumen: WH: 1130LM; BU: 245LM
• Wattage: 25.2W
• Voltage: 10-30VDC
• with 1.5M Wires

AA00298-10WH Cool White
AA00298-10BU Blue

UNDERWATER LIGHTS
Under Water Light
Waterproof IP68
• Surface mount
• Material: S.S. 316
• LED Type: 4 x 3W LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 5500-6300K
• Effective Lumen: WH: 226LM / BL: 73LM
• To be placed on the transom at the lowest possible location 
 about 3" above the bottom of the boat, make sure the inside
 of the transom is clear
• Size: 94.0mm(Dia.), 21.0mm(Thickness)
• Wattage: 10.5W
• Voltage: 8-30 VDC

AA00299WH Cool White
AA00299BL Blue
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Underwater Light, w/S.S.316 Trim Ring
Waterproof IP68
• Surface mount
• Material: Plastic + S.S.316 Trim ring
• LED Type: 3W LED
• Light Angle: 15°
• Color Temperature: 5500-6300K
• Size: 160.7mm(L) x 59.2mm(W) x 22.0mm(Thickness)
• Wattage: 6SSWH: 12W; 6SSBU:11.6W
• Voltage: 10-30VDC
• With 1.5M wires

RGBW Underwater Light, w/S.S.316 Trim Ring
Waterproof IP68
• Surface mount
• Material: Plastic + S.S.316 Trim ring
• LED Type: 9 x High power "4-In-1" RGBW LED
 (3W for each color)
• Color changed by pressing switch ON-OFF
• Strobe mode (fast or slow strobe) by pressing switch to 2nd "ON"
 position, then switch off.
• Effective Lumen: WH: 575LM/ BU: 100LM/ GN: 501LM/ RD: 166LM
• Light Angle: 15°
• Color Temperature: 5500-6300K
• Wattage: 18W
• Size: 160mm x 78.5mm, 23.6mm(Thickness)
• Voltage: 10-30 VDC

Underwater Light, w/S.S.316 Trim Ring
Waterproof IP68
• Surface mount
• Material: Plastic + S.S.316 Trim ring
• LED Type: 14 x 3W LED
• Light Angle: 15°
• Color Temperature: 5500-6300K
• Size: 200.5mm(L) x 83.4mm(W) x 23.6mm(Thickness)
• Wattage: 30W
• Voltage: 10-30VDC
• With 1.5M wires

Underwater Light, w/S.S.316 Trim Ring
Waterproof IP68
• Surface mount
• Material: Plastic + S.S.316 Trim ring
• LED Type: 3W LED
• Light Angle: 15°
• Color Temperature: 5500-6300K
• Size: 92.0mm(Dia.), 22.0mm(Thickness)
• Wattage: 6SSWH: 12W; 6SSBU: 11.6W
• Voltage: 10-30VDC
• With 1.5M wires

RGBW Underwater Light, w/S.S.316 Trim Ring
Waterproof IP68
• Surface mount
• Material: Plastic + S.S.316 Trim ring
• LED Type: 9 x High power "4-In-1" RGBW LED
 (3W for each color)
• Color changed by pressing switch ON-OFF
• Strobe mode (fast or slow strobe) by pressing switch to 2nd "ON"
 position, then switch off.
• Effective Lumen: WH: 696LM/ BU: 246LM/ GN: 878LM/ RD: 383LM
• Light Angle: 75°
• Color Temperature: 5500-6300K
• Wattage: 18W
• Size: 119.4mm(Dia.), 23.6mm(Thickness)
• Voltage: 10-30 VDC

LED Underwater Light, w/S.S.316 Trim Ring
Waterproof IP68
• Surface mount
• Material: Plastic + S.S.316 Trim ring
• LED Type: 9 x 3W LED
• Light Angle: 15°
• Color Temperature: 5500-6300K
• Wattage: 18W
• Voltage: 10-30 VDC
• Size: 119.4mm(Dia.)
• With 18 gauge wires, 1.5M cable
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AA00398-6SSWH Cool White. 6 x LEDs. 710 LM.
AA00398-6SSBU  Blue. 6 x LEDs. 159 LM.

AA00398-9SSRGBW 4 Colours. Red/Green/Blue/White. 9 x LEDs.

AA00398-14SSWH Cool White. 14 x LEDs. 1550 LM.
AA00398-14SSBU Blue. 14 x LEDs. 375 LM.

AA00399-6SSWH Cool White. 6 x LEDs. 561 LM.
AA00399-6SSBU  Blue. 6 x LEDs. 159 LM.

AA00399-9SSRGBW 4 Colours. 9 x LEDs.

AA00399-9SSWH Cool White. 9 x LEDs.
  1100 LM.
AA00399-9SSBU  Blue. 9 x LEDs.
  238 LM.

UNDERWATER LIGHTS



23

Victory LIGHTING

For the most up to date product information, visit   www.victory-products.com 23

UNDERWATER LIGHTS

AA WH Cool White. 29mm O.D.  31.4mm Depth.
AA00307BU Blue. 29mm O.D.  31.4mm Depth.

AA00301-WH Cool White Light. 27 x "2835" LED.
 343 Lumens. 10-30 V.
AA00301-BU Blue Light. 27 x "2835" LED.
 74 Lumens. 10-30 V.

AA00302-WH Cool White Light. 39 x "2835" LED.
 416 Lumens. 10-30 V.
AA00302-BU Blue Light. 39 x "2835" LED.
 10-30 V.

AA00301-RGBW RGBW Multicolour Light.
 18 x RGBW LED. 12V.
 Effective Lumen: WH: 95LM/ BU: 

10.2LM/ GN: 67LM/ RD: 12LM

AA00302-RGBW RGBW Multicolour Light.
 24 x RGBW LED. 12V.
 Effective Lumen: WH: 218LM/ BU: 

34LM/ GN: 106LM/ RD: 19LM

UNDERWATER LIGHT, W/ S.S. 316
TRIM RING,
GOOD FOR PONTOON BOAT
• Surface mount
• Material: Plastic + S.S. 316 Trim ring
• Color Temperature: 5500-6300K
• Size: 95.5mm(L) x 41.5mm(W) x 23.5mm(H)
• IP68
• Can also be used out of water

UNDERWATER LIGHT, W/ S.S. 316
TRIM RING,
Good for Pontoon boat
• Surface mount
• Material: Plastic + S.S. 316 Trim ring
• Color Temperature: 5500-6300K
• Size: 120.0mm(L) x 41.5mm(W) x 23.5mm((H)
• IP68
• Can also be used out of water

TRIM TAB RGBW UNDERWATER LIGHT, 
12VDC
• Surface mount
• Material: Plastic
• LED Type: 21 x RGBW LED
• Color Temperature: 5500-6300K
• Size: 250.0mm(L) x 22.0mm(W) x 12.0mm (H).
• Voltage: 12VDC
• IP68
• Sold by the Each
• Can be used out of water too
• Color changed by switch

TRIM TAB LED UNDERWATER LIGHT, 
12-24VDC
• Surface mount
• Material: Plastic
• LED Type: 21 x "2835" 0.2W LED
• Color Temperature: 5500-6300K
• Size: 250.0mm(L) x 22.0mm(W) x 12.0mm (H).
• Wattage: 2.4W
• Voltage: 12-24VDC
• IP68
• Sold by the Each
• Can be used out of water too

AA00304-WH Cool White Light. 314 Lumens.

AA00304-BU Blue Light. 62 Lumens

AA00304-RGBW RGBW (Red,Green,Blue,White).

AA00296BU Blue LED
AA00296WH White LED

DRAIN PLUG LED LIGHT
Waterproof IP68
• Material: Chrome Plated Brass 
• LED Type: 1 x 3W LED
• LED Lifetime: 50000hrs
• Size: 26.0mm(Dia.)
• Color Temperature: 5500-6300K
• Voltage: 10-30 VDC
• With 1.5M Wires
• 1/2" NPT Thread

LED Plug Light Garboard, 10-30VDC
• Material: Brass Lacquered
• LED Type: 1 x 7W Daylight White LED
• Effective Lumen: 538LM
• 1/2" NPT Thread
• Voltage: 10-30VDC
• Waterproof IP68
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Underwater Light, w/S.S.316 Trim Ring
Waterproof IP68
• Surface mount
• Material: Plastic + S.S.316 Trim ring
• LED Type: 12 x 3W LED
• Light Angle: 15°
• Color Temperature: 5500-6300K
• Size: 134.4mm(Dia.), 23.6mm(Thickness)
• Wattage: 27W
• Voltage: 10-30VDC
• With 1.5M wires

AA00399-12SSWH Cool White. 12 x LEDs. 1450 LM.
AA00399-12SSBU Blue. 12 x LEDs. 360 LM.
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LED TRANSOM / STERN LIGHT LED TRANSOM / STERN LIGHTTRANSOM LIGHT - Waterproof
AA00148C Flush mount waterproof light.
 Chromed Brass. 6" x 3 7/8"
 Ideal for Cockpits or Showers.
 12V 10W Xenon G4.

*** LED Conversion Bulbs ***:
AA00537LED or AA00537LEDF or AA00537LED+
Replacement LED bulbs for AA00148C.

AA00144LED LED Stern Light. SS mirror polished. 
12V bulb. 3" dia.

 8-30V. 1W Cool White LED. 

AA00146LED Stainless LED Transom Light.
 5-1/8" x 3-3/8"x 1-1/2".
 8-30V. 1W Cool White LED. 

AA00281WH Warm White.  15 Lumens.

AA00281BU Blue. 3.5 Lumens.

AA00282WH Warm White.  15 Lumens.

AA00282BU Blue. 3.5 Lumens.

LED Courtesy Light, Light from Top
• Material: S.S. 304 + PC frosted lens
• LED Type: 5 x Top LEDs
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 4000-4500K
• Effective Lumen: WH: 15LM/ RD: 2.4LM/ BU: 3.5LM
• Wattage: 0.4W
• Voltage: 12VDC
• Size: 66.4mm x 19.4mm x 12.3mm(H)
• IP67

LED COURTESY LIGHT, LIGHT FROM SIDE
• Material: S.S. 304 + PC frosted lens
• LED Type: 5 x Top LEDs
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 4000-4500K
• Effective Lumen: WH: 15LM/ RD: 2.4LM/ BU: 3.5LM
• Wattage: 0.4W
• Voltage: 12VDC
• Size: 66.4mm x 19.4mm x 12.3mm(H)
• IP67

AA00203-WH  Cool White LED
AA00203-BU  Blue LED

LED Courtesy Light
• Material: PC, S.S. Trim ring
• LED Type: 2 x "3528" 0.2W LED
• Voltage: 12 VDC
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 5500-6300K
• Effective Lumen: WH: 60LM/ BU: 16LM
• Wattage: 0.6W
• IP67
• 43.4mm L x 24.4mm W x 9.6mm D

AA00159SSWH    Cool White LED
AA00159SSRD    Red LED.
AA00159SSBU    Blue LED.

LED LIGHT
For Flush Mount
• Material: PC, S.S. 304 Rim
• LED Type: 2 x 5ψLED
• LED Lifetime: 50000hrs
• Beam Angle: WH/BU: 30°; RD: 35°
• Color Temperature: 5500-6300K
• Effective Lumen: WH: 3.6LM/ BU: 1LM
            RD: 2.2LM
• Wattage: 0.21W
• Size: 85.8mm x 30.8mm
• IP67 Waterproof rating

TRANSOM LIGHTS

COURTESY LIGHTS
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 Plastic body, with 2 White LEDs.
 1 3/4" Length x 3/4" Width.
 0.4 Watts. 
AA00260-WH 2 x White LEDs
AA00260-RD 2 x Red LEDs

  LED Courtesy Dot Light. Recessed.
 1/2" Dia. O.D. x 3/8" Dia. Cutout.

AA00287W White LED.
AA00287B Blue LED.
AA00287R Red LED.

LED COURTESY LIGHT - Horizontal Beam

LED RECESSED COURTESY LIGHT

STAINLESS LED COURTESY LIGHT
 Stainless Courtesy Light. Surface Mt.
 2-3/4" L x 1-1/2" W x 3/8" H. 
AA00182SSW 5 x White LEDs. 12V x 0.4 Watt.
AA00182SSB 5 x Blue LEDs. 12V x 0.4 Watt.

LED COURTESY LIGHT - Downward Beam
 Plastic body, with 2 White LEDs.
 1 3/4" Length x 3/4" Width.
 Draws less than 2 Amps.
AA00160-WH 2 x White LEDs
AA00160-RD 2 x Red LEDs

COURTESY LIGHT - LED
12V x .21W LED.  120° Beam Angle. Splashproof.

1-1/2" Diameter.    7/8" Dia. Cutout.

AA00162-WH LED light with Clear Lens. 
AA00162-RD LED light with Red Lens.

LED COURTESY LIGHT
 White Plastic Courtesy Light. Surface Mt.
 2 3/4" L x 1 1/2" W x 3/8" D.
AA00182W 5 x White LEDs.
AA00182B 5 x Blue LEDs.

AA02062WH Daylight White. Half Moon Cover.
AA02062BU Blue. Half Moon Cover. AA02162FWH Full Ring Cover. Daylight White LED. 

AA02162FBU Full Ring Cover. Blue LED

AA02162WH Half Moon Cover (Not Shown).
 Daylight White LED. 
AA02162BU Half Moon Cover (Not Shown).
 Blue LED. 

LED Courtesy Light, w/S.S.316 Cover
• Material: Plastic + S.S. 316 half moon cover
• LED Type: 2 x 0.2W "2835" LED
• Color Temperature: 6300K (White)
• Effective Lumen: WH: 21LM; BU: 4LM
• Size: 33.1mm(Dia.)
• Voltage: 12VDC
• Wattage: 0.4W

LED Courtesy Light, w/S.S.316 Cover
• Material: Plastic + S.S. 316 cover
• LED Type: 2 x 0.2W "2835" LED
• Color Temperature: 6300K (White)
• Effective Lumen: WH/FWH: 28LM; BU/FBU: 5LM
• 53.4mm x 33mm
• Voltage: 12VDC
• Wattage: 0.4W
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AA00181WH Courtesy Light. 2 5/32" L x 11/16" W.
 5 White LEDs.
AA00181RD Courtesy Light. 2 5/32" L x 11/16" W.
 5 Red LEDs.
AA00181RW Courtesy Light. 2 5/32" L x 11/16" W.
 5 Red LEDs and 5 White LEDs.
AA00181B Courtesy Light. 3-5/32" L x 3/4" W.
 5 Blue LEDs. 12V x 0.4 Watts.

LED COURTESY LIGHT
Chromed Zinc Alloy

COURTESY LIGHTS
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AA01193WH  Warm White

LED INTERIOR LIGHT
360° Eye-Balled Rotation Revolving Light 
for Perfect Angle of
Illumination
• Material: Aluminum
• LED Type: 6 x 5ψLED in "MR-11" Type LED
• LED Lifetime: 50000hrs
• Color Temperature: 2700-3200K
• Beam Angle: 20°
• Effective Lumen: 16LM
• Voltage: 12 VDC
• Wattage: 0.5W
• Splashproof

MH8402023LED Black Plastic Courtesy Light.
 3 White LEDs. 12V.  0.025 Amps.
 2-1/4" X 2-1/2" X 15/16" Deep.
MH8402023WLED White Plastic Courtesy Light.
 3 White LEDs. 12V.  0.025 Amps.
 2-1/4" X 2-1/2" X 15/16" Deep.

LED COURTESY LIGHT

AA00325 Lacquered Brass
AA00325C Chrome Plated Brass

AA00024
With Dimmable Touch Switch. 165 Lumens.

AA00023 With Push Switch.  110 Lumens.

LED Flexible Reading Light, 10-30VDC
• Material: Aluminum, Pearl chromium
• LED Type: 1 x 3W warm white LED
• Size: 503mm(L) x 60mm(Dia.)
• Color Temperature: 2800-3200K
• Voltage: 10-30 VDC
• Wattage: 3W

LED Flexible Reading Light, 10-30VDC
• Material: Aluminum, Brushed nickel plated + Acrylic shade
• LED Type: 1 x 1W warm white LED
• Size: 491mm(L) x 45mm(Dia.)
• Color Temperature: 2800-3200K
• Voltage: 10-30 VDC
• Wattage: 1W

COURTESY LIGHTS

LED CHART LIGHTS

AA00324 Lacquered Brass
AA00324C Chrome Plated Brass

AA00326 Lacquered Brass
AA00326C Chrome Plated Brass

LED FLEXIBLE CHART
LIGHT
• Material: Brass
• LED Type: 1 x 1W Warm white
• LED Lifetime: 50000hrs
• Beam Angle: 110°
• Color Temperature: 2850-3200K
• Effective Lumen: 52LM
• Wattage: 1.2W/ 0.14A
• Voltage: 8-30 VDC
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LED MINI READING LIGHT
1 Watt LED. 8-30V

LED MINI READING LIGHT
3 Watt LED. 8-30V

LED SWIVEL READING/WALL LIGHT
3 Watt LED. 8-30V

LED SWIVEL READING/WALL LIGHT
3 Watt LED. 8-30V

LED MINI READING LIGHT
1 Watt LED. 8-30V

LED MINI READING LIGHT
1 Watt LED. 8-30V

AA00001 Brass Reading Light.
 1-9/16" Dia. Base x 3-5/16" L.

AA00001C Chromed Brass Reading Light.
 1-9/16" Dia. Base x 3-5/16" L.

AA00004 Brass Reading Light.
 2-1/8" Dia. Base x 3-5/8" L.

AA00004C Chromed Brass Reading Light.
 2-1/8" Dia. Base x 3-5/8" L.

AA00007 Brass Reading Light with Frosted Shade.
 2-1/8" Dia. Base x 4-1/8" L.

AA00007SS Stainless SS304 Reading Light with 
Frosted Shade.

 2-1/8" Dia. Base x 4-1/8" L.

AA00008 Brass Reading Light with Frosted Shade.
 2-1/8" Dia. Base x 4-5/16" L.

AA00008SS Stainless SS304 Reading Light with 
Frosted Shade.

 2-1/8" Dia. Base x 4-5/16" L.

AA00002 Brass Reading Light.
 1-9/16" Dia. Base x 3-5/16" L.

AA00002C Chromed Brass Reading Light.
  1-9/16" Dia. Base x 3-5/16" L.

AA00003 Brass Reading Light.
 1-9/16" Dia. Base x 3" L.

AA00003C Chromed Brass Reading Light.
  1-9/16" Dia. Base x 3" L.

LED MINI READING LIGHT
3 Watt LED. 8-30V

LED MINI READING LIGHT
3 Watt LED. 8-30V

LED MINI READING LIGHT
3 Watt LED. 8-30V

AA00821 Brass Reading Light.
 2-1/8" Dia. Base x 4-3/8" L.

AA00821SS Stainless SS304 Reading Light.
 2-1/8" Dia. Base x 4-3/8" L.

AA00822 Brass Reading Light.
 2-1/8" Dia. Base x 4-3/8" L.

AA00822SS Stainless SS304 Reading Light.
 2-1/8" Dia. Base x 4-3/8" L.

AA00851 Brass Reading Light.
 2-1/8" Dia. Base x 4-3/8" L.

AA00851SS Stainless SS304 Reading Light.
 2-1/8" Dia. Base x 4-3/8" L.

LED READING LIGHTS
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AA00825 Lacquered Brass. With Switch AA00823 Lacquered Brass. With Switch

AA00825C Chromed Brass. With Switch AA00823C Chromed Brass. With Switch

LED MINI READING LIGHT
• Material: Brass
• LED Type: 12pcs x 0.2W LEDs
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 2900-3200K
• Effective Lumen: 52LM/10W
• Wattage: 2W
• Voltage: 10-30VDC
• Base Size: 51.0mm(Dia.)

LED MINI READING LIGHT
• Material: Brass
• LED Type: 12pcs x 0.2W LEDs
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 2900-3200K
• Effective Lumen: 52LM/10W
• Wattage: 2W
• Voltage: 10-30VDC
• Base Size: 51.0mm(Dia.)

LED MINI READING LIGHT
• Material: Brass
• LED Type: 12pcs x 0.2W LEDs
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 2900-3200K
• Effective Lumen: 52LM/10W
• Wattage: 2W
• Voltage: 10-30VDC
• Base Size: 51.0mm(Dia.)

AA00824 Lacquered Brass. With Switch
AA00824C Chromed Brass. With Switch

LED READING LIGHT
3 Watt LED. Beam Angle 110º.  8-30V

LED READING LIGHT
3 Watt LED. Beam Angle 110º.  8-30V

2-1/8" (54mm) Dia. Base x 4" (100mm) L.  
2" (50mm) Dia. Housing.  Splashproof.
66 LM. 2850K-3200K Colour Temp.

AA00010B Brass Reading Light. 
AA00010C Chrome Plated Brass Reading Light. 

2-1/2" (65mm) Dia. Base x 4-1/2" (112mm) L.  
2-3/8" (60mm) Dia. Housing.  Splashproof.
100 LM. 2850K-3200K Colour Temp.

AA00020B Brass Reading Light. 
AA00020SS Stainless Steel 304 Reading Light. 

LED Reading Light, 8-30VDC
• Material: S.S. 304; Brass lacquered
• LED Type: 16 x "2835" 0.2W Warm white LED
• Voltage: 8-30 VDC
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 3000-3200K
• Size: Base: 65mm(Dia.)
Housing opening: 52.8mm(Dia.)
• Effective Lumen: 154LM
• Wattage: 3.1W
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AA00922LED30 Brass. 8-30 Volt.
AA00922SSD30 Stainless. 8-30 Volt.

AA00922LED  Brass. 12 Volt.
AA00922SSD  Stainless. 12 Volt.

LED READING LIGHT - 12 Volt
• Material: S.S.304 
• LED Type: 16 x "2835" 0.2W Daylight White LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 3000-3200K
• Effective Lumen:154LM
• Wattage: 3.1W
• Voltage: 12 VDC
• Size: Base: 65mm(Dia.);
• Housing Opening: 52.8mm(Dia.)

BRASS LED Reading Light
9 x .2W Warm White LED

LED Lifetime: 50000hrs.  Beam Angle: 120°
Color Temperature: 2800-3000K. Effective Lumen: 90LM
Voltage: 8-28 VDC.  
1-1/2" (40mm) x 3" (74mm) Base. 
2-1/2" (62mm) Diameter Shade.
90 LM. 2800K-3200K Colour Temp.

AA00943CRLED Chrome Plated Brass.
AA00943BRLED Brass Lacquered.

LED READING LIGHTS
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LED READING LIGHT
3 Watt Samsung 3535 LED.

Beam Angle 110º.  8-30V

LED WALL LIGHT with Glass Shade
3 Watt Samsung 3535 LED.

Beam Angle 110º.  8-30V

2-1/2" (65mm) Dia. Base x 5-1/2" (141mm) L.  
4" (100mm) Dia. Shade. 
105 LM. 2850K-3200K Colour Temp.

AA00919B Brass Reading Light. 
AA00919C Chrome Plated Brass Reading Light. 

2-1/8" (54mm) Dia. Base x 4-1/4" (106mm) H.  
1-5/8" (42mm) Dia. Shade.
86 LM. 2850K-3200K Colour Temp.

AA00013B Brass Wall Light. 
AA00013SS Stainless Steel 304 Reading Light. 

LED Reading Light - 10-30V
• Shade: Frosted glass
• LED Type: 1 x 3W Warm white LED
• LED Lifetime: 50000hrs
• Color Temperature: 2900-3200K
• Beam Angle: 110°
• Effective Lumen: 92LM
• Wattage: 3.1W
• 2 5/8" Dia. Base x 6" L.

AA00926SSD Stainless Steel with Frosted Shade.
AA00926LD  Lacquered Brass with Frosted Shade.
 

LED WALL LIGHT
3 Watt LED. 8-30V

LED WALL LIGHT
3 Watt LED. 8-30V

AA00005 Brass Wall Light with Frosted Shade.
 2-1/8" Dia. Base x 4-3/16" Height.

AA00005SS Stainless SS304 Wall Light with Frosted 
Shade. 2-1/8" Dia. Base x 4-3/16" Height.

AA00006 Brass Wall Light with Frosted Shade.
 2-1/8" Dia. Base x 4" Height.

AA00006SS Stainless SS304 Wall Light with Frosted 
Shade. 2-1/8" Dia. Base x 4" Height.

LED READING LIGHT
• Material: S.S.304
• LED Type: 16 x "2835" 0.2W Daylight White LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 3000-3200K
• Effective Lumen: 102LM
• Wattage: 3.1W
• Voltage: 12 VDC
• Size: Base: 60mm(Dia.);
Housing Opening: 60mm(Dia.)

AA00948SSLD Polished Stainless Steel. AA00951SSLD Polished SS.

LED READING LIGHT
• Material: S.S.304
• LED Type: 16 x "2835" 0.2W Daylight White LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 3000-3200K
• Effective Lumen: 102LM
• Wattage: 3.1W
• Voltage: 12 VDC
• Size: Base: 60mm(Dia.);
Housing Opening: 60mm(Dia.)

LED WALL LIGHT
2 x 1 Watt LED. Beam Angle 110º.  8-30V

One light at each end. Can be mounted horizontally or 
vertically.  2-1/8" (54mm) Dia. Base x 3" (73mm) L.  
1-1/4" (32mm) Dia. Housing.
67.5 LM. 2850K-3200K Colour Temp.
 
AA00012SS Stainless Steel 304 Wall Light.

AA00962 Lacquered Brass.

LED INTERIOR LIGHT
• Material: Brass
• LED Type: "AAA" LD00015-WH(9 x 0.2W Warm White)
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 2800-3000K
• Effective Lumen: 90LM
• Voltage: 8-28 VDC
• Size: 65.0mm(Dia.) Base

LED READING LIGHTS
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AA00016
With Dimmable Touch Switch.  110 Lumens.

AA00019
With Dimmable Touch Switch. 120 Lumens.

AA00022
With Dimmable Touch Switch. 200 Lumens.

AA00017
With Dimmable Touch Switch.  160 Lumens.

AA00018
With Dimmable Touch Switch.  150 Lumens.

LED Reading Light, 10-30VDC
• Material: Chrome plated aluminum + Acrylic shade
• LED Type: 1 x 1W warm white LED
• Size: 79mm(L) x 40mm(W) x 92mm(H)
• Color Temperature: 2800-3200K
• Voltage: 10-30 VDC
• Wattage: 1W

LED Reading Light, 10-30VDC
• Material: Aluminum, Brushed nickel plated
• LED Type: 1 x 1W warm white LED
• Size: 60mm(L) x 65mm(W) x 88mm(H)
• Color Temperature: 2800-3200K
• Voltage: 10-30 VDC
• Wattage: 1W

LED Reading Light, 10-30VDC
• Material: Aluminum, Pearl chromium
• LED Type: 1 x 3W warm white LED
• Size: 82mm(L) x 65mm(W) x 63mm(H)
• Color Temperature: 2800-3200K
• Voltage: 10-30 VDC
• Wattage: 3W

LED Reading Light, 10-30VDC
• Material: Chrome plated aluminum + Glass shade
• LED Type: 1 x 3W warm white LED
• Size: 78mm(L) x 65mm(W) x 101mm(H)
• Color Temperature: 2800-3200K
• Voltage: 10-30 VDC
• Wattage: 3W

LED Reading Light, 10-30VDC
• Material: Chrome plated aluminum + Glass shade
• LED Type: 1 x 3W warm white LED
• Size: 97mm(L) x 65mm(W) x 104mm(H)
• Color Temperature: 2800-3200K
• Voltage: 10-30 VDC
• Wattage: 3W

LED READING LIGHT, 9-30VDC
• Material: Chrome plated aluminum
• LED Type: 1 x 3W Warm White LED
• Color Temperature: 3000K
• Wattage: 3W
• Voltage: 9-30VDC
• With touch switch
• IP20

AA00937 Warm White LED. 144 LM.
 108mm H x 65mm Base Dia. 

AA00015 106mm(H) x 65mm(Base Dia.)

AA00014 90mm(H) X 40mm(Base Dia.)

LED READING LIGHT, 9-30VDC
• Material: S.S.304
• LED Type: 1 x 3W Warm White LED
• Color Temperature: 3000K
• Wattage: 3W
• Voltage: 9-30VDC
• With touch switch, dimmable
• IP20

LED READING LIGHT, 9-30VDC
• Material: Chrome plated aluminum
• LED Type: 1 x 3W Warm White LED
• Color Temperature: 3000K
• Wattage: 3W
• Voltage: 9-30VDC
• With touch switch
• IP20

LED READING LIGHTS
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XENON READING LIGHT
- Small Bell Shade

XENON READING LIGHT - Large Bell Shade
Chrome Finish

AA00950CH Reading Light with Large Bell Shade.
 Chromed Brass,   Xenon  20W / 12V
 Base dia. 3 3/8"     Shade O.D. 3 7/8"

AA00537B Spare bulb. 12V 20W  Xenon (G4). 

AA00942CH Chromed Brass,   Xenon   10W / 12V
 Base dia. 3 5/8"     Shade O.D. 3"
AA00942BH Brass,   Xenon.  10W / 12V
 Base dia. 3 5/8"     Shade O.D. 3"

AA00537B-10 Spare bulb. 12V 10W  Xenon (G4). 

AA00942CH

AA00942BH

*** LED Conversion Bulbs ***:
AA02018LED-W LED bulb for AA00950CH and 

AA00950BH.

*** LED Conversion Bulbs ***:
AA02018LED-W LED bulb for AA00950CH and 

AA00950BH.

XENON READING LIGHT - Large Bell Shade
Titanium Nitrite Finish

AA00950TN Reading Light with Large Bell Shade.
 Titanium Nitrite coating provides a hard, 

durable, corrosion resistant finish.
 Gives surface a golden sheen.
 Base dia. 3 3/8"     Shade O.D. 3 7/8".
 12V 20W Xenon. G4.

AA00537B Spare bulb. 12V 20W  Xenon (G4).  

*** LED Conversion Bulbs ***:
AA02018LED-W LED bulb for AA00950.

XENON READING LIGHTS - Less Heat, Longer Life and Lower UV than Halogen

LED READING LIGHT
CLASSIC "ELVSTROM" DESIGN

AA00942CRLED  12V. 2 Watt Warm White LED
 Reading Light with Bell Shade.     

Base dia. 3-5/8"     Shade O.D. 3".

LED Interior Light
• Material: Brass
• Shade: Frosted glass
• LED Type: "AAA" LD00015-WH
  (9 x 0.2W Warm white)
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 2800-3000K
• Effective Lumen: 90LM
• Voltage: 8-28 VDC
• Size: 169.6mm(H)
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AA00961LED  Lacquered Brass

AA00955LED Brass LED Wall Light w/Rocker Switch

AA00955S Spare rocker switch. Black.

LED Interior Light
• Material: Brass
• Shade: Plastic
• LED Type: 9 x 0.2W Warm white
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 2800-3000K
• Effective Lumen: 90LM
• Voltage: 8-28 VDC
• Size: 175.0mm(H)

READING LIGHTS / WALL LIGHTS

XENON LIGHTS
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• 3 Watt Warm White CREE LED. Beam Angle 45º
• 3 Modes: Off / Blue Night Light / High (Dimmable)
• Dimmable by Holding Finger on Touch Switch

LED READING LIGHTS with Touch Switch
Capacitance Touch Switch and Built-in Night Light. 

Dimmable by holding finger on touch switch.

AA02031AA02030 AA02033 AA02032

• Current Draw: Night Light .02A / High .23A
• 9-17 Volts.  240 Lumens
• 2-5/16" Diameter Base x 4-1/4" Height

AA01734 4" x 4".   Off - Blue Night Light - High.
AA01731 6" x 4".   Off - Blue Night Light - Low - Med - High.
AA01728 10" x 4". Off - Blue Night Light  - Low - Med - High.
AA01725 7" x 7".   Off - Blue Night Light - Low - Med - High.

LOW PROFILE LED CEILING LIGHTS - Surface Mount
Capacitance Touch Switch and Built-in Night Light.

• 2700-2900K Colour Temp. High Lumen Output. 
• 9-17 Volt.
• Chrome & Mirrored Finish with Frosted Coating Over LED Boards
• Multiple Light Settings by Tapping Touch Switch

AA01734 AA01731 AA01728

AA01725

ULTRA LOW PROFILE LED CEILING LIGHTS - Surface Lights
Capacitance Touch Switch and Built-in Night Light.

Dimmable by holding finger on touch switch.

LED TOUCH SWITCH
DOME LIGHT

White & Red Light w/ Capacitance Touch Switch
Dimmable by holding finger on touch switch.

• 2700-2900K Colour Temp. High Lumen Output.
• 9-17 Volt.
• Chrome & Mirrored Finish.

• Brushed Stainless Steel.
• 11-16 Volt.
• 7-1/2" Overall Dia. 7" Dia. Lens.
• 9/16" Height.AA01740 3" x 4".        Off - Blue Night Light - High (Dimmable by Holding Finger on Touch Switch).

AA01737 3-1/2" x 8".  Off - Blue Night Light - High (Dimmable by Holding Finger on Touch Switch).
AA01747 4" Round.    Off - Blue Night Light - High (Dimmable by Holding Finger on Touch Switch).

AA01740

AA01737

AA01747

LED TOUCH SWITCH LIGHTS

AA01777 Off - Red Night Light - High  
(Dimmable by Holding Finger on Touch Switch).
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WATERPROOF LED COCKPIT LIGHT
Surface Mount

AA00606W White Polycarbonate with frosted lens.
 3-9/16" (90mm) Dia. 7/8" (23mm) Height.
 5 x .5W Samsung 5630 Warm White LED.
 12V.  Beam angle 120°.  64 Lumens.
 Waterproof IP67.  2W.

WATERPROOF LED COCKPIT LIGHT
Flush Mount

AA00607W White Polycarbonate with frosted lens.
 4-1/4" (106mm) Dia. 1/2" (12mm) Height.
 5 x .5W Samsung 5630 Warm White LED.
 12V.  Beam angle 120°.  64 Lumens.
 Waterproof IP67.  2W.

LED CEILING LIGHT
Flush Mount

AA00658SW Polycarbonate housing with SS trim ring.
 2-13/16" (71mm) Dia. 1" (25mm) Height.
 6 x .5W Samsung 5630 Warm White LED.
 12V.  Beam angle 120°.  65 Lumens.
 Waterproof IP67.  2.2W.

LED CEILING LIGHT
Flush Mount

LED CEILING LIGHT
Flush Mount

AA00605W Plastic housing with SS trim ring.
 6-1/8" (155mm) Dia. 1-1/4" (32mm) D. 

26 x .5W Samsung 5630 Warm White 
LED. 12V.  Beam angle 120°.

 350 Lumens. Waterproof IP67.  9.3W.

AA00604W Plastic housing with SS trim ring.
 4-1/4" (108mm) Dia. 1-3/16" (31mm) D. 

16x .5W Samsung 5630 Warm White 
LED. 12V.  Beam angle 120°.

 350 Lumens. Waterproof IP67. 6W.

LED CEILING LIGHT - Red & White Light
with Touch Switch and Dimmer.

AA00605WS Plastic housing with SS trim ring.
 6-1/8" (155mm) Dia. 1-1/4" (32mm) D.
 1 x 3W Warm White LED + 10 "Top" Red 

LED. With Touch Switch and Dimmer
 8-30V.  Beam angle 110°.  350 Lumens. 

Splashproof.

AA00767-WH Cool White. 83 Lumens.
AA00767-BU Blue. 22 Lumens

LED Ceiling Light, 12VDC
• Material: Plastic, S.S. 304 Trim ring
• LED Type: 6 x "2835" 0.2W LED
• Voltage: 12 VDC
• Beam Angle: 120°
• Color Temperature: 5700-6300K(White)
• Size: Base: 72.5mm(Dia.) x 38mm;
 10.5mm(Thickness)
• Effective Lumen: WH: 83LM/ BU: 22LM
• Wattage: 1.2W
• IP67

WATERPROOF IP67 LIGHTS
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AA00553WH Warm White.
 125mm Dia. x 25mm H. 

LED CEILING LIGHT, WITH SWITCH, SUPER 
BRIGHT - Surface Mount

• Material: Plastic (ABS)
• LED Type: 24 x "2835" Warm white LED
• Can be connected with AAA 01160-WH dimmer and other 

brands of Non-PWM signal (steady volt) dimmers
• Color Temperature: 2900-3200K
• Effective Lumen: 328LM
• Wattage: 4.4W
• Voltage: 12VDC
• for surface mount

AA00204S
Silver. 3-1/4" Dia.

AA00204C
Chrome. 3-1/4" Dia.

AA00204W
White. 3-1/4" Dia.

AA00204G
Gold. 3-1/4" Dia.

LED Ceiling Light, with Switch, 10-30VDC
- Surface Mount
• Material: ABS
• LED Type: 12 x "3020" SMD warm white LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Size: 80.0mm(Dia.) x 12.0mm(Thickness)
• Color Temperature: 3250~3750K
• Effective Lumen: 72LM
• Wattage: 1W
• Voltage: 10-30VDC
• Plastic Trim

AA00255
70mm (2-3/4") Dia. 112 Lumens.

AA00256
100mm (4") Dia. 165 Lumens.

AA00257
130mm (5") Dia. 330 Lumens.

LED Ceiling Light, 9-24VDC, With Touch Switch
- Surface Mount
• Material: Acrylic, Mirror Finish
• LED Type: "5730" Warm White LED
• Color Temperature: 3000K
• LED Q'ty: 00255: 4pcs/ 00256: 6pcs/ 00257: 9pcs
• Wattage: 00255: 2W/ 00256: 2W/ 00257: 4.5W
• Voltage: 12-24VDC
• With touch switch, dimmable
• IP20

LED Ceiling Light, 9-24VDC, With Touch Swtich
- Surface Mount
• Material: Acrylic, Mirror finish
• LED Type: 12 x "5730" Warm White LED
• Color Temperature: 3000K
• Wattage: 6W
• Voltage: 12-24VDC
• With touch switch, dimmable
• IP20

AA00259 200mm x 120mm (7-7/8" x 4-3/4").
 445 Lumens.

DOME / CEILING LIGHTS

PDF created with pdfFactory Pro trial version www.pdffactory.com
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AA00614SSWH Warm White.
  304 SS Trim Ring.

PDF created with pdfFactory Pro trial version www.pdffactory.com

LED CEILING LIGHT
• Surface Mount
• Material: Aluminum Alloy Base, S.S.304 Trim Ring, 

Acrylic Lens
• LED Type: 34 x 0.2W "5730" Warm White LED
• LED Lifetime: 50000hrs
• Can Be Connected with AAA 01160-WH Dimmer 

and Other
Brands of Non-PWN Signal ( Steady Volt) Dimmers.
• Color Temperature: Warm White 2900-3200K
• Effective Lumen: 229LM/ 40W
• Size: 124.0mm(Dia.) x 22.4mm(H)
• Wattage: 6.6W
• Voltage: 12VDC
• IP65 Water resistance rating

LED CEILING LIGHT
• Surface Mount
• Material: Aluminum Alloy Base, S.S.304 Trim Ring, 

Acrylic Lens
• LED Type: 64 x 0.2W "5730" Warm White LED
• LED Lifetime: 50000hrs
• Can Be Connected with AAA 01160-WH Dimmer 

and Other Brands of Non-PWN Signal ( 
Steady Volt) Dimmers.

• Color Temperature: Warm White 2900-3200K
• Effective Lumen: 473LM/ 80W
• Size: 161.6mm(Dia.) x 22.4mm(H)
• Wattage: 12.8W
• Voltage: 12VDC
• IP65 Water resistance rating

AA00615SSWH Warm White.
  304 SS Trim Ring.

AA00700WH
6 x Warm White LED

AA00702WH
9 x Warm White LED

AA00701WH 5 x Samsung Warm White LED
AA00701WR 5 x Samsung Warm White LED
 + 4 x Red LED

"BRIGHT SLIM" LED CEILING LIGHT
• Surface mount
• Material: S.S. 304, PC Lens
• LED Type: 6 x 0.5W "5630" LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: Warm white: 2850-3200K
• Effective Lumen: 125LM
• Wattage: 3.20W
• Voltage: 12 VDC
• Size: 110.0mm(Dia.)
• IP65

"BRIGHT SLIM" LED CEILING LIGHT
• Surface mount
• Material: S.S. 304, PC Lens
• LED Type: 0.5W "5630" LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: Warm white: 2850-3200K
• Effective Lumen: WH: 97LM/ WR: 97LM(WH) + 2LM(RD)
• Wattage: 3W(WH) / WR: 3W(WH) + 0.6W(RD)
• Voltage: 12 VDC
• Size: 94.0mm(Dia.)
• IP65

"BRIGHT SLIM" LED CEILING LIGHT
• Surface mount
• Material: S.S. 304, PC Lens
• LED Type: 9 x 0.5W "5630" LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: Warm white: 2850-3200K
• Effective Lumen: 162LM
• Wattage: 3.2W
• Voltage: 12 VDC
• Size: 132.0mm(Dia.)
• IP65

AA00599 Ultra Slim Surface Mount Stainless 
Dome Light. 1.68W LED 12V.

 3" Dia. x 3/8" Height.

LED DOME LIGHT
• Material: S.S. 304
• LED Type: 1 x 3W "Samsung 3535" Warm White LED
• LED Lifetime: 50000hrs
• Beam Angle: 110°
• Color Temperature:
 Warm White: 2850-3200K
• Effective Lumen: 95LM
• Wattage: 3.1W
• Voltage: 12 VDC
• Size: 132.0mm(Dia.)
• Splashproof

"Bright Slim" LED Ceiling Light
For surface mount
• Material: S.S. 304, PC Lens
• LED Type: 3 x 0.5W "5630" LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature:
 Warm white: 2850-3200K
• Effective Lumen: 35LM
• Wattage: 1.68W
• Voltage: 12 VDC
• Size: 75.0mm(Dia.)
• Splashproof

AA00554WH w/Toggle Switch. 5-3/16" Dia. x 1-3/8" H. 

DOME / CEILING LIGHTS
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 Ultra Slim Surface Mount Stainless Dome Light 
with Motion Sensor.

 Sensoring Distance: 1m.
 Bright Distance: 3m, Lasting 40 Seconds.
 Bright Angle: 80-90°.

AA00601M 1W LED 12V. 3-3/4" Dia. x 7/16" Height.
 16 Warm White LED.

AA00602M 2.26W LED 12V.
 5-5/16" Dia. x 3/8" Height.
 28 Warm White LED.

 Ultra Slim Surface Mount Stainless Dome Light 

AA00601 1W LED 12V. 3-3/4" Dia. x 7/16" Height.
 16 Warm White LED.

AA00601R 1W LED 12V. 3-3/4" Dia. x 7/16" Height.
 12 Warm White LED + 4 Red LED.

AA00602 2.26W LED 12V.
 5-5/16" Dia. x 3/8" Height.
 28 Warm White LED.

AA00603 2.5W LED 12V.
 6-7/16" Dia. x 9/16" Height.
 40 Warm White LED.

LED "Bright Slim" SS DOME LIGHT LED "Bright Slim" SS DOME LIGHT
with Motion Sensor

"BRIGHT SLIM" LED CEILING LIGHT
• For surface mount
• Material: S.S.304, PC Lens
• LED Type: "2835" 0.2W LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: Nature white 4500K
• Voltage: 12VDC
• Size: 94.0mm(Dia.)
• IP66

AA00621WH 12 x Warm White LEDs. 2.4W. 159 LM.
 94mm (3-1/4") Dia. x 11mm (7/16") H. 

AA00622WH 21 x Warm White LEDs. 3.8W. 247 LM.
 132mm (5-3/16") Dia. x 11mm (7/16") H.  

AA00548TN  Brass with Titanium Finish.
AA00548SS 304 Stainless.

12V LED Dome Light. 30 Neutral White LEDs
150 Lumens.  0.18 A.  5-1/2" OD.  4-1/8" Lens Dia.
With Rocker Switch.

LED DOME LIGHT with Switch - Surface Mount

AA00547TN  Brass with Titanium Finish.
AA00547SS 304 Stainless.

12V LED Dome Light. 6 LEDs x .5 W.  Warm White.
180 Lumens.  4" OD.  2-5/8" Lens Dia.
With Rocker Switch.

LED DOME LIGHT with Switch - Surface Mount

AA00699TN 12V LED Dome Light.
 Brass with Titanium Finish.
 4 LEDs x .5 W.  80 Lumens.
 3" OD.  1-7/8" Lens Dia.

AA00700TN 12V LED Dome Light.
 Brass with Titanium Finish.
 6 LEDs x .5 W.  120 Lumens.
 4" OD.  2-5/8" Lens Dia.

LED DOME LIGHT - Surface Mount LED DOME LIGHT - Surface Mount

DOME / CEILING LIGHTS - Surface Mount
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AA00552ALED
3 Way Switch. White / Off / Red.
Daylight White (6000K) + Red.

AA00542ALED
3 Way Switch. White / Off / Red.
Daylight White (6000K) + Red.

LED DOME LIGHT - 5" LENS
• LED Type: 20 x "2835" 0.2W Warm white LED
• Beam Angle: 120°
• Size: 168.0mm(Dia.) overall
• Effective Lumen: White: 268LM; Red: 28LM
• Wattage: White: 3.3W; Red: 1W
• Voltage: 12 VDC
• IP65

LED DOME LIGHT - 4" LENS
• LED Type: 20 x "2835" 0.2W Daylight white LED
• Beam Angle: 120°
• Color Temperature: Warm white: 2900-3200K
• Size: 137.0mm(Dia.) overall
• Effective Lumen: White: 272LM; Red: 28LM 
• Wattage: 3.7W
• Voltage: 12 VDC
• IP65

LED DOME LIGHT - 3" LENS
• LED Type: 20 x "2835" 0.2W LED
• Beam Angle: 120°
• Size: 106.6mm(Dia.) overall
• Effective Lumen: 260LM
• Wattage: 3.6W
• Voltage: 12 VDC
• IP65

AA00541BLED
Warm White (3000K).

AA00541CBLED
Daylight White (6000K).

AA00532CBLED
Daylight White (6000K).

AA00551BLED
Warm White (3000K).

AA00551CBLED
Daylight White (6000K).

AA00541ALED
Warm White (3000K).

AA00541CLED
Daylight White (6000K).

AA00532LED
Warm White (3000K).

AA00532CLED
Daylight White (6000K).

AA00551ALED
Warm White (3000K).

AA00551CLED
Daylight White (6000K).
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DOME / CEILING LIGHTS - Surface Mount

AA00541B
Brass 4" Dome Light w/ 12V 15W Ba15D Double Contact 
Bayonet Bulb. 102mm (4") Lens.  140.0mm Dia.  41.3mm H.

AA00541A
Brass 4" Dome Light w/ 12V 15W Ba15D Double Contact 
Bayonet Bulb. 102mm (4") Lens.  140.0mm Dia.  41.3mm H.

AA00551B
Brass 4" Dome Light w/ 12V 15W Ba15D Double Contact 
Bayonet Bulb. 125mm (5") Lens.  168.0mm Dia.  46.5mm H.

AA00551A
Brass 4" Dome Light w/ 12V 15W Ba15D Double Contact 
Bayonet Bulb. 125mm (5") Lens.  168.0mm Dia.  46.5mm H.

AA00532B
Brass 3" Dome Light w/ 12V 8W Festoon Bulb (31.5mm L).
76mm (3") Lens.  111.0mm Dia.  35.0mm H.

AA00532B
Brass 3" Dome Light w/ 12V 8W Festoon Bulb (31.5mm L).
76mm (3") Lens.  111.0mm Dia.  35.0mm H.

INCANDESCENT DOME LIGHTS

AA00552AH  5" Lens. 12V.    6.8"O.D
  with RED (10W) & WHITE (20W) bulb

XENON DOME LIGHT
w/ RED & WHITE BULBS

Brass LED 4" Dome Light.

Brass LED 3" Dome Light.

Brass LED 5" Dome Light.

Stainless LED 4" Dome Light.

Stainless LED 3" Dome Light. Stainless LED 3" Dome Light.

Stainless LED 5" Dome Light.

Stainless LED 4" Dome Light with
Red and White LED.

Stainless LED 5" Dome Light with
Red and White LED.
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LED Ceiling Light, 9-16VDC - Surface 
Mount
• Material: Chrome plated aluminum
• LED Type: 42 x SMD "4014" 0.2W warm white LED
• Size: 105mm(Dia.) x 7.5mm(H)
• Color Temperature: 2800-3200K
• Voltage: 9-16 VDC
• Wattage: 6W

LED Ceiling Light, 10-24VDC
• Material: Aluminum
• LED Type: 18pcs x "2835" warm white LED
• Color Temperature: 3000K
• Effective Lumen: 180LM
• Voltage: 10-24 VDC
• Wattage: 3W
• IP65

LED Ceiling Light, Recessed, 10-24VDC
• Material: Aluminum
• LED Type: 3pcs x 1W warm white LED
• Color Temperature: 3000K
• Effective Lumen: 200LM
• Voltage: 10-24VDC
• Wattage: 3W
• IP65

LED Ceiling Light, 9-16VDC - Surface 
Mount
• Material: PMMA, White
• LED Type: 42 x SMD "4014" 0.2W warm white LED
• Size: 120mm(Dia.) x 8.5mm(H)
• Color Temperature: 2800-3200K
• Voltage: 9-16 VDC
• Wattage: 6W

AA00262
With Dimmable Touch Switch. 583 Lumens. Surface Mount. 

AA00265 69.5mm(Dia.) x 13.5mm(H) AA00267 69mm(Dia.) x 12mm(H)

AA00264
With Dimmable Touch Switch. 500 Lumens. Surface Mt.

AA00608WH Frosted Lens. Warm White.
AA00608WB Frosted Lens. 30 White + 26 Blue LED.
AA00608WR Frosted Lens. 30 White + 26 Red LED.

LED Ceiling Light, 9-16VDC - Surface 
Mount
• Material: PMMA, White
• LED Type: 30 x SMD "4014" 0.2W warm white LED
• Size: 74mm(Dia.) x 10mm(H)
• Color Temperature: 2800-3200K
• Voltage: 9-16 VDC
• Wattage: 3W

AA00263
With Dimmable Touch Switch. 300 Lumens. Surface Mount.

LED Ceiling Light, 12VDC
• Material: Aluminum
• LED Type: 9pcs x "3535" warm white LED
• Color Temperature: 3000K
• Effective Lumen: 80LM
• Voltage: 12VDC
• Wattage: 3W
• IP65

AA00266 55mm(Dia.) x 8.5mm(H)

Slim Plastic LED Ceiling Light, Super Bright
Surface mount
• Material: Plastic
• LED Type: 00608-WH: 42 x "2835" Warm white LED;
 00608-WB: 30 x white LED + 26 x blue LED
 00608-WR: 30 x white LED + 26 x red LED
• Color Temperature: 2900-3200K
• Effective Lumen: 390LM
• Wattage: 6W
• Size: 127mm(Dia) x 12.2mm(Thickness)
• Voltage: 10-30 VDC
• IP65
• Splashproof

AA00566BRLED    Brass Lacquered Cover.
AA00566SSLED    304 Stainless Cover.

LED CEILING LIGHT
• Flush Mount
• Material: Aluminum Base, PC Lens
• LED Type: 9 x 0.5W "SAMSUNG 5630" LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: Warm White:
 2900-3200K
• Effective Lumen: 59LM
• Wattage: 5W
• Voltage: 12 VDC
• Size: 150.0mm(Dia.) x 46.8mm(H)
• Splashproof

DOME / CEILING LIGHTS

∅61

00263

∅61

00263
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LED CEILING LIGHT
For Flush or Surface Mount
• Material: Aluminum Alloy, S.S.Rim
• LED Type: 2 x 3W LED
• LED Lifetime: 50000hrs
• Color Temperature: 5500-6300K
• Effective Lumen: 130-140LM per LED
• Voltage: 8-30 VDC
• Size: 96.6mm(Dia.)

AA01158WR  2 x 3W Warm White LED + 2 x 0.5W Red.

LED LIGHT "BRIGHT SLIM"
Only 7mm thickness
• Material: Aluminum alloy
• LED Type: 9 x 0.5W Warm white LED
• LED Lifetime: 50000hrs
• Color Temperature: 2900-3200K
• Effective Lumen: 138LM
• Wattage: 3.4W
• Beam Angle: 120°
• Voltage: 12 VDC
• Size: 85.0mm(Dia.)
• Splashproof

AA00290 Slim Aluminum Dome Light.

AA00758 Cool White Light
AA00758BLU Blue Light

LED Ceiling Light, 12VDC
Surface Mount
• Material: Plastic, S.S. 304 Trim ring
• LED Type: 6 x "2835" 0.2W LED
• Voltage: 12 VDC
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 5700-6300K(White)
• Size: Base: 70.9mm(Dia.); 8.9mm(Thickness)
• Effective Lumen: WH: 95LM/ BU: 13LM
• Wattage: 1W
• IP67

AA00558SSWH    Warm White LED. 304 SS Trim Ring.

PDF created with pdfFactory Pro trial version www.pdffactory.com

LED CEILING LIGHT, WITH MOUNT RING
• For Flush Mount or Surface Mount
• Material: PC, S.S. 304 Trim Ring
• LED Type: 6 x 5mm Warm White LED
• LED Lifetime: 50000hrs
• Beam Angle: 30°
• Color Temperature: 2900-3200K
• Effective Lumen: 25LM
• Wattage: 0.4W
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LED Ceiling Light, 10-30VDC
• Material: Chrome plated aluminum + Frosted lens
• LED Type: 2W: 21 x SMD "2835" 0.2W warm white LED
4W: 27 x SMD "2835" 0.2W warm white LED
• Color Temperature: 2800-3200K
• Voltage: 10-30 VDC
• W/O switch
• IP60

AA00261-2W 93mm(Dia.) x 15mm(D) x 2.5mm (H). 
2W. 110LM

AA00261-4W 115mm(Dia.) x 15mm(D) x 2.5mm (H).
 4W. 250LM

AA00261-2W AA00261-4W

LED CEILING LIGHT
For Flush Mount
• Material: S.S. 304
• LED Type: 1 x 3W Warm White LED
• LED Lifetime: 50000hrs
• Beam Angle: 110°
• Color Temperature: Warm White: 2850-3200K
• Effective Lumen: 70LM
• Wattage: 3.1W
• Voltage: 8-30 VDC
• Size: 78.0mm(Dia.)
• Splashproof

AA00458WH  w/Swivel Lens

LED CEILING LIGHT
For Flush Mount, with Clips
• Material: Aluminum, S.S.Rim
• LED Type: 2 x 3W LED
• LED Lifetime: 50000hrs
• Color Temperature: W2850-3200K
• Effective Lumen: 130-140LM per LED
• Voltage: 8-30 VDC
• Size: 107.0mm(Dia.)

AA01175WR  2 x 3W Warm White LED + 2 x 0.5W Red.

DOME / CEILING LIGHTS

00261-2W 00261-2W

00261-4W

00261-4W
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LED CEILING LIGHT
• Surface Mount Ceiling Light.
• White plastic with 3-way switch.
•  7 x Warm White LED and 2 x Blue LED.
• 12V.  Beam angle 120°.170 Lumens.
• Splashproof.

AA00534 7 x White LED +2 X Blue LED

AA00520CLED Chrome Plated Brass

LED LIGHT
• Material: Brass
• LED Type: LD00014-WH(6 x 0.3W Warm White)
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 2800-3000K
• Effective Lumen: 60LM
• Voltage: 12 VDC
• Size: 97.5mm(Dia.)

PDF created with pdfFactory Pro trial version www.pdffactory.com

AA00158SSWH3    Warm White LED. Flush or Surface Mounting.

LED CEILING LIGHT
For Flush or Surface Mount
• Material: S.S. 304, Aluminum Base
• LED Type: 1 x 3W "Samsung 3535" Warm White LED
• LED Lifetime: 50000hrs
• Beam Angle: 110°
• Voltage: 8-30 VDC
• Color Temperature: 2850-3200K
• Effective Lumen: 140LM
• Wattage: 3.1W
• Splashproof

AA00038WH    Warm White LED.

LED ACCENT LIGHT
• Material: Aluminum Alloy, S.S. 304 Rim
• LED Type: 1 x 1W White LED
• LED Lifetime: 50000hrs
• Beam Angle: 140°
• Color Temperature: Warm White: 2850-3200K/
• Effective Lumen: 37.6LM
• Wattage: 1.2W
• Voltage: 8-30VDC
• Size: 43.5mm(Dia.)
• Splashproof
• 43.5mm Dia. x 5mm Bezel
• 24mm Depth

LED CEILING LIGHT - Curved

LED CEILING LIGHT - Square

LED CEILING LIGHT - Triangular

LED CEILING LIGHT - Rectangular LED CEILING LIGHT - Rectangular

AA01797 Curved Ceiling LIght. Frosted Lens.
 4" Width x 8" Radius. 9-16 V LED.
 7 Watt. 2700-2900K Colour Temperature.

AA01790
Curved Ceiling LIght. Frosted Lens.
4" Width x 4" Length. 9-16 V LED.
3 Watt. 2700-2900K Colour Temperature.

AA01788
Curved Ceiling LIght. Frosted Lens.

 4" Width x 4" Length. 9-16 V LED.
 2 Watt. 2700-2900K Colour Temperature.

AA01794 Rectangular Ceiling LIght. Frosted Lens.
 4" Width x 12" Length. 9-16 V LED.
 9 Watt. 2700-2900K Colour Temperature.

AA01792 Rectangular Ceiling LIght. Frosted Lens.
 4" Width x 8" Length. 9-16 V LED.
 6 Watt. 2700-2900K Colour Temperature.

LED CEILING / WALL LIGHTS
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AA00760-01 Without Switch. 6-1/4" L.
AA00760-02 With Auto Switch.  6-1/4" L.

AA00762-01 Without Switch.
 12" L x 2-3/8" W x 1-3/8" H.

AA01623WH 36 x Warm White LED.
 With Touch Switch. .10" L x 1-3/4" W x 

1/2" H.
AA01623BU 22 x Warm White LED + 36 x .5W Blue 

LED. With Touch Switch.
 10" L x 1-3/4" W x 1/2" H.

AA00764 Without Switch. 12" L x 2" W x 1/2" H.
 550 LM.  58 x .2W White "2835" LED.

AA00763 Without Switch. 24" L. x 2" W x 1/2" H.
 820 LM.  118 x .2W White "2835" LED.

LED Interior Light, 10-30VDC
• Material: Aluminum + PC Lens
• LED Type: 22 x 0.2W white "2835" LED
• Size: 160mm x 53mm x 12mm(H)
• Surface mount
• Effective Lumen: 195LM
• Voltage: 10-30VDC
• IP67

LED Interior Light, 10-30VDC
• Material: Aluminum + PC Lens
• LED Type: 60 x 0.2W white "2835" LED
• Size: 300mm x 60mm x 35mm(H)
• Surface mount
• Effective Lumen: 500LM
• Voltage: 10-30VDC
• IP67

LED Interior Light, 10-30VDC
• Material: Plastic
• LED Type: 36 x 0.5W Warm white LED
• Size: 255.0mm(L) x 45.0mm(W)
• Voltage: 10-30 VDC
• With touch switch
• IP67

LED Interior Light, 10-30VDC
• Material: Aluminum + PC Lens
• Voltage: 10-30VDC
• IP67

AA00760-01

AA00760-02

AA00761-01 Without Switch. 8" L.
AA00761-02 With Touch Switch with LED Indicator.
 8" L x 2-3/8" W x 1-3/8" H.

LED Interior Light, 10-30VDC
• Material: Aluminum + PC Lens
• LED Type: 32 x 0.2W white "2835" LED
• Size: 200mm x 60mm x 35mm(H)
• Surface mount
• Effective Lumen: 150LM
• Voltage: 10-30VDC
• IP67

AA00761-01

AA00761-02

AA01803 Cool White.
 13" L x 2-3/4" W x 7/8" H

LED INTERIOR LIGHT, DIMMABLE
• Material: Plastic
• LED Type: 32 x 0.5W "SAMSUNG 5630" LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: 2850-3200K
• Effective Lumen: 430LM
• Wattage: 6.4W
• Voltage: 10-30 VDC
• with 2P Switch
• Size: 330.0mm x 70.0mm x 22.0mm

AA01805 LED Tube Light.

LED Tube Light
• Material: Plastic
• Voltage: 12VDC
• LED Type: 18pcs x "5630" SMD Warm White
• Color Temperature: 3000-3200K
• Size: 408mm(L) x 65mm(W) x 36mm(H)

LED LIGHT RAIL
AA02003LED-WW 6" Light Rail with 12 Warm White 

LEDs. 120mA.
AA02004LED-WW 12" Light Rail with 24 Warm White 

LEDs. 180mA.
AA02005LED-WW 18" Light Rail with 36 Warm White 

LEDs. 240mA.

AA01804S ABS Plastic LED Tube Light.
 54 SMD Warm White LEDs.
 On/Off Rocker Switch. Warm White  

15-3/4" Length x 1-7/8" W.
AA01804D ABS Plastic Double LED Tube Light.
 108 SMD Warm White LEDs.
 On/Off/On Rocker Switch.
 Warm White. 15-3/4" Length x 3" W.

LED TUBE LIGHT

LED LIGHTS
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LED INTERIOR LIGHT, WITH SWITCH, 10-30VDC
• Material: ABS casing + aluminum anodized base
• LED Type: 30 x "3020" SMD LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: Warm white: 3250~3750K;
• Size: 249.0mm x 70.4mm x 18.0mm
• Effective Lumen: Warm white: 162LM
• Voltage: 10-30VDC
• Wattage: 2.4W

AA01807 White.
AA01807S Silver.

LED INTERIOR LIGHT, WITH SWITCH, 10-30VDC
• Material: ABS casing + aluminum anodized base
• LED Type: 60 x "3020" SMD LED
• LED Lifetime: 50000hrs
• Beam Angle: 120°
• Color Temperature: Warm white: 3250~3750K;
• Size: 383.1mm x 70.4mm x 18.0mm
• Effective Lumen: Warm white: 335LM
• Voltage: 10-30VDC
• Wattage: 4.8W

AA01808 White.
AA01808S Silver.

AA01755 LED Dome Light with Motion Sensor
 On/Off Switch. Activated by waving hand 

past sensor for turning on or off.
 11-15V. 6W.  4-3/8" x 7-1/2" x 3/8".

LED DOME LIGHT
Motion Sensor Wave On/Wave Off AA01750 12" Warm White LED Touch Light Bar.

 12V DC. 4W. Warm White 3000K
AA01751 20" Warm White LED Touch Light Bar.
 12V DC. 6W. Warm White 3000K
AA01752 39" Warm White LED Touch Light Bar.
 12V DC. 12W. Warm White 3000K
AA01753 39" Warm White LED Touch Light Bar.
 12V DC. 12W. Pure White 6000K

LED LIGHT BAR
Touch On/Off Switch

SOLAR WALL LIGHT, WITH AUTO 
SENSOR
• Material: ABS
• LED type: SMD Nature White
• Motion Angle and Distance: 120°, 3M
• Light Up Time: 35 seconds(Lasting)
• Battery: 3.7V, 800mAh
• Solar Charging Time: 8hrs
• Solar Panel: 0.5W
• IP65

AA01620 4 x "5730" LED.  130mm x 80mm.
 with Rechargeable Battery, plus can add 

1 x AAA Battery.
AA01621 8 x "3528" LED. 124mm x 95mm.
 With Rechargeable Battery.

AA01620

AA01621

AA01745
Motion Sensor On/Off Switch. Activated by waving 
hand past sensor for turning on or off.
With Blue LED Night Light.
Max. 3 Amps. 1-3/16" Dia. x 11/16" H.

MOTION SENSOR SWITCH
Wave On/Wave Off

LED LIGHTS

MOTION SENSOR SWITCH

SOLAR POWERED DOCK LIGHT

AA01640 Cool White. *Expose to sunlight for at 
least 12 hours before use*.

SOLAR POWERED LED DOCK LIGHT
• Material: Polycarbonate (PC) Base + PC Lens
• LED Type: 6 x 5mm Cool White LEDs
• LED Lifetime: 50000hrs
• Voltage: 12V DC
• Weight Bearing: 20 Ton
• Uses solar power to charge
   the battery during daytime and
   turns ON automatically at night
• Number of hours the light illuminates
   depends on your geographical
   location, weather condition
   and season
• IP68 Waterproof
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FS2027 Round, Brass vapour proof light.
 8-1/2" diam. CE Approved

FS2028 Round, Brass vapour proof light.
                        7-1/2" diam. CE Approved

FS2030CR Round, Chromed Brass
 vapour proof light. 6-7/8" diam.
 CE Approved. 3 mounting points.

FS2035 Oval, Brass vapour proof light.
 6-1/2" X 9-1/4". CE Approved

FS2036 Oval, Brass vapour proof light.
 5-1/8" X 6-7/8". CE Approved

FS2034 Oval, Brass vapour proof light.
 7-3/4" X 10-3/8". CE Approved

FS2035B Oval, Brass vapour proof light.
 5-1/4"X 7-3/4". CE Approved

FS2028CR Same as FS2028, in Chrome

FS2035CR Same as FS2035, in ChromeFS2036CR Same as FS2036, in Chrome

FS2035BCR Same as FS2036, in Chrome

 OVAL BULKHEAD LIGHT 

 ROUND BULKHEAD LIGHT - with Single Mounting Hole

 ROUND BULKHEAD LIGHT - with 3 Mounting Feet

All of the lights on this 
page have a standard 
household base socket 
(E27), except for the 
FS2028/B and
FS2028/BCR, which 
have an E14 base 
socket.

E14 socket can be 
converted to a standard 
household chandelier/
candelabra socket (E12) 
with an adapter - Part#
CTE14-E12

FS2027CR Same as FS2027, in Chrome

FS2036
FS2036CR

FS2035B
FS2035BCR

FS2035
FS2035CR

FS2028
FS2028CR

FS2034

FS2027
FS2027CR

VAPOUR-PROOF CAGE LIGHTS by Foresti & Suardi    Made in Italy
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Victory Colour Victory Nav. Light
Bulb#     
 
AA00011BLED GREEN AA00011 & AA0011W
AA00021BLED RED AA00021 & AA0021W
AA00031BLED WHITE AA00031 & AA0031W / AA00041 & AA0041W

AA00051BLED BI-COLOUR AA00051 & AA0051W

LED BULBS FOR VICTORY NAVIGATION LIGHTS

SERIES 25

SERIES 40

*** AA00112BLED/122BLED/132BLED Bulbs Fit all makes of "Series 40" Nav Lights
*** AA00152BLED and AA00124BLED Fit only Victory Brand "Series 40" Bi-colour and Tri-Colour Nav Lights

Victory Colour Victory Nav. Light 
Bulb#  
   
AA00111BLED GREEN AA00111 & AA00111W
AA00121BLED RED AA00121 & AA00121W
AA00131BLED WHITE AA00131 & AA00131W / AA00141 & AA00141W
AA00151BLED BI-COLOUR AA00151 & 151W

Victory Colour Victory Nav. Light 
Bulb#    

AA00112BLED GREEN AA00112 & AA00112W
AA00122BLED RED AA00122 & AA00122W
AA00132BLED WHITE AA00132 & AA00132W / AA00142 & AA00142W

AA00124BLED TRI-COLOUR & BI-COLOUR AA00124 & AA00128W / AA00152 & AA00152W
 3 Bright Yellow LEDs. .16Amps  

AA00152BLED Bi-COLOUR AA00152 & AA00152W

• Waterproof •

• Waterproof •

LED BULB FOR SERIES 40 NAVIGATION LIGHTS

• 48 LEDs
• Size: 5/8" Diameter x 1-1/4" (not Including base)
• Light Angle: 360°
• Base Type: 1142 Double Contact with OFF SET PINS

• Voltage: 10-30V DC
• Current Draw: 0.22A
• Lumens: 630Lm (35Watts of light)
• 100% WEATHERPROOF

LED BULB FOR SERIES 25 NAVIGATION LIGHTS

• 3 LEDs
• Bulb Size: 11/16" Diameter x 1-3/4" Long (44mm)
• Light Angle: 360°
• Base Type: 44mm Festoon Pointed End Caps

• Voltage: 11-17V DC
• Current Draw: 0.18A
• Lumens: 480Lm (COOL WHITE)
• 100% WEATHEPROOF

SERIES 20

LED BULB FOR SERIES 20 NAVIGATION LIGHTS

• 6 LEDs
• Bulb Size: 1-7/16" Long (36mm) x1/2" Wide x 1/4" Thick
• Light Angle: 120°
• Base Type: 36mm Festoon Pointed End Caps

• Voltage: 10-30V DC
• Current Draw: 0.11A
• Lumens: 132Lm
• NON WEATHERPROOF



45

Victory LIGHTING

For the most up to date product information, visit   www.victory-products.com 45

LED BULBS

AA00106BLED Cool White.
Fits Victory Anchor Lights, including 
AA00101/102/103/106.

AA00161BLED Cool White.
Replacement LED bulb for AA00161 Anchor Light.

FS0017BLED Green. Fits FS0017B Nav Light.
FS0017CLED Red. Fits FS0017C Nav Light.
(Use AA00161BLED for FS0017 Series
Masthead or Stern Light).

AA00195BLED-G Green
AA00195BLED-R Red
AA00195BLED Cool White
AA00195BLEDW Warm White

2 LED 31mm Mini Festoon Bulb
10-30Volt DC. 31mm Length.
LED Bulb. 2 SMT LEDs.  0.04 Amp.
Brightness approx. 30 Lumens.

AA00108BLED-G Green
AA00108BLED-R Red

AA00143BLED Cool White
Cool White.  Fits AA70092 Wind Indicator.

Replacement LED bulb for most Perko Fixtures (#70/71).
AA00071BLED Cool  White
AA00071BLEDG Green
AA00071BLEDR Red

AA00536LED Warm White
Replacement LED for Victory Incandescent Dome Lights 
with Festoon Base. Total Length 1-3/4" (44mm).

17 LED Anchor Light Replacement Bulb
• Size: 7/8" Diameter x 3/4" (not Including base)
• Light Angle: 360° + Top LED
• Base Type: 1142 Double Contact with Parallel Pins
• Voltage: 11-17V DC
• Current Draw: 0.21A
• Lumens: 500 LM
• 100% WEATHERPROOF

12 LED 44mm Festoon Replacement Bulb
• Size: 1/2" Diameter x 1-3/4" Long (44mm)
• Light Angle: 360°
• Base Type: 44mm Festoon
• Voltage: 11-16V DC
• Current Draw: 0.10A
• Lumens: 70Lm
• NON WEATHERPROOF

6 LED 44mm Festoon Replacement Bulb
• Size: 1-3/4" Long (44mm) x 5/16 Wide x 1/4" Thick
• Light Angle: 120°
• Base Type: Festoon Pointed Style Base
• Voltage: 10-30V DC
• Current Draw: 0.11A
• Lumens: 132Lm
• NON WEATHERPROOF

11 LED # 90 Replacement Bulb
• Size: 7/8" Diameter x 1/2" Long (not Including base)
• Light Angle: 360° + Top LED
• Base Type: 1142 Double Contact with Parallel Pins
• Voltage: 11-17V DC
• Current Draw: 0.17A
• Lumens: 330Lm
• 100% WEATHERPROOF

20 LED 31mm Festoon Replacement Bulb
• Size: 1/4" Diameter x 1-1/4" Long (30.5mm)
• Light Angle: 360°
• Base Type: Festoon Pointed End Caps
• Voltage: 11-16V DC
• Current Draw: 0.04A
• Lumens: 176Lm
• NON WEATHERPROOF

6 LED 44mm Festoon Replacement Bulb
• Size: 1-3/4" Long (44mm) x 5/16 Wide x 1/4" Thick
• Light Angle: 120°
• Base Type: Festoon Pointed Style
• Voltage: 10-30V DC
• Current Draw: 0.11A
• Lumens: 132Lm
• NON WEATHERPROOF

8 LED G4 Replacement Bulb
with Offset (Angled) Pins.
• Size: 1-1/4" Diameter
• Light Angle: 120°
• Base Type: Angled G4 Pins
• Voltage: 10-30V DC
• Current Draw: 0.12A
• Lumens: 75Lm
• NON WEATHERPROOF

8 LED E10 Mini Replacement Bulb
• Size: 7/16" Diameter x 7/8" Long
• Light Angle: 360° + Top LEDs
• Base Type: E10 Screw Base
• Voltage: 11-16V DC
• Current Draw: 0.03A
• Lumens: 35Lm 
• NON WEATHERPROOF

AA00537LEDA-W Warm White.
With Angled (Offset) Pins for Victory Dome Lights.

AA00537LEDA-R Red.
With Angled (Offset) Pins for Victory Dome Lights.

9 LED Wedge Base Replacement Bulb
• Base Type: Wedge
• Voltage: 12V DC
• Current Draw: 0.04A
• Lumens: 25Lm
• NON WEATHERPROOF

AA00524BLED Cool White
LED Replacement for Perko style Wedge Base.
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AA00537LED10BP Warm White
Extra Bright replacement
for G4 Halogen/Xenon Bulbs.

AA02018LED-W Warm White
Warm White. with Pins that point straight back
from the surface of the bulb.

AA00537LED Warm White. 9 LED
 315 Lumens. 0.18 A
AA00537LED-R Red. 6 LED.
 70 Lumens. 0.12 A

AA02023LED Warm White AA02025LED Warm WhiteAA02019LED Warm White.

AA00106BLEDID Warm White. AA00106BLEDIS Warm White.

AA00106BLEDIDS Warm White.
 Double Contact

AA00106BLEDNW Warm White

AA00195BLEDNW Warm White. Single Contact

LED G4 Replacement Bulb
• Size: 7/8" Diameter x 3/16" Thick
• Light Angle: 120°
• Base Type: G4 Side Pin
• Voltage: 10V-30V DC
• Current Draw: 0.15A
• NON WEATHERPROOF

9 LED G4 LED Replacement Bulb
with Extra Long Back Pins
• Size: 7/8" Diameter x 3/16" Thick
• Light Angle: 120°
• Base Type: G4 Back Pin
• Voltage: 10V-30V DC
• Current Draw: 0.18A
• Lumens: 315Lm
• NON WEATHERPROOF

12 LED G4 LED Replacement Bulb
• Size: 1-1/4" Diameter x 3/16" Thick
• Light Angle: 120°
• Base Type: G4 Back Pin
• Voltage: 10V-30V DC
• Current Draw: 0.19A
• Lumens: 325Lm
• NON WEATHERPROOF

27 LED Double Contact Replacement Bulb
• Size: 9/16" Diameter x 1-3/4" Long
• Light Angle: 360° + Top LEDs
• Base Type: DOUBLE Contact Bayonet
• Voltage: 10V-30V DC
• Current Draw: 0.29A
• Lumens: 594Lm
• NON WEATHERPROOF

27 LED Single Contact Replacement Bulb
• Size: 9/16" Diameter x 1-3/4" Long
• Light Angle: 360° + Top LEDs
• Base Type: SINGLE Contact Bayonet
• Voltage: 10V-30V DC
• Current Draw: 0.29A
• Lumens: 594Lm
• NON WEATHERPROOF

13 LED #90 Replacement Bulb
• Size: 3/4" Diameter x 5/8" Tall (not including base)
• Light Angle: 360°+ Top LEDs
• Base Type: 1142 Double Contact with Parallel Pins
• Voltage: 10-30V DC
• Current Draw: 0.10A
• Lumens: 286Lm
• NON WEATHERPROOF

13 LED #90 Replacement Bulb
• Size: 3/4" Diameter x 5/8" Tall (not including base)
• Light Angle: 360°+ Top LEDs
• Base Type: 1156 Single Contact with Parallel Pins
• Voltage: 10-30V DC
• Current Draw: 0.10A
• Lumens: 286Lm
• NON WEATHERPROOF

18 LED G4/MR11 Replacement Bulb
• Size: 9/16" Diameter x 1-3/4" Long
• Light Angle: 360° + Top LEDs
• Base Type: G4 Pin, MR11
• Voltage: 10V-30V DC
• Current Draw: 0.25A
• Lumens: 396Lm
• NON WEATHEPROOF

18 LED E14 Replacement Bulb
• Size: 9/16" Diameter x 1-3/4" Long
• Light Angle: 360° + Top LEDs
• Base Type: E14 Threaded
• Voltage: 10V-30V DC
• Current Draw: 0.25A
• Lumens: 396Lm
• NON WEATHEPROOF

AA91532LED Warm White.
Fits AA91531 and AA91532
Wall Lights.

12 LED MR11 Replacement Bulb
• Size: 1-3/8" Diameter x 1-3/8" Long (overall)
• Light Angle: 120°
• Base Type: MR11
• Voltage: 10V-30V DC
• Current Draw: 0.2Amp
• Lumens: 264Lm

6 Watt MR16 Replacement Bulb
• Size: 2" Diameter x 1-3/4" Long (overall)
• Light Angle: 60°
• Base Type: MR16
• Voltage: 10V-30V DC
• Current Draw: 0.62A (6Watts)
• Lumens: 510Lm

20 LED MR16 Replacement Bulb
• Size: 2" Diameter x 1-3/4" Long (overall)
• Light Angle: 120°
• Base Type: MR16
• Voltage: 10V-30V DC
• Current Draw: 0.12A (2.5Watts)
• Lumens: 396Lm

LED BULBS FOR VICTORY NAVIGATION LIGHTS
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RM080BLEDBB  Warm White.

AA01644BLED   Cool White.AA00950BLED Warm White.

30 LED E27 Household Medium Screw Base
LED Replacement Bulb
• Size: 2-3/8" Diameter x 5" Long (overall)
• Light Angle: 360° + Top LEDs
• Base Type: E27 Screw Base
• Voltage: 10V-40V DC
• Current Draw: 3.0Watts Lumens: 500Lm
         = 60Watts of Light

7 LED Double Contact Replacement Bulb
• Size: 9/16" Diameter x 1-3/4" Long
• Base Type: DOUBLE Contact Bayonet (#1142)
• Voltage: 10V-30V DC
• Current Draw: 0.12A
• Lumens: 75Lm

LED STRIP LIGHTS

Warm White LED Strip Light. 12V.

Controller with Wireless Remote
for White Strip Light

Multi Colour RGB LED Strip Light. 12V.

AA00240 Side Mounting. Light shines at 90° to mounting.
 120 LEDs per Metre. (36 LEDs per foot).
 252 Lumens per foot (826 LM per Metre). #335 SMD.
 IP65 Waterproof. 5 Metre Roll.
 
AA00243 Top Mounting - 30 LEDs per Metre (9 LEDs per foot).
 180 Lumens per foot (590 LM per Metre). #5050 SMD.
 5 Metre Roll.

AA00244 Top Mounting - 60 LEDs per Metre (18 LEDs per foot).
 360 Lumens per foot (1180 LM per Metre). #5050 SMD.
 5 Metre Roll.

AA00247 Controls On/Off, Dimming and Lighting Mode
 (Solid White, Flashing Modes).

AA00248 Top Mounting - 60 LEDs per Metre (18 LEDs per Foot).  
360 LM per Foot (1180 Lumens per Metre) for All 
Colours Together.

 140 LM per Foot (459 Lumens per Metre) per Colour.
 5 Metre Roll.

AA00244C Straight End Connector with 2 Wires, for White Strip Light
AA00244WWC Straight Connector - Joining Connector for White Strip Light
AA00244WWC90 90° Connector - Joining Connector, for White Strip Light
AA00248C Straight End Connector with 4 Wires, for Mulitcolour Strip Light

Connectors for Strip Light

AA00244C
AA00244WWC AA00248C

AA00244WWC90

Controller with Wireless Remote
for Multi Colour Strip Light

AA01323DIMR Controls On/Off, Dimming and 
Red/Green/Blue Colour Range.

AA00240 AA00243 AA00244 AA00248

LED BULBS

BA9 Single Contact Mini Bayonet LED Bulb.
• 12Volt DC.   .04 Amp. 
• 9 x Cool White SMT LEDs.
• Brightness approx. 25 Lumens.
• Replacement LED for AA01644 Anchor Light.
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Remote Control Dimmer

LED REMOTE DIMMER SWITCHES

AA01322DIMR
Remote Control Dimmer for LED 
Lights. 12 Volt.

AA01323DIMR
Remote Red/Green/Blue Colour Control
and Dimmer for LED Lights. 12-24 Volt.
8 Amps available per channel.

LD01162-WH1
Bulb for Victory Series 40 Navigation Lights.
Double Contact Bayonet Bulb, with Offset Pins.
12V DC. Cool White.

LD00017-WH
G4 Bulb. 12V DC. .5W. 20mm Dia.
1 x .5W Warm White LED. 5.7mm Thickness.
Side Pins.

LD00018-WH
G4 Bulb. 12V DC. 1.5W. 24mm Dia.
3 x .5W Warm White LEDs. 6mm Thickness.
Side Pins.

AA00922LED-B
MR-16 LED With Reflector and Lens 
2" Dia. 12 LED Board.12V

G4 Bulb. 10-30V DC.  1.8W. 26mm Dia.
6 x 0.3W Warm White LEDs. Beam Angle 120º.
Colour Temperature 2800-3000K. 120 LM.

LD00014-NWH Side Pin. "2835 LED"
LD00014-NWH1 Back Pin. "2835 LED"

G4 Bulb. 10-30V DC.  2.4W. 31mm Dia.
12 x 0.2W Warm White LEDs. Beam Angle 120º.
Colour Temperature 2800-3000K. 120 LM.

LD00016-NWH Side Pin. "2835 LED"
LD00016-NWH1 Back Pin. "2835 LED"

LD01153-WH1
Bulb for Navigation Lights
Double Contact Bayonet Bulb, with Offset Pins.
49.8mm H x 19.3mm Dia.  287 Lumens. 2.8 W.
12V-30V DC. Cool White.

LD01167-WH
Double Contact Bayonet Bulb, Parallel Pins.
12V DC. 13 x Cool White LEDs. 90 Lumens.

Double Contact Bayonet Bulb.
38.6mm L x 15.20mm Dia.
12V DC. 24 x "2835" LEDs. 110 Lumens
LD01173-CWH1 Cool White. Offset Pins.
LD01173-WH  Warm White. Parralel Pins.

Double Contact Bayonet Bulb.
38.6mm L x 15.20mm Dia.
12V DC. 63 x "3014" LEDs. 180 Lumens
LD01174-CWH1 Cool White. Offset Pins.

LD01174-WH  Warm White. Parralel Pins.

LD01170-WH
Double Contact Bayonet Bulb, Parallel Pins.
35mm H x 20mm Dia.
12V DC. 9 x Cool White "5050" LEDs. 65 Lumens.

LD01166-WH1
Bulb for Navigation Lights.
Double Contact Bayonet Bulb, with Offset Pins.
12V DC. 18 x Cool White LEDs. 120 Lumens.

G4 Bulb. 10-30V DC.  1.8W. 28mm Dia.
9 x 0.2W Warm White LEDs. Beam Angle 120º.
Colour Temperature 2800-3000K. 150 LM.

LD00015-NWH Side Pin. "2835 LED"
LD00015-NWH1 Back Pin. "2835 LED"

Remote Control Dimmer
& Colour Control

LED ECONOMY BULBS
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RGB/RGBW CONTROLLER

BULB SOCKET ADAPTERS

FESTOON
AA00546BR 12V   6W. 1 1/2" OAL. Red.
AA00546BW 12V   6W. 1 1/2" OAL.
AA00558-10 12V 10W. 1 11/16" OAL.

DOUBLE CONTACT 
BAYONET

AA00195B 12V   6W.
AA00106B 12V   8W. (6CP).
AAP00948-10 12V 10W.
AA00559 12V 15W. (21CP)
AA00559R 12V 15W. (21CP). Red.

VERTICAL FILAMENT 
INDEXED BAYONET

VERTICAL FILAMENT 
TUBULAR BULB

INDEXED BAYONETAA00156/10W 12V  10W.
AA00156 12V  25W. LL30570 12V  25W.

LL30580 24V  25W.

AA00537B-05 12V 5W.
AA00537B-10 12V 10W.
AA00537B 12V 20W.

MR-11 Xenon
With Reflector and Lens (1 3/8" Dia.)
AA02020 12V 10W.
AAP00501-03 12V 20W.

AA02024 12V 20W.

G4 XENON
Less Heat / Longer Life / Low UV

(Compared to Halogen)

MR-16 Xenon
With Reflector and Lens (2" Dia.)

E14 to E12 BULB SOCKET ADAPTER
Converts European E14 socket to standard
Chandelier / Candelabra Socket (E12)
- So that E12 Candelabra Bulb can be used in E14 Socket.
CTE14-E12

AA00537G4-BA15D
Socket Adapter. Converts Double Contact Bayonet 
Socket (BA15d) to G4 Socket.

AA00537G4-BA15S
Socket Adapter. Converts Single Contact Bayonet Socket 
(BA15s) to G4 Socket.

INCANDESCENT BULBS

RGB/RGBW Controller
• Material: Made of PC
• Input voltage=Output voltage 10-30VDC
• Fuse: 5A/12VDC; 3A/24VDC
• Size: 70mm(L) x 45mm(W) x 25mm(H)
• Each time after power, the lamp will always be turned ON to the
 white first, press the switch ON-OFF once to select color(White,
 Blue, Red or Green)
• Power consumption less than 60W each color

AA01130-RGB Controller for RGB Lamp.
 Colours: White (R+G+B=>White) &
   Red, Green, Blue.
 
AA01130-RGBW Controller for RGBW Lamp.
 Colours: White (Single White) &
  Red, Green, Blue.
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REPLACEMENT LIGHT SWITCHES AND LENSES

LENSES FOR XENON DOME LIGHTS

AA00533LH Lens for 3" Xenon Dome Lights. 
AA00541LH Lens for 4" Xenon Dome Lights. 
AA00551LH Lens for 5" Xenon Dome Lights. 

LENSES FOR INCANDESCENT DOME LIGHTS

See Electrical Section Pg. 60 - 63 For More Switches

AA00533L Lens for 3" Incandescent  Dome Lights. 
AA00541L Lens for 4" Incandescent Dome Lights.
AA00551L Lens for 5" Incandescent  Dome Lights.

LENSES FOR LED DOME LIGHTS

AA00533LL Lens for 3" LED Dome Lights. 
AA00541LL Lens for 4" LED Dome Lights. 
AA00551LL Lens for 5" LED Dome Lights. 

TOGGLE SWITCH
for Victory Dome Lights & Reading Lights 

AATOGGLE-2L 2 Wire ON/OFF Switch for Dome 
Lights and Reading Lights.

AATOGGLE-3L 3 Wire ON/OFF/ON Switch for Victory 
Dome Lights with Red and White 
Light.

AATOGGLE-2L AATOGGLE-3L

ROCKER SWITCH
AA00942S
Round Rocker Switch. Replacement
switch for AA00921 /923 /925 /926 /927 /942 /944 /951
and AA91531 /532
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BATTERY SELECTOR SWITCH

BATTERY SELECTOR SWITCH

AA10004 Locking, with Keys. Capacity 250 Amps  
 continuous, 360 Amps  intermittent.
 5-1/4" diam.

AA10001 Rated at 150 Amps at 12V. 5-1/4" Dia. 
(flange dia. 5/12"). 2 1/4" Height. With Field 
Disconnect (Protects alternator if selector 
is switched while engine is running).

  BATTERY ON/OFF SWITCH
AA10097 6 - 24V. 500 Amp for 10 seconds.
 100 Amp Continuous. With Key.
AA10097K Replacement Key for AA10097.

AA10097-PB 6 - 24V. 500 Amp for 10 seconds.
 100 Amp Continuous.
 With PVC Capped Key.

AA10097

AA10097-PB

BATTERY ON/OFF SWITCH 
AA10092 Capacity 250 Amps continuous, 350 A 
 intermittent. 2 5/8" Square. Vapor proof  
 and ignition protected. 2 5/8" Square.
 Can mount flush or as surface mount.

AA10093 Same as AA10092, but with removable  
 key.

AA10092

AA10093

AA10090 2 Position On/Off.

HEAVY DUTY BATTERY SWITCH
• Made of nylon, PC knob
• Silver plated brass stud bolts, Non-Corrosive marine grade 

metals
• Rated 180A Continuous duty at 12V. 
 1000A intermittent/ 5 Sec.
• 2P (ON - OFF)
• 65.6mm Diameter x 97.4mm Height.

AA10193NL Red + Green Label.
 4 Position Switch. Off-1-2-Both.

MINI BATTERY SWITCH w/ Removable Key
• Made of nylon, POM knob
• Nickel plated brass stud, Non-Corrosive marine grade 

metals
• Rated 250A Continuous duty at 12V; 350A intermittent
• Vapor tight & ignition protected
• For flush mount or surface mount
• Size: 71.5mm x 71.5mm x 105.2mm Height.

AA10093NL Red + Green Label. 2 Position On/Off.

MINI BATTERY SWITCH with Removable Key
• Made of nylon, POM key
• Nickel plated brass stud, Non-Corrosive marine grade metals
• Rated 250A Continuous duty at 12V; 350A intermittent
• Vapor tight & ignition protected
• Flush mount
• Size: 68.0mm x 68.0mm x 91.7mm Height.
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AA10392 2 Position On/Off. 90° Knob Turning Angle.
AA10392AR 2 Position On/Off. 360° Knob Turning Angle.
AA10492 4 Position Switch. Off-1-2-Both. 360° Knob Turning Angle.

AA10392
AA10392AR

AA10492

MINI BATTERY SWITCH WITH KNOB
• Made of nylon, POM knob
• Silver plated brass stud bolts, Non-Corrosive marine grade 

metals
• Rated 250A Continuous duty at 12V; 350A intermittent
• Vapor tight & ignition protected
• Flush mount
• Size:  10392: 68.0mm x 68.0mm
  10492: 71.5mm x 71.5mm

SWITCH PANEL
AA10030 Black bakelite and fuse holders x 3.   
 Chrome plated brass toggle switches.
 3 1/2" x 4 1/2".
 Fuses: 3x5Amp (Max 15A).

AA10060 Black bakelite plate fuse holders x 6,
 toggle switch x 6, 4-1/2" x 6-1/2"
 Fuses: 6x5Amp (Max 15A).

SPLASHPROOF SWITCH PANEL
AA10030-RC 3 Gang Panel with Fuse Holders,   

Neoprene covered toggle switches.
 3 1/2" x 4 1/2".
 Fuses: 3x5Amp (Max 15A).
AA10060-RC 6 Gang Panel with Fuse Holders,   

Neoprene covered toggle switches.
 4-1/2" x 6-1/2"
 Fuses: 6x5Amp (Max 15A).

AA10030 AA10060 AA10060-RCAA10030-RC

BLACK FUSE PANEL ALUMINUM FUSE PANEL
AA10035 Anodized aluminum plate.
 3 Gang. Size:  4-1/2" x 3-1/2" x 1/16"
 3 x 12V. illuminating rocker switches.
 Fuses: 3x5Amp (Max 15A).
AA10065   Etched & anodized aluminum plate.
 6 Gang. 4-1/2" x 6-1/2" x 1/16".
 With 6 x 12V. illuminating rocker switches.
 Fuses: 5x5A, 2x10A, 1x15A. (Max 15A). 

AA10066 Same as AA10065, but made for 
 Horizontal Mounting
 Size:  4-1/2" x 6-1/2" x 1/16"
 6 x 12V. illuminating rocker switches.
 Fuses: 5x5A, 2x10A, 1x15A. (Max 15A). 

AA10035BK Etched Black anodized aluminum plate.
 3 Gang. Size:  4-1/2" x 3-1/2" x 1/16"
 3 x 12V. illuminating rocker switches.
 Fuses: 3x5Amp (Max 15A).
AA10043BK Black Anodized Alum. 4 7/8" x 4 1/2".
 4 x 12V. illuminating rocker switches.
 Fuses: 4x5A, 1x10A. (Max 15A). 
AA10065BK Etched Black anodized aluminum plate.
 6 Gang. Size:  4-1/2" x 6-1/2" x 1/16"
 6 x 12V. illuminating rocker switches.
 Fuses: 5x5A, 2x10A, 1x15A. (Max 15A). 
AA10066BK Same as AA10065BK, but made for 
 Horizontal Mounting
 Size:  4-1/2" x 6-1/2" x 1/16"
 6 x 12V. illuminating rocker switches.
 Fuses: 5x5A, 2x10A, 1x15A. (Max 15A). 

AA10035
AA10035BK

AA10043BK AA10065
AA10065BK

AA10066
AA10066BK

SWITCH PANEL WITH BATTERY TEST GAUGE
AND CIGARETTE LIGHTER 12V.

AA10083 Anodized aluminum plate. 3 Illuminated
 switches. Includes additional name labels.   
 Battery test indicator and cigar lighter.     
 4-1/2" x 6-1/2" x 1/16". 
 Fuses: 2x3A, 2x5A, 2x10A, 1x15A.

SWITCH PANEL WITH BATTERY TEST GAUGE 
AND HORN SWITCH

AA10084      Aluminum plate, 4-1/2" X 6-1/2"
      3 Illuminated Switches and Fuses,
      Push Button Horn Switch and Battery  
      Test Gauge.
       Fuses: 2x3A, 2x5A, 2x10A, 2x15A.

AA10083 AA10084
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AA10147 6 Gang. Horizontal. 190mm x 95mm.
 Fuses: 6 x 15A

AA10037 3 Gang. Size:  3-3/4" x 5-1/4" x 1/16"
 Fuses: 3 x 15A. (Max 15A).

AA10067 6 Gang. Size:  3-3/4" x 5-1/4" x 1/16"
 Fuses: 6 x 15A. (Max 15A).

AA10047 4 Gang Panel with 12V lighted switches.
 3 3/4" x  5 1/4". Black.

AA10067M 6 Gang. Size:  3-3/4" x 5-1/4" x 1/16"
 6 x waterproof switches (1 with Momentary  
 On/Off) with LED lights.
 Fuses: 6 x 15A. (Max 15A).

AA10047M 4 Gang Panel with 12V lighted switches
 (1 with Momentary On/Off).
 3 3/4" x  5 1/4". Black.

AA10167USB 8 x 15A Circuit Breakers.
 Dual USB 1 x 1A, 1 x 2.1A.

AA10147USB Dual USB  1 x 1A, 1 x 2.1A.
 6 x 15A Fuses.
 190mm x 95mm. Horizontal.

AA10067USB 5 X Switch + 1 x USB Port.
 190mm x 133mm. Vertical.

WATERPROOF FUSE PANELS
• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled and equipped with fuses
• Voltage: 12VDC
• IP65 Waterproofing

WATERPROOF FUSE PANELS with USB PORT
• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled and equipped with fuses
• Voltage: 12VDC
• IP65 Waterproofing

AA10267 8 Gang. 240mm x 95mm.
 Fuses: 1 x 5A, 7 x 15A. AA10167 8 Gang. Horizontal. 240mm x 95mm.

 Fuses: 1 x 5A, 7 x 15A.

WATERPROOF FUSE PANEL
With 1 X Momentary Switch Plus

Voltmeter & Cigarette Lighter Socket

AA10036M 3 Gang Panel with 12V lighted switches
 (1 with Momentary On/Off).
 Includes cigarette lighter socket and 

voltmeter. 5 1/4" x 7 1/2". Black.

AA10247USB Dual USB  1 x 1A, 1 x 2.1A.
 8 x 15A Fuses. 240mm x 95mm
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AA10140 3 Gang + 1 x Cigarette Socket.

WATERPROOF SWITCH PANEL
WITH CIGARETTE SOCKET
• Material: UV stabilized plastic panel, Grey color
• Voltage: 12VDC
• UV approved neoprene capped switch x 3
• Cabled with fuses + Cigarette Socket
• Size: 97.2mm x 109.4mm x 13.5mm
• 28 Preprinted labels included
• IP65

AA10140USB 15A x 2.  3 Amp USB. 

AA10140DVM 15A Fuses x 2.  Digital Volt Meter. 

AA10160USB

AA10160DVM
15A Fuses x 3.  Digital Volt Meter.

WATERPROOF SWITCH PANEL
WITH USB CHARGER
• Material: UV stabilized plastic panel, Grey color
• Voltage: 12VDC
• UV approved neoprene capped switch x 3
• Cabled with fuses + USB charger
• Size: 97.2mm x 109.4mm x 13.5mm
• 28 Preprinted labels included
• IP65

WATERPROOF SWITCH PANEL WITH 
DIGITAL VOLT METER
• Material: UV stabilized plastic panel, Grey color
• Voltage: 12VDC
• UV approved neoprene capped switch x 3
• Cabled with fuses + Digital volt meter
• Size: 97.2mm x 109.4mm x 13.5mm
• 28 Preprinted labels included
• IP65
• Blister pack

WATERPROOF SWITCH PANEL
WITH USB CHARGER
• Material: UV stabilized plastic panel, Grey color
• Voltage: 12 VDC
• UL approved neoprene capped switch x 5
• Cabled with fuses + USB charger
• 28 Preprinted labels included
• Size: 110mm x 125mm
• IP65

SPLASHPROOF SWITCH PANEL
AA10044 4 Gang. 4-1/4" X 3-3/4". UV Stabilized Plastic.  
 Neoprene Covered Switch. 2x15A Automotive  
 Style Fuse (2 Switches per Fuse).
AA10064 6 Gang. 4-1/4" X 4-7/8". UV Stabilized Plastic.  
 Neoprene Covered Switch. 3x15A Automotive  
 Style Fuse (2 Switches per Fuse).

AA10044

AA10064
AA10064LT

SPLASHPROOF SWITCH PANEL
WITH CIGARETTE SOCKET

AA10160 5 Gang and Cigarette Lighter-style Power 
Socket.  4 1/4" x 4 7/8".  

 UV Stabilized Plastic.
 Neoprene Covered Switches.

WATERPROOF SWITCH PANEL WITH 
DIGITAL VOLT METER
• Material: UV stabilized plastic panel, Grey color
• Voltage: 12 VDC
• UL approved neoprene capped switch x 5
• Cabled with fuses + Digital volt meter
• 28 Preprinted labels included
• Size: 110mm x 125mm
• IP65
• Blister pack

SWITCH PANELS
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SPLASHPROOF SWITCH PANEL
with Automotive Style Fuse

AA10164LT
6 Gang. 4 7/8" x 4 1/4". UV Stabilized Plastic.
LED indicator lights. Neoprene covered switch.
3x15A Automotive Style fuse (2 switches per fuse). Grey.

AA10144LT
4 Gang. 3 3/4" x 4 1/4".

 UV Stabilized Plastic. LED indicator lights. 
Neoprene covered switch. 2x15A Automotive 

Style fuse (2 switches per fuse). Grey.

WATERPROOF SWITCH PANEL
AA10031 Black Anodized aluminum plate. Can be 

mounted Horizontally or Vertically.
 3 gang. Size: 3 3/4" x 5 1/4". 
 3 UL approved waterproof switches, with 

LED bulbs and 3 x 15A circuit breakers 
(with caps). 30 pre-printed labels included.

AA10031WH Same as AA10031, but with White 
Aluminum Plate.

WATERPROOF SWITCH PANEL

AA10087 Black Anodized aluminum plate. 8 Gang.  
 Size: 4 1/2" x 9 3/8". 8 x UL approved water-
proof switches with LED lights and 8 x 15A 
Circuit Breakers with covers. 30 preprinted 
labels. Vert. or Horiz. mounting.

WATERPROOF SWITCH PANEL
AA10061
Black Anodized aluminum plate. Can be mounted
Horizontally or Vertically.
6 gang. Size: 5 1/4" x 7 1/2". 
6 UL approved waterproof switches, with LED bulbs and 
6 x 15A circuit breakers (with caps). 30 pre-printed labels 
included.

AA10061WH
Same as AA10061, but with White Aluminum Plate.

WATERPROOF SWITCH PANEL
with 1 x Momentary Switch

AA10061M Black Anodized aluminum plate.
 6 gang. Size: 5 1/4" x 7 1/2". 
 6 x UL approved waterproof switches (1 

with Momentary On/Off) with LED lights and 
6 x 15A Circuit Breakers with covers. 30 
preprinted labels. Vert. or Horiz. mounting.

AA10087USB 8 x 15A Circuit Breakers.
 Dual USB 1 x 1A, 1 x 2.1A.
 

WATERPROOF SWITCH PANEL WITH 
USB CHARGER
• Material: Aluminum panel, Black
• Waterproof switch with LED indicator
• Cabled with circuit breakers + USB charger
• 30 Preprinted labels included
• For both vertical or horizontal mount
• Voltage: 12 VDC
• Size: 242mm x 114.5mm x 2.5mm
• IP65

AA10087M Black Anodized aluminum plate. 8 Gang. 
Size: 4 1/2" x 9 3/8".  8 x UL approved 
waterproof switches (1 with Momentary 
On/Off) with LED lights and 8 x 15A Circuit 
Breakers with covers. 30 preprinted labels. 
Vert. or Horiz. mounting.

WATERPROOF SWITCH PANEL
with 1 x Momentary Switch

Waterproof Switch Panel
with USB Charger
• Material: Aluminum panel, Black
• Waterproof switch with LED indicator
• Cabled with circuit breakers + USB charger
• 30 Preprinted labels included
• For both vertical or horizontal mount
• Voltage: 12 VDC
• Size: 190.6mm x 133.5mm x 2.5mm
• IP65

AA10061USB 15A x 6 Breakers.  1A + 2.1 USB. 
 

SWITCH PANELS
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AA10039 4 Gang. 109.1mm x 97.6mm x 13.2mm

AA10040 6 Gang. 125.6mm x 109.1mm x 13.2mm

WATERPROOF SWITCH PANEL,
with PATENT SWITCHES
• Wave Design
• Material: UV Stablized Plastic, Black
• Voltage: 12 VDC
• UL Approved Waterproof Switch with LED Indication
• Switch PATENT NO: 7145091 B1
• Cabled with Circuit Breakers: 10041-BK: 15A x 4pcs
 10042-BK: 15A x 6pcs
• 15A Max. per Circuit
• IP65

AA10261 5 x Switch + 1 x USB Port. AA10262 7 x Switch + 1 x USB Port. AA10263 9 x Switch + 1 x USB Port.

WATERPROOF SWITCH PANEL
with USB Port
• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled and equipped with circuit breakers: 5A x 

1pc, 15A x 4pcs
• Completed with 1 x USB (dual port) with rubber cap
• Voltage: 12VDC
• IP65
• Size: 199mm x 115mm
• 30 Preprinted square labels included

WATERPROOF SWITCH PANEL
with USB Port
• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled and equipped with circuit breakers: 5A x 

1pc, 15A x 6pcs
• Completed with 1 x USB (dual port) with rubber cap
• Voltage: 12VDC
• IP65
• Size: 199mm x 132mm
• 30 Preprinted square labels included

WATERPROOF SWITCH PANEL
with USB Port
• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled and equipped with circuit breakers: 5A x 

1pc, 15A x 8pcs
• Completed with 1 x USB (dual port) with rubber cap
• Voltage: 12VDC
• IP65
• Size: 199mm x 159mm
• 30 Preprinted square labels included

AA10136 3 Gang + 1 x Digital Voltmeter
 + 2 x Cigarette Socket.

AA10162 6 Gang + 1 x Digital Voltmeter

AA10141 4 Gang + 2 x Cigarette Socket.

AA10142 4 Gang  + 1 x Digital Voltmeter

WATERPROOF SWITCH PANEL,
w/Digital Volt-Meter

• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled & Equipped with circuit breakers:
 5A x 1pc, 15A x 4pcs
• Size: 190.5mm x 133.5mm x 

2.5mm(Thickness)
• Voltage: 12VDC
• IP65
• 30 Preprinted square labels included

WATERPROOF SWITCH PANEL,
w/Digital Volt-Meter

• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled & Equipped with circuit breakers:
 5A x 1pc, 15A x 5pcs
• Size: 241.5mm x 114.5mm x 

2.5mm(Thickness)
• Voltage: 12VDC
• IP65
• 30 Preprinted round labels included

WATERPROOF SWITCH PANEL
• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled & Equipped with circuit breakers:
 5A x 1pc, 15A x 5pcs
• Size: 190.5mm x 133.5mm x 2.5mm(Thickness)
• Voltage: 12VDC
• IP65
• 30 Preprinted square labels included

WATERPROOF SWITCH PANEL,
w/Digital Volt-Meter

• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled & Equipped with circuit breakers: 5A x 

1pc, 15A x 3pcs
• Size: 190.5mm x 133.5mm x 

2.5mm(Thickness)
• Voltage: 12VDC
• IP65
• 30 Preprinted square labels included

SWITCH PANELS
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LED ROCKER SWITCH BREAKER PANEL
Removable Cover Frame, Easy For
Exchanging Circuit Breakers
• Material: UV, ABS, Black
• Voltage: 12 VDC
• w/ Circuit breakers: 11184-BK: 5A x 1, 10A x 2, 15A x 1
11186-BK: 5A x 2, 10A x 2, 15A x 2
11188-BK: 5A x 2, 10A x 3, 15A x 3
• 23 Preprinted labels included
• Blister pack
• CE approved
• IP66 switch

AA11184  4 Gang. 131mm x 90mm. Cutout Size: 105mm x 63mm
AA11186 6 Gang. 183mm x 90mm. Cutout Size: 157mm x 63mm
AA11188  8 Gang. 235mm x 90mm. Cutout Size: 209mm x 63mm

AA10265 7 x Switch + 1 x USB Port. AA10266 9 x Switch + 1 x USB Port.

WATERPROOF SWITCH PANEL
with USB Port

• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled and equipped with circuit breakers: 5A x 

1pc, 15A x 6pcs
• Completed with 1 x USB (dual port) with rubber cap
• Voltage: 12VDC
• IP65
• Size: 199mm x 115mm
• 30 Preprinted square labels included

WATERPROOF SWITCH PANEL
with USB Port

• Material: Aluminum plate, Black
• Waterproof switch with LED indicator
• Cabled and equipped with circuit breakers: 5A x 

1pc, 15A x 8pcs
• Completed with 1 x USB (dual port) with rubber cap
• Voltage: 12VDC
• IP65
• Size: 199mm x 132mm
• 30 Preprinted square labels included

6 GANG BREAKER PANEL
AA10069 Aluminum plate, 4-1/2" x 6-1/2",
 6 x illuminating switches, 6 x circuit breakers
 Breakers: 2x5A, 2x10A, 2x15A.

WATERPROOF SWITCH PANEL
AA10013 3 Gang. 5 1/8" x 4 5/16". Black Plastic.
 Pre-printed labels included.

AA10016 6 Gang. 5 1/8" x 7 1/2". Black Plastic.
 Pre-printed labels included.

AA10016M Black Plastic Panel.
 6 Gang. Size:  3-3/4" x 5-1/4" x 1/16"
 6 x waterproof switches (1 with Momentary  
 On/Off) with LED lights and Breakers:
 1 x 5A, 3 x 10A, 2 x 15A.  (Max 15A).

WATERPROOF SWITCH PANEL
with 1 x Momentary Switch

AA10033 3 Gang. 190.6mm
 x 133.6mm x 20.0mm

SWITCH PANEL
• Material: UV Stablized Plastic, Black
• Voltage: 12 VDC
• UL Approved Waterproof Switch
 with LED Indication x 3
• Cabled with Circuit Breakers:
 5A x 1, 10A x 1, 15A x 2
• 15A Max. per Circuit
• w/Plastic Socket x 1 & Voltmeter x 1
• IP65

SWITCH PANELS
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WAVE DESIGN BREAKER PANEL WAVE DESIGN BREAKER PANEL WAVE DESIGN BREAKER PANEL
AA10024 Black Plastic. Lighted LED Switches.
 4 Breaker Switches.
 1x4A, 1x6A, 1x8A, 1x10A 
 Size: 4-3/8" x 4". 

AA10026 Black Plastic. Lighted LED Switches.
 6 Breaker Switches.
 2x5A, 2x6A, 1x8A, 1x10A 
 Size: 6-1/4" x 4". 

AA10028 Black Plastic. Lighted LED Switches.
 8 Breaker Switches.
 1x4A, 2x5A, 2x6A, 2x8A, 1x10A 
 Size: 8-1/4" x 4". 

WAVE DESIGN BREAKER PANEL
with Battery Test Gauge

WAVE DESIGN BREAKER PANEL
with Cigarette Lighter

AA10029 Black Plastic. Lighted LED Switches.
 12V Battery Test Gauge, Plus
 3 Breaker Switches. 1x4A, 1x6A, 1x8A.

Size: 4-3/8" x 4". 

AA10027 Black Plastic. Lighted LED Switches.
 Cigarette Lighter (1x10A Breaker), Plus 

3 Breaker Switches. 1x4A, 1x6A, 1x8A.
Size: 5" x 4". 

AA10225 Breakers: 5A x 1, 10A x 2, 15A x 2.
 160mm x 107mm.

WAVE DESIGN SWITCH PANEL with Volt Meter
• Material: Plastic, Black
• Voltage: 12 VDC
• UL Approved Switches with LED Indicator
• Cabled with Circuit Breakers and Volt Meter
• IP65

Plastic Switch Panel with USB Charger
• Material: Plastic, Black
• Voltage: 12 VDC
• UL approved switches with LED indicator
• Cabled with circuit breakers + USB charger
• IP65

AA10027USB 5A x 1, 10A x 1, 15A x 2.  3 Amp USB.
 130mm x 107mm x 12.0mm. 

Plastic Switch Panel with USB Charger
• Material: Plastic, Black
• Voltage: 12 VDC
• UL approved switches with LED indicator
• Cabled with circuit breakers + USB charger
• IP65

AA10226USB 5A x 2, 10A x 2, 15A x 2.
 Dual USB  1 x 1A, 1 x 2.1A 

180mm x 107mm x 12mm. 
AA10226 Breakers: 5A x 2, 10A x 2, 15A x 2.
 180mm x 107mm.

WAVE DESIGN SWITCH PANEL
with "Cigarette Lighter" 12V Socket.
• Material: Plastic, Black
• Voltage: 12 VDC
• UL Approved Switches with LED Indicator
• Cabled with Circuit Breakers and Socket
• IP65

SWITCH PANELS
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AA70062 82.7mm x 63.6mm x 1.5mm

DIGITAL BATTERY TEST SWITCH
• Material: Aluminum plate, Black
• Voltage: 10-30VDC

AA10041 4 Gang. 113.3mm x 107.0mm x 15.2mm
AA10042 6 Gang. 159.8mm x 107.0mm x 15.2mm

WATERPROOF SWITCH PANEL,
with PATENT SWITCHES
• Wave design
• Material: UV Stablized Plastic, Black
• Voltage: 12 VDC
• UL Approved Waterproof Switch with LED Indication
• Switch PATENT NO: 7145091 B1
• Cabled with circuit breakers:
 AA10041: 5A x 1pc, 15A x 3pcs
 AA10042: 5A x 1pc, 15A x 5pcs
• 15A Max. per circuit
• IP65

WATERPROOF BREAKER PANEL
with Cigarette Lighter Socket

AA10068 4” X 8” Black Aluminum Plate. 12V.
 6 Waterproof Switches plus Cigarette 

Lighter Socket. Labels Included.

WATERPROOF SWITCH PANEL
with Volt Meter & Cigarette Lighter Socket
 AA10034 Black Aluminum Plate. 5 1/4" x 7 1/2". 
 3 x Switches with Waterproof Caps, 3 x 

Circuit breakers (5A x 1, 10A x 1, 15A x 1).
 Voltmeter and Cigarette Lighter Socket.

VOLTAGE METER

AA70061 Voltage meter for up to 2 Batteries (12V).
 Black panel 3 3/4" x 5 1/4".

  BATTERY TEST GAUGE

AA70060 Test gauge for up to 2 Batteries (12V
 Black panel 3 1/4" x 2 1/2".

BILGE PUMP SWITCHES AND ALARMS

BILGE PUMP SWITCHES AND ALARMS

AA10296 3-Way Switch. AUTO-OFF-MANUAL.
 With Indicator Light, Fuse Holder and   

Fuse (20A). 3 1/2" x 2".

AA10297 Bilge Alarm. Use with Float Switch. With  
Indicator Light, Audible Alarm, Fuse   
Holder and Fuse (5A). 3 1/4" x 2 1/2"

AA10298 3-Way Switch plus Alarm. Use with Float  
Switch. With Indicator Light, Audible Alarm, 
Fuse Holder and Fuse (20A). 4 1/2" x 2 1/2"

AA10299-V 3-Way Switch. AUTO-OFF-MANUAL.
 Spring return from manual position.
 With Indicator Light, Fuse Holder and  
 Fuse (20A). 2" Height x 3 1/2" Width.

AA10299-H 3-Way Switch. AUTO-OFF-MANUAL.
 Spring return from manual position.
 With Indicator Light, Fuse Holder and  
 Fuse (20A).  3 1/2" Height x 2" Width.

AA10296

AA10297AA10298

AA10299-V

AA10299-H

SWITCH PANELS

BILGE PUMP SWITCH PANELS

BATTERY GAUGES



60

VictoryELECTRICAL

For the most up to date product information, visit   www.victory-products.com

AA10288

AA10295

AA10197 82.0mm x 63.0mm.

WASHDOWN SWITCH
• Material: ABS, Black
• Voltage: 12VDC
• 2P: ON-OFF Switch With LED Indication
• 20 Amp
• IP65

AA10196 82mm x 63mm. AA10288 Bilge Alarm Only. 82mm x 63mm.
AA10295 Bilge Alarm and Switch. 115mm x 63mm.

BILGE PUMP SWITCH
• Material: ABS, Black
• Voltage: 12VDC
• 3P: Auto-Off-Manual switch w/spring return from 

manual position
• IP65

PUMP SWITCH AND ALARM
• Material: ABS, Black
• Voltage: 12VDC
• 3P

FUSE HOLDERS AND SWITCH FOR 
SWITCH PANELS

LIGHTED ROCKER SWITCH
AA10065S
Replacement for: 
AA10035      AA10083
AA10065      AA10043
AA10066      AA10069 

AA10065F
Square fuse holder. Red face.
Replacement for:
AA10035 AA10035BK
AA10043
AA10065 AA10065BK
 AA10066BK

FUSE HOLDERS

AA10065F

AA10065S

AA10081S/5A  5 Amp. For AA10081, AA10082 Panels. 
AA10081S/10A 10 Amp. For AA10081, AA10082 Panels. 
AA10081S/15A 15 Amp. For AA10081, AA10082 Panels. 
AA10081S/20A 20 Amp. For AA10081, AA10082 Panels.

CIRCUIT BREAKERS

AA10069S/5A  5 Amp. For AA10069 Panels 
AA10069S/10A 10 Amp. For AA10069  Panels 
AA10069S/15A 15 Amp. For AA10069  Panels 

MINI BREAKERS

AA10081S/ AA10069S/

LIGHTED ROCKER SWITCH
AA10037S
Rocker Switch. ON-OFF. Black Plastic with Red Light.
Fits Switch Panels AA10036, 10037, 10047, 10067.

AA10037S

AA10205 Push Button ON/OFF Switch.
 White Plastic.

RC46047-2 Push Button Momentary Switch
 with Rubber Cover. Black.
 Great for Horns.
RC46047-1 Push Button Momentary Switch.
 No Cover. White. Great for Horns.

MH8403061 Push-Pull Switch. Short Neck (1/4"). 
MH8403062 Push-Pull Switch. Long Neck (3/4"). 

AA10218 Illuminated Push-Pull Switch. Red.
 1/2" Dia.
AA10219 Illuminated Push-Pull Switch. Green.
 1/2" Dia.

AA10240 ON/OFF Toggle Switch. 1/2" Dia.
AA10245 ON/OFF Toggle Switch. 1/2" Dia.
 With Name Plate ("ON" and "OFF" Markings.)

AA10248 Plastic ON/OFF Toggle Switch. 1/2" Dia.
 With Name Plate ("ON" and "OFF" Markings.)
AA10249 3 Position Plastic Toggle Switch. ON-OFF-ON.

SWITCHES

AA10205 RC46047-2 RC46047-1 MH8403061 MH8403062
AA10218 AA10219 AA10240 AA10245 AA10248 AA10249

SWITCHES

FUSE HOLDERS / CIRCUIT BREAKERS
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TOGGLE SWITCH
for Victory Dome Lights & Reading Lights 

AATOGGLE-2L 2 Wire ON/OFF Switch for Dome 
Lights and Reading Lights.

AATOGGLE-3L 3 Wire ON/OFF/ON Switch for Victory 
Dome Lights with Red and White 
Light.

AATOGGLE-2L

AATOGGLE-3L

ROCKER SWITCH

ROCKER SWITCH

AA00955S Mini Rocker Switch. 3/4" x 1/2".

AA00942S
Round Rocker Switch. Replacement
switch for AA00921 /923 /925 /926 /927 /942 /944 /951
and AA91531 /532

WATERPROOF ROCKER SWITCH
with Red LED Indicator

Waterproof IP65. Black Plastic. Rated 12V / 20A.
With LED Indicator. 1" Diameter.
AA10119-01 SPST, ON-OFF, 3 Pins
AA10119-02 DPST, ON-OFF-ON, 4 Pins

WATERPROOF ROCKER SWITCH
with Red LED Indicator

WATERPROOF ROCKER SWITCH
with RED and Green LED Indicator

WATERPROOF ROCKER SWITCH
with Large RED and Green LED Indicator

Snap-In Mounting, Easy to Install Switch into Panel.
Waterproof IP66, Dustproof. Rated 14V / 21A
AA10111-01 SPST, ON-OFF, with 3 Pins.

AA10111-02 DPST, ON-OFF, with 5 Pins.

Snap-In Mounting, Easy to Install Switch into Panel.
Waterproof IP66, Dustproof. Rated 14V / 21A
AA10115-01 SPDT, ON-OFF-ON, with 4 Pins.

AA10115-02 DPDT, ON-OFF-ON, with 7 Pins.

Snap-In Mounting, Easy to Install Switch into Panel.
Waterproof IP66, Dustproof. Rated 14V / 21A
AA10117-01 SPDT, ON-OFF-ON, with 3 Pins.

AA10117-02 DPDT, ON-OFF-ON, with 6 Pins.

SWITCH FRAMES
for AA10111/AA10115/AA10117 Switches

AA10118-01 Black Plastic. Single Frame
AA10118-02 Black Plastic. Side Frame
AA10118-03 Black Plastic. Central Frame

AA10118-01

AA10118-03

AA10118-02

MOMENTARY PUSH BUTTON SWITCH
AA10291 Chrome plated brass housing, with plastic 

button. 12V 5Amp.
 Total length 2 5/8". Diameter 1 1/2".
 Ideal for horn.

AA01745 Motion Sensor On/Off Switch. Activated 
by waving hand past sensor for turning 
on or off. With Blue LED Night Light.

 Max. 3 Amps. 1-3/16" Dia. x 11/16" H.

MOTION SENSOR SWITCH
Wave On/Wave Off

SWITCHES
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ITEM# TYPE #TERMINALS  CIRCUITRY
AA10112-01 SPST 2P ON - OFF
AA10112-02 SPST 2P (ON) - OFF
AA10113-01 SPDT 3P ON OFF ON
AA10113-02 SPDT 3P (ON) OFF ON
AA10113-03 SPDT 3P (ON) OFF (ON)
AA10114-01 DPST 4P ON - OFF
AA10114-02 DPST 4P (ON) - OFF
AA10116-01 DPDT 6P ON OFF ON
AA10116-02 DPDT 6P (ON) OFF ON
AA10116-03 DPDT 6P (ON) OFF (ON)

WATERPROOF ROCKER SWITCH
15A. Black Plastic.

"(ON)" Denotes Momentary ON Switch "(ON)" Denotes Momentary ON Switch

ITEM# TYPE #TERMINALS  CIRCUITRY
AA10123-01 SPST 3P ON - OFF
AA10123-02 SPST 3P (ON) - OFF
AA10124-01 DPST 4P ON - OFF
AA10124-02 DPST 4P (ON) - OFF
AA10125-01 DPDT 4P (ON) OFF ON
AA10126-01 DPDT 6P ON OFF ON
AA10126-02 DPDT 6P (ON) OFF (ON)

WATERPROOF ROCKER SWITCH
with LED Light. 15A. Black Plastic.

SWITCH FRAME
Plastic Frame for Waterproof Switches

AA10110-01 Plastic End Frame.
 For Waterproof switches 

#AA10112 - #AA10126.
 
AA10110-02 Plastic Centre Frame.
 For Waterproof switches 

#AA10112 - #AA10126.

ROCKER SWITCH

ROCKER SWITCH
with LED

AA10110-01

AA10110-02

IGNITION SWITCHES
AA10270 Ignition Starter Switch. Brass & Stainless. 

3 position, 3 terminal.
 Returns automatically from start to ignition 

position. 15 Amp. 

AA10270-C Same as AA10270, but with Rubber Cap 
over keyhole.

AA10273 Ignition Starter Switch. Brass & Stainless. 
3 position, 4 terminal.

 Returns automatically from start to ignition 
position. 15 Amp. 

AA10273-C Same as AA10273, but with Rubber Cap 
over keyhole.

AA10271 Ignition Starter Switch. Black Plastic.
 3 position, 3 terminal.
 Returns automatically from start to ignition 

position. 15 Amp. 

AA10271-C Same as AA10272, but with Rubber Cap 
over keyhole.

AA10276 Ignition Starter Switch. Black Plastic.
 OFF-IGN-START(CHOKE). 
 6 Boss/Screw type terminals. 3 Positions.
 Maximum panel depth 1/4"

AA10278 Ignition Starter Switch. Black Plastic.
 OFF-IGN-START-CHOKE. 
 Wires included.
 Maximum panel depth 5/8"

AA10275 Ignition Starter Switch. Black Plastic.
 ACC-OFF-IGN-START. 7 Terminals,
 Thick Magneto 4 positions.
 Maximum panel depth 1/4"

AA10277 Ignition Starter Switch. Black Plastic.
 OFF-IGN-START(CHOKE). 
 6 screw type terminals. 3 positions.
 Maximum panel depth 5/8"

AA10270

AA10270-C

AA10273

AA10273-C

AA10271

AA10271-C

AA10272

AA10278

AA10276

AA10275
AA10277

AA10272-C

AA10274

AA10272 Ignition Starter Switch. Black Plastic.
 3 position, 5 terminal.
 Returns automatically from start to ignition 

position. 15 Amp. 

AA10272-C Same as AA10272, but with Rubber Cap 
over keyhole.

AA10274 Ignition Starter Switch. Black Plastic.
 ACC-OFF-IGN-START. 7 Terminals,
 Magneto 4 positions.
 Maximum panel depth 5/8"

SWITCHES
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AA10206 Push button Momentary switch insulated.
 Mounting bushing 1-1/4" long, 5/8" diam.
 Chrome plated brass face nut.
 Great for Horns.

AA10207 Same as AA10206, but with
 Red Waterproof Boot.
 Great for Horns.

AA10212 Two position “OFF-ON”.
 Chrome plated Plastic Knob.
AA10213 Three position “OFF-ON-ON”.
 Chrome plated Plastic Knob.
AA10214 Four position   “OFF-ON-ON-ON”.
 Chrome plated Plastic Knob.

AA10212
MH8403051

AA10213
MH8403054

AA10214
MH8403053

AA10207AA10206

BRASS SWITCHES
MH8403051 Two position “OFF-ON". 12V/20A
 Chrome plated Brass Knob.
MH8403054 Three position “OFF-ON-ON”. 12V/20A
 Chrome plated Brass Knob.
MH8403053 Three position two circuit. 12V/20A
 “OFF-ON-BOTH”. Chrome plated Brass Knob.

STAINLESS
FLUSH MOUNT SWITCHES

AA10015SS Single.   2" x 2-1/2". Stainless.
AA10025SS Double. 2" x 2-1/2". Stainless

12/24 VOLT DIMMER TRIM TAB TOGGLE SWITCH PANEL
AA01160 Dimmer Switch. 12-30 Volt Range.
 Plastic. 2 3/8" L x 2 3/8" W x 5/8" D.
 Max. 80 Watt. Automatic cuts off power 

and LED indicator light flashes if exces-
sive power load or voltage out of range.

AA10190 Momentary UP-OFF-DOWN.
 Material: Alu plate, Black.
 Switch Type: Toggle switch 3P.
 Size: 1-3/4" (44.5mm) x 2-1/2" (63.5mm).
 Momentary ON-OFF. Splashproof.

WIRELESS REMOTE SWITCH
for 1 Electrical Item

AA01321 Provides wireless remote on/off control 
of one electrical item. Includes remote 
control sender and receiver.

 12V 10 Amp.  Approx 20m range.

WIRELESS REMOTE SWITCH
for 2 Electrical Items

AA01322 Provides wireless remote on/off control of 
2 electrical items. Includes remote control 
sender and receiver.

 12V 10 Amp.  Approx 20m range.

SWITCHES
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WATERTIGHT CABLE OUTLETS

WATERTIGHT CABLE OUTLETS
Chromed Brass. Rubber grommet for watertight passage 
of cable through deck.

 CABLE OUTLET
AA11593 Base diam. 1-1/4", for cable 1/4".
AA11594 Base diam. 1-1/4", for cable 5/16".

 LARGE CABLE OUTLET
AA11595   Base diam. 1-1/2". For 1/4" Cable.
AA11596   Base diam. 1-1/2". For 5/16" Cable.
AA11597   Base diam. 1-1/2". For 3/8" Cable.
AA11598 Base diam. 1-1/2". For 7/16" Cable.
AA11599 Base diam. 1-1/2". For 1/2" Cable.
 
 EXTRA LARGE CABLE OUTLET
AA11590 Base diam. 2". For 5/8" Cable.
AA11591 Base diam. 2". For 3/4" Cable.

AA11595
AA11596
AA11597
AA11598
AA11599

AA11593
AA11594

AA11590
AA11591

BRASS CABLE OUTLET

Poliished Brass Cable Outlet.
With Rubber Grommet Seal.

FS0081AB Hole Dia. 6mm.
FS0081BB Hole Dia. 8mm.
FS0081CB Hole Dia. 10mm.
FS0081DB Hole Dia. 12mm.

WATERPROOF DECK CONNECTOR

ROUND WIRE CONNECTOR
AA11506 2 Pin Black Rubber Covered
 Connector
AA11507 4 Pin Black Rubber Covered
 Connector 3 Amp Connector. Chrome Plated Brass

Overall Length 2-1/4",  Base diam. 1-1/2"
AA11537 3 amp., 2 pins
AA11538 3 amp., 3 pins
AA11539 3 amp., 4 pins

5 Amp Connector. Chrome Plated Brass
Overall Length 2-11/16",  Base diam. 1-3/4"
AA11556 5 amp., 2 pins
AA11557 5 amp., 3 pins
AA11558 5 amp., 4 pins

PLUG AND SOCKET
AA11508 2-Pin. Flange diam. 1-1/2", 
 overall length 1-3/4"

AA11506

AA11508

AA11507

AA11537
AA11556

AA11539
AA11558

AA11538
AA11557

HEAVY DUTY TERMINAL BLOCKS

AA11582-05 5 Gang. 100A.  4 1/8" L x 7/8" W x 1 3/8" H.
AA11582-04 4 Gang. 150A.  6" L x 1 1/4" W x 1 3/8" H.
AA11582-06 6 Gang. 150A.  6" L x 1 1/4" W x 1 3/8" H.
AA11582-10 10 Gang. 150A.  6" L x 1 1/4" W x 1 3/8" H.
AA11582-20 20 Gang. 150A.  9 1/8" L x 1 1/4" W x 1 3/8" H.
AA11582-12 12 Gang. 250A. 7 5/8" L x 1 1/2" W x 1 5/8" H.

AA11582-05 AA11582-04 AA11582-05
AA11582-10

AA11582-20
AA11582-12

FUSE BLOCK

AA11522-02 2 Gang. Brass with Bakelite Base
AA11522-04 4 Gang. Brass with Bakelite Base
AA11522-06 6 Gang. Brass with Bakelite Base
AA11522-08 8 Gang. Brass with Bakelite Base

DECK CONNECTORS / OUTLETS

TERMINAL BLOCKS
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FUSE BLOCK with Hot Feed
Max 20 Amp

MH8632302 4 Gang Fuse & Terminal Block.
 3 1/4" x 3". 
 Bakelite plate with Brass.
MH8632301 6 Gang Fuse & Terminal Block.
 3 1/4" x 4 1/2"
 Bakelite plate with Brass.

TERMINAL BLOCKS
MH8803211 4 Gang. 20 Amp.
MH8803212 6 Gang. 20 Amp.
MH8803213 8 Gang. 20 Amp. 

BUS BAR

WATERPROOF CONNECTION BOX
AA10094 8 TERMINALS
 5" X 3" X 1 3/4"
AA10095 16 TERMINALS
 5 1/2" X 4" X 2 1/8"

AA10094

Heavy Duty
Terminal BlocksTerminal Blocks

Fuse Blocks
with Hot Feed

AA10095

AA11585 10 Gang. With Brass Bolts. 20 Amp.
AA11587 20 Gang. With Brass Bolts.  20 Amp.

BATTERY TERMINAL (Pair)
AA10070 Connect up to 4 Devices directly to Battery. 1 

positive and 1 negative terminal.

IN-LINE FUSE HOLDER
AA11517 PVC Waterproof Fuse Holder.
 For Automotive Style Fuses.
AA11511 Will hold asst. sizes of glass tube fuses.
AA11515 Waterproof Fuse Holder for glass tube fuses 

AA11511

AA11517
AA10070

AA11515

AA10516 For Buss Fuse. Rated 20A.  32V. 
 For Thru-Mounting into Panel.
 5/8" Dia. 9/16" Cutout.

AA10513 For Buss Fuse. Rated 30A.  12/24V. 

FUSE HOLDER

FUSE HOLDER
with LED Indicator

Rated 30A.  32V.  IP66. 
Wire Gauge 12/14/16/18 AWG.
AA10511 For Blade Fuse. 46mm W.
AA10512 For Mini Blade Fuse. 37.5mm W.

Rated 25A.12/24V.  IP66. Wire Gauge 12/14/16/18 AWG.
AA10515 For Blade Fuse. 46mm W.
AA10517 For Mini Blade Fuse. 37.5mm W.

AA10514LD For Blade Fuse. 86mm W.
 Rated 20A-60A.  12/24V.  IP66. 
 Wire Gauge 6 AWG.

WATERPROOF FUSE HOLDER WATERPROOF FUSE HOLDER
with LED INDICATOR

LARGE WATERPROOF FUSE HOLDER
with LED INDICATOR

AA10512

AA10511

AA10517

AA10515

AA10516

AA10513

AA11617-35A 35 Amp.  32V Max.
  82mm x 22mm.  

BOLT-ON FUSE

FUSE BLOCKS / FUSE HOLDERS
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AA11611 6 Gang. 93mm x 67mm.
AA11611BT 6 Gang. 93mm x 67mm. With Bolts.

AA11612 8 Gang. 93mm x 83mm.
AA11612BT 8 Gang. 93mm x 83mm. With Bolts.

QUICK CONNECT TERMINAL BLADE FUSE PANEL
• Material: PC
• Voltage: Max. 32 VDC
• Max. 25A Per circuit;
• 150A per block
• For auto fuse

AA11611 AA11612 AA11613 AA11613BTAA11611BT AA11612BT

AA11513-04
4 Gang Box for Mini Blade Fuses.

AA11514-04
4 Gang Box for Blade Fuses.

AA11513-06
6 Gang Box for Mini Blade Fuses.

AA11514-06
6 Gang Box for Blade Fuses.

AA11513-10
10 Gang Box for Mini Blade Fuses.

AA11514-10
10 Gang Box for Blade Fuses.

AA11512-10 10 Gang Box for Micro Blade Fuses.
 Same Specifications as AA11513-10.

MICRO BLADE FUSE CONNECTION BOX

MINI BLADE FUSE HOLDERS, W/LED INDICATOR
• Fuse: Mini blade fuse
• Input: 100A Max
• Output: 30A Max. per circuit
• Input Wire Size: #4-6 AWG
• Output Wire Size: #12-16 AWG
• Red LED indicates when fuse is broken
• Clear insulating cover design for
   water and dust proofing
• Easy to open by pressing the latch

BLADE FUSE HOLDERS, W/LED INDICATOR
• Fuse: Mini blade fuse
• Input: 100A Max
• Output: 30A Max. per circuit
• Input Wire Size: #4-6 AWG
• Output Wire Size: #12-16 AWG
• Red LED indicates when fuse is broken
• Clear insulating cover design for
   water and dust proofing
• Easy to open by pressing the latch

AA11613 10 Gang. 93mm x 100mm.
AA11613BT 10 Gang. 93mm x 100mm. With Bolts.

AA11614 12 Gang. 93mm x 115mm.
AA11614BT 12 Gang. 93mm x 115mm. With Bolts.

AA11614 AA11614BT

FUSE HOLDERS
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2 Port USB Socket with Volt Meter
• Material: Plastic, with PVC cap
• Input voltage: 12 VDC
• Come with 1 x Digit volt meter
• 2 port USB socket: One for 1 Amp; One for 2.1 Amp
• Size: 105.0mm x 42.5mm x 51.3mm(Depth)

2 Port USB Socket with Power Socket
• Material: Plastic, with PVC cap
• Input voltage: 12 VDC
• Come with 1 x Power socket
• 2 port USB socket: One for 1 Amp; One for 2.1 Amp
• Size: 105.0mm x 42.5mm x 52.7mm(Depth)

2 Port USB Socket
• Material: Plastic, with PVC cap
• Input voltage: 12 VDC
• 2 port USB socket: One for 1 Amp; One for 2.1 Amp
• Size: AA01435NP: 36.5mm(Dia.) x 49.6mm(Depth)
  AA01435: 60.0mm x 42.5mm x 51.4mm (Depth)

AA01433 AA01434 AA01435 With Rectangular Mounting Plate
AA01435NP Round Face Plate.

AA10120 48.5mm x 24.5mm x 50.65mm. 
 

USB CHARGER, WITH CAP
• Material: Plastic, Black
• Voltage: 6-30 VDC
• Port: Dual port.  1 x 1A, 1 x 2.1A.
• Amp: 3.1 Amp
• Complete with cap

AA01339 2 x 12V Electrical Socket and
 2 x USB Charger Ports.
 Adjustable Direction 4-degree.
 With Blue LED Indicator.

AA01339W Same as above, in White. AA01350 2.1A + 1.0A.  With Low Battery Alarm.
 * Switch Panel Not Included *.

TWIN 12V SOCKET
with 2 x USB Charger Ports

BATTERY AND CHARGING SYSTEM
MONITOR with 2 X USB PORTS
• Digital battery & charging system monitor
• 2.1A & 1.0A USB port
• Head pivots for easy viewing
• Battery low alarm
• 12VDC

AA01342 1 USB Port.
AA01348-S 1 USB Port. 2 Amp Output.
AA01348-D 2 USB Ports. 3.4 Amp Output.

MINI CHARGER-USB TYPE
• Input Voltage: 12-24VDC
• Input Current: 1350mA maximum
• Output Voltage: 5V
• Output Current: 2.1A maximum
• Line Regulation: 2% maximum
• Load Regulation: +5%
• Ripple & Noise: 5% Typical
• Efficiency: 85% Typical
• Temperature Coefficient: 0.05%/°C
• Over-Voltage Protection: 6.8V maximum
• Operating Temperature: 0~40°C
• Storage Temperature: -20~85°C
• 26mm Dia. x 40mm Depth.

CHARGER-USB TYPE
• Input Voltage: 12-24VDC
• Input Current: 1350mA maximum
• Output Voltage: 5V
• Line Regulation: 2% maximum
• Load Regulation: +5%
• Ripple & Noise: 2% typical
• Efficiency: 80% typical
• Temperature Coefficient: 0.05%/°C
• Over-Voltage Protection: 6.8V maximum
• Operating Temperature: 0~40°C
• Storage Temperature: -20~70°C
• 102mm Length x 37mm Width

USB & CIGARETTE LIGHTER SOCKETS
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Stainless 12 Volt Electrical Socket
AA01329 12 Volt Electrical Socket/
 Lighter Socket.
 Stainless Steel.

12V ELECTRICAL SOCKET
AA01331 Surface Mount 12V Electrical Socket.
 "Cigarette Lighter" Style.
 3 3/16" (80mm) Length x 1 3/4" Height.

AA01336-8A  12V Electrical Plug. 8 Amp Capacity.
  Shaft is designed to keep out spray and 

to seat firmly in socket.

12V ELECTRICAL PLUG

AA01351 4 Port USB Charger with 12V Lighter Plug. AA01352 Power socket with 2 x USB Ports and 2 x 
12V DC "Lighter" sockets. Fits into most 
drink holders.

USB Port Adaptor
• 12VDC lighter plug to extend 4 x USB port
• Output: 5V/ Max.6A combined
• 4 different rated USB spec. (2.1A x 1; 1.5A x 2; 1A x 1)
• USB ports for cell phones, iPods and more

Cup Shaped Power Socket w/USB Ports
• Input voltage: 12VDC
• with Power-ON LED indicator
• 2 x Power sockets 12VDC/ 10A
2 x USB sockets 1A x 1; 2.4A x 1

AA70063 1 x Cigarette Socket + 1 x Dual USB Port

WEATHERPROOF PANEL
With USB Port
• Material: Aluminum plate, Black
• Completed with 1 x plastic cigarette socket + 1 x 

USB (Dual port)
• Voltage: 12VDC
• IP65
• Size: 81mm x 62mm

CIGARETTE LIGHTER AND SOCKETS
AA01330 Lighter and Socket, with Chart Light.   
 Complete with stainless steel mount.

AA01330

12V ELECTRICAL SOCKET and PLUG
AA01325 SOCKET & PLUG COMBO. Black Polycar-

bonate. Ideal for charging cell phones and 
porrtable VHF’s.

AA01326 PLUG. Replacement Plug for AA01325.
AA01327 SOCKET. Replacement Socket for AA01325.

USB & CIGARETTE LIGHTER SOCKETS

UNIVERSAL KILL SWITCH KEY
AA10284 Kill Switch Key with clips to fit all Johnson, 

Evinrude, Mercury, Yamaha and Honda 
Kill Switches.
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SOLDERING IRON
AA72502 12 Volt Soldering Iron. With   
 Cigarette Lighter Plug. 30 Watts.

AA01341A  Battery Tester. 5Volt to 30 Volt. LED 
Display.  With Alligator Clips.

BATTERY TESTER
AA01341C  Battery Tester. 5Volt to 30 Volt. LED 

Display. With Cigarette Lighter Plug.

BATTERY TESTER

AA11615-30A  30 Amp
AA11615-40A  40 Amp
AA11615-50A  50 Amp
AA11615-60A  60 Amp
AA11615-70A  70 Amp
AA11615-80A  80 Amp
AA11615-90A  90 Amp
AA11615-100A  100 Amp
AA11615-120A  120 Amp
AA11615-135A  135 Amp
AA11615-150A  150 Amp
AA11615-180A  180 Amp
AA11615-200A  200 Amp

AA11616-50A  50 Amp
AA11616-60A  60 Amp
AA11616-70A  70 Amp
AA11616-80A  80 Amp
AA11616-90A  90 Amp
AA11616-100A  100 Amp
AA11616-200A  200 Amp

HIGH-AMP CIRCUIT BREAKER,
Flush Mount

• Ratings: 50A to 200A
• Voltage: 42 VDC maximum
• Interrupt Rating: 3000A @ 30 VDC
• Operating Temperature: -32°C to 82°C
• Storage Temperature: -34°C~149°C
• Housing: Thermoset plastic, UL rated 94VO
• IP67
• 74mm x 49mm.

HIGH-AMP CIRCUIT BREAKER,
Surface Mount

• Ratings: 50A to 200A
• Voltage: 42 VDC maximum
• Interrupt Rating: 3000A @ 30 VDC
• Operating Temperature: -32°C to 82°C
• Storage Temperature: -34°C to 149°C
• Housing: Thermoset plastic, UL rated 94VO
• IP67
• 74mm x 49mm.

DROP-IN HIDDEN HORN
AA15019 12 Volt Stainless Steel Mini Horn.
 110 dB Output.
 Black Grill and White Grill Included.
 Stainless Steel Diaphragm. 

AA15013BP Single Trumpet Horn.  SS.
 15-3/4" Length. Blister Packed.

AA15023BP Double Trumpet Horn.  SS.
 18-1/4" Length. Blister Packed.

STAINLESS TRUMPET HORN
Blister Packed

STAINLESS TRUMPET HORN
Blister Packed

MISCELLANEOUS

HIGH AMPERAGE CIRCUIT BREAKERS

HORNS
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FOG HORN

AA15007
Manual Horn.  Red Plastic.

AA15007SS
Manual Horn. Stainless Steel.
7 1/4" Length.

AA15013 SINGLE TRUMPET, S.S. 
 15 3/4" Length. 12V.  1/4" FH.
AA15013-24 Same as above, but 24V
AA15023 DOUBLE TRUMPET, S.S.
 18 1/4" Length. 12V.  1/4" FH.
AA15023-24 Same as above, but 24V.

STAINLESS TRUMPET HORN

AA15013
AA15013-24

AA15023
AA15023-24

AA15035 Stainless Single Horn with Black ABS Base.
 12V. 3" x 2" Base.

COMPACT HORN

See Page 60-63 for a selection of Switches for your Horn

THE AIRHORN CONTROL SYSTEM

SIN CE 1922

Den Haan Rotterdam
Fascinatio Boulevard 1182
2909 VA Capelle a/d IJssel
T +31 (0) 10 41 30 755
E Sales@dhr.nl
www.dhr.nl

DHR H400 Maritone operates on a com-
pressed air  system with a minimum air 
supply of 8 l/s at a pressure of 7 bar. It is 
operated by using either a push button or 
our pre-programmed control panel. A 
manoeuvring light can be added to this con-
trol panel to increase visibility in all weather 
conditions. Built-in relays in the control 
panel make stand alone relays redundant.

7 Bar 
8-12 liter/second

1

2

3

4

5

7

AVAILABLE PARTS
Part Art. Number

1.
2.
3.
4.
5.
6.
7.

Item
H400 Maritone
Mounting Bracket (optional)
Control Panel
Airhose
Magnetic Valve
Push Button
DHR60 LED Manoeuvring Light

40001
40010
40020
40050
40051
90003
60.06.10.00

+-
24VDC +/- 10% 

6

Button or Panel

DHR H400 SERIES "MARITONE" HORN     Made in Holland

MATERIALS
-316L stainless steel membrane housing
-Brass horn with powder coated finishing

DH40001 H400 Maritone Horn
DH40010 Mounting Bracket (Optional)
DH40020 Control Panel
DH40050 Air Hose
DH40051 Magnetic Valve
DH90003 Push Button
DH60061000 DHR60 LED Signalling Light

DH40001

DH40010

DH40050

DH40051
DH90003

DH60061000

The H400 Maritone is the first air horn developed by DHR which has been approved according the international rules of Colreg ‘72. 
An excellent whistle for seagoing vessels with a maximum length of 75 meters. It has an audible range of more than 1 nautical mile. 
The combination of high quality materials and precision manufacturing, provides superior durability for a lifetime operation. With the 
introduction of the attractive H400 Maritone, DHR positions itself as a pioneer in advanced maritime signalling solutions.

DHR H400 Maritone operates on a compressed air 
system with a minimum air supply of 8 l/s at a pressure of 
7 bar. It is operated by using either a push button or our 
pre-programmed control panel. A manoeuvring light can 
be added to this control panel to increase visibility in all 
weather conditions. Built-in relays in the control panel make 
stand alone relays redundant.

SPECIFICATIONS
Sound pressure (1/3 Octave at 1m): >130dB
Fundamental Frequency: 440Hz
Air pressure: 7 Bar
Air consumption: 8 - 12 l/s
Length: 342mm.  Horn Dia: 180mm

DH40020

HORNS
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WATERPROOF WIPER MOTOR

Self-Parking, Adjustable to Left or Right.
Insulated Ground makes it suitable for Steel, Aluminum, 
Wooden and Fibreglass Boats.
For use with up to 14" Wiper Arms and Blades.
Use with AA16582 Wiper Arms and AA16592 Wipers.

AA16610 Left or Right Park.   80 Deg., 2" Shaft.
AA16611 Left or Right Park. 110 Deg., 2" Shaft.

WIPER MOTOR WITH PLASTIC COVER

Self-Parking Marine Wiper Motor with Waterproof Cover.
1.0 Amp Current Draw. Use Fuse Size 1.5A.
Use with AA16582 Wiper Arms and AA16592 Wipers.

AA16615WP Left or Right Park.   90 Deg., 2" Shaft.
AA16617WP Left or Right Park. 110 Deg., 2" Shaft.

WIPER SET
Wiper Motor, with Arm and Blade

Wiper Set. Includes: Self-Parking Marine Wiper Motor with 
Waterproof Cover, 6"-11" Wiper Arm and 11" Wiper Blade .
1.0 Amp Current Draw. Use Fuse Size 1.5A.

AA16615WPSET Left or Right Park.   90 Deg., 1" Shaft.
 6"-11" SS Arm.  11" SS Blade.
AA16617WPSET Left or Right Park. 110 Deg., 1" Shaft.
 6"-11" SS Arm.  11" SS Blade.

MEDIUM DUTY WIPER MOTORS

WIPER MOTOR - Adjustable Sweep

Self-Parking, Adjustable to Left or Right
AA16612 Left or Right Park.   80 Deg., 2.5" Shaft
AA16613 Left or Right Park. 110 Deg., 2.5" Shaft

Use With AA16582 and
AA16592 Arms and Blades

Use With AA16582 and
AA16592 Arms and Blades

Use With AA16582 and
AA16592 Arms and Blades

AA16617SET Wiper Motor, plus AA16583 Wiper arm 
and AA16593-11 Wiper Blade.

WATERPROOF WINDSHIELD WIPER
MOTOR SET:
WIPER MOTOR, ARM and BLADE
• Changeable Self-Parking to right or left
• Chargeable sweep angle from 80° to 110°
• Insulated ground makes it suitable for steel,
   aluminum, wooden
 and GRP boats
• Shaft length: 62.09mm; Shaft Dia.:9.00mm
• Stainless steel drive shaft
• UV resistant
• Waterproof IP66

MEDIUM DUTY WIPER SETS

AA16617 White WIper Motor.  12V.
 Use with AA16582 Wiper Arms
 and AA16592 Wipers. 

WATERPROOF WINDSHIELD WIPER MOTOR
• Capable to run arm/ blade up to 14" x 14"
• Changeable Self-Parking to right or left
• Changeable sweep angle from 80° to 110°
• Insulated ground makes it suitable for steel, aluminum, 

wooden and GRP boats
• Shaft length: 2" (62.09mm); Shaft Dia.:9.00mm
• Stainless steel drive shaft
• UV resistant
• Waterproof IP66

STAINLESS ARM for Wiper Motors
Fits AA16612 /16613/16615WP /16617WP BLADES for AA16582 WIPER ARMS

AA16592-11 11" 
AA16592-14 14" 

AA16582-11 Adjustable 6" to 11".
AA16582-14 Adjustable 7 3/4" to 14".

BLACK WIPER ARM for Wiper Motors
Fits AA16612 /16613/16615WP/16617WP

Made of S.S., black painting,
Adjustable length 11"-14"

AA16583 11"-14"

WIPER ARMS & BLADES for MEDIUM DUTY MOTORS
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S.S. ARM for HEAVY DUTY MOTOR
Fits AA16651, AA16653, AA16655
AA16586-11 Grey.  Length 9" - 12"
AA16586-14 Grey.  Length 10.5" - 14"

BLADES for 16586-11 & 16586-14
Straight Blades

AA16596-11 11". Stainless Steel
AA16596-14 14". Stainless Steel
AA16596-16 16". Stainless Steel
AA16596-14B 14". Black Plastic (Not  
         Pictured)

Curved Blades
AA16596-12BP   12" Black Plastic.
AA16596-14BP   14" Black Plastic.
AA16596-16BP   16" Black Plastic.

AA16651 1.5" Shaft.  2 Speed. Use 3A Fuse.
AA16653 2.5" Shaft.  2 Speed. Use 3A Fuse.
AA16655 3.5" Shaft.  2 Speed. Use 3A Fuse. AA16651WP 1.5" Shaft.  2 Speed. Use 3A Fuse.

AA16653WP 2.5" Shaft.  2 Speed. Use 3A Fuse.

HEAVY DUTY WIPER MOTOR
Adjustable sweep: 83º,100º,110º,120º.

Supplied with 100º Sweep.
Adjustable Left or Right Park

HEAVY DUTY WIPER MOTOR
with Plastic Cover

Adjustable sweep: 83º,100º,110º,120º.
Supplied with 100º Sweep.

Adjustable Left or Right Park

AA16651
AA16652
AA16653

Use With AA16586 and
AA16596 Arms and Blades

Use With AA16586 and
AA16596 Arms and Blades

AA16596-12BP  
AA16596-14BP  
AA16596-16BP  

AA16596-11
AA16596-14
AA16596-16

AA16586-11
AA16586-14

HEAVY DUTY WIPER ARMS
Adjustable Length.  Hook type connector to blade.
Securely clamps to shaft.
Fits AA16651, AA16653, AA16655 Wiper Motors.

RC538617 Standard arm. Black. 12" - 17 1/2" Length.

RC538718 Arm with adjustable tip angle. Black.
 13 3/8" - 18 1/2" Length.
RC538818 PantographArm - angle of blade stays 

constant throughout sweep.
 Black. 13 3/8" - 18 1/2" Length.

BLADES for
RC538617, RC538617, RC538818

Comes with 2 Connectors - 
For Hook type arms 
(RC538617,RC538718,RC538818) and
For flat blade type arms. Black plastic.

RC520511 11"
RC520513 13"
RC520515 15"
RC520517 17"
RC520519 19"

RC520511 
RC520513 
RC520515 
RC520519

HEAVY DUTY WIPER MOTORS

WIPER ARMS For Heavy Duty Wiper Motors

WIPER BLADES For Heavy Duty Wiper Motors

RC538617

RC538818

RC538718

Use with AA16651/53/55 Motors and AA16596 Blades.

AA16588-14 Parallel Wiper Arm. Adjustable 11-14".
AA16588-16 Parallel Wiper Arm. Adjustable 11-16".

AA16588PBK Mounting Bracket for Parallel Wiper Arms.

PARALLEL WIPER ARMS

AA16588PBK

AA16588-14
AA16588-16
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WIPER ARM
Made of S.S., Black painted
Suitable adaptor for nominal size inside 7.2mm x 2.7mm
and wiper motor unit with shaft O.D. 13.8mm

WIPER ARM
Made of S.S., Black painted
With a hook suitable adaptor for nominal size 9mm x 3mm
and wiper motor unit with shaft O.D. 13.8mm

AA16584-18 Adjustable length 12"-18"
AA16584-24 Adjustable length 19"-24"

AA16585-18 Adjustable length 12"-18"
AA16585-24 Adjustable length 19"-24"

AA16584-H18 Adjustable length 12"-18". w/hook
AA16584-H24 Adjustable length 19"-24", w/hook

WIPER ARM
WITH "ARTICULATING/BEND-BACK" FEATURE
Made of S.S., black painting,
with a hook suitable adaptor for nominal size
9mm x 3mm
and wiper motor unit with adaptor O.D. 13.8mm

WIPER BLADE
Made of steel with black painting,
rubber blade
Suitable for wiper arm No. AA16583
AA16593-11 11" (L)
AA16593-14  14" (L)
AA16593-16  16" (L)

WIPER BLADE
Made of steel with black painting, rubber blade
suitable for wiper arm No. AA16584/ 16585/ 16586
AA16594-18 18" (L)
AA16594-20 20" (L)
AA16594-22 22" (L)
AA16594-24 24" (L)

AA16618 Control Box for Wiper Motor. White. 
112mm x 112mm AA16619 Control Panel and Wiper Motor Controller.

CONTROL BOX FOR WIPER MOTORS
• Design for connecting three wiper motors
• Material: Aluminum alloy
• Voltage: 12~24VDC
• One push to ON will start 3 motors interval operation;
     One more push to MOMENTARY will run
 3 motors in a slow speed;
     One more push to MOMENTARY will run
 3 motors in a fast speed;
     One more push will start 3 motors run interval
• Motors will be stopped automatically when overloaded

CONTROL PANEL FOR WIPER MOTORS

HEAVY DUTY WIPER ARMS AND BLADES - USE WITH AA16651, AA16653, AA16655 on Previous Page

WIPER ARMS & BLADES for Heavy Duty Motors

MANUAL WIPER

• Can be used with 12V and 24V Wipers
• Power consumption: Max 4 Amps per Wiper Motor.  Fuse size 15A.
• 70mm Wide x 72mm Deep.  58mm x 58mm Cutout
• Microprocessor controlled
• Range of 5 timing regulations
• For use with 1, 2 or 3 Wipers
• Smart Touch Panel
• LED Interface
• Can be switched on individually or in any combination
• Selected function mode indicated by 5 LED lights
• Includes relay box with Plug-in cable

MANUAL WIPER
AA16571
Chromed Brass. Uses AA16582 Arms
and AA16592 Blades shown on Pg 71 (Not Included).
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PORTABLE FAN PORTABLE FAN

AA13064 Black plastic. 5" blade. Adjustable angle up 
to 360°. Clip-on style with large attachment 
clip. With cigarette lighter plug-in. 12V.

 2 speed. 4.5W / 3.4W.

AA13063 Black plastic. 5" blade. Adjustable angle up 
to 360°. Suction cup mount. With cigarette 
lighter plug-in. 12V.  2 speed. 4.5W / 3.4W.

OSCILLATING FAN 6"

AA13061 Oscillating fan 12V. Detachable.
AA13062 White Oscillating fan 12V.
 White PVC Coating.

AA13061 AA13062

AA13065 Plugs Directly into Cigarette Lighter 
Socket. Black plastic. 5" blade.

 Adjustable angle up to 360°.
 With cigarette lighter plug-in. 12V. 
 2 speed. 4.5W / 3.4W.

PORTABLE 12V FANPORTABLE 12V FAN
AA13066 Base Mount. Black plastic. 5" blade.
 Adjustable angle up to 360°.
 With cigarette lighter plug-in. 12V. 
 2 speed. 4.5W / 3.4W.

FANS
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GAUGES and SENSORS -   formerly

KUS is the leading global manufacturer and provider of liquid level sensor and level 
sensing solutions for fuel tanks, water tanks, and black and grey water holding tanks.

Our market orientation is worldwide and customers span across agriculture, auto-
motive, construction, marine, and power industry. Wema level sensors are made of 
stainless steel and non-corrosive materials in order to withstand the rigors of their 
operating environment. We take an uncompromising stance on quality; therefore, 
our level sensors are constructed to meet all applicable ISO, CE, NMMA, ABYC and 
USCG standards.

KUS tank sensors for fuel and water are used by prestigious yachts and trucks worldwide, such as Halberg Rassi, Nimbus, 
Hunter, Fairline, Janneau, Broom, Windy, Sea-Ray, Ta Shing, Silverton, Baltic Yachts, Najad, Pedrobout, Man, Volvo etc.

KUS SENSORS:

THE REASONS ARE OBVIOUS:
 • No moving parts to give trouble. 
 • Very easy to install.
 • Long term reliability under severe conditions. 

• Fully insulated,  no electrolytic corrosion.
• Approvals in North America and Europe (Certificate on request).

Available in Lengths from 4" to 60" in 1" Increments

WMS3U-## ## = Length in Inches
  i.e. WMS3U-16 is a 16" sensor.

Requires WMFL-2WE Mounting Flange, to be ordered separately
• Standard SAE 5 Hole Mounting Pattern
• IP67 Waterproof
• 316 Stainless Steel
• Output Signal: Standard American 240-33 Ohms (240 Ohms at Empty)
• Constructed to meet and/or exceed all applicable ISO,
 NMMA/ABYC and USCG standards.
• 1-1/4" BSP Thread

STAINLESS FUEL/WATER SENSOR with THREADED MOUNTING.

Separate flange means that sensor can be easily removed from 
tank if required, or sensor can be threaded directly into a tank 
that already has a threaded fitting.

TOP FLANGE UNDER-FLANGE

WMS3U  Sensor Requires Top 
Flange Or A Tank That Already Has A 
Threaded Fitting

WMFLS-U Stainless steel under flange, including stainless screws. 
Used to fit inside the tank in connection with WMFL-2WE. 
Recommended for new installations. 2-3/8" hole required.

WMFL-2WE Standard flange, used to mount the stainless water/fuel sensor 
in the tank. Nitrile rubber gasket included. Diam. 80mm( 3.2"). 
With American SAE - 5 Hole mounting pattern, and European 
Standard mounting pattern.
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WMSSS-## ## = Length in Inches. Up to 10".
  i.e. WMSSS-04 is a 4" sensor.
  Available in 1" increments from 4" to 10"

WMSSL-## ## = Length in Inches. For 11" or Longer.
  i.e. WMSSL-20 is a 20" sensor.
  Available in 1" increments from 11" to 60"

• Standard SAE 5 Hole Mounting Pattern
• IP67 Waterproof
• 316 Stainless Steel
• Output Signal: Standard American 240-33 Ohms (240 Ohms at Empty)
• Constructed to meet and/or exceed all applicable ISO,
 NMMA/ABYC and USCG standards.
• Includes Gasket

• IP67 Waterproof
• 316 Stainless Steel
• 1-1/2" NPT Thread
• Output Signal: Standard American 240-33 Ohms (240 Ohms at Empty)

STAINLESS FUEL/WATER SENSOR with 5 HOLE MOUNTING

GAUGES and SENSORS -   formerly

KUS tank sensors for fuel and water are used by prestigious yachts and trucks worldwide, such as Halberg Rassi, Nimbus, 
Hunter, Fairline, Janneau, Broom, Windy, Sea-Ray, Ta Shing, Silverton, Baltic Yachts, Najad, Pedrobout, Man, Volvo etc.

KUS SENSORS:

THE REASONS ARE OBVIOUS:
 • No moving parts to give trouble. 
 • Very easy to install.
 • Long term reliability under severe conditions. 

• Fully insulated,  no electrolytic corrosion.
• Approvals in North America and Europe (Certificate on request).

Sensor threads into mounting adapter, for easy removal for cleaning. 
Mounting adapter and unders ring are made for safe and easy installation 
in any holding tank.

STAINLESS STEEL HOLDING TANK SENSOR
WITH MOUNTING ADAPTER AND UNDER-RING

WMSHS-4 4"
WMSHS-6 6"
WMSHS-8 8"
WMSHS-12 12"
WMSHS-16 16"

WMSHS-18 18"
WMSHS-20 20"
WMSHS-22 22"
WMSHS-24 24"
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 Alarm Switches for Gauges
WMLLA-L Low level alarm switch.
WMLLA-H High level alarm switch (overfill).
WMBZ-1 Buzzer. Use with Low Level or High Level Alram Switch          

FUEL LEVEL 
GAUGE

LED DIGITAL
FUEL LEVEL GAUGE

WATER LEVEL
GAUGE

LED DIGITAL
WATER LEVEL GAUGE

HOLDING TANK
GAUGE

LED DIGITAL
HOLDING TANK GAUGE

WMUPFR
Black Face/Black Bezel

WMUDFR
Black Face/Black Bezel

WMUPFR-BS
Black Face/SS Bezel

WMUDFR-BS
Black Face/SS Bezel

WMUPFR-WW
White Face/White Bezel

WMUDFR-WW
White Face/White Bezel

WMUPFR-WS
White Face/SS Bezel

WMUDFR-WS
White Face/SS Bezel

WMUPWR
Black Face/Black Bezel

WMUDWR
Black Face/Black Bezel

WMUPWR-BS
Black Face/SS Bezel

WMUDWR-BS
Black Face/SS Bezel

WMUPWR-WW
White Face/White Bezel

WMUDWR-WW
White Face/White Bezel

WMUPWR-WS
White Face/SS Bezel

WMUDWR-WS
White Face/SS Bezel

WMHTG
Black Face/Black Bezel

WMUDGR
Black Face/Black Bezel

WMHTG-BS
Black Face/SS Bezel

WMUDGR-BS
Black Face/SS Bezel

WMHTG-WW
White Face/White Bezel

WMUDGR-WW
White Face/White Bezel

WMHTG-WS
White Face/SS Bezel

WMUDGR-WS
White Face/SS Bezel

FUEL GAUGES, WATER GAUGES and HOLDING TANK GAUGES:
• IP 67 protection rating for the whole gauge. Can work up to 1 meter underwater.
• Excellent fog resistant performance
• Scratch resistant curved glass lenses.
• Easy installation with multi-plug socket connections.
• Easily select between either red or yellow backlight; gauges are also available with blue backlight
• Default working voltage is 12V. Compatible with 24V systems, with a drop resistor.
• 2-1/16" Mounting Hole. 2-3/16" Overall Diameter.
• Standard American Input Signal: 240-33 Ohms (240 Ohms at Empty)

GAUGES and SENSORS -   formerly
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WATER TEMPERATURE GAUGES:
• IP 67 protection rating for the whole gauge. Can work up to 1 

meter underwater.
• Excellent fog resistant performance
• Scratch resistant curved glass lenses.

• Easy installation with multi-plug socket connections.
• Easily select between either red or yellow backlight; gauges 

are also available with blue backlight
• Default working voltage is 12V. Compatible with 24V systems, 

with a drop resistor.

WATER TEMPERATURE
Range:  40°C - 120°C.   Cutout 2-1/16".  Overall Diameter 2-3/16". 12V/24V.

WMIPTR-BB
Black Face/Black Bezel

WMIPTR-WW
White Face/White Bezel

WMIPTR-WS
White Face/SS Bezel

WMIPTR-BS
Black Face/SS Bezel

WATER TEMPERATURE
Range:  40°C - 120°C.   Cutout 2-1/16".  Overall Diameter 2-3/16".    12V/24V.

WMIPYR-BB
Black Face/Black Bezel

WMIPYR-WW
White Face/White Bezel

WMIPYR-WS
White Face/SS Bezel

WMIPYR-BS
Black Face/SS Bezel

* Not as shown * 
40°-120° C

GAUGES and SENSORS -   formerly

MULTI-TANK GAUGE PANEL
An elegant solution for the user to monitor multiple 
tanks levels without the need of multiple gauges, 
thereby saving precious dashboard space.

WMUP7-WF Toggle between and monitor up to 7 
tanks by the press of a button.

 Analog Display. 4" x 6-1/8".

WMUP7-AWF Toggle between and monitor up to 7 
tanks by the press of a button.

 LED LIght Level Indicator. 4" Diameter

WMUP7BACKPLATE Square backplate for WMUP7-AWF
WMUP7-WF WMUP7-AWF

Panel to monitor two tanks, with a toggle 
switch to select tank.

WMUP2-H Monitor 2 Holding Tanks.
WMUP2-W Monitor 2 Water Tanks.
WMUP2-WF Monitor Water Tank and Fuel Tank.
WMUP2-WH Monitor Water Tank and Holding Tank.

DUAL TANK PANEL
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GAUGES and SENSORS -   formerly

ANALOG AMMETER
Range:  ± 80A.   Cutout 2-1/16".  Overall Diameter 2-3/16".   12V/24V.  * Current Pick-Up Unit NOT Included *

DIGITAL VOLTMETER
Range:  8-32V.   Cutout 2-1/16".  Overall Diameter 2-3/16".   12V/24V.

ANALOG VOLTMETER
Range:  8-16V.   Cutout 2-1/16".  Overall Diameter 2-3/16".   12V Working Voltage.

WMIMAR-BB
Black Face/Black Bezel

WMIEVR-BB
Black Face/Black Bezel

WMIPVR-BB
Black Face/Black Bezel

WMIMAR-WW
White Face/White Bezel

WMIEVR-WW
White Face/White Bezel

WMIPVR-WW
White Face/White Bezel

WMIMAR-WS
White Face/SS Bezel

WMIEVR-WS
White Face/SS Bezel

WMIPVR-WS
White Face/SS Bezel

WMIMAR-BS
Black Face/SS Bezel

WMIEVR-BS
Black Face/SS Bezel

WMIPVR-BS
Black Face/SS Bezel

DIGITAL AMMETER
Range:  ± 150A.   Cutout 2-1/16".  Overall Diameter 2-3/16".   12V/24V.  Current Pick-Up Unit Included.

WMIEAR-BB
Black Face/Black Bezel

WMIEAR-WW
White Face/White Bezel

WMIEAR-WS
White Face/SS Bezel

WMIEAR-BS
Black Face/SS Bezel

* Not as shown * 
± 80A
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DIGITAL HOUR METER
Range: 0-99999 Hours.   Cutout 2-1/16".  Overall Diameter 2-3/16".   12V/24V.

QUARTZ CLOCK
12 Hour Format.   Cutout 2-1/16".  Overall Diameter 2-3/16".   12V/24V.

TRIM GAUGE
240 - 33 Ohm Signal.   Cutout 2-1/16".  Overall Diameter 2-3/16".   12V/24V.

RUDDER ANGLE
240 - 33 Ohm Signal.   Cutout 2-1/16".  Overall Diameter 2-3/16".   12V/24V.

WMICUR-BB
Black Face/Black Bezel

WMIMCR-BB
Black Face/Black Bezel

WMIMIR-BB
Black Face/Black Bezel

WMIMRR-BB
Black Face/Black Bezel

WMICUR-WW
White Face/White Bezel

WMIMCR-WW
White Face/White Bezel

WMIMIR-WW
White Face/White Bezel

WMIMRR-WW
White Face/White Bezel

WMICUR-WS
White Face/SS Bezel

WMIMCR-WS
White Face/SS Bezel

WMIMIR-WS
White Face/SS Bezel

WMIMRR-WS
White Face/SS Bezel

WMICUR-BS
Black Face/SS Bezel

WMIMCR-BS
Black Face/SS Bezel

WMIMIR-BS
Black Face/SS Bezel

WMIMRR-BS
Black Face/SS Bezel

GAUGES and SENSORS -   formerly
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OIL PRESSURE
Range: 0-25 Bar. 0-365 PSI. Single: 240-33 Ohms. Cutout 2-1/16".  Overall Diameter 2-3/16".   12V/24V.

WMIONR-BB
Black Face/Black Bezel

WMIPPR-BB
Black Face/Black Bezel

WMIONR-WW
White Face/White Bezel

WMIPPR-WW
White Face/White Bezel

WMIONR-WS
White Face/SS Bezel

WMIPPR-WS
White Face/SS Bezel

WMIONR-BS
Black Face/SS Bezel

WMIPPR-BS
Black Face/SS Bezel

NAVIGATION LIGHT STATUS
Connects to 5 Lights.   Cutout 2-1/16".  Overall Diameter 2-3/16".   12V/24V.

GAUGES and SENSORS -   formerly

* Not as shown * 
0-25 Bar.
0-365 PSI
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3-3/8" (85mm) Cutout. 12V/24V

3-3/8" (85mm) Cutout. 12V/24V
* GPS Receiver/Antenna and * 

Cables Included

3-3/8" (85mm) Cutout. 12V/24V

3-3/8" (85mm) Cutout. 12V/24V
* GPS Receiver/Antenna and * 

Cables Included

SPEEDOMETER
Black Face/SS Bezel

GPS SPEEDOMETER
Black Face/SS Bezel

SPEEDOMETER
White Face/White Bezel

GPS SPEEDOMETER
White Face/White Bezel

WMIPOB-BS-35MPH   0-35 mph.
WMIPOB-BS-55MPH   0-55 mph.
WMIPOB-BS-65MPH   0-65 mph.

WMIMSB-BS-15L   0-15 Knots.
WMIMSB-BS-30L   0-30 Knots.
WMIMSB-BS-60L   0-60 Knots.

WMIPOB-WW-35MPH   0-35 mph.
WMIPOB-WW-55MPH   0-55 mph.
WMIPOB-WW-65MPH   0-65 mph.

WMIMSB-WW-15L   0-15 Knots.
WMIMSB-WW-30L   0-30 Knots.
WMIMSB-WW-60L   0-60 Knots.

SPEEDOMETER
White Face/SS Bezel

GPS SPEEDOMETER
White Face/SS Bezel

3-3/8" (85mm) Cutout. 12V/24V

3-3/8" (85mm) Cutout. 12V/24V
* GPS Receiver/Antenna and * 

Cables Included

WMIPOB-WS-35MPH   0-35 mph.
WMIPOB-WS-55MPH   0-55 mph.
WMIPOB-WS-65MPH   0-65 mph.

WMIMSB-WS-15L   0-15 Knots.
WMIMSB-WS-30L   0-30 Knots.
WMIMSB-WS-60L   0-60 Knots.

GPS SPEEDOMETER
WEMA USA launches the world's newest GPS Speedometer.
The speedometer precisely shows the actual speed and actual compass heading without any signals from the yacht.

The signal comes directly from the GPS signal receiver. GPS Receiver/Antenna and Cables Included.

The gauge has the advantages of high precision, quick location confirmation and short start up time. Most importantly, the gauge 
is plug-and-play, and can be used in all vehicles, boats and off-road vehicles.

SPEEDOMETER (Signal from Pitot Tube)

3-3/8" (85mm) Cutout. 12V/24V

3-3/8" (85mm) Cutout. 12V/24V
* GPS Receiver/Antenna and * 

Cables Included

SPEEDOMETER
Black Face/Black Bezel

GPS SPEEDOMETER
Black Face/Black Bezel

WMIPOB-BB-35MPH   0-35 mph.
WMIPOB-BB-55MPH   0-55 mph.
WMIPOB-BB-65MPH   0-65 mph.

WMIMSB-BB-15L   0-15 Knots.
WMIMSB-BB-30L   0-30 Knots.
WMIMSB-BB-60L   0-60 Knots.

GAUGES and SENSORS -   formerly
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New generation

Automatic and Autonomous

Plug & play : easy connection

Silent 

High temperature performance

CAN-BUS interface

Remote touch-screen control panel

www.cristec.fr

Innovative automatic 
battery chargers

YPOWER RANGE

• 
MA

DE I
N FRANCE •

MADE IN FRAN

CE

• gUARANtEE • gUAR
AN

tE
E 

• 
gUA

RANtEE 

3 YEARs
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OPtIMAl mAdE-tO-mEAsuRE 
chARGiNG FOR A lONgER 
BAttERy lIFE
Founded in 1983, CRIStEC - cReation, innovation scientific 
and tEchnical - specializes in energy conversion.

CRIStEC offers expertise on an international scale with a 
distribution network present in more than 50 countries.

CRIStEC is proud to offer you the assets of its fifth 
generation HF charger range, YPOWER, having already sold 

more than 120,000 units throughout the world.

PluG & PlAY  
cONNEctORs
QUICk, RElIABlE  

AND FRIENDly MOUNtINg

              CHARgER tO BE lOCAtED  
IN tIgHtER PlACES

 AC & DC PlUg 
CONNECtORS INClUDED  

(except for OEM version,  
please consult us)

silENt OPERAtiNG
All FANlESS MODElS 

ExCEPt 12V/60A & 
24V/30A

hiGh 
tEmPERAtuRE 
PERfORmANcE
RAtED CHARgE UP 
tO +60°C wItH NO 
DERAtINg

CAN BE INStAllED 
IN AN ENgINE ROOM

MODEl 12V/40A 
IgNItION 
PROtECtED 
ACCORDINg tO 
StANDARDS SAE 
J1171 AND ISO8846

WORldWidE usE
90-265VAC/47-65Hz  
AUtO-RANgINg 

DESIgN AND CONStRUCtION 
ACCORDINg tO Ul-1236 
MARINE AND CSA 22.2-107.2 
StANDARDS

MEEt AlSO AByC A-31 
REQUIREMENtS

Innovative battery chargers  

YPOWER RANGE

60°

• 
MA

DE I
N FRANCE •

MADE IN FRAN

CE

• gUARANtEE • gUAR
AN

tE
E 

• 

gUA
RANtEE 

3 YEARs

AC input DC output
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5-stAGE chARGiNG 
PROfilE 

BOOst : CHARgES BAttERIES 
tO 80% OF FUll CHARgE

ABsORPtiON : SlOwly 
COMPlEtES REMAININg 

CHARgE tO 100%

flOAtiNG : MAINtAINS  
BAttERy CHARgE

AutOmAtic REfREsh : 
PREVENtS SUlPHAtION  

AND REVItAlIzES BAttERIES, 
SElECtABlE By  

INtERNAl SwItCH

 REBOOst :  
NEw AUtOMAtIC  

BOOSt PHASE IF BAttERIES 
DEMAND NEEDS It

POwER-SUPPly MODE AlSO 
AVAIlABlE

IU MODE By BOOSt INHIBItINg 
By INtERNAl SwItCH

AdAPtAtivE 
chARGiNG

 BAttERy 
tECHNOlOgy SElECtION By 

INtERNAl SwItCHES INClUDINg 
GEl, AGm, flOOdEd,  

cAlcium-lEAd,  
lithium, Etc.

SPECIFIC REQUEStS:  
By FACtORy SOFt ADJUStMENt, 

CONSUlt US.

3 isOlAtEd  
BAttERY BANks
AUtOMAtICAlly SENSES 
AND DIStRIBUtES 100% 
OF AVAIlABlE CHARgINg 
AMPS tO ANy ONE BANk OR 
COMBINAtION OF All BANkS

ONE BANk dEdicAtEd  
tO thE ENGiNE BAttERY  
+ BAt E

INtEgRAtED ElECtRONIC 
MOSFEt CHARgE SEPARAtOR 

PROtECtION OF tHE CHARgER 
DURINg ENgINE StARtINg 
PHASE

scAlABlE chARGER
CAN-BUS 

INtERFACE FOR DAtA  
AND CONtROl  

tRANSFER (OPtION)

REMOtE  
tOUCH-SCREEN  

CONtROl PANEl (OPtION)

PARAllEl stAckiNG 
fEAtuRE
AllOwS UP  

tO 4 CHARgERS  
tO wORk tOgEtHER  

tO COMBINE  
tHE OUtPUt  

CURRENt

smARt cAsiNG
NEw MODERN ROBUSt AND 

COMPACt CASINg

twO-COlOURED lEDS  
INDICAtINg CHARgE StAtUS

4 ExtERNAl FIxINgS FOR EASy 
MOUNtINg

iP2224vdc

dc
12vdc

dc
230vAc

Ac
115vAc

Ac

yPOwER : scalable chargers that meet 
current and future needs. Specific charging 

profiles and communication protocols  
upon request.

-         + -         + -         +

12Vdc
24Vdc

48Vdc

IP22

90/265Vac

47/65Hz

1

0

1

0

1

0

5-stAGE chARGiNG 
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BOOst : CHARgES BAttERIES 
tO 80% OF FUll CHARgE

ABsORPtiON : SlOwly 
COMPlEtES REMAININg 

CHARgE tO 100%

flOAtiNG : MAINtAINS  
BAttERy CHARgE

AutOmAtic REfREsh : 
PREVENtS SUlPHAtION  

AND REVItAlIzES BAttERIES, 
SElECtABlE By  
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 REBOOst :  
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CONSUlt US.
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BAttERY BANks
AUtOMAtICAlly SENSES 
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PHASE

scAlABlE chARGER
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AND CONtROl  

tRANSFER (OPtION)
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CONtROl PANEl (OPtION)

PARAllEl stAckiNG 
fEAtuRE
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tO wORk tOgEtHER  

tO COMBINE  
tHE OUtPUt  

CURRENt

smARt cAsiNG
NEw MODERN ROBUSt AND 

COMPACt CASINg

twO-COlOURED lEDS  
INDICAtINg CHARgE StAtUS

4 ExtERNAl FIxINgS FOR EASy 
MOUNtINg

iP2224vdc

dc
12vdc

dc
230vAc

Ac
115vAc

Ac

yPOwER : scalable chargers that meet 
current and future needs. Specific charging 

profiles and communication protocols  
upon request.

-         + -         + -         +

12Vdc
24Vdc

48Vdc

IP22

90/265Vac

47/65Hz

1

0

1

0

1

0

Displays real time data about the battery’s charging
and the charger’s AC input power :
• Battery voltage (up to 3 banks)
• Charger current
• Charger state (Boost, absorption, Floating)
• Battery room temperature (if optional temperature probe mounted)
• AC input network voltage and frequency

The system will monitor data and will
automatically trigger visual alarm for :
• Low battery voltage (up to 3 banks)
• High battery voltage (up to 3 banks)
• Over-temperature in battery room (if optional temperature probe mounted)
• Low AC input voltage. Low AC input frequency

Adjustable screen brightness: night/day mode.

Touch Screen Control Panel
for YPOWER Chargers

CRYPO-DISPLAY-R  47mm x 37mm Panel
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Tel. +33 (0)2 98 53 80 82 - Fax +33 (0)2 98 55 64 94 - e-mail : info@cristec.fr www.cristec.fr
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Innovative battery chargers 

YPOWER RANGE
Part Number YPO12-16ST YPO12-25ST YPO12-40ST YPO12-60ST YPO24-12ST YPO24-20ST YPO24-30ST

Model 12V/16A 12V/25A 12V/40A 12V/60A 24V/12A 24V/20A 24V/30A

Recommended  
battery bank (Ah) 100-200Ah 200-300Ah 300-500Ah 500-700Ah 100-200Ah 200-300Ah 300-500Ah

iNPut
Voltage From 90 to 265VAC single-phase automatic

Frequency From 47 to 65Hz automatic

Input current  
consumption 230/115VAC 1,1/2,2A 1,7/3,4A 2,7/5,6A 4,4/8,7A 1,7/3,4A 2,9/5,9A 4,5/8,8A

Recommended power  
for a generator 280W 435W 700W 1050W 420W 700W 1050W

Power factor 1

Efficiency 90% typical

Removable  
input fuses

T6,3A/250V
SCHURTER MST 250 Réf. 0034.6623 (F101)

T15A/250V
6,3x32 (F101)

T6,3A/250V
SCHURTER MST 250 

Réf. 0034.6623 (F101)

T15A/250V
6,3x32 (F101)

OutPut
Number of battery 
banks

3 (including one for the engine battery) : +BAT E, +BAT 1 et +BAT 2 (integrated Mosfet splitter )
Each bank can be used individually and deliver the rated current

Total rated current (+/-7%) 
/ Rated power 16A/228W 25A/356W 40A/570W 60A/855W 12A/342W 20A/570W 30A/855W

Charging curve IU or IUoU through internal dip switches  (Boost, Absorption and Floating  – factory setting) - Selectable automatic Refresh

Battery type Lead sealed as factory setting - Other choices through internal setting (Calcium Lead, gel, AGM, LiFePO4, Opened, etc.) - Specific requests : consult us

Boost voltage 14,4VDC for Lead sealed battery (factory setting) 28,8VDC for Lead sealed battery (factory setting)

Floating voltage 13,8VDC for Lead sealed battery (factory setting) 27,6VDC for Lead sealed battery (factory setting)

Regulation tolerance 
before output diode 
and fuse

< 2% (at rated conditions)

Peak to peak ripple < 2% (at rated conditions)

Automotive fuse in the 
minus pole -BAT

1 x 20A/32V  
(F500)

1 x 30A/32V  
(F500)

2 x 25A/32V  
(F500, F501)

3 x 25A/32V  
(F500, F501, F502)

1 x 15A/32V  
(F500)

1 x 25A/32V  
(F500)

2 x 20A/32V  
(F500, F501)

ENviRONmENt
Cooling Natural (fanless) - Electric fan controlled in temperature and current for 12V/60A and 24V/30A models

Sound level 0 < 50dBa at 1m 0 < 50dBa at 1m

Operating temperature 
(230VAC) From -20°C to +60°C, derating from 60°C.  Above 65°C, automatic charger switch off, automatic restart when temperature decreases

Storage temperature From -20°C to +70°C

Relative humidity Up to 70% (95% without condensation)

cAsiNG

Material

Casing comprises 3 parts :
· Aluminium sink frame 
· Thermoplastic body
· Aluminium clasp

Dimensions (lenght, 
height, depth) / Weight 236 x 180 x 96 mm / 2,1 kg 289 x 195 x 106 mm / 3,5kg 236 x 180 x 96 mm 

/ 2,1 kg 289 x 195 x 106 mm / 3,5 kg

Fixing center distance 219 x 155 mm 272 x 170 mm 219 x 155 mm 272 x 170 mm

Fixing screw (wall) 4 M5 round screws

Protection factor IP22

PCB protection Water-repellent varnish (marine environment)

stANdARds
CE / EMC EN61204-3 - J1171/ISO8846 for model 12V/40A

CE / Security - Others EN60335-2-29, ABYC A-31 - Pending UL and CSA

PROtEctiONs
Against leaking input surges by VDR rupture (voltage dependent resistor) - Not covered by warranty

Against output polarity reversal by fuse rupture (removable automotive type) 

Against short-cuircuit and surge

Against abnormal overheating by cutting off the charger (internal temperature probe - automatic restart)

OPtiONs
Temperature probe Output voltage compensation : -18mV/°C Output voltage compensation : -36mV/°C

Communication CAN-BUS interface

YPOWER battery charger options Temperature sensor for 
battery compartment 

Touch-screen  
control panel CAN-BUS

Item part number STP-NEW-2.8 YPO-DISPLAY-R Consult us

CRYPO12-16ST CRYPO12-25ST CRYPO12-40ST CRYPO12-60ST CRYPO24-12ST CRYPO24-20ST CRYPO24-30ST
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MARINE VHF RADIOS

#UNUM385BK

#UNUM385

#UNUM435BK

#UNUM435

MARINE HANDHELD VHF RADIOS

"ATLANTIS 270" 
SUBMERSIBLE FLOATING
HANDHELD VHF RADIO

#UNATLANTIS270

  New Floating Design
 10 Hour Battery Life
 1W /2.5W /6W TX
 Power Boost Key
 Display Size: 18mm x 37mm
 AC Charger, DC Charger and

 Charging Cradle
 Glow Seals
 Display size: 18mm x 37mm
 IPX7 Submersible

"UM385" Fixed Mount Marine VHF Radio

"UM435" FULL FEATURED MARINE VHF RADIO
Uniden 25 Watt Full-Featured Fixed Mount VHF Marine Radio designed to 
withstand the harshest marine conditions. Full Class D.

• New Front Panel Design
• CMB Canadian Marine Broadcast “B” Channels
• New International 4 digit Channels
• IPX8 / JIS8 Submersible
• Keys on Mic.  16/09, Ch Up/Dn, Scan/Mem
• Larger LCD 25mm x 51mm 
• Full Dot Matrix Display with Easy-to-Use Intuitive Menus
• Uniden 25 Watt Full-Featured Fixed Mount VHF Marine Radio 

designed with a shorter chassis for more versatile installations.
• 1 Watt/25 Watt Transmit Power
• DSC (Digital Selective Calling)
• DSC Position Send and Request
• Ultra Compact Rugged Construction
• Durable Rubber Grip Mic
• S.A.M.E. Emergency/Weather Alert
• Channel Names
• Backlit LCD Display and Keypad
• LCD Display and Dimmer
• Triple Watch Plus™
• Memory Scan & weather scan/alert

• New Front Panel Design
• CMB Canadian Marine Broadcast “B” Channels
• New International 4 digit Channels
• 25 Watt Fixed Mount Marine Radio
• IPX4/JIS4 Waterproof Level
• Memory Channel Scan
• Triple Watch Feature
• Hi/Lo Power Switch
• S.A.M.E. Weather Alert -Specific Area Message Encoding
• Backlit Keypad and Display
• Channel Names
• DSC (Digital Selective Calling)
• DSC Position Send and Request
• Compatible with Uniden MRN-GPSK
  GPS Receiver

  Compact Design
 Large Easy to Read Backlit

 Display
 Rugged Die-cast Chassis
 Dual/Triple/Quad Watch
 NOAA Weather Alert
 12 Hour LiON Battery
 MEETS JIS8 Submersibly

 Waterproof Level
 1W /2.5W /5W TX
 DC Clip On Charger
  Flexible Rubber Antenna

"MHS75" HANDHELD VHF RADIO
- Compact and Submersible !

#UNMHS75
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MARINE HANDHELD VHF RADIOS

"ATLANTIS 150" HANDHELD VHF RADIO - JIS8 SUBMERSIBLE - 
Tested For Extreme Outdoor Conditions

#UNTLANTIS150

#UNMHS126

  MEETS JIS8 Submersibly Waterproof Level
  Floating Design
  Emergency Strobe
 NOAA / S.A.M.E. Weather alerts
  Memory / Weather Scan
  Large, Easy to Read LCD Screen
  Triple Watch Plus
  3 Year Water Protection Warranty
  All USA, Canadian and International

 Marine Channels
  1W / 2.5W and 6W Transmit PowerPower
 POWER Boost PTT key
 1160 mAh High Capacity Li Ion Battery Pack
 11 Hour Battery Life           
 AC Charger, DC Charger, and Charging Cradle
 Ergonomic Design
  SMA Flexible Rubber Antenna
  Dimensions: 5.96" (H) x 2.45" (W) x 2.03" (D)

"MHS126" FLOATING, SUBMERSIBLE 
HANDHELD VHF RADIO

Rugged, Submersible Handheld Marine 
Radio, with Emergency Strobe Light.

"MHS335BT" FLOATING HANDHELD VHF MARINE RADIO
Floating, Waterproof VHF (JIS8 Submersible)
** With GPS and Full Class D DSC **
** Bluetooth Wireless for radio set up and text messaging capability **

  Full Class D DSC
 Integrated GPS Receiver
 Bluetooth® Wireless – Use smartphone app to set up the radio and to

 text message other VHF text message capable radios
 Auto Plot to Distress Call – Built-in compass screen
 Water Activated MOB – Automatically activates Distress feature when in water
 Water Activated Emergency Strobe Light – Automatically activates when in water
 Flashlight
  6 Watt Transmit Power – Transmits at full power to ensure maximum range
 Floating Radio – Rated IPX8 (submersible to 4.9 feet for 30 minutes)
 NOAA Weather Channels – Weather Alert and S.A.M.E. local location alerts
 Noise Cancel – For both received and transmitted audio
 Waypoint Navigation – Navigate to your stored locations using the compass screen
 Smartphone App (Android™ and iOS®) – Set up by entering DSC directory information, 

text message other VHF radios, update radio firmware
 PACKAGE INCLUDES: VHF Radio, AC/DC Charging Cables, Charging Cradle, Li-Ion 

Battery, Alkaline Battery Tray, Wrist Strap, Belt Clip, Antenna, and Printed Materials.    
  Dimensions: 6.122" (H) x 2.562" (W) x 1.633" (D)

Submersible Waterproof JIS8

Floating, Lightweight Design

Large Bright Backlit Display

Built-In Antenna Precision matched for
optimum performance

TX 1W / 2.5W / 6W

US, Canada, and International
Marine Channels

Triple Watch Mode Channel 16, 9 and selected channel

Battery Save Mode

Keypad Lock

Charging cradle

Weather Channel/ Weather Alert

Microphone jack

Battery Level Indicator
10hr - Rechargeable NiMH battery

3 Level Digital Squelch

Table-Top Drop-In Charger

One-Touch Channel 16/9

Memory Scan

Comes with: Belt Clip, Rechargeable
NiMH Battery Pack, Charging Cradle
& AC Adapter.

#UNMHS335BT
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BN0118 8 Ft Fibreglass
Marine VHF - 2.4 mt ( 8 ft ) - 6db gain
Chrome plated brass ferrule -
Standard 1"-14 thread.
5.0 mt RG58 C/U. PL-259 Connector.

BN0353 3 Ft Fibreglass Whip.
Marine VHF - 1.0 mt ( 3 ft )- 3 dbi gain.
Nylon ferrule - Standard 1"-14 thread.
5.0 mt RG58 C/U. PL-259 Connector.

BN0119 5 Ft Fibreglass.
Marine VHF - 1.5 mt ( 5 ft ) - 3 db gain
Nylon ferrule - Standard 1"-14 thread.
5.0 mt RG58 C/U. PL-259 Connector.

BN0355 3 Ft Stainless Whip.
Marine VHF - 1.0 mt ( 3 ft )- 3 dbi gain
S/S whip nylon ferrule - Standard 1"-14 thread.
5.0 mt RG58 C/U. PL-259 Connector.

BN0052 3 Ft Stainless Whip.
Marine VHF - 1,0 mt ( 3 ft )-3 dbi gain
S/S whip - bracket - SO 239 connector

MARINE VHF ANTENNAS

Compact 4.2 - Technical Data
   Installation Requirements

   Supply and Return Air Grilles
 Discharge grille(s) ‐ Min 15 sq inch
Return air grille     ‐ Min 50 sq inch

   Ducting
 4" diameter blower discharge

   Water Pump
Minimum 1.5 GPM
Recommended ‐ Flo‐Jet 12v

   Water Hose
Intake and discharge ‐ 5/8" diameter
Condensate ‐ 5/8" diameter

   Circuit Breaker - 115v
10 amp magnetic/thermal breaker10 amp magnetic/thermal breaker

   Power Supply Wire - 115v
Minimum 16 AWG

            Capacity 
Nominal capacity @ABYC standard conditions                  4,200 Btu/hr
Cooling capability ‐ below decks                                             300 cu ft free air space ‐ Cuddy cabin or v‐berth

Dimensions
Compact 4.2 15" w x  8"d x  9.5"h
Vega MK III

 Other Data
Power Supply 115v, 60 Hz, 3.8 amp 
Power draw average 400 Watts
Inverter reqd.      Min 700 watt

                                       (Pure sine wave)
Weight  26 pounds
Part Number        MC42KCOI

5" w x 2.5" h

15"

9.5"

8"

Blower can be positioned vertical or horizontal

Contact us for information on
Climma Marine Air Conditioning Systems
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AIR COOLED 
Paris 35, Capri 35 and Capri 50    
Air cooling compressors are less expensive 

and easier to install than water cooling units, 

but they are also less efficient. They work 

by forcing cool air across the condenser 

using a fan. The air, which picks up heat 

as it passes through, needs to be expelled 

into a different area. The Capri and Paris 

units feature a duct ring on the condenser 

discharge for adding a flexible duct so that 

heated air is discharged to a remote area. The 

fan can be reversed to draw cool air through 

the duct ring, enabling the compressor to 

be installed in an engine room or other 

hot, poorly vented area. A Keel Cooler can 

be added later to an air-cooled Frigoboat 

system if cruising plans change. 

WATER COOLED WITH PUMP 
W35 and W50
For use in tropical climates, water cooling 

refrigeration systems are best. For all 

freezer systems, water cooling is highly 

recommended. Seawater typically stays 

at a lower temperature than the air inside 

the boat in tropical areas, but utilizing 

it normally involves installing a pump. 

The gains in efficiency must outweigh the 

added power requirement. The pump that 

Frigoboat specifies adds approx. 1 amp 

(at 12v) to the total system current draw, 

but one pump can be used to support up 

to three water cooled systems. As with any 

system using pumped seawater as a cooling 

medium, there is the concern of clogged 

strainers and/or pump failures.

KEEL COOLED 
K35 and K50 
The Keel Cooler is the logical step up from a 

pump-fed water cooled system, as now the 

condenser is outside the vessel, and instead 

of pumping water into the boat and back 

out over the side, the refrigerant is taken 

outside the boat where it is cooled, and 

then returned. The only moving part of this 

system is the compressor, making the Keel 

Cooler system the quietest, most reliable 

and most efficient system of all. Some boat 

owners may be concerned with “putting 

another hole in the boat”, but the Keel 

Cooler itself is simply a tough and sturdy 

plug, and there is no water coming onboard. 

The water stays where it belongs –  outside 

the boat!

KEEL COOLED PLUS AIR COOLED 
Occasionally, long-range cruisers may want 

to operate a Keel Cooled system when 

hauled out for repairs. If the haul-out is 

for one or two days, a hose can be rigged 

to drip water onto the Keel Cooler. For 

longer stays on the hard, a simple solution 

is to install a Keel Cooler system with an air 

cooled condensing unit instead of a K35 or 

K50. The fan on the air cooled unit is wired 

with a switch, and the fan is used when the 

vessel is hauled out. This simple solution is 

gaining popularity in cruising circles, where 

a little extra initial outlay buys considerable 

peace of mind.

Which Condensing Unit?
Frigoboat utilizes the highly regarded Danfoss BD 35 and BD 

50 high-efficiency, variable speed compressors. While the BD 50 

has more capacity, it is slightly less efficient. Please refer to the 

Frigoboat Product Matrix to determine which size compressor 

is best for your box size and application.

Capri 50

W50

B evaporator

H evaporator

F evaporator

Which Keel Cooler?
Frigoboat offers two styles of Keel Coolers, “Studs” and “Threads” that differ 

in how they are secured inside the hull. Each can be ordered with or without 

sacrificial zincs and are constructed of galvanically compatible sintered 

bronze, brass, and cupro-nickel.“Threads” Keel Cooler

“Studs” Keel Cooler

Keel Cooler with Zincs

“Bare Bones” Keel Cooler. Black 
plexiglass represents  boat’s hull.

“THREADS” MODEL 
The “Threads” model is similar to a regular 

through-hull fitting. Its threaded, 1.5 inch 

diameter shaft passes through the hull, 

and a nut is threaded onto the shaft and 

tightened. This requires a large wrench and 

enough clearance for the wrench to swing. 

It also requires a helper to restrain the unit 

from rotating on the outside of the vessel as 

the nut is tightened. 

“STUDS” MODEL 
The “Studs” model is identical to the 

“Threads” model on the outside of the hull. 

It also has a shaft that requires a 1.5 inch 

diameter hole. Two threaded studs protrude 

through the top, and four different sized 

collars accommodate differing thickness 

of hulls. The appropriate one is slipped 

around the shaft and two metal bars are 

dropped down onto the studs followed by 

washers and nuts, which are tightened using 

a socket wrench. No help is needed for the 

installation, as the unit will not rotate as the 

nuts are being tightened. Once installed, 

there is no difference in strength or integrity 

between the “Studs” and “Threads” models, 

and the superior bonding power of modern 

sealants ensures peace of mind. 

ZINCS OR NO ZINCS?
Both Keel Coolers are available with or 

without sacrificial zincs. A “Z” is added 

to the Part Number with zincs. In the “Z” 

models there are two, circular zincs recessed 

into the bottom, flush with the surface. An 

electrical connection must be made between 

the Keel Cooler and the battery negative. In 

doing so, the Keel Cooler is often connected 

electrically to the boat’s sacrificial zinc that 

is protecting the other underwater metal 

fittings. In this case, a Keel Cooler with zincs 

is not necessary. If a “Z” model is used in 

a situation where zincs are not required, it 

may result in excessive zinc loss from the 

Keel Cooler zincs, as these will tend to take 

over the job previously performed by the 

boat’s zinc.

If the boat does not have a bonding system 

and/or employs non-metallic underwater 

fittings it would be advisable to use a Keel 

Cooler with zincs. Ultimately the choice of 

whether to use a Keel Cooler with or without 

zincs rests with the purchaser. If in doubt, 

consult a marine corrosion specialist.

“BARE BONES” KEEL COOLER
This is a threads model without zincs and 

with no sintered bronze, resulting in a 

significant cost reduction over the sintered 

ground plate models. An exposed cupro 

nickel condensing tube is secured by a plastic 

restrainer, and components are faired to 

provide smooth water flow and maximum 

protection.

Which Evaporator?
WHAT IS AN “EVAPORATOR”?
This item is installed inside the insulated cabinet. Liquid R134a refrigerant is 

forced through it, evaporating (or boiling) at around -25 degrees Fahrenheit 

and absorbing heat from the surrounding air thereby lowering the temperature 

inside the box. Looking at Frigoboat’s aluminum “Flat Plate” evaporators, 

you can see the channels through which the refrigerant travels.

WHAT TYPE OF EVAPORATOR 
SHOULD I USE?
All Frigoboat evaporators start life as a thin, 

flat sheet. Bent to conform to the contours 

of the box, they are mounted high in the 

box on stand-offs. A Flat Plate evaporator 

will keep the area at either refrigerator 

or freezer temperatures, depending on 

the design, application, and thermostat. 

Frigoboat designates these evaporators 

as “F”, for “Flat”, with five sizes available.  

Two “F” models have a stainless steel cover 

added to one side for applications where 

exceptionally rugged use is expected. “Bin” 

(B), and “Horizontal” (H) evaporators are 

also available in various sizes. These are 

Flat Plate evaporators formed to make an 

enclosed area, with a floor or end piece 

added. The B models mount on a vertical 

wall, while the H models have a plastic 

door and mount to the ceiling of the box. 

The interiors of B and H models function 

as freezer compartments, while keeping the 

rest of the box at refrigerator temperatures.

WHAT SIZE EVAPORATOR SHOULD I 
USE?
If the box is all refrigerator or all freezer, 

a Flat (F) evaporator is used. For a freezer, 

install the largest plate that it is practical. 

For a refrigerator, consult the specifications 

to see which size evaporator is required. If 

you plan to have a Spillover system with two 

adjoining boxes separated by an insulated 

barrier, halve the refrigerator volume, add 

it to the freezer volume and treat the box 

as all freezer. The plate will be mounted in 

the freezer section, and a Spillover device 

controlled by a thermostat is installed in the 

barrier to deliver cold air to the refer section.  

If you plan on using a B or H evaporator, 

consult the specifications to see which size 

model is best. If you install a larger B or H 

model than recommended, you may have to 

cover some of the evaporator surface with 

stick-on insulation to force the system to run 

longer. This will ensure that the contents of 

the freezer stay frozen. 

“ We’ve cruised our custom 43-foot Downeast-
styled powerboat from Canada to the Bahamas, 
and after nearly ten-years of service our 
Frigoboat keel-cooled refrigerator and freezer 
have never failed us.  Best of all, they’re so 
efficient our solar panels easily provide enough 
power to run them.  As a result, we have no 
need of a generator even when on the hook for 
weeks.”

—George Sass, M/V SAWDUST

“ We’ve been pleasantly surprised at the capacity 
and efficiency of the system. We have two 
freezers aboard Wind Horse, six and seven cubic 
feet each. We are using your keel coolers (no 
circulating pump). The system is at least as 
efficient as the best of the holding plate systems 
we’ve installed in the past, and possibly more 
efficient. Your system is much easier to install 
and significantly less expensive. “

—Steve Dashew, Yacht Designer, Boat Builder, 
Author and  World Cruiser         

Get More Cold Facts at
www.frigoboat.com

“ The keel cooler concept is great - you get 
the benefits of a water cooling circuit without 
having to winterize the unit, or do any 
maintenance in fact, and without the energy 
losses of a water pump.  The Smart Speed 
Controller (SSC) is another excellent Frigoboat 
innovation that improves the overall efficiency 
of the system. We have found with properly 
insulated iceboxes that the refrigerator holds a 
very even temperature and ice cream remains 
rock hard in the freezer.”

—Nigel Calder, Marine Journalist,  
Author and World Cruiser

A complete keel cooled  
plus air cooled system AIR COOLED 

Paris 35, Capri 35 and Capri 50    
Air cooling compressors are less expensive 

and easier to install than water cooling units, 

but they are also less efficient. They work 

by forcing cool air across the condenser 

using a fan. The air, which picks up heat 

as it passes through, needs to be expelled 

into a different area. The Capri and Paris 

units feature a duct ring on the condenser 

discharge for adding a flexible duct so that 

heated air is discharged to a remote area. The 

fan can be reversed to draw cool air through 

the duct ring, enabling the compressor to 

be installed in an engine room or other 

hot, poorly vented area. A Keel Cooler can 

be added later to an air-cooled Frigoboat 

system if cruising plans change. 

WATER COOLED WITH PUMP 
W35 and W50
For use in tropical climates, water cooling 

refrigeration systems are best. For all 

freezer systems, water cooling is highly 

recommended. Seawater typically stays 

at a lower temperature than the air inside 

the boat in tropical areas, but utilizing 

it normally involves installing a pump. 

The gains in efficiency must outweigh the 

added power requirement. The pump that 

Frigoboat specifies adds approx. 1 amp 

(at 12v) to the total system current draw, 

but one pump can be used to support up 

to three water cooled systems. As with any 

system using pumped seawater as a cooling 

medium, there is the concern of clogged 

strainers and/or pump failures.

KEEL COOLED 
K35 and K50 
The Keel Cooler is the logical step up from a 

pump-fed water cooled system, as now the 

condenser is outside the vessel, and instead 

of pumping water into the boat and back 

out over the side, the refrigerant is taken 

outside the boat where it is cooled, and 

then returned. The only moving part of this 

system is the compressor, making the Keel 

Cooler system the quietest, most reliable 

and most efficient system of all. Some boat 

owners may be concerned with “putting 

another hole in the boat”, but the Keel 

Cooler itself is simply a tough and sturdy 

plug, and there is no water coming onboard. 

The water stays where it belongs –  outside 

the boat!

KEEL COOLED PLUS AIR COOLED 
Occasionally, long-range cruisers may want 

to operate a Keel Cooled system when 

hauled out for repairs. If the haul-out is 

for one or two days, a hose can be rigged 

to drip water onto the Keel Cooler. For 

longer stays on the hard, a simple solution 

is to install a Keel Cooler system with an air 

cooled condensing unit instead of a K35 or 

K50. The fan on the air cooled unit is wired 

with a switch, and the fan is used when the 

vessel is hauled out. This simple solution is 

gaining popularity in cruising circles, where 

a little extra initial outlay buys considerable 

peace of mind.

Which Condensing Unit?
Frigoboat utilizes the highly regarded Danfoss BD 35 and BD 

50 high-efficiency, variable speed compressors. While the BD 50 

has more capacity, it is slightly less efficient. Please refer to the 

Frigoboat Product Matrix to determine which size compressor 

is best for your box size and application.

Capri 50

W50

B evaporator

H evaporator

F evaporator

Which Keel Cooler?
Frigoboat offers two styles of Keel Coolers, “Studs” and “Threads” that differ 

in how they are secured inside the hull. Each can be ordered with or without 

sacrificial zincs and are constructed of galvanically compatible sintered 

bronze, brass, and cupro-nickel.“Threads” Keel Cooler

“Studs” Keel Cooler

Keel Cooler with Zincs

“Bare Bones” Keel Cooler. Black 
plexiglass represents  boat’s hull.

“THREADS” MODEL 
The “Threads” model is similar to a regular 

through-hull fitting. Its threaded, 1.5 inch 

diameter shaft passes through the hull, 

and a nut is threaded onto the shaft and 

tightened. This requires a large wrench and 

enough clearance for the wrench to swing. 

It also requires a helper to restrain the unit 

from rotating on the outside of the vessel as 

the nut is tightened. 

“STUDS” MODEL 
The “Studs” model is identical to the 

“Threads” model on the outside of the hull. 

It also has a shaft that requires a 1.5 inch 

diameter hole. Two threaded studs protrude 

through the top, and four different sized 

collars accommodate differing thickness 

of hulls. The appropriate one is slipped 

around the shaft and two metal bars are 

dropped down onto the studs followed by 

washers and nuts, which are tightened using 

a socket wrench. No help is needed for the 

installation, as the unit will not rotate as the 

nuts are being tightened. Once installed, 

there is no difference in strength or integrity 

between the “Studs” and “Threads” models, 

and the superior bonding power of modern 

sealants ensures peace of mind. 

ZINCS OR NO ZINCS?
Both Keel Coolers are available with or 

without sacrificial zincs. A “Z” is added 

to the Part Number with zincs. In the “Z” 

models there are two, circular zincs recessed 

into the bottom, flush with the surface. An 

electrical connection must be made between 

the Keel Cooler and the battery negative. In 

doing so, the Keel Cooler is often connected 

electrically to the boat’s sacrificial zinc that 

is protecting the other underwater metal 

fittings. In this case, a Keel Cooler with zincs 

is not necessary. If a “Z” model is used in 

a situation where zincs are not required, it 

may result in excessive zinc loss from the 

Keel Cooler zincs, as these will tend to take 

over the job previously performed by the 

boat’s zinc.

If the boat does not have a bonding system 

and/or employs non-metallic underwater 

fittings it would be advisable to use a Keel 

Cooler with zincs. Ultimately the choice of 

whether to use a Keel Cooler with or without 

zincs rests with the purchaser. If in doubt, 

consult a marine corrosion specialist.

“BARE BONES” KEEL COOLER
This is a threads model without zincs and 

with no sintered bronze, resulting in a 

significant cost reduction over the sintered 

ground plate models. An exposed cupro 

nickel condensing tube is secured by a plastic 

restrainer, and components are faired to 

provide smooth water flow and maximum 

protection.

Which Evaporator?
WHAT IS AN “EVAPORATOR”?
This item is installed inside the insulated cabinet. Liquid R134a refrigerant is 

forced through it, evaporating (or boiling) at around -25 degrees Fahrenheit 

and absorbing heat from the surrounding air thereby lowering the temperature 

inside the box. Looking at Frigoboat’s aluminum “Flat Plate” evaporators, 

you can see the channels through which the refrigerant travels.

WHAT TYPE OF EVAPORATOR 
SHOULD I USE?
All Frigoboat evaporators start life as a thin, 

flat sheet. Bent to conform to the contours 

of the box, they are mounted high in the 

box on stand-offs. A Flat Plate evaporator 

will keep the area at either refrigerator 

or freezer temperatures, depending on 

the design, application, and thermostat. 

Frigoboat designates these evaporators 

as “F”, for “Flat”, with five sizes available.  

Two “F” models have a stainless steel cover 

added to one side for applications where 

exceptionally rugged use is expected. “Bin” 

(B), and “Horizontal” (H) evaporators are 

also available in various sizes. These are 

Flat Plate evaporators formed to make an 

enclosed area, with a floor or end piece 

added. The B models mount on a vertical 

wall, while the H models have a plastic 

door and mount to the ceiling of the box. 

The interiors of B and H models function 

as freezer compartments, while keeping the 

rest of the box at refrigerator temperatures.

WHAT SIZE EVAPORATOR SHOULD I 
USE?
If the box is all refrigerator or all freezer, 

a Flat (F) evaporator is used. For a freezer, 

install the largest plate that it is practical. 

For a refrigerator, consult the specifications 

to see which size evaporator is required. If 

you plan to have a Spillover system with two 

adjoining boxes separated by an insulated 

barrier, halve the refrigerator volume, add 

it to the freezer volume and treat the box 

as all freezer. The plate will be mounted in 

the freezer section, and a Spillover device 

controlled by a thermostat is installed in the 

barrier to deliver cold air to the refer section.  

If you plan on using a B or H evaporator, 

consult the specifications to see which size 

model is best. If you install a larger B or H 

model than recommended, you may have to 

cover some of the evaporator surface with 

stick-on insulation to force the system to run 

longer. This will ensure that the contents of 

the freezer stay frozen. 

“ We’ve cruised our custom 43-foot Downeast-
styled powerboat from Canada to the Bahamas, 
and after nearly ten-years of service our 
Frigoboat keel-cooled refrigerator and freezer 
have never failed us.  Best of all, they’re so 
efficient our solar panels easily provide enough 
power to run them.  As a result, we have no 
need of a generator even when on the hook for 
weeks.”

—George Sass, M/V SAWDUST

“ We’ve been pleasantly surprised at the capacity 
and efficiency of the system. We have two 
freezers aboard Wind Horse, six and seven cubic 
feet each. We are using your keel coolers (no 
circulating pump). The system is at least as 
efficient as the best of the holding plate systems 
we’ve installed in the past, and possibly more 
efficient. Your system is much easier to install 
and significantly less expensive. “

—Steve Dashew, Yacht Designer, Boat Builder, 
Author and  World Cruiser         

Get More Cold Facts at
www.frigoboat.com

“ The keel cooler concept is great - you get 
the benefits of a water cooling circuit without 
having to winterize the unit, or do any 
maintenance in fact, and without the energy 
losses of a water pump.  The Smart Speed 
Controller (SSC) is another excellent Frigoboat 
innovation that improves the overall efficiency 
of the system. We have found with properly 
insulated iceboxes that the refrigerator holds a 
very even temperature and ice cream remains 
rock hard in the freezer.”

—Nigel Calder, Marine Journalist,  
Author and World Cruiser

A complete keel cooled  
plus air cooled system 

Which Condensing Unit?
Frigoboat utilizes the highly regarded Danfoss BD 35 and BD50 high-efficiency, variable 
speed compressors.
While the BD 50 has more capacity, it is slightly less efficient.
Please refer to the Frigoboat Product Matrix to determine which size compressor is best for 
your box size and application.

AIR COOLED Paris 35,
Capri 35 and Capri 50
Air cooling compressors are less expensive
and easier to install than water cooling units,
but they are also less efficient. They work
by forcing cool air across the condenser
using a fan. The air, which picks up heat
as it passes through, needs to be expelled
into a different area. The Capri and Paris
units feature a duct ring on the condenser
discharge for adding a flexible duct so that
heated air is discharged to a remote area. The
fan can be reversed to draw cool air through
the duct ring, enabling the compressor to
be installed in an engine room or other
hot, poorly vented area. A Keel Cooler can
be added later to an air-cooled Frigoboat
system if cruising plans change.

WATER COOLED WITH PUMP
W35 and W50
For use in tropical climates, water cooling
refrigeration systems are best. For all
freezer systems, water cooling is highly
recommended. Seawater typically stays
at a lower temperature than the air inside
the boat in tropical areas, but utilizing
it normally involves installing a pump.
The gains in efficiency must outweigh the
added power requirement. The pump that
Frigoboat specifies adds approx. 1 amp
(at 12v) to the total system current draw,
but one pump can be used to support up
to three water cooled systems. As with any
system using pumped seawater as a cooling
medium, there is the concern of clogged
strainers and/or pump failures.

KEEL COOLED K35 and K50
The Keel Cooler is the logical step up from a
pump-fed water cooled system, as now the
condenser is outside the vessel, and instead
of pumping water into the boat and back
out over the side, the refrigerant is taken
outside the boat where it is cooled, and
then returned. The only moving part of this
system is the compressor, making the Keel
Cooler system the quietest, most reliable
and most efficient system of all. Some boat
owners may be concerned with “putting
another hole in the boat”, but the Keel
Cooler itself is simply a tough and sturdy
plug, and there is no water coming onboard.
The water stays where it belongs – outside
the boat!

KEEL COOLED PLUS AIR COOLED
Occasionally, long-range cruisers may want
to operate a Keel Cooled system when
hauled out for repairs. If the haul-out is
for one or two days, a hose can be rigged
to drip water onto the Keel Cooler. For
longer stays on the hard, a simple solution
is to install a Keel Cooler system with an air
cooled condensing unit instead of a K35 or
K50. The fan on the air cooled unit is wired
with a switch, and the fan is used when the
vessel is hauled out. This simple solution is
gaining popularity in cruising circles, where
a little extra initial outlay buys considerable
peace of mind.

CONDENSING UNIT / COMPRESSOR

FRIGOBOAT REFRIGERATION SYSTEMS

• Condensing Units - Pg. 90 • Thermostats -  Pg. 93
• Evaporators -  Pg. 91 • Speed Controllers -  Pg. 94 
• Keel Coolers - Pg. 92

Components:

Selection Matrix - Pg. 95

VE-E51975
K50 Compressor with manual speed board
260mm L x 145mm W x 170mm H
10-1/4" L x 5-3/4" x 6-3/4" H

VE-E50345X
K35F Compressor with manual speed board
260mm L x 145mm W x 170mm H
10-1/4" L x 5-3/4" x 6-3/4" H

VE-E51970
W50F Compressor with manual speed board
260mm L x 160mm W x 180mm H
10-1/4" L x 6-5/16" x 7-1/8" H

VE-E50045X
W35F Compressor with manual speed board
260mm L x 160mm W x 180mm H
10-1/4" L x 6-5/16" x 7-1/8" H

VE-A092819
Flo-Jet raw water pump

VE-E52120NA
Capri 50F Compressor with manual speed board
283mm L x 213mm W x 170mm H
11-3/16" L x 8-3/8" x 6-3/4" H

VE-E51430
Capri 35F Compressor with manual speed board
283mm L x 213mm W x 170mm H
11-3/16" L x 8-3/8" x 6-3/4" H

VE-E51135
Paris 35F Compressor No speed control
300mm L x 230mm W x 168mm W
11-13/16" L x 9-1/16" x 6-5/8" H
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Which Evaporator?
WHAT IS AN “EVAPORATOR”?
This item is installed inside the insulated cabinet. Liquid R134a refrigerant is forced through it, evaporating (or boiling) at 
around -25 degrees Fahrenheit and absorbing heat from the surrounding air thereby lowering the temperature inside the box. 
Looking at Frigoboat’s aluminum “Flat Plate” evaporators, you can see the channels through which the refrigerant travels.

EVAPORATORS

WHAT TYPE OF EVAPORATOR
SHOULD I USE?
All Frigoboat evaporators start life as a thin,
flat sheet. Bent to conform to the contours
of the box, they are mounted high in the
box on stand-offs. A Flat Plate evaporator
will keep the area at either refrigerator
or freezer temperatures, depending on
the design, application, and thermostat.
Frigoboat designates these evaporators
as “F”, for “Flat”, with five sizes available.
Two “F” models have a stainless steel cover
added to one side for applications where
exceptionally rugged use is expected. “Bin”
(B), and “Horizontal” (H) evaporators are
also available in various sizes. These are
Flat Plate evaporators formed to make an
enclosed area, with a floor or end piece
added. The B models mount on a vertical
wall, while the H models have a plastic
door and mount to the ceiling of the box.
The interiors of B and H models function
as freezer compartments, while keeping the
rest of the box at refrigerator temperatures.

WHAT SIZE EVAPORATOR SHOULD I
USE?
If the box is all refrigerator or all freezer,
a Flat (F) evaporator is used. For a freezer,
install the largest plate that it is practical.
For a refrigerator, consult the specifications
to see which size evaporator is required. If
you plan to have a Spillover system with two
adjoining boxes separated by an insulated
barrier, halve the refrigerator volume, add
it to the freezer volume and treat the box
as all freezer. The plate will be mounted in
the freezer section, and a Spillover device
controlled by a thermostat is installed in the
barrier to deliver cold air to the refer section.
If you plan on using a B or H evaporator,
consult the specifications to see which size
model is best. If you install a larger B or H
model than recommended, you may have to
cover some of the evaporator surface with
stick-on insulation to force the system to run
longer. This will ensure that the contents of
the freezer stay frozen.

Flat Plate "F" Evaporators

VE-E508801 80F Evaporator - All aluminum, bendable. 13w x 9.5h
VE-E50085 130F Evaporator - All aluminum, bendable. 24.75w x 8.25h
VE-E50095 160F Evaporator – All aluminum, bendable. 13.75w x 8.25h
VE-E50075 200F Evaporator – All aluminum, bendable. 42w x 10.5h
VE-E52225 380F Evaporator – All aluminum, bendable. 39.2w x 14.5h
VE-E52105 185F-SS Evaporator – Aluminum with stainless cover, bendable. 22w x 12h
VE-E52185 380F-SS Evaporator – Aluminum with stainless cover, bendable. 41.3w x 16h

Vertical Bin “B” Evaporators

VE-E51625 250B Evaporator – For refer boxes, freezer within Bin. 10w x 11.5h x 6d
VE-E50105 340B Evaporator – For refer boxes, freezer within Bin. 15w x 11.5h x 6d

Horizontal “H” Evaporator, with door

VE-E50065 130H Evaporator – For refer boxes, freezer inside. 10w x 2.75h x 8.5d
VE-E50090 160H Evaporator – For refer boxes, freezer inside. 12.5w x 4.5h x 8.5d
VE-E53335H 250H Evaporator – 250B Bin mounted horizontal with door added. 10w x 11.5h x 6d
VE-E50105H 340H Evaporator – 340B Bin mounted horizontal with door added. 15w x 11.5h x 6d

AIR COOLED 
Paris 35, Capri 35 and Capri 50    
Air cooling compressors are less expensive 

and easier to install than water cooling units, 

but they are also less efficient. They work 

by forcing cool air across the condenser 

using a fan. The air, which picks up heat 

as it passes through, needs to be expelled 

into a different area. The Capri and Paris 

units feature a duct ring on the condenser 

discharge for adding a flexible duct so that 

heated air is discharged to a remote area. The 

fan can be reversed to draw cool air through 

the duct ring, enabling the compressor to 

be installed in an engine room or other 

hot, poorly vented area. A Keel Cooler can 

be added later to an air-cooled Frigoboat 

system if cruising plans change. 

WATER COOLED WITH PUMP 
W35 and W50
For use in tropical climates, water cooling 

refrigeration systems are best. For all 

freezer systems, water cooling is highly 

recommended. Seawater typically stays 

at a lower temperature than the air inside 

the boat in tropical areas, but utilizing 

it normally involves installing a pump. 

The gains in efficiency must outweigh the 

added power requirement. The pump that 

Frigoboat specifies adds approx. 1 amp 

(at 12v) to the total system current draw, 

but one pump can be used to support up 

to three water cooled systems. As with any 

system using pumped seawater as a cooling 

medium, there is the concern of clogged 

strainers and/or pump failures.

KEEL COOLED 
K35 and K50 
The Keel Cooler is the logical step up from a 

pump-fed water cooled system, as now the 

condenser is outside the vessel, and instead 

of pumping water into the boat and back 

out over the side, the refrigerant is taken 

outside the boat where it is cooled, and 

then returned. The only moving part of this 

system is the compressor, making the Keel 

Cooler system the quietest, most reliable 

and most efficient system of all. Some boat 

owners may be concerned with “putting 

another hole in the boat”, but the Keel 

Cooler itself is simply a tough and sturdy 

plug, and there is no water coming onboard. 

The water stays where it belongs –  outside 

the boat!

KEEL COOLED PLUS AIR COOLED 
Occasionally, long-range cruisers may want 

to operate a Keel Cooled system when 

hauled out for repairs. If the haul-out is 

for one or two days, a hose can be rigged 

to drip water onto the Keel Cooler. For 

longer stays on the hard, a simple solution 

is to install a Keel Cooler system with an air 

cooled condensing unit instead of a K35 or 

K50. The fan on the air cooled unit is wired 

with a switch, and the fan is used when the 

vessel is hauled out. This simple solution is 

gaining popularity in cruising circles, where 

a little extra initial outlay buys considerable 

peace of mind.

Which Condensing Unit?
Frigoboat utilizes the highly regarded Danfoss BD 35 and BD 

50 high-efficiency, variable speed compressors. While the BD 50 

has more capacity, it is slightly less efficient. Please refer to the 

Frigoboat Product Matrix to determine which size compressor 

is best for your box size and application.

Capri 50

W50

B evaporator

H evaporator

F evaporator

Which Keel Cooler?
Frigoboat offers two styles of Keel Coolers, “Studs” and “Threads” that differ 

in how they are secured inside the hull. Each can be ordered with or without 

sacrificial zincs and are constructed of galvanically compatible sintered 

bronze, brass, and cupro-nickel.“Threads” Keel Cooler

“Studs” Keel Cooler

Keel Cooler with Zincs

“Bare Bones” Keel Cooler. Black 
plexiglass represents  boat’s hull.

“THREADS” MODEL 
The “Threads” model is similar to a regular 

through-hull fitting. Its threaded, 1.5 inch 

diameter shaft passes through the hull, 

and a nut is threaded onto the shaft and 

tightened. This requires a large wrench and 

enough clearance for the wrench to swing. 

It also requires a helper to restrain the unit 

from rotating on the outside of the vessel as 

the nut is tightened. 

“STUDS” MODEL 
The “Studs” model is identical to the 

“Threads” model on the outside of the hull. 

It also has a shaft that requires a 1.5 inch 

diameter hole. Two threaded studs protrude 

through the top, and four different sized 

collars accommodate differing thickness 

of hulls. The appropriate one is slipped 

around the shaft and two metal bars are 

dropped down onto the studs followed by 

washers and nuts, which are tightened using 

a socket wrench. No help is needed for the 

installation, as the unit will not rotate as the 

nuts are being tightened. Once installed, 

there is no difference in strength or integrity 

between the “Studs” and “Threads” models, 

and the superior bonding power of modern 

sealants ensures peace of mind. 

ZINCS OR NO ZINCS?
Both Keel Coolers are available with or 

without sacrificial zincs. A “Z” is added 

to the Part Number with zincs. In the “Z” 

models there are two, circular zincs recessed 

into the bottom, flush with the surface. An 

electrical connection must be made between 

the Keel Cooler and the battery negative. In 

doing so, the Keel Cooler is often connected 

electrically to the boat’s sacrificial zinc that 

is protecting the other underwater metal 

fittings. In this case, a Keel Cooler with zincs 

is not necessary. If a “Z” model is used in 

a situation where zincs are not required, it 

may result in excessive zinc loss from the 

Keel Cooler zincs, as these will tend to take 

over the job previously performed by the 

boat’s zinc.

If the boat does not have a bonding system 

and/or employs non-metallic underwater 

fittings it would be advisable to use a Keel 

Cooler with zincs. Ultimately the choice of 

whether to use a Keel Cooler with or without 

zincs rests with the purchaser. If in doubt, 

consult a marine corrosion specialist.

“BARE BONES” KEEL COOLER
This is a threads model without zincs and 

with no sintered bronze, resulting in a 

significant cost reduction over the sintered 

ground plate models. An exposed cupro 

nickel condensing tube is secured by a plastic 

restrainer, and components are faired to 

provide smooth water flow and maximum 

protection.

Which Evaporator?
WHAT IS AN “EVAPORATOR”?
This item is installed inside the insulated cabinet. Liquid R134a refrigerant is 

forced through it, evaporating (or boiling) at around -25 degrees Fahrenheit 

and absorbing heat from the surrounding air thereby lowering the temperature 

inside the box. Looking at Frigoboat’s aluminum “Flat Plate” evaporators, 

you can see the channels through which the refrigerant travels.

WHAT TYPE OF EVAPORATOR 
SHOULD I USE?
All Frigoboat evaporators start life as a thin, 

flat sheet. Bent to conform to the contours 

of the box, they are mounted high in the 

box on stand-offs. A Flat Plate evaporator 

will keep the area at either refrigerator 

or freezer temperatures, depending on 

the design, application, and thermostat. 

Frigoboat designates these evaporators 

as “F”, for “Flat”, with five sizes available.  

Two “F” models have a stainless steel cover 

added to one side for applications where 

exceptionally rugged use is expected. “Bin” 

(B), and “Horizontal” (H) evaporators are 

also available in various sizes. These are 

Flat Plate evaporators formed to make an 

enclosed area, with a floor or end piece 

added. The B models mount on a vertical 

wall, while the H models have a plastic 

door and mount to the ceiling of the box. 

The interiors of B and H models function 

as freezer compartments, while keeping the 

rest of the box at refrigerator temperatures.

WHAT SIZE EVAPORATOR SHOULD I 
USE?
If the box is all refrigerator or all freezer, 

a Flat (F) evaporator is used. For a freezer, 

install the largest plate that it is practical. 

For a refrigerator, consult the specifications 

to see which size evaporator is required. If 

you plan to have a Spillover system with two 

adjoining boxes separated by an insulated 

barrier, halve the refrigerator volume, add 

it to the freezer volume and treat the box 

as all freezer. The plate will be mounted in 

the freezer section, and a Spillover device 

controlled by a thermostat is installed in the 

barrier to deliver cold air to the refer section.  

If you plan on using a B or H evaporator, 

consult the specifications to see which size 

model is best. If you install a larger B or H 

model than recommended, you may have to 

cover some of the evaporator surface with 

stick-on insulation to force the system to run 

longer. This will ensure that the contents of 

the freezer stay frozen. 

“ We’ve cruised our custom 43-foot Downeast-
styled powerboat from Canada to the Bahamas, 
and after nearly ten-years of service our 
Frigoboat keel-cooled refrigerator and freezer 
have never failed us.  Best of all, they’re so 
efficient our solar panels easily provide enough 
power to run them.  As a result, we have no 
need of a generator even when on the hook for 
weeks.”

—George Sass, M/V SAWDUST

“ We’ve been pleasantly surprised at the capacity 
and efficiency of the system. We have two 
freezers aboard Wind Horse, six and seven cubic 
feet each. We are using your keel coolers (no 
circulating pump). The system is at least as 
efficient as the best of the holding plate systems 
we’ve installed in the past, and possibly more 
efficient. Your system is much easier to install 
and significantly less expensive. “

—Steve Dashew, Yacht Designer, Boat Builder, 
Author and  World Cruiser         

Get More Cold Facts at
www.frigoboat.com

“ The keel cooler concept is great - you get 
the benefits of a water cooling circuit without 
having to winterize the unit, or do any 
maintenance in fact, and without the energy 
losses of a water pump.  The Smart Speed 
Controller (SSC) is another excellent Frigoboat 
innovation that improves the overall efficiency 
of the system. We have found with properly 
insulated iceboxes that the refrigerator holds a 
very even temperature and ice cream remains 
rock hard in the freezer.”

—Nigel Calder, Marine Journalist,  
Author and World Cruiser

A complete keel cooled  
plus air cooled system 

AIR COOLED 
Paris 35, Capri 35 and Capri 50    
Air cooling compressors are less expensive 

and easier to install than water cooling units, 

but they are also less efficient. They work 

by forcing cool air across the condenser 

using a fan. The air, which picks up heat 

as it passes through, needs to be expelled 

into a different area. The Capri and Paris 

units feature a duct ring on the condenser 

discharge for adding a flexible duct so that 

heated air is discharged to a remote area. The 

fan can be reversed to draw cool air through 

the duct ring, enabling the compressor to 

be installed in an engine room or other 

hot, poorly vented area. A Keel Cooler can 

be added later to an air-cooled Frigoboat 

system if cruising plans change. 

WATER COOLED WITH PUMP 
W35 and W50
For use in tropical climates, water cooling 

refrigeration systems are best. For all 

freezer systems, water cooling is highly 

recommended. Seawater typically stays 

at a lower temperature than the air inside 

the boat in tropical areas, but utilizing 

it normally involves installing a pump. 

The gains in efficiency must outweigh the 

added power requirement. The pump that 

Frigoboat specifies adds approx. 1 amp 

(at 12v) to the total system current draw, 

but one pump can be used to support up 

to three water cooled systems. As with any 

system using pumped seawater as a cooling 

medium, there is the concern of clogged 

strainers and/or pump failures.

KEEL COOLED 
K35 and K50 
The Keel Cooler is the logical step up from a 

pump-fed water cooled system, as now the 

condenser is outside the vessel, and instead 

of pumping water into the boat and back 

out over the side, the refrigerant is taken 

outside the boat where it is cooled, and 

then returned. The only moving part of this 

system is the compressor, making the Keel 

Cooler system the quietest, most reliable 

and most efficient system of all. Some boat 

owners may be concerned with “putting 

another hole in the boat”, but the Keel 

Cooler itself is simply a tough and sturdy 

plug, and there is no water coming onboard. 

The water stays where it belongs –  outside 

the boat!

KEEL COOLED PLUS AIR COOLED 
Occasionally, long-range cruisers may want 

to operate a Keel Cooled system when 

hauled out for repairs. If the haul-out is 

for one or two days, a hose can be rigged 

to drip water onto the Keel Cooler. For 

longer stays on the hard, a simple solution 

is to install a Keel Cooler system with an air 

cooled condensing unit instead of a K35 or 

K50. The fan on the air cooled unit is wired 

with a switch, and the fan is used when the 

vessel is hauled out. This simple solution is 

gaining popularity in cruising circles, where 

a little extra initial outlay buys considerable 

peace of mind.

Which Condensing Unit?
Frigoboat utilizes the highly regarded Danfoss BD 35 and BD 

50 high-efficiency, variable speed compressors. While the BD 50 

has more capacity, it is slightly less efficient. Please refer to the 

Frigoboat Product Matrix to determine which size compressor 

is best for your box size and application.
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W50
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H evaporator

F evaporator

Which Keel Cooler?
Frigoboat offers two styles of Keel Coolers, “Studs” and “Threads” that differ 

in how they are secured inside the hull. Each can be ordered with or without 

sacrificial zincs and are constructed of galvanically compatible sintered 

bronze, brass, and cupro-nickel.“Threads” Keel Cooler

“Studs” Keel Cooler

Keel Cooler with Zincs

“Bare Bones” Keel Cooler. Black 
plexiglass represents  boat’s hull.

“THREADS” MODEL 
The “Threads” model is similar to a regular 

through-hull fitting. Its threaded, 1.5 inch 

diameter shaft passes through the hull, 

and a nut is threaded onto the shaft and 

tightened. This requires a large wrench and 

enough clearance for the wrench to swing. 

It also requires a helper to restrain the unit 

from rotating on the outside of the vessel as 

the nut is tightened. 

“STUDS” MODEL 
The “Studs” model is identical to the 

“Threads” model on the outside of the hull. 

It also has a shaft that requires a 1.5 inch 

diameter hole. Two threaded studs protrude 

through the top, and four different sized 

collars accommodate differing thickness 

of hulls. The appropriate one is slipped 

around the shaft and two metal bars are 

dropped down onto the studs followed by 

washers and nuts, which are tightened using 

a socket wrench. No help is needed for the 

installation, as the unit will not rotate as the 

nuts are being tightened. Once installed, 

there is no difference in strength or integrity 

between the “Studs” and “Threads” models, 

and the superior bonding power of modern 

sealants ensures peace of mind. 

ZINCS OR NO ZINCS?
Both Keel Coolers are available with or 

without sacrificial zincs. A “Z” is added 

to the Part Number with zincs. In the “Z” 

models there are two, circular zincs recessed 

into the bottom, flush with the surface. An 

electrical connection must be made between 

the Keel Cooler and the battery negative. In 

doing so, the Keel Cooler is often connected 

electrically to the boat’s sacrificial zinc that 

is protecting the other underwater metal 

fittings. In this case, a Keel Cooler with zincs 

is not necessary. If a “Z” model is used in 

a situation where zincs are not required, it 

may result in excessive zinc loss from the 

Keel Cooler zincs, as these will tend to take 

over the job previously performed by the 

boat’s zinc.

If the boat does not have a bonding system 

and/or employs non-metallic underwater 

fittings it would be advisable to use a Keel 

Cooler with zincs. Ultimately the choice of 

whether to use a Keel Cooler with or without 

zincs rests with the purchaser. If in doubt, 

consult a marine corrosion specialist.

“BARE BONES” KEEL COOLER
This is a threads model without zincs and 

with no sintered bronze, resulting in a 

significant cost reduction over the sintered 

ground plate models. An exposed cupro 

nickel condensing tube is secured by a plastic 

restrainer, and components are faired to 

provide smooth water flow and maximum 

protection.

Which Evaporator?
WHAT IS AN “EVAPORATOR”?
This item is installed inside the insulated cabinet. Liquid R134a refrigerant is 

forced through it, evaporating (or boiling) at around -25 degrees Fahrenheit 

and absorbing heat from the surrounding air thereby lowering the temperature 

inside the box. Looking at Frigoboat’s aluminum “Flat Plate” evaporators, 

you can see the channels through which the refrigerant travels.

WHAT TYPE OF EVAPORATOR 
SHOULD I USE?
All Frigoboat evaporators start life as a thin, 

flat sheet. Bent to conform to the contours 

of the box, they are mounted high in the 

box on stand-offs. A Flat Plate evaporator 

will keep the area at either refrigerator 

or freezer temperatures, depending on 

the design, application, and thermostat. 

Frigoboat designates these evaporators 

as “F”, for “Flat”, with five sizes available.  

Two “F” models have a stainless steel cover 

added to one side for applications where 

exceptionally rugged use is expected. “Bin” 

(B), and “Horizontal” (H) evaporators are 

also available in various sizes. These are 

Flat Plate evaporators formed to make an 

enclosed area, with a floor or end piece 

added. The B models mount on a vertical 

wall, while the H models have a plastic 

door and mount to the ceiling of the box. 

The interiors of B and H models function 

as freezer compartments, while keeping the 

rest of the box at refrigerator temperatures.

WHAT SIZE EVAPORATOR SHOULD I 
USE?
If the box is all refrigerator or all freezer, 

a Flat (F) evaporator is used. For a freezer, 

install the largest plate that it is practical. 

For a refrigerator, consult the specifications 

to see which size evaporator is required. If 

you plan to have a Spillover system with two 

adjoining boxes separated by an insulated 

barrier, halve the refrigerator volume, add 

it to the freezer volume and treat the box 

as all freezer. The plate will be mounted in 

the freezer section, and a Spillover device 

controlled by a thermostat is installed in the 

barrier to deliver cold air to the refer section.  

If you plan on using a B or H evaporator, 

consult the specifications to see which size 

model is best. If you install a larger B or H 

model than recommended, you may have to 

cover some of the evaporator surface with 

stick-on insulation to force the system to run 

longer. This will ensure that the contents of 

the freezer stay frozen. 

“ We’ve cruised our custom 43-foot Downeast-
styled powerboat from Canada to the Bahamas, 
and after nearly ten-years of service our 
Frigoboat keel-cooled refrigerator and freezer 
have never failed us.  Best of all, they’re so 
efficient our solar panels easily provide enough 
power to run them.  As a result, we have no 
need of a generator even when on the hook for 
weeks.”

—George Sass, M/V SAWDUST

“ We’ve been pleasantly surprised at the capacity 
and efficiency of the system. We have two 
freezers aboard Wind Horse, six and seven cubic 
feet each. We are using your keel coolers (no 
circulating pump). The system is at least as 
efficient as the best of the holding plate systems 
we’ve installed in the past, and possibly more 
efficient. Your system is much easier to install 
and significantly less expensive. “

—Steve Dashew, Yacht Designer, Boat Builder, 
Author and  World Cruiser         

Get More Cold Facts at
www.frigoboat.com

“ The keel cooler concept is great - you get 
the benefits of a water cooling circuit without 
having to winterize the unit, or do any 
maintenance in fact, and without the energy 
losses of a water pump.  The Smart Speed 
Controller (SSC) is another excellent Frigoboat 
innovation that improves the overall efficiency 
of the system. We have found with properly 
insulated iceboxes that the refrigerator holds a 
very even temperature and ice cream remains 
rock hard in the freezer.”

—Nigel Calder, Marine Journalist,  
Author and World Cruiser

A complete keel cooled  
plus air cooled system 

AIR COOLED 
Paris 35, Capri 35 and Capri 50    
Air cooling compressors are less expensive 

and easier to install than water cooling units, 

but they are also less efficient. They work 

by forcing cool air across the condenser 

using a fan. The air, which picks up heat 

as it passes through, needs to be expelled 

into a different area. The Capri and Paris 

units feature a duct ring on the condenser 

discharge for adding a flexible duct so that 

heated air is discharged to a remote area. The 

fan can be reversed to draw cool air through 

the duct ring, enabling the compressor to 

be installed in an engine room or other 

hot, poorly vented area. A Keel Cooler can 

be added later to an air-cooled Frigoboat 

system if cruising plans change. 

WATER COOLED WITH PUMP 
W35 and W50
For use in tropical climates, water cooling 

refrigeration systems are best. For all 

freezer systems, water cooling is highly 

recommended. Seawater typically stays 

at a lower temperature than the air inside 

the boat in tropical areas, but utilizing 

it normally involves installing a pump. 

The gains in efficiency must outweigh the 

added power requirement. The pump that 

Frigoboat specifies adds approx. 1 amp 

(at 12v) to the total system current draw, 

but one pump can be used to support up 

to three water cooled systems. As with any 

system using pumped seawater as a cooling 

medium, there is the concern of clogged 

strainers and/or pump failures.

KEEL COOLED 
K35 and K50 
The Keel Cooler is the logical step up from a 

pump-fed water cooled system, as now the 

condenser is outside the vessel, and instead 

of pumping water into the boat and back 

out over the side, the refrigerant is taken 

outside the boat where it is cooled, and 

then returned. The only moving part of this 

system is the compressor, making the Keel 

Cooler system the quietest, most reliable 

and most efficient system of all. Some boat 

owners may be concerned with “putting 

another hole in the boat”, but the Keel 

Cooler itself is simply a tough and sturdy 

plug, and there is no water coming onboard. 

The water stays where it belongs –  outside 

the boat!

KEEL COOLED PLUS AIR COOLED 
Occasionally, long-range cruisers may want 

to operate a Keel Cooled system when 

hauled out for repairs. If the haul-out is 

for one or two days, a hose can be rigged 

to drip water onto the Keel Cooler. For 

longer stays on the hard, a simple solution 

is to install a Keel Cooler system with an air 

cooled condensing unit instead of a K35 or 

K50. The fan on the air cooled unit is wired 

with a switch, and the fan is used when the 

vessel is hauled out. This simple solution is 

gaining popularity in cruising circles, where 

a little extra initial outlay buys considerable 

peace of mind.

Which Condensing Unit?
Frigoboat utilizes the highly regarded Danfoss BD 35 and BD 

50 high-efficiency, variable speed compressors. While the BD 50 

has more capacity, it is slightly less efficient. Please refer to the 

Frigoboat Product Matrix to determine which size compressor 

is best for your box size and application.
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Which Keel Cooler?
Frigoboat offers two styles of Keel Coolers, “Studs” and “Threads” that differ 

in how they are secured inside the hull. Each can be ordered with or without 

sacrificial zincs and are constructed of galvanically compatible sintered 

bronze, brass, and cupro-nickel.“Threads” Keel Cooler

“Studs” Keel Cooler

Keel Cooler with Zincs

“Bare Bones” Keel Cooler. Black 
plexiglass represents  boat’s hull.

“THREADS” MODEL 
The “Threads” model is similar to a regular 

through-hull fitting. Its threaded, 1.5 inch 

diameter shaft passes through the hull, 

and a nut is threaded onto the shaft and 

tightened. This requires a large wrench and 

enough clearance for the wrench to swing. 

It also requires a helper to restrain the unit 

from rotating on the outside of the vessel as 

the nut is tightened. 

“STUDS” MODEL 
The “Studs” model is identical to the 

“Threads” model on the outside of the hull. 

It also has a shaft that requires a 1.5 inch 

diameter hole. Two threaded studs protrude 

through the top, and four different sized 

collars accommodate differing thickness 

of hulls. The appropriate one is slipped 

around the shaft and two metal bars are 

dropped down onto the studs followed by 

washers and nuts, which are tightened using 

a socket wrench. No help is needed for the 

installation, as the unit will not rotate as the 

nuts are being tightened. Once installed, 

there is no difference in strength or integrity 

between the “Studs” and “Threads” models, 

and the superior bonding power of modern 

sealants ensures peace of mind. 

ZINCS OR NO ZINCS?
Both Keel Coolers are available with or 

without sacrificial zincs. A “Z” is added 

to the Part Number with zincs. In the “Z” 

models there are two, circular zincs recessed 

into the bottom, flush with the surface. An 

electrical connection must be made between 

the Keel Cooler and the battery negative. In 

doing so, the Keel Cooler is often connected 

electrically to the boat’s sacrificial zinc that 

is protecting the other underwater metal 

fittings. In this case, a Keel Cooler with zincs 

is not necessary. If a “Z” model is used in 

a situation where zincs are not required, it 

may result in excessive zinc loss from the 

Keel Cooler zincs, as these will tend to take 

over the job previously performed by the 

boat’s zinc.

If the boat does not have a bonding system 

and/or employs non-metallic underwater 

fittings it would be advisable to use a Keel 

Cooler with zincs. Ultimately the choice of 

whether to use a Keel Cooler with or without 

zincs rests with the purchaser. If in doubt, 

consult a marine corrosion specialist.

“BARE BONES” KEEL COOLER
This is a threads model without zincs and 

with no sintered bronze, resulting in a 

significant cost reduction over the sintered 

ground plate models. An exposed cupro 

nickel condensing tube is secured by a plastic 

restrainer, and components are faired to 

provide smooth water flow and maximum 

protection.

Which Evaporator?
WHAT IS AN “EVAPORATOR”?
This item is installed inside the insulated cabinet. Liquid R134a refrigerant is 

forced through it, evaporating (or boiling) at around -25 degrees Fahrenheit 

and absorbing heat from the surrounding air thereby lowering the temperature 

inside the box. Looking at Frigoboat’s aluminum “Flat Plate” evaporators, 

you can see the channels through which the refrigerant travels.

WHAT TYPE OF EVAPORATOR 
SHOULD I USE?
All Frigoboat evaporators start life as a thin, 

flat sheet. Bent to conform to the contours 

of the box, they are mounted high in the 

box on stand-offs. A Flat Plate evaporator 

will keep the area at either refrigerator 

or freezer temperatures, depending on 

the design, application, and thermostat. 

Frigoboat designates these evaporators 

as “F”, for “Flat”, with five sizes available.  

Two “F” models have a stainless steel cover 

added to one side for applications where 

exceptionally rugged use is expected. “Bin” 

(B), and “Horizontal” (H) evaporators are 

also available in various sizes. These are 

Flat Plate evaporators formed to make an 

enclosed area, with a floor or end piece 

added. The B models mount on a vertical 

wall, while the H models have a plastic 

door and mount to the ceiling of the box. 

The interiors of B and H models function 

as freezer compartments, while keeping the 

rest of the box at refrigerator temperatures.

WHAT SIZE EVAPORATOR SHOULD I 
USE?
If the box is all refrigerator or all freezer, 

a Flat (F) evaporator is used. For a freezer, 

install the largest plate that it is practical. 

For a refrigerator, consult the specifications 

to see which size evaporator is required. If 

you plan to have a Spillover system with two 

adjoining boxes separated by an insulated 

barrier, halve the refrigerator volume, add 

it to the freezer volume and treat the box 

as all freezer. The plate will be mounted in 

the freezer section, and a Spillover device 

controlled by a thermostat is installed in the 

barrier to deliver cold air to the refer section.  

If you plan on using a B or H evaporator, 

consult the specifications to see which size 

model is best. If you install a larger B or H 

model than recommended, you may have to 

cover some of the evaporator surface with 

stick-on insulation to force the system to run 

longer. This will ensure that the contents of 

the freezer stay frozen. 

“ We’ve cruised our custom 43-foot Downeast-
styled powerboat from Canada to the Bahamas, 
and after nearly ten-years of service our 
Frigoboat keel-cooled refrigerator and freezer 
have never failed us.  Best of all, they’re so 
efficient our solar panels easily provide enough 
power to run them.  As a result, we have no 
need of a generator even when on the hook for 
weeks.”

—George Sass, M/V SAWDUST

“ We’ve been pleasantly surprised at the capacity 
and efficiency of the system. We have two 
freezers aboard Wind Horse, six and seven cubic 
feet each. We are using your keel coolers (no 
circulating pump). The system is at least as 
efficient as the best of the holding plate systems 
we’ve installed in the past, and possibly more 
efficient. Your system is much easier to install 
and significantly less expensive. “

—Steve Dashew, Yacht Designer, Boat Builder, 
Author and  World Cruiser         

Get More Cold Facts at
www.frigoboat.com

“ The keel cooler concept is great - you get 
the benefits of a water cooling circuit without 
having to winterize the unit, or do any 
maintenance in fact, and without the energy 
losses of a water pump.  The Smart Speed 
Controller (SSC) is another excellent Frigoboat 
innovation that improves the overall efficiency 
of the system. We have found with properly 
insulated iceboxes that the refrigerator holds a 
very even temperature and ice cream remains 
rock hard in the freezer.”

—Nigel Calder, Marine Journalist,  
Author and World Cruiser

A complete keel cooled  
plus air cooled system 

Flat Plate "F" Evaporator

Vertical Bin “B” Evaporator
Horizontal “H” Evaporator, with door
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VictoryFRIGOBOAT REFRIGERATION

For the most up to date product information, visit   www.victory-products.com

Frigoboat "Threads" Thru Hull Keel Cooler. Available with or without sacrificial zincs.
Constructed of galvanically compatible sintered bronze, brass and cupro-nickel

KEEL COOLER

THRU-HULL "THREADS" KEEL COOLER
The “Threads” model Thru Hull is similar to a 
regular through-hull fitting. Its threaded, 1.5 inch
diameter shaft passes through the hull,
and a nut is threaded onto the shaft and
tightened. This requires a large wrench and
enough clearance for the wrench to swing.
It also requires a helper to restrain the unit
from rotating on the outside of the vessel as
the nut is tightened.

ZINCS OR NO ZINCS?
Both Keel Coolers are available with or
without sacrificial zincs. A “Z” is added
to the Part Number with zincs. In the “Z”
models there are two, circular zincs recessed
into the bottom, flush with the surface. An
electrical connection must be made between
the Keel Cooler and the battery negative. In
doing so, the Keel Cooler is often connected
electrically to the boat’s sacrificial zinc that
is protecting the other underwater metal
fittings. In this case, a Keel Cooler with zincs
is not necessary. If a “Z” model is used in
a situation where zincs are not required, it
may result in excessive zinc loss from the
Keel Cooler zincs, as these will tend to take
over the job previously performed by the
boat’s zinc.
If the boat does not have a bonding system
and/or employs non-metallic underwater
fittings it would be advisable to use a Keel
Cooler with zincs. Ultimately the choice of
whether to use a Keel Cooler with or without
zincs rests with the purchaser. If in doubt,
consult a marine corrosion specialist.

KEEL COOLER - "THREADS" MODEL

VE-E50361 "Threads" model Keel Cooler without Zincs
VE-E50362 "Threads" model Long Shaft Keel Cooler 

without Zincs

VE-E50361Z "Threads" model Keel Cooler with Zincs

VE-E51525 Zincs for Keel Cooler

TYPICAL KEEL COOLER INSTALLATION

AIR COOLED 
Paris 35, Capri 35 and Capri 50    
Air cooling compressors are less expensive 

and easier to install than water cooling units, 

but they are also less efficient. They work 

by forcing cool air across the condenser 

using a fan. The air, which picks up heat 

as it passes through, needs to be expelled 

into a different area. The Capri and Paris 

units feature a duct ring on the condenser 

discharge for adding a flexible duct so that 

heated air is discharged to a remote area. The 

fan can be reversed to draw cool air through 

the duct ring, enabling the compressor to 

be installed in an engine room or other 

hot, poorly vented area. A Keel Cooler can 

be added later to an air-cooled Frigoboat 

system if cruising plans change. 

WATER COOLED WITH PUMP 
W35 and W50
For use in tropical climates, water cooling 

refrigeration systems are best. For all 

freezer systems, water cooling is highly 

recommended. Seawater typically stays 

at a lower temperature than the air inside 

the boat in tropical areas, but utilizing 

it normally involves installing a pump. 

The gains in efficiency must outweigh the 

added power requirement. The pump that 

Frigoboat specifies adds approx. 1 amp 

(at 12v) to the total system current draw, 

but one pump can be used to support up 

to three water cooled systems. As with any 

system using pumped seawater as a cooling 

medium, there is the concern of clogged 

strainers and/or pump failures.

KEEL COOLED 
K35 and K50 
The Keel Cooler is the logical step up from a 

pump-fed water cooled system, as now the 

condenser is outside the vessel, and instead 

of pumping water into the boat and back 

out over the side, the refrigerant is taken 

outside the boat where it is cooled, and 

then returned. The only moving part of this 

system is the compressor, making the Keel 

Cooler system the quietest, most reliable 

and most efficient system of all. Some boat 

owners may be concerned with “putting 

another hole in the boat”, but the Keel 

Cooler itself is simply a tough and sturdy 

plug, and there is no water coming onboard. 

The water stays where it belongs –  outside 

the boat!

KEEL COOLED PLUS AIR COOLED 
Occasionally, long-range cruisers may want 

to operate a Keel Cooled system when 

hauled out for repairs. If the haul-out is 

for one or two days, a hose can be rigged 

to drip water onto the Keel Cooler. For 

longer stays on the hard, a simple solution 

is to install a Keel Cooler system with an air 

cooled condensing unit instead of a K35 or 

K50. The fan on the air cooled unit is wired 

with a switch, and the fan is used when the 

vessel is hauled out. This simple solution is 

gaining popularity in cruising circles, where 

a little extra initial outlay buys considerable 

peace of mind.

Which Condensing Unit?
Frigoboat utilizes the highly regarded Danfoss BD 35 and BD 

50 high-efficiency, variable speed compressors. While the BD 50 

has more capacity, it is slightly less efficient. Please refer to the 

Frigoboat Product Matrix to determine which size compressor 

is best for your box size and application.

Capri 50

W50

B evaporator

H evaporator

F evaporator

Which Keel Cooler?
Frigoboat offers two styles of Keel Coolers, “Studs” and “Threads” that differ 

in how they are secured inside the hull. Each can be ordered with or without 

sacrificial zincs and are constructed of galvanically compatible sintered 

bronze, brass, and cupro-nickel.“Threads” Keel Cooler

“Studs” Keel Cooler

Keel Cooler with Zincs

“Bare Bones” Keel Cooler. Black 
plexiglass represents  boat’s hull.

“THREADS” MODEL 
The “Threads” model is similar to a regular 

through-hull fitting. Its threaded, 1.5 inch 

diameter shaft passes through the hull, 

and a nut is threaded onto the shaft and 

tightened. This requires a large wrench and 

enough clearance for the wrench to swing. 

It also requires a helper to restrain the unit 

from rotating on the outside of the vessel as 

the nut is tightened. 

“STUDS” MODEL 
The “Studs” model is identical to the 

“Threads” model on the outside of the hull. 

It also has a shaft that requires a 1.5 inch 

diameter hole. Two threaded studs protrude 

through the top, and four different sized 

collars accommodate differing thickness 

of hulls. The appropriate one is slipped 

around the shaft and two metal bars are 

dropped down onto the studs followed by 

washers and nuts, which are tightened using 

a socket wrench. No help is needed for the 

installation, as the unit will not rotate as the 

nuts are being tightened. Once installed, 

there is no difference in strength or integrity 

between the “Studs” and “Threads” models, 

and the superior bonding power of modern 

sealants ensures peace of mind. 

ZINCS OR NO ZINCS?
Both Keel Coolers are available with or 

without sacrificial zincs. A “Z” is added 

to the Part Number with zincs. In the “Z” 

models there are two, circular zincs recessed 

into the bottom, flush with the surface. An 

electrical connection must be made between 

the Keel Cooler and the battery negative. In 

doing so, the Keel Cooler is often connected 

electrically to the boat’s sacrificial zinc that 

is protecting the other underwater metal 

fittings. In this case, a Keel Cooler with zincs 

is not necessary. If a “Z” model is used in 

a situation where zincs are not required, it 

may result in excessive zinc loss from the 

Keel Cooler zincs, as these will tend to take 

over the job previously performed by the 

boat’s zinc.

If the boat does not have a bonding system 

and/or employs non-metallic underwater 

fittings it would be advisable to use a Keel 

Cooler with zincs. Ultimately the choice of 

whether to use a Keel Cooler with or without 

zincs rests with the purchaser. If in doubt, 

consult a marine corrosion specialist.

“BARE BONES” KEEL COOLER
This is a threads model without zincs and 

with no sintered bronze, resulting in a 

significant cost reduction over the sintered 

ground plate models. An exposed cupro 

nickel condensing tube is secured by a plastic 

restrainer, and components are faired to 

provide smooth water flow and maximum 

protection.

Which Evaporator?
WHAT IS AN “EVAPORATOR”?
This item is installed inside the insulated cabinet. Liquid R134a refrigerant is 

forced through it, evaporating (or boiling) at around -25 degrees Fahrenheit 

and absorbing heat from the surrounding air thereby lowering the temperature 

inside the box. Looking at Frigoboat’s aluminum “Flat Plate” evaporators, 

you can see the channels through which the refrigerant travels.

WHAT TYPE OF EVAPORATOR 
SHOULD I USE?
All Frigoboat evaporators start life as a thin, 

flat sheet. Bent to conform to the contours 

of the box, they are mounted high in the 

box on stand-offs. A Flat Plate evaporator 

will keep the area at either refrigerator 

or freezer temperatures, depending on 

the design, application, and thermostat. 

Frigoboat designates these evaporators 

as “F”, for “Flat”, with five sizes available.  

Two “F” models have a stainless steel cover 

added to one side for applications where 

exceptionally rugged use is expected. “Bin” 

(B), and “Horizontal” (H) evaporators are 

also available in various sizes. These are 

Flat Plate evaporators formed to make an 

enclosed area, with a floor or end piece 

added. The B models mount on a vertical 

wall, while the H models have a plastic 

door and mount to the ceiling of the box. 

The interiors of B and H models function 

as freezer compartments, while keeping the 

rest of the box at refrigerator temperatures.

WHAT SIZE EVAPORATOR SHOULD I 
USE?
If the box is all refrigerator or all freezer, 

a Flat (F) evaporator is used. For a freezer, 

install the largest plate that it is practical. 

For a refrigerator, consult the specifications 

to see which size evaporator is required. If 

you plan to have a Spillover system with two 

adjoining boxes separated by an insulated 

barrier, halve the refrigerator volume, add 

it to the freezer volume and treat the box 

as all freezer. The plate will be mounted in 

the freezer section, and a Spillover device 

controlled by a thermostat is installed in the 

barrier to deliver cold air to the refer section.  

If you plan on using a B or H evaporator, 

consult the specifications to see which size 

model is best. If you install a larger B or H 

model than recommended, you may have to 

cover some of the evaporator surface with 

stick-on insulation to force the system to run 

longer. This will ensure that the contents of 

the freezer stay frozen. 

“ We’ve cruised our custom 43-foot Downeast-
styled powerboat from Canada to the Bahamas, 
and after nearly ten-years of service our 
Frigoboat keel-cooled refrigerator and freezer 
have never failed us.  Best of all, they’re so 
efficient our solar panels easily provide enough 
power to run them.  As a result, we have no 
need of a generator even when on the hook for 
weeks.”

—George Sass, M/V SAWDUST

“ We’ve been pleasantly surprised at the capacity 
and efficiency of the system. We have two 
freezers aboard Wind Horse, six and seven cubic 
feet each. We are using your keel coolers (no 
circulating pump). The system is at least as 
efficient as the best of the holding plate systems 
we’ve installed in the past, and possibly more 
efficient. Your system is much easier to install 
and significantly less expensive. “

—Steve Dashew, Yacht Designer, Boat Builder, 
Author and  World Cruiser         

Get More Cold Facts at
www.frigoboat.com

“ The keel cooler concept is great - you get 
the benefits of a water cooling circuit without 
having to winterize the unit, or do any 
maintenance in fact, and without the energy 
losses of a water pump.  The Smart Speed 
Controller (SSC) is another excellent Frigoboat 
innovation that improves the overall efficiency 
of the system. We have found with properly 
insulated iceboxes that the refrigerator holds a 
very even temperature and ice cream remains 
rock hard in the freezer.”

—Nigel Calder, Marine Journalist,  
Author and World Cruiser

A complete keel cooled  
plus air cooled system 

AIR COOLED 
Paris 35, Capri 35 and Capri 50    
Air cooling compressors are less expensive 

and easier to install than water cooling units, 

but they are also less efficient. They work 

by forcing cool air across the condenser 

using a fan. The air, which picks up heat 

as it passes through, needs to be expelled 

into a different area. The Capri and Paris 

units feature a duct ring on the condenser 

discharge for adding a flexible duct so that 

heated air is discharged to a remote area. The 

fan can be reversed to draw cool air through 

the duct ring, enabling the compressor to 

be installed in an engine room or other 

hot, poorly vented area. A Keel Cooler can 

be added later to an air-cooled Frigoboat 

system if cruising plans change. 

WATER COOLED WITH PUMP 
W35 and W50
For use in tropical climates, water cooling 

refrigeration systems are best. For all 

freezer systems, water cooling is highly 

recommended. Seawater typically stays 

at a lower temperature than the air inside 

the boat in tropical areas, but utilizing 

it normally involves installing a pump. 

The gains in efficiency must outweigh the 

added power requirement. The pump that 

Frigoboat specifies adds approx. 1 amp 

(at 12v) to the total system current draw, 

but one pump can be used to support up 

to three water cooled systems. As with any 

system using pumped seawater as a cooling 

medium, there is the concern of clogged 

strainers and/or pump failures.

KEEL COOLED 
K35 and K50 
The Keel Cooler is the logical step up from a 

pump-fed water cooled system, as now the 

condenser is outside the vessel, and instead 

of pumping water into the boat and back 

out over the side, the refrigerant is taken 

outside the boat where it is cooled, and 

then returned. The only moving part of this 

system is the compressor, making the Keel 

Cooler system the quietest, most reliable 

and most efficient system of all. Some boat 

owners may be concerned with “putting 

another hole in the boat”, but the Keel 

Cooler itself is simply a tough and sturdy 

plug, and there is no water coming onboard. 

The water stays where it belongs –  outside 

the boat!

KEEL COOLED PLUS AIR COOLED 
Occasionally, long-range cruisers may want 

to operate a Keel Cooled system when 

hauled out for repairs. If the haul-out is 

for one or two days, a hose can be rigged 

to drip water onto the Keel Cooler. For 

longer stays on the hard, a simple solution 

is to install a Keel Cooler system with an air 

cooled condensing unit instead of a K35 or 

K50. The fan on the air cooled unit is wired 

with a switch, and the fan is used when the 

vessel is hauled out. This simple solution is 

gaining popularity in cruising circles, where 

a little extra initial outlay buys considerable 

peace of mind.

Which Condensing Unit?
Frigoboat utilizes the highly regarded Danfoss BD 35 and BD 

50 high-efficiency, variable speed compressors. While the BD 50 

has more capacity, it is slightly less efficient. Please refer to the 

Frigoboat Product Matrix to determine which size compressor 

is best for your box size and application.

Capri 50

W50

B evaporator

H evaporator

F evaporator

Which Keel Cooler?
Frigoboat offers two styles of Keel Coolers, “Studs” and “Threads” that differ 

in how they are secured inside the hull. Each can be ordered with or without 

sacrificial zincs and are constructed of galvanically compatible sintered 

bronze, brass, and cupro-nickel.“Threads” Keel Cooler

“Studs” Keel Cooler

Keel Cooler with Zincs

“Bare Bones” Keel Cooler. Black 
plexiglass represents  boat’s hull.

“THREADS” MODEL 
The “Threads” model is similar to a regular 

through-hull fitting. Its threaded, 1.5 inch 

diameter shaft passes through the hull, 

and a nut is threaded onto the shaft and 

tightened. This requires a large wrench and 

enough clearance for the wrench to swing. 

It also requires a helper to restrain the unit 

from rotating on the outside of the vessel as 

the nut is tightened. 

“STUDS” MODEL 
The “Studs” model is identical to the 

“Threads” model on the outside of the hull. 

It also has a shaft that requires a 1.5 inch 

diameter hole. Two threaded studs protrude 

through the top, and four different sized 

collars accommodate differing thickness 

of hulls. The appropriate one is slipped 

around the shaft and two metal bars are 

dropped down onto the studs followed by 

washers and nuts, which are tightened using 

a socket wrench. No help is needed for the 

installation, as the unit will not rotate as the 

nuts are being tightened. Once installed, 

there is no difference in strength or integrity 

between the “Studs” and “Threads” models, 

and the superior bonding power of modern 

sealants ensures peace of mind. 

ZINCS OR NO ZINCS?
Both Keel Coolers are available with or 

without sacrificial zincs. A “Z” is added 

to the Part Number with zincs. In the “Z” 

models there are two, circular zincs recessed 

into the bottom, flush with the surface. An 

electrical connection must be made between 

the Keel Cooler and the battery negative. In 

doing so, the Keel Cooler is often connected 

electrically to the boat’s sacrificial zinc that 

is protecting the other underwater metal 

fittings. In this case, a Keel Cooler with zincs 

is not necessary. If a “Z” model is used in 

a situation where zincs are not required, it 

may result in excessive zinc loss from the 

Keel Cooler zincs, as these will tend to take 

over the job previously performed by the 

boat’s zinc.

If the boat does not have a bonding system 

and/or employs non-metallic underwater 

fittings it would be advisable to use a Keel 

Cooler with zincs. Ultimately the choice of 

whether to use a Keel Cooler with or without 

zincs rests with the purchaser. If in doubt, 

consult a marine corrosion specialist.

“BARE BONES” KEEL COOLER
This is a threads model without zincs and 

with no sintered bronze, resulting in a 

significant cost reduction over the sintered 

ground plate models. An exposed cupro 

nickel condensing tube is secured by a plastic 

restrainer, and components are faired to 

provide smooth water flow and maximum 

protection.

Which Evaporator?
WHAT IS AN “EVAPORATOR”?
This item is installed inside the insulated cabinet. Liquid R134a refrigerant is 

forced through it, evaporating (or boiling) at around -25 degrees Fahrenheit 

and absorbing heat from the surrounding air thereby lowering the temperature 

inside the box. Looking at Frigoboat’s aluminum “Flat Plate” evaporators, 

you can see the channels through which the refrigerant travels.

WHAT TYPE OF EVAPORATOR 
SHOULD I USE?
All Frigoboat evaporators start life as a thin, 

flat sheet. Bent to conform to the contours 

of the box, they are mounted high in the 

box on stand-offs. A Flat Plate evaporator 

will keep the area at either refrigerator 

or freezer temperatures, depending on 

the design, application, and thermostat. 

Frigoboat designates these evaporators 

as “F”, for “Flat”, with five sizes available.  

Two “F” models have a stainless steel cover 

added to one side for applications where 

exceptionally rugged use is expected. “Bin” 

(B), and “Horizontal” (H) evaporators are 

also available in various sizes. These are 

Flat Plate evaporators formed to make an 

enclosed area, with a floor or end piece 

added. The B models mount on a vertical 

wall, while the H models have a plastic 

door and mount to the ceiling of the box. 

The interiors of B and H models function 

as freezer compartments, while keeping the 

rest of the box at refrigerator temperatures.

WHAT SIZE EVAPORATOR SHOULD I 
USE?
If the box is all refrigerator or all freezer, 

a Flat (F) evaporator is used. For a freezer, 

install the largest plate that it is practical. 

For a refrigerator, consult the specifications 

to see which size evaporator is required. If 

you plan to have a Spillover system with two 

adjoining boxes separated by an insulated 

barrier, halve the refrigerator volume, add 

it to the freezer volume and treat the box 

as all freezer. The plate will be mounted in 

the freezer section, and a Spillover device 

controlled by a thermostat is installed in the 

barrier to deliver cold air to the refer section.  

If you plan on using a B or H evaporator, 

consult the specifications to see which size 

model is best. If you install a larger B or H 

model than recommended, you may have to 

cover some of the evaporator surface with 

stick-on insulation to force the system to run 

longer. This will ensure that the contents of 

the freezer stay frozen. 

“ We’ve cruised our custom 43-foot Downeast-
styled powerboat from Canada to the Bahamas, 
and after nearly ten-years of service our 
Frigoboat keel-cooled refrigerator and freezer 
have never failed us.  Best of all, they’re so 
efficient our solar panels easily provide enough 
power to run them.  As a result, we have no 
need of a generator even when on the hook for 
weeks.”

—George Sass, M/V SAWDUST

“ We’ve been pleasantly surprised at the capacity 
and efficiency of the system. We have two 
freezers aboard Wind Horse, six and seven cubic 
feet each. We are using your keel coolers (no 
circulating pump). The system is at least as 
efficient as the best of the holding plate systems 
we’ve installed in the past, and possibly more 
efficient. Your system is much easier to install 
and significantly less expensive. “

—Steve Dashew, Yacht Designer, Boat Builder, 
Author and  World Cruiser         

Get More Cold Facts at
www.frigoboat.com

“ The keel cooler concept is great - you get 
the benefits of a water cooling circuit without 
having to winterize the unit, or do any 
maintenance in fact, and without the energy 
losses of a water pump.  The Smart Speed 
Controller (SSC) is another excellent Frigoboat 
innovation that improves the overall efficiency 
of the system. We have found with properly 
insulated iceboxes that the refrigerator holds a 
very even temperature and ice cream remains 
rock hard in the freezer.”

—Nigel Calder, Marine Journalist,  
Author and World Cruiser

A complete keel cooled  
plus air cooled system 

AIR COOLED 
Paris 35, Capri 35 and Capri 50    
Air cooling compressors are less expensive 

and easier to install than water cooling units, 

but they are also less efficient. They work 

by forcing cool air across the condenser 

using a fan. The air, which picks up heat 

as it passes through, needs to be expelled 

into a different area. The Capri and Paris 

units feature a duct ring on the condenser 

discharge for adding a flexible duct so that 

heated air is discharged to a remote area. The 

fan can be reversed to draw cool air through 

the duct ring, enabling the compressor to 

be installed in an engine room or other 

hot, poorly vented area. A Keel Cooler can 

be added later to an air-cooled Frigoboat 

system if cruising plans change. 

WATER COOLED WITH PUMP 
W35 and W50
For use in tropical climates, water cooling 

refrigeration systems are best. For all 

freezer systems, water cooling is highly 

recommended. Seawater typically stays 

at a lower temperature than the air inside 

the boat in tropical areas, but utilizing 

it normally involves installing a pump. 

The gains in efficiency must outweigh the 

added power requirement. The pump that 

Frigoboat specifies adds approx. 1 amp 

(at 12v) to the total system current draw, 

but one pump can be used to support up 

to three water cooled systems. As with any 

system using pumped seawater as a cooling 

medium, there is the concern of clogged 

strainers and/or pump failures.

KEEL COOLED 
K35 and K50 
The Keel Cooler is the logical step up from a 

pump-fed water cooled system, as now the 

condenser is outside the vessel, and instead 

of pumping water into the boat and back 

out over the side, the refrigerant is taken 

outside the boat where it is cooled, and 

then returned. The only moving part of this 

system is the compressor, making the Keel 

Cooler system the quietest, most reliable 

and most efficient system of all. Some boat 

owners may be concerned with “putting 

another hole in the boat”, but the Keel 

Cooler itself is simply a tough and sturdy 

plug, and there is no water coming onboard. 

The water stays where it belongs –  outside 

the boat!

KEEL COOLED PLUS AIR COOLED 
Occasionally, long-range cruisers may want 

to operate a Keel Cooled system when 

hauled out for repairs. If the haul-out is 

for one or two days, a hose can be rigged 

to drip water onto the Keel Cooler. For 

longer stays on the hard, a simple solution 

is to install a Keel Cooler system with an air 

cooled condensing unit instead of a K35 or 

K50. The fan on the air cooled unit is wired 

with a switch, and the fan is used when the 

vessel is hauled out. This simple solution is 

gaining popularity in cruising circles, where 

a little extra initial outlay buys considerable 

peace of mind.

Which Condensing Unit?
Frigoboat utilizes the highly regarded Danfoss BD 35 and BD 

50 high-efficiency, variable speed compressors. While the BD 50 

has more capacity, it is slightly less efficient. Please refer to the 

Frigoboat Product Matrix to determine which size compressor 

is best for your box size and application.

Capri 50

W50

B evaporator

H evaporator

F evaporator

Which Keel Cooler?
Frigoboat offers two styles of Keel Coolers, “Studs” and “Threads” that differ 

in how they are secured inside the hull. Each can be ordered with or without 

sacrificial zincs and are constructed of galvanically compatible sintered 

bronze, brass, and cupro-nickel.“Threads” Keel Cooler

“Studs” Keel Cooler

Keel Cooler with Zincs

“Bare Bones” Keel Cooler. Black 
plexiglass represents  boat’s hull.

“THREADS” MODEL 
The “Threads” model is similar to a regular 

through-hull fitting. Its threaded, 1.5 inch 

diameter shaft passes through the hull, 

and a nut is threaded onto the shaft and 

tightened. This requires a large wrench and 

enough clearance for the wrench to swing. 

It also requires a helper to restrain the unit 

from rotating on the outside of the vessel as 

the nut is tightened. 

“STUDS” MODEL 
The “Studs” model is identical to the 

“Threads” model on the outside of the hull. 

It also has a shaft that requires a 1.5 inch 

diameter hole. Two threaded studs protrude 

through the top, and four different sized 

collars accommodate differing thickness 

of hulls. The appropriate one is slipped 

around the shaft and two metal bars are 

dropped down onto the studs followed by 

washers and nuts, which are tightened using 

a socket wrench. No help is needed for the 

installation, as the unit will not rotate as the 

nuts are being tightened. Once installed, 

there is no difference in strength or integrity 

between the “Studs” and “Threads” models, 

and the superior bonding power of modern 

sealants ensures peace of mind. 

ZINCS OR NO ZINCS?
Both Keel Coolers are available with or 

without sacrificial zincs. A “Z” is added 

to the Part Number with zincs. In the “Z” 

models there are two, circular zincs recessed 

into the bottom, flush with the surface. An 

electrical connection must be made between 

the Keel Cooler and the battery negative. In 

doing so, the Keel Cooler is often connected 

electrically to the boat’s sacrificial zinc that 

is protecting the other underwater metal 

fittings. In this case, a Keel Cooler with zincs 

is not necessary. If a “Z” model is used in 

a situation where zincs are not required, it 

may result in excessive zinc loss from the 

Keel Cooler zincs, as these will tend to take 

over the job previously performed by the 

boat’s zinc.

If the boat does not have a bonding system 

and/or employs non-metallic underwater 

fittings it would be advisable to use a Keel 

Cooler with zincs. Ultimately the choice of 

whether to use a Keel Cooler with or without 

zincs rests with the purchaser. If in doubt, 

consult a marine corrosion specialist.

“BARE BONES” KEEL COOLER
This is a threads model without zincs and 

with no sintered bronze, resulting in a 

significant cost reduction over the sintered 

ground plate models. An exposed cupro 

nickel condensing tube is secured by a plastic 

restrainer, and components are faired to 

provide smooth water flow and maximum 

protection.

Which Evaporator?
WHAT IS AN “EVAPORATOR”?
This item is installed inside the insulated cabinet. Liquid R134a refrigerant is 

forced through it, evaporating (or boiling) at around -25 degrees Fahrenheit 

and absorbing heat from the surrounding air thereby lowering the temperature 

inside the box. Looking at Frigoboat’s aluminum “Flat Plate” evaporators, 

you can see the channels through which the refrigerant travels.

WHAT TYPE OF EVAPORATOR 
SHOULD I USE?
All Frigoboat evaporators start life as a thin, 

flat sheet. Bent to conform to the contours 

of the box, they are mounted high in the 

box on stand-offs. A Flat Plate evaporator 

will keep the area at either refrigerator 

or freezer temperatures, depending on 

the design, application, and thermostat. 

Frigoboat designates these evaporators 

as “F”, for “Flat”, with five sizes available.  

Two “F” models have a stainless steel cover 

added to one side for applications where 

exceptionally rugged use is expected. “Bin” 

(B), and “Horizontal” (H) evaporators are 

also available in various sizes. These are 

Flat Plate evaporators formed to make an 

enclosed area, with a floor or end piece 

added. The B models mount on a vertical 

wall, while the H models have a plastic 

door and mount to the ceiling of the box. 

The interiors of B and H models function 
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WHAT SIZE EVAPORATOR SHOULD I 
USE?
If the box is all refrigerator or all freezer, 

a Flat (F) evaporator is used. For a freezer, 

install the largest plate that it is practical. 

For a refrigerator, consult the specifications 

to see which size evaporator is required. If 

you plan to have a Spillover system with two 

adjoining boxes separated by an insulated 
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cover some of the evaporator surface with 
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“ We’ve cruised our custom 43-foot Downeast-
styled powerboat from Canada to the Bahamas, 
and after nearly ten-years of service our 
Frigoboat keel-cooled refrigerator and freezer 
have never failed us.  Best of all, they’re so 
efficient our solar panels easily provide enough 
power to run them.  As a result, we have no 
need of a generator even when on the hook for 
weeks.”

—George Sass, M/V SAWDUST

“ We’ve been pleasantly surprised at the capacity 
and efficiency of the system. We have two 
freezers aboard Wind Horse, six and seven cubic 
feet each. We are using your keel coolers (no 
circulating pump). The system is at least as 
efficient as the best of the holding plate systems 
we’ve installed in the past, and possibly more 
efficient. Your system is much easier to install 
and significantly less expensive. “

—Steve Dashew, Yacht Designer, Boat Builder, 
Author and  World Cruiser         

Get More Cold Facts at
www.frigoboat.com

“ The keel cooler concept is great - you get 
the benefits of a water cooling circuit without 
having to winterize the unit, or do any 
maintenance in fact, and without the energy 
losses of a water pump.  The Smart Speed 
Controller (SSC) is another excellent Frigoboat 
innovation that improves the overall efficiency 
of the system. We have found with properly 
insulated iceboxes that the refrigerator holds a 
very even temperature and ice cream remains 
rock hard in the freezer.”

—Nigel Calder, Marine Journalist,  
Author and World Cruiser

A complete keel cooled  
plus air cooled system 
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Which Thermostat?
A thermostat senses the temperature of the evaporator plate or the air inside the box and tells the 
compressor when to turn on and off. Two types are available from Frigoboat.
Both are designed to keep box temperatures within 2 degrees Fahrenheit of the set point.

THERMOSTATS

MECHANICAL THERMOSTAT
Mechanical Thermostats operate on the principle that gas in a 
sealed tube expands and contracts with temperature.
One end of the tube is attached to the evaporator, and the 
pressure expands or contracts bellows within the thermostat, 
which act on a switch to open or close the thermostat.
The setting is made on a knob graduated 0 through 7.
The Mechanical Thermostat must be mounted at a location 
within the scope of the tube, which is 5’ long. This tube cannot 
be lengthened or shortened, dictating that the thermostat must 
usually be mounted within the box itself, which is typically a 
humid environment. Consequently, Mechanical Thermostats 
have a short life span. They are designated as either Refrig-
erator (white housing), or Freezer (blue housing).
When using a B or H evaporator, the Refrigerator Thermostat 
is used.

DIGITAL THERMOSTAT
The Digital units utilize a sensor mounted within the box where it 
picks up average air temperature and sends it to a remote digital
display. The display and keypad allow the user to monitor box tem-
peratures as well as set the desired box temperature and range
(differential). Very accurate and steady temperatures can be 
achieved without the guesswork associated with Mechanical
Thermostats. The digital read-out of box temperature is a convenient 
and popularfeature.

The Coastal MK II Digital Thermostat, mounted in an attractive 
black plastic bezel, is supplied pre-wired with a 10’
harness and 10’ temperature sensor. Easy-to- read three segment 
digital display shows box temperature in degrees and tenths of 
degrees and can be set to either Celsius or Farenheit. 12v model 
is standard. 24v versions are available. Alarms can be set for over/
under temperatures.

Also available is the Guardian system controller that incorporates 
the Coastal MK II into a panel with a compressor speed control knob 
and diagnostic LED. (See Next Page.

•  “Best Choice” rating by Practical Sailor 
magazine* 

•  Highest effi ciency – lowest power draw

•  Over 15,000 Keel Cooled units installed 
during the past 12 years

•  Preferred by premier powerboat and sailboat 
builders

•  Superior performance in tropical conditions

•  Modular design for large and small 
refrigerators and freezers 

Why Vary The Compressor Speed? 
The Danfoss compressors that Frigoboat uses have variable speed capability. 

The slower the compressor runs, the more effi cient it is, and the faster it runs 

the more cooling power it delivers. So ideally the compressor should run 

at the fastest speed initially to cool the box down and then run as slow as 

possible to maintain temperatures. There should be a provision for the speed 

to be adjusted manually or automatically when warm goods are put in the 

box and/or when external conditions change. In addition, the highest load 

on the electronics (and highest risk of failure) happens during the fi rst few 

minutes of start-up with the compressor running at maximum speed. As a 

safeguard, the compressor should be started in a slower speed, where there is 

less strain on the electronics, and then gradually increased to maximum.

DO I NEED A SPEED CONTROL?
No, you don’t need it, but it makes the system far more effi cient as well as providing much-

needed protection for the electronics. NOTE: Pumped-water cooled systems and those using 

holding plates should be set to run only at maximum speed.

WHAT ARE THE OPTIONS?

Which Thermostat?
A thermostat senses the temperature of the evaporator  plate or the air inside 

the box and tells the compressor when to turn on and off. Two types are 

available from Frigoboat. Both are designed to keep box temperatures within 

2 degrees Fahrenheit of the set point. 

Mechanical Refrigerator Thermostat

Mechanical Freezer Thermostat

Coastal MK II Digital Thermostat

MECHANICAL THERMOSTAT 
Mechanical Thermostats operate on the 

principle that gas in a sealed tube expands 

and contracts with temperature. One end of 

the tube is attached to the evaporator, and 

the pressure expands or contracts bellows 

within the thermostat, which act on a switch 

to open or close the thermostat. The setting 

is made on a knob graduated 0 through 

7. The Mechanical Thermostat must be 

mounted at a location within the scope of the 

tube, which is 5’ long. This tube cannot be 

lengthened or shortened, dictating that the 

thermostat must usually be mounted within 

the box itself, which is typically a humid 

environment. Consequently, Mechanical 

Thermostats have a short life span. They 

are designated as either Refrigerator (white 

housing), or Freezer (blue housing). When 

using a B or H evaporator, the Refrigerator 

Thermostat is used.

DIGITAL THERMOSTAT
The Digital units utilize a sensor mounted 

within the box where it picks up average air 

temperature and sends it to a remote digital 

display. The display and keypad allow the 

user to monitor box temperatures as well as 

set the desired box temperature and range 

(differential). Very accurate and steady 

temperatures can be achieved without the 

guesswork associated with Mechanical 

Thermostats. The digital read-out of box 

temperature is a convenient and popular 

feature.

The Coastal MK II Digital Thermostat, 

mounted in an attractive black plastic 

bezel, is supplied pre-wired with a 10’ 

harness and 10’ temperature sensor.  Easy-

to-read three segment digital display shows 

box temperature in degrees and tenths of 

degrees and can be set to either Celsius 

or Farenheit. 12v model is standard. 24v 

versions are available. Alarms can be set for 

over/under temperatures.  Also available 

is the Guardian system controller that 

incorporates the Coastal MK II into a panel 

with a compressor speed control knob and 

diagnostic LED.  See overleaf.
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GET THE COLD FACTS
ON MARINE REFRIGERATION
Frigoboat marine refrigeration systems are the most dependable, quiet and effi cient 

systems for keeping your perishables fresh and your beverages cold.  Here is your 

guide to choosing the very best refrigeration components for your boat.

 * “Fridge Chill-Off” Test in June 2009 Issue. Reprints available upon request.

“ Our production and sales team love your 
system and found it to be user friendly and an 
absolute winner.  From all the Catalina team 

here, ‘Thanks for 
sending good, 
easy to install 
units.  Keep up 
the good work.’”

—Bob DeFilippo, 
Materials 
Manager, 

Catalina Yachts

1.  Fixed Speed: Speed set at lowest speed (2000 RPM). Non-adjustable. Standard on 

Frigoboat’s smallest capacity systems.

2.  Speed Board:  Mounts on compressor 

controller. Manual speed adjustment by 

potentiometer. Standard on BD 35 based 

systems.

3.  Merlin Smart Speed Controller:  Mounts 

on compressor controller. Speed adjusted 

automatically dependent on thermostat 

cycle timing. Ramp-up start sequence 

for protection of electronics. LED shows 

compressor speed 

or compressor 

idle status.

4.  Guardian System Controller:  Coastal 

MK II Digital Thermostat mounted 

on a plastic bezel together with a 

manual compressor speed knob and 

diagnostic LED. Pre-wired with 10’ 

cable and 10’ temperature sensor. 

5.  Guardian plus Merlin:   The ultimate 

combination for full system control 

and protection. Features manual and 

automatic compressor speed selection, 

precise temperature control, high and 

low temperature alarms, diagnostic 

LED, visual indication of compressor 

status and speed, warm start ramp-up 

sequence for electronic protection, 

and more.

•  “Best Choice” rating by Practical Sailor 
magazine* 

•  Highest effi ciency – lowest power draw

•  Over 15,000 Keel Cooled units installed 
during the past 12 years

•  Preferred by premier powerboat and sailboat 
builders

•  Superior performance in tropical conditions

•  Modular design for large and small 
refrigerators and freezers 

Why Vary The Compressor Speed? 
The Danfoss compressors that Frigoboat uses have variable speed capability. 

The slower the compressor runs, the more effi cient it is, and the faster it runs 

the more cooling power it delivers. So ideally the compressor should run 

at the fastest speed initially to cool the box down and then run as slow as 

possible to maintain temperatures. There should be a provision for the speed 

to be adjusted manually or automatically when warm goods are put in the 

box and/or when external conditions change. In addition, the highest load 

on the electronics (and highest risk of failure) happens during the fi rst few 

minutes of start-up with the compressor running at maximum speed. As a 

safeguard, the compressor should be started in a slower speed, where there is 

less strain on the electronics, and then gradually increased to maximum.

DO I NEED A SPEED CONTROL?
No, you don’t need it, but it makes the system far more effi cient as well as providing much-

needed protection for the electronics. NOTE: Pumped-water cooled systems and those using 

holding plates should be set to run only at maximum speed.

WHAT ARE THE OPTIONS?

Which Thermostat?
A thermostat senses the temperature of the evaporator  plate or the air inside 

the box and tells the compressor when to turn on and off. Two types are 

available from Frigoboat. Both are designed to keep box temperatures within 

2 degrees Fahrenheit of the set point. 

Mechanical Refrigerator Thermostat

Mechanical Freezer Thermostat

Coastal MK II Digital Thermostat

MECHANICAL THERMOSTAT 
Mechanical Thermostats operate on the 

principle that gas in a sealed tube expands 

and contracts with temperature. One end of 

the tube is attached to the evaporator, and 

the pressure expands or contracts bellows 

within the thermostat, which act on a switch 

to open or close the thermostat. The setting 

is made on a knob graduated 0 through 

7. The Mechanical Thermostat must be 

mounted at a location within the scope of the 

tube, which is 5’ long. This tube cannot be 

lengthened or shortened, dictating that the 

thermostat must usually be mounted within 

the box itself, which is typically a humid 

environment. Consequently, Mechanical 

Thermostats have a short life span. They 

are designated as either Refrigerator (white 

housing), or Freezer (blue housing). When 

using a B or H evaporator, the Refrigerator 

Thermostat is used.

DIGITAL THERMOSTAT
The Digital units utilize a sensor mounted 

within the box where it picks up average air 

temperature and sends it to a remote digital 

display. The display and keypad allow the 

user to monitor box temperatures as well as 

set the desired box temperature and range 

(differential). Very accurate and steady 

temperatures can be achieved without the 

guesswork associated with Mechanical 

Thermostats. The digital read-out of box 

temperature is a convenient and popular 

feature.

The Coastal MK II Digital Thermostat, 

mounted in an attractive black plastic 

bezel, is supplied pre-wired with a 10’ 

harness and 10’ temperature sensor.  Easy-

to-read three segment digital display shows 

box temperature in degrees and tenths of 

degrees and can be set to either Celsius 

or Farenheit. 12v model is standard. 24v 

versions are available. Alarms can be set for 

over/under temperatures.  Also available 

is the Guardian system controller that 

incorporates the Coastal MK II into a panel 

with a compressor speed control knob and 

diagnostic LED.  See overleaf.
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easy to install 
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—Bob DeFilippo, 
Materials 
Manager, 

Catalina Yachts

1.  Fixed Speed: Speed set at lowest speed (2000 RPM). Non-adjustable. Standard on 

Frigoboat’s smallest capacity systems.

2.  Speed Board:  Mounts on compressor 

controller. Manual speed adjustment by 

potentiometer. Standard on BD 35 based 

systems.

3.  Merlin Smart Speed Controller:  Mounts 

on compressor controller. Speed adjusted 

automatically dependent on thermostat 

cycle timing. Ramp-up start sequence 

for protection of electronics. LED shows 

compressor speed 

or compressor 

idle status.

4.  Guardian System Controller:  Coastal 

MK II Digital Thermostat mounted 

on a plastic bezel together with a 

manual compressor speed knob and 

diagnostic LED. Pre-wired with 10’ 

cable and 10’ temperature sensor. 

5.  Guardian plus Merlin:   The ultimate 

combination for full system control 

and protection. Features manual and 

automatic compressor speed selection, 

precise temperature control, high and 

low temperature alarms, diagnostic 

LED, visual indication of compressor 

status and speed, warm start ramp-up 

sequence for electronic protection, 

and more.

•  “Best Choice” rating by Practical Sailor 
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•  Highest effi ciency – lowest power draw

•  Over 15,000 Keel Cooled units installed 
during the past 12 years
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builders

•  Superior performance in tropical conditions

•  Modular design for large and small 
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Why Vary The Compressor Speed? 
The Danfoss compressors that Frigoboat uses have variable speed capability. 

The slower the compressor runs, the more effi cient it is, and the faster it runs 

the more cooling power it delivers. So ideally the compressor should run 

at the fastest speed initially to cool the box down and then run as slow as 

possible to maintain temperatures. There should be a provision for the speed 

to be adjusted manually or automatically when warm goods are put in the 

box and/or when external conditions change. In addition, the highest load 

on the electronics (and highest risk of failure) happens during the fi rst few 

minutes of start-up with the compressor running at maximum speed. As a 

safeguard, the compressor should be started in a slower speed, where there is 

less strain on the electronics, and then gradually increased to maximum.

DO I NEED A SPEED CONTROL?
No, you don’t need it, but it makes the system far more effi cient as well as providing much-

needed protection for the electronics. NOTE: Pumped-water cooled systems and those using 

holding plates should be set to run only at maximum speed.
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A thermostat senses the temperature of the evaporator  plate or the air inside 

the box and tells the compressor when to turn on and off. Two types are 

available from Frigoboat. Both are designed to keep box temperatures within 

2 degrees Fahrenheit of the set point. 
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the tube is attached to the evaporator, and 
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within the thermostat, which act on a switch 
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mounted at a location within the scope of the 

tube, which is 5’ long. This tube cannot be 
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thermostat must usually be mounted within 

the box itself, which is typically a humid 
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are designated as either Refrigerator (white 

housing), or Freezer (blue housing). When 
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Thermostat is used.
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The Digital units utilize a sensor mounted 

within the box where it picks up average air 

temperature and sends it to a remote digital 

display. The display and keypad allow the 

user to monitor box temperatures as well as 

set the desired box temperature and range 

(differential). Very accurate and steady 

temperatures can be achieved without the 

guesswork associated with Mechanical 

Thermostats. The digital read-out of box 

temperature is a convenient and popular 

feature.

The Coastal MK II Digital Thermostat, 

mounted in an attractive black plastic 

bezel, is supplied pre-wired with a 10’ 

harness and 10’ temperature sensor.  Easy-

to-read three segment digital display shows 

box temperature in degrees and tenths of 
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versions are available. Alarms can be set for 
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GET THE COLD FACTS
ON MARINE REFRIGERATION
Frigoboat marine refrigeration systems are the most dependable, quiet and effi cient 

systems for keeping your perishables fresh and your beverages cold.  Here is your 

guide to choosing the very best refrigeration components for your boat.
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“ Our production and sales team love your 
system and found it to be user friendly and an 
absolute winner.  From all the Catalina team 

here, ‘Thanks for 
sending good, 
easy to install 
units.  Keep up 
the good work.’”

—Bob DeFilippo, 
Materials 
Manager, 

Catalina Yachts

1.  Fixed Speed: Speed set at lowest speed (2000 RPM). Non-adjustable. Standard on 

Frigoboat’s smallest capacity systems.

2.  Speed Board:  Mounts on compressor 

controller. Manual speed adjustment by 

potentiometer. Standard on BD 35 based 

systems.

3.  Merlin Smart Speed Controller:  Mounts 

on compressor controller. Speed adjusted 

automatically dependent on thermostat 

cycle timing. Ramp-up start sequence 

for protection of electronics. LED shows 

compressor speed 

or compressor 

idle status.

4.  Guardian System Controller:  Coastal 

MK II Digital Thermostat mounted 

on a plastic bezel together with a 

manual compressor speed knob and 

diagnostic LED. Pre-wired with 10’ 

cable and 10’ temperature sensor. 

5.  Guardian plus Merlin:   The ultimate 

combination for full system control 

and protection. Features manual and 

automatic compressor speed selection, 

precise temperature control, high and 

low temperature alarms, diagnostic 

LED, visual indication of compressor 

status and speed, warm start ramp-up 

sequence for electronic protection, 

and more.

Mechanical Refrigerator
Thermostat

Mechanical Freezer
Thermostat

Coastal MK ii
Digital Thermostat

VE-E250500 Refrigerator mechanical thermostat
VE-E250700 Freezer mechanical thermostat

VE-C3001-12 Coastal MK II Digital Thermostat. 10' sensor, with pre0wired 
harness. 12V. (24V Available).
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FIXED SPEED:
Speed set at lowest speed (2000 RPM). 
Non-adjustable.
Standard on Frigoboat’s smallest
capacity systems.

Guardian System Controller: 
Coastal MK II Digital Thermostat
mounted on a plastic bezel together with a
manual compressor speed knob and 
diagnostic LED. Pre-wired with 10’ cable 
and 10’ temperature sensor.

Guardian plus Merlin:
The ultimate combination for full system 
control and protection. Features manual 
and automatic compressor speed selec-
tion, precise temperature control, high and
low temperature alarms, diagnostic LED, 
visual indication of compressorstatus and 
speed, warm start ramp-up sequence for 
electronic protection, and more.

Merlin Smart Speed Controller:
Mounts on compressor controller. Speed 
adjusted automatically dependent on 
thermostat cycle timing. Ramp-up start se-
quence for protection of electronics. LED 
shows compressor speed or compressor 
idle status.

SPEED BOARD:
Mounts on compressor controller.
Manual speed adjustment by potentiometer.
Standard on BD 35 based systems.

Why Vary The Compressor Speed?
The Danfoss compressors that Frigoboat uses have variable speed capability. The slower the compressor runs, the more efficient it is, and the 
faster it runs the more cooling power it delivers. So ideally the compressor should run at the fastest speed initially to cool the box down and 
then run as slow as possible to maintain temperatures.
There should be a provision for the speed to be adjusted manually or automatically when warm goods are put in the box and/or when external 
conditions change. In addition, the highest load on the electronics (and highest risk of failure) happens during the first few minutes of start-up 
with the compressor running at maximum speed.
As a safeguard, the compressor should be started in a slower speed, where there is less strain on the electronics,
and then gradually increased to maximum.

SPEED CONTROLS

DO I NEED A SPEED CONTROL?
No, you don’t need it, but it makes the system far more efficient as well as providing much needed protection for the electronics.
NOTE: Pumped-water cooled systems and those using holding plates should be set to run only at maximum speed

WHAT ARE THE OPTIONS?

•  “Best Choice” rating by Practical Sailor 
magazine* 

•  Highest effi ciency – lowest power draw

•  Over 15,000 Keel Cooled units installed 
during the past 12 years

•  Preferred by premier powerboat and sailboat 
builders

•  Superior performance in tropical conditions

•  Modular design for large and small 
refrigerators and freezers 

Why Vary The Compressor Speed? 
The Danfoss compressors that Frigoboat uses have variable speed capability. 

The slower the compressor runs, the more effi cient it is, and the faster it runs 

the more cooling power it delivers. So ideally the compressor should run 

at the fastest speed initially to cool the box down and then run as slow as 

possible to maintain temperatures. There should be a provision for the speed 

to be adjusted manually or automatically when warm goods are put in the 

box and/or when external conditions change. In addition, the highest load 

on the electronics (and highest risk of failure) happens during the fi rst few 

minutes of start-up with the compressor running at maximum speed. As a 

safeguard, the compressor should be started in a slower speed, where there is 

less strain on the electronics, and then gradually increased to maximum.

DO I NEED A SPEED CONTROL?
No, you don’t need it, but it makes the system far more effi cient as well as providing much-

needed protection for the electronics. NOTE: Pumped-water cooled systems and those using 

holding plates should be set to run only at maximum speed.

WHAT ARE THE OPTIONS?

Which Thermostat?
A thermostat senses the temperature of the evaporator  plate or the air inside 

the box and tells the compressor when to turn on and off. Two types are 

available from Frigoboat. Both are designed to keep box temperatures within 

2 degrees Fahrenheit of the set point. 

Mechanical Refrigerator Thermostat

Mechanical Freezer Thermostat

Coastal MK II Digital Thermostat

MECHANICAL THERMOSTAT 
Mechanical Thermostats operate on the 

principle that gas in a sealed tube expands 

and contracts with temperature. One end of 

the tube is attached to the evaporator, and 

the pressure expands or contracts bellows 

within the thermostat, which act on a switch 

to open or close the thermostat. The setting 

is made on a knob graduated 0 through 

7. The Mechanical Thermostat must be 

mounted at a location within the scope of the 

tube, which is 5’ long. This tube cannot be 

lengthened or shortened, dictating that the 

thermostat must usually be mounted within 

the box itself, which is typically a humid 

environment. Consequently, Mechanical 

Thermostats have a short life span. They 

are designated as either Refrigerator (white 

housing), or Freezer (blue housing). When 

using a B or H evaporator, the Refrigerator 

Thermostat is used.

DIGITAL THERMOSTAT
The Digital units utilize a sensor mounted 

within the box where it picks up average air 

temperature and sends it to a remote digital 

display. The display and keypad allow the 

user to monitor box temperatures as well as 

set the desired box temperature and range 

(differential). Very accurate and steady 

temperatures can be achieved without the 

guesswork associated with Mechanical 

Thermostats. The digital read-out of box 

temperature is a convenient and popular 

feature.

The Coastal MK II Digital Thermostat, 

mounted in an attractive black plastic 

bezel, is supplied pre-wired with a 10’ 

harness and 10’ temperature sensor.  Easy-

to-read three segment digital display shows 

box temperature in degrees and tenths of 

degrees and can be set to either Celsius 

or Farenheit. 12v model is standard. 24v 

versions are available. Alarms can be set for 

over/under temperatures.  Also available 

is the Guardian system controller that 

incorporates the Coastal MK II into a panel 

with a compressor speed control knob and 

diagnostic LED.  See overleaf.
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GET THE COLD FACTS
ON MARINE REFRIGERATION
Frigoboat marine refrigeration systems are the most dependable, quiet and effi cient 

systems for keeping your perishables fresh and your beverages cold.  Here is your 

guide to choosing the very best refrigeration components for your boat.

 * “Fridge Chill-Off” Test in June 2009 Issue. Reprints available upon request.

“ Our production and sales team love your 
system and found it to be user friendly and an 
absolute winner.  From all the Catalina team 

here, ‘Thanks for 
sending good, 
easy to install 
units.  Keep up 
the good work.’”

—Bob DeFilippo, 
Materials 
Manager, 

Catalina Yachts

1.  Fixed Speed: Speed set at lowest speed (2000 RPM). Non-adjustable. Standard on 

Frigoboat’s smallest capacity systems.

2.  Speed Board:  Mounts on compressor 

controller. Manual speed adjustment by 

potentiometer. Standard on BD 35 based 

systems.

3.  Merlin Smart Speed Controller:  Mounts 

on compressor controller. Speed adjusted 

automatically dependent on thermostat 

cycle timing. Ramp-up start sequence 

for protection of electronics. LED shows 

compressor speed 

or compressor 

idle status.

4.  Guardian System Controller:  Coastal 

MK II Digital Thermostat mounted 

on a plastic bezel together with a 

manual compressor speed knob and 

diagnostic LED. Pre-wired with 10’ 

cable and 10’ temperature sensor. 

5.  Guardian plus Merlin:   The ultimate 

combination for full system control 

and protection. Features manual and 

automatic compressor speed selection, 

precise temperature control, high and 

low temperature alarms, diagnostic 

LED, visual indication of compressor 

status and speed, warm start ramp-up 

sequence for electronic protection, 

and more.

•  “Best Choice” rating by Practical Sailor 
magazine* 

•  Highest effi ciency – lowest power draw

•  Over 15,000 Keel Cooled units installed 
during the past 12 years

•  Preferred by premier powerboat and sailboat 
builders

•  Superior performance in tropical conditions

•  Modular design for large and small 
refrigerators and freezers 

Why Vary The Compressor Speed? 
The Danfoss compressors that Frigoboat uses have variable speed capability. 

The slower the compressor runs, the more effi cient it is, and the faster it runs 

the more cooling power it delivers. So ideally the compressor should run 

at the fastest speed initially to cool the box down and then run as slow as 

possible to maintain temperatures. There should be a provision for the speed 

to be adjusted manually or automatically when warm goods are put in the 

box and/or when external conditions change. In addition, the highest load 

on the electronics (and highest risk of failure) happens during the fi rst few 

minutes of start-up with the compressor running at maximum speed. As a 

safeguard, the compressor should be started in a slower speed, where there is 

less strain on the electronics, and then gradually increased to maximum.

DO I NEED A SPEED CONTROL?
No, you don’t need it, but it makes the system far more effi cient as well as providing much-

needed protection for the electronics. NOTE: Pumped-water cooled systems and those using 

holding plates should be set to run only at maximum speed.

WHAT ARE THE OPTIONS?

Which Thermostat?
A thermostat senses the temperature of the evaporator  plate or the air inside 

the box and tells the compressor when to turn on and off. Two types are 

available from Frigoboat. Both are designed to keep box temperatures within 

2 degrees Fahrenheit of the set point. 

Mechanical Refrigerator Thermostat

Mechanical Freezer Thermostat

Coastal MK II Digital Thermostat

MECHANICAL THERMOSTAT 
Mechanical Thermostats operate on the 

principle that gas in a sealed tube expands 

and contracts with temperature. One end of 

the tube is attached to the evaporator, and 

the pressure expands or contracts bellows 

within the thermostat, which act on a switch 

to open or close the thermostat. The setting 

is made on a knob graduated 0 through 

7. The Mechanical Thermostat must be 

mounted at a location within the scope of the 

tube, which is 5’ long. This tube cannot be 

lengthened or shortened, dictating that the 

thermostat must usually be mounted within 

the box itself, which is typically a humid 

environment. Consequently, Mechanical 

Thermostats have a short life span. They 

are designated as either Refrigerator (white 

housing), or Freezer (blue housing). When 

using a B or H evaporator, the Refrigerator 

Thermostat is used.

DIGITAL THERMOSTAT
The Digital units utilize a sensor mounted 

within the box where it picks up average air 

temperature and sends it to a remote digital 

display. The display and keypad allow the 

user to monitor box temperatures as well as 

set the desired box temperature and range 

(differential). Very accurate and steady 

temperatures can be achieved without the 

guesswork associated with Mechanical 

Thermostats. The digital read-out of box 

temperature is a convenient and popular 

feature.

The Coastal MK II Digital Thermostat, 

mounted in an attractive black plastic 

bezel, is supplied pre-wired with a 10’ 

harness and 10’ temperature sensor.  Easy-

to-read three segment digital display shows 

box temperature in degrees and tenths of 

degrees and can be set to either Celsius 

or Farenheit. 12v model is standard. 24v 

versions are available. Alarms can be set for 

over/under temperatures.  Also available 

is the Guardian system controller that 

incorporates the Coastal MK II into a panel 

with a compressor speed control knob and 

diagnostic LED.  See overleaf.
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absolute winner.  From all the Catalina team 

here, ‘Thanks for 
sending good, 
easy to install 
units.  Keep up 
the good work.’”

—Bob DeFilippo, 
Materials 
Manager, 

Catalina Yachts

1.  Fixed Speed: Speed set at lowest speed (2000 RPM). Non-adjustable. Standard on 

Frigoboat’s smallest capacity systems.

2.  Speed Board:  Mounts on compressor 

controller. Manual speed adjustment by 

potentiometer. Standard on BD 35 based 

systems.

3.  Merlin Smart Speed Controller:  Mounts 

on compressor controller. Speed adjusted 

automatically dependent on thermostat 

cycle timing. Ramp-up start sequence 

for protection of electronics. LED shows 

compressor speed 

or compressor 

idle status.

4.  Guardian System Controller:  Coastal 

MK II Digital Thermostat mounted 

on a plastic bezel together with a 

manual compressor speed knob and 

diagnostic LED. Pre-wired with 10’ 

cable and 10’ temperature sensor. 

5.  Guardian plus Merlin:   The ultimate 

combination for full system control 

and protection. Features manual and 

automatic compressor speed selection, 

precise temperature control, high and 

low temperature alarms, diagnostic 

LED, visual indication of compressor 

status and speed, warm start ramp-up 

sequence for electronic protection, 

and more.

•  “Best Choice” rating by Practical Sailor 
magazine* 

•  Highest effi ciency – lowest power draw

•  Over 15,000 Keel Cooled units installed 
during the past 12 years

•  Preferred by premier powerboat and sailboat 
builders

•  Superior performance in tropical conditions

•  Modular design for large and small 
refrigerators and freezers 

Why Vary The Compressor Speed? 
The Danfoss compressors that Frigoboat uses have variable speed capability. 

The slower the compressor runs, the more effi cient it is, and the faster it runs 

the more cooling power it delivers. So ideally the compressor should run 

at the fastest speed initially to cool the box down and then run as slow as 

possible to maintain temperatures. There should be a provision for the speed 

to be adjusted manually or automatically when warm goods are put in the 

box and/or when external conditions change. In addition, the highest load 

on the electronics (and highest risk of failure) happens during the fi rst few 

minutes of start-up with the compressor running at maximum speed. As a 

safeguard, the compressor should be started in a slower speed, where there is 

less strain on the electronics, and then gradually increased to maximum.

DO I NEED A SPEED CONTROL?
No, you don’t need it, but it makes the system far more effi cient as well as providing much-

needed protection for the electronics. NOTE: Pumped-water cooled systems and those using 

holding plates should be set to run only at maximum speed.

WHAT ARE THE OPTIONS?

Which Thermostat?
A thermostat senses the temperature of the evaporator  plate or the air inside 

the box and tells the compressor when to turn on and off. Two types are 

available from Frigoboat. Both are designed to keep box temperatures within 

2 degrees Fahrenheit of the set point. 

Mechanical Refrigerator Thermostat

Mechanical Freezer Thermostat

Coastal MK II Digital Thermostat

MECHANICAL THERMOSTAT 
Mechanical Thermostats operate on the 

principle that gas in a sealed tube expands 

and contracts with temperature. One end of 

the tube is attached to the evaporator, and 

the pressure expands or contracts bellows 

within the thermostat, which act on a switch 

to open or close the thermostat. The setting 

is made on a knob graduated 0 through 

7. The Mechanical Thermostat must be 

mounted at a location within the scope of the 

tube, which is 5’ long. This tube cannot be 

lengthened or shortened, dictating that the 

thermostat must usually be mounted within 

the box itself, which is typically a humid 

environment. Consequently, Mechanical 

Thermostats have a short life span. They 

are designated as either Refrigerator (white 

housing), or Freezer (blue housing). When 

using a B or H evaporator, the Refrigerator 

Thermostat is used.

DIGITAL THERMOSTAT
The Digital units utilize a sensor mounted 

within the box where it picks up average air 

temperature and sends it to a remote digital 

display. The display and keypad allow the 

user to monitor box temperatures as well as 

set the desired box temperature and range 

(differential). Very accurate and steady 

temperatures can be achieved without the 

guesswork associated with Mechanical 

Thermostats. The digital read-out of box 

temperature is a convenient and popular 

feature.

The Coastal MK II Digital Thermostat, 

mounted in an attractive black plastic 

bezel, is supplied pre-wired with a 10’ 

harness and 10’ temperature sensor.  Easy-

to-read three segment digital display shows 

box temperature in degrees and tenths of 

degrees and can be set to either Celsius 

or Farenheit. 12v model is standard. 24v 

versions are available. Alarms can be set for 

over/under temperatures.  Also available 

is the Guardian system controller that 

incorporates the Coastal MK II into a panel 

with a compressor speed control knob and 

diagnostic LED.  See overleaf.
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“ Our production and sales team love your 
system and found it to be user friendly and an 
absolute winner.  From all the Catalina team 

here, ‘Thanks for 
sending good, 
easy to install 
units.  Keep up 
the good work.’”

—Bob DeFilippo, 
Materials 
Manager, 

Catalina Yachts

1.  Fixed Speed: Speed set at lowest speed (2000 RPM). Non-adjustable. Standard on 

Frigoboat’s smallest capacity systems.

2.  Speed Board:  Mounts on compressor 

controller. Manual speed adjustment by 

potentiometer. Standard on BD 35 based 

systems.

3.  Merlin Smart Speed Controller:  Mounts 

on compressor controller. Speed adjusted 

automatically dependent on thermostat 

cycle timing. Ramp-up start sequence 

for protection of electronics. LED shows 

compressor speed 

or compressor 

idle status.

4.  Guardian System Controller:  Coastal 

MK II Digital Thermostat mounted 

on a plastic bezel together with a 

manual compressor speed knob and 

diagnostic LED. Pre-wired with 10’ 

cable and 10’ temperature sensor. 

5.  Guardian plus Merlin:   The ultimate 

combination for full system control 

and protection. Features manual and 

automatic compressor speed selection, 

precise temperature control, high and 

low temperature alarms, diagnostic 

LED, visual indication of compressor 

status and speed, warm start ramp-up 

sequence for electronic protection, 

and more.
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.
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SYSTEM CONFIGURATION
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E50260
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(Options)
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CAPACITY BTU/H 332 360 403 431 453 500

CONSUMPTION (A/12V) 3.8 4.3 4.8 5.2 5.7 6.2
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SHIPPING WEIGHT 14.5lbs. 6.6Kg

*Under Average Conditions

CAPRI 50

D.C. REFRIGERATION

N.A.N.A.
VECO N.A. Annapolis MD 
www.frigoboat.com         E-mail: info@frigoboat.com

COASTAL MK II Digital
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COMPRESSOR
SIDE
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(Options)

THERMOSTAT

TECHNICALCHARACTERISTICS*

COMPRESSOR SPEED 2000 2300 2600 2900 3200 3500

CAPACITY BTU/H 332 360 403 431 453 500

CONSUMPTION (A/12V) 3.8 4.3 4.8 5.2 5.7 6.2

WEIGHT 12.7lbs. 5.8Kg
SHIPPING WEIGHT 14.5lbs. 6.6Kg

*Under Average Conditions

CAPRI 50

D.C. REFRIGERATION

N.A.N.A.
VECO N.A. Annapolis MD 
www.frigoboat.com         E-mail: info@frigoboat.com

COASTAL MK II Digital

2.

5.

4.

3.

1.

VE-CGUA111 Guardian System Controller

VE-CGUA111 Guardian System Controller
      +
 VE-E52151 Merlin Smart Speed Controller

VE-E52151 Merlin Smart Speed Controller

VE-E51045 Manual Speed Board.
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Frigoboat Components
Condensing units

Keel Cooled K50F  ..................................VE-E51975 – Compressor with manual speed board
K35F ..................................VE-E50345X – Compressor with manual speed board
Keel Coolers with Zincs......VE-E50361Z – Threads model
Keel Coolers, no Zincs .......VE-E50361 – Threads model

Air Cooled Capri 50F ............................VE-E52120 – Compressor with manual speed board
Capri 35F ............................VE-E51430 – Compressor with manual speed board
Paris 35F ............................VE-E51135 – Compressor No speed control

Water Cooled W50F  .................................VE-E51970 – Compressor with manual speed board
W35F..................................VE-E50045X – Compressor with manual speed board
Flo-Jet pump ......................VE-A092819 – Flo-Jet raw water pump

Evaporators
Flat Plate “F”

80F ..............VE-E50883 – All aluminum, bendable, 13w x 9.5h
130F ............VE-E50085 – All aluminum, bendable, 24.75w x 8.25h
160F ............VE-E50095 – All aluminum, bendable, 31.75w x 8.25h
200F ............VE-E50075 – All aluminum, bendable, 42w x 10.5h
380F ............VE-E52225 – All aluminum, bendable, 39.2w x 14.5h
180F-SS ......VE-E52105 – Aluminum with stainless cover, bendable, 22w x 12h
380F-SS ......VE-E52185 – Aluminum with stainless cover, bendable, 41.3w x 16h 

Vertical Bin “B”
250B ............VE-E53335 – For refer boxes, freezer within Bin. 10w x 10.2h x 6.5d
340B ............VE-E50105 – For refer boxes, freezer within Bin. 15w x 11.5h x 6d

Horizontal “H”, with door
130H ............VE-E50065 – For refer boxes, freezer inside. 10w x 2.75h x 8.5d 
160H ............VE-E50090 – For refer boxes, freezer inside. 12.5w x 4.5h x 8.5d 
250H ............VE-E53335H – 250B Bin mounted horizontal with door added. 10w x 6.5h x 10.2d
340H ............VE-E50105H – 340B Bin mounted horizontal with door added. 15w x 6h x 11.5d

Thermostats
Digital

  VE-C3001-12 – Coastal MKII digital,10’ sensor, with pre-wired harness 12v (24v available)
VE-CGUA111 – Guardian - panel with Coastal MKII + speed control + fault diagnostic LED 

Mechanical
VE-E250500 – Refrigerator mechanical thermostat 
VE-E250700 – Freezer mechanical thermostat 
VE-A020300 – Wide Range thermostat. For box that may be run as either refer or freezer   

Accessories
Air Only Condenser ...VE- E53125 – To add air condenser to Keel Cooled or pumped-water system
Merlin II, mini SSC .....VE-E52152 – Plug and play Merlin II smart speed controller
Spillover Kit, mech ....VE-E26200 – Fan and thermostat assembly for spillover applications
Spillover Kit, digital ...VE-C3030-12 – Fan, thermostat assembly for spillover applications
Standard Controller ...VE-E50896 – Factory supplied control module, no automatic speed choice
AC/DC Controller .......VE-E52530 – Control module, no speed choice, 12/24v & 110/230v input 
Mounting Bracket ......VE-E52135 – Bracket for mounting K and W on bulkheads. Stainless steel
Extension Tube-Sets, Order Suction (S) & Liquid (L) separately: 

3ft ........VE-E50255S, L – Extension tube-set, 3ft. To extend standard length (10ft) on all evap
6ft ........VE-E50260S, L – Extension tube-set, 6ft. To extend standard length (10ft) on all evap  
10ft .....VE-E50265S, L – Extension tube-set, 10ft. To extend standard length (10ft) on all evap

  Zincs for Keel Cooler....VE-E51525 -- Replacement Zincs for Keel Cooler (Set of 2)
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X3.5 - Low profile new

X SERIES & PROJECT  

The X vertical windlass range series is designed to provide an-
choring solutions for sail and motor boats from 18 to 100 feet. 
The X series is made up by the following models: X1, X2, X3, 
X3.5, X4 and X5 all available in standard version with drum and 
in low profile version. The Project versions have a built-in control 
box within the motor casing. All models are available in different 
motorization to meet any customers’ requirements.

The X range, as standard, comes in mirror polished marine 
bronze produced by hot forging. 

INNOVATIVE SOLUTIONS
• Watertight stainless steel ball bearings in the base, in order 
to have maintenance-free top performance functionality. 
• Clutch consisting of two conical discs, fitted on  to the main 
shaft by two flat parallel planes on the shaft, thus avoiding the 
use of keys and spreading the load on a wider surface.
• The X series as standard is provided with a pre-fitted sensor 
in the base and a magnet in the Gypsy, in order to be connected 
to an optional chain counter system.
• Models X1, X2 and X3 have a Gypsy designed to manage both 
rope and chain
• Independent drum rotation from Gypsy, for warping operation.
• Manual override, enabling the windlass to recover the chain 
and anchor in the event of electrical failure. The manual over-
ride mechanism is within the gearbox, made up by a spring 
loaded ratchet, whose secondary function is to provide a safety 
mechanism so that chain jams do not damage the deck.

VERTICAL WINDLASSES
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X SERIES & PROJECT  

The X vertical windlass range series is designed to provide an-
choring solutions for sail and motor boats from 18 to 100 feet. 
The X series is made up by the following models: X1, X2, X3, 
X3.5, X4 and X5 all available in standard version with drum and 
in low profile version. The Project versions have a built-in control 
box within the motor casing. All models are available in different 
motorization to meet any customers’ requirements.

The X range, as standard, comes in mirror polished marine 
bronze produced by hot forging. 

INNOVATIVE SOLUTIONS
• Watertight stainless steel ball bearings in the base, in order 
to have maintenance-free top performance functionality. 
• Clutch consisting of two conical discs, fitted on  to the main 
shaft by two flat parallel planes on the shaft, thus avoiding the 
use of keys and spreading the load on a wider surface.
• The X series as standard is provided with a pre-fitted sensor 
in the base and a magnet in the Gypsy, in order to be connected 
to an optional chain counter system.
• Models X1, X2 and X3 have a Gypsy designed to manage both 
rope and chain
• Independent drum rotation from Gypsy, for warping operation.
• Manual override, enabling the windlass to recover the chain 
and anchor in the event of electrical failure. The manual over-
ride mechanism is within the gearbox, made up by a spring 
loaded ratchet, whose secondary function is to provide a safety 
mechanism so that chain jams do not damage the deck.

VERTICAL WINDLASSES

See Pages 104-111 for Horizontal Windlasses
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Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092
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6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093
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• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W

1/4" HT Chain 1/2" Rope * LO-PROJECT-X15 LO-PROJECT-X1 *

1/4" HT Chain 1/2" Rope * LO-PROJECT-X1C5 LO-PROJECT-X1C *

Low Profile

with Drum (Capstan)

* = Not Stocked - Special Order

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W500W / 800W / 1000W

Use 12mm (1/2") Marlow #MRCC0065 3 Strand Nylon 
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Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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3
Years Limited

Warranty
�

Years Limited
Warranty

Keep your LOFRANS'as good as NEW!

Compatible Gypsies

Dimensions in mm

Standard Equipment:
• Dual direction solenoid pack
• Handle
• Gypsy for chain
• CD / Instruction manual

Installation positions

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Maintenance Kit
for X1

Code....72037

Please refer to accessories section for control and 
installation products (see pages 49-56)

*Low Profile height dimensions.

Code Gypsy Size

630970   6 mm, ISO 4565 / DIN 766

630980   7 mm, ISO 4565

630999   8 mm, ISO 4565 / DIN 766

Optional Accessories

Model A B C D E* F G H I J L

500W 130 10-30 111 Ø60 84 183 56 236 127 105 132

700W 130 10-30 111 Ø60 84 183 56 236 127 105 132

1000W 130 10-30 150 Ø60 84 183 62 256 127 134 165

IP67 rated heavy duty electric motor
Lofrans’ designed 

marine aluminum gearbox 

Finger

# LOZKIT72037

LOZ/206C 1/4"HT Chain      - 1/2" Rope
LOZ/206D 5/16"HT Chain    - 1/2" Rope
LOZ/206BBB 3/16" BBB Chain - 1/2" Rope

8  

Low profile

With Drum
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Motor size 500 W 500 W                                    800 W                                    1000 W
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ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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3
Years Limited

Warranty
�

Years Limited
Warranty

Keep your LOFRANS'as good as NEW!

Compatible Gypsies

Dimensions in mm

Standard Equipment:
• Dual direction solenoid pack
• Handle
• Gypsy for chain
• CD / Instruction manual

Installation positions

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Maintenance Kit
for X1

Code....72037

Please refer to accessories section for control and 
installation products (see pages 49-56)

*Low Profile height dimensions.

Code Gypsy Size

630970   6 mm, ISO 4565 / DIN 766

630980   7 mm, ISO 4565

630999   8 mm, ISO 4565 / DIN 766

Optional Accessories

Model A B C D E* F G H I J L

500W 130 10-30 111 Ø60 84 183 56 236 127 105 132

700W 130 10-30 111 Ø60 84 183 56 236 127 105 132

1000W 130 10-30 150 Ø60 84 183 62 256 127 134 165

IP67 rated heavy duty electric motor
Lofrans’ designed 

marine aluminum gearbox 

Finger

800W

See Pg. 113
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With Drum

X2 - Vertical Windlass
700W / 1000W / 1500W

Main features
•  Luxury chrome bronze base and drum
•  Special watertight stainless steel ball bearing 
in the base
•  With drum or Low profile
•  Indepent Gypsy and drum operation
•  Rope and chain combination Gypsy
•  Manual chain release
•  Manual override available for chromed bronze 
models only
•  Rope chain management by the spring loaded 
arm
•  Chain counter magnet pre-installed as standard
•  IP67 rated heavy duty electric motor
•  Anodised marine aluminium gearbox

X2 Code Code Code Code Code Code Code Code Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 - 600044 * 600049 * * * 600046 601022 600997 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472735 * 472751 472750 600057 600061 472862 601024 473212 473255 * *

10 mm, DIN 766 - * * * * * 601068 * * 602096 473227 187274 187276
10 mm, ISO 4565 - * * 600053 * 600056 600060 * * 472863 * 601013 601044

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 - 600045 602111 600050 * * * 600047 601016 600989 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472558 * 472557 * * 601065 472861 601018 473213 600054 * *

10 mm, DIN 766 - * * * * 601055 601067 * * 602097 473226 187273 601041
10 mm, ISO 4565 - * * 57450 * 601054 601066 * * 472864 478642 601008 602529

Construction Aluminium Chromed bronze
Motor size 800W 1000 W 1500 W 800W 1000 W 1500 W
Power Supply (V) 12 24 12 24 12 24 12 24 12 24 12 24
Maximum Pull (kg) 750 750 1000 1060 1200 1250 850 850 1000 1060 1200 1250
Working load (kg) 80 80 165 165 190 190 80 80 165 165 190 190
Amps  at Working Load (A) 90 45 135 70 150 75 90 45 135 70 150 75
Line Speed at  Working Load (m/min) 26 26 20 23 17 19 26 26 20 23 17 19
Max Line Speed (m/min) 35 35 40 40 40 40 35 35 40 40 40 40
Net Weight Low Profile (kg) 18 18 19 23 24 24 21 21 23 23 24 24
Net Weight with Drum (kg) 19 19 20 24 25 25 23 23 24 24 25 25
Circuit Breaker  (available separatly) 187332 187331 187333 187332 187333 187332 187332 187331 187333 187332 187333 187332
Control Box Included in package

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

10  

With Drum

X2 - Vertical Windlass
700W / 1000W / 1500W

Main features
•  Luxury chrome bronze base and drum
•  Special watertight stainless steel ball bearing 
in the base
•  With drum or Low profile
•  Indepent Gypsy and drum operation
•  Rope and chain combination Gypsy
•  Manual chain release
•  Manual override available for chromed bronze 
models only
•  Rope chain management by the spring loaded 
arm
•  Chain counter magnet pre-installed as standard
•  IP67 rated heavy duty electric motor
•  Anodised marine aluminium gearbox

X2 Code Code Code Code Code Code Code Code Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 - 600044 * 600049 * * * 600046 601022 600997 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472735 * 472751 472750 600057 600061 472862 601024 473212 473255 * *

10 mm, DIN 766 - * * * * * 601068 * * 602096 473227 187274 187276
10 mm, ISO 4565 - * * 600053 * 600056 600060 * * 472863 * 601013 601044

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 - 600045 602111 600050 * * * 600047 601016 600989 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472558 * 472557 * * 601065 472861 601018 473213 600054 * *

10 mm, DIN 766 - * * * * 601055 601067 * * 602097 473226 187273 601041
10 mm, ISO 4565 - * * 57450 * 601054 601066 * * 472864 478642 601008 602529

Construction Aluminium Chromed bronze
Motor size 800W 1000 W 1500 W 800W 1000 W 1500 W
Power Supply (V) 12 24 12 24 12 24 12 24 12 24 12 24
Maximum Pull (kg) 750 750 1000 1060 1200 1250 850 850 1000 1060 1200 1250
Working load (kg) 80 80 165 165 190 190 80 80 165 165 190 190
Amps  at Working Load (A) 90 45 135 70 150 75 90 45 135 70 150 75
Line Speed at  Working Load (m/min) 26 26 20 23 17 19 26 26 20 23 17 19
Max Line Speed (m/min) 35 35 40 40 40 40 35 35 40 40 40 40
Net Weight Low Profile (kg) 18 18 19 23 24 24 21 21 23 23 24 24
Net Weight with Drum (kg) 19 19 20 24 25 25 23 23 24 24 25 25
Circuit Breaker  (available separatly) 187332 187331 187333 187332 187333 187332 187332 187331 187333 187332 187333 187332
Control Box Included in package

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

Low Profile
5/16"  Chain / 9/6" Rope

with Drum (Capstan) 
5/16"  Chain / 9/6" Rope

with Drum (Capstan) 
3/8"  Chain Only

Aluminum Chromed Bronze

LO-PX2AL10125 Low Profile. Aluminum. 1000 W.
 5/16" HT Chain and 9/16" Rope.

LO-PX2L10125 Low Profile. Chr. Brz. 1000 W.
 5/16" HT Chain and 9/16" Rope.

LO-PX2AC10125 With Capstan. Aluminum. 1000 W.
 5/16" HT Chain and 9/16" Rope.

LO-PX2AC15125 With Capstan. Aluminum. 1500 W.
 5/16" HT Chain and 9/16" Rope.

LO-PX2AC15126 With Capstan. Aluminum. 1500 W.
 For 3/8" HT Chain Only.

LO-PX2C10125 With Capstan. Chr. Brz. 1000 W.
 5/16" HT Chain and 9/16" Rope.

LO-PX2C15125 With Capstan. Chr. Brz. 1500 W.
 5/16" HT Chain and 9/16" Rope.

LO-PX2C15126 With Capstan. Chr. Brz. 1500 W.
 For 3/8" HT Chain Only.

800W / 1000W / 1500W

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W

10  

With Drum

X2 - Vertical Windlass
700W / 1000W / 1500W

Main features
•  Luxury chrome bronze base and drum
•  Special watertight stainless steel ball bearing 
in the base
•  With drum or Low profile
•  Indepent Gypsy and drum operation
•  Rope and chain combination Gypsy
•  Manual chain release
•  Manual override available for chromed bronze 
models only
•  Rope chain management by the spring loaded 
arm
•  Chain counter magnet pre-installed as standard
•  IP67 rated heavy duty electric motor
•  Anodised marine aluminium gearbox

X2 Code Code Code Code Code Code Code Code Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 - 600044 * 600049 * * * 600046 601022 600997 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472735 * 472751 472750 600057 600061 472862 601024 473212 473255 * *

10 mm, DIN 766 - * * * * * 601068 * * 602096 473227 187274 187276
10 mm, ISO 4565 - * * 600053 * 600056 600060 * * 472863 * 601013 601044

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 - 600045 602111 600050 * * * 600047 601016 600989 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472558 * 472557 * * 601065 472861 601018 473213 600054 * *

10 mm, DIN 766 - * * * * 601055 601067 * * 602097 473226 187273 601041
10 mm, ISO 4565 - * * 57450 * 601054 601066 * * 472864 478642 601008 602529

Construction Aluminium Chromed bronze
Motor size 800W 1000 W 1500 W 800W 1000 W 1500 W
Power Supply (V) 12 24 12 24 12 24 12 24 12 24 12 24
Maximum Pull (kg) 750 750 1000 1060 1200 1250 850 850 1000 1060 1200 1250
Working load (kg) 80 80 165 165 190 190 80 80 165 165 190 190
Amps  at Working Load (A) 90 45 135 70 150 75 90 45 135 70 150 75
Line Speed at  Working Load (m/min) 26 26 20 23 17 19 26 26 20 23 17 19
Max Line Speed (m/min) 35 35 40 40 40 40 35 35 40 40 40 40
Net Weight Low Profile (kg) 18 18 19 23 24 24 21 21 23 23 24 24
Net Weight with Drum (kg) 19 19 20 24 25 25 23 23 24 24 25 25
Circuit Breaker  (available separatly) 187332 187331 187333 187332 187333 187332 187332 187331 187333 187332 187333 187332
Control Box Included in package

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

* Use 14mm (9/16") Marlow #MRCC0076 3 Strand Nylon 

* Use 14mm (9/16") Marlow #MRCC0076 3 Strand Nylon 
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Keep your LOFRANS'as good as NEW!

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

Low profile

3
Years Limited

Warranty
�

Years Limited
Warranty

*Low Profile height dimensions.

Code Gypsy Size
630953   6 mm,   ISO 4565 / DIN 766
630949   8 mm,   ISO 4565 / DIN 766
630951   10mm,  ISO 4565
630955   10mm,                 / DIN 766

Maintenance Kit
for X2 ALU

Code....72039

Maintenance Kit
for X2 
Code....72038

Model A B C D E* F G H I J L

700W 153 25-40 155 Ø76 95 232 73 260 162 134 165

1000W 153 25-40 155 Ø76 95 232 73 260 162 134 165

1500W 153 25-40 155 Ø76 95 232 73 260 162 134 165

Standard Equipment:
• Dual direction solenoid pack
• Handle
• Gypsy for chain
• CD / Instruction manual

Installation positions

# LOZKIT72039

# LOZKIT72038

LOZ/916B 5/16" HT Chain  - 9/16" Rope
LOZ/916C 3/8" "HT Chain only
LOZ/916D 10mm Chain only

800W

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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Keep your LOFRANS'as good as NEW!

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

Low profile

3
Years Limited

Warranty
�

Years Limited
Warranty

*Low Profile height dimensions.

Code Gypsy Size
630953   6 mm,   ISO 4565 / DIN 766
630949   8 mm,   ISO 4565 / DIN 766
630951   10mm,  ISO 4565
630955   10mm,                 / DIN 766

Maintenance Kit
for X2 ALU

Code....72039

Maintenance Kit
for X2 
Code....72038

Model A B C D E* F G H I J L

700W 153 25-40 155 Ø76 95 232 73 260 162 134 165

1000W 153 25-40 155 Ø76 95 232 73 260 162 134 165

1500W 153 25-40 155 Ø76 95 232 73 260 162 134 165

Standard Equipment:
• Dual direction solenoid pack
• Handle
• Gypsy for chain
• CD / Instruction manual

Installation positions

10  

With Drum

X2 - Vertical Windlass
700W / 1000W / 1500W

Main features
•  Luxury chrome bronze base and drum
•  Special watertight stainless steel ball bearing 
in the base
•  With drum or Low profile
•  Indepent Gypsy and drum operation
•  Rope and chain combination Gypsy
•  Manual chain release
•  Manual override available for chromed bronze 
models only
•  Rope chain management by the spring loaded 
arm
•  Chain counter magnet pre-installed as standard
•  IP67 rated heavy duty electric motor
•  Anodised marine aluminium gearbox

X2 Code Code Code Code Code Code Code Code Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 - 600044 * 600049 * * * 600046 601022 600997 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472735 * 472751 472750 600057 600061 472862 601024 473212 473255 * *

10 mm, DIN 766 - * * * * * 601068 * * 602096 473227 187274 187276
10 mm, ISO 4565 - * * 600053 * 600056 600060 * * 472863 * 601013 601044

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 - 600045 602111 600050 * * * 600047 601016 600989 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472558 * 472557 * * 601065 472861 601018 473213 600054 * *

10 mm, DIN 766 - * * * * 601055 601067 * * 602097 473226 187273 601041
10 mm, ISO 4565 - * * 57450 * 601054 601066 * * 472864 478642 601008 602529

Construction Aluminium Chromed bronze
Motor size 800W 1000 W 1500 W 800W 1000 W 1500 W
Power Supply (V) 12 24 12 24 12 24 12 24 12 24 12 24
Maximum Pull (kg) 750 750 1000 1060 1200 1250 850 850 1000 1060 1200 1250
Working load (kg) 80 80 165 165 190 190 80 80 165 165 190 190
Amps  at Working Load (A) 90 45 135 70 150 75 90 45 135 70 150 75
Line Speed at  Working Load (m/min) 26 26 20 23 17 19 26 26 20 23 17 19
Max Line Speed (m/min) 35 35 40 40 40 40 35 35 40 40 40 40
Net Weight Low Profile (kg) 18 18 19 23 24 24 21 21 23 23 24 24
Net Weight with Drum (kg) 19 19 20 24 25 25 23 23 24 24 25 25
Circuit Breaker  (available separatly) 187332 187331 187333 187332 187333 187332 187332 187331 187333 187332 187333 187332
Control Box Included in package

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

See Pg. 113
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With Drum

X3 - Vertical Windlass
1500W / 1700W

Main features
•  Luxury chrome bronze base and drum
•  With drum or Low profile
•  Indepent Gypsy and drum operation
•  Rope and chain combination Gypsy
•  Manual chain release
•  Manual override available for chromed bronze 
models only
•  Rope chain management by the spring loaded 
arm
•  Chain counter magnet pre-installed as standard
•  IP66 rated heavy duty electric motor
•  Anodised marine aluminium gearbox

Construction Aluminium Chromed bronze

Motor size 1700W 1500W 1700 W

Power Supply (V) 12 12 12 24

Maximum Pull (kg) 1600 1200 1600 1695

Working load (kg) 270 190 270 270

Amps  at Working Load (A) 180 150 180 90

Line Speed at  Working Load (m/min) 14 17 14 15

Max Line Speed (m/min) 32 40 32 32

Net Weight Low Profile (kg) 32 32 35 35

Net Weight with Drum (kg) 35 35 38 38

Circuit Breaker (available separatly) 187334 187333 187334 187332

Control Box Included in package

X3 Code Code Code Code

With 
Drum

8 mm, 
ISO 4565 / DIN 766 14 mm, 3-strand 57451 601079 600064 600068

10 mm, DIN 766 16 mm, 3-strand 57452 * 602101 602103
10 mm, ISO 4565 16 mm, 3-strand * 472865 473208 473252
12 mm, ISO 4565
/ 13mm, DIN 766 18 mm, 3-strand 57453 601084 473004 473005

Low 
Profile

8 mm,
ISO 4565 / DIN 766 14 mm, 3-strand 601128 601070 600065 *

10 mm, DIN 766 16 mm, 3-strand * * 602102 602104
10 mm, ISO 4565 16 mm, 3-strand 601129 472866 473209 473256
12 mm, ISO 4565
/ 13mm, DIN 766 18 mm, 3-strand * 601075 472842 473006

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

3/8" HT Chain 5/8" Rope * * LO-PX3L17126 *

3/8" HT Chain 5/8" Rope * * LO-PX3C17126 *

14  

With Drum

X3 - Vertical Windlass
1500W / 1700W

Main features
•  Luxury chrome bronze base and drum
•  With drum or Low profile
•  Indepent Gypsy and drum operation
•  Rope and chain combination Gypsy
•  Manual chain release
•  Manual override available for chromed bronze 
models only
•  Rope chain management by the spring loaded 
arm
•  Chain counter magnet pre-installed as standard
•  IP66 rated heavy duty electric motor
•  Anodised marine aluminium gearbox

Construction Aluminium Chromed bronze

Motor size 1700W 1500W 1700 W

Power Supply (V) 12 12 12 24

Maximum Pull (kg) 1600 1200 1600 1695

Working load (kg) 270 190 270 270

Amps  at Working Load (A) 180 150 180 90

Line Speed at  Working Load (m/min) 14 17 14 15

Max Line Speed (m/min) 32 40 32 32

Net Weight Low Profile (kg) 32 32 35 35

Net Weight with Drum (kg) 35 35 38 38

Circuit Breaker (available separatly) 187334 187333 187334 187332

Control Box Included in package

X3 Code Code Code Code

With 
Drum

8 mm, 
ISO 4565 / DIN 766 14 mm, 3-strand 57451 601079 600064 600068

10 mm, DIN 766 16 mm, 3-strand 57452 * 602101 602103
10 mm, ISO 4565 16 mm, 3-strand * 472865 473208 473252
12 mm, ISO 4565
/ 13mm, DIN 766 18 mm, 3-strand 57453 601084 473004 473005

Low 
Profile

8 mm,
ISO 4565 / DIN 766 14 mm, 3-strand 601128 601070 600065 *

10 mm, DIN 766 16 mm, 3-strand * * 602102 602104
10 mm, ISO 4565 16 mm, 3-strand 601129 472866 473209 473256
12 mm, ISO 4565
/ 13mm, DIN 766 18 mm, 3-strand * 601075 472842 473006

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

Low Profile
With Capstan

14  

With Drum

X3 - Vertical Windlass
1500W / 1700W

Main features
•  Luxury chrome bronze base and drum
•  With drum or Low profile
•  Indepent Gypsy and drum operation
•  Rope and chain combination Gypsy
•  Manual chain release
•  Manual override available for chromed bronze 
models only
•  Rope chain management by the spring loaded 
arm
•  Chain counter magnet pre-installed as standard
•  IP66 rated heavy duty electric motor
•  Anodised marine aluminium gearbox

Construction Aluminium Chromed bronze

Motor size 1700W 1500W 1700 W

Power Supply (V) 12 12 12 24

Maximum Pull (kg) 1600 1200 1600 1695

Working load (kg) 270 190 270 270

Amps  at Working Load (A) 180 150 180 90

Line Speed at  Working Load (m/min) 14 17 14 15

Max Line Speed (m/min) 32 40 32 32

Net Weight Low Profile (kg) 32 32 35 35

Net Weight with Drum (kg) 35 35 38 38

Circuit Breaker (available separatly) 187334 187333 187334 187332

Control Box Included in package

X3 Code Code Code Code

With 
Drum

8 mm, 
ISO 4565 / DIN 766 14 mm, 3-strand 57451 601079 600064 600068

10 mm, DIN 766 16 mm, 3-strand 57452 * 602101 602103
10 mm, ISO 4565 16 mm, 3-strand * 472865 473208 473252
12 mm, ISO 4565
/ 13mm, DIN 766 18 mm, 3-strand 57453 601084 473004 473005

Low 
Profile

8 mm,
ISO 4565 / DIN 766 14 mm, 3-strand 601128 601070 600065 *

10 mm, DIN 766 16 mm, 3-strand * * 602102 602104
10 mm, ISO 4565 16 mm, 3-strand 601129 472866 473209 473256
12 mm, ISO 4565
/ 13mm, DIN 766 18 mm, 3-strand * 601075 472842 473006

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W

Use 16mm (5/8") Marlow #MRCC0086 3 Strand Nylon 

* = Not Stocked - Special Order
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3
Years Limited

Warranty
�

Years Limited
Warranty

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

Low profile

• Chain Stopper

72191
LOFRANS’ Chain stopper, stainless steel, for 
normal chain 12/13/14mm

Maintenance Kit
for X3, X3ALU 

Code....72040

Code Gypsy Size
630957   8 mm,  ISO 4565 / DIN 766
630966   10mm,                 / DIN 766
630959   10mm, ISO 4565
630961   12mm, ISO 4565

Model A B C D E* F G H I J L

1500W 195 50-70 155 Ø92 110 270 80 255 192 134 145

1700W 195 50-70 155 Ø92 110 270 80 300 192 Ø127 140

*Low Profile height dimensions.

Standard Equipment:
• Dual direction solenoid pack
• Handle
• Gypsy for chain
• CD / Instruction manual

Installation positions

# LOZKIT72040

LOZ/989A 5/16" HT Chain  - 9/16" Rope
LOZ/989B 3/8" HT Chain - 5/8" Rope
LOZ/989C 12mm Chain - 5/8" Rope
LOZ/989D  12mm Chain - 5/8"

14  

With Drum

X3 - Vertical Windlass
1500W / 1700W

Main features
•  Luxury chrome bronze base and drum
•  With drum or Low profile
•  Indepent Gypsy and drum operation
•  Rope and chain combination Gypsy
•  Manual chain release
•  Manual override available for chromed bronze 
models only
•  Rope chain management by the spring loaded 
arm
•  Chain counter magnet pre-installed as standard
•  IP66 rated heavy duty electric motor
•  Anodised marine aluminium gearbox

Construction Aluminium Chromed bronze

Motor size 1700W 1500W 1700 W

Power Supply (V) 12 12 12 24

Maximum Pull (kg) 1600 1200 1600 1695

Working load (kg) 270 190 270 270

Amps  at Working Load (A) 180 150 180 90

Line Speed at  Working Load (m/min) 14 17 14 15

Max Line Speed (m/min) 32 40 32 32

Net Weight Low Profile (kg) 32 32 35 35

Net Weight with Drum (kg) 35 35 38 38

Circuit Breaker (available separatly) 187334 187333 187334 187332

Control Box Included in package

X3 Code Code Code Code

With 
Drum

8 mm, 
ISO 4565 / DIN 766 14 mm, 3-strand 57451 601079 600064 600068

10 mm, DIN 766 16 mm, 3-strand 57452 * 602101 602103
10 mm, ISO 4565 16 mm, 3-strand * 472865 473208 473252
12 mm, ISO 4565
/ 13mm, DIN 766 18 mm, 3-strand 57453 601084 473004 473005

Low 
Profile

8 mm,
ISO 4565 / DIN 766 14 mm, 3-strand 601128 601070 600065 *

10 mm, DIN 766 16 mm, 3-strand * * 602102 602104
10 mm, ISO 4565 16 mm, 3-strand 601129 472866 473209 473256
12 mm, ISO 4565
/ 13mm, DIN 766 18 mm, 3-strand * 601075 472842 473006

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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3
Years Limited

Warranty
�

Years Limited
Warranty

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

Low profile

• Chain Stopper

72191
LOFRANS’ Chain stopper, stainless steel, for 
normal chain 12/13/14mm

Maintenance Kit
for X3, X3ALU 

Code....72040

Code Gypsy Size
630957   8 mm,  ISO 4565 / DIN 766
630966   10mm,                 / DIN 766
630959   10mm, ISO 4565
630961   12mm, ISO 4565

Model A B C D E* F G H I J L

1500W 195 50-70 155 Ø92 110 270 80 255 192 134 145

1700W 195 50-70 155 Ø92 110 270 80 300 192 Ø127 140

*Low Profile height dimensions.

Standard Equipment:
• Dual direction solenoid pack
• Handle
• Gypsy for chain
• CD / Instruction manual

Installation positions

See Pg. 113
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30  

STANDARD EQUIPMENT:
Dual direction solenoid pack
Handle
Gypsy for chain
CD / Instruction manual

HORIZONTAL  WINDLASSES
The range of horizontal windlasses is suitable for boats from 18 up to 
150 feet offering the best in performance and functionality, when there 
is adequate deck space or if the chain locker has limited size or accessi-
bility. They are simple, reliable, with their classic and timeless style mak-
ing them perfect for many vessels, especially for the charter business.

Material and finish, marine grade aluminium alloy: Our horizontal anchor 
windlasses are produced using marine grade aluminium alloy. The body is 
polished and anodised. Most of the components are made by hot forging. 
The horizontal models are available as standard in anodized aluminium. 
Some models are available with a painted white polyester coating. 

High performance motors: The horizontal windlasses’ electric motors 
have been designed to supply high torque in all working conditions. They 
are available in 12 or 24 Volt DC current and 230-440 V three phase 
AC current. Most of the motors have an IP66 rating with a galvanized 
body painted with a polyester coating. Our electric motors are specified 
to provide the necessary power for long run time. They are also designed 
to operate at an increased speed and so reducing operating time. Titan, 
Ercole and Super Ercole are also available in hydraulic motor versions.

Lofrans gearboxes: Most of our horizontal windlasses use a Lofrans-
made high efficiency worm screw gearbox. It is non-reversible with the 
gears produced with specific material able to withstand high-load strain. 
All gearboxes are oil lubricated in order to minimize working noise. The 
models for superior boats use a special Lofrans planetary - worm screw 
gearbox which allows them to have a high efficiency to dimension ratio.

Manual override: Most of the Lofrans horizontal windlasses are sup-
plied with manual override which makes the windlass capable of chain 
recovery in the event of electrical failure. The manual override has the 
secondary function to provide a safety mechanism so that chain jams do 
not damage the deck.

Independent drum from the Gypsy: Horizontal models give the choice of 
utilizing the drum for warping operations independently from the Gypsy.

Automatic free fall: Models KOBRA and CAYMAN 88 can optionally have 
a device installed named AUTOMATIC FREE FALL. This device allows dis-
engaging the clutch automatically by pushing the “Down” button of the 
remote control unit. Disengaging the clutch, the Gypsy rotates freely and 
the weight of the anchor releases the chain into the water.

Rope and chain management: Models DORADO and ATLAS are able to 
manage rope and chain by use of a special spring loaded tension arm 
called a finger, which pushes the rope deeply inside the Gypsy teeth.

CUSTOM PRODUCT: Models TITAN, ERCOLE and SUPER ERCOLE are 
available in six versions in order to meet all customer requirements.

30  

STANDARD EQUIPMENT:
Dual direction solenoid pack
Handle
Gypsy for chain
CD / Instruction manual

HORIZONTAL  WINDLASSES
The range of horizontal windlasses is suitable for boats from 18 up to 
150 feet offering the best in performance and functionality, when there 
is adequate deck space or if the chain locker has limited size or accessi-
bility. They are simple, reliable, with their classic and timeless style mak-
ing them perfect for many vessels, especially for the charter business.

Material and finish, marine grade aluminium alloy: Our horizontal anchor 
windlasses are produced using marine grade aluminium alloy. The body is 
polished and anodised. Most of the components are made by hot forging. 
The horizontal models are available as standard in anodized aluminium. 
Some models are available with a painted white polyester coating. 

High performance motors: The horizontal windlasses’ electric motors 
have been designed to supply high torque in all working conditions. They 
are available in 12 or 24 Volt DC current and 230-440 V three phase 
AC current. Most of the motors have an IP66 rating with a galvanized 
body painted with a polyester coating. Our electric motors are specified 
to provide the necessary power for long run time. They are also designed 
to operate at an increased speed and so reducing operating time. Titan, 
Ercole and Super Ercole are also available in hydraulic motor versions.

Lofrans gearboxes: Most of our horizontal windlasses use a Lofrans-
made high efficiency worm screw gearbox. It is non-reversible with the 
gears produced with specific material able to withstand high-load strain. 
All gearboxes are oil lubricated in order to minimize working noise. The 
models for superior boats use a special Lofrans planetary - worm screw 
gearbox which allows them to have a high efficiency to dimension ratio.

Manual override: Most of the Lofrans horizontal windlasses are sup-
plied with manual override which makes the windlass capable of chain 
recovery in the event of electrical failure. The manual override has the 
secondary function to provide a safety mechanism so that chain jams do 
not damage the deck.

Independent drum from the Gypsy: Horizontal models give the choice of 
utilizing the drum for warping operations independently from the Gypsy.

Automatic free fall: Models KOBRA and CAYMAN 88 can optionally have 
a device installed named AUTOMATIC FREE FALL. This device allows dis-
engaging the clutch automatically by pushing the “Down” button of the 
remote control unit. Disengaging the clutch, the Gypsy rotates freely and 
the weight of the anchor releases the chain into the water.

Rope and chain management: Models DORADO and ATLAS are able to 
manage rope and chain by use of a special spring loaded tension arm 
called a finger, which pushes the rope deeply inside the Gypsy teeth.

CUSTOM PRODUCT: Models TITAN, ERCOLE and SUPER ERCOLE are 
available in six versions in order to meet all customer requirements.

See Pages 97-103 for
Vertical Windlasses
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Compatible Gypsies

Please refer to accessories section for control and 
installation products (see pages 49-56)

Manual

Dimensions in mm

Code Gypsy Size
630968   6 mm, ISO 4565 / DIN 766
630978   7mm,  ISO 4565
630994   8 mm, ISO 4565 / DIN 766
631118   10mm,                  DIN 766
631011   10mm, ISO 4565
631077   5/16 HT
631120   3/8 BBB
631122   3/8 PC

ROYAL - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

Main features
• Marine alluminim anodised body
• Indepent Gypsy and drum operation
• Manual chain release
• Manual override

Construction Anodised Aluminium
Motor size MANUAL
Power Supply (V) -
Maximum Pull (kg) 400
Working load (kg) 70
Amps  at Working Load (A) -
Line Speed at  Working Load (m/min) -
Max Line Speed (m/min) -
Net Weight with Drum (kg) 10

ROYAL Code

With 
Drum

6 mm, ISO 4565 / DIN 766 187323
7 mm, ISO 4565 600625

8 mm, ISO 4565 / DIN 766 404725
10 mm, DIN 766 600079

10 mm, ISO 4565 220002

Maintenance Kit
for ROYAL
Code....72046

Model A D F L M N

Manual 192 Ø85 222 80 145 167

# LOZKIT72046

LOZ/276A 6mm
LOZ/276B 1/4" HT & 7mm
LOZ/276C 5/16" BBB & 8mm
LOZ/276D 5/16" HT G40
LOZ/276G 3/8" BBB
LOZ/276H 3/8" HT & 10mm

Specify Gypsy Size when Ordering:
1/4" HT, 5/16 HT, 3/8" HT
8mm, 5/16" BBB, 3/8"BBB

LO-ROYAL
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Compatible Gypsies

Please refer to accessories section for control and 
installation products (see pages 49-56)

Manual

Dimensions in mm

Code Gypsy Size
630968   6 mm, ISO 4565 / DIN 766
630978   7mm,  ISO 4565
630994   8 mm, ISO 4565 / DIN 766
631118   10mm,                  DIN 766
631011   10mm, ISO 4565
631077   5/16 HT
631120   3/8 BBB
631122   3/8 PC

ROYAL - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

Main features
• Marine alluminim anodised body
• Indepent Gypsy and drum operation
• Manual chain release
• Manual override

Construction Anodised Aluminium
Motor size MANUAL
Power Supply (V) -
Maximum Pull (kg) 400
Working load (kg) 70
Amps  at Working Load (A) -
Line Speed at  Working Load (m/min) -
Max Line Speed (m/min) -
Net Weight with Drum (kg) 10

ROYAL Code

With 
Drum

6 mm, ISO 4565 / DIN 766 187323
7 mm, ISO 4565 600625

8 mm, ISO 4565 / DIN 766 404725
10 mm, DIN 766 600079

10 mm, ISO 4565 220002

Maintenance Kit
for ROYAL
Code....72046

Model A D F L M N

Manual 192 Ø85 222 80 145 167

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

500W  / 700W

DORADO - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

new

Main features
• Marine alluminim anodised body
• Manual chain release
• Rope chain management by the 
spring load arm
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Maintenance Kit
for DORADO
Code....72047

Code....72204
Code Gypsy Size

630974   6 mm, ISO 4565 / DIN 766
630984   7mm, ISO 4565
631003   8 mm, ISO 4565 / DIN 766

Construction Anodised Aluminium
Motor size 500 W 700 W
Power Supply (V) 12 12
Maximum Pull (kg) 600 650
Working load (kg) 70 80
Amps  at Working Load (A) 65 80
Line Speed at  Working Load (m/min) 18 20
Max Line Speed (m/min) 24 25
Net Weight Low Profile (kg) 10 11
Circuit Breaker (available separatly) 187331 187332
Control Box Included in package

DORADO Type Code Code

Low Profile
6 mm, ISO 4565 10-12 mm, 3-strand Port 409568 600048

8 mm, ISO 4565 / DIN 766 12 mm, 3-strand Port * 409569

Model A C F J L M N

500W 130 150 200 Ø82 48 98 53

700W 130 150 200 Ø94 48 98 53

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Stern windlass support, 
SS316, with roller & flange

32  

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

500W  / 700W

DORADO - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

new

Main features
• Marine alluminim anodised body
• Manual chain release
• Rope chain management by the 
spring load arm
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Maintenance Kit
for DORADO
Code....72047

Code....72204
Code Gypsy Size

630974   6 mm, ISO 4565 / DIN 766
630984   7mm, ISO 4565
631003   8 mm, ISO 4565 / DIN 766

Construction Anodised Aluminium
Motor size 500 W 700 W
Power Supply (V) 12 12
Maximum Pull (kg) 600 650
Working load (kg) 70 80
Amps  at Working Load (A) 65 80
Line Speed at  Working Load (m/min) 18 20
Max Line Speed (m/min) 24 25
Net Weight Low Profile (kg) 10 11
Circuit Breaker (available separatly) 187331 187332
Control Box Included in package

DORADO Type Code Code

Low Profile
6 mm, ISO 4565 10-12 mm, 3-strand Port 409568 600048

8 mm, ISO 4565 / DIN 766 12 mm, 3-strand Port * 409569

Model A C F J L M N

500W 130 150 200 Ø82 48 98 53

700W 130 150 200 Ø94 48 98 53

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Stern windlass support, 
SS316, with roller & flange

32  

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

500W  / 700W

DORADO - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

new

Main features
• Marine alluminim anodised body
• Manual chain release
• Rope chain management by the 
spring load arm
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Maintenance Kit
for DORADO
Code....72047

Code....72204
Code Gypsy Size

630974   6 mm, ISO 4565 / DIN 766
630984   7mm, ISO 4565
631003   8 mm, ISO 4565 / DIN 766

Construction Anodised Aluminium
Motor size 500 W 700 W
Power Supply (V) 12 12
Maximum Pull (kg) 600 650
Working load (kg) 70 80
Amps  at Working Load (A) 65 80
Line Speed at  Working Load (m/min) 18 20
Max Line Speed (m/min) 24 25
Net Weight Low Profile (kg) 10 11
Circuit Breaker (available separatly) 187331 187332
Control Box Included in package

DORADO Type Code Code

Low Profile
6 mm, ISO 4565 10-12 mm, 3-strand Port 409568 600048

8 mm, ISO 4565 / DIN 766 12 mm, 3-strand Port * 409569

Model A C F J L M N

500W 130 150 200 Ø82 48 98 53

700W 130 150 200 Ø94 48 98 53

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Stern windlass support, 
SS316, with roller & flange

32  

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

500W  / 700W

DORADO - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

new

Main features
• Marine alluminim anodised body
• Manual chain release
• Rope chain management by the 
spring load arm
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Maintenance Kit
for DORADO
Code....72047

Code....72204
Code Gypsy Size

630974   6 mm, ISO 4565 / DIN 766
630984   7mm, ISO 4565
631003   8 mm, ISO 4565 / DIN 766

Construction Anodised Aluminium
Motor size 500 W 700 W
Power Supply (V) 12 12
Maximum Pull (kg) 600 650
Working load (kg) 70 80
Amps  at Working Load (A) 65 80
Line Speed at  Working Load (m/min) 18 20
Max Line Speed (m/min) 24 25
Net Weight Low Profile (kg) 10 11
Circuit Breaker (available separatly) 187331 187332
Control Box Included in package

DORADO Type Code Code

Low Profile
6 mm, ISO 4565 10-12 mm, 3-strand Port 409568 600048

8 mm, ISO 4565 / DIN 766 12 mm, 3-strand Port * 409569

Model A C F J L M N

500W 130 150 200 Ø82 48 98 53

700W 130 150 200 Ø94 48 98 53

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Stern windlass support, 
SS316, with roller & flange

LION
700W

• White polyester coating
• Manual chain release
• Rope chain management by the spring load arm
• Chain counter magnet pre-setting as standard 
• Heavy duty rated IP66 electric motor
• Control Box included in package

Main Features

32  

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

500W  / 700W

DORADO - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

new

Main features
• Marine alluminim anodised body
• Manual chain release
• Rope chain management by the 
spring load arm
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Maintenance Kit
for DORADO
Code....72047

Code....72204
Code Gypsy Size

630974   6 mm, ISO 4565 / DIN 766
630984   7mm, ISO 4565
631003   8 mm, ISO 4565 / DIN 766

Construction Anodised Aluminium
Motor size 500 W 700 W
Power Supply (V) 12 12
Maximum Pull (kg) 600 650
Working load (kg) 70 80
Amps  at Working Load (A) 65 80
Line Speed at  Working Load (m/min) 18 20
Max Line Speed (m/min) 24 25
Net Weight Low Profile (kg) 10 11
Circuit Breaker (available separatly) 187331 187332
Control Box Included in package

DORADO Type Code Code

Low Profile
6 mm, ISO 4565 10-12 mm, 3-strand Port 409568 600048

8 mm, ISO 4565 / DIN 766 12 mm, 3-strand Port * 409569

Model A C F J L M N

500W 130 150 200 Ø82 48 98 53

700W 130 150 200 Ø94 48 98 53

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Stern windlass support, 
SS316, with roller & flange

32  

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

500W  / 700W

DORADO - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

new

Main features
• Marine alluminim anodised body
• Manual chain release
• Rope chain management by the 
spring load arm
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Maintenance Kit
for DORADO
Code....72047

Code....72204
Code Gypsy Size

630974   6 mm, ISO 4565 / DIN 766
630984   7mm, ISO 4565
631003   8 mm, ISO 4565 / DIN 766

Construction Anodised Aluminium
Motor size 500 W 700 W
Power Supply (V) 12 12
Maximum Pull (kg) 600 650
Working load (kg) 70 80
Amps  at Working Load (A) 65 80
Line Speed at  Working Load (m/min) 18 20
Max Line Speed (m/min) 24 25
Net Weight Low Profile (kg) 10 11
Circuit Breaker (available separatly) 187331 187332
Control Box Included in package

DORADO Type Code Code

Low Profile
6 mm, ISO 4565 10-12 mm, 3-strand Port 409568 600048

8 mm, ISO 4565 / DIN 766 12 mm, 3-strand Port * 409569

Model A C F J L M N

500W 130 150 200 Ø82 48 98 53

700W 130 150 200 Ø94 48 98 53

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Stern windlass support, 
SS316, with roller & flange

32  

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

500W  / 700W

DORADO - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

new

Main features
• Marine alluminim anodised body
• Manual chain release
• Rope chain management by the 
spring load arm
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Maintenance Kit
for DORADO
Code....72047

Code....72204
Code Gypsy Size

630974   6 mm, ISO 4565 / DIN 766
630984   7mm, ISO 4565
631003   8 mm, ISO 4565 / DIN 766

Construction Anodised Aluminium
Motor size 500 W 700 W
Power Supply (V) 12 12
Maximum Pull (kg) 600 650
Working load (kg) 70 80
Amps  at Working Load (A) 65 80
Line Speed at  Working Load (m/min) 18 20
Max Line Speed (m/min) 24 25
Net Weight Low Profile (kg) 10 11
Circuit Breaker (available separatly) 187331 187332
Control Box Included in package

DORADO Type Code Code

Low Profile
6 mm, ISO 4565 10-12 mm, 3-strand Port 409568 600048

8 mm, ISO 4565 / DIN 766 12 mm, 3-strand Port * 409569

Model A C F J L M N

500W 130 150 200 Ø82 48 98 53

700W 130 150 200 Ø94 48 98 53

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Stern windlass support, 
SS316, with roller & flange

700 W 153 272 50 93 75

33

M
O

NZA - ITALY
 - M

O

NZA - IT

AL
Y 

-

www.lofrans.com

Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

Low profile

600W

ATLAS - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

Model A F L M N

600W 153 272 50 93 75

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Main features
• Marine alluminim anodised body
• Available in white polyester coating
• Manual chain release
• Rope chain management by the spring 
load arm
• Chain counter magnet pre-setting as 
standard
• Heavy duty rated IP66 electric motor

Maintenance Kit
for ATLAS
Code....72045

Code Gypsy Size
631005   6 mm, ISO 4565 / DIN 766
631007   7mm, ISO 4565
631009   8 mm, ISO 4565 / DIN 766

Construction Anodised Aluminium
Motor size 700 W
Power Supply (V) 12
Maximum Pull (kg) 575
Working load (kg)                                                                                                             105
Amps  at Working Load (A) 60
Line Speed at  Working Load (m/min) 23
Max Line Speed (m/min) 26
Net Weight Low Profile (kg) 11
Circuit Breaker (available separatly) 187332
Control Box BuilT in

ATLAS Code

Low 
Profile

6 mm, ISO 4565 10-12 mm, 3-strand 600023
7 mm, ISO 4565 12 mm, 3-strand 600024

8 mm, ISO 4565 / DIN 766 12 mm, 3-strand 600025

White Polyester Coating

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W

See Pg. 113

LO-LION 700 W. For 5/16" HT Chain & 1/2" Rope.
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Compatible Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

500W  / 700W

DORADO - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

new

Main features
• Marine alluminim anodised body
• Manual chain release
• Rope chain management by the 
spring load arm
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Maintenance Kit
for DORADO
Code....72047

Code....72204
Code Gypsy Size

630974   6 mm, ISO 4565 / DIN 766
630984   7mm, ISO 4565
631003   8 mm, ISO 4565 / DIN 766

Construction Anodised Aluminium
Motor size 500 W 700 W
Power Supply (V) 12 12
Maximum Pull (kg) 600 650
Working load (kg) 70 80
Amps  at Working Load (A) 65 80
Line Speed at  Working Load (m/min) 18 20
Max Line Speed (m/min) 24 25
Net Weight Low Profile (kg) 10 11
Circuit Breaker (available separatly) 187331 187332
Control Box Included in package

DORADO Type Code Code

Low Profile
6 mm, ISO 4565 10-12 mm, 3-strand Port 409568 600048

8 mm, ISO 4565 / DIN 766 12 mm, 3-strand Port * 409569

Model A C F J L M N

500W 130 150 200 Ø82 48 98 53

700W 130 150 200 Ø94 48 98 53

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Stern windlass support, 
SS316, with roller & flange

1/4" HT Chain 1/2" Rope LO-DORADO LO-DORADO-7

5/16" HT Chain 1/2" Rope * LO-DORADO-516

# LOZKIT72047

LOZ/206C 1/4"HT Chain      - 1/2" Rope
LOZ/206D 5/16"HT Chain    - 1/2" Rope
LOZ/206BBB 3/16" BBB Chain - 1/2" Rope

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W

See Pg. 113

* = Not Stocked - Special Order
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1000W

KOBRA - Horizontal Windlass

Keep your LOFRANS'as good as NEW!

Compatible Gypsies

Please refer to accessories section for control and 
installation products (see pages 49-56)

Dimensions in mm

3
Years Limited

Warranty
�

Years Limited
Warranty

Maintenance Kit
for CAYMAN 
& KOBRA
Code....72048

Code Gypsy Size
630968   6 mm, ISO 4565 / DIN 766
630978   7 mm, ISO 4565
630994   8 mm, ISO 4565 / DIN 766
631118   10 mm,               / DIN 766
631011   10 mm, ISO 4565
631120   3/8 BBB
631122   3/8 PC
631077   5/16 HT Construction Anodised Aluminium

Motor size 1000 W
Power Supply (V) 12 24
Maximum Pull (kg) 1250 1325
Working load (kg) 170 170
Amps  at Working Load (A) 150 80
Line Speed at  Working Load (m/min) 16 17
Max Line Speed (m/min) 32 33
Net Weight with Drum (kg) 21 21
Circuit Breaker (available separatly) 187333 187332
Control Box Included in package

KOBRA Code Code

With Drum

6 mm, ISO 4565 / DIN 766 600051 600513
8 mm, ISO 4565 / DIN 766 220260 600514

10 mm, DIN 766 600052 471734
10 mm, ISO 4565 428747 220420

Model A C F D J L M N

1000W 184 136 250 Ø85 Ø114 83 147 172

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Specify Gypsy Size when 
Ordering:
1/4" HT, 5/16 HT, 3/8" HT
8mm, 5/16" BBB, 3/8"BBB

LO-KOBRA * Special Order
# LOZKIT72048

LOZ/276A 6mm
LOZ/276B 1/4" HT & 7mm
LOZ/276C 5/16" BBB & 8mm
LOZ/276D 5/16" HT G40
LOZ/276G 3/8" BBB
LOZ/276H 3/8" HT & 10mm

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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1000W

KOBRA - Horizontal Windlass

Keep your LOFRANS'as good as NEW!

Compatible Gypsies

Please refer to accessories section for control and 
installation products (see pages 49-56)

Dimensions in mm

3
Years Limited

Warranty
�

Years Limited
Warranty

Maintenance Kit
for CAYMAN 
& KOBRA
Code....72048

Code Gypsy Size
630968   6 mm, ISO 4565 / DIN 766
630978   7 mm, ISO 4565
630994   8 mm, ISO 4565 / DIN 766
631118   10 mm,               / DIN 766
631011   10 mm, ISO 4565
631120   3/8 BBB
631122   3/8 PC
631077   5/16 HT Construction Anodised Aluminium

Motor size 1000 W
Power Supply (V) 12 24
Maximum Pull (kg) 1250 1325
Working load (kg) 170 170
Amps  at Working Load (A) 150 80
Line Speed at  Working Load (m/min) 16 17
Max Line Speed (m/min) 32 33
Net Weight with Drum (kg) 21 21
Circuit Breaker (available separatly) 187333 187332
Control Box Included in package

KOBRA Code Code

With Drum

6 mm, ISO 4565 / DIN 766 600051 600513
8 mm, ISO 4565 / DIN 766 220260 600514

10 mm, DIN 766 600052 471734
10 mm, ISO 4565 428747 220420

Model A C F D J L M N

1000W 184 136 250 Ø85 Ø114 83 147 172

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table
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700W  / 1000W

CAYMAN - Horizontal Windlass

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Optional Accessories

Dimensions in mm

3
Years Limited

Warranty
�

Years Limited
Warranty

Construction Anodised Aluminium
Motor size 700 W 1000 W
Power Supply (V) 12 12 24
Maximum Pull (kg) 1000 1250 1325
Working load (kg) 100 170 170
Amps  at Working Load (A) 110 150 80
Line Speed at  Working Load (m/min) 21 16 17
Max Line Speed (m/min) 32 32 33
Net Weight with Drum (kg) 24 25 25
Circuit Breaker (available separatly) 187332 187333 187332
Control Box Included in package

CAYMAN Code Code Code

With Drum

6 mm, ISO 4565 / DIN 766 600043 * *
8 mm, ISO 4565 / DIN 766 220273 220279 *

10 mm, ISO 4565 * 419732 *
10 mm, DIN 766 * 600165 600180

Main features (CAYMAN & KOBRA)
• Marine alluminim anodised body
• Indepent Gypsy and drum operation
• Manual chain release
• Manual override
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Model A D F L M N

700W 230 Ø85 370 85 150 175

1000W 230 Ø85 370 85 150 175

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Specify Gypsy Size when 
Ordering:
1/4" HT, 5/16 HT, 3/8" HT
8mm, 5/16" BBB, 3/8"BBB

* Special Order LO-CAYMAN * Special Order

34  

700W  / 1000W

CAYMAN - Horizontal Windlass

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Optional Accessories

Dimensions in mm

3
Years Limited

Warranty
�

Years Limited
Warranty

Construction Anodised Aluminium
Motor size 700 W 1000 W
Power Supply (V) 12 12 24
Maximum Pull (kg) 1000 1250 1325
Working load (kg) 100 170 170
Amps  at Working Load (A) 110 150 80
Line Speed at  Working Load (m/min) 21 16 17
Max Line Speed (m/min) 32 32 33
Net Weight with Drum (kg) 24 25 25
Circuit Breaker (available separatly) 187332 187333 187332
Control Box Included in package

CAYMAN Code Code Code

With Drum

6 mm, ISO 4565 / DIN 766 600043 * *
8 mm, ISO 4565 / DIN 766 220273 220279 *

10 mm, ISO 4565 * 419732 *
10 mm, DIN 766 * 600165 600180

Main features (CAYMAN & KOBRA)
• Marine alluminim anodised body
• Indepent Gypsy and drum operation
• Manual chain release
• Manual override
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Model A D F L M N

700W 230 Ø85 370 85 150 175

1000W 230 Ø85 370 85 150 175

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table
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1000W

KOBRA - Horizontal Windlass

Keep your LOFRANS'as good as NEW!

Compatible Gypsies

Please refer to accessories section for control and 
installation products (see pages 49-56)

Dimensions in mm

3
Years Limited

Warranty
�

Years Limited
Warranty

Maintenance Kit
for CAYMAN 
& KOBRA
Code....72048

Code Gypsy Size
630968   6 mm, ISO 4565 / DIN 766
630978   7 mm, ISO 4565
630994   8 mm, ISO 4565 / DIN 766
631118   10 mm,               / DIN 766
631011   10 mm, ISO 4565
631120   3/8 BBB
631122   3/8 PC
631077   5/16 HT Construction Anodised Aluminium

Motor size 1000 W
Power Supply (V) 12 24
Maximum Pull (kg) 1250 1325
Working load (kg) 170 170
Amps  at Working Load (A) 150 80
Line Speed at  Working Load (m/min) 16 17
Max Line Speed (m/min) 32 33
Net Weight with Drum (kg) 21 21
Circuit Breaker (available separatly) 187333 187332
Control Box Included in package

KOBRA Code Code

With Drum

6 mm, ISO 4565 / DIN 766 600051 600513
8 mm, ISO 4565 / DIN 766 220260 600514

10 mm, DIN 766 600052 471734
10 mm, ISO 4565 428747 220420

Model A C F D J L M N

1000W 184 136 250 Ø85 Ø114 83 147 172

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

LOZ/276A 6mm
LOZ/276B 1/4" HT & 7mm
LOZ/276C 5/16" BBB & 8mm
LOZ/276D 5/16" HT G40
LOZ/276G 3/8" BBB
LOZ/276H 3/8" HT & 10mm

34  

700W  / 1000W

CAYMAN - Horizontal Windlass

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Optional Accessories

Dimensions in mm

3
Years Limited

Warranty
�

Years Limited
Warranty

Construction Anodised Aluminium
Motor size 700 W 1000 W
Power Supply (V) 12 12 24
Maximum Pull (kg) 1000 1250 1325
Working load (kg) 100 170 170
Amps  at Working Load (A) 110 150 80
Line Speed at  Working Load (m/min) 21 16 17
Max Line Speed (m/min) 32 32 33
Net Weight with Drum (kg) 24 25 25
Circuit Breaker (available separatly) 187332 187333 187332
Control Box Included in package

CAYMAN Code Code Code

With Drum

6 mm, ISO 4565 / DIN 766 600043 * *
8 mm, ISO 4565 / DIN 766 220273 220279 *

10 mm, ISO 4565 * 419732 *
10 mm, DIN 766 * 600165 600180

Main features (CAYMAN & KOBRA)
• Marine alluminim anodised body
• Indepent Gypsy and drum operation
• Manual chain release
• Manual override
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Model A D F L M N

700W 230 Ø85 370 85 150 175

1000W 230 Ø85 370 85 150 175

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

34  

700W  / 1000W

CAYMAN - Horizontal Windlass

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Optional Accessories

Dimensions in mm

3
Years Limited

Warranty
�

Years Limited
Warranty

Construction Anodised Aluminium
Motor size 700 W 1000 W
Power Supply (V) 12 12 24
Maximum Pull (kg) 1000 1250 1325
Working load (kg) 100 170 170
Amps  at Working Load (A) 110 150 80
Line Speed at  Working Load (m/min) 21 16 17
Max Line Speed (m/min) 32 32 33
Net Weight with Drum (kg) 24 25 25
Circuit Breaker (available separatly) 187332 187333 187332
Control Box Included in package

CAYMAN Code Code Code

With Drum

6 mm, ISO 4565 / DIN 766 600043 * *
8 mm, ISO 4565 / DIN 766 220273 220279 *

10 mm, ISO 4565 * 419732 *
10 mm, DIN 766 * 600165 600180

Main features (CAYMAN & KOBRA)
• Marine alluminim anodised body
• Indepent Gypsy and drum operation
• Manual chain release
• Manual override
• Heavy duty rated IP66 electric 
motor
• Automatic free fall available as 
option

Model A D F L M N

700W 230 Ø85 370 85 150 175

1000W 230 Ø85 370 85 150 175

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W

See Pg. 113
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Compatible 
Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

1500W

TIGRES  - Horizontal Windlass

Dimensions in mm

3
Years Limited

Warranty
�

Years Limited
Warranty

Main features
• Marine alluminim anodised body
• Available in white polyester coating
• Indepent Gypsy and drum operation
• Manual chain release
• Manual override
• Heavy duty rated IP66 electric motor
• Automatic free fall available as option

Maintenance Kit
for TIGRES
Code....72050

Code Gypsy Size
630968   6 mm, ISO 4565 / DIN 766
630978   7mm, ISO 4565
630994   8 mm, ISO 4565 / DIN 766
631118   10 mm,               / DIN 766
631011   10 mm, ISO 4565
631120   3/8 BBB
631122   3/8 PC
631077   5/16 HT

Construction Anodised Aluminium
Motor size 1500 W
Power Supply (V) 12 24
Maximum Pull (kg) 1350 1400
Working load (kg) 195 195
Amps  at Working Load (A) 160 90
Line Speed at  Working Load (m/min) 14 16
Max Line Speed (m/min) 33 33
Net Weight with Drum (kg) 28 28
Circuit Breaker (available separatly) 187333 187332
Control Box Included in package

TIGRES Code Code

With Drum
8 mm, ISO 4565 / DIN 766 418407 418409

10 mm, DIN 766 600055 600059
10 mm, ISO 4565 470060 220290

Model A D F L M N

1500W 290 Ø85 415 90 155 185

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

Specify Gypsy Size when 
Ordering:
1/4" HT, 5/16 HT, 3/8" HT
8mm, 5/16" BBB, 3/8"BBB

LO-TIGRES LO-TIGRES-24

# LOZKIT72050

LOZ/276A 6mm
LOZ/276B 1/4" HT & 7mm
LOZ/276C 5/16" BBB & 8mm
LOZ/276D 5/16" HT G40
LOZ/276G 3/8" BBB
LOZ/276H 3/8" HT & 10mm

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W

See Pg. 113
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Compatible 
Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control
• Chain Stopper

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

1700W

FALKON - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

Model A D F L M N

1700W 340 Ø104 500 147 240 235

Maintenance Kit
for FALKON

Code....72051

Code Gypsy Size
630996   8 mm, ISO 4565 / DIN 766
631132   10 mm,               / DIN 766
631022   10 mm, ISO 4565
631031   12mm, ISO 4565 / 13mm, DIN 766
631050   13mm,                 / DIN 764
631059   14mm
631033   1/2” BBB
631036   1/2” G40
631124   3/8” G40
631129   5/16” HT
630992  7/16” HT

Main features
• Marine alluminim anodised body
• Available in white polyester coating
• Indepent Gypsy and drum operation
• Manual chain release
• Manual override
• Heavy duty rated IP66 electric motor

Construction Anodised Aluminium
Motor size 1700 W
Power Supply (V) 12 24
Maximum Pull (kg) 1700 1800
Working load (kg) 290 290
Amps  at Working Load (A) 210 100
Line Speed at  Working Load (m/min) 14 15
Max Line Speed (m/min) 33 33
Net Weight with Drum (kg) 55 55
Circuit Breaker (available separatly) 187334 187332
Control Box Included in package

FALKON Code Code

With drum
10 mm, DIN 766 600063 600067

10 mm, ISO 4565 220293 418511
12mm ISO 4565 / 13mm DIN 766 404732 404733

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

# LOZKIT72051

LOZ/367B 3/8" HT & 10mm
LOZ/367C 3/8" BBB
LOZ/367E 1/2" HT
LOZ/367E 1/2" BBB
LOZ/367-516HT 5/16" HT
LOZ/367A 8mm

Specify Gypsy Size when 
Ordering:
5/16" HT, 8mm, 3/8" HT, 
3/8"BBB, 10mm, 1/2" HT,
1/2" BBB

LO-FALKON LO-FALKON-24

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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Compatible 
Gypsies

• Foot Switch
• Control Switch
• Circuit Breaker
• Chain Counter
• Hand Held Control
• Radio Control
• Chain Stopper

Please refer to accessories section for control and 
installation products (see pages 49-56)

Optional Accessories

Dimensions in mm

1700W

FALKON - Horizontal Windlass

3
Years Limited

Warranty
�

Years Limited
Warranty

Model A D F L M N

1700W 340 Ø104 500 147 240 235

Maintenance Kit
for FALKON

Code....72051

Code Gypsy Size
630996   8 mm, ISO 4565 / DIN 766
631132   10 mm,               / DIN 766
631022   10 mm, ISO 4565
631031   12mm, ISO 4565 / 13mm, DIN 766
631050   13mm,                 / DIN 764
631059   14mm
631033   1/2” BBB
631036   1/2” G40
631124   3/8” G40
631129   5/16” HT
630992  7/16” HT

Main features
• Marine alluminim anodised body
• Available in white polyester coating
• Indepent Gypsy and drum operation
• Manual chain release
• Manual override
• Heavy duty rated IP66 electric motor

Construction Anodised Aluminium
Motor size 1700 W
Power Supply (V) 12 24
Maximum Pull (kg) 1700 1800
Working load (kg) 290 290
Amps  at Working Load (A) 210 100
Line Speed at  Working Load (m/min) 14 15
Max Line Speed (m/min) 33 33
Net Weight with Drum (kg) 55 55
Circuit Breaker (available separatly) 187334 187332
Control Box Included in package

FALKON Code Code

With drum
10 mm, DIN 766 600063 600067

10 mm, ISO 4565 220293 418511
12mm ISO 4565 / 13mm DIN 766 404732 404733

*Non-standard configuration optional gypsies can be supplied separately. 
Please refer to compatible gypsies table

See Pg. 113
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HORIZONTAL ERCOLE
SUPER ERCOLE

10  

With Drum

X2 - Vertical Windlass
700W / 1000W / 1500W

Main features
•  Luxury chrome bronze base and drum
•  Special watertight stainless steel ball bearing 
in the base
•  With drum or Low profile
•  Indepent Gypsy and drum operation
•  Rope and chain combination Gypsy
•  Manual chain release
•  Manual override available for chromed bronze 
models only
•  Rope chain management by the spring loaded 
arm
•  Chain counter magnet pre-installed as standard
•  IP67 rated heavy duty electric motor
•  Anodised marine aluminium gearbox

X2 Code Code Code Code Code Code Code Code Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 - 600044 * 600049 * * * 600046 601022 600997 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472735 * 472751 472750 600057 600061 472862 601024 473212 473255 * *

10 mm, DIN 766 - * * * * * 601068 * * 602096 473227 187274 187276
10 mm, ISO 4565 - * * 600053 * 600056 600060 * * 472863 * 601013 601044

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 - 600045 602111 600050 * * * 600047 601016 600989 * * *

8 mm, 
ISO 4565 / DIN 766

14 mm, 
3-strand 472558 * 472557 * * 601065 472861 601018 473213 600054 * *

10 mm, DIN 766 - * * * * 601055 601067 * * 602097 473226 187273 601041
10 mm, ISO 4565 - * * 57450 * 601054 601066 * * 472864 478642 601008 602529

Construction Aluminium Chromed bronze
Motor size 800W 1000 W 1500 W 800W 1000 W 1500 W
Power Supply (V) 12 24 12 24 12 24 12 24 12 24 12 24
Maximum Pull (kg) 750 750 1000 1060 1200 1250 850 850 1000 1060 1200 1250
Working load (kg) 80 80 165 165 190 190 80 80 165 165 190 190
Amps  at Working Load (A) 90 45 135 70 150 75 90 45 135 70 150 75
Line Speed at  Working Load (m/min) 26 26 20 23 17 19 26 26 20 23 17 19
Max Line Speed (m/min) 35 35 40 40 40 40 35 35 40 40 40 40
Net Weight Low Profile (kg) 18 18 19 23 24 24 21 21 23 23 24 24
Net Weight with Drum (kg) 19 19 20 24 25 25 23 23 24 24 25 25
Circuit Breaker  (available separatly) 187332 187331 187333 187332 187333 187332 187332 187331 187333 187332 187333 187332
Control Box Included in package

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

LARGE WINDLASSES
Lofrans Horizontal and Vertical windlasses for boats up to 120 feet.

Please contact us for more detailed information and technical
specifications on these larger windlasses.

VERTICAL ERCOLE

TITAN

X5

WIRELESS REMOTE CONTROL
4 CHANNEL

Lofrans' radio remote control is designed to work with our range of 
windlasses. The remote control can also be used to operate other 
onboard equipment such as thrusters, passerelles, cranes, etc.

LO.GALAXI303
• Transmitter rated IP67
• Supports up to 8 independently controlled channels
• Each receiver can switch 4 channels (12/24 V - 2 A) 
• Each transmitter can handle 2 receivers (8 channels)
• Digital recognition avoids accidental activation of other system 
• Zero power consumption when in standby mode (transmitter)
• Easy to install and set up, simple to use

 WIRELESS UP/DOWN CONTROL
with CHAIN COUNTER

Galaxy Chaing Counters provide absolute comfort on board during anchoring
manoeuvers as you are in full control of the situation at the touch of a button.

LO.GALAXI703
Up/Down wireless chain counter and remote control. With On/Off Switch.
• Fully operational up to 20-30m distance
• Frequency 433.92 Mhz
• Waterproof housing
• High visibility LCD display
• Multilingual menu (EN, FR, DE, ES, IT)
• Power supply: 10-30V DC.
• Reverse polarity protection
• Possibility of parallel connection
• Automatic anchor lowering function
• Anchor retrieving alarm.
• Display of consumption, power supply, chain speed and mooring lengths in 

meters and feet
• 8 levels of backlighting and contrast
• Sensor detection function
• Wall mounted holster.
• Complies with IP67 Standards (dustproof and waterproof)

WIRELESS REMOTE SWITCHES / CHAIN COUNTERS

X3.5 X4

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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 ANCHORING CONTROL

 WATERTIGHT FOOT SWITCH  WATERTIGHT FOOT SWITCH
with Stainless Flip Top

LO10000L Up/down Toggle Switch for electric  
 anchor windlasses. 3-1/2 X 2".

WATERTIGHT CONTROL BOX
Dual Solenoid, Sealed Unit

LO.CB001217
Control Box 12V. 500-1700W.
For 2 and 4-terminal motors. 

LO610012CB
Control box 12V. 500W - 1700W.
For 3-terminal motors. 

LO61-U Up foot switch. 3-1/16" O.D.
 Black Pad.
LO61-D Down foot switch. 3-1/16" O.D.
 Red Pad.
Foot switches have a flip top for safety.

LO61-USS Up foot switch. 3-1/16" O.D.
 Black Pad.
LO61-DSS Down foot switch. 3-1/16" O.D.
 Red Pad.

 Stainless flip top for safety.

LO10000C Up/down Rocker Switch for electric
 anchor windlasses. 3-1/2 X 2".

LO10000L LO10000C

LO610024CB
Control box 24V. 1500W - 2000W.
For 3-terminal motors.

LO61-U

LO61-DSS

LO61-DSS

LO61-D

IRIS is a technologically advanced instrument with an elegant 
and ergonomic design that makes it suitable for all types of 
boat cockpits. IRIS is supplied with an evolved microproces-
sor, with different operations allowing an optimum anchoring.

LO.IRIS
• Chain speed indicator / mooring length in meters or feet
• Voltage indicator
• Up alarm sensor
• Switch on button / Key tones adjustment
• High vision LCD display / Backlit display screen / Eight level
 of contrast
• Six language menu (IT, EN, FR, DE, ES, GR)
• Able to control free fall windlasses
• Parallel connection

HANDHELD REMOTE CONTROL

LO.GALAXI102
Up/Down remote control with 4m coiled wire cord
and waterproof connector.
• Waterproof housing
• Power supply: 10-30V DC.
• Reverse polarity protection
• Possibility of parallel connection
• Wall mounted holster.
• Complies with IP67 Standards (dustproof and 

waterproof)

 HANDHELD UP/DOWN CONTROL
with CHAIN COUNTER

Galaxy Chaing Counters provide absolute comfort on 
board during anchoring manoeuvers as you are in full 
control of the situation at the touch of a button.

LO.GALAXI503
Up/Down remote control and chain counter.
With 4m coiled wire cord and waterproof connector.
• Waterproof housing
• High visibility LCD display
• Multilingual menu (EN, FR, DE, ES, IT)
• Power supply: 10-30V DC.
• Reverse polarity protection
• Possibility of parallel connection
• Automatic anchor lowering function
• Anchor retrieving alarm.
• Display of consumption, power supply, chain 

speed and mooring lengths in meters and feet
• 8 levels of backlighting and contrast
• Sensor detection function
• Wall mounted holster.
• Complies with IP67 Standards (dustproof and 

waterproof)

REMOTE SWITCHES / CHAIN COUNTERS

ACCESSORIES

 UP/DOWN PANEL CONTROL
with CHAIN COUNTER

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W
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Every Lofrans Windlass has its maintenance kit, all you have to do is choose the kit 
and, according to the exploded diagram, you can easily keep your Lofrans Windlass as 
good as new.
Each kit contains a selection of Lofrans parts to cover most maintenance needs.
Please refer to Lofrans website www.lofrans.com for Kit Contents.

Code  For WINDLASS
LOZKIT72036  X0

LOZKIT72037  X1

LOZKIT72038  X2 & PROJECT 1000

LOZKIT72039  X2 ALU

LOZKIT72040  X3, X3 ALU & PROJECT 1500

LOZKIT72045  ATLAS

LOZKIT72046  ROYAL

LOZKIT72047  DORADO

LOZKIT72048  KOBRA & CAYMAN

LOZKIT72050  TIGRES

LOZKIT72051  FALKON

LOFRANS MAINTENANCE KITS

8  

Low profile

With Drum

Construction Aluminium Chromed bronze

Motor size 500 W 500 W                                    800 W                                    1000 W

Power Supply (V) 12 12 12 12

Maximum Pull (kg) 630 630 700 900

Working load (kg) 70 70 80 120

Amps  at Working Load (A) 75 75 80 120

Line Speed at  Working Load (m/min) 23 23 25 18

Max Line Speed (m/min) 26 26 28 30

Net Weight Low Profile (kg) 10 11 13 16

Net Weight with Drum (kg) 11 12 14 17

Circuit Breaker (available separatly) 187331 187331 187332 187333

Control Box Included in package

X1 - Vertical Windlass

X1 Code Code Code Code

With 
Drum

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409558 472881 473207 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187270 473003 600092

Low 
Profile

6 mm, 
ISO 4565 / DIN 766 10-12 mm, 3-strand 409557 472880 473217 *

8 mm, 
ISO 4565 / DIN 766 12 mm, 3-strand * 187269 473002 600093

Main features
• Luxury chrome bronze base and drum
• With drum or Low profile
• Indepent Gypsy and drum operation
• Rope and chain combination Gypsy
• Manual chain release
• Rope chain management by the spring loaded arm
• Chain counter magnet pre-installed as standard
• IP67 rated heavy duty electric motor
• Anodised marine aluminium gearbox

*Non-standard configuration optional gypsies can be supplied separately. Please refer to compatible gypsies table on next page.

500W / 700W / 1000W

AA11615-30A  30 Amp
AA11615-40A  40 Amp
AA11615-50A  50 Amp
AA11615-60A  60 Amp
AA11615-70A  70 Amp
AA11615-80A  80 Amp
AA11615-90A  90 Amp
AA11615-100A  100 Amp
AA11615-120A  120 Amp
AA11615-135A  135 Amp
AA11615-150A  150 Amp
AA11615-180A  180 Amp
AA11615-200A  200 Amp

AA11616-50A  50 Amp
AA11616-60A  60 Amp
AA11616-70A  70 Amp
AA11616-80A  80 Amp
AA11616-90A  90 Amp
AA11616-100A  100 Amp
AA11616-200A  200 Amp

HIGH-AMP CIRCUIT BREAKER,
Flush Mount
• Ratings: 50A to 200A
• Voltage: 42 VDC maximum
• Interrupt Rating: 3000A @ 30 VDC
• Operating Temperature: -32°C to 82°C
• Storage Temperature: -34°C~149°C
• Housing: Thermoset plastic, UL rated 94VO
• IP67
• 74mm x 49mm.

HIGH-AMP CIRCUIT BREAKER,
Surface Mount
• Ratings: 50A to 200A
• Voltage: 42 VDC maximum
• Interrupt Rating: 3000A @ 30 VDC
• Operating Temperature: -32°C to 82°C
• Storage Temperature: -34°C to 149°C
• Housing: Thermoset plastic, UL rated 94VO
• IP67
• 74mm x 49mm.

VICTORY  HIGH AMPERAGE CIRCUIT BREAKERS & SOLENOIDS

DECK SWITCH / SOLENOID
SO10502 Black. Heavy Duty. 150 Amp. 
 With Hinged Cover.            

SO10600 Continuous duty solenoid. 150 Amp. SO10502
SO10600 
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Grade 43 Chain. Hot Dip Galvanized

DC14HT 1/4" High Test
DC516HT 5/16" High Test
DC38HT 3/8" High Test
DC12HT 1/2" High Test

Maggigroup aggiunge alla già vasta gamma di catene prodotte, la 
versione AQUA 4 e AQUA 7 con le misure imperiali adatte per 
barbotin americani. L’AQUA4 in versione imperial size si configura 
come catena grado 43 secondo gli standard statunitensi. Come l’A-
QUA 4 può essere corredata della certificazione RINA. Le tese col-
laudate secondo questa procedura vengono poi opportunamente 
marcate per consentire la successiva tracciabilità dopo la vendita. La 
catena AQUA 7 in versione imperial size è progettata e prodotta 
negli stabilimenti Maggigroup per resistere a rottura sino a sforzi 
pari a 70 kg per mm2. Ideale per resistere ad elevate sollecitazioni,  
ed inoltre costituisce la soluzione ad innumerevoli problemi proget-
tuali legati ai pesi, volumi di ingombro. Anche la versione AQUA 7 
imperial size può essere richiesta corredata di certificazione RINA. 

Maggigroup lancia anche sul mercato statunitense un nuovo stan-
dard che la differenzia dai concorrenti. 

The new range Aqua  
“Imperial size”

La nuova gamma Aqua  
“Imperial size”

Maggigroup adds to the already wide range of chains produced 
the  version AQUA 4  and AQUA 7 with the imperial sizes suita-
ble for Americans windlass. The Aqua 4 imperial size is configured 
as 43 grade as required from U.S. chain standards . As the AQUA 
4,  it may be   provided with RINA certification.   
This procedure requires the chain stretched lengths tested 
to be suitable marked to ensure their post-sales traceability.    
The AQUA 7 imperial sizes version is designed and produced in the 
Maggigroup’s plants to ensure a tensile strength of 70 kg per mm2. 
The best answer to solve the endless design problems associated with 
the weights, volumes and design of anchor winches. Also the AQUA 7 
imperial sizes version could be required with RINA certification.

Maggigroup launched a new standard on the U.S. market which stands 
apart of the competitor. 
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Maggigroup aggiunge alla già vasta gamma di catene prodotte, la 
versione AQUA 4 e AQUA 7 con le misure imperiali adatte per 
barbotin americani. L’AQUA4 in versione imperial size si configura 
come catena grado 43 secondo gli standard statunitensi. Come l’A-
QUA 4 può essere corredata della certificazione RINA. Le tese col-
laudate secondo questa procedura vengono poi opportunamente 
marcate per consentire la successiva tracciabilità dopo la vendita. La 
catena AQUA 7 in versione imperial size è progettata e prodotta 
negli stabilimenti Maggigroup per resistere a rottura sino a sforzi 
pari a 70 kg per mm2. Ideale per resistere ad elevate sollecitazioni,  
ed inoltre costituisce la soluzione ad innumerevoli problemi proget-
tuali legati ai pesi, volumi di ingombro. Anche la versione AQUA 7 
imperial size può essere richiesta corredata di certificazione RINA. 

Maggigroup lancia anche sul mercato statunitense un nuovo stan-
dard che la differenzia dai concorrenti. 

The new range Aqua  
“Imperial size”

La nuova gamma Aqua  
“Imperial size”

Maggigroup adds to the already wide range of chains produced 
the  version AQUA 4  and AQUA 7 with the imperial sizes suita-
ble for Americans windlass. The Aqua 4 imperial size is configured 
as 43 grade as required from U.S. chain standards . As the AQUA 
4,  it may be   provided with RINA certification.   
This procedure requires the chain stretched lengths tested 
to be suitable marked to ensure their post-sales traceability.    
The AQUA 7 imperial sizes version is designed and produced in the 
Maggigroup’s plants to ensure a tensile strength of 70 kg per mm2. 
The best answer to solve the endless design problems associated with 
the weights, volumes and design of anchor winches. Also the AQUA 7 
imperial sizes version could be required with RINA certification.

Maggigroup launched a new standard on the U.S. market which stands 
apart of the competitor. 
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Trade 
Size

Diameter Weight
Link Dimensions Working

Load Limit
Breaking

LoadP Wi

in mm kg/m in mm in mm lbs kg lbs kN

1/4" 0.274 7.0 1.1 .845 21.5 .41 10.5 2601 1180 7980 35.50

5/16" 0.383 8.7 1.7 1.03 26.1 .48 12.2 3900 1769 11700 52.00

3/8" 0.406 10.3 2.3 1.22 31.0 .57 14.5 5400 2450 16200 72.00

1/2" 0.531 13.5 4.0 1.59 40.4 .90 22.9 9200 4173 17200 122.00

METRIC CHAIN.  Grade 40. Hot Dip Galvanized

DC8MM 8mm   x 24mm. 1000 Kg Working Load. 40 kN Breaking Load 

DC10MM 10mm x 30mm. 1250 Kg Working Load. 63 kN Breaking Load

DC12MM 12mm x 36mm. 1750 Kg Working Load. 90 kN Breaking Load

Hot Dip Galvanized Grade 43 Chain

Caratteristiche - Features

AQUA 4 imperial size e AQUA 7 imperial size 
oltre alla loro nuove misure dedicate ai paesi 
americani garantiscono rispetto alle catene tra-
dizionali eccellenti performance e rese superiori 
alla media del mercato.

AQUA 4 and AQUA 7 with the new U.S. stan-
dards dimensions ensure higher performances 
than the market average.10

20

30

40

50

60
70

80

Codice  
art.

Misura
 

Diametro

Diameter

Peso

Weight

Dimensione delle maglie 
Link dimensions

Carico  
Lavoro

Carico  
di rottura

Grado

Article  
code

Trade Size P Wi Working  
load limit

Breaking  
load

Grade

IN MM kg/m IN MM IN MM Lbs kg Lbs kN G

IMPA4ZF008 5/16" 0,383 8,70 1,7 1,03 26,10 0,48 12,20 3900 1769 11700 52,00 43

IMPA4ZF010 3/8" 0,406 10,30 2,3 1,22 31,00 0,57 14,50 5400 2450 16200 72,00 43

IMPA4ZF013 1/2" 0,531 13,50 4,0 1,59 40,40 0,9 22,90 9200 4173 17200 122,00 43

IMPA4ZF016 5/8" 0,625 16,00 5,6 1,79 45,40 0,9 22,90 13000 5896 39000 173,00 43

IMPA7ZF008 5/16" 0,383 8,70 1,7 1,03 26,10 0,48 12,20 4700 2131 18800 83,00 70

IMPA7ZF010 3/8" 0,406 10,30 2,3 1,22 31,00 0,57 14,50 6600 2990 26400 117,00 70

IMPA7ZF013 1/2" 0,531 13,50 4,0 1,59 40,40 0,9 22,90 11300 5125 45200 201,00 70

IMPA7ZF016 5/8" 0,625 16,00 5,6 1,79 45,40 0,9 22,90 15800 7166 63200 280,00 70

AQUA4 and AQUA7 vs Grado/Grade 30

Grado 30

Imperial size

AQUA 4

AQUA 7

Imperial size

30

43

70

7
4

P

Wi

7

Hot Dip Galvanized Grade 43 Chain

Made in Italy
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GALVANIZED CALIBRATED ANCHOR CHAIN

GALVANIZED CALIBRATED
ANCHOR CHAIN

HIGH TEST CHAIN
DC08 1/4"   High Test.  2600 lbs  SWL.  75  lbs/100 ft.
DC10 5/16" High Test.  3900 lbs  SWL. 110 lbs/100 ft.
DC12 3/8"   High Test.  5400 lbs  SWL. 153 lbs/100 ft.

BBB CHAIN
DC38BBB 3/8"    Grade 30.   2750 lbs  SWL.  164 lbs/100 ft.

GALVANIZED "FORCE" CLAW ANCHOR
Hot Dipped Galvanized Steel. 
CH0202 2Kg (4.4 lbs.)
CH0203 3.5 Kg  (7.7 lbs.)
CH0205 5Kg (11 lbs.)
CH0207 7.5Kg (16.5 lbs.)
CH0210 10Kg (22 lbs.)
CH0215 15Kg (33 lbs.)
CH0220 20Kg (44 lbs.)
CH0230 30Kg (66 lbs.)
CH0250 50Kg (110 lbs.)

GALVANIZED "FORCE 7" ANCHOR
Hot Dipped Galvanized Steel. 
CH0405 5Kg (11 lbs.)
CH0407 7.5Kg (16.5 lbs.)
CH0410 10Kg (22 lbs.)
CH0415 15Kg (33 lbs.)
CH0420 20Kg (44 lbs.)
CH0430 30Kg (66 lbs.)

316 Stainless Steel.
CH1202 2 Kg (4.4 lbs.)
CH1203 3.5 Kg (7.7 lbs.)
CH1205 5 Kg (11 lbs.)
CH1207 7.5 Kg (11 lbs.)
CH1210 10 Kg (22 lbs.)
CH1215 15 Kg (33 lbs.)
CH1220 20 Kg (44 lbs.)
CH1230 30 Kg (66 lbs.)
CH1250 50 Kg (110 lbs.)

STAINLESS BRUCE STYLE ANCHOR STAINLESS DELTA STYLE ANCHOR
316 Stainless Steel. 
CH1405 5Kg (11 lbs.)
CH1407 7.5Kg (16.5 lbs.)
CH1410 10Kg (22 lbs.)
CH1415 15Kg (33 lbs.)
CH1420 20Kg (44 lbs.)
CH1430 30Kg (66 lbs.)
CH1450 50Kg (110 lbs.)

GALVANIZED PLOUGH ANCHOR
Hot Dipped Galvanized Steel. 
CH0307 7Kg (15 lbs.)
CH0309 9Kg (20 lbs.)
CH0312 12Kg (26 lbs.)
CH0316 16Kg (35 lbs.)
CH0322 22Kg (48 lbs.)
CH0327 27Kg (59 lbs.)

HM020200     1.5 lb.
HM020201     3.5 lb.
HM020202     5.5 lb.
HM020203        7 lb.

GALVANIZED FOLDING ANCHOR
HM020204       9 lb.
HM020206     13 lb.
HM020208     18 lb. 
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GALVANIZED CHAIN CONNECTING LINKS
Separating Chain Links. 

HM020006 Galv. 2 part Chain Connector. 6mm (1/4").
HM020008 Galv. 2 part Chain Connector. 8mm (5/16").
HM020010 Galv. 2 part Chain Connector. 10mm (3/8").

CH2735 Stainless Chain Hook. For 1/4" Chain.
CH2736 Stainless Chain Hook. For 5/16" Chain. 
CH2737 Stainless Chain Hook. For 3/8" Chain. 
CH2738 Stainless Chain Hook. For 1/2" Chain.

CHAIN HOOK - 316 SS

ANCHOR CHAIN HOOK
CH2303 Chain Hook. 316SS. Hooks on to anchor 

chain to take load off windlass.
 Fits 1/4" to 5/16" Chain.

CH2304 Chain Hook. 316SS. Hooks on to anchor 
chain to take load off windlass.

 Fits 3/8" to 1/2" Chain.

CHAIN HOOK
HM002300 Chain Hook. 304 SS. For 1/4" (6mm) 

Chain. 4-1/4" L.

HM002301 Chain Hook. 304 SS. For 5/16" (8mm) 
Chain. 6-3/4" L.

HM002301

HM002300

CHAIN GRIPPER

CA614.08 For 1/4" Chain.  Eye dia. 3/4".
 Fork inside width 5/8".
CA614.12 For 1/2" Chain.  Eye dia. 1".
 Fork inside width 1".

Innovative multipurpose connector for rapid attach-
ment to any chain parts from 5 to 12 mm.
Made of AISI 316 stainless steel, high quality.
Patented.

GRAPPLING HOOK STYLE ANCHOR
HM009599 Stainless Steel Grappling Hook style 

Anchor. 304 SS.  1 lb. (0.4Kg).

HM009600 Stainless Steel Grappling Hook style 
Anchor. 304 SS.  2 lb. (0.95Kg).

 9-1/2" Length.

HM009601 Stainless Steel Grappling Hook style 
Anchor. 304 SS.  4 lb. (1.85Kg).

HM000128 Swivel and Toggle
Anchor Chain Connector with Swivel and Toggle. 5 1/4" Length. Fits 1/4" -5/16" Chain.
5/16" Pin x 5/16" Width at Chain End. 3/8" Pin x 5/8" Width at Anchor End.

HM000125 Swivel
Anchor Chain Connector with Swivel. 3 5/16" Length. Fits 1/4" - 5/16" Chain.
5/16" Pin x 5/16" Width at Chain End. 3/8" Pin x 5/8" Width at Anchor End.

HM000126 Swivel
Anchor Chain Connector with Swivel. 4 1/8" Length. Fits 5/16" - 3/8" Chain.
1/2" Pin x 1/2" Width at Chain End. 1/2" Pin x 3/4" Width at Anchor End.

HM000129 Swivel and Toggle
Anchor Chain Connector with Swivel and Toggle. 6 5/8" Length. Fits 5/16" - 3/8" Chain.
1/2" Pin x 1/2" Width at Chain End. 1/2" Pin x 3/4" Width at Anchor End.

ANCHOR CONNECTORS - Non-Rated

HM000126

HM000125

HM000128

HM000129

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

See Next Page for Kong Rated Anchor Connectors
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MH8631404 Chain Stopper.
 3-1/8" L x 2-3/4" W x 2-3/8" H.
 For 1/4", 5/16" and 3/8" Chain.
 Stainless. Fasteners: 5/16" FH.

CHAIN STOPPERSTAINLESS STEEL SWIVEL CONNECTOR
2 Piece Connector Bolts Together

with Included Allen Key.
CA644.08
Anchor Swivel Connector. Fits 1/4" - 5/16" Chain.
Inside Width at Chain End: 9mm.
Inside Width at Anchor End: 16mm.
Length: 80mm. 850Kg (1870 lbs) SWL. SS.

CA644.10
Anchor Swivel Connector. Fits 5/16" - 1/2" Chain.
Inside Width at Chain End: 13mm.
Inside Width at Anchor End: 22mm.
Length: 80mm. 2000Kg (4400 lbs) SWL.  SS.

CA644.12
Anchor Swivel Connector. Fits 9/16"  Chain.
Inside Width at Chain End: 17mm.
Inside Width at Anchor End: 35mm.
Length: 80mm. 3000Kg (6600 lbs) SWL.  SS. 

STAINLESS STEEL ANCHOR CONNECTOR
2 Piece Connector Bolts Together

with Included Allen Key.
CA643.08
Anchor Connector. Fits 1/4" - 5/16" Chain.
Inside Width at Chain End: 9mm.
Inside Width at Anchor End: 16mm.
Length: 80mm.  850Kg (1870 lbs) SWL. SS.

CA643.10
Anchor Connector. Fits 5/16" - 1/2" Chain.
Inside Width at Chain End: 13mm.
Inside Width at Anchor End: 22mm.
Length: 100mm.  2000Kg (4400 lbs) SWL. SS.

CA643.12
Anchor Connector. Fits 1/2" - 9/16"  Chain.
Inside Width at Chain End: 17mm.
Inside Width at Anchor End: 33mm.
Length: 125mm.  3000Kg (6600 lbs) SWL. SS.

STERN LINE WEBBING REEL

HM003791 Stern Line Webbing Reel. SS.
 Heavy Duty Webbing. 19" Dia. Reel.
 - 50m (164') Length x 1-1/2" Width.

HM003731 Reel for Stern Line. Rail Mount.
 304SS. Sits 90° to Rail.
 Holds:  250' x 5/16" Line.
   165' x 3/8" Line.
   110' x 1/2" Line.
 Line Not Included. See Marlow Excel 

Marstron Floating Line - Pg 473.

STERN LINE REEL

HM003793 Stern Line Webbing Reel. Stainless.
 With 70m (230') x 50mm (2") Webbing.

STERN LINE WEBBING REEL

HM003724 Reel for Stern Line. Rail Mount.
 304SS. Sits Parallel to Rail.
 Holds:  250' x 5/16" Line.
   165' x 3/8" Line.
   110' x 1/2" Line.
 Line Not Included. See Marlow Excel 

Marstron Floating Line - Pg 473.

STERN LINE REEL

32 yachting and leather goods
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hARNESS

# 536.C3
hARNESS
SCREW SlEEvE
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hARNESS
TWIST lOCK
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hARNESS
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ANCHOR ROLLER
CN7545 Bow Roller. 304 SS base with Black Roller.
 8 3/4" L x 2 5/8" W x 2" Dia. Roller.

ANCHOR ROLLERANCHOR ROLLER
CN7552 Anchor Roller. 304 Stainless.
 11" Length x 2" Width.
 2-1/2" Dia. x 2" Polyurethane Roller. 

CN7550 Anchor Roller. 304 Stainless.
 9" Length x 1-3/4" Width.
 2-1/2" Dia. x 1-3/4" Polyurethane Roller. 

ANCHOR ROLLERS
304 Stainless Base with Black Urethane Roller

CH2120 Bow Roller. 6 1/2" x 2" Base.
 2 1/2" Dia. x 1 3/4" Wide Roller.
 Fasteners: 3/8" RH.

CN7557 Bow Roller. 15" x 2" Base.
 2 1/2" Dia. x 1 3/4" Wide Roller. Fasteners: 3/8" RH.

REPLACEMENT ROLLERS
CN7557U Replacement Roller for CN7557/CN7563/CH2120.
CN7558U Replacement Roller for CN7558.
CN7560U Replacement Roller for CN7560.
CN7564U Replacement Roller for CN7562.

CN7560 Bow Roller. 20" x 2 7/8" Base.
 2 5/8" Dia. x 2 3/4" Wide Roller. Fasteners: 3/8" RH.
CN7558 Bow Roller. 18" x 3 1/4" Base.
 2 5/8" Dia. x 2 3/4" Wide Roller. Fasteners: 3/8" RH.
CN7563 Platform Bow Roller. 3" x 5 3/4" Base.
 2 1/2" Dia. x 1 3/4" Wide Roller. Fasteners: 1/2" RH.

CH2120

CN7557 CN7560 CN7558

CN7563

ANCHOR ROLLER
CN7562 Bow Roller. 304 Stainless.
 Black polyurethane roller.
 23 1/4" x 3 1/4" Base.
 3" Diameter x 3 3/8" Wide Roller

HEAVY DUTY ANCHOR ROLLER
CN7543 316 SS Bow Roller. With heavy duty nylon 

roller. 8-5/8" Length. 2-7/8" Length.

ANCHOR ROLLER with Brass Roller
CH2121 Bow roller. 6-1/2" x 2" Base.
 2-1/2" Dia. x 1-3/4" Wide Brass Roller
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ANCHOR ROLLER
CN7553 Anchor Roller. Electropolished 304 SS.
 15" Length x 2" Width.
 2-1/2" Dia. x 1-3/4" Polyurethane Roller. 

CN7554 Anchor Roller. Electropolished 304 SS.
 23-1/4" Length x 3-1/2" Width.
 4" Dia. x 3-3/8" Polyurethane Roller. 

ANCHOR ROLLER for Bruce/Delta ANCHOR ROLLER for Bruce/Delta
CN7614 Anchor Roller. 16" L x 3-3/8" W x 2-1/2" H.
 For Bruce/Delta Anchors. Max 12KG.
 Fits 1/4"-5/16" Chain.

CN7621 Anchor Roller. 14" L x 7-3/4" H. Max 10KG.
 Fits 1/4"-5/16" Chain.
CN7622 Anchor Roller. 19" L x 9-1/2" H. Max 15KG.
 Fits 5/16"-3/8" Chain.
CN7623 Anchor Roller. 23-1/4" L x 9-1/4" H.
 Max 20KG.  Fits 3/8"-1/2" Chain.
CN7624 Anchor Roller. 23-1/4" L x 9-1/2" H.
 Max 30KG.  Fits 3/8"-1/2" Chain.

CN7695 Hinged with inner roller for self-launching of  
 anchor. With high quality white nylon rollers. 
 37 1/2" L. x 3 3/4" W. Fits 66lb. - 110lb. anchor.

LOW PROFILE SELF LAUNCHING
ANCHOR ROLLER

LOW PROFILE SELF LAUNCHING
ANCHOR ROLLER

CN7656 Hinged with inner roller for self-launching of 
anchor. With high quality white nylon rollers. 

 23" L. x 3" W. Fits 22lb. - 44lb. anchor.

CN7675 Hinged with inner roller for self-launching of 
anchor. With high quality white nylon rollers. 

 30" L. x 3 1/2" W. Fits 33lb. - 66lb. anchor.

SELF LAUNCHING ANCHOR ROLLER
CN7569 Hinged bow roller. 304 SS.
 13" x 3-3/4". With high quality nylon roller.

SELF LAUNCHING ANCHOR ROLLER
CN7535 Hinged bow roller. 304 SS.
 17-1/4" x 4". With high quality nylon roller.

SELF LAUNCHING ANCHOR ROLLER

CN7617 Pivoting, self-launching anchor roller.
 316 Stainless Steel. Mirror Polished.
 13" L. x 3 3/4" W. x 2 3/4" H.
 Fits 5/16" Chain.

LOW PROFILE SELF LAUNCHING
ANCHOR ROLLER

CN7642 Hinged with inner roller for self-launching of  
 anchor. With high quality white nylon rollers. 
 16 1/2" L. x 3" W. Fits 16.5lb. - 33lb. anchor.
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UNDER PLATFORM ANCHOR ROLLER
CN9967 Anchor Roller. Electropolished 304 SS.
 Under Platform Mounting.
 3-7/8" Height x 3-1/2" Width.
 3" Dia. x 3-3/8" Polyurethane Roller. 

STERN ANCHOR ROLLER
CN7538 Stern Fairlead Anchor Roller.
 304 Stainless.  3-5/8" Height.
 6-1/4" Length.
 Roller Size: 2-1/2" Dia. x 1-3/4" W.

UNDER PLATFORM ANCHOR ROLLER
CN7564 Anchor Roller. Electropolished 304 SS.
 Under Platform Mounting.
 6" Height x 3-1/2" Width.
 3" Dia. x 3-3/8" Polyurethane Roller. 

ANCHOR FAIRLEAD
CN7609 Designed to use with windlasses.
 With nylon pulley, for up 9/16" Rope.
 For 1/4" - 5/16" Chain. 3-1/2" x 3-1/2". 

316SS.

ANCHOR ROLLER for Inflatables
CN7613 Designed to be fitted to fibreglass triangle at 

bow of inflatable. For up to 10Kg Anchor.
 Fits 1/4" Chain. 7-1/4" x 8-1/4". 316SS.

BOW ROLLER FOR INFLATABLES

CN7515 Die Cast 316 Stainless Steel. Mirror Polished.
 Very strong construction. 6"L  x 2" W.

INSET ANCHOR ROLLER
for BRUCE ANCHOR

CN7680 Inset Anchor Roller for Max 15Kg Bruce 
Anchor.  400mm (15-3/4") x 145mm (5-3/4")

STERN ANCHOR ROLLER
CN7561 Anchor Roller. 304 Stainless.
 22-3/4" Length x 3-1/4" Width. SWING ARM BOW ROLLER

CN7600 "Skandik" Bow Roller. 316 Stainless.
 Adjustable Height.
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HM009941 Oval Hawse Pipe. 316 SS. 
 Cut-out 4" x 1 7/8".  7/8" Depth.
 Flange 5 1/2" x 2 1/2". #10 FH.

HM009943 Oval Hawse Pipe. 316 SS. 
 Cut-out 7 1/2" x 3 1/2".  3/4" Depth.
 Flange 9 1/4" x 5 3/16". 1/4" FH.

HM007400 Round Chain Pipe. Cast 316 SS.
 Hinged Cover with Spring. With cam 

system to hold cover open. 3 3/4" O.D. 
#8 FH.

DECK PIPE
AA56003 Stainless Steel Round Deck Pipe.
 1-11/16" Cut-out.   3" O.D.

HINGED CHAIN PIPE CHAIN PIPE DECK PIPE
RMS-9321
Oval Chain Pipe. Cast 316 Stainless.
Hinged Cover with Spring.
With cam mechanism to hold cover open. 
Flange Dimensions 5 5/8" x 4 1/8". 3/4" Spigot.
1" Height.  #10 FH.

AA56005
Oval Chain Pipe. 304 Stainless. Removable Cap
with Hook.  Flange 6 1/4" x 4 1/2". 1" Height. #8 FH.

CH6226 Highly polished 316 SS Hawse Pipe with 
Rollers. 

 Outside dimension 340mm x 160mm.
 Inside dimension 270mm x 91mm.
 Width between rollers: 105mm.

STAINLESS HAWSE PIPE with Rollers

FS0112 Chromed Brass Chain Locker.
 Hinged Cover. 6-3/16" Outside Dia.
 5" Opening. #10 FH.

FS0112B Polished Brass Chain Locker.
 Hinged Cover. 6-3/16" Outside Dia.
 5" Opening. #10 FH.

CHAIN LOCKER COVER - Made in Italy

CH3864 Highly polished 316 SS Chock with rollers. 
180mm x 44mm x 52nn.

STAINLESS CHOCK with Rollers

HAWSE PIPE

HAWSE PIPE

CHAIN PIPES / HAWSE PIPES

FS0112
FS0112B
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STRAIGHT CHOCK BOW FAIRLEAD
CH4666 Polished Bronze Fairlead. Straight.  6"
 #10 FH.

FS0133B Bow Fairlead. Polished Brass.
 4" Width x 2 5/8" Length x  1" Height.
 Made in Italy.

CH0133 Cast 316 SS Triangular Bow Chock.
 4-1/4" W x 2-1/2" D. 
 1-5/8" Fairlead Inside Width.

TRIANGULAR BOW CHOCK

CH3038 4" Cast 316 Stainless Straight Chock.
CH3040 5" Cast 316 Stainless Straight Chock.
CH3038 6" Cast 316 Stainless Straight Chock.
CH3044 8" Cast 316 Stainless Straight Chock.
CH3045 10" Cast 316 Stainless Straight Chock.

 Straight Chocks are Sold by the Each.

STAINLESS STRAIGHT CHOCK

BRASS BOW CHOCKS - Made in Italy

FS0058AB Polished brass skene bow chocks.
 Left and Right. 110mm x 27mm. Pair.
FS0058BB Polished brass skene bow chocks.
 Left and Right. 150mm x 34mm. Pair.
FS0058CB Polished brass skene bow chocks.
 Left and Right. 200mm x 40mm. Pair.

BRASS FAIRLEAD - Bow Chock
Made in Italy

FS0059BB Polished brass straight fairlead.
 110mm x 25mm.
 

STAINLESS STEEL BOW CHOCKS STAINLESS STEEL SKENE BOW CHOCKS
CH3020 Bow Chocks. Left and Right Pair. 4 1/2" L.  
 316 SS. #10 FH. (Pair)
CH3022 Bow Chocks. Left and Right Pair. 6" L.
 316 SS.
CH3024 Bow Chocks. Left and Right Pair. 8" L.
 316 SS.
CH3025 Bow Chocks. Left and Right Pair. 9" L.
 316 SS.

CH3000 Skene Bow Chocks. Left and Right Pair.
 4 1/2" Length. 316 SS. #10 FH. (Pair)
CH3002 Skene Bow Chocks. Left and Right Pair.
 6" Length.  316 SS. #12 FH. (Pair)

ALLOY STRAIGHT CHOCK
CH2516 5-1/2" Length.  Anodized Aluminum.
 Sold by the each.
CH2517 6-11/16" Length.  Anodized Aluminum.
 Sold by the each.

CHOCKS
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MOORING BITS / BOLLARDS

CH4514

HM003824
HM003825
HM003826

CH4514
Mooring Bit. Single Post. 304 SS.
7.5" Height. 8" x 4.5" Base.
With SS backing plate.

HM003824 Mooring Bit. Single Post. 316 SS.
 4" Height.  3-3/4" x 3 1/8" Base.

HM003825 Mooring Bit. Single Post. 316 SS.
 4 3/4" Height. 4 3/4" x 3 7/8" Base.

HM003826 Mooring Bit. Single Post. 316 SS.
 6" Height. 4-3/4" x 3" Base.

STAINLESS BOLLARD
CH2200 Stainless steel Bollard. 6" x 2-1/4".
 Fastens from below deck with 3/8" NC internal threads. 
CH2240 Stainless steel Bollard. 8" x 3-1/2".
 Fastens from below deck with 7/16" NC internal threads. 
CH2300 Stainless steel Bollard. 10" x 4".
 Fastens from below deck with internal threads. 
CH2350 Stainless steel Bollard. 12" x 4-1/2".
 Fastens from below deck with internal threads. 

BRASS BOLLARD - Made in Italy

FS0033AB Polished brass bollard. 100mm L
 x 32mm W x 40mm H. M6 Thread.
FS0033BB Polished brass bollard. 140mm L
 x 40mm W x 50mm H. M8 Thread.
FS0033CB Polished brass bollard. 170mm L
 x 40mm W x 65mm H. M10 Thread.
FS0033DB Polished brass bollard. 200mm L
 x 45mm W x 75mm H. M12 Thread.

ANODIZED ALUMINUM BOLLARD
CH2520 6 3/8" Length.  Mooring Bollard.
CH2522 8" Length.  Mooring Bollard.

BRASS MOORING CLEAT/BOLLARD
Made in Italy

FS0128B Polished Brass Mooring Bollard.
 65mm x 63mm x 125mm. 
 2-9/16" x 2-1/2 x 5-7/8". Made in Italy.

OVAL V FRAME CLEAT
Oval V Frame Cleat. Bolts from Below Deck.

CH3126 6" Length. 1-3/4" H. 3-1/2" x 1-1/4" Base.
CH3128 8" Length. 2-1/8" H. 4-3/4" x 1-3/8" Base.
CH3130 10" Length. 2-3/4" H. 6" x 1-5/8" Base.
CH3132 12" Length. 3-1/8" H. 6-1/4" x 2" Base.

STAINLESS 2 HOLE CLEAT
CH3100 316 SS cleat. Flat profile. 2 mounting 

holes. 4" Length. 
CH3101 316 SS cleat. Flat profile. 2 mounting 

holes. 5" Length. 
CH3102 316 SS cleat. Flat profile. 2 mounting 

holes. 6" Length.
CH3103 316 SS cleat. Flat profile. 2 mounting 

holes. 8" Length. 
CH3104 316 SS cleat. Flat profile. 2 mounting 

holes. 10" Length.

AA53001-01 2 Hole Cleat. 3" (76.2mm).
AA53001-02 2 Hole Cleat. 4" (102mm)
AA53001-03 2 Hole Cleat. 5" (127mm)

AA53002-01 2 Hole Cleat. 3" (76.2mm).
AA53002-02 2 Hole Cleat. 4" (102mm)
AA53002-03 2 Hole Cleat. 5" (127mm)

POLISHED BRONZE CLEAT

CHROME PLATED BRONZE CLEAT

BOLLARDS

CLEATS
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NYLON CLEATS

AA56550 Black Nylon Horn Cleat. 3". #6 FH.
AA56551 Black Nylon Horn Cleat. 4". #8 FH.
AA56552 Black Nylon Horn Cleat. 5 1/4". #10 FH.
AA56553 Black Nylon Horn Cleat. 6 1/2". #10 FH.
AA56554 Black Nylon Horn Cleat. 8".  #10 FH.

ANODIZED ALUMINUM 2-HOLE CLEAT
CH2510 5" Length.  Anodized Aluminum.
CH2511 6" Length.   Anodized Aluminum.
CH2513 8" Length.    Anodized Aluminum.

STAINLESS 4 HOLE CLEATS

CH3086 4 Mounting Holes. 4". 316 SS.
CH3088 4 Mounting Holes. 5". 316 SS. Fasteners: #10 FH.
CH3090 4 Mounting Holes. 6". 316 SS Fasteners: #1/4" FH.
CH3092 4 Mounting Holes. 8". 316 SS Fasteners: #1/4" FH.
CH3094 4 Mounting Holes. 10". 316 SS.

HERRESHOFF CLEATS

Cast 316 Stainless Herreshoff Cleat. Mirror Polished.

CH3056 4" Herreshoff Cleat. #10 FH fasteners.
CH3058 5" Herreshoff Cleat. #10 FH fasteners.
CH3060 6" Herreshoff Cleat. 1/4" FH fasteners.
CH3062 8" Herreshoff Cleat. 1/4" FH fasteners.
CH3064 10" Herreshoff Cleat. 1/4" FH fasteners.
CH3066 12" Herreshoff Cleat. 5/16" FH.
CH3069 15" Herreshoff Cleat. Special Order.

Cast 316 Stainless. Heavy Duty Herreshoff Cleat.
Mirror Polished.
CH3068 Herreshoff Cleat. Heavy Duty. 4".
CH3069 Herreshoff Cleat. Heavy Duty. 5".
CH3070 Herreshoff Cleat. Heavy Duty. 6".
CH3072 Herreshoff Cleat. Heavy Duty. 8".
CH3074 Herreshoff Cleat. Heavy Duty. 10".
CH3076 Herreshoff Cleat. Heavy Duty. 12".

HEAVY DUTY HERRESHOFF CLEATS

STREAMLINE CLEAT

CH3152 316 Stainless Cleat with Threaded Studs.
 12" Length.

ALLOY 4-HOLE CLEAT
CH2503 6" Length.  LM5 Alloy.
CH2505 8" Length.  LM5 Alloy.
CH2507 10" Length.  LM5 Alloy.

BRASS CLEAT
Made in Italy

FS0034AB Polished brass 4 hole cleat. 
 130mm L x 35mm W x 32mm H.
FS0034BB Polished brass 4 hole cleat. 
 100mm L x 30mm W x 30mm H.
FS0034CB Polished brass 4 hole cleat. 
 75mm L x 30mm W x25mm H.
FS0034DB Polished brass 4 hole cleat. 
 50mm L x 18mm W x 18mm H.

POLISHED BRASS HERRESHOFF CLEAT
Made in Italy

FS0159AB Polished brass Herreshoff cleat. 
 250mm L x70mm W x 46mm H.
FS0159BB Polished brass 4 hole cleat. 
 200mm L x 62mm W x 42mm H.
FS0159CB Polished brass 4 hole cleat. 
 150mm L x 53mm W x36mm H.
FS0159DB Polished brass 4 hole cleat. 
 125mm L x 45mm W x 30mm H.

CLEATS
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FLUSH DECK MOUNT CLEAT

FLIP-UP CLEAT
CH3876 Flip-up Cleat. Mirror Polish 316 SS.  6"

CH3878 Flip-up Cleat. Mirror Polish 316 SS.  8"
CH3871 Pop-up Mini Cleat. 3-1/2" L x 1-1/4" W.
 Cast 316 SS.

POP-UP MINI CLEAT

HM003823 Pull-up Cleat. Mounts flush in deck.
 316 SS.
 6" Cleat Length. 8" Base Length.
 2 3/4" Depth.

PULL-UP CLEAT
CH3050 Cleat.4-1/2” Length. Base 5”. Pull-Up.
 With Drains. Die Cast 316 SS.
CH3051 Cleat.6” Length. Base 6-1/2”. Pull-Up.
 With Drains. Die Cast 316 SS.
CH3052 Cleat.7-1/2” Length. Base 8-1/3”. Pull-Up. 

With Drains. Die Cast 316 SS.

STAINLESS HALYARD CLEATS
HM004050 Flag Halyard Cleat. 2". 304 SS. #4 FH.
HM004060 Flag Halyard Cleat. 2 3/8". 304 SS. #4 FH.
HM004080 Flag Halyard Cleat. 3 3/16". 304 SS. #8 FH.
HM004010 Flag Halyard Cleat. 4". 304 SS.

FS0031A Chrome Plated Brass Cleat.
 200mm Length x 50mm Width x
 60mm Height.
 Fits M10 Thread Fastener.

INCLINED CLEAT

AA55030 Clamp-On Halyard Cleat. 
 Black Nylon.

CLAMP ON CLEAT
AA55031 Shroud Cleat with Eye. SS 316.
 For 5/32" to 3/8" Diameter Wire.

CLAMP-ON SHROUD CLEAT

CLEATS
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RUB STRAKE
HM003650 8" X 1".  304 SS.
HM003654 12" X 1".  304 SS.
HM003655 18" X 1".  304 SS.
HM003656 24" X 1".  304 SS.

RUB STRAKES
HM003615 6" x  5/8".  316 SS. Fasteners: #8 FH.
HM003616 8" x 13/16" .  304 SS. Fasteners: #8 FH.
HM003617 12" x 13/16" .  304 SS. Fasteners: #8 FH.
HM003618 18" x 13/16".  304 SS. Fasteners: #8 FH.
HM003621 24" x 13/16".  304 SS. Fasteners: #8 FH.

FENDER PLATE

FS0169A Chromed Brass.
 6" Length x 1 5/16" Width.
 #10 RH Fasteners.

FS0169B Polished Brass. 6" Length x 1 5/16" Width.
 #10 RH.

10-5/8" BOW HANDLE 8" BOW HANDLE
FS0039A Chrome Brass Bow Handle. 10-5/8".
 270mm x 40mm x 45mm. Made in Italy.

FS0039AB Polished Brass Bow Handle. 10-5/8".
 270mm x 40mm x 45mm. Made in Italy.

FS0039B Chromed Brass Bow Handle. 8".
 192mm x 28mm x 40mm.  Made in Italy.

FS0039BB Polished Brass Bow Handle. 8".
 192mm x 28mm x 40mm.  Made in Italy.

HM003658 Stainless Rub Strake - One flat end 
and one rounded end. 12" x 1". 

 Mounting holes for #8 Fastener.

RUB STRAKE - Flat End

POLISHED BRASS FENDER EYE

FS0058B Polished brass fender eye.
 80mm L x 35mm W x 21mm H.
 

POLISHED BRASS FENDER EYE PLATE

FS0116B Polished Brass   Eye Plate.
 53mm x 30mm x 21mm.

FENDER EYE
FS0135B Fender Eye Plate. Polished Brass.
 1 1/2" x 1 1/2". With 1" ID Eye. #6 FH.
 Made in Italy. Pair.

RUB STRAKES / BOW HANDLES

FENDER EYES
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FENDER CATCH
HM071401 Adjustable Fender Catch. 304 SS with 

heavy duty plastic. For Max 1/4" Line.

FENDER LOCK
HM003010 Fender Lock. 316 Stainless.
 One-way locking peg holds line securely. 

Up to 1/2" Dia. line.

AA55050SS Small 316SS Fender Hook.
 1-3/16" x 1-5/16". Pair.

AA55051SS Large 316SS Fender Hook.
 1-1/2" x 1-3/16". Pair.

STAINLESS FENDER HOOK UTILITY HOOK / LACING HOOK
AA53578 Lacing Hook. Stainless.
 1 5/16" x 9/16" Base. (Pair).

HM003140

HM003139

HM003139 Single Hole Hook. Cast SS 316
 1 3/16 (29mm) H. x 5/16" (8mm) W.
HM003140 Single Hole Hook. Cast SS 316
 1 5/16" (34mm) H. x 3/8" (10mm) W.

AA53578

LASHING HOOK
HM003014 Lashing Hook. 3" Length Stainless Hook, 

with lashing twine.

BRASS FENDER HOOK
AA55051BR Snap Fender Hook. Polished Brass.
 1-1/2" Length x 1-1/4" Width. #8FH.
 (Pair).
AA55052BR Fender Hook. Polished Brass.
 1-7/8" Length x 1-5/16" Width. #8FH.
 (Each).

RAIL MOUNT UTILITY HOOK
AA53571 Rail mount utility hook. 304 SS.
 3 1/2" L x 1" W.

UTILITY HOOK
HM003123 Stamped 304 SS Hook.
 2" H x 5/8" W x 1" D.

ANTENNA HOOK
AA53577 Antenna hook. 304SS. 4" Height.
 Extra Heavy Duty.
 

FENDER LOCKS / HOOKS

HOOKS
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RAIL MOUNT BRACKET
AA60162 Nylon universal rail mount bracket.
 Fits 7/8" or 1" Dia. Rail.

SPRING CLIP
AA50030-01 304 SS. Boat Hook Holder.
 For 5/8" - 1 1/4" Tube. Pair.
AA50030-02 304 SS. Boat Hook Holder.
 For 1" - 1 3/4" Tube. Pair.

BOAT HOOK SPRING CLAMP
HM003116 316SS Spring Clamp for Boat Hook.
 for Minimum 1" Dia. Boat Hook.
 2" H x 1-1/8" D x 1/2 W.

RAIL MOUNT BRACKET
AA60161 Nylon universal rail mount bracket.
 With stainless mounting pad.
 Fits 7/8" and 1" Rail.  

RAIL MOUNT BRACKET
AA60163 Stainless U-bolt and Curved backing 

plate. Fits 7/8" and 1" Rail.

CH7911 Rail Mount Boat Hook Holder. 304SS.
 Fits 3/4" - 1" Rail. Fits 1" Dia. Boat Hook.

CH7912 Rail Mount Boat Hook Holder. 304SS.
 Fits 3/4" - 1" Rail. Fits 1" Dia. Boat Hook.

STANCHION BOAT HOOK HOLDER RAIL BOAT HOOK HOLDER

BOAT HOOK HOLDER & RING BUOY BRACKETS
AA53576 Stainless Boat Hook Holders. Pair. 4" (100mm) x 3/4" (18mm). #6 FH.

AA53574 Stainless Ring Buoy Bracket with Nylon Rail Mount for 7/8" or 1" Rail. 7" x 3/4".

AA53572 Stainless Ring Buoy Bracket. 7" x 3/4". #10 FH.

MH0125022 Stainless Ring Buoy Bracket with Nylon Rail Mount for 7/8" or 1" Rail.

MH8812207 White coated Aluminum Ring Buoy Bracket with Nylon Rail Mount for 7/8" or 1" Rail.

AA53576

AA53572 MH0125022 MH8812207

AA53574

HOOKS / HOLDERS
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MH0125109 Life Ring Bracket with holder for Man 
Overboard Light. For 24" Ring.

MH0125110 Life Ring Bracket with holder for Man 
Overboard Light. For 30" Ring.

LIFE RING BRACKETSS HORSESHOE LIFERING BRACKET
MH0125115 Fits either 7/8 or 1" railing and can hold 

the horseshoe lifering and man overboard 
light.

HEAVING LINE BASKET
MH0125017 Rail Mount Heaving Line Basket.
 Stainless.
 Fits Heaving Line #SA1766 (p. 268).

M.O.B. LIGHT HOLDER
MH0125105 Stainless Steel with nylon light holder clips. 

Rail Mount. Fits 7/8" or 1" Rail. 

M.O.B. LIGHT AND LIFE RING HOLDER
MH0125025 Stainless Steel with nylon light holder clips. 

Rail Mount. Fits 7/8" or 1" Rail. 

STORAGE CADDY - "CRUISER" STORAGE CADDY - "COCKPIT" STORAGE CADDY - "GPS/CELL"
AA54105 White plastic storage organizer with
 suction cup mounting. Storage tray plus 

drink holder. 295mm x 128mm Overall.
 Storage tray: 145mm L x 90mm W x 

80mm D.

AA54106 White plastic storage organizer with
 suction cup mounting. Storage tray.
 235mm x 123mm Overall.
 Storage Tray: 185mm L x 88mm W x 

80mm D.
AA54107 Same as above, without suction cups. 

AA54108 White plastic storage organizer with
 suction cup mounting. 2 Storage trays.
 160mm x 75mm Overall.
 Storage trays: 65mm L x 60mm W x 

80mm D. 

LIFERING BRACKETS

STORAGE CADDY
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PVC SOFT HOLDER

AA54091  Can use for air horn or drink cans.  
Height 4"

 

FOLDING DRINK HOLDER
Adjustable 

 With Stainless Steel Spring.
AA54093 Folding. Adjustable.Black.
AA54093WH   Folding. Adjustable. White.
 #10 RH.

RAIL MOUNT DRINK HOLDER
AA54095  UV stabilized polyethylene. Fits 7/8" or 1" 

rail. Also includes a suction cup mount.

PVC HAND-HELD RADIO HOLDER
AA63551 White PVC.  Fasteners included.   

AA54095

AA54093

AA54093WH AA54091

PVC WINCH HANDLE POCKET
AA63572 White PVC.  Fasteners included. 

AA63551
AA63572

LIFELINE DRINK HOLDER
HM007795 Stainless steel drink holder. 304 SS.
 3 3/8" inside diameter.

HM007796 Stainless steel drink holder. 304 SS.
 3" inside diameter.

HM007795 HM007796

PVC KNIFE HOLDER POCKET
AA63571 Knife  Holder. White PVC. Self Draining.

AA63571

WINCH HANDLE POCKET
AA63573 Winch Handle Pocket. 10" x 3-1/2"
 With large drainage opening.
 Mounting holes on back, as well as slot 

openings for lashing to mast.

DRINK HOLDER

AA54100 Stainless Steel Drink Holder. 3-1/2" Dia.
 3-1/2" Depth. Bulkhead Mount.

Folding Drink Holder with Spring Controlled Adjustable 
Width. With Mounting Plate and Bolt Knobs.
157.6mm W x 100mm H x 109mm W.

AA54193 Black.
AA54193-WH White. (Not Pictured).

PLASTIC FOLDING DRINK HOLDER
- Good For Pontoon Boats

STAINLESS FOLDING DRINK HOLDER
Adjustable 

AA54098 Folding. Adjustable. Stainless Steel.

MISCELLANEOUS HOLDERS

DRINK HOLDERS



132

VictoryHARDWARE

For the most up to date product information, visit   www.victory-products.com

HM007798 Stainless Drink Holder. With quick 
release mounting bracket and foam 
insert. 

GIMBALED DRINK HOLDERLED Can Holder, w/ 3 x 5mm LEDs
12VDC, Made of S.S. 304

90mm(Opening I.D.); 75mm(Depth); 68mm(Base Dia.)

AA54099-01BU 1/4"(6.35mm) drain tube, Blue LEDs
AA54099-02BU 3/8"(9.5mm) drain tube, Blue LEDs
AA54099-01RD 1/4"(6.35mm) drain tube, Red LEDs
AA54099-02RD 3/8"(9.5mm) drain tube, Red LEDs

DRINK HOLDER

Drink Holder. Stainless Steel Ring with Mounting Studs.
4 1/8" OD Ring.  2" x 5/16" Thread Studs.
2 1/2" above deck when installed.
AA54096-01 Single Ring, 
AA54096-02 Double Ring.

AA54096-01

AA54096-02

DRINK HOLDER
Drink Holder. Stainless Steel Rings with Mounting Studs.
4 1/8" OD (3 7/16" ID) Ring.  2" x 5/16" Thread Studs.
2 1/2" above deck when installed.

AA54096-03 Triple Ring.

DRINK HOLDER
AA54096-02C Drink Holder. Double Stainless Steel 

Rings with Mounting Studs. 304 SS.
 4-1/8" Rings. 2" x 5/16" Thread Studs.
 2" above deck when installed.

WALL MOUNT BOTTLE OPENER
HM009902 Stainless Wall Mount Bottle Opener.
 Stamped 304SS.

DRINK HOLDERS

BOTTLE OPENER
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NYLON AND ABS ANTENNA BASES
AA54040 ABS Plastic ratchet antenna base. 1/4" FH.
 With locking lever. Base 3 5/8" x 2 1/2".
AA54043 UV stabilized nylon ratchet antenna base.
 With locking knob. Base 3 5/8" x 2 1/2".
 1/4" FH.

AA54041 ABS Plastic ratchet antenna base. Rail 
mount. Fits 1" Rail. With locking lever.

AA54045 Plastic ratchet antenna base. Rail mount. 
Fits 7/8" or 1" Rail. With locking knob

AA54044 Fixed antenna base. UV stabilized Nylon. 
 Base dia. 2 3/4". Height 4".  1/4" FH.

AA54040

AA54043

AA54041

AA54045

AA54044

STAINLESS STEEL ANTENNA BASES
HM009835 Stainless antenna base with nylon rail 

mount brackets. Fits 7/8" or 1" rail.

HM009848 Stainless ratchet antenna base. Rail 
mount. Fits 1" Rail. With locking lever.

CH4180SS Stainless ratchet antenna base.
 With locking lever. 
 Base 3 3/16" x 2 3/16". #10 FH.

HM009886 Rail fitting Top Cap with standard antenna 
base thread. Fits 1" Tubing. 316 SS.

HM009870 Fixed stainless steel deck mount. 304SS.
 Base dia. 3". Height 4-1/8". Thread 1" x 14.

HM009886 HM009870 HM009835 HM009848 CH4180SS

AA54042 Fixed Mount for GPS Antenna.
 For GPS Antenna only.

AA54035 Rail mount GPS antenna base.
 Fits 7/8" & 1" Rail.
 For GPS Antenna only.

GPS ANTENNA MOUNTSANTENNA RATCHET MOUNT
CH4179SS Made of cast 316 SS. Slot in threaded 

end allows for antenna to be attached or 
detached without removing cable connec-
tor. Adjustable ratchet.

 Base 2-1/2" x 3-5/8".

ANTENNA RATCHET MOUNT
CH4181SS 316 Stainless ratchet antenna base with 

locking lever. Slot in threaded end allows 
for antenna to be attached or detached 
without removing cable connector.

ANTENNA BASES
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LOW PROFILE ANTENNA RAIL MOUNTLOW PROFILE ANTENNA RAIL MOUNT
HM009693 Cast 316 SS ratchet rail mount with locking 

lever. For 7/8" -  1" rail.
HM009692 Cast 316 SS ratchet rail mount.
 Low Profile. For 7/8" -  1" rail.

HM009836 304 Stainless Antenna Mount with 
U-bolt style rail mount clamp.

 Fits 7/8" to 1" Tube.

RAIL MOUNT ANTENNA MOUNT

FS0166AB Polished Brass Ratchet Rail Mount.
 With locking lever. For 18mm (3/4") to 

30mm (1-1/8") Diameter Rail.

BRASS ANTENNA RAIL MOUNT

ANTENNA MOUNT
HM009933 Antenna Mount. Stainless.
 90° Angle Mount. 1-1/4" Thread.

FIXED ANTENNA MOUNT
HM009865 Fixed stainless steel deck mount. 304SS.
 With hole for GPS/TV/VHF Antenna Cable. 

Base dia. 3". Height 1-5/8".
 Thread 1" x 14.

PLASTIC STEP PLATE / TEAK STEP PLATE
HM003502 Step Plate. Stainless Frame with Black  
 Plastic Step. 2 1/4" x 8 3/8". #6 FH.
HM003503 304 Stainless frame with injection molded  
 black rubber inert. 8 1/2" L x 3 3/8" W.

CHROME/BRASS STEP PLATE
FS0043 Chrome plated brass with white rubber. 4 

mounting holes. 9" x 3-3/16".

FS0043L Polished Brass Frame. Black rubber  
 insert. 3 3/16" x 9" Overall Dimensions. 
 #6 FH. Made in Italy.

BRASS STEP PLATE
FS0042L Polished brass step plate.
 Black rubber insert. 6" x 12".

FS0042LW Polished brass step plate.
 White rubber insert. 6" x 12".FS0043LW Polished brass step plate.

 White rubber insert. 3-3/16" x 9".

ANTENNA MOUNTS

STEP PLATES
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AA60058 Twin Control. Top Mount. Brass chrome plated.
 Base  5-1/4" x 4-1/4".
 Furnished with one clutch and one throttle detent.

AA60053 Twin Control. Side Mount. For inboard engines w/ hydraulic transmis-
sions. Brass chrome plated.

ENGINE CONTROLS

AA60052 Single Control. Side Mount. For gasoline and diesel engines with light 
loads required for operating the throttle. Brass chrome plated.

AA60054SS Twin Control. 304 Stainless Steel. For two throttles or two clutches on 
twin engines, or clutch and throttle on a single engine.

AA60058KB Replacement Black Knob for Engine Controls.
AA60058KR Replacement Red Knob for Engine Controls. 

AA60057 Single Control. Top Mount. Brass chrome plated. 
Base 3" x 5-3/8".

 Reversible name plate for either clutch or throttle.

AA60057

AA60058

AA60053

AA60052

Suitable for Morse 43C Cables

AA60054SS

FOLDING MAST STEPS AND FIXED STEP

AA81000 Folding Mast Step. Cast Aluminum.  5" Step. 1/4" FH.
HM003500 Folding Step. Cast 316 SS. 2" x 3 3/8" Step.  1x#10 FH, 1x#10 RH.
HM000712 Fixed boarding step. Cast 316 SS. 5 3/14" width x 4 1/4" depth.  Fasteners: #12.

AA81000

HM003500

HM000712

MAST STEP with Teak Pad
CH7330 Stainless Step with Teak Pad.
 11-1/4" Height x 5-1/8" Width.

CHROMED BRASS BOAT HOOK END
FS0065 Strap ends for mounting.
 For 3/4" (200mm) pole. Made in Italy.

POLISHED BRASS BOATHOOK ENDS
FS0064CB Small "Cone" End. 6 3/4" Length.
 For 1 1/8"  Pole. Made in Italy.
FS0064BB Large "Cone" End. 7 1/2" Length.
 For 1 3/8"  Pole. Made in Italy.

FS0064CB

FS0064BB

POLISHED BRASS BOAT HOOK END

FS0064AB Polished Brass Double Boat Hook End.
 190mm L.  Fits 35mm Pole. Made in Italy.

STEPS

ENGINE CONTROLS

BOAT HOOK ENDS
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CH3150 30°. Base Dia. 2 1/2".
CH3170   45°. Base Dia. 2 1/2". 

CH3190 60°. Base Dia. 2 1/2". 
CH3210 90°. Base Dia. 2 1/2".

For 7/8" O.D. Tube.  (#10 Fastener) For 7/8" O.D. Tube.  (#10 Fastener)

For 1" O.D. Tube.  (#10 Fastener) For 1" O.D. Tube.  (#10 Fastener)

ROUND RAIL BASES - 316 STAINLESS RECTANGULAR RAIL BASES - 316 STAINLESS

CH3190
CH3191

CH3170
CH3171

CH3210
CH3211

CH3150
CH3151

CH3270
CH3271

CH3250
CH3251

CH3290
CH3291

CH3230
CH3231

CH3151 30°. Base Dia. 2 1/2".
CH3171   45°. Base Dia. 2 1/2". 

CH3191 60°. Base Dia. 2 1/2". 
CH3211 90°. Base Dia. 2 1/2".

CH3230 30°. Base 3" x 1 7/8"
CH3250   45°. Base 3" x 1 7/8"

CH3270 60°. Base 3" x 1 7/8"
CH3290 90°. Base 3" x 1 7/8"

CH3231 30°. Base 3" x 1 7/8"
CH3251   45°. Base 3" x 1 7/8"

CH3271 60°. Base 3" x 1 7/8"
CH3291 90°. Base 3" x 1 7/8"

AA80191-01 Weldable Base. Stainless.  45°, for 7/8" Tubing.  Round Base.
AA80191-02 Weldable Base. Stainless.  45°, for 1" Tubing.  Round Base.
AA80192-01 Weldable Base. Stainless.  60°, for 7/8" Tubing.  Round Base.
AA80192-02 Weldable Base. Stainless.  60°, for 1" Tubing.  Round Base.
AA80193-01 Weldable Base. Stainless.  90°, for 7/8" Tubing.  Round Base.
AA80193-02 Weldable Base. Stainless.  90°, for 1" Tubing.  Round Base.

AA80194-01 Weldable Base. Stainless.  45°, for 7/8" Tubing.  Rectangular Base.
AA80194-02 Weldable Base. Stainless.  45°, for 1" Tubing.  Rectangular Base.
AA80195-01 Weldable Base. Stainless.  60°, for 7/8" Tubing.  Rectangular Base.
AA80195-02 Weldable Base. Stainless.  60°, for 1" Tubing.  Rectangular Base.
AA80196-01 Weldable Base. Stainless.  90°, for 7/8" Tubing.  Rectangular Base.
AA80196-02 Weldable Base. Stainless.  90°, for 1" Tubing.  Rectangular Base.

WELDABLE RAIL BASE
Round

WELDABLE RAIL BASE
Rectangular

AA80191-01
AA80191-02

AA80192-01
AA80192-02

AA80193-01
AA80193-02

AA80194-01
AA80194-02

AA80195-01
AA80195-02

AA80196-01
AA80196-02

RAIL ELBOWS AND TEES - 316 STAINLESS
CH3430 90° Elbow. For 7/8" O.D. Tube.
CH3431 90° Elbow. For 1" O.D. Tube.

CH3420 3-Way Corner. For 7/8" O.D. Tube.
CH3421 3-Way Corner. For 1" O.D. Tube.

CH3410 4-Way Joint. For 7/8" O.D. Tube.
CH3411 4-Way Joint. For 1" O.D. Tube.

CH3370 90° Tee. For 7/8" O.D. Tube.
CH3371 90° Tee. For 1" O.D. Tube.

CH3330 60° Universal Tee. 7/8"
CH3331 60° Universal Tee. 1"

CH9790 2-Piece Take-apart 90° Tee. 7/8"

CH9791 2-Piece Take-apart 90° Tee. 1"

CH3430
CH3431

CH3420
CH3421

CH3410
CH3411

CH3370
CH3371

CH3330
CH3331

CH9790
CH9791

RAIL FITTINGS
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60° UNIVERSAL TEE - 1-1/4" 90° TEE - 1-1/4"

3-WAY CORNER TEE - 1-1/4"

90° ELBOW - 1-1/4"

TOP SLIDE - 1-1/4"

CH3332 60° Universal Tee for 1-1/4" OD Tube. CH3372 90° Tee for 1-1/4" OD Tube.

CH3422 3 Way Corner Tee for 1-1/4" OD Tube.

CH3432 90° Elbow for 1-1/4" OD Tube.

CH3622 Top Slide for 1-1/4" OD Tube.

BOAT TOP SLIDE FITTINGS - 316 STAINLESS
CH9780 Hinged Top Slide. 1/4" Pin hole. For 7/8" Tube
CH9781 Hinged Top Slide. 1/4" Pin hole. For 1" Tube
CH9782 Hinged Top Slide. 1/4" Pin hole. For 1 1/4" Tube

CH3690 Stanchion Sleeve.With 5/16" Eye.
 For 7/8" Tube.
CH3691 Stanchion Sleeve.With 5/16" Eye.
 For 1" Tube.

CH3620 Top Slide with Screw Pin 1/4". For 7/8" Tube
CH3621 Top Slide with Screw Pin 1/4". For 1" Tube

CH3630 Heavy Duty Top Slide with Screw Pin 5/16". For 7/8" Tube

CH3631 Heavy Duty Top Slide with Screw Pin 5/16". For 1" Tube

CH9780
CH9781
CH9782

CH3690
CH3691

CH3620
CH3621

CH3630
CH3631

1-1/4" RAIL FITTINGS

RAIL FITTINGS / BOAT TOP FITTINGS
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CH3600 Top Cap. 1/4" Hole. For 7/8" Tube
CH3601 Top Cap. 1/4" Hole. For 1" Tube

CH3610 Heavy Duty Top Cap. 5/16" Hole. For 7/8" Tube
CH3611 Heavy Duty Top Cap. 5/16" Hole. For 1" Tub
CH3612 Heavy Duty Top Cap. 5/16" Hole. For 1 1/4" Tube

CH3810 Stanchion Cap with Lifeline Hole. For 7/8" Tube
CH3811 Stanchion Cap with Lifeline Hole. For 1" Tube

CH3590 Top Cap Plug. 1/4" Hole. For 7/8" Tube
CH3591 Top Cap Plug. 1/4" Hole. For 1" Tube

BOAT TOP END FITTINGS - 316 STAINLESS

CH3596 Top Cap with Fork End. 3/8" Hole. For 1" Tube

CH3600
CH3601

CH3610
CH3611
CH3612

CH3596
CH3810
CH3811

CH3590
CH3591

CH3710
CH3711

CH3710 Rail Hinge. Length 3". Height 1 1/4". For 7/8" Tube.
CH3711 Rail Hinge. Length 3". Height 1 1/4". For 1" Tube.

CH3640  90° Deck Hinge.1/4" Bolt.
 2 3/8" x 3/4" Base. #8 FH.

CH3680 Angled Deck Hinge. 1/4" Bolt. 
  2 3/8" x 3/4" Base. #10 FH.

CH3661 Deck Hinge with Concave Base. 
 90°. Removable Pin. 1/4".
 2 3/8" x 3/4" Base. #10 FH.

MH5460040 Detent-Style Quick Pin. 3/16" x 33/64"

CH3641 90° Deck Hinge with Removable Pin. 1/4".
 2 3/8" x 3/4" Base. #10 FH.

CH3660 Deck Hinge with Concave Base. 
 90°. 1/4" Bolt. 2 3/8" x 3/4" Base. #10 FH.

UNIVERSAL DECK HINGES - 316 Stainless

CH3682 Universal Swivel Deck Hinge. Base 3 1/4" x 1".
 Pin Hole 1/4".  #10 FH.
CH3684 Unversal Swivel Deck Hinge.
 Heavy Duty Base 2 3/4" x 1".  With Bolt 1/4".
 1/4" FH.

LIFELINE BASE
CH3685 Lifeline Base. 2 3/8" x 1 3/8". 3/8" Hole.
 #10 FH.

CH3800 Top Slide with Loop Eye. For 7/8" Tube
CH3801 Top Slide with Loop Eye. For 1" Tube
 

BOAT TOP DECK HINGES - 316 STAINLESS
CH3642  90° Heavy Duty Deck Hinge.
 1/4" Bolt. 2 1/8" x 1" Base. 1/4" FH.

CH3685

SIDE MOUNT DECK HINGE

CH3800
CH3801CH3682 CH3684

CH3640

CH3660

CH3680

CH3641

CH3661

CH3642

MH5460040

CH3560 Side Mount Deck Hinge. 316 SS.
 2" x 1" Base. 1/4" Bolt. #10 FH.

BOAT TOP FITTINGS FITTINGS
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UNIVERSAL DECK HINGE
CH3683 Take Apart Stainless Steel Deck Hinge.
 Removable End, with Drop Nose pin.
 1 1/2" x 3 1/2".  

CH9629 Cast 316SS Quick Release Deck Hinge.
 With Universal Angle Adjustment. 
 90mm (3-1/2") Length. 

CH9631 Cast 316SS Quick Release Ring. 
 90mm (3-1/2") Length. 

CH9634 Cast 316SS Quick Release for 1" Web-
bing. 90mm (3-1/2") Length. 

 QUICK RELEASE DECK HINGE
Universal Angle

 QUICK RELEASE RING  QUICK RELEASE WEBBING BUCKLE

CH9981 Cast 316SS Quick Release Deck Hinge.

 QUICK RELEASE DECK HINGE

CH9640 316SS Deck Hinge with Top Cap.
 Twist & Pull Quick Release. For 7/8" Tubing.
CH9641 316SS Deck Hinge with Top Cap.
 Twist & Pull Quick Release. For 1" Tubing.

QUICK RELEASE DECK HINGE
with Tubing Top Cap

CH9946  Straight Top Cap with Ball End.
 Cast 316 SS. For 7/8" Tubing 
CH9947  Straight Top Cap with Ball End.
 Cast 316 SS. For 1" Tubing 
CH9948  90° Top Cap with Ball End.
 Cast 316 SS. For 7/8" Tubing 
CH9954  90° Top Cap with Ball End.
 Cast 316 SS. For 1" Tubing 

BALL AND SOCKET BOAT TOP FITTINGS

CH9955  Flat Deck Hinge with Socket and
 Quick Release Pin. Cast 316 SS.
 Plastic insert for tight, rattle free fit.
CH9956  Concave Deck Hinge with Socket and
 Quick Release Pin. Cast 316 SS.
 Plastic insert for tight, rattle free fit.

Ball and Socket design allows for easier connection of top cap to deck hinge at a more forgiving range of angle.
Special plastic inserts in sockets ensure smooth movement and tight rattle-free fit.

CH9957  Jaw Slide with Socket and Locking Pin.
 Fits 7/8" Tubing. Cast 316 SS.
 Plastic insert for tight, rattle free fit.

CH9970  Jaw Slide with Socket and Locking Pin.
 Fits 1" Tubing. Cast 316 SS.
 Plastic insert for tight, rattle free fit.

CH9946
CH9947

CH9948
CH9954

CH9955

CH9956

CH9957
CH9970

QUICK RELEASE BOAT TOP FITTINGS

BALL & SOCKET BOAT TOP FITTINGS
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TOP CAP
CH3605 Top Cap with adjustable length eye post.
 Eye can be threaded in or out for perfect fit of 

boat top. Stainless Steel. For 7/8" Tubing.

CH3606 Same as above, for 1" Tubing.

SPLIT RAIL TEE
Cast 316 Stainless. Hinged rail tee. Ideal for installing rail 
fitting devices without disassembling the rail.

CH9918 90° Tee. For 7/8" O.D. Tube.
CH9919 90° Tee. For 1" O.D. Tube.

CH9931 60° Tee. For 7/8" O.D. Tube.
CH9932 60° Tee. For 1" O.D. Tube.

SWIVELING DECK HINGE/TOP CAP
CH3687 Combined deck hinge swivel and top cap 

unit. 316 SS. Top cap fits 7/8" tube.

CH3688 Combined deck hinge swivel and top cap 
unit. 316 SS. Top cap fits 1" tube.

AA50154 Gallows support hinged pipe joint.
 For 1-1/2" Pipe. Polished Bronze.
 Set screws included. 

1-1/2" BRONZE PIPE JOINT

TUBING CLAMP

CH9816 Clamp, Fixed. 7/8” to 1-1/4” AISI 304 SS

TUBING STRAP
CH9803 Stainless Tubing Strap for 1" Tubing.
 Pair.

MK0423 Eye strap for 1" Tubing.
 316 Stainless Steel.
 Made in UK.

STAINLESS TUBING STRAP

CH9985 Cast 316SS Flush Bimini Deck HInge.2 
Piece Deck Mount and Deck Hinge.

 2 PIECE FLUSH BIMINI DECK HINGE TUBING HINGE JOINT
CH3720 Tubing Knuckle Joint. Fits . 7/8" x 1.2mm Tube.
CH3722 Tubing Knuckle Joint. Fits . 7/8" x 1.5mm Tube.

MISCELLANEOUS RAIL / BOAT TOP FITTINGS
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STANCHION AND BASE

AA54005 Stainless Steel Stanchion. Tapered. 24" Length. 1" Diameter.
 With small cast lifeline eye at top end. Wire spacing 12-1/2".

AA54007 Stainless Steel Stanchion. Tapered. 28-1/2" Length. 1" Diameter.
 With 3/8" ID cast lifeline eye at top end. Wire spacing 14-1/4".

AA54054-01

AA54054-02
HM009890

STANCHION BASE
AA54054-01 Stanchion Base. 304 SS.
 2 1/2" Base.   84°.

AA54054-02 Stanchion Base. 304 SS.
 2 1/2" Base.   90°.

HM009890 Stanchion Base. Cast 316 SS.
 For 1" O.D. Tube.
 Fastener Size 1/4". 
 Base 3 1/2" x 3".  

STANCHION HANDRAIL
AA53975 Stanchion Handrail. 1" Tubing.
 24" H x 12-3/4" L.  316SS.
 With Tabs for Lifelines.
 Wire spacing 11-3/4"
AA53976 Stanchion Handrail. 1" Tubing.
 29" H x 12-3/4" L.  316SS.
 With Tabs for Lifelines.

DOUBLE STANCHION for Gate
AA54010 Double Stanchion. 316 Stainless.
 1" Diameter Tubing.  25" Height.

HANDRAIL

HANDRAIL - 316SS
CN3178 Handrail with Round Mounting Bases.
 17-3/4" H x 12-1/2" L. 1" Tubing. 316SS.
CN3179 Handrail with Round Mounting Bases.
 23-5/8" H x 18-7/8" L. 1" Tubing. 316SS.
CN3180 Handrail with Round Mounting Bases.
 19-5/8" H x 12-19/32" L. 1-1/4" Tubing.
 316SS.
CN3181 Handrail with Round Mounting Bases.
 23-5/8" H x 18-7/8" L. 1-1/4" Tubing.
 316SS.

CN3177 Flat Topped Handrail with Round Bases.
 22-7/8" H x 19" L. 1" Tubing. 316SS.

STANCHIONS / HANDRAILS
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HANDRAIL FITTINGS
CH9770 Handrail End Post. 316 SS. For 1" Rail.
 2-3/8" Height.

CH9772 Handrail Centre Post. 316 SS. For 1" Rail.
 2-3/8" Height.

HANDRAIL FITTINGS - 316 STAINLESS

CH8022 90° Rail End Fitting. For 7/8". 
 Base 4 3/4" x 1 1/2".  1/4" FH.
CH8023 90° Rail End Fitting. For 1". 
 Base 4 3/4" x 1 1/2".  1/4" FH.

CH8024 Rail End Fitting. 5 1/2° Angle. For 7/8".
 Base 3 1/2" 1 1/4". #10 FH.

CH8004 Aft End. 60°.

Handrail Fittings - Base 1 5/8" x 1 1/4". Fasteners: #10 FH. For 7/8" Tube. 
CH8000 Forward End. 120°.CH8010 Center. 60°.

CH8001 Aft End. 60°.

Handrail Fittings - Base 1 5/8" x 1 1/4". Fasteners: #10 FH. For 1" Tube
CH8005 Forward End. 120°.CH8011 Center. 60°.

CH8022
CH8023 CH8024

CH8004
CH8001

CH8010
CH8011

CH8000
CH8005

HANDRAIL CENTER POSTHANDRAIL END POST
CH9889 Stainless Center Post for Handrail. 316SS. 
 3-3/8" Height. For 7/8" Tubing.
 Round Base.
CH9762 Stainless Center Post for Handrail. 316SS. 
 3-3/8" Height. For 1" Tubing.
 Round Base.

CH9893 Stainless End Post for Handrail. 316SS. 
 3-3/8" Height. For 7/8" Tubing.
 Round Base.
CH9764 Stainless End Post for Handrail. 316SS. 
 3-3/8" Height. For 1" Tubing.
 Round Base.

HANDRAIL END POST
CH8923 End Post.Cast 316 Stainless.
 For 7/8" O.D. Tube. 8mm Threaded stud.

CH8924 End Post. Cast 316 Stainless.
 For 1" O.D. Tube. 8mm Threaded stud.

HANDRAIL CENTRE POST
CH8922 Centre Post.Cast 316 Stainless.
 For 7/8" O.D. Tube. 8mm Threaded stud.

CH8925 Centre Post. Cast 316 Stainless.
 For 1" O.D. Tube. 8mm Threaded stud.

CH9914  Rail Fitting Grab Handle Connector for 
Stainless Tubing. Cast 316 SS.

 3 1/8" Length. Fits 1" Tubing.

GRAB HANDLE CONNECTOR

HANDRAIL FITTINGS
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FLAG POLES

FLAG POLES
HM073515 Economy Rail Mount Flag Pole. 15 3/4".  For 7/8" - 1" Rail.
  With split rings to hold flag. 304 SS

HM009876 Side Mount Flag Pole. 17". Thumb Screw for easy pole removal  
   and Adjustable Quick Release Flag Clips. 316 SS

HM009877 Top Mount Flag Pole. 17". Adjustable Quick Release Flag Clips.
  316 SS.

HM009842 Rail Mount Flag Pole. 19 1/2". Hinged rail clamp for 7/8" Rail.
  Adjustable Quick Release Flag Clips. 316 SS
HM009845 Rail Mount Flag Pole. 25 1/2". Hinged rail clamp for 1" Rail.
  Adjustable Quick Release Flag Clips. 316 SS
HM009917 Rail Mount Flag Pole. 37 1/2". Hinged rail clamp for 1 1/4" Rail.
  Adjustable Quick Release Flag Clips. 316 SS
  
  Spare Parts for HM009842, HM009845, HM009917
HM009842-CL Spare Quick Release Flag Clip for above Flag Poles
HM009842-TS Spare Thumb Screw for above Flag Poles

HM073515 HM009876 HM009877

HM009842
HM009845
HM009917

RAIL MOUNT FLAG POLE
HM009839 Stamped Stainless Flag Pole.
 Nylon rail clamp for 7/8" or 1" Rail.
 8-2/3" Length.

RAIL MOUNT FLAG POLE
HM009843 Stainless Flag Pole with Quick Release 

flag clips. 17" Length.
 Nylon rail clamp for 7/8" or 1" Rail.

SS FLAG POLE
HM009959 24" Stainless flag pole. 20mm diameter.
 Fits HM009936 or HM009963 Flag Pole 

Socket.
HM009960 29-1/2" Stainless flag pole. 25mm (1") dia. 

Fits 25mm or 1" Flag Pole Socket.
HM009961 35-1/2" Stainless flag pole. 25mm (1") dia. 

Fits 25mm or 1" Flag Pole Socket.
HM009962 47-1/4" Stainless flag pole. 25mm (1") dia. 

Fits 25mm or 1" Flag Pole Socket.

316 Stainless Flag Pole. Fits 1" Diameter Base.
HM466312 24" Height.
HM466313 30" Height.
HM466314 36" Height.
HM466315 48" Height.

STAINLESS FLAG POLE TELESCOPING FLAG POLE
HM026020 Telescoping Flag Pole. 26"-48".HM009815 316 Stainless Flag Pole and Base.

 45° Angles. 17" Length.
 3-3/8" x 1-9/16" Base

FLAG POLE

FLAG POLES
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Chromed Brass Rail Mount Flag Pole. Removable Pole. 
3/4" Tube. Fits 3/4" - 1" Rail. Flag eyes on pole.
FS0200D 1 Metre (39") Length.

RAIL MOUNT FLAG POLE
Chromed Brass. Made in Italy

BRASS FLAG POLE
Made in Italy

FS0024AB Polished brass flag pole with base.
 14" Height. 13mm Dia. Pole.

FS0024BB Polished brass flag pole with base.
 20" Height. 13mm Dia. Pole.

RAIL MOUNT FLAG POLE
Chromed Brass.  Made in Italy

Rail Mount Flag Pole. Removable Pole. 1/2" Tube.
Fits 3/4" - 1" Rail. Flag eyes on pole.
FS0200A 14" Length.
FS0200B 20" Length.
FS0200C 32" Length.

FS0200A
FS0200B
FS0200C

FLAG POLE SOCKETS

HM009873 3/4" Socket. 10° Angle. Base 1 7/8" Dia. Cast 316 SS. #6 FH.
HM009874 1" Socket. 10° Angle. Base 2 5/8" Dia. Cast 316 SS. 1/4" FH.
HM009875 1 1/4" Socket. 10° Angle. Base 2 3/4" Dia. Cast 316 SS. #8 FH.

FLUSH MOUNT FLAG POLE SOCKETS - 316 SS
HM009880 3/4" Socket. Base 2" Dia. 60°. #8 FH.
HM009881 1" Socket. Base 2 3/8" Dia. 60°. #8 FH.
HM009882 1 1/4" Socket. Base 2 5/8" Dia. 60°. #8 FH.

HM009873

HM009874

HM009875

HM009880

HM009881

HM009882

10º

60º

FLAG POLE BASE
HM009871 Flag Pole Base. Angled. Stainless Steel.
 Fits 20mm.

HM009872 Flag Pole Base. Angled. Stainless Steel.
 Fits 25mm or 1".

ANGLED FLAGPOLE SOCKET
for HM00960/00961/00962 Flagpoles

HM009963 Stainless Steel Flush Mount Socket.
 Fits 20mm Dia. Pole (HM009959).
 With rain cap.
HM009964 Stainless Steel Flush Mount Socket.
 Fits 25mm or 1" Dia. Pole
 (HM009960/61/62).  With rain cap.

ANGLED FLAG POLE SOCKET
FS0158AB Polished Brass. For 1" Pole. 10° Angle.

FLAG POLES / FLAG POLE SOCKETS
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SWIVEL FLAG SISTER CLIPS
HM005002 1/4" Eye. 316 Stainless. 

FLAG CLAMP
HM009812 Flag Clamp for stay or shroud.
 2-1/8" x 7/8". 304 SS.
  

FS0191A Chromed Brass Rail Mount Flagpole 
Socket. Fits 7/8" to 1" Rail.

 For 13mm Flagpole diameter.
FS0191B Chromed Brass Rail Mount Flagpole 

Socket. Fits 7/8" to 1" Rail.
 For 20mm Flagpole diameter.

FLAGPOLE SOCKET -Rail Mount

RAIL MOUNT FLAG POLE SOCKET
HM009971 Stamped Stainless Socket with Plastic 

Rail Clamp. Fits 1" Rail.
 For 1" Dia. Flag pole.

FLAG POLE SOCKET
HM009855 Flag Pole Socket with Vertical Mounting 

Plate.  304 Stainless.
 Fits 7/8" (22mm)Pole.
 Mounting Plate 1-9/16" x 2-3/4".

HM009932 Flagpole Socket for 1-1/8" Dia. Flagpole.
 Fits 1-1/4" Rail. 316 SS.
 

RAIL MOUNT FLAGPOLE SOCKET

HM009937 Flagpole Socket for 1-1/8" Dia. Flagpole.
 Fits 7/8 or 1" railing. 

STAINLESS STEEL ROD HOLDER
AA54063 Rail Mount Stainless Rod Holder.
 For 7/8" to 1" Rail. 10-1/2" Length.
 1-3/4" Tube I.D.

RAIL MOUNT ROD HOLDER
AA54080 Clamp-on Rod Holder. Stainless.
 for 3/4" to 1" Rail.  
 SS Tube with Liner. 9" Length.

AA54064 316 Stainless Rod Holder.
 Rail Mount for tube 1" to 1-1/4".
 Adjustable for vertical or horizontal rail.
 9-5/8" L.  1-1/2" I.D.  2-1/2" O.D. 

RAIL MOUNT ROD HOLDER

FLAG POLES / FLAG ACCESSORIES

ROD HOLDERS
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POLISHED BRASS ROD HOLDER

POLISHED BRASS ROD HOLDER

FS0092B Polished Brass Rod Holder with black rub-
ber cap. 240mm L x 40mm internal dia.

FS0156B Polished Brass Rod Holder .
 250mm L x 40mm internal dia.

STAINLESS STEEL ROD HOLDER
AA54068-SS Stainless Steel Rod Holder. 
 Side Mount. SS tube with liner.
 SS mounting brackets.

STAINLESS STEEL ROD HOLDER STAINLESS STEEL ROD HOLDER

Rail Mount Stainless Rod Holder.
9-5/8" Length. 1-9/16" Tube I.D.
AA54058 Vertical.
AA54057 Horizontal.

AA54104 Stainless Rod Holder. 0° Angle.
 10" Length. 2" ID Tube.
AA54103 Stainless Rod Holder. 20° Angle.
 10" Length. 2" ID Tube. 

AA54058

AA54057

ROD HOLDERS
AA54075 Flush mount Stainless Steel Rod Holder.
 With PVC Cap.
 9 1/2" Length.  1 7/8" I.D.  1/4" FH.

STAINLESS STEEL ROD HOLDER
Flush mount Stainless Steel Rod Holder with Cap & 
Liner.  9" Length. 2" Liner ID.
AA54072 15° Angle.
AA54073 30° Angle.
AA54074 45° Angle.
AA54076 0° Angle. 

AA54072

AA54073

AA54074

AA54076

AA54082-02 SS Rod Holder for 2 Rods. with Knife
 storage slot and misc. compartment.
AA54082-03 SS Rod Holder for 3 Rods. with Knife
 storage slot and misc. compartment.

STAINLESS ROD STORAGE RACK
with Knife Holder and Storage Compartment

AA54082-03

AA54082-02

ROD HOLDERS
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DECK FILL KEY
CH5931 Deckfill Key. For CH5930 Deckfills. 

HM009901 Universal Deck Plate Key. Stainless.

CH5931

HM009901

DECK FILLS - Cast 316 Stainless.

CH5930/DIESEL Diesel.*
CH5930/FUEL  Fuel. *
CH5930/GAS  Gas.*
CH5930/WASTE Waste.*
CH5930/WATER Water.*

  * Order Deck Fill Key Separately (#CH5931)

FOR 1 1/2" HOSE.  1-7/8" Cutout.  3" Outside Dia.

CH5940/DIESEL Diesel.*
CH5940/GAS  Gas.*
CH5940/WASTE Waste.*
CH5940/WATER Water.*
   * Order Deck Fill Key Separately (#CH5931)

FOR 2" HOSE.  2-3/16" Cutout.  3-1/2" Outside Dia.

DECK FILLS - Cast 316 Stainless.

STAINLESS STEEL DECK PLATE KEY
AA54025 Deck Plate Key. 304 Stainless. 7" Length.

CH5935/DIESEL Diesel.*
CH5935/GAS  Gas.*
CH5935/WASTE Waste.*
CH5935/WATER Water.*

With 45° Angled Hose Connection. For 1-1/2" Hose.
1-7/8" Cutout.  3" Outside Dia.

DECK FILLS - Cast 316 Stainless.

POLISHED BRASS DECK FILLS
With Pull-Up Opening Lever. Large Diameter Cap Covers Mounting Holes

For 1-1/2" Hose.  2-1/8" Cutout.  3-1/2" O.D. For 2" Hose.  2-1/8" Cutout.  3-1/2" O.D.
FSE501A "FUEL". For 1-1/2" Hose. #8 FH.
FSE501C "DIESEL". For 1-1/2" Hose. #8 FH.
FSE501D "WASTE". For 1-1/2" Hose. #8 FH.
FSE501B "WATER". For 1-1/2" Hose. #8 FH.

FSE502A "FUEL". For 2" Hose. #8 FH.
FSE502C "DIESEL". For 2" Hose. #8 FH.
FSE502D "WASTE". For 2" Hose. #8 FH.
FSE502B "WATER". For 2" Hose. #8 FH.

FSE501A
FSE502A

FSE501C
FSE502C

FSE501D
FSE502D

FSE501B
FSE502B

DECK FILL with TANK VENT
Knurled Screw On Cap

CH5950/DIESEL Diesel. 1 1/2" Hose Fitting.
CH5950/GAS Gas.    1 1/2" Hose Fitting.
CH5950/WASTE Waste. 1 1/2" Hose Fitting.
CH5950/WATER Water.  1 1/2" Hose Fitting.

DECK FILLS
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NYLON DECK FILL
with  WINCH HANDLE SOCKET CAP

AA40027 Deck Fill for 1 1/2" Hose. 
 Winch handle socket for removing and 

tightening cap. 2-3/16" Cutout.  3-3/8" O.D.
AA40028 Deck Fill. Same as above, for 2" Hose.
 2-3/16" Cutout.  3-3/8" O.D.

CH5920/DIESEL Diesel. 1 1/2" Hose Fitting.
CH5920/GAS Gas.    1 1/2" Hose Fitting.
CH5920/WASTE Waste. 1 1/2" Hose Fitting.
CH5920/WATER Water.  1 1/2" Hose Fitting.

CH5910/DIESEL Diesel. 1 1/2" Hose Fitting.
CH5910/WASTE Waste. 1 1/2" Hose Fitting.
CH5910/WATER Water.  1 1/2" Hose Fitting.

DECK FILL WITH KEYLESS CAP
316 Stainless. Flip-Up Lever.

DECK FILL w/ WINCH HANDLE SOCKET CAP
316 Stainless.

NYLON DECK FILLS / DECK FILL KEY
2-3/16" Cutout.  3-3/8" O.D.

AA40006-01 Deck Fill with Colour-Coded Levers.  
 Black Nylon. 4 interchangeable coloured  
 levers. Red, Blue, Black, Green.
 For 1 1/2" Hose. #10 FH. 

AA40007 Deck Fill with Slotted Cap. Black Nylon.
 With 6 I.D. Plates. For 1 1/2" Hose. #10 FH. 

AA40006-01

AA40007

AA40005/GAS Red Cap. Gas. 1 1/2" Hose Fitting.
AA40005/WATER Blue Cap. Water. 1 1/2" Hose Fitting.
AA40005/WASTE Black Cap. Waste. 1 1/2" Hose Fitting.
AA40005/DIESEL Green Cap. Diesel. 1 1/2" Hose Fitting.

DECK FILL WITH KEYLESS CAP
Fiberglass Reinforced Nylon

2-3/16" Cutout.  3-3/8" O.D.

SKI TOW RING
HM008362 304 Stainless. 1 3/4" dia. ring.
 4" x 10mm studs.
HM008363 304 Stainless. 2 5/8" dia. ring.
 4 5/8" x 12mm studs.

SKI MIRROR
AA91525 ABS Housing. White painted zinc alloy 

bracket.  Polycarbonate Lens (1400R).
 381mm x 89mm.

DECK FILLS

SKI TOW RING / SKI MIRROR
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 STAINLESS TELESCOPING BOARDING LADDER
Over Swimgrid Mount.

• 2 Step, 3 Step or 4 Step.
• Hinged mounting plates on support arms.
11 1/2" Overall Width.  8 5/16" Tread Width.
5/16" Fasteners.  1  1/2" Hole Spacing.

WIDE BOARDING LADDER
CN7331W Stainless boarding ladder. Telescoping.
 3 step.  Hinged mounting plates.
 Open Length 34". 17 1/4" Overall Width.
 16 1/4" Center to Cen  CN7321 2 Step. 13 1/2" Length Closed.  23 1/2" Length Open.

CN7331 3 Step. 14 1/2" Length Closed.  34" Length Open.
CN7341 4 Step. 15 1/2" Length Closed.  46" Length Open.

TELESCOPING TRANSOM LADDER
CN7331GMP 3 Step folding telescoping transom 

ladder. 304SS. 23-5/8" L x 13-3/8" W.
 Stainless rungs with black plastic 

safety treads.

NARROW BOARDING LADDER
"Narrow" Telescoping Boarding Ladder, with Non-Slip 
black plastic safety tread. 316 SS.

8 1/4" Overall Width. 10" Center to Center Width.
8 1/2" Tread Width.  12 5/8" Mounting Width. 
5/16" Fasteners.  1 13/16" Hole Spacing.

CN7321N 2 Step. 13 1/3" Length Closed.
 23 1/2" Length Open.
CN7331N 3 Step. 8 1/4" Width. 14 1/2" Length Closed.
 35" Length Open.
CN7341N 4 Step. 8 1/4" Width. 16" Length Closed.
 46" Length Open.

CN7331H 3 Step Telescoping Stainless Ladder with 
Handle bar at top. Hinged mounting plates 
on support arms. 34-3/16" Length x 10" 
Width.  14-7/8" Stowed Length.

CN7341H 4 Step Telescoping Stainless Ladder with 
Handle bar at top. Hinged mounting plates 
on support arms. 45-5/8" Length x 10" 
Width.  15-5/8" Stowed Length.

STAINLESS BOARDING LADDER

CN7334 3 Steps. Length Open 35".
 Stowed Length 14 1/2".
 Stowed Height 2 1/2".
 Width 10"

SLIDE MOUNT ABOVE SWIMGRID LADDER
Stainless Steel

Mounts to top of swimgrid. Slide system allows for 
ladder to be stowed inboard of edge of swimgrid. 
Ladder slides outboard of swimgrid and down

CN7331SLD 3 Step Telescoping Stainless Ladder 
with slide gudgeon.

STAINLESS BOARDING LADDER

LADDERS
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UNDER SWIMGRID LADDER

CN7335
3 Steps. Length Open 35".

SLIDE MOUNT UNDER
SWIMGRID LADDER
Stainless Steel

Mounts under swimgrid. Slide system allows 
folding steps to slide up and under swimgrid.

10" Center to Center Width.
8 1/2" Tread Width.  12 5/8" Mounting Width. 
5/16" Fasteners.  1-13/16" Hole Spacing.
Stowed Length 16 1/8". Stowed Height 2 1/2".

CN7345
4 Steps. Length Open 45 1/2".TELESCOPING BOW LADDER

with Stand-Off Arms.
CN7341BBD 4 Step folding telescoping ladder. 
 Bow Ladder for bow rider boats. 

304SS. 36" L. 11" Width.
 12-3/8" Length when stowed. 
 Stainless rungs with black plastic 

safety treads.

NARROW UNDER SWIMGRID LADDER
Mounts under swimgrid. Slide system allows folding steps 
to slide up and under swimgrid. 8" Width.

CN7335N 3 Steps. 33-1/2" Length Open.
 14-1/2" Length Closed.
CN7345N 4 Steps. 45-1/2" Length Open.
 15-7/8" Length Closed.

CN8535 Sport/Diving Ladder.
 Telescoping. Central Post. Stainless
 Angled outward for easier boarding.
 NOTE: 4 Step Ladder.

4 STEP TELESCOPING SPORT LADDER

* 4 Step *

TELESCOPING DIVE LADDER
Dual Centre Posts

CN8540
Telescoping Dive Ladder. Mirror Polished 4 Step.
45-1/4" Open Length.  17-3/8" Closed Length.
13-3/4" Width.

TELESCOPING "BOX" LADDER
Folds up and into Flush Mount Box

CN8713 Telescoping Ladder. 3 Step. 
 34-1/2" Open Length.
 Box Size 13" x 18" x 1-7/8"
 10" Centre to Centre Width.
 
CN8714 Telescoping Ladder. 4 Step. 
 45-1/2" Open Length. 
 Box Size 13" x 19-1/4" x 1-7/8"
 10" Centre to Centre Width.

LADDERS

** SPECIAL ORDER **
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 STAINLESS TELESCOPING SWIMGRID LADDER
Under Swimgrid Mount. Straight.

• 2 Step or 3 Step.
• Includes velcro fastening strap.
• Includes Stainless Brackets.

11" Overall Width.   9" Tread Width.
2 3/16" x 1 1/4" Hole Spacing. 5/16" Fasteners.

CN7333 3 Step. 14 1/2" Length Closed.   34" Length  Open.  

 STAINLESS TELESCOPING SWIMGRID LADDER
Under Swimgrid Mount. Angled.

• 2 Step or 3 Step.
• Locks firmly in down position.
• Includes velcro fastening strap.
• Includes stainless U-Brackets  with anti-rattle bushing 

strips and stainless fasteners
  (3" hex bolts, washers and nylon locking nuts). 

11" Overall Width.  9" Tread Width. 
2 1/8" x 1 5/16" Hole Spacing. 5/16" Fasteners.

CN7322 2 Step.  17" Length Closed.  26" Length Open.

FOLDING LADDER
with Keyhole Mounting Plates

for Easy Attachment and Removal

CN7444 Ladder. 4 Step. Folding 2 +2 Steps.
 45-1/2" Open Length.  28-3/8" Closed Length.
 Open Length from Mounting: 40"
 13" Centre to Centre Width.
 7-3/8" Tread Width.

CN7454 Ladder. 5 Step. Folding 2 +3 Steps.
 55-3/4" Open Length.  38-1/2" Closed Length.
 Open Length from Mounting: 50"
 13" Centre to Centre Width.
 7-3/8" Tread Width.

CN7464 Ladder. 6 Step. Folding 3 +3 Steps.
 65" Open Length.  38-1/2" Closed Length.
 Open Length from Mounting: 59-1/2"
 13" Centre to Centre Width.
 7-3/8" Tread Width.

STAINLESS BOARDING LADDER
with HInged Mounting Plate

316 Stainless Steel Hinged, Folding Boarding Ladder, 
with hand rails. Adjustable spacers with black Non-Slip 
safety tread surface.

10" Overall Width.  8 5/8" Tread Width.
5/16" Fasteners.  1-7/8" Hole Spacing.
CN7432 3 Step. Folding 1+2 Steps. 26" Length.
CN7442 4 Step. Folding 2+2 Steps. 36" Length.
CN7452 5 Step. Folding 3+2 Steps. 45" Length.

STAINLESS BOARDING LADDER
with Hinged Mounting Plate

CN7106 6 Step folding boarding ladder (3+3), with 
handrails. 60" Length x 10" Width. Stainless 
rungs with black plastic safety treads.

 37" Stowed Length.

CN7104 5 Step folding boarding ladder (3+2), with 
handrails. 51" Length x 10" Width. Stainless 
rungs with black plastic safety treads.

 37" Stowed Length. (Not Pictured).

LADDERS
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STAINLESS STEEL LADDERS
KEY HOLE MOUNTING PLATES

LL50053 3 Step with black poly non-slip steps.
 With Key Hole Mounting Plates.
LL50054 4 Step.
LL50055 5 Step.

LL00636 Spare Stainless Key Hole mounting plates 
for LL50053/50054/50055 Ladders.

 2-1/2" L x 1-13/16" W.
 5/8" Diameter Keyhole. 3/8" Dia. Slot.

REPLACEMENT STEP
LL50170 Step for LL50053 - LL50055 Ladders.

FOLDING BOARDING LADDER
CN8733 4 Step Boarding Ladder with Handrails.
 Foldup at top step.  51" Length Deployed.
 18" Length Stowed. 11" Width.
 10" Mounting Depth.

STAINLESS BOARDING LADDER
with Hinged Mouting Plates and Standoffs.

Transom Mounting. With Safety Treads

CN7111 5 Step folding boarding ladder (2+3).
 43" Length x 10" Width. Stainless rungs with 

black plastic safety treads.
 24" Stowed Length.
CN7122 6 Step folding boarding ladder (3+3).
 52" Length x 10" Width. Stainless rungs with 

black plastic safety treads.
 29" Stowed Length.

CN8734 4 Step boarding laddder with handrails.
 56" Length Deployed. 15.4" Width.
 22" Length Stowed.

FOLDING & TELESCOPING LADDER
with HANDRAIL - Wide

* 5 Step or 6 Step

FOLDING LADDER
with Hinged Mounting Plates and Standoffs.

Transom  Mounting. With Safety Treads.

CN7092 Ladder. 3 Step. Folding 1+2 Steps.
 25” Length. 316 SS.
CN7102 Ladder. 4 Step. Folding 2 +2 Steps.
 35" Length. 316 SS.
CN7112 5 Step. Folding 3 +2 Steps.
 45" Length.

FOLDING LADDER - Narrow
with Hinged Mounting Plates and Standoffs.

Narrow - for Transom  Mounting on Inflatable.
With Black Safety Treads.

CN7230 Ladder. 3 Step. Folding 1+2 Steps.
 8 1/4” Wide. 316 SS.

10 3/8" Overall Width. 9 1/2" Center to Center Width.
8 5/8" Tread Width.
5/16" Fasteners.  1-7/8" Hole Spacing.

CN8736 6 Step Stainless Ladder with Handrail.
 Folding and Telescoping.
 Total Length 77". Stowed Length 32".
 Width 14".

FOLDING & TELESCOPING LADDER
with HANDRAIL

LADDERS
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TELESCOPING FOLDING LADDER
with Handrail

CN8744 Telescoping Ladder. 4 Step. 
 45-1/4" Open Length.
 15-1/2" Closed Length.14-3/4" Max Width.
 10" Centre to Centre Width.
 7-3/4" Handrail Height.

Not as Shown
* 4 Step * 

STAINLESS LADDER with HANDRAILS

CN8754 Fixed Ladder with Handrails. 4 Step. 
 52-3/4" Length.
 13-3/8" Centre to Centre Width.

FOLDING LADDER - with WOOD STEPS
with Hinged Mounting Plates and Standoffs.
Transom  Mounting.

CN7102W Ladder. 4 Step. Folding 2 +2 Steps.
 34-1/2" Open Length.  18" Closed Length.
 9-1/2" Centre to Centre Width.
 6-5/8" Tread Width.

CN7112W Ladder. 5 Step. Folding 2 +3 Steps.
 42-1/2" Open Length.  24" Closed Length.
 10" Centre to Centre Width.
 7-3/8" Tread Width.

CN7122W Ladder. 6 Step. Folding 3 +3 Steps.
 52" Open Length.  29" Closed Length.
 10" Centre to Centre Width.
 7-3/8" Tread Width.

ALUMINUM FOLDING LADDER
for Inflatables

ALUMINUM FOLDING LADDER
for Inflatables

CN1605 Folding Ladder for Inflatables. 2 Step.

CN1607 Folding Ladder for Inflatables. 3 Step.

FOLDING ROPE LADDER
PVC Steps and Supports. 
Polypropylene Rope.    Capacity: 300 lbs.
AA71074 4 Step. 
AA71075 5 Step.

LADDER for Swim Platform
CN1074 Folding Ladder with Wooden Steps.
 Fits Swim Platforms with Tubing Frame.
 3 Step.  28-3/4" L. x 9" W.

LADDERS



154

VictoryHARDWARE

For the most up to date product information, visit   www.victory-products.com

CN1069 Swim Platform. Polished stainless pipe 
with teak inlay.  51-1/8" x 21-5/8".

CN1070 Swim Platform. Polished stainless pipe 
with teak inlay.  66-7/8" x 21-5/8".

CN1071 Swim Platform. Polished stainless pipe 
with teak inlay.  85-3/4" x 21-5/8".

CN1072 Swim Platform. Polished stainless pipe 
with teak inlay.  90" x 21-5/8".

CN1080 Bow Platform. Polished 316 stainless pipe 
with teak inlay.  Width 19" to 13". Length 
30".

CN1081 Bow Platform with bow roller.
 Polished 316 stainless pipe with teak inlay. 

Width 19" to 13". Length 30".

CN1082 Bow Platform. Polished 316 stainless pipe 
with teak inlay. 

 Width 13" to 11". Length 25".

WOOD SWIM PLATFORM
WOOD SWIM PLATFORM

BOW PLATFORM BOW PLATFORM

CN1080 CN1081

CN1083 Bow Platform with inset Bow Roller.
 Polished 316 stainless pipe with teak inlay.  

Width 23" to 13". Length 47".

CN1090 Stern Canoe Style Platform. 2 Parts.
 Polished 316 stainless pipe with teak inlay.  

Dimensions: A = 20-7/8".  B = 16-15/16".
 C = 34-7/8".
CN1091 Stern Canoe Style Platform. 2 Parts.
 Polished 316 stainless pipe with teak inlay.  

Dimensions: A = 25-5/8".  B = 18-1/2".
 C = 37-3/8"

BOW PLATFORM with Bow Roller

STERN CANOE STYLE PLATFORM

CN1085 Curved Stern Platform. Polished 316 
stainless pipe with teak inlay. 

 33" W x 15" L.  3-3/8" Curve Depth.

CURVED PLATFORM

SWIM PLATFORM
with BOARDING LADDER

SWIM PLATFORM
with BOARDING LADDER

Wooden Swim Platform with Under Swimgrid Ladder.
Slide Ladder folds and slides up under swimgrid. 

CN9517 39-3/8" W x 15-1/4" Deep Swim Platform.
 With 3 Step Ladder.

Wooden Swim Platform with Under Swimgrid Ladder.
Slide Ladder folds and slides up under swimgrid. 

CN9515 17-3/4" W x 15-3/8" Deep Swim Platform.
 With 3 Step Ladder.

LADDERS / SWIM PLATFORMS
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AA54085 Ladder Bracket. Cast 316 SS.
 3 1/4" X 1 3/16"

LADDER MOUNTING BRACKETSTEP HANDLE
CN7732 Stainless Steel Handle/Step.

CN7734 Stainless Steel Handle with Wooden
 Step Plate.

CN7732

CN7734

WOOD SWIM PLATFORM
CN8640 Highly polished stainless steel 1" Tubing,  
 With varnished wood platform.
 For small boats. 8 1/4" W. x 15" L.

CN8642 Highly polished stainless steel 1" Tubing,
 With varnished wood platform.
 For small boats. 10 5/8" W. x 15" L.

SWIMGRID BRACKET

CN7990 Stainless swim platform mounting bracket.
 12" Length. 6" Height. 1 1/2" Width.
 7/8" Dia. tubing. 12° angle.

CN7992 Stainless swim platform mounting bracket.
 17" Length. 9" Height. 1 1/2" Width.
 7/8" Dia. tubing. 12° angle.

WOOD SWIM PLATFORM
CN8650 Highly polished stainless steel 1" Tubing, with  
 varnished wood platform. 15" W. X 17 3/4" D.

CN8652 Highly polished stainless steel 1" Tubing, with  
 varnished wood platform.  17 3/4" W. X 20" D.

OUTBOARD MOTOR BRACKETS

OUTBOARD MOTOR BRACKETS

CN00951
Stainless. c/w SS Springs and Plastic Pad.
Pad Size 8 1/4" x 10 3/8". Includes Fasteners.
For Max. 20 hp Outboard. 10" Travel.
Not recommended for 4-Stroke outboards.

AA72532
Stainless. c/w SS Springs and
Nylon Pad. Pad Size 7" x 9 1/2".
Includes Fasteners. For Max 10hp.
14 1/2" Travel.
Not recommended for 4-Stroke outboards.

AA72532 CN00951

AA72534
Aluminum Motor Bracket with SS Springs and    
Polypropylene Pad. Pad Size 8 1/4" x 10 3/8".
Includes Fasteners. 
For Max. 20hp Outboard. 13"Travel.
Not recommended for 4-Stroke outboards.

AA72534

SWIM PLATFORMS

OUTBOARD MOTOR BRACKETS
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AA84021 Outboard Motor Storage Bracket.
 Rail Mount. White Plastic.
 6-3/4" W x 7" H.  Max 80 lbs.

OUTBOARD MOTOR BRACKET

AA72537 Bracket with angle adjustment to allow 
mounting of outboard motor brackets 
to various angled transoms.

ADJUSTABLE ANGLE BRACKET
For Outboard Motor Brackets

S.S. DESTROYER WHEEL
1"Straight Bore.  1/4" Keyway. 6 Spokes

CH1900 18" Dia.  7/8" Rim.
CH1906 24" Dia.  7/8" Rim.
CH1908 26" Dia.  7/8" Rim.
CH1910 28" Dia.  7/8" Rim.
CH1912 30" Dia.  7/8" Rim.
CH1914 32" Dia.  7/8" Rim.
CH1916 34" Dia.  7/8" Rim.
CH1918 36" Dia.  7/8" Rim.

STAINLESS STEERING WHEEL

 Shaft 3/4" Taper. With Black Cap.
CN7303S  13 1/2" Diameter.  25° Dish.
CN7304S-10  15 1/2" Diameter.  10° Dish.
CN7302S-25  15 1/2" Diameter.  25° Dish.
CN7301S-0  18" Diameter.  No Dish.
CN7301S-10  18" Diameter.  10° Dish.
CN7301S-25  18" Diameter.  25° Dish.
CN7500S1-0  24" Diameter.  No Dish. 

STEERING WHEEL KNOB
AA73012 Stainless Steel Knob.
 Clamps to Steering Wheel Rim.
 For 3/4" - 1" Wheel Rim.
 1-1/2" Diameter Knob.

STEERING WHEEL KNOB
AA73010 Stainless Steel Knob.
 Clamps to Steering Wheel Rim.
 For 3/4" - 1" Wheel Rim.

CH1906-1 24" Dia. 1" Rim.
CH1908-1 26" Dia. 1" Rim.
CH1910-1 28" Dia. 1" Rim.
CH1912-1 30" Dia. 1" Rim.
CH1914-1 32" Dia. 1" Rim.
CH1916-1 34" Dia. 1" Rim.
CH1918-1 36" Dia. 1" Rim.
CH1920 38" Dia.  1" Rim.
CH1922 40" Dia.  1" Rim.
CH1924 42" Dia.  1" Rim.

OUTBOARD MOTOR BRACKETS

STEERING WHEELS
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Made in
Denmark

Stainless steel, Aluminum and Carbon 
Steering Wheels.

Jefa Steering Systems are used throughout the world by dozens of  boat manufacturers, including:
X-Yachts, Farr International, Maxi Yachts, Hanse Yachts, Dehler, Beneteau, Jeanneau, Santa Cruz 

Yachts, C & C Yachts and J/ Boats

Rack and Pinion Steering Components 
and Pedestals.

Cable Steering Components and Pedestals

Transmission Steering Components and 
Pedestals

Hydraulic Steering Components and 
Pedestals

www.jefa.com

Contact us for 
more info
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Autopilot Drive Units

Accessories (Compasses, Mechanisms, 
Cockpit Tables, Instrument Housings)

Made in
Denmark

Rudder Bearings with extremely low 
friction Roller Bearings.

Fixed Bearings and Self-aligning Bearings

Rudder Stocks in
Aluminum or Stainless Steel

Jefa Sealing Systems: Lip seals, gaiters, 
O-rings and rudder tubes

Made in
Denmark

Contact us for 
more info
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LOUVERED VENT - Adjustable Opening
HM003767 Louvered Vent. Adjust open or closed.
 304 SS.  8.7" x 5.1".

HM003768 Louvered Vent. Adjust open or closed.
 304 SS.  13.8" x 7.9".

VENT with Fine Mesh
HM003760 Vent with Fine Mesh. 304 SS.
 8-3/8" x 2-1/4".

HM003783 Vent with Fine Mesh. 304 SS.
 8-7/8" x 3-3/8".

LOUVERED VENT - Adjustable Opening
HM003754 Louvered Vent. Adjust open or closed.
 304 SS.  5-7/8" x 3".
HM003755 Louvered Vent. Adjust open or closed.
 304 SS.  9" x 3".
HM003756 Louvered Vent. Adjust open or closed.
 304 SS.  8-1/2" x 4-1/2".

STAINLESS LOUVERED VENT
HM003788 Louvered Vent. Stamped 304 SS.
 7-1/2" x 3-1/2".

STAINLESS LOUVERED VENT
AA13569 Louvered Vent. 304 Stainless.
 10-3/16" x 3-1/2"

AA13570 10 1/2" x 3 1/2". Fasteners: #4 RH.
AA13571 5" x 4 1/2". #4 RH.

STAINLESS STEEL LOUVERED VENTS

AA13570

AA13571
AA13573

AA13576
AA13578

AA13572

AA13573 5" x 2 1/2". #4 RH.
AA13576 4 1/2" x 9". #4 RH.

AA13578 9 3/4" x 5 7/8". #4 RH.
AA13572 9" x 5". #4 RH.

AA13541 Polished Bronze Locker Vent.
 50.8mm x 158.8mm.

BRONZE LOCKER VENT

STAINLESS LOCKER VENT
HM003720 Oval Locker Vent. Louvered. 304 SS.
 6 3/4" x 2 3/8"

VENTS



160

VictoryHARDWARE

For the most up to date product information, visit   www.victory-products.com

AA13574-WH
AA13574-BK

RC48081-430

RC48175RC48176-2
RC48176-4

AA13534-BK

AA13575-WH
AA13575-BK

RC48081-230

ABS PLASTIC LOUVERED VENTS - UV STABILIZED

AA13574-WH 10 1/8" x 4 7/8". White ABS. #8 FH.
AA13574-BK 10 1/8" x 4 7/8". Black ABS. #8 FH.

AA13575-WH 5 1/2" x 4 7/8". White ABS. #8 FH.
AA13575-BK 5 1/2" x 4 7/8". White ABS. #8 FH.

AA13534-BK 3 3/8" x 3 3/8". For 3" Opening. Black.
RC48081-2 5" x 5". For 4" Opening. Black.
 Fasteners: #8 FH.
AA13534-WH 3 3/8" x 3 3/8". For 3" Opening. White.
RC48176-2 Louvered Vent with Cowl. Black.
 3 3/8" x 3 3/8". For 3" Hose. #8 FH. 
RC48176-4 Louvered Vent with Cowl. White.
 3 3/8" x 3 3/8". For 3" Hose. #8 FH. 

RC48175 Fits AA13534-BK and AA13534-WH.

RC48081-430 4 1/2" x 4 1/2". Vent with Cowl.
 For 4" Hose. White. #8 FH.
RC48081-230 4 1/2" x 4 1/2". Vent with Cowl.
 For 4" Hose. Black. #8 FH.

STAINLESS AND PLASTIC LOUVERED VENTS 

AA13583 3 Slots. 8" x 4 1/4" x 1". SS
AA13584 4 Slots. 10 1/2" x 4 1/2" x 1". SS
AA13585 5 Slots. 12 5/8" x 4 1/4" x 1". SS

AA13586 6 Slots. 12 3/4" x 4 1/2" x 1". SS
AA13582 10 Slots. 20 1/2" x 4 1/2" x 1". SS. #8 FH.

AA13587 6 Slots. 12 3/4" x 3" x 1". SS. #6 FH.
AA13588 7 Slots. 14 7/8" x 3" x 1". SS. #6 FH.
AA13580 8 Slots. 16 3/4" x 3" x 1". SS. #6 FH.
AA13581 10 Slots. 20 1/2" x 3" x 1". SS. #6 FH.

AA13546-WH 6 Slots. 17 7/8" x 3 1/2". White ABS
AA13546-BK 6 Slots. 17 7/8" x 3 1/2". Black ABS
 Fasteners: #10 RH.

AA13545-WH 5 Slots. 13 1/4" x 4 3/4". White ABS
AA13545-BK 5 Slots. 13 1/4" x 4 3/4". Black ABS
 Fasteners: #8 FH.

AA13583 
AA13584
AA13585 AA13586

AA13582

AA13587
AA13588
AA13580
AA13581

AA13546-WH
AA13546-BK

AA13545-WH
AA13545-BK

AA13534-WH
RC48081-4

STAINLESS LOUVERED VENT - 304 SS
RC48080-SS Stainless Louvered Vent. 4" x 4".

RC48081-SS Stainless Louvered Vent. 5" x 5".

RC48076-SS
RC48077-SS

RC48080-SS
RC48081-SS

SS LOUVERED VENT with Cowl - 304 SS
RC48176-SS  Louvered Vent with Cowl for 3" Hose. 4" x 4".
RC48177-SS  Louvered Vent with Cowl for 4" Hose. 5" x 5".

PLASTIC LOUVERED VENT
AA13547-BK Black ABS Plastic Louvered Vent.
 4 Curved Louvers 17-3/4" x 2-3/4".
AA13547-WH White ABS Plastic Louvered Vent.
 4 Curved Louvers. 17-3/4" x 2-3/4".

AA13548-BK Black ABS Plastic Louvered Vent.
 5 Flat Louvers 17-3/4" x 2-11/16".
AA13548-WH White ABS Plastic Louvered Vent.
 5 Flat Louvers. 17-1/2" x 2-11/16".

AA13547-BK
AA13547-WH 

AA13548-BK
AA13548-WH 

VENTS
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ROUND VENTS - 304 SS
RC48131-100 Butterfly Vent. With central turn knob.
 4" Dia. #4 RH.
RC48131-125 Butterfly Vent. With central turn knob.
 5" Dia. #4 RH.
HM003705 Butterfly Vent. With side control lever.
 4" Dia. #4 RH.
HM003706 Butterfly Vent. With side control lever.
 5" Dia. #4 RH.
HM003711 Butterfly Vent. With side control lever.
 6" Dia. #4 RH.

RC48144 Round Louvered Vent. 4". #4 RH.

RC48143 Round Louvered Vent. 5". #4 RH.

RC48142 Round Louvered Vent. 6"

RC48629 Round Slotted Vent. 2 1/2". #4 RH.

RC48629L Round Slotted Vent. 3 1/4". #4 RH.

RC48131-100
RC48131-125

HM003705
HM003706
HM003711

RC48144
RC48143
RC48142

RC48629
RC48629L

CHROMED BRASS COWL VENT

BRASS COWL VENT

FS0054C Chromed cast vrass. With Deck Plate.
 8 1/2" Height. Made in Italy.
 Order cap separately (#FS0054AC).

FS0054AC Cap for FS0054C Cowl Vent.
 Made in Italy.

FS0054C

FS0054

FS0054AC

FS0054A

PVC COWL VENTS

PVC COWL VENTS

AA13593 Low Profile Cowl Vent. 2 3/4" I.D.
 Flexible PVC. With Deck Plate and Cover.
AA13594 Low Profile Cowl Vent. 3 3/4" I.D.
 Flexible PVC. With Deck Plate and Cover.

AA13595 Tall Cowl Vent. 2 3/4" I.D.
 Flexible PVC. With Deck Plate and Cover.
AA13596 Tall Cowl Vent. 3 3/4" I.D.
 Flexible PVC. With Deck Plate and Cover.

AA13503 Mushroom Vent. 4-3/4" Flange.
 3" Hole Dia.Flexible PVC. #8 FH.
AA13504 Mushroom Vent. 6" Flange.
 4" Hole Dia. Flexible PVC. #8 FH.

AA13594B Replacement Base for AA13594, AA13596.
AA13594C Replacement Cover for AA13594, AA13596.
AA13594R Replacement Threaded Ring for AA13594, 

AA13596.

AA13594 AA13595 AA13596
AA13503
AA13504AA13593

FS0054 Cast Brass. With Deck Plate.
 8 1/2" Height. Made in Italy.
 Order Cap Separately #FS0054A.
FS0054A Cap  for FS0054 Cowl Vent.
 Made in Italy.

BRASS BUTTERFLY VENT

BRASS LOUVERED VENT

RC48131-1005 Brass Butterfly Vent. With Central  
 Turn Knob. 4" Diameter. #4 RH.
RC48131-1255 Brass Butterfly Vent. With Central  
 Turn Knob. 5" Diameter. #4 RH.

RC48143-5 Round Louvered Vent. Brass.
 5" Diameter. #4 RH.

VENTS

COWL VENTS
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CAST LOW PROFILE COWL VENT
with Titanium-Gold Finish

CAST LOW PROFILE COWL VENT
Polished Stainless Steel

Cast Stainless, with Titanium Gold coating - provides a 
hard, durable, corrosion resistant finish and gives surface 
a golden sheen similar to Bronze.  Never needs Polishing. 
With White Powder Coated Interior. 

CH4352 3" Cowl Vent. Low Profile. 4-3/8" Height x 
5-3/4" Scoop Width. 

CH4350 4" Cowl Vent. Low Profile. 6" Height x 
7-5/8" Scoop Width. 

Cast 316 Stainless. With White Powder Coated Interior. 

CH4342 3" Cowl Vent. Low Profile. 4-3/8" Height x 
5-3/4" Scoop Width. 

CH4340 4" Cowl Vent. Low Profile. 6" Height x 
7-5/8" Scoop Width. 

CAST ROUND COWL VENT
with Titanium-Gold Finish

CAST ROUND COWL VENT
Polished Stainless Steel

REPLACEMENT DECK PLATE
For Stainless Steel Cowl Vents

REPLACEMENT DECK PLATE
For Brass & Titanium-Gold Cowl Vents

Cast Stainless, with Titanium Gold coating - provides a 
hard, durable, corrosion resistant finish and gives surface 
a golden sheen similar to Bronze.  Never needs Polishing. 
With White Powder Coated Interior. 

CH4372 3" Cowl Vent. Round. 10" Height x
 6-3/8" Scoop Width. 

CH4370 4" Cowl Vent. Round. 12-5/16" Height x
 8-3/8" Scoop Width. 

CH4368 5" Cowl Vent. Round. 14-1/4" Height x
 10-5/16" Scoop Width. 

Cast 316 Stainless. With White Powder Coated Interior. 

CH4362 3" Cowl Vent. Round. 10" Height x
 6-3/8" Scoop Width. 

CH4360 4" Cowl Vent. Round. 12-5/16" Height x
 8-3/8" Scoop Width. 

CH4358 5" Cowl Vent. Round. 14-1/4" Height x
 10-5/16" Scoop Width. 

Cast 316 Stainless. With O-ring seal. 

CH4422 Fits 3" SS Cowl Vents - CH4342, CH4362.  
3" ID.  4-9/16" Flange OD.

CH4420 Fits 4" SS Cowl Vents - CH4340, CH4360.  
4" ID.  5-9/16" Flange OD.

CH4418 Fits 5" SS Cowl Vents - CH4358.
 5" ID.  7-1/4" Flange OD.

CH4416 Fits 6" SS Cowl Vents. 6" ID.
 8" Flange OD.

Cast Stainless, with Titanium Gold coating - provides a 
hard, durable, corrosion resistant finish and gives surface 
a golden sheen similar to Bronze.  Never needs Polishing. 
With White Powder Coated Interior. With O-ring seal.

CH4432 Fits 3" Cowl Vents - CH4342, CH4362.  
3" ID.  4-9/16" Flange OD.

CH4430 Fits 4" Cowl Vents - CH4340, CH4360.  
4" ID.  5-9/16" Flange OD.

CH4428 Fits 5" Cowl Vents - CH4358.
 5" ID.  7-1/4" Flange OD.

INCLUDES
DECK PLATE

INCLUDES
DECK PLATE

INCLUDES
DECK PLATE

INCLUDES
DECK PLATE

COWL VENTS
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STAINLESS COWL VENT
HM003758 All Stainless Cowl Vent.  316 SS.
 For 3" Hose.

PLASTIC COWL VENT
HM073415 White Plastic Cowl Vent.
 For 3" Hose.

AA13528-L
AA13528-S

HM003730

RC48133-2 5 1/8" x 4 1/2" x 2 1/8". Stainless 

RC48136-2 1 1/2" x 1 5/8" x 1/2". Stainless
RC48137-2 2 1/8" x 2 1/8" x 5/8. Stainless

AA13528-L 7 5/8" X 6 7/8" X 2 3/4". Stainless
AA13528-S 6 3/4" x 5 7/8" x 2 3/8". Stainless

HM003730 SS Cowl Vent. With Black Plastic Flange 
  for 3" Hose. 

COWL VENTSCOWL VENT

CLAMSHELL VENT
RC48138-2 Stainless Clamshell Vent.
 3 1/2" x 3 3/8" x 1/2".

VENT COVER - Made in Italy
VENT COVER - Made in ItalyFS0056A Chromed Low Profile Cowl Vent.

 220 x 170 x 48mm.
FS0056AB Polished Brass Low Profile Cowl Vent.
 220 x 170 x 48mm.

FS0056B Chromed Low Profile Cowl Vent.
 165 x 120 x 34mm.
FS0056BB Polished Brass Low Profile Cowl Vent.
 165 x 120 x 34mm. 

FS0055A Chromed Low Profile Cowl Vent.
 175 x 115 x 40mm. Made in Italy.
FS0055B Polished Brass Low Profile Cowl Vent.
 175 x 115 x 40mm. Made in Italy.

FS0056A
FS0056B FS0055A

FS0056AB
FS0056BB

FS0055B

RC48130-2 Pitot Tube Shield. 304 SS
 1-1/4" x 3/4" x 3/8" Height.

RC48134-2 Midget Vent. 304 SS.
 1-1/2" x 1-1/2" x 1/2". 2mm Thickness.
RC48135-2 Midget Vent. 304 SS.
 1-3/4" x 1-1/2" x 1/2". 1.2mm Thickness.

PITOT TUBE COVER

CLAMSHELL VENT

COWL VENTS
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AA13530 4-1/2" x 7-1/2". For Single Hose 3".
 Fits AA13583 Vent.

AA13531 4-1/2" x 12-1/2". For Double Hose 3".
 Fits AA13586 Vent.

VENT COLLECTOR BOX - 304 StainlessDORADE VENT
AA13590 Plastic Vent. 7 5/8" x 5 7/8" x 5".

HM003723 Cast 316 Stainless Gooseneck Elbow 
Vent. 1-5/8" Dia Opening. 6-5/16" Height.

HM003717 Cast 316 Stainless Gooseneck Elbow 
Vent. 2" Dia Opening. 6-9/16" Height.

316 Stainless Gooseneck Elbow Vent.
HM003725 1-3/8" Dia Tube.
HM003726 1-1/8" Dia Tube.
HM003727 7/8" Dia Tube.

GOOSENECK CHAIN LOCKER VENT

DOME VENTS

HM003728 Polished 304 Stainless Mushroom Vent. 3" ID. 4 1/2" OD.
HM003729 Polished 304 Stainless Mushroom Vent. 4" ID. 6" OD.

AA13509 Polished Stainless and Clear Plastic "UFO" Vent. 9" O.D.
 
HM073406 Stainless Dome with Plastic internal trim ring and plastic opening and closing knob.
 4" opening.  7 5/8" O.D.

AA13509

HM073406

HM003728
HM003729

PLASTIC DOME VENT
HM073405 White Plastic Dome Vent.
 With internal trim ring and plastic opening 

and closing knob.
 4" Opening. 7-5/8" O.D.

LOW PROFILE SOLAR VENT
AA13025 Solar Powered Dome Vent, with Stainless 

Steel cover. 8 1/2" O.D. 2 3/4" height.
 4 1/2" Cut-out. *No Battery or Switch

SOLAR POWERED VENT
AA13024 Solar Powered Dome Vent.
 Lexan Cover. 8 1/2" Dia.
 *No Battery or Switch.

SOLAR POWERED VENT
AA13023-P Solar Powered Dome Vent.
 Without battery or switch. Plastic Cover. 

7-1/2" Diameter. *No Battery or Switch.

VENTS

SOLAR VENTS
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24 HOUR SOLAR POWERED VENT
with Battery & Built-in Switch

AA13027 Solar cells charge battery, to provide
 24 Hour ventilation. With battery and switch.
 4" Opening.   8 1/2" O.D.    2 3/4" Height.
 Stainless Steel Cover. 

24 HOUR SOLAR POWERED VENT
with Battery & Built-In Switch

Solar cells charge battery, to provide 24 hour ventilation. 
Comes with intake and exhaust fan blades. 3" Opening 
moves 700 cubic ft. of air. Battery can run up to 30 Hours 
with no sunlight. Includes wireless switch. Stainless 
Cover.  7-1/2" Diameter.

AA13023-SSBT

TANK VENTS

AA13510 Straight. Chromed Brass with Screen.
 For Hulls up to 1". 5/8" Hose. 
AA13511 Straight. Chromed Brass with Screen.
 For Hulls up to 1/2". 5/8" Hose. 
CH4495 Straight. Stainless Steel with Screen.
 For Hulls up to 1/2". 9/16" Hose.
AA13513 Straight. Chromed Brass with Screen.
 For Hulls up to 1". 1/2" Pipe Thread.

AA13515 Straight. Chromed Brass with Screen.
 For Hulls up to 1/2". 5/8" Hose. 

AA13512 90° DOWN. Chromed Brass with Screen.
 For Hulls up to 1/2". 5/8" Hose. 
AA13517 90° UP. Chromed Brass with Screen.
 For Hulls up to 1/2". 5/8" Hose. 
CH4491 90° SIDE. Stainless Steel with Screen.
 For Hulls up to 1/2". 9/16" Hose.
AA13514 90° DOWN. Chromed Brass with Screen.
 For Hulls up to 1 1/8". 5/8" Hose. 
AA13518 90° UP. Chromed Brass with Screen.
 For Hulls up to 1". 5/8" Hose. 

AA13510 AA13511 CH4495 AA13513 AA13515

AA13512 AA13517 CH4491 AA13514 AA13518

POLISHED BRASS TANK VENT

POLISHED BRASS 90° TANK VENT

FS0172AB Polished brass Tank Vent. Straight.
 For 5/8" (16mm) Hose.

FS0172BBD
 Polished brass Tank Vent. 90° "Right/Down".

For 5/8" (16mm) Hose.

FS0172BBU
 Polished brass Tank Vent. 90° "Left/Up".

For 5/8" (16mm) Hose.

FS0172BBD FS0172BBU

SOLAR VENTS with Battery and Switch

TANK VENTS
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STAINLESS STEEL TANK VENTS

CH3770 Straight Tank Vent. 316SS. with Screen.
 3/8" Thread. For up 7/8" Thickness

CH4496 Straight Tank Vent. 316SS. with Screen.
 5/8" Hose Connection.

CH4497 Straight Tank Vent. 316SS. with Screen.
 3/4" Hose Connection.

CH4492 90° Tank Vent. 316SS. with Screen.
 5/8" Hose Connection. 

CH4493 90° Tank Vent. 316SS. with Screen.
 3/4" Hose Connection.

CH3771 Straight Tank Vent. 316SS. 1/2" NPS Thread. 
 13/16" O.D.
CH3772 Straight Tank Vent. 316SS. 3/4" NPS Thread.
 1" O.D.
CH3773 Straight Tank Vent. 316SS. 1" NPS Thread.
 1-1/4" O.D.

STRAIGHT TANK VENT - Threaded

RC48198 Flush Mount 90° Tank Vent. 316SS.
 9/16" Hose Connection.

FLUSH MOUNT 90° TANK VENT

90° TANK VENTSTRAIGHT TANK VENT

STRAIGHT TANK VENT

STRAIGHT TANK VENT - with Vent Holes

CH3770CH3795
CH4496
CH4497

CH3771
CH3772
CH3773

CH4492
CH4493

RC48198

CH3795 Tank Vent. 316 SS. 6 Vent Holes.
 Fits 5/8" Hose.

EXHAUST COVER

AA42511
Rubber Exhaust Cover. 3"

AA42512
Rubber Exhaust Cover. 4"

CH1661 Straight exhaust flange. Stainless Steel. 
 3-1/4" Dia. Flange. Fits 1-1/2" Hose.
CH1651 Straight Exhaust Flange. 304 SS.
 3-5/8" Flange O.D.  5-9/16" Length.
 For 1-7/8" Hose.  
CH1653 Straight exhaust flange. Stainless Steel. 
 4-1/8" Dia. Flange. Fits 2-1/2" Hose.
CH1654 Straight exhaust flange. Stainless Steel.
 4-3/4" Dia. Flange. Fits 3" Hose.

CH1657 Straight exhaust flange. 304 SS.
 Angled Outlet. Fits 3" Hose.
CH1658 Straight exhaust flange. 304 SS.
 Angled Outlet. Fits 3-1/2" Hose.
CH1659 Straight exhaust flange. 304 SS.
 Angled Outlet. Fits 4" Hose.

STAINLESS EXHAUST FLANGE

STAINLESS EXHAUST FLANGE

CH1652 Exhaust Flange. 316 SS. Fits 2" Hose.
 4" Flange Dia. x 3-1/8" Length. 
CH1655 Exhaust Flange. 316 SS. Fits 3-1/2" Hose.
 5" Flange Dia. x 4-1/4" Length.

316 STAINLESS EXHAUST FLANGE

COWL EXHAUST FLANGE
CH1693 Cowl Exhaust Flange. 304 SS.
 Angled Outlet.  For 3" Hose.
CH1698 Cowl Exhaust Flange. 304 SS.
 For 3-1/2" Hose.

TANK VENTS

EXHAUST FLANGES
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ELIPTICAL PORTHOLE w/ SCREEN,
FINISHING RING & SAFETY GLASS

AA13631-TD  Stainless Steel.
  8 X 18 X 2". Bronze safety glass.
  S.S. "Tie Dogs".
  With 2" deep finishing ring.

AA13631-TDNR As above without finishing ring.

RECTANGULAR PORTHOLE w/ SCREEN,
FINISHING RING & SAFETY GLASS 

OVAL PORTHOLE w/ SCREEN,
FINISHING RING & SAFETY GLASS 

CHOV716
Stainless Steel.
7" x 16". Bronze safety glass.
S.S. "Tie Dogs". With 2" deep finishing ring.

CHOV1020
Stainless Steel.
10" x 20". Bronze safety glass.
S.S. "Tie Dogs". With 2" Finishing Ring.

CHRE714S Stainless Steel.
 7" X 14". Bronze safety glass.
 S.S. "Tie Dogs".
 With 2" deep spigot and finishing ring.

AA13620 304 Stainless Steel Portlight.
 Non-Opening. 
 5" x 15".

NON-OPENING ELIPITICAL PORTLIGHT

CHRE512S Stainless Steel.
 5" X 12". Bronze safety glass.
 S.S. "Tie Dogs".
 With 2" deep spigot and finishing ring.

CHRE514S Stainless Steel.
 5" X 14". Bronze safety glass.
 S.S. "Tie Dogs". With 2" deep spigot and 

finishing ring. Special Order Only.

ROUND PORTLIGHT

Non-opening round porthole. 5 7/8" Outside dia.
4 11/16" Cutout dia. 4" Glass dia.

FS0008D Chromed Brass.
FS0008DB Polished Brass.

FS0008A
FS0008B
FS0008C

FS0008AB
FS0008BB
FS0008CB

FS0008BB Polished Brass.
Opening round porthole. 7 1/8" Outside dia.
6" Cutout dia. 5" Glass dia.

FS0008B Chromed Brass.
Opening round porthole. 7 1/8" Outside dia.
6" Cutout dia. 5" Glass dia.

FS0008CB Polished Brass.
Opening round porthole. 8 1/8" Outside dia.
6 7/8" Cutout dia. 6" Glass dia.

FS0008C Chromed Brass.
Opening round porthole. 8 1/8" Outside dia.
6 7/8" Cutout dia. 6" Glass dia.

FS0008AB Polished Brass.
Opening round porthole. 6" Outside dia.
5" Cutout dia. 4" Glass dia.

FS0008A Chromed Brass.
Opening round porthole. 6" Outside dia.
5" Cutout dia. 4" Glass dia.

FORESTI & SUARDI BRASS PORTHOLES   Made in Italy

FS0008DB
FS0008D

VICTORY PORTHOLES        Made in China

ROUND NON-OPENING PORTLIGHT
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ROUND PORTLIGHT

Opening oval porthole.
4 1/4" x 9 1/2" Outside dimensions.
3" x 8 1/4" Cutout. 1 7/8" x 7 1/8" Glass size.

FS0005 Chromed Brass.
FS0005B Polished Brass.

FS0006AB Polished Brass.
Opening oval porthole. 5 7/8" x 11" Outside dimensions.
4 1/8" x 9 1/4" Cutout. 4" x 9" Glass size.

FS0006A Chromed Brass.
Opening oval porthole. 5 7/8" x 11" Outside dimensions.
4 1/8" x 9 1/4" Cutout. 4" x 9" Glass size.

FS0006BB Polished Brass.
Opening oval porthole. 6 1/2" x 15" Outside dimensions.
4 7/8" x 13 3/8" Cutout.4 3/8" x 13" Glass .

FS0006B Chromed Brass.
Opening oval porthole. 6 1/2" x 15" Outside dimensions.
4 7/8" x 13 3/8" Cutout.4 3/8" x 13" Glass .

FS0006CB Polished Brass.
Opening oval porthole. 6 3/4" x 19" Outside dimensions.
5 1/8" x 17 3/8" Cutout. 4 3/4" x 17" Glass.

FS0006C Chromed Brass.
Opening oval porthole. 6 3/4" x 19" Outside dimensions.
5 1/8" x 17 3/8" Cutout. 4 3/4" x 17" Glass.

FS0010A Chromed Brass.
Opening eliptical porthole.
7 1/2" x 16 5/8" Outside dimensions.
4 1/8" x 13 3/8" Glass size.

FS0010B Chromed Brass.
Opening eliptical porthole.
10" x 20 1/2" Outside dim.
5 1/2" x 16" Glass size.

Opening round porthole.
10 3/8" Outside dia.
7 3/4" Cutout dia.
6 5/8" Glass dia.

FS0007C Chromed Brass.
FS0007CB Polished Brass.

FS0006AB
FS0006BB
FS0006CB

FS0006A
FS0006B
FS0006C

FS0005

OVAL PORTHOLE

OVAL PORTHOLE

FS0005B

FS0004B

FS0010AB
FS0010BB

FS0004 FS0009B FS0009

FS0010AB Polished Brass.
Opening eliptical porthole.
7 1/2" x 16 5/8" Outside dimensions.
4 1/8" x 13 3/8" Glass size.

FS0010BB Polished Brass.
Opening eliptical porthole.
10" x 20 1/2" Outside dimensions.
5 1/2" x 16" Glass size.

ELIPTICAL PORTHOLE

FS0007CB FS0007C

FORESTI & SUARDI BRASS PORTHOLES   Made in Italy

FS0010A
FS0010B

Opening oval porthole.17" x 10 3/8" Outside dimensions.
7 7/8" x 14 1/2" Cutout. 6 3/4" x 13 3/8" Glass.

FS0004 Chromed Brass.
FS0004B Polished Brass.

OVAL PORTHOLE
RECTANGULAR PORTHOLE

Opening rectangular porthole.
8" x 14 1/4" Outside dimensions.
6" x 12 1/4" Cutout. 5" x 11 3/4" Glass size.

FS0009 Chromed Brass.
FS0009B Polished Brass.
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Brass safety bars over glass.
Heavy cast brass frame. Beautifully finished.
Hatch comes with hatch adjuster and hold downs.
Opening 17-1/4" x 15-1/2" x 17-1/4" (435 x 395 x 435mm).
Glass size  15-3/4" x 14-1/4" x 15-3/4" (400 x 360 x 400mm).
Spigot cut out 17-3/8" x 15-3/4" x 17-3/8" (440 x 400 x 440mm).
 

SQUARE DECK HATCH 
POLISHED BRASS or CHROMED BRASS
Brass safety bars over glass.
Heavy cast brass frame. Beautifully finished.
Hatch comes with hatch adjuster and hold downs.
Glass size 18" x 18" (455 x 455mm). 
Opening 19 1/4" X 19 1/4" (490 X 490 mm).
Spigot Cut-out 19 1/2" x 19 1/2" (498 x 498 mm).
 

 TRAPEZOID DECK HATCH
POLISHED BRASS or CHROMED BRASS

FS0001A Chromed Plated Brass.

FS0001AB Polished Brass.
FS0001BC Chromed Plated Brass.

FS0001BB Polished Brass.

FORESTI & SUARDI BRASS HATCHES   Made in Italy

ROUND ALUMINUM HATCH

RECTANGULAR ALUMINUM PORTLIGHT

LOW PROFILE ALUMINUM HATCH MEDIUM PROFILE ALUMINUM HATCH

Opening Portlight with Aluminum Frame and Acrylic
Window. CE Approved.  47mm (1.85") Corner Radius.

Low Profile Hatch with Aluminum Frame and Acrylic
Window. CE Approved.  46.2mm (1.82") Corner Radius.

Medium Profile Hatch with Aluminum Frame and Acrylic
Window. CE Approved.  46.2mm (1.82") Corner Radius.

 Cut-Out Dimensions:
RY03-110 154mm X 301mm (6" x 11-7/8").
RY03-115 171mm X 427mm (6-3/4" x 16-13/16").
RY03-120 244mm X 429mm (9-5/8" x 16-7/8").
RY03-125 251mm X 347mm (10" x 13-11/16").
RY03-130 175mm X 345mm (6-7/8" x 13-9/16").
RY03-135 171mm X 627mm (6-3/4" x 24-11/16").

 Cut-Out Dimensions:
RY03-510 202mm X 347mm (7-15/16" x 13-11/16").
RY03-515 327mm X 457mm (12-7/8" x 18").
RY03-525 390mm X 505mm (15-5/16" x 19-7/8").
RY03-560 260mm X 260mm (10-1/4" x 10-1/4").
RY03-565 421mm X 421mm (16-9/16" x 16-9/16").
RY03-570 450mm X 450mm (17-3/4" x 17-3/4").
RY03-575 510mm X 510mm (20" x 20").
RY03-576 627mm X 627mm (24-11/16" x 24-11/16").

 Cut-Out Dimensions:
RY03-215 327mm X 457mm (12-7/8" x 18").
RY03-220 377mm X 507mm (14-13/16" x 20").
RY03-225 390mm X 505mm (15-5/16" x 19-7/8").
RY03-250 211mm X 211mm (8-5/16" x 8-5/16").
RY03-260 260mm X 260mm (10-1/4" x 10-1/4").
RY03-265 421mm X 421mm (16-9/16" x 16-9/16").
RY03-270 450mm X 450mm (17-3/4" x 17-3/4").
RY03-275 510mm X 510mm (20" x 20").
RY03-280 600mm X 600mm (23-5/8" x 23-5/8").
RY03-285 627mm X 627mm (24-11/16" x 24-11/16").

Hatch with Aluminum Frame and Acrylic. CE Approved.  

RY03-028 280mm (11") Dia. Cutout.
RY03-032 316mm (12-7/16") Dia. Cutout.
RY03-042 422mm (16-5/8") Dia. Cutout.
RY03-048 478mm (18-3/16") Dia. Cutout.
RY03-052 522mm (20-9/16") Dia. Cutout.

OVAL ALUMINUM PORTLIGHT

Opening Portlight with Aluminum Frame and Acrylic
Window. CE Approved.

 Cut-Out Dimensions:
RY03-101 175mm X 345mm (7" x 13-5/8").
RY03-109 175mm X 375mm (7" x 15").

VICTORY ALUMINUM HATCHES & PORTS    Made in China
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SCREENS & TRIM RINGS for VICTORY ALUMINUM HATCHES & PORTS

RY03-720 Trim Ring. 202mm x 345mm.
 For RY03-510 Low Profile Hatch.
RY03-733 Trim Ring. 325mm x 445mm.
 For RY03-515 Low Profile Hatch and
 RY03-215 Medium Profile Hatch.
RY03-739 Trim Ring. 390mm x 505mm.
 For RY03-525 Low Profile Hatch and
 RY03-225 Medium Profile Hatch.
RY03-726 Trim Ring. 260mm x 260mm.
 For RY03-560 Low Profile Hatch and
 RY03-260 Medium Profile Hatch.
RY03-742 Trim Ring. 421mm x 421mm.
 For RY03-565 Low Profile Hatch and
 RY03-265 Medium Profile Hatch.
RY03-745 Trim Ring. 450mm x 450mm.
 For RY03-570 Low Profile Hatch and
 RY03-270 Medium Profile Hatch.
RY03-750 Trim Ring. 510mm x 510mm.
 For RY03-575 Low Profile Hatch and
 RY03-275 Medium Profile Hatch.

RY03-642MF Screen. 422mm.
 For RY03-042 Round Hatch.
RY03-652MF Screen. 522mm.
 For RY03-052 Round Hatch.

RY03-642 Trim Ring. 422mm.
 For RY03-042 Round Hatch.
RY03-652 Trim Ring. 522mm.
 For RY03-052 Round Hatch.

RY03-720MF Screen. 202mm x 345mm.
 For RY03-510 Low Profile Hatch.
RY03-733MF Screen. 325mm x 445mm.
 For RY03-515 Low Profile Hatch and
 RY03-215 Medium Profile Hatch.
RY03-739MF Screen. 390mm x 505mm.
 For RY03-525 Low Profile Hatch and
 RY03-225 Medium Profile Hatch.
RY03-726MF Screen. 260mm x 260mm.
 For RY03-560 Low Profile Hatch and
 RY03-260 Medium Profile Hatch.
RY03-742MF Screen. 421mm x 421mm.
 For RY03-565 Low Profile Hatch and
 RY03-265 Medium Profile Hatch.
RY03-745MF Screen. 450mm x 450mm.
 For RY03-570 Low Profile Hatch and
 RY03-270 Medium Profile Hatch.
RY03-750MF Screen. 510mm x 510mm.
 For RY03-575 Low Profile Hatch and
 RY03-275 Medium Profile Hatch.

RY03-150 Screen. 154mm x 301mm.
 For RY03-110 Rectangular Port.
RY03-155 Screen. 171mm x 427mm.
 For RY03-115 Rectangular Port.
RY03-160 Screen. 244mm x 429mm.
 For RY03-120 Rectangular Port.
RY03-175 Screen. 251mm x 347mm.
 For RY03-125 Rectangular Port.
RY03-180 Screen. 175mm x 345mm.
 For RY03-130 Rectangular Port.
RY03-185 Screen. 171mm x 627mm.
 For RY03-135 Rectangular Port.

RY03-149 Screen. 175mm x 375mm.
 For RY03-109 Oval Port.

TRIM RING FOR
LOW & MEDIUM PROFILE HATCHES

SCREEN FOR
LOW & MEDIUM PROFILE HATCHES

SCREEN FOR
RECTANGULAR PORTHOLE

SCREEN FOR
OVAL PORTHOLE

SCREEN FOR
ROUND HATCHES

TRIM RING FOR
ROUND HATCHES

HATCH COVER WITH MOSQUITO NET
White Fabric with Mosquito Screen. Fits over hatch and 
opens to provide mosquito protection for opened hatch.

RY20405C 450mm X 450mm.
RY20405D 500mm X 500mm.
RY20405E 580mm X 580mm.
RY20405F 450mm X 580mm.
RY20405G Round. 500mm Diameter.

SA61360 White. 360mm W x 400mm L. Fits Hatch 330x330.
SA61450 White. 450mm W x 500mm L. Fits Hatch 410x410.
SA61500 White. 500mm W x 600mm L. Fits Hatch 460x500.
SA61550 White. 550mm W x 650mm L. Fits Hatch 510x550.
SA61680 White. 680mm W x 780mm L. Fits Hatch 620x680.
SA61910 White. 910mm W x 340mm L. Fits Hatch 900x320.
SA61940 White. 940mm W x 580mm L. Fits Hatch 920x540.
SA61130 White. 1300mm W x 580mm L. Fits Hatch 1240x480.

SCROLL DOWN WINDOW BLIND
with Hook Clasp
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Hatches & Portlights

4

• Exclusive, smooth design
• Integrated friction system with same performance in all 180° 

ventilation positions
• Flyscreen available - all sizes
• Virgin acrylic - best quality. Smoke blue-grey, many other 

colours are optional
• Replaceable sealings
• Available with aluminium and plastic inner frame
• Flat based rounded shape preventing violent intrusion
• Max. visibility, no arms or stays blocking light inlet
• Sea.water resistant aluminium
• Available with airvents

• Fast and easy to mount
• All sizes available in R64, R55 and R43 cut-outs
• Custom sizes available on request

OFFSHORE HATCHES - 62-SERIES 
STANDARD PROGRAMME

Size
No.

Hatch
1/2” Spigot

Part No.

Hatch
1” Spigot
Part No.

Cutout Size Overall Size
Weight

Kg

Acrylic 
Thickness

Plastic
Inner 
frame

Part No.

Flyscreen
Kit

Part No.

Available 
as Escape

Hatch
ISO 9094(mm) (inch) (mm) (inch) (mm) (inch)

1 622525M36 632525M36 250 x 250 - R36 9.84 x 9.84 - R36 305 x 305 - R68 12.00 x 12.00 - R68 2.3/2.4 8 .32 522525 532525 M36 -

2 623131M36 633131M36 310 x 310 - R36 12.20 x 12.20 - R36 365 x 365 - R68 14.37 x 14.37 - R68 3.2 8 .32 - - -

3 623420M36 633420M36 340 X 200 - R36 13.39 x 7.87 - R36 395 x 255 - R68 15.55 x 10.04 - R68 2.5/2.6 8 .32 523420 533420 M36 -

4 624141M36 634141M36 415 x 415 - R36 16.34 x 16.4 - R36 470 x 470 - R68 18.50 x 18.50 - R68 4.7/4.9 8 .32 524141 534141 M36 -

5 624532M36 634532M36 450 x 320 - R36 17.72 x 12.60  - R36 505 x 376 - R68 19.88 x 14.80 - R68 4.3/4.4 8 .32 524532 534532 M36 -

6 625050M36 635050M36 500 x 500 - R36 19.69 x 19.69 - R36 555 x 555 - R68 21.85 x 21.85 - R68 6.0/6.2 8 .32 525050 535050 M36 -

7 626262M36 636262M36 620 x 620 - R36 24.41 x 24.41 - R36 675 x 675 - R68 26.57 x 26.57 - R68 9.3/9.6 10 .39 526262 536262 M36 x

8 674343M36 684343M36 435 x 435 - R36 17.13 x 17.13 - R36 490 x 490 - R68 19.29 x 19.29 - R68 6.1/6.3 12 .47 524343 534343 M36 x

Certified in accordance with 94/25/EC and ISO 12216 location area IIa, any craft/boat type, any design category.
Size 9 ”A1 Multihull Escape Hatch” is certified in accordance with 94/25/EC, ISO 12216 and ISO 9094 location in area I in sailing multihulls.
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Add "BR" to start of number for Rekord Part #

Made in Denmark
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Hull thickness for inner frame

Spigot MA 1 MA 2 MA 3

(mm) (inch) (mm) (inch) (mm) (inch) (mm) (inch)

12.5 .50 (6) - 11 (.24) - .43 10.5 - 21 .43 - .83 20.5 - 31 .81 - 1.22

25 1.00 (18,5) - 23.5 (.73) - .93 (18.5) - 33.5 (.73) - 1.32 20.5 - 43.5 .81 - 1.71

For aluminium inner frame add A to plastic inner frame No. and state hull thickness 

5

CIRCULAR HATCHES 
STANDARD PROGRAMME
The circular hatch is made from the same strong profile as the 62-series 
offshore hatch. It also has the same handles and the same external friction 
hinge.

The round shape is used equally for sail- and powerboats, typically as 
foredeck hatch. It opens 180°.

Option: Plastic or aluminium inner frame.

Size
No.

Hatch
Part No.

Cutout Hole
Overall

Size (mm)

Acrylic
Thickness

(mm)

Spigot
Height
(mm)

Plastic
Frame

No.

Flyscreen
Kit

Part No.

Available as 
escape
Hatch

ISO 9094(mm) (inch) (mm) (inch) (mm) (inch) (mm) (inch)

1 62420D 420 16.54 475 18.70 8 .32 12,5 .50 52420D 53420D -

2 62476D 476 18.74 531 20.91 8 .32 12,5 .50 52476D 53476D x

3 62518D 518 20.39 573 22.56 8 .32 12,5 .50 52518D 53518D x

Hull thickness for inner frame
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(mm) (inch) (mm) (inch) (mm) (inch) (mm) (inch)
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25 1.00 (18,5) - 23.5 (.73) - .93 (18.5) - 33.5 (.73) - 1.32 20.5 - 43.5 .81 - 1.71

For aluminium inner frame add A to plastic inner frame No. and state hull thickness 
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LOWLINE HATCHES
STANDARD PROGRAMME
Great care has been taken to design a hatch which meets the demands for low profile, 
simplicity and strength.

This series is most suitable on modern power boats as well as on small sailing crafts.

The materials used, from the acrylic to the rubber sealing, from the aluminium profiles 
and struts to the locking handles, are the best in the marine industry. Our standard model 
is with silver anodized frame and blue grey-acrylic. Hand polished (high gloss stainless 
steel look), black anodized and powder coating in any RAL colour also available.

Option: Plastic or aluminium inner frame.
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Size
No.

Hatch
Part No.

Cutout Size
Cutout
Radius

Overall Size
Height  

Mounted Weight
(kg)

Acrylic 
Thickness

Plastic
Frame

Part 
No.

Flyscreen
Kit

Part No.

Escape
Hatch

ISO 
9094(mm) (inch) (mm) (inch) (mm) (inch) (mm) (inch) (mm) (inch)

1 552525 M50 250 x 250 9.84 x 9.84 50 1.97 312 x 312 x R82 12.28 x 12.28 26.5 1.04 1.51 8 .32 582525 532525 M50

2 553420 M50 340 x 200 13.39 x 7.87 50 1.97 402 x 262 x R82 15.82 x 10.32 26.5 1.04 1.76 8 .32 583420 533420 M50

3 554242 M50 420 x 420 16.54 x 16.54 50 1.97 482 x 482 x R82 18.98 x 18.98 26.5 1.04 4.50 8 .32 584242 534242 M50

4 554343 M50 432 x 432 17.00 x 17.00 50 1.97 494 x 494 x R82 19.45 x 19.45 26.5 1.04 4.60 8 .32 584343 534343 M50

5 554532 M50 450 x 320 17.72 x 12.60 50 1.97 512 x 382 x R82 20.16 x 15.04 26.5 1.04 3.67 8 .32 584232 534532 M50

6 555037 M50 500 x 370 19.69 x 14.57 50 1.97 562 x 432 x R82 20.13 x 18.19 26.5 1.04 4.59 8 .32 585037 535037 M50

7 555050 M50 500 x 500 19.69 x 19.69 50 1.97 562 x 562 x R82 20.13 x 20.13 26.5 1.04 5.80 8 .32 585050 535050 M50 x

8 556262 M50 620 x 620 20.41 x 20.41 50 1.97 682 x 682 x R82 20.85 x 20.85 26.5 1.04 7.65 10 .39 586262 536262 M50 x

9 554949 M98 495 x 495 19.49 x 19.49 98 3.86 557 x 557 x R130 21.93 x 21.93 26.5 1.04 7.65 8 .32 584949 534949 M98 x

Certified in accordance with 94/25/EC and ISO 12216 location area IIa, any craft/boat type, any design category.
CE certified in accordance with ISO 12216:2002(E): area IIb for any Type of craft for any Design category

13

Size
No.

Hatch
Part No.

Cutout Size
Cutout
Radius

Overall Size
Height  

Mounted Weight
(kg)

Acrylic 
Thickness

Plastic
Frame

Part 
No.

Flyscreen
Kit

Part No.

Escape
Hatch

ISO 
9094(mm) (inch) (mm) (inch) (mm) (inch) (mm) (inch) (mm) (inch)

1 552525 M50 250 x 250 9.84 x 9.84 50 1.97 312 x 312 x R82 12.28 x 12.28 26.5 1.04 1.51 8 .32 582525 532525 M50

2 553420 M50 340 x 200 13.39 x 7.87 50 1.97 402 x 262 x R82 15.82 x 10.32 26.5 1.04 1.76 8 .32 583420 533420 M50

3 554242 M50 420 x 420 16.54 x 16.54 50 1.97 482 x 482 x R82 18.98 x 18.98 26.5 1.04 4.50 8 .32 584242 534242 M50

4 554343 M50 432 x 432 17.00 x 17.00 50 1.97 494 x 494 x R82 19.45 x 19.45 26.5 1.04 4.60 8 .32 584343 534343 M50

5 554532 M50 450 x 320 17.72 x 12.60 50 1.97 512 x 382 x R82 20.16 x 15.04 26.5 1.04 3.67 8 .32 584232 534532 M50

6 555037 M50 500 x 370 19.69 x 14.57 50 1.97 562 x 432 x R82 20.13 x 18.19 26.5 1.04 4.59 8 .32 585037 535037 M50

7 555050 M50 500 x 500 19.69 x 19.69 50 1.97 562 x 562 x R82 20.13 x 20.13 26.5 1.04 5.80 8 .32 585050 535050 M50 x

8 556262 M50 620 x 620 20.41 x 20.41 50 1.97 682 x 682 x R82 20.85 x 20.85 26.5 1.04 7.65 10 .39 586262 536262 M50 x

9 554949 M98 495 x 495 19.49 x 19.49 98 3.86 557 x 557 x R130 21.93 x 21.93 26.5 1.04 7.65 8 .32 584949 534949 M98 x

Certified in accordance with 94/25/EC and ISO 12216 location area IIa, any craft/boat type, any design category.
CE certified in accordance with ISO 12216:2002(E): area IIb for any Type of craft for any Design category

Add "BR" to start of number for Rekord Part #

Made in Denmark
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6

The portlight series of Moonlight is available in both opening and fixed versions and is made to interna-
tional standards. Order Moonlight portlights with plastic inner trim or finished aluminium inner trim.

All Moonlight portlights feature a UV stabilized rubber gasked attached at the factory. Sandwiched between the hull and port-
light it eliminates the need for messy sealants and provides a professional finish.

Standard surface finish is silver anodized. Hand polished (high gloss stainless steel look), black anodized and powder coating in 
any RAL colour also available.

POWER- & SAILBOAT PORTLIGHTS 
91-/92-SERIES

Size
No.

Opening
Version
Part No.

Fixed
Version
Part No.

Cutout Size
Xco x Yco

Cutout Radius
Overall Size

Xoa x Yoa
Height

Mounted
(mm)

Weight
(kg)

Acrylic
Thickness
Part No.

(mm)

Flyscreen
Kit

Part No.

Plastic
Inner
Frame(mm) (inch) (mm) (inch) (mm) (inch)

1 913015A-xx 923015A-xx 304 x 155 11.97 x 6.10 52 2.04 322 x 173 13.68 x 6.81 6 1.18 10 873015 yes

2 914015A-xx 924015A-xx 405 x 155 15.95 x 6.10 52 2.04 423 x 173 16.65 x 6.81 6 1.48 10 874015 yes

3 913417A-xx 923417A-xx 347 x 171 13.66 x 6.73 52 2.04 365 x 189 14.37 x 7.44 6 1.50 10 873417 yes

4 914217A-xx 924217A-xx 428 x 171 16.85 x 6.73 52 2.04 446 x 189 17.56 x 7.44 6 1.64 10 874217 yes

5 916217A-xx 926217A-xx 627 x 171 24.69 x 6.73 52 2.04 645 x 189 25.39 x 7.44 6 2.53 10 876217 yes

8 916817A-xx 926817A-xx 688 x 175 27.09 x 6.89 52 2.04 706 x 193 27.80 x 7.60 6 2.60 10 yes (91)

9 916817A-xx 926817A-xx 688 x 175 27.09 x 6.89 52 2.04 706 x 193 27.80 x 7.60 6 2.60 10 yes (91)

Other sizes available, please request.
xx: Please state hull thickness when ordering and BSI will choose the right inner frame for you.
CE certified in accordance with ISO 12216:2002(E): area IIb for any Type of craft for any Design category
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The portlight series of Moonlight is available in both opening and fixed versions and is made to interna-
tional standards. Order Moonlight portlights with plastic inner trim or finished aluminium inner trim.

All Moonlight portlights feature a UV stabilized rubber gasked attached at the factory. Sandwiched between the hull and port-
light it eliminates the need for messy sealants and provides a professional finish.

Standard surface finish is silver anodized. Hand polished (high gloss stainless steel look), black anodized and powder coating in 
any RAL colour also available.

POWER- & SAILBOAT PORTLIGHTS 
91-/92-SERIES
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Version
Part No.

Fixed
Version
Part No.

Cutout Size
Xco x Yco

Cutout Radius
Overall Size

Xoa x Yoa
Height

Mounted
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Weight
(kg)

Acrylic
Thickness
Part No.

(mm)

Flyscreen
Kit

Part No.

Plastic
Inner
Frame(mm) (inch) (mm) (inch) (mm) (inch)

1 913015A-xx 923015A-xx 304 x 155 11.97 x 6.10 52 2.04 322 x 173 13.68 x 6.81 6 1.18 10 873015 yes
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9 916817A-xx 926817A-xx 688 x 175 27.09 x 6.89 52 2.04 706 x 193 27.80 x 7.60 6 2.60 10 yes (91)

Other sizes available, please request.
xx: Please state hull thickness when ordering and BSI will choose the right inner frame for you.
CE certified in accordance with ISO 12216:2002(E): area IIb for any Type of craft for any Design category
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The portlight series of Moonlight is available in both opening and fixed versions and is made to interna-
tional standards. Order Moonlight portlights with plastic inner trim or finished aluminium inner trim.

All Moonlight portlights feature a UV stabilized rubber gasked attached at the factory. Sandwiched between the hull and port-
light it eliminates the need for messy sealants and provides a professional finish.

Standard surface finish is silver anodized. Hand polished (high gloss stainless steel look), black anodized and powder coating in 
any RAL colour also available.

POWER- & SAILBOAT PORTLIGHTS 
91-/92-SERIES

Size
No.

Opening
Version
Part No.

Fixed
Version
Part No.

Cutout Size
Xco x Yco

Cutout Radius
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Xoa x Yoa
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Mounted
(mm)

Weight
(kg)

Acrylic
Thickness
Part No.

(mm)

Flyscreen
Kit

Part No.
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Frame(mm) (inch) (mm) (inch) (mm) (inch)

1 913015A-xx 923015A-xx 304 x 155 11.97 x 6.10 52 2.04 322 x 173 13.68 x 6.81 6 1.18 10 873015 yes

2 914015A-xx 924015A-xx 405 x 155 15.95 x 6.10 52 2.04 423 x 173 16.65 x 6.81 6 1.48 10 874015 yes

3 913417A-xx 923417A-xx 347 x 171 13.66 x 6.73 52 2.04 365 x 189 14.37 x 7.44 6 1.50 10 873417 yes

4 914217A-xx 924217A-xx 428 x 171 16.85 x 6.73 52 2.04 446 x 189 17.56 x 7.44 6 1.64 10 874217 yes
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9 916817A-xx 926817A-xx 688 x 175 27.09 x 6.89 52 2.04 706 x 193 27.80 x 7.60 6 2.60 10 yes (91)

Other sizes available, please request.
xx: Please state hull thickness when ordering and BSI will choose the right inner frame for you.
CE certified in accordance with ISO 12216:2002(E): area IIb for any Type of craft for any Design category
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The portlight series of Moonlight is available in both opening and fixed versions and is made to interna-
tional standards. Order Moonlight portlights with plastic inner trim or finished aluminium inner trim.

All Moonlight portlights feature a UV stabilized rubber gasked attached at the factory. Sandwiched between the hull and port-
light it eliminates the need for messy sealants and provides a professional finish.

Standard surface finish is silver anodized. Hand polished (high gloss stainless steel look), black anodized and powder coating in 
any RAL colour also available.
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Mounted
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Weight
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Acrylic
Thickness
Part No.
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Flyscreen
Kit

Part No.
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Inner
Frame(mm) (inch) (mm) (inch) (mm) (inch)

1 913015A-xx 923015A-xx 304 x 155 11.97 x 6.10 52 2.04 322 x 173 13.68 x 6.81 6 1.18 10 873015 yes

2 914015A-xx 924015A-xx 405 x 155 15.95 x 6.10 52 2.04 423 x 173 16.65 x 6.81 6 1.48 10 874015 yes

3 913417A-xx 923417A-xx 347 x 171 13.66 x 6.73 52 2.04 365 x 189 14.37 x 7.44 6 1.50 10 873417 yes

4 914217A-xx 924217A-xx 428 x 171 16.85 x 6.73 52 2.04 446 x 189 17.56 x 7.44 6 1.64 10 874217 yes

5 916217A-xx 926217A-xx 627 x 171 24.69 x 6.73 52 2.04 645 x 189 25.39 x 7.44 6 2.53 10 876217 yes

8 916817A-xx 926817A-xx 688 x 175 27.09 x 6.89 52 2.04 706 x 193 27.80 x 7.60 6 2.60 10 yes (91)

9 916817A-xx 926817A-xx 688 x 175 27.09 x 6.89 52 2.04 706 x 193 27.80 x 7.60 6 2.60 10 yes (91)

Other sizes available, please request.
xx: Please state hull thickness when ordering and BSI will choose the right inner frame for you.
CE certified in accordance with ISO 12216:2002(E): area IIb for any Type of craft for any Design category

Photo by: Waterkampioen/Bertel Kolthof

Hatches & Portlights

Add "BR" to start of number for Rekord Part #

Made in Denmark
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INSPECTION PORT with Storage Bag
AA13563 Screw-in style deck plate. 8" Diameter.
 White.

AA13563B Screw-in style deck plate. 8" Diameter.
 Black.

AA13562SB Threaded screw-in style deck plate,
 with storage bag. 6" Diameter. White.

INSPECTION PORTSCLEAR INSPECTION PORTS
AA13560C White mounting ring with clear cover.
 Bayonet mount. 4" opening.
AA13561C White mounting ring with clear cover.
 Bayonet mount. 5" opening.
AA13561BKC Black mounting ring with clear cover.
 Bayonet mount. 5" opening.
AA13562C White mounting ring with clear cover.
 Bayonet mount. 6" opening.

INSPECTION PORTS

INSPECTION PORTS

Bayonet Style Twist on Lid with O-Ring

Threaded Screw-on Lid with O-Ring

AA13560B Black.   4" Diameter.
AA13561B Black.   5" Diameter.
AA13562B Black.   6" Diameter.

AA13560 White.   4" Diameter.
AA13561 White.   5" Diameter.
AA13562 White.   6" Diameter.

AA13560SB Black.   4" Diameter.
AA13561BS Black.   5" Diameter.
AA13562BSO Black.   6" Diameter.

AA13560S White.   4" Diameter.
AA13561S White.   5" Diameter.
AA13562S White.   6" Diameter.

AA13564 4" Inspection Port. Bayonet Style Cover.
 UV Stabilized Polypropylene.

AA13566 6" Inspection Port. Bayonet Style Cover.
 UV Stabilized Polypropylene.

INSPECTION PORT

AA13460 AA13462

BAYONET TYPE WATERPROOF INSPECTION PLATE
Made of P.P. UV stabilized.
Hidden fasteners.  O-Ring seal.

AA13460 White. Bayonet Type.  149mm O.D. 114mm Cutout.
AA13462 White. Bayonet Type.  208mm O.D. 158mm Cutout.

AA13564

AA13566

INSPECTION PORTS
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ROUND STORAGE  HATCH
NR1610 12-3/8" O.D. 9-1/4" I.D. Twist knob closure. White.
NR1612 10-3/8" O.D. 7 1/2" I.D. Twist knob closure. White.

NR1610 NR1612

ACCESS HATCH

AA13701 Access Hatch.
 Hatch Opening  7” X 11” ID.
 11” X 14-1/2” OD. ABS. UV Stabi-

lized. Lid opens 180 Deg.

AA13702 Access Hatch.
 Hatch Opening  11”” X 11"” ID.
 14-3/8” X 14-3/8” OD. ABS.
 UV Stabilized. Lid opens 180 Deg.

NR8250 11 3/8" x 7 3/16" I.D. 14 3/4" x 10 5/8" O.D. Twist lever closure. 
White. Can be mounted horizontally or vertically.

NR8260 Square. 11 3/8" x 11 1/8" I.D. 14 3/4" x 14 9/16" O.D. Twist lever 
closure. White. Can be mounted horizontally or vertically

RECTANGULAR STORAGE HATCHES - Shock and Pressure Resistant
With Twist Lever Closure

The Rectangular and Square hatches above use an external hinge system, which allows the hatch door 
to open a full 180° and cover fastener holes when closed. 

NR8270 17" x 14 5/8" I.D. 20"" x 18 1/8" O.D. Twist lever closure. White.
 Can be mounted horizontally or vertically.

NR8280 20 1/2" x 10 1/2" I.D. 23 7/8" x 13 7/8" O.D. Twist lever closure. 
White. Can be mounted horizontally or vertically

NR8250

NR8260

NR8270

NR8280

NR5451 Spare Handle and Latch for above Round and 
Rectangular Storage Hatches

NR8081 Spare Lock and Keys for above Round and 
Rectangular Storage Hatches

www.nuovarade.com 15

Hatches

201x280mm 240x334mm

Industrial

250x606mm276x376mm 358x606mm 460x511mm

Code Model Colour A
(mm)

B
(mm)

C
(mm)

D
(mm)

H
(mm)

I
(mm)

Optional Spare Parts
Lock Gasket

10262

Standard

White
276 376 193 293 200 300

44810 70143 (2m)

10263 Grey
11103 White

250 606 167 524 173 530
11104 Grey
10264 White

358 606 275 525 280 530
10265 Grey
11101 White

460 511 380 436 386 442
11102 Grey

Code Model Colour A
(mm)

B
(mm)

C
(mm)

Optional Spare Parts
Lock Gasket

10266

Standard

White
201 280 208

44810 70143 (2m)

10268 Grey

10270 White
240 334 265

10272 Grey

Access and Inspection Hatches
Access and Inspection Hatches are ideal for easily reaching and controlling various areas on board, such as fuel lines, electrical cables, gauges, controls, even the engine. They are specially designed with a 
non-skid surface and can be mounted horizontally, as well as, vertically. All hatches are mounted with hidden screws for discrete appearance. They feature an O-ring seal that makes the hatch watertight,180o 
opening door, with one or two handles, where you can install a lock and an O-ring seal that makes the hatch watertight. All hatches are made of tough, UV resistant PP (polypropylene) plastic,impervious to 
chemical solvents and are designed for external use. 

Inspection Hatches
PP - UV resistant

Access Hatches
PP - UV resistant

Cut out piece

Cut out piece

Special colours available upon request.

Deck Hatches

VICTORY ECONOMY ACCESS HATCHES

Made in Italy

Made in Italy
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Hatches

201x280mm 240x334mm

Industrial

250x606mm276x376mm 358x606mm 460x511mm

Code Model Colour A
(mm)

B
(mm)

C
(mm)

D
(mm)

H
(mm)

I
(mm)

Optional Spare Parts
Lock Gasket

10262

Standard

White
276 376 193 293 200 300

44810 70143 (2m)

10263 Grey
11103 White

250 606 167 524 173 530
11104 Grey
10264 White

358 606 275 525 280 530
10265 Grey
11101 White

460 511 380 436 386 442
11102 Grey

Code Model Colour A
(mm)

B
(mm)

C
(mm)

Optional Spare Parts
Lock Gasket

10266

Standard

White
201 280 208

44810 70143 (2m)

10268 Grey

10270 White
240 334 265

10272 Grey

Access and Inspection Hatches
Access and Inspection Hatches are ideal for easily reaching and controlling various areas on board, such as fuel lines, electrical cables, gauges, controls, even the engine. They are specially designed with a 
non-skid surface and can be mounted horizontally, as well as, vertically. All hatches are mounted with hidden screws for discrete appearance. They feature an O-ring seal that makes the hatch watertight,180o 
opening door, with one or two handles, where you can install a lock and an O-ring seal that makes the hatch watertight. All hatches are made of tough, UV resistant PP (polypropylene) plastic,impervious to 
chemical solvents and are designed for external use. 

Inspection Hatches
PP - UV resistant

Access Hatches
PP - UV resistant

Cut out piece

Cut out piece

Special colours available upon request.

Deck Hatches

NR10266
NR10268
NR10270
NR10272

NR10266
NR10268
NR10270
NR10272

NR10262
NR10263
NR11103
NR11104
NR10264
NR10265
NR11101
NR11102

NR10262
NR10263
NR11103
NR11104
NR10264
NR10265
NR11101
NR11102

INSPECTION HATCHES

ACCESS HATCHES

Made in Italy



177

Victory HARDWARE

For the most up to date product information, visit   www.victory-products.com 177

4

Hatches

Euro 38 & 57

Krome

A
C

D D
E N NE
F F
G G

B B

A A

C
A

195254 195256

Rina
Approved

353x606mm315x440mm270x375mm 243x607mm370x375mm460x510mm

Ø38mm Ø57mm

Code Model Colour
Optional Spare Parts

Opening Stay Set of left and 
right handles Gasket Spare Key 

for Deck Filler

195256 Euro Ø 38

White

Euro Ø 38: 195541
Euro Ø 57: 195542 195540

44560
(1,6m, Ø9mm) 196053

195254 Euro Ø 57

PlexiglasThickness: 8mm

KROME Hatches
with chromed handles

ASA - UV resistant 

Special colours available upon request.

Code Colour Optional Spare Parts
196513

White

Lock Handle Gasket
196514

44813 196494 (chromed) 44554 (1,7m)

196515
196516
196517
196518

Code A (mm) B (mm) C (mm) D (mm) H (mm) I (mm)
196513 270 375 183 289 200 300
196514 315 440 237 357 243 363
196515 353 606 266 520 283 530
196516 243 607 162 521 173 530
196517 370 375 283 289 300 300
196518 460 510 373 433 390 445

EURO Ø38 - Ø57 Escape Hatches
ASA - UV resistant

Code A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

F
(mm)

G
(mm)

N
(mm)

195256 378 189 26 294 316 362 309 22.5-52.5
195254 590 294.5 27 506 518 574 521 22.5-52.5

Portlight - Escape Hatches

Deck Hatches

NR195256

NR195254

NR195256
NR195254

www.nuovarade.com 15

Hatches

201x280mm 240x334mm

Industrial

250x606mm276x376mm 358x606mm 460x511mm

Code Model Colour A
(mm)

B
(mm)

C
(mm)

D
(mm)

H
(mm)

I
(mm)

Optional Spare Parts
Lock Gasket

10262

Standard

White
276 376 193 293 200 300

44810 70143 (2m)

10263 Grey
11103 White

250 606 167 524 173 530
11104 Grey
10264 White

358 606 275 525 280 530
10265 Grey
11101 White

460 511 380 436 386 442
11102 Grey

Code Model Colour A
(mm)

B
(mm)

C
(mm)

Optional Spare Parts
Lock Gasket

10266

Standard

White
201 280 208

44810 70143 (2m)

10268 Grey

10270 White
240 334 265

10272 Grey

Access and Inspection Hatches
Access and Inspection Hatches are ideal for easily reaching and controlling various areas on board, such as fuel lines, electrical cables, gauges, controls, even the engine. They are specially designed with a 
non-skid surface and can be mounted horizontally, as well as, vertically. All hatches are mounted with hidden screws for discrete appearance. They feature an O-ring seal that makes the hatch watertight,180o 
opening door, with one or two handles, where you can install a lock and an O-ring seal that makes the hatch watertight. All hatches are made of tough, UV resistant PP (polypropylene) plastic,impervious to 
chemical solvents and are designed for external use. 

Inspection Hatches
PP - UV resistant

Access Hatches
PP - UV resistant

Cut out piece

Cut out piece

Special colours available upon request.

Deck Hatches

16

Hatches

A

B

C

Industrial

95x154mm 122x181mm 145x210mm

316x366mm

Inspection Hatches with Detachable Cover
The Inspection Hatches with Detachable Cover are made of tough plastic for extra resistance to the sun, water, salt and detergents containing acetone. They have no hinges, so that you can completely remove 
the cover. Their opening is easy, since the specially designed thread automatically ejects the cover, once you turn it 90o counter clockwise. Furthemore, they feature non-skid surface and hidden screws for 
smarter appearance. 

Inspection Hatches with Detachable Cover
PP - UV resistant

Access Hatches with Detachable Cover
PP - UV resistant

Access Hatches with Detachable Cover
Access Hatches with Detachable Covers are made of tough UV resistant PP (polypropylene) plastic material, impervious to chemical solvents and are ideal both for internal and external use. They feature a 
completely detachable door for ease of use and handles that can be fitted with a lock. The non-skid surface and the hidden screws are additional important features. 

Cut out piece

Cut out piece

Code Colour A
(mm)

B
(mm)

C
(mm)

11107

White

95 154 113,5

11109 122 181 141

11111 145 210 164

Code Model Colour A
(mm)

B
(mm)

C
(mm)

D
(mm)

H
(mm)

I
(mm)

Optional Spare Parts
Lock Gasket

11105

Standard

White

316 366 226 276 250 300

44810 70143 (2m)
11106 Grey

Special colours available upon request.

Deck Hatches

NR11105

NR11106

NR11105
NR11106

ACCESS HATCHES

NR195256
NR195254

Made in Italy

Made in Italy
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NR196393
White

NR196392
White

Plumbing & Ventilation

42

1/2”

120 mm50 mm

80
 m

m

3/4”

100 mm

189 mm

11
5 m

m

170o

110 mm

80
 m

m

11
5 m

m

176 mm
101 mm

3/4”

12
5 m

m

50 mm
3/4” 123 mm

189 mm

170o

110 mm

175

110

250

120

53

Ø 
95

 m
m

Ø 
70

 m
m

150 mm

88 mm

Clic
110o

Clic
170o

Clic

EA
C

B

D E

EA
C

B

D E

Case with Water Inlet/Outlet, 
with Lid
Sea water outlet/Fresh water inlet 
with quick connectors.

Code Connector Cover 
Colour

54611 Straight White
54612 Straight Chrome
54613 Elbow White

Code Connector Cover 
Colour

54607 Straight
White

54609 Elbow
54610 Elbow Chrome

Case with Cold Water Tap & Outlet, 
with Lid, White
Includes :
- Sea water outlet with quick female 
connector.
- Cold water tap + “T” connector.
- St. steel threaded hose.

Deck Shower

99960 
Faucet, with adjustable spray 

& shower tube 150cm

Faucets

Dimensions are in mm

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

95 75 9 55 95

Case with 
Cold Water Tap, 

with Lid

Case with 
Mixer Tap, 
with Lid

Code Water Tap Connector Cover 
Colour

46206 Mixer 20 cm 3-hose 
connectors Chrome

47676 Mixer 20 cm 3-hose 
connectors White

Code Colour 
Case

196393 White
196397 Cream

Code Colour 
Case

196392 White
196396 Cream

Case with mixer tap
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88 mm

Clic
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Clic
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Clic
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B

D E

Case with Water Inlet/Outlet, 
with Lid
Sea water outlet/Fresh water inlet 
with quick connectors.

Code Connector Cover 
Colour

54611 Straight White
54612 Straight Chrome
54613 Elbow White

Code Connector Cover 
Colour

54607 Straight
White

54609 Elbow
54610 Elbow Chrome

Case with Cold Water Tap & Outlet, 
with Lid, White
Includes :
- Sea water outlet with quick female 
connector.
- Cold water tap + “T” connector.
- St. steel threaded hose.

Deck Shower

99960 
Faucet, with adjustable spray 

& shower tube 150cm

Faucets

Dimensions are in mm

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

95 75 9 55 95

Case with 
Cold Water Tap, 

with Lid

Case with 
Mixer Tap, 
with Lid

Code Water Tap Connector Cover 
Colour

46206 Mixer 20 cm 3-hose 
connectors Chrome

47676 Mixer 20 cm 3-hose 
connectors White

Code Colour 
Case

196393 White
196397 Cream

Code Colour 
Case

196392 White
196396 Cream

Case with mixer tap
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88 mm

Clic
110o

Clic
170o

Clic

EA
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B
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EA
C

B

D E

Case with Water Inlet/Outlet, 
with Lid
Sea water outlet/Fresh water inlet 
with quick connectors.

Code Connector Cover 
Colour

54611 Straight White
54612 Straight Chrome
54613 Elbow White

Code Connector Cover 
Colour

54607 Straight
White

54609 Elbow
54610 Elbow Chrome

Case with Cold Water Tap & Outlet, 
with Lid, White
Includes :
- Sea water outlet with quick female 
connector.
- Cold water tap + “T” connector.
- St. steel threaded hose.

Deck Shower

99960 
Faucet, with adjustable spray 

& shower tube 150cm

Faucets

Dimensions are in mm

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

95 75 9 55 95

Case with 
Cold Water Tap, 

with Lid

Case with 
Mixer Tap, 
with Lid

Code Water Tap Connector Cover 
Colour

46206 Mixer 20 cm 3-hose 
connectors Chrome

47676 Mixer 20 cm 3-hose 
connectors White

Code Colour 
Case

196393 White
196397 Cream

Code Colour 
Case

196392 White
196396 Cream

Case with mixer tap
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Deck equipment
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7
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285 mm

137

2
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7
 m

m

170 mm

43 mm

53249

53250

Utility & Storage Hatches
Storage Cases for Fire Extinguisher

Allows safe and protected storage of a fire extinguisher in the cockpit or dashboard.
UV-resistant white ASA.

Extinguisher A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

F
(mm)

G
(mm)

H
(mm)

I
(mm)

1 kg 174 424 120 370 105 434 196 124 374
2 kg 204 474 150 415 120 484 226 154 424

Code Extinquisher
Capacity Door Colour

196461
1kg

Yes

White

196666 Transparent
50006 No

196465
2kg

Yes
196675 Transparent
50010 No

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

F
(mm)

G
(mm)

H
(mm)

I
(mm)

160 160 118 128 118 167 162 125 135

195263
Case for Toilet Paper with Door

White ABS

195258
Holder for Toilet Paper, Plastic

To be used with toilet paper dispenser
195263. White ABS, UV resistant.

Electric Equipment Cases

Code Voltage Current
53249 220 V 16 A
53250 220 V 32 A

Case for Electric Power Shore Center, white
Polypropylene outer case, impervious to hydrocarbons and temperature 
fluctuations. ABS hinged cover, resistant to shocks and UV-rays.
Pre-wired for easy installation to the boat’s network.

European plus, comes with a bi-polar residual circuit breaker 
and LED indicator when switched on.

NR195263

NR6675

Deck equipment
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110mm

235mm

14mm

110mm

235mm

Electric Equipment Cases

Code Colour Capacity A (mm) Ø B (mm) C (mm) D (mm) E (mm) 

196384
White

100 A (500 A for 
10 sec. max) 95 68 5 72 95

196385 250 A (1000 A 
for 10 sec. max) 95 68 5 72 95

196388
Cream

100 A (500 A for 
10 sec. max) 95 68 5 72 95

196389 250 A (1000 A 
for 10 sec. max) 95 68 5 72 95

Code Colour A (mm) Ø B (mm) C (mm) D (mm) E (mm) 
196383 White 95 68 5 72 95
196387 Cream 95 68 5 72 95

Case with Battery Switch, with Watertight Lid
Casing with integrated battery switch. Watertight gasket included.

Case for Battery Switch with Watertight Lid
UV-resistant. Watertight gasket included

195051
Battery switch

for cases 196385 & 196389

99558
Battery switch w/cap

for cases 196384 & 196388

196069
Univ.Case Cover for Radio/CD, 
Curved, Smoked Transparent

Case Cover for Radio/CD

Code Colour
50281 White
195265 Smoked, transparent

2 Way Speaker Set
With Sea Sound Speakers installed in your boat, you can relax or party - listening to your favourite music. Ideal for use in boats, since they are water (31302 & 31303) and corrosion proof. The 2-way speakers 
may be mounted both indoors and outdoors. 

Technical Specifications:

31302 
- 5 1/4’’ 2-Way Speaker Set 80W 
- Impedance: 4 Ohm 
- Sensitivity 88db 
- Frequency Response: 80-18000 Hz 
- Max: 80W (per pair) 
- RMS Power: 70W (per pair)
- Material: UV-stabilised ABS plastic
- Dimensions: 5,25’’(133.4mm)
 
Mounting Dimensions
Depth: 53mm, Hole: 115mm 
Magnet: 238g (5.4oz + 3oz) 

31303
- 6 1/2’’ 2-Way Speaker Set 100W
- Impedance: 4 Ohm 
- Sensitivity 90db 
- Frequency Response: 60-18000 Hz
- Max: 100W (per pair)
- RMS Power: 80W (per pair)
- Material: UV-stabilised ABS plastic
- Dimensions: 6,5’’ (165mm) 

Mounting Dimensions
Depth: 64mm, Hole: 136mm 
Magnet: 411g (8oz + 6.5oz) 

Marine Stereo Speakers

Code 31302 31303   
Diameter (in) 5 1/4” 6 1/2”
Watt 80W 100W
Colour White White

Deck equipment
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110mm

235mm

14mm

110mm

235mm

Electric Equipment Cases

Code Colour Capacity A (mm) Ø B (mm) C (mm) D (mm) E (mm) 

196384
White

100 A (500 A for 
10 sec. max) 95 68 5 72 95

196385 250 A (1000 A 
for 10 sec. max) 95 68 5 72 95

196388
Cream

100 A (500 A for 
10 sec. max) 95 68 5 72 95

196389 250 A (1000 A 
for 10 sec. max) 95 68 5 72 95

Code Colour A (mm) Ø B (mm) C (mm) D (mm) E (mm) 
196383 White 95 68 5 72 95
196387 Cream 95 68 5 72 95

Case with Battery Switch, with Watertight Lid
Casing with integrated battery switch. Watertight gasket included.

Case for Battery Switch with Watertight Lid
UV-resistant. Watertight gasket included

195051
Battery switch

for cases 196385 & 196389

99558
Battery switch w/cap

for cases 196384 & 196388

196069
Univ.Case Cover for Radio/CD, 
Curved, Smoked Transparent

Case Cover for Radio/CD

Code Colour
50281 White
195265 Smoked, transparent

2 Way Speaker Set
With Sea Sound Speakers installed in your boat, you can relax or party - listening to your favourite music. Ideal for use in boats, since they are water (31302 & 31303) and corrosion proof. The 2-way speakers 
may be mounted both indoors and outdoors. 

Technical Specifications:

31302 
- 5 1/4’’ 2-Way Speaker Set 80W 
- Impedance: 4 Ohm 
- Sensitivity 88db 
- Frequency Response: 80-18000 Hz 
- Max: 80W (per pair) 
- RMS Power: 70W (per pair)
- Material: UV-stabilised ABS plastic
- Dimensions: 5,25’’(133.4mm)
 
Mounting Dimensions
Depth: 53mm, Hole: 115mm 
Magnet: 238g (5.4oz + 3oz) 

31303
- 6 1/2’’ 2-Way Speaker Set 100W
- Impedance: 4 Ohm 
- Sensitivity 90db 
- Frequency Response: 60-18000 Hz
- Max: 100W (per pair)
- RMS Power: 80W (per pair)
- Material: UV-stabilised ABS plastic
- Dimensions: 6,5’’ (165mm) 

Mounting Dimensions
Depth: 64mm, Hole: 136mm 
Magnet: 411g (8oz + 6.5oz) 

Marine Stereo Speakers

Code 31302 31303   
Diameter (in) 5 1/4” 6 1/2”
Watt 80W 100W
Colour White White

NR196383
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Deck Shower

Case with shower sprey and lid

Shower head, ABS, Short
½” threaded shower head 
with trigger.

Shower head, ABS, Long
½” threaded shower head with trigger.

Shower Head, Long, Brass
1/2” Thread w/o Hose

Code Colour

196481 Chrome
45598 White

Code Colour

196480 Chrome
47083 White

Code Colour

198041 Chrome

Code Hose (m)
55913 3
55914 5

Code Hose (m)
45599 3
196086 5

Shower head with hose
For flushmount installation on the
deck or as transom shower.

Shower Hose Braid
1/2”-3/8”

Code Shower 
Head

Hose 
(m)

Cover 
Colour

46303 White 3 White
46304 Chrome 3 Chrome

EA
C

B

D E

EA
C

B

D E

A

D

C

B

A
B

D

E

Code Cover 
Colour

196399 White
196401 Cream

37214
Case for Shower Head, 

Square, with Lid

35791
Case for Shower Head, 

Round, with  Lid

Code Cover 
Colour

42575 White
46170 Chrome

Case for Shower Head, 
Round, with lid

Case for Shower Head, 
Square, with lid

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

95 75 9 75 95

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

125 87 30 97 90

A
(mm)

B
(mm)

C
(mm)

D
(mm)

88 66 5 80
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Deck Shower

Case with shower sprey and lid

Shower head, ABS, Short
½” threaded shower head 
with trigger.

Shower head, ABS, Long
½” threaded shower head with trigger.

Shower Head, Long, Brass
1/2” Thread w/o Hose

Code Colour

196481 Chrome
45598 White

Code Colour

196480 Chrome
47083 White

Code Colour

198041 Chrome

Code Hose (m)
55913 3
55914 5

Code Hose (m)
45599 3

196086 5

Shower head with hose
For flushmount installation on the
deck or as transom shower.

Shower Hose Braid
1/2”-3/8”

Code Shower 
Head

Hose 
(m)

Cover 
Colour

46303 White 3 White
46304 Chrome 3 Chrome

EA
C

B

D E

EA
C

B

D E

A

D

C

B

A
B

D

E

Code Cover 
Colour

196399 White
196401 Cream

37214
Case for Shower Head, 

Square, with Lid

35791
Case for Shower Head, 

Round, with  Lid

Code Cover 
Colour

42575 White
46170 Chrome

Case for Shower Head, 
Round, with lid

Case for Shower Head, 
Square, with lid

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

95 75 9 75 95

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

125 87 30 97 90

A
(mm)

B
(mm)

C
(mm)

D
(mm)

88 66 5 80

NR196399

STORAGE HATCHES   
Made in Italy
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EA
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D ECase for water tap 
with lid, square, white

Code Cover 
Colour

42576 White
46171 Chrome

Case for water tap 
with lid, Round

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

95 75 9 55 95

Code Colour 
Case

196391 White
196395 Cream

Deck Shower

Code Water 
Tap Connector Shower 

Head
Hose 
(m)

Cover 
Colour

54601 Cold “T” White
3 White

54604 Mixer 20cm 3-hose White
54605 Mixer 20cm 3-hose White

3 Chrome
54606 Mixer 20cm 3-hose Chrome

Case with shower, water tap and lid
Specifically designed to combine two functions in one single housing, they allow major room saving and easy access. In addition to their simplified installation process, they have been engineered to combine 
optimum comfort, durability and absolute safety.
Available with white or chrome cover, the housing fits in any deck or transom to give the boat a clean uncluttered look and can be mounted verticaly or horizontaly.
Supplied with drilling template.

Case with shower & mixer tap
and lid with gasket 

Code Hose (m) Colour

196409 3
White

196410 5
196411 3

Cream
196412 5

Case Side-mount, with Shower

A
(mm)

B
(mm)

C
(mm)

D
(mm)

G
(mm)

H
(mm)

I
(mm)

L
(mm)

M
(mm)

164 237 110 183 95 114 187 247 186

Code Water 
Tap Lid Hose 

(m)
Cover 
Colour

196469 Mixer Yes 3

White

196470 Mixer Yes 5
44297

No

No 3
44298 No 5

196421 Yes 3
196422 Yes 5
50015 No 5 Cream

A
(mm)

B
(mm)

C
(mm)

D
(mm)

G
(mm)

H
(mm)

I
(mm)

L
(mm)

M
(mm)

R
(mm)

99 170 75 144,5 73,5 75 145,5 177,5 111,5 75
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EA
C
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D E

EA
C
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D ECase for water tap 
with lid, square, white

Code Cover 
Colour

42576 White
46171 Chrome

Case for water tap 
with lid, Round

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

95 75 9 55 95

Code Colour 
Case

196391 White
196395 Cream

Deck Shower

Code Water 
Tap Connector Shower 

Head
Hose 
(m)

Cover 
Colour

54601 Cold “T” White
3 White

54604 Mixer 20cm 3-hose White
54605 Mixer 20cm 3-hose White

3 Chrome
54606 Mixer 20cm 3-hose Chrome

Case with shower, water tap and lid
Specifically designed to combine two functions in one single housing, they allow major room saving and easy access. In addition to their simplified installation process, they have been engineered to combine 
optimum comfort, durability and absolute safety.
Available with white or chrome cover, the housing fits in any deck or transom to give the boat a clean uncluttered look and can be mounted verticaly or horizontaly.
Supplied with drilling template.

Case with shower & mixer tap
and lid with gasket 

Code Hose (m) Colour

196409 3
White

196410 5
196411 3

Cream
196412 5

Case Side-mount, with Shower

A
(mm)

B
(mm)

C
(mm)

D
(mm)

G
(mm)

H
(mm)

I
(mm)

L
(mm)

M
(mm)

164 237 110 183 95 114 187 247 186

Code Water 
Tap Lid Hose 

(m)
Cover 
Colour

196469 Mixer Yes 3

White

196470 Mixer Yes 5
44297

No

No 3
44298 No 5

196421 Yes 3
196422 Yes 5
50015 No 5 Cream

A
(mm)

B
(mm)

C
(mm)

D
(mm)

G
(mm)

H
(mm)

I
(mm)

L
(mm)

M
(mm)

R
(mm)

99 170 75 144,5 73,5 75 145,5 177,5 111,5 75

NR54601

CASE WITH SHOWER, WATER TAP AND LID

Specifically designed to combine two functions in one single housing, they allow major room saving and easy access. In addition to 
their simplified installation process, they have been engineered to combine optimum comfort, durability and absolute safety.
Available with white or chrome cover, the housing fits in any deck or transom to give the boat a clean uncluttered look and can be 
mounted verticaly or horizontaly. Supplied with drilling template.

Code Hose 
(m) 

Colour 

NR196409 3 White 
NR196410 5 White

150 mm

3/8"

1/2"

11
7 

m
m

CASE WITH SHOWER AND MIXER TAP
& LID with GASKET

ROUND CASE FOR SHOWER HEAD
with LID
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Deck Shower

Case with shower sprey and lid

Shower head, ABS, Short
½” threaded shower head 
with trigger.

Shower head, ABS, Long
½” threaded shower head with trigger.

Shower Head, Long, Brass
1/2” Thread w/o Hose

Code Colour

196481 Chrome
45598 White

Code Colour

196480 Chrome
47083 White

Code Colour

198041 Chrome

Code Hose (m)
55913 3
55914 5

Code Hose (m)
45599 3
196086 5

Shower head with hose
For flushmount installation on the
deck or as transom shower.

Shower Hose Braid
1/2”-3/8”

Code Shower 
Head

Hose 
(m)

Cover 
Colour

46303 White 3 White
46304 Chrome 3 Chrome

EA
C

B

D E

EA
C

B

D E

A

D

C

B

A
B

D

E

Code Cover 
Colour

196399 White
196401 Cream

37214
Case for Shower Head, 

Square, with Lid

35791
Case for Shower Head, 

Round, with  Lid

Code Cover 
Colour

42575 White
46170 Chrome

Case for Shower Head, 
Round, with lid

Case for Shower Head, 
Square, with lid

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

95 75 9 75 95

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

125 87 30 97 90

A
(mm)

B
(mm)

C
(mm)

D
(mm)

88 66 5 80
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Deck Shower

Case with shower sprey and lid

Shower head, ABS, Short
½” threaded shower head 
with trigger.

Shower head, ABS, Long
½” threaded shower head with trigger.

Shower Head, Long, Brass
1/2” Thread w/o Hose

Code Colour

196481 Chrome
45598 White

Code Colour

196480 Chrome
47083 White

Code Colour

198041 Chrome

Code Hose (m)
55913 3
55914 5

Code Hose (m)
45599 3
196086 5

Shower head with hose
For flushmount installation on the
deck or as transom shower.

Shower Hose Braid
1/2”-3/8”

Code Shower 
Head

Hose 
(m)

Cover 
Colour

46303 White 3 White
46304 Chrome 3 Chrome

EA
C

B

D E

EA
C

B

D E

A

D

C

B

A
B

D

E

Code Cover 
Colour

196399 White
196401 Cream

37214
Case for Shower Head, 

Square, with Lid

35791
Case for Shower Head, 

Round, with  Lid

Code Cover 
Colour

42575 White
46170 Chrome

Case for Shower Head, 
Round, with lid

Case for Shower Head, 
Square, with lid

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

95 75 9 75 95

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

125 87 30 97 90

A
(mm)

B
(mm)

C
(mm)

D
(mm)

88 66 5 80

NR42575

NR196409
NR196410

SHOWER HATCH
Made in Italy

Code Water 
Tap 

Connector Shower 
Head 

Hose 
(m) 

Cover 
Colour 

NR54601 Cold “T” White 3 White 
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HATCH ADJUSTERS
AA62506 Hatch Adjuster. Stainless tube with Chromed
 Brass fittings. With Nylon Knob. 10" - 17".
AA62507 Hatch Adjuster. Stainless tube with Chromed
 Brass fittings. With Nylon Knob. 13" - 23".
AA62505 Hatch Adjuster. Chromed Brass  tube with Chromed
 Brass fittings. With Nylon Knob. 13" - 23".
AA62504 Hatch Adjuster. Stainless with Nylon Knob.
 10 1/2". #6 FH.

AA62509 Hatch Spring. Stainless. 8 1/4". Top Mounting Bar.
AA62510 Heavy Duty Hatch Spring. Stainless. 10 1/4".
 Top Mounting Bar.

AA62511 Hatch Spring. Stainless. 8 1/4". Hinged Top Mounting Plate.
AA62512 Heavy Duty Hatch Spring. Stainless. 10 1/4".
 Hinged Top Mounting Plate.

AA62506
AA62507
AA62505

AA62509
AA62510

AA62504
AA62511
AA62512

HATCH LATCHES HATCH LATCHES
FS0105 Hatch or Porthole Fastener.
 Chromed Brass. 8mm Thread.
 Made in Italy. 
FS0105B Hatch or Porthole Fastener. Brass.
 8mm Thread. #6 FH.

AA50058B Hatch Fastener with Knurled Knob.
 Brass. 3 1/2" x 1 1/4". #8 FH.

HM060972 Hatch Fastener. Cast 316 SS.
 Adjustable from 2" - 4".  #8 FH.

HM060972 FS0105

"ELITE" 

CHROMED BRASS HATCH ADJUSTER
Made in Italy

FS0003 Chromed Brass tubing with locking knob.
 10 1/2" length. 3 Adjustment notches.

FS0105B
AA50058B

BRASS HATCH ADJUSTERS. Made in Italy
FS0002AB Polished Brass Tubing with Solid Brass
 locking knob. Telescoping 11"-19". #8 FH.
FS0002BB Polished Brass Tubing with Solid Brass
 locking knob. Telescoping 14"-25". #8 FH.
FS0003B Polished Brass with Brass locking knob.
 10 1/2" Length.  3 Notches. #8 FH.

FS0002CB Hatch Adjuster. Polished Brass.
 8 5/8" - 15". With Brass Locking Collar.
 #8 FH.

FS0003B FS0002CB

FS0002AB
FS0002BB

FS0002C Hatch Adjuster. Chromed Brass.
 8 5/8" - 15". With Brass Locking Collar.
 #8 FH.

CHROMED BRASS HATCH ADJUSTER
Made in Italy

HATCH ADJUSTERS / HATCH LATCHES
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HATCH PULL
HM007931 Hatch Cover Pull. Knob 1 1/4" Dia.
 Pin 1/4" Dia.

FLUSH LIFTING KNOB
FS0076DB Polished Brass. Pull-Up Lifting Knob.
 2 5/8" x 1 7/8". With Rubber backing to  
 prevent rattling. #6 FH.

RING PULL WITH CATCH
FS0170B Cast Brass Ring Pull with Catch.
 Spring Loaded. 2 1/4" x 1 9/16".
 Made in Italy.

RC42184 Lift Handle with Cam. 4" Diameter.
 316 SS. #6 FH.
RC42186 Same as RC42184 but also with 
  sprung cam and stop post.
 (Not Pictured).
 

RC42184
RC42186

LARGE LIFT HANDLES

LATCHING LIFT RINGS
2-3/8" O.D.  1-5/16" Depth.  2" Cut-out.

w/ Cam Latch
AA80264 Stainless steel flush lift ring. 2" Dia. cutout.
 3/4" Depth. With latch.

AA80265 Stainless steel flush lift ring. 2" Dia. cutout.
 3/4" Depth. With locking latch and key. 

AA80258 Stainless steel flush lift ring. 2" Dia. cutout.
 1/2" to 1" Thickness. With lever latch.

AA80259 Stainless steel flush lift ring. 2" Dia. cutout.
 1/2" to 1" Thickness. With locking lever 

latch.and key.

AA80264

AA80258
AA43001-WH
AA43001-BK

AA43002-WH
AA43002-BK

AA80265

AA43001-WH Nylon flush mounting lift ring. White.
AA43002-WH Locking Nylon flush lift ring. White.

AA43001-BK Nylon flush mounting lift ring. Black.
AA43002-BK Locking Nylon flush lift ring. Black.

NYLON LATCHING LIFT RINGS
2-3/8" O.D.  1-5/16" Depth.  2" Cut-out.

w/ Cam Latch

STAINLESS LATCHING LIFT RINGS
2-1/2" O.D.  2-1/2" Depth.  2" Cut-out.

w/ Twist Lever Latch

RING PULL WITH CATCH / DOOR PULL

HM007100    HM007101
HM007102

MH8733014

HM007100 Pull Ring with Catch. 2 1/4" x 1 3/8". Cast SS
HM007101 Pull Ring with Catch. 2 1/2" x 1 3/4". Cast SS
HM007102 Pull Ring with Catch. 2 3/4" x 2 1/4". Cast SS

MH8733014 Flush Pull Ring. Spring Loaded.
 3 1/2" x 1 1/8". Stainless Steel.

CAM LOCK & LOCKING LIFT RING
MH8719101 Cam lock and keys. Chromed Brass.
 With 2 sizes of cams.

MH8700204 Lift ring with locking cam and keys.
 Stainless and Chromed Brass.
 2 1/8" x 1 7/8". With 2 sizes of cams.

MH8700204MH8719101

HATCH PULLS / LIFT HANDLES

Back View -
Cam Latch Back View -

Twist Lever

AA80259
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LIFT RINGS
CH4778 3 3/4" x 2 3/4". Cast 316 SS. #6 FH.

CH4776 2 1/4" X 3". Cast 316 SS. #6 FH.

AA51020C 2" x 1 1/2". Chrome Plated Brass.
 #6 FH.
AA51018C Round. 2" Diameter.
 Chrome Plated Brass. #6 FH.
CH4790 Round. 2" Diameter. Stainless.
AA51023C 2 1/2" x 1 7/8". Chrome Plated Brass.
 Fasteners: #6 FH.
AA51022C 1 3/4" x 1 1/2". Chrome Plated Brass.
 Fasteners: #6 FH.
CH4800 1 7/8" x 1 1/2". Stainless Steel.
 Fasteners: #6 FH.

CH4778
AA51020C

AA51023C
RC42181-1 RC42185-3

CH4776
AA51018C
CH4790

AA51022C
CH4800 RC42181-3 RC42181-2

RC42181-1 Lift Ring with Return Spring. 304 SS
 1 3/4" x 1 1/2". #4 FH.
RC42181-3 Lift Ring with Return Spring. 304 SS
 3" x 2 1/4". #4 FH.
AA51003 Lift Ring Without Return Spring. 304SS
 3" x 2 1/4". #6 FH. (Not Pictured).
RC42185-3 Round Lift Ring with Return Spring.
 304 SS. 2 1/4" Diameter. #6 FH.
RC42181-2 Lift Ring with Return Spring. 304 SS
 2 1/4" x 2 5/8". #4 FH.
AA51001 Lift Ring Without Return Spring. 304SS
 2 1/4" x 2 5/8". #6 FH. (Not Pictured).

AA80284 316 SS. 2" Diameter.
 w/ 6mm Medium Spacer.
 

STAINLESS STEEL ROUND LATCH

AA80266 Heavy duty round latch. 316 SS.
 3" Diameter.

AA80269 Heavy duty rectangular latch. 316 SS.
 3" x 2-1/2".

AA80270 Heavy duty rectangular latch. 316 SS.
 4" x 3". 

STAINLESS STEEL ROUND LATCH STAINLESS STEEL RECTANGULAR LATCH STAINLESS STEEL RECTANGULAR LATCH

FS0153B Polished Brass Ring Pull.
 Sliding Catch. Spring Loaded.
 50mm x 42mm.

RING PULL with CATCH

LATCHES / LIFT RINGS

FS0203 Chromed Brass.
FS0203B Polished Brass.

LATCHING LIFT HANDLE
Flush Lifting Handle with Spring Catch. Operable from 
both sides. 3 1/4" x 4". Fasteners: 2 x 6mm machine 
screws and 2 x #8 FH screws. Made in Italy.
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CAST BRASS LIFT HANDLES. Made in Italy.
FS0103A Polished Brass. 3 5/8" x 2 3/4" x 3/8" Deep.
 #6 FH.
FS0103B Polished Brass. 3" x 2" x  5/16" Deep.
 #6 FH.

FS0103C Polished Brass. 3 1/4" x 2" x  1/2" Deep.
 #6 FH.
FS0103D Polished Brass. 2 3/4" x 1 3/4" x 1/2" Deep.
 #6 FH.

FS0103B

FS0103C

FS0103D

FS0103A

FS0241AB Polished Brass Round Lift Ring.
 53mm Dia. (2-3/32"). Made in Italy

ROUND LIFT RING

BRASS LIFT RING
FS0076AB Polished Brass Lift Ring.
 75mm x 54mm (3" x 2"). Made in Italy.

BRASS LIFT RING
FS0076BB Polished Brass Lift Ring.
 63mm x 48mm (2-1/2" x 1-7/8").
 Made in Italy.

BRASS LIFT RING
FS0076CB Polished Brass Lift Ring.
 45mm x 39mm (1-3/4" x 1-1/2").
 Made in Italy.

CAST BRASS LIFT RINGS
AA51022B Polished Brass. 1 7/8" x 11/2"
 #6 FH.
AA51020B Polished Brass. 2" x 1 1/2".
 #4 FH.
AA51023B Polished Brass. 2 3/8" x 1 7/8"
 #6 FH.

AA51018B Polished Brass. Round. 2" Diameter.
 #6 FH.

AA51022B AA51020B AA51023B

AA51018B

CAST BRASS LIFT RING
AA51019B Small Rectangular Brass Lift Ring.
 Polished Brass.
 1-13/32" Length x 1-5/32" Width.
 3/8" depth. #4 FH.

LIFT RINGS
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CAST BRONZE LIFT HANDLE

AA51024B Polished Bronze. 3 1/2" x 2 7/8".

CAST BRASS LIFT RING
AA51021B Polished Brass Rectangular Lift Ring.
 1-3/4" x 1-13/32".

RC42015-2 Stainless Steel and Heavy Duty Black Rubber.
 5 3/16" x 1 5/16".

HATCH TIE DOWN / HOOD LATCH HATCH TIE DOWN / HOOD LATCH
RC42015-1 Hood Latch. 2-3/4".
 Strong Rubber and SS.  

ANTI-RATTLE FASTENER 
HM008303 Flat mount hold down clamp.
 3" x 1 1/2". Lockable. Cast 316 SS.
HM008304 90° hold down clamp.
 2 1/2" x 1 1/2". Lockable. Cast 316 SS.
HM060906 Flat mount hold down clamp.
 4" x 2". Lockable. Cast 316 SS.

ECCENTRIC LATCHES

HM008371 304 SS. Lockable with Padlock.
 2 7/8" x 1 3/8". 
HM008373 304 SS. Lockable with Padlock.
 Adjustable Length from 3 3/8" - 3 3/4". 
HM008369 304 SS. Lockable with Padlock.
 Adjustable Length from 5 1/2" - 6 1/4". 

HM008371

HM008373

HM008369

ANTI-RATTLE FASTENER
Chrome Plated Brass 

AA50057C Flat mount hold down clamp.
 3 7/8" x 1 1/4". Lockable.
 Chrome Plated Brass

AA50055C 90° hold down clamp.
 3 7/8" x 1 1/4". Lockable.
 Chrome Plated Brass

AA50057C

AA50055C

HM008304

HM008303

HM060906

LIFT HANDLES

LATCHES
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ANTI-RATTLE FASTENER
Cast 316 SS

HM008307 Cast 316 Anti-rattle Fastener.  90°.
 Lockable with Padlock (not included). 

HM008300 90° Mount Hold Down Clamp. 316SS.
 2-1/2" L x 1-1/2" W. Non-Lockable.

HM008301 Flat Mount Hold Down Clamp. 316SS.
 3" L x 1-1/2" W. Non-Lockable.

ANTI-RATTLE FASTENER ANTI-RATTLE FASTENER

HM008365 90° Mount Hold Down Clamp. 316SS.
 3-5/8" L x 1-3/16" W. Lockable.

HM008364 Flat Mount Hatch Fastener. 316SS.
 4" L x 1-3/16" W. Lockable.

HATCH FASTENER HATCH FASTENER
HM060905 Flat Mount Hold Down Clamp. 316SS.
 4-3/8" L x 2" W. Lockable.

HM060907 Flat Mount Hold Down Clamp. 316SS.
 3-3/4" L x 2" W. Lockable.

ANTI-RATTLE FASTENER

LARGE ECCENTRIC LATCH
HM008368 Eccentric Latch.
 Adjustable from 6-1/4" to 7"

ECCENTRIC LATCH
HM008360 Eccentric Latch. 3-1/4" X 1-1/8" OD.
 With Padlock Ring. 304 SS.

ECCENTRIC LATCH
HM008358 Eccentric Latch. 6-3/4" Overall Length.
 Latch Body 4-1/2" Length x 1-3/8" Width.
 304 SS.
HM008359 Eccentric Latch. 6-3/4" Overall Length.
 Latch Body 4-1/2" Length x 1-3/8" Width. 

With Padlock Ring. 304 SS.

LATCHES

HM008358

HM008359
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CHROMED BRASS HASPS
AA50018 Chromed Brass hasp. 3" Length.
 Fasteners: #4 FH.
AA50019 Chromed Brass hasp. 4" Length.
 Fasteners: #4 FH.

AA50018

AA50019

STAINLESS HASP
RC44112-5 Stamped 304 SS Hasp.
 3-9/16" x 1-9/16".

BRASS HASP
AA50018B Polished Brass. 3" Length. #6 FH. 

AA50019B Polished Brass. 4" Length. #6 FH.

AA50018B AA50019B

ANTI-RATTLE FASTENERS
FS0085B Polished Brass. 3" x 1 3/8". #6 FH.
FS0195B Polished Brass. Lockable with Padlock.
 3 1/4" x 1 3/16". #6 FH.
RC90158-5 Polished Stamped Brass. Lockable with  
 Padlock. 3 5/16" x 1 3/16". #6 RH.

FS0085B

FS0195B

RC90158-5

HM008395 Swivel Hasp. Cast 316 SS.
 3" x 1".

RC44112-7 Swivel Hasp. Cast 316 SS.
 3-3/4" x 1".

SWIVEL HASP SWIVEL HASP

AA50051B Polished Bronze Hasp. Hinged.
 130mm x 35mm.

BRONZE HINGED HASP

CUPBOARD LATCH
HM008309 Cast 316 SS Cupboard Latch.
 Spring loaded catch. 1-1/2" x 1-7/8".

LOCKER CATCH
with Push Button Release

RF2140 Locker Catch with Push Button Release.
 Cast 316 SS. 2-1/2" L x 1-3/4" W.

LATCHES

HASPS
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STAINLESS STEEL HASPS
RC44112-1 Stainless Hasp. 2 7/8" x 1". #4 FH.
RC44112-2 Stainless Hasp. 3 3/16" x 1 3/16".
 #4 FH.
RC44112-6 Stainless Hasp. 3 5/8" x 1".

RC44112-4 Stainless Hasp with Swivel Eye. 2 7/8" x 1".
MH3408514 Cast Stainless Hasp with Swivel Eye. 3".
 #6 FH.
RC44112-3` Stainless Hasp with Lock and Keys.
 3 1/8" x 1 3/16".

RC44112-1
RC44112-2

RC44112-6

RC44112-4
MH3408514

RC44112-3

CABIN HOOKS
AA50025CP Chrome Plated Brass Cabin Door Hook.
 2" Length.  2 x #4 FH., 2 x #6 FH.
AA50026CP Chrome Plated Brass Cabin Door Hook.
 3" Length. 2 x #4 FH., 2 x #6 FH.
AA50027CP Chrome Plated Brass Cabin Door Hook.
 4" Length. 2 x #4 FH., 2 x #6 FH.

SILENT CABIN HOOKS
with Double Swivel to Prevent Rattling.

SILENT CABIN HOOKS
with Double Swivel to Prevent Rattling.

FS0201A 2 5/8" Length. Chromed Brass. Made in Italy.
FS0201B 3 3/16" Length. Chromed Brass. Made in Italy.
FS0201C 4" Length. Chromed Brass. Made in Italy.
 Fasteners for above: #6 FH.

AA50031 Silent Cabin Hook. Stainless. 4" Length.
 #6 FH. Made in Taiwan.

"SILENT" CABIN HOOK
HM060901 Cabin Door Hook. Double Action.
 2-3/4".  316 SS.
HM060903 Cabin Door Hook. Double Action.
 3-9/16".  316 SS.
HM060904 Cabin Door Hook. Double Action.
 4-3/4".  316 SS.

90° SWIVEL HASP
MH3408515 Cast 316 Stainless Steel Swivel Hasp.
 90° Mount. 3" x 1".

BRASS CABIN HOOKS BRASS SILENT CABIN HOOKS
AA50025BP Brass Cabin Door Hook. 2" Length.
 2x#4 FH,  2x#6 FH.
AA50026BP Brass Cabin Door Hook. 3" Length.
 2x#4 FH,  2x#6 FH.
AA50027BP Brass Cabin Door Hook. 4" Length.
 2x#4 FH,  2x#6 FH.

     Silent Cabin Hook. Polished Brass. Made in Italy.
FS0201AB 2 5/8" Length. Double Swivel prevents rattling.
FS0201BB 3 3/16" Length. Double Swivel prevents rattling.
FS0201CB 4" Length. Double Swivel prevents rattling.
 Fasteners for above: #6 FH

HASPS

CABIN HOOKS
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SILENT CABIN DOOR HOOKS
HM008379 Cabin Door Hook. Cast SS 316
 3" (77mm). Rubber bushing on catch.
 #6 FH.
HM008377 Cabin Door Hook. SS 304. #4 FH.
 2 5/8" (64mm). Rubber bushing on catch.
HM008378 Cabin Door Hook. SS 304. #4 FH.
 3 3/8" (84mm). Rubber bushing on catch.
HM008382 Cabin Door Hook. SS 304. #4 FH.
 4 3/4" (120mm). Rubber bushing on catch.

DOOR STOPS
HM003674 Door stop and catch. Cast SS 316
 White Rubber Bumper. #6 FH.
HM003673 Door stop. Cast SS 316
 White Rubber Bumper. #6 FH.

DOOR CATCHES
HM003676 Door Holder. SS 304. #4 FH.
 1 5/16" (34mm) H. x 3/4" (20mm) W.
HM003675 Door Holder. SS 304. #6 FH.
 1 5/8" (41mm) H. x 1 3/8" (35mm) W.

HM008379

HM008377

HM008378

HM003676

HM003675

HM003674

HM003673
HM008382

MAGNETIC DOOR CATCH MAGNETIC DOOR CATCH
AA50007B Lacquered Brass Magnetic Door Catch.
 1-3/8" Deep x 1-5/8" Dia.

AA50007C Chromed Brass Magnetic Door Catch.
 1-3/8" Deep x 1-5/8" Dia.

AA50008B Lacquered Brass Magnetic Door Catch.
 3" Deep x 1-5/8" Dia.

AA50008C Chromed Brass Magnetic Door Catch.
 3" Deep x 1-5/8" Dia.

MAGNETIC DOOR HOLDER - Chrome
FS0252C Magnetic Door Catch. Strong magnets in 

base and catch plate to hold door open.
 Swivel head on base. 1-1/4" Dia. Base.

HM008384 Door Latch. SS. 2 5/16" Length. #6 RH.

DOOR LATCH
FS0126 Door Latch. Chromed Brass. 2" Length.
 #8 FH.
FS0126B Polished Brass Door Latch.
 2" Length. #6 FH.    Made in Italy.

FS0126

FS0126B

DOOR LATCHES
HM003670 Door Button. Stamped 304 SS.
 With Black Nylon Knob. 1 1/2" Dia. #8 FH.

CH8151 Door Button. SS 316. 1 3/4" Dia. #8 FH.

HM003670

CH8151

DOOR BUTTONS

DOOR LATCHES / DOOR BUTTONS

CABIN HOOKS / DOOR CATCHES / DOOR STOP
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BRASS BALL CATCHES
with Stainless Balls

AA50090 1 1/2" Length. #4 FH. (Pair). 
AA50091 1 7/8" Length. #4 FH. (Each).
AA50092 2 3/8" Length. #6 FH. (Each). 

AA50090

AA50091

AA50092

CH3670 Magnetic Door Catch with Articulating 
Ball. 2" Length.

MAGNETIC DOOR CATCH

BACK BOARD STOP - with Lanyard Stop

FS0067 Chrome Back Board Stop.
 Nylon Lanyard. 45mm x 45mm.
FS0067B Brass Back Board Stop.
 Nylon Lanyard. 45mm x 45mm.

STAINLESS BALL CATCH
AA50091SS Stainless Ball Catch. Cast 304SS.
 7/16" x 1-15/16" Base.
 1/2" Height.
 

SPRING LOADED BUTTON CATCH 
WITH PLATE - Polished Brass

FS0090DB Polished Brass Button Catch. 
 47mm x 22mm. 

HM003679 Door holder. 316SS.
 Base 1-9/16" x 1-5/16". 2-3/4" H.

DOOR HOLDER

STAINLESS DOOR STOP with Catch
HM003678 Door Stop and Catch.
 Polished 316 Stainless.
 1-7/8" Dia. Base.  2-7/16" Length. 

BRASS DOOR STOP with Catch
CH3674
Door Stop and Catch. Polished Brass, with Titanium 
Nitrite coating - provides a hard, durable, corrosion 
resistant finish and gives surface a golden sheen.
1-7/8" Dia. Base.  2-7/16" Length. 

DOOR CATCHES / DOOR STOPS



190

VictoryHARDWARE

For the most up to date product information, visit   www.victory-products.com

SS 90° DOOR STOP with Catch
HM003677 Door Stop and Catch. 90° Mounting.
 Polished Stainless Steel. 1-7/8" Dia. Base.

HM003683 Cast 316SS Magnetic Door Catch.
Adjustable Angle and Adjustable Length.

 2-9/16"

MAGNETIC DOOR STOP/CATCH

HM008396 Lockable Barrel Bolt. Cast 316SS.
 2-3/8" L x 1-3/16" W.

HM008397 Lockable Barrel Bolt. Cast 316SS.
 3-1/2" L x 1-1/2" W.

LOCKABLE BARREL BOLT
with Hole in Bolt for Padlock

90° DOOR STOP with Catch
CH3677 Door Stop and Catch. 90° Mounting.
 Polished Brass, with Titanium Nitrite coat-

ing - provides a hard, durable, corrosion 
resistant finish and gives surface a golden 
sheen. 1-7/8" Dia. Base.

MH8731447 Barrel Bolt. Cast 316 Stainless.
 5-1/4" L x 1-1/2" W.  5" Bolt Length.
 With friction pad for anti rattle.

HEAVY DUTY BARREL BOLT
HM008319 316 Stainless Barrel Bolt. With internal 

anti-rattle friction pad.
 88mm L x 18mm W.

BARREL BOLT

BARREL BOLTS

AA50000 Chrome Plated Brass Barrel Bolt.
 2" Length. #4 FH.
AA50001 Chrome Plated Brass Barrel Bolt.
 3" Length. #4 FH.
AA50002 Chrome Plated Brass Barrel Bolt.
 4" Length. #4 FH.

HM008302 Slide Latch. Stainless with Nylon Knob. 
 2 1/8" x 1 1/2". #4 FH.
RC42242 Chromed Brass Barrel Bolt. 3" L.  #4 FH.

HM008354 316 SS Barrel Bolt. 2 3/8" x 1 1/2". #4 FH.
HM008355 316 SS Barrel Bolt. 3 1/2" x 1 1/2". #6 FH.
MH8731446 316 SS Barrel Bolt. 4 1/4" x 1 1/2". #6 FH.

AA50002
MH8731446

HM008302

RC42242

AA50000

AA50001

HM008355

HM008354

DOOR STOPS

DOOR STOPS
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BARREL BOLT
HM008357 Barrel Bolt. 2-3/8" X 1-3/16".
 Stopper: 9/16" Cutout.  3/4" O.D.
 Insets in wood or fiberglass. 316 SS

HM008399 Streamlined Barrel Bolt with Spring 
Loaded Closing. Cast 316SS.

 4" Length x 2" Width.

SPRING LOADED BARREL BOLT
HM008398 Contemporary Square Barrel Bolt with 

Spring Loaded Closing. Cast 316SS. 
3-1/2" Length x 1-3/15" Width.

SPRING LOADED BARREL BOLT

BRASS BARREL BOLTS
AA50000B Brass Barrel Bolt. 2" Length. #4 FH.
AA50001B Brass Barrel Bolt. 3" Length. #4 FH.
AA50002B Brass Barrel Bolt. 4" Length. #4 FH.

AA50003B Brass Barrel Bolt. "Flared".
 3" Length. #4 FH.

FS0152AB Brass Barrel Bolt. 2 3/8" Length. #4 FH.
FS0152BB Brass Barrel Bolt. 3 3/4" Length. #4 FH.
 Made in Italy.

FS0177B Silent Barrel Bolt. Nylon Backing   
 Prevents Rattling. 3 3/8" x 1 1/4". #4 FH.
 Made in Italy.

FS0210B Spring Loaded Barrel Bolt. Heavy Duty.
 Curved end of bolt hooks on base to  
 hold barrel open. 4 3/4" x 1 9/16". #8 FH.
 Made in Italy.

AA50000B
AA50001B
AA50002B

AA50003B
FS0152AB
FS0152BB

FS0177B

FS0210B

SPRING LOADED BARREL BOLT
FS0177 Silent Barrel Bolt. Chromed Brass. Nylon  
 Backing Prevents Rattling. 3 3/8" x 1 1/4".
 #4 FH. Made in Italy.
FS0210 Heavy Duty Spring Loaded Barrel Bolt.
 Chrome Plated Brass. Curved end of bolt  
 hooks on to base to hold barrel open.
 4 3/4" x 1 9/16".  #6 FH. Made in Italy.

FS0210

FS0177

HM007200 HM007202

BUTTON LATCH
HM007202 Rim Button Latch. 316 Stainless.
 Turn knob with locking button.
  2 1/2" x 2 1/8".  #6 FH.

HM007200 Dead Bolt. 316 Stainless. Lockable with  
 key on outside and plastic turn knob on  
 inside. 3 1/4" x 1 3/8". Doors up to 3/4".
 #8 RH.
 

DEAD BOLT LOCK

BARREL BOLTS / DOOR LATCH
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PUSH BUTTON DOOR LATCH with KNOB PUSH BUTTON DOOR LATCH with KNOB

FS0315V Lacquered brass knob and ferrule. For 3/4" thick doors. 1" Dia. ferrule.
 With White Push Button Latch. Plastic, Self-lubricating plastic and Stain-

less Steel springs. Plastic catch plate

FS0302V Lacquered brass knob and ferrule. For 3/4" thick doors. 1 1/4" Dia. ferrule.
 With White Push Button Latch. Self-lubricating plastic and Stainless Steel 

springs. Plastic catch plate

FS0800 Spare Push Button Latch Only. White  Plastic. Self-lubricating plastic and 
Stainless Steel springs. Plastic catch plate.

FS0315C Chrome Plated brass knob and ferrule. For 3/4" thick doors. 1" Dia. ferrule.
 With White Push Button Latch. Plastic, Self-lubricating plastic and Stain-

less Steel springs. Plastic catch plate

FS0302C Chrome Plated brass knob and ferrule. For 3/4" thick doors.
 1 1/4" Dia. ferrule. With White Push Button Latch. Self-lubricating plastic 

and Stainless Steel springs. Plastic catch plate

FS0800 Spare Push Button Latch Only. White  Plastic. Self-lubricating plastic and 
Stainless Steel springs. Plastic catch plate.

FS0302C
FS0302V FS0315CFS0315V

DOOR LATCH
White Plastic Latch with Knob and Ferrule

DOOR LATCH
White Plastic Latch with Knob and Ferrule

FS0332CRLB

FS0310V

FS0332CRLB
Push Button Latch.Lacquered Brass knob and Chrome 
Plated brass ferrule. For 3/4" thick doors. 15/16" Dia. 
ferrule.

FS0310V
Push Button Latch. Lacquered brass knob and ferrule.
For 5/8" thick doors. 15/16" Dia. ferrule.

MAGNETIC DOOR LATCH
FS0820 Universal brass magnetic latch with AISI 316 

Stainless Steel Plate. Use with FS0173 and 
FS0174 Handles. Magnetic innovative locking 
system of the lock bolt which allows a noise-
less self-locking.  Universal - for right or left 
doors. 

CHROMED BRASS DOOR HANDLE
8mm Spindle. Fits FS0820 Door Latch

BRASS DOOR HANDLE
8mm Spindle. Fits FS0820 Door Latch

FS0174 Chromed Brass Door Knobs with Brass Spindle.
 With stainless set screws.

FS0173 Chromed Brass Door Lever Handles 
 with Brass Spindle. With stainless set screws.

FS0174B Brass Door Knobs and Spindle.
 With stainless set screws.

FS0173B Brass Door Lever Handles and Spindle.
 With stainless set screws.

FS0174B

FS0173B FS0173

FS0174

DOOR LATCHES by Foresti & Suardi     Made in Italy

DOOR HANDLES
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MAGNETIC DOOR LATCH with Handle
FS0821 Universal brass magnetic latch with AISI 

316 Stainless Steel Plate. Use with FS0173 
and FS0174 Handles. Magnetic innovative 
locking system of the lock bolt which allows a 
noiseless self-locking.  Universal - for right or 
left doors. With Chrome Plated Handles and 
"Privacy Knob".

RIM LATCH SETS

HM007205
316 Stainless Rim Latch Set. Turn knob on one side,
lever handle on the other side. Slide button lock.
Flush Strike Plate.
Case Size 2 1/8" x 1 3/4"
Escutcheon size 4 3/8" x 1 1/4"
For door 5/8" - 1 3/8" Thick.

HM007207
As above, but with Surface mount Strike Plate.

HM007205

HM007207

ELBOW CATCHES BRASS ELBOW CATCHES
HM003672 Stainless "Bird Lock" Catch.
 5/8" x 1 1/8" Base. #6 FH. (Pair).
AA50041 Chromed Brass "Bird Lock" Catch.
 5/8" x 1 1/4" Base.  #6 FH. (Pair).

HM003672
AA50041

AA74550 1/2" Depth.  2-1/2" Dia. Cut-Out.
TEAK RING

AA50041B Brass "Bird Lock" Catch.
 5/8" x 1 1/4" Base. (Pair). #4 FH.

STAINLESS DRAWER KNOB
HM006926 1" Diameter. 316SS. 1" Screwbolt.

CHROMED BRASS ESCUTCHEON PLATES
FS0176A Chromed Brass Escutcheon Plate with 

Nylon Bushing. Round. 1 3/4" Outside Dia.
 1/2" Inside Dia. #6 FH.
FS0176B Chromed Brass Escutcheon Plate with 

Nylon Bushing. Eliptical. 2" x 1.
 1/2" Inside Dia. #6 FH.

FS0176A
FS0176B

ESCUTCHEON PLATES
FS0176AB Brass Escutcheon Plate with Nylon Bushing.
 Round. 1 3/4" Outside Diameter.
 1/2" Inside Dia. #6 FH.
FS0176BB Brass Escutcheon Plate with Nylon Bushing.
 Oval. 2" x 1".   1/2" Inside Dia. #6 FH.

DOOR LATCH

ESCUTCHEON PLATES

ELBOW CATCHES
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CHROME BRASS PUSH BUTTON
FS0246A Chrome latch works with FS0246B.

FS0246B Chrome Push button goes with FS0246B.

FS0246A

FS0246B

BRASS GALLEY RAIL CONNECTORBRASS GALLEY RAIL

CHROME GALLEY RAIL

FS0272B Brass double connector for FS0269B.
FS0273B Brass single connector for FS0269B.

FS0269B Brass tube 3/8" x 4".
FS0270B Brass tube 3/8" x 8".
FS0271B Brass tube 3/8" x 12".

FS0269 Chromed Brass tube 3/8" x 4".
FS0270 Chromed Brass tube 3/8" x 8".
FS0271 Chromed Brass tube 3/8" x 12".

CHROME GALLEY RAIL CONNECTOR
FS0272 Chrome double connector for FS0269.
FS0273 Chrome single connector for FS0269.

FS0272
FS0272B

FS0273
FS0273B

CABLE TENSIONER for CURTAINS
FS0375 Chrome brass

FS0375B Polished brass

HM002211
Handle. Cast SS 316. 2 Hole.
4 1/8" Length.  1 1/4" Height.

HM002216
Handle. Cast SS 316. 2 Hole.
5 5/8" Length.  1 1/8" Height.

STAINLESS HANDLES

HM002211

HM002216

BRASS DRAWER KNOBS

FS0102A Brass Drawer Knob with Anchor Design.
 1 1/8" Diameter x 3/4" Depth.
FS0102B Brass Drawer Knob with Anchor Design.
 7/8" Diameter x 11/16" Depth.

BRASS PUSH BUTTON & LATCH
FS0246AB Brass latch works with FS0246BB.

FS0246BB Brass Push button goes with FS0246AB.

FS0246AB

FS0246BB

POLISHED BRASS HANDLES
FS0122B Brass Handle. 4 Hole mounting. 3" x 1".
 #4 FH. Made in Italy.
CH8194 Brass Transom Handle. 4 Hole mounting. 
 6 1/2" Length. #10 FH.

FS0122B

CH8194

DOOR LATCHES / DOOR KNOBS

GALLEY RAIL

HANDLES
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TRANSOM HANDLES / DRAWER PULLS
RC42105 Handle and Footstep. Black Nylon.
 7" Long x 1 5/8" Wide. 2 1/2" Height. #10 FH.

RC42105W Handle and Footstep. White Nylon.
 7" Long x 1 5/8" Wide. 2 1/2" Height. #10 FH.

HM002214 Transom Handle. 6" Length. 316 SS.
 Height 1 3/8".  4 hole.

AA74513 Transom Handle. 6" Length. Chrome Plated  
  Brass. Height 1 3/8".  4 hole.

AA74512 Transom Handle. 5 3/4" Length.
 Chrome Plated Brass. 4 hole. #8 FH.

HM002210 Drawer Handle. 4" Length.
 316 SS.  2 Hole.
HM002280 Drawer Handle. 3 3/16" Length.
 316 SS.  2 Hole.
HM002265 Drawer Handle. 2 5/8" Length.
 316 SS.  2 Hole.

HM002215 Drawer Handle. 6" Length.
 316 SS.  4 Hole.
HM002212 Drawer Handle. 4 3/4" Length.
 316 SS.  4 Hole. #10 FH.

HM002214
AA74513

RC42105

RC42105W AA74512

HM002212

HM002210
HM002280
HM002265 HM002215

CN1171 Mirror polished cast 316 SS Handle.
 6-3/4" L x 1-1/2" H.  8mm Stud Fastening.

CN1301 Mirror polished cast 316 SS Handle.
 11-3/4" L x 2" H.  8mm Stud Fastening.

STAINLESS HANDLE
Drawer Pull. 304 SS Rod with Satin Finish. M4 Thread.

HM002202 3" (76mm). 10mm Rod Dia. 
HM002203 3-1/2" (90mm). 10mm Rod Dia.
HM002204 4" (102mm). 8mm Rod Dia. 

DRAWER PULL

CN1171

CN1301

STAINLESS HANDRAIL - 316 SS
1" Dia Tube.  Base Size 2-5/32" x 1-1/4"

HM002226A 9" Length.
HM002227A 12" Length.
HM002230A 18" Length.
HM002232A 24" Length.

STAINLESS STEEL HANDRAIL

Polished 316 SS Handrail. 1" Round Tubing.
1-1/2" Height.

HM002228 11-7/8" Length (Fastener to Fastener).
HM002229 13-13/16" Length (Fastener to Fastener).
HM002229A 16" Length (Fastener to Fastener).
HM002230 17-3/4" Length (Fastener to Fastener).
HM002231 21-5/8" Length (Fastener to Fastener).

HM002232 Handrail. 1" Round Tube.  23-5/8" L. 
1-1/4" Height.

HM002233 Handrail. 1" Round Tube.  27-9/16" L. 
1-1/4" Height.

STAINLESS HANDRAIL

HANDLES



196

VictoryHARDWARE

For the most up to date product information, visit   www.victory-products.com

HM002227 Low Profile. 11" Long x 2 5/8" Height. 
  7/8" Dia. Tube. Fasteners #6 FH.

HM002240 Low Profile. 16" Long x 3" Height. 
  7/8" Dia. Tube. Fasteners #10 FH.

HM002260 Low Profile. 24" Long x 3" Height. 
  7/8" Dia. Tube. Fasteners #10 FH.

HANDRAILS/FOOTRESTS WITH ROUND MOUNTING BASES

HEAVY DUTY STAINLESS HANDRAIL
High-Rise. 1" x 3/4" Tubing.

with Flange & Stud.
CN2048 Oval Profile 304SS Handrail. 8-5/8" Length.
CN2050 Oval Profile 304SS Handrail. 12" Length.
CN2052 Oval Profile 304SS Handrail. 16" Length.
CN2053 Oval Profile 304SS Handrail. 18" Length.
CN2055 Oval Profile 304SS Handrail. 24" Length.

STAINLESS HANDRAIL
with Mounting Pads. 1" x 3/4" Tubing.

CN7970 Oval Profile 304SS Handrail. 12" Length.
CN7972 Oval Profile 304SS Handrail. 16" Length.
CN7973 Oval Profile 304SS Handrail. 18" Length.

STAINLESS HANDRAIL - 316 SS
with MOUNTING STUDS & NUTS

CN7770 12" Length. 7/8" Dia. Tube.  1/4" Studs. 
CN7773 18" Length. 7/8" Dia. Tube.  1/4" Studs. 
CN7775 24" Length. 7/8" Dia. Tube.  1/4" Studs. 

STAINLESS HANDRAIL - 316 SS
7/8" Dia Tube.  Welded Round Base

HM002252 8" Length.
HM002254 12" Length.
HM002258 20" Length.
HM002262 32" Length.
HM002264 48" Length.

STAINLESS STEEL HANDRAILS / FOOTRESTS

CN7868 9" Length. With 1/4" x 2" Studs. With Nuts.
CN7870 12" Length. With 1/4" x 2" Studs. With Nuts.
CN7873 18" Length. With 1/4" x 2" Studs. With Nuts.
CN7875 24" Length. With 1/4" x 2" Studs. With Nuts.

Streamlined Handrails with Mounting Studs & Nuts CN1320 Oval Profile 316SS Handrail. 12" Length. 1/2" x 1/2" Tubing.
CN1323 Oval Profile 316SS Handrail. 18" Length. 1/2" x 1/2" Tubing.
CN1325 Oval Profile 316SS Handrail. 24" Length. 1/2" x 1/2" Tubing.
CN1333 Oval Profile 316SS Handrail. 18" Length. 3/4" x 1-1/2" Tubing.
CN1335 Oval Profile 316SS Handrail. 24" Length. 3/4" x 1-1/2" Tubing.
CN1337 Oval Profile 316SS Handrail. 30" Length. 3/4" x 1-1/2" Tubing.
CN1339 Oval Profile 316SS Handrail. 36" Length. 3/4" x 1-1/2" Tubing.

STAINLESS HANDRAIL

HANDRAILS
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STAINLESS HANDRAIL
Low-Rise.  1" x 3/4" Tubing.
with Mounting Plates & Fasteners.
CN2069 Oval Profile 316SS Handrail. 9" Length.
CN2070 Oval Profile 316SS Handrail. 12" Length.
CN2072 Oval Profile 316SS Handrail. 16" Length.
CN2073 Oval Profile 316SS Handrail. 18" Length.
CN2075 Oval Profile 316SS Handrail. 24" Length.

STAINLESS HANDRAIL - 316 SS
Threaded For Mounting from Below

HM002119 12" Length. 1" Dia. Tube. 8mm Thread.
HM002120 18" Length. 1" Dia. Tube. 8mm Thread.
HM002121 24" Length. 1" Dia. Tube. 8mm Thread.
HM002122 30" Length. 1" Dia. Tube. 8mm Thread.
HM002123 36" Length. 1" Dia. Tube. 8mm Thread.

HM002219 Handrail. Includes mounting plates and 
screws. 1" Round Tube.  11-13/16" L. 
1-9/16" Height.

HM002220 Handrail. Includes mounting plates and 
screws. 1" Round Tube.  17-3/4" L. 
1-9/16" Height.

STAINLESS HANDRAIL

CN1342 48" Length.  20mm x 40mm Tube.
 5/16" Thread. Includes Stud and Nut.

CN1345 60" Length.  20mm x 40mm Tube. 
 5/16" Thread. Includes Stud and Nut.

OVAL HANDRAIL - 316 Stainless

HANDRAIL WITH LED LIGHTSHANDRAIL WITH LED LIGHTS

Stainless Handrail 316 SS.  22mm  (7/8") Dia 
Handle. With LED Light.

CN1167 3 LED Light.  27-1/2" Length.
CN1166 4 LED Light.  31-1/2" Length.
CN1170 4 LED Light.  39-3/8" Length.

Stainless Handrail 316 SS.  22mm  (7/8") Dia 
Handle. With LED Light.

CN1160 1 LED Light.  7-7/8" Length.
CN1162 1 LED Light.  11-7/8" Length.
CN1164 2 LED Light.  19-5/8" Length.
CN1165 3 LED Light.  23-5/8" Length.

HANDRAILS

HANDRAILS with LED LIGHTS
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 HINGES
CH3530 Hatch Hinge. 3" x 2 5/8". Cast 316 SS. #10 FH. (Pair).
CH3534 Right Angle Hatch Hinge. 3" x 2 1/2". Cast 316 SS. #10 FH. (Pair).
CH3532 Hatch Hinge. Long Arm. 3" x 3 1/2". Cast 316 SS. #10 FH. (Pair).
CH3470 Butt Hinge. 1 1/2" x 1 1/2". Thickness: 3/16". Cast 316 SS. (Pair).
CH3471 Butt Hinge. 2" x 2". Thickness: 3/16". Cast 316 SS. (Pair).

CH3490 Door Hinge. 1 1/2" x 3". Thickness: 3/16". Cast 316 SS. (Pair). 
CH3491 Door Hinge. 1 1/2" x 4". Thickness: 3/16". Cast 316 SS. (Pair).
CH3510 Door Hinge. 1 1/2" x 2 1/4". Thickness: 3/16".
 Cast 316 SS. (Pair).
CH3511 Door Hinge. 1 1/2" x 3". Thickness: 3/16". Cast 316 SS. (Pair).
CH3520 Offset Hinge. 3/8" Offset.  1 1/2" x 2 1/4". Thickness: 3/16".
 Cast 316 SS. (Pair).
CH3521 Offset Hinge. 3/8" Offset.  1 1/2" x 2 3/4". Thickness: 3/16".   
Cast 316 SS. (Pair).

CH3520
CH3521

CH3511

CH3470

CH3471

CH3490

CH3491

CH3510

CH3532

CH3530

CH3534

BUTT HINGES - 304 Stainless. Electropolished.

RC44158 Butt Hinge. 1 1/2" x 1 1/2" (38mm x 37mm).
 Thickness 2.0mm. #8 FH. Pair.
RC44154 Butt Hinge. 1 7/8" x 1 1/2" (48mm x 37mm).
 Thickness 2.0mm. #8 FH. Pair.
AA52558 Butt Hinge. 2" x 2". (50mm x 50mm). Thickness 2.0mm.
 #6 FH. Pair.

RC44152 Butt Hinge. 2 5/8" x 1 1/2" (38mm x 37mm).
 Thickness 2.0mm. #8 FH. Pair.

RC44158
RC44154
AA52558

RC44152

DOOR HINGES - 304 Stainless. Electropolished.
AA52562 Short side door hinge. 2 3/8" x 1 1/2" (59mm x 37mm).
 Thickness 2.0mm.  #6 FH. Pair.
AA52563 Door hinge. 3" x 1 1/2" (75mm x 37mm).
 Thickness 2.0mm.  #6 FH. Pair.
AA52554 Door hinge. 3 7/8" x 1 1/2" (98mm x 38mm).
 Thickness 2.0mm. #6 FH. Pair.
AA52564 Heavy Duty Long side door hinge. 4" x 1 1/2" (98mm x 38mm).
 Thickness 2.5mm.  #6 FH. Pair.

AA52562
AA52563
AA52554 AA52564

STRAP HINGES & BUTT HINGES - Stamped 304 SS
RC44113-14 Strap Hinge. 4 1/4" x 1 1/8".  #8 FH. Pair.
RC44113-15 Strap Hinge. 5 1/4" x 1 1/8". Short side 2".
 Long side 3 1/4".  #10 FH. Pair.
RC44113-16 Strap Hinge. 6 3/8" x 1 1/8". #10 FH. Pair.

AA52599 Butt Hinge. 3" x 3". #8 FH. Pair.
AA52598 Butt Hinge. 3" x 2". #8 FH. Pair.
AA52597 Butt Hinge.2" x 2". #8 FH. Pair.
AA52595 Butt Hinge. 2" x 1 1/2". #8 FH. Pair.

RC44113-14 RC44113-15 RC44113-16
AA52599

AA52598

AA52597

AA52595

STRAP HINGES - Cast 316 SS
CH3460 Strap Hinge. 4" x 1".  #8 FH. Pair.
 5/32" Thickness.
CH3462 Strap Hinge. 6" x 1".  #8 FH. Pair.
 5/32" Thickness.

CH3460

CH3462

Hinges are Packaged and Priced in Pairs

HINGES
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BUTT HINGE
AA52606 304 SS Butt Hinge. 
 2-3/8"  x 1-7/8".  1.5mm Thickness. 

DOOR HINGELOCKER HINGE
AA52533 304 SS Door Hinge. 
 3"  x 1-1/2".  2mm Thickness. 

AA52561 304 SS Locker Hinge.. 
 2-3/4"  x 2-1/16".  1.5mm Thickness.
 4mm (5/32") Height. 

AA52594 Butt Hinge. 1 1/2" x 1 1/2". 304SS. 1.5mm Thick.
AA52602 Butt Hinge. 2" x 4". 304SS. 1.5mm Thick.
AA52600 Butt Hinge. 3 1/8" x 4". 304SS. 2mm Thick.
AA52604 Butt Hinge. 4" x 4". 304SS. 3mm Thick.
AA52605 Butt Hinge. 4 3/4" x 4". 304SS. 3mm Thick.

STAINLESS STEEL BUTT HINGES

AA52594 AA52602 AA52600
AA52604
AA52605

STRAP HINGES - 304 Stainless. Electropolished.

RC44272 Strap Hinge. 4" x 1 1/16" (100mm x 27mm). Thickness 2.0mm. #8 FH. Pair.

RC44172 Strap Hinge. 5 1/2" x 1 1/2" (140mm x 39mm). Thickness 2.0mm.  #8 FH. Pair.
RC44172-9 Reversed RC44172-9.  5 1/2" x 1 1/2" (140mm x 39mm).
 Thickness 2.0mm. #8 FH. Pair. (Not Pictured).

RC44162 Strap Hinge. 7" x 1 9/16" (180mm x 40mm). Thickness 2.0mm.
 4 Fastener holes per side. #8 FH. Pair.

RC44162-9 Reversed RC44162. 7" x 1 9/16" (180mm x 40mm). Thickness 2.0mm.
 4 Fastener holes per side. #8 FH. Pair.

RC44272

RC44172
RC44172-9 RC44162

RC44162-9

STRAP HINGES / BUTTERFLY HINGES - 304 Stainless. Electropolished.

RC44161
Strap Hinge. 5 3/16" x 1 9/16" (129mm x 40mm).
Thickness 2.0mm. 4 Fastener holes per side. #8 
FH. Pair.

RC44161-9
Reversed RC44161. 7" x 1 9/16" (129mm x 40mm).
Thickness 2.0mm.  4 Fastener holes per side. #8 
FH. Pair.

RC44160
Butterfly Hinge. 3 1/8" x 1 9/16" (78mm x 40mm).
Thickness 2.0mm. #8 FH. Pair.

RC44161

RC44161-9

RC44160

DOOR HINGES
RC924861 Semi-concealed Hinge. 304 SS. Pair.
 3" Height x 2" Open Width.

RC44000 Non Mortise Hinge. 304 SS. Pair.
 3 3/8" Height x 2" Open Width. #4 FH.

RC924861
RC44000

Hinges are Packaged and Priced in Pairs

HINGES
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LARGE HINGES - 304 Stainless. Electropolished.

LARGE HINGES - 304 Stainless. Electropolished.
RC44009-20 Large Butt Hinge. 3" x 3" (74mm x 75mm).
 Thickness 2.0mm. #10 FH. Pair.
RC44002 Large Heavy Duty Butt Hinge. 4" x 2 9/16" (102mm x 64mm).
 Thickness 3.0mm. #10 FH. Pair.
RC44011 Large Door Hinge. 6" x 3" (150mm x 75mm).
 Thickness 2.0mm. #10 FH. Pair.

RC44009-20

RC44011

RC44002

OVAL HINGES - 304 Stainless.
Electropolished.

RC44171 Strap Hinge, Oval one-side.
 4 1/4" x 1 1/2" (107mm x 39mm).   

Thickness 2.0mm. #8 FH. Pair.

BUTT HINGE
RC44009-25 Large Butt Hinge. 3" x 3". 316SS.

LARGE OVAL HINGE - Reversed
RC44803-9 Large Oval Hinge.
 6-1/4" x 1 1/2" (74mm x 39mm).
 Thickness 3.0mm.  Pair.

TABLE HINGES
HM006022 Flush mounting Table Hinge. Stainless.
 3" x 1 3/16".  1.5mm Thick. #6 FH. Pair.
HM006023 Flush mounting Table Hinge. Stainless.
 3 1/4" x 1 3/16".  1.5mm Thick. #6 FH. Pair.

HM006021 Flush Mounting Table Hinge.
 71mm (2-25/32") L x 38mm (1-1/2" W).
 2mm Thickness.  

TABLE HINGE
AA88025 Oval Butt Hinge. 190mm x 65mm.
 7-1/2" X 2-9/16"

LARGE CAST 316 STAINLESS HINGE

Hinges are Packaged and Priced in Pairs

HINGES
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OVAL HINGES - 304 Stainless. Electropolished.

RC44007-9  Table Hinge. 1 7/8" x 1 3/16" (47mm x 30mm).
 Thickness 1.5mm. #6 FH. Pair.

RC44170 Oval Hinge. 3" x 1 1/2" (74mm x 39mm
 Thickness 2.0mm.  #8 FH. Pair.
RC44170-9 Reversed RC44170. 
 3" x 1 1/2" (74mm x 39mm).
 Thickness 2.0mm. #8 FH. Pair.

RC44167 Oval one-side.
 2 3/4" x 1 1/2" (74mm x 39mm).
 Thickness 2.0mm.  #8 FH. Pair.

RC44170

RC44170-9

AA88001 Butt Hinge. Oval One Side.
 70mm x 40mm.

AA88013 Butt Hinge. Oval One Side.
 72mm x 65mm.

AA88015 Butt Hinge. Oval One Side.
 83mm x 65mm.

AA88017 Butt Hinge. Oval One Side.
 72mm x 65mm.

AA88003 Butt Hinge. Oval One Side.
 76mm x 40mm.

AA88005 Oval Butt Hinge. 1266mm x 40mm.
CAST 316 STAINLESS HINGE

CAST 316 STAINLESS HINGE CAST 316 STAINLESS HINGE CAST 316 STAINLESS HINGE

CAST 316 STAINLESS HINGE CAST 316 STAINLESS HINGE

AA88019 Butt Hinge. Oval One Side.
 127mm x 65mm.

AA88021 Butt Hinge. Oval One Side.
 134mm x 65mm.

AA88023 Butt Hinge. Oval One Side.
 146mm x 65mm.

CAST 316 STAINLESS HINGE CAST 316 STAINLESS HINGE CAST 316 STAINLESS HINGE

Hinges are Packaged and Priced in Pairs

HINGES
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RC44001 Semi Concealed Door HInge. 304 SS.
 3-7/8" x 2".  2.5mm Thickness.

RC44014 Table HInge. 304 SS.
 2-3/4" x 1-5/8".  2.0mm Thickness.

RC44166 Strap HInge. 304 SS.
 3-3/4" x 1-1/2".  2.0mm Thickness.

AA52563-9 Door Hinge. 304 SS.
 3" x 1-1/2".  2.0mm Thickness.

RC43998 Semi Concealed Door HInge. 304 SS.
 3-3/8" x 2-5/16".  1.5mm Thickness.

RC44400 Locker HInge. 304 SS.
 3-13/16" x 1-7/16".  2.0mm Thickness.

RC44401 Strap HInge. 304 SS.
 5" x 1-7/16".  2.0mm Thickness.

RC44015-759 Locker Hinge. 304 SS.
 2-3/4" x 1-5/8".  2.0mm Thickness.

RC44149-2 Offset Butt Hinge. 304 SS.
 3" x 1-7/16".  2.0mm Thickness.

RC44006-9 Half Oval Locker HInge. 304 SS.
 2-5/8" x 1-1/2". 2.0mm Thickness.

SEMI CONCEALED HINGE

TABLE HINGE

LOCKER HINGE

DOOR HINGE - Reversed

SEMI CONCEALED HINGE

LOCKER HINGE STRAP HINGE

LOCKER HINGE OFFSET BUTT HINGE

HALF OVAL HINGE - Reversed

RC44008 Round Hinge. 304 SS.
 2-1/2" Dia. 2.0mm Thickness.

ROUND HINGE

SEPARATING HINGE
HM008502 Take-Apart Hinge. With Spring Loaded 

Plungers for Release. 2-3/4" X 2-3/8" 
Cast 316 SS.

Hinges are Packaged and Priced in Pairs

HINGES
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LIFT-OFF HINGES
RC44333-31 Left Side Hinge. Stainless. 2" Height.
RC44333-32 Right Side Hinge. Stainless. 2" Height.
  Packaged and Priced in Pairs.
 Fasteners for above: #4 FH.

RC44333-31 RC44333-32
OFFSET LIFT OFF HINGES - 304 Stainless. Electropolished.

RC44157-1012 Offset Lift Off Hinge. LEFT HAND.  2 5/8" x 1 1/2" (66mm x 37mm).
 3/8" (10mm) Offset. Thickness 2.0mm. #8 FH. Pair.
RC44157-1034 Offset Lift Off Hinge. RIGHT HAND.  2 5/8" x 1 1/2" (66mm x 37mm).
 3/8" (10mm) Offset. Thickness 2.0mm. #8 FH. Pair.

RC44159-1012 Offset Lift Off Hinge. LEFT HAND.  1 7/16" x 1 1/2" (36mm x 37mm).
 3/8" (10mm) Offset. Thickness 2.0mm.  #8 FH. Pair.
RC44159-1034 Offset Lift Off Hinge. RIGHT HAND.  1 7/16" x 1 1/2" (36mm x 37mm).
 3/8" (10mm) Offset. Thickness 2.0mm.  #8 FH. Pair.

RC44157-1012 RC44157-1034

RC44159-1012 RC44159-1034

OFFSET HINGES - 304 Stainless. Electropolished.
Offset Hinge. 2 11/16" x 1 1/2" 
(67.5mm x 37mm). Thickness 2.0mm.  #8 FH.
RC44157-10 3/8" (10mm) Offset.  Pair.
RC44157-15 9/16" (15mm) Offset.  Pair.
RC44157-20 3/4" (20mm) Offset.  Pair.

Offset Hinge. 1 1/2" x 1 1/2"
(38mm x 37mm). Thickness 2.0mm.  #8 FH.
RC44159-10 3/8" (10mm) Offset. Pair.
RC44159-12 1/2" (12mm) Offset. Pair.
RC44159-15 9/16" (15mm) Offset. Pair.
RC44159-20 3/4" (20mm) Offset. Pair.

RC44159-10
RC44159-12
RC44159-15
RC44159-20

RC44157-10
RC44157-15
RC44157-20

SEMI-CONCEALED HINGES
RC44183-2 Semi-concealed hinge. Stainless. 1 7/8" Length x 1 1/2" Height.
 Pair.
RC44184-2 Semi-concealed Offset  hinge. Stainless. 3/8" Offset.
 2 1/4" Length x 1 1/2" Height. Pair.

RC44183-2

RC44184-2

AA81013-01 Surface Mount Hinge. Top Pin.

AA81013-011 Surface Mount Hinge. Under Pin.
 Reversed version of AA81013-01

HEAVY DUTY HINGES - 316 SS

AA81013-01

AA81013-011

AA81013-02 Underdeck Mount Hinge. Top Pin.
 With Threaded Studs.

AA81013-021 Underdeck Mount Hinge. Under Pin.
 For Corner Door Only - Opening Angle 

120°.

HEAVY DUTY HINGES - 316 SS HEAVY DUTY OFFSET HINGE
304 Stainless. Electropolished.

RC44173-24 Heavy Duty Offset Strap Hinge.
 5 1/2" x 1 9/16" (137mm x 40mm).
 1" (24mm) Offset.  Thickness 2.5mm.   
 #10 FH. Pair.

Hinges are Packaged and Priced in Pairs

HINGES
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POLISHED BRASS HINGES
RC44183-1 Flush Mount Semi Concealed Hinge
 1 7/8" x 1 1/2". 1.2mm Thickness. (Pair).
 #4 FH.
RC44184-1 Offset Semi Concealed Hinge.
  1 7/8" x 1 1/2".  1.2mm Thickness.
 3/8" Offset. (Pair).
 #4 FH.

RC44184-1

BRASS LIFT OFF HINGES
RC44334-1 Lift Off Hinge. Left Hand. 1 1/2" Height.
 1.2mm Thick. (Pair). #4 FH.
RC44334-2 Lift Off Hinge. Right Hand. 1 1/2" Height.
 1.2mm Thick. (Pair). #4 FH.

RC44334-1 RC44334-2

MOTOR BOX HINGE & T-HINGE
HM008500 Take-apart hinge. Left Hand. 2" x 3 5/8". 316 SS. Pair
HM008501 Take-apart hinge. Right Hand. 2" x 3 5/8". 316 SS. Pair

HM008804 Heavy Duty T-Hinge. 2 1/8" x 4". 316 SS. #10 FH. Pair.
HM008806 Heavy Duty T-Hinge. 3" x 6". 316 SS. #10 FH. Pair.
HM008808 Heavy Duty T-Hinge. 3 7/8" x 7 3/4".  316 SS. #10 FH. Pair.

HM008500 HM008501

HM008804
HM008806
HM008808

CHROMED BRASS HATCH HINGE
FS0197A Flush mounting. Chrome brass.
 5 7/16" L x 1 9/16" W x 1 3/16" H.
 4" fastener hole centres. Made in Italy.
FS0197B Flush mounting. Chrome brass.
 7 5/16" L x 1 9/16" W x 1 3/16" H.
 6" fastener hole centres. Made in Italy.

POLISHED BRASS BUTT HINGES
RC44340-50 2" x 1 3/16". 1.2mm Thick.
 (Pair). #4 FH.
RC44341-50 2" x 1 1/2". 1.2mm Thick.
 (Pair). #4 FH.

POLISHED BRASS HINGES
RC44149-5 Brass Cabinet Hinge. 3" x 1 1/2".
 Thickness 2mm. (Pair). #8 FH.

RC44010-2 Brass Table Hinge. 2 5/8" x 1 3/16".
 Thickness 1.8mm.  (Pair). #8 FH.

RC44021-5 2" x 1 1/8".  2mm Thick. #6 FH.
RC44022-5 2 1/2" x 1 3/8".  2mm Thick. #6 FH.
RC44023-5 3" x 1 5/8".  2mm Thick.

RC44024-5 4" x 2 3/8".  2mm Thick. Offset Mounting Holes.
 #8 FH.

RC44149-5

RC44010-2 RC44340-50
RC44341-50

RC44021-5
RC44022-5
RC44023-5

RC44024-5

RC44010-2 Flush mounting Table Hinge. Polished Brass.
 2 5/8" x 1 3/16".

BRASS TABLE HINGE

Hinges are Packaged and Priced in Pairs

HINGES
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FS0082B Polished Brass Hatch Hinge. 1 1/2" Height.
 5 3/8" Length x 2 5/16" Wide. (Pair).

FS0120B Polished Brass Hatch Hinge. 3/8" Height.
 3 3/4" Length x 2 5/16" Wide. (Pair).

BRASS HATCH HINGES

POLISHED BRASS HINGES - Made in Italy
FS0108BB Strap Hinge. 4" x 1". (Pair).
FS0108AB Strap Hinge. 6" x 1 3/16". (Pair).

FS0119B Butt Hinge. 3 3/4" x 2 3/16" (Pair). #10 FH.
FS0083B Butt Hinge. 2 3/8" x 2 3/8". (Pair).

FS0121BL Lift-Off Motor Box Hinge. Left Hand.
 4" x 1 3/16". (Pair).
FS0121BR Lift-Off Motor Box Hinge. Right Hand.
 4" x 1 3/16". (Pair).

FS0108BB

FS0108AB

FS0119B FS0083B
FS0121BL
FS0121BR

FS0082B

FS0120B

FS0190B Polished Brass Table Hinge.
 65mm x 30mm x 2mm 
 (2-9/16" x 1-3/16" x 5/64"). Made in Italy

TABLE HINGE

FS0187AB Polished Brass Strap Hinge.
 4" (103mm) x 1-1/4" (32mm)
 x 9/64" (3.5mm) Thickness. 

STRAP HINGE

FS0187BB Polished Brass Butt Hinge.
 60mm x 32mm x 4mm. 
 (2-3/8" x 1-1/4" x 1-9/16"). Made in Italy

BUTT HINGE

FS0187CB Polished Brass Strap Hinge.
 150mm x 32mm x 3.5mm 
 (6" x 1-1/4" x 9/64"). Made in Italy

STRAP HINGE

Hinges are Packaged and Priced in Pairs

HINGES by Foresti & Suardi     Made in Italy
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POLISHED BRASS LADDER HINGE POLISHED BRASS LADDER SOCKETPOLISHED BRASS LADDER HOOK

FS0090AB Polished Brass Hinge for Wooden Ladder.
 142mm x 20mm. Pair.

FS0090CB Polished Brass Socket for Wooden Ladder.
 Use with FS0090BB Ladder Hook.
 85mm x 28mm x 14mm. Pair.

FS0090BB Polished Brass Hook for Wooden Ladder.
 Use with FS0090CB Ladder Socket.
 105mm x 20mm x 20mm. Pair

FS0111BL Polished Brass Lift Off Hinge. Left.
 Pair.  62mm x 28mm x 3.3mm.

FS0111BR Polished Brass Lift Off Hinge. Right. 
Pair.  62mm x 28mm x 3.3mm.

FS0113BL Polished Brass Lift Off Hinge. Left.
 Pair.  60mm x 50mm x 3mm.

FS0113BR Polished Brass Lift Off Hinge. Right. 
Pair.  60mm x 50mm x 3mm.

SEPARATING HINGE SEPARATING HINGE

FS0111BL FS0113BL

FS0111BR
FS0113BR

WALL HOOKS AND COAT HOOKS
HM003139 Single Hole Wall Hook. Cast SS 316
 1 3/16 (29mm) H. x 5/16" (8mm) W.
HM003140 Single Hole Wall Hook. Cast SS 316
 1 5/16" (34mm) H. x 3/8" (10mm) W.

HM003137 Round Base Coat Hook. Cast SS 316.
 1 1/8" (28mm) Dia. x 1 7/8" (47mm) L.
HM003138 Round Base Coat Hook. Cast SS 316.
 1 3/8" (35mm) Dia. x 2 5/8" (65mm) L.

HM003200

HM003201

HM003210
HM003211

HM003139

HM003140

HM003137

HM003138

HM003141

HM003142

HM003200 Wall Hook. SS 304.
 1 1/4" (32mm) H. x 1 3/8" (35mm) W
HM003201 Wall Hook. SS 304.
 2" (50mm) H. x 1 3/4" (44mm) W.

HM003210 Angled Mount Wall Hook. SS 304
 1 1/4" (32mm) H. x 1 1/4" (32mm) W.
HM003211 Angled Mount Wall Hook. SS 304
 1 7/8" (47mm) H. x 1 3/4" (44mm) W.

HM003141 Double GearHook. Cast SS 316.
 1 3/8" (36mm) H. x 2 5/8" (65mm) W.
HM003142 Double GearHook. Cast SS 316.
 1 3/4" (44mm) H. x 3 1/4" (80mm) W.

FS0220 Single Coat Hook. Chrome plated brass.
 3/4"x 1 1/2".
FS0199 Double  Coat Hook. Chrome plated brass.
 1 1/2"x 2 3/8".

FS0199

FS0220

"ELITE" 

"ELITE" 

Hinges are Packaged
and Priced in Pairs

HINGES

WALL HOOKS / COAT HOOKS

LADDER HOOK / LADDER HINGE
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LASHING HOOK COAT HOOK COAT HOOK
HM003133 Lashing Hook. Cast 316 SS.
 1-9/16" H x 1/2" W x 1" D.

HM003134 Lashing Hook. Cast 316 SS.
 2-1/16" H x 9/16" W x 1-1/4" D.

HM003135 Coat Hook. Cast 316 SS.
 1" H x 1" W x 1" D.

HM003136 Coat Hook. Cast 316 SS.
 1-1/4" H x 1 3/8" W x 1-1/4" D.

HM003131 Double Coat Hook. Cast 316 SS.
 2-3/4" Length x 1-3/4" Width.

COAT HOOKS
FS0162AC Triple Coat Hook. Chrome plated brass.
 Swivel mounted hooks. 3" x 1 1/2" Base.
 Made in Italy. #6 FH.
HM003130 Double Coat Hook. Cast stainless steel.
 Swivel mounted hooks.
 2 1/8" x 1 1/2" Base. #6 FH.

FS0162AC

HM003130

"ELITE" 

FOLDING COAT HOOK
HM003163 Folding Coat Hook. 2" High X 7/8" Wide. 

Folded Out 2". Cast 316 SS.  

TRIPLE COAT HOOK
HM003129 Triple Coat Hook. Cast Stainless Steel.
 Swivel Mounted Hooks.
 2-3/4" H x 1-1/2" W.

POLISHED BRASS COAT HOOKS
FS0162A Triple Coat Hook.Swivel Mounted Hooks.
 3" x 1 1/2" Base. #6 FH. Made in Italy.
FS0162B Quadruple Coat Hook.Swivel Mounted  
 Hooks. 3" x 1 1/2" Base. #6 FH.
 Made in Italy.

FS0162A FS0162B

"ELITE" 

"ELITE" 

BRASS SWIVEL COAT HOOK
AA91679 Coat Hook. 3 Swiveling Hooks that Fold 

against wall. Solid Brass 
AA91680 Coat Hook. 4 Swiveling Hooks that Fold 

against wall. Solid Brass 

FS0205B Polished Brass Quadruple Coat Hook.
 Swivel Mounted Hooks.
 3-3/16" (81mm) x 1-1/2" (39mm) Base. 

FS0205B

WALL HOOKS / COAT HOOKS
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FS2056 Ship's Wheel Coat Hook. 2 3/4" Diameter.
FS2057 Galleon Coat Hook. 2 3/8" x 3 3/8".

FS2123 Anchor Keyhook. 1 1/4" x 2 5/8"

BRASS COAT HOOKS AND KEY HOOKBRASS COAT HOOKS

FS2056

FS2057

FS2123

AA91677 Double Coat Hook. 2 5/8" x 1 1/2". #4 FH.
AA91678 Double Coat Hook. 3" x 2".  #4 FH.
RC42004-1 Single Coat Hook. 2" Height.

AA91678

AA91677

RC42004-1

TOILET PAPER HOLDER
HM005500 Toilet Paper Holder. SS.  5-1/2" Wide

PAPER TOWEL HOLDER
HM005501 Paper Towel Holder. SS. 10-1/4" Wide.

FS0100A Polished Brass Angle Bracket.
 61mm x 61mm 20mm.

FS0100B Polished Brass Angle Bracket.
 52mm x 52mm x 20mm.

FS0101A Polished Brass Corner.
 54mm x 54mm 20mm.

FS0104A Polished Brass Corner.
 25mm x 25mm x 15mm.

FS0101B Polished Decorative Brass Corner.
 54mm x 54mm 20mm.

FS0104B Polished Decorative Brass Corner. 
25mm x 25mm x 15mm.

ANGLE BRACKET BRASS CORNER - Single Curve BRASS CORNER - Double Curve

ANGLE BRACKETS
HM003160 Triangular Bracket. SS 304
 1 5/8" (41mm) x 1" (25mm).  #4 FH.
HM003161 Triangular Bracket. SS 304
 2" (50mm) x 1 3/8" (35mm). #6 FH.
HM003162 Triangular Bracket. SS 304
 3 1/4" (80mm) x 2" (50mm). #6 FH.
AA54086 Large Angle Bracket.
 3 1/4" x 1 1/4" x 1 3/8". 

HM003164 "L" Bracket. 4 Hole. SS 304
 1 1/4" (31mm) x 1/2" (12mm) .
HM003165 "L" Bracket. 4 Hole. SS 304
 1 7/8" (47mm) x 1/2" (13mm) .
HM003166 "L" Bracket. 4 Hole. SS 304
 2 3/8" (61mm) x 5/8" (15mm) .

 Fasteners for above: #4 FH.

AA54086

HM003166

HM003165

HM003164
HM003160

HM003161

HM003162

HM006035 Table leg fastener. Cast Stainless 316.
 1 1/2" x 1 3/4". #10 FH

TABLE LEG FASTENER

TABLE BRACKETS - Stainless
AA54081 Take-apart Table Bracket. 3-3/8" x 2" x 2-3/8".
 Pair (4 Pieces per Set). 

COAT HOOKS / PAPER HOLDER

ANGLE BRACKETS / CORNERS / TABLE BRACKETS

ANGLE BRACKETS / TABLE BRACKETS
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TABLE TOP
NR4820 Table Top White. Round. 23 5/8" Diam. 

Screws onto NR4815 or NR 4817.
NR4825 Table Top White. Rectangular.
 27-9/16" X 19-11/16". Screws onto 

NR4815 or NR 4817.

TABLE BASE TABLE LEG
NR.226 Table Base. Surface Mount c/w Plug.
 6 Mounting Holes c/w covers. 7-1/2” OD.

NR.225 Table Base. Flush Mount c/w Plug.
 6 Mounting Holes c/w covers. 7-1/2” OD. 

Insets 1-1/2"

NR4817 Table Strut. Telescopic 11-13/16" to 20-1/2". 
White Powder Coated Aluminium. 

 Threaded to screw into Table.
NR4815 Table Strut. Telescopic 15-3/4" to 28-3/4". 

White Powder Coated Aluminium.
 Threaded to screw into Table.

NR.225NR.226

NR4820

NR4825

NR4817
NR4815

Made of White ASA. Impervious to UV and Chemical Solvents.
Use with NR.227 Top Plate and NR.225/NR.226 Base.

Use with NR4815/NR4817 Telescoping Leg or
NR44048/NR44049 Fixed Leg.

NR197241 Round. 610mm Dia. 40mm Thickness.

NR197292 Oval. 760mm x 450mm. 40mm Thickness.

NR197289 Clips to fit NR44048/NR44049
 Fits 60mm Tube.

TABLE TOP WITH DRINK HOLDERS

CLIPS FOR TABLE LEG

NR197241

NR197292

www.nuovarade.com63

Deck equipment

2H1H

       2H1H

197241/197292

43263

44048/44049
44060/44058

196163
197291/43261

49722/47087

44048/44049
44060/44058

196163
197291/43261

197241/197292

43263

44048/44049
44060/44058

196163
197291/43261

49722/47087

44048/44049
44060/44058

196163
197291/43261

43263
Table Top Plate, 

Ø190mm-Η.55mm, White

43261
Table Bottom Plate, Flushmount, 

Ø190mm-Η.10mm, White

197289
Clips for table pedestals

Table Pedestal

197291
Table Bottom Plate, Flushmount,

Aluminium, Ø150mm-Η.9,5mm

196163
Table Bottom Plate, Deck-mount, 

Ø190mm-Η.55mm, White
*Screws directly on table top

CodeDescriptionTube Ø  
(mm)

Height H1 
(mm)

Height H2 
(mm)

44048Fixed tube
White enamelled 

aluminium

60530610

4404960690770

44060Telescopic tube
White enamelled 

aluminium

60300 / 520380 / 600

4405860400 / 730 480 / 810

DescriptionCode

Table Top

1972411972924972247087
Top Plate43263YesYes

Bottom 
Plate

Deck Mount196163YesYesYesYes

Flush Mount
197291YesYesYesYes
43261YesYesYesYes

Pedestals
Fixed 

44048YesYesYes*Yes*
44049YesYesYes*Yes*

Telescopic 
44060YesYesYes*Yes*
44058YesYesYes*Yes*

CodeModelMaterialLength (mm)Width (mm)Thickness (mm)
49722RectangularPolyethylen70050030
47087RoundPolyethylenØ 60030
197241*RoundWhite ASA, impervious to UV and chemical solventsØ 61040
197292*OvalWhite ASA, impervious to UV and chemical solvents76045040

Table tops, white

197242 197241 47087 49722

Compatibility Chart

*with 2 glass holders

Tables & Pedestals

NR197241/NR197292

NR44048/NR44049

NR.225/NR.226

NR.227

Table Leg for NR197241 or NR197292.
White Enamelled Aluminum.
Screws into NR.227 Table Top Plate
and NR.225/NR.226 Base.

NR44048 Table Strut. Fixed Length.
 Overall Length 610mm.
 Working Length 530mm.
NR44049 Table Strut. Fixed Length.
 Overall Length 690mm.
 Working Length 770mm.

TABLE LEG - FIXED LENGTH

TABLES
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CH1960 Anodized aluminum table pedestal 
with Flush mount. Fixed Height 15".

 With Swivel.
CH1965 Anodized aluminum table pedestal 

with Flush mount. Fixed Height 15".
 With Swivel and Slider.

PLUG IN TABLE PEDESTAL

CH2230 Table support post. 60cm (24").
CH2231 Table support post. 70cm (27-1/2").
CH2232 Surface mount table base fitting.
CH2233 Flush mount table base fitting.

TABLE BASE AND TABLE SUPPORT
Anodized Aluminum

CH2232

CH2230
CH2231

STOWABLE TABLE PEDESTAL
CH1940 Stainless Steel table pedestal. 304 SS.
 2" Dia. SS tube x 27-1/2" Length.
 Tapered base 6-1/4" Dia.

RC90766
Heavy Duty Stainless Steel
Folding Table Support. 6 1/2" x 11 3/4".
Nylon bushings on support arms.

FOLDING TABLE SUPPORT

HEAVY DUTY FOLDING TABLE SUPPORT
RC90767
Heavy Duty Folding Bracket. 6-3/8" High.
11-7/8" Deep. 2-7/16" Wide.
304 Polished SS 

RC90766

RC90767

RC90770
Rail Mount Table Support Kit.
Includes 2 x #RC90766 Table Support and
4 x Rail Mount Bracket for 1" Rail.

RC90771
Heavy Duty Rail Mount Table Support Kit.
Includes 2 x #RC90767 Heavy Duty Table Support and
4 x Rail Mount Bracket for 1" Rail.

RAIL MOUNT TABLE SUPPORT KIT

RAIL MOUNT TABLE SUPPORT KIT

Includes 2 x Table Supports
and 4 x Rail Mount Brackets

Example of 
Installation

TABLE PEDESTALS

TABLE SUPPORTS
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FOLDING ALUMINUM CHAIR
SA7211AN Folding Padded Aluminum Chair.
 29" H x 26" W x 14" D.

For heavy loading:

Mount the hinges on the top of the hatch

to unload hinge and screws as shown.

To Release catch:

Slightly lift the outer edge of the board and

simultaneously press the support´s outer part

of the tube with your finger and downfold the table.

Rakego-support

Rakego is a telescopic aluminium-support where a

large amaunt of requirment for quality is met. The

support has a large number of possibilities. Specia

suited for drop leaves, work benches, tables and

especially for small spaces. It is a compact alterna

comparing other construc-tions, for example tables,

shelfs etc. With great success the Rakego-support

has been introduced to, amomg other things family

boats. The support can be obtained in different

dimensions depending on pressure-conditions. The

rough models can hold weights exeeding 100 kg

(220lb) at even pressure.

However you will use the Rakego-support, we know

you will find it excellent and easy to handle.

(Patent reg.)

P1=EVENLY DISTRIBUTED LOAD
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For heavy loading:

Mount the hinges on the top of the hatch

to unload hinge and screws as shown.

To Release catch:

Slightly lift the outer edge of the board and

simultaneously press the support´s outer part

of the tube with your finger and downfold the table.

Rakego-support

Rakego is a telescopic aluminium-support where a

large amaunt of requirment for quality is met. The

support has a large number of possibilities. Specia

suited for drop leaves, work benches, tables and

especially for small spaces. It is a compact alterna

comparing other construc-tions, for example tables,

shelfs etc. With great success the Rakego-support

has been introduced to, amomg other things family

boats. The support can be obtained in different

dimensions depending on pressure-conditions. The

rough models can hold weights exeeding 100 kg

(220lb) at even pressure.

However you will use the Rakego-support, we know

you will find it excellent and easy to handle.

(Patent reg.)
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Anodized Aluminium.

RAKEGO-SUPPORT
Rakego is a high quality telescopic aluminium support for numerous applications.  
Specifically suited for drop leaves, work benches, tables and folding seats.  It is a 
compact alternative in confined spaces. With great success the Rakego-Support 
has been used in boats, R.V.'s, and buildings.  The support can be obtained in dif-
ferent dimensions depending on load conditions.  The heavy duty models can hold 
weights exceeding 100 kg (220 lbs) at evenly distributed loads. However you use the 
Rakego-support, we know you will find it excellent and easy to handle. 
(Patent reg.)

Made in Sweden

For heavy loading:

Mount the hinges on the top of the hatch

to unload hinge and screws as shown.

To Release catch:

Slightly lift the outer edge of the board and

simultaneously press the support´s outer part

of the tube with your finger and downfold the table.

Rakego-support

Rakego is a telescopic aluminium-support where a

large amaunt of requirment for quality is met. The

support has a large number of possibilities. Specia

suited for drop leaves, work benches, tables and

especially for small spaces. It is a compact alterna

comparing other construc-tions, for example tables,

shelfs etc. With great success the Rakego-support

has been introduced to, amomg other things family

boats. The support can be obtained in different

dimensions depending on pressure-conditions. The

rough models can hold weights exeeding 100 kg

(220lb) at even pressure.

However you will use the Rakego-support, we know

you will find it excellent and easy to handle.

(Patent reg.)

P1=EVENLY DISTRIBUTED LOAD

P2=POINT LOAD

B

A

C

RC 38820-20

RC 38830-20

RC 38845-20

RC 38860-20

RC 38820-25

RC 38830-25

RC 38845-25

RC 38860-25

60

60

60

60

70

95

120

140

30

30

30

30

35

55

60

80

20-30

20-35

20-46

20-40

25-30

25-39

25-50

25-40

150

247

392

544

161

252

402

549

14

44

86

136

15

45

87

137

P1

(kp)

P2

(kp)

A

(mm)

B

(mm)

C

(mm)

For heavy loading:

Mount the hinges on the top of the hatch

to unload hinge and screws as shown.

To Release catch:

Slightly lift the outer edge of the board and

simultaneously press the support´s outer part

of the tube with your finger and downfold the table.

Rakego-support

Rakego is a telescopic aluminium-support where a

large amaunt of requirment for quality is met. The

support has a large number of possibilities. Specia

suited for drop leaves, work benches, tables and

especially for small spaces. It is a compact alterna

comparing other construc-tions, for example tables,

shelfs etc. With great success the Rakego-support

has been introduced to, amomg other things family

boats. The support can be obtained in different

dimensions depending on pressure-conditions. The

rough models can hold weights exeeding 100 kg

(220lb) at even pressure.

However you will use the Rakego-support, we know

you will find it excellent and easy to handle.

(Patent reg.)

P1=EVENLY DISTRIBUTED LOAD

P2=POINT LOAD

B

A

C

RC 38820-20

RC 38830-20

RC 38845-20

RC 38860-20

RC 38820-25

RC 38830-25

RC 38845-25

RC 38860-25

60

60

60

60

70

95

120

140

30

30

30

30

35

55

60

80

20-30

20-35

20-46

20-40

25-30

25-39

25-50

25-40

150

247

392

544

161

252

402

549

14

44

86

136

15

45

87

137

P1

(kp)

P2

(kp)

A

(mm)

B

(mm)

C

(mm)

PART #

RC38845-20
RC38860-20
RC38830-25
RC38845-25
RC38860-25

A (in.)

3/4" - 1 7/8"
3/4" - 1 9/16"

1" - 1 1/2"
1" - 2"

1" - 1 9/16"

B (in.)

15 3/8"
21 3/8"

10"
15 7/8"
21 5/8"

C (in.)

3 3/8"
5 3/8"
1 3/4"
3 3/8"
5 3/8"

P1 (kg)

60
60
95

120
140

P2 (kg)

30
30
55
60
80

To Release catch:
Slightly lift the outer edge of the board 
and simultaneously press the support's 
outer part of the tube with your finger to 
fold the table down.

For Heavy loading:
Mount the hinges on the top of the 
hatch to unload hinge and screws 
as shown.

SHELF / TABLE SUPPORTS

FOLDING CHAIR

B

A
C

P1 = evenly distributed  load
P2 - point load
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RADAR ARCH

STAINLESS RADAR ARCH - Straight with Wide Base
Polished 316 Stainless Steel. Hinged Base.

STAINLESS RADAR ARCH - Curved with Narrow Base
Polished 316 Stainless Steel. Hinged Base. Designed for Inflatables

CN3275
A: Min =  205cm
 Max  =  240cm
B: Min =  209cm
 Max  =  244cm
C:  26cm
D:  16cm
E:  120cm
Tube Dia:  1-1/2”

CN3271
A: Min =  170cm
 Max  =  205cm
B: Min =  158.6cm
 Max  =  193.5cm
C:  26cm
D:  16cm
E:  120cm
Tube Dia:  1-1/2” 

CN3272
A: Min =  170cm
 Max  =  205cm
B: Min =  174cm
 Max  =  209cm
C:  26cm
D:  16cm
E:  120cm
Tube Dia:  1-1/2”

CN3276
A: Min =  205cm
 Max  =  240cm
B: Min =  193.6cm
 Max  =  228.6cm
C:  26cm
D:  16cm
E:  120cm
Tube Dia:  1-1/2” 

CN3277
A: Min =  172cm
 Max  =  205cm
B: 

C:  28cm
D:  16cm
E:  120cm
Tube Dia:  2” 

CN3268
A: Min =  205cm
 Max  =  240cm
B: Min =  193.6cm
 Max  =  228.6cm
C:  26cm
D:  16cm
E:  130cm
Tube Dia:  1-1/4”

CN3278
A: Min =  205cm
 Max  =  240cm
B: Min =  193.6cm
 Max  =  228.6cm
C:  26cm
D:  16cm
E:  130cm
Tube Dia:  1-1/2”

CN3281
A: Min =  170cm
 Max  =  205cm
B: Min =  174cm
 Max  =  209cm
C:  26cm
D:  16cm
E:  130cm
Tube Dia:  1-1/4”

CN3279
A: Min =  170cm
 Max  =  205cm
B: Min =  174cm
 Max  =  209cm
C:  26cm
D:  16cm
E:  130cm
Tube Dia:  1-1/2”

CN3270
A: Min =  170cm
 Max  =  205cm
B: Min =  174cm
 Max  =  209cm
C:  26cm
D:  16cm
E:  120cm
Tube Dia:  1-1/4”

CN3273
A: Min =  172cm
 Max  =  205cm
B:

C:  28cm
D:  16cm
E:  120cm
Tube Dia:  2”

CN3280
A: Min =  160cm
 Max  =  205cm
B:

C:  26cm
D:  16cm
E:  130cm
Tube Dia:  1-9/16”

CN3274
A: Min =  170cm
 Max  =  205cm
B: Min =  158.6cm
 Max  =  193.5cm
C:  26cm
D:  16cm
E:  120cm
Tube Dia:  1-1/4” 

A

B

D

C

E

A

B

D

C

E
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Petersen Forged Shackles
Petersen Stainless Rigging Ltd. have been producing shackles since day one and the special manufacturing processes we use allows us to make 
the best quality shackles available on the market today. Forged shackles are inherently stronger than cast ones (as most low-cost shackles are) as 
they make use of grain structure from the drawing process used to produce the blanks. Electrical upset forging takes things one stage further by 
ensuring the grain flows around the shackle head to give maximum strength. Furthermore, electrical upsetting does not result in further cold-work 
which results in benefits for fatigue and corrosion resistance.
Certificates of Conformance available upon request

STAINLESS STEEL 316 BOW SHACKLES
Standard
Screw Pin

Hex Socket 
Pin

Shake 
Proof Pin

PIN P BODY B JAW J BOW W INSIDE L M.B.L. NOMINAL
WEIGHT

SHB05 -- -- 4mm 4mm 8mm 12mm 18mm 600kgs 9g 

SHB06 SHCB06 SHRB06 5mm 5mm 10mm 16mm 22mm 1200kgs 14g 

SHB08 SHCB08 SHRB08 6mm 6mm 13mm 19mm 28mm 1600kgs 28g 

SHB10 SHCB10 SHRB10 8mm 8mm 16mm 25mm 35mm 2400kgs 59g 

SHB12 SHCB12 SHRB12 9.5mm 9.5mm 19mm 28mm 38mm 3800kgs 106g 

SHB14 SHCB14 SHRB14 11mm 11mm 22mm 33mm 46mm 4800kgs 161g 

SHB16 SHCB16 SHRB16 12.7mm 12.7mm 26mm 38mm 52mm 6000kgs 270g 

SHB20 SHCB20 SHRB20 16mm 14.3mm 29mm 43mm 60mm 8000kgs 500g 

SHB24 SHCB24 -- 19mm 16mm 32mm 50mm 68mm 10000kgs 630g 

STAINLESS STEEL 316 D SHACKLES
Standard
Screw Pin

Hex Socket 
Pin

Shake 
Proof Pin

PIN P BODY B JAW J INSIDE L M.B.L. NOMINAL
WEIGHT

SHD05 -- -- 4mm 4mm 8mm 16mm 800 Kgs 7g 

SHD06 SHCD06 SHRD06 5mm 5mm 10mm 20mm 1500 Kgs 13g 

SHD08 SHCD08 SHRD08 6mm 6mm 13mm 25mm 1950 Kgs 24g 

SHD10 SHCD10 SHRD10 8mm 8mm 16mm 32mm 3000 Kgs 53g 

SHD12 SHCD12 SHRD12 9.5mm 9.5mm 19mm 38mm 4800 Kgs 97g 

SHD14 SHCD14 SHRD14 11mm 11mm 22mm 44mm 6000 Kgs 152g 

SHD16 SHCD16 SHRD16 12.7mm 12.7mm 26mm 52mm 7500 Kgs 237g 

SHD20 SHCD20 SHRD20 16mm 14.3mm 29mm 58mm 10000 Kgs 450g 

SHD24 SHCD24 -- 19mm 16mm 32mm 64mm 14000 Kgs 585g 

Screw Pin

Screw Pin

Hex Socket

Hex Socket

Shake Proof Pin

Shake Proof Pin

STAINLESS STEEL 316 WIDE D SHACKLES
Standard
Screw Pin

PIN P BODY B JAW J INSIDE L M.B.L. NOMINAL
WEIGHT

SHWD06 5mm 5mm 20mm 30mm 750kg 15g 

SHWD08 6mm 6mm 25mm 32mm 1300kg 31g 

SHWD10 8mm 8mm 32mm 48mm 2000kg 65g 

SHWD12 10mm 10mm 40mm 60mm 3300kg 116g 

For the most up to date product information, visit   www.victory-products.com 213

PETERSEN SHACKLES        Made in UK
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STAINLESS STEEL 316 TWIST SHACKLES
ITEM PIN P BODY B JAW J INSIDE L M.B.L. NOMINAL

WEIGHT
SHT05 4mm 4mm 8mm 15.5mm 600 Kgs 7g 

SHT06 5mm 5mm 10mm 17.5mm 1200 Kgs 13g 

SHT08 6mm 6mm 13mm 21mm 1600 Kgs 24g 

SHT10 8mm 8mm 16mm 26mm 2400 Kgs 53g 

SHT12 9.5mm 9.5mm 19mm 32mm 3800 Kgs 97g 

SHT14 11mm 11mm 22mm 39mm 4800 Kgs 152g 

SHT16 12.7mm 12.7mm 26mm 44mm 6000 Kgs 237g 

SHT20 16mm 14.3mm 29mm 50mm 8000 Kgs 450g 

SHT24 19mm 16mm 32mm 57mm 11000 Kgs 585g 

STAINLESS STEEL 316 LONG D SHACKLES
STANDARD
SCREW PIN

PIN P BODY B JAW J INSIDE L M.B.L. NOMINAL
WEIGHT

SHLD05 4mm 4mm 8mm 24mm 600 Kgs 12g 

SHLD06 5mm 5mm 10mm 29mm 1200 Kgs 20g 

SHLD08 6mm 6mm 13mm 43mm 1600 Kgs 32g 

SHLD10 8mm 8mm 16mm 49mm 2400 Kgs 69g 

SHLD12 9.5mm 9.5mm 19mm 55mm 3800 Kgs 117g 

STAINLESS STEEL 316 LONG TWIST SHACKLES
STANDARD
SCREW PIN

PIN P BODY B JAW J INSIDE L M.B.L. NOMINAL
WEIGHT

SHLT05 4mm 4mm 8mm 24mm 600 Kgs 12g 

SHLT06 5mm 5mm 10mm 28mm 1200 Kgs 20g 

SHLT08 6mm 6mm 13mm 38mm 1600 Kgs 32g 

SHLT10 8mm 8mm 16mm 45mm 2400 Kgs 69g 

SHLT12 9.5mm 9.5mm 19mm 50mm 3800 Kgs 117g 

Petersen Forged Shackles
Petersen Stainless Rigging Ltd. have been producing shackles since day one and the special manufacturing processes we use allows us to make 
the best quality shackles available on the market today. Forged shackles are inherently stronger than cast ones (as most low-cost shackles are) as 
they make use of grain structure from the drawing process used to produce the blanks. Electrical upset forging takes things one stage further by 
ensuring the grain flows around the shackle head to give maximum strength. Furthermore, electrical upsetting does not result in further cold-work 
which results in benefits for fatigue and corrosion resistance.
Certificates of Conformance available upon request

For the most up to date product information, visit   www.victory-products.com

PETERSEN SHACKLES        Made in UK
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SHACKLES - Stainless
D-Shackle

KS0360-04 D-Shackle. 5/32" Pin.
KS0360-05 D-Shackle. 3/16" Pin.
KS0360-06 D-Shackle. 1/4" Pin.
KS0360-08 D-Shackle. 5/16" Pin.
KS0360-10 D-Shackle. 3/8" Pin.
KS0360-12 D-Shackle. 1/2" Pin.
KS0360-16 D-Shackle. 5/8" Pin.
KS0360-19 D-Shackle. 3/4" Pin.
KS0360-25 D-Shackle. 1" Pin.

Captive Pin D-Shackle
KS0360-04LK Captive Pin D-Shackle. 5/32" Pin.
KS0360-05LK Captive Pin D-Shackle. 3/16" Pin.
KS0360-06LK Captive Pin D-Shackle. 1/4" Pin.
KS0360-08LK Captive Pin D-Shackle. 5/16" Pin.
KS0360-10LK Captive Pin D-Shackle. 3/8" Pin.
KS0360-12LK Captive Pin D-Shackle. 1/2" Pin.

Long D-Shackle
KS0362-04 Long D-Shackle. 5/32" Pin.
KS0362-05 Long D-Shackle. 3/16" Pin.
KS0362-06 Long D-Shackle. 1/4" Pin.
KS0362-08 Long D-Shackle. 5/16" Pin.
KS0362-10 Long D-Shackle. 3/8" Pin.
KS0362-12 Long D-Shackle. 1/2" Pin.

Bow Shackle
KS0370-04 Bow Shackle. 5/32" Pin.
KS0370-05 Bow Shackle. 3/16" Pin.
KS0370-06 Bow Shackle. 1/4" Pin.
KS0370-08 Bow Shackle. 5/16" Pin.
KS0370-10 Bow Shackle. 3/8" Pin.
KS0370-12 Bow Shackle. 1/2" Pin.
KS0370-16 Bow Shackle. 5/8" Pin.
KS0370-19 Bow Shackle. 3/4" Pin.
KS0370-25 Bow Shackle. 1" Pin.

Twist Shackle
KS0380-04 Twist Shackle. 5/32" Pin.
KS0380-05 Twist Shackle. 3/16" Pin.
KS0380-06 Twist Shackle. 1/4" Pin.
KS0380-08 Twist Shackle. 5/16" Pin.
KS0380-10 Twist Shackle. 3/8" Pin.
KS0380-10 Twist Shackle. 1/2" Pin.

D-Shackle Long D-Shackle
Bow Shackle

Captive Pin Bow ShackleTwist ShackleCaptive Pin D-Shackle

CAPTIVE KEY PIN SHACKLES
MH0605138 Key Pin Shackle. 3/16" Pin.
 1 1/2" Length.
MH0606146 Key Pin Shackle . 1/4" Pin.
 1 3/4" Length.
MH0608162 Key Pin Shackle with Bar. 5/16" Pin.
 2 3/8" Length.

HM001600 Key Pin Shackle with Bar. 3/16" Pin.
 1 1/2" Length. Halyard Shackle.
HM001601 Key Pin Shackle with Bar. 1/4" Pin.
 1 3/4" Length. Halyard Shackle.
HM001602 Key Pin Shackle with Bar. 5/16" Pin.
 2 3/8" Length. Halyard Shackle.

HM001600
HM001601
HM001602

MH0605138
MH0606146
MH0608162

Wide D-Shackle

Wide D-Shackle
MH0305035 3/16" Pin. 15/16" Inside Width. 
 13/16" Inside Length.
MH0306045 1/4" Pin. 1" Inside Width.
 1 1/4" Inside Length.
MH0308053 5/16" Pin. 1 5/16" Inside Width.
 1 7/8" Inside Length.
MH0310070 3/8" Pin. 1-9/16" Inside Width.
 2 13/16" Inside Length.
MH0310072 1/2" (12mm) Pin.

KEY PIN HALYARD SHACKLES
with Removable Bar

HM020106 3/16" Pin. Inside Width 5/8". 
 Inside Length (bar to pin) 13/16".
 Inside Length (top to bar) 1/2"
 
HM020107 1/4" Pin. Inside Width 5/8". 
 Inside Length (bar to pin) 1".
 Inside Length (top to bar) 1/2"
 
HM020108 5/16" Pin. Inside Width 5/8". 
 Inside Length (bar to pin) 1".
 Inside Length (top to bar) 3/4"

HM020106

HM020107

HM020108

Captive Pin Bow Shackle
KS0370-05LK Captive Pin D-Shackle. 3/16" Pin.
KS0370-06LK Captive Pin D-Shackle. 1/4" Pin.
KS0370-08LK Captive Pin D-Shackle. 5/16" Pin.
KS0370-10LK Captive Pin D-Shackle. 3/8" Pin.
KS0370-12LK Captive Pin D-Shackle. 1/2" Pin.

KS0350-05 316 SS. 5mm. (3/16") Pin.
KS0350-06 316 SS. 6mm. (1/4") Pin.
KS0350-08 316 SS. 8mm. (5/16") Pin.
KS0350-10 316 SS. 10mm. (3/8") Pin.
KS0350-12 316 SS. 12mm. (1/2") Pin.

FORGED STAINLESS ANCHOR SHACKLE
Non-Protruding Pin with Allen Head.

HM001606 316 SS Halyard Shackle. 3/16" Pin.
 1/2" Inside Width. 1 1/2" Length.
HM001607 316 SS Halyard Shackle. 1/4" Pin.
 5/8" Inside Width. 1 3/4" Length.
HM001608 316 SS Halyard Shackle. 5/16" Pin.
 7/8" Inside Width. 2 3/8" Length.

HALYARD SHACKLE
with Removable Captivating Pin

Removable
Pin

VICTORY SHACKLES
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Jaw to Jaw Swivels
KS0182-05 3/16". Length 2 3/8". Inside Width 7/16"
KS0182-06 1/4".   Length 2 1/2". Inside Width 1/2"
KS0182-08 5/16". Length 3 1/2". Inside Width 11/16"
KS0182-10 3/8".   Length 4 5/8". Inside Width 13/16"
KS0182-12 1/2".   Length 6". Inside Width 1"
KS0182-16 5/8".   Length 7-7/16". Inside Width 1-1/4"

Jaw to Eye Swivels
KS0181-05 3/16". Length 2 3/8". Inside Width 7/16"
KS0181-06 1/4".   Length 2 1/2". Inside Width 1/2"
KS0181-08 5/16". Length 3 7/16". Inside Width 11/16"
KS0181-10 3/8".   Length 4 9/16". Inside Width 13/16"
KS0181-12 1/2".   Length 6". Inside Width 1"
KS0181-16 5/8".   Length 7-3/8". Inside Width 1-1/4"

Eye to Eye Swivels
KS018-06 3/16". Length 2 3/8". Inside Width 1/2"
KS018-06 1/4".   Length 2 5/8". Inside Width 9/16"
KS018-08 5/16". Length 3 7/16". Inside Width 13/16"
KS018-10 3/8".   Length 4 1/2". Inside Width 15/16"
KS018-12 1/2".   Length 6". Inside Width 1-3/16"
KS018-16 5/8".   Length 7-1/4". Inside Width 1-3/8"

KS0183-06 1/4".   Length 2 9/16". Inside Width 1/2"
KS0183-08 5/16". Length 3 5/8". Inside Width 5/8"
KS0183-10 3/8".   Length 4 5/8". Inside Width 3/4"

Jaw to Jaw Swivels - with Non-Protruding Hex Socket Pins

KS7350-03 3.5mm
KS7350-04 4mm
KS7350-05 5mm
KS7350-06 6mm
KS7350-07 7mm
KS7350-08 8mm
KS7350-09 9mm
KS7350-10 10mm
KS7350-12 12mm

QUICK LINKS
316 SS

STAINLESS QUICK LINK
(SISTER CLIP)

KS10-05 3/16" (5mm) Chain connector.
KS10-06 1/4"  (6mm) Chain connector.
KS10-08 5/16"  (8mm) Chain connector.
KS10-09 11/32"  (9mm) Chain connector.
KS10-10 3/8"  (10mm) Chain connector.
KS10-11 7/16"  (11mm) Chain connector.
KS10-13 1/2"  (13mm) Chain connector.
KS10-16 5/8"  (16mm) Chain connector.
KS10-19 3/4"  (19mm) Chain connector.
KS10-22 7/8"  (22mm) Chain connector.
KS10-25 1"  (25mm) Chain connector.

BRASS SHACKLES
FS0080B Bow Shackle. 4mm (5/32"). Made in Italy.
FS0080A Bow Shackle. 5mm (3/16"). Made in Italy.
FS0080C D Shackle. 6mm (1/4"). Made in Italy.
FS0080D D Shackle. 8mm (5/16"). Made in Italy.

FS0080B FS0080A FS0080DFS0080C

SISTER CLIP
HM005000 Stainless Sister Clip. 304SS
 1" Length.  9/32" Diameter eye.

HM005001 Stainless Sister Clip. 304SS
 1 7/16" Length.  7/16" Diameter eye.

Sold by the Each
Sold by the Each

SHACKLES

STAINLESS SWIVELS - 316 SS

SISTER CLIPS / QUICK LINKS

QUICK LINKS

See Page 600 for Rated Stainless 
Quick Links by Kong Italy
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SNAPSHACKLES - StainlessFixed Snapshackle
KS2483-1 2" Length.
KS2483-2 2 5/8" Length.
KS2483-3 3 7/8" Length.

Swivel Snapshackle
KS2482-1 2 3/4" Length.
KS2482-2 3 7/16" Length.
KS2482-3 5" Length.

Swivel Snapshackle with Large Bail
HM001623 3 3/16" Length.
HM001624 4" Length.
HM001625 5 5/8" Length.

Tack Shackles
KS2476-1 1/4" Clevis Pin.2 5/8" Length.
KS2476-2 9/32" Clevis Pin. 3 1/2" Length.

KS2476-90 1/4" Clevis Pin. 3 3/4" Length. 316 SS.
KS2476-91 3/8" Clevis Pin. 5" Length.  316 SS.

KS2476-3 3/8" Threaded Pin. 5" Length.

KS2483-1
KS2483-2
KS2483-3

KS2482-1
KS2482-2
KS2482-3

HM001623
HM001624
HM001625

KS2476-1
KS2476-2

KS2476-3

KS2476-90
KS2476-91

SNAPSHACKLE WITH LANYARD SNAPSHACKLE WITH LANYARD
KS2482-1L Swivel snapshackle. 316 SS.
 70mm (2-3/4").
 With lanyard for easy release.
KS2482-2L Swivel snapshackle.  316 SS.
 87mm (3-7/16").
 With lanyard for easy release.

KS2483-1L Fixed eye snapshackle. 316 SS.
 57mm (2-3/4").
 With lanyard for easy release.
KS2483-2L Fixed eye snapshackle. 316 SS.
 70mm (2-1/4").
 With lanyard for easy release.

DECK MOUNT SWIVEL SNAPSHACKLE
KS2480-2 Swivel snapshackle with Deck Plate.
 3" Length. 5/8" Snap Dia.
KS2480-3 Swivel snapshackle with Deck Plate.
 3-3/4" Length. 3/4" Snap Dia.

VICTORY SNAPSHACKLES

TYLASKA TRIGGER RELEASE SHACKLES - Rated

STANDARD BAIL
TY1005-S
TY1008-S
TYT1012-S

LARGE BAIL
TY1008-L
TY1012-L

Dimensions - inches (mm) Weight Working Load Limit Break Strength
Part # A B C D E F

TY1005-S 0.53 (13.5) .50 (12.7) 3.02 (76.7) .23 (5.8) .30 (7.6) .44  (11.1) 62g 1,130 Kg 2,270 Kg
TY1008-S .63 (16.0) .58 (14.6) 3.49 (88.5) .28 (7.1) .38 (9.7) .54 (13.7) 99g 1,810 Kg 3,630 Kg
TY1008-L .63 (16.0) .95 (24.1) 3.93 (99.9) .34 (8.6) .38 (9.7) .54 (13.7) 128g 1,810 Kg 3,630 Kg
TY1012-S .71(18.0) .72 (18.2) 4.08 (103.7) .33 (8.4) .44 (11.1) .63 (16.0) 167g 2,720 Kg 5,440 Kg
TY1012-L .71(18.0) 1.11 (28.3) 4.62 (117.3) .45 (11.4) .44 (11.1) .63 (16.0) 230g 2,720 Kg 5,440 Kg

Perfect for applications requiring high strength and low weight
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32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

33

# 537
hARNESS

# 538.C3
hARNESS

SCREW SlEEvE

# 538.z3
hARNESS
TWIST lOCK

# 538.y3
hARNESS

AuTO blOCK

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

537.05 KL 350 Kg / / / / / / 19 53 33.5 7 / 5 19
537.06 KL 500 Kg / / / / / / 33 65 40.5 7.5 / 6 33
537.08 KL 15 kN / / 3 kN / / / 78 85.5 51.5 10.5 / 8 78
537.10 KL 22 kN / / 5 kN / / / 144 100.5 60 12 / 10 144
537.12 KL 28 kN / / 7 kN / / / 215 124 72.5 15.5 / 11 215
537.20 KL 24 kN / / 6 kN / / / 512 201.5 129 25.5 / 13 512

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.08 C3 KL 15 kN / / 3 kN / / / 82 85.5 51.5 10.5 / 16 8
538.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 158 100 60 12 / 16 10
538.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 233 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

33

# 537
hARNESS

# 538.C3
hARNESS

SCREW SlEEvE

# 538.z3
hARNESS
TWIST lOCK

# 538.y3
hARNESS

AuTO blOCK

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

537.05 KL 350 Kg / / / / / / 19 53 33.5 7 / 5 19
537.06 KL 500 Kg / / / / / / 33 65 40.5 7.5 / 6 33
537.08 KL 15 kN / / 3 kN / / / 78 85.5 51.5 10.5 / 8 78
537.10 KL 22 kN / / 5 kN / / / 144 100.5 60 12 / 10 144
537.12 KL 28 kN / / 7 kN / / / 215 124 72.5 15.5 / 11 215
537.20 KL 24 kN / / 6 kN / / / 512 201.5 129 25.5 / 13 512

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.08 C3 KL 15 kN / / 3 kN / / / 82 85.5 51.5 10.5 / 16 8
538.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 158 100 60 12 / 16 10
538.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 233 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

33

# 537
hARNESS

# 538.C3
hARNESS

SCREW SlEEvE

# 538.z3
hARNESS
TWIST lOCK

# 538.y3
hARNESS

AuTO blOCK

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

537.05 KL 350 Kg / / / / / / 19 53 33.5 7 / 5 19
537.06 KL 500 Kg / / / / / / 33 65 40.5 7.5 / 6 33
537.08 KL 15 kN / / 3 kN / / / 78 85.5 51.5 10.5 / 8 78
537.10 KL 22 kN / / 5 kN / / / 144 100.5 60 12 / 10 144
537.12 KL 28 kN / / 7 kN / / / 215 124 72.5 15.5 / 11 215
537.20 KL 24 kN / / 6 kN / / / 512 201.5 129 25.5 / 13 512

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.08 C3 KL 15 kN / / 3 kN / / / 82 85.5 51.5 10.5 / 16 8
538.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 158 100 60 12 / 16 10
538.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 233 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

CA537 HOOK 
WITH FERRULE

CA535 HOOK 
WITH OPEN EYE

HOOK WITH OPEN EYE

HOOK WITH FERRULE

CA535.05
CA535.06

CA537.06
CA537.08
CA537.10
CA537.12

Item

33

# 537
hARNESS

# 538.C3
hARNESS

SCREW SlEEvE

# 538.z3
hARNESS
TWIST lOCK

# 538.y3
hARNESS

AuTO blOCK

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

537.05 KL 350 Kg / / / / / / 19 53 33.5 7 / 5 19
537.06 KL 500 Kg / / / / / / 33 65 40.5 7.5 / 6 33
537.08 KL 15 kN / / 3 kN / / / 78 85.5 51.5 10.5 / 8 78
537.10 KL 22 kN / / 5 kN / / / 144 100.5 60 12 / 10 144
537.12 KL 28 kN / / 7 kN / / / 215 124 72.5 15.5 / 11 215
537.20 KL 24 kN / / 6 kN / / / 512 201.5 129 25.5 / 13 512

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.08 C3 KL 15 kN / / 3 kN / / / 82 85.5 51.5 10.5 / 16 8
538.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 158 100 60 12 / 16 10
538.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 233 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

Item

35

# 555
ClASSIC

# 557
ClASSIC

# 541.J1
ClASSIC
ExPRESS

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

555.05 KL 120 Kg / / / / / / 16 50 25 8 5 7 5
555.06 KL 120 Kg / / / / / / 29 60 30 8.5 5 8 6
555.07 KL 180 Kg / / / / / / 46 72 34 10.5 8 10 7
555.08 KL 8 kN / / 2 kN / / / 67 80 38 11.5 8.5 10 8
555.10 KL 12 kN / / 3 kN / / / 130 103 48 14 10 15.5 10
555.12 KL 20 kN / / 5 kN / / / 187 121 57 17 14 17 10.5
555.16 KL 24 kN / / 6 kN / / / 366 160 80 22.5 18.5 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

557.05 KL 120 Kg / / / / / / 17 50 25 6 / 7 5
557.06 KL 120 Kg / / / / / / 30 60 30 7 / 8 6
557.07 KL 180 Kg / / / / / / 47 72 34 9 / 10 7
557.08 KL 8 kN / / 2 kN / / / 71 80 38 10 / 10 8
557.10 KL 12 kN / / 3 kN / / / 135 103 48 12 / 15.5 10
557.12 KL 20 kN / / 5 kN / / / 196 121 57 15 / 17 10.5
557.16 KL 24 kN / / 6 kN / / / 376 160 80 22 / 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

541.08 J1 2P 8 kN / / 2 kN / / / 69 80 42 / / 25 8
541.10 J1 2P 12 kN / / 3 kN / / / 135 100 51 / / 32 10

External opening

35

# 555
ClASSIC

# 557
ClASSIC

# 541.J1
ClASSIC
ExPRESS

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

555.05 KL 120 Kg / / / / / / 16 50 25 8 5 7 5
555.06 KL 120 Kg / / / / / / 29 60 30 8.5 5 8 6
555.07 KL 180 Kg / / / / / / 46 72 34 10.5 8 10 7
555.08 KL 8 kN / / 2 kN / / / 67 80 38 11.5 8.5 10 8
555.10 KL 12 kN / / 3 kN / / / 130 103 48 14 10 15.5 10
555.12 KL 20 kN / / 5 kN / / / 187 121 57 17 14 17 10.5
555.16 KL 24 kN / / 6 kN / / / 366 160 80 22.5 18.5 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

557.05 KL 120 Kg / / / / / / 17 50 25 6 / 7 5
557.06 KL 120 Kg / / / / / / 30 60 30 7 / 8 6
557.07 KL 180 Kg / / / / / / 47 72 34 9 / 10 7
557.08 KL 8 kN / / 2 kN / / / 71 80 38 10 / 10 8
557.10 KL 12 kN / / 3 kN / / / 135 103 48 12 / 15.5 10
557.12 KL 20 kN / / 5 kN / / / 196 121 57 15 / 17 10.5
557.16 KL 24 kN / / 6 kN / / / 376 160 80 22 / 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

541.08 J1 2P 8 kN / / 2 kN / / / 69 80 42 / / 25 8
541.10 J1 2P 12 kN / / 3 kN / / / 135 100 51 / / 32 10

External opening
35

# 555
ClASSIC

# 557
ClASSIC

# 541.J1
ClASSIC
ExPRESS

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

555.05 KL 120 Kg / / / / / / 16 50 25 8 5 7 5
555.06 KL 120 Kg / / / / / / 29 60 30 8.5 5 8 6
555.07 KL 180 Kg / / / / / / 46 72 34 10.5 8 10 7
555.08 KL 8 kN / / 2 kN / / / 67 80 38 11.5 8.5 10 8
555.10 KL 12 kN / / 3 kN / / / 130 103 48 14 10 15.5 10
555.12 KL 20 kN / / 5 kN / / / 187 121 57 17 14 17 10.5
555.16 KL 24 kN / / 6 kN / / / 366 160 80 22.5 18.5 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

557.05 KL 120 Kg / / / / / / 17 50 25 6 / 7 5
557.06 KL 120 Kg / / / / / / 30 60 30 7 / 8 6
557.07 KL 180 Kg / / / / / / 47 72 34 9 / 10 7
557.08 KL 8 kN / / 2 kN / / / 71 80 38 10 / 10 8
557.10 KL 12 kN / / 3 kN / / / 135 103 48 12 / 15.5 10
557.12 KL 20 kN / / 5 kN / / / 196 121 57 15 / 17 10.5
557.16 KL 24 kN / / 6 kN / / / 376 160 80 22 / 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

541.08 J1 2P 8 kN / / 2 kN / / / 69 80 42 / / 25 8
541.10 J1 2P 12 kN / / 3 kN / / / 135 100 51 / / 32 10

External opening

35

# 555
ClASSIC

# 557
ClASSIC

# 541.J1
ClASSIC
ExPRESS

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

555.05 KL 120 Kg / / / / / / 16 50 25 8 5 7 5
555.06 KL 120 Kg / / / / / / 29 60 30 8.5 5 8 6
555.07 KL 180 Kg / / / / / / 46 72 34 10.5 8 10 7
555.08 KL 8 kN / / 2 kN / / / 67 80 38 11.5 8.5 10 8
555.10 KL 12 kN / / 3 kN / / / 130 103 48 14 10 15.5 10
555.12 KL 20 kN / / 5 kN / / / 187 121 57 17 14 17 10.5
555.16 KL 24 kN / / 6 kN / / / 366 160 80 22.5 18.5 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

557.05 KL 120 Kg / / / / / / 17 50 25 6 / 7 5
557.06 KL 120 Kg / / / / / / 30 60 30 7 / 8 6
557.07 KL 180 Kg / / / / / / 47 72 34 9 / 10 7
557.08 KL 8 kN / / 2 kN / / / 71 80 38 10 / 10 8
557.10 KL 12 kN / / 3 kN / / / 135 103 48 12 / 15.5 10
557.12 KL 20 kN / / 5 kN / / / 196 121 57 15 / 17 10.5
557.16 KL 24 kN / / 6 kN / / / 376 160 80 22 / 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

541.08 J1 2P 8 kN / / 2 kN / / / 69 80 42 / / 25 8
541.10 J1 2P 12 kN / / 3 kN / / / 135 100 51 / / 32 10

External opening

35

# 555
ClASSIC

# 557
ClASSIC

# 541.J1
ClASSIC
ExPRESS

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

555.05 KL 120 Kg / / / / / / 16 50 25 8 5 7 5
555.06 KL 120 Kg / / / / / / 29 60 30 8.5 5 8 6
555.07 KL 180 Kg / / / / / / 46 72 34 10.5 8 10 7
555.08 KL 8 kN / / 2 kN / / / 67 80 38 11.5 8.5 10 8
555.10 KL 12 kN / / 3 kN / / / 130 103 48 14 10 15.5 10
555.12 KL 20 kN / / 5 kN / / / 187 121 57 17 14 17 10.5
555.16 KL 24 kN / / 6 kN / / / 366 160 80 22.5 18.5 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

557.05 KL 120 Kg / / / / / / 17 50 25 6 / 7 5
557.06 KL 120 Kg / / / / / / 30 60 30 7 / 8 6
557.07 KL 180 Kg / / / / / / 47 72 34 9 / 10 7
557.08 KL 8 kN / / 2 kN / / / 71 80 38 10 / 10 8
557.10 KL 12 kN / / 3 kN / / / 135 103 48 12 / 15.5 10
557.12 KL 20 kN / / 5 kN / / / 196 121 57 15 / 17 10.5
557.16 KL 24 kN / / 6 kN / / / 376 160 80 22 / 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

541.08 J1 2P 8 kN / / 2 kN / / / 69 80 42 / / 25 8
541.10 J1 2P 12 kN / / 3 kN / / / 135 100 51 / / 32 10

External opening

35

# 555
ClASSIC

# 557
ClASSIC

# 541.J1
ClASSIC
ExPRESS

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

555.05 KL 120 Kg / / / / / / 16 50 25 8 5 7 5
555.06 KL 120 Kg / / / / / / 29 60 30 8.5 5 8 6
555.07 KL 180 Kg / / / / / / 46 72 34 10.5 8 10 7
555.08 KL 8 kN / / 2 kN / / / 67 80 38 11.5 8.5 10 8
555.10 KL 12 kN / / 3 kN / / / 130 103 48 14 10 15.5 10
555.12 KL 20 kN / / 5 kN / / / 187 121 57 17 14 17 10.5
555.16 KL 24 kN / / 6 kN / / / 366 160 80 22.5 18.5 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

557.05 KL 120 Kg / / / / / / 17 50 25 6 / 7 5
557.06 KL 120 Kg / / / / / / 30 60 30 7 / 8 6
557.07 KL 180 Kg / / / / / / 47 72 34 9 / 10 7
557.08 KL 8 kN / / 2 kN / / / 71 80 38 10 / 10 8
557.10 KL 12 kN / / 3 kN / / / 135 103 48 12 / 15.5 10
557.12 KL 20 kN / / 5 kN / / / 196 121 57 15 / 17 10.5
557.16 KL 24 kN / / 6 kN / / / 376 160 80 22 / 30 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

541.08 J1 2P 8 kN / / 2 kN / / / 69 80 42 / / 25 8
541.10 J1 2P 12 kN / / 3 kN / / / 135 100 51 / / 32 10

External opening

CA555 HOOK 
WITH OPEN EYE

CA557 HOOK 
WITH FERRULE

"CLASSIC HOOK WITH OPEN EYE

CA555.05
CA555.06

Item

CA557.05
CA557.06
CA557.07
CA557.08
CA557.10
CA557.12
CA557.16

Item

"CLASSIC" HOOK WITH FERRULE

KONG STAINLESS STEEL CARBINE HOOKS - Made in Italy
See Kong Climbing Section Pg 599 for 
Kong Alloy Carbine Hooks

See Kong Climbing Section Pg 599 for 
Kong Alloy Carbine Hooks
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32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori
CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

33

# 537
hARNESS

# 538.C3
hARNESS

SCREW SlEEvE

# 538.z3
hARNESS
TWIST lOCK

# 538.y3
hARNESS

AuTO blOCK

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

537.05 KL 350 Kg / / / / / / 19 53 33.5 7 / 5 19
537.06 KL 500 Kg / / / / / / 33 65 40.5 7.5 / 6 33
537.08 KL 15 kN / / 3 kN / / / 78 85.5 51.5 10.5 / 8 78
537.10 KL 22 kN / / 5 kN / / / 144 100.5 60 12 / 10 144
537.12 KL 28 kN / / 7 kN / / / 215 124 72.5 15.5 / 11 215
537.20 KL 24 kN / / 6 kN / / / 512 201.5 129 25.5 / 13 512

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.08 C3 KL 15 kN / / 3 kN / / / 82 85.5 51.5 10.5 / 16 8
538.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 158 100 60 12 / 16 10
538.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 233 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

36 yachting and leather goods

# 560.J1
ClASSIC
ExPRESS

# 561.J1
ClASSIC
ExPRESS

# 590
ClASSIC

# 591
ClASSIC

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

560.08 JI 2P 8 kN / / 2 kN / / / 73 80 38.5 11 10 20 8
560.10 J1 2P 12 kN / / 3 kN / / / 140 100 47.5 14 11 26 10

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

561.08 J1 2P 8 kN / / 2 kN / / / 75 80 38.5 10 / 20 8
561.10 J1 2P 12 kN / / 3 kN / / / 140 100 38.5 11.5 / 26 10

External opening

External opening

"genius"
side opening

"genius"
side opening

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

591.08 KL 8 kN / / 2 kN / / / 70 80 38.5 10 / 13 8
591.10 KL 12 kN / / 3 kN / / / 136 100 47.5 11.5 / 14 10
591.12 KL 20 kN / / 5 kN / / / 197 120 57.5 15 / 20 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

590.08 KL 8 kN / / 2 kN / / / 68 80 38.5 11 8.5 13 8
590.10 KL 12 kN / / 3 kN / / / 136 100 47.5 14 10.5 14 10
590.12 KL 20 kN / / 5 kN / / / 193 120 57.5 17 13 20 11

36 yachting and leather goods

# 560.J1
ClASSIC
ExPRESS

# 561.J1
ClASSIC
ExPRESS

# 590
ClASSIC

# 591
ClASSIC

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

560.08 JI 2P 8 kN / / 2 kN / / / 73 80 38.5 11 10 20 8
560.10 J1 2P 12 kN / / 3 kN / / / 140 100 47.5 14 11 26 10

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

561.08 J1 2P 8 kN / / 2 kN / / / 75 80 38.5 10 / 20 8
561.10 J1 2P 12 kN / / 3 kN / / / 140 100 38.5 11.5 / 26 10

External opening

External opening

"genius"
side opening

"genius"
side opening

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

591.08 KL 8 kN / / 2 kN / / / 70 80 38.5 10 / 13 8
591.10 KL 12 kN / / 3 kN / / / 136 100 47.5 11.5 / 14 10
591.12 KL 20 kN / / 5 kN / / / 197 120 57.5 15 / 20 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

590.08 KL 8 kN / / 2 kN / / / 68 80 38.5 11 8.5 13 8
590.10 KL 12 kN / / 3 kN / / / 136 100 47.5 14 10.5 14 10
590.12 KL 20 kN / / 5 kN / / / 193 120 57.5 17 13 20 11

36 yachting and leather goods

# 560.J1
ClASSIC
ExPRESS

# 561.J1
ClASSIC
ExPRESS

# 590
ClASSIC

# 591
ClASSIC

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

560.08 JI 2P 8 kN / / 2 kN / / / 73 80 38.5 11 10 20 8
560.10 J1 2P 12 kN / / 3 kN / / / 140 100 47.5 14 11 26 10

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

561.08 J1 2P 8 kN / / 2 kN / / / 75 80 38.5 10 / 20 8
561.10 J1 2P 12 kN / / 3 kN / / / 140 100 38.5 11.5 / 26 10

External opening

External opening

"genius"
side opening

"genius"
side opening

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

591.08 KL 8 kN / / 2 kN / / / 70 80 38.5 10 / 13 8
591.10 KL 12 kN / / 3 kN / / / 136 100 47.5 11.5 / 14 10
591.12 KL 20 kN / / 5 kN / / / 197 120 57.5 15 / 20 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

590.08 KL 8 kN / / 2 kN / / / 68 80 38.5 11 8.5 13 8
590.10 KL 12 kN / / 3 kN / / / 136 100 47.5 14 10.5 14 10
590.12 KL 20 kN / / 5 kN / / / 193 120 57.5 17 13 20 11

33

# 537
hARNESS

# 538.C3
hARNESS

SCREW SlEEvE

# 538.z3
hARNESS
TWIST lOCK

# 538.y3
hARNESS

AuTO blOCK

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

537.05 KL 350 Kg / / / / / / 19 53 33.5 7 / 5 19
537.06 KL 500 Kg / / / / / / 33 65 40.5 7.5 / 6 33
537.08 KL 15 kN / / 3 kN / / / 78 85.5 51.5 10.5 / 8 78
537.10 KL 22 kN / / 5 kN / / / 144 100.5 60 12 / 10 144
537.12 KL 28 kN / / 7 kN / / / 215 124 72.5 15.5 / 11 215
537.20 KL 24 kN / / 6 kN / / / 512 201.5 129 25.5 / 13 512

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.08 C3 KL 15 kN / / 3 kN / / / 82 85.5 51.5 10.5 / 16 8
538.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 158 100 60 12 / 16 10
538.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 233 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

33

# 537
hARNESS

# 538.C3
hARNESS

SCREW SlEEvE

# 538.z3
hARNESS
TWIST lOCK

# 538.y3
hARNESS

AuTO blOCK

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

537.05 KL 350 Kg / / / / / / 19 53 33.5 7 / 5 19
537.06 KL 500 Kg / / / / / / 33 65 40.5 7.5 / 6 33
537.08 KL 15 kN / / 3 kN / / / 78 85.5 51.5 10.5 / 8 78
537.10 KL 22 kN / / 5 kN / / / 144 100.5 60 12 / 10 144
537.12 KL 28 kN / / 7 kN / / / 215 124 72.5 15.5 / 11 215
537.20 KL 24 kN / / 6 kN / / / 512 201.5 129 25.5 / 13 512

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.08 C3 KL 15 kN / / 3 kN / / / 82 85.5 51.5 10.5 / 16 8
538.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 158 100 60 12 / 16 10
538.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 233 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

33

# 537
hARNESS

# 538.C3
hARNESS

SCREW SlEEvE

# 538.z3
hARNESS
TWIST lOCK

# 538.y3
hARNESS

AuTO blOCK

connectors / connettori

CO
NN

EC
TO

RS
 S

TA
IN

lE
SS

 S
TE

El

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

537.05 KL 350 Kg / / / / / / 19 53 33.5 7 / 5 19
537.06 KL 500 Kg / / / / / / 33 65 40.5 7.5 / 6 33
537.08 KL 15 kN / / 3 kN / / / 78 85.5 51.5 10.5 / 8 78
537.10 KL 22 kN / / 5 kN / / / 144 100.5 60 12 / 10 144
537.12 KL 28 kN / / 7 kN / / / 215 124 72.5 15.5 / 11 215
537.20 KL 24 kN / / 6 kN / / / 512 201.5 129 25.5 / 13 512

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.08 C3 KL 15 kN / / 3 kN / / / 82 85.5 51.5 10.5 / 16 8
538.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 158 100 60 12 / 16 10
538.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 233 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

538.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 243 124 72.5 15.5 / 22 11

CA538 HOOK WITH
SCREW LOCK SLEEVE

CA591 "GENIUS" SIDE 
OPENING HOOK

CA538.08
CA538.10
CA538.12

Item

Crosswise Opening allows bar to open past 
carbine body. Extra Wide Opening.

CA591.08
CA591.10
CA591.12

Item

KONG STAINLESS STEEL CARBINE HOOKS - Made in Italy

VICTORY CARBINE HOOKS / SNAPHOOKS

CARBINE HOOKS & SNAPHOOKS - Stainless

KS2450X-04 Carbine Hook with Ferrule Eye. 1 1/2" Length.
KS2450X-05 Carbine Hook with Ferrule Eye. 2" Length.
KS2450X-06 Carbine Hook with Ferrule Eye. 2 3/8" Length.
KS2450X-08 Carbine Hook with Ferrule Eye. 3 1/4" Length.
KS2450X-10 Carbine Hook with Ferrule Eye. 4" Length.
KS2450X-12 Carbine Hook with Ferrule Eye. 5 1/2" Length.
KS2450X-13 Carbine Hook with Ferrule Eye. 6 1/4" Length.

KS2430-060 Assymetric Carbine. 2 3/8" Length.
KS2430-080 Assymetric Carbine. 3 1/4" Length.
KS2430-100 Assymetric Carbine. 4" Length.
KS2430-120 Assymetric Carbine. 4 3/4" Length.

KS2470-50 Snap Hook. 2" Length.
KS2470-70 Snap Hook. 2 3/4" Length.
KS2470-100 Snap Hook. 4" Length.

KS2432 Carbine with Safety Lock. 4 3/8" Length.

KS2450NX-06 Carbine Hook with Screwlock and Ferrule Eye. 2-3/8" Length.
KS2450NX-08 Carbine Hook with Screwlock and Ferrule Eye. 3-1/8" Length.
KS2450NX-10 Carbine Hook with Screwlock and Ferrule Eye. 4" Length.
KS2450NX-11 Carbine Hook with Screwlock and Ferrule Eye. 4 3/4" Length. 
KS2450NX-12 Carbine Hook with Screwlock and Ferrule Eye. 5 1/2" Length.

KS2450X- KS2430- KS2470-KS2450NX- KS2432

See Kong Climbing Section Pg 599 for 
Kong Alloy Carbine Hooks

KS2434B
Carbine with Safety Lock.
4-1/4" Length. For 7/8" Webbing.
With Blue Collar.



220

VictorySHACKLES & SNAPS

For the most up to date product information, visit   www.victory-products.com

MINI BRONZE SNAP
CA317.10 Mini Swivel Snap. Length 48mm.
 Eye Dia. 14mm. Made in Italy.

BRASS SNAP SHACKLES
Made in Sweden

Fixed Eye Snap shackles
High Copper Content Brass - Pressure Die Cast
SW1090 34mm Length
SW1100 40mm Length
SW1101 50mm Length

KNOCK-ON BRASS JIB HANKS
Made in Sweden

SW1126 #0 40mm Length
SW1127 #1 50mm Length
SW1128 #2 60mm Length
SW1129 #3 70mm Length
SW1130 #4 80mm Length

Fixed Eye Snap
  Total
 Inside size of ring length Weight
 mm inch mm gr 
 
CA363.00 11 7/16 55 34
CA363.01 16 5/8 73 41
CA363.02 19 3/4 82 73
CA363.03 19 3/4 97 118 

Swivel Snap
  Total
 Inside size of ring length Weight
 mm inch mm gr 
 
CA310.01 17 5/8 82 62
CA310.02 20 3/4 94 95
CA310.03 20 3/4 115 127

CA363.00 CA363.01 CA363.02 CA363.03 CA310.03CA310.01 CA310.02

STAINLESS KNOCK-ON JIB HANK
KS2350 2" Length.
KS2355 2-3/16" Length.
KS2365 2-9/16" Length.
KS2380 3-1/8" Length.

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

KONG BRONZE SNAPHOOKS  - Made in Italy

BRASS SNAPSHACKLE

JIB HANKS

KONG BRONZE SNAP
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BRONZE PISTON SNAPSBRONZE PISTON SNAPS BRONZE DOUBLE ENDED PISTON SNAP
CA367.12            Length 120mm.CA361.20 Bronze Flag Connector. Automatic

 Snap-On. Line can be added to   
 piston for releasing. Length 90mm.
 Eye Dia. 20mm.

CA360.16 Piston Snap. Length 80mm. 
 Eye Dia. 16mm.
CA360.21 Piston Snap. Length 81mm. 
 Eye Dia. 21mm.
CA360.28 Piston Snap. Length 110mm. 
 Eye Dia. 28mm.

CA300.08 Triangle Inside Width: 1-1/8".
 Overall Length 2-3/8". Eye Dia. 5/16" (8mm).

CA301.07 Upper Eye Dia: 1/4". Overall Length 2".
 Lower Eye Dia. 1/2" (8mm).

CA301.09 Upper Eye Dia: 3/8". O.A. Length 2-3/8".
 Lower Eye Dia. 1/2" (8mm).

CA320.21 Eye Dia: 3/4" (21mm). O.A. Length 2-3/4".

CA320.25 Eye Dia: 1" (25mm). O.A. Length 3-1/4".

CA320.16 Eye Dia: 5/8" (16mm). O.A. Length 2-5/8". CA309.16 Bronze swivel with pinched stock in one eye, 
to fit CA308.16 Sister Clip.

 Eye Dia: 5/8" (16mm). O.A. Length 2-9/16".

CA308.16 Eye Dia: 5/8" (16mm). O.A. Length 2-3/4".
 Sold by the Each.

BRONZE SWIVEL with Triangular Ring

BRONZE SWIVEL with Small Eye BRONZE SWIVEL with Round Loops

BRONZE SWIVEL BRONZE SWIVEL for Sister Clip

BRONZE SISTER CLIP

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori
CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori

CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

KONG BRONZE SNAPS - Made in Italy

KONG SWIVELS - Made in Italy
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FIXED EYE SNAPHOOKS AND SWIVEL EYE SNAPHOOKS
Fixed Eye Snaphooks - Stainless

KS0249-0 Size 0
KS0249-1 Size 1
KS0249-2 Size 2
KS0249-3 Size 3 

Fixed Eye Snaphooks - Brass
KS0249B-0 Size 0
KS0249B-1 Size 1
KS0249B-2 Size 2
KS0249B-3 Size 3 

Swivel Eye Snaphooks - Stainless
KS0251-0 Size 0
KS0251-1 Size 1
KS0251-2 Size 2
KS0251-3 Size 3 

Swivel Eye Snaphooks - Brass
KS0251B-1 Size 1
KS0251B-2 Size 2
KS0251B-3 Size 3 

KS0249-0
KS0249B-0

KS0249-1
KS0249B-1

KS0249-2
KS0249B-2

KS0249-3
KS0249B-3

KS0251-1
KS0251B-1

KS0251-2
KS0251B-2

KS0251-3
KS0251B-3KS0251-0 KS0171-25 MH8430201

KS0225B-M

PISTON SNAPHOOKS
Stainless Steel

KS0171-25 Swivel Piston Snap for 1" Webbing.
 3 1/2" Length

Brass
MH8430201 Double End Piston Snaphook. Brass.
 3 1/2" Length.
KS0225B-M Swivel Piston Snap with 3/4" ID Eye.
 3" Length

HM005008 Trigger Snap with Swivel. Cast 316SS. 
2-5/8" L.. 1/2" Dia. Swivel Eye. 

 1/2" Dia. Snap Eye.
HM005013 Trigger Snap with Swivel. Cast 316SS. 

2-5/8" L.. 5/8" Dia. Swivel Eye. 
 1/2" Dia. Snap Eye.
HM005014 Trigger Snap with Swivel. Cast 316SS. 

2-5/8" L.. 3/4" Dia. Swivel Eye. 
 1/2" Dia. Snap Eye.

TRIGGER RELEASE SNAP HOOK
HM005005 Piston Snap with Swivel. Cast 316SS. 

3-5/16" L. 1/2" Dia. Swivel Eye.
 
HM005006 Piston Snap with Swivel. Cast 316SS. 

3-11/16" L. 3/4" Dia. Swivel Eye. 

HM005007 Piston Snap with Swivel. Cast 316SS. 
4-5/8" L. 1-1/4" Dia. Swivel Eye. 

HM005015 Trigger Snap with Swivel.
 Cast 316SS. 2-7/16" L.
 For 3/4" Webbing.  1/2" Dia. Snap Eye.
 

PISTON SNAP HOOKTRIGGER RELEASE WEBBING SNAP

WEBBING SNAPHOOK WEBBING SNAPHOOK with Buckle
HM000407 316SS Snaphook for 1" Webbing.
 2" Length.  1" Inside Width.

HM000409 316SS Snaphook for 1" Webbing.
 With Buckle.
 2-3/4" Length.  1" Inside Width.

WEBBING SNAPHOOK
HM000405

Fits 1" webbing. Cast 316 SS.
2 5/16" length.

VICTORY SNAPHOOKS
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BRONZE RINGS

 
 Ring Dia.  Thickness   Weight
Part # mm inch mm inch grams 
 
CA101.27 27 1 4.5 11/64 13
CA101.32 32 1-1/4 5.5 7/32 22
CA101.38 38 1-1/2 6.0 15/64 31

PRESSURE DIE-CAST RINGS
Manganese  “Naval”  Bronze. Made in Italy

"O" RINGS - Stainless
HM004106 3/16" x 3/4" Dia.
HM004107 3/16" x 1" Dia.
KS317-05 3/16" x 1 3/8" Dia.
KS317-05050 3/16" x 2" Dia.
KS317-06S 1/4" x 1 3/16" Dia.
KS317-06M 1/4" x 1 3/4" Dia.
KS317-06ML 1/4" x 2" Dia.
KS317-06L 1/4" x 2 3/8" Dia.

KS317-08S 5/16" x 1 9/16" Dia.
KS317-08ML 5/16" x 1-13/16" Dia.
KS317-08M 5/16" x 2" Dia.
KS317-08L 5/16" x 3" Dia.
KS317-10-50 3/8" x 2" Dia.
KS317-10-60 3/8" x 2 3/8" Dia.
KS317-10-80 3/8" x 3 3/16" Dia.
KS317-10-100 3/8" x 4" Dia.
KS317-12-80 1/2" x 3 3/16" Dia.
KS317-12-100 1/2" x 4" Dia.
KS317-13-130 1/2" x 5" Dia.

KS3250-03S D ring. 1/8" x 5/8" Width. 
KS3250-05S D ring. 3/16" x 1" Width.
KS3250-05M D ring. 3/16" x 2-1/2" Width.
KS3250-06S D ring. 1/4" x 1 3/8" Width.
KS3250-06M D ring. 1/4" x 1 3/4" Width.
KS3250-06L D ring. 1/4" x 2" Width.
KS3250-08S D ring. 5/16" x 2" Width.
KS3250-08M D ring. 5/16" x 2-1/2" Width.
KS3250-08L D ring. 5/16" x 3-1/8" Width.

"D" RINGS - Stainless

32 yachting and leather goods

# 535
hARNESS

# 536.C3
hARNESS
SCREW SlEEvE

# 536.z3
hARNESS
TWIST lOCK

# 536.y3
hARNESS
AuTO blOCK

connectors / connettori
CONNECTORS STAINlESS STEEl

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

535.05 KL 350 Kg / / / / / / 18 53 33.5 8 4.5 11 5
535.06 KL 500 Kg / / / / / / 32 65 40.5 8.5 6.5 14 6
535.08 KL 15 kN / / 3 kN / / / 77 85.5 51.5 12 8 17 8
535.10 KL 22 kN / / 5 kN / / / 142 100.5 60 13 9.5 18 10
535.12 KL 28 kN / / 7 kN / / / 211 124 72.5 17 12 26 11
535.20 KL 24 kN / / 6 kN / / / 508 201.5 129 25.5 22 56 13

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.08 C3 KL 15 kN / / 3 kN / / 362:92 81 85.5 51.5 12 8 16 8
536.10 C3 KL 22 kN 7 kN / 5 kN / / 362/B 156 100 60 13 9.5 16 10
536.12 C3 KL 28 kN 7 kN / 7 kN / / 362/B 229 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Z3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

Code
Articolo kN kN kN

S.W.L. 1/4
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

536.12 Y3 KL 28 kN 7 kN / 7 kN / / 362/B 239 124 72.5 17 12 22 11

KONG BRONZE RINGS - Made in Italy

VICTORY STAINLESS RINGS

VICTORY STAINLESS BUCKLES AND TRIANGULAR RINGS

WEBBING SLIDES AND TRIANGULAR RINGS
HM004168 Webbing Adjuster Slide. Stainless.
 For 1" Webbing.
HM004165 Webbing Adjuster Slide. Stainless.
 For 2" Webbing.
HM004350 Webbing Adjuster Slide. Stainless with Nylon Bar.
 For 2" Webbing.

KS3251 Triangular Ring with Bar. 1/4" x 2" Width x 2 1/4" Length.
YCS122B Triangular Ring with Bar. 5/16" x 3 1/4" Width x 2 1/2" Length.
HM002560 Triangular Ring with Bar. 1/4" x 2" Width x 3" Length. 
HM001234 Triangular Ring. 3/16" x 1 1/2" Width.
HM001235 Triangular Ring. 1/4" x 1 1/2" Width.
HM001240 Triangular Ring. 1/4" x 2" Width x 2" Length.
HM001270 Triangular Ring. 1/4" x 2" Width.

HM004168 HM004165 HM004350 YCS122B

HM001234
HM001235
HM001240
HM001270

HM002560
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TRIANGLES
 Inside Inside   Breaking
Part # Width Height Thickness  Strain Weight
 mm mm mm Angle kg. grams

MK0121 60 38 6.4 90º 2900 45
MK0222 50 30 6.4 90º 2900 35 
MK0141 50 50 6.4 60º 2900 42
MK0320 67 38.5 8.0   90º 4500 70 
  

D RINGS
 Inside Inside  Breaking 
Part # Width Height Thickness Strain Weight
 mm mm mm kg. grams 

MK0145  25 17 5 1750 12
MK0144 44 32 5 1750 21  
MK0152 50 35 5 1750 23  
MK0127 44 33 6 2750 38
MK0128  54 40 8 4500 76 
MK0142 50 30 6.4 2900 42

O RINGS
 Inside  Breaking  
Part # Dia. Thickness Strain Weight 
 mm mm kg. grams  

MK0296 20 5.0 1620 10
MK0117 25 5.0 1620 14
MK0118 30 5.0 1620 16
MK0158 30 6.4 2900 30
MK0119 40 6.4 2900 38
MK0120 50 6.4 2900 48
MK0160 40 8.0 4500 60
MK0161 50 8.0 4500 70
MK0162 60 8.0 4500 85
MK0163 60 9.5 6500 128
MK0164 75 8.0 4500 105
MK0166 50 9.5 6500 145
MK0646 75 12.0 11500 241 

D RING with NYLON BAR
 Inside Inside  Breaking 
Part # Width Height Thickness Strain Weight
 mm mm mm kg. grams 

MK0128B  54 40 8 4500 76

TRIANGLE with NYLON BAR
 Inside Inside   Breaking
Part # Width Height Thickness  Strain Weight
 mm mm mm Angle kg. grams

MK0141B 50 50 6.4 60º 2900 42

O RING D RING TRIANGLE RING
90°

TRIANGLE RING
60°

MK0141B MK0128B

316 Stainless
TIG Welding - Ensures consistent and guaranteed strength results.

STAINLESS RINGS - Rated    Made in UK

TRIANGLE RING with BAR CLEW RING

MK0121B Inside Width 60mm (2 3/8")
 Inside Height 38mm (1 1/2").
 Thickness 6.4mm (1/4").

MK0123 Overall Height 55mm (2 3/16").
 Inside Height 25mm (1").
 Thickness 8mm (5/16").
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WEBBING ADJUSTER SLIDE

MK0100 Adjuster Slide. For 2" webbing.   
 Weight 12g. Breaking Strength 460Kg. 

CC503ADJ Heavy duty Adjuster Slide for 2"   
 webbing.

ADJUSTER BUCKLES AND SLIDES

MK0392 Adjuster Buckle for "Easi Link"   
 Buckle System. For 2" Webbing.   
 Fits with MK542
MK0542 Adjuster Slide. For 2" Webbing.   
 Fits MK392

SLIDING BAR BUCKLES
MK0104A  316 SS Buckle with Aluminum Bar. For 2" (50mm)  
 Webbing.Weight 40g. Breaking Strength 500Kg.

MK0399   316 SS Buckle with Aluminum Bar. Triangular ring  
 acts as Quick Release Lever. For 2" (50mm)   
Webbing. Weight 55g. Breaking Strength 500Kg.

HOLD DOWN CLIP
MK0583 To be used with sliding   
bar buckles and D rings  
with 5mm bar.

QUICK RELEASE BUCKLE
MK0324 Stainless Steel. Fits 25mm (1")  
 webbing.

LADDER LOCK BUCKLE
MK0666 316 Stainless Steel. Fits 25mm (1")
 webbing.

MK0392 MK0542

MK0521 Adjuster Buckle. For 1" Webbing.   
Fits with MK0520
MK0520 Adjuster Slide. For 1" Webbing.   
 Fits with MK0521

MK0521 MK0520

MK0100 CC503ADJ

MK0104A MK0399 MK0583

STAINLESS BUCKLES AND ADJUSTERS - Made in UK

2 PART NYLON ADJUSTER BUCKLE
MK0660N 2 Part nylon adjuster and buckle.
 Fits 1" webbing.
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U-BOLTS - Stainless

AA53545
AA53548
AA53547

AA53552
AA53550
AA53551

CN89001
CN89201

KS0413-08
KS0413-10

Part #

AA53545
AA53548
AA53547
AA53552
AA53550
AA53551
AA53555
AA53556
AA53558
AA53559

Thread 
Size
(in)
1/4"

5/16"
5/16"
3/8"
3/8"
3/8"

7/16"
1/2"
1/2"
1/2"

Length under
Shoulder

(in)
1 1/2"

2"
2 1/2"
1 1/2"
2 1/2"
3 1/2"
3 3/4"
3 1/2"
3 1/2"
2 1/2"

Overall 
Length 

(in)
3"
3"
4"
3"
4"
5"
5"
5"
5"
6"

Width*
(in)

1 1/2"
1 1/2"
1 1/2"
1 3/8"
1 1/2"
1 1/2"
1 3/4"

2"
2"
2"

U-Bolt with Adjustable Top Nuts - Imperial Thread

Part #

CN89001
CN89201

Thread 
Size
(in)
3/8"
1/2"

Length under
Shoulder

(in)
2 1/2"
3 1/2"

Overall 
Length 

(in)
4"
5"

Width*
(in)

1 1/2"
2"

U-Bolt with Locking Nuts and Adjustable Top Nuts - Im-
perial Thread

Part #

KS0413-05
KS0413-06
KS0413-08
KS0413-10
KS0413-12

Thread 
Size
(mm)

5
6
8

10
12

Length under
Shoulder

(in)
1 5/8"
1 5/8"
1 5/8"
1 5/8"

2 9/16"

Overall 
Length 

(in)
3 1/4"
3 1/4"
3 1/4"
3 1/4"

6"

Width*
(in)

1 7/16"
1 7/16"
1 3/8"

2"
2 9/16"

U-Bolt - Metric Thread

* Width shown is Centre to Centre width between Studs

U-BOLTS

AA53558
KS0413-05
KS0413-06

AA53555
AA53556
AA53559

Part #

DA340435
DA340535
DA340850

U-BOLTS
304 Stainless

Rod dia.
(mm)

4
5
8

Length under
Shoulder

(in)
1 3/8"
1 3/8"

2"

Overall 
Length 

(in)
2 5/8"
2 5/8"
3 3/8"

Inside
Width
(mm)

1"
1"
1"

Part #

DA340515
DA340615

Rod dia.
(mm)

5
6

Length under
Shoulder 

(mm)
1/2"
5/8"

Overall 
Length 
(mm)
1 3/4"
1 7/8"

Inside
Width
(mm)

1"
1"

Standard Length Thread

Extra Short Thread 

Standard

Extra Short Thread

304 SS U-Bolt.Stainless Plate w/ White Plastic Housing. 
KS5720  Thread Size 8mm. 35mm W. 100mm L.
KS5721  Thread Size 10mm. 50mm W. 130mm L.

STAINLESS U-BOLT
with White Top Plate
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EYE BOLTS - Stainless

Eye Bolt
KS3191-06S 6mm Thread x 1 9/16" Length Below Eye.
KS3191-06M 6mm Thread x 2 3/8" Length Below Eye.
KS3191-06L 6mm Thread x 3 1/4" Length Below Eye.
KS3191-08L 8mm Thread x 3 1/4" Length Below Eye.
KS3191-10M 10mm Thread x 3 1/4" Length Below Eye.
KS3191-10L 10mm Thread x 4" Length Below Eye.

Eye Bolt with Shoulder and Large Backing Washer
HM005236 6mm Thread x 1 3/16" Length Below Shoulder.
HM005266 6mm Thread x 2 5/16" Length Below Shoulder.
HM005238 8mm Thread x 1 5/16" Length Below Shoulder.
HM005250 10mm Thread x 2" Length Below Shoulder.
HM005200 10mm Thread x 4" Length Below Shoulder.

Ring Bolt
MH8538080 8mm Thread x 4 3/8" Length Below Eye. Ring 5/16" x 1 3/4"
MH8538100 10mm Thread x 5" Length Below Eye. Ring 3/8" x 2"
MH8538120 12mm Thread x 5 5/8" Length Below Eye. Ring 1/2" x 2 3/8"

Eye Bolt Eye Bolt with 
Shoulder

Ring BoltForged Eye Bolt

Forged Eye Bolt
KS0307-0604 6mm Thread x 1 9/16" Length Below Shoulder.
KS0307-0606 6mm Thread x 2 3/8" Length Below Shoulder.
KS0307-0608 6mm Thread x 3 1/8" Length Below Shoulder.
KS0307-0806 8mm Thread x 2 3/8" Length Below Shoulder.
KS0307-0808 8mm Thread x 3 1/8" Length Below Shoulder.
KS0307-0810 8mm Thread x 4" Length Below Shoulder.
KS0307-1008 10mm Thread x 3 1/8" Length Below Shoulder.
KS0307-1010 10mm Thread x 4" Length Below Shoulder.
KS0307-1012 10mm Thread x 4 3/4" Length Below Shoulder.
KS0307-1212 12mm Thread x 4 3/4" Length Below Shoulder.

BOW EYES - 316 Stainless 

HM005736 Heavy Duty bow eye. Double studs.
 3" Length below shoulder.
 5/16" thread.

HM005735 Bow eye. 3" Length below shoulder.
 3/8" thread.

HM005736 HM005735

EYE  NUTS AND SHORT EYE BOLTS - Stainless

MH0417027 Eye Nut. 6mm Thread. 9/16" Dia. Eye.
MH0417036 Eye Nut. 8mm Thread. 5/8" Dia. Eye.
MH0422046 Eye Nut. 10mm Thread. 7/8" Dia.  Eye.
MH0422056 Eye Nut. 12mm Thread. 1" Dia.  Eye.

MH0417038 Stubby Eye Bolt. 6mm Thread.
 9/16" Diameter Eye. 5/8" Thread Length
MH0428048 Stubby Eye Bolt. 8mm Thread.
 5/8" Diameter Eye. 5/8" Thread Length

YCS3061-1/4 Eye Nut. 1/4" Thread. 9/16" Dia. Eye.
YCS3061-5/16 Eye Nut. 5/16" Thread. 5/8" Dia. Eye.
YCS3061-3/8 Eye Nut. 3/8" Thread. 7/8" Dia. Eye.

YCS3060-1/4 Stubby Eye Bolt. 1/4" Thread.
 9/16" Diameter Eye. 5/8" Thread Length
YCS3060-5/16 Stubby Eye Bolt. 5/16" Thread.
 5/8" Diameter Eye. 5/8" Thread Length
YCS3060-3/8 Stubby Eye Bolt. 3/8" Thread.
 7/8" Diameter Eye. 5/8" Thread Length

MH0417027

MH0417036

MH0422046 YCS3061-1/4

YCS3061-5/16

MH0417038 MH0428048

YCS3061-3/8

YCS3060-1/4YCS3060-5/16YCS3060-3/8

MH0422056

EYEBOLTS

STAINLESS EYEBOLTS / EYENUTS / BOW EYES
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FS0061AB Polished Brass Mooring Eye Bolt with 
Base. 50mm x M10 Thread. 25mm Eye.

FS0061BB Polished Brass Eye Bolt with Shoulder. 
50mm x M8 Thread. 17mm Eye.

FS0063AB Polished Brass Ring Bolt.
 50mm x M12 Thread. 45mm Ring.

BRASS MOORING EYE BOLT BRASS EYE BOLT BRASS RING BOLT

FS0063BB Polished Brass Ring Bolt.
 50mm x M10 Thread. 32mm Ring. FS0134AB Polished Brass Double Ended Eye Bolt.

 80mm x M8 Thread. 18mm Eye.

FS0134BB Polished Brass Double Ended Eye Bolt.
 80mm x M10 Thread. 18mm Eye.

BRASS RING BOLT BRASS DOUBLE ENDED EYE BOLT
- Mooring Eye

FORESTI & SUARDI EYEBOLTS - Made in Italy

EYEBOLTS / BOW EYES / PAD EYES

BRASS RING PLATE
FS0062B Mooring Ring Plate. 4 Hole mount.
 1 9/16" x 1 3/16". 1 5/16" Dia. Ring.
 #6 FH. Made in Italy.

NAVAL BRONZE EYE BOLTS / BOW EYE 
Made in Sweden.

SW504 Eye Bolt. 5/16" . 2 1/8" Length under 
Shoulder. 7/16" Eye Dia.

SW508 Eye Bolt. 3/8" . 2 1/2" Length under 
Shoulder. 7/16" Eye Dia.

SW516 Bow Eye. 5/16" . 2 1/8" Length unde-
Shoulder. 5/16" Eye Dia.

FS0194B 2 3/4" x 2 1/2". With 8mm Fixing Studs (SS). 
Made in Italy.

POLISHED BRASS BOW EYE
with Double Studs

SW504
SW508

SW516
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FORESTI & SUARDI WING NUTS - Made in Italy

FS0096E Chromed Brass. M10. 15x38 x h20 mm.

FS0096EB Polished Brass. M10. 15x38 x h20 mm.

FS0096F Chromed Brass. M8. 15x38 x h20 mm.

FS0096FB Polished Brass. M8. 15x38 x h20 mm.

FS0096C Chromed Brass. M8. 17x32 x h35 mm.

FS0096CB Polished Brass. M8. 17x32 x h35 mm.

FS0096D Chromed Brass. M8. 14x17 x h25 mm.

FS0096DB Polished Brass. M8. 14x17 x h25 mm.

WING NUTS

FS0096FB

FS0096D

FS0096DB

FS0096C

FS0096CB

FS0096F

FS0096EB

FS0096E

FS0096A Chromed Brass. M12. 25x37 x h50 mm.

FS0096AB Polished Brass. M12. 25x37 x h50 mm.

FS0096B Chromed Brass. M12. 27x51 x h47 mm.

FS0096BB Polished Brass. M12. 27x51 x h47 mm.

FS0096B

FS0096BB

FS0096A

FS0096AB

PAD EYES - Stamped 304 Stainless
Oval 2-Hole Pad Eye

KS3212S 1 3/4" x 5/8" Base.
KS3212M 2 3/8" x 3/4" Base.
KS3212L 3 1/4" x 1" Base.
KS3212XL 4" x 1-17/64" Base.

Rectangular 4-Hole Pad Eye
HM003605 1 3/16" x 1 3/8" Base. 1/8" Stock Dia. 
HM003606 1 5/8" x 1 3/8" Base.
HM003608 2" x 1 5/8" Base.
HM003610 2 3/8" x 2" Base.
HM003611 2 3/4" x 2 3/4" Base.
HM003612 2 3/8" x 3" Base. 1/2" Stock Dia.

Round 2-Hole Pad Eye
HM003643 1 1/4" Dia. Base.
HM003644 1 5/8" Dia. Base.
HM003645 2"  Dia. Base.

Diamond 4-Hole Pad Eye
KS3211S 2" x 1 1/32"
KS3211M 2 5/8" x 1 1/2" Base.
KS3211L 3 1/8" x 1 11/16" Base.

PADEYES

HEAVY DUTY PAD EYES - Cast 316 SS
Oval 2-Hole Pad Eye

HM003647 3" x 7/8" Base.
HM003648 3 1/2" x 1 1/4" Base.
HM003649 4" x 1 3/8" Base.

Diamond 4-Hole Pad Eye
HM003619 3" x 2" Base. Fastener holes 2 3/8" x 1 1/4".
HM003620 4" x 2 1/2" Base. Fastener holes 3" x 1 5/8".

HM003647
HM003648
HM003649

HM003619
HM003620

HM003693 Heavy Duty 4 Hole Pad Eye.
 2-1/4" Dia. Cast 316SS.

ROUND 4 HOLE PAD EYESee Pages 373-374 for
Ronstan Rated Padeyes
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HEAVY DUTY FOLDING PAD EYE

DOUBLE RING FOLDING PAD EYE

MH8631416 Stamped 304 Stainless Folding Pad Eye.
 1-3/4" x 1 1/2" Base.  5/16" Ring.

MH8631418 Double Ring Folding Pad Eye. 304 SS.
 3" x 1 1/4" Base.  1/4" Ring.

FOLDING PAD EYE
HM003651 Cast 316 Stainless Folding Pad Eye.
 1-1/8" W x 1-1/2" L x 9/16" H.  1/4" Ring.
HM003652 Cast 316 Stainless Folding Pad Eye.
 1-1/8" W x 2" L x 11/16" H.  1/4" Ring.
HM003653 Cast 316 Stainless Folding Pad Eye.
 1-3/8" W x 2.5" L x 3/4" H.  5/16" Ring.

HM003662 Folding Pad Eye. Cast 316 SS.
 Double Rings 8mm Dia.

HM003692 Heavy Duty Folding Pad Eye.
 Cast 316 SS. 5" x 2-7/8". 
 Double Rings 3/8" Dia.

DOUBLE FOLDING PAD EYE

FOLDING PAD EYES
MH8631414 1 1/2" X 1" Base. 1/4" Ring. 304 SS
MH8631415 1 1/2" X 1" Base. 5/16" Ring. 304 SS
HM003630 2" x 5/8" Base. 3/16" Ring. 304 SS

CURVED PAD EYES
MH8421024 1 11/16" X 1 7/8" Base. SS.
MH8421025 1 1/2" x 2" Base. SS

MH8421024 MH8421025

MH8631414
MH8631415

HM003630

MH8421023 1-7/8" X 1-5/8" Base. 
 Stamped 304SS.

CURVED PAD EYE

PADEYES

PAD EYES with RING

Rectangular 4-Hole Pad Eye with Ring
KS320-06 1 5/8" x 1 3/8" Base. 1/4" x 1 3/8" Ring.
KS320-08 2" x 1 1/2" Base. 5/16" x 1 5/8" Ring.
KS320-09 2-3/4" x 2-3/4" Base. 5/16" x 3-5/32" Ring.
KS320-10 2-3/8" x 2" Base.  3/8" x 2" Ring.
KS320-12 3" x 2-1/8" Base. 1/2" x 2-3/8" Ring.

Diamond 4-Hole Pad Eye with Ring
KS3201-06 2" x 1 1/32" Base. 1/4" x 1 3/8" Ring.
KS3201-08 2 5/8" x 1 1/2" Base. 5/16" x 1 5/8" Ring.
KS3201-09 3-1/8" x 1-11/16" Base. 3/8" x 1-3/4" Ring.

See Pages 372-373 for
Ronstan Rated Padeyes
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EYESTRAPS

HALYARD EXIT PLATES / CUNNINGHAM HOOKS

FORGED EYE STRAPS

STAINLESS EYE STRAP

WEBBING FOOT STRAP

CAST STAINLESS EYE STRAP

Wire Eye Strap
KS0322-04 304 SS. 5/32" X 1-5/8".
KS0322-05 304 SS. 3/16" x 1 1/2"
KS0322-06 304 SS. 1/4" x 1 3/4"
KS0322-08 304 SS. 5/16" x 2"
KS0322-10 304 SS. 3/8" x 2-1/2"

HM003005 316 SS. 3/16" x 1 7/8"
HM003006 316 SS. 1/4" x 2 1/4"
HM003008 316 SS. 5/16" x 3"
HM003003 316 SS. 7/8" x 3-3/16"

DA150401 304 SS. 5/16" Width X 1 1/8"
DA155102 304 SS. 3/8" Width X 1 3/8"
DA155203 304 SS. 1/2" Width X 2 3/4"

DA155304 304SS. 28mm Inside Height.
 63mm Hole Spacing. 12mm Width.
DA155405 304SS. 33mm Inside Height.
 67mm Hole Spacing. 14mm Width.

HM008575 304 SS. 3" Length.  1 1/2" Inside Width.
 3/16" Diameter.
HM008590 304 SS. 3 5/8" Length.  2" Inside Width.
 1/4" Diameter.

SHES05

SHES06

SHES08

SHES10

Forged Stainless Eye Strap - Made in UK

SHES05 316 SS. 5/32" x 1 1/4"
SHES06 316 SS. 3/16" x 1 9/16"
SHES08 316 SS. 1/4" x 1 3/4"
SHES10 316 SS. 5/16" x 2 1/2" Eyestrap dimensions shown are:

Material Dia. x Fastener Hole Spacing

STAMPED STAINLESS EYE STRAP

HM008428 Cast 316SS Foot Strap for 1" Webbing.
HM008431 Cast 316SS Foot Strap for
 1-1/2" Webbing.

WEBBING FOOT STRAP

POLISHED BRASS EYE STRAPS
FS0118AB 2 Hole mount. 2" x 3/8". 5/8" Eye. 
FS0118BB 2 Hole mount. Large Base. 2" x 1/2".
 5/8" Eye.    Made in Italy.

FS0118AB

FS0118BB

CUNNINGHAM HOOK
304 Stainless

KS0875-05 3/6". Overall Length 2".
KS0875-06 1/4". Overall Length 2 3/8".
KS0875-08 5/16". Overall Length 3".
KS0875-09 3/8". Overall Length 3 1/4".

CUNNINGHAM HOOK
304 Stainless

HM004307 1/4". Overall Length 2 9/16".
 Eye Dia. 7/16".
HM004308 5/16". Overall Length 3 11/16".
 Eye Dia. 5/8".

HALYARD EXIT PLATES - Stainless
HM003708 Halyard Exit. Flat Base. 3 1/2" x 1 1/4"
HM003707 Halyard Exit. Curved Base. 3 1/2" x 1 1/4"
HM003709 Halyard Exit. Flat Base. 4 1/2" x 2"
HM003715 Halyard Exit. Curved Base. 4 1/2" x 2"

See Page 345 for
Ronstan Exit Plates.
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WELDED FORK TURNBUCKLE - Stainless

MACHINED FORK "AIRCRAFT" TURNBUCKLE - Stainless

  Max. Length Min. Length Jaw    
 Thread Dia. Between Between Width Pin Dia. 
Part # UNF. Pin Centres mm Pin Centres mm mm mm (inches) 

KS3128-05 5mm 190  135  7 5.0mm  (3/16") 
KS3128-06 6mm 210  145  10 6.0mm  (15/64") 
KS3128-08 8mm 240  170  10 8.0mm  (5/16") 
KS3128-10 10mm 270  190  12 10.0mm  (3/8")
KS3128-12 12mm 360  245  16 12.7mm  (1/2")
KS3128-14 12mm 270  165  15 14.0mm  (9/16")
KS3128-16 16mm 310  190  17 16.0mm  (5/8")

  Max. Length Min. Length Jaw    
 Thread Dia. Between Between Width Pin Dia. 
Part # UNF. Pin Centres mm Pin Centres mm mm mm (inches) 

KS3129-04 4mm 150 110 4 4.0mm  (5/32")
KS3129-05 5mm 160 115 5 5.0mm  (3/16") 
KS3129-06 6mm 175 130 6 5.0mm  (3/16")
KS3129-08 8mm 210 150 8 6.0mm  (15/64") 
KS3129-10 10mm 240 175 10 8.0mm  (5/16")

TOGGLE - TO - TOGGLE TURNBUCKLES - Closed Body - 316 Stainless
  Closed Length  Jaw    
 Thread Dia. Between Body Length Width Pin Dia. 
Part # UNF. Pin Centres mm  mm mm 

KS3108-05 5mm 130 80 6.5 5  
KS3108-06 6mm 146 95 7.5 6 
KS3108-08 8mm 180 105 11 8 
KS3108-10 9mm 210 125 12 10
KS3108-12 12mm 250 150 14 12
KS3108-14 12mm 290 165 15 14
KS3108-16 16mm 340 190 17 16

HEAVY DUTY THIMBLES
304 Stainless Steel

HM002641 1/16"  (2mm)
HM002643 1/8"  (3mm)
HM002644 5/32"  (4mm)
HM002645 3/16"  (5mm)
HM002646 1/4"  (6mm)
HM002648 5/16"  (8mm)
HM002640 3/8"  (10mm)
HM002642 1/2"  (12mm)
HM002654 9/16"  (14mm)
HM002656 5/8"  (16mm)
HM002658 11/16"  (18mm)
HM002659 25/32"  (20mm)
HM002660 7/8"  (22mm)
HM002661 15/16"  (24mm)
HM002662 1-1/8"  (28mm)

NYLON THIMBLES
NR7200 5/32" (4mm)
NR7201 3/16" (5mm)
NR7202 1/4"  (6mm)
NR7203 5/16"  (8mm)
NR7204 3/8"  (10mm)
NR7205 1/2"  (12mm)
NR7206 9/16"  (14mm)
NR7207 5/8"  (16mm)
NR7208 11/16"  (18mm)
NR7209 3/4"  (20mm)
NR7210 7/8"  (22mm)
NR7211 1"  (24mm)

WIRE ROPE CLIP

KS0260-02 Stainless. for 1/16" Wire.
KS0260-03 Stainless. for 1/8" Wire.
KS0260-04 Stainless. for 5/32" Wire.
KS0260-05 Stainless. for 3/16" Wire.
KS0260-06 Stainless. for 1/4" Wire.
KS0260-08 Stainless. for 5/16" Wire.
KS0260-10 Stainless. for 3/8" Wire.
KS0260-12 Stainless. for 1/2" Wire.

TURNBUCKLES

See Pg 377 for Ronstan Turnbuckles
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HOOK - TO - HOOK TURNBUCKLES - Open Body - 316 Stainless

 Thread Dia. Body Length Hook Opening 
Part # mm mm mm 

KS3111-04 4mm 50 8
KS3111-05 5mm 70 8 
KS3111-06 6mm 90 9
KS3111-08 8mm 120 11
KS3111-10 10mm 150 12
KS3111-12 12mm 200 14
KS3111-16 16mm 250 16

 Thread Dia. Overall Length Overall Length Eye I.D. 
Part # (mm) Maximum (in) Minimum (in) (in)

KS3112-04 4mm
KS3112-05 5mm 6 1/4" 4 3/4" 7/16"
KS3112-06 6mm 8 5/8" 6" 3/8"
KS3112-08 8mm 11 1/2" 7 7/8" 1/2"
KS3112-10 10mm 14" 9 7/8" 9/16"
KS3112-12 12mm 19" 12 5/8" 11/16"
KS3112-16 16mm 

EYE - TO - EYE TURNBUCKLES - Open Body - 316 Stainless

EYE - TO - HOOK TURNBUCKLES - Open Body - 316 Stainless

 Thread Dia. Body Length Hook Opening Eye Dia. 
Part # mm mm mm mm 

KS3113-04 4mm 50  
KS3113-05 5mm 70 8 8 
KS3113-06 6mm 90 9 10
KS3113-08 8mm 120 11 14
KS3113-10 10mm 150 12 16
KS3113-12 12mm 200 14 18
KS3113-16 16mm 250 16 26

EMERGENCY LIFELINE KITEMERGENCY LIFELINE TURNBUCKLE
KS0006 Emergency Lifeline Kit. Includes 10m (33') 

of PVC coated Stainless Steel lifeline wire 
(4mm), and 2 Lifeline Turnbuckles 1 Left 
hand thread and 1 Right Hand thread. 

 Each Turnbuckle is secured to the lifeline 
wire with 3 Set Screws. Allen Key for tight-
ening set screws is also included.

KS0007 Turnbuckle with Jaw. Left Hand Thread.
 Fits 3mm or 4mm wire. Turnbuckle is 

secured to the lifeline wire with 3 Set 
Screws. Includes Allen Key for tightening 
set screws.

KS0008 Turnbuckle with Jaw. Right Hand Thread.
 Fits 3mm or 4mm wire. Turnbuckle is 

secured to the lifeline wire with 3 Set 
Screws. Includes Allen Key for tightening 
set screws.

STAINLESS PELICAN HOOK
HM003902 316 Stainless Steel Pelican Hook. 
 3 5/8" Length.

TURNBUCKLES

LIFELINE FITTINGS
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Diameter Approximate Weight Nominal Breaking  
(Inch) (lbs/100ft) Strength (lbs) AISI 316
5/64 1.14 560
3/32 1.74 810
1/8 2.9 1530
5/32 4.5 2110
3/16 6.5 3210
7/32 8.6 4350
1/4 11 5600
9/32 13.9 6800
5/16 17.3 8200
3/8 24.3 11000 
7/16 35 15000 
1/2 46 20700 
9/16 59 26000 
5/8 72 31900 
3/4 104 45100

Diameter Approximate Weight Nominal Breaking 
(Inch) (lbs/100ft) Strength (lbs) AISI 316
1/32 0.25 130
3/64 0.55 320
1/16 0.85 480
5/64 1.4 740
3/32 2 1070
7/64 2.7 1440
1/8 3.5 1890
5/32 5.5 3000
3/16 7.7 4270
7/32 10.2 5730
1/4 13.5 7460
9/32 17 9360
5/16 21 11800
3/8 30 16500
7/16 42 22800
1/2 54 29500

1 x 19 SS Wire - 316 SS 

7 x 19 SS Wire - 316 SS
 SPECIAL ORDER ONLY - 1,000 ft Spools

STAINLESS STEEL WIRE ROPED S R
ISO 9002 APPROVED - Certificates Available Upon Request

• Full Spools [ 1000 ft. ] or Cut Lengths
• 316 Stainless, except PVC Coated Wire (304 SS)
• (304 SS is available - call for details)

1 x 19

7 x 19

Part No.

DS119316132
DS119316364
DS119316116
DS119316564
DS119316332
DS119316764
DS11931618
DS119316532
DS119316316
DS119316732
DS11931614
DS119316932
DS119316516
DS11931638
DS119316716
DS11931612

Part No.

DS719316564
DS719316332
DS71931618
DS719316532
DS719316316
DS719316732
DS71931614
DS719316932
DS719316516
DS71931638
DS719316716
DS71931612
DS719316916
DS71931658
DS71931634

Stock
Item

Larger Sizes up to 5/8" Available - Call for Details

Larger Sizes up to 1 1/4" Available - Call for Details

7 x 7 PVC Coated SS Lifeline Wire - 304 SS

7 x 7 - PVC Coated

Dia (Inch)
Inner Outer
Cable Cover
1/8 1/4
3/16 5/16 
1/4 3/8

Part No.

DS7730418C
DS77304316C
DS7730414C

Stock
Item Cover

White PVC
White PVC
White PVC
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Right Hand Metric Wire Sizes, Machine Swage

 Part # W-Wire Ø P-Thread 
H-Hardware 

Factor
T-Thread Length Weight lbs.

 14SEM03RH 3mm 1/4-28 1/2" 2  1/4" 0.04
 14SEM04RH 4mm 1/4-28 9/16" 2  1/4" 0.05
 516SEM04RH 4mm 5/16-24 11/16" 2  3/8" 0.07
 516SEM05RH 5mm 5/16-24 3/4" 2  3/8" 0.09
 38SEM05RH 5mm 3/8-24 11/16" 2  7/8" 0.13
 38SEM06RH 6mm 3/8-24 3/4" 2  7/8" 0.20
 716SEM06RH 6mm 7/16-20 3/4" 2  3/4" 0.23
 12SEM06RH 6mm 1/2-20 3/4" 3  1/4" 0.28
 716SEM07RH 7mm 7/16-20 3/4" 2  3/4" 0.29
 12SEM07RH 7mm 1/2-20 3/4" 3  1/4" 0.33
 12SEM08RH 8mm 1/2-20 3/4" 3  1/4" 0.40
 58SEM08RH 8mm 5/8-18 3/4" 4" 0.55
 916SEM10RH 10mm 9/16-18 7/8" 4" 0.56
 58SEM10RH 10mm 5/8-18 3/4" 4" 0.62
 34SEM11RH 11mm 3/4-16 1" 5" 1.04
 34SEM12RH 12mm 3/4-16 1" 5" 1.19
 78SEM12RH 12mm 7/8-14 1  3/16" 6" 1.56
 78SEM14RH 14mm 7/8-14 1  1/4" 6" 1.90
 1SEM14RH 14mm 1-12 1  3/8" 6  1/4" 2.22
 1SEM16RH 16mm 1-12 1  5/16" 6  1/4" 2.73
 118SEM19RH 19mm 1  1/8-12 1  1/4" 7" 4.22
 114SEM22RH 22mm 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SEM26RH 26mm 1  3/8-12 1  3/8" 8  5/8" 9.33

Right Hand Extended Turnbuckle Studs, Machine Swage

 Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

OAL Length Weight lbs.

 14SE532EX6R 5/32" 1/4-28 2  5/16" 2  1/4" 6" 0.08
 516SE532EX7R 5/32" 5/16-24 2  15/16" 2  3/8" 7" 0.12
 516SE316EX7R 3/16" 5/16-24 3  5/16" 2  3/8" 7  5/8" 0.17
 38SE316EX8R 3/16" 3-8-24 3  1/8" 2  7/8" 8" 0.21
 38SE732EX8R 7/32" 3/8-24 2  15/16" 2  7/8" 8" 0.25
 38SE14EX8R 1/4" 3/8-24 2  5/8" 2  7/8" 8" 0.30
 12SE14EX12R 1/4" 1/2-20 6  3/8" 3  1/4" 12" 0.59
 12SE932EX12R 9/32" 1/2-20 6  5/16" 3  1/4" 12  1/4" 0.72
 12SE516EX12R 5/16" 1/2-20 5  7/8" 3  1/4" 12" 0.86
 58SE516EX12R 5/16" 5/8-18 5  1/16" 4" 12" 0.93
 58SE38EX12R 3/8" 5/8-18 4  5/8" 4" 12" 1.05

SWAGE RIGGING STUDS (CONTINUED)

316 Stainless Steel
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L - BODY LENGTHA - JAW DEPTH

E - JAW GAP

F - JAW WIDTH

C - FULLY CLOSED
O - FULLY OPEN

D - PIN DIAMETER
W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw 
Gap

F-Jaw 
Width

Weight 
lbs.

 14TTLL18 1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTLL532 5/32" 1/4-28 1/4" 9   9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24
 516TTLL316 3/16" 5/16-24 5/16" 10  11/16" 7  7/16" 5" 13/16" 5/16" 3/4" 0.39
 516TTLL14 1/4" 5/16-24 5/16" 10  3/4" 7  1/2" 5" 13/16" 5/16" 3/4" 0.42
 38TTLL14 1/4" 3/8-24 3/8" 1'-0  1/8" 8  3/8" 5  1/2" 1" 3/8" 57/64" 0.57

Metric Wire Sizes - Machine Swage

 14TTLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24

With Handy Crimp Stud

 14TTCLL18 1/8" 1/4-28 1/4" 9  11/16" 6  11/16" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 516TTCLL316 3/16" 5/16-24 5/16" 10  13/16" 7  9/16" 5" 13/16" 5/16" 3/4" 0.38

LIFELINE TOGGLE JAW TO SWAGE - 
CLOSED BODY
316 Stainless Steel

E-JAW GAP

F-JAW WIDTH

A-JAW DEPTH

D-PIN DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

L-BODY LENGTH

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER
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L - BODY LENGTH

E - JAW GAP

F - JAW WIDTH

A - JAW DEPTH

D - PIN DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw 
Gap

F-Jaw 
Width

Weight 
lbs.

 14TFBLL18 1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/2" 3/4" 1/4" 21/32" 0.23
 14TFBLL532 5/32" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/2" 3/4" 1/4" 21/32" 0.24
 14TFBLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/2" 3/4" 1/4" 21/32" 0.25
 516TFBLL316 3/16" 5/16-24 5/16" 10  5/16" 7  1/16" 5" 13/16" 5/16" 3/4" 0.41
 516TFBLL14 1/4" 5/16-24 5/16" 10  3/8" 7  1/8" 5" 13/16" 5/16" 3/4" 0.44
 38TFBLL14 1/4" 3/8-24 3/8" 11  3/8" 7  7/8" 5  1/2" 1" 3/8" 7/8" 0.61

Metric Wire Sizes -  Machine Swage

 14TFBLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/2" 3/4" 1/4" 21/32" 0.24
 14TFBLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/2" 3/4" 1/4" 21/32" 0.25
 516TFBLLM05 5mm 5/16-24 5/16" 10  5/16" 7  1/16" 5" 13/16" 5/16" 3/4" 0.41

With Handy Crimp Stud

 14TFBCLL18 1/8" 1/4-28 1/4" 9  7/8" 6  7/8" 4  1/2" 3/4" 1/4" 21/32" 0.24
 14TFBCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/2" 3/4" 1/4" 21/32" 0.25
 516TFBCLL316 3/16" 5/16-24 5/16" 10  7/16" 7  3/16" 5" 13/16" 5/16" 3/4" 0.40

LIFELINE TOGGLE JAW TO SWAGE - 
OPEN BODY
316 Stainless Steel  / Chromed Bronze Turnbuckle Body

SMART PART # KEY  toggle pin size | Turnbuckle Forged Bronze Life Line | wire size

A-JAW DEPTH L-BODY LENGTH

C-FULLY CLOSED
O-FULLY OPEN

E-JAW GAP

D-PIN DIAMETER

F-JAW WIDTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER
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L - BODY LENGTH

E - JAW GAP

F - JAW WIDTH

A - JAW DEPTH

D - PIN DIAMETER

C - FULLY CLOSED

O - FULLY OPEN

Imperial Wire Sizes - Machine Swage

 Part #
W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body

A-Jaw 

Depth

E-Jaw 

Gap

F-Jaw 

Width

Weight 

lbs.

 14TFBLL18
1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/2" 3/4" 1/4" 21/32" 0.23

 14TFBLL532 5/32" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/2" 3/4" 1/4" 21/32" 0.24

 14TFBLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/2" 3/4" 1/4" 21/32" 0.25

 516TFBLL316 3/16" 5/16-24 5/16" 10  5/16" 7  1/16" 5" 13/16" 5/16" 3/4" 0.41

 516TFBLL14
1/4" 5/16-24 5/16" 10  3/8" 7  1/8" 5" 13/16" 5/16" 3/4" 0.44

 38TFBLL14
1/4" 3/8-24 3/8" 11  3/8" 7  7/8" 5  1/2" 1" 3/8" 7/8" 0.61

Metric Wire Sizes -  Machine Swage

 14TFBLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/2" 3/4" 1/4" 21/32" 0.24

 14TFBLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/2" 3/4" 1/4" 21/32" 0.25

 516TFBLLM05 5mm 5/16-24 5/16" 10  5/16" 7  1/16" 5" 13/16" 5/16" 3/4" 0.41

With Handy Crimp Stud

 14TFBCLL18 1/8" 1/4-28 1/4" 9  7/8" 6  7/8" 4  1/2" 3/4" 1/4" 21/32" 0.24

 14TFBCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/2" 3/4" 1/4" 21/32" 0.25

 516TFBCLL316 3/16" 5/16-24 5/16" 10  7/16" 7  3/16" 5" 13/16" 5/16" 3/4" 0.40

LIFELINE TOGGLE JAW TO SWAGE - 

OPEN BODY
316 Stainless Steel  / Chromed Bronze Turnbuckle Body

SMART PART # KEY  toggle pin size | Turnbuckle Forged Bronze Life Line | wire size

A-JAW DEPTH

L-BODY LENGTH

C-FULLY CLOSED

O-FULLY OPEN

E-JAW GAP
D-PIN DIAMETER

F-JAW WIDTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER
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L - BODY LENGTHA - JAW DEPTH

E - JAW GAP

F - JAW WIDTH

C - FULLY CLOSED
O - FULLY OPEN

D - PIN DIAMETER
W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw 
Gap

F-Jaw 
Width

Weight 
lbs.

 14TTLL18 1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTLL532 5/32" 1/4-28 1/4" 9   9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24
 516TTLL316 3/16" 5/16-24 5/16" 10  11/16" 7  7/16" 5" 13/16" 5/16" 3/4" 0.39
 516TTLL14 1/4" 5/16-24 5/16" 10  3/4" 7  1/2" 5" 13/16" 5/16" 3/4" 0.42
 38TTLL14 1/4" 3/8-24 3/8" 1'-0  1/8" 8  3/8" 5  1/2" 1" 3/8" 57/64" 0.57

Metric Wire Sizes - Machine Swage

 14TTLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24

With Handy Crimp Stud

 14TTCLL18 1/8" 1/4-28 1/4" 9  11/16" 6  11/16" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 516TTCLL316 3/16" 5/16-24 5/16" 10  13/16" 7  9/16" 5" 13/16" 5/16" 3/4" 0.38

LIFELINE TOGGLE JAW TO SWAGE - 
CLOSED BODY
316 Stainless Steel

E-JAW GAP

F-JAW WIDTH

A-JAW DEPTH

D-PIN DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

L-BODY LENGTH

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER
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L - BODY LENGTH

A - JAW DEPTH

E - JAW GAP

F - JAW WIDTH

C - FULLY CLOSED

O - FULLY OPEN

D - PIN DIAMETER

W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part #
W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body

A-Jaw 

Depth

E-Jaw 

Gap

F-Jaw 

Width

Weight 

lbs.

 14TTLL18
1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/4" 3/4" 1/4" 21/32" 0.22

 14TTLL532 5/32" 1/4-28 1/4" 9   9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23

 14TTLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24

 516TTLL316 3/16" 5/16-24 5/16" 10  11/16" 7  7/16" 5" 13/16" 5/16" 3/4" 0.39

 516TTLL14 1/4" 5/16-24 5/16" 10  3/4" 7  1/2" 5" 13/16" 5/16" 3/4" 0.42

 38TTLL14 1/4" 3/8-24 3/8" 1'-0  1/8" 8  3/8" 5  1/2" 1" 3/8" 57/64" 0.57

Metric Wire Sizes - Machine Swage

 14TTLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23

 14TTLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24

With Handy Crimp Stud

 14TTCLL18 1/8" 1/4-28 1/4" 9  11/16" 6  11/16" 4  1/4" 3/4" 1/4" 21/32" 0.22

 14TTCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23

 516TTCLL316 3/16" 5/16-24 5/16" 10  13/16" 7  9/16" 5" 13/16" 5/16" 3/4" 0.38

LIFELINE TOGGLE JAW TO SWAGE - 

CLOSED BODY
316 Stainless Steel

E-JAW GAP

F-JAW WIDTH

A-JAW DEPTH

D-PIN DIAMETER

C-FULLY CLOSED

O-FULLY OPEN

L-BODY LENGTH

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER
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L - BODY LENGTHA - JAW DEPTH

E - JAW GAP

F - JAW WIDTH

C - FULLY CLOSED
O - FULLY OPEN

D - PIN DIAMETER
W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw 
Gap

F-Jaw 
Width

Weight 
lbs.

 14TTLL18 1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTLL532 5/32" 1/4-28 1/4" 9   9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24
 516TTLL316 3/16" 5/16-24 5/16" 10  11/16" 7  7/16" 5" 13/16" 5/16" 3/4" 0.39
 516TTLL14 1/4" 5/16-24 5/16" 10  3/4" 7  1/2" 5" 13/16" 5/16" 3/4" 0.42
 38TTLL14 1/4" 3/8-24 3/8" 1'-0  1/8" 8  3/8" 5  1/2" 1" 3/8" 57/64" 0.57

Metric Wire Sizes - Machine Swage

 14TTLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24

With Handy Crimp Stud

 14TTCLL18 1/8" 1/4-28 1/4" 9  11/16" 6  11/16" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 516TTCLL316 3/16" 5/16-24 5/16" 10  13/16" 7  9/16" 5" 13/16" 5/16" 3/4" 0.38

LIFELINE TOGGLE JAW TO SWAGE - 
CLOSED BODY
316 Stainless Steel

E-JAW GAP

F-JAW WIDTH

A-JAW DEPTH

D-PIN DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

L-BODY LENGTH

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER

HN
HN
HN
HN
HN
HN
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L - BODY LENGTH

E - JAW GAP

F - JAW WIDTH

A - JAW DEPTH

D - PIN DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw 
Gap

F-Jaw 
Width

Weight 
lbs.

 14TFBLL18 1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/2" 3/4" 1/4" 21/32" 0.23
 14TFBLL532 5/32" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/2" 3/4" 1/4" 21/32" 0.24
 14TFBLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/2" 3/4" 1/4" 21/32" 0.25
 516TFBLL316 3/16" 5/16-24 5/16" 10  5/16" 7  1/16" 5" 13/16" 5/16" 3/4" 0.41
 516TFBLL14 1/4" 5/16-24 5/16" 10  3/8" 7  1/8" 5" 13/16" 5/16" 3/4" 0.44
 38TFBLL14 1/4" 3/8-24 3/8" 11  3/8" 7  7/8" 5  1/2" 1" 3/8" 7/8" 0.61

Metric Wire Sizes -  Machine Swage

 14TFBLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/2" 3/4" 1/4" 21/32" 0.24
 14TFBLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/2" 3/4" 1/4" 21/32" 0.25
 516TFBLLM05 5mm 5/16-24 5/16" 10  5/16" 7  1/16" 5" 13/16" 5/16" 3/4" 0.41

With Handy Crimp Stud

 14TFBCLL18 1/8" 1/4-28 1/4" 9  7/8" 6  7/8" 4  1/2" 3/4" 1/4" 21/32" 0.24
 14TFBCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/2" 3/4" 1/4" 21/32" 0.25
 516TFBCLL316 3/16" 5/16-24 5/16" 10  7/16" 7  3/16" 5" 13/16" 5/16" 3/4" 0.40

LIFELINE TOGGLE JAW TO SWAGE - 
OPEN BODY
316 Stainless Steel  / Chromed Bronze Turnbuckle Body

SMART PART # KEY  toggle pin size | Turnbuckle Forged Bronze Life Line | wire size

A-JAW DEPTH L-BODY LENGTH

C-FULLY CLOSED
O-FULLY OPEN

E-JAW GAP

D-PIN DIAMETER

F-JAW WIDTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER

HN
HN
HN
HN
HN
HN
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Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread Size D-Hole Ø
HS-Hole 
Space

O-Open L C-Closed L L-Body
F-Jaw 
Width

Weight
lbs.

 14TTLL18DT 1/8" 1/4-28 1/4"  1  1/2" 9  7/32" 6  7/32" 4  1/4" 21/32" 0.18
 14TTLL532DT 5/32" 1/4-28 1/4" 1  1/2" 9  3/8" 6  3/8" 4  1/4" 21/32" 0.22
 14TTLL316DT 3/16" 1/4-28 1/4" 1  1/2" 9  3/8" 6  3/8" 4  1/4" 21/32" 0.22
 516TTLL316DT 3/16" 5/16-24 5/16" 1  3/4" 10  1/4" 7" 5" 3/4" 0.33
 516TTLL14DT 1/4" 5/16-24 5/16" 1  3/4" 10  3/8" 7  1/8" 5" 3/4" 0.40
 38TTLL14DT 1/4" 3/8-24 3/8" 2" 11  11/16" 7  15/16" 5  1/2" 57/64" 0.54

Metric Wire Sizes - Machine Swage

 14TTLLM04DT 4mm 1/4-28 1/4" 1  1/2" 9  5/16" 6  5/16" 4  1/4" 21/32" 0.22

 14TTLLM05DT 5mm 1/4-28 1/4" 1  1/2" 9  5/16" 6  5/16" 4  1/4" 21/32" 0.22

With Handy Crimp Stud

 14TTCLL18DT 1/8" 1/4-28 1/4" 1  1/2" 9  7/16" 6  7/16" 4  1/4" 21/32" 0.21
 14TTCLL316DT 3/16" 1/4-28 1/4" 1  1/2" 9  5/16" 6  5/16" 4  1/4" 21/32" 0.22
 516TTCLL316DT 3/16" 5/16-24 5/16" 1  3/4" 10  7/16" 7  3/16" 5" 3/4" 0.36

4 1/4"

HS - HOLE SPACE

D - HOLE

0° to 180° SWING

F - JAW WIDTH

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE Ø

LIFELINE DECK TOGGLE TO SWAGE - 
CLOSED BODY
316 Stainless Steel

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size | Deck Toggle

F-JAW WIDTH

D-HOLE DIAMETER

HS-HOLE SPACE

0° TO 180° SWING

W-WIRE DIAMETER

L - BODY LENGTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

C-FULLY CLOSED
O-FULLY OPEN
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Imperial Wire Sizes - Machine Swage
 Part #

W-Wire Ø Thread Size D-Hole Ø HS-Hole 
Space O-Open L C-Closed L L-Body F-Jaw 

Width
Weight

lbs.

 14TTLL18DT 1/8" 1/4-28 1/4"  1  1/2" 9  7/32" 6  7/32" 4  1/4" 21/32" 0.18

 14TTLL532DT 5/32" 1/4-28 1/4" 1  1/2" 9  3/8" 6  3/8" 4  1/4" 21/32" 0.22

 14TTLL316DT 3/16" 1/4-28 1/4" 1  1/2" 9  3/8" 6  3/8" 4  1/4" 21/32" 0.22

 516TTLL316DT 3/16" 5/16-24 5/16" 1  3/4" 10  1/4" 7" 5" 3/4" 0.33

 516TTLL14DT 1/4" 5/16-24 5/16" 1  3/4" 10  3/8" 7  1/8" 5" 3/4" 0.40

 38TTLL14DT 1/4" 3/8-24 3/8" 2" 11  11/16" 7  15/16" 5  1/2" 57/64" 0.54

Metric Wire Sizes - Machine Swage 14TTLLM04DT 4mm 1/4-28 1/4" 1  1/2" 9  5/16" 6  5/16" 4  1/4" 21/32" 0.22

 14TTLLM05DT 5mm 1/4-28 1/4" 1  1/2" 9  5/16" 6  5/16" 4  1/4" 21/32" 0.22

With Handy Crimp Stud
 14TTCLL18DT 1/8" 1/4-28 1/4" 1  1/2" 9  7/16" 6  7/16" 4  1/4" 21/32" 0.21

 14TTCLL316DT 3/16" 1/4-28 1/4" 1  1/2" 9  5/16" 6  5/16" 4  1/4" 21/32" 0.22

 516TTCLL316DT 3/16" 5/16-24 5/16" 1  3/4" 10  7/16" 7  3/16" 5" 3/4" 0.36

4 1/4"

HS - HOLE SPACE

D - HOLE

0° to 180° SWING

F - JAW WIDTH

C - FULLY CLOSEDO - FULLY OPEN

W - WIRE Ø

LIFELINE DECK TOGGLE TO SWAGE - 
CLOSED BODY316 Stainless Steel

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size | Deck Toggle

F-JAW WIDTH

D-HOLE DIAMETER

HS-HOLE SPACE

0° TO 180° SWING

W-WIRE DIAMETER

L - BODY LENGTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

C-FULLY CLOSEDO-FULLY OPEN
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Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread Size D-Hole Ø
HS-Hole 
Space

O-Open L C-Closed L L-Body
F-Jaw 
Width

Weight
lbs.

 14TTLL18DT 1/8" 1/4-28 1/4"  1  1/2" 9  7/32" 6  7/32" 4  1/4" 21/32" 0.18
 14TTLL532DT 5/32" 1/4-28 1/4" 1  1/2" 9  3/8" 6  3/8" 4  1/4" 21/32" 0.22
 14TTLL316DT 3/16" 1/4-28 1/4" 1  1/2" 9  3/8" 6  3/8" 4  1/4" 21/32" 0.22
 516TTLL316DT 3/16" 5/16-24 5/16" 1  3/4" 10  1/4" 7" 5" 3/4" 0.33
 516TTLL14DT 1/4" 5/16-24 5/16" 1  3/4" 10  3/8" 7  1/8" 5" 3/4" 0.40
 38TTLL14DT 1/4" 3/8-24 3/8" 2" 11  11/16" 7  15/16" 5  1/2" 57/64" 0.54

Metric Wire Sizes - Machine Swage

 14TTLLM04DT 4mm 1/4-28 1/4" 1  1/2" 9  5/16" 6  5/16" 4  1/4" 21/32" 0.22

 14TTLLM05DT 5mm 1/4-28 1/4" 1  1/2" 9  5/16" 6  5/16" 4  1/4" 21/32" 0.22

With Handy Crimp Stud

 14TTCLL18DT 1/8" 1/4-28 1/4" 1  1/2" 9  7/16" 6  7/16" 4  1/4" 21/32" 0.21
 14TTCLL316DT 3/16" 1/4-28 1/4" 1  1/2" 9  5/16" 6  5/16" 4  1/4" 21/32" 0.22
 516TTCLL316DT 3/16" 5/16-24 5/16" 1  3/4" 10  7/16" 7  3/16" 5" 3/4" 0.36

4 1/4"

HS - HOLE SPACE

D - HOLE

0° to 180° SWING

F - JAW WIDTH

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE Ø

LIFELINE DECK TOGGLE TO SWAGE - 
CLOSED BODY
316 Stainless Steel

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size | Deck Toggle

F-JAW WIDTH

D-HOLE DIAMETER

HS-HOLE SPACE

0° TO 180° SWING

W-WIRE DIAMETER

L - BODY LENGTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

C-FULLY CLOSED
O-FULLY OPEN

HN
HN
HN
HN
HN
HN
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Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø D-Hole Ø HS-Hole Space F-Jaw Width H-Hardware Factor Weight lbs.

 14TJLL18DT 1/8" 1/4" 1  1/2" 21/32" 2  1/4" 0.08
 14TJLL532DT 5/32" 1/4" 1  1/2" 21/32" 1  15/16" 0.09
 14TJLL316DT 3/16" 1/4" 1  1/2" 21/32" 1  5/8" 0.09
 516TJLL14DT 1/4" 5/16" 1  3/4" 3/4" 2" 0.16
 38TJLL14DT 1/4" 3/8" 2" 57/64" 2  1/4" 0.22

Metric Wire Sizes - Machine Swage

 14TJLLM04DT 4mm 1/4" 1  1/2" 21/32" 1  15/16" 0.09

 14TJLLM05DT 5mm 1/4" 1  1/2" 21/32" 1  5/8" 0.09

With Handy Crimp Stud

 14TJCLL18DT 1/8" 1/4" 1  1/2" 21/32" 2  1/4" 0.08
 14TJCLL316DT 3/16" 1/4" 1  1/2" 21/32" 1  7/8" 0.09

HS - HOLE SPACE

D - HOLE

F - JAW WIDTH

0° to 180° SWING

H - HARDWARE FACTOR

W - WIRE Ø

LIFELINE DECK TOGGLE JAWS
316 Stainless Steel

W-WIRE DIAMETER

D-HOLE DIAMETER

HS-HOLE SPACE

F-JAW WIDTH

H-HARDWARE FACTOR

0° TO 180° SWING

SMART PART # KEY  toggle pin size | Toggle Jaw Life Line | wire size | Deck Toggle

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.
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Imperial Wire Sizes - Machine Swage

 Part #
W-Wire Ø

D-Hole Ø
HS-Hole Space F-Jaw Width

H-Hardware Factor Weight lbs.

 14TJLL18DT
1/8"

1/4"
1  1/2"

21/32"

2  1/4"

0.08

 14TJLL532DT
5/32"

1/4"
1  1/2"

21/32"
1  15/16"

0.09

 14TJLL316DT
3/16"

1/4"
1  1/2"

21/32"

1  5/8"

0.09

 516TJLL14DT
1/4"

5/16"
1  3/4"

3/4"

2"

0.16

 38TJLL14DT
1/4"

3/8"
2"

57/64"

2  1/4"

0.22

Metric Wire Sizes - Machine Swage

 14TJLLM04DT
4mm

1/4"
1  1/2"

21/32"
1  15/16"

0.09

 14TJLLM05DT
5mm

1/4"
1  1/2"

21/32"

1  5/8"

0.09

With Handy Crimp Stud

 14TJCLL18DT
1/8"

1/4"
1  1/2"

21/32"

2  1/4"

0.08

 14TJCLL316DT
3/16"

1/4"
1  1/2"

21/32"

1  7/8"

0.09

HS - HOLE SPACE

D - HOLE

F - JAW WIDTH

0° to 180° SWING

H - HARDWARE FACTOR
W - WIRE Ø

LIFELINE DECK TOGGLE JAWS

316 Stainless Steel

W-WIRE DIAMETER

D-HOLE DIAMETER

HS-HOLE SPACE

F-JAW WIDTH

H-HARDWARE FACTOR

0° TO 180° SWING

SMART PART # KEY  toggle pin size | Toggle Jaw Life Line | wire size | Deck Toggle

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.
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Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø D-Pin Ø A-Jaw Depth E-Jaw Gap F-Jaw Width H-Hardware Factor Weight lbs.

 14TJLL18 1/8" 1/4" 3/4" 1/4" 21/32" 2  7/16" 0.10
 14TJLL532 5/32" 1/4" 3/4" 1/4" 21/32" 2  7/32" 0.10
 14TJLL316 3/16" 1/4" 3/4" 1/4" 21/32" 1  15/16" 0.10
 516TJLL316 3/16" 5/16" 13/16" 5/16" 3/4" 2  9/16" 0.16
 516TJLL14 1/4" 5/16" 13/16" 5/16" 3/4" 2  3/8" 0.17
 38TJLL14 1/4" 3/8" 1" 3/8" 7/8" 2  5/8" 0.24

With Handy Crimp Stud

 14TJCLL18 1/8" 1/4" 3/4" 1/4" 21/32" 2  1/2" 0.10
 14TJCLL316 3/16" 1/4" 3/4" 1/4" 21/32" 2  5/32" 0.10
 516TJCLL316 3/16" 5/16" 13/16" 5/16" 3/4" 2  11/16" 0.15

Metric Wire Sizes - Machine Swage

 14TJLLM04 4mm 1/4" 3/4" 1/4" 21/32" 2  7/32" 0.10

 14TJLLM05 5mm 1/4" 3/4" 1/4" 21/32" 1  15/16" 0.10

E - JAW GAP

F - JAW WIDTH

A - JAW DEPTH

H - HARDWARE FACTOR

D - PIN DIAMETER

W - WIRE Ø

LIFELINE TOGGLE JAWS
316 Stainless Steel

E-JAW GAP

D-PIN DIAMETER

H-HARDWARE FACTOR

W-WIRE 
DIAMETER

A-JAW DEPTH

F-JAW WIDTH

SMART PART # KEY  toggle pin size | Toggle Jaw Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.
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Imperial Wire Sizes - Machine Swage

 Part #

W-Wire Ø
D-Pin Ø

A-Jaw Depth
E-Jaw Gap F-Jaw Width

H-Hardware Factor Weight lbs.

 14TJLL18

1/8"
1/4"

3/4"

1/4"
21/32"

2  7/16"

0.10

 14TJLL532
5/32"

1/4"

3/4"

1/4"
21/32"

2  7/32"

0.10

 14TJLL316

3/16"
1/4"

3/4"

1/4"
21/32"

1  15/16"

0.10

 516TJLL316
3/16"

5/16"
13/16"

5/16"

3/4"

2  9/16"

0.16

 516TJLL14

1/4"
5/16"

13/16"

5/16"

3/4"

2  3/8"

0.17

 38TJLL14

1/4"
3/8"

1"

3/8"

7/8"

2  5/8"

0.24

With Handy Crimp Stud

 14TJCLL18

1/8"
1/4"

3/4"

1/4"
21/32"

2  1/2"

0.10

 14TJCLL316
3/16"

1/4"

3/4"

1/4"
21/32"

2  5/32"

0.10

 516TJCLL316
3/16"

5/16"
13/16"

5/16"

3/4"

2  11/16"

0.15

Metric Wire Sizes - Machine Swage

 14TJLLM04
4mm

1/4"

3/4"

1/4"
21/32"

2  7/32"

0.10

 14TJLLM05
5mm

1/4"

3/4"

1/4"
21/32"

1  15/16"

0.10

E - JAW GAP

F - JAW WIDTH

A - JAW DEPTH

H - HARDWARE FACTOR

D - PIN DIAMETER

W - WIRE Ø

LIFELINE TOGGLE JAWS

316 Stainless Steel

E-JAW GAP D-PIN DIAMETER

H-HARDWARE FACTOR

W-WIRE 

DIAMETER

A-JAW DEPTH

F-JAW WIDTH

SMART PART # KEY  toggle pin size | Toggle Jaw Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.
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Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø D-Hole Ø HS-Hole Space F-Jaw Width H-Hardware Factor Weight lbs.

 14TJLL18DT 1/8" 1/4" 1  1/2" 21/32" 2  1/4" 0.08
 14TJLL532DT 5/32" 1/4" 1  1/2" 21/32" 1  15/16" 0.09
 14TJLL316DT 3/16" 1/4" 1  1/2" 21/32" 1  5/8" 0.09
 516TJLL14DT 1/4" 5/16" 1  3/4" 3/4" 2" 0.16
 38TJLL14DT 1/4" 3/8" 2" 57/64" 2  1/4" 0.22

Metric Wire Sizes - Machine Swage

 14TJLLM04DT 4mm 1/4" 1  1/2" 21/32" 1  15/16" 0.09

 14TJLLM05DT 5mm 1/4" 1  1/2" 21/32" 1  5/8" 0.09

With Handy Crimp Stud

 14TJCLL18DT 1/8" 1/4" 1  1/2" 21/32" 2  1/4" 0.08
 14TJCLL316DT 3/16" 1/4" 1  1/2" 21/32" 1  7/8" 0.09

HS - HOLE SPACE

D - HOLE

F - JAW WIDTH

0° to 180° SWING

H - HARDWARE FACTOR

W - WIRE Ø

LIFELINE DECK TOGGLE JAWS
316 Stainless Steel

W-WIRE DIAMETER

D-HOLE DIAMETER

HS-HOLE SPACE

F-JAW WIDTH

H-HARDWARE FACTOR

0° TO 180° SWING

SMART PART # KEY  toggle pin size | Toggle Jaw Life Line | wire size | Deck Toggle

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

HN
HN
HN
HN
HN
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Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø D-Pin Ø A-Jaw Depth E-Jaw Gap F-Jaw Width H-Hardware Factor Weight lbs.

 14TJLL18 1/8" 1/4" 3/4" 1/4" 21/32" 2  7/16" 0.10
 14TJLL532 5/32" 1/4" 3/4" 1/4" 21/32" 2  7/32" 0.10
 14TJLL316 3/16" 1/4" 3/4" 1/4" 21/32" 1  15/16" 0.10
 516TJLL316 3/16" 5/16" 13/16" 5/16" 3/4" 2  9/16" 0.16
 516TJLL14 1/4" 5/16" 13/16" 5/16" 3/4" 2  3/8" 0.17
 38TJLL14 1/4" 3/8" 1" 3/8" 7/8" 2  5/8" 0.24

With Handy Crimp Stud

 14TJCLL18 1/8" 1/4" 3/4" 1/4" 21/32" 2  1/2" 0.10
 14TJCLL316 3/16" 1/4" 3/4" 1/4" 21/32" 2  5/32" 0.10
 516TJCLL316 3/16" 5/16" 13/16" 5/16" 3/4" 2  11/16" 0.15

Metric Wire Sizes - Machine Swage

 14TJLLM04 4mm 1/4" 3/4" 1/4" 21/32" 2  7/32" 0.10

 14TJLLM05 5mm 1/4" 3/4" 1/4" 21/32" 1  15/16" 0.10

E - JAW GAP

F - JAW WIDTH

A - JAW DEPTH

H - HARDWARE FACTOR

D - PIN DIAMETER

W - WIRE Ø

LIFELINE TOGGLE JAWS
316 Stainless Steel

E-JAW GAP

D-PIN DIAMETER

H-HARDWARE FACTOR

W-WIRE 
DIAMETER

A-JAW DEPTH

F-JAW WIDTH

SMART PART # KEY  toggle pin size | Toggle Jaw Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

HN
HN
HN
HN
HN
HN

63

S
w

a
g

e
 F

ittin
g

s
T

u
rn

b
u

c
k

le
s

T
h

re
a

d
e

d
 F

ittin
g

s
L

ife
lin

e
 H

a
rd

w
a

re
H

i-M
O

D

63

A
d

d
itio

n
a

l H
a

rd
w

a
re

HT - HEAD THICKNESS

HD - HEAD DIAMETER

H - HARDWARE FACTOR

W-WIRE DIAMETER

HD - HEAD DIAMETER

A - DEPTH

HT - HEAD THICKNESS

F - EYE WIDTH

H - HARDWARE FACTOR

W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread X-Eye Depth F-Eye Width
HD-Head 
Diameter

HT-Thickness
H-Hardware 

Factor
Weight 

lbs.

 SWELLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 1  13/16" 0.11
 SWELLS532 5/32" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13
 SWELLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14
 SWELLS14 1/4" 3/8-24 31/32" 11/16" 19/32" 9/32" 2  7/32" 0.16

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø HD-Head Diameter
HT-Head
Thickness

H-Hardware Factor Weight lbs.

 SWELLI18 1/8" 19/32" 9/32" 3  11/16" 0.23
 SWELLI532 5/32" 19/32" 9/32" 3  13/16" 0.25
 SWELLI316 3/16" 19/32" 9/32" 3  15/16" 0.27
 SWELLI14 1/4" 19/32" 9/32" 4  7/16" 0.32

Metric Wire Sizes - Machine Swage

 SWELLSM04 4mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

 SWELLSM05 5mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14

Metric Wire Sizes - Machine Swage

 SWELLIM04 4mm 19/32" 9/32" 3  13/16" 0.25

 SWELLIM05 5mm 19/32" 9/32" 3  15/16" 0.27

With Handy Crimp Stud

 SWECLLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 2" 0.11

 SWECLLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

With Handy Crimp Stud

 SWECLLI18 1/8" 19/32" 9/32" 4  1/16" 0.22

 SWECLLI316 3/16" 19/32" 9/32" 3  13/16" 0.26

LIFELINE SINGLE GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

LIFELINE INTERLOCKING GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

HT-HEAD THICKNESS

HT-HEAD THICKNESS

HD-HEAD DIAMETER

HD-HEAD DIAMETER

H-HARDWARE FACTOR

H-HARDWARE FACTOR

F-EYE WIDTH

X-EYE DEPTH

W-WIRE DIAMETER

W-WIRE DIAMETER
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HT - HEAD THICKNESS

HD - HEAD DIAMETER

H - HARDWARE FACTOR

W-WIRE DIAMETER

HD - HEAD DIAMETER

A - DEPTH

HT - HEAD THICKNESS

F - EYE WIDTH

H - HARDWARE FACTOR

W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread X-Eye Depth F-Eye Width
HD-Head 
Diameter

HT-Thickness
H-Hardware 

Factor
Weight 

lbs.

 SWELLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 1  13/16" 0.11
 SWELLS532 5/32" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13
 SWELLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14
 SWELLS14 1/4" 3/8-24 31/32" 11/16" 19/32" 9/32" 2  7/32" 0.16

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø HD-Head Diameter
HT-Head
Thickness

H-Hardware Factor Weight lbs.

 SWELLI18 1/8" 19/32" 9/32" 3  11/16" 0.23
 SWELLI532 5/32" 19/32" 9/32" 3  13/16" 0.25
 SWELLI316 3/16" 19/32" 9/32" 3  15/16" 0.27
 SWELLI14 1/4" 19/32" 9/32" 4  7/16" 0.32

Metric Wire Sizes - Machine Swage

 SWELLSM04 4mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

 SWELLSM05 5mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14

Metric Wire Sizes - Machine Swage

 SWELLIM04 4mm 19/32" 9/32" 3  13/16" 0.25

 SWELLIM05 5mm 19/32" 9/32" 3  15/16" 0.27

With Handy Crimp Stud

 SWECLLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 2" 0.11

 SWECLLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

With Handy Crimp Stud

 SWECLLI18 1/8" 19/32" 9/32" 4  1/16" 0.22

 SWECLLI316 3/16" 19/32" 9/32" 3  13/16" 0.26

LIFELINE SINGLE GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

LIFELINE INTERLOCKING GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

HT-HEAD THICKNESS

HT-HEAD THICKNESS

HD-HEAD DIAMETER

HD-HEAD DIAMETER

H-HARDWARE FACTOR

H-HARDWARE FACTOR

F-EYE WIDTH

X-EYE DEPTH

W-WIRE DIAMETER

W-WIRE DIAMETER
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HT - HEAD THICKNESS

HD - HEAD DIAMETER

H - HARDWARE FACTOR

W-WIRE DIAMETER

HD - HEAD DIAMETER

A - DEPTH

HT - HEAD THICKNESS

F - EYE WIDTH

H - HARDWARE FACTOR

W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread X-Eye Depth F-Eye Width
HD-Head 
Diameter

HT-Thickness
H-Hardware 

Factor
Weight 

lbs.

 SWELLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 1  13/16" 0.11
 SWELLS532 5/32" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13
 SWELLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14
 SWELLS14 1/4" 3/8-24 31/32" 11/16" 19/32" 9/32" 2  7/32" 0.16

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø HD-Head Diameter
HT-Head

Thickness
H-Hardware Factor Weight lbs.

 SWELLI18 1/8" 19/32" 9/32" 3  11/16" 0.23
 SWELLI532 5/32" 19/32" 9/32" 3  13/16" 0.25
 SWELLI316 3/16" 19/32" 9/32" 3  15/16" 0.27
 SWELLI14 1/4" 19/32" 9/32" 4  7/16" 0.32

Metric Wire Sizes - Machine Swage

 SWELLSM04 4mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

 SWELLSM05 5mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14

Metric Wire Sizes - Machine Swage

 SWELLIM04 4mm 19/32" 9/32" 3  13/16" 0.25

 SWELLIM05 5mm 19/32" 9/32" 3  15/16" 0.27

With Handy Crimp Stud

 SWECLLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 2" 0.11

 SWECLLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

With Handy Crimp Stud

 SWECLLI18 1/8" 19/32" 9/32" 4  1/16" 0.22

 SWECLLI316 3/16" 19/32" 9/32" 3  13/16" 0.26

LIFELINE SINGLE GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

LIFELINE INTERLOCKING GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

HT-HEAD THICKNESS

HT-HEAD THICKNESS

HD-HEAD DIAMETER

HD-HEAD DIAMETER

H-HARDWARE FACTOR

H-HARDWARE FACTOR

F-EYE WIDTH

X-EYE DEPTH

W-WIRE DIAMETER

W-WIRE DIAMETER
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HT - HEAD THICKNESS

H - HARDWARE FACTOR

HD - HEAD DIAMETER

W-WIRE DIAMETER

HT - HEAD THICKNESS

F - EYE WIDTH

A - DEPTH

HD - HEAD DIAMETER

H - HARDWARE FACTOR

W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread X-Eye Depth
F-Eye
Width

HD-Head
Diameter

HT-Thickness
H-Hardware 

Factor
Weight

lbs.

 14ELLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 1  13/16" 0.08
 516ELLS532 5/32" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.09
 516ELLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 2" 0.10
 38ELLS14 1/4" 3/8-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.15

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread HD-Head Diameter HT-Thickness H-Hardware Factor Weight lbs.

 14ELLI18 1/8" 1/4-28 19/32" 9/32" 3  5/8" 0.16
 516ELLI532 5/32" 5/16-24 19/32" 9/32" 3  15/16" 0.19
 516ELLI316 3/16" 5/16-24 19/32" 9/32" 4" 0.21
 38ELLI14 1/4" 3/8-24 19/32" 9/32" 3  3/4" 0.30

Metric Wire Sizes - Machine Swage

 516ELLSM04 4mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.09

 516ELLSM05 5mm 5/16-24 31/32" 11/16" 19/32" 9/32" 2" 0.10

Metric Wire Sizes - Machine Swage

 516ELLIM04 4mm 5/16-24 19/32" 9/32" 3  15/16" 0.19
 516ELLIM05 5mm 5/16-24 19/32" 9/32" 4" 0.20

With Handy Crimp Stud

 14ECLLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 2" 0.08

 516ECLLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.09

With Handy Crimp Stud

 14ECLLI18 1/8" 1/4-28 19/32" 9/32" 4" 0.17
 516ECLLI316 3/16" 5/16-24 19/32" 9/32" 3  7/8" 0.19

LIFELINE SINGLE GATE EYES  (THREADED TYPE)

316 Stainless Steel

LIFELINE INTERLOCKING GATE EYES  (THREADED TYPE)

316 Stainless Steel

HT-HEAD THICKNESS

HT-HEAD THICKNESS

H-HARDWARE FACTOR

H-HARDWARE FACTOR

HD-HEAD DIAMETER

HD-HEAD DIAMETER

F-EYE WIDTH

X-EYE DEPTH

W-WIRE DIAMETER

W-WIRE DIAMETER
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HT - HEAD THICKNESS

H - HARDWARE FACTOR

HD - HEAD DIAMETER

W-WIRE DIAMETER

HT - HEAD THICKNESS

F - EYE WIDTH

A - DEPTH

HD - HEAD DIAMETER

H - HARDWARE FACTOR

W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread X-Eye Depth
F-Eye
Width

HD-Head
Diameter

HT-Thickness
H-Hardware 

Factor
Weight

lbs.

 14ELLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 1  13/16" 0.08
 516ELLS532 5/32" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.09
 516ELLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 2" 0.10
 38ELLS14 1/4" 3/8-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.15

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread HD-Head Diameter HT-Thickness H-Hardware Factor Weight lbs.

 14ELLI18 1/8" 1/4-28 19/32" 9/32" 3  5/8" 0.16
 516ELLI532 5/32" 5/16-24 19/32" 9/32" 3  15/16" 0.19
 516ELLI316 3/16" 5/16-24 19/32" 9/32" 4" 0.21
 38ELLI14 1/4" 3/8-24 19/32" 9/32" 3  3/4" 0.30

Metric Wire Sizes - Machine Swage

 516ELLSM04 4mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.09

 516ELLSM05 5mm 5/16-24 31/32" 11/16" 19/32" 9/32" 2" 0.10

Metric Wire Sizes - Machine Swage

 516ELLIM04 4mm 5/16-24 19/32" 9/32" 3  15/16" 0.19
 516ELLIM05 5mm 5/16-24 19/32" 9/32" 4" 0.20

With Handy Crimp Stud

 14ECLLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 2" 0.08

 516ECLLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.09

With Handy Crimp Stud

 14ECLLI18 1/8" 1/4-28 19/32" 9/32" 4" 0.17
 516ECLLI316 3/16" 5/16-24 19/32" 9/32" 3  7/8" 0.19

LIFELINE SINGLE GATE EYES  (THREADED TYPE)

316 Stainless Steel

LIFELINE INTERLOCKING GATE EYES  (THREADED TYPE)

316 Stainless Steel

HT-HEAD THICKNESS

HT-HEAD THICKNESS

H-HARDWARE FACTOR

H-HARDWARE FACTOR

HD-HEAD DIAMETER

HD-HEAD DIAMETER

F-EYE WIDTH

X-EYE DEPTH

W-WIRE DIAMETER

W-WIRE DIAMETER
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HT - HEAD THICKNESS

HD - HEAD DIAMETERH - HARDWARE FACTOR

W-WIRE DIAMETER

HD - HEAD DIAMETERA - DEPTH

HT - HEAD THICKNESS

F - EYE WIDTH

H - HARDWARE FACTOR
W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part #
W-Wire Ø Thread X-Eye Depth F-Eye Width

HD-Head 

Diameter
HT-Thickness

H-Hardware 

Factor

Weight 

lbs.

 SWELLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 1  13/16" 0.11

 SWELLS532 5/32" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

 SWELLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14

 SWELLS14 1/4" 3/8-24 31/32" 11/16" 19/32" 9/32" 2  7/32" 0.16

Imperial Wire Sizes - Machine Swage

 Part #
W-Wire Ø HD-Head Diameter

HT-Head

Thickness
H-Hardware Factor Weight lbs.

 SWELLI18
1/8"

19/32"
9/32"

3  11/16"
0.23

 SWELLI532
5/32"

19/32"
9/32"

3  13/16"
0.25

 SWELLI316
3/16"

19/32"
9/32"

3  15/16"
0.27

 SWELLI14
1/4"

19/32"
9/32"

4  7/16"
0.32

Metric Wire Sizes - Machine Swage

 SWELLSM04 4mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

 SWELLSM05 5mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14

Metric Wire Sizes - Machine Swage

 SWELLIM04
4mm

19/32"
9/32"

3  13/16"
0.25

 SWELLIM05
5mm

19/32"
9/32"

3  15/16"
0.27

With Handy Crimp Stud

 SWECLLS18
1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 2" 0.11

 SWECLLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

With Handy Crimp Stud

 SWECLLI18
1/8"

19/32"
9/32"

4  1/16"
0.22

 SWECLLI316
3/16"

19/32"
9/32"

3  13/16"
0.26

LIFELINE SINGLE GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

LIFELINE INTERLOCKING GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

HT-HEAD THICKNESS

HT-HEAD THICKNESS

HD-HEAD DIAMETER

HD-HEAD DIAMETER

H-HARDWARE FACTOR

H-HARDWARE FACTOR

F-EYE WIDTH

X-EYE DEPTH

W-WIRE DIAMETER

W-WIRE DIAMETER
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HT - HEAD THICKNESS

HD - HEAD DIAMETER

H - HARDWARE FACTOR

W-WIRE DIAMETER

HD - HEAD DIAMETER

A - DEPTH

HT - HEAD THICKNESS

F - EYE WIDTH

H - HARDWARE FACTOR

W-WIRE DIAMETER

Imperial W
ire Sizes - M

achine Swage

 Part #

W-W
ire Ø

Thread
X-Eye Depth

F-Eye Width

HD-Head 

Diameter
HT-Thickness

H-Hardware 

Factor

Weight 

lbs.

 SWELLS18

1/8"

1/4
-28

31/32"

11/16"

19/32" 

9/32"

1  13
/16"

0.11

 SWELLS532

5/32"

5/16-24

31/32"

11/16"

19/32"

9/32"

1  7
/8"

0.13

 SWELLS316

3/16"

5/16-24

31/32"

11/16"

19/32"

9/32"

1  15
/16"

0.14

 SWELLS14

1/4
"

3/8-24

31/32"

11/16"

19/32"

9/32"

2  7/
32"

0.16

Imperial W
ire Sizes - M

achine Swage

 Part #

W-W
ire Ø

HD-Head Diameter

HT-Head

Thickness

H-Hardware Factor
Weight lb

s.

 SWELLI18

1/8"

19/32"

9/32"

3  11/
16"

0.23

 SWELLI532

5/32"

19/32"

9/32"

3  13
/16"

0.25

 SWELLI316

3/16"

19/32"

9/32"

3  15
/16"

0.27

 SWELLI14

1/4
"

19/32"

9/32"

4  7/
16"

0.32

Metric
 W

ire Sizes - M
achine Swage

 SWELLSM04

4mm

5/16-24

31/32"

11/16"

19/32"

9/32"

1  7
/8"

0.13

 SWELLSM05

5mm

5/16-24

31/32"

11/16"

19/32"

9/32"

1  15
/16"

0.14

Metric
 W

ire Sizes - M
achine Swage

 SWELLIM04

4mm

19/32"

9/32"

3  13
/16"

0.25

 SWELLIM05

5mm

19/32"

9/32"

3  15
/16"

0.27

With Handy Crim
p Stud

 SWECLLS18

1/8"

1/4
-28

31/32"

11/16"

19/32"

9/32"

2"

0.11

 SWECLLS316

3/16"

5/16-24

31/32"

11/16"

19/32"

9/32"

1  7
/8"

0.13

With Handy Crim
p Stud

 SWECLLI18

1/8"

19/32"

9/32"

4  1/
16"

0.22

 SWECLLI316

3/16"

19/32"

9/32"

3  13
/16"

0.26

LIFELINE SINGLE GATE EYES  (S
WIVEL TYPE)

316 Stainless Steel

LIFELINE IN
TERLOCKING GATE EYES  (S

WIVEL TYPE)

316 Stainless Steel

HT-HEAD THICKNESS

HT-HEAD THICKNESS

HD-HEAD DIAMETER

HD-HEAD DIAMETER

H-HARDWARE FACTOR

H-HARDWARE FACTOR

F-EYE W
IDTH

X-EYE DEPTH

W-W
IRE DIAMETER

W-W
IRE DIAMETER
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HT - HEAD THICKNESS

H - HARDWARE FACTOR
HD - HEAD DIAMETER

W-WIRE DIAMETER

HT - HEAD THICKNESS

F - EYE WIDTH

A - DEPTH

HD - HEAD DIAMETER

H - HARDWARE FACTORW-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part #

W-Wire Ø
Thread

X-Eye Depth

F-Eye

Width

HD-Head

Diameter
HT-Thickness

H-Hardware 

Factor

Weight

lbs.

 14ELLS18

1/8"
1/4-28

31/32"

11/16"
19/32"

9/32"
1  13/16"

0.08

 516ELLS532
5/32"

5/16-24
31/32"

11/16"
19/32"

9/32"
1  15/16"

0.09

 516ELLS316
3/16"

5/16-24
31/32"

11/16"
19/32"

9/32"

2"

0.10

 38ELLS14

1/4"
3/8-24

31/32"

11/16"
19/32"

9/32"
1  7/8"

0.15

Imperial Wire Sizes - Machine Swage

 Part #

W-Wire Ø
Thread

HD-Head Diameter
HT-Thickness

H-Hardware Factor Weight lbs.

 14ELLI18

1/8"
1/4-28

19/32"

9/32"

3  5/8"

0.16

 516ELLI532

5/32"
5/16-24

19/32"

9/32"

3  15/16"

0.19

 516ELLI316

3/16"
5/16-24

19/32"

9/32"

4"

0.21

 38ELLI14

1/4"
3/8-24

19/32"

9/32"

3  3/4"

0.30

Metric Wire Sizes - Machine Swage

 516ELLSM04
4mm

5/16-24
31/32"

11/16"
19/32"

9/32"
1  15/16"

0.09

 516ELLSM05
5mm

5/16-24
31/32"

11/16"
19/32"

9/32"

2"

0.10

Metric Wire Sizes - Machine Swage

 516ELLIM04
4mm

5/16-24

19/32"

9/32"

3  15/16"

0.19

 516ELLIM05
5mm

5/16-24

19/32"

9/32"

4"

0.20

With Handy Crimp Stud

 14ECLLS18
1/8"

1/4-28
31/32"

11/16"
19/32"

9/32"

2"

0.08

 516ECLLS316
3/16"

5/16-24
31/32"

11/16"
19/32"

9/32"
1  15/16"

0.09

With Handy Crimp Stud

 14ECLLI18

1/8"
1/4-28

19/32"

9/32"

4"

0.17

 516ECLLI316
3/16"

5/16-24

19/32"

9/32"

3  7/8"

0.19

LIFELINE SINGLE GATE EYES  (THREADED TYPE)

316 Stainless Steel

LIFELINE INTERLOCKING GATE EYES  (THREADED TYPE)

316 Stainless Steel

HT-HEAD THICKNESS

HT-HEAD THICKNESS

H-HARDWARE FACTOR

H-HARDWARE FACTOR

HD-HEAD DIAMETER

HD-HEAD DIAMETER

F-EYE WIDTH

X-EYE DEPTH

W-WIRE DIAMETER

W-WIRE DIAMETER
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HT - H
EAD THICKNESS

H - H
ARDWARE FACTOR

HD - H
EAD DIAMETER

W-WIRE DIAMETER

HT - H
EAD THICKNESS

F - E
YE WIDTH

A - D
EPTH

HD - H
EAD DIAMETER

H - H
ARDWARE FACTOR

W-WIRE DIAMETER

Im
peria

l W
ire

 Sizes -
 M

achine Swage

 Part 
#

W
-W

ire
 Ø

Thread
X-Eye D

epth

F-Eye

W
idth

HD-H
ead

Diameter

HT-Thickness
H-H

ard
ware 

Factor

Weight

lbs.

 14
ELLS18

1/8
"

1/4
-28

31/3
2"

11/
16"

19/3
2"

9/3
2"

1  1
3/16

"

0.08

 516ELLS532

5/3
2"

5/16
-24

31/3
2"

11/
16"

19/3
2"

9/3
2"

1  1
5/16

"

0.09

 516ELLS316

3/16
"

5/16
-24

31/3
2"

11/
16"

19/3
2"

9/3
2"

2"

0.10

 38ELLS14

1/4
"

3/8
-24

31/3
2"

11/
16"

19/3
2"

9/3
2"

1  7
/8

"

0.15

Im
peria

l W
ire

 Sizes -
 M

achine Swage

 Part 
#

W
-W

ire
 Ø

Thread

HD-H
ead D

iameter

HT-Thickness

H-H
ard

ware Factor
Weight lb

s.

 14
ELLI18

1/8
"

1/4
-28

19/3
2"

9/3
2"

3  5
/8

"

0.16

 516ELLI532

5/3
2"

5/16
-24

19/3
2"

9/3
2"

3  15
/16

"

0.19

 516ELLI316

3/16
"

5/16
-24

19/3
2"

9/3
2"

4"

0.21

 38ELLI14

1/4
"

3/8
-24

19/3
2"

9/3
2"

3  3
/4

"

0.30

Metri
c W

ire
 Sizes -

 M
achine Swage

 516ELLSM04

4mm

5/16
-24

31/3
2"

11/
16"

19/3
2"

9/3
2"

1  1
5/16

"

0.09

 516ELLSM05

5mm

5/16
-24

31/3
2"

11/
16"

19/3
2"

9/3
2"

2"

0.10

Metri
c W

ire
 Sizes -

 M
achine Swage

 516ELLIM
04

4mm

5/16
-24

19/3
2"

9/3
2"

3  15
/16

"

0.19

 516ELLIM
05

5mm

5/16
-24

19/3
2"

9/3
2"

4"

0.20

W
ith

 H
andy Crim

p Stud

 14
ECLLS18

1/8
"

1/4
-28

31/3
2"

11/
16"

19/3
2"

9/3
2"

2"

0.08

 516ECLLS316

3/16
"

5/16
-24

31/3
2"

11/
16"

19/3
2"

9/3
2"

1  1
5/16

"

0.09

W
ith

 H
andy Crim

p Stud

 14
ECLLI18

1/8
"

1/4
-28

19/3
2"

9/3
2"

4"

0.17

 516ECLLI316

3/16
"

5/16
-24

19/3
2"

9/3
2"

3  7
/8

"

0.19

LIFELIN
E SIN

GLE G
ATE EYES  (T

HREADED TYPE)

316 Stainless 
Steel

LIFELIN
E IN

TERLOCKIN
G G

ATE EYES  (T
HREADED TYPE)

316 Stainless 
Steel

HT-H
EAD THIC

KNESS

HT-H
EAD THIC

KNESS

H-H
ARDW

ARE FACTOR

H-H
ARDW

ARE FACTOR

HD-H
EAD D

IA
METER

HD-H
EAD D

IA
METER

F-E
YE W

ID
TH

X-E
YE D

EPTH

W
-W

IR
E D

IA
METER

W
-W

IR
E D

IA
METER

SWIVEL TYPE

THREADED TYPE

HN
HN
HN
HN

HN
HN
HN
HN

HN
HN
HN
HN
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HT - HEAD THICKNESS

HD - HEAD DIAMETER

H - HARDWARE FACTOR

W-WIRE DIAMETER

HD - HEAD DIAMETER

A - DEPTH

HT - HEAD THICKNESS

F - EYE WIDTH

H - HARDWARE FACTOR

W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread X-Eye Depth F-Eye Width
HD-Head 
Diameter

HT-Thickness
H-Hardware 

Factor
Weight 

lbs.

 SWELLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 1  13/16" 0.11
 SWELLS532 5/32" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13
 SWELLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14
 SWELLS14 1/4" 3/8-24 31/32" 11/16" 19/32" 9/32" 2  7/32" 0.16

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø HD-Head Diameter
HT-Head

Thickness
H-Hardware Factor Weight lbs.

 SWELLI18 1/8" 19/32" 9/32" 3  11/16" 0.23
 SWELLI532 5/32" 19/32" 9/32" 3  13/16" 0.25
 SWELLI316 3/16" 19/32" 9/32" 3  15/16" 0.27
 SWELLI14 1/4" 19/32" 9/32" 4  7/16" 0.32

Metric Wire Sizes - Machine Swage

 SWELLSM04 4mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

 SWELLSM05 5mm 5/16-24 31/32" 11/16" 19/32" 9/32" 1  15/16" 0.14

Metric Wire Sizes - Machine Swage

 SWELLIM04 4mm 19/32" 9/32" 3  13/16" 0.25

 SWELLIM05 5mm 19/32" 9/32" 3  15/16" 0.27

With Handy Crimp Stud

 SWECLLS18 1/8" 1/4-28 31/32" 11/16" 19/32" 9/32" 2" 0.11

 SWECLLS316 3/16" 5/16-24 31/32" 11/16" 19/32" 9/32" 1  7/8" 0.13

With Handy Crimp Stud

 SWECLLI18 1/8" 19/32" 9/32" 4  1/16" 0.22

 SWECLLI316 3/16" 19/32" 9/32" 3  13/16" 0.26

LIFELINE SINGLE GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

LIFELINE INTERLOCKING GATE EYES  (SWIVEL TYPE)

316 Stainless Steel

HT-HEAD THICKNESS

HT-HEAD THICKNESS

HD-HEAD DIAMETER

HD-HEAD DIAMETER

H-HARDWARE FACTOR

H-HARDWARE FACTOR

F-EYE WIDTH

X-EYE DEPTH

W-WIRE DIAMETER

W-WIRE DIAMETER

HN
HN
HN
HN
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L - BODY LENGTHA - JAW DEPTH

E - JAW GAP

F - JAW WIDTH

C - FULLY CLOSED
O - FULLY OPEN

D - PIN DIAMETER
W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw 
Gap

F-Jaw 
Width

Weight 
lbs.

 14TTLL18 1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTLL532 5/32" 1/4-28 1/4" 9   9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24
 516TTLL316 3/16" 5/16-24 5/16" 10  11/16" 7  7/16" 5" 13/16" 5/16" 3/4" 0.39
 516TTLL14 1/4" 5/16-24 5/16" 10  3/4" 7  1/2" 5" 13/16" 5/16" 3/4" 0.42
 38TTLL14 1/4" 3/8-24 3/8" 1'-0  1/8" 8  3/8" 5  1/2" 1" 3/8" 57/64" 0.57

Metric Wire Sizes - Machine Swage

 14TTLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24

With Handy Crimp Stud

 14TTCLL18 1/8" 1/4-28 1/4" 9  11/16" 6  11/16" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 516TTCLL316 3/16" 5/16-24 5/16" 10  13/16" 7  9/16" 5" 13/16" 5/16" 3/4" 0.38

LIFELINE TOGGLE JAW TO SWAGE - 
CLOSED BODY
316 Stainless Steel

E-JAW GAP

F-JAW WIDTH

A-JAW DEPTH

D-PIN DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

L-BODY LENGTH

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER
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Right Hand Metric Wire Sizes, Machine Swage

 Part # W-Wire Ø P-Thread 
H-Hardware 

Factor
T-Thread Length Weight lbs.

 14SEM03RH 3mm 1/4-28 1/2" 2  1/4" 0.04
 14SEM04RH 4mm 1/4-28 9/16" 2  1/4" 0.05
 516SEM04RH 4mm 5/16-24 11/16" 2  3/8" 0.07
 516SEM05RH 5mm 5/16-24 3/4" 2  3/8" 0.09
 38SEM05RH 5mm 3/8-24 11/16" 2  7/8" 0.13
 38SEM06RH 6mm 3/8-24 3/4" 2  7/8" 0.20
 716SEM06RH 6mm 7/16-20 3/4" 2  3/4" 0.23
 12SEM06RH 6mm 1/2-20 3/4" 3  1/4" 0.28
 716SEM07RH 7mm 7/16-20 3/4" 2  3/4" 0.29
 12SEM07RH 7mm 1/2-20 3/4" 3  1/4" 0.33
 12SEM08RH 8mm 1/2-20 3/4" 3  1/4" 0.40
 58SEM08RH 8mm 5/8-18 3/4" 4" 0.55
 916SEM10RH 10mm 9/16-18 7/8" 4" 0.56
 58SEM10RH 10mm 5/8-18 3/4" 4" 0.62
 34SEM11RH 11mm 3/4-16 1" 5" 1.04
 34SEM12RH 12mm 3/4-16 1" 5" 1.19
 78SEM12RH 12mm 7/8-14 1  3/16" 6" 1.56
 78SEM14RH 14mm 7/8-14 1  1/4" 6" 1.90
 1SEM14RH 14mm 1-12 1  3/8" 6  1/4" 2.22
 1SEM16RH 16mm 1-12 1  5/16" 6  1/4" 2.73
 118SEM19RH 19mm 1  1/8-12 1  1/4" 7" 4.22
 114SEM22RH 22mm 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SEM26RH 26mm 1  3/8-12 1  3/8" 8  5/8" 9.33

Right Hand Extended Turnbuckle Studs, Machine Swage

 Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

OAL Length Weight lbs.

 14SE532EX6R 5/32" 1/4-28 2  5/16" 2  1/4" 6" 0.08
 516SE532EX7R 5/32" 5/16-24 2  15/16" 2  3/8" 7" 0.12
 516SE316EX7R 3/16" 5/16-24 3  5/16" 2  3/8" 7  5/8" 0.17
 38SE316EX8R 3/16" 3-8-24 3  1/8" 2  7/8" 8" 0.21
 38SE732EX8R 7/32" 3/8-24 2  15/16" 2  7/8" 8" 0.25
 38SE14EX8R 1/4" 3/8-24 2  5/8" 2  7/8" 8" 0.30
 12SE14EX12R 1/4" 1/2-20 6  3/8" 3  1/4" 12" 0.59
 12SE932EX12R 9/32" 1/2-20 6  5/16" 3  1/4" 12  1/4" 0.72
 12SE516EX12R 5/16" 1/2-20 5  7/8" 3  1/4" 12" 0.86
 58SE516EX12R 5/16" 5/8-18 5  1/16" 4" 12" 0.93
 58SE38EX12R 3/8" 5/8-18 4  5/8" 4" 12" 1.05

SWAGE RIGGING STUDS (CONTINUED)

316 Stainless Steel
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L - BODY LENGTHA - JAW DEPTH

E - JAW GAP

F - JAW WIDTH

C - FULLY CLOSED
O - FULLY OPEN

D - PIN DIAMETER
W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw 
Gap

F-Jaw 
Width

Weight 
lbs.

 14TTLL18 1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTLL532 5/32" 1/4-28 1/4" 9   9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24
 516TTLL316 3/16" 5/16-24 5/16" 10  11/16" 7  7/16" 5" 13/16" 5/16" 3/4" 0.39
 516TTLL14 1/4" 5/16-24 5/16" 10  3/4" 7  1/2" 5" 13/16" 5/16" 3/4" 0.42
 38TTLL14 1/4" 3/8-24 3/8" 1'-0  1/8" 8  3/8" 5  1/2" 1" 3/8" 57/64" 0.57

Metric Wire Sizes - Machine Swage

 14TTLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24

With Handy Crimp Stud

 14TTCLL18 1/8" 1/4-28 1/4" 9  11/16" 6  11/16" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 516TTCLL316 3/16" 5/16-24 5/16" 10  13/16" 7  9/16" 5" 13/16" 5/16" 3/4" 0.38

LIFELINE TOGGLE JAW TO SWAGE - 
CLOSED BODY
316 Stainless Steel

E-JAW GAP

F-JAW WIDTH

A-JAW DEPTH

D-PIN DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

L-BODY LENGTH

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER
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L - BODY LENGTHA - JAW DEPTH

E - JAW GAP

F - JAW WIDTH

C - FULLY CLOSED
O - FULLY OPEN

D - PIN DIAMETER
W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw 
Gap

F-Jaw 
Width

Weight 
lbs.

 14TTLL18 1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTLL532 5/32" 1/4-28 1/4" 9   9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24
 516TTLL316 3/16" 5/16-24 5/16" 10  11/16" 7  7/16" 5" 13/16" 5/16" 3/4" 0.39
 516TTLL14 1/4" 5/16-24 5/16" 10  3/4" 7  1/2" 5" 13/16" 5/16" 3/4" 0.42
 38TTLL14 1/4" 3/8-24 3/8" 1'-0  1/8" 8  3/8" 5  1/2" 1" 3/8" 57/64" 0.57

Metric Wire Sizes - Machine Swage

 14TTLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24

With Handy Crimp Stud

 14TTCLL18 1/8" 1/4-28 1/4" 9  11/16" 6  11/16" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 516TTCLL316 3/16" 5/16-24 5/16" 10  13/16" 7  9/16" 5" 13/16" 5/16" 3/4" 0.38

LIFELINE TOGGLE JAW TO SWAGE - 
CLOSED BODY
316 Stainless Steel

E-JAW GAP

F-JAW WIDTH

A-JAW DEPTH

D-PIN DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

L-BODY LENGTH

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER
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Imperial Wire Lifeline Studs - Machine Swage

Right Hand
Thread

Part #

Left Hand
Thread 

Part # W-Wire Ø Thread Size
T-Thread 
Length

H-Hardware 
Factor

Where
Used Weight lbs.

 10LL18RH  10LL18LH 1/8" 10-32 1  3/4" 3/8" TB-Clsd 0.01
 14LLE18RH  14LLE18LH 1/8" 1/4-28 7/16" 5/16" Gate Eye 0.01
 14LLP18RH  14LLP18LH 1/8" 1/4-28 1  1/2" 5/16" P-Hook3 0.02
 14LL18RH  14LL18LH 1/8" 1/4-28 2  1/4" 1/4" TB-Clsd 0.03
 14LL18RHCDH  14LL18LHCDH 1/8" 1/4-28 2  1/4" 1/4" TB-Open 0.03
 14ASLL18RH - 1/8" 1/4-28 3  1/4" 5/16" Adjuster 0.04
 14LLE532RH  14LLE532LH 5/32" 1/4-28 7/16" 3/8" Gate Eye 0.02
 14LLP532RH  14LLP532LH 5/32" 1/4-28 1  1/2" 3/8" P-Hook3 0.03
 14LL532RH  14LL532LH 5/32" 1/4-28 2  1/4" 3/8" TB-Clsd 0.04
 14LL532RHCDH  14LL532LHCDH 5/32" 1/4-28 2  1/4" 3/8" TB-Open 0.04
 14ASLL532RH - 5/32" 1/4-28 3  1/4" 7/16" Adjuster 0.05
 14LLE316RH  14LLE316LH 3/16" 1/4-28 7/16" 7/16" Gate Eye 0.03
 14LLP316RH  14LLP316LH 3/16" 1/4-28 1  1/2" 7/16" P-Hook3 0.04
 14LL316RH  14LL316LH 3/16" 1/4-28 2  1/4" 7/16" TB-Clsd 0.05
 14LL316RHCDH  14LL316LHCDH 3/16" 1/4-28 2  1/4" 7/16" TB-Open 0.05
 14ASLL316RH - 3/16" 1/4-28 3  1/4" 7/16" Adjuster 0.06
 516LL18RH - 1/8" 5/16-24 2  3/8" 9/16" P-Hook4 0.04
 516LLE532RH  516LLE532LH 5/32" 5/16-24 7/16" 9/16" Gate Eye 0.03
 516LLP532RH  516LLP532LH 5/32" 5/16-24 1  1/2" 9/16" - 0.04
 516LL532RH  516LL532LH 5/32" 5/16-24 2  3/8" 9/16" TB-Clsd 0.06
 516LL532RHCDH  516LL532LHCDH 5/32" 5/16-24 2  3/8" 9/16" TB-Open 0.06
 516LLE316RH  516LLE316LH 3/16" 5/16-24 7/16" 1/2" Gate Eye 0.04
 516LLP316RH  516LLP316LH 3/16" 5/16-24 1  1/2" 7/16" - 0.06
 516LL316RH  516LL316LH 3/16" 5/16-24 2  3/8" 7/16" TB-Clsd 0.07
 516LL316RHCDH  516LL316LHCDH 3/16" 5/16-24 2  3/8" 7/16" TB-Open 0.07
 516LLE14RH  516LLE14LH 1/4" 5/16-24 7/16" 11/16" Gate Eye 0.06
 516LLP14RH  516LLP14LH 1/4" 5/16-24 1  1/2" 3/8" - 0.07
 516LL14RH  516LL14LH 1/4" 5/16-24 2  3/8" 3/8" TB-Clsd 0.09
 516LL14RHCDH  516LL14LHCDH 1/4" 5/16-24 2  3/8" 3/8" TB-Open 0.09
 38LLE14RH  38LLE14LH 1/4" 3/8-24 7/16" 11/16" Gate Eye 0.06
 38LLP14RH  38LLP14LH 1/4" 3/8-24 1  1/2" 3/8" - 0.08
 38LL14RH 38LL14LH 1/4" 3/8-24 2  3/4" 7/16" TB-Clsd 0.12
 38LL14RHCDH 38LL14LHCDH 1/4" 3/8-24 2  3/4" 7/16" TB-Open 0.12

Metric Thread Lifeline Studs - Machine Swage

 6MLL18RH  6MLL18LH 1/8" 6mm 2  1/4" 1/4" - 0.03
 6MLL532RH  6MLL532LH 5/32" 6mm 2  1/4" 3/8" - 0.04
 6MLL316RH  6MLL316LH 3/16" 6mm 2  1/4" 7/16" - 0.05
 8MLL532RH  8MLL532LH 5/32" 8mm 2  3/8" 9/16" - 0.06
 8MLL316RH  8MLL316LH 3/16" 8mm 2  3/8" 1/2" - 0.07
 8MLL14RH  8MLL14LH 1/4" 8mm 2  3/8" 7/16" - 0.09

LIFELINE STUDS
316 Stainless Steel

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

H-HARDWARE FACTOR T-THREAD LENGTH

W-WIRE DIAMETER

CLOSED BODY STYLE

"CDH" SUFFIX (CROSS DRILL HOLE STYLE)
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Imperial Wire Lifeline Studs - Machine Swage

Right Hand
Thread

Part #

Left Hand
Thread 

Part # W-Wire Ø Thread Size
T-Thread 
Length

H-Hardware 
Factor

Where
Used Weight lbs.

 10LL18RH  10LL18LH 1/8" 10-32 1  3/4" 3/8" TB-Clsd 0.01
 14LLE18RH  14LLE18LH 1/8" 1/4-28 7/16" 5/16" Gate Eye 0.01
 14LLP18RH  14LLP18LH 1/8" 1/4-28 1  1/2" 5/16" P-Hook3 0.02
 14LL18RH  14LL18LH 1/8" 1/4-28 2  1/4" 1/4" TB-Clsd 0.03
 14LL18RHCDH  14LL18LHCDH 1/8" 1/4-28 2  1/4" 1/4" TB-Open 0.03
 14ASLL18RH - 1/8" 1/4-28 3  1/4" 5/16" Adjuster 0.04
 14LLE532RH  14LLE532LH 5/32" 1/4-28 7/16" 3/8" Gate Eye 0.02
 14LLP532RH  14LLP532LH 5/32" 1/4-28 1  1/2" 3/8" P-Hook3 0.03
 14LL532RH  14LL532LH 5/32" 1/4-28 2  1/4" 3/8" TB-Clsd 0.04
 14LL532RHCDH  14LL532LHCDH 5/32" 1/4-28 2  1/4" 3/8" TB-Open 0.04
 14ASLL532RH - 5/32" 1/4-28 3  1/4" 7/16" Adjuster 0.05
 14LLE316RH  14LLE316LH 3/16" 1/4-28 7/16" 7/16" Gate Eye 0.03
 14LLP316RH  14LLP316LH 3/16" 1/4-28 1  1/2" 7/16" P-Hook3 0.04
 14LL316RH  14LL316LH 3/16" 1/4-28 2  1/4" 7/16" TB-Clsd 0.05
 14LL316RHCDH  14LL316LHCDH 3/16" 1/4-28 2  1/4" 7/16" TB-Open 0.05
 14ASLL316RH - 3/16" 1/4-28 3  1/4" 7/16" Adjuster 0.06
 516LL18RH - 1/8" 5/16-24 2  3/8" 9/16" P-Hook4 0.04
 516LLE532RH  516LLE532LH 5/32" 5/16-24 7/16" 9/16" Gate Eye 0.03
 516LLP532RH  516LLP532LH 5/32" 5/16-24 1  1/2" 9/16" - 0.04
 516LL532RH  516LL532LH 5/32" 5/16-24 2  3/8" 9/16" TB-Clsd 0.06
 516LL532RHCDH  516LL532LHCDH 5/32" 5/16-24 2  3/8" 9/16" TB-Open 0.06
 516LLE316RH  516LLE316LH 3/16" 5/16-24 7/16" 1/2" Gate Eye 0.04
 516LLP316RH  516LLP316LH 3/16" 5/16-24 1  1/2" 7/16" - 0.06
 516LL316RH  516LL316LH 3/16" 5/16-24 2  3/8" 7/16" TB-Clsd 0.07
 516LL316RHCDH  516LL316LHCDH 3/16" 5/16-24 2  3/8" 7/16" TB-Open 0.07
 516LLE14RH  516LLE14LH 1/4" 5/16-24 7/16" 11/16" Gate Eye 0.06
 516LLP14RH  516LLP14LH 1/4" 5/16-24 1  1/2" 3/8" - 0.07
 516LL14RH  516LL14LH 1/4" 5/16-24 2  3/8" 3/8" TB-Clsd 0.09
 516LL14RHCDH  516LL14LHCDH 1/4" 5/16-24 2  3/8" 3/8" TB-Open 0.09
 38LLE14RH  38LLE14LH 1/4" 3/8-24 7/16" 11/16" Gate Eye 0.06
 38LLP14RH  38LLP14LH 1/4" 3/8-24 1  1/2" 3/8" - 0.08
 38LL14RH 38LL14LH 1/4" 3/8-24 2  3/4" 7/16" TB-Clsd 0.12
 38LL14RHCDH 38LL14LHCDH 1/4" 3/8-24 2  3/4" 7/16" TB-Open 0.12

Metric Thread Lifeline Studs - Machine Swage

 6MLL18RH  6MLL18LH 1/8" 6mm 2  1/4" 1/4" - 0.03
 6MLL532RH  6MLL532LH 5/32" 6mm 2  1/4" 3/8" - 0.04
 6MLL316RH  6MLL316LH 3/16" 6mm 2  1/4" 7/16" - 0.05
 8MLL532RH  8MLL532LH 5/32" 8mm 2  3/8" 9/16" - 0.06
 8MLL316RH  8MLL316LH 3/16" 8mm 2  3/8" 1/2" - 0.07
 8MLL14RH  8MLL14LH 1/4" 8mm 2  3/8" 7/16" - 0.09

LIFELINE STUDS
316 Stainless Steel

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

H-HARDWARE FACTOR T-THREAD LENGTH

W-WIRE DIAMETER

CLOSED BODY STYLE

"CDH" SUFFIX (CROSS DRILL HOLE STYLE)
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Imperial Wire Lifeline Studs - Machine Swage

Right Hand
Thread

Part #

Left Hand
Thread 

Part # W-Wire Ø Thread Size
T-Thread 
Length

H-Hardware 
Factor

Where
Used Weight lbs.

 10LL18RH  10LL18LH 1/8" 10-32 1  3/4" 3/8" TB-Clsd 0.01
 14LLE18RH  14LLE18LH 1/8" 1/4-28 7/16" 5/16" Gate Eye 0.01
 14LLP18RH  14LLP18LH 1/8" 1/4-28 1  1/2" 5/16" P-Hook3 0.02
 14LL18RH  14LL18LH 1/8" 1/4-28 2  1/4" 1/4" TB-Clsd 0.03
 14LL18RHCDH  14LL18LHCDH 1/8" 1/4-28 2  1/4" 1/4" TB-Open 0.03
 14ASLL18RH - 1/8" 1/4-28 3  1/4" 5/16" Adjuster 0.04
 14LLE532RH  14LLE532LH 5/32" 1/4-28 7/16" 3/8" Gate Eye 0.02
 14LLP532RH  14LLP532LH 5/32" 1/4-28 1  1/2" 3/8" P-Hook3 0.03
 14LL532RH  14LL532LH 5/32" 1/4-28 2  1/4" 3/8" TB-Clsd 0.04
 14LL532RHCDH  14LL532LHCDH 5/32" 1/4-28 2  1/4" 3/8" TB-Open 0.04
 14ASLL532RH - 5/32" 1/4-28 3  1/4" 7/16" Adjuster 0.05
 14LLE316RH  14LLE316LH 3/16" 1/4-28 7/16" 7/16" Gate Eye 0.03
 14LLP316RH  14LLP316LH 3/16" 1/4-28 1  1/2" 7/16" P-Hook3 0.04
 14LL316RH  14LL316LH 3/16" 1/4-28 2  1/4" 7/16" TB-Clsd 0.05
 14LL316RHCDH  14LL316LHCDH 3/16" 1/4-28 2  1/4" 7/16" TB-Open 0.05
 14ASLL316RH - 3/16" 1/4-28 3  1/4" 7/16" Adjuster 0.06
 516LL18RH - 1/8" 5/16-24 2  3/8" 9/16" P-Hook4 0.04
 516LLE532RH  516LLE532LH 5/32" 5/16-24 7/16" 9/16" Gate Eye 0.03
 516LLP532RH  516LLP532LH 5/32" 5/16-24 1  1/2" 9/16" - 0.04
 516LL532RH  516LL532LH 5/32" 5/16-24 2  3/8" 9/16" TB-Clsd 0.06
 516LL532RHCDH  516LL532LHCDH 5/32" 5/16-24 2  3/8" 9/16" TB-Open 0.06
 516LLE316RH  516LLE316LH 3/16" 5/16-24 7/16" 1/2" Gate Eye 0.04
 516LLP316RH  516LLP316LH 3/16" 5/16-24 1  1/2" 7/16" - 0.06
 516LL316RH  516LL316LH 3/16" 5/16-24 2  3/8" 7/16" TB-Clsd 0.07
 516LL316RHCDH  516LL316LHCDH 3/16" 5/16-24 2  3/8" 7/16" TB-Open 0.07
 516LLE14RH  516LLE14LH 1/4" 5/16-24 7/16" 11/16" Gate Eye 0.06
 516LLP14RH  516LLP14LH 1/4" 5/16-24 1  1/2" 3/8" - 0.07
 516LL14RH  516LL14LH 1/4" 5/16-24 2  3/8" 3/8" TB-Clsd 0.09
 516LL14RHCDH  516LL14LHCDH 1/4" 5/16-24 2  3/8" 3/8" TB-Open 0.09
 38LLE14RH  38LLE14LH 1/4" 3/8-24 7/16" 11/16" Gate Eye 0.06
 38LLP14RH  38LLP14LH 1/4" 3/8-24 1  1/2" 3/8" - 0.08
 38LL14RH 38LL14LH 1/4" 3/8-24 2  3/4" 7/16" TB-Clsd 0.12
 38LL14RHCDH 38LL14LHCDH 1/4" 3/8-24 2  3/4" 7/16" TB-Open 0.12

Metric Thread Lifeline Studs - Machine Swage

 6MLL18RH  6MLL18LH 1/8" 6mm 2  1/4" 1/4" - 0.03
 6MLL532RH  6MLL532LH 5/32" 6mm 2  1/4" 3/8" - 0.04
 6MLL316RH  6MLL316LH 3/16" 6mm 2  1/4" 7/16" - 0.05
 8MLL532RH  8MLL532LH 5/32" 8mm 2  3/8" 9/16" - 0.06
 8MLL316RH  8MLL316LH 3/16" 8mm 2  3/8" 1/2" - 0.07
 8MLL14RH  8MLL14LH 1/4" 8mm 2  3/8" 7/16" - 0.09

LIFELINE STUDS
316 Stainless Steel

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

H-HARDWARE FACTOR T-THREAD LENGTH

W-WIRE DIAMETER

CLOSED BODY STYLE

"CDH" SUFFIX (CROSS DRILL HOLE STYLE)
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Imperial Wire Lifeline Studs - Machine Swage

Right HandThreadPart #
Left HandThread Part #

W-Wire Ø
Thread Size T-Thread Length H-Hardware Factor WhereUsed

Weight lbs.

 10LL18RH

 10LL18LH

1/8"

10-32

1  3/4"

3/8"
TB-Clsd

0.01

 14LLE18RH

 14LLE18LH

1/8"

1/4-28

7/16"

5/16"
Gate Eye

0.01

 14LLP18RH

 14LLP18LH

1/8"

1/4-28

1  1/2"

5/16"
P-Hook3

0.02

 14LL18RH

 14LL18LH

1/8"

1/4-28

2  1/4"

1/4"
TB-Clsd

0.03

 14LL18RHCDH
 14LL18LHCDH

1/8"

1/4-28

2  1/4"

1/4"
TB-Open

0.03

 14ASLL18RH

-

1/8"

1/4-28

3  1/4"

5/16"
Adjuster

0.04

 14LLE532RH
 14LLE532LH

5/32"
1/4-28

7/16"

3/8"
Gate Eye

0.02

 14LLP532RH
 14LLP532LH

5/32"
1/4-28

1  1/2"

3/8"
P-Hook3

0.03

 14LL532RH
 14LL532LH

5/32"
1/4-28

2  1/4"

3/8"
TB-Clsd

0.04

 14LL532RHCDH
 14LL532LHCDH

5/32"
1/4-28

2  1/4"

3/8"
TB-Open

0.04

 14ASLL532RH

-

5/32"
1/4-28

3  1/4"

7/16"
Adjuster

0.05

 14LLE316RH
 14LLE316LH

3/16"
1/4-28

7/16"

7/16"
Gate Eye

0.03

 14LLP316RH
 14LLP316LH

3/16"
1/4-28

1  1/2"

7/16"
P-Hook3

0.04

 14LL316RH

 14LL316LH

3/16"
1/4-28

2  1/4"

7/16"
TB-Clsd

0.05

 14LL316RHCDH
 14LL316LHCDH

3/16"
1/4-28

2  1/4"

7/16"
TB-Open

0.05

 14ASLL316RH

-

3/16"
1/4-28

3  1/4"

7/16"
Adjuster

0.06

 516LL18RH

-

1/8"
5/16-24

2  3/8"
9/16"

P-Hook4
0.04

 516LLE532RH
 516LLE532LH

5/32"
5/16-24

7/16"

9/16"
Gate Eye

0.03

 516LLP532RH
 516LLP532LH

5/32"
5/16-24

1  1/2"

9/16"

-

0.04

 516LL532RH
 516LL532LH

5/32"
5/16-24

2  3/8"
9/16"

TB-Clsd
0.06

 516LL532RHCDH
 516LL532LHCDH

5/32"
5/16-24

2  3/8"
9/16"

TB-Open
0.06

 516LLE316RH
 516LLE316LH

3/16"
5/16-24

7/16"

1/2"
Gate Eye

0.04

 516LLP316RH
 516LLP316LH

3/16"
5/16-24

1  1/2"

7/16"

-

0.06

 516LL316RH
 516LL316LH

3/16"
5/16-24

2  3/8"
7/16"

TB-Clsd
0.07

 516LL316RHCDH
 516LL316LHCDH

3/16"
5/16-24

2  3/8"
7/16"

TB-Open
0.07

 516LLE14RH
 516LLE14LH

1/4"
5/16-24

7/16"

11/16"
Gate Eye

0.06

 516LLP14RH
 516LLP14LH

1/4"
5/16-24

1  1/2"

3/8"

-

0.07

 516LL14RH

 516LL14LH

1/4"
5/16-24

2  3/8"

3/8"
TB-Clsd

0.09

 516LL14RHCDH
 516LL14LHCDH

1/4"
5/16-24

2  3/8"

3/8"
TB-Open

0.09

 38LLE14RH
 38LLE14LH

1/4"
3/8-24

7/16"

11/16"
Gate Eye

0.06

 38LLP14RH
 38LLP14LH

1/4"
3/8-24

1  1/2"

3/8"

-

0.08

 38LL14RH

38LL14LH

1/4"
3/8-24

2  3/4"
7/16"

TB-Clsd
0.12

 38LL14RHCDH
38LL14LHCDH

1/4"
3/8-24

2  3/4"
7/16"

TB-Open
0.12

Metric Thread Lifeline Studs - Machine Swage

 6MLL18RH

 6MLL18LH

1/8"

6mm

2  1/4"

1/4"

-

0.03

 6MLL532RH
 6MLL532LH

5/32"
6mm

2  1/4"

3/8"

-

0.04

 6MLL316RH
 6MLL316LH

3/16"

6mm

2  1/4"

7/16"

-

0.05

 8MLL532RH
 8MLL532LH

5/32"
8mm

2  3/8"
9/16"

-

0.06

 8MLL316RH
 8MLL316LH

3/16"

8mm

2  3/8"

1/2"

-

0.07

 8MLL14RH

 8MLL14LH

1/4"

8mm

2  3/8"
7/16"

-

0.09

LIFELINE STUDS

316 Stainless Steel

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR

T - THREAD LENGTH

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR

T - THREAD LENGTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

H-HARDWARE FACTOR

T-THREAD LENGTHW-WIRE DIAMETER

CLOSED BODY STYLE

"CDH" SUFFIX (CROSS DRILL HOLE STYLE)
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Right Hand Metric Wire Sizes, Machine Swage

 Part # W-Wire Ø P-Thread 
H-Hardware 

Factor
T-Thread Length Weight lbs.

 14SEM03RH 3mm 1/4-28 1/2" 2  1/4" 0.04
 14SEM04RH 4mm 1/4-28 9/16" 2  1/4" 0.05
 516SEM04RH 4mm 5/16-24 11/16" 2  3/8" 0.07
 516SEM05RH 5mm 5/16-24 3/4" 2  3/8" 0.09
 38SEM05RH 5mm 3/8-24 11/16" 2  7/8" 0.13
 38SEM06RH 6mm 3/8-24 3/4" 2  7/8" 0.20
 716SEM06RH 6mm 7/16-20 3/4" 2  3/4" 0.23
 12SEM06RH 6mm 1/2-20 3/4" 3  1/4" 0.28
 716SEM07RH 7mm 7/16-20 3/4" 2  3/4" 0.29
 12SEM07RH 7mm 1/2-20 3/4" 3  1/4" 0.33
 12SEM08RH 8mm 1/2-20 3/4" 3  1/4" 0.40
 58SEM08RH 8mm 5/8-18 3/4" 4" 0.55
 916SEM10RH 10mm 9/16-18 7/8" 4" 0.56
 58SEM10RH 10mm 5/8-18 3/4" 4" 0.62
 34SEM11RH 11mm 3/4-16 1" 5" 1.04
 34SEM12RH 12mm 3/4-16 1" 5" 1.19
 78SEM12RH 12mm 7/8-14 1  3/16" 6" 1.56
 78SEM14RH 14mm 7/8-14 1  1/4" 6" 1.90
 1SEM14RH 14mm 1-12 1  3/8" 6  1/4" 2.22
 1SEM16RH 16mm 1-12 1  5/16" 6  1/4" 2.73
 118SEM19RH 19mm 1  1/8-12 1  1/4" 7" 4.22
 114SEM22RH 22mm 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SEM26RH 26mm 1  3/8-12 1  3/8" 8  5/8" 9.33

Right Hand Extended Turnbuckle Studs, Machine Swage

 Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

OAL Length Weight lbs.

 14SE532EX6R 5/32" 1/4-28 2  5/16" 2  1/4" 6" 0.08
 516SE532EX7R 5/32" 5/16-24 2  15/16" 2  3/8" 7" 0.12
 516SE316EX7R 3/16" 5/16-24 3  5/16" 2  3/8" 7  5/8" 0.17
 38SE316EX8R 3/16" 3-8-24 3  1/8" 2  7/8" 8" 0.21
 38SE732EX8R 7/32" 3/8-24 2  15/16" 2  7/8" 8" 0.25
 38SE14EX8R 1/4" 3/8-24 2  5/8" 2  7/8" 8" 0.30
 12SE14EX12R 1/4" 1/2-20 6  3/8" 3  1/4" 12" 0.59
 12SE932EX12R 9/32" 1/2-20 6  5/16" 3  1/4" 12  1/4" 0.72
 12SE516EX12R 5/16" 1/2-20 5  7/8" 3  1/4" 12" 0.86
 58SE516EX12R 5/16" 5/8-18 5  1/16" 4" 12" 0.93
 58SE38EX12R 3/8" 5/8-18 4  5/8" 4" 12" 1.05

SWAGE RIGGING STUDS (CONTINUED)

316 Stainless Steel

HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN

HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
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Imperial Wire Lifeline Studs - Machine Swage

Right Hand
Thread

Part #

Left Hand
Thread 

Part # W-Wire Ø Thread Size
T-Thread 
Length

H-Hardware 
Factor

Where
Used Weight lbs.

 10LL18RH  10LL18LH 1/8" 10-32 1  3/4" 3/8" TB-Clsd 0.01
 14LLE18RH  14LLE18LH 1/8" 1/4-28 7/16" 5/16" Gate Eye 0.01
 14LLP18RH  14LLP18LH 1/8" 1/4-28 1  1/2" 5/16" P-Hook3 0.02
 14LL18RH  14LL18LH 1/8" 1/4-28 2  1/4" 1/4" TB-Clsd 0.03
 14LL18RHCDH  14LL18LHCDH 1/8" 1/4-28 2  1/4" 1/4" TB-Open 0.03
 14ASLL18RH - 1/8" 1/4-28 3  1/4" 5/16" Adjuster 0.04
 14LLE532RH  14LLE532LH 5/32" 1/4-28 7/16" 3/8" Gate Eye 0.02
 14LLP532RH  14LLP532LH 5/32" 1/4-28 1  1/2" 3/8" P-Hook3 0.03
 14LL532RH  14LL532LH 5/32" 1/4-28 2  1/4" 3/8" TB-Clsd 0.04
 14LL532RHCDH  14LL532LHCDH 5/32" 1/4-28 2  1/4" 3/8" TB-Open 0.04
 14ASLL532RH - 5/32" 1/4-28 3  1/4" 7/16" Adjuster 0.05
 14LLE316RH  14LLE316LH 3/16" 1/4-28 7/16" 7/16" Gate Eye 0.03
 14LLP316RH  14LLP316LH 3/16" 1/4-28 1  1/2" 7/16" P-Hook3 0.04
 14LL316RH  14LL316LH 3/16" 1/4-28 2  1/4" 7/16" TB-Clsd 0.05
 14LL316RHCDH  14LL316LHCDH 3/16" 1/4-28 2  1/4" 7/16" TB-Open 0.05
 14ASLL316RH - 3/16" 1/4-28 3  1/4" 7/16" Adjuster 0.06
 516LL18RH - 1/8" 5/16-24 2  3/8" 9/16" P-Hook4 0.04
 516LLE532RH  516LLE532LH 5/32" 5/16-24 7/16" 9/16" Gate Eye 0.03
 516LLP532RH  516LLP532LH 5/32" 5/16-24 1  1/2" 9/16" - 0.04
 516LL532RH  516LL532LH 5/32" 5/16-24 2  3/8" 9/16" TB-Clsd 0.06
 516LL532RHCDH  516LL532LHCDH 5/32" 5/16-24 2  3/8" 9/16" TB-Open 0.06
 516LLE316RH  516LLE316LH 3/16" 5/16-24 7/16" 1/2" Gate Eye 0.04
 516LLP316RH  516LLP316LH 3/16" 5/16-24 1  1/2" 7/16" - 0.06
 516LL316RH  516LL316LH 3/16" 5/16-24 2  3/8" 7/16" TB-Clsd 0.07
 516LL316RHCDH  516LL316LHCDH 3/16" 5/16-24 2  3/8" 7/16" TB-Open 0.07
 516LLE14RH  516LLE14LH 1/4" 5/16-24 7/16" 11/16" Gate Eye 0.06
 516LLP14RH  516LLP14LH 1/4" 5/16-24 1  1/2" 3/8" - 0.07
 516LL14RH  516LL14LH 1/4" 5/16-24 2  3/8" 3/8" TB-Clsd 0.09
 516LL14RHCDH  516LL14LHCDH 1/4" 5/16-24 2  3/8" 3/8" TB-Open 0.09
 38LLE14RH  38LLE14LH 1/4" 3/8-24 7/16" 11/16" Gate Eye 0.06
 38LLP14RH  38LLP14LH 1/4" 3/8-24 1  1/2" 3/8" - 0.08
 38LL14RH 38LL14LH 1/4" 3/8-24 2  3/4" 7/16" TB-Clsd 0.12
 38LL14RHCDH 38LL14LHCDH 1/4" 3/8-24 2  3/4" 7/16" TB-Open 0.12

Metric Thread Lifeline Studs - Machine Swage

 6MLL18RH  6MLL18LH 1/8" 6mm 2  1/4" 1/4" - 0.03
 6MLL532RH  6MLL532LH 5/32" 6mm 2  1/4" 3/8" - 0.04
 6MLL316RH  6MLL316LH 3/16" 6mm 2  1/4" 7/16" - 0.05
 8MLL532RH  8MLL532LH 5/32" 8mm 2  3/8" 9/16" - 0.06
 8MLL316RH  8MLL316LH 3/16" 8mm 2  3/8" 1/2" - 0.07
 8MLL14RH  8MLL14LH 1/4" 8mm 2  3/8" 7/16" - 0.09

LIFELINE STUDS
316 Stainless Steel

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

H-HARDWARE FACTOR T-THREAD LENGTH

W-WIRE DIAMETER

CLOSED BODY STYLE

"CDH" SUFFIX (CROSS DRILL HOLE STYLE)
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Imperial Wire Lifeline Studs - Machine Swage

Right Hand
Thread

Part #

Left Hand
Thread 

Part # W-Wire Ø Thread Size
T-Thread 
Length

H-Hardware 
Factor

Where
Used Weight lbs.

 10LL18RH  10LL18LH 1/8" 10-32 1  3/4" 3/8" TB-Clsd 0.01
 14LLE18RH  14LLE18LH 1/8" 1/4-28 7/16" 5/16" Gate Eye 0.01
 14LLP18RH  14LLP18LH 1/8" 1/4-28 1  1/2" 5/16" P-Hook3 0.02
 14LL18RH  14LL18LH 1/8" 1/4-28 2  1/4" 1/4" TB-Clsd 0.03
 14LL18RHCDH  14LL18LHCDH 1/8" 1/4-28 2  1/4" 1/4" TB-Open 0.03
 14ASLL18RH - 1/8" 1/4-28 3  1/4" 5/16" Adjuster 0.04
 14LLE532RH  14LLE532LH 5/32" 1/4-28 7/16" 3/8" Gate Eye 0.02
 14LLP532RH  14LLP532LH 5/32" 1/4-28 1  1/2" 3/8" P-Hook3 0.03
 14LL532RH  14LL532LH 5/32" 1/4-28 2  1/4" 3/8" TB-Clsd 0.04
 14LL532RHCDH  14LL532LHCDH 5/32" 1/4-28 2  1/4" 3/8" TB-Open 0.04
 14ASLL532RH - 5/32" 1/4-28 3  1/4" 7/16" Adjuster 0.05
 14LLE316RH  14LLE316LH 3/16" 1/4-28 7/16" 7/16" Gate Eye 0.03
 14LLP316RH  14LLP316LH 3/16" 1/4-28 1  1/2" 7/16" P-Hook3 0.04
 14LL316RH  14LL316LH 3/16" 1/4-28 2  1/4" 7/16" TB-Clsd 0.05
 14LL316RHCDH  14LL316LHCDH 3/16" 1/4-28 2  1/4" 7/16" TB-Open 0.05
 14ASLL316RH - 3/16" 1/4-28 3  1/4" 7/16" Adjuster 0.06
 516LL18RH - 1/8" 5/16-24 2  3/8" 9/16" P-Hook4 0.04
 516LLE532RH  516LLE532LH 5/32" 5/16-24 7/16" 9/16" Gate Eye 0.03
 516LLP532RH  516LLP532LH 5/32" 5/16-24 1  1/2" 9/16" - 0.04
 516LL532RH  516LL532LH 5/32" 5/16-24 2  3/8" 9/16" TB-Clsd 0.06
 516LL532RHCDH  516LL532LHCDH 5/32" 5/16-24 2  3/8" 9/16" TB-Open 0.06
 516LLE316RH  516LLE316LH 3/16" 5/16-24 7/16" 1/2" Gate Eye 0.04
 516LLP316RH  516LLP316LH 3/16" 5/16-24 1  1/2" 7/16" - 0.06
 516LL316RH  516LL316LH 3/16" 5/16-24 2  3/8" 7/16" TB-Clsd 0.07
 516LL316RHCDH  516LL316LHCDH 3/16" 5/16-24 2  3/8" 7/16" TB-Open 0.07
 516LLE14RH  516LLE14LH 1/4" 5/16-24 7/16" 11/16" Gate Eye 0.06
 516LLP14RH  516LLP14LH 1/4" 5/16-24 1  1/2" 3/8" - 0.07
 516LL14RH  516LL14LH 1/4" 5/16-24 2  3/8" 3/8" TB-Clsd 0.09
 516LL14RHCDH  516LL14LHCDH 1/4" 5/16-24 2  3/8" 3/8" TB-Open 0.09
 38LLE14RH  38LLE14LH 1/4" 3/8-24 7/16" 11/16" Gate Eye 0.06
 38LLP14RH  38LLP14LH 1/4" 3/8-24 1  1/2" 3/8" - 0.08
 38LL14RH 38LL14LH 1/4" 3/8-24 2  3/4" 7/16" TB-Clsd 0.12
 38LL14RHCDH 38LL14LHCDH 1/4" 3/8-24 2  3/4" 7/16" TB-Open 0.12

Metric Thread Lifeline Studs - Machine Swage

 6MLL18RH  6MLL18LH 1/8" 6mm 2  1/4" 1/4" - 0.03
 6MLL532RH  6MLL532LH 5/32" 6mm 2  1/4" 3/8" - 0.04
 6MLL316RH  6MLL316LH 3/16" 6mm 2  1/4" 7/16" - 0.05
 8MLL532RH  8MLL532LH 5/32" 8mm 2  3/8" 9/16" - 0.06
 8MLL316RH  8MLL316LH 3/16" 8mm 2  3/8" 1/2" - 0.07
 8MLL14RH  8MLL14LH 1/4" 8mm 2  3/8" 7/16" - 0.09

LIFELINE STUDS
316 Stainless Steel

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

"CDH" Suffix (Cross Drill Hole Style)

CLOSED BODY STYLE

W - WIRE SIZE

H - HARDWARE FACTOR T - THREAD LENGTH

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

H-HARDWARE FACTOR T-THREAD LENGTH

W-WIRE DIAMETER

CLOSED BODY STYLE

"CDH" SUFFIX (CROSS DRILL HOLE STYLE)
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Imperial Wire Sizes - Machine Swage

Part # W-Wire Ø Thread O-Open L C-Closed L Weight lbs.

FPHLL183 1/8" 1/4-28 RH 4" 3" 0.19
FPHLL5323 5/32" 1/4-28 RH 4  1/8" 3  1/8" 0.20
FPHLL3163 3/16" 1/4-28 RH 4  1/4" 3  1/4" 0.21

Metric Wire Sizes - Machine Swage

FPHLLM033 3mm 1/4-28 RH 4" 3" 0.19
FPHLLM043 4mm 1/4-28 RH 4  1/8" 3  1/8" 0.20
FPHLLM053 5mm 1/4-28 RH 4  1/4" 3  1/4" 0.21

With Handy Crimp Stud

FPHCLL183 1/8" 1/4-28 RH 4  1/4" 3  1/4" 0.20
FPHCLL3163 3/16" 1/4-28 RH 4  3/8" 3  3/8" 0.20

Imperial Wire Sizes - Machine Swage

Part # W-Wire Ø Thread O-Open L C-Closed L Weight lbs.

FPHLL18 1/8" 5/16-24 RH 6" 4  1/2" 0.37
FPHLL532 5/32" 5/16-24 RH 6  1/8" 4  5/8" 0.37
FPHLL316 3/16" 5/16-24 RH 6" 4  1/2" 0.38
FPHLL14 1/4" 5/16-24 RH 6  1/8" 4  5/8" 0.40

Metric Wire Sizes - Machine Swage

FPHLLM04 4mm 5/16-24 RH 6  1/8" 4  5/8" 0.37
FPHLLM05 5mm 5/16-24 RH 6" 4  1/2" 0.38
FPHLLM06 6mm 5/16-24 RH 6" 4  5/8" 0.41

With Handy Crimp Stud

FPHCLL18 1/8" 5/16-24 RH 6  1/8" 4  5/8" 0.37

FPHCLL316 3/16" 5/16-24 RH 6  1/8" 4  5/8" 0.37

4 INCH POSITIVE LOCKING PELICAN HOOKS
316 Stainless Steel

3 INCH POSITIVE LOCKING PELICAN HOOKS
316 Stainless Steel

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

W-WIRE DIAMETER

W-WIRE DIAMETER

C-FULLY CLOSED
O-FULLY OPEN
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Imperial Wire Sizes - Machine Swage

Part #

W-Wire Ø

Thread
O-Open L

C-Closed L
Weight lbs.

FPHLL183

1/8"

1/4-28 RH

4"

3"

0.19

FPHLL5323

5/32"

1/4-28 RH

4  1/8"

3  1/8"

0.20

FPHLL3163

3/16"

1/4-28 RH

4  1/4"

3  1/4"

0.21

Metric Wire Sizes - Machine Swage

FPHLLM033

3mm

1/4-28 RH

4"

3"

0.19

FPHLLM043

4mm

1/4-28 RH

4  1/8"

3  1/8"

0.20

FPHLLM053

5mm

1/4-28 RH

4  1/4"

3  1/4"

0.21

With Handy Crimp Stud

FPHCLL183

1/8"

1/4-28 RH

4  1/4"

3  1/4"

0.20

FPHCLL3163

3/16"

1/4-28 RH
4  3/8"

3  3/8"

0.20

Imperial Wire Sizes - Machine Swage

Part #

W-Wire Ø
Thread

O-Open L
C-Closed L

Weight lbs.

FPHLL18

1/8"

5/16-24 RH

6"

4  1/2"

0.37

FPHLL532

5/32"
5/16-24 RH

6  1/8"

4  5/8"

0.37

FPHLL316

3/16"
5/16-24 RH

6"

4  1/2"

0.38

FPHLL14

1/4"

5/16-24 RH
6  1/8"

4  5/8"

0.40

Metric Wire Sizes - Machine Swage

FPHLLM04

4mm

5/16-24 RH
6  1/8"

4  5/8"

0.37

FPHLLM05

5mm

5/16-24 RH

6"

4  1/2"

0.38

FPHLLM06

6mm

5/16-24 RH

6"

4  5/8"

0.41

With Handy Crimp Stud

FPHCLL18

1/8"

5/16-24 RH
6  1/8"

4  5/8"

0.37

FPHCLL316

3/16"
5/16-24 RH

6  1/8"

4  5/8"

0.37

4 INCH POSITIVE LOCKING PELICAN HOOKS

316 Stainless Steel

3 INCH POSITIVE LOCKING PELICAN HOOKS

316 Stainless Steel

C - FULLY CLOSED

O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED

O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED

O - FULLY OPEN

W - WIRE DIAMETER

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

C - FULLY CLOSED

O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED

O - FULLY OPEN

W - WIRE DIAMETER

C-FULLY CLOSED

O-FULLY OPEN

W-WIRE DIAMETER

W-WIRE DIAMETER

C-FULLY CLOSED

O-FULLY OPEN
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Imperial Wire Sizes - Machine Swage

Part # W-Wire Ø Thread O-Open L C-Closed L Weight lbs.

FPHLL183 1/8" 1/4-28 RH 4" 3" 0.19
FPHLL5323 5/32" 1/4-28 RH 4  1/8" 3  1/8" 0.20
FPHLL3163 3/16" 1/4-28 RH 4  1/4" 3  1/4" 0.21

Metric Wire Sizes - Machine Swage

FPHLLM033 3mm 1/4-28 RH 4" 3" 0.19
FPHLLM043 4mm 1/4-28 RH 4  1/8" 3  1/8" 0.20
FPHLLM053 5mm 1/4-28 RH 4  1/4" 3  1/4" 0.21

With Handy Crimp Stud

FPHCLL183 1/8" 1/4-28 RH 4  1/4" 3  1/4" 0.20
FPHCLL3163 3/16" 1/4-28 RH 4  3/8" 3  3/8" 0.20

Imperial Wire Sizes - Machine Swage

Part # W-Wire Ø Thread O-Open L C-Closed L Weight lbs.

FPHLL18 1/8" 5/16-24 RH 6" 4  1/2" 0.37
FPHLL532 5/32" 5/16-24 RH 6  1/8" 4  5/8" 0.37
FPHLL316 3/16" 5/16-24 RH 6" 4  1/2" 0.38
FPHLL14 1/4" 5/16-24 RH 6  1/8" 4  5/8" 0.40

Metric Wire Sizes - Machine Swage

FPHLLM04 4mm 5/16-24 RH 6  1/8" 4  5/8" 0.37
FPHLLM05 5mm 5/16-24 RH 6" 4  1/2" 0.38
FPHLLM06 6mm 5/16-24 RH 6" 4  5/8" 0.41

With Handy Crimp Stud

FPHCLL18 1/8" 5/16-24 RH 6  1/8" 4  5/8" 0.37

FPHCLL316 3/16" 5/16-24 RH 6  1/8" 4  5/8" 0.37

4 INCH POSITIVE LOCKING PELICAN HOOKS
316 Stainless Steel

3 INCH POSITIVE LOCKING PELICAN HOOKS
316 Stainless Steel

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

W-WIRE DIAMETER

W-WIRE DIAMETER

C-FULLY CLOSED
O-FULLY OPEN
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Imperial Wire Sizes - Machine Swage

Part # W-Wire Ø Thread O-Open L C-Closed L Weight lbs.

FPHLL183 1/8" 1/4-28 RH 4" 3" 0.19
FPHLL5323 5/32" 1/4-28 RH 4  1/8" 3  1/8" 0.20
FPHLL3163 3/16" 1/4-28 RH 4  1/4" 3  1/4" 0.21

Metric Wire Sizes - Machine Swage

FPHLLM033 3mm 1/4-28 RH 4" 3" 0.19
FPHLLM043 4mm 1/4-28 RH 4  1/8" 3  1/8" 0.20
FPHLLM053 5mm 1/4-28 RH 4  1/4" 3  1/4" 0.21

With Handy Crimp Stud

FPHCLL183 1/8" 1/4-28 RH 4  1/4" 3  1/4" 0.20
FPHCLL3163 3/16" 1/4-28 RH 4  3/8" 3  3/8" 0.20

Imperial Wire Sizes - Machine Swage

Part # W-Wire Ø Thread O-Open L C-Closed L Weight lbs.

FPHLL18 1/8" 5/16-24 RH 6" 4  1/2" 0.37
FPHLL532 5/32" 5/16-24 RH 6  1/8" 4  5/8" 0.37
FPHLL316 3/16" 5/16-24 RH 6" 4  1/2" 0.38
FPHLL14 1/4" 5/16-24 RH 6  1/8" 4  5/8" 0.40

Metric Wire Sizes - Machine Swage

FPHLLM04 4mm 5/16-24 RH 6  1/8" 4  5/8" 0.37
FPHLLM05 5mm 5/16-24 RH 6" 4  1/2" 0.38
FPHLLM06 6mm 5/16-24 RH 6" 4  5/8" 0.41

With Handy Crimp Stud

FPHCLL18 1/8" 5/16-24 RH 6  1/8" 4  5/8" 0.37

FPHCLL316 3/16" 5/16-24 RH 6  1/8" 4  5/8" 0.37

4 INCH POSITIVE LOCKING PELICAN HOOKS
316 Stainless Steel

3 INCH POSITIVE LOCKING PELICAN HOOKS
316 Stainless Steel

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

W-WIRE DIAMETER

W-WIRE DIAMETER

C-FULLY CLOSED
O-FULLY OPEN
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Imperial Wire Sizes - Machine Swage

Part # W-Wire Ø Thread O-Open L C-Closed L Weight lbs.

FPHLL183 1/8" 1/4-28 RH 4" 3" 0.19
FPHLL5323 5/32" 1/4-28 RH 4  1/8" 3  1/8" 0.20
FPHLL3163 3/16" 1/4-28 RH 4  1/4" 3  1/4" 0.21

Metric Wire Sizes - Machine Swage

FPHLLM033 3mm 1/4-28 RH 4" 3" 0.19
FPHLLM043 4mm 1/4-28 RH 4  1/8" 3  1/8" 0.20
FPHLLM053 5mm 1/4-28 RH 4  1/4" 3  1/4" 0.21

With Handy Crimp Stud

FPHCLL183 1/8" 1/4-28 RH 4  1/4" 3  1/4" 0.20
FPHCLL3163 3/16" 1/4-28 RH 4  3/8" 3  3/8" 0.20

Imperial Wire Sizes - Machine Swage

Part # W-Wire Ø Thread O-Open L C-Closed L Weight lbs.

FPHLL18 1/8" 5/16-24 RH 6" 4  1/2" 0.37
FPHLL532 5/32" 5/16-24 RH 6  1/8" 4  5/8" 0.37
FPHLL316 3/16" 5/16-24 RH 6" 4  1/2" 0.38
FPHLL14 1/4" 5/16-24 RH 6  1/8" 4  5/8" 0.40

Metric Wire Sizes - Machine Swage

FPHLLM04 4mm 5/16-24 RH 6  1/8" 4  5/8" 0.37
FPHLLM05 5mm 5/16-24 RH 6" 4  1/2" 0.38
FPHLLM06 6mm 5/16-24 RH 6" 4  5/8" 0.41

With Handy Crimp Stud

FPHCLL18 1/8" 5/16-24 RH 6  1/8" 4  5/8" 0.37

FPHCLL316 3/16" 5/16-24 RH 6  1/8" 4  5/8" 0.37

4 INCH POSITIVE LOCKING PELICAN HOOKS
316 Stainless Steel

3 INCH POSITIVE LOCKING PELICAN HOOKS
316 Stainless Steel

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C - FULLY CLOSED
O - FULLY OPEN

W - WIRE DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

W-WIRE DIAMETER

W-WIRE DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

HN
HN
HN
HN
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Right Hand Metric Wire Sizes, Machine Swage

 Part # W-Wire Ø P-Thread 
H-Hardware 

Factor
T-Thread Length Weight lbs.

 14SEM03RH 3mm 1/4-28 1/2" 2  1/4" 0.04
 14SEM04RH 4mm 1/4-28 9/16" 2  1/4" 0.05
 516SEM04RH 4mm 5/16-24 11/16" 2  3/8" 0.07
 516SEM05RH 5mm 5/16-24 3/4" 2  3/8" 0.09
 38SEM05RH 5mm 3/8-24 11/16" 2  7/8" 0.13
 38SEM06RH 6mm 3/8-24 3/4" 2  7/8" 0.20
 716SEM06RH 6mm 7/16-20 3/4" 2  3/4" 0.23
 12SEM06RH 6mm 1/2-20 3/4" 3  1/4" 0.28
 716SEM07RH 7mm 7/16-20 3/4" 2  3/4" 0.29
 12SEM07RH 7mm 1/2-20 3/4" 3  1/4" 0.33
 12SEM08RH 8mm 1/2-20 3/4" 3  1/4" 0.40
 58SEM08RH 8mm 5/8-18 3/4" 4" 0.55
 916SEM10RH 10mm 9/16-18 7/8" 4" 0.56
 58SEM10RH 10mm 5/8-18 3/4" 4" 0.62
 34SEM11RH 11mm 3/4-16 1" 5" 1.04
 34SEM12RH 12mm 3/4-16 1" 5" 1.19
 78SEM12RH 12mm 7/8-14 1  3/16" 6" 1.56
 78SEM14RH 14mm 7/8-14 1  1/4" 6" 1.90
 1SEM14RH 14mm 1-12 1  3/8" 6  1/4" 2.22
 1SEM16RH 16mm 1-12 1  5/16" 6  1/4" 2.73
 118SEM19RH 19mm 1  1/8-12 1  1/4" 7" 4.22
 114SEM22RH 22mm 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SEM26RH 26mm 1  3/8-12 1  3/8" 8  5/8" 9.33

Right Hand Extended Turnbuckle Studs, Machine Swage

 Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

OAL Length Weight lbs.

 14SE532EX6R 5/32" 1/4-28 2  5/16" 2  1/4" 6" 0.08
 516SE532EX7R 5/32" 5/16-24 2  15/16" 2  3/8" 7" 0.12
 516SE316EX7R 3/16" 5/16-24 3  5/16" 2  3/8" 7  5/8" 0.17
 38SE316EX8R 3/16" 3-8-24 3  1/8" 2  7/8" 8" 0.21
 38SE732EX8R 7/32" 3/8-24 2  15/16" 2  7/8" 8" 0.25
 38SE14EX8R 1/4" 3/8-24 2  5/8" 2  7/8" 8" 0.30
 12SE14EX12R 1/4" 1/2-20 6  3/8" 3  1/4" 12" 0.59
 12SE932EX12R 9/32" 1/2-20 6  5/16" 3  1/4" 12  1/4" 0.72
 12SE516EX12R 5/16" 1/2-20 5  7/8" 3  1/4" 12" 0.86
 58SE516EX12R 5/16" 5/8-18 5  1/16" 4" 12" 0.93
 58SE38EX12R 3/8" 5/8-18 4  5/8" 4" 12" 1.05

SWAGE RIGGING STUDS (CONTINUED)

316 Stainless Steel
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Right Hand 
Metric Wire Sizes, Machine Swage Part #

W-Wire Ø P-Thread H-Hardware 
Factor T-Thread Length Weight lbs.

 14SEM03RH
3mm

1/4-28
1/2"

2  1/4"
0.04

 14SEM04RH
4mm

1/4-28
9/16"

2  1/4"
0.05

 516SEM04RH
4mm

5/16-24
11/16"

2  3/8"
0.07

 516SEM05RH
5mm

5/16-24
3/4"

2  3/8"
0.09

 38SEM05RH
5mm

3/8-24
11/16"

2  7/8"
0.13

 38SEM06RH
6mm

3/8-24
3/4"

2  7/8"
0.20

 716SEM06RH
6mm

7/16-20
3/4"

2  3/4"
0.23

 12SEM06RH
6mm

1/2-20
3/4"

3  1/4"
0.28

 716SEM07RH
7mm

7/16-20
3/4"

2  3/4"
0.29

 12SEM07RH
7mm

1/2-20
3/4"

3  1/4"
0.33

 12SEM08RH
8mm

1/2-20
3/4"

3  1/4"
0.40

 58SEM08RH
8mm

5/8-18
3/4"

4"
0.55

 916SEM10RH
10mm

9/16-18
7/8"

4"
0.56

 58SEM10RH
10mm

5/8-18
3/4"

4"
0.62

 34SEM11RH
11mm

3/4-16
1"

5"
1.04

 34SEM12RH
12mm

3/4-16
1"

5"
1.19

 78SEM12RH
12mm

7/8-14
1  3/16"

6"
1.56

 78SEM14RH
14mm

7/8-14
1  1/4"

6"
1.90

 1SEM14RH
14mm

1-12
1  3/8"

6  1/4"
2.22

 1SEM16RH
16mm

1-12
1  5/16"

6  1/4"
2.73

 118SEM19RH
19mm

1  1/8-12
1  1/4"

7"
4.22

 114SEM22RH
22mm

1  1/4-12
1  1/2"

7  7/8"
6.86

 138SEM26RH
26mm

1  3/8-12
1  3/8"

8  5/8"
9.33

Right Hand
Extended Turnbuckle Studs, Machine Swage Part #

W-Wire Ø P-Thread H-Hardware 
Factor

T-Thread 
Length OAL Length Weight lbs.

 14SE532EX6R
5/32"

1/4-28 2  5/16" 2  1/4" 6"
0.08

 516SE532EX7R
5/32"

5/16-24 2  15/16" 2  3/8" 7"
0.12

 516SE316EX7R
3/16"

5/16-24 3  5/16" 2  3/8" 7  5/8" 0.17

 38SE316EX8R
3/16"

3-8-24 3  1/8" 2  7/8" 8"
0.21

 38SE732EX8R
7/32"

3/8-24 2  15/16" 2  7/8" 8"
0.25

 38SE14EX8R
1/4"

3/8-24 2  5/8" 2  7/8" 8"
0.30

 12SE14EX12R
1/4"

1/2-20 6  3/8" 3  1/4" 12" 0.59

 12SE932EX12R
9/32"

1/2-20 6  5/16" 3  1/4" 12  1/4" 0.72

 12SE516EX12R
5/16"

1/2-20 5  7/8" 3  1/4" 12" 0.86

 58SE516EX12R
5/16"

5/8-18 5  1/16" 4"
12" 0.93

 58SE38EX12R
3/8"

5/8-18 4  5/8" 4"
12"

1.05

SWAGE RIGGING STUDS (CONTINUED)

316 Stainless Steel
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T - THREAD LENGTH

P - THREAD SIZE

W - WIRE Ø

H - HARDWARE FACTOR

Right Hand Left Hand Imperial Thread, Machine Swage

 Part #  Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

Weight lbs.

 14SE332RH  14SE332LH 3/32" 1/4-28 1/2" 2  1/4" 0.04
 14SE18RH  14SE18LH 1/8" 1/4-28 1/2" 2  1/4" 0.04
 14ASE18RH  - 1/8" 1/4-28 1/2" 3" 0.05
 14SE532RH  14SE532LH 5/32" 1/4-28 9/16" 2  1/4" 0.05
 14ASE532RH  - 5/32" 1/4-28 3/4" 3" 0.06
 516SE532RH  516SE532LH 5/32" 5/16-24 11/16" 2  3/8" 0.07
 516SE316RH  516SE316LH 3/16" 5/16-24 3/4" 2  3/8" 0.09
 38SE316RH  38SE316LH 3/16" 3/8-24 11/16" 2  7/8" 0.13
 38SE732RH  38SE732LH 7/32" 3/8-24 11/16" 2  7/8" 0.16
 716SE732RH  716SE732LH 7/32" 7/16-20 3/4" 2  3/4" 0.19
 38SE14RH  38SE14LH 1/4" 3/8-24 3/4" 2  7/8" 0.20
 716SE14RH  716SE14LH 1/4" 7/16-20 3/4" 2  3/4" 0.23
 12SE14RH  12SE14LH 1/4" 1/2-20 3/4" 3  1/4" 0.28
 716SE932RH  716SE932LH 9/32 7/16-20 3/4" 2  3/4" 0.30
 12SE932RH  12SE932LH 9/32" 1/2-20 3/4" 3  1/4" 0.33
 12SE516RH  12SE516LH 5/16" 1/2-20 3/4" 3  1/4" 0.40
 58SE516RH  58SE516LH 5/16" 5/8-18 3/4" 4" 0.55
 916SE38RH  916SE38LH 3/8" 9/16-18 7/8" 4" 0.57
 58SE38RH  58SE38LH 3/8" 5/8-18 3/4" 4" 0.64
 34SE716RH  34SE716LH 7/16" 3/4-16 1" 5" 1.07
 34SE12RH  34SE12LH 1/2" 3/4-16 1" 5" 1.16
 78SE12RH  78SE12LH 1/2" 7/8-14 1  3/16" 6" 1.56
 78SE916RH  78SE916LH 9/16" 7/8-14 1  1/4" 6" 1.90
 1SE916RH  1SE916LH 9/16" 1-12 1  3/8" 6  1/4" 2.73
 1SE58RH  1SE58LH 5/8" 1-12 1  5/16" 6  1/4" 2.69
 118SE34RH  118SE34LH 3/4" 1  1/8-12 1  1/4" 7" 4.22
 114SE78RH  114SE78LH 7/8" 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SE1RH  138SE1LH 1" 1  3/8-12 1  3/8" 8  5/8" 9.33

SWAGE RIGGING STUDS
316 Stainless Steel

H-HARDWARE FACTOR

W-WIRE DIAMETER

T-THREAD LENGTH

P-THREAD SIZE

Custom configurations available upon request.
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T - THREAD LENGTH

P - THREAD SIZE

W - WIRE Ø

H - HARDWARE FACTOR

Right Hand Left Hand Imperial Thread, Machine Swage

 Part #  Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

Weight lbs.

 14SE332RH  14SE332LH 3/32" 1/4-28 1/2" 2  1/4" 0.04
 14SE18RH  14SE18LH 1/8" 1/4-28 1/2" 2  1/4" 0.04
 14ASE18RH  - 1/8" 1/4-28 1/2" 3" 0.05
 14SE532RH  14SE532LH 5/32" 1/4-28 9/16" 2  1/4" 0.05
 14ASE532RH  - 5/32" 1/4-28 3/4" 3" 0.06
 516SE532RH  516SE532LH 5/32" 5/16-24 11/16" 2  3/8" 0.07
 516SE316RH  516SE316LH 3/16" 5/16-24 3/4" 2  3/8" 0.09
 38SE316RH  38SE316LH 3/16" 3/8-24 11/16" 2  7/8" 0.13
 38SE732RH  38SE732LH 7/32" 3/8-24 11/16" 2  7/8" 0.16
 716SE732RH  716SE732LH 7/32" 7/16-20 3/4" 2  3/4" 0.19
 38SE14RH  38SE14LH 1/4" 3/8-24 3/4" 2  7/8" 0.20
 716SE14RH  716SE14LH 1/4" 7/16-20 3/4" 2  3/4" 0.23
 12SE14RH  12SE14LH 1/4" 1/2-20 3/4" 3  1/4" 0.28
 716SE932RH  716SE932LH 9/32 7/16-20 3/4" 2  3/4" 0.30
 12SE932RH  12SE932LH 9/32" 1/2-20 3/4" 3  1/4" 0.33
 12SE516RH  12SE516LH 5/16" 1/2-20 3/4" 3  1/4" 0.40
 58SE516RH  58SE516LH 5/16" 5/8-18 3/4" 4" 0.55
 916SE38RH  916SE38LH 3/8" 9/16-18 7/8" 4" 0.57
 58SE38RH  58SE38LH 3/8" 5/8-18 3/4" 4" 0.64
 34SE716RH  34SE716LH 7/16" 3/4-16 1" 5" 1.07
 34SE12RH  34SE12LH 1/2" 3/4-16 1" 5" 1.16
 78SE12RH  78SE12LH 1/2" 7/8-14 1  3/16" 6" 1.56
 78SE916RH  78SE916LH 9/16" 7/8-14 1  1/4" 6" 1.90
 1SE916RH  1SE916LH 9/16" 1-12 1  3/8" 6  1/4" 2.73
 1SE58RH  1SE58LH 5/8" 1-12 1  5/16" 6  1/4" 2.69
 118SE34RH  118SE34LH 3/4" 1  1/8-12 1  1/4" 7" 4.22
 114SE78RH  114SE78LH 7/8" 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SE1RH  138SE1LH 1" 1  3/8-12 1  3/8" 8  5/8" 9.33

SWAGE RIGGING STUDS
316 Stainless Steel

H-HARDWARE FACTOR

W-WIRE DIAMETER

T-THREAD LENGTH

P-THREAD SIZE

Custom configurations available upon request.
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T - THREAD LENGTH

P - THREAD SIZE

W - WIRE Ø

H - HARDWARE FACTOR

Right Hand Left Hand Imperial Thread, Machine Swage

 Part #  Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

Weight lbs.

 14SE332RH  14SE332LH 3/32" 1/4-28 1/2" 2  1/4" 0.04
 14SE18RH  14SE18LH 1/8" 1/4-28 1/2" 2  1/4" 0.04
 14ASE18RH  - 1/8" 1/4-28 1/2" 3" 0.05
 14SE532RH  14SE532LH 5/32" 1/4-28 9/16" 2  1/4" 0.05
 14ASE532RH  - 5/32" 1/4-28 3/4" 3" 0.06
 516SE532RH  516SE532LH 5/32" 5/16-24 11/16" 2  3/8" 0.07
 516SE316RH  516SE316LH 3/16" 5/16-24 3/4" 2  3/8" 0.09
 38SE316RH  38SE316LH 3/16" 3/8-24 11/16" 2  7/8" 0.13
 38SE732RH  38SE732LH 7/32" 3/8-24 11/16" 2  7/8" 0.16
 716SE732RH  716SE732LH 7/32" 7/16-20 3/4" 2  3/4" 0.19
 38SE14RH  38SE14LH 1/4" 3/8-24 3/4" 2  7/8" 0.20
 716SE14RH  716SE14LH 1/4" 7/16-20 3/4" 2  3/4" 0.23
 12SE14RH  12SE14LH 1/4" 1/2-20 3/4" 3  1/4" 0.28
 716SE932RH  716SE932LH 9/32 7/16-20 3/4" 2  3/4" 0.30
 12SE932RH  12SE932LH 9/32" 1/2-20 3/4" 3  1/4" 0.33
 12SE516RH  12SE516LH 5/16" 1/2-20 3/4" 3  1/4" 0.40
 58SE516RH  58SE516LH 5/16" 5/8-18 3/4" 4" 0.55
 916SE38RH  916SE38LH 3/8" 9/16-18 7/8" 4" 0.57
 58SE38RH  58SE38LH 3/8" 5/8-18 3/4" 4" 0.64
 34SE716RH  34SE716LH 7/16" 3/4-16 1" 5" 1.07
 34SE12RH  34SE12LH 1/2" 3/4-16 1" 5" 1.16
 78SE12RH  78SE12LH 1/2" 7/8-14 1  3/16" 6" 1.56
 78SE916RH  78SE916LH 9/16" 7/8-14 1  1/4" 6" 1.90
 1SE916RH  1SE916LH 9/16" 1-12 1  3/8" 6  1/4" 2.73
 1SE58RH  1SE58LH 5/8" 1-12 1  5/16" 6  1/4" 2.69
 118SE34RH  118SE34LH 3/4" 1  1/8-12 1  1/4" 7" 4.22
 114SE78RH  114SE78LH 7/8" 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SE1RH  138SE1LH 1" 1  3/8-12 1  3/8" 8  5/8" 9.33

SWAGE RIGGING STUDS
316 Stainless Steel

H-HARDWARE FACTOR

W-WIRE DIAMETER

T-THREAD LENGTH

P-THREAD SIZE

Custom configurations available upon request.
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T - THREAD LENGTH

P - THREAD SIZE

W - WIRE Ø

H - HARDWARE FACTOR

Right Hand Left Hand Imperial Thread, Machine Swage

 Part #  Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

Weight lbs.

 14SE332RH  14SE332LH 3/32" 1/4-28 1/2" 2  1/4" 0.04
 14SE18RH  14SE18LH 1/8" 1/4-28 1/2" 2  1/4" 0.04
 14ASE18RH  - 1/8" 1/4-28 1/2" 3" 0.05
 14SE532RH  14SE532LH 5/32" 1/4-28 9/16" 2  1/4" 0.05
 14ASE532RH  - 5/32" 1/4-28 3/4" 3" 0.06
 516SE532RH  516SE532LH 5/32" 5/16-24 11/16" 2  3/8" 0.07
 516SE316RH  516SE316LH 3/16" 5/16-24 3/4" 2  3/8" 0.09
 38SE316RH  38SE316LH 3/16" 3/8-24 11/16" 2  7/8" 0.13
 38SE732RH  38SE732LH 7/32" 3/8-24 11/16" 2  7/8" 0.16
 716SE732RH  716SE732LH 7/32" 7/16-20 3/4" 2  3/4" 0.19
 38SE14RH  38SE14LH 1/4" 3/8-24 3/4" 2  7/8" 0.20
 716SE14RH  716SE14LH 1/4" 7/16-20 3/4" 2  3/4" 0.23
 12SE14RH  12SE14LH 1/4" 1/2-20 3/4" 3  1/4" 0.28
 716SE932RH  716SE932LH 9/32 7/16-20 3/4" 2  3/4" 0.30
 12SE932RH  12SE932LH 9/32" 1/2-20 3/4" 3  1/4" 0.33
 12SE516RH  12SE516LH 5/16" 1/2-20 3/4" 3  1/4" 0.40
 58SE516RH  58SE516LH 5/16" 5/8-18 3/4" 4" 0.55
 916SE38RH  916SE38LH 3/8" 9/16-18 7/8" 4" 0.57
 58SE38RH  58SE38LH 3/8" 5/8-18 3/4" 4" 0.64
 34SE716RH  34SE716LH 7/16" 3/4-16 1" 5" 1.07
 34SE12RH  34SE12LH 1/2" 3/4-16 1" 5" 1.16
 78SE12RH  78SE12LH 1/2" 7/8-14 1  3/16" 6" 1.56
 78SE916RH  78SE916LH 9/16" 7/8-14 1  1/4" 6" 1.90
 1SE916RH  1SE916LH 9/16" 1-12 1  3/8" 6  1/4" 2.73
 1SE58RH  1SE58LH 5/8" 1-12 1  5/16" 6  1/4" 2.69
 118SE34RH  118SE34LH 3/4" 1  1/8-12 1  1/4" 7" 4.22
 114SE78RH  114SE78LH 7/8" 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SE1RH  138SE1LH 1" 1  3/8-12 1  3/8" 8  5/8" 9.33

SWAGE RIGGING STUDS
316 Stainless Steel

H-HARDWARE FACTOR

W-WIRE DIAMETER

T-THREAD LENGTH

P-THREAD SIZE

Custom configurations available upon request.
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T - THREAD LENGTH

P - THREAD SIZE

W - WIRE Ø

H - HARDWARE FACTOR

Right Hand Left Hand Imperial Thread, Machine Swage

 Part #  Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

Weight lbs.

 14SE332RH  14SE332LH 3/32" 1/4-28 1/2" 2  1/4" 0.04
 14SE18RH  14SE18LH 1/8" 1/4-28 1/2" 2  1/4" 0.04
 14ASE18RH  - 1/8" 1/4-28 1/2" 3" 0.05
 14SE532RH  14SE532LH 5/32" 1/4-28 9/16" 2  1/4" 0.05
 14ASE532RH  - 5/32" 1/4-28 3/4" 3" 0.06
 516SE532RH  516SE532LH 5/32" 5/16-24 11/16" 2  3/8" 0.07
 516SE316RH  516SE316LH 3/16" 5/16-24 3/4" 2  3/8" 0.09
 38SE316RH  38SE316LH 3/16" 3/8-24 11/16" 2  7/8" 0.13
 38SE732RH  38SE732LH 7/32" 3/8-24 11/16" 2  7/8" 0.16
 716SE732RH  716SE732LH 7/32" 7/16-20 3/4" 2  3/4" 0.19
 38SE14RH  38SE14LH 1/4" 3/8-24 3/4" 2  7/8" 0.20
 716SE14RH  716SE14LH 1/4" 7/16-20 3/4" 2  3/4" 0.23
 12SE14RH  12SE14LH 1/4" 1/2-20 3/4" 3  1/4" 0.28
 716SE932RH  716SE932LH 9/32 7/16-20 3/4" 2  3/4" 0.30
 12SE932RH  12SE932LH 9/32" 1/2-20 3/4" 3  1/4" 0.33
 12SE516RH  12SE516LH 5/16" 1/2-20 3/4" 3  1/4" 0.40
 58SE516RH  58SE516LH 5/16" 5/8-18 3/4" 4" 0.55
 916SE38RH  916SE38LH 3/8" 9/16-18 7/8" 4" 0.57
 58SE38RH  58SE38LH 3/8" 5/8-18 3/4" 4" 0.64
 34SE716RH  34SE716LH 7/16" 3/4-16 1" 5" 1.07
 34SE12RH  34SE12LH 1/2" 3/4-16 1" 5" 1.16
 78SE12RH  78SE12LH 1/2" 7/8-14 1  3/16" 6" 1.56
 78SE916RH  78SE916LH 9/16" 7/8-14 1  1/4" 6" 1.90
 1SE916RH  1SE916LH 9/16" 1-12 1  3/8" 6  1/4" 2.73
 1SE58RH  1SE58LH 5/8" 1-12 1  5/16" 6  1/4" 2.69
 118SE34RH  118SE34LH 3/4" 1  1/8-12 1  1/4" 7" 4.22
 114SE78RH  114SE78LH 7/8" 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SE1RH  138SE1LH 1" 1  3/8-12 1  3/8" 8  5/8" 9.33

SWAGE RIGGING STUDS
316 Stainless Steel

H-HARDWARE FACTOR

W-WIRE DIAMETER

T-THREAD LENGTH

P-THREAD SIZE

Custom configurations available upon request.
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Right Hand Metric Wire Sizes, Machine Swage

 Part # W-Wire Ø P-Thread 
H-Hardware 

Factor
T-Thread Length Weight lbs.

 14SEM03RH 3mm 1/4-28 1/2" 2  1/4" 0.04
 14SEM04RH 4mm 1/4-28 9/16" 2  1/4" 0.05
 516SEM04RH 4mm 5/16-24 11/16" 2  3/8" 0.07
 516SEM05RH 5mm 5/16-24 3/4" 2  3/8" 0.09
 38SEM05RH 5mm 3/8-24 11/16" 2  7/8" 0.13
 38SEM06RH 6mm 3/8-24 3/4" 2  7/8" 0.20
 716SEM06RH 6mm 7/16-20 3/4" 2  3/4" 0.23
 12SEM06RH 6mm 1/2-20 3/4" 3  1/4" 0.28
 716SEM07RH 7mm 7/16-20 3/4" 2  3/4" 0.29
 12SEM07RH 7mm 1/2-20 3/4" 3  1/4" 0.33
 12SEM08RH 8mm 1/2-20 3/4" 3  1/4" 0.40
 58SEM08RH 8mm 5/8-18 3/4" 4" 0.55
 916SEM10RH 10mm 9/16-18 7/8" 4" 0.56
 58SEM10RH 10mm 5/8-18 3/4" 4" 0.62
 34SEM11RH 11mm 3/4-16 1" 5" 1.04
 34SEM12RH 12mm 3/4-16 1" 5" 1.19
 78SEM12RH 12mm 7/8-14 1  3/16" 6" 1.56
 78SEM14RH 14mm 7/8-14 1  1/4" 6" 1.90
 1SEM14RH 14mm 1-12 1  3/8" 6  1/4" 2.22
 1SEM16RH 16mm 1-12 1  5/16" 6  1/4" 2.73
 118SEM19RH 19mm 1  1/8-12 1  1/4" 7" 4.22
 114SEM22RH 22mm 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SEM26RH 26mm 1  3/8-12 1  3/8" 8  5/8" 9.33

Right Hand Extended Turnbuckle Studs, Machine Swage

 Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

OAL Length Weight lbs.

 14SE532EX6R 5/32" 1/4-28 2  5/16" 2  1/4" 6" 0.08
 516SE532EX7R 5/32" 5/16-24 2  15/16" 2  3/8" 7" 0.12
 516SE316EX7R 3/16" 5/16-24 3  5/16" 2  3/8" 7  5/8" 0.17
 38SE316EX8R 3/16" 3-8-24 3  1/8" 2  7/8" 8" 0.21
 38SE732EX8R 7/32" 3/8-24 2  15/16" 2  7/8" 8" 0.25
 38SE14EX8R 1/4" 3/8-24 2  5/8" 2  7/8" 8" 0.30
 12SE14EX12R 1/4" 1/2-20 6  3/8" 3  1/4" 12" 0.59
 12SE932EX12R 9/32" 1/2-20 6  5/16" 3  1/4" 12  1/4" 0.72
 12SE516EX12R 5/16" 1/2-20 5  7/8" 3  1/4" 12" 0.86
 58SE516EX12R 5/16" 5/8-18 5  1/16" 4" 12" 0.93
 58SE38EX12R 3/8" 5/8-18 4  5/8" 4" 12" 1.05

SWAGE RIGGING STUDS (CONTINUED)

316 Stainless Steel

HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN

1313

S
w

a
g

e
 F

ittin
g

s
T

u
rn

b
u

c
k

le
s

T
h

re
a

d
e

d
 F

ittin
g

s
L

ife
lin

e
 H

a
rd

w
a

re
H

i-M
O

D
A

d
d

itio
n

a
l H

a
rd

w
a

re

Right Hand Metric Wire Sizes, Machine Swage

 Part # W-Wire Ø P-Thread 
H-Hardware 

Factor
T-Thread Length Weight lbs.

 14SEM03RH 3mm 1/4-28 1/2" 2  1/4" 0.04
 14SEM04RH 4mm 1/4-28 9/16" 2  1/4" 0.05
 516SEM04RH 4mm 5/16-24 11/16" 2  3/8" 0.07
 516SEM05RH 5mm 5/16-24 3/4" 2  3/8" 0.09
 38SEM05RH 5mm 3/8-24 11/16" 2  7/8" 0.13
 38SEM06RH 6mm 3/8-24 3/4" 2  7/8" 0.20
 716SEM06RH 6mm 7/16-20 3/4" 2  3/4" 0.23
 12SEM06RH 6mm 1/2-20 3/4" 3  1/4" 0.28
 716SEM07RH 7mm 7/16-20 3/4" 2  3/4" 0.29
 12SEM07RH 7mm 1/2-20 3/4" 3  1/4" 0.33
 12SEM08RH 8mm 1/2-20 3/4" 3  1/4" 0.40
 58SEM08RH 8mm 5/8-18 3/4" 4" 0.55
 916SEM10RH 10mm 9/16-18 7/8" 4" 0.56
 58SEM10RH 10mm 5/8-18 3/4" 4" 0.62
 34SEM11RH 11mm 3/4-16 1" 5" 1.04
 34SEM12RH 12mm 3/4-16 1" 5" 1.19
 78SEM12RH 12mm 7/8-14 1  3/16" 6" 1.56
 78SEM14RH 14mm 7/8-14 1  1/4" 6" 1.90
 1SEM14RH 14mm 1-12 1  3/8" 6  1/4" 2.22
 1SEM16RH 16mm 1-12 1  5/16" 6  1/4" 2.73
 118SEM19RH 19mm 1  1/8-12 1  1/4" 7" 4.22
 114SEM22RH 22mm 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SEM26RH 26mm 1  3/8-12 1  3/8" 8  5/8" 9.33

Right Hand Extended Turnbuckle Studs, Machine Swage

 Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

OAL Length Weight lbs.

 14SE532EX6R 5/32" 1/4-28 2  5/16" 2  1/4" 6" 0.08
 516SE532EX7R 5/32" 5/16-24 2  15/16" 2  3/8" 7" 0.12
 516SE316EX7R 3/16" 5/16-24 3  5/16" 2  3/8" 7  5/8" 0.17
 38SE316EX8R 3/16" 3-8-24 3  1/8" 2  7/8" 8" 0.21
 38SE732EX8R 7/32" 3/8-24 2  15/16" 2  7/8" 8" 0.25
 38SE14EX8R 1/4" 3/8-24 2  5/8" 2  7/8" 8" 0.30
 12SE14EX12R 1/4" 1/2-20 6  3/8" 3  1/4" 12" 0.59
 12SE932EX12R 9/32" 1/2-20 6  5/16" 3  1/4" 12  1/4" 0.72
 12SE516EX12R 5/16" 1/2-20 5  7/8" 3  1/4" 12" 0.86
 58SE516EX12R 5/16" 5/8-18 5  1/16" 4" 12" 0.93
 58SE38EX12R 3/8" 5/8-18 4  5/8" 4" 12" 1.05

SWAGE RIGGING STUDS (CONTINUED)

316 Stainless Steel
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L - BODY LENGTHA - JAW DEPTH

E - JAW GAP

F - JAW WIDTH

C - FULLY CLOSED
O - FULLY OPEN

D - PIN DIAMETER
W-WIRE DIAMETER

Imperial Wire Sizes - Machine Swage

 Part # W-Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw 
Gap

F-Jaw 
Width

Weight 
lbs.

 14TTLL18 1/8" 1/4-28 1/4" 9  1/2" 6  1/2" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTLL532 5/32" 1/4-28 1/4" 9   9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLL316 3/16" 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24
 516TTLL316 3/16" 5/16-24 5/16" 10  11/16" 7  7/16" 5" 13/16" 5/16" 3/4" 0.39
 516TTLL14 1/4" 5/16-24 5/16" 10  3/4" 7  1/2" 5" 13/16" 5/16" 3/4" 0.42
 38TTLL14 1/4" 3/8-24 3/8" 1'-0  1/8" 8  3/8" 5  1/2" 1" 3/8" 57/64" 0.57

Metric Wire Sizes - Machine Swage

 14TTLLM04 4mm 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 14TTLLM05 5mm 1/4-28 1/4" 9  5/8" 6  5/8" 4  1/4" 3/4" 1/4" 21/32" 0.24

With Handy Crimp Stud

 14TTCLL18 1/8" 1/4-28 1/4" 9  11/16" 6  11/16" 4  1/4" 3/4" 1/4" 21/32" 0.22
 14TTCLL316 3/16" 1/4-28 1/4" 9  9/16" 6  9/16" 4  1/4" 3/4" 1/4" 21/32" 0.23
 516TTCLL316 3/16" 5/16-24 5/16" 10  13/16" 7  9/16" 5" 13/16" 5/16" 3/4" 0.38

LIFELINE TOGGLE JAW TO SWAGE - 
CLOSED BODY
316 Stainless Steel

E-JAW GAP

F-JAW WIDTH

A-JAW DEPTH

D-PIN DIAMETER

C-FULLY CLOSED
O-FULLY OPEN

L-BODY LENGTH

SMART PART # KEY  toggle pin size | Tubular Turnbuckle Life Line | wire size

*NOTE: 1/4" and 6mm lifeline fittings use 7/32" (5.5mm) swager dies and specifications.

W-WIRE DIAMETER
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D - PIN DIAMETER

L - BODY LENGTH

O - FULLY CLOSED
C -  FULLY OPEN

E - JAW GAP

F - JAW WIDTH

A - JAW DEPTH

 Part # Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw
Gap

F-Jaw 
Width

Weight 
lbs.

 14EFBJ 3/32" - 5/32" 1/4-28 1/4" 7  9/16" 6  1/16" 4  1/2" 9/16" 1/4" 5/8" 0.21
 516EFBJ 5/32" - 3/16" 5/16-24 5/16" 8  7/16" 6  13/16" 5" 5/8" 5/16" 3/4" 0.35
 38EFBJ 3/16" - 1/4" 3/8-24 3/8" 9  1/2" 7  3/4" 5  1/2" 3/4" 3/8" 7/8" 0.53
 716EFBJ 7/32" - 9/32" 7/16-20 7/16" 10 7/16" 8  11/16" 5  7/8" 1  1/4" 7/16" 1  1/16" 0.89
 12EFBJ 1/4" - 5/16" 1/2-20 1/2" 11  3/4" 9  3/4" 6  1/2" 1  1/8" 1/2" 1  5/32" 1.26
 58EFBJ 5/16" - 3/8" 5/8-18 5/8" 1'-2  5/8" 1'-0  1/8" 8" 1  1/2" 5/8" 1  1/2" 2.33
 34EFBJ 7/16" - 1/2" 3/4-16 3/4" 1'-5  13/16" 1'-2  13/16" 10" 1  7/8" 3/4" 1  7/8" 4.22
 78EFBJ 1/2" - 9/16" 7/8-14 7/8" 1'-10  1/16" 1'-6  5/16" 1'-0  7/16" 2  7/8" 7/8" 2  3/8" 7.45
 1EFBJ 9/16" - 5/8" 1-12 1" 2'-0  9/16" 1'-8  1/16" 1'-2  3/16" 2  5/8" 1" 2  1/2" 10.40
 118EFBJ 3/4" 1  1/8-12 1  1/8" 2'-3  5/16" 1'-10  9/16" 1'-4" 2  3/4" 1  1/8" 2  3/4" 15.47

 114EFBJ 7/8" 1  1/4-12 1  1/4" 2'-7  3/8" 2'-2  1/8" 1'-5  7/8" 3  7/8" 1  1/4" 3  1/4" 22.20

 138EFBJ 1" 1  3/8-12 1  3/8" 2'-10  1/16" 2'-4  1/16" 1'-7  1/2" 4  5/16" 1  3/8" 4" 29.51

EYE TOGGLE JAW AND OPEN BODY
316 Stainless Steel  / Chromed Bronze Turnbuckle Body

L - BODY LENGTH

L - BODY LENGTH

SMART PART # KEY  toggle pin size | Eye Forged Bronze Jaw

SMART PART # KEY  toggle pin size | Forged Bronze Jaw

A-JAW 
DEPTH

D-PIN 
DIAMETER

D-PIN DIAMETER

E-JAW GAP

E-JAW GAP

TOGGLE JAW AND OPEN BODY
316 Stainless Steel  / Chromed Bronze Turnbuckle Body

F-JAW WIDTH

F-JAW WIDTH

C = FULLY CLOSED
O = FULLY OPEN

C = FULLY CLOSED
O = FULLY OPEN

 Part # Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw
Gap

F-Jaw 
Width

Weight
lbs.

 14FBJ 3/32" - 5/32" 1/4-28 1/4" 7  5/8" 6  1/8" 4  1/2" 3/4" 1/4" 5/8" 0.20
 516FBJ 5/32" - 3/16" 5/16-24 5/16" 8  1/4" 6  5/8" 5" 13/16" 5/16" 3/4" 0.33
 38FBJ 3/16" - 1/4" 3/8-24 3/8" 9  1/8" 7  3/8" 5  1/2" 1" 3/8" 7/8" 0.49
 12FBJ 1/4" - 5/16" 1/2-20 1/2" 10  15/16" 8  15/16" 6  1/2" 1  7/16" 1/2" 1  5/32" 1.13
 58FBJ 5/16" - 3/8" 5/8-18 5/8" 1'-1  3/4" 11  1/4" 8" 1  15/16" 5/8" 1  1/2" 2.06
 34FBJ 7/16" - 1/2" 3/4-16 3/4" 1'-5  7/16" 1'-2  7/16" 10" 2  5/16" 3/4" 1  7/8" 3.81

A-JAW 
DEPTH

Increased jaw depths available. Call for details.
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D - PIN DIAMETER

L - BODY LENGTH

O - FULLY CLOSED
C -  FULLY OPEN

E - JAW GAP

F - JAW WIDTH

A - JAW DEPTH

 Part # Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw
Gap

F-Jaw 
Width

Weight 
lbs.

 14EFBJ 3/32" - 5/32" 1/4-28 1/4" 7  9/16" 6  1/16" 4  1/2" 9/16" 1/4" 5/8" 0.21
 516EFBJ 5/32" - 3/16" 5/16-24 5/16" 8  7/16" 6  13/16" 5" 5/8" 5/16" 3/4" 0.35
 38EFBJ 3/16" - 1/4" 3/8-24 3/8" 9  1/2" 7  3/4" 5  1/2" 3/4" 3/8" 7/8" 0.53
 716EFBJ 7/32" - 9/32" 7/16-20 7/16" 10 7/16" 8  11/16" 5  7/8" 1  1/4" 7/16" 1  1/16" 0.89
 12EFBJ 1/4" - 5/16" 1/2-20 1/2" 11  3/4" 9  3/4" 6  1/2" 1  1/8" 1/2" 1  5/32" 1.26
 58EFBJ 5/16" - 3/8" 5/8-18 5/8" 1'-2  5/8" 1'-0  1/8" 8" 1  1/2" 5/8" 1  1/2" 2.33
 34EFBJ 7/16" - 1/2" 3/4-16 3/4" 1'-5  13/16" 1'-2  13/16" 10" 1  7/8" 3/4" 1  7/8" 4.22
 78EFBJ 1/2" - 9/16" 7/8-14 7/8" 1'-10  1/16" 1'-6  5/16" 1'-0  7/16" 2  7/8" 7/8" 2  3/8" 7.45
 1EFBJ 9/16" - 5/8" 1-12 1" 2'-0  9/16" 1'-8  1/16" 1'-2  3/16" 2  5/8" 1" 2  1/2" 10.40
 118EFBJ 3/4" 1  1/8-12 1  1/8" 2'-3  5/16" 1'-10  9/16" 1'-4" 2  3/4" 1  1/8" 2  3/4" 15.47

 114EFBJ 7/8" 1  1/4-12 1  1/4" 2'-7  3/8" 2'-2  1/8" 1'-5  7/8" 3  7/8" 1  1/4" 3  1/4" 22.20

 138EFBJ 1" 1  3/8-12 1  3/8" 2'-10  1/16" 2'-4  1/16" 1'-7  1/2" 4  5/16" 1  3/8" 4" 29.51

EYE TOGGLE JAW AND OPEN BODY
316 Stainless Steel  / Chromed Bronze Turnbuckle Body

L - BODY LENGTH

L - BODY LENGTH

SMART PART # KEY  toggle pin size | Eye Forged Bronze Jaw

SMART PART # KEY  toggle pin size | Forged Bronze Jaw

A-JAW 
DEPTH

D-PIN 
DIAMETER

D-PIN DIAMETER

E-JAW GAP

E-JAW GAP

TOGGLE JAW AND OPEN BODY
316 Stainless Steel  / Chromed Bronze Turnbuckle Body

F-JAW WIDTH

F-JAW WIDTH

C = FULLY CLOSED
O = FULLY OPEN

C = FULLY CLOSED
O = FULLY OPEN

 Part # Wire Ø Thread D-Pin Ø O-Open L C-Closed L L-Body
A-Jaw 
Depth

E-Jaw
Gap

F-Jaw 
Width

Weight
lbs.

 14FBJ 3/32" - 5/32" 1/4-28 1/4" 7  5/8" 6  1/8" 4  1/2" 3/4" 1/4" 5/8" 0.20
 516FBJ 5/32" - 3/16" 5/16-24 5/16" 8  1/4" 6  5/8" 5" 13/16" 5/16" 3/4" 0.33
 38FBJ 3/16" - 1/4" 3/8-24 3/8" 9  1/8" 7  3/8" 5  1/2" 1" 3/8" 7/8" 0.49
 12FBJ 1/4" - 5/16" 1/2-20 1/2" 10  15/16" 8  15/16" 6  1/2" 1  7/16" 1/2" 1  5/32" 1.13
 58FBJ 5/16" - 3/8" 5/8-18 5/8" 1'-1  3/4" 11  1/4" 8" 1  15/16" 5/8" 1  1/2" 2.06
 34FBJ 7/16" - 1/2" 3/4-16 3/4" 1'-5  7/16" 1'-2  7/16" 10" 2  5/16" 3/4" 1  7/8" 3.81

A-JAW 
DEPTH

Increased jaw depths available. Call for details.
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Right Hand Metric Wire Sizes, Machine Swage

 Part # W-Wire Ø P-Thread 
H-Hardware 

Factor
T-Thread Length Weight lbs.

 14SEM03RH 3mm 1/4-28 1/2" 2  1/4" 0.04
 14SEM04RH 4mm 1/4-28 9/16" 2  1/4" 0.05
 516SEM04RH 4mm 5/16-24 11/16" 2  3/8" 0.07
 516SEM05RH 5mm 5/16-24 3/4" 2  3/8" 0.09
 38SEM05RH 5mm 3/8-24 11/16" 2  7/8" 0.13
 38SEM06RH 6mm 3/8-24 3/4" 2  7/8" 0.20
 716SEM06RH 6mm 7/16-20 3/4" 2  3/4" 0.23
 12SEM06RH 6mm 1/2-20 3/4" 3  1/4" 0.28
 716SEM07RH 7mm 7/16-20 3/4" 2  3/4" 0.29
 12SEM07RH 7mm 1/2-20 3/4" 3  1/4" 0.33
 12SEM08RH 8mm 1/2-20 3/4" 3  1/4" 0.40
 58SEM08RH 8mm 5/8-18 3/4" 4" 0.55
 916SEM10RH 10mm 9/16-18 7/8" 4" 0.56
 58SEM10RH 10mm 5/8-18 3/4" 4" 0.62
 34SEM11RH 11mm 3/4-16 1" 5" 1.04
 34SEM12RH 12mm 3/4-16 1" 5" 1.19
 78SEM12RH 12mm 7/8-14 1  3/16" 6" 1.56
 78SEM14RH 14mm 7/8-14 1  1/4" 6" 1.90
 1SEM14RH 14mm 1-12 1  3/8" 6  1/4" 2.22
 1SEM16RH 16mm 1-12 1  5/16" 6  1/4" 2.73
 118SEM19RH 19mm 1  1/8-12 1  1/4" 7" 4.22
 114SEM22RH 22mm 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SEM26RH 26mm 1  3/8-12 1  3/8" 8  5/8" 9.33

Right Hand Extended Turnbuckle Studs, Machine Swage

 Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

OAL Length Weight lbs.

 14SE532EX6R 5/32" 1/4-28 2  5/16" 2  1/4" 6" 0.08
 516SE532EX7R 5/32" 5/16-24 2  15/16" 2  3/8" 7" 0.12
 516SE316EX7R 3/16" 5/16-24 3  5/16" 2  3/8" 7  5/8" 0.17
 38SE316EX8R 3/16" 3-8-24 3  1/8" 2  7/8" 8" 0.21
 38SE732EX8R 7/32" 3/8-24 2  15/16" 2  7/8" 8" 0.25
 38SE14EX8R 1/4" 3/8-24 2  5/8" 2  7/8" 8" 0.30
 12SE14EX12R 1/4" 1/2-20 6  3/8" 3  1/4" 12" 0.59
 12SE932EX12R 9/32" 1/2-20 6  5/16" 3  1/4" 12  1/4" 0.72
 12SE516EX12R 5/16" 1/2-20 5  7/8" 3  1/4" 12" 0.86
 58SE516EX12R 5/16" 5/8-18 5  1/16" 4" 12" 0.93
 58SE38EX12R 3/8" 5/8-18 4  5/8" 4" 12" 1.05

SWAGE RIGGING STUDS (CONTINUED)

316 Stainless Steel
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 Part # Size Ø Grip Length Weight lbs.

 11612C-1 1/16" 1/2" 0.001
 116112C-1 1/16" 1  1/2" 0.002
 33234C-1 3/32" 3/4" 0.002
 332114C-1 3/32" 1  1/4" 0.003
 181C-1 1/8" 1" 0.006
 18212C-1 1/8" 2  1/2" 0.01
 183C-1 1/8" 3" 0.01
 532114C-1 5/32" 1  1/4" 0.01
 316112C-1 3/16" 1  1/2" 0.01

Right Hand Left Hand

 Part #  Part # Thread Size Weight lbs.

 10LNR  10LNL 10-32 0.003

 14LNR  14LNL 1/4-28 0.007
 516LNR  516LNL 5/16-24 0.01
 38LNR  38LNL 3/8-24 0.01
 12LNR  12LNL 1/2-20 0.03
 58LNR  58LNL 5/8-18 0.07
 34LNR  34LNL 3/4-16 0.10
 78LNR  78LNL 7/8-14 0.18
 1LNR  1LNL 1-12 0.26

 Part # Ring Size Pin Size Weight lbs.

 CR1 3/4" 3/16"-5/16" 0.002
 CR2 5/8" 3/16"-5/16" 0.002
 CR3 7/16" 3/16" 0.001
 CR4 7/8" 5/16"-3/8" 0.004

Right Hand Left Hand

 Part #  Part # Thread Size Weight lbs.

 10SAN  - 10-32 0.01
 14SAN  14ALLARN 1/4-28 0.02

COTTER PINS
304 Stainless Steel

HEX NUTS
18-8 Stainless Steel

CIRCULAR RING PINS
316 Stainless Steel

ADJUSTER NUTS
316 Stainless Steel
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 Part # Size Ø Grip Length Weight lbs.

 11612C-1 1/16" 1/2" 0.001
 116112C-1 1/16" 1  1/2" 0.002
 33234C-1 3/32" 3/4" 0.002
 332114C-1 3/32" 1  1/4" 0.003
 181C-1 1/8" 1" 0.006
 18212C-1 1/8" 2  1/2" 0.01
 183C-1 1/8" 3" 0.01
 532114C-1 5/32" 1  1/4" 0.01
 316112C-1 3/16" 1  1/2" 0.01

Right Hand Left Hand

 Part #  Part # Thread Size Weight lbs.

 10LNR  10LNL 10-32 0.003

 14LNR  14LNL 1/4-28 0.007
 516LNR  516LNL 5/16-24 0.01
 38LNR  38LNL 3/8-24 0.01
 12LNR  12LNL 1/2-20 0.03
 58LNR  58LNL 5/8-18 0.07
 34LNR  34LNL 3/4-16 0.10
 78LNR  78LNL 7/8-14 0.18
 1LNR  1LNL 1-12 0.26

 Part # Ring Size Pin Size Weight lbs.

 CR1 3/4" 3/16"-5/16" 0.002
 CR2 5/8" 3/16"-5/16" 0.002
 CR3 7/16" 3/16" 0.001
 CR4 7/8" 5/16"-3/8" 0.004

Right Hand Left Hand

 Part #  Part # Thread Size Weight lbs.

 10SAN  - 10-32 0.01
 14SAN  14ALLARN 1/4-28 0.02

COTTER PINS
304 Stainless Steel

HEX NUTS
18-8 Stainless Steel

CIRCULAR RING PINS
316 Stainless Steel

ADJUSTER NUTS
316 Stainless Steel
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T - THREAD LENGTH

P - THREAD SIZE

W - WIRE Ø

H - HARDWARE FACTOR

Right Hand Left Hand Imperial Thread, Machine Swage

 Part #  Part # W-Wire Ø P-Thread
H-Hardware 

Factor
T-Thread 
Length

Weight lbs.

 14SE332RH  14SE332LH 3/32" 1/4-28 1/2" 2  1/4" 0.04
 14SE18RH  14SE18LH 1/8" 1/4-28 1/2" 2  1/4" 0.04
 14ASE18RH  - 1/8" 1/4-28 1/2" 3" 0.05
 14SE532RH  14SE532LH 5/32" 1/4-28 9/16" 2  1/4" 0.05
 14ASE532RH  - 5/32" 1/4-28 3/4" 3" 0.06
 516SE532RH  516SE532LH 5/32" 5/16-24 11/16" 2  3/8" 0.07
 516SE316RH  516SE316LH 3/16" 5/16-24 3/4" 2  3/8" 0.09
 38SE316RH  38SE316LH 3/16" 3/8-24 11/16" 2  7/8" 0.13
 38SE732RH  38SE732LH 7/32" 3/8-24 11/16" 2  7/8" 0.16
 716SE732RH  716SE732LH 7/32" 7/16-20 3/4" 2  3/4" 0.19
 38SE14RH  38SE14LH 1/4" 3/8-24 3/4" 2  7/8" 0.20
 716SE14RH  716SE14LH 1/4" 7/16-20 3/4" 2  3/4" 0.23
 12SE14RH  12SE14LH 1/4" 1/2-20 3/4" 3  1/4" 0.28
 716SE932RH  716SE932LH 9/32 7/16-20 3/4" 2  3/4" 0.30
 12SE932RH  12SE932LH 9/32" 1/2-20 3/4" 3  1/4" 0.33
 12SE516RH  12SE516LH 5/16" 1/2-20 3/4" 3  1/4" 0.40
 58SE516RH  58SE516LH 5/16" 5/8-18 3/4" 4" 0.55
 916SE38RH  916SE38LH 3/8" 9/16-18 7/8" 4" 0.57
 58SE38RH  58SE38LH 3/8" 5/8-18 3/4" 4" 0.64
 34SE716RH  34SE716LH 7/16" 3/4-16 1" 5" 1.07
 34SE12RH  34SE12LH 1/2" 3/4-16 1" 5" 1.16
 78SE12RH  78SE12LH 1/2" 7/8-14 1  3/16" 6" 1.56
 78SE916RH  78SE916LH 9/16" 7/8-14 1  1/4" 6" 1.90
 1SE916RH  1SE916LH 9/16" 1-12 1  3/8" 6  1/4" 2.73
 1SE58RH  1SE58LH 5/8" 1-12 1  5/16" 6  1/4" 2.69
 118SE34RH  118SE34LH 3/4" 1  1/8-12 1  1/4" 7" 4.22
 114SE78RH  114SE78LH 7/8" 1  1/4-12 1  1/2" 7  7/8" 6.86
 138SE1RH  138SE1LH 1" 1  3/8-12 1  3/8" 8  5/8" 9.33

SWAGE RIGGING STUDS
316 Stainless Steel

H-HARDWARE FACTOR

W-WIRE DIAMETER

T-THREAD LENGTH

P-THREAD SIZE

Custom configurations available upon request.

HN
HN
HN
HN
HN
HN

HN
HN
HN
HN
HN
HN
HN
HN
HN

See Pg 377 for Ronstan Turnbuckles
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For the most up to date product information, visit   www.victory-products.com
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CONE

IDENTIFICATION RINGS

CROWN RING

CL - CONE LENGTH COLOR CODE

BD - BODY DIAMETER

H
i-M

O
D

 -

H - HARDWARE FACTOR D - PIN DIAMETER

Strand Configuration Part # Imperial Wire Sizes

 1x19  7x7 or 7x19 Wire Ø D-Pin Ø H-Hardware Factor HT-Head Thickness Weight lbs.

 14CTE18  14CTE18-7 1/8" 1/4" 7/8" 3/16" 0.04
 516CTE532  516CTE532-7 5/32" 5/16" 1  1/16" 1/4" 0.08
 38CTE316  38CTE316-7 3/16" 3/8" 1  5/16" 5/16" 0.14
 38CTE732  38CTE732-7 7/32" 3/8" 1  1/2" 3/8" 0.14
 716CTE732  716CTE732-7 7/32" 7/16" 1  1/2" 3/8" 0.19
 38CTE14  38CTE14-7 1/4" 3/8" 1  3/8" 3/8" 0.21
 716CTE14  716CTE14-7 1/4" 7/16" 1  9/16" 3/8" 0.20
 12CTE14  12CTE14-7 1/4" 1/2" 1  5/8" 7/16" 0.28
 12CTE932  12CTE932-7 9/32" 1/2" 1  3/4" 7/16" 0.37
 12CTE516  12CTE516-7 5/16" 1/2" 1  15/16" 1/2" 0.52
 916CTE516  916CTE516-7 5/16" 9/16" 2" 1/2" 0.60
 58CTE516  58CTE516-7 5/16" 5/8" 2  1/4" 9/16" 0.69
 58CTE38  58CTE38-7 3/8" 5/8" 2  5/16" 9/16" 0.96
 34CTE716  34CTE716-7 7/16" 3/4" 2  5/8" 11/16" 1.23
 34CTE12  34CTE12-7 1/2" 3/4" 3  1/8" 11/16" 1.96
 78CTE12  78CTE12-7 1/2" 7/8" 3  1/8" 7/8" 2.13
 78CTE916  78CTE916-7 9/16" 7/8" 3  3/8" 7/8" 2.87
 1CTE916  1CTE916-7 9/16" 1" 3  3/4" 15/16" 3.36
 1CTE58  1CTE58-7 5/8" 1" 3  7/8" 15/16" 4.02
 118CTE34  118CTE34-7 3/4" 1  1/8" 3  5/8" 1  1/16" 4.66
 114CTE78  114CTE78-7 7/8" 1  1/4" 4  1/4" 1  1/4" 6.77

 138CTE1  138CTE1-7 1" 1  3/8" 5  11/16" 1  5/16" 12.45

Strand Configuration Part # Metric Wire Sizes

 1x19  7x7 or 7x19
Compact Strand   

Dyform
Wire Ø D-Pin Ø

H-Hardware 
Factor

HT-Head 
Thickness

Weight lbs.

 14CTEM03  14CTEM03-7  - 3mm 1/4" 7/8" 3/16" 0.04
 516CTEM04  516CTEM04-7  - 4mm 5/16" 1  1/16" 1/4" 0.08
 38CTEM05  38CTEM05-7  38CTEM05-D 5mm 3/8" 1  5/16" 5/16" 0.14
 38CTEM06  38CTEM06-7  38CTEM06-D 6mm 3/8" 1  3/8" 3/8" 0.21
 716CTEM06  716CTEM06-7  716CTEM06-D 6mm 7/16" 1  9/16" 3/8" 0.20
 12CTEM06  12CTEM06-7  12CTEM06-D 6mm 1/2" 1  5/8" 7/16" 0.28
 12CTEM07  12CTEM07-7  12CTEM07-D 7mm 1/2" 1  3/4" 7/16" 0.37
 12CTEM08  12CTEM08-7  12CTEM08-D 8mm 1/2" 1  5/16" 1/2" 0.52
 916CTEM08  916CTEM08-7  916CTEM08-D 8mm 9/16" 2" 1/2" 0.60
 58CTEM08  58CTEM08-7  58CTEM08-D 8mm 5/8" 2  1/4" 9/16" 0.69
 58CTEM10  58CTEM10-7  58CTEM10-D 10mm 5/8" 2 5/16" 9/16" 0.96
 34CTEM12  34CTEM12-7  34CTEM12-D 12mm 3/4" 3  1/8" 11/16" 1.96

- -  34CTEM12-CS 12mm 3/4" 3  1/8" 11/16" 1.96
 78CTEM14 -  78CTEM14-D 14mm 7/8" 3  3/8" 7/8" 2.87

- -  78CTEM14-CS 14mm 7/8" 3  3/8" 7/8" 2.87
 1CTEM14 -  1CTEM14-D 14mm 1" 3  7/16" 7/8" 3.75

-  1CTEM14-CS 14mm 1" 3  7/16" 7/8" 3.75
 1CTEM16 -  1CTEM16-D 16mm 1" 3  7/8" 15/16" 4.02

- -  1CTEM16-CS 16mm 1" 3  7/8" 15/16" 4.02
 118CTEM19 -  118CTEM19-D 19mm 1  1/8" 3  5/8" 1  1/16" 4.66

- -  118CTEM19-CS 19mm 1  1/8" 3  5/8" 1  1/16" 4.66
 114CTEM22 -  114CTEM22-D         22mm 1  1/4" 4  1/4" 1  1/4" 6.77

- -  114CTEM22-CS 22mm 1  1/4" 4  1/4" 1  1/4" 6.77

 138CTEM26 -  138CTEM26-D 26mm 1  3/8" 5  11/16" 1  5/16" 12.45
- -  138CTEM26-CS 26mm 1  3/8" 5  11/16" 1  5/16" 12.45

Hi-MOD COMPRESSION EYES
316 Stainless Steel

B-BODY DIAMETER

IDENTIFICATION RINGS

CONE

CL-CONE LENGTH

CROWN RING

H-HARDWARE FACTOR D-PIN DIAMETER

COLOR CODE
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CONE

IDENTIFICATION RINGS

CROWN RING

CL - CONE LENGTH COLOR CODE

BD - BODY DIAMETER

H
i-M

O
D

 -

H - HARDWARE FACTOR D - PIN DIAMETER

Strand Configuration Part # Imperial Wire Sizes

 1x19  7x7 or 7x19 Wire Ø D-Pin Ø H-Hardware Factor HT-Head Thickness Weight lbs.

 14CTE18  14CTE18-7 1/8" 1/4" 7/8" 3/16" 0.04
 516CTE532  516CTE532-7 5/32" 5/16" 1  1/16" 1/4" 0.08
 38CTE316  38CTE316-7 3/16" 3/8" 1  5/16" 5/16" 0.14
 38CTE732  38CTE732-7 7/32" 3/8" 1  1/2" 3/8" 0.14
 716CTE732  716CTE732-7 7/32" 7/16" 1  1/2" 3/8" 0.19
 38CTE14  38CTE14-7 1/4" 3/8" 1  3/8" 3/8" 0.21
 716CTE14  716CTE14-7 1/4" 7/16" 1  9/16" 3/8" 0.20
 12CTE14  12CTE14-7 1/4" 1/2" 1  5/8" 7/16" 0.28
 12CTE932  12CTE932-7 9/32" 1/2" 1  3/4" 7/16" 0.37
 12CTE516  12CTE516-7 5/16" 1/2" 1  15/16" 1/2" 0.52
 916CTE516  916CTE516-7 5/16" 9/16" 2" 1/2" 0.60
 58CTE516  58CTE516-7 5/16" 5/8" 2  1/4" 9/16" 0.69
 58CTE38  58CTE38-7 3/8" 5/8" 2  5/16" 9/16" 0.96
 34CTE716  34CTE716-7 7/16" 3/4" 2  5/8" 11/16" 1.23
 34CTE12  34CTE12-7 1/2" 3/4" 3  1/8" 11/16" 1.96
 78CTE12  78CTE12-7 1/2" 7/8" 3  1/8" 7/8" 2.13
 78CTE916  78CTE916-7 9/16" 7/8" 3  3/8" 7/8" 2.87
 1CTE916  1CTE916-7 9/16" 1" 3  3/4" 15/16" 3.36
 1CTE58  1CTE58-7 5/8" 1" 3  7/8" 15/16" 4.02
 118CTE34  118CTE34-7 3/4" 1  1/8" 3  5/8" 1  1/16" 4.66
 114CTE78  114CTE78-7 7/8" 1  1/4" 4  1/4" 1  1/4" 6.77

 138CTE1  138CTE1-7 1" 1  3/8" 5  11/16" 1  5/16" 12.45

Strand Configuration Part # Metric Wire Sizes

 1x19  7x7 or 7x19
Compact Strand   

Dyform
Wire Ø D-Pin Ø

H-Hardware 
Factor

HT-Head 
Thickness

Weight lbs.

 14CTEM03  14CTEM03-7  - 3mm 1/4" 7/8" 3/16" 0.04
 516CTEM04  516CTEM04-7  - 4mm 5/16" 1  1/16" 1/4" 0.08
 38CTEM05  38CTEM05-7  38CTEM05-D 5mm 3/8" 1  5/16" 5/16" 0.14
 38CTEM06  38CTEM06-7  38CTEM06-D 6mm 3/8" 1  3/8" 3/8" 0.21
 716CTEM06  716CTEM06-7  716CTEM06-D 6mm 7/16" 1  9/16" 3/8" 0.20
 12CTEM06  12CTEM06-7  12CTEM06-D 6mm 1/2" 1  5/8" 7/16" 0.28
 12CTEM07  12CTEM07-7  12CTEM07-D 7mm 1/2" 1  3/4" 7/16" 0.37
 12CTEM08  12CTEM08-7  12CTEM08-D 8mm 1/2" 1  5/16" 1/2" 0.52
 916CTEM08  916CTEM08-7  916CTEM08-D 8mm 9/16" 2" 1/2" 0.60
 58CTEM08  58CTEM08-7  58CTEM08-D 8mm 5/8" 2  1/4" 9/16" 0.69
 58CTEM10  58CTEM10-7  58CTEM10-D 10mm 5/8" 2 5/16" 9/16" 0.96
 34CTEM12  34CTEM12-7  34CTEM12-D 12mm 3/4" 3  1/8" 11/16" 1.96

- -  34CTEM12-CS 12mm 3/4" 3  1/8" 11/16" 1.96
 78CTEM14 -  78CTEM14-D 14mm 7/8" 3  3/8" 7/8" 2.87

- -  78CTEM14-CS 14mm 7/8" 3  3/8" 7/8" 2.87
 1CTEM14 -  1CTEM14-D 14mm 1" 3  7/16" 7/8" 3.75

-  1CTEM14-CS 14mm 1" 3  7/16" 7/8" 3.75
 1CTEM16 -  1CTEM16-D 16mm 1" 3  7/8" 15/16" 4.02

- -  1CTEM16-CS 16mm 1" 3  7/8" 15/16" 4.02
 118CTEM19 -  118CTEM19-D 19mm 1  1/8" 3  5/8" 1  1/16" 4.66

- -  118CTEM19-CS 19mm 1  1/8" 3  5/8" 1  1/16" 4.66
 114CTEM22 -  114CTEM22-D         22mm 1  1/4" 4  1/4" 1  1/4" 6.77

- -  114CTEM22-CS 22mm 1  1/4" 4  1/4" 1  1/4" 6.77

 138CTEM26 -  138CTEM26-D 26mm 1  3/8" 5  11/16" 1  5/16" 12.45
- -  138CTEM26-CS 26mm 1  3/8" 5  11/16" 1  5/16" 12.45

Hi-MOD COMPRESSION EYES
316 Stainless Steel

B-BODY DIAMETER

IDENTIFICATION RINGS

CONE

CL-CONE LENGTH

CROWN RING

H-HARDWARE FACTOR D-PIN DIAMETER

COLOR CODE
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IDENTIFICATION RINGS

CROWN RING

CL - CONE LENGTH COLOR CODE

BD - BODY DIAMETER
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 -

H - HARDWARE FACTOR D - PIN DIAMETER

Strand Configuration Part # Imperial Wire Sizes

 1x19  7x7 or 7x19 Wire Ø D-Pin Ø H-Hardware Factor HT-Head Thickness Weight lbs.

 14CTE18  14CTE18-7 1/8" 1/4" 7/8" 3/16" 0.04
 516CTE532  516CTE532-7 5/32" 5/16" 1  1/16" 1/4" 0.08
 38CTE316  38CTE316-7 3/16" 3/8" 1  5/16" 5/16" 0.14
 38CTE732  38CTE732-7 7/32" 3/8" 1  1/2" 3/8" 0.14
 716CTE732  716CTE732-7 7/32" 7/16" 1  1/2" 3/8" 0.19
 38CTE14  38CTE14-7 1/4" 3/8" 1  3/8" 3/8" 0.21
 716CTE14  716CTE14-7 1/4" 7/16" 1  9/16" 3/8" 0.20
 12CTE14  12CTE14-7 1/4" 1/2" 1  5/8" 7/16" 0.28
 12CTE932  12CTE932-7 9/32" 1/2" 1  3/4" 7/16" 0.37
 12CTE516  12CTE516-7 5/16" 1/2" 1  15/16" 1/2" 0.52
 916CTE516  916CTE516-7 5/16" 9/16" 2" 1/2" 0.60
 58CTE516  58CTE516-7 5/16" 5/8" 2  1/4" 9/16" 0.69
 58CTE38  58CTE38-7 3/8" 5/8" 2  5/16" 9/16" 0.96
 34CTE716  34CTE716-7 7/16" 3/4" 2  5/8" 11/16" 1.23
 34CTE12  34CTE12-7 1/2" 3/4" 3  1/8" 11/16" 1.96
 78CTE12  78CTE12-7 1/2" 7/8" 3  1/8" 7/8" 2.13
 78CTE916  78CTE916-7 9/16" 7/8" 3  3/8" 7/8" 2.87
 1CTE916  1CTE916-7 9/16" 1" 3  3/4" 15/16" 3.36
 1CTE58  1CTE58-7 5/8" 1" 3  7/8" 15/16" 4.02
 118CTE34  118CTE34-7 3/4" 1  1/8" 3  5/8" 1  1/16" 4.66
 114CTE78  114CTE78-7 7/8" 1  1/4" 4  1/4" 1  1/4" 6.77

 138CTE1  138CTE1-7 1" 1  3/8" 5  11/16" 1  5/16" 12.45

Strand Configuration Part # Metric Wire Sizes

 1x19  7x7 or 7x19
Compact Strand   

Dyform
Wire Ø D-Pin Ø

H-Hardware 
Factor

HT-Head 
Thickness

Weight lbs.

 14CTEM03  14CTEM03-7  - 3mm 1/4" 7/8" 3/16" 0.04
 516CTEM04  516CTEM04-7  - 4mm 5/16" 1  1/16" 1/4" 0.08
 38CTEM05  38CTEM05-7  38CTEM05-D 5mm 3/8" 1  5/16" 5/16" 0.14
 38CTEM06  38CTEM06-7  38CTEM06-D 6mm 3/8" 1  3/8" 3/8" 0.21
 716CTEM06  716CTEM06-7  716CTEM06-D 6mm 7/16" 1  9/16" 3/8" 0.20
 12CTEM06  12CTEM06-7  12CTEM06-D 6mm 1/2" 1  5/8" 7/16" 0.28
 12CTEM07  12CTEM07-7  12CTEM07-D 7mm 1/2" 1  3/4" 7/16" 0.37
 12CTEM08  12CTEM08-7  12CTEM08-D 8mm 1/2" 1  5/16" 1/2" 0.52
 916CTEM08  916CTEM08-7  916CTEM08-D 8mm 9/16" 2" 1/2" 0.60
 58CTEM08  58CTEM08-7  58CTEM08-D 8mm 5/8" 2  1/4" 9/16" 0.69
 58CTEM10  58CTEM10-7  58CTEM10-D 10mm 5/8" 2 5/16" 9/16" 0.96
 34CTEM12  34CTEM12-7  34CTEM12-D 12mm 3/4" 3  1/8" 11/16" 1.96

- -  34CTEM12-CS 12mm 3/4" 3  1/8" 11/16" 1.96
 78CTEM14 -  78CTEM14-D 14mm 7/8" 3  3/8" 7/8" 2.87

- -  78CTEM14-CS 14mm 7/8" 3  3/8" 7/8" 2.87
 1CTEM14 -  1CTEM14-D 14mm 1" 3  7/16" 7/8" 3.75

-  1CTEM14-CS 14mm 1" 3  7/16" 7/8" 3.75
 1CTEM16 -  1CTEM16-D 16mm 1" 3  7/8" 15/16" 4.02

- -  1CTEM16-CS 16mm 1" 3  7/8" 15/16" 4.02
 118CTEM19 -  118CTEM19-D 19mm 1  1/8" 3  5/8" 1  1/16" 4.66

- -  118CTEM19-CS 19mm 1  1/8" 3  5/8" 1  1/16" 4.66
 114CTEM22 -  114CTEM22-D         22mm 1  1/4" 4  1/4" 1  1/4" 6.77

- -  114CTEM22-CS 22mm 1  1/4" 4  1/4" 1  1/4" 6.77

 138CTEM26 -  138CTEM26-D 26mm 1  3/8" 5  11/16" 1  5/16" 12.45
- -  138CTEM26-CS 26mm 1  3/8" 5  11/16" 1  5/16" 12.45

Hi-MOD COMPRESSION EYES
316 Stainless Steel

B-BODY DIAMETER

IDENTIFICATION RINGS

CONE

CL-CONE LENGTH

CROWN RING

H-HARDWARE FACTOR D-PIN DIAMETER
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CONE

IDENTIFICATION RINGS

CROWN RING
CL - CONE LENGTH

COLOR CODE

BD - BODY DIAMETER

H
i-M

O
D

 -

H - HARDWARE FACTOR
D - PIN DIAMETER

Strand Configuration Part #
Imperial Wire Sizes

 1x19
 7x7 or 7x19

Wire Ø
D-Pin Ø H-Hardware Factor HT-Head Thickness Weight lbs.

 14CTE18
 14CTE18-7

1/8"
1/4"

7/8"

3/16"
0.04

 516CTE532
 516CTE532-7

5/32"
5/16"

1  1/16"
1/4"

0.08

 38CTE316
 38CTE316-7

3/16"
3/8"

1  5/16"
5/16"

0.14

 38CTE732
 38CTE732-7

7/32"
3/8"

1  1/2"

3/8"
0.14

 716CTE732
 716CTE732-7

7/32"
7/16"

1  1/2"

3/8"
0.19

 38CTE14
 38CTE14-7

1/4"
3/8"

1  3/8"
3/8"

0.21

 716CTE14
 716CTE14-7

1/4"
7/16"

1  9/16"
3/8"

0.20

 12CTE14
 12CTE14-7

1/4"
1/2"

1  5/8"
7/16"

0.28

 12CTE932
 12CTE932-7

9/32"
1/2"

1  3/4"
7/16"

0.37

 12CTE516
 12CTE516-7

5/16"
1/2"

1  15/16"
1/2"

0.52

 916CTE516
 916CTE516-7

5/16"
9/16"

2"

1/2"
0.60

 58CTE516
 58CTE516-7

5/16"
5/8"

2  1/4"
9/16"

0.69

 58CTE38
 58CTE38-7

3/8"
5/8"

2  5/16"
9/16"

0.96

 34CTE716
 34CTE716-7

7/16"
3/4"

2  5/8"
11/16"

1.23

 34CTE12
 34CTE12-7

1/2"
3/4"

3  1/8"
11/16"

1.96

 78CTE12
 78CTE12-7

1/2"
7/8"

3  1/8"
7/8"

2.13

 78CTE916
 78CTE916-7

9/16"
7/8"

3  3/8"
7/8"

2.87

 1CTE916
 1CTE916-7

9/16"
1"

3  3/4"
15/16"

3.36

 1CTE58
 1CTE58-7

5/8"
1"

3  7/8"
15/16"

4.02

 118CTE34
 118CTE34-7

3/4"
1  1/8"

3  5/8"
1  1/16"

4.66

 114CTE78
 114CTE78-7

7/8"
1  1/4"

4  1/4"
1  1/4"

6.77

 138CTE1
 138CTE1-7

1"
1  3/8"

5  11/16"
1  5/16"

12.45

Strand Configuration Part #

Metric Wire Sizes

 1x19
 7x7 or 7x19 Compact Strand   Dyform Wire Ø D-Pin Ø H-Hardware Factor HT-Head Thickness Weight lbs.

 14CTEM03  14CTEM03-7
 -

3mm
1/4"

7/8"
3/16"

0.04

 516CTEM04  516CTEM04-7
 -

4mm
5/16"

1  1/16"
1/4"

0.08

 38CTEM05  38CTEM05-7  38CTEM05-D
5mm

3/8"
1  5/16"

5/16"
0.14

 38CTEM06  38CTEM06-7  38CTEM06-D
6mm

3/8"
1  3/8"

3/8"
0.21

 716CTEM06  716CTEM06-7  716CTEM06-D
6mm

7/16"
1  9/16"

3/8"
0.20

 12CTEM06  12CTEM06-7
 12CTEM06-D

6mm
1/2"

1  5/8"
7/16"

0.28

 12CTEM07  12CTEM07-7
 12CTEM07-D

7mm
1/2"

1  3/4"
7/16"

0.37

 12CTEM08  12CTEM08-7
 12CTEM08-D

8mm
1/2"

1  5/16"
1/2"

0.52

 916CTEM08  916CTEM08-7  916CTEM08-D
8mm

9/16"
2"

1/2"
0.60

 58CTEM08  58CTEM08-7  58CTEM08-D
8mm

5/8"
2  1/4"

9/16"
0.69

 58CTEM10  58CTEM10-7
 58CTEM10-D

10mm
5/8"

2 5/16"
9/16"

0.96

 34CTEM12  34CTEM12-7
 34CTEM12-D

12mm
3/4"

3  1/8"
11/16"

1.96

-

-
 34CTEM12-CS

12mm
3/4"

3  1/8"
11/16"

1.96

 78CTEM14
-

 78CTEM14-D
14mm

7/8"
3  3/8"

7/8"
2.87

-

-
 78CTEM14-CS

14mm
7/8"

3  3/8"
7/8"

2.87

 1CTEM14

-
 1CTEM14-D

14mm
1"

3  7/16"
7/8"

3.75

-
 1CTEM14-CS

14mm
1"

3  7/16"
7/8"

3.75

 1CTEM16

-
 1CTEM16-D

16mm
1"

3  7/8"
15/16"

4.02

-

-
 1CTEM16-CS

16mm
1"

3  7/8"
15/16"

4.02

 118CTEM19
-

 118CTEM19-D
19mm

1  1/8"
3  5/8"

1  1/16"
4.66

-

-
 118CTEM19-CS

19mm
1  1/8"

3  5/8"
1  1/16"

4.66

 114CTEM22
-

 114CTEM22-D         22mm
1  1/4"

4  1/4"
1  1/4"

6.77

-

-
 114CTEM22-CS

22mm
1  1/4"

4  1/4"
1  1/4"

6.77

 138CTEM26
-

 138CTEM26-D
26mm

1  3/8"
5  11/16"

1  5/16"
12.45

-

-
 138CTEM26-CS

26mm
1  3/8"

5  11/16"
1  5/16"

12.45

Hi-MOD COMPRESSION EYES

316 Stainless Steel

B-BODY DIAMETER

IDENTIFICATION RINGS

CONE

CL-CONE LENGTH
CROWN RING

H-HARDWARE FACTOR
D-PIN DIAMETER

COLOR CODE

HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN

PETERSEN Hi-MOD COMPRESSION FITTINGS

Hi-MOD compression fittings are at least as strong as the rated breaking load of the wire rope.
The unique star shaped Crown Ring positions and holds the wires in place, eliminating the requirement for awkward wire end bending.
The shallow-angled cone establishes direct mechanical grip on the core and all the outer strands.
Stainless steel grade EN10088 1.4404 (316L) is used on all parts with the exception of the Crown Ring which is manufactured from 
Aluminium Bronze so no sealant required.
Fittings are available for 7 strand and Compacted-strand wire ropes as well as 1x7 and 1x19. Because of their design, Hi-MOD compression 
fittings can be assembled on compacted-strand ropes as easily as any other construction of wire without the need for forming tools and 
long handled spanners.

Special Star Shaped Crown Ring holds wire strands in place, preventing awkward “wire end bending”.
Crown Ring prevents wire strands from being trapped in cone slots. Works equally well with Right or Left hand lay wire.
Shallow angle on cone establishes more direct mechanical contact over a greater area providing a tighter grip.
Can be dismantled for maintenance and re-used without the need for new parts. All parts are re-usable providing that no 
overloading has occurred

Made in UK

Made in UK
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Strand Configuration Part # Imperial Wire Sizes

 1x19  7x7 or 7x19 Wire Ø D-Pin Ø A-Jaw Depth E-Jaw Gap H-Hardware Factor Weight lbs.

 14CTT18  14CTT18-7 1/8" 1/4" 9/16" 1/4" 1  3/4" 0.10
 516CTT532  516CTT532-7 5/32" 5/16" 5/8" 5/16" 2  1/32" 0.17
 38CTT316  38CTT316-7 3/16" 3/8" 3/4" 3/8" 2  9/16" 0.30
 38CTT732  38CTT732-7 7/32" 3/8" 3/4" 3/8" 2  9/16" 0.30
 38CTT14  38CTT14-7 1/4" 3/8" 3/4" 3/8" 2  5/8" 0.36
 12CTT14  12CTT14-7 1/4" 1/2" 1  1/8" 1/2" 3  5/16" 0.63

 12CTT932  12CTT932-7 9/32" 1/2" 1  1/8" 1/2" 3  7/16" 0.72

 12CTT516  12CTT516-7 5/16" 1/2" 1  1/8" 1/2" 3  5/8" 0.88
 916CTT516  916CTT516-7 5/16" 9/16" 1  1/4" 9/16" 4" 2.35
 58CTT516  58CTT516-7 5/16" 5/8" 1  1/4" 5/8" 4  1/2" 1.41
 58CTT38  58CTT38-7 3/8" 5/8" 1  1/4" 5/8" 4  9/16" 1.68
 34CTT716  34CTT716-7 7/16" 3/4" 1  7/8" 3/4" 5  13/16" 2.54
 34CTT12  34CTT12-7 1/2" 3/4" 1  7/8" 3/4" 5  13/16" 3.01
 78CTT916  78CTT916-7 9/16" 7/8" 2  7/8" 7/8" 7  3/8" 5.54
 1CTT58  1CTT58-7 5/8" 1" 2  5/8" 1" 7  1/2" 7.35

Strand Configuration Part # Metric Wire Sizes

 1x19  7x7 or 7x19
Compact Strand                             

Dyform
Wire Ø D-Pin Ø A-Jaw Depth E-Jaw Gap

H-Hardware 
Factor

Weight lbs.

 14CTTM03  14CTTM03-7  - 3mm 1/4" 9/16" 1/4" 1  3/4" 0.10
 516CTTM04  516CTTM04-7  - 4mm 5/16" 5/8" 5/16" 2  1/32" 0.17
 38CTTM05  38CTTM05-7  38CTTM05-D 5mm 3/8" 3/4" 3/8" 2  9/16" 0.30
 38CTTM06  38CTTM06-7  38CTTM06-D 6mm 3/8" 3/4" 3/8" 2  9/16" 0.36
 12CTTM06  12CTTM06-7  12CTTM06-D 6mm 1/2" 3/4" 1/2" 3  5/16" 0.63
 12CTTM07  12CTTM07-7  12CTTM07-D 7mm 1/2" 1  1/8" 1/2" 3  7/16" 0.72

 12CTTM08  12CTTM08-7  12CTTM08-D 8mm 1/2" 1  1/8" 1/2" 3  5/8" 0.88

 916CTTM08  916CTTM08-7  916CTTM08-D 8mm 9/16" 1  1/8" 9/16" 4  1/2" 2.35
 58CTTM08  58CTTM08-7  58CTTM08-D 8mm 5/8" 1  1/4" 5/8" 4  1/2" 1.41
 58CTTM10  58CTTM10-7  58CTTM10-D 10mm 5/8" 1  1/4" 5/8" 4  9/16" 1.68
 34CTTM12  34CTTM12-7  34CTTM12-D 12mm 3/4" 1  7/8" 3/4" 4  9/16" 3.01

- -  34CTTM12-CS 12mm 3/4" 1  7/8" 3/4" 4  9/16" 3.01
 78CTTM14 -  78CTTM14-D 14mm 7/8" 2  7/8" 7/8" 7  3/8" 5.54

- -  78CTTM14-CS 14mm 7/8" 2  7/8" 7/8" 7  3/8" 5.54
 1CTTM16 -  1CTTM16-D 16mm 1" 2  7/8" 1" 7  1/2" 7.35

 - -  1CTTM16-CS 16mm 1" 2  5/8" 1" 7  1/2" 7.35
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Strand Configuration Part # Imperial Wire Sizes

 1x19  7x7 or 7x19 Wire Ø D-Pin Ø A-Jaw Depth E-Jaw Gap H-Hardware Factor Weight lbs.

 14CTT18  14CTT18-7 1/8" 1/4" 9/16" 1/4" 1  3/4" 0.10
 516CTT532  516CTT532-7 5/32" 5/16" 5/8" 5/16" 2  1/32" 0.17
 38CTT316  38CTT316-7 3/16" 3/8" 3/4" 3/8" 2  9/16" 0.30
 38CTT732  38CTT732-7 7/32" 3/8" 3/4" 3/8" 2  9/16" 0.30
 38CTT14  38CTT14-7 1/4" 3/8" 3/4" 3/8" 2  5/8" 0.36
 12CTT14  12CTT14-7 1/4" 1/2" 1  1/8" 1/2" 3  5/16" 0.63

 12CTT932  12CTT932-7 9/32" 1/2" 1  1/8" 1/2" 3  7/16" 0.72

 12CTT516  12CTT516-7 5/16" 1/2" 1  1/8" 1/2" 3  5/8" 0.88
 916CTT516  916CTT516-7 5/16" 9/16" 1  1/4" 9/16" 4" 2.35
 58CTT516  58CTT516-7 5/16" 5/8" 1  1/4" 5/8" 4  1/2" 1.41
 58CTT38  58CTT38-7 3/8" 5/8" 1  1/4" 5/8" 4  9/16" 1.68
 34CTT716  34CTT716-7 7/16" 3/4" 1  7/8" 3/4" 5  13/16" 2.54
 34CTT12  34CTT12-7 1/2" 3/4" 1  7/8" 3/4" 5  13/16" 3.01
 78CTT916  78CTT916-7 9/16" 7/8" 2  7/8" 7/8" 7  3/8" 5.54
 1CTT58  1CTT58-7 5/8" 1" 2  5/8" 1" 7  1/2" 7.35

Strand Configuration Part # Metric Wire Sizes

 1x19  7x7 or 7x19
Compact Strand                             

Dyform
Wire Ø D-Pin Ø A-Jaw Depth E-Jaw Gap

H-Hardware 
Factor

Weight lbs.

 14CTTM03  14CTTM03-7  - 3mm 1/4" 9/16" 1/4" 1  3/4" 0.10
 516CTTM04  516CTTM04-7  - 4mm 5/16" 5/8" 5/16" 2  1/32" 0.17
 38CTTM05  38CTTM05-7  38CTTM05-D 5mm 3/8" 3/4" 3/8" 2  9/16" 0.30
 38CTTM06  38CTTM06-7  38CTTM06-D 6mm 3/8" 3/4" 3/8" 2  9/16" 0.36
 12CTTM06  12CTTM06-7  12CTTM06-D 6mm 1/2" 3/4" 1/2" 3  5/16" 0.63
 12CTTM07  12CTTM07-7  12CTTM07-D 7mm 1/2" 1  1/8" 1/2" 3  7/16" 0.72

 12CTTM08  12CTTM08-7  12CTTM08-D 8mm 1/2" 1  1/8" 1/2" 3  5/8" 0.88

 916CTTM08  916CTTM08-7  916CTTM08-D 8mm 9/16" 1  1/8" 9/16" 4  1/2" 2.35
 58CTTM08  58CTTM08-7  58CTTM08-D 8mm 5/8" 1  1/4" 5/8" 4  1/2" 1.41
 58CTTM10  58CTTM10-7  58CTTM10-D 10mm 5/8" 1  1/4" 5/8" 4  9/16" 1.68
 34CTTM12  34CTTM12-7  34CTTM12-D 12mm 3/4" 1  7/8" 3/4" 4  9/16" 3.01

- -  34CTTM12-CS 12mm 3/4" 1  7/8" 3/4" 4  9/16" 3.01
 78CTTM14 -  78CTTM14-D 14mm 7/8" 2  7/8" 7/8" 7  3/8" 5.54

- -  78CTTM14-CS 14mm 7/8" 2  7/8" 7/8" 7  3/8" 5.54
 1CTTM16 -  1CTTM16-D 16mm 1" 2  7/8" 1" 7  1/2" 7.35

 - -  1CTTM16-CS 16mm 1" 2  5/8" 1" 7  1/2" 7.35
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Strand Configuration Part #
Imperial Wire Sizes

 1x19
 7x7 or 7x19

Wire Ø
D-Pin Ø A-Jaw Depth E-Jaw Gap H-Hardware Factor Weight lbs.

 14CTT18
 14CTT18-7

1/8"
1/4"

9/16"
1/4"

1  3/4"
0.10

 516CTT532  516CTT532-7
5/32"

5/16"
5/8"

5/16"
2  1/32"

0.17

 38CTT316
 38CTT316-7

3/16"
3/8"

3/4"
3/8"

2  9/16"
0.30

 38CTT732  38CTT732-7
7/32"

3/8"
3/4"

3/8"
2  9/16"

0.30

 38CTT14
 38CTT14-7

1/4"
3/8"

3/4"
3/8"

2  5/8"
0.36

 12CTT14
 12CTT14-7

1/4"
1/2"

1  1/8"
1/2"

3  5/16"
0.63

 12CTT932
 12CTT932-7

9/32"
1/2"

1  1/8"
1/2"

3  7/16"
0.72

 12CTT516
 12CTT516-7

5/16"
1/2"

1  1/8"
1/2"

3  5/8"
0.88

 916CTT516  916CTT516-7
5/16"

9/16"
1  1/4"

9/16"
4"

2.35

 58CTT516
 58CTT516-7

5/16"
5/8"

1  1/4"
5/8"

4  1/2"
1.41

 58CTT38
 58CTT38-7

3/8"
5/8"

1  1/4"
5/8"

4  9/16"
1.68

 34CTT716
 34CTT716-7

7/16"
3/4"

1  7/8"
3/4"

5  13/16"
2.54

 34CTT12
 34CTT12-7

1/2"
3/4"

1  7/8"
3/4"

5  13/16"
3.01

 78CTT916
 78CTT916-7

9/16"
7/8"

2  7/8"
7/8"

7  3/8"
5.54

 1CTT58
 1CTT58-7

5/8"
1"

2  5/8"
1"

7  1/2"
7.35

Strand Configuration Part #

Metric Wire Sizes

 1x19
 7x7 or 7x19 Compact Strand                             Dyform Wire Ø D-Pin Ø A-Jaw Depth E-Jaw Gap H-Hardware Factor Weight lbs.

 14CTTM03  14CTTM03-7
 -

3mm
1/4"

9/16"
1/4"

1  3/4"
0.10

 516CTTM04  516CTTM04-7
 -

4mm
5/16"

5/8"
5/16"

2  1/32"
0.17

 38CTTM05  38CTTM05-7  38CTTM05-D
5mm

3/8"
3/4"

3/8"
2  9/16"

0.30

 38CTTM06  38CTTM06-7  38CTTM06-D
6mm

3/8"
3/4"

3/8"
2  9/16"

0.36

 12CTTM06  12CTTM06-7  12CTTM06-D
6mm

1/2"
3/4"

1/2"
3  5/16"

0.63

 12CTTM07  12CTTM07-7  12CTTM07-D
7mm

1/2"
1  1/8"

1/2"
3  7/16"

0.72

 12CTTM08  12CTTM08-7  12CTTM08-D
8mm

1/2"
1  1/8"

1/2"
3  5/8"

0.88

 916CTTM08  916CTTM08-7  916CTTM08-D
8mm

9/16"
1  1/8"

9/16"
4  1/2"

2.35

 58CTTM08  58CTTM08-7  58CTTM08-D
8mm

5/8"
1  1/4"

5/8"
4  1/2"

1.41

 58CTTM10  58CTTM10-7  58CTTM10-D
10mm

5/8"
1  1/4"

5/8"
4  9/16"

1.68

 34CTTM12  34CTTM12-7  34CTTM12-D
12mm

3/4"
1  7/8"

3/4"
4  9/16"

3.01

-
-

 34CTTM12-CS
12mm

3/4"
1  7/8"

3/4"
4  9/16"

3.01

 78CTTM14
-

 78CTTM14-D
14mm

7/8"
2  7/8"

7/8"
7  3/8"

5.54

-
-

 78CTTM14-CS
14mm

7/8"
2  7/8"

7/8"
7  3/8"

5.54

 1CTTM16
-

 1CTTM16-D
16mm

1"
2  7/8"

1"
7  1/2"

7.35

 -
-

 1CTTM16-CS
16mm

1"
2  5/8"

1"
7  1/2"

7.35
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Strand Configuration Part # Imperial Wire Sizes

 1x19  7x7 or 7x19 Wire Ø D-Pin Ø A-Jaw Depth E-Jaw Gap H-Hardware Factor Weight lbs.

 14CTT18  14CTT18-7 1/8" 1/4" 9/16" 1/4" 1  3/4" 0.10
 516CTT532  516CTT532-7 5/32" 5/16" 5/8" 5/16" 2  1/32" 0.17
 38CTT316  38CTT316-7 3/16" 3/8" 3/4" 3/8" 2  9/16" 0.30
 38CTT732  38CTT732-7 7/32" 3/8" 3/4" 3/8" 2  9/16" 0.30
 38CTT14  38CTT14-7 1/4" 3/8" 3/4" 3/8" 2  5/8" 0.36
 12CTT14  12CTT14-7 1/4" 1/2" 1  1/8" 1/2" 3  5/16" 0.63

 12CTT932  12CTT932-7 9/32" 1/2" 1  1/8" 1/2" 3  7/16" 0.72

 12CTT516  12CTT516-7 5/16" 1/2" 1  1/8" 1/2" 3  5/8" 0.88
 916CTT516  916CTT516-7 5/16" 9/16" 1  1/4" 9/16" 4" 2.35
 58CTT516  58CTT516-7 5/16" 5/8" 1  1/4" 5/8" 4  1/2" 1.41
 58CTT38  58CTT38-7 3/8" 5/8" 1  1/4" 5/8" 4  9/16" 1.68
 34CTT716  34CTT716-7 7/16" 3/4" 1  7/8" 3/4" 5  13/16" 2.54
 34CTT12  34CTT12-7 1/2" 3/4" 1  7/8" 3/4" 5  13/16" 3.01
 78CTT916  78CTT916-7 9/16" 7/8" 2  7/8" 7/8" 7  3/8" 5.54
 1CTT58  1CTT58-7 5/8" 1" 2  5/8" 1" 7  1/2" 7.35

Strand Configuration Part # Metric Wire Sizes

 1x19  7x7 or 7x19
Compact Strand                             

Dyform
Wire Ø D-Pin Ø A-Jaw Depth E-Jaw Gap

H-Hardware 
Factor

Weight lbs.

 14CTTM03  14CTTM03-7  - 3mm 1/4" 9/16" 1/4" 1  3/4" 0.10
 516CTTM04  516CTTM04-7  - 4mm 5/16" 5/8" 5/16" 2  1/32" 0.17
 38CTTM05  38CTTM05-7  38CTTM05-D 5mm 3/8" 3/4" 3/8" 2  9/16" 0.30
 38CTTM06  38CTTM06-7  38CTTM06-D 6mm 3/8" 3/4" 3/8" 2  9/16" 0.36
 12CTTM06  12CTTM06-7  12CTTM06-D 6mm 1/2" 3/4" 1/2" 3  5/16" 0.63
 12CTTM07  12CTTM07-7  12CTTM07-D 7mm 1/2" 1  1/8" 1/2" 3  7/16" 0.72

 12CTTM08  12CTTM08-7  12CTTM08-D 8mm 1/2" 1  1/8" 1/2" 3  5/8" 0.88

 916CTTM08  916CTTM08-7  916CTTM08-D 8mm 9/16" 1  1/8" 9/16" 4  1/2" 2.35
 58CTTM08  58CTTM08-7  58CTTM08-D 8mm 5/8" 1  1/4" 5/8" 4  1/2" 1.41
 58CTTM10  58CTTM10-7  58CTTM10-D 10mm 5/8" 1  1/4" 5/8" 4  9/16" 1.68
 34CTTM12  34CTTM12-7  34CTTM12-D 12mm 3/4" 1  7/8" 3/4" 4  9/16" 3.01

- -  34CTTM12-CS 12mm 3/4" 1  7/8" 3/4" 4  9/16" 3.01
 78CTTM14 -  78CTTM14-D 14mm 7/8" 2  7/8" 7/8" 7  3/8" 5.54

- -  78CTTM14-CS 14mm 7/8" 2  7/8" 7/8" 7  3/8" 5.54
 1CTTM16 -  1CTTM16-D 16mm 1" 2  7/8" 1" 7  1/2" 7.35

 - -  1CTTM16-CS 16mm 1" 2  5/8" 1" 7  1/2" 7.35
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Strand Configuration Part # Imperial Wire Sizes

 1x19  7x7 or 7x19  Wire Ø P-Thread H-Hardware Factor T-Thread Length Weight lbs.

 14CTS18  14CTS18-7  1/8" 1/4-28 5/8" 2" 0.05
 14CTS532  14CTS532-7  5/32" 1/4-28 11/16" 2" 0.07
 516CTS532  516CTS532-7  5/32" 5/16-24 7/8" 2  1/4" 0.09
 516CTS316  516CTS316-7  3/16" 5/16-24 1" 2  1/4" 0.14
 38CTS316  38CTS316-7  3/16" 3/8-24 7/8" 2  5/8" 0.17
 38CTS732  38CTS732-7  7/32" 3/8-24 7/8" 2  5/8" 0.17
 716CTS732  716CTS732-7  7/32" 7/16-20 1" 2  7/8" 0.20
 38CTS14  38CTS14-7  1/4" 3/8-24 1  1/8" 2  5/8" 0.24
 716CTS14  716CTS14-7  1/4" 7/16-20 1  1/8" 2  7/8" 0.28
 12CTS14  12CTS14-7  1/4" 1/2-20 1  1/16" 3  1/2" 0.35
 12CTS932  12CTS932-7  9/32" 1/2-20 1  1/8" 3  1/2" 0.43
 12CTS516  12CTS516-7  5/16" 1/2-20 1  1/2" 3  1/2" 0.62
 58CTS516  58CTS516-7  5/16" 5/8-18 1  1/2" 3  3/4" 0.75
 58CTS38  58CTS38-7  3/8" 5/8-18 1  3/8" 3  3/4" 1.02
 34CTS38  34CTS38-7  3/8" 3/4-18 1  1/2" 4  5/8" 1.24
 34CTS716  34CTS716-7  7/16" 3/4-16 1  1/2" 4  5/8" 1.22
 34CTS12  34CTS12-7  1/2" 3/4-16 2" 4  5/8" 1.95
 78CTS12  78CTS12-7  1/2" 7/8-14 2" 5  1/2" 2.85
 78CTS916  78CTS916-7  9/16" 7/8-14 2  1/8" 5  1/2" 2.87
 1CTS58  1CTS58-7  5/8" 1.0-12 2  3/4" 6  1/4" 4.35
 118CTS34  118CTS34-7  3/4" 1  1/8-12 2  1/2" 6  3/4" 5.27
 114CTS78  114CTS78-7  7/8" 1  1/4-12 2  7/8" 7  3/4" 7.36
 138CTS1  138CTS1-7  1" 1  3/8-12 3  5/8" 8  1/2" 14.5

Strand Configuration Part # Metric Wire Sizes

 1x19  7x7 or 7x19
Compact Strand    

Dyform 
 Wire Ø P-Thread

H-Hardware 
Factor

T-Thread 
Length

Weight lbs.

 14CTSM03  14CTSM03-7  -  3mm 1/4-28 5/8" 2" 0.05
 14CTSM04  14CTSM04-7  -  4mm 1/4-28 11/16" 2" 0.06
 516CTSM04  516CTSM04-7  -  4mm 5/16-24 7/8" 2  1/4" 0.09
 516CTSM05  516CTSM05-7  516CTSM05-D  5mm 5/16-24 1" 2  1/4" 0.14
 38CTSM05  38CTSM05-7  38CTSM05-D  5mm 3/8-24 7/8" 2  5/8" 0.17
 38CTSM06  38CTSM06-7  38CTSM06-D  6mm 3/8-24 1  1/8" 2  5/8" 0.24
 716CTSM06  716CTSM06-7  716CTSM06-D  6mm 7/16-20 1  1/8" 2  7/8" 0.28
 12CTSM06  12CTSM06-7  12CTSM06-D  6mm 1/2-20 1  1/16" 3  1/2" 0.35
 12CTSM07  12CTSM07-7  12CTSM07-D  7mm 1/2-20 1  1/8" 3  1/2" 0.43
 12CTSM08  12CTSM08-7  12CTSM08-D  8mm 1/2-20 1  1/2" 3  1/2" 0.62
 58CTSM08  58CTSM08-7  58CTSM08-D  8mm 5/8-18 1  1/2" 3  3/4" 0.75
 58CTSM10  58CTSM10-7  58CTSM10-D  10mm 5/8-18 1  3/8" 3  3/4" 1.02
 34CTSM10  34CTSM10-7  34CTSM10-D  10mm 3/4-16 1  1/2" 4  5/8" 1.24
 34CTSM12  34CTSM12-7  34CTSM12-D  12mm 3/4-16 2" 4  5/8" 1.95

- -  34CTSM12-CS 12mm 3/4-16 2" 4  5/8" 1.95
 78CTSM12  78CTSM12-7  78CTSM12-D  12mm 7/8-14 2" 5  1/2" 2.85

- -  78CTSM12-CS 12mm 7/8-14 2" 5  1/2" 2.85
 78CTSM14  78CTSM14-7  78CTSM14-D  14mm 7/8-14 2  1/8" 5  1/2" 2.87

- -  78CTSM14-CS 14mm 7/8-14 2  1/8" 5  1/2" 2.87
 1CTSM16  1CTSM16-7  1CTSM16-D  16mm 1.0-12 2  3/4" 6  1/4" 4.35

 - -  1CTSM16-CS 16mm 1.0-12 2  3/4" 6  1/4" 4.35
 118CTSM19 -  118CTSM19-D 19mm 1  1/8-12 2  1/2" 6  3/4" 5.27

 - -  118CTSM19-CS 19mm 1  1/8-12 2  1/2" 6  3/4" 5.27
 114CTSM22 -  114CTSM22-D 22mm 1  1/4-12 2  7/8" 7  3/4" 7.36

 - -  114CTSM22-CS 22mm 1  1/4-12 2  7/8" 7  3/4" 7.36
 138CTSM26 -  138CTSM26-D 26mm  1  3/8-12 3  5/8" 8  1/2" 14.5

 - -  138CTSM26-CS 26mm  1  3/8-12 3  5/8" 8  1/2" 14.5

Hi-MOD COMPRESSION STUDS
316 Stainless Steel
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CL - CONE LENGTH COLOR CODE

BD - BODY DIAMETER

H
i-M

O
D

 -

Strand Configuration Part # Imperial Wire Sizes

 1x19  7x7 or 7x19  Wire Ø P-Thread H-Hardware Factor T-Thread Length Weight lbs.

 14CTS18  14CTS18-7  1/8" 1/4-28 5/8" 2" 0.05
 14CTS532  14CTS532-7  5/32" 1/4-28 11/16" 2" 0.07
 516CTS532  516CTS532-7  5/32" 5/16-24 7/8" 2  1/4" 0.09
 516CTS316  516CTS316-7  3/16" 5/16-24 1" 2  1/4" 0.14
 38CTS316  38CTS316-7  3/16" 3/8-24 7/8" 2  5/8" 0.17
 38CTS732  38CTS732-7  7/32" 3/8-24 7/8" 2  5/8" 0.17
 716CTS732  716CTS732-7  7/32" 7/16-20 1" 2  7/8" 0.20
 38CTS14  38CTS14-7  1/4" 3/8-24 1  1/8" 2  5/8" 0.24
 716CTS14  716CTS14-7  1/4" 7/16-20 1  1/8" 2  7/8" 0.28
 12CTS14  12CTS14-7  1/4" 1/2-20 1  1/16" 3  1/2" 0.35
 12CTS932  12CTS932-7  9/32" 1/2-20 1  1/8" 3  1/2" 0.43
 12CTS516  12CTS516-7  5/16" 1/2-20 1  1/2" 3  1/2" 0.62
 58CTS516  58CTS516-7  5/16" 5/8-18 1  1/2" 3  3/4" 0.75
 58CTS38  58CTS38-7  3/8" 5/8-18 1  3/8" 3  3/4" 1.02
 34CTS38  34CTS38-7  3/8" 3/4-18 1  1/2" 4  5/8" 1.24
 34CTS716  34CTS716-7  7/16" 3/4-16 1  1/2" 4  5/8" 1.22
 34CTS12  34CTS12-7  1/2" 3/4-16 2" 4  5/8" 1.95
 78CTS12  78CTS12-7  1/2" 7/8-14 2" 5  1/2" 2.85
 78CTS916  78CTS916-7  9/16" 7/8-14 2  1/8" 5  1/2" 2.87
 1CTS58  1CTS58-7  5/8" 1.0-12 2  3/4" 6  1/4" 4.35
 118CTS34  118CTS34-7  3/4" 1  1/8-12 2  1/2" 6  3/4" 5.27
 114CTS78  114CTS78-7  7/8" 1  1/4-12 2  7/8" 7  3/4" 7.36
 138CTS1  138CTS1-7  1" 1  3/8-12 3  5/8" 8  1/2" 14.5

Strand Configuration Part # Metric Wire Sizes

 1x19  7x7 or 7x19
Compact Strand    

Dyform 
 Wire Ø P-Thread

H-Hardware 
Factor

T-Thread 
Length

Weight lbs.

 14CTSM03  14CTSM03-7  -  3mm 1/4-28 5/8" 2" 0.05
 14CTSM04  14CTSM04-7  -  4mm 1/4-28 11/16" 2" 0.06
 516CTSM04  516CTSM04-7  -  4mm 5/16-24 7/8" 2  1/4" 0.09
 516CTSM05  516CTSM05-7  516CTSM05-D  5mm 5/16-24 1" 2  1/4" 0.14
 38CTSM05  38CTSM05-7  38CTSM05-D  5mm 3/8-24 7/8" 2  5/8" 0.17
 38CTSM06  38CTSM06-7  38CTSM06-D  6mm 3/8-24 1  1/8" 2  5/8" 0.24
 716CTSM06  716CTSM06-7  716CTSM06-D  6mm 7/16-20 1  1/8" 2  7/8" 0.28
 12CTSM06  12CTSM06-7  12CTSM06-D  6mm 1/2-20 1  1/16" 3  1/2" 0.35
 12CTSM07  12CTSM07-7  12CTSM07-D  7mm 1/2-20 1  1/8" 3  1/2" 0.43
 12CTSM08  12CTSM08-7  12CTSM08-D  8mm 1/2-20 1  1/2" 3  1/2" 0.62
 58CTSM08  58CTSM08-7  58CTSM08-D  8mm 5/8-18 1  1/2" 3  3/4" 0.75
 58CTSM10  58CTSM10-7  58CTSM10-D  10mm 5/8-18 1  3/8" 3  3/4" 1.02
 34CTSM10  34CTSM10-7  34CTSM10-D  10mm 3/4-16 1  1/2" 4  5/8" 1.24
 34CTSM12  34CTSM12-7  34CTSM12-D  12mm 3/4-16 2" 4  5/8" 1.95

- -  34CTSM12-CS 12mm 3/4-16 2" 4  5/8" 1.95
 78CTSM12  78CTSM12-7  78CTSM12-D  12mm 7/8-14 2" 5  1/2" 2.85

- -  78CTSM12-CS 12mm 7/8-14 2" 5  1/2" 2.85
 78CTSM14  78CTSM14-7  78CTSM14-D  14mm 7/8-14 2  1/8" 5  1/2" 2.87

- -  78CTSM14-CS 14mm 7/8-14 2  1/8" 5  1/2" 2.87
 1CTSM16  1CTSM16-7  1CTSM16-D  16mm 1.0-12 2  3/4" 6  1/4" 4.35

 - -  1CTSM16-CS 16mm 1.0-12 2  3/4" 6  1/4" 4.35
 118CTSM19 -  118CTSM19-D 19mm 1  1/8-12 2  1/2" 6  3/4" 5.27

 - -  118CTSM19-CS 19mm 1  1/8-12 2  1/2" 6  3/4" 5.27
 114CTSM22 -  114CTSM22-D 22mm 1  1/4-12 2  7/8" 7  3/4" 7.36

 - -  114CTSM22-CS 22mm 1  1/4-12 2  7/8" 7  3/4" 7.36
 138CTSM26 -  138CTSM26-D 26mm  1  3/8-12 3  5/8" 8  1/2" 14.5

 - -  138CTSM26-CS 26mm  1  3/8-12 3  5/8" 8  1/2" 14.5

Hi-MOD COMPRESSION STUDS
316 Stainless Steel

B-BODY DIAMETER

IDENTIFICATION RINGS

CONE

CL-CONE 
LENGTH

COLOR CODE

CROWN RING
P-THREAD SIZE

H-HARDWARE FACTOR T-THREAD LENGTH
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H - HARDWARE FACTOR T - THREAD LENGTH

P - THREAD SIZECONE

IDENTIFICATION RINGS
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Strand Configuration Part # Imperial Wire Sizes

 1x19  7x7 or 7x19  Wire Ø P-Thread H-Hardware Factor T-Thread Length Weight lbs.

 14CTS18  14CTS18-7  1/8" 1/4-28 5/8" 2" 0.05
 14CTS532  14CTS532-7  5/32" 1/4-28 11/16" 2" 0.07
 516CTS532  516CTS532-7  5/32" 5/16-24 7/8" 2  1/4" 0.09
 516CTS316  516CTS316-7  3/16" 5/16-24 1" 2  1/4" 0.14
 38CTS316  38CTS316-7  3/16" 3/8-24 7/8" 2  5/8" 0.17
 38CTS732  38CTS732-7  7/32" 3/8-24 7/8" 2  5/8" 0.17
 716CTS732  716CTS732-7  7/32" 7/16-20 1" 2  7/8" 0.20
 38CTS14  38CTS14-7  1/4" 3/8-24 1  1/8" 2  5/8" 0.24
 716CTS14  716CTS14-7  1/4" 7/16-20 1  1/8" 2  7/8" 0.28
 12CTS14  12CTS14-7  1/4" 1/2-20 1  1/16" 3  1/2" 0.35
 12CTS932  12CTS932-7  9/32" 1/2-20 1  1/8" 3  1/2" 0.43
 12CTS516  12CTS516-7  5/16" 1/2-20 1  1/2" 3  1/2" 0.62
 58CTS516  58CTS516-7  5/16" 5/8-18 1  1/2" 3  3/4" 0.75
 58CTS38  58CTS38-7  3/8" 5/8-18 1  3/8" 3  3/4" 1.02
 34CTS38  34CTS38-7  3/8" 3/4-18 1  1/2" 4  5/8" 1.24
 34CTS716  34CTS716-7  7/16" 3/4-16 1  1/2" 4  5/8" 1.22
 34CTS12  34CTS12-7  1/2" 3/4-16 2" 4  5/8" 1.95
 78CTS12  78CTS12-7  1/2" 7/8-14 2" 5  1/2" 2.85
 78CTS916  78CTS916-7  9/16" 7/8-14 2  1/8" 5  1/2" 2.87
 1CTS58  1CTS58-7  5/8" 1.0-12 2  3/4" 6  1/4" 4.35
 118CTS34  118CTS34-7  3/4" 1  1/8-12 2  1/2" 6  3/4" 5.27
 114CTS78  114CTS78-7  7/8" 1  1/4-12 2  7/8" 7  3/4" 7.36
 138CTS1  138CTS1-7  1" 1  3/8-12 3  5/8" 8  1/2" 14.5

Strand Configuration Part # Metric Wire Sizes

 1x19  7x7 or 7x19
Compact Strand    

Dyform 
 Wire Ø P-Thread

H-Hardware 
Factor

T-Thread 
Length

Weight lbs.

 14CTSM03  14CTSM03-7  -  3mm 1/4-28 5/8" 2" 0.05
 14CTSM04  14CTSM04-7  -  4mm 1/4-28 11/16" 2" 0.06
 516CTSM04  516CTSM04-7  -  4mm 5/16-24 7/8" 2  1/4" 0.09
 516CTSM05  516CTSM05-7  516CTSM05-D  5mm 5/16-24 1" 2  1/4" 0.14
 38CTSM05  38CTSM05-7  38CTSM05-D  5mm 3/8-24 7/8" 2  5/8" 0.17
 38CTSM06  38CTSM06-7  38CTSM06-D  6mm 3/8-24 1  1/8" 2  5/8" 0.24
 716CTSM06  716CTSM06-7  716CTSM06-D  6mm 7/16-20 1  1/8" 2  7/8" 0.28
 12CTSM06  12CTSM06-7  12CTSM06-D  6mm 1/2-20 1  1/16" 3  1/2" 0.35
 12CTSM07  12CTSM07-7  12CTSM07-D  7mm 1/2-20 1  1/8" 3  1/2" 0.43
 12CTSM08  12CTSM08-7  12CTSM08-D  8mm 1/2-20 1  1/2" 3  1/2" 0.62
 58CTSM08  58CTSM08-7  58CTSM08-D  8mm 5/8-18 1  1/2" 3  3/4" 0.75
 58CTSM10  58CTSM10-7  58CTSM10-D  10mm 5/8-18 1  3/8" 3  3/4" 1.02
 34CTSM10  34CTSM10-7  34CTSM10-D  10mm 3/4-16 1  1/2" 4  5/8" 1.24
 34CTSM12  34CTSM12-7  34CTSM12-D  12mm 3/4-16 2" 4  5/8" 1.95

- -  34CTSM12-CS 12mm 3/4-16 2" 4  5/8" 1.95
 78CTSM12  78CTSM12-7  78CTSM12-D  12mm 7/8-14 2" 5  1/2" 2.85

- -  78CTSM12-CS 12mm 7/8-14 2" 5  1/2" 2.85
 78CTSM14  78CTSM14-7  78CTSM14-D  14mm 7/8-14 2  1/8" 5  1/2" 2.87

- -  78CTSM14-CS 14mm 7/8-14 2  1/8" 5  1/2" 2.87
 1CTSM16  1CTSM16-7  1CTSM16-D  16mm 1.0-12 2  3/4" 6  1/4" 4.35

 - -  1CTSM16-CS 16mm 1.0-12 2  3/4" 6  1/4" 4.35
 118CTSM19 -  118CTSM19-D 19mm 1  1/8-12 2  1/2" 6  3/4" 5.27

 - -  118CTSM19-CS 19mm 1  1/8-12 2  1/2" 6  3/4" 5.27
 114CTSM22 -  114CTSM22-D 22mm 1  1/4-12 2  7/8" 7  3/4" 7.36

 - -  114CTSM22-CS 22mm 1  1/4-12 2  7/8" 7  3/4" 7.36
 138CTSM26 -  138CTSM26-D 26mm  1  3/8-12 3  5/8" 8  1/2" 14.5

 - -  138CTSM26-CS 26mm  1  3/8-12 3  5/8" 8  1/2" 14.5

Hi-MOD COMPRESSION STUDS
316 Stainless Steel

B-BODY DIAMETER

IDENTIFICATION RINGS

CONE

CL-CONE 
LENGTH

COLOR CODE

CROWN RING
P-THREAD SIZE

H-HARDWARE FACTOR T-THREAD LENGTH
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H - HARDWARE FACTOR

T - THREAD LENGTH

P - THREAD SIZE

CONE

IDENTIFICATION RINGS

CROWN RING
CL - CONE LENGTH

COLOR CODE

BD - BODY DIAMETER
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 -

Strand Configuration Part #
Imperial Wire Sizes

 1x19
 7x7 or 7x19

 Wire Ø
P-Thread H-Hardware Factor T-Thread Length Weight lbs.

 14CTS18
 14CTS18-7

 1/8"
1/4-28

5/8"

2"
0.05

 14CTS532
 14CTS532-7

 5/32"
1/4-28

11/16"

2"
0.07

 516CTS532
 516CTS532-7

 5/32"
5/16-24

7/8"

2  1/4"
0.09

 516CTS316
 516CTS316-7

 3/16"
5/16-24

1"

2  1/4"
0.14

 38CTS316
 38CTS316-7

 3/16"
3/8-24

7/8"
2  5/8"

0.17

 38CTS732
 38CTS732-7

 7/32"
3/8-24

7/8"
2  5/8"

0.17

 716CTS732
 716CTS732-7

 7/32"
7/16-20

1"

2  7/8"
0.20

 38CTS14
 38CTS14-7

 1/4"
3/8-24

1  1/8"
2  5/8"

0.24

 716CTS14
 716CTS14-7

 1/4"
7/16-20

1  1/8"
2  7/8"

0.28

 12CTS14
 12CTS14-7

 1/4"
1/2-20

1  1/16"
3  1/2"

0.35

 12CTS932
 12CTS932-7

 9/32"
1/2-20

1  1/8"
3  1/2"

0.43

 12CTS516
 12CTS516-7

 5/16"
1/2-20

1  1/2"
3  1/2"

0.62

 58CTS516
 58CTS516-7

 5/16"
5/8-18

1  1/2"
3  3/4"

0.75

 58CTS38
 58CTS38-7

 3/8"
5/8-18

1  3/8"
3  3/4"

1.02

 34CTS38
 34CTS38-7

 3/8"
3/4-18

1  1/2"
4  5/8"

1.24

 34CTS716
 34CTS716-7

 7/16"
3/4-16

1  1/2"
4  5/8"

1.22

 34CTS12
 34CTS12-7

 1/2"
3/4-16

2"

4  5/8"
1.95

 78CTS12
 78CTS12-7

 1/2"
7/8-14

2"

5  1/2"
2.85

 78CTS916
 78CTS916-7

 9/16"
7/8-14

2  1/8"
5  1/2"

2.87

 1CTS58
 1CTS58-7

 5/8"
1.0-12

2  3/4"
6  1/4"

4.35

 118CTS34
 118CTS34-7

 3/4"
1  1/8-12

2  1/2"
6  3/4"

5.27

 114CTS78
 114CTS78-7

 7/8"
1  1/4-12

2  7/8"
7  3/4"

7.36

 138CTS1
 138CTS1-7

 1"
1  3/8-12

3  5/8"
8  1/2"

14.5

Strand Configuration Part #

Metric Wire Sizes

 1x19
 7x7 or 7x19 Compact Strand    Dyform  Wire Ø P-Thread H-Hardware Factor T-Thread 

Length Weight lbs.

 14CTSM03  14CTSM03-7
 -

 3mm
1/4-28

5/8"
2"

0.05

 14CTSM04  14CTSM04-7
 -

 4mm
1/4-28

11/16"
2"

0.06

 516CTSM04  516CTSM04-7
 -

 4mm
5/16-24

7/8"
2  1/4"

0.09

 516CTSM05  516CTSM05-7  516CTSM05-D
 5mm

5/16-24
1"

2  1/4"
0.14

 38CTSM05  38CTSM05-7  38CTSM05-D
 5mm

3/8-24
7/8"

2  5/8"
0.17

 38CTSM06  38CTSM06-7  38CTSM06-D
 6mm

3/8-24
1  1/8"

2  5/8"
0.24

 716CTSM06  716CTSM06-7  716CTSM06-D
 6mm

7/16-20
1  1/8"

2  7/8"
0.28

 12CTSM06  12CTSM06-7  12CTSM06-D
 6mm

1/2-20
1  1/16"

3  1/2"
0.35

 12CTSM07  12CTSM07-7  12CTSM07-D
 7mm

1/2-20
1  1/8"

3  1/2"
0.43

 12CTSM08  12CTSM08-7  12CTSM08-D
 8mm

1/2-20
1  1/2"

3  1/2"
0.62

 58CTSM08  58CTSM08-7  58CTSM08-D
 8mm

5/8-18
1  1/2"

3  3/4"
0.75

 58CTSM10  58CTSM10-7  58CTSM10-D
 10mm

5/8-18
1  3/8"

3  3/4"
1.02

 34CTSM10  34CTSM10-7  34CTSM10-D
 10mm

3/4-16
1  1/2"

4  5/8"
1.24

 34CTSM12  34CTSM12-7  34CTSM12-D
 12mm

3/4-16
2"

4  5/8"
1.95

-
-

 34CTSM12-CS
12mm

3/4-16
2"

4  5/8"
1.95

 78CTSM12  78CTSM12-7  78CTSM12-D
 12mm

7/8-14
2"

5  1/2"
2.85

-
-

 78CTSM12-CS
12mm

7/8-14
2"

5  1/2"
2.85

 78CTSM14  78CTSM14-7  78CTSM14-D
 14mm

7/8-14
2  1/8"

5  1/2"
2.87

-
-

 78CTSM14-CS
14mm

7/8-14
2  1/8"

5  1/2"
2.87

 1CTSM16
 1CTSM16-7

 1CTSM16-D
 16mm

1.0-12
2  3/4"

6  1/4"
4.35

 -
-

 1CTSM16-CS
16mm

1.0-12
2  3/4"

6  1/4"
4.35

 118CTSM19
-

 118CTSM19-D
19mm

1  1/8-12
2  1/2"

6  3/4"
5.27

 -
-

 118CTSM19-CS
19mm

1  1/8-12
2  1/2"

6  3/4"
5.27

 114CTSM22
-

 114CTSM22-D
22mm

1  1/4-12
2  7/8"

7  3/4"
7.36

 -
-

 114CTSM22-CS
22mm

1  1/4-12
2  7/8"

7  3/4"
7.36

 138CTSM26
-

 138CTSM26-D
26mm

 1  3/8-12
3  5/8"

8  1/2"
14.5

 -
-

 138CTSM26-CS
26mm

 1  3/8-12
3  5/8"

8  1/2"
14.5

Hi-MOD COMPRESSION STUDS

316 Stainless Steel

B-BODY DIAMETER

IDENTIFICATION RINGS

CONE

CL-CONE LENGTH COLOR CODE

CROWN RING
P-THREAD SIZE

H-HARDWARE FACTOR

T-THREAD LENGTH

HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN
HN

Made in UK

Made in UK
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The Failsafe Insulator is engineered with an internal 

ball-socket in the main body that threads onto the 

connecting end fitting. The internal retaining nut is 

insulated from the stainless steel body by a Tufnol™ 

socket, preventing electrical transference to the 

insulator body or opposite terminal. Should, for any 

reason, the Tufnol™ be compromised, the nut will 

bottom out against the stainless housing. While the 

backstay will loosen, the insulating studs will remain 

attached to the insulator body. This allows the rig to 

be re-tensioned until a repair can be made.  

The design of the insulators allows for numerous end 

fitting combinations. A permanent thread locking 

compound is applied to the center body coupling at 

time of order. Check with your Hayn sales associate 

about applicable re-stocking fees.  

Insulators with Swage style ends can be ordered 

"Un-Glued" in order to swage with a WireTeknik or 

equivelant roll swager. Please indicate "Un-Glued" 

at time of order by including the suffix "-DEMI" to 

the end of the part number. See the chart on the 

following page for applicable WireTeknik pulling 

attachments.

End fitting options include Swage, Compression, 

Eye, Toggle, and Fork. See listing below for possible 

combinations and part number conventions:

Insulator Part Number Conventions:

C T I  X  X  X X X

Wire Ø

Example: 1/4" = 14, 6mm = M06

-(Pin/Hole Ø)

-DEMI pulling attachments  
for WireTeknik Swagers

Imperial Wire Ø

Wire Size Part #

3/16" to 1/4" RIP716
9/32" RIP12

5/16" to 3/8" RIP58
7/16" to 1/2" RIP34

Metric Wire Ø

5mm to 6mm RIP716
7mm RIP12

8mm to 10mm RIP58
12mm RIP34

E TS FC Compression 
End

Swage  
End

Eye  
End

Toggle  
End

Fork 
End

Pin Ø (if applicable)

Example: 5/8" = -58
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Imperial Wire Sizes Compression End Swage End Eye End Toggle End Fork End

W - Wire Ø D - Pin/Hole Ø H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor

3/16" 7/16" 4" 3  15/16" 4  1/8" 5  11/32" 4  3/4"
7/32" 7/16" 4" 3  15/16" 4  1/8" 5  7/8" 4  3/4"
1/4" 1/2" 4  1/4" 4" 4  1/2" 6  3/16" 4  3/4"

9/32" 1/2" 4  15/16" 4  1/2" 5" 6  11/16" 5  1/2"
5/16" 5/8" 5  1/4" 5  3/8" 6" 8  1/4" 6  7/8"
3/8" 5/8" 6  1/8" 5  3/8" 6" 8  1/4" 6  7/8"
1/2" 3/4" 7  9/16" 6  3/8" 7" 9  11/16" 8"

9/16" 7/8" 8  3/4" 7  11/16" 8  7/8" 12  7/8" 9  3/8"
5/8" 1" 10  1/8" 9  5/16" 9  3/8" 13  1/4" 10  3/4"

Metric Wire Sizes Compression End Swage End Eye End Toggle End Fork End

W - Wire Ø D - Pin/Hole Ø H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor

5mm 7/16" 4" 3  15/16" 4  1/8" 5  11/32" 4  3/4"
6mm 1/2" 4  1/4" 4" 4  1/2" 6  3/16" 4  3/4"
7mm 1/2" 4  15/16" 4  1/2" 5" 6  11/16" 5  1/2"
8mm 5/8" 5  5/16" 5  3/8" 6" 8  1/4" 6  7/8"
10mm 5/8" 5  7/8" 5  3/8" 6" 8  1/4" 6  7/8"
12mm 3/4" 7  9/16" 6  3/8" 7" 9  11/16" 8"
14mm 7/8" 8  3/4" 7  11/16" 8  7/8" 12  7/8" 9  3/8"
16mm 1" 10  1/8" 9  5/16" 9  3/8" 13  1/4" 10  3/4"

INSULATOR END FITTING 
CONFIGURATIONS

H
i-M

O
D

  -

W - WIRE DIAMETER

H - HARDWARE FACTOR

HT - HEAD THICKNESS

D - HOLE DIAMETER

H - HARDWARE FACTOR

H - HARDWARE FACTOR
F - JAW WIDTH

F - JAW WIDTH

D - PIN DIAMETER

D - PIN DIAMETER

COMPRESSION

SWAGE

TOGGLE

FORKEYE

H - HARDWARE FACTOR

H - HARDWARE FACTOR

H
i-M

O
D

  -

W - WIRE DIAMETER

H - HARDWARE FACTOR

HT - HEAD THICKNESS

D - HOLE DIAMETER

H - HARDWARE FACTOR

H - HARDWARE FACTOR
F - JAW WIDTH

F - JAW WIDTH

D - PIN DIAMETER

D - PIN DIAMETER

COMPRESSION

SWAGE

TOGGLE

FORKEYE

H - HARDWARE FACTOR

H - HARDWARE FACTOR

H
i-M

O
D

  -

W - WIRE DIAMETER

H - HARDWARE FACTOR

HT - HEAD THICKNESS

D - HOLE DIAMETER

H - HARDWARE FACTOR

H - HARDWARE FACTOR
F - JAW WIDTH

F - JAW WIDTH

D - PIN DIAMETER

D - PIN DIAMETER

COMPRESSION

SWAGE

TOGGLE

FORKEYE

H - HARDWARE FACTOR

H - HARDWARE FACTORH-HARDWARE FACTOR

W-WIRE DIAMETER

D-HOLE DIAMETER

HT-HEAD THICKNESS

D-PIN DIAMETER

D-PIN DIAMETER

E-JAW GAP

E-JAW GAP

H-HARDWARE FACTOR

H-HARDWARE FACTOR H-HARDWARE FACTOR

H-HARDWARE FACTOR

Insulators are assembled from two halves utilizing a center coupling. Any combination of halves detailed 
above is available. See page 42 for part number conventions. Permanent thread locker is used at the center 
joint to finalize the assembly process.
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Imperial Wire Sizes Compression End Swage End Eye End Toggle End Fork End

W - Wire Ø D - Pin/Hole Ø H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor

3/16" 7/16" 4" 3  15/16" 4  1/8" 5  11/32" 4  3/4"
7/32" 7/16" 4" 3  15/16" 4  1/8" 5  7/8" 4  3/4"
1/4" 1/2" 4  1/4" 4" 4  1/2" 6  3/16" 4  3/4"

9/32" 1/2" 4  15/16" 4  1/2" 5" 6  11/16" 5  1/2"
5/16" 5/8" 5  1/4" 5  3/8" 6" 8  1/4" 6  7/8"
3/8" 5/8" 6  1/8" 5  3/8" 6" 8  1/4" 6  7/8"
1/2" 3/4" 7  9/16" 6  3/8" 7" 9  11/16" 8"

9/16" 7/8" 8  3/4" 7  11/16" 8  7/8" 12  7/8" 9  3/8"
5/8" 1" 10  1/8" 9  5/16" 9  3/8" 13  1/4" 10  3/4"

Metric Wire Sizes Compression End Swage End Eye End Toggle End Fork End

W - Wire Ø D - Pin/Hole Ø H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor

5mm 7/16" 4" 3  15/16" 4  1/8" 5  11/32" 4  3/4"
6mm 1/2" 4  1/4" 4" 4  1/2" 6  3/16" 4  3/4"
7mm 1/2" 4  15/16" 4  1/2" 5" 6  11/16" 5  1/2"
8mm 5/8" 5  5/16" 5  3/8" 6" 8  1/4" 6  7/8"
10mm 5/8" 5  7/8" 5  3/8" 6" 8  1/4" 6  7/8"
12mm 3/4" 7  9/16" 6  3/8" 7" 9  11/16" 8"
14mm 7/8" 8  3/4" 7  11/16" 8  7/8" 12  7/8" 9  3/8"
16mm 1" 10  1/8" 9  5/16" 9  3/8" 13  1/4" 10  3/4"

INSULATOR END FITTING 
CONFIGURATIONS

H
i-M

O
D

  -

W - WIRE DIAMETER

H - HARDWARE FACTOR

HT - HEAD THICKNESS

D - HOLE DIAMETER

H - HARDWARE FACTOR

H - HARDWARE FACTOR
F - JAW WIDTH

F - JAW WIDTH

D - PIN DIAMETER

D - PIN DIAMETER

COMPRESSION

SWAGE

TOGGLE

FORKEYE

H - HARDWARE FACTOR

H - HARDWARE FACTOR

H
i-M

O
D

  -

W - WIRE DIAMETER

H - HARDWARE FACTOR

HT - HEAD THICKNESS

D - HOLE DIAMETER

H - HARDWARE FACTOR

H - HARDWARE FACTOR
F - JAW WIDTH

F - JAW WIDTH

D - PIN DIAMETER

D - PIN DIAMETER

COMPRESSION

SWAGE

TOGGLE

FORKEYE

H - HARDWARE FACTOR

H - HARDWARE FACTOR

H
i-M

O
D

  -

W - WIRE DIAMETER

H - HARDWARE FACTOR

HT - HEAD THICKNESS

D - HOLE DIAMETER

H - HARDWARE FACTOR

H - HARDWARE FACTOR
F - JAW WIDTH

F - JAW WIDTH

D - PIN DIAMETER

D - PIN DIAMETER

COMPRESSION

SWAGE

TOGGLE

FORKEYE

H - HARDWARE FACTOR

H - HARDWARE FACTORH-HARDWARE FACTOR

W-WIRE DIAMETER

D-HOLE DIAMETER

HT-HEAD THICKNESS

D-PIN DIAMETER

D-PIN DIAMETER

E-JAW GAP

E-JAW GAP

H-HARDWARE FACTOR

H-HARDWARE FACTOR H-HARDWARE FACTOR

H-HARDWARE FACTOR

Insulators are assembled from two halves utilizing a center coupling. Any combination of halves detailed 
above is available. See page 42 for part number conventions. Permanent thread locker is used at the center 
joint to finalize the assembly process.
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FAILSAFE BACKSTAY INSULATORS

The Failsafe Insulator is engineered with an internal 

ball-socket in the main body that threads onto the 

connecting end fitting. The internal retaining nut is 

insulated from the stainless steel body by a Tufnol™ 

socket, preventing electrical transference to the 

insulator body or opposite terminal. Should, for any 

reason, the Tufnol™ be compromised, the nut will 

bottom out against the stainless housing. While the 

backstay will loosen, the insulating studs will remain 

attached to the insulator body. This allows the rig to 

be re-tensioned until a repair can be made.  

The design of the insulators allows for numerous end 

fitting combinations. A permanent thread locking 

compound is applied to the center body coupling at 

time of order. Check with your Hayn sales associate 

about applicable re-stocking fees.  

Insulators with Swage style ends can be ordered 

"Un-Glued" in order to swage with a WireTeknik or 

equivelant roll swager. Please indicate "Un-Glued" 

at time of order by including the suffix "-DEMI" to 

the end of the part number. See the chart on the 

following page for applicable WireTeknik pulling 

attachments.
End fitting options include Swage, Compression, 

Eye, Toggle, and Fork. See listing below for possible 

combinations and part number conventions:

Insulator Part Number Conventions:

C T I  X  X  X X X

Wire ØExample: 1/4" = 14, 6mm = M06

-(Pin/Hole Ø)

-DEMI pulling attachments  

for WireTeknik SwagersImperial Wire Ø
Wire Size

Part #

3/16" to 1/4"
RIP716

9/32"

RIP12

5/16" to 3/8"
RIP58

7/16" to 1/2"
RIP34Metric Wire Ø

5mm to 6mm
RIP716

7mm

RIP12

8mm to 10mm
RIP58

12mm

RIP34

E
T

S

F

C Compression 
End

Swage  End

Eye  End
Toggle  End

Fork End

Pin Ø (if applicable)

Example: 5/8" = -58

The Failsafe Insulator is engineered with an internal ball-socket in the main body that threads onto the connecting end fitting. The internal 
retaining nut is insulated from the stainless steel body by a Tufnol™ socket, preventing electrical transference to the insulator body or 
opposite terminal. Should, for any reason, the Tufnol™ be compromised, the nut will bottom out against the stainless housing. 
While the backstay will loosen, the insulating studs will remain attached to the insulator body. This allows the rig to be re-tensioned until a 
repair can be made.
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Imperial Wire Sizes Compression End Swage End Eye End Toggle End Fork End

W - Wire Ø D - Pin/Hole Ø H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor

3/16" 7/16" 4" 3  15/16" 4  1/8" 5  11/32" 4  3/4"
7/32" 7/16" 4" 3  15/16" 4  1/8" 5  7/8" 4  3/4"
1/4" 1/2" 4  1/4" 4" 4  1/2" 6  3/16" 4  3/4"

9/32" 1/2" 4  15/16" 4  1/2" 5" 6  11/16" 5  1/2"
5/16" 5/8" 5  1/4" 5  3/8" 6" 8  1/4" 6  7/8"
3/8" 5/8" 6  1/8" 5  3/8" 6" 8  1/4" 6  7/8"
1/2" 3/4" 7  9/16" 6  3/8" 7" 9  11/16" 8"

9/16" 7/8" 8  3/4" 7  11/16" 8  7/8" 12  7/8" 9  3/8"
5/8" 1" 10  1/8" 9  5/16" 9  3/8" 13  1/4" 10  3/4"

Metric Wire Sizes Compression End Swage End Eye End Toggle End Fork End

W - Wire Ø D - Pin/Hole Ø H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor H- Hardware Factor

5mm 7/16" 4" 3  15/16" 4  1/8" 5  11/32" 4  3/4"
6mm 1/2" 4  1/4" 4" 4  1/2" 6  3/16" 4  3/4"
7mm 1/2" 4  15/16" 4  1/2" 5" 6  11/16" 5  1/2"
8mm 5/8" 5  5/16" 5  3/8" 6" 8  1/4" 6  7/8"
10mm 5/8" 5  7/8" 5  3/8" 6" 8  1/4" 6  7/8"
12mm 3/4" 7  9/16" 6  3/8" 7" 9  11/16" 8"
14mm 7/8" 8  3/4" 7  11/16" 8  7/8" 12  7/8" 9  3/8"
16mm 1" 10  1/8" 9  5/16" 9  3/8" 13  1/4" 10  3/4"

INSULATOR END FITTING 
CONFIGURATIONS

H
i-M

O
D

  -

W - WIRE DIAMETER

H - HARDWARE FACTOR

HT - HEAD THICKNESS

D - HOLE DIAMETER

H - HARDWARE FACTOR

H - HARDWARE FACTOR
F - JAW WIDTH

F - JAW WIDTH

D - PIN DIAMETER

D - PIN DIAMETER

COMPRESSION

SWAGE

TOGGLE

FORKEYE

H - HARDWARE FACTOR

H - HARDWARE FACTOR

H
i-M

O
D

  -

W - WIRE DIAMETER

H - HARDWARE FACTOR

HT - HEAD THICKNESS

D - HOLE DIAMETER

H - HARDWARE FACTOR

H - HARDWARE FACTOR
F - JAW WIDTH

F - JAW WIDTH

D - PIN DIAMETER

D - PIN DIAMETER

COMPRESSION

SWAGE

TOGGLE

FORKEYE

H - HARDWARE FACTOR

H - HARDWARE FACTOR

H
i-M

O
D

  -

W - WIRE DIAMETER

H - HARDWARE FACTOR

HT - HEAD THICKNESS

D - HOLE DIAMETER

H - HARDWARE FACTOR

H - HARDWARE FACTOR
F - JAW WIDTH

F - JAW WIDTH

D - PIN DIAMETER

D - PIN DIAMETER

COMPRESSION

SWAGE

TOGGLE

FORKEYE

H - HARDWARE FACTOR

H - HARDWARE FACTORH-HARDWARE FACTOR

W-WIRE DIAMETER

D-HOLE DIAMETER

HT-HEAD THICKNESS

D-PIN DIAMETER

D-PIN DIAMETER

E-JAW GAP

E-JAW GAP

H-HARDWARE FACTOR

H-HARDWARE FACTOR H-HARDWARE FACTOR

H-HARDWARE FACTOR

Insulators are assembled from two halves utilizing a center coupling. Any combination of halves detailed 
above is available. See page 42 for part number conventions. Permanent thread locker is used at the center 
joint to finalize the assembly process.

Backstay Insulator with Hi-MOD Compression Ends

HNCTICC316
HNCTICC732
HNCTICC14
HNCTICC932
HNCTICC516
HNCTICC38
HNCTICC12
HNCTICC916
HNCTICC58

Colligo Marine Torque Rope Clamps
For use with torque rope line for Code 0 and spinnaker furling gear.  Our clamps are 
easy to install and can be removed and reinstalled to get the line length correct.  Not 
that any of us have ever gotten the line length wrong the first time!  They can be used 
with most torsionally stiff Torgue lines.  We have tested many of them and can share the 
test results with you if requested.

CORC5-8 Torsion Rope Clamp for 5-8mm OD.
CORC9-11 Torsion Rope Clamp for 9-11mm OD.
CORC12-13 Torsion Rope Clamp for 12-13mm OD.
CORC14-15 Torsion Rope Clamp for 14-15mm OD.

See Page 338 for
Ronstan Furler Thimbles

Made in UK
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SERIES 1 - FOR BOATS UP TO 32 FEET

93112B

93101

93103

93102

SERIES 2 - FOR BOATS UP TO 42 FEET
Which type of rope to choose?

As for all other mainsheet systems we recommend a smooth 
running sheet.

It is a mistaken belief that an           Matic system will take more 
sheet than a traditional mainsheet system with the same ratio 
(4:1, 6:1 or 8:1). However, if you are increasing the ratio, you 
will need to increase rope length proportionally e.g. 4:1 to 6:1 
= + 50%.

Very often the same mainsheet can be used when changing to 
          Matic. We recommend the smallest possible rope di-
mension meaning less friction and higher efficiency. That is for 
series 1: Ø 8 mm (10 mm) and for series 2: Ø 10 mm (12 mm).

Combinations with            Matic for cruising and racing

On these pages we have shown the most common combi-
nations of            Matic mainsheet blocks series 1 and 2.

For cruising sailors the advantage is even more obvious. 
You can simply add another gear to your mainsheet sy-
stem.

For yachts with center sheeting

The two combinations shown are especially suitable for 
racing yachts, one design classes.

The advantage of the center sheeting system is that you 
will always have the same angle to the cleat independent 
of the position of the boom.

          MATIC ”2-GEARS”
MAINSHEET SYSTEM

93702

93703 93704

93701

Series 1 Part No. App. max. boat size
App. max. 

main sail area

4:1 / 2:1 93101 25' 195 sq.ft.

93112 7.5 m 18 sq.ft.

6:1 / 3:1 93102 32' 302 sq.ft.

93103 10.0 m 28 sq.ft.

8:1 / 4:1 93104 32' 302 sq.ft.

93102-20 10.0 m 28 sq.ft.

Series 2 Part No. App. max. boat size
App. max. 

main sail area

6:1 / 3:1 93702 38' 356 sq.ft.

93703 11.5 m 32 sq.ft.

8:1 / 4:1 93701 42' 356 sq.ft.

93704 13.5 m 42 sq.ft.

   App. max.
Series 1 Part No. App. max. boat size main sail area
4:1 / 2:1 BR93101 25' 195 sq.ft.
 BR93112 7.5m 18 sq.m.
6:1 / 3:1 BR93102 32' 302 sq.ft.
 BR93103 10.0m 28 sq.m.
8:1 / 4:1 BR93104 32' 302 sq.ft.
 93102-20 10.0m 28 sq.m.

   App. max.
Series 2 Part No. App. max. boat size main sail area
6:1 / 3:1 BR93702 38' 356 sq.ft.
 BR93703 11.5m 32 sq.m.
8:1 / 4:1 BR93701 42' 456 sq.ft.
 BR93704 13.5m 42 sq.m.

BR93112

BR93101

BR93103

BR93102

BR93703

BR93702

BR93704

BR93701
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          LOCK - 1, MINI, MIDI & MAXI

             LOCK 1
LINE RANGE: 6-10 mm (1/4"- 3/8")
SAFE WORKING LOAD: 300 kgs
RECOMMENDED FOR BOATS UP TO 28 
FEET

             LOCK MINI

LINE RANGE: 6-8 mm (1/4"- 3/8")
SAFE WORKING LOAD: 450 kgs
RECOMMENDED FOR BOATS UP TO 32 
FEET

             LOCK MIDI

LINE RANGE: 6-10 mm (1/4"- 1/2")
SAFE WORKING LOAD: 700 kgs
RECOMMENDED FOR BOATS UP TO 40 
FEET

             LOCK MAXI

LINE RANGE: 10-14 mm (3/8"- 9/16")
SAFE WORKING LOAD: 1400 kgs
RECOMMENDED FOR BOATS UP TO 70 
FEET

Ref. No.
Single

Ref.No.
Double

Ref.No.
Triple

Ref.No.
Quad.

Ref.No.
Quint.

BLACK 
14078-10

-20 -30 -40 -50

SILVER
14078-01

-02 -03 -04 -05

Ref. No.
Single

Ref.No.
Double

Ref.No.
Triple

Ref.No.
Quad.

Ref.No.
Quint.

BLACK 
14090-10

-20 -30 -40 -50

SILVER
14090-01

-02 -03 -04 -05

Ref. No.
Single

Ref.No.
Double

Ref.No.
Triple

Ref.No.
Quad.

Ref.No.
Quint.

BLACK 
14093-10

-20 -30 -40 -50

SILVER
14093-01

-02 -03 -04 -05

Ref. No.
Single

Ref.No.
Double

Ref.No.
Triple

Ref.No.
Quad.

Ref.No.
Quint.

BLACK 
14094-10

-20 -30 -40 -50

SILVER
14094-01

-02 -03 -04 -05

BR14078-10 Single. Black.
BR14078-20 Double. Black.
BR14078-30  Triple. Black.

BR14090-10 Single. Black.
BR14090-20 Double. Black.
BR14090-30  Triple. Black.

BR14093-10 Single. Black.
BR14093-20 Double. Black.
BR14093-30  Triple. Black.

BR14094-10 Single. Black.
BR14094-20 Double. Black.
BR14094-30  Triple. Black.

BRXL113 Handle for Easylock 1. Black.
BRXL226 Handle for Easylock MINI. Black.
BRXL542 Handle for Easylock MIDI. Black.
BRXL6011 Handle for Easylock MAXI. Black.

SPARE HANDLES FOR EASYLOCK ROPE CLUTCHES

BRXL113 BRXL226

BRXL542 BRXL6011

15

          LOCK - 1, MINI, MIDI & MAXI

             LOCK 1
LINE RANGE: 6-10 mm (1/4"- 3/8")
SAFE WORKING LOAD: 300 kgs
RECOMMENDED FOR BOATS UP TO 28 
FEET

             LOCK MINI

LINE RANGE: 6-8 mm (1/4"- 3/8")
SAFE WORKING LOAD: 450 kgs
RECOMMENDED FOR BOATS UP TO 32 
FEET

             LOCK MIDI

LINE RANGE: 6-10 mm (1/4"- 1/2")
SAFE WORKING LOAD: 700 kgs
RECOMMENDED FOR BOATS UP TO 40 
FEET

             LOCK MAXI

LINE RANGE: 10-14 mm (3/8"- 9/16")
SAFE WORKING LOAD: 1400 kgs
RECOMMENDED FOR BOATS UP TO 70 
FEET

Ref. No.
Single

Ref.No.
Double

Ref.No.
Triple

Ref.No.
Quad.

Ref.No.
Quint.

BLACK 
14078-10

-20 -30 -40 -50

SILVER
14078-01

-02 -03 -04 -05

Ref. No.
Single

Ref.No.
Double

Ref.No.
Triple

Ref.No.
Quad.

Ref.No.
Quint.

BLACK 
14090-10

-20 -30 -40 -50

SILVER
14090-01

-02 -03 -04 -05

Ref. No.
Single

Ref.No.
Double

Ref.No.
Triple

Ref.No.
Quad.

Ref.No.
Quint.

BLACK 
14093-10

-20 -30 -40 -50

SILVER
14093-01

-02 -03 -04 -05

Ref. No.
Single

Ref.No.
Double

Ref.No.
Triple

Ref.No.
Quad.

Ref.No.
Quint.

BLACK 
14094-10

-20 -30 -40 -50

SILVER
14094-01

-02 -03 -04 -05
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easy®-KICK 1 

Part No. Colour Length

 13808-09 Silver 90 cm
 13808-11 Silver 110 cm
 13808-13 Silver 130 cm
 13808-15 Silver 150 cm
 13808-17 Silver 170 cm
 13808-19 Silver 190 cm 

For boats from 20 to 33 feet

easy®-KICK 2 

Part No. Colour Length

 14178-11 Silver 117,5 cm
 14178-13 Silver 137,5 cm
 14178-15 Silver 157,5 cm
 14178-70 Silver 177,5 cm
 14178-90 Silver 197,5 cm

For boats from 28 to 36 feet

MAST FITTINGS - easy®-KICK 1 + 2

easy®-KICK 3

Easykick is a boom topping lift and vang in one
Serving as a boom vang
The Easykick has a built-in 8-part purchase with radially 
staggered sheaves placed round the centre of effort (con-
trary to traditional pulley). This prevents twist and thus mini- 
mizes friction in the system and wear on the rope.
Serving as a boom topping lift
The Easykick is capable of automatically keeping the 
boom in the right place so damage to yacht and crew can 
be avoided.
Difference between Easykick 1 and Easykick 2
Easykick 2 has a greater tube diameter and a built-in ad- 
justable spring, which lifts the boom automatically when the 
main sheet is released. The Easykick 2 is available with a 
reduction set which increases the ratio from 8:1 to 16:1.

13809-12

13809-08

13809-05

13809-04

13809-10

13809-09
13809-11

13809-02

13809-03

13809-01
13809-07

13809-1313809-0613809-14

Easykick 3 is the largest of the Easykicks
Easykick has a built-in 8-part purchase with radially stag-
gered sheaves placed round the centre of effort (contrary 
to traditional pulley). This prevents twist and thus minimizes 
friction in the system and wear on the rope.
Serving as a boom topping lift
The Easykick is capable of automatically keeping the boom 
in the right place so that damage to yacht and crew can be 
avoided.
Difference between Easykick 1 and Easykick 2
Easykick 2 has a greater tube diameter and a built-in ad- 
justable spring, which lifts the boom automatically when the 
main sheet is released. The Easykick 2 is available with a 
reduction set which increases the ratio from 8:1 to 16:1.

Part No. Colour Length

 14521-15 Silver 150 cm
 14521-17 Silver 170 cm
 14521-19 Silver 190 cm 

easy®-KICK 3 with gas spring

MAST FITTINGS - easy®-KICK 3BOOM FITTINGS - easy®-KICK 3

14522
14523

14524

14525-1

GAS SPRING

BOOM FITTINGS - easy®-KICK 1 + 2For complete fittings part #
Add prefix "BR"

For complete fittings part #
Add prefix "BR"

For complete fittings part #
Add prefix "BR"

BR13808-09  Silver  90 cm
BR13808-11  Silver  110 cm
BR13808-13  Silver  130 cm
BR13808-15  Silver  150 cm
BR13808-17  Silver  170 cm
BR13808-19  Silver  190 cm

BR14178-11  Silver  117,5 cm
BR14178-13  Silver  137,5 cm
BR14178-15  Silver  157,5 cm
BR14178-70  Silver  177,5 cm
BR14178-90  Silver  197,5 cm

BR14521-15  Silver  150 cm
BR14521-17  Silver  170 cm
BR14521-19  Silver  190 cm
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WINCH HANDLES
AA63526 Heavy Duty Lock-in Winch Handle. 
 10". Aluminum. Black.
AA63529 Lock-in Winch Handle. 10". Aluminum.
AA63528 Lock-in Winch Handle. 8". Aluminum. 

LOCK-IN FLOATING WINCH HANDLE
AA63527-08 8" Locking Handle. Made of plastic.
 Light and Strong.
AA63527-10 10" Locking Handle. Made of plastic.
 Light and Strong.

STAINLESS WINCH HANDLE
CH4500 Lock-in Winch Handle. Stainless, with  
 blackplastic handle. 9".
CH4501 Lock-in Winch Handle. Stainless, with  
 blackplastic handle. 10".

8" LOCK-IN WINCH HANDLES
With Ball Bearings for Greater Efficiency 

and Minimum Effort 

10" LOCK-IN WINCH HANDLES
With Ball Bearings for Greater Efficiency 

and Minimum Effort 

LL11856 8" Aluminium locking winch handle.Silver-
Grey, with Black Grip

LL11857 8" Aluminium locking winch handle with 
Speed Handle.Silver-Grey, with Black Grip. 

LL11860 10" Aluminium locking winch handle. Black.
LL11861 10" Aluminium locking winch handle with 

Speed Handle. Black.

AA63525 Aluminum 10" Lock-in Winch Handle, with 
Ball Bearing Plastic Speed Grip. 

LOCK-IN WINCH HANDLE
with Ball Bearing Speed Grip

WINCH HANDLES

SPREADER BOOTS

AA74541 White Spreader Boot. EPDM Rubber.
 Medium.  3/16" Wire.  1" Spreader dia.
AA74542 White Spreader Boot. EPDM Rubber.
 Large.  1/4" Wire.  1-1/2" Spreader dia.

SPREADER BOOT

PVC WINCH HANDLE POCKET & SPREADER BOOTS
AA63572 Large Winch Handle Pocket. PVC.

AA74530 Spreader Boots. For 1 1/8" Dia. Spreader.
 Max. 1/4" Wire. PAIR

AA74531 Spreader Boots. 1 1/4". Max 3/8" Wire.
 PAIR
AA74532 Spreader Boots. 2". Max 1/2" Wire.
 PAIR

See Pg 415 - Pg 417 for Ronstan & 
Andersen Winch Handles
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SWIVEL PULLEY BLOCK SWIVEL PULLEY BLOCK
HM016165 Swivel Pulley Block with Eye Strap.
 1-2/3" Black Plastic Sheave.

HM017165 Swivel Pulley Block with Eye Strap.
 2-1/2" Black Plastic Sheave.

HM009822 Black plastic. For 1" Stanchion or pulpit. 
 Fixed fairlead with Stainless bushing.

HM009821 Black plastic. For 1" Stanchion or pulpit. 
 With swivel block.

FURLING BLOCKS

HM009822

HM009821

MH8421009 1/4"     x 7/8"       x  1-7/16".
MH8421010 9/16"   x 15/16"   x  1-5/8".
MH8421011 11/16" x 1-1/4"    x  2-3/16".  

NYLON FAIRLEAD 
with Stainless Steel Insert

MH8421600  Nylon Fairlead with SS Eye.
 1/4" Eye. 3/4" Hole Spacing.  9/16" Width.

MH8421602  Nylon Fairlead with SS Insert. 8.2mm 
Eye. 25mm Hole Spacing. 20mm Height.

NYLON FAIRLEAD with Stainless Insert

SWIVEL FURLING BLOCK FIXED FURLING BLOCK
HM009820 Swivel Furling Block. 304SS. 
 Plastic Sheave.  Mounts to 1" Rail.  

HM009823 Fixed Furling Block. 304SS. 
 Plastic Sheave.  Mounts to 1" Rail.  

HM011000  304 SS Block with Plastic Sheave.
 Sheave 2" Dia. x 3/8" Width. For 1/4" Rope.
HM012008 304 SS Block with Plastic Sheave.
 Sheave 1 3/16" Dia. x 3/8" Width. 5/16" Rope.
HM012010 304 SS Block with Plastic Sheave.
 Sheave 1 3/8" Dia. x 7/16" Width. 3/8" Rope.
HM012012 304 SS Block with Plastic Sheave.
 Sheave 1 3/8" Dia.x 9/16" Width. 1/2" Rope.

STAINLESS STEEL SWIVEL BLOCK

BLOCKS / FAIRLEADS

FS0087EB Poliished Brass Block with Swivel Snap 
Eye.  Nylon Sheave 50mm x 9mm.

BRASS PULLEY BLOCK
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FS0087AB Poliished Brass Cheek Block.
 Nylon Sheave 50mm x 9mm.

FS0087BB Poliished Brass Block with Eye Strap.
 Nylon Sheave 50mm x 9mm.

FS0087DB Poliished Brass Block with Swivel Eye.
 Nylon Sheave 50mm x 9mm.

BRASS CHEEK BLOCK BRASS PULLEY BLOCK BRASS PULLEY BLOCK

BRONZE SPINNAKER POLE  SLIDE
AA54048-01 Spinnaker Pole Slide for 1" T Track.
 38mm I.D. Ring (11mm Dia).
 5/16" Spring Plunger Stop. 

AA54048-02 Spinnaker Pole Slide for 1-1/4" T Track.
 51mm I.D. Ring (11mm Dia).  
 5/16" Spring Plunger Stop. 

SAIL TRACK STOP
CH6925 Sail Track Stop, Adjustable. Flat.
 1" Long X 3/4" Wide. 304 SS
CH6922 Sail Track Stop, Adjustable. Round.
 7/8" Long X 1/2" Diameter. 

CH6925

CH6922

TILLER CLAMP
HM009813 Stamped 304 Stainless Tiller Clamp.
 4" x 3/4".

MISCELLANEOUS SAILBOAT HARDWARE

SPINNAKER POLE HOLDER
HM007990 Spinnaker Pole Holder. Deck Mount. 

Holds 3-5/16” Pole.
HM007993 Spinnaker Pole Holder. Rail Mount.
 Holds 3-5/16” Pole.

HM007993

HM007990

FORESTI & SUARDI BRASS PULLEY BLOCKS   - Made in Italy

HM004300 Single Plate.  Stamped 304 SS.
 2" L x 3/4" W x 1 1/4" H. 5/16" Eye.

HM004301 Double Plate. Stamped 304 SS.
 2" L x 1 1/2" W x 1 1/4" H.  5/16" Eye.

HM004300

HM004301

HEAVY DUTY SHROUD PLATESHROUD PLATE
HM004309 Heavy Duty Shroud Plate.
 Stamped 304 SS.
 4" L x 1 9/16" W x 3" H. 11/16" Eye.
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Combining precision and quality in a cable system is both an art and a science.  Getting it right requires knowledge and experience.  

Ronstan is a world leader in the supply of tensile cable architecture and has been setting the standard for cable applications in 

balustrades and railings since 1988.  We understand cables and have the services available to help you realize your concept.

Asia/Australia Tel: +61 (0)3 8586 2000  Americas Tel: +1 401 293 0539
 Fax: +61 (0)3 8586 2099  Fax: +1 401 293 0538
 Email: architectural@ronstan.com.au Email: arch@ronstan.us

www.RonstanTensileArch.com

Description Cable Diameters Lengths/Span
A simple, clean and economical cable 3mm

4mm

5mm

1/8”

5/32”

3/16”

1/4”

Typically suits straight runs.

ABS1 Type C  -  10m (32’) maximum length.

ABS1 Type D  -  5m (16’) maximum length.

Specific Features

• An in-line system of minimal visual impact with no visible thread.

• Neat and simple architectural connections for the ultimate clean look.

• Easy tensioning from the outside of the post allows fast installation 
and minimal time on site.

• The system is perfect for both vertical and horizontal configurations.

• Quality Grade 316 stainless steel construction suitable for harsh 
environments and long service life.

Applications

• Perfect for any situation where the goal is reduced visual 
impact.

• Ideal for domestic, commercial and public applications 
where access to the outside of the end posts is possible.

• Suitable for use with timber or metal uprights.

• Short runs in vertical or horizontal applications.

• Stair situations using angled washers.

Type C

Type D

Hidden Threaded Terminal with adjuster either end

Hidden Threaded Terminal with adjuster and end stop

ABS1 - Hidden Threaded Terminal Cable Options

Tools required
5mm Allen key
Multi grips/Vice grips

No visible thread.
New balustrade cable from Ronstan Tensile Architecture.
At last there’s a balustrade cable with secret hidden threads!  Ronstan’s ABS1 TYPE C “hidden thread” terminals spell the end of the 
unsightly open threads that gather dirt, grime and can lead to staining.

The neatest and simplest balustrade cable is now even sleeker for the ultimate clean look. Simply tensioned with Ronstan’s original 
terminal adjuster this quality Australian made grade 316 stainless steel cable is ideal for domestic and commercial cable balustrades.  
Another  rst for Ronstan!

Global  Leadership In Tensi le Architecture

No visible thread.
New balustrade cable from Ronstan Tensile Architecture.
At last there’s a balustrade cable with secret hidden threads!  Ronstan’s ABS1 TYPE C “hidden thread” terminals spell the end of the 
unsightly open threads that gather dirt, grime and can lead to staining.

The neatest and simplest balustrade cable is now even sleeker for the ultimate clean look. Simply tensioned with Ronstan’s original 
terminal adjuster this quality Australian made grade 316 stainless steel cable is ideal for domestic and commercial cable balustrades.  
Another  rst for Ronstan!

Global  Leadership In Tensi le Architecture

RF5340 Terminal Adjuster
RF5345-0404 Hidden Stud for 1/8" Wire
RF5345M0504 Hidden Stud for 3/16" Wire
RF5345M0604 Hidden Stud for 1/4" Wire

PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

RONSTAN TENSILE ARCHITECTURE

Hidden Threaded Terminals

Combining precision and quality in a cable system is both an art and a science.  Getting it right requires knowledge and experience.  

Ronstan is a world leader in the supply of tensile cable architecture and has been setting the standard for cable applications in 

balustrades and railings since 1988.  We understand cables and have the services available to help you realize your concept.

Asia/Australia Tel: +61 (0)3 8586 2000  Americas Tel: +1 401 293 0539
 Fax: +61 (0)3 8586 2099  Fax: +1 401 293 0538
 Email: architectural@ronstan.com.au Email: arch@ronstan.us

www.RonstanTensileArch.com

Description Cable Diameters Lengths/Span
A simple, clean and economical cable 3mm

4mm

5mm

1/8”

5/32”

3/16”

1/4”

Typically suits straight runs.

ABS1 Type C  -  10m (32’) maximum length.

ABS1 Type D  -  5m (16’) maximum length.

Specific Features

• An in-line system of minimal visual impact with no visible thread.

• Neat and simple architectural connections for the ultimate clean look.

• Easy tensioning from the outside of the post allows fast installation 
and minimal time on site.

• The system is perfect for both vertical and horizontal configurations.

• Quality Grade 316 stainless steel construction suitable for harsh 
environments and long service life.

Applications

• Perfect for any situation where the goal is reduced visual 
impact.

• Ideal for domestic, commercial and public applications 
where access to the outside of the end posts is possible.

• Suitable for use with timber or metal uprights.

• Short runs in vertical or horizontal applications.

• Stair situations using angled washers.

Type C

Type D

Hidden Threaded Terminal with adjuster either end

Hidden Threaded Terminal with adjuster and end stop

ABS1 - Hidden Threaded Terminal Cable Options

Tools required
5mm Allen key
Multi grips/Vice grips

1/8"
3/16"
1/4"
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PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

RONSTAN TENSILE ARCHITECTURE

Structural Rod, Cable, Balustrade,
Landscaping & Greening Systems

Structural Rod Systems
Ronstan rod/bar systems are available in a wide variety of 
material grades and finishes in stainless or carbon steel 
allowing the optimization of your structure.
Diameters from 4.8mm (3/16”) to 100mm (4”).

Balustrade & Railing Systems
A refreshingly simple approach to balustrade/railing cables. 
Five innovative, aesthetic and functional systems are 
presented as one number for simple complete detailing, and 
clear interpretation by architect, builder and client.

Structural Cable Systems
Ronstan cables and end fittings are manufactured to the 
highest aesthetic and structural standards, fully load rated, 
and \available from 2.5mm (3/32”) to 140mm (5 ½”) in 
diameter in stainless or carbon steel.

Landscape & Greening Systems
Greening applications demonstrate the intelligent use of 
Ronstan cables, nets and mesh to provide an essential 
trellis structure for vertical gardens in the tightest building 
envelope.

4 www.ronstantensilearch.com

Tension & Compression Elements

While steel bars have long been used as tensile elements  
within trusses, the development of steel compression  
elements matching the aesthetics of their tensile  
counterparts presents new opportunities for integrated  
truss solutions.

The truss elements at San Diego Yacht Club used  
pre-stressed stainless steel tension and compression  
members in a combination that ensured uncompromised  
function and aesthetics.

Project: Malin Burham Sailing Centre,  
 San Diego Yacht Club
Location:  San Diego, USA
Architect: Architects Hanna Gabriel Wells
Engineer: KPFF Consulting Engineers
Rods: Ronstan Tensile Architecture
Photo: Architects Hanna Gabriel Wells

Ronstan’s cable systems allow for a beautiful blend of 
functionality with minimal structure. The design of a home 
can shine with cables’ clean lines and uninterrupted views. 
This allows for a distinctive and stylish feel, which doesn’t 
compromise on security or strength.

Every house is different, and that’s why the flexibility of cable 
systems is perfect. They can be applied with ease to the 
most complex and demanding architecture. Ronstan’s wide 
range enables you to create your own solution.

Project: Walsh Bay
Location: Sydney, Australia
Architect: Mirvac
Cable: Ronstan
Photo: Mark Donaldson

Domestic

The Value of Experience
The field of tensile architecture is exacting and precise, its success demanding the aggregation of knowledge and experience.

From facilities across Australia and the USA, in Denmark, New Zealand and the UK, Ronstan supplies cable systems born 
from over 50 years of continual research, development and improvement. Based and manufacturing from Australia, Ronstan 
is now recognized as a world leader with products available in 55 countries and in the following applications.

Ronstan Structural Cable Applications:
• Suspension Bridges
• Curtain Walls and Glazed Structures
• Sports Facilities
• Exhibition Buildings

• Zoological Enclosures
• Cable Nets
• Fabric Architecture
• Braces and Trusses

System Selection
Specifying a Ronstan structural cable system begins by identifying your application and then utilizing the catalogue to:
1. Select corrosion protection - Stainless Steel or Galfan Cable.
2. Match loads with cable diameter and type.
3. Select end terminations and cable systems.

The Total Solution
And when assistance is required we offer:
• Design support
• Cable and fitting selection
• Assistance with corrosion protection
• Cost estimates and budgets

• Method statements and schedules
• Structural analysis
• Site supervision
• Installation

Cable Trellis
S Y S T E M S

2013 Cable Trellises Catalogue v15.indd   1 10/02/2014   12:16:27 PM

Contact us or visit ronstan.com for more
information on Ronstan Tensile Architecture Systems
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE M.W.L. B.L. WEIGHT

mm mm kg kg g in. in. lb lb oz

Series 15 -  All Purpose
RF13101-2 Single block, loop head, black (2 pack) 15 4 150 300 5 5/8 5/32 330 660 0.2
RF13101G-2 Single block, loop head, grey (2 pack) 15 4 150 300 5 5/8 5/32 330 660 0.2
RF13101R-2 Single block, loop head, red (2 pack) 15 4 150 300 5 5/8 5/32 330 660 0.2

Series 20 -  All Purpose
RF661 Single block, tube rivet head 20 5 150 450 10 3/4 3/16 330 990 0.4
RF662 Double block, tube rivet head 20 5 300 600 20 3/4 3/16 660 1320 0.7
RF663 Single block, ferruled eye head 20 5 150 450 10 3/4 3/16 330 990 0.4
RF664 Linked blocks, S20 + S20 20 3 150 450 20 3/4 1/8 330 990 0.7
RF666 Single block, loop head 20 5 150 400 10 3/4 3/16 330 880 0.4

RF664

Series 15 & 20 Utility
SPORTS BLOCKS

 Control lines.
 Leech lines.
 Shock cord tensioning systems.

 Sheaves: UV stabilised acetal.
 Cheeks & rivets (Series 20): Grade 316 stainless steel.
 Frame/cheeks (RF13101): Impact resistant nylon.

up to 
12mm
(1/2")

webbing

RF615

RF498

RF318

RF806S
4.8mm (3/16”) pin, 
suits RF662

Series 15 attachment options

RF666

RF13101-2 RF13101G-2 RF13101R-2

RF663 RF661 RF662

© Marvin Baumeister
Ronstan kitesurfing team rider

SERIES 15

SERIES 20

For the most up to date product information, visit   www.victory-products.com 251
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in. in. in. in. lb lb oz

 Ball Bearing
RF15100 Single block, swivel shackle head 15 5 - 3 120 400 11 5/8 3/16 - 1/8 260 880 0.7
RF15101 Single block, loop head 15 5 - - 120 550 7 5/8 3/16 - - 260 1210 0.3
RF15111 Single block, becket, loop head 15 5 - - 120 550 9 5/8 3/16 - - 260 1210 0.3
RF15141 Stand-up block 15 5 - - 120 550 10 5/8 3/16 - - 260 1210 0.4
RF15151 Cheek block 15 5 - - 120 550 9 5/8 3/16 - - 260 1210 0.3
RF15171 Upright lead block 15 5 - - 120 550 9 5/8 3/16 - - 260 1210 0.3
RF15174 Pivoting lead block 15 5 - - 120 350 16 5/8 3/16 - - 260 770 0.6
RF15180 Single block, swivel hook head 15 5 - - 100 200 13 5/8 3/16 - - 220 440 0.4
RF15202 Double block, loop head 15 5 - - 240 700 23 5/8 3/16 - - 530 1540 0.8
RF15212 Double block, becket, loop head 15 5 - - 240 700 24 5/8 3/16 - - 530 1540 0.9
RF15302 Triple block, loop head 15 5 - - 360 850 28 5/8 3/16 - - 790 1870 1.0
RF15312 Triple block, becket, loop head 15 5 - - 360 850 30 5/8 3/16 - - 790 1870 1.0
RF15711 Exit block 15 5 - - 120 550 14 5/8 3/16 - - 260 1210 0.5

RF133 Saddle, 9mm (3/8”) internal clearance, suits 2 x 4mm 
(3/16”) fasteners at 27mm (1 1/16”) centres - - - - - - 2 - - - - - - 0.1

RF613S Shackle, slotted pin, suits RF15100 - - - 3 - - 3 - - - 1/8 - - 0.1
RF633S Shackle, suits double & triple blocks - - - 4 - - 5 - - - 5/32 - - 0.2
RF1851 Shackle, suits single loop head blocks - - - 3 - - 2 - - - 1/8 - - 0.1

2 x 4mm 
(5/32”)

4 x 4mm (5/32”)2 x 4mm (5/32”)

2 x 4mm 
(3/16”)

2 x 4mm (5/32”)2 x 4mm (3/16”)

RF15151

RF15171 RF15174

RF15180

RF15711

Series 15 Ball Bearing Utility Blocks
SPORTS BLOCKS

 Smallest and lightest ball bearing block  
available.

 Precision moulded acetal sheave running  
on stainless steel ball bearings provides high 
performance and low friction.

 Single loop head blocks include an O-ring to 
separate running line from head lashing or fixing.

 RF15151 cheek block features lateral supports  
for improved mounting stability.

 RF15174 pivoting lead block has 4-point  
fastening for load distribution and low profile.  
Can be mounted without disassembly.

 RF15711 exit block has a formed single piece 
housing for maximum strength and minimal  
rope wear.

 RF15711 exit block has a flush rivet to  
minimise cutout dimensions and facilitate 
installation.

 Dinghy control lines.
 Vangs, cunninghams and tweakers. 
 Shock cord tensioning systems.
 Sheaves: UV stabilised acetal.
 Ball bearings: Stainless steel.
 Cheeks & head fittings: Grade 316 stainless steel.

RF613S 
3mm (1/8”) slotted pin, suits RF15100

RF133 
Suits loop head single blocks

RF15302RF15202
RF15101

RF15100

RF15312RF15212RF15111

4.6mm 
(3/16”)

RF15141

RF133

RF633SRF1851

For the most up to date product information, visit   www.victory-products.com
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE M.W.L. B.L. WEIGHT

mm mm kg kg g in. in. lb lb oz

 Ball Bearing
RF21107 Single block, becket hub, suits 10mm (3/8”) webbing 20 5 200 400 14 3/4 3/16 440 880 0.5

RF25109 Single block, becket hub, incl. 750mm (30”) x 1.7mm (1/16”) diameter,  
Dyneema® lashing line 20 6 250* 550 9 3/4 1/4 550* 1210 0.3

Accessories
RF9003-07 Dyneema® link to suit RF21107

* Block must be lashed through hub. The supplied lashing line must have three passes through head and hub to achieve rated load. 
MWL & BL are dependent on the strength of lashing. Knots, splices, stitching will generally have a lower BL than the line itself.

RF21107  
with webbing  
attachment

RF21107  
with Dyneema®  
link attachment

 RF21107 suits up to 10mm (3/8”)  
webbing or RF9003-07 Dyneema® link.

 2-stage ball bearing system.
 Hollow hub for becket take-off.

 Control lines.
 Leech lines.
 Cunninghams.
 Kite brindles.

 Sheave: High compression strength carbon 
black acetal.

 Load straps (RF21107): Grade 316 stainless steel.
 Frame/cheeks: Toughened, glass fibre  
reinforced nylon.

 Ball bearings: Grade 316 stainless steel.

 Suits up to 4mm (5/32”) lashing

Series 20 Orbit
SPORTS BLOCKS

RF21107 RF9003-07

RF25109

© Heidi Bucktin

BB Ball Bearing
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in. in. in. in. lb lb oz

 Ball Bearing
RF20100 Single block, swivel shackle head 20 6 - 3 250 550 20 3/4 1/4 - 1/8 550 1210 0.7
RF20101 Single block, loop head 20 6 - - 250 550 16 3/4 1/4 - - 550 1210 0.6
RF20111 Single block, becket, loop head 20 6 - - 250 550 18 3/4 1/4 - - 550 1210 0.6
RF20141 Stand-up block 20 6 - - 250 550 20 3/4 1/4 - - 550 1210 0.7
RF20202 Double block, 2-axis shackle head 20 6 - 4 350 700 42 3/4 1/4 - 5/32 770 1540 1.5
RF20212 Double block, becket, 2-axis shackle head 20 6 - 4 350 700 44 3/4 1/4 - 5/32 770 1540 1.6
RF20281 Double block, in-line 20 6 - - 250 550 28 3/4 1/4 - - 550 1210 1.0
RF20284 Linked blocks, S20 & S20 20 6 - - 250 550 30 3/4 1/4 - - 550 1210 1.1
RF20302 Triple block, 2-axis shackle head 20 6 - 4 400 850 62 3/4 1/4 - 5/32 880 1870 2.2
RF20312 Triple block, becket, 2-axis shackle head 20 6 - 4 400 850 64 3/4 1/4 - 5/32 880 1870 2.3
RF20332 Triple block, becket, cam cleat, 2-axis shackle head 20 6 - 4 400* 850 122 3/4 1/4 - 5/32 880* 1870 4.3

 Special Purpose - Nylatron® Sheave
RF20101HL Single block, loop head 20 6 3 - 275 550 14 3/4 1/4 1/8 - 610 1210 0.5

* Line load through cleat not to exceed 125kg (275lb).

Series 20 Utility
SPORTS BLOCKS

4mm (5/32”)

 Precision moulded acetal sheaves running 
on stainless steel ball bearings provide high 
performance & low friction.

 SP versions feature a Nylatron® sheave  
suitable for rope and wire.

 High static and dynamic load capacity.
 Light weight.
 Versatile head fittings.

 Single blocks are available with swivel head  
or 2 way loop top.

 Double & triple blocks are supplied with shackle 
and have a 2 way head that can be fixed at  
0° or 90°.

 Double & triple blocks allow the creation of 
powerful purchase systems.

 Upright lead blocks are available in low  
profile fixed or pivoting options.

 Exit blocks minimise friction in lines passing 
through the deck or exiting masts and booms. 
Supplied with cover plate, or low profile version 
with side tabs only.

 Linked blocks are used for dinghy barber 
haulers, cunninghams and spinnaker pole 
launching systems.

RF498 RF1850S 
3mm (1/8”) slotted pin, suits loop top single blocks

RF318 
Suits RF20101 & RF20111

RF20332

RF20284RF20281

RF20302RF20202

RF20101HL

RF20101

RF20141

RF20100

RF20312RF20212RF20111

BB Ball Bearing
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Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in. in. in. in. lb lb oz

 Ball Bearing
RF20151 Cheek block 20 6 - - 250 550 14 3/4 1/4 - - 550 1210 0.5
RF20151A Cheek block, rivet mount 20 6 - - 200 550 17 3/4 1/4 - - 440 1210 0.6
RF20171 Upright lead block 20 6 - - 250 550 18 3/4 1/4 - - 550 1210 0.6
RF20174 Pivoting lead block 20 6 - - 250 550 30 3/4 1/4 - - 550 1210 1.1
RF20175 Pivoting lead block, cleat 20 6 - - 150* 300 79 3/4 1/4 - - 330* 660 2.8
RF20180 Single block, swivel hook head 20 6 - - 100 200 21 3/4 1/4 - - 220 440 0.7
RF20184 Single block, loop mount 20 6 - - 250 550 22 3/4 1/4 - - 550 1210 0.8
RF20711 Exit block, cover plate 20 6 - - 250 1000 22 3/4 1/4 - - 550 2200 0.8
RF20711A Exit block, side tabs 20 6 - - 250 1000 22 3/4 1/4 - - 550 2200 0.8

 Special Purpose - Nylatron® Sheave
RF20000HL Sheave, Nylatron® 20 6 3 - - - 2 3/4 1/4 1/8 - - - 0.1
RF20711HL Exit block, cover plate 20 6 3 - 275 1000 22 3/4 1/4 1/8 - 610 2200 0.8
RF20711AHL Exit block, side tabs 20 6 3 - 275 1000 22 3/4 1/4 1/8 - 610 2200 0.8

* Line load through cleat not to exceed 125kg (275lb).

Series 20 Utility
SPORTS BLOCKS

2 x 4mm (5/32”) 2 x 4mm (5/32”) 6mm (1/4”)

2 x 4mm (5/32”)

2 x 4mm (5/32”)

2 x 4mm (5/32”)2 x 4mm (5/32”) 2 x 4mm (5/32”)

8mm (5/16”)

10mm
(3/8”)

5mm (3/16”) x

3.8mm (5/32”) th
ick

 Cheek block RF20151 has through-hub  
mounting for maximum strength.

 Cheek block RF20151A suits pop  
rivet mounting.

 RF20180 features a low profile swivelling hook 
for quick and easy attachment. Suits rope,  
stainless steel and webbing attachment points.

 Dinghy control lines and vangs.
 Cunninghams.
 Traveller controls.

 BB sheaves: UV stabilised acetal.
 SP sheaves: Self-lubricating Nylatron®.
 Ball bearings: Stainless steel.
 Load straps, head fittings & hook (RF20180):  
Grade 316 stainless steel.

RF613S
3mm (1/8”) pin, suits RF20100

RF615
4mm (5/32”) pin, suits double & triple blocks

RF20151 RF20151A RF20184

RF20171 RF20174 RF20180

RF20175

RF20711HL
RF20711AHL

RF20711
RF20711A

RF20000HL

BB Ball Bearing
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

 PIN/EYE 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

 PIN/EYE 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

Series 25 -  All Purpose
RF571 Single block, loop head 25 6 - 300 600 15 1 1/4 - 660 1320 0.5
RF572 Single block, becket, loop head 25 6 - 300 600 20 1 1/4 - 660 1320 0.7
RF573 Single block, swivel shackle head 25 6 4 150 300 20 1 1/4 5/32 330 660 0.7
RF2332 Single block, swivel ring head 25 6 10 300 600 20 1 1/4 3/8 660 1320 0.7

Series 30 -  All Purpose
RF280 Single block, loop head 30 8 - 300 600 20 1 1/8 5/16 - 660 1320 0.7
RF443 Single block, swivel ring head 30 10 13 250 500 44 1 1/8 3/8 1/2 550 1100 1.6
RF467 Single block, swivel shackle head 30 10 5 250 500 50 1 1/8 3/8 3/16 550 1100 1.8
RF469 Single block, ferrule eye head 30 10 10 300 600 40 1 1/8 3/8 3/8 660 1320 1.4
RF470 Single block, becket, ferrule eye head 30 10 10 300 600 45 1 1/8 3/8 3/8 660 1320 1.6
RF567 Single block, becket, swivel shackle head 30 10 5 250 500 55 1 1/8 3/8 3/16 550 1100 1.9
RF681 Single block, becket, loop head 30 8 - 300 600 25 1 1/8 5/16 - 660 1320 0.9

 Simple, versatile and economical blocks  
that have many uses.

 Lightweight, durable construction.
 Stainless steel cheeks and acetal sheaves  
ensure long service life with virtually no 
maintenance required.

 Vang, cunningham and trapeze retriever  
systems on dinghies.

 Leech line tackles and bunk adjusters  
on larger yachts.

 Sheaves: UV stabilised acetal.
 Cheeks & head fittings: 
Grade 316 stainless steel.

SERIES 25

SERIES 30

Series 25 & 30 Utility
SPORTS BLOCKS

RF571

RF280

RF572

RF681

RF2332 RF573

RF469 RF443 RF567RF470 RF467
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Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE M.W.L. B.L. WEIGHT

mm mm kg kg g in. in. lb lb oz

Series 25 -  All Purpose
RF341 Single block, becket, v-jam cleat, removable pin head 25 5 225 450 30 1 3/16 500 990 1.1
RF343 Triple block, becket, v-jam cleat, loop head 25 5 500 1000 75 1 3/16 1100 2200 2.6
RF2335 Single block, narrow, tube rivet head 25 5 175 350 65 1 3/16 390 770 2.3

Series 30 -  All Purpose
RF81 Double block, loop head 30 8 450 1100 40 1 1/8 5/16 990 2420 1.4
RF82 Triple block, loop head 30 8 550 1100 60 1 1/8 5/16 1210 2420 2.1
RF83 Double block, becket, loop head 30 8 450 1100 50 1 1/8 5/16 990 2420 1.8
RF185 Single block, tube rivet head 30 8 300 900 20 1 1/8 5/16 660 1980 0.7
RF186 Fiddle block, tube rivet head 30 + 40 8 300 600 50 1 1/8 + 1 9/16 5/16 660 1320 1.8
RF187 Fiddle block, v-jam cleat, tube rivet head 30 + 40 8 300 600 60 1 1/8 + 1 9/16 5/16 660 1320 2.1
RF188 Single block, becket, tube rivet head 30 8 300 600 35 1 1/8 5/16 660 1320 1.2
RF285 Cheek block, curved base 30 8 300 600 42 1 1/8 5/16 660 1320 1.5
RF417 Double block, tube rivet head 30 8 450 1300 40 1 1/8 5/16 990 2860 1.4

 Simple, versatile and economical blocks  
that have many uses.

 Lightweight, durable construction.
 Stainless steel cheeks and acetal sheaves  
ensure long service life with virtually no 
maintenance required.

 Hollow rivets accept fixing screws, shackles  
or can be used as a becket for extra purchase.

 V-jam cleats allow fast secure cleating of  
control lines.

 Vang, cunningham and trapeze retriever  
systems on dinghies.

 Leech line tackles and bunk adjusters  
on larger yachts.

 Sheaves: UV stabilised acetal.
 Cheeks: Grade 316 stainless steel.

RF807
4.8mm (3/16”) pin, suits single and fiddle blocks

SERIES 25 SERIES 30

SERIES 30

Series 25 & 30 Utility
SPORTS BLOCKS

RF2335 RF343

RF341

RF185 RF417

RF285

RF82

RF187RF186RF188 RF81 RF83
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF35100 Single block, becket hub, swivel shackle head 30 8 4 300 600 32 1 3/16 5/16 5/32 660 1320 1.1
RF35101 Single block, becket hub, lashing head 30 8 - 300 600 22 1 3/16 5/16 - 660 1320 0.8
RF35202 Double block, non-swivel shackle head 30 8 - 450 900 56 1 3/16 5/16 - 990 1980 2.0
RF35212 Double block, becket*1, non-swivel shackle head 30 8 - 450*2 900 57 1 3/16 5/16 - 990*2 1980 2.0
RF35302 Triple block, non-swivel shackle head 30 8 - 550 1100 79 1 3/16 5/16 - 1210 2430 2.8
RF35312 Triple block, becket*1, non-swivel shackle head 30 8 - 550*3 1100 81 1 3/16 5/16 - 1210*3 2430 2.9

 Special Purpose - Nylatron® Sheave
RF35100D Single block, becket hub, swivel shackle head 30 8 4 300 600 31 1 3/16 5/16 5/32 660 1320 1.1
RF35101D Single block, becket hub, lashing head 30 8 - 300 600 21 1 3/16 5/16 - 660 1320 0.7

Spare Parts & Conversion Accessories Blocks suited:
RF9003-07 Dyneema® link to suit S30 double & triple Orbit Blocks™ Suits RF35202, RF35212, RF35302, RF35312, RF35322, RF35332

*1 Becket suits up to 6mm (1/4”) line. For lines above 6mm (1/4”) use an additional Dyneema® link (sold separately)
*2 Total block load. Load on becket not to exceed 31% of block load. i.e. MWL 140kg (310lb), BL 280kg (610lb). Suitable for 4:1 system at rated block load.
*3 Total block load. Load on becket not to exceed 25% of block load. i.e. MWL 140kg (310lb), BL 280kg (610lb). Suitable for 6:1 system at rated block load.

RF1850S-2 (2 pack) 
Suits RF35101 in either direction

Series 30 Orbit
SPORTS BLOCKS

 RF35101 and RF35100 - Ultra-low profile  
through-sheave becket.

 2-stage ball bearing system.
 RF35101 accepts RF1850S shackle in both 
orientations to create a conventional loop  
top block.

 SP versions feature a Nylatron® sheave  
suitable for both rope and wire.

 RF9003-07 Dyneema® link is a lightweight  
option for double & triple blocks.

 Mainsheet systems and spinnaker sheets  
on dinghies to 5m (16ft).

 Halyard, vang and backstay applications  
on boats to 5m (16ft).

 Control line applications on larger yachts.

 BB sheaves: High compression strength  
carbon black acetal.

 SP sheaves: Self-lubricating Nylatron®.
 Ball bearings: High compression strength acetal.
 Frame/cheeks: Glass fibre reinforced nylon.
 Rope link: UV stabilised, multi-strand  
SK75 Dyneema®.

RF35100D

RF35101D RF35212

RF35202
RF35100

RF35101

RF134
RF134A (countersunk holes)

RF323 
Suits RF35100, RF35100D

RF35312

RF35302 RF9003-07

Double and triple blocks 
can be converted to soft 

attachment with  
RF9003-07

BB Ball Bearing
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Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing

RF35100A Single block, becket hub, slotted head post,  
swivel shackle head 30 8 4 300 600 31 1 3/16 5/16 5/32 660 1320 1.1

RF35140 Stand-up block, swivel head 30 8 - 300 600 33 1 3/16 5/16 - 660 1320 1.2
RF35141 Stand-up block, non-swivel head 30 8 - 300 600 36 1 3/16 5/16 - 660 1320 1.3
RF35151 Cheek block 30 8 - 300 600 21 1 3/16 5/16 - 660 1320 0.7
RF35284 Linked blocks, S30 & S30 30+30 8 - 300 600 46 1 3/16+1 3/16 5/16 - 660 1320 1.6
RF35286 Clew ring blocks 30 8 - 300 600 63 1 3/16 5/16 - 660 1320 2.2
RF35322 Triple block, cleat, non-swivel shackle head 30 8 - 550*3 1100 130 1 3/16 5/16 - 1210*3 2430 4.6
RF35332 Triple block, becket*1, cleat, non-swivel shackle head 30 8 - 550*2&3 1100 132 1 3/16 5/16 - 1210*2&3 2430 4.7

*1 Becket suits up to 6mm (1/4”) line. For lines above 6mm (1/4”) use an additional Dyneema® link (sold separately).
*2 Total block load. Load on becket not to exceed 25% of block load. i.e. MWL 140kg (310lb), BL 280kg (610lb). Suitable for 6:1 system at rated block load.    
*3 Line load through cleat not to exceed 125kg (280lb).

Series 30 Orbit
SPORTS BLOCKS

2 x 4mm (5/32”) 2 x 5mm (3/16”)

 RF35322 & RF35332 - Composite C-Cleat™  
and fairlead.

 RF35151 - Base suits curved mounting surface.
 RF35286 - Stainless steel ring, 40mm (1 1/2”)  
OD, 5mm (3/16”) diameter material.

 Mainsheet systems and spinnaker  
sheets on dinghies to 5m (16ft).

 Halyard, vang and backstay applications  
on boats to 5m (16ft).

 Control line applications on larger yachts.
 Primary lead blocks on dinghies  
and catamarans.

 Sheaves: High compression strength  
carbon black acetal.

 Ball bearings: High compression  
strength acetal.

 Frame/cheeks: Toughened,  
glass fibre reinforced nylon.

 Head fittings & hubs:  
Grade 316 stainless steel.

2 x 4mm (5/32”)

RF35322

RF35284

RF35140RF35100A

RF35151

RF35141

RF35332

RF35286

RF9003-07

BB Ball Bearing
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in. in. in. in. lb lb oz

 Ball Bearing
RF30100 Single block, swivel shackle head 30 8 - 4 300 750 34 1 3/16 5/16 - 5/32 660 1650 1.2
RF30101 Single block, loop head 30 8 - - 300 750 28 1 3/16 5/16 - - 660 1650 1.0
RF30110 Single block, becket, swivel shackle head 30 8 - 4 300 750 40 1 3/16 5/16 - 5/32 660 1650 1.4
RF30111 Single block, becket, loop head 30 8 - - 300 750 34 1 3/16 5/16 - - 660 1650 1.2
RF30141 Stand-up block 30 8 - - 300 750 38 1 3/16 5/16 - - 660 1650 1.3
RF30171 Upright lead block 30 8 - - 300 750 30 1 3/16 5/16 - - 660 1650 1.1
RF30174 Pivoting lead block 30 8 - - 300 650 50 1 3/16 5/16 - - 660 1430 1.8
RF30285 Linked blocks, S30 & S20 30+20 8+6 - - 250 550 44 1 3/16+3/4 5/16+1/4 - - 550 1210 1.6
RF30711 Single exit block 30 8 - - 300 750 35 1 3/16 5/16 - - 660 1650 1.2
RF30721 Double exit block 30 8 - - 300 750 60 1 3/16 5/16 - - 660 1650 2.1
RF34000 Sheave, alloy, Torlon® balls 30 5 - - 165 330 10 1 3/16 3/16 - - 360 730 0.4

RF34108 Single, removable loop head, alloy sheave,  
Torlon® balls 30 5 - 6 165 675 36 1 3/16 3/16 - 7/32 360 1490 1.3

 Special Purpose - Nylatron® Sheave
RF30100HL Single block, swivel shackle head 30 8 3 4 375 750 28 1 3/16 5/16 1/8 5/32 830 1650 1.0
RF30101HL Single block, loop head 30 8 3 - 375 750 28 1 3/16 5/16 1/8 - 830 1650 1.0
RF30711HL Single exit block 30 8 3 - 300 750 43 1 3/16 5/16 1/8 - 660 1650 1.5

Series 30 Utility
SPORTS BLOCKS

2 x 5mm (3/16”)2 x 5mm (3/16”)

2 x 5mm (3/16”) 2 x 5mm (3/16”)

6mm (7/32”)

2 x 5mm (3/16”)

 Linked blocks are used for barber haulers, 
cunninghams and spinnaker pole  
launching systems.

 Primary lead blocks on dinghies and catamarans.
 Control lines on larger yachts.
 Exit blocks minimise friction in lines passing 
through the deck or exiting masts and booms.

 Upright lead blocks are a low profile solution  
for leading halyards or other rig and sail controls 
back to cleats or jammers. Pivoting version suits  
controls that need to be trimmed from either  
side of the boat.

 BB sheaves: UV stabilised acetal.
 SP sheaves: Self-lubricating Nylatron®.

 Ball bearings: Acetal (RF34000 & RF34108  
use Torlon® ball bearings).

 Cheeks: Impact modified, fibre reinforced  
and UV stabilised nylon.

 Load straps & head fittings: Grade 316  
stainless steel.

RF134
RF134A (countersunk holes)

RF323RF615A 
4mm (5/32”) pin,  
suits swivel blocks

RF30111RF30101HL

RF30101

RF30100HL

RF30100

RF30110 RF30141

RF30721 RF30174

RF30171

RF34000

RF30711HL

RF30711

RF30285

RF34108

BB Ball Bearing
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Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF45101 Single block, Dyneema® link head 40 9 - 325 700 33 1 9/16 5/16 - 715 1540 1.2
RF45110 Single block, becket, swivel shackle head 40 9 4 325*1 650 44 1 9/16 5/16 5/32 715*1 1430 1.6
RF45111 Single block, becket, Dyneema® link head 40 9 - 325*1 700 36 1 9/16 5/16 - 715*1 1540 1.3
RF45130 Single block, becket, adjustable cleat, swivel shackle head 40 9 4 325*1&2 650 105 1 9/16 5/16 5/32 715*1&2 1430 3.7
RF45140 Stand-up block, becket, swivel head 40 9 - 325 650 54 1 9/16 5/16 - 715 1430 1.9
RF45201 Double block, Dyneema® link head 40 9 - 500 1000 67 1 9/16 5/16 - 1100 1650 2.4

Accessories

RF4 Swivel shackle base. Suits Series 40 & 55 Orbit Block™ 
Dyneema® links. 4.8mm (3/16”) diameter pin - - - 250 500 30 - - - 550 1100 1.1

RF2454 Stand-up base, suits S40 Orbit Blocks™ - boot & saddle - - - 320 700 11 - - - 715 1540 0.4
RF2454B Stand-up boot, suits S40 Orbit Blocks™ - boot only - - - - - 6 - - - - - 0.2

*1 Total block load. Becket MWL 125kg (275lb), BL 250kg (550lb). Suitable for 3:1 system at rated block load.
*2 Line load through cleat not to exceed 125kg (275lb).

Adjustable cleat arms

Series 40 Orbit
SPORTS BLOCKS

RF2454

RF45101

RF45130RF45110

RF45111 RF45201

RF45140

RF2454B

RF4

2 x 5mm (3/16”)

2 x 5mm (3/16”)

2 x 5mm (3/16”)

RF615 
4mm (5/32”) pin

 2-stage ball bearing system.
 Single inner cheeks on doubles and  
triples for reduced weight and bulk.

 RF45110, RF45111 & RF45140 - Ultra-low  
profile integrated becket.

 RF45110 - Stainless steel shackle head for 
unlimited block rotation, and compatibility  
with sharp fixing points.

 Mainsheet systems and spinnaker sheets  
on dinghies to 5m (16ft).

 Halyard, vang and backstay applications  
on boats to 8m (26ft).

 Control line applications on larger yachts.
 Rope link: UV stabilised, multi-strand  
SK75 Dyneema®.

© www.astusboats.com

BB Ball Bearing
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE M.W.L. B.L. WEIGHT

mm mm kg kg g in. in. lb lb oz

 Ball Bearing
RF45151 Cheek block 40 9 325 700 32 1 9/16 5/16 715 1540 1.1
RF45501 Fiddle block*3, Dyneema® link head 40 + 22 9 325 700 47 1 9/16 + 7/8 5/16 715 1540 1.7
RF45511 Fiddle block*3, becket, Dyneema® link head 40 + 22 9 325*1 700 48 1 9/16 + 7/8 5/16 715*1 1540 1.7
RF45521 Fiddle block*3, adjustable cleat, Dyneema® link head 40 + 22 9 325*2 700 108 1 9/16 + 7/8 5/16 715*2 1540 3.8
RF45531 Fiddle block*3, becket, adjustable cleat, Dyneema® link head 40 + 22 9 325*1&2 700 109 1 9/16 + 7/8 5/16 715*1&2 1540 3.8

*1 Total block load. Becket MWL 125kg (275lb), BL 250kg (550lb). Suitable for 3:1 system at rated block load.
*2 Line load through cleat not to exceed 125kg (275lb).
*3 Small fiddle block sheave has a high load full contact bearing (i.e. not ball bearing). Main sheave has 2-stage, ball bearing.

Adjustable cleat armsBecket link

Series 40 Orbit
SPORTS BLOCKS

RF45521RF45511RF45501

RF45151

RF45531

3 x 4mm (5/32”)

© Michael Chittenden

 RF45151 - Base suits flat or curved  
mounting surface.

 RF45511 & RF45531 - Lightweight  
integrated Dyneema® becket link.

 RF45130, RF45521 & RF45531 -  
Composite C-Cleat™ and fairlead.

 Spinnaker sheets on dinghies, sportsboats  
and small keelboats to 5m (16ft).

 Sheave: Carbon fibre reinforced, PTFE 
impregnated nylon.

 Ball bearings: High compression strength  
carbon black acetal.

 Stage 2 bearing: Glass fibre reinforced,  
MoS2 impregnated nylon.

 Frame/cheeks: Toughened, glass fibre  
reinforced nylon.

BB Ball Bearing
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Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF46100 Single block, auto, swivel shackle head 40 9 4 175 500 38 1 9/16 5/16 5/32 385 1100 1.3
RF46100M Single block, manual, swivel shackle head 40 9 4 175 500 38 1 9/16 5/16 5/32 385 1100 1.3
RF46101 Single block, auto, Dyneema® link head 40 9 - 175 500 35 1 9/16 5/16 - 385 1100 1.2
RF46102 Single block, manual, Dyneema® link head 40 9 - 175 500 35 1 9/16 5/16 - 385 1100 1.2
RF46151 Cheek block, clockwise, auto 40 9 - 175 500 36 1 9/16 5/16 - 385 1100 1.3
RF46151A Cheek block, anti-clockwise, auto 40 9 - 175 500 36 1 9/16 5/16 - 385 1100 1.3

PRODUCT No. DESCRIPTION
M.W.L. B.L. WEIGHT M.W.L. B.L. WEIGHT

kg kg g lb lb oz

Accessories

RF4 Swivel shackle base. Suits Series 40 & 55 Orbit Block™ Dyneema® links. 
4.8mm (3/16”) diameter pin 250 500 30 550 1100 1.1

RF2454 Stand-up base, suits S40 Orbit Blocks™ - boot & saddle 325 700 11 715 1540 0.4
RF2454B Stand-up boot, suits S40 Orbit Blocks™ - boot only - - 6 - - 0.2

Spare Parts - Dyneema® Links
RF9003-07 S40 single & fiddle Orbit Blocks™ RF45101, RF45111, RF45501, RF45511, RF45521, RF45531, RF46101, RF46102
RF9004-08 S40 double & triple Orbit Blocks™ RF45201

Spare Parts - Link Retainer Clips
RF40001 S40 single & fiddle Orbit Blocks™ (2 pack) RF45101, RF45111, RF45501, RF45511, RF45521, RF45531, RF46101, RF46102
RF40002 S40 double & triple Orbit Blocks™ (2 pack) RF45201

Series 40 Orbit
SPORTS BLOCKS

Stainless steel swivel 
shackle head 2 x 4mm (5/32”)2 x 4mm (5/32”)

RF615 
4mm (5/32”) pin, suits RF46100 & RF46100M

 RF46100 & RF46100M - Stainless steel  
swivel shackle head for unlimited  
block rotation, and compatibility with  
sharp fixing points.

 Dinghy mainsheet systems. 
 Spinnaker and jib sheets on dinghies.

 Mainsheet fine tune systems on sportsboats  
& small keelboats using RF7 mainsheet  
swivel cleat unit.

 Control line applications on larger yachts.
 Shackle & head fitting (RF46100 & RF46100M): 
Grade 316 stainless steel.

 Sheave: Anodised aluminium.
 Ball bearings: High compression strength  
carbon black acetal.

 Frame/cheeks: Toughened, glass fibre  
reinforced nylon.

 Rope link: UV stabilised, multi-strand  
SK75 Dyneema®.

Superior holding 
power

RF2454

2 x 5mm (3/16”)2 x 5mm (3/16”) 0° or 90° stand-up

RF46100

RF46151 RF46151A

RF46100M RF46101 RF46102

RF9004-08RF9003-07RF40002RF40001 RF4 RF2454B

BB Ball Bearing
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in. in. in. in. lb lb oz

 Ball Bearing
RF40100 Single block, universal head 40 10 - 5 350 1000 70 1 9/16 3/8 - 3/16 770 2200 2.5
RF40101 Single block, loop head 40 10 - - 350 1000 53 1 9/16 3/8 - - 770 2200 1.9
RF40110 Single block, becket, universal head 40 10 - 5 350 1000 79 1 9/16 3/8 - 3/16 770 2200 2.8
RF40111 Single block, becket, loop head 40 10 - - 350 1000 60 1 9/16 3/8 - - 770 2200 2.1
RF40200 Double block, swivel shackle head (non-locking) 40 10 - 5 500 1200 134 1 9/16 3/8 - 3/16 1100 2650 4.7
RF40210 Double block, becket, swivel shackle head (non-locking) 40 10 - 5 500 1200 142 1 9/16 3/8 - 3/16 1100 2650 5.0
RF40300 Triple block, swivel shackle head (non-locking) 40 10 - 5 600 1400 194 1 9/16 3/8 - 3/16 1320 3090 6.9
RF40310 Triple block, becket, swivel shackle head (non-locking) 40 10 - 5 600 1400 209 1 9/16 3/8 - 3/16 1320 3090 7.4

 Special Purpose - Nylatron® Sheave
RF40100HL Single block, universal head 40 10 4 5 500 1000 69 1 9/16 3/8 5/32 3/16 1100 2200 2.4

Series 40 Utility
SPORTS BLOCKS

RF134, RF134A  
(countersunk holes)
Suits loop head &  
shackle head blocks

RF2454  
Suits loop 
head blocks

 2-stage ball bearing system.
 Light weight.
 Removable becket pins allow lines to be spliced 
prior to fitting and are locked into position 
without the use of split rings or tools.

 Cheek cut-outs for easy bearing maintenance.
 SP versions feature a Nylatron® sheave  
suitable for both rope and wire.

 Captive Lock™ universal head can be fixed at  
0° or 90°, or left free to swivel on single blocks.

 Double & triple blocks have a swivel shackle 
head for full 360° rotation.

RF150 
4.8mm  
(3/16”) pin

RF41010 
Snap-in keyhole  
becket pin

RF40111 RF40110 RF40210

RF40100HL

RF40100

RF40101 RF40200 RF40300

RF40310

RF321 
Suits shackle  
head blocks

BB Ball Bearing
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Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in. in. in. in. lb lb oz

 Ball Bearing
RF40140 Stand-up block, swivel shackle head 40 10 - - 350 800 71 1 9/16 3/8 - - 770 1760 2.5
RF40171 Upright lead block 40 10 - - 350 1000 60 1 9/16 3/8 - - 770 2200 2.1
RF44000 Sheave, alloy, Torlon® balls 40 6 - - - - 15 1 9/16 1/4 - - - - 0.5

RF44108 Single block, removable loop head, alloy sheave,  
Torlon® balls 40 6 - 6 240 1100 60 1 9/16 1/4 - 7/32 530 2430 2.1

RF40500 Fiddle block, universal head 40 + 24 8 - 5 350 1000 90 1 9/16 + 15/16 5/16 - 3/16 770 2200 3.2
RF40510 Fiddle block, becket, universal head 40 + 24 8 - 5 350 1000 97 1 9/16 + 15/16 5/16 - 3/16 770 2200 3.4
RF40520 Fiddle block, adjustable cleat, universal head 40 + 24 8 - 5 350 1000 156 1 9/16 + 15/16 5/16 - 3/16 770 2200 5.5
RF40530 Fiddle block, becket, adjustable cleat, universal head 40 + 24 8 - 5 350* 1000 163 1 9/16 + 15/16 5/16 - 3/16 770* 2200 5.7

Accessories
RF6170 Snap shackle head adapter - - - 5 500 1000 49 - - - 3/16 1100 2200 1.7

* Line load through cleat not to exceed 125kg (275lb).

RF40510 RF40520

Series 40 Utility
SPORTS BLOCKS

2 x 5mm (3/16”)

6mm (7/32”)

 Snap shackle adapters suit single & fiddle blocks.
 Low profile stand-up block has swivel head post 
to allow full articulation and rotation.

 Mainsheet, halyard, vang and spinnaker control 
lines on off-the-beach catamarans, one design 
classes and sportsboats up to 8m (26ft).

 Ball bearings: Acetal.
 BB sheaves: UV stabilised acetal  
(RF44000 & RF44108 Torlon® ball bearings). 

 SP sheaves: Self-lubricating Nylatron®.

 Cheeks: Impact modified, fibre  
reinforced and UV stabilised nylon.

 Load straps & head fittings:  
Grade 316 stainless steel.

RF41010 
snap-in keyhole 
becket pin

RF150
4.8mm (3/16”) pin, suits 
single and fiddle blocks

RF40530

RF6170RF40140 RF40171 RF44108

RF44000

RF40500

BB Ball Bearing
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 All Purpose
RF41100 Single block, universal head 40 10 5 400 1000 71 1 9/16 7/16 3/16 880 2200 2.5
RF41101 Single block, loop head 40 10 - 400 1000 54 1 9/16 7/16 - 880 2200 1.9
RF41110 Single block, becket, universal head 40 10 5 400 1000 80 1 9/16 7/16 3/16 880 2200 2.8
RF41111 Single block, becket, loop head 40 10 - 400 1000 61 1 9/16 7/16 - 880 2200 2.2
RF41140 Stand-up block, swivel head 40 10 - 400 800 72 1 9/16 7/16 - 880 1760 2.5
RF41200 Double block, swivel shackle head (non-locking) 40 10 5 600 1200 135 1 9/16 7/16 3/16 1320 2650 4.8
RF41210 Double block, becket, swivel shackle head (non-locking) 40 10 5 600 1200 143 1 9/16 7/16 3/16 1320 2650 5.0
RF41300 Triple block, swivel shackle head (non-locking) 40 10 5 700 1400 195 1 9/16 7/16 3/16 1540 3090 6.9
RF41310 Triple block, becket, swivel shackle head (non-locking) 40 10 5 700 1400 209 1 9/16 7/16 3/16 1540 3090 7.4

Series 40 Utility
SPORTS BLOCKS

2 x 5mm (3/16”)

 Self-lubricating acetal polymer sheave  
ensures low friction and extreme durability.

 High static and dynamic load capacity.
 Long service life, virtually maintenance free.

 Captive Lock™ universal head can be fixed at  
0° or 90°, or left free to swivel on single blocks.

 Double & triple blocks have a swivel shackle 
head for full 360° rotation (non-locking).

 Removable becket pins allow lines to be spliced 
prior to fitting and are locked into position 
without the use of split rings or tools.

 Low profile stand-up block has swivel head  
post to allow full articulation and rotation.

RF150 
4.8mm  
(3/16”) pin

RF41010 
Snap-in keyhole  
becket pin

RF134, RF134A  
(countersunk holes)
Suits loop head &  
shackle head blocks

RF41300

RF41310

RF41200

RF41210

RF41100

RF41110

RF41101

RF41111

RF41140

RF2454  
Suits loop 
head blocks

RF321 
Suits shackle 
head blocks

AP All Purpose
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Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 All Purpose
RF41151 Cheek block, stainless steel cheeks 40 10 - 400 1000 66 1 9/16 3/8 - 880 2200 2.3
RF41171 Upright lead block 40 10 4 400 1000 59 1 9/16 3/8 5/32 800 2200 2.1
RF41500 Fiddle block, universal head 40 + 24 8 5 400 1000 91 1 9/16 + 15/16 5/16 3/16 880 2200 3.2
RF41510 Fiddle block, becket, universal head 40 + 24 8 5 400 1000 98 1 9/16 + 15/16 5/16 3/16 880 2200 3.5
RF41520 Fiddle block, adjustable cleat, universal head 40 + 24 8 5 400* 1000 157 1 9/16 + 15/16 5/16 3/16 880* 2200 5.5
RF41530 Fiddle block, becket, adjustable cleat, universal head 40 + 24 8 5 400* 1000 164 1 9/16 + 15/16 5/16 3/16 880* 2200 5.8
RF41811 Cheek block, aluminium cheeks 40 12 - 400 1000 65 1 9/16 1/2 - 880 2200 2.3

Accessories
RF6170 Snap shackle head adapter - - 5 500 1000 49 - - 3/16 1100 2200 1.7
RF41153 Curved surface adapter for RF41151 cheek block - - - - - 9 - - - - - 0.3

* Line load through cleat not to exceed 125kg (275lb).

Series 40 Utility
SPORTS BLOCKS

3 x 5mm (3/16”) 3 x 5mm (3/16”)2 x 5mm (3/16”) 3 x 6mm (1/4”)

 Curved base adapter for cheek block  
facilitates mounting on masts or booms.

 Fiddle blocks are ideal for fine-tune mainsheet 
tackles, cunninghams, boom vangs, backstays 
and other control line purchase systems.

 Captive Lock™ universal head can be fixed at  
0° or 90°, or left free to swivel on single blocks.

 Quick adjusting cleat arms require no  
tools to adjust and fix in desired position.

 Snap shackle adapter suits single and  
fiddle blocks.

 Mainsheet and halyard applications, vang and 
spinnaker control lines on off-the-beach boats 
and small keelboats up to 8m (26ft).

 Sheaves: UV stabilised acetal. 
 Cheeks: Impact modified, fibre  
reinforced and UV stabilised nylon.

 Load straps & head fittings:  
Grade 316 stainless steel.

RF41530RF41520RF41510RF41500

RF41171 RF41151 RF41153 RF41811

RF6170

AP All Purpose
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in. in. in. in. lb lb oz

 Ball Bearing
RF50100 Single block, universal head 50 12 - 5 500 1500 117 2 1/2 - 3/16 1100 3310 4.1
RF50101 Single block, loop head 50 12 - - 500 1500 97 2 1/2 - - 1100 3310 3.4
RF50110 Single block, becket, universal head 50 12 - 5 500 1500 133 2 1/2 - 3/16 1100 3310 4.7
RF50171 Upright lead block 50 12 - - 500 1500 116 2 1/2 - - 1100 3310 4.1

RF50200 Double block, swivel shackle head  
(non-locking) 50 12 - 6 800 2000 254 2 1/2 - 1/4 1760 4410 9.0

RF50500 Fiddle block, universal head 54 + 34 10 - 5 500 1000 166 2 1/8 + 1 5/16 3/8 - 3/16 1110 2200 5.9

RF50530 Fiddle block, becket, adjustable cleat,  
universal head 54 + 34 10 - 5 500* 1000 371 2 1/8 + 1 5/16 3/8 - 3/16 1110* 2200 11.2

 Special Purpose - Nylatron® Sheave
RF50100HL Single block, universal head 50 12 5 5 750 1500 117 2 1/2 3/16 3/16 1650 3310 4.1

Accessories
RF2450 Stand-up base, 51 x 75mm (2” x 2 31/32”) base - - - 5 500 1000 86 - - - 3/16 1100 2200 3.0
RF6170 Snap shackle head adapter - - - 5 500 1000 49 - - - 3/16 1100 2200 1.7

* Line load through cleat not to exceed 175kg (385lb).

Series 50 Utility
SPORTS BLOCKS

RF1055
Suits shackle  
head blocks

RF321 
Suits single & fiddle swivel 
shackle head blocks

RF150 
4.8mm (3/16”) pin, suits 
single & fiddle blocks

RF151 
6mm (1/4”) pin,  
suits double block

 2-stage ball bearing system.
 High static and dynamic load capacity.
 Removable becket pins allow lines to be spliced 
prior to fitting and are locked into position 
without the use of split rings or tools.

 Cheek cut-outs for easy bearing maintenance.
 Stand-up base adapter & snap shackle adapters 
add functionality to single and fiddle blocks.

 Ball bearings: Acetal.
 BB sheaves: UV stabilised acetal. 

 SP sheave: Self-lubricating Nylatron®.
 Cheeks: Impact modified, fibre  
reinforced and UV stabilised nylon.

 Load straps & head fittings: Grade 316  
stainless steel.

RF51010 
Snap-in keyhole 
becket pin

4 x 5mm (3/16”)2 x 6mm (1/4”)

RF50100HL

RF50100

RF50200RF50101 RF50110

RF50171 RF2450

RF6170RF50500 RF50530

BB Ball Bearing
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

Series 50 -  All Purpose
RF51100 Single block, universal head 50 12 5 750 1500 118 2 1/2 3/16 1650 3310 4.2
RF51101 Single block, loop head 50 12 - 750 1500 98 2 1/2 - 1650 3310 3.5
RF51110 Single block, becket, universal head 50 12 5 750 1500 134 2 1/2 3/16 1650 3310 4.7
RF51111 Single block, becket, loop head 50 12 - 750 1500 114 2 1/2 - 1650 3310 4.0
RF51200 Double block, swivel shackle head (non-locking) 50 12 6 1000 2000 255 2 1/2 1/4 2200 4410 9.0
RF51210 Double block, becket, swivel shackle head (non-locking) 50 12 6 1000 2000 271 2 1/2 1/4 2200 4410 9.6
RF51300 Triple block, swivel shackle head (non-locking) 50 12 6 1200 2400 369 2 1/2 1/4 2650 5290 13.0

Series 60 -  All Purpose
RF66100 Single block, swivel shackle head (non-locking) 60 14 6 1100 2200 248 2 3/8 9/16 1/4 2430 4850 8.7

Series 50 & 60 Utility
SPORTS BLOCKS

 Self-lubricating acetal polymer sheave  
ensures low friction and extreme durability.

 High static and dynamic load capacity.
 Long service life, virtually maintenance free.

 Captive Lock™ universal head can be fixed at  
0° or 90°, or left free to swivel on S50 single  
and fiddle blocks.

 Double & triple blocks have a swivel shackle 
head for full 360° rotation (non-locking).

 Removable becket pins allow lines to be spliced 
prior to fitting and are locked into position 
without the use of split rings or tools.

RF150
4.8mm (3/16”) pin,  
suits single and  
fiddle blocks

RF151
6mm (1/4”) pin,  
suits S50 double and triple 
blocks & S60 single block

RF51010
Snap-in keyhole  
becket pin

RF1055
Suits shackle  
head blocks

Series 60

RF51200 RF51300RF51101 RF51100

RF51210RF51111 RF51110 RF66100

RF321 
Suits swivel 
shackle head  
blocks

AP All Purpose
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 All Purpose
RF51140 Stand-up block, swivel head 50 12 - 750 1500 118 2 1/2 - 1650 3310 4.2
RF51151 Cheek block, aluminium cheeks 50 12 - 500 1000 85 2 1/2 - 1100 2200 3.0
RF51171 Upright lead block 50 12 - 750 1500 115 2 1/2 - 1650 3310 4.1
RF51500 Fiddle block, universal head 54 + 34 10 5 750 1500 167 2 1/8 + 1 5/16 3/8 3/16 1650 3310 5.9
RF51510 Fiddle block, becket, universal head 54 + 34 10 5 750 1500 176 2 1/8 + 1 5/16 3/8 3/16 1650 3310 6.2
RF51530 Fiddle block, becket, adjustable cleat, universal head 54 + 34 10 5 750* 1500 318 2 1/8 + 1 5/16 3/8 3/16 1650* 3310 11.2

Accessories
RF2450 Stand-up base, 51x75mm (2”x3”) base - - 5 500 1000 86 - - 3/16 1100 2200 3.0
RF6170 Snap shackle head adapter - - 5 500 1000 49 - - 3/16 1100 2200 1.7

* Line load through cleat not to exceed 175kg (385lb).

Series 50 Utility
SPORTS BLOCKS

 Fiddle blocks are ideal for fine-tune mainsheet 
tackles, cunninghams, boom vangs, backstays 
and other control line purchase systems.

 Stand-up base adapter and snap shackle 
adapters add functionality to single and  
fiddle blocks, and suit single and fiddle blocks.

 Quick adjusting cleat arms require no tools to 
adjust and fix in desired position.

 Low profile stand-up block has a swivel head 
post to allow full articulation and rotation.

 Mainsheet and halyard applications, vang and 
spinnaker control lines on boats to 10m (33ft).

 Sheaves: UV stabilised acetal.
 Cheeks: Impact modified, fibre  
reinforced and UV stabilised nylon.

 Load straps & head fittings:  
Grade 316 stainless steel bearing race.

2 x 5mm (3/16”) 2 x 6mm (1/4”) 4 x 5mm (3/16”)3 x 6mm (1/4”)

RF51530RF51510RF51500

RF51151RF51171

RF51140

RF6170

RF2450

AP All Purpose
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Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF55110 Single block, becket, swivel shackle head 55 10 5 500*1 1000 88 2 5/32 3/8 3/16 1100*1 2200 3.1
RF55210 Double block, becket, swivel shackle head 55 10 5 750*2 1500 172 2 5/32 3/8 3/16 1650*2 3300 6.1
RF55310 Triple block, becket, swivel shackle head 55 10 5 750*2 1500 244 2 5/32 3/8 3/16 1650*2 3300 8.6
RF55410 Quad block, becket, swivel shackle head 55 10 5 750*2 1500 316 2 5/32 3/8 3/16 1650*2 3300 11.2

*1 Total block load. Load on becket not to exceed 50% of block load. i.e. MWL 250kg (550lb), BL 500kg (1100lb). Suitable for 2:1 system at rated block load.
*2 Total block load. Load on becket not to exceed 33% of block load. i.e. MWL 250kg (550lb), BL 500kg (1100lb).

Series 55 Orbit
SPORTS BLOCKS

Integrated becket

RF45201
see page 16

RF9004-09
see page 31

RF56330B
see page 34

9:1 Mainsheet
System

RF55410

 2-stage ball bearing system.
 Swivel shackle head for unlimited block rotation.
 Single inner cheeks on multi-sheave blocks  
for reduced weight and bulk.

 Ultra-low profile integrated becket.

 Mainsheet systems on dinghies, catamarans, 
sportsboats and small keelboats to 9m (30ft).

 RF55410 when paired with a RF56330B and a 
RF45201 lashed to the becket with a RF9004-09, 
produces a powerful 9:1 mainsheet system for  
use on catamarans to 5.5m (18ft). 8mm (5/16”) 
rope recommended. 

 Halyard, vang and backstay applications  
on boats to 8m (26ft).

 Control line applications on larger yachts.
 Swivel shackle head fitting: Grade 316  
stainless steel.

RF150 
4.8mm (3/16”) pin.

RF55210

RF55410

RF55110

RF55310

BB Ball Bearing
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VictoryRONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF55101 Single block, Dyneema® link head 55 10 - 500 1000 68 2 5/32 3/8 - 1100 2200 2.4
RF55111 Single block, becket, Dyneema® link head 55 10 - 500* 1000 75 2 5/32 3/8 - 1100* 2200 2.6
RF55151 Cheek block 55 10 - 500 1000 70 2 5/32 3/8 - 1100 2200 2.5
RF55171 Upright lead block 55 10 - 500 1000 91 2 5/32 3/8 - 1100 2200 3.2
RF55201 Double block, Dyneema® link head 55 10 - 800 1600 134 2 5/32 3/8 - 1765 3520 4.7
RF55301 Triple block, Dyneema® link head 55 10 - 1000 2000 205 2 5/32 3/8 - 2200 4410 7.2

* Total block load. Load on becket not to exceed 50% of block load. i.e. MWL 250kg (550lb), BL 500kg (1100lb). Suitable for 2:1 system at rated block load.

Series 55 Orbit
SPORTS BLOCKS

Low profile headIntegrated becket

 Single inner cheeks on doubles and triples for 
reduced weight and bulk.

 RF55111 - Ultra-low profile integrated becket.
 RF55151 - Recessed underside suits flat or  
curved mounting surface.

 Mainsheet systems and spinnaker sheets  
on dinghies, sportsboats and small keelboats  
to 9m (30ft).

 Halyard, vang and backstay applications  
on boats to 8m (26ft).

 Control line applications on larger yachts.

2 x 6mm (1/4”)

3 x 5mm (3/16”)

RF55101 RF55111 RF55171

RF55201 RF55301

RF55151

BB Ball Bearing
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Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF55501 Fiddle block*1, Dyneema® link head 55 + 35 10 - 500 1000 95 2 5/32 + 1 3/8 3/8 - 1100 2200 3.4
RF55511 Fiddle block*1, becket, Dyneema® link head 55 + 35 10 - 500 1000 97 2 5/32 + 1 3/8 3/8 - 1000 2200 3.4
RF55521 Fiddle block*1, adjustable cleat, Dyneema® link head 55 + 35 10 - 500*2 1000 232 2 5/32 + 1 3/8 3/8 - 1100*2 2200 8.1

RF55531 Fiddle block*1, becket, adjustable cleat,  
Dyneema® link head 55 + 35 10 - 500*2 1000 233 2 5/32 + 1 3/8 3/8 - 1100*2 2200 8.2

*1 Small fiddle block sheave has a high load full contact bearing (i.e. not ball bearing). Main sheave has 2-stage, ball bearing.
*2 Line load through cleat not to exceed 175kg (385lb).

Series 55 Orbit
SPORTS BLOCKS

Becket link

Adjustable cleat arms

Removable Dyneema® 

link & retainer clip

 RF55511 & RF55531 - Lightweight  
integrated Dyneema® becket link.

 RF55521, RF55531 - Composite  
C-Cleat™ and fairlead.

 Sheave: Carbon fibre reinforced,  
PTFE impregnated nylon.

 Ball bearings: High compression  
strength carbon black acetal.

 Stage 2 bearing: Carbon fibre  
reinforced, PTFE impregnated nylon.

 Frame/cheeks: Toughened, glass fibre  
reinforced nylon.

 Rope link: UV stabilised, multi-strand  
SK75 Dyneema®.

RF55521RF55501

RF55511 RF55531

BB Ball Bearing
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF55510 Fiddle block*1, becket, swivel shackle head 55 + 35 10 5 500*2 1000 101 2 5/32 + 1 3/8 3/8 3/16 1100*2 2200 3.6
RF55530 Fiddle block*1, becket, adjustable cleat, swivel shackle head 55 + 35 10 5 500*2 1000 237 2 5/32 + 1 3/8 3/8 3/16 1100*2 2200 8.4

Accessories
RF2455 Stand-up base, suits S55 Orbit Blocks™ - boot & saddle - - - 500 1000 26 - - - 1100 2200 0.9
RF2455B Stand-up boot, suits S55 Orbit Blocks™ - boot only - - - - - 11 - - - - - 0.4

Dyneema® Links Blocks Suited
RF9004-08 Link to suit S55 single & fiddle Orbit Blocks™ RF55101, RF55111, RF55501, RF55511, RF55521, RF55531, RF56101
RF9004-09 Link to suit S55 9:1 mainsheet system (see page 28) Connecting RF45201 to RF56330B
RF9005-10 Link to suit S55 double & triple Orbit Blocks™ RF55201, RF55301

Link Retainers Clips (2 pack) Blocks Suited
RF50001 Clip to suit S55 single & fiddle Orbit Blocks™ RF55101, RF55111, RF55501, RF55511, RF55521, RF55531, RF56101
RF50002 Clip to suit S55 double & triple Orbit Blocks™ RF55201
RF50003 Clip to suit S55 triple Orbit Blocks™ RF55301

*1 Small fiddle block sheave has a high load full contact bearing (i.e. not ball bearing). Main sheave has 2-stage, ball bearing.
*2 Line load through cleat not to exceed 175kg (385lb).

RF2455B

Integrated low  
profile becket

Series 55 Orbit
SPORTS BLOCKS

Adjustable cleat arms

0° or 90° stand-up

 RF55530 - Composite C-Cleat™ and fairlead.
 Ultra-low profile integrated hollow hub becket.
 Swivel shackle head for unlimited block rotation.
 Mainsheet and vang systems on dinghies, 
sportsboats and small keelboats to 9m (30ft).

 Control line applications on larger yachts.

 Sheave: Carbon fibre reinforced, PTFE 
impregnated nylon.

 Ball bearings: High compression strength  
carbon black acetal.

 Stage 2 bearing: Carbon fibre reinforced,  
PTFE impregnated nylon.

 Frame/cheeks: Toughened, glass fibre  
reinforced nylon.

 Swivel shackle head fitting:  
Grade 316 stainless steel.

 Rope link: UV stabilised, multi-strand  
SK75 Dyneema®.

RF150 
4.8mm (3/16”) pin.

2 x 6mm (1/4”)

RF2455RF9004-09

RF55510 RF55530

RF9004-08 RF9005-10

RF50001 RF50002 RF50003

BB Ball Bearing
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF56100 Single block, auto and manual, swivel shackle head 55 10 5 250 650 82 2 5/32 3/8 3/16 550 1430 2.9
RF56101 Single block, auto and manual, Dyneema® link head 55 10 - 250 750 78 2 5/32 3/8 - 550 1650 2.8
RF56110 Single block, becket, auto and manual, swivel shackle head 55 10 5 250* 650 86 2 5/32 3/8 3/16 550* 1430 3.0

* Total block load. Load on becket not to exceed block load. i.e. MWL 250kg (550lb), BL 750kg (1650lb). Suitable for 2:1 system at rated block load.

Series 55 Orbit
SPORTS BLOCKS

20:1
HOLDING
POWER

RF150 
4.8mm (3/16”) pin

 RF56100 & RF56110 - swivel shackle head  
for unlimited block rotation.

 Dinghy mainsheet systems.
 Mainsheet systems on sportsboats using  
RF7 mainsheet swivel cleat unit.

 Spinnaker sheets on dinghies.

 Spinnaker sheets on sportsboats and  
small keelboats (lateral lead blocks).

 Control line applications on larger yachts.
 Sheave: Anodised aluminium.
 Swivel shackle head fitting:  
Grade 316 stainless steel.

 Ball bearings: High compression  
strength carbon black acetal.

 Frame/cheeks: Toughened,  
glass fibre reinforced nylon.

 Rope link: UV stabilised, multi-strand  
SK75 Dyneema®.

RF56110RF56100RF56101

ORBITBLOCK™ RATCHET

Auto & manual 
ratchet modes

Load sensing  
auto ratchet

BB Ball Bearing
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF56120 Single block, adjustable cleat, auto, swivel shackle head 55 10 5 250*2 650 204 2 5/32 3/8 3/16 550*2 1430 7.2
RF56130 Single block, becket, adjustable cleat, auto, swivel shackle head 55 10 5 250*1&2 650 209 2 5/32 3/8 3/16 550*1&2 1430 7.4

*1 Total block load. Load on becket not to exceed block load. i.e. MWL 250kg (550lb), BL 750kg (1650lb). Suitable for 2:1 system at rated block load.
*2 Line load through cleat not to exceed 175kg (385lb).

Series 55 Orbit
SPORTS BLOCKS

 Swivel shackle head for unlimited block rotation.
 RF56120 & RF56130 - Composite C-Cleat™  
and fairlead.

 Dinghy mainsheet systems.

 Spinnaker sheets on dinghies – especially  
modern asymmetric classes.

 Spinnaker sheets on sportsboats and small  
keelboats (lateral lead blocks).

 Control line applications on larger yachts.

 Sheave: Anodised aluminium.
 Ball bearings: High compression  
strength carbon black acetal.

 Frame/cheeks: Toughened,  
glass fibre reinforced nylon.

RF150 
4.8mm (3/16”) pin

© Ana Lukanc/Seascape

RF56130RF56120

Adjustable  
cleat arms

Load sensing  
auto ratchet

BB Ball Bearing
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF56151 Cheek block, clockwise, auto and manual, swivel shackle head 55 10 - 250 700 76 2 5/32 3/8 - 550 1540 2.7
RF56151A Cheek block, anti-clockwise, auto and manual, swivel shackle head 55 10 - 250 700 76 2 5/32 3/8 - 550 1540 2.7

RF56330B Triple block, underhung becket, adjustable cleat, auto,  
swivel shackle head 55 10 5 750*2&3 1500 392 2 5/32 3/8 3/16 1650*2&3 3300 13.8

RF56510 Fiddle block*1, becket, auto and manual, swivel shackle head 55 + 35 10 5 250 650 112 2 5/32 + 1 3/8 3/8 3/16 550 1430 3.9
RF56530 Fiddle block*1, becket, adjustable cleat, auto, swivel shackle head 55 + 35 10 5 250*3 650 235 2 5/32 + 1 3/8 3/8 3/16 550*3 1430 8.3

*1 Fiddle sheave has a high load full contact bearing (i.e. not ball bearing). Main sheave has 2-stage, ball bearing.
*2 Total block load. Load on underhung becket not to exceed 33% of block load. i.e. MWL 250kg (700lb), BL 500kg (1100lb). Underhung becket suits attachment of ‘piggyback’ block for creation of 7:1 or greater purchase. 
*3 Line load through cleat not to exceed 175kg (385lb).

Series 55 Orbit
SPORTS BLOCKS

Auto and manual 
ratchet modes
(select models)

Integrated low  
profile becket

RF55410
see page 28

RF45201
see page 16

RF9004-09
see page 31

RF56330B

9:1 Mainsheet 
System

2 x 5mm (3/16”)

 RF56330B - Underhung becket is suitable for 
terminating the sheet, or attachment of a  
‘piggyback’ block for greater purchase*2.

 Ultra-low profile integrated hollow hub becket  
on fiddle blocks.

 Swivel shackle head for unlimited block rotation.
 RF56330B when paired with a RF55410 and a 
RF45201 lashed to the becket with a RF9004-09, 
produces a powerful 9:1 mainsheet system for  
use on catamarans to 5.5m (18ft). 8mm (5/16) 
rope recommended. 

 Swivel shackle head fitting: Grade 316  
stainless steel.

RF150 
4.8mm (3/16”) pin

RF56530RF56510

RF56151

RF56151A

RF56330B

BB Ball Bearing
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF62000 Sheave 60 10 - - - 44 2 3/8 3/8 - - - 1.6
RF62100 Single block, manual, swivel shackle head 60 10 5 250 1370 135 2  3/8  3/8   3/16 550 3020 5.3
RF62174 Pivoting low lead block 60 10 - 250 1370 147 2 3/8 3/8 - 550 3020 5.2
RF62175 Pivoting low lead block, cleat 60 10 - 250 1370 285 2 3/8 3/8 - 550 3020 10.1

Clicking

Load

Pivoting
Low

lead in

Cr
ew

Series 60 Ultimate Ratchet
SPORTS BLOCKS

4 x 5mm (3/16”)

 Effective extruded hole design provides  
up to 20:1 holding power.

 On/Off switch is fitted to both sides of block  
so it can be used on port or starboard side.  
Switch can be removed from one side if required.

 Unique On/Off switch mechanism can be  
operated under load.

 Low friction ball bearing system.
 Pivoting Lead blocks maintain alignment  
and keep lines close to the deck. 

 Dinghy mainsheet systems - when maximum 
holding power is required.

 RF62100 mainsheet systems on sportsboats  
using RF7 mainsheet swivel cleat unit.

 Control line applications on larger yachts.
 Spinnaker sheets on sportsboats and  
small keelboats (lateral lead blocks).

 Sheave & cheek plates: Anodised aluminium.
 Ball bearings: High compression strength  
carbon black acetal.

 Ratchet pawl: High strength Torlon®.
 Swivel shackle head fitting: Grade 316  
stainless steel.

4 x 5mm (3/16”)

RF62100

RF62000

RF62174

RF62175

BB Ball Bearing
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3 x 6mm (1/4”)

2 x 8mm (5/16”)

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF75111 Single block, becket 70 12 700* 1400 141 2 3/4 1/2 1540* 3080 5.0
RF75151 Cheek block 70 12 700 1400 122 2 3/4 1/2 1540 3080 4.3

Accessories
RF2457 Stand-up base, suits S70 Orbit Blocks™ - boot & saddle - - - 700 1400 50 - - - 1540 3080 1.8
RF2457B Stand-up boot, suits S70 Orbit Blocks™ - boot only - - - - - 15 - - - - - 0.5

Dyneema® Links Blocks Suited
RF9005-10 Link to suit S70 single Orbit Blocks™ RF75111

Link Retainers Clips (2 pack) Blocks Suited
RF70001 Clip to suit S70 single Orbit Blocks™ RF75111

* Total block load. Load on becket not to exceed 50% of block load. i.e. MWL 350kg (770lb), BL 700kg (1540lb). Suitable for 2:1 system at rated block load.

Series 70 Orbit
SPORTS BLOCKS

Integrated becket

0° or 90° stand-up

Removable Dyneema® 

link & retainer clip

 2-stage ball bearing system.
 RF75111 - Ultra-low profile integrated becket.
 RF75151 - Recessed underside suits flat or  
curved mounting surface.

 Mainsheet systems and spinnaker sheets on 
sportsboats and small keelboats to 11m (36ft).

 Control line applications on larger yachts.
 Sheaves: Carbon fibre reinforced, PTFE 
impregnated nylon.

 Ball bearings: High compression strength  
carbon black acetal.

 Frame/cheeks: Toughened, glass fibre  
reinforced nylon.

 Rope link: UV stabilised, multi-strand  
SK75 Dyneema®.

RF2457B
RF2457

RF70001

RF9005-10

RF75111

RF75151

© Per Heegaard/X-Yachts

BB Ball Bearing
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4 x 6mm (1/4”)

4 x 6mm (1/4”)

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in. in. in. lb lb oz

 Ball Bearing
RF72000 Sheave 75 12 - - - 90 3 1/2 - - - 3.2
RF72100 Single block, manual, swivel shackle head 75 12 7 420 2000 290 3 1/2  9/32 930 4410 5.7
RF72174 Pivoting low lead block 75 12 - 420 1370 270 3 1/2 - 930 3020 9.5
RF72175 Pivoting low lead block, cleat 75 12 - 420 1370 405 3 1/2 - 930 3020 14.3

Clicking

Load

Pivoting
Low

lead in

Cr
ew

Series 75 Ultimate Ratchet
SPORTS BLOCKS

 Effective extruded hole design provides  
up to 20:1 holding power.

 On/Off switch is fitted to both sides of block  
so it can be used on port or starboard side.  
Switch can be removed from one side if required.

 Unique On/Off switch mechanism can be  
operated under load.

 Low friction ball bearing system.

 High quality forged stainless steel shackle  
and durable alloy cheek plates.

 Dinghy mainsheet systems - when maximum 
holding power is required.

 Control line applications on larger yachts.
 Spinnaker sheets on sportsboats and  
small keelboats (lateral lead blocks).

 Sheave & cheek plates: Anodised aluminium.
 Ball bearings: High compression strength  
carbon black acetal.

 Ratchet pawl: High strength Torlon®.
 Swivel shackle head fitting:  
Grade 316 stainless steel.

RF72175

RF72174

RF72100

RF72000

BB Ball Bearing

For the most up to date product information, visit   www.victory-products.com



281

Victory RONSTAN

PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE LENGTH

HOLE  
SPACING

M.W.L. 
(per sheave)

B.L. 
(per sheave) WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE LENGTH

HOLE  
SPACING

M.W.L. 
(per sheave)

B.L. 
(per sheave) WEIGHT

mm mm mm mm kg kg g in in in in lb lb oz

Series 40 -  All Purpose
RF41821 Double sheave organiser 40 12 116 48.5 500 1000 101 1 5/8 1/2 4 9/16 1 29/32 1100 2200 3.6
RF41831 Triple sheave organiser 40 12 164 48.5 500 1000 142 1 5/8 1/2 6 15/32 1 29/32 1100 2200 5.0
RF41841 Quadruple sheave organiser 40 12 213 48.5 500 1000 185 1 5/8 1/2 8 13/32 1 29/32 1100 2200 6.5

Series 60 -  All Purpose
RF61821 Double sheave organiser 60 14 164 70.0 1000 2000 271 2 3/8 9/16 6 15/32 2 3/4 2200 4410 9.6
RF61831 Triple sheave organiser 60 14 234 70.0 1000 2000 392 2 3/8 9/16 9 7/32 2 3/4 2200 4410 13.8
RF61841 Quadruple sheave organiser 60 14 304 70.0 1000 2000 511 2 3/8 9/16 11 31/32 2 3/4 2200 4410 18.0

Deck Organisers
SPORTS BLOCKS

 Deck organisers are an effective means  
of deflecting halyards and control lines  
to winches, stoppers and cleats.

 All Purpose bearing system provides  
maximum static load capacity.

 Lightweight design with cheek cut-outs  
for easy bearing maintenance.

 All sizes can be stacked to create double 
versions - MWL of the top sheaves must not 
exceed 50% of the total block load rating.

 Series 40 - halyard and control line deflection  
on boats to 11m (36ft).

 Series 60 - halyard and control line deflection  
on boats to 14m (46ft).

 Line deflection on larger yachts (depending  
on load and angle of deflection).

 Cheek plates: Anodised aluminium.
 Sheaves: UV stabilised acetal. 
 Hubs: Grade 316 stainless steel.

6 x 6mm
(1/4”)

6 x 8mm
(5/16”)

5 x 8mm
(5/16”)

4 x 8mm
(5/16”)

5 x 6mm
(1/4”)

4 x 6mm
(1/4”)

RF41831

RF61831

RF41841

RF61841

RF41821

RF61821
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE M.W.L. B.L. WEIGHT

mm mm mm kg kg g in in in lb lb oz

Exit Blocks -  Ball Bearing
RF20711 Single exit block, cover plate 20 6 - 250 1000 22 3/4 1/4 - 550 2200 0.8
RF20711A Single exit block, side tabs 20 6 - 250 1000 22 3/4 1/4 - 550 2200 0.8
RF30711 Single exit block, cover plate 30 8 - 300 750 35 1 3/16 5/16 - 660 1650 1.2
RF30721 Double exit block, cover plate 30 8 - 300 750 60 1 3/16 5/16 - 660 1650 2.1

Exit Blocks -  Special Purpose, Nylatron® Rope/Wire Sheave
RF20711HL Single exit block, cover plate 20 6 3 275 1000 22 3/4 1/4 1/8 610 2200 0.8
RF20711AHL Single exit block, side tabs 20 6 3 275 1000 22 3/4 1/4 1/8 610 2200 0.8
RF30711HL Single exit block, cover plate 30 8 3 300 750 43 1 3/16 5/16 1/8 660 1650 1.5

Wire Blocks -  Special Purpose, Nylatron® Sheave
RF103 Single block, tubular rivet head, removable sheave 45 6 6 850 1700 88 1 3/4 1/4 1/4 1870 3740 3.1
RF104 Single block, ferrule top, removable sheave 45 6 6 850 1700 80 1 3/4 1/4 1/4 1870 3740 2.8
RF418 Single block, tubular rivet head 25 3 3 450 900 40 1 1/8 1/8 990 1980 1.4
RF418C Single block, removable clevis pin head 25 3 3 450 900 39 1 1/8 1/8 990 1980 1.4
RF468 Single block, ferrule top, removable sheave 25 3 3 450 900 33 1 1/8 1/8 990 1980 1.2
RF560 Single block, ferrule eye 20 3 3 250 500 20 3/4 1/8 1/8 550 1100 0.7
RF667 Single block, loop top 20 2 2 200 400 20 3/4 3/32 3/32 440 880 0.7

PRODUCT No.

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE A B C D M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE A B C D M.W.L. B.L. WEIGHT

mm mm mm mm mm mm mm kg kg g in in in in in in in lb lb oz

Sheave Boxes -  Special Purpose, Nylatron® Sheave
RF452 22.5 3 3 25.5 26 7.5 5 160 320 30 7/8 1/8 1/8 1 1 5/16 3/16 350 700 1.1
RF31712 30 8 4 44.0 27 14.0 5 375 800 45 1 3/16 5/16 5/32 1 3/4 1 1/16 9/16 3/16 830 1760 1.6
RF41712 40 10 5 54.0 33 17.0 5 500 1000 75 1 9/16 3/8 3/16 2 1/8 1 5/16 11/16 3/16 1100 2200 2.6
RF51712 50 12 5 62.0 42 21.0 5 750 1500 145 2 1/2 3/16 2 7/16 1 5/8 13/16 3/16    1650 3300 5.1

A

B

C

D

Wire Blocks, Sheave Boxes & Exit Blocks
SPORTS BLOCKS

RF51712 RF41712

RF31712

RF667 RF560 RF418 RF418C RF468 RF104 RF103

RF20711HL

RF20711AHL

RF30711HL

RF30721

RF20711

RF20711A

RF30711

RF452

 Wire blocks have purpose designed narrow 
sheaves and grooves.

 Wire blocks suit halyards, vang and backstay 
applications.

 Exit and sheave boxes are ideal for applications 
where lines (rope or wire) need to be led 
through decks, bulkheads or spars minimising 
friction and chafing.

 BB sheaves: UV stabilised acetal.
 SP sheaves: Self-lubricating Nylatron®.
 Cheeks & housings: Grade 316 stainless steel.

2 x 5mm (3/16”)

2 x 5mm (3/16”)2 x 4mm (5/32”)

2 x 4mm (5/32”)
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE

MAX. 
WIRE M.W.L. B.L. WEIGHT

mm mm mm kg kg g in in in lb lb oz

 Ball Bearing
RF20171 Upright lead block 20 6 - 250 550 18 3/4 1/4 - 550 1210 0.6
RF20174 Pivoting lead block 20 6 - 250 550 30 3/4 1/4 - 550 1210 1.1
RF30171 Upright lead block 30 8 - 300 750 30 1 3/16 5/16 - 660 1650 1.1
RF30174 Pivoting lead block 30 8 - 300 650 50 1 3/16 5/16 - 660 1320 1.8
RF40171 Upright lead block 40 10 - 350 1000 60 1 9/16 3/8 - 770 2200 2.1
RF50171 Upright lead block 50 12 - 500 1500 116 2 1/2 - 1100 3310 4.1
RF55171 Upright lead block 55 10 500 1000 91 2 5/32 3/8 1100 2200 3.2

 Special Purpose - Nylatron® sheave
RF453 Upright lead block 22 3 3 160 320 30 7/8 1/8 1/8 350 700 1.1

 All Purpose
RF568 Upright lead block, removable sheave 19 5 - 250 500 20 3/4 3/16 - 550 1100 0.7
RF569 Upright lead block 19 8 - 250 500 20 3/4 5/16 - 550 1100 0.7
RF917 Upright lead block 19 8 - 250 500 20 3/4 5/16 - 550 1100 0.7
RF919 Upright lead block 29 6 - 600 1200 50 1 3/32 1/4 - 1320 2640 1.8
RF2379 Upright lead block 13 5 - 250 500 20 19/32 3/16 - 550 1100 0.7
RF2416 Upright lead block, removable sheave 32 5 - 300 800 40 1 1/4 3/16 - 660 1760 1.4
RF41171 Upright lead block 40 10 - 400 1000 59 1 9/16 3/8 - 880 2200 2.1
RF51171 Upright lead block 50 12 - 750 1500 115 2 1/2 - 1650 3310 4.1

Upright Lead Blocks
SPORTS BLOCKS

RF20171 RF30171RF20174 RF30174

RF2416 RF919 RF453 RF568 RF569 RF917 RF2379

RF40171

RF55171

RF50171

2 x 4mm (5/32”)2 x 4mm (5/32”) 2 x 5mm (3/16”)

2 x 5mm 
(3/16”)

2 x 6mm 
(1/4”)

4 x 5mm 
(3/16”)

2 x 5mm 
(3/16”)

2 x 5mm 
(3/16”)

2 x 5mm 
(3/16”)

2 x 4mm 
(5/32”)

2 x 5mm (3/16”)

2 x 6mm (1/4”) 2 x 6mm (1/4”)

2 x 5mm (3/16”) 2 x 5mm (3/16”)

2 x 6mm (1/4”)

RF41171

RF51171

 Upright lead blocks are a low profile solution  
for leading lines to cleats or jammers.

 BB & AP sheaves: UV stabilised acetal.
 SP sheave: Self-lubricating Nylatron®.
 Cheeks: Grade 316 stainless steel.
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE M.W.L. B.L. WEIGHT

mm mm kg kg g in in lb lb oz

 Ball Bearing
RF68171 Upright lead block 60 14 1500 3000 222 2 3/8 9/16 3310 6610 7.8
RF68174 Pivoting low lead block 60 14 1500 3000 341 2 3/8 9/16 3310 6610 12.0
RF78171 Upright lead block 75 14 1990 3980 352 3 9/16 4390 8770 12.4
RF78174 Pivoting low lead block 75 14 1750 3500 470 3 9/16 3860 7720 16.6
RF108171 Upright lead block 100 14 2200 4400 517 4 9/16 4850 9700 18.2
RF128171 Upright lead block 125 16 3750 7500 777 5 5/8 8270 16530 27.4
RF158171 Upright lead block 150 20 5500 11000 1714 6 3/4 12130 24250 60.5

 All Purpose
RF61171 Upright lead block 60 14 1000 3000 205 2 3/8 9/16 2200 6610 7.2
RF61176 Over-the-top block 60 14 1000 3000 215 2 3/8 9/16 2200 6610 7.6
RF71171 Upright lead block 75 14 1500 3980 329 3 9/16 3310 8770 11.6

Upright & Pivoting Low Lead Blocks
KEELBOAT BLOCKS

RF68171 RF68174

RF78174RF71171

RF108171 RF128171 RF158171

RF61171 RF61176

 High static and dynamic load capacity -  
BB models have Torlon® needle rollers for  
axial loads, and acetal ball bearings for side 
thrust loads.

 Upright lead blocks keep lines close to the deck.
 Cheek cut-outs for easy bearing cleaning and 
maintenance.

 Blocks can be disassembled for servicing.

1 x 8mm (5/16”)
1 x 10mm (3/8”)

1 x 8mm (5/16”)
1 x 10mm (3/8”)

1 x 8mm (5/16”)
1 x 10mm (3/8”)

2 x 10mm (3/8”)2 x 10mm (3/8”)
1 x 8mm (5/16”)1 x 8mm (5/16”)

4 x 6mm (1/4”)

4 x 6mm (1/4”)

2 x 10mm (3/8”)
1 x 8mm (5/16”)

3 x 10mm (3/8”)
1 x 8mm (5/16”)

3 x 12mm (7/16”)
1 x 10mm (3/8”)

RF78171
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Victory RONSTAN

PRODUCT No.
COLOUR

ROPE
SIZE LENGTH WIDTH THICKNESS

MAX.
ATTACHMENT B.L. WEIGHT

ROPE
SIZE LENGTH WIDTH THICKNESS

MAX.
ATTACHMENT B.L. WEIGHT

mm mm mm mm mm kg g in. in. in. in. in. lb oz

Shocks
RF8080BLU
RF8080GRN
RF8080GRY
RF8080R

Blue
Green
Grey
Red

1.5 - 5.0 22.9 14.9 8.5 8mm wide. 
5mm diam. 350 2.5 1/16 - 3/16 7/8 9/16 5/16 5/16 wide. 

3/16 diam. 770 0.1

Shocks XL
RF8081BLU
RF8081R

Blue
Red 3.0 - 10.0 36 24.8 14.5 10mm wide.  

10mm diam. 1000 12 1/8 - 3/8 1 7/16 1 9/16 3/8 wide. 
3/8 diam. 2200 0.4

RF8080BLU RF8080GRN RF8080GRY RF8080R

RF8081BLU RF8081R

Shocks™
ROPEGLIDE™ SOLUTIONS

Attachment options

Webbing LashingPigtail Dyneema® Link

For further technical details and the ‘Shock™ or Block’ selection guide see the SUPPORT tab of the Ronstan website.

 Ultra lightweight.
 Ultra compact.
 Durable.
 Colour coded.
 High load capacity.

 Suits webbing or lashing.
 Versatile.
 Vangs.
 Tweakers.
 Barberhaulers.

 Sail cover zipper lines.
 Lazy jacks.
 Cunninghams.
 Kite bridles.
 Leech lines.

 Trapeze elastics.
 Various control lines.
 Anodised aluminium.
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VictoryRONSTAN

C

D
A

B

PRODUCT No.
A B C D M.W.L. WEIGHT A B C D M.W.L. WEIGHT

mm mm mm mm kg g in in in in lb oz

Rings
RF8090-05 5.0 15.0 4.5 7.5 500 2 3/16 19/32 3/16 9/32 1100 0.1
RF8090-08 8.0 22.0 7.0 11.0 1000 4 5/16 7/8 9/32 7/16 2200 0.1
RF8090-11 11.0 29.0 8.0 13.0 2000 8 7/16 1 5/32 5/16 1/2 4410 0.3
RF8090-16 16.0 38.0 11.0 17.0 3500 17 5/8 1 1/2 7/16 21/32 7720 0.6
RF8090-21 21.0 47.0 14.5 22.0 5000 33 13/16 1 27/32 9/16 7/8 11020 1.2
RF8090-26 26.0 57.0 16.0 25.0 7000 57 1 1/32 2 1/4 5/8 1 15430 2.0

* Setup shown has no BL rating as catastrophic failure will only occur when the line fails.

 Compact, lightweight and low friction.
 Large secure shoulder for rope lashing.
 Simple and reliable - no moving parts.
 Low maintenance.

 Deflecting lead lines.
 Static load applications.
 Barber haulers, lazyjacks, backstays, cascading vangs.
 Hard anodised aluminium.

Typical setup*

Rings
ROPEGLIDE™ SOLUTIONS

PRODUCT No.
A B C D E F FASTENER 

SIZE
M.W.L. WEIGHT A B C D E F FASTENER 

SIZE
M.W.L. WEIGHT

mm mm mm mm mm mm kg g in in in in in in lb oz

Fairleads
RF8091-12 12 48 28 18 32 12 M6 1000*1 26 1/2 1 7/8 1 1/8 23/32 1 1/4 1/2 1/4 2200*1 0.9
RF8092-12 12 76 28 18 60 12 M6 1000*1 49 1/2 3 1 1/8 23/32 2 3/8 1/2 1/4 2200*1 1.7
RF8093-12 12 104 28 18 88 12 M6 1000*1 75 1/2 4 3/32 1 1/8 23/32 3 15/32 1/2 1/4 2200*1 2.7
RF8091-16 16 60 32 22 39 12 M8 1750*2 38 5/8 2 3/8 1 1/4 7/8 1 17/32 1/2 5/16 3850*2 1.3

*1 M.W.L. assumes evenly distributed upward pull on 2 x M6 fasteners. 
*2 M.W.L. assumes evenly distributed upward pull on 2 x M8 fasteners. 
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Fairleads
ROPEGLIDE™ SOLUTIONS

 Compact, lightweight and low friction.
 Elliptical hole design tolerates alignment 
variations, makes threading lines easy.

 Simple and reliable design.
 Low maintenance.

 Deflection of sheets, halyards and control lines.
 Anodised aluminium.

© Greg Scherwinski
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PRODUCT No.
A B C D M.W.L. WEIGHT A B C D M.W.L. WEIGHT

mm mm mm mm kg g in in in in lb oz

Rings
RF8090-05 5.0 15.0 4.5 7.5 500 2 3/16 19/32 3/16 9/32 1100 0.1
RF8090-08 8.0 22.0 7.0 11.0 1000 4 5/16 7/8 9/32 7/16 2200 0.1
RF8090-11 11.0 29.0 8.0 13.0 2000 8 7/16 1 5/32 5/16 1/2 4410 0.3
RF8090-16 16.0 38.0 11.0 17.0 3500 17 5/8 1 1/2 7/16 21/32 7720 0.6
RF8090-21 21.0 47.0 14.5 22.0 5000 33 13/16 1 27/32 9/16 7/8 11020 1.2
RF8090-26 26.0 57.0 16.0 25.0 7000 57 1 1/32 2 1/4 5/8 1 15430 2.0

* Setup shown has no BL rating as catastrophic failure will only occur when the line fails.

 Compact, lightweight and low friction.
 Large secure shoulder for rope lashing.
 Simple and reliable - no moving parts.
 Low maintenance.

 Deflecting lead lines.
 Static load applications.
 Barber haulers, lazyjacks, backstays, cascading vangs.
 Hard anodised aluminium.

Typical setup*
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RF8090-26 26.0 57.0 16.0 25.0 7000 57 1 1/32 2 1/4 5/8 1 15430 2.0

* Setup shown has no BL rating as catastrophic failure will only occur when the line fails.

 Compact, lightweight and low friction.
 Large secure shoulder for rope lashing.
 Simple and reliable - no moving parts.
 Low maintenance.

 Deflecting lead lines.
 Static load applications.
 Barber haulers, lazyjacks, backstays, cascading vangs.
 Hard anodised aluminium.

Typical setup*

Rings
ROPEGLIDE™ SOLUTIONS

C

D
A

B

PRODUCT No.
A B C D M.W.L. WEIGHT A B C D M.W.L. WEIGHT

mm mm mm mm kg g in in in in lb oz
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RF8090-26 26.0 57.0 16.0 25.0 7000 57 1 1/32 2 1/4 5/8 1 15430 2.0

* Setup shown has no BL rating as catastrophic failure will only occur when the line fails.

 Compact, lightweight and low friction.
 Large secure shoulder for rope lashing.
 Simple and reliable - no moving parts.
 Low maintenance.

 Deflecting lead lines.
 Static load applications.
 Barber haulers, lazyjacks, backstays, cascading vangs.
 Hard anodised aluminium.

Typical setup*
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A
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mm mm mm mm kg g in in in in lb oz
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RF8090-16 16.0 38.0 11.0 17.0 3500 17 5/8 1 1/2 7/16 21/32 7720 0.6
RF8090-21 21.0 47.0 14.5 22.0 5000 33 13/16 1 27/32 9/16 7/8 11020 1.2
RF8090-26 26.0 57.0 16.0 25.0 7000 57 1 1/32 2 1/4 5/8 1 15430 2.0

* Setup shown has no BL rating as catastrophic failure will only occur when the line fails.

 Compact, lightweight and low friction.
 Large secure shoulder for rope lashing.
 Simple and reliable - no moving parts.
 Low maintenance.

 Deflecting lead lines.
 Static load applications.
 Barber haulers, lazyjacks, backstays, cascading vangs.
 Hard anodised aluminium.

Typical setup*
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ROPEGLIDE™ SOLUTIONS
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A

B

PRODUCT No.
A B C D M.W.L. WEIGHT A B C D M.W.L. WEIGHT

mm mm mm mm kg g in in in in lb oz
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RF8090-05 5.0 15.0 4.5 7.5 500 2 3/16 19/32 3/16 9/32 1100 0.1
RF8090-08 8.0 22.0 7.0 11.0 1000 4 5/16 7/8 9/32 7/16 2200 0.1
RF8090-11 11.0 29.0 8.0 13.0 2000 8 7/16 1 5/32 5/16 1/2 4410 0.3
RF8090-16 16.0 38.0 11.0 17.0 3500 17 5/8 1 1/2 7/16 21/32 7720 0.6
RF8090-21 21.0 47.0 14.5 22.0 5000 33 13/16 1 27/32 9/16 7/8 11020 1.2
RF8090-26 26.0 57.0 16.0 25.0 7000 57 1 1/32 2 1/4 5/8 1 15430 2.0

* Setup shown has no BL rating as catastrophic failure will only occur when the line fails.

 Compact, lightweight and low friction.
 Large secure shoulder for rope lashing.
 Simple and reliable - no moving parts.
 Low maintenance.

 Deflecting lead lines.
 Static load applications.
 Barber haulers, lazyjacks, backstays, cascading vangs.
 Hard anodised aluminium.

Typical setup*

Rings
ROPEGLIDE™ SOLUTIONS

C

D
A

B

PRODUCT No.
A B C D M.W.L. WEIGHT A B C D M.W.L. WEIGHT

mm mm mm mm kg g in in in in lb oz

Rings
RF8090-05 5.0 15.0 4.5 7.5 500 2 3/16 19/32 3/16 9/32 1100 0.1
RF8090-08 8.0 22.0 7.0 11.0 1000 4 5/16 7/8 9/32 7/16 2200 0.1
RF8090-11 11.0 29.0 8.0 13.0 2000 8 7/16 1 5/32 5/16 1/2 4410 0.3
RF8090-16 16.0 38.0 11.0 17.0 3500 17 5/8 1 1/2 7/16 21/32 7720 0.6
RF8090-21 21.0 47.0 14.5 22.0 5000 33 13/16 1 27/32 9/16 7/8 11020 1.2
RF8090-26 26.0 57.0 16.0 25.0 7000 57 1 1/32 2 1/4 5/8 1 15430 2.0

* Setup shown has no BL rating as catastrophic failure will only occur when the line fails.

 Compact, lightweight and low friction.
 Large secure shoulder for rope lashing.
 Simple and reliable - no moving parts.
 Low maintenance.

 Deflecting lead lines.
 Static load applications.
 Barber haulers, lazyjacks, backstays, cascading vangs.
 Hard anodised aluminium.

Typical setup*

Rings
ROPEGLIDE™ SOLUTIONS

RF8090-05 RF8090-08
RF8090-11 RF8090-16

RF8090-21

RF8090-26

PRODUCT No.
A B C D E F FASTENER 

SIZE
M.W.L. WEIGHT A B C D E F FASTENER 

SIZE
M.W.L. WEIGHT

mm mm mm mm mm mm kg g in in in in in in lb oz

Fairleads
RF8091-12 12 48 28 18 32 12 M6 1000*1 26 1/2 1 7/8 1 1/8 23/32 1 1/4 1/2 1/4 2200*1 0.9
RF8092-12 12 76 28 18 60 12 M6 1000*1 49 1/2 3 1 1/8 23/32 2 3/8 1/2 1/4 2200*1 1.7
RF8093-12 12 104 28 18 88 12 M6 1000*1 75 1/2 4 3/32 1 1/8 23/32 3 15/32 1/2 1/4 2200*1 2.7
RF8091-16 16 60 32 22 39 12 M8 1750*2 38 5/8 2 3/8 1 1/4 7/8 1 17/32 1/2 5/16 3850*2 1.3

*1 M.W.L. assumes evenly distributed upward pull on 2 x M6 fasteners. 
*2 M.W.L. assumes evenly distributed upward pull on 2 x M8 fasteners. 

E

B

D

C
F F F

A

E

B

D

C A

E

B

D

C A

Fairleads
ROPEGLIDE™ SOLUTIONS

 Compact, lightweight and low friction.
 Elliptical hole design tolerates alignment 
variations, makes threading lines easy.

 Simple and reliable design.
 Low maintenance.

 Deflection of sheets, halyards and control lines.
 Anodised aluminium.

© Greg Scherwinski
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Keelboat Blocks
FEATURES & INFORMATION

Use Them Anywhere
A balanced design approach incorporating functionality, performance and style makes  
our Core Blocks™ the right choice for performance cruising or racing applications.  
A tuned 2-stage bearing system provides excellent performance across the full  
working load range with an integrated thrust bearing feature and the resilience  
to handle high dynamic or static loads. Acetal & aluminium sheave options,  
alloy cheeks and stainless fixings complete the durable package.

Dynamic and high  
static load performance
Core Blocks™ incorporate our proven 2-stage 
bearing system.
Stage 1 - Under moderate loads, acetal ball 
bearings ensure minimum friction.
Stage 2 - Under heavy loads, where 
deformation of ball bearings alone would  
result in increased friction, a sliding acetal 
bearing on a polished stainless steel race takes 
over, maintaining low friction performance. 
Additionally the ball bearings are configured to 
act as a thrust bearing between the sheave and 
cheeks, preventing the sheave from rubbing 
on the cheeks and causing friction when the 
line lead in and out of the block isn’t perfect; 
particularly important for foot blocks.

Fully articulated stand-up
Stand-up models have a low profile linkage that 
provides full rotation and articulation. A high 
strength precision cast padeye minimises the 
footprint and a dedicated rubber boot ensures 
the block is held upright when not loaded. 

Universal head
The head assembly incorporates a brass 
bearing washer to provide smooth 360° 
rotation of the post and shackle. A set screw 
arrangement allows the head to be locked at  
0° or 90°. Shackles are high quality forged  
grade 316 stainless steel.

Aluminium alloy  
cheek plates
Block cheeks are manufactured from the 
highest quality aluminium alloy for maximum 
strength. Material optimisation and the cut-
away design minimises weight and allows easy 
fresh water rinsing of salt and debris from the 
bearings. Cheek design has been further styled 
with flaring at the block throat and reduced 
gap between the cheek and sheave, minimising 
rope wear. The hollow hub can be used as a 
becket take-off or tie-up point.

Aluminium sheave option
models feature an aluminium sheave which 

has a deep groove profile ideal for use with 
rope or wire.

Suit pre-spliced lines
Removable becket pins allow fitting of pre-
spliced lines. The flush fit becket pin head is 
kind on deck surfaces and won’t snag lines.

Aluminium alloy cheek plates

Alloy rope/wire sheave

Removable becket pins

Acetal rope sheave

Fully articulated stand-up

Stage 1
Stage 2

2-stage bearing system

Universal head
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Keelboat Blocks
FEATURES & INFORMATION

Specify The Best
Orbit Blocks™ are a no-compromise product range developed to meet the demands  
and expectations of the very dedicated and increasingly professional racing sailor,  
with characteristics including:
• Highest strength-to-weight ratio.
• Minimal friction loss, especially when working at high loads.
• Totally reliable and trouble free performance.
• Simplicity of design and construction to facilitate maintenance and servicing.
• Elegant, functional styling and finish.

Bearing system
The Orbit sheave has captive acetal or 
Torlon® ball bearings for side thrust loads, 
eliminating the need for side retainer plates. 
This reduces weight and allows for a wider 
bearing surface that can accommodate longer 
Torlon® needles – achieving a substantially 
higher strength-to-weight ratio.

Design simplicity
There are only 3 primary components to the 
block: the twin side pieces, sculptured from 
solid high grade alloy, and the one-piece 
sheave with its captive ball bearings. The 
Orbit sheave has captive acetal or  Torlon® 
ball bearings for side thrust loads, maximising 
the available bearing surface for  its Torlon® 
needle rollers to achieve a high strength-to-
weight ratio.

Universal head
Head posts of swivel blocks can be locked at 
0° or 90°. The high resistance shackles are 
forged in grade 17-4PH stainless steel.

Halyard blocks
These blocks have been designed primarily 
for attachment around the mast collar to lead 
halyards aft from the mast base to winches. 
The head of the block has a removable 
pin which enables easy attachment to the 
deck padeye or mast collar. This method 
of attachment provides a low lead aft to 
organisers or winches.

Strop and lashing blocks
These lightweight alternatives to traditional 
blocks are used where a rope lashing 
attachment is passed through the hub of 
the sheave to provide a failsafe feature. 
Lashing blocks have incredibly high breaking 
loads – up to 40,000kg. Their versatility 
makes them suitable for many applications, 
with four lashing guide holes to allow for 
multiple attachment options including single, 
parallel and split lashings. The central hole 
can also be used for a becket in 3:1 purchase 
systems. Every detail has been carefully 
executed to achieve the best optimisation 
of performance, size, weight and ultimate 
strength available today.

Foot blocks
The bottom plate incorporating the hub 
section is machined from solid alloy for 
maximum integrity of the load bearing 
structure. The top cover plate protects the 
sheave against impact, prevents dirt and 
grit from entering the hub area, and can be 
removed for service without removing the 
mounting bolts that secure the block through 
the base plate to the deck.

Stand-up blocks
A number of stand-up solutions are available 
for Orbit Blocks™. These include assemblies 
incorporating padeye and rubber boot,  
stand-up spring kits and blocks with special 
swivel-eye to suit non-tumble padeyes.

Universal head Stand-up block

Design simplicity

Swivel-eye head blocks to suit padeyes

Lashing Orbit Block™Bearing system
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in in in lb lb oz

 Ball Bearing
RF44100 Single block, swivel shackle head 45 12 5 700 1400 104 1 3/4 1/2 3/16 1540 3090 3.6
RF44140 Stand-up block, swivelling 45 12 - 700 1400 151 1 3/4 1/2 3/16 1540 3090 5.3
RF44188 Halyard block, swivel fork head 45 12 5 700 1400 121 1 3/4 1/2 3/16 1540 3090 4.2

Accessories
RF2429-02 Padeye, 34mm (1 5/16”) diameter (see page 203) - - - - 1500 26 - - - 1650 3300 0.9
RF6170 Snap shackle head adapter - - 5 500 1000 49 - - 3/16 1100 2200 1.7

Series 45 Core
KEELBOAT BLOCKS

13mm (1/2”)
inside width

© Lutje Yachts
RF150
4.8mm (3/16”) pin

 High dynamic and static load capacity delivered 
by an efficient 2-stage bearing system. Ball 
bearings also counteract side thrust loads.

 Long service life; virtually maintenance free.
 Central hub hole can be used as a becket  
take-off point.

 RF44188 Halyard block incorporates a low 
profile swivel head fork with a removable  
screw pin for attaching to a padeye or  
12mm (1/2”) diameter mast collar post.

 RF44140 Stand-up block features a strong  
cast padeye base, and has a swivel head  
post to allow full rotation and articulation.

 Mainsheet, halyard and spinnaker sheet 
applications on boats to 10m (33ft).

 Various control line applications on  
larger yachts.

 Sheave: UV stabilised acetal.
 Cheek body: Aluminium alloy.
 Ball bearings: High compression  
strength carbon black acetal.

 Shackle, head post & hub:  
Grade 316 stainless steel.

 Padeye: Grade 15-5PH stainless steel.
 Fork pin: Grade 2205 stainless steel (RF44188).

2 x 6mm (1/4”) 2 x 6mm (1/4”)

RF44100 RF44188 RF44140 RF6170

RF2429-02
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in in in in lb lb oz

 Ball Bearing
RF618T Twist shackle body, suits RF64202 & RF74202, for 90° attachment - - - - - - 40 - - - - - - 1.4
RF64100 Single block, universal head 60 12 - 6 1000 2000 235 2 3/8 1/2 - 1/4 2200 4410 8.3
RF64103 Single block, trunnion snap shackle head 60 12 - - 1000 2000 285 2 3/8 1/2 - - 2200 4410 10.1
RF64108 Halyard block, screw pin with roller head 60 12 - 8 1000*1 2000*1 186 2 3/8 1/2 - 5/16 2200*1 4410*1 6.6
RF64110 Single block, becket, universal head 60 12 - 6 1000 2000 275 2 3/8 1/2 - 1/4 2200 4410 9.7
RF64130 Single block, becket, cleat, universal head 60 12 - 6 1000*2 2000 450 2 3/8 1/2 - 1/4 2200*2 4410 15.9
RF64202 Double block, non-swivel shackle head 60 12 - - 1000 2000 390 2 3/8 1/2 - - 2200 4410 13.8

 Special Purpose - Aluminium Sheave
RF64100AW Single block, rope/wire sheave, swivel shackle head 60 12 5 6 1000 2000 292 2 3/8 1/2 3/16 1/4 2200 4410 10.3
RF64108AW Halyard block, rope/wire sheave, screw pin, roller head 60 12 5 8 1000*1 2000*1 212 2 3/8 1/2 3/16 5/16 2200*1 4410*1 7.5

*1 Full block rated load can only be achieved with uniformly distributed load across full length of screw pin. i.e. 14mm (9/16”) diameter mast collar post or 14mm (9/16”) wide mast collar plate/tang. 
*2 Line load through cleat not to exceed 175kg (385lb).

Series 60 Core
KEELBOAT BLOCKS

RF64100AW RF64110 RF64130RF64100

RF64108AWRF64108RF64202

RF618T

RF64103

 RF64140 stand-up block features a strong 
precision cast padeye base, and has a swivel 
head post to allow full articulation and rotation.

 RF64110 & RF64130 removable M8 (5/16”) 
becket pin suits pre-spliced lines.

 RF64130 cleating angle is adjustable and is fitted 
with a high performance C-Cleat™ and fairlead 
for secure and easy cleating.

 RF64103 features a versatile trunnion 
snap shackle that provides quick & simple 
attachment and removal, and has 360°  
rotation with side-to-side articulation.

 Mainsheet, halyard and spinnaker sheet 
applications on boats to 11m (36ft).

 Various control line applications on  
larger yachts.

 BB sheaves: UV stabilised acetal.
 SP sheaves: Anodised aluminium.
 Cheek plates & cleat arms: Aluminium alloy.
 Ball bearings: High compression strength 
carbon black acetal.

 Shackle, post & hub: Grade 316 stainless steel.
 Padeye & snap shackle: Grade 15-5PH  
stainless steel.

 Pins: Grade 2205 stainless steel  
(RF64108, RF64108A, RF64202).

 Cleat: Fibre reinforced composite.

14mm (9/16”) 14mm (9/16”)

20mm
25/32”

RF617A
6mm (1/4”) pin suits single  
& fiddle shackle head blocks

RF324
RF2429-08
Suits single & fiddle 
shackle head blocks

Aluminium sheave

Aluminium sheave
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in in in in lb lb oz

 Ball Bearing
RF64108A  Mast base block, clevis pin head 60 12 - 8 1000*1 2000*1 182 2 3/8 1/2 - 5/16 2200*1 4410*1 6.4
RF64500 Fiddle block, universal head 60 + 30 12 - 6 1000 2000 355  2 3/8+ 1 3/16 1/2 - 1/4 2200 4410 12.5
RF64503 Fiddle block, snap shackle head 60 + 30 12 - - 1000 2000 405  2 3/8+ 1 3/16 1/2 - - 2200 4410 14.2
RF64520 Fiddle block, cleat, universal head 60 + 30 12 - 6 1000*3 2000 490  2 3/8+ 1 3/16 1/2 - 1/4 2200*3 4410 17.3
RF64523 Fiddle block, cleat, snap shackle head 60 + 30 12 - - 1000*3 2000 540  2 3/8+ 1 3/16 1/2 - - 2200*3 4410 19.0
RF64140 Stand-up block, swivelling 60 12 - - 1000 2000 372 2 3/8 1/2 - - 2200 4410 13.2
RF64151 Foot block, single 60 12 - - 1000 2000 180 2 3/8 1/2 - - 2200 4410 6.4
RF64251 Foot block, double 60 12 - - 1000*2 2000*2 370 2 3/8 1/2 - - 2200*2 4410*2 13.1

*1 Full block rated load can only be achieved with uniformly distributed load across full length of clevis pin. i.e. 14mm (9/16”) diameter mast collar post or 14mm (9/16”) wide mast collar plate/tang. 
*2 Total block load. Maximum load on top sheave not to exceed 50% of total block load.    
*3 Line load through cleat not to exceed 175kg (385lb).

Series 60 Core
KEELBOAT BLOCKS

RF64500

RF64151

RF64108A

RF64140

RF64251

RF64520 RF64523RF64503

 RF64520 & RF64523 cleating angle is adjustable 
and are fitted with a high performance C-Cleat™ 
and fairlead for secure and easy cleating.

 Fiddle blocks incorporate an integrated becket 
through the hub of the lower sheave, and are 
ideal for creating simple vang and mainsheet 
systems up to 4:1 on boats to 12m (40ft).

 RF64503 & RF64523 features a versatile 
trunnion snap shackle with rotation and  
side-to-side articulation.

 RF64108A mast base block has a removable 
clevis pin to suit a 14mm (9/16”) wide mast 
collar post.*

 Universal head can be fixed at 0° or 90° or left 
free to swivel, by using a 2.5mm Hex/Allen Key.

 BB sheaves: UV stabilised acetal.
 Cheek plates: Aluminium alloy.
 Ball bearings: High compression  
strength carbon black acetal.

 Shackle, post & hub: Grade 316  
stainless steel.

 Pins: Grade 2205 stainless steel  
(RF64108, RF64108A, RF64202).

 Snap shackle & pad eye: Grade 15-5PH  
investment cast stainless steel. 

 Cleat: Fibre reinforced composite.

4 x 6mm (1/4”)2 x 8mm (5/16”)2 x 8mm (5/16”)
RF617A
6mm (1/4”) pin suits single  
& fiddle shackle head blocks

RF64108A suits 14mm (9/16”) 
mast collar post (not supplied)

14mm
(9/16”)

20mm
3/4”

20mm
3/4”
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in in in lb lb oz

 Ball Bearing
RF69000 Sheave with balls & rollers 60 12 - - - 65 2 3/8 1/2 - - - 2.3
RF69100 Single block, universal head 60 12 8 1800 4000 260 2 3/8 1/2 5/16 3970 8820 9.2
RF69108 Halyard block, screw pin head 60 12 9*2 1800 4000 160 2 3/8 1/2 3/8*2 3970 8820 5.6
RF69109 Strop block 60 12 - 1800 4000 148 2 3/8 1/2 - 3970 8820 5.2
RF69109A Lashing block 60 12*1 - 2400 6000 160 2 3/8 1/2*1 - 5290 13220 5.7
RF69110 Single block, becket, universal head 60 12 8 1800 4000 290 2 3/8 1/2 5/16 3970 8820 10.2
RF69140 Stand-up block, 90 degree 60 12 - 1800 4000 398 2 3/8 1/2 - 3970 8820 14.0
RF69151 Foot block, single 60 12 - 1800 4000 190 2 3/8 1/2 - 3970 8820 6.7
RF69200 Double block, universal head 60 12 8 2250 4500 436 2 3/8 1/2 5/16 4960 9920 15.4
RF69209 Strop block, double 60 12 - 2250 4500 281 2 3/8 1/2 - 4960 9920 9.9

*1 10mm (3/8” is the maximum rope size if the hollow hub is to be used as a becket take-off.
*2 Bushed to 12mm (1/2”) diameter.

Series 60 Orbit
KEELBOAT BLOCKS

 RF69110 removable becket pin allows lines  
to be spliced prior to fitting.

 Primary mainsheet, halyard and spinnaker 
systems on boats to 12m (40ft).

 Secondary mainsheet and vang systems on  
boats to 14m (46ft).

 Permanent and running backstay systems  
on boats to 10m (33ft).

 General control line and lead block  
applications on larger yachts.

 Cheek plates: Fully machined aluminium alloy.
 Sheave: Aluminium alloy.

 Needle rollers: Torlon®.
 Ball bearings: High compression strength  
carbon black acetal (RF69109A: Torlon®).

 Forged shackle: Grade 17-4PH stainless steel.
 Head post: Grade 316 stainless steel.

RF324
RF2433-09
Suits RF69100 & RF69110

RF69100 RF69200RF69110 RF69108

RF69000

RF69209

RF69109

RF69151

RF69140

4 x 6mm (1/4”)

2 x 8mm (5/16”)

RF69109A

22mm (7/8”)
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

MAX. 
WIRE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in in in in lb lb oz

 Ball Bearing
RF618T Twist shackle body, suits RF64202 & RF74202, for 90° attachment - - - - - - 40 - - - - - - 1.4
RF74100 Single block, universal head 75 14 - 8 1500 3000 354 3 9/16 - 5/16 3300 6600 12.5
RF74108 Halyard block, screw pin with roller head 75 14 - 8 1500 3000 234 3 9/16 - 5/16 3300 6600 8.3
RF74108A Mast base block, clevis pin head 75 14 - 8 1500*1 3000*1 230 3 9/16 - 5/16 3300*1 6600*1 8.1
RF74110 Single block, becket, universal head 75 14 - 8 1500 3000 428 3 9/16 - 5/16 3300 6600 15.1
RF74140 Stand-up block, swivelling 75 14 - - 1500 3000 468 3 9/16 - - 3300 6600 16.5
RF74151 Foot block, single 75 14 - - 1500 3000 259 3 9/16 - - 3300 6600 9.2
RF74202 Double block, non-swivel shackle head 75 14 - - 1500 3000 506 3 9/16 - - 3300 6600 17.9
RF74251 Foot block, double 75 14 - - 1500*2 3000*2 530 3 9/16 - - 3300*2 6600*2 18.7

 Special Purpose - Aluminium Sheave
RF74100AW Single block, rope/wire sheave, universal head 75 14 8 8 1500 3000 432 3 9/16 5/16 5/16 3300 6600 15.3

*1 Full block rated load can only be achieved with uniformly distributed load across full length of clevis pin. i.e. 14mm (9/16”) diameter mast collar post or 14mm (9/16”) wide mast collar plate/tang. 
*2 Total block load. Maximum load on top sheave not to exceed 50% of total block load.

Series 75 Core
KEELBOAT BLOCKS

RF74100 RF74100AW RF74108 RF74202

RF74151

RF74110

RF74140 RF74108A

RF74251

RF74108A suits 14mm (9/16”) 
mast collar post (not supplied)

14mm
(9/16”)

RF618A
8mm (5/16”) pin suits
single shackle head blocks

 Universal head can be fixed at 0° or 90° or left 
free to swivel, by using a 2.5mm hex/Allen key.

 RF74108 Halyard block has a removable  
8mm (5/16”) screw pin for attaching to  
mast collar or mainsail headboard.

 RF74108A Mast base block has removable  
8mm (5/16”) clevis pin to suit a 14mm (9/16”) 
wide mast collar post.

 Mainsheet, spinnaker sheet, vang, halyard and 
backstay applications on boats to 14m (46ft).

 General applications on larger yachts.
 Cheek plates: Aluminium alloy.
 Sheave: UV stabilised acetal, or anodised 
aluminium (SP models).

 Ball bearings: High compression strength 
carbon black acetal.

 Shackle, post & hub: Grade 316 stainless steel.
 Pins: Grade 2205 stainless steel  
(RF74108, RF74108A, RF74202).

 Padeye: Grade 15-5PH stainless steel.

2 x 10mm
(3/8”)

14mm (9/16”)

4 x 6mm (1/4”)

RF618T

Aluminium sheave
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in in in lb lb oz

 Ball Bearing
RF79000 Sheave with balls & rollers 75 14 - - - 95 3 9/16 - - - 3.4
RF79100 Single block, universal head 75 14 8 2200 4500 340 3 9/16 5/16 4850 9920 12.0
RF79108 Halyard block, screw pin head 75 14 10* 2200 4500 251 3 9/16 3/8* 4850 9920 8.9
RF79109 Strop block 75 14 - 2200 4500 226 3 9/16 - 4850 9920 8.0
RF79109A Lashing block 80 14 - 3100 7750 310 3 1/8 9/16 - 6830 17080 10.9
RF79110 Single block, becket , universal head 75 14 8 2200 4500 354 3 9/16 5/16 4850 9920 12.5
RF79140 Stand-up block, 90 degree 75 14 - 2000 4000 480 3 9/16 - 4400 8820 16.9
RF79151 Foot block, single 75 14 - 2200 4500 269 3 9/16 - 4850 9920 9.5
RF79200 Double block, universal head 75 14 8 3250 6500 575 3 9/16 5/16 7170 14330 20.3
RF79209 Strop block, double 75 14 - 3250 6500 414 3 9/16 - 7170 14330 14.6

* Bushed to 14mm (9/16”) diameter.

Series 75 Orbit
KEELBOAT BLOCKS

RF79100 RF79200RF79110 RF79108

RF79000

RF79209

RF79109

RF79151

RF79140

RF324
RF2433-09
Suits RF79100 & RF79110

RF79109A

1 x 8mm (5/16”)
1 x 10mm (3/8”)

4 x 6mm (1/4”)

 RF79110 removable becket pin allows lines  
to be spliced prior to fitting.

 Primary mainsheet, halyard and spinnaker 
systems on boats to 14m (46ft).

 Secondary mainsheet, vang blocks on boats  
to 15m (50ft).

 Permanent and running backstay systems  
on boats to 12m (40ft).

 General control line and lead block applications 
on larger yachts.

 Cheek plates: Fully machined aluminium alloy.
 Sheave:  Aluminium alloy.

 Needle rollers: Torlon®.
 Ball bearings: High compression strength  
carbon black acetal. (RF79109A: Torlon®)

 Forged shackle & head post:  
Grade 17-4PH stainless steel.

22mm (7/8”)

Suits use with RF2437-12 
removable lashing padeye. 

See page 205 for details.
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in in in lb lb oz

 Ball Bearing
RF104100 Single block, universal head 100 18 10 3250 7500 900 4 3/4 3/8 7150 16500 31.8
RF104108A Halyard block, clevis pin head 100 18 12 3250*1 7500*1 614 4 3/4 1/2 7150*1 16500*1 21.7
RF104110 Single block, becket, universal head 100 18 10 3250 7500 1098 4 3/4 3/8 7150 16500 38.8
RF104140 Stand-up block, swivelling 100 18 - 3000 6000 1138 4 3/4 - 6600 13200 40.2
RF104151 Foot block, single 100 18 - 3250 7500 700 4 3/4 - 7150 16500 24.7
RF104200 Double block, universal head 100 18 10 3250 7500 1400 4 3/4 3/8 7150 16500 49.5

*1 Full block rated load can only be achieved with uniformly distributed load across full length of clevis pin. i.e. 22mm (7/8”) diameter mast collar post or 22mm (7/8”) wide mast collar plate/tang. 

RF104108A suits 22mm (7/8”) 
mast collar post (not supplied)

22mm
(7/8”)

 Universal head can be fixed at 0° or 90° or  
left free to swivel, by using a 2.5mm hex/ 
Allen key.

 RF104108A halyard block has removable  
12mm (1/2”) clevis pin to suit a 22mm (7/8”) 
wide mast collar post.

 Mainsheet, spinnaker sheet, vang, halyard and 
backstay applications on boats to 16m (53ft).

 General applications on larger yachts.
 Cheek plates: Aluminium alloy.
 Sheaves: Glass fibre reinforced nylon.

 Bearings: High compression strength,  
self-lubricating acetal.

 Head post: Grade 2205 stainless steel.
 Shackles: Grade 17-4PH stainless steel.
 Padeye: Grade 15-5PH stainless steel.
 Other fixtures: Grade 316 stainless steel.

4 x 8mm (5/16”)

RF104100

2 x 12mm (7/16”)

RF104200

RF104151

RF104110

RF104140RF104108A

Series 100 Core
KEELBOAT BLOCKS

22mm (7/8”)
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in in in lb lb oz

 Ball Bearing
RF109000 Sheave with balls & rollers 100 14 - - - 180 4 9/16 - - - 6.3
RF109100 Single block, universal head 100 14 8 3000 6500 492 4 9/16 5/16 6610 14330 17.4
RF109108 Halyard block, screw pin head 100 14 12* 3000 6500 391 4 9/16 1/2* 6610 14330 13.8
RF109109 Strop block 100 14 - 3000 6500 361 4 9/16 - 6610 14330 12.8
RF109110 Single block, becket , universal head 100 14 8 3000 6500 530 4 9/16 5/16 6610 14330 18.7
RF109140 Stand-up block, 90 degree 100 14 - 2000 4000 600 4 9/16 - 4410 8820 21.2
RF109151 Foot block, single 100 14 - 3000 6500 447 4 9/16 - 6610 14330 15.8
RF109200 Double block, universal head 100 14 10 4250 8500 1030 4 9/16 13/32 9370 18740 36.3
RF109209 Strop block, double 100 14 - 4250 8500 732 4 9/16 - 9370 18740 25.9

* Bushed to 16mm (5/8”) diameter.

Series 100 Orbit
KEELBOAT BLOCKS

1 x 8mm (5/16”)
2 x 10mm (3/8”)

 RF109110 removable becket pin allows lines  
to be spliced prior to fitting.

 Primary mainsheet, halyard and spinnaker 
systems on boats to 15m (50ft).

 Secondary mainsheet, vang blocks on boats  
to 18m (60ft).

 Permanent backstay systems on boats to  
14m (46ft).

 General control line and lead block applications 
on larger yachts.

 Cheek plates: Fully machined aluminium alloy.
 Sheave: Aluminium alloy.

 Needle rollers: Torlon®.
 Ball bearings: High compression strength  
carbon black acetal.

 Forged shackle & head post:  
Grade 17-4PH stainless steel.

4 x 6mm (1/4”)

RF109110RF109100 RF109200 RF109108

RF109109

RF109151

RF109209

RF109140

RF109000

RF328
RF2429-10
Suits RF109100 & RF109110

22mm (7/8”)

Suit use with RF2437-12 removable lashing padeye. 
See page 205 for details.
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

MAX. 
ROPE

PIN/EYE 
DIAM. M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

MAX. 
ROPE

PIN/EYE 
DIAM. M.W.L. B.L. WEIGHT

mm mm mm kg kg g in in in lb lb oz

 Ball Bearing
RF109100A Single block, universal head 100 16 10.0 4250 8500 720 4 5/8 3/8 9350 18700 25.4
RF109106A Single block, swivel eye for stand-up 100 16 15.5 4000* 8000* 740 4 5/8 19/32 8800* 17600* 26.1
RF109109A Lashing block 100 16 - 5500 13750 450 4 5/8 - 12120 30310 15.9
RF109110A Single block, becket, universal head 100 16 10.0 4250 8500 790 4 5/8 3/8 9350 18700 27.9

* When used with the recommended padeye.

Series 100A Orbit
KEELBOAT BLOCKS

© Contest Yachts

 Exceptionally high strength-to-weight ratio.
 Captive ball bearings for side thrust loads.
 Head posts of swivel blocks can be locked  
at 0° or 90°.

 RF109110A removable becket pin allows  
lines to be spliced prior to fitting.

 Primary mainsheet, halyard and spinnaker 
systems on boats to 18m (60ft).

 Secondary mainsheet, vang blocks, spinnaker 
systems and halyards on boats to 22m (72ft).

 Running backstay systems on boats to 16m (53ft).
 General control line and lead block applications 
on larger yachts.

 Cheek plates: Fully machined aluminium alloy.
 Sheave: Aluminium alloy.
 Needle rollers: Torlon®.
 Ball bearings: High compression strength  
carbon black acetal. (RF109109A: Torlon®)

 Forged shackle, head post & swivel eye:  
Grade 17-4PH stainless steel.

RF109110ARF109100A RF109106A

RF109109A

RF109106A suits  
RF2434-12B fixed padeye.  

See page 204 for  
padeye options.

15.5mm (19/32”)

Suits use with RF2437-16 
removable lashing padeye. 

See page 205 for details.
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PRODUCT No. DESCRIPTION

SHEAVE 
DIAM.

 MAX. 
ROPE M.W.L. B.L. WEIGHT

SHEAVE 
DIAM.

 MAX. 
ROPE M.W.L. B.L. WEIGHT

mm mm kg kg g in in lb lb oz

 All Purpose
RF6710 Snatch block, swivel snap shackle head 51 12 425 850 250 2 1/2 935 1870 8.8
RF6711 Snatch block, trunnion snap shackle head 51 12 425 850 260 2 1/2 935 1870 9.2
RF6720 Snatch block, swivel snap shackle head 64 12 850 1700 480 2 1/2 1/2 1870 3140 16.9
RF6721 Snatch block, trunnion snap shackle head 64 12 850 1700 510 2 1/2 1/2 1870 3140 18.0

 Special Purpose - Roller Bearings
RF6730 Snatch block, aluminium sheave, roller bearings, swivel snap shackle head 45 16 1350 2700 550 1 3/4 5/8 2970 5940 19.4
RF6741 Snatch block, aluminium sheave, roller bearings, trunnion snap shackle head 45 16 1275 2550 610 1 3/4 5/8 2805 5610 21.5
RF6751 Snatch block, stainless steel sheave, roller bearings, trunnion snap shackle head 80 19 2500 5000 1480 3 1/8 3/4 5500 11000 52.2

Snatch Blocks
KEELBOAT BLOCKS

RF6741

RF6730

RF6751 RF6711

RF6710

RF6721

RF6720

Trunnion articulation provides correct lead in 
restricted situations, such as toe-rail attachment.

 Convenient solution for temporary  
leads and line deflection.

 Easily operated secure latch mechanism.
 Soft resilient cheeks reduce clatter and  
protect gelcoat and painted surfaces. 

 Snap shackle head allows block to swivel  
through 360°.

 Blocks with trunnion snap shackles allow  
additional articulation from side-to-side.

 Attachment point provided for a  
shock cord suspension line. 

 Temporary leads for sheets and reefing on 
boats up to 12m (40ft).

 Spare or replacement block for general use on 
larger boats depending on line angle and load.

 Temporary outboard sheet lead for  
headsail trimming.

 Snap shackles: Investment cast grade  
15-5PH stainless steel.

 RF6730, RF6741: Grade 316 stainless steel frame, 
load strap and needle roller bearings; hard coat 
anodised alloy sheave; soft PVC cheeks.

 RF6751: Grade 316 stainless steel frame, load 
strap, sheave and needle roller bearings; soft 
thermoplastic rubber cheeks.

 RF6710, RF6711, RF6720, RF6721: Grade 316 
stainless steel frame, load strap and hub; UV 
stabilised acetal sheaves; soft thermoplastic 
rubber cheeks.

Aluminium 
sheave

Aluminium 
sheave

Stainless 
steel 

sheave
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PRODUCT No. BLOCK SUITED
DIAM. BORE WIDTH MAX. ROPE MAX. WIRE WEIGHT DIAM. BORE WIDTH MAX. ROPE MAX. WIRE WEIGHT
mm mm mm mm mm g in in in in in oz

 Acetal - Ball Bearing
RF1020 28.0 5.0 11.1 6 - - 1 1/8 3/16 7/16 1/4 - -
RF1766 38.0 8.0 15.0 10  - - 1 1/2 5/16 19/32 3/8 - -
RF1767 50.4 8.0 14.3 10 - - 2 5/16 9/16 3/8 - -
RF60000 60.0 3 x 6.2 16.6 10 - - 2 3/8 3 x 7/32 21/32 3/8 - -
RF70000 75.0 3 x 6.2 20.8 12 - - 3 3 x 7/32 13/16 1/2 - -

 Aluminium - Torlon® Ball Bearing
RF34000 30.0 6.0 7.7 5 - - 1 3/16 7/32 5/16 3/16 - -
RF44000 40.0 6.0 10.1 6 - - 1 9/16 7/32 13/32 1/4 - -
RF62000 Series 60 Ultimate Ratchet 60.0 3 x 6.1 16.6 10 - - 2 3/8 3 x 7/32 21/32 3/8 - -
RF72000 Series 75 Ultimate Ratchet 75.0 3 x 6.1 20.8 12 - - 3 3 x 7/32 13/16 1/2 - -

 Acetal
RF1741 19.0 6.6 6.4 6 - - 3/4 1/4 1/4 1/4 - -
RF1743 19.0 8.2 9.5 6 - - 3/4 5/16 3/8 1/4 - -
RF578 25.0 6.5 9.5 6 - - 1 1/4 3/8 1/4 - -
RF1746 26.0 9.8 12.0 8 - - 1 3/8 15/32 5/16 - -
RF128 28.0 8.1 15.2 12 - - 1 1/8 5/16 19/32 1/2 - -
RF129 28.0 6.6 9.9 8 - - 1 1/8 1/4 3/8 5/16 - -
RF41000 40.0 8.1 14.4 10 - - 1 9/16 5/16 9/16 13/32 - -
RF1006 Series 40 Deck Organisers 38.0 12.7 15.5 12 - - 1 1/2 1/2 19/32 1/2 - -
RF1751 38.0 8.2 10.2 6 - - 1 1/2 11/32 13/32 1/4 - -
RF1759 50.0 8.1 15.6 14 - - 1 15/16 11/32 19/32 9/16 - -
RF437 59.0 11.0 19.0 16 - - 2 5/16 7/16 3/4 5/8 - -
RF1765 66.0 8.2 15.1 5 - - 2 5/8 11/32 15/32 3/16 - -
RF431* 73.0 13.0 22.0 14 - - 2 7/8 15/32 7/8 9/16 - -
RZ1000  Series 75 Industrial 75.0 21.7 20.5 14  - - 2 15/16 7/8 13/16 9/16 - -

 Glass Reinforced Nylon
PNP98JR 75.0 13.0 15.8 10 - - 2 15/16 15/32 19/32 3/8 - -
PNP98KR 100.0 13.0 19.0 12 - - 3 15/16 15/32 3/4 1/2 - -

 Nylatron®

RF430 RF468 25.0 6.5 7.0 5 5 - 1 1/4 9/32 3/16 3/16 -
RF30000HL 30.0 8.1 11.4 8 3 - 1 3/16 5/16 7/16 5/16 1/8 -
RF40000HL 40.0 8.1 13.4 10 4 - 1 1/2 5/16 17/32 3/8 5/32 -
RF132 RF103, RF104 45.0 8.0 9.5 - 6 - 1 3/4 5/16 3/8 - 1/4 -
RF50000HL 50.0 10.2 18.0 12 5 - 1 31/32 13/32 23/32 1/2 3/16 -

 Aluminium - Brass Bearing
RZ1000AW Series 75 Industrial 75.0 21.7 20.2  - 8 -  - 7/8 13/16  - 5/16 -

* Acetal sheave with brass bearing

Sheaves

 Ball Bearing Sheaves

 Ball bearings provide minimum  
friction under moderate loads.

 All Purpose Sheaves

 Acetal sheave models have high 
strength and utilise the self-lubricating 
properties of acetal.

 Glass reinforced nylon models 
have greater strength and abrasion 
resistance.

 Special Purpose Sheaves

 Nylatron® models utilise a cast  
partially cross-linked polyamide 
compound, modified with a MoS2 filler 
for lubrication and to minimise wear.  
They are suitable for use with wire  
or rope.

 Aluminium models have a  
self-lubricating brass bearing.  
They are suitable for use with wire  
or rope.

Acetal Sheave -  
Acetal Ball Bearings

Glass Reinforced  
Nylon Sheave

Nylatron®

Sheave

Aluminium Ratchet Sheave -  
Acetal Ball Bearings

Aluminium Sheave -  
Torlon® Ball Bearings

Aluminium Sheave -  
Brass Bearing

Acetal
Sheave
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PRODUCT No. DESCRIPTION
SHEAVE DIAM. WIDTH MAX. ROPE M.W.L. WEIGHT SHEAVE DIAM.  WIDTH MAX. ROPE M.W.L. WEIGHT

mm mm mm kg g in in in lb oz

 Ball Bearing
RF68000 Sheave 60 20.5 14 1500 85 2 3/8 13/16 9/16 3310 3.0
RF68000W Sheave, wide 60 33.0 25 1150 128 2 3/8 1 5/16 1 2540 4.5
RF78000 Sheave 75 20.5 14 1750 142 3 13/16 9/16 3850 5.0
RF78000W Sheave, wide 75 41.5 25 2800 280 3 1 5/8 1 6160 9.9
RF108000 Sheave 100 20.5 14 2000 262 4 13/16 9/16 4400 9.2
RF108000W Sheave, wide 100 41.5 25 3900 497 4 1 5/8 1 8600 17.5
RF128000 Sheave 125 20.5 16 3000 448 5 13/16 5/8 6600 15.8
RF128000W Sheave, wide 125 41.5 32 6650 817 5 1 5/8 1 1/4 14660 28.8
RF158000 Sheave 150 27.5 20 5000 739 6 1 3/32 3/4 11000 26.1
RF158000W Sheave, wide 150 41.5 32 8100 1164 6 1 5/8 1 1/4 17860 41.1

 All Purpose
RF61000 Sheave 60 20.5 14 1000 67 2 3/8 13/16 9/16 2200 2.4
RF71000 Sheave 75 20.5 14 1500 128 3 13/16 9/16 3310 4.5

 All Purpose Sheaves

 Sheave: UV stabilised acetal.

 Hub bush: Grade 316  
stainless steel.

 Ball Bearing Sheaves

 Sheave: Aluminium alloy.

 Needle rollers: Torlon®  
(RF68000: PEEK, RF68000W: acetal).

 Ball bearings: High compression 
strength carbon black acetal.

Sheaves

8mm (5/16”)

8mm (5/16”)

8mm (5/16”)

10mm (3/8”)

10mm (3/8”)

10mm (3/8”)

3 x 8mm (5/16”)

3 x 8mm (5/16”) 6 x 6mm (1/4”)

6 x 10mm (3/8”)

6 x 10mm (3/8”)

6 x 6mm (1/4”)

RF108000

RF108000W

RF128000

RF128000W

RF158000

RF158000W

RF68000

RF68000W

RF78000

RF78000W

RF61000

RF71000
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PRODUCT No. DESCRIPTION

FASTENER 
SIZE 

HOLE  
SPACING ROPE SIZE WEIGHT

FASTENER 
SIZE 

HOLE  
SPACING ROPE SIZE WEIGHT

mm mm mm g in in in oz

Cleats
RF5100 V-Cleat™, small, open 4 36 3-6 9 3/16 1 7/16 1/8-1/4 0.3
RF5101 V-Cleat™, small, fairlead 4 48 3-6 11 3/16 1 7/8 1/8-1/4 0.4
RF5105 V-Cleat™, medium, open 5 55 5-8 23 3/16 2 5/32 3/16-5/16 0.8
RF5106 V-Cleat™, medium, fairlead 5 66 5-8 27 3/16 2 9/16 3/16-5/16 1.0
RF5110 V-Cleat™, large, open 6 72 8-12 51 1/4 2 13/16 5/16-1/2 1.8
RF5121 Trapeze cleat, Aluminium - - 4-8 46 - - 5/32-5/16 1.6

V-Cleats™

CLEATS & ROPE CLUTCHES

 Lightweight.
 Low, snag-free profile.
 Base profile suits mounting on flat and  
curved surfaces.

 Cut-away in base of RF5101 and RF5106 fairlead 
cleats can be used as a becket for a 2:1 purchase 
system (refer diagram above).

 RF5121 trapeze Clamcleat® is made from hard 
anodised alloy and incorporates a roller for easy  
2:1 adjustment under load (refer diagram above).

 Control lines on dinghies and catamarans.
 PTFE impregnated, abrasion resistant glass and 
carbon fibre composite cleats.

 Hard anodised alloy RF5121.

2 x 6mm (1/4”)

2 x 5mm (3/16”)

2 x 4mm (5/32”)

2 x 5mm (3/16”)

RF1317

RF5121

RF17

2:1 Adjustable  
Trapeze System

PNP171 RF5122

RF614

RF5101, RF5106
Becket take-off  
for simple 2:1  

purchase system

2 x 4mm (5/32”)

RF5110RF5121 RF5105RF5100

RF5101 RF5106
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68

Engineered For Performance
Intensive development efforts have produced this high performance range of cam cleats 
that provides unbeatable holding power while allowing easy cleating and releasing of 
control lines and sheets.

 Alloy Cleats 
Aluminium cam models built for ultimate 
durability where high wear and high loads 
are encountered. Cams are hot-forged and 
hard anodised for maximum strength and 
corrosion resistance. Ronstan Alloy Cleats 
are available in small and medium sizes. 
The medium cleat is built on an aluminium 
base for maximum rigidity whilst the small 
cleat has a composite base for an optimum 
combination of light weight and durability.

 Carbon cam C-Cleats™ 
C-Cleats™ feature lightweight, ultra-rigid, 
carbon fibre composite cams that are 
corrosion free, wear resistant and  
non-abrasive.

 T-Cleats™ 
T-Cleats™ have hard wearing glass fibre 
reinforced cams for reliable cleating. They 
offer a great value solution for moderately 
demanding applications.

Advanced composite base
Cleat bases for C-Cleats™ and T-Cleats™ are 
produced from long fibre reinforced polymer 
to save weight while providing essential 
stiffness.

Slotted bearings 
Self-lubricating, self-cleaning slotted bearings 
provide lower frictional resistance, quicker 
response times and superior resistance to 
sand and salt than ball bearings which can 
deform under load. 

Composite & Alloy Cam Cleats
FEATURES & INFORMATION

Multi-coil spring 
The multi-coil spring recessed in the upper 
part of the cam generates near constant 
torque. This consistency ensures secure 
cleating of even the smallest diameter  
lines with minimal abrasion or rope wear.

Unique teeth and  
entry profiles 
Low effort line entry and exit due to  
unique teeth and entry geometry.

Customisation 
A comprehensive range of specialist  
cleat accessories allow customisation  
of the cleat setup to optimise  
performance by controlling inward  
lead, outward lead, cleating and  
uncleating angle and height.

Total control 
Swivel cleat bases further enhance the 
function of cleats providing articulation  
and, with some models, setting of cleating 
angle and direction (up or down cleating)  
to allow control of lines and sheets from 
various positions on the boat. 

Multi-coil spring Advanced composite base RF7 swivel cleat baseLow line entry effort

Carbon fibre cam C-Cleat™ Design optimisation Effective slotted bearings
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PRODUCT No. CAP 

ROPE 
CAPACITY

HOLE 
SPACING

FASTENER 
SIZE DIMENSIONS M.W.L. B.L. WEIGHT

ROPE 
CAPACITY

HOLE 
SPACING

FASTENER 
SIZE DIMENSIONS M.W.L. B.L. WEIGHT

mm mm mm mm kg kg g in in in in lb lb oz

 Alloy Cleats
RF5500R Red 2-8 27 M4 48L x 24W x 20H 75 150 25 3/32-5/16 1 1/16 5/32 1 7/8L x 1W x 3/4H 165 330 0.9

 C-Cleats™

RF5000 Grey 2-8 27 M4 48L x 24W x 20H 75 150 20 3/32-5/16 1 1/16 5/32 1 7/8L x 1W x 3/4H 165 330 0.7
RF5400 Black 2-8 27 M4 48L x 24W x 20H 75 150 20 3/32-5/16 1 1/16 5/32 1 7/8L x 1W x 3/4H 165 330 0.7
RF5400B Blue 2-8 27 M4 48L x 24W x 20H 75 150 20 3/32-5/16 1 1/16 5/32 1 7/8L x 1W x 3/4H 165 330 0.7
RF5400G Green 2-8 27 M4 48L x 24W x 20H 75 150 20 3/32-5/16 1 1/16 5/32 1 7/8L x 1W x 3/4H 165 330 0.7
RF5400R Red 2-8 27 M4 48L x 24W x 20H 75 150 20 3/32-5/16 1 1/16 5/32 1 7/8L x 1W x 3/4H 165 330 0.7
RF5400Y Yellow 2-8 27 M4 48L x 24W x 20H 75 150 20 3/32-5/16 1 1/16 5/32 1 7/8L x 1W x 3/4H 165 330 0.7

 T-Cleat™

RF5001 Red 2-8 27 M4 48L x 24W x 20H 75 150 20 3/32-5/16 1 1/16 5/32 1 7/8L x 1W x 3/4H 165 330 0.7

69

Small Composite & Alloy Cam Cleats
CLEATS & ROPE CLUTCHES

4g
(0.1oz)

7g
(0.2oz)

7g
(0.2oz)

5g
(0.2oz)

5g
(0.2oz)

Saddle -  
Retains line  
near cleat

Fairlead -  
Assists cleating from  
different positions

Rope guide -  
Corrects lead of line into  
cleat from loaded side.

Pull

PullPull

 Design, materials selection and advanced 
manufacturing methods combine to deliver 
superior strength and holding power, light 
weight and corrosion resistance.  

 C-Cleat™ carbon fibre composite cam material 
provides high resistance to heat and abrasion.  

 Cam profile and multi-coil spring minimise  
line entry and release effort.

 Unique self-cleaning, self-lubricating slotted 
bearings ensure consistent high performance 
even when subjected to high static loads.

 Alloy Cleats
• Hard anodised aluminium cams.
• Long strand glass fibre reinforced  

polymer base.

 C-Cleats™

• Carbon fibre composite cams.
• Long strand glass fibre reinforced  

polymer base.
 T-Cleat™

• Glass fibre composite cams.
• Long strand glass fibre reinforced  

polymer base.

RF5402RF5404RF5405RF5005RF5003

Wedge kits -  
Are stackable for greater  
angles or to act as a riser.

ACCESSORIES

SADDLE FAIRLEADS ROPE GUIDE WEDGE KIT

RF5001

RF5400RF5000 RF5400B

RF5400R RF5400Y

RF5500R

RF5400G
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PRODUCT No. CAP 

ROPE 
CAPACITY

HOLE 
SPACING

FASTENER 
SIZE DIMENSIONS M.W.L. B.L. WEIGHT ROPE 

CAPACITY
HOLE 

SPACING
FASTENER 

SIZE DIMENSIONS M.W.L. B.L. WEIGHT
mm mm mm mm kg kg g in in in in lb lb oz

 Alloy Cleats
RF5510R Red 3-12 38 M5 66L x 31W x 26H 200 400 70 1/8-1/2 1 1/2 3/16 2 5/8L x 1 1/4W x 1H 440 880 2.5

 C-Cleats™

RF5010 Grey 3-12 38 M5 66L x 31W x 26H 125 250 50 1/8-1/2 1 1/2 3/16 2 5/8L x 1 1/4W x 1H 275 550 1.8
RF5410 Black 3-12 38 M5 66L x 31W x 26H 125 250 50 1/8-1/2 1 1/2 3/16 2 5/8L x 1 1/4W x 1H 275 550 1.8
RF5410B Blue 3-12 38 M5 66L x 31W x 26H 125 250 50 1/8-1/2 1 1/2 3/16 2 5/8L x 1 1/4W x 1H 275 550 1.8
RF5410G Green 3-12 38 M5 66L x 31W x 26H 125 250 50 1/8-1/2 1 1/2 3/16 2 5/8L x 1 1/4W x 1H 275 550 1.8
RF5410R Red 3-12 38 M5 66L x 31W x 26H 125 250 50 1/8-1/2 1 1/2 3/16 2 5/8L x 1 1/4W x 1H 275 550 1.8
RF5410Y Yellow 3-12 38 M5 66L x 31W x 26H 125 250 50 1/8-1/2 1 1/2 3/16 2 5/8L x 1 1/4W x 1H 275 550 1.8

 T-Cleat™

RF5011 Red 3-12 38 M5 66L x 31W x 26H 125 250 50 1/8-1/2 1  1/2 3/16 2 5/8L x 1 1/4W x 1H 275 550 1.8
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Medium Composite & Alloy Cam Cleats
CLEATS & ROPE CLUTCHES

RF5013

RF5414 RF5412 RF5416 RF5015 RF5415

RF5013A RF5413A RF5017 RF5517

8g 
(0.3oz)

20g
(0.7oz)

20g
(0.7oz)

30g
(1.1oz)

11g
(0.4oz)

10g
(0.4oz)

8g
(0.3oz)

14g
(0.5oz)

14g
(0.5oz)

8g
(0.3oz)

ACCESSORIES

SADDLES

ROPE GUIDE WEDGE KIT RISER FAIRLEADS

HEAVY DUTY FAIRLEADS

RF5011

RF5410RF5010 RF5410B

RF5410R RF5410Y RF5410G

RF5510R

 Design, materials selection and advanced 
manufacturing methods combine to deliver 
superior strength and holding power, light 
weight and corrosion resistance.  

 C-Cleat™ carbon fibre composite cam material 
provides high resistance to heat and abrasion.  

 Cam profile and multi-coil spring minimise  
line entry and release effort.

 Unique self-cleaning, self-lubricating slotted 
bearings ensure consistent high performance 
even when subjected to high static loads.

 Alloy Cleats
• Hard anodised aluminium cams.
• Hard anodised aluminium base.

 C-Cleats™

• Carbon fibre composite cams.
• Long strand glass fibre reinforced  

polymer base.
 T-Cleat™

• Glass fibre composite cams.
• Long strand glass fibre reinforced  

polymer base.
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Saddle - Retains  
line near cleat

Pull

PRODUCT No. CAP 

ROPE 
CAPACITY

HOLE 
SPACING

FASTENER 
SIZE DIMENSIONS M.W.L. B.L. WEIGHT ROPE 

CAPACITY
HOLE 

SPACING
FASTENER 

SIZE DIMENSIONS M.W.L. B.L. WEIGHT
mm mm mm mm kg kg g in in in in. lb lb oz

 C-Cleats™

RF5020 Grey 6-16 51 M6 88L x 41W x 35H 230 460 110 1/4-5/8 2 1/4 3 1/2L x 1 5/8W x 1 3/8H 510 1010 3.9
RF5420 Black 6-16 51 M6 88L x 41W x 35H 230 460 110 1/4-5/8 2 1/4 3 1/2L x 1 5/8W x 1 3/8H 510 1010 3.9
RF5420B Blue 6-16 51 M6 88L x 41W x 35H 230 460 110 1/4-5/8 2 1/4 3 1/2L x 1 5/8W x 1 3/8H 510 1010 3.9
RF5420G Green 6-16 51 M6 88L x 41W x 35H 230 460 110 1/4-5/8 2 1/4 3 1/2L x 1 5/8W x 1 3/8H 510 1010 3.9
RF5420R Red 6-16 51 M6 88L x 41W x 35H 230 460 110 1/4-5/8 2 1/4 3 1/2L x 1 5/8W x 1 3/8H 510 1010 3.9
RF5420Y Yellow 6-16 51 M6 88L x 41W x 35H 230 460 110 1/4-5/8 2 1/4 3 1/2L x 1 5/8W x 1 3/8H 510 1010 3.9
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Large Cam Cleats
CLEATS & ROPE CLUTCHES

15g
(0.5oz)

RF5420RF5020

RF5023

RF5420B

RF5420RRF5420YRF5420G

 Design, materials selection and advanced 
manufacturing methods  combine to deliver 
superior strength and holding power, light 
weight and corrosion resistance.  

 Carbon fibre composite cam material provides 
high resistance to heat and abrasion.

 Unique self-cleaning, self-lubricating slotted 
bearings ensure consistent high performance 
even when subjected to high static loads.

 Cam profile and multi-coil spring minimise  
line entry and release effort.

 Carbon fibre composite cams.
 Long strand glass fibre reinforced  
polymer base.

© Michael Aeppli / Quant 23
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PRODUCT No. DESCRIPTION
SUITS
ROPE WEIGHT

SUITS
ROPE WEIGHT

mm g in oz

Swivel Cleat Bases

RF4 Swivel shackle base. Suits Series 40 & 55 Orbit Block™ Dyneema® links. 4.8mm (3/16”) diameter pin.
MWL 250kg (550lb), BL 500kg (1100lb) - 30 - 1.1

RF5 Swivelling cleat unit. 28mm (1 1/8”) diameter ball bearing sheave, small C-Cleat™ and fairlead.  
Maximum line load 125kg (275lb) 2 – 8 100 3/32 – 5/16 3.5

RF58 Swivelling deadeye & cleat unit. Aluminium arm, 360° rotation, medium C-Cleat™ & fairlead.  
Maximum line load 175kg (385lb) 3 – 12 171 1/8 – 1/2 6.0

RF60 Swivelling deadeye & cleat unit. Aluminium arm, adjustable rotation stops, medium C-Cleat™ & fairlead.  
Maximum line load 175kg (385lb) 3 – 12 257 1/8 – 1/2 9.1

RF67 Swivelling deadeye & cleat unit. Aluminium arm, 360° rotation, small C-Cleat™ & fairlead. 
Maximum line load 125kg (275lb) 2 – 8 121 3/32 – 5/16 4.3

RF1455 Swivel base with block post socket. 4.8mm (3/16”) diameter pin. Suits shackle head Series 40 & 50 Utility blocks  
and Series 55 Orbit Blocks™. MWL 200kg (440lb); BL 1000kg, (2200lb) - 65 - 2.3

RF20175 Swivelling cleat unit. 20mm (3/4”) sheave with stainless steel ball bearings, small C-Cleat™ & fairlead.  
Maximum line load 125kg (275lb) 2 – 6 79 3/32 – 1/4 2.8

Swivel Cleat Bases
CLEATS & ROPE CLUTCHES

 Swivel cleat bases provide easy cleating and 
releasing from any angle.

 The RF60 features adjustable stops to limit 
rotation, which can be removed  
to allow full 360° rotation.

 Cleating plates are heavy gauge alloy for 
stiffness and minimum distortion under load.

 Deadeyes have flared stainless steel liners for 
minimum rope wear and long service life.

 The RF5 is manufactured in lightweight fibre 
reinforced composite materials – the position  
of the sheave can be changed for control line  
led from below.

 Sheet leads and control lines on dinghies  
and catamarans.

 Cunningham, vang, foreguy, pole topping  
lift and other control lines on larger yachts.

 Alloy cleating arms.
 Fibre reinforced nylon body (RF5).
 Grade 316 stainless steel fixtures.

RF5 Lead and cleating optionsRF20175 Lead and cleating options

3 x 5mm (3/16”) 4 x 5mm (3/16”)

2 x 5mm (3/16”)2 x 4mm (5/32”)

3 x 5mm (3/16”)

4 x 5mm (3/16”) 2 x 5mm (3/16”)

Uncleat 
up

Uncleat 
down

Lead 
from above

Lead 
from below

Up or down 
uncleating

8:1 
Cunningham

RF1455 RF4RF5RF20175

RF67 RF58 RF60

Uncleat 
down

Uncleat 
up

For the most up to date product information, visit   www.victory-products.com
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PRODUCT No. DESCRIPTION M.W.L.* B.L.* WEIGHT M.W.L.* B.L.* WEIGHT
kg kg g lb lb oz

Swivel Cleat Base
RF6 Small ball bearing swivelling cleat base, small C-Cleat™, loop take-off 125 250 210 275 550 7.4

*Load ratings are for the cleat base assembly, and are based on a 120° change in line direction.

Swivel Cleat Bases
CLEATS & ROPE CLUTCHES

 Ball bearings support the cleat arm. An integral 
stop prevents over-rotation, but can be removed 
to allow full 360° rotation.

 The cleating angle can be set in one of two 
positions – use the included riser kit for a higher 
cleating angle – see the SUPPORT section of the 
Ronstan website for full user instructions.

 A switchable ratchet in the base allows the cleat 
arm to remain in its most recently used position. 
The ratchet can be turned off for free swivelling.

 Includes small C-Cleat™ cam cleat and fairlead, 
suitable for line sizes 2-8mm (3/32 - 5/16”) 
diameter.

 Suits traditional shackle head blocks and 
Dyneema® link head Orbit Blocks™.

 Mainsheet systems on dinghies to 4.5m (15ft).
 Glass fibre reinforced base and cleat arm.
 Grade 316 stainless steel fixings and block 
attachment loop.

4 x 5mm 
(3/16”)

RF6

© www.toppersailboats.com

Lower cleating angle Higher cleating angle with  
cleat riser fitted to arm

Ball bearing race minimises friction. 
Switchable ratchet system prevents 
the arm from swinging to leeward.

Shackle  
head block 
attachment

Soft attachment  
(Dyneema® link) 

block attachment

Stand-up boot  
cut down to suit. 

See instructions in 
SUPPORT section of 

Ronstan website  
for full details
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PRODUCT No. DESCRIPTION M.W.L.* B.L.* WEIGHT M.W.L.* B.L.* WEIGHT
kg kg g lb lb oz

Swivel Cleat Base
RF7 Ball bearing swivelling cleat base, medium C-Cleat™, 5mm (3/16”) pin 215 430 342 473 946 12.1

*Load ratings are for the cleat base assembly, and are based on a 120° change in line direction.

Swivel Cleat Bases
CLEATS & ROPE CLUTCHES

 Adjustable height and angle of cleating  
arm for optimum control.

 Twin rows of ball bearings support the cleating 
arm. Stops are provided to limit travel to 260° 
and can be removed to allow full 360° rotation.

 Includes medium C-Cleat™ and fairlead, suitable 
for line sizes 3-12mm (1/8 - 1/2”) diameter.

 Cleat mounting can be converted for  
downward release action.

 Swivel fork has a 5mm (3/16”) pin and 11.8mm 
(7/16”) gap to permit direct, low profile 
attachment to the head post of a block  
(i.e. not using the shackle).

 An adjustable ratchet in the base allows the 
cleating arm to remain in its most recently  
used position. The ratchet can be turned  
off for free swivelling.

 Suits traditional post/shackle head blocks and 
Dyneema® link head Orbit Blocks™.

 Mainsheet systems on dinghies and  
sportsboats to 8m (26ft).

 Alloy cleating arm.
 Fibre reinforced nylon base.
 Grade 316 stainless steel fixtures.

RF7

© Ana Lukanc/Seascape

4 x 5mm 
(3/16”)

Dyneema® link head Orbit Block™ 
- use supplied plastic roller when 

attaching Dyneema® link.

Conventional shackle head  
block - discard shackle and 

plastic roller

Twin ball bearing races 
minimise friction. Adjustable 
ratchet system prevents the 
arm from falling to leeward.

Height adjustable arm for 
optimum cleating angle.

Cleat and wedge kit can  
be mounted on underside  

of arm for downward 
uncleating if preferred.

For the most up to date product information, visit   www.victory-products.com



309

Victory RONSTAN

Constrictor® Textile Rope Clutches
FEATURES & INFORMATION

Stronger and lighter
Twice the holding power and a third of the 
weight of conventional rope clutches.

Release under load
The line can easily be released under load 
without the use of a winch simply by pulling  
the lanyard.

Non destructive
The textile sleeve closes like a constrictor on 
the line. The extraordinary grip is the result of 
fibre-to-fibre contact that is far less aggressive 
than a traditional metal cam, and much more 
effective.

Structural integration
The Constrictor® is also available in a 
version suitable for structurally integrated 
installations. Instead of the notched alloy 
base unit, the sleeve is supplied with an 
alloy mounting collar that can be built into a 
suitably reinforced bulkhead or a customised 
base fitting.

Remote release
The Dyneema® lanyard can be extended for 
remote release; for example, to lock a halyard 
or reefing line to reduce spar compression 
and minimise rope creep.

Release anyard knob

Release lanyard in ‘gripping’ position Release lanyard in ‘open’ position Structural integration model

Textile Rope Clutch
Unlike conventional clutches the Constrictor® system does not crush the rope between 
two metal surfaces. Instead, the loaded rope is held securely in a textile sleeve, itself 
attached to a base unit. The rope runs freely through the sleeve in one direction, 
but is gripped instantly when running out in the opposite direction. This patented 
“constrictor effect”, provides greater holding power as the load increases.

Anatomy of the Constrictor®

Bi-conical titanium ring
The patented textile sleeve element is locked in place between a titanium ring and the base unit. 
The unique conical geometry allows easy insertion of the rope, and ensures that the sleeve is 
perfectly integrated with the alloy base unit in supporting the applied load.

Controlled holding power
Pulling on the Dyneema® lanyard retracts the sleeve, relaxing the grip on the rope and allowing 
it to run freely in either direction. The lanyard can be fixed in the V-notch of the base unit to hold 
the Constrictor® in the open position. 
Releasing the lanyard allows the sleeve to be drawn to its extended position by a shock cord, 
constricting the rope in a firm, secure grip.  

Technora® aramid textile sleeve
• Braid Orientation: Cousin Trestec’s experience and expertise in rope manufacture guided the 

development of the critical braiding angle to maximise grip and minimise slippage.
• Fibre Assembly: Extensive knowledge of fibres combined with laboratory and field  

testing has resulted in an optimum fibre balance and density for unmatched strength.
• Treatment: A specialised surface treatment plays a critical role in extending the  

product life, boosting grip and reducing abrasion in stress areas.

For the most up to date product information, visit   www.victory-products.com 309
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B

C

E max
E min

A

B
F

LOA
F

LOA

ØA

D

ØC

B

C

E max
E min

A

B
F

LOA
F

LOA

ØA

D

ØC

PRODUCT No. ROPE SIZES   B.L.*1 A B C E MIN. E MAX. F L.O.A.*2 WEIGHT  B.L.*1 A B C E MIN. E MAX. F L.O.A.*2 WEIGHT
kg mm mm mm mm mm mm mm g lb in in in in in in in oz

With Alloy Base Unit

CT306P001 5mm (3/16”) 
6mm (1/4”)

460
750 45 115 25 70 90 588 1000 150 1010

1670 4 1/2 4 9/16 1 2 3/4 3 1/2 23 5/32 39 3/8 5.3

CT308P001 6mm (1/4”)
8mm (5/16”)

910
1170 45 115 25 70 90 638 1085 155 1560

2570 4 1/2 4 9/16 1 2 3/4 3 1/2 25 1/8 42 23/32 5.4

CT310P001 8mm (5/16”)
10mm (3/8”)

1220
2240 45 115 25 70 90 638 1085 160 2680

4920 4 1/2 4 9/16 1 2 3/4 3 1/2 25 1/8 42 23/32 5.6

CT312P001 10mm (3/8”)
12mm (1/2”)

1530
2850 58 126 36 70 90 787 1210 330 3360

6270 5 5 1 3/8 2 3/4 3 1/2 31 47 5/8 11.6

CT314P001 12mm (1/2”) 
14mm (9/16”)

1830
3770 58 126 36 70 90 787 1210 340 4020

8290 5 5 1 3/8 2 3/4 3 1/2 31 47 5/8 12.0

PRODUCT No. ROPE SIZES   B.L.*1 A B C D F L.O.A.*2 WEIGHT  B.L.*1 A B C D F L.O.A.*2 WEIGHT
kg mm mm mm mm mm mm g lb in in in in in in oz

For Structural Integration

CT306P001-EN 5mm (3/16”) 
6mm (1/4”)

460
750 25 25 20 7 550 910 56 1010

1670 1 1 25/32 9/32 21 21/32 35 13/16 2.0

CT308P001-EN 6mm (1/4”)
8mm (5/16”)

910
1170 25 25 20 7 600 960 62 1560

2570 1 1 25/32 9/32 23 5/8 37 25/32 2.2

CT310P001-EN 8mm (5/16”)
10mm (3/8”)

1220
2240 40 30 30 10 600 960 116 2680

4920 1 9/16 1 3/16 1 3/16 13/32 23 5/8 37 25/32 4.1

CT312P001-EN 10mm (3/8”)
12mm (1/2”)

1530
2850 44 34 33 10 750 1110 156 3360

6270 1 9/16 1 11/32 1 5/16 13/32 29 17/32 43 11/16 5.5

CT314P001-EN 12mm (1/2”) 
14mm (9/16”)

1830
3770 47 36 36 10 750 1110 192 4020

8290 1 27/32 1 13/32 1 13/32 13/32 29 17/32 43 11/16 6.8

*1 For nominal rope diameter.
*2 Minimum total deck length required for installation. Includes Constrictor® alloy base unit, textile sleeve and elastic loop.

Constrictor® Textile Rope Clutches
CLEATS & ROPE CLUTCHES

2 x 8mm 
(5/16”)

1 x M4 to retain Constrictor® in structure

2 x 12mm 
(1/2”)

CT310P001

CT314P001-EN

CT314P001
CT308P001

CT312P001-EN

CT308P001-EN

CT312P001
CT306P001

CT310P001-EN

CT306P001-EN

 Twice the holding power of conventional clutches.
 Three times lighter than conventional clutches.
 No point loading, abrasion or rope cover rupture.
 Easy release under load.

 Halyard and control applications on boats  
to 20m (65ft).

 Aluminium alloy deck base.
 Titanium locking ring.

 SK75 Dyneema® release lanyard.
 UV resistant black Technora® aramid sleeve.

CONSTRICTOR® FOR STRUCTURAL INTEGRATION

CONSTRICTOR® WITH ALLOY BASE UNIT

For the most up to date product information, visit   www.victory-products.com
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Snap-on

Slide in universal

Battlestick™ Tiller Extensions
FEATURES & INFORMATION

Ultimate Performance and Control
Ronstan Battlestick™; the next generation of sailing weaponry. A range of carbon composite  
and alloy tiller extensions providing the highest level of control for quick, decisive helm  
response in every situation.

Carbon Battlestick™  
positive grip 
The unique lightweight grip remains 
effective when wet and its slim profile 
transitions smoothly from the carbon 
tube to a comfortable ergonomic shape to 
minimise fatigue. The ribbed finish on the 
tube provides additional positive grip along 
its full length, and an end stop is fitted for 
comfort and safety. Short tiller extensions 
have smaller grip diameters to match typically 
smaller hands.

Lightweight & strong 
The dual laminate construction has been 
precisely engineered for minimum weight, 
without sacrificing the durability required 
to meet the rigours of modern sailing. A 
combination of full length longitudinal and 
45° lateral glass and carbon fibres balance 
optimum stiffness with extra resilience to 
resist breakage.

Tapered carbon 
composite tube 
The tapered design maximises rigidity and 
strength at the helmsman’s end for positive 
feel and resistance to breakage over the 
gunwale when things get ugly.

Alloy Battlestick™  
ergonomic EVA grip 
This firm non-slip grip material does not 
absorb water and the large grip diameter 
contrasts ergonomically with mainsheet 
diameter to relieve fatigue. The end knob 
ensures safety and positive hand positioning.

Fluted alloy tube 
Ronstan’s aluminium tiller extensions have a 
unique fluted profile that adds extra rigidity 
to the lightweight alloy section. Tubes have a 
black anodised finish for corrosion protection.

The right length 
Battlesticks™ are available in six standard 
lengths from 610mm to 2500mm (24” to 
98”) to suit virtually any class or personal 
preference. To facilitate cutting of the tube  
to a custom length the 2500mm (98”)  
RF3137C does not include a grip or end  
cap. Telescopic alloy versions are available  
in four configurations, up to the maximum  
of 2500mm (98”) long with 960mm (38”)  
of adjustment.

Urethane universal joint 
The universal joint in high grade, UV 
resistant urethane provides smooth, uniform 
articulation and flexibility in all directions for  
a quick and firm response to steering. 

Lightweight & rigid aluminium tube Removable urethane universal joint

Tapered carbon tube optimises weightLightweight carbon extension grip

Full-articulation universal joint

Lightweight EVA grip & end knob

For the most up to date product information, visit   www.victory-products.com 311
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PRODUCT No. DESCRIPTION
LENGTH TUBE DIAM. GRIP DIAM. WEIGHT LENGTH TUBE DIAM. GRIP DIAM. WEIGHT

mm mm mm g in in in oz

Carbon Fibre Tiller Extensions
RF3128C Carbon fibre, tapered, fixed length 610 16 > 20 22 108 24 5/8 > 3/4 7/8 3.8
RF3129C Carbon fibre, tapered, fixed length 840 16 > 22 24 137 33 5/8 > 7/8 1 4.8
RF3130C Carbon fibre, tapered, fixed length 1030 16 > 23 25 155 41 5/8 > 7/8 1 5.5
RF3135C Carbon fibre, tapered, fixed length 1250 16 > 24 26 179 49 5/8 > 1 1 6.3
RF3137C* Carbon fibre, tapered, fixed length 2500 16 > 25 - 310 98 5/8 > 1 - 10.9

Alloy Tiller Extensions
RF3128 Alloy, fixed length 610 16 25 150 24 5/8 1 5.3
RF3129 Alloy, fixed length 840 16 25 180 33 5/8 1 6.4
RF3130 Alloy, fixed length 1030 16 25 215 41 5/8 1 7.6
RF3135 Alloy, fixed length 1250 16 25 260 49 5/8 1 9.2
RF3122 Alloy, fixed length 2030 16 25 415 80 5/8 1 14.7
RF3137 Alloy, fixed length 2500 16 25 515 98 5/8 1 18.2
RF3134 Alloy, telescopic, split grip 740 - 1120 16 + 20 30 310 29 - 44 5/8 + 3/4 1 1/4 10.9
RF3131 Alloy, telescopic, inboard grip 740 - 1210 16 + 20 30 285 29 - 48 5/8 + 3/4 1 1/4 10.1
RF3132 Alloy, telescopic, inboard grip 1070 - 1770 16 + 20 30 400 42 - 70 5/8 + 3/4 1 1/4 14.1
RF3124 Alloy, telescopic, outboard grip 1530 - 2490 16 + 20 30 485 60 - 98 5/8 + 3/4 1 1/4 17.1

Accessories

RF1121 Stainless steel bolt-through universal joint. Suits 16mm (5/8”) OD tube.  
Incorporating 1/4” UNCx1 3/4” (45mm) long bolt - 64 - - - 2.3

RF1127 Stainless Steel screw down universal joint. Suits 16mm (5/8”) OD tube - 56 - - - 2.0
RF1135-16 Nylon Tiller extension retaining clip. Suits 16mm (5/8”) dia. tube - 7 - - - 0.2
RF1135-20 Nylon Tiller extension retaining clip. Suits 20mm (3/4”) dia. tube - 4 - - - 0.1
RF1136 Tiller extension end knob, EVA foam, suits 16mm (5/8”) OD tube - 35 - - - 1.2
RF3133 Urethane universal joint. Suits 13.5mm (17/32”) ID tube - 35 - - - 1.2
RF3136 Round tiller adapter for RF3133. Suits 25-32mm (1-1 1/4”) tiller - 7 - - - 0.2

* Grip and end cap not included.

Battlestick™ Tiller Extensions
RUDDER & TILLER HARDWARE

ALLOY - Fixed length
ALLOY, Telescopic - inboard grip
ALLOY, Telescopic - split grip
ALLOY, Telescopic - outboard gripCARBON FIBRE COMPOSITE - Fixed length

RF3122

RF3137

RF3129

RF1136RF3133

RF3136

RF1135-20 RF1135-16

RF1127

RF1121

RF3135

RF3128

RF3130

RF3137C

RF3132

RF3129C

RF3134

RF3124

RF3135C

RF3131

RF3128C

RF3130C
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PRODUCT No. DESCRIPTION

PIN/HOLE 
DIAM.

INTERNAL 
WIDTH

STRAP 
LENGTH WEIGHT

PIN/HOLE 
DIAM.

INTERNAL 
WIDTH

STRAP 
LENGTH WEIGHT

mm mm mm g in in in oz

6.4mm (1/4”) Pin/Hole
RF239 Rudder gudgeon, stainless steel 6.4 38 51 40 1/4 1 1/2 2 1.4
RF243 Rudder gudgeon, stainless steel 6.4 25 56 35 1/4 1 2 3/16 1.2
RF254 Transom gudgeon, stainless steel 6.4 - - 31 1/4 - - 1.1
RF255 Transom pintle, stainless steel 6.4 - - 45 1/4 - - 1.6

7.9mm (5/16”) Pin/Hole
RF2500 Rudder gudgeon, alloy with nylon bearing insert 7.9 20 79 42 5/16 25/32 3 1/8 1.5
RF2501 Rudder gudgeon, alloy with nylon bearing insert 7.9 32 96 85 5/16 1 1/4 3 3/4 3.0
RF2503 Rudder gudgeon, alloy with nylon bearing insert 7.9 40 96 85 5/16 1 9/16 3 3/4 3.0
RF2510 Transom gudgeon, nylon 7.9 - - 19 5/16 - - 0.7
RF2510A Transom gudgeon, alloy 7.9 - - 35 5/16 - - 1.2
RF2515 Transom pintle, nylon with stainless steel pin 7.9 - - 47 5/16 - - 1.7
RF2515A Transom pintle, alloy with stainless steel pin 7.9 - - 60 5/16 - - 2.1

9.5mm (3/8”) Pin/Hole
RF2502 Rudder gudgeon, alloy with nylon bearing insert 9.5 32 96 85 3/8 1 1/4 3 3/4 3.0
RF2504 Rudder gudgeon, alloy with nylon bearing insert 9.5 40 96 85 3/8 1 9/16 3 3/4 3.0
RF2511A Transom gudgeon, alloy with nylon bearing insert 9.5 - - 35 3/8 - - 1.2
RF2516A Transom pintle, alloy with stainless steel pin 9.5 - - 69 3/8 - - 2.4

Accessories
PNP55 Retaining clip, transom mount, nylon - - - 5 - - - 0.2
RF413 Retaining clip, 2.7mm (3/32”) diameter wire, 16mm(5/8”) ID, stainless steel - - - 3 - - - 0.1

Gudgeons & Pintles
RUDDER & TILLER HARDWARE

 Pintle pins are cross-drilled to accept the RF413 
retaining clip. 

 PNP55 retaining clip for transom mounting 
provides simple rudder retention security.

 Alloy gudgeons have moulded nylon bearing 
inserts to provide a firm fit with pintles and  
to avoid corrosion and fatigue.

 9.5mm (3/8”) transom fittings have alloy bases 
for greater strength.

 Off-the-beach dinghies and catamarans.

RF2500

RF2501

RF2503

RF2502

RF2504

RF239

RF254

RF255

PNP55

RF413

RF243

Numbers in round badges refer to nominal pin/hole diameter.

RF2511A

RF2516A

RF2510

RF2515

RF2510A

RF2515A

7.9

7.9

7.9

7.9

6.4

6.4

6.4

6.4

9.5

9.5

7.9

7.9

7.9

9.5

9.5
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Quick, Easy and Reliable
Ronstan’s Ballslide™ system makes raising and lowering the mainsail quick and easy. 
Recirculating captive ball bearings ensure free running performance, and since the cars  
use the existing luff groove of the mast there is no need to install a track.

Compatibility
With a complete range of car profiles and 
feet there is a Ballslide™ solution for most 
available mast profiles and luff groove shapes 
on boats up to 18m (60ft). See page 138 for 
car and feet details. Selection tables and 
specification sheets can be downloaded  
from the Ronstan website.

Performance
 Ballslide™ cars run on twin races of 

recirculating ball bearings specifically 
designed and oriented for compression 
loads. Hoisting and dropping the mainsail 
has never been easier!  Ball joint links for 
batten receptacles and quick release pins for 
intermediate cars are configured to minimise 
the distance from mast to mainsail luff. 

Convenience
Ballslide™ cars are easily loaded, and just as 
easily removed from the luff groove of the 
mast. Larger boats using the Series 8 system 
may opt for cars with quick release ball joints 
for the batten receptacles to facilitate initial 
setup or removal  of larger mainsails.

Ballslide™ Batten Car Systems
FEATURES & INFORMATION

Quick release batten car models Ball joint articulation

Captive ball bearings Use existing mast luff groove

Flexible solutions

Track & Car Batten Car Systems
FEATURES & INFORMATION

Strength & Simplicity
Sailing professionals around the world choose Ronstan batten systems for superior and 
innovative features combined with race-proven performance and reliability. With 7 track 
sizes in the standard product range, there is a system with the right specifications for every 
boat and sail plan.

Flexible solutions
 Ball Bearing cars run on twin races 

of recirculating ball bearings that engage 
with the track profile for excellent all round 
performance, even when reefing while  
sailing off the wind.

 Captive Ball cars use a combination of 
captive recirculating ball bearings running on 
the face of the track for compression loads,  
and sliderods to provide extra strength for high 
static loads. All bearings are captive, allowing 
for easy installation and removal. 

Luff groove tracks are compatible with ‘soft luff’ 
and fully battened mainsails, making it easy to 
change between the two. They may be bonded 
to carbon masts with special adhesives. 

Quick release cars make the job easier when 
the sail needs to be removed for changeover, 
repair or stowage.

Ball joint articulation
A stainless steel ball joint link between the  
car and the batten receptacle provides 
movement in all directions with a  
minimum of 105° (112°for ball  
bearing cars) either side of centre.  
Ball joint links are available to suit  
Ronstan batten receptacles and  
most other types.

Installation options
Installation can be greatly simplified  
for Series 19 through Series 30 by the  
use of threaded slugs that locate in the  
existing luff groove of the mast, avoiding  
the need to drill and tap holes for fasteners 
and other complications. Slugs are self-locating 
and allow for track installation without  
having to remove the mast from the  
boat. See page 138 for track 
mounting slug details.

Ball Bearing systems

Luff groove tracks for sail flexibility

Quick release batten car modelsCaptive Ball systems

Track mounting slugs

Contact us or visit ronstan.com for more
information on Ronstan Batten Car Systems

For the most up to date product information, visit   www.victory-products.com



315

Victory RONSTAN

See Pages 316 to 333 for small to mid-range Ronstan Traveller Systems.
Contact us or visit ronstan.com for information on larger Ronstan Traveller Systems

Stop 
locked 

up

Stop 
down

Smooth Control
Ronstan traveller systems deliver the performance required for optimising sail  
trim, responding quickly to changing conditions and getting the right balance  
from the loads on sails, rig and foils. Ronstan systems have been put to the  
test by Volvo Race teams, Vendée Globe challengers, and the professionals  
on the prestige international circuits who demand the highest performance  
and dependability, with no room for compromise.

 Ball Bearing cars
Machined alloy car bodies provide high strength and durability with minimum  
weight. Low profile cars ensure that sheets and control lines run close to the  
deck. Highly efficient recirculating Torlon® ball bearing systems allow precision  
adjustment and control even in the most demanding conditions.

 Sliderod cars
Sliderod cars are suitable for static load applications where adjustment under  
load is not required and are machined from a dedicated alloy body profile.

Attention to detail
Car bodies are machined to precise 
specifications, then honed to an 
exceptional finish before being 
treated and anodised for maximum 
corrosion protection. Stainless steel 
elements are put through a special 
high energy finishing process to 
achieve a uniquely smooth edge and 
surface finish.
Spring-loaded plunger stops engage 
with stop holes in tracks and can 
be locked in the “up” (disengaged) 
position.

Control accessories
Cam cleat supports can be adjusted 
to the optimum cleating angle.
Control sheaves provide purchase 
systems for mainsheet travellers and 
genoa sheet lead adjustment.
Ball Bearing sheave and becket 
addition kits are available for cars 
and track control ends to provide 
extra control line purchase  
where required.

Tracks
7 track sizes are available in the 
standard product range, to match 
system specifications to individual 
requirements.
Beam track options are available 
for unsupported spans (cockpit, 
companionway, hatch, etc.).  
Curved track can be supplied with 
bend in either horizontal or vertical 
plane. Minimum bend radius 
depends on car length. See  
pages 124 & 125 for options  
and details.

Ball Bearing Traveller Systems
FEATURES & INFORMATION

Ball Bearing cars

Control line accessories

Track profile options

Plunger stops can be locked up

Sliderod cars

Adjustable control end cleats
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16.8mm (21/32”)3.8mm (5/32”)

19.2mm (3/4”)

24.3mm (31/32”)

26.7mm (1 1/16”)

6.1mm (7/32”)

1 x 4mm (5/32”)

1 x 5mm (3/16”)

PRODUCT No. DESCRIPTION
LENGTH M.W.L. B.L. WEIGHT LENGTH M.W.L. B.L. WEIGHT

mm kg kg g in lb lb oz

Series 
RC8190-0.3 Track 300 - - 90 11 13/16 - - 3.2
RC8190-0.45 Track 450 - - 130 17 23/32 - - 4.6
RC8190-1.5 Track 1500 - - 435 59 - - 15.4
RC8190-3.0 Track 3000 - - 870 118 - - 30.7
RC81901 Slide saddle top 56 225 450 45 2 3/16 500 990 1.6
RC81940 Slide saddle top, plunger stop 71 225 450 70 2 25/32 500 990 2.5
RC81941 Slide, swivelling fairlead, plunger stop 65 - - 62 2 9/16 - - 2.2
RC81942 Slide, swivelling fairlead, cleat, plunger stop 65 - - 185 2 9/16 - - 6.5
RC81943 Slide, dead eye, cleat, plunger stop (Sold as a pair, 1 L/H & 1 R/H) 77 202 3 1/32 7.1
RC81944 Slide, fairlead, plunger stop 92 95 3 5/8 3.4
RC81980 Track end, plastic 17 - - 5 11/16 - - 0.2
RC81983 Adjustable stop 16 - - 20 5/8 - - 0.7

Series 
RC8270-1.5 Track 1500 - - 635 59 - - 22.4
RC8270-3.0 Track 3000 - - 1270 118 - - 44.9
RC82701 Slide, saddle top 64 275 550 85 2 1/2 610 1210 3.0
RC82740 Slide, saddle top, plunger stop 80 275 550 115 3 5/32 610 1210 4.1
RC82780 Track end, plastic 20 - - 5 25/32 - - 0.2

Series 19 & 27 C-Track
TRAVELLER SYSTEMS

RC8190 track profile

RC8270 track profile

 Spring-loaded plunger stops allow fast, positive 
positioning of track slides.

 Slides are available with fixed or swivelling cleat 
fairleads to suit different crewing positions.

 Dinghy and small catamaran jib sheet leads.
 Adjustable hiking strap systems.

 Grade 316 stainless steel track.
 Chrome plated brass slides.

TRACK FASTENINGS – 5mm (3/16”) countersunk fasteners at 76mm (3”) centres.  STOP HOLES – 19mm (3/4”) centres

RC81983 RC81901 RC81940 RC81980

RC81943RC81942RC81941

RC81944

RC82780RC82740RC82701

RC8190-3.0

RC8270-3.0

RC8190-1.5

RC8270-1.5

RC8190-0.45
RC8190-0.3

SERIES 19

SERIES 27
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Removable  
lead block

Ergonomic plunger
stop operation

PRODUCT No. DESCRIPTION
LENGTH M.W.L. B.L. WEIGHT LENGTH M.W.L. B.L. WEIGHT

mm kg kg g in lb lb oz

Slides

RC72537S Composite slide, Series 55 BB Orbit Block™, stand-up, 
suits up to 10mm (3/8”) rope, plunger stop 102 500 1000 193 4 1100 2200 6.8

RC72540S Racing Kit, including 2 x 465mm (18 5/16”) racing tracks, 2 x composite slides  
with Series 55 BB Orbit Block™, 4 x track ends, 10 x track bolt insulators - 500 1000 842 - 1100 2200 29.8

 Low profile and light weight, T-Track is  
a simple, reliable system for adjustable  
sheet leads.

 Composite slides have a removable  
attachment pin to suit either a Dyneema®  
link or a shackle. 

 Composite slides have an integrated becket  
for 2:1 headsail sheet systems, popular on 
modern sport boats.

 Composite slides have a spring-loaded push 
button plunger stop for fast, positive positioning.

 Stand-up blocks on composite slides provide 
optimum alignment and low profile lead.

 The main pin recess in the RC72504 composite 
slide can accept up to 8mm (5/16”) line  
attached directly to the pin.

 A convenient all inclusive racing kit is available  
for sportsboats (RC72540S). 

 Headsail sheet leads on boats up to 8m (26ft).
 Toughened, glass fibre reinforced nylon slide.
 Anodised aluminium alloy track.
 Grade 316 stainless steel ring (RC72544).

TRACK FASTENINGS – 5mm (3/16”) countersunk fasteners at 100mm (3 15/16”) centres. STOP HOLES - 25mm (63/64”) centres for Racing track, 50mm (1 31/32”) on all other tracks.

Series 25 T-Track
TRAVELLER SYSTEMS

Integrated becket for 2:1 sheet system

© Greg Scherwinski

RC72537S RC72540S

For the most up to date product information, visit   www.victory-products.com 317



318

VictoryRONSTAN

25.4mm (1”)

9.5mm (3/8”)

14.3mm (9/16”)

3.2mm (1/8”)

1 x 5mm (3/16”)

PRODUCT No. DESCRIPTION
LENGTH M.W.L. B.L. WEIGHT LENGTH M.W.L. B.L. WEIGHT

mm kg kg g in lb lb oz

Slides
RC72504 Composite slide, removable M4 pin, plunger stop 102 500 1000 107 4 1100 2200 3.8

RC72536S Composite slide, Series 40 BB Orbit Block™, stand-up, 
suits up to 9mm (5/16”) rope, plunger stop  102 325 700 152 4 715 1540 5.4

RC72544 Composite spinnaker pole slide, ring plunger stop 102 400 800 215 4 880 1760 7.6

Accessories
RC7250-INS Track bolt insulator - - - 3 - - - 0.1
RC72581 Track end, plastic - - - 5 - - - 0.2

Track - Supplied with RC7250-INS nylon track bolt insulators
RC7251-0.5A Racing track, black, 25mm (63/64”) stop hole centres 465 - - 188 18 5/16 6.6
RC7251-1.0A Racing track, black, 25mm (63/64”) stop hole centres 996 - - 405 39 3/16 - - 14.2
RC7251-1.5 Track, black, 50mm (1 31/32”) stop hole centres 1496 - - 631 58 7/8 - - 22.2
RC7251-2.0 Track, black, 50mm (1 31/32”) stop hole centres 1996 - - 841 78 9/16 - - 29.7
RC7251-3.0 Track, black, 50mm (1 31/32”) stop hole centres 2996 - - 1263 117 15/16 - - 44.5
RC7251-6.0 Track, black, 50mm (1 31/32”) stop hole centres 5996 - - 2528 236 1/16 - - 89.1

35mm
(1 3/8”)

Series 25 T-Track
TRAVELLER SYSTEMS

© James Hill

RC7251-6.0RC72581RC7250-INS
RC7251-3.0
RC7251-2.0
RC7251-1.5

RC7251-1.0A
RC7251-0.5A

RC72536S RC72544

RC72504

RC7251 track profile

7.5mm
(5/16”)
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32mm (1 1/4”)

11.5mm
(7/16”)

19.2mm (3/4”)

4.8mm
(3/16”)

PRODUCT No. DESCRIPTION LENGTH M.W.L. B.L. WEIGHT LENGTH M.W.L. B.L. WEIGHT
mm kg kg g in lb lb oz

Series 32 T-Track
RC00476 Slide liners (pair), nylon, suits RC73201, RC73202, RC73243 107 - - 7 4 7/32 - - 0.3
RC00477 Slide liners (pair), nylon, suits RC73231 152 - - 11 6 - - 0.4
RC00478 Slide liners (pair), nylon, suits RC73234 107 - - 7 4 7/32 - - 0.3
RC7320-INS Track bolt insulator - - - 3 - - - 0.1
RC73201 Slide, loop top 102    1000*2    2000*2 185 4    2200*2    4400*2 6.5
RC73202 Slide, loop top, plunger stop 102    1000*2    2000*2 240 4    2200*2    4400*2 8.5

RC73231 Genoa car, 50mm (2”) AP sheave, suits two 16mm (5/8”) sheets, 
lock up/down plunger stop 146 1500 3000 480 5 3/4 3300 6600 17.0

RC73234 Genoa car, S60 BB Core Block™, suits 12mm (1/2”) sheet, lock up/down plunger stop 104 1000 2000 400 4 1/8 2200 4400 14.1
RC73243 Slide, spinnaker pole ring, plunger stop 102 - - 315 4 - - 11.1
RC73280 Track end, plastic 32 - - 35 1 1/4 - - 1.2

Track – Supplied with RC7320-INS nylon track bolt insulators
RC7320-1.0*1 Track, black 996 - - 670 39 3/16 - - 23.6
RC7320-1.5*1 Track, black 1496 - - 1000 58 7/8 - - 35.3
RC7320-2.0*1 Track, black 1996 - - 1330 78 9/16 - - 46.9
RC7320-3.0*1 Track, black 2996 - - 2000 117 15/16 - - 70.5
RC7320-6.0*1 Track, black 5996 - - 4000 236 1/16 - - 141.1

*1 Silver track available - Order as RCxxxxxxS.
*2 Load ratings based on pull perpendicular to track

 The lead block on RC73234 articulates for  
ideal sheet alignment and has an integrated  
anti-clatter rubber buffer.

 Jib sheet leads suit boats to 12m (40ft).

 RC73231 genoa car can accommodate two 
sheets for easy headsail changes, and has  
a plunger stop that can be locked in the  
“up” position.

 Anodised aluminium alloy track.
 Grade 316 stainless steel slide bodies.
 UV stabilised acetal sheaves.
 Nylon slide liners.

TRACK FASTENINGS – 6mm (1/4”) countersunk fasteners at 100mm (3 15/16”) centres.  STOP HOLES – 50mm (1 31/32”) centres

RC7320 track profile

11.1mm (7/16”)

11.1mm (7/16”)

21mm
(13/16”)

21mm
(13/16”)

11.1mm 
(7/16”)

44mm (1 3/4”)

Series 32 T-Track
TRAVELLER SYSTEMS

RC7320-6.0

RC7320-INSRC00478

RC73280

RC7320-3.0

RC00477

RC7320-2.0

RC00476

RC7320-1.5
RC7320-1.0

RC73201

RC73202

RC73243

RC73234RC73231

1 x 4mm (5/32”)
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24mm (15/16”)

19mm (3/4”)

3.2mm (1/8”)

9.8mm (3/8”)

1 x 5mm (3/16”)

PRODUCT No. DESCRIPTION LENGTH M.W.L. B.L. WEIGHT LENGTH M.W.L. B.L. WEIGHT
mm kg kg g in lb lb oz

Series 19 I-Track
RC61901 Car, saddle top 51 250 650 115 2 550 1430 4.1
RC61910 Car, saddle top, single control sheaves 51 250 650 125 2 550 1430 4.4
RC61912 Car, saddle top, single control sheaves 86 325 1400 260 3 3/8 715 3080 9.2
RC61914 Car, channel top 51 250 650 140 2 550 1430 4.9
RC61920 Car, saddle top, single control sheaves, cleats 51 250 650 210 2 550 1430 7.4
RC61945 Car, Series 30 Nylatron® sheave Orbit Block™ 51 250 650 144 2 550 1430 5.1
RC61980 End cap, plastic 25 - - 10 1 - - 0.4
RC61983 Adjustable stop 25 - - 40 1 - - 1.4
RC61985 Control end, 28mm (1 1/8”) diameter, single AP sheave, becket 70 - - 130 2 3/4 - - 4.6
RC7250-INS Track bolt insulator - - - 3 - - - 0.1
RF1297 Track bolt, 3/16” UNC x 152mm (6”), nut, washer - - - 25 - - - 0.9
RC00422 Control end cleat addition kit - - - 110 - - - 3.9

Track – Supplied with RC7250-INS nylon track bolt insulators
RC6190-1.0 Track, black 996 - - 830 39 3/16 - - 29.3
RC6190-1.5 Track, black 1496 - - 1240 58 7/8 - - 43.8
RC6190-2.0 Track, black 1996 - - 1650 78 9/16 - - 58.3
RC6190-3.0 Track, black 2996 - - 2480 117 15/16 - - 87.6
RC6190-6.0 Track, black 5996 - - 4960 236 1/16 - - 175.3

RC6190 track profile

Series 19 I-Track
TRAVELLER SYSTEMS

 Strong stainless steel bodies with black  
chrome finish.

 Flared sides and angled ball bearing  
wheels provide high load capacity  
and smooth operation.

 Cleat plates can be fitted to suit vertical or 
horizontal pull of control line.

 Control sheaves suit up to 6mm (1/4”) rope.
 Single cars – Mainsheet and self-tacking jib 
travellers on dinghies and catamarans.

 Tandem cars – Mainsheet systems on  
boats up to 9m (30ft).

 Black chromed, grade 316 stainless steel  
car bodies.

 Grade 316 stainless steel wheels and fixtures.
 UV stabilised acetal control sheaves.
 Anodised aluminium alloy track.

TRACK FASTENINGS – M5 (3/16”) countersunk fasteners at 100mm (3 15/16”) centres.  STOP HOLES – 50mm (1 31/32”) centres

RC6190-6.0

RC61980RC61983

RC6190-3.0
RC6190-2.0
RC6190-1.5
RC6190-1.0

RC61901

RC61920

RC61912

RC61910 RC61914 RC61945RC00422

RF1297

RC7250-INS

RC61985
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16.3mm (21/32")

32mm (1 1/4")

32mm (1 1/4")

5.2mm (7/32")

1 x 5mm (3/16”)

PRODUCT No. DESCRIPTION LENGTH M.W.L. B.L. WEIGHT LENGTH M.W.L. B.L. WEIGHT
mm kg kg g in lb lb oz

Series 32 I-Track
RC00414 Control end sheave addition kit - - - 70 - - - 2.5
RC00423 Control end cleat addition kit - - - 140 - - - 4.9
RC7320-INS Track bolt insulator - - - 3 - - - 0.1
RC63201 Car, saddle top, rubber stand-up pad 76 650 2000 320 3 1430 4400 11.3
RC63214 Car, channel top 76 650 1400 370 3 1430 3080 13.1
RC63215 Car, channel top, single control sheaves 76 650 1400 390 3 1430 3080 13.8
RC63216 Car, tandem, channel top 157 1300 4200 735 6 3/16 2860 9240 26.0
RC63217 Car, tandem, channel top, single control sheaves 157 1300 4200 950 6 3/16 2860 9240 33.6
RC63280 End cap, plastic 40 - - 10 1 9/16 - - 0.4
RC63283 Adjustable stop 64 - - 180 2 1/2 - - 6.3
RC63285 Control end, 38mm (1 1/2”) diameter, single AP sheave, becket 98 - - 330 3 7/8 - - 11.6
RF1300 Track bolt, 1/4” UNC, nut, washer 152 - - 40 6 - - 1.4

Track – Supplied with RC7320-INS nylon track bolt insulators
RC6320-1.0 Track, black 996 - - 1210 39 3/16 - - 42.8
RC6320-1.5 Track, black 1496 - - 1810 58 7/8 - - 64.0
RC6320-2.0 Track, black 1996 - - 2410 78 9/16 - - 85.2
RC6320-3.0 Track, black 2996 - - 3620 117 15/16 - - 127.9
RC6320-6.0 Track, black 5996 - - 7240 236 1/16 - - 255.8

RC6320 track profile

Series 32 I-Track
TRAVELLER SYSTEMS

 Strong stainless steel bodies with black  
chrome finish.

 Flared sides and angled ball bearing  
wheels provide high load capacity  
and smooth operation.

 Modular track end fittings can be assembled  
to provide up to 4:1 purchase.

 Cleat plates can be fitted to suit vertical or 
horizontal pull of control line.

 Control sheaves suit up to 8mm (5/16”) rope.
 Single cars – Mainsheet and self-tacking jib 
travellers on boats up to 9m (30ft).

 Tandem cars – Mainsheet systems on  
boats up to 12m (40ft).

 Black chromed grade 316 stainless steel  
car bodies.

 Grade 316 stainless steel wheels and fixtures.
 UV stabilised acetal control sheaves.
 Anodised aluminium alloy track.

TRACK FASTENINGS – M6 (1/4”) countersunk fasteners at 100mm (3 15/16”) centres.  STOP HOLES – 50mm (2”) centres

RC7320-INS

RC6320-6.0

RC63283 RC63280

RC6320-3.0
RC6320-2.0
RC6320-1.5
RC6320-1.0

RC63201 RC63214 RC63215 RC00423

RC63217RC63216

RF1300

RC00414

RC63285
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RF134

Series 14 Ball Bearing

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC1141J Track joiner 40 - - - 1 1 9/16 - - - 0.1
RC11401*1 Car, 2 mounting holes, 35mm (1 3/8”) hole spacing 68 41 150 400 51 2 11/16 1 5/8 330 880 1.8
RC11402 Car, pivoting shackle top 47 41 125 400 48 1 7/8 1 5/8 280 880 1.7
RC11403 Car, pivoting shackle top, 2 mounting screws 78 41 180 400 91 3 1/16 1 5/8 400 880 3.2
RC11405 Orbit Car, integrated lashing eye 50 41 125 250 33 2 1 5/8 275 550 1.2
RC1140-1.0*2 Track, black 996 14 - - 230 39 3/16 9/16 - - 8.1
RC1140-1.5*2 Track, black 1496 14 - - 345 58 7/8 9/16 - - 12.2
RC1140-2.0*2 Track, black 1996 14 - - 460 78 9/16 9/16 - - 16.2
RC1140-3.0*2 Track, black 2996 14 - - 690 117 15/16 9/16 - - 24.3
RC1140-6.0*2 Track, black 5996 14 - - 1380 236 1/16 9/16 - - 48.7
RC11410 Car, saddle top, single AP control sheaves 68 41 150 400 89 2 11/16 1 5/8 330 880 3.1
RC11480 End cap, plastic 28 20 - - 6 1 1/8 25/32 - - 0.2

Accessories
581001 Ball bearing, acetal, 5.00mm (0.197”) diameter - - - - 1 - - - - 0.1
RF134 Saddle, control line termination point - - - - 5 - - - - 0.2
RF1050 Control becket, 8mm (5/16”) eye, suits RC11403 - - - - 6 - - - - 0.2
RF1052 Control becket fork, 5mm (3/16”) pin, suits RC11403 - 11 - - 9 - 7/16 - - 0.3
RF5400 Cleat, suits 2mm - 8mm (3/32” - 5/16”) rope - - 75 150 20 - - 165 330 0.7
RF5405 Fairlead, suits RF5400 C-Cleat™ - - - - 7 - - - - 0.2
RF20151 20mm (3/4”) BB Utility cheek block, for leading control lines - - 250 550 14 - - 550 1210 0.5
RF20151A 20mm (3/4”) BB Utility cheek block, rivet mount, for leading control lines - - 200 550 17 - - 440 1210 0.6

*1 RC11401 holes are countersunk on underside of car.
*2 Silver track available - order as RCxxxxxxS

TRACK FASTENINGS – 4mm (5/32”) countersunk fasteners at 50mm (1 31/32”) centres

 Low profile, lightweight alloy cars and end caps.
 Twin rows of recirculating acetal ball bearings 
provide smooth, low friction performance  
under load.

 Control sheaves suit up to 6mm (1/4’) diam rope. 

 Loop and fork style fittings are easily added  
for becket and control line block attachment.

 Cleats, fairleads and cheek blocks can be 
mounted directly on deck or cockpit sides  
to complete the control line systems.

 Dinghy and catamaran traveller and 
jib sheet systems.

 Alloy track and cars.
 Acetal ball bearings.
 Grade 316 stainless steel fixtures.

TRAVELLER SYSTEMS

Typical add-on becket arrangements

RF1052 RF1050

RC11403 RC11401 RC11410RC11402 RC11405

RF5405RF5400 RF20151 RF20151A

RC1140-1.0
RC1140-1.5
RC1140-2.0
RC1140-3.0
RC1140-6.0RC11480RC1141J

581001

RF1050RF1052

27mm 
(1 1/16”)

RC1140 track profile

2 x 4mm (5/32”) 2 x 4mm (5/32”)

2 x 4mm (5/32”)

1 x 4mm (5/32”)

2 x 4mm (5/32”)

2 x 5mm (3/16”)*12 x M5 screw

2 x 5mm (3/16”)

5mm (3/16”)5mm (3/16”)
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Victory RONSTAN

Series 19 Ball Bearing
TRAVELLER SYSTEMS

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC11902 Car, pivoting shackle top 50 47 300 1050 65 2 1 7/8 660 2310 2.3
RC11903 Car, pivoting shackle top, 2 mounting screws 70 47 400 1490 90 2 3/4 1 7/8 880 3280 3.2
RC11905 Orbit Car, integrated lashing eye 50 47 300 600 43 2 1 7/8 660 1320 1.5
RC11910 Car, saddle top, single AP control sheaves 85 47 500 1240 125 3 11/32 1 7/8 1100 2730 4.4
RC11920 Car, saddle top, single AP control sheaves, C-Cleats™ 85 47 500 1240 330 3 11/32 1 7/8 1100 2730 11.6
RC11921 Car, saddle top, double AP control sheaves, C-Cleats™ 85 47 500 1240 350 3 11/32 1 7/8 1100 2730 12.3
RC11945 Car, 20mm (3/4”) BB Utility block 50 47 250 550 65 2 1 7/8 550 1210 2.3

Accessories
501002 Ball bearing, Torlon®, 5.00mm (0.197”) diameter - - - - 1 - - - - 0.1
RF1050 Control becket, 8mm (5/16”) eye, suits RC11903 - - - - 6 - - - - 0.2
RF1052 Control becket fork, 5mm (3/16”) pin, suits RC11903 - 11 - - 9 - 7/16 - - 0.3

 Low profile, lightweight alloy cars and end caps.
 Twin rows of recirculating Torlon® ball bearings 
provide smooth, low friction performance  
under load.

 Compact sheave arrangements for neat, low 
profile control line purchase systems. Control 
sheaves are 24mm (15/16”) diameter and  
suit up to 6mm (1/4”) rope.

 Loop and fork style fittings are easily added for 
becket and control line block attachment.

 Dinghy and catamaran mainsheet traveller  
and jib lead sheeting systems.

2 x M5 screw

RC11902

RC11945RC11910

RC11905

RC11920 RC11921

RC11903

5mm (3/16”)5mm (3/16”)

RF1050RF1052 501002

Typical add-on becket arrangements

RF1052 RF1050
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VictoryRONSTAN

Series 19 Ball Bearing
TRAVELLER SYSTEMS

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC11912 Car, pivoting saddle top, single control sheaves 100 47 605 1670 220 3 15/16 1 7/8 1330 3680 7.8
RC11922 Car, pivoting saddle top, single control sheaves & cleat 100 47 605 1670 370 3 15/16 1 7/8 1330 3680 13.0
RC11930 Genoa car, control beckets 100 47 605 1430 250 3 15/16 1 7/8 1330 3150 8.8

 Sliderod
RC00451 Sliderods, suits RC51930 (pair) 72 5 - - 6 2 13/16 3/16 - - 0.2
RC00452 Sliderods, suits RC11983 (pair) 45 5 - - 4 1 3/4 3/16 - - 0.1
RC00453 Sliderods, suits RC51940 (pair) 37 5 - - 3 1 7/16 3/16 - - 0.1
RC51930 Genoa car, sliderods, plunger stop 82 39 660 1430 235 3 1/4 1 9/16 1460 3150 8.3
RC51940 Car, sliderods, pivoting shackle plunger stop 55 39 310 1050 100 2 3/16 1 9/16 680 2310 3.5

 Low profile, lightweight alloy cars and end caps.
 Twin rows of recirculating Torlon® ball bearings 
allow smooth adjustment of sheet lead position 
under load.

 Genoa cars pivot to 45° from vertical for 
optimum alignment with sheet load.

 Genoa car shea   ves are 40mm (1 9/16”) diameter, 
and wide enough to accept two sheets for easy 
headsail changes.

 The sliderod car is a simple option for a sheet 
lead that does not require adjustment under 
load, and has a plunger stop for precise and 
repeatable positioning.

 Control sheaves are 31mm (1 1/4”) and suit  
up to 6mm (1/4”) rope.

 Adjustable stops can be fitted on track aft 
of genoa cars and used to relieve load on 
adjustment tackle.

 Mainsheet traveller and jib lead sheeting 
systems on sportsboats and keelboats to  
7m (23ft).

 Alloy track, cars and control ends.
 Torlon® ball bearings.
 Acetal sliderods.
 Acetal primary sheaves (genoa cars).
 Grade 316 stainless steel fixtures.

RC11912 RC11922

RC11930 RC51930 RC51940

RC00453

RC00452

RC00451
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Victory RONSTAN

RC11980

Series 19 Ball Bearing
TRAVELLER SYSTEMS

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC00410 BB control end sheave addition kit 39 30 165 675 33 1 9/16 1 3/16 360 1490 1.2
RC00420 Control end C-Cleat™ addition kit - - - - 94 - - - - 3.3
RC1190-1.0* Track, black 996 19 - - 310 39 3/16 3/4 - - 10.9
RC1190-1.5* Track, black 1496 19 - - 465 58 7/8 3/4 - - 16.4
RC1190-2.0* Track, black 1996 19 - - 620 78 9/16 3/4 - - 21.9
RC1190-3.0* Track, black 2996 19 - - 930 117 15/16 3/4 - - 32.8
RC1190-6.0* Track, black 5996 19 - - 1860 236 1/16 3/4 - - 65.6
RC1191J Track joiner 60 - - - 3 2 3/8 - - - 0.1
RC1194-2.0* High profile track, black. 194mmW x 21mmH (3/4”W x 13/16”H) 1996 19 - - 1000 78 9/16 3/4 - - 35.3
RC11980 End cap, plastic 30 26 - - 6 1 3/16 1 - - 0.2
RC11981P Cover plate for control end, includes screws - 39 - - 3 - 1 9/16 - - 0.1
RC11983 Adjustable stop 57 47 - - 65 2 1/4 1 7/8 - - 2.3
RC11984 Control end, single BB sheave 65 39 165 675 82 2 9/16 1 9/16 360 1490 2.9
RC11985 Control end, single BB sheave & becket 78 39 245 675 102 3 1/16 1 9/16 540 1490 3.6

* Silver track available - Order as RCxxxxxxS

 Control ends with high performance Torlon® 
ball bearing sheaves are used with mainsheet 
traveller and genoa sheeting systems to create 
purchase systems for easy adjustment of car 
position under load.

 Control end sheaves are 30mm (1 3/16”) 
diameter and suit up to 6mm (1/4”) rope.

 Standard low profile track has stop holes  
for cars fitted with plunger stops.

 Cleat kits include mounting screws and are  
easily fitted to control ends – supports can  
be adjusted to optimum cleating angle.

 High profile track can be used for unsupported 
spans to bridge cockpits and companionway 
hatches. See page 124 for mechanical data.

 Mainsheet systems on boats to 7m (23ft).
 Genoa sheet systems on boats to 10m (33ft).
 Alloy track, cars and control ends.
 Grade 316 stainless steel fixtures.

TRACK FASTENINGS – 5mm (3/16”) countersunk fasteners at 100mm (3 15/16”) centres      STOP HOLES – 50mm (1 31/32”) centres

RC1190 track profile

RC00410

RC11985

RC11984RC11983

RC00420

RC11981P

RC1190-1.0
RC1190-1.5
RC1190-2.0
RC1190-3.0
RC1190-6.0 RC1194-2.0 RC1191J

2 x 6mm (1/4”) 2 x 6mm (1/4”)

1 x 5mm (3/16”)
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VictoryRONSTAN

Series 22 Ball Bearing
TRAVELLER SYSTEMS

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC12203 Car, pivoting shackle top, 2 mounting screws 75 58 500 1490 145 3 2 5/16 1100 3280 5.1
RC12205 Orbit Car, integrated lashing eye 75 58 500 1490 110 3 2 5/16 1100 3280 3.9
RC12210 Car, saddle top, single control sheaves 125 58 880 2180 250 5 2 5/16 1940 4810 8.8
RC12220 Car, saddle top, single AP control sheaves, C-Cleats™ 125 58 880 2000 635 5 2 5/16 1940 4410 22.4
RC12221 Car, saddle top, double AP control sheaves, C-Cleats™ 125 58 880 2000 655 5 2 5/16 1940 4410 23.1

Accessories
RF1051 Control becket, 8mm (5/16”) eye, suits RC12203 & RC12204 - - - - 6 - - - - 0.2
RF1053 Control becket fork, 5mm (3/16”) pin, suits RC12203 & RC12204 - 14 - - 9 - 9/16 - - 0.3

 Low profile, lightweight alloy cars and end caps.
 Loop and fork style fittings are easily added for 
becket and control line block attachment.

 Compact sheave arrangements for neat,  
low profile control line purchase systems. 
Control sheaves are 30mm (1 3/16”)  
diameter and suit up to 6mm (1/4”) rope.

 Twin rows of recirculating Torlon® ball  
bearings provide smooth, low friction 
performance for easy adjustment  
under load.

6mm (1/4”)

6mm (1/4”)

RF1051

RF1053

Typical add-on becket arrangements

RF1053 RF1051

Orbit Block™ in line with  
car using additional  

Dyneema® link

Orbit Block™ in line with car  
using additional Dyneema® link.  

Control blocks linked to each other 
through additional Dyneema® link.

Orbit Block™ 90º to car  
using supplied Dyneema® link.  
Control blocks attached using 

additional Dyneema® link.

2 x M6 screw

RC12203

RC12210

RC12205

RC12220

RC12221
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Victory RONSTAN

Series 22 Ball Bearing

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC12204 Car, pivoting shackle top, 2 mounting screws 125 58 880 2640 230 5 2 5/16 1940 5820 8.1
RC12213 Car, pivoting shackle top, double control sheaves 180 58 880 2180 520 7 1/16 2 5/16 1940 4810 18.3
RC12223 Car, pivoting shackle top, double control sheaves, adjustable C-Cleats™ 180 58 880 2180 930 7 1/16 2 5/16 1940 4810 32.8
RC12227 Windward control car, pivoting top, triple control sheaves & C-Cleats™ 175 58 880 2180 1056 6 7/8 2 5/16 1940 4810 37.2

Accessories
RF324-1 Stand-up spring kit, suits RC12213, RC12223 - - - - 60 - - - - 2.1
RF44000 Aluminium control sheave, 40mm (1 1/2”) diameter - - - - 16 - - - - 0.6

 RC12223 cleat supports can be adjusted  
to optimum cleating angle.

 RC12227 windward control car control line  
sheaves suit 4:1 or 5:1 purchase system.

 RF44000 suits cars RC12213 & RC12223  
for upgrade to ball bearing sheave.

 Stand-up spring kit RF324-1 is available to  
suit mainsheet cars RC12213, RC12223.  
Combine with a mainsheet system RF72700  
or RF72900 for ultimate mainsheet control.

 Mainsheet systems on boats to 10m (33ft).

 Alloy track, cars and control ends.
 Torlon® ball bearings in cars.
 Acetal control sheaves.
 Grade 316 stainless steel fixtures.

TRAVELLER SYSTEMS

1 Windward control  
line is pulled in.

2 Cleat ‘bridge’ slides  
to windward on car.

3 Leeward cleat cams are 
opened by two pins fixed to 
car, releasing the leeward 
control line automatically.

4 Windward control line 
released, cleat bridge at 
rest with both control  
lines recleated.

Windward  
Control Car
Operation

2 x M6 
screw

RC12204

RC12227

RF44000

RF324-1

RC12213RC12223
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VictoryRONSTAN

Series 22 Ball Bearing

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC12231 Genoa car, single control sheave 165 58 990 2300 570 6 1/2 2 5/16 2180 5070 20.1

RF68000W Aluminium roller bearing upgrade sheave, 
60mm (2 3/8”) diameter, suits RC12231, RC52230 - 32 1150 - 128 - 1 1/4 2540 - 4.5

 Sliderod
RC52230 Genoa car, sliderods, plunger stop 125 45 1205 2410 520 5 1 3/4 2660 5310 18.3

Accessories
501001 Ball bearing, Torlon®, 6.35mm (1/4”) diameter - - - - 1 - - - - 0.1
RC00411 Control sheave addition kit, suits RC12231 65 40 240 900 47 2 9/16 1 9/16 530 1980 1.7

RC00412 Control becket, 8mm (5/16”) eye, 2 x M6 screws,  
suits RC12203 & RC12204 - - - - 6 - - - - 0.2

 Ball bearing cars have twin rows of recirculating 
Torlon® ball bearings for smooth adjustment 
under load.

 RC52230 sliderod genoa car is a simple option 
for a sheet lead that does not require adjustment 
under load. Plunger stop can be locked in the  
“up” position.

 Control sheaves are 40mm (1 1/2”) diameter  
and suit up to 6mm (1/4”) rope. 

 Genoa car sheaves are 60mm (2 3/8”) diameter, 
and wide enough to accept two sheets for easy 
headsail changes.

 Alloy roller ball bearing sheave upgrade suits  
genoa cars with 60mm (2 3/8”) sheaves.

 Extra purchase for lead adjustment systems 
can easily be added by fitting becket or block 
addition kits (supplied with mounting screws).

 Genoa sheet systems on boats to 11m (36ft).
 Alloy track, cars and control ends.
 Torlon® ball bearings in cars.
 Acetal primary sheaves (genoa cars)  
and control sheaves.

 Alloy ball bearing sheave upgrade available.
 Grade 316 stainless steel fixtures.

TRAVELLER SYSTEMS

RC52230 RC12231 RF68000W

RC00411

501001

RC00412
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Victory RONSTAN

Series 22 Ball Bearing
TRAVELLER SYSTEMS

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC12244 Spinnaker pole car, suits 32mm (1 1/4”) toggle, towing eyes 130 58.0 1350 2700 308 5 1/8 2 5/16 2980 5950 10.9
RC12245 Spinnaker pole car, ring, towing forks 118 58.0 800 1600 405 4 5/8 4 5/8 1760 3530 14.3

 Sliderod
RC00461 Sliderods, suits RC52202 (pair) 37 6.4 - - 4 1 7/16 1/4 - - 0.1
RC00462 Sliderods, suits RC52203, RC52240 (pair) 74 6.4 - - 8 2 15/16 1/4 - - 0.3
RC00463 Sliderods, suits RC52241 (pair) 104 6.4 - - 11 4 1/8 1/4 - - 0.4
RC00464 Sliderods, suits RC52243 (pair) 94 6.4 - - 10 3 11/16 1/4 - - 0.4
RC00465 Sliderods, suits RC52230 (pair) 114 6.4 - - 12 4 1/2 1/4 - - 0.4
RC12283 Adjustable stop 60 45 - - 104 2 3/8 1 3/4 - - 3.7
RC52202 Car, sliderods, pivoting shackle 48 45.0 600 1490 95 1 7/8 1 3/4 1320 3280 3.4
RC52203 Car, sliderods, pivoting shackle, internal control beckets 85 45.0 1000 2690 166 3 3/8 1 3/4 2200 5930 5.9
RC52240 Car, sliderods, pivoting shackle & plunger stop 85 45.0 975 1940 177 3 3/8 1 3/4 2150 4280 6.2
RC52241 Outhaul car, sliderods, 8mm (5/16”) pin, internal control beckets 115 45.0 1205 2410 347 4 1/2 1 3/4 2660 5310 12.2
RC52243 Spinnaker pole car, sliderods, ring, plunger stop 105 45.0 1300 2500 410 4 1/8 1 3/4 2870 5510 14.5

 Sliderod cars with pivoting shackles suit a variety 
of applications where a secure, adjustable  
take-off point for a block or control line is 
required. Plunger stops can be locked in the  
“up” position.

 Sliderod spinnaker pole car suits poles set up for  
end-for-end gybes. Adjustment is by plunger stop.

 Adjustable stops can be fitted on track aft of  
genoa cars and used to relieve load on 
adjustment tackle.

 RC12244 spinnaker pole car suits piston style 
inboard end fittings with 32mm (1 1/4”) toggle.

 Spinnaker pole systems on boats to 10m (33ft).
 Outhaul car for boats to 8m (26ft).

RC52202 RC52241

RC52240

RC52243

RC52203

RC12283

RC12245 RC12244

RC00465

RC00464

RC00463

RC00462

RC00461

2 x M6 
screw

2 x M6 
screw

40mm
(1 9/16”)

10mm 
(13/32”)

32mm
(1 1/4”)

10mm 
(13/32”)

40mm
(1 9/16”)

10mm 
(13/32”)

8mm
(5/16”)
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VictoryRONSTAN

Series 22 Ball Bearing
TRAVELLER SYSTEMS

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

Accessories
RC00411 Control sheave addition kit, suits RC12284, RC12285 65 40 240 900 47 2 9/16 1 9/16 530 1980 1.7
RC00421 Control end C-Cleat™ addition kit, suits RC12284, RC12285 - - - - 207 - - - - 7.3
RC1220-1.0* Track, black 996 22 - - 460 39 3/16 7/8 - - 16.2
RC1220-2.0* Track, black 1996 22 - - 920 78 9/16 7/8 - - 32.5
RC1220-3.0* Track, black 2996 22 - - 1380 117 15/16 7/8 - - 48.7
RC1220-6.0* Track, black 5996 22 - - 2760 236 1/16 7/8 - - 97.4
RC1221J Track joiner 60 - - - 4 2 3/8 - - - 0.1
RC1225-3.0* Beam track, black. 45mmW x 85mmH (1 25/32”W x 3 11/32”H) 2996 85 - - 6240 117 15/16 3 3/8 - - 220.1
RC1225P End plug for RC1225 beam track - 45 - - 4 - 1 3/4 - - 0.1
RC1225B-2.0* Beam track, black. 37mmW x 44mmH (1 7/16”W x 1 3/4”H) 1996 37 - - 4530 78 9/16 1 7/16 - - 160.1
RC1225BP End plug for RC1225B beam track - 37 - - 18 - 1 7/16 - - 0.6
RC12280 End cap, plastic 30 26 - - 6 1 3/16 1 - - 0.2
RC12281* Track end stop, anodised aluminium 50 45 - - 50 1 31/32 1 25/32 - - 1.8
RC12281P Cover plate for control end - 45 - - 5 - 1 3/4 - - 0.2
RC12284 Control end, single sheave 83 45 240 900 140 3 9/32 1 3/4 530 1980 4.9
RC12285 Control end, single sheave & becket 103 45 320 900 168 4 1/16 1 3/4 710 1980 5.9
RF44000 Aluminium control sheave, 40mm (1 1/2”) diameter - - - - 16 - - - - 0.6

* Silver track available - Order as RCxxxxxxS

 Control ends are used with mainsheet traveller 
and genoa sheeting systems to create purchase 
systems for easy adjustment of car position 
under load. 

 Cleat kits include mounting screws and are easily 
fitted to control ends – supports can be adjusted 
to optimum cleating angle.

 Beam tracks can be used for unsupported spans 
to bridge cockpits and companionway hatches. 
They are supplied without fastener or stop 
holes. See page 124 for mechanical data.

 40mm (1 9/16”) diameter control end sheaves 
suit up to 6mm (1/4”) rope.

 Control ends can be fitted with RC12281P to 
conceal track end.

 Standard low profile track has stop holes for  
cars fitted with plunger stops.

 Mainsheet systems on boats to 10m (33ft).
 Genoa sheet systems on boats to 11m (36ft).

TRACK FASTENINGS – 6mm (1/4”) countersunk fasteners at 100mm (3 15/16”) centres      STOP HOLES – 50mm (1 31/32”) centres (RC1220 only)

RC12284 RC12285 RC00411 RC00421

RC1225-3.0RC1225PRC1225BP RC1225B-2.0

RC12281RC12280

RF44000

RC1220-1.0
RC1220-2.0
RC1220-3.0
RC1220-6.0 RC1221J

RC1220 track profile

RC12281P

2 x 6mm
(1/4”)

2 x 6mm
(1/4”)

1 x 5mm (3/16”) 2 x 5mm (1/4”)
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Victory RONSTAN

Series 26 Ball Bearing
TRAVELLER SYSTEMS

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC12605 Orbit Car, integrated lashing eye 108 69 850 1700 18 4 1/4 2 3/4 1870 3740 0.6

RC12617 Car, 1 x 75mm (3”) diameter sheave,  
triple 50mm (2”) diameter control sheaves, C-Cleats™ 210 70 1700 3400 2280 8 1/4 2 3/4 3750 7500 80.4

Accessories
501003 Ball bearing, Torlon®, 7.95mm (5/16”) diameter - - - - 1 - - - - 0.1

RF78000W Aluminium roller ball bearing sheave, 75mm (3”) diameter,  
suits RC12617 - - - - 280 - - - - 9.9

RF54000 Aluminium ball bearing control sheave, 50mm (2”) diameter,  
suits RC12613, RC12631, RC12623, RC12617 - - - - 32 - - - - 1.1

 RC12617 with pivoting sheave unit is a compact 
and low profile solution for 2:1 mainsheet 
systems. Suits up to 6:1 control line purchase. 
Pivoting of the main sheave unit is limited to  
4° aft and 45° forward.

 50mm (2”) diameter control line sheaves suit  
up to 8mm (5/16”) rope.

 The fully machined RC12605 Orbit Car provides 
the ultimate in lightweight and flexibility. Blocks 
may be attached with a Dyneema® link or 
lashing. Multiple cars can be linked together for 
higher working load or to suit curved tracks.

 Mainsheet systems on boats to 12m (40ft).
 Self-tacking jib sheet systems on boats to  
10m (33ft).

 Alloy track, cars and control ends.
 Torlon® ball bearings in cars.
 Alloy ball bearing sheave upgrade available 
(RC12617).

 Grade 316 stainless steel fixtures (RC12617).

© Italia Yachts

10mm (3/8”)

RF78000W

RC12617

501003RF54000

RC12605
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VictoryRONSTAN

Series 26 Ball Bearing
TRAVELLER SYSTEMS

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

 Ball Bearing
RC12603 Car, pivoting shackle, 2 mounting screws 120 69 690 1380 331 4 3/4 2 3/4 1520 3040 11.7
RC12613 Car, pivoting shackle, double control sheaves 200 69 1700 3400 740 7 7/8 2 3/4 3750 7500 26.1
RC12623 Car, pivoting shackle, double control sheaves, adjustable C-Cleats™ 205 69 1700 3400 1042 8 1/16 2 3/4 3750 7500 36.8
RC12631 Genoa car, single control sheave 180 69 1400 2800 582 7 1/16 2 3/4 3090 6170 20.5

Accessories
RF324-2 Stand-up spring kit, suits RC12603, RC12613, RC12623 - - - - 60 - - - - 2.1
RF1051 Control becket, 8mm (5/16”) eye, suits RC12203 & RC12204 - - - - 6 - - - - 0.2
RF1053 Control becket fork, 5mm (3/16”) pin, suits RC12603 & RC12631 - 14 - - 9 - 9/16 - - 0.3

RF68000W Aluminium roller ball bearing sheave, 60mm (2 3/8”) diameter,  
suits RC12631 - 33 1150 - 128 - 1 1/4 2540 - 4.5

 Ball bearing cars have twin rows of recirculating 
Torlon® ball bearings for smooth, precise 
adjustment under load.

 40mm (1 9/16”) diameter control sheaves suit  
up to 6mm (1/4”) rope.

 RC12631 genoa car sheave is 60mm (2 3/8”) 
diameter and can accept two sheets for easy 
headsail changes.

 Individual cleat supports on mainsheet car  
can be adjusted to optimum cleating angle.

 Ball bearing sheaves available for enhanced 
performance.

 RF324-2 provides support for Series 60 Orbit 
Block™ on mainsheet cars RC12603, RC12613, 
RC12623. 

 Mainsheet systems on boats to 12m (40ft).

 Genoa sheet systems on boats to 13m (43ft).
 Self-tacking jib sheet systems on boats  
to 10m (33ft).

 Alloy track, cars and control ends.
 Torlon® ball bearings in cars.
 Acetal sheaves.
 Grade 316 stainless steel fixtures.

6mm (1/4”)6mm (1/4”)

RF1051RF1053

Typical add-on becket arrangements

RF1053 RF1051

8mm (5/16”)

RF68000W RF324-2

RC12613

RC12623 RC12631

RC12603

2 x M6 
screw

M6 screw
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RC12680

26.5mm (1 1/32")

13.5mm (17/32")

Series 26 Ball Bearing
TRAVELLER SYSTEMS

PRODUCT No.
LENGTH WIDTH M.W.L. B.L. WEIGHT LENGTH WIDTH M.W.L. B.L. WEIGHT

DESCRIPTION mm mm kg kg g in in lb lb oz

Accessories
RC1260-1.0* Track, black 996 26 - - 600 39 3/16 1 1/16 - - 21.2
RC1260-2.0* Track, black 1996 26 - - 1200 78 9/16 1 1/16 - - 42.3
RC1260-3.0* Track, black 2996 26 - - 1800 117 15/16 1 1/16 - - 63.5
RC1260-6.0* Track, black 5996 26 - - 3600 236 1/16 1 1/16 - - 127.0
RC1261J Track joiner 60 - - - 5 2 3/8 - - - 0.2
RC12680 End cap, plastic 34 32 - - 7 1 5/16 1 1/4 - - 0.2
RC12681 End stop, aluminium 55 45 - - 73 2 5/32 1 25/32 - - 2.6
RC12681P Cover plate for control end & track, including screws - 45 - - 7 - 1 3/4 - - 0.2
RC12683 Adjustable stop 55 64 - - 120 2 5/32 2 3/4 - - 4.2
RC12685 Control end, single sheave & becket 95 45 320 900 211 3 3/4 1 25/32 710 1980 7.4
RC12686 Control end, double sheaves 95 45 450 900 198 3 3/4 1 25/32 990 1980 7.0
RC12687 Control end, double sheaves & becket 95 45 450 900 258 3 3/4 1 25/32 990 1980 9.1
RC12687C Control end, double sheaves & becket, C-Cleat™ 95 45 450 900 405 3 3/4 1 25/32 990 1980 14.3
RF44000 Aluminium ball bearing control sheave, 40mm (1 1/2”) diameter - - - - 16 - - - - 0.6

* Silver track available - Order as RCxxxxxxS

TRACK FASTENINGS – 6mm (1/4”) countersunk fasteners at 100mm (3 15/16”) centres      STOP HOLES – 50mm (1 31/32”) centres

 Control ends are used with mainsheet traveller 
and genoa sheeting systems to create purchase 
systems for easy adjustment of car position 
under load.

 Control ends can be fitted with RC12681P  
to conceal track end.

 Alloy track and end caps.
 Torlon® ball bearings in cars.

 Acetal sheaves.
 Alloy ball bearing sheave upgrade available.
 Grade 316 stainless steel fixtures.

RC12685 RC12686 RC12683

RC12681P

RC12681

RC12687RC12687C RF44000

RC1260 track profile

RC1260-1.0
RC1260-2.0
RC1260-3.0
RC1260-6.0 RC1261J

2 x 6mm
(1/4”)

2 x 6mm
(1/4”)

2 x 6mm
(1/4”)

2 x 6mm
(1/4”)

2 x 6mm
(1/4”)

1 x 6mm
(1/4”)
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Jib Furlers
SMALL BOAT FURLERS

PRODUCT No. DESCRIPTION
B.L. WEIGHT B.L. WEIGHT
kg g lb oz

Small Boat Drum Furlers
RF3 Staunchion block for furling lines 12mm (1/2”) maximum rope diameter - 30 - 1.1

RF76 Jib furler, 65mm (2 1/2”) diameter. Enclosed acetal drum with stainless steel ball bearing swivel unit.  
Overall height 80mm (3 1/8”) 1700 155 3740 5.5

RF78B Fork/Eye swivel, 6.4mm (1/4”) diameter pin and 8.2mm (5/16”) diameter hole. See page 201 for further details 1700 60 3740 2.1

RF1246 Jib furler, 114mm (4 1/2”) diameter. Glass-reinforced nylon drum with stainless steel ball bearing swivel unit  
and furling line lead-arm. Overall height 114mm (4 1/2”) 2600 500 5720 17.6

RF1247 Fork/Fork swivel, incorporating forestay location bar, 7.9mm (5/16”) diameter pins. See page 201 for further details 2600 240 5720 8.5

© Michael Chittenden

Jib halyard

RF1247

Forestay

RF1246

Furling line

Chain plate

Bow

Typical furling jib setup

RF1247

RF78B

RF1246

RF76 RF3

For the most up to date product information, visit   www.victory-products.com



335

Victory RONSTAN

 Optimised drum diameter for power and furling 
efficiency, combined with minimum weight.

 Alloy drum with ribbed rope groove profile for 
maximum grip on furling line.

 Furling line self-ejects from drum grip area as 
sail unfurls for fast, smooth deployment.

 High performance ball bearings are factory 
sealed and maintenance free.

 Low profile design allows maximum luff  
length/sail area.

 The pre-spliced furling line can be shortened 
if required and respliced using the RFSPLICE-1 
splicing needle. See the SUPPORT tab on the 
Ronstan website for details.

 Furling on off-the-beach dinghies, multihulls  
and sportsboats to 7m (23ft). 

 Low friction PTFE perimeter strip prevents  
furling line snagging or fouling.

 Hard anodised aluminium drum  
for maximum durability.

 Glass filled, thermoplastic swivel body  
for minimum weight aloft.

 Highly polished stainless steel rope guide  
for low friction and minimal rope wear.

7.6mm
(5/16")

5mm
(3/16")

53
(2 1/16")

73mm
(2 7/8")

6mm
(15/64")

8.8mm
(11/32")

42mm
(1 11/16")

62mm
(2 7/16")

76mm
(3")

76mm
(3")

35mm
(1 3/8")

63mm
(2 1/2")

mm

7.6mm
(5/16")

5mm
(3/16")

53
(2 1/16")

73mm
(2 7/8")

6mm
(15/64")

8.8mm
(11/32")

42mm
(1 11/16")

62mm
(2 7/16")

76mm
(3")

76mm
(3")

35mm
(1 3/8")

63mm
(2 1/2")

mm

Gennaker Furler
SMALL BOAT FURLERS

PRODUCT No. DESCRIPTION

DRUM 
DIAM.

SWIVEL  
SIZE LINE M.W.L. B.L. WEIGHT

DRUM 
DIAM. 

SWIVEL  
SIZE LINE M.W.L. B.L. WEIGHT

mm mm mm kg kg g in in in lb lb oz

Furler & Top Swivel
RS006000 Gennaker furler 63 - 5 650 1300 138 2 1/2 - 3/16 1430 2860 4.9
RS006010 Top swivel - 35 - 650 1300 85 - 1 3/8 - 1430 2860 3.0

Accessories
RF815 Two-way link, 5mm (3/16”) pin, suits RS006000 1100 14 2425 0.5

RF6170 Snap shackle adapter, swivelling, 16mm (5/8”) eye clearance, 
suits RS006000 500 1135 49 1100 2500 1.7

RFSPLICE-1 Splicing needle 10 0.4
RS000001 Pre-spliced continuous furling line, 5mm (3/16”) diameter x 8m (26ft) loop 135 5.1

RS000001

RS006010

RS006000

RF6170RFSPLICE-1 RF815
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Continuous Line Furlers
FEATURES & INFORMATION

Lightweight machined drum

Top-down models Low friction line guide

Rotation stop accessorySecure, snag-free connections

Retained, quick release clevis pins

Top swivel with optional lashing pin

Refined Design,  
Performance & Reliability 
Our Continuous Line Furlers put great performance and reliability within the reach  
of cruising and racing sailors alike.

Advanced drum 
technology
The range matches drum diameters to load 
ratings providing the optimum balance 
between speed and ease of furling. Drums 
incorporate a machined groove profile 
and cross-hole geometry to grip the furling 
line securely. When deploying the sail the 
continuous furling line self-ejects from the 
grip zone, remaining stationary for smoother, 
safer operation with minimum rope wear. A 
PTFE perimeter strip ensures the unloaded 
furling line can’t fall from the drum or become 
snagged.

Top-Down models 
for soft luff sails
Top-down furling provides a new level of 
simplicity, safety and speed for handling of 
soft luff sails such as asymmetric spinnakers 
and gennakers. Cruisers can now store, deploy 
and retrieve these sails as simply as they 
would a furling headsail from the safety and 
convenience of the cockpit. Racers too can 
benefit from the characteristics of top-down
to allow superfast retrieval of code zeros by 
pre-winding the torsion rope and firing the 
sheet when ready. Ronstan furlers are available 
with top-down adapters or in dedicated top-
down models with practical accessories such as 
top swivel lashing pins to provide the perfect 
solution.

Maintenance free 
bearing system
Furlers and top swivels feature a factory 
sealed,maintenance free bearing. Roller 
bearing sets run on hardened races for smooth 
high load performance.

Easy continuous line 
installation and removal
The continuous furling line is easily fitted and 
removed from the furler, so it can be left on 
deck when the sail and furler are stowed below.

Secure & flexible 
attachment options
Furlers and top swivels have retained clevis 
pins and top swivels have a snag-free low 
profile shackle pin head. Attachment  
options include quick release pins, high 
resistance shackles, snap shackles,  
fairleads and torsion rope thimbles.  
The furling line guide can be adjusted  
to suit either 0˚ or 90˚ attachment,  
as required to match the take-off  
alignment and deck layout.

Rotation stop  
accessory
A compact rotation stop  
can be added to compatible  
models of furlers to avoid  
inadvertent unfurling of the  
sail. The rotation stop is simply  
installed on the underside of the  
furler and can be locked out when  
in use, or in when the sail is furled  
or stowed.
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Standard 
Furling Systems

Applications: Sails with a “straight” luff.
For upwind sailing, true wind angles less than 90°.
• Code Zero • Screecher • Staysail

TYPICAL MAXIMUM BOAT SIZE

CODE ZERO (STANDARD FURLING) SPINNAKER (TOP-DOWN FURLING)
SERIES Monohull LOA Multihull LOA Sail Area Monohull LOA Multihull LOA Sail Area
Series 80 9m (30’) 8m (26’) 40m2 (430ft2) 10m (33’) 8m (26’) 75m2 (805ft2)
Series 120 12m (40’) 10m (33’) 90m2 (965ft2) 14m (46’) 12m (40’) 140m2 (1505ft2)
Series 160 14m (46’) 12m (40’) 130m2 (1395ft2) 16m (53’) 14m (46’) 200m2 (2150ft2)
Series 200 18m (60’) 15m (50’) 270m2 (2900ft2) 21m (69’) 18m (60’) 400m2 (4305ft2)
Series 280 21m (69’) 18m (60’) 350m2 (3765ft2) 25m (82’) 21m (69’) 525m2 (5650ft2)

Neoprene Top 
Swivel Cover

Snap
Shackle 2:1 Fairlead 3:1 Fairlead Thimble Shackle Plunger Stop

Top Swivel  
Lashing Pin

Quick  
Release PinSERIES

Series 80 - RS208020 RS208030 - RS208040 RS208050 - RS208080 -
Series 120 - RS212020 RS212030 - RS212040 RS212050 RS212070 RS212080 RS212090
Series 160 - RS216020 RS216030 - RS216040 RS216050 RS216070 RS216080 RS216090
Series 200 RS220015 - - RS220030 RS220040 RS020050 RS216070 - -
Series 280 RS228015 - - RS228030 RS228040 RS020050R - - -

Top-Down 
Furling Systems

Applications: Sails with a “soft” luff, 
and full mid-section.
For downwind sailing, true wind angle greater than 90°. 
• Code 1-6 • Reacher • Runner • Gennaker

1. Furling drum rotated. Tack remains stationary on 
‘floating’ swivel ring while torsion rope rotates top 
swivel, commencing to wind sail around torsion 
rope from top and full mid-section.

2. Sail continues to furl from top down.

Selection Guide

1. Furling drum rotated. Winds sail 
around torsion rope along full length.

2. Sail continues to furl along full length 
of torsion rope.

FURLERS

ACCESSORIES

How it works:

How it works:

0 1 2

0 1 2

1

STRAIGHT 
LUFF

1

SOFT LUFF
(Positive luff 
curvature)

1

6
5

3

4

2
3

7

5

3

6

4

1

2
3

5

6

4
3
2
1 Torsion rope

Top swivel
Thimble
Standard furler
2:1 or 3:1 fairlead, shackle 
or snap shackle to padeye
Neoprene top swivel cover

Torsion rope
Top swivel
Thimble
Top-down furler or standard 
furler with top-down adapter 
(S200 & S280)
Integrated swivel ring

2:1 or 3:1 fairlead, shackle  
or snap shackle to padeye
Neoprene top swivel cover

5
6

7

4
3
2
1

1

Continuous Line Furlers
FEATURES & INFORMATION
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Continuous Line Furlers

 Series 80, 120 & 160 furlers include a shackle  
on the underside of the furler.

 Top swivels feature snag-free low profile  
shackle pin heads.

 Quick furling line installation and removal  
requires no tools.

 Maintenance free, factory sealed main  
bearing systems.

 Dimensioned technical drawings and user 
instructions can be found under the  
SUPPORT tab on the Ronstan website.

 Grade 17-4PH forged stainless steel shackles.

 Grade 316 stainless steel fasteners.
 Grade 2205 stainless steel shaft and pins.
 Aluminium drum, swivel jaws & line guide.
 PTFE perimeter strip.
 Torlon® ball bearings (top-down swivel ring).

PRODUCT No. DESCRIPTION
LINE M.W.L. B.L. WEIGHT LINE M.W.L. B.L. WEIGHT
mm kg kg g in lb lb oz

Top Swivels
RS208010 Series 80, top swivel - 950 1900 134 - 2090 4190 4.7
RS212010 Series 120, top swivel - 1800 3600 204 - 3970 7940 7.2
RS216010 Series 160, top swivel - 3000 6000 382 - 6610 13230 13.5

Top-Down Furlers
RS208100 Series 80, top-down furler 8 475*1 / 950*2 1900 266 5/16 1045*1 / 2090*2 4190 9.4
RS212100 Series 120, top-down furler 8 900*1 / 1800*2 3600 546 5/16 1980*1 / 3970*2 7940 19.3
RS216100 Series 160, top-down furler 10 1500*1 / 3000*2 6000 916 3/8 3300*1 / 6610*2 13230 32.3

Standard Furlers
RS208000 Series 80, standard furler 8 950 1900 228 5/16 2090 4190 8.0
RS212000 Series 120, standard furler 8 1800 3600 383 5/16 3970 7940 13.5
RS216000 Series 160, standard furler 10 3000 6000 790 3/8 6610 13230 27.9

*1 MWL on swivel ring (tack load).
*2 MWL on clevis pins (torsion line + tack load).

TOP 
SWIVELS

STANDARD 
FURLERS

TOP-DOWN 
FURLERS

RS208010

RS208000

RS208100

RS212010

RS212000

RS212100

RS216010

RS216000

RS216100
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 Top swivel fork/fork configuration for snag-free 
operation and direct halyard soft eye attachment.

 Connection post of Series 200 & 280 furlers  
are compatible with shackle, snap shackle  
or fairlead attachment - supplied separately,  
see page 132 for options.

 Fast pins on furlers and top swivels  
facilitate easy changeover of sails sharing  
a common furler set.

 Dimensioned technical drawings and user 
instructions can be found under the 
SUPPORT tab on the Ronstan website.

 Grade 316 stainless steel fasteners.
 Grade 2205 stainless steel shaft and pins.
 Aluminium drum, swivel jaws & line guide.
 PTFE perimeter strip.
 Torlon® ball bearings (top-down adapter swivel ring).

Continuous Line Furlers

PRODUCT No. DESCRIPTION
LINE M.W.L. B.L. WEIGHT LINE M.W.L. B.L. WEIGHT
mm kg kg g in lb lb oz

Top Swivels
RS220010 Series 200, top swivel - 5000 10000 748 - 11020 22040 26.4
RS228010 Series 280, top swivel - 8000 16000 1700 - 17630 35270 60.1

Top-Down Adapters
RS220060 Series 200, top-down adapter - 3000*1 / 5000*2 10000 966 - 6610*1 / 11020*2 22040 34.0
RS228060 Series 280, top-down adapter - 5000*1 / 8000*2 16000 1950 - 11020*1 / 17630*2 35270 68.9

Standard Furlers
RS220000 Series 200, standard furler 10 5000 10000 1730 3/8 11020 22040 61.0
RS228000 Series 280, standard furler 12 8000 16000 3250 1/2 17630 35270 114.6

*1 MWL on swivel ring (tack load).
*2 MWL on clevis pins (torsion line + tack load).

TOP 
SWIVELS

STANDARD 
FURLERS

TOP-DOWN 
ADAPTERS

RS220010 RS228010

RS220000

RS220060

RS228000

RS228060
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Furler Accessories
CONTINUOUS LINE FURLERS

2:1  
FAIRLEADS

3:1  
FAIRLEADS

TOP SWIVEL 
LASHING PINS

SNAP  
SHACKLES

TOP SWIVEL
COVERS

QUICK  
RELEASE PINS

SHACKLES FURLER  
ROTATION STOPS

TORSION ROPE 
THIMBLES

 2:1 fairlead can be used on furler or top swivel.
 3:1 fairlead incorporates a fast pin for quick and 
easy removal from furler - where 3:1 tack line 
remains on bowsprit when sail and furler  
are removed.

 Furler rotation stop prevents accidental  
unfurling.

 Top swivel lashing pin allows for closer sail 
attachment at head, improving furling for  
top-down systems.

 UV resistant neoprene top swivel covers.
 Grade 6061-T6 aluminium thimbles,  
and 3:1 fairlead.

 Grade 2205 stainless steel quick release pins.
 Grade 17-4PH stainless steel forged HR shackles.

PRODUCT No. DESCRIPTION
M.W.L. B.L. WEIGHT M.W.L. B.L. WEIGHT

kg kg g lb lb oz

Top Swivel Covers (use two per top swivel)
RS220015 Top swivel cover, suits RS220010 - - 18 - - 0.6
RS228015 Top swivel cover, suits RS228010 - - 25 - - 0.9

Snap Shackles
RS208020 Snap shackle, suits RS208000 & RS208100 960 2000 54 2120 4410 1.9
RS212020 Snap shackle, suits RS212000 & RS212100 1280 3850 130 2820 8490 4.6
RS216020 Snap shackle, suits RS216000 & RS216100 2800 7000 257 6170 15430 9.1

Fairleads
RS208030 2:1 fairlead, suits RS208000 & RS208100 1040 2300 44 2290 5070 1.6
RS212030 2:1 fairlead, suits RS212000 & RS212100 1760 4100 96 3880 9040 3.4
RS216030 2:1 fairlead, suits RS216000 & RS216100 2640 6000 186 5820 13230 6.6
RS220030 3:1 fairlead, suits RS220000 5000 10000 350 11020 22040 12.3
RS228030 3:1 fairlead, suits RS228000 8000 16000 800 17630 35270 28.2

Torsion Rope Thimbles
RS208040 Torsion rope thimble, suits RS208000, RS208100 & RS208010 - - 8 - - 0.3
RS212040 Torsion rope thimble, suits RS212000, RS212100 & RS212010 - - 23 - - 0.8
RS216040 Torsion rope thimble, suits RS216000, RS216100 & RS216010 - - 53 - - 1.9
RS220040 Torsion rope thimble, suits RS220000, RS220010 & RS220060 - - 65 - - 2.3
RS228040 Torsion rope thimble, suits RS228000, RS228010 & RS228060 - - 164 - - 5.8

Shackles
RS208050 Shackle, 6mm (1/4”) pin diameter, suits RS208000 & RS208100  - 1950 26 - 4300 0.9
RS212050 HR shackle, 8mm (5/16”) pin diameter, suits RS212000 & RS212100 - 4400 55 - 9700 1.9
RS216050 HR shackle, 10mm (13/32”) pin diameter, suits RS216000 & RS216100 - 7500 97 - 16500 3.4
RS020050* HR shackle, 12mm (15/32”) pin diameter, suits RS220000 - 10000 237 - 22000 8.4
RS020050R* HR shackle, 16mm (5/8”) pin diameter, suits RS228000 - 19000 470 - 41800 16.6

Furler Rotation Stops
RS212070 Furler rotation stop, suits RS212000 & RS212100 - - 10 - - 0.3
RS216070 Furler rotation stop, suits RS216000, RS216100 & RS220000 - - 18 - - 0.6

Top Swivel Lashing Pins
RS208080 Top swivel lashing pin, 7mm (9/32”), suits RS208010 950 1900 29 2090 4190 1.0
RS212080 Top swivel lashing pin, 8mm (5/16”), suits RS212010 1800 3600 48 3970 7940 1.7
RS216080 Top swivel lashing pin, 10mm (13/32”), suits RS216010 3000 6000 90 6610 13230 2.3

Quick Release Pins
RS212090 Quick release pin, 8mm (5/16”) diameter, suits RS212000, RS212100 & RS212010 1800 3600 14 3970 7940 0.5
RS216090 Quick release pin, 10mm (13/32”) diameter, suits RS216000, RS216100 & RS216010 3000 6000 26 6610 13230 0.9

* RS020050 & RS020050R have a coined and drilled head shackle pin
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E

BA

Glue-in style

 Nylon bushes provide chafe protection  
where lines pass through decks, bulkheads  
or spars. They are available to suit various  
line diameters and deck thicknesses.

PRODUCT No. DESCRIPTION
A B C D E WEIGHT A B C D E WEIGHT

mm mm mm mm mm g in in in in in oz

Bushes
PNP54 Staunchion cap. Suits 22.2mm (7/8”) ID tube - - - - - 12 - - - - - 0.4
PNP181 Plastic bush, glue-in, stainless steel lined 4.0 14.0 18.0 13.0 - 5 5/32 9/16 11/16 1/2 - 0.2
PNP182 Plastic bush, glue-in, stainless steel lined 7.0 5.0 22.0 16.0 - 4 9/32 3/16 7/8 5/8 - 0.1
PNP183 Plastic bush, glue-in, stainless steel lined 7.0 14.0 22.0 16.0 - 7 9/32 9/16 7/8 5/8 - 0.2
PNP186 Plastic bush, screw mount, stainless steel lined 7.0 5.0 28.0 16.0 3.0 5 9/32 3/16 1 3/32 5/8 1/8 0.2
PNP187 Plastic bush, screw mount, stainless steel lined 7.0 14.0 28.0 16.0 3.0 8 9/32 9/16 1 3/32 5/8 1/8 0.3
PNP39A Plastic bush, glue-in 10.0 13.0 22.0 16.0 - 3 3/8 1/2 7/8 5/8 - 0.1
PNP188 Plastic bush, screw mount, stainless steel lined 11.0 5.0 31.0 19.0 3.0 5 7/16 3/16 1 7/32 3/4 1/8 0.2
PNP189 Plastic bush, screw mount, stainless steel lined 11.0 14.0 31.0 19.0 3.0 10 7/16 9/16 1 7/32 3/4 1/8 0.4
PNP255 Plastic bush, glue-in, stainless steel lined 11.0 5.0 25.0 20.0 - 3 7/16 3/16 1 25/32 - 0.1
PNP256 Plastic bush, glue-in, stainless steel lined 11.0 14.0 25.0 20.0 - 7 7/16 9/16 1 25/32 - 0.2
PNP39B Plastic bush, glue-in 12.5 13.0 31.0 25.0 - 4 1/2 1/2 1 1/4 1 - 0.1
PNP257 Plastic bush, screw mount, stainless steel lined 13.0 14.0 36.0 26.0 4.0 16 1/2 9/16 1 13/32 1 5/32 0.6
PNP258 Plastic bush, screw mount, stainless steel lined 13.0 5.0 36.0 26.0 4.0 10 1/2 3/16 1 13/32 1 5/32 0.4
PNP259 Plastic bush, glue-in, stainless steel lined 13.0 5.0 28.0 23.0 - 7 1/2 3/16 1 3/32 25/32 - 0.2
PNP260 Plastic bush, glue-in, stainless steel lined 13.0 14.0 28.0 23.0 - 13 1/2 9/16 1 3/32 25/32 - 0.5
PNP261 Plastic bush, screw mount, stainless steel lined 15.0 5.0 39.0 28.0 4.0 11 9/16 3/16 1 17/32 1 3/32 5/32 0.4
PNP262 Plastic bush, screw mount, stainless steel lined 15.0 14.0 39.0 28.0 4.0 20 9/16 9/16 1 17/32 1 3/32 5/32 0.7

PNP187

PNP39A

PNP189

PNP39B

PNP257

PNP262

PNP186

PNP188

PNP258

PNP261

PNP183

PNP181

PNP256

PNP260

PNP182

PNP255

PNP259

ID
4mm

(5/32”)

ID
7mm

(9/32”)

ID
11mm
(7/16”)

ID
10mm
(3/8”)

ID
12.5mm

(1/2”)

ID
13mm
(1/2”)

ID
15mm
(9/16”)

Bushes

PNP54

Screw mount style
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 Tie balls have a stepped bore allowing the 
rope end knot to be contained within the ball. 
Ideal for control lines.

 Tough nylon halyard stoppers are ideal for 
protecting halyard eye splices and whipping twine 
where they meet sheaves and exit plates. They 
have a straight bore with constant diameter.

PRODUCT No. PRODUCT No. PRODUCT No. PRODUCT No.
MAX. ROPE OUTSIDE DIAM. WEIGHT MAX. ROPE OUTSIDE DIAM. WEIGHT

mm mm g in in oz

Tie Balls
Black Red Blue Green

RF1318BLK RF1318AR RF1318ABLU RF1318AGRN 4 16 2 5/32 5/8 0.1
RF1317BLK RF1317AR RF1317ABLU RF1317AGRN 5 20 3 3/16 3/4 0.1
RF1316BLK RF1316AR RF1316ABLU RF1316AGRN 5 25 7 3/16 1 0.3
RF1315BLK RF1315AR RF1315ABLU RF1315AGRN 6 32 14 1/4 1 1/4 0.5

PRODUCT No. PRODUCT No. PRODUCT No. PRODUCT No.
INSIDE DIAM. OUTSIDE DIAM. WEIGHT INSIDE DIAM. OUTSIDE DIAM. WEIGHT

mm mm g in in oz

Halyard Stoppers
Black Red Blue Green

PNP272A PNP272AR PNP272ABLU PNP272AGRN 15.5 32 11 19/32 1 1/4 0.4
PNP272D - - - 11.0 20 3 7/16 3/4 0.1

PNP207

RF1318R

RF1317R

RF1316R

RF1315R

PNP272AR

RF1318BLU

RF1317BLU

RF1316BLU

RF1315BLU

PNP272ABLU

RF1318BLK

TIE BALLS

HALYARD STOPPERS

RF1317BLK

RF1316BLK

RF1315BLK

PNP272A

PNP272D

RF1318GRN

RF1317GRN

RF1316GRN

RF1315GRN

PNP272AGRN

PNP206

PNP89
RF308

PNP68C

Rope Stopper Balls & Handles

PRODUCT No. DESCRIPTION
WEIGHT WEIGHT

g oz

Handles
PNP206 Transom step/handle. Glass reinforced nylon. 125mm (5”) wide tread. Requires 4 x 5mm (3/16”) fasteners 140 4.8
PNP207 Handle. 150mm (6”) wide. Requires 2 x 6mm (1/4”) fasteners 52 1.8

Hinges & Latches
PNP89 Cupboard latch. Requires 3 x 4mm (5/32”) fasteners 8 0.3
PNP68C Hinge. 100mm x 53mm (4” x 2 1/8”). Stainless steel pin. Requires 6 x 4mm (3/16”) fasteners 37 1.3
RF308 Hinge, pressed stainless steel. 61mm x 32mm (2 3/8” x 1 1/4”) . Requires 4 x 5mm (3/16”) fasteners 20 0.7

 Tie balls have a stepped bore allowing the 
rope end knot to be contained within the ball. 
Ideal for control lines.

 Tough nylon halyard stoppers are ideal for 
protecting halyard eye splices and whipping twine 
where they meet sheaves and exit plates. They 
have a straight bore with constant diameter.

PRODUCT No. PRODUCT No. PRODUCT No. PRODUCT No.
MAX. ROPE OUTSIDE DIAM. WEIGHT MAX. ROPE OUTSIDE DIAM. WEIGHT

mm mm g in in oz

Tie Balls
Black Red Blue Green

RF1318BLK RF1318AR RF1318ABLU RF1318AGRN 4 16 2 5/32 5/8 0.1
RF1317BLK RF1317AR RF1317ABLU RF1317AGRN 5 20 3 3/16 3/4 0.1
RF1316BLK RF1316AR RF1316ABLU RF1316AGRN 5 25 7 3/16 1 0.3
RF1315BLK RF1315AR RF1315ABLU RF1315AGRN 6 32 14 1/4 1 1/4 0.5

PRODUCT No. PRODUCT No. PRODUCT No. PRODUCT No.
INSIDE DIAM. OUTSIDE DIAM. WEIGHT INSIDE DIAM. OUTSIDE DIAM. WEIGHT

mm mm g in in oz

Halyard Stoppers
Black Red Blue Green

PNP272A PNP272AR PNP272ABLU PNP272AGRN 15.5 32 11 19/32 1 1/4 0.4
PNP272D - - - 11.0 20 3 7/16 3/4 0.1

PNP207

RF1318R

RF1317R

RF1316R

RF1315R

PNP272AR

RF1318BLU

RF1317BLU

RF1316BLU

RF1315BLU

PNP272ABLU

RF1318BLK

TIE BALLS

HALYARD STOPPERS

RF1317BLK

RF1316BLK

RF1315BLK

PNP272A

PNP272D

RF1318GRN

RF1317GRN

RF1316GRN

RF1315GRN

PNP272AGRN

PNP206

PNP89
RF308

PNP68C

Rope Stopper Balls & Handles

PRODUCT No. DESCRIPTION
WEIGHT WEIGHT

g oz

Handles
PNP206 Transom step/handle. Glass reinforced nylon. 125mm (5”) wide tread. Requires 4 x 5mm (3/16”) fasteners 140 4.8
PNP207 Handle. 150mm (6”) wide. Requires 2 x 6mm (1/4”) fasteners 52 1.8

Hinges & Latches
PNP89 Cupboard latch. Requires 3 x 4mm (5/32”) fasteners 8 0.3
PNP68C Hinge. 100mm x 53mm (4” x 2 1/8”). Stainless steel pin. Requires 6 x 4mm (3/16”) fasteners 37 1.3
RF308 Hinge, pressed stainless steel. 61mm x 32mm (2 3/8” x 1 1/4”) . Requires 4 x 5mm (3/16”) fasteners 20 0.7

 Tie balls have a stepped bore allowing the 
rope end knot to be contained within the ball. 
Ideal for control lines.

 Tough nylon halyard stoppers are ideal for 
protecting halyard eye splices and whipping twine 
where they meet sheaves and exit plates. They 
have a straight bore with constant diameter.

PRODUCT No. PRODUCT No. PRODUCT No. PRODUCT No.
MAX. ROPE OUTSIDE DIAM. WEIGHT MAX. ROPE OUTSIDE DIAM. WEIGHT

mm mm g in in oz

Tie Balls
Black Red Blue Green

RF1318BLK RF1318AR RF1318ABLU RF1318AGRN 4 16 2 5/32 5/8 0.1
RF1317BLK RF1317AR RF1317ABLU RF1317AGRN 5 20 3 3/16 3/4 0.1
RF1316BLK RF1316AR RF1316ABLU RF1316AGRN 5 25 7 3/16 1 0.3
RF1315BLK RF1315AR RF1315ABLU RF1315AGRN 6 32 14 1/4 1 1/4 0.5

PRODUCT No. PRODUCT No. PRODUCT No. PRODUCT No.
INSIDE DIAM. OUTSIDE DIAM. WEIGHT INSIDE DIAM. OUTSIDE DIAM. WEIGHT

mm mm g in in oz

Halyard Stoppers
Black Red Blue Green

PNP272A PNP272AR PNP272ABLU PNP272AGRN 15.5 32 11 19/32 1 1/4 0.4
PNP272D - - - 11.0 20 3 7/16 3/4 0.1

PNP207

RF1318R

RF1317R

RF1316R

RF1315R

PNP272AR

RF1318BLU

RF1317BLU

RF1316BLU

RF1315BLU

PNP272ABLU

RF1318BLK

TIE BALLS

HALYARD STOPPERS

RF1317BLK

RF1316BLK

RF1315BLK

PNP272A

PNP272D

RF1318GRN

RF1317GRN

RF1316GRN

RF1315GRN

PNP272AGRN

PNP206

PNP89
RF308

PNP68C

Rope Stopper Balls & Handles

PRODUCT No. DESCRIPTION
WEIGHT WEIGHT

g oz

Handles
PNP206 Transom step/handle. Glass reinforced nylon. 125mm (5”) wide tread. Requires 4 x 5mm (3/16”) fasteners 140 4.8
PNP207 Handle. 150mm (6”) wide. Requires 2 x 6mm (1/4”) fasteners 52 1.8

Hinges & Latches
PNP89 Cupboard latch. Requires 3 x 4mm (5/32”) fasteners 8 0.3
PNP68C Hinge. 100mm x 53mm (4” x 2 1/8”). Stainless steel pin. Requires 6 x 4mm (3/16”) fasteners 37 1.3
RF308 Hinge, pressed stainless steel. 61mm x 32mm (2 3/8” x 1 1/4”) . Requires 4 x 5mm (3/16”) fasteners 20 0.7

Rings, Thimbles & Fairleads

PNP1

RF9

PNP11 PNP78

PNP49PNP48

RF59
RF2358

PNP33

PNP53E PNP52C PNP266 PNP265 PNP78APNP78BPNP78C

RF374

PNP120APNP121APNP122APNP123APNP124A

PNP120PNP121PNP122PNP123PNP124

PNP33BLK

PRODUCT No. DESCRIPTION
WEIGHT WEIGHT

g oz

Rings
PNP11 Ring, 32mm (1 1/4”) ID x 6.4mm (1/4”) bar diameter 4 0.1
PNP52C Ring, 19mm (3/4”) ID x 4.8mm (3/16”) bar diameter 2 0.1
PNP53E Ring, 44mm (1 3/4”) ID x 9.5mm (3/8”) bar diameter 13 0.5
PNP265 Ring, 22mm (7/8”) ID x 7.6mm (5/16”) bar diameter 5 0.2
PNP266 Ring, 28mm (1 1/8”) ID x 9.1mm (23/64”) bar diameter 10 0.3

Thimbles
PNP78 Thimble, suits 8mm (5/16”) diameter rope. 13mm (1/2”) internal clearance 6 0.2
PNP78A Thimble, suits 10mm (3/8”) diameter rope. 15mm (5/8”) internal clearance 5 0.2
PNP78B Thimble, suits 12mm (1/2”) diameter rope. 22mm (7/8”) internal clearance 10 0.4
PNP78C Thimble, suits 16mm (5/8”) diameter rope. 30mm (1 3/16”) internal clearance 13 0.5

Fairleads
PNP1 Fairlead, 19mm (3/4”) ID, white. Requires 2 x 3mm (1/8”) fasteners 27 1.0
PNP33 Fairlead, 11mm (7/16”) ID, white. Requires 2 x 4mm (5/32”) fasteners 4 0.1
PNP33BLK Fairlead, 11mm (7/16”) ID, black. Requires 2 x 4mm (5/32”) fasteners 4 0.1
PNP48 Fairlead, 5mm (3/16”) clearance, black. Requires 2 x 3mm (1/8”) fasteners 4 0.1
PNP49 Fairlead, 10mm (3/8”) clearance, white. Requires 2 x 3mm (1/8”) fasteners 16 0.6
PNP120 Fairlead, 6.5mm (1/4”) ID, stainless steel lined, black. Requires 2 x 3mm (1/8”) fasteners 8 0.3
PNP120A Fairlead, 6mm (3/16”) ID, white. Requires 2 x 3mm (1/8”) fasteners 2 0.1
PNP121 Fairlead, 8mm (5/16”) ID, stainless steel lined, black. Requires 2 x 4mm (5/32”) fasteners 8 0.3
PNP121A Fairlead, 8mm (5/16”) ID, white. Requires 2 x 4mm (5/32”) fasteners 4 0.1
PNP122 Fairlead, 11.5mm (7/16”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 10 0.4
PNP122A Fairlead, 10mm (3/8”) ID, white. Requires 2 x 5mm (3/16”) fasteners 6 0.2
PNP123 Fairlead, 13.5mm (1/2”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 16 0.5
PNP123A Fairlead, 11.5mm (7/16”) ID, white. Requires 2 x 5mm (3/16”) fasteners 9 0.3
PNP124 Fairlead, 16mm (5/8”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 24 0.8
PNP124A Fairlead, 15mm (9/16”) ID, white. Requires 2 x 5mm (3/16”) fasteners 12 0.4
RF9 Fairlead, 7mm (9/32”) ID, black. Requires 2 x 4mm (5/32”) fasteners 5 0.2
RF59 Fairlead, 14mm (9/16”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 17 0.6
RF374 Fairlead, 12mm x 40mm (1/2” x 1 1/2”) ID, black. Requires 1 x 5mm (3/16”) & 1 x 6mm (1/4”) fasteners 20 0.7
RF2358 Fairlead, 16mm (5/8”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 26 0.9 

PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

Fairleads

PNP33  Fairlead, 11mm (7/16”) ID, white. Requires 2 x 4mm (5/32”) fasteners  4  0.1
PNP33BLK  Fairlead, 11mm (7/16”) ID, black. Requires 2 x 4mm (5/32”) fasteners  4  0.1
PNP120  Fairlead, 6.5mm (1/4”) ID, stainless steel lined, black. Requires 2 x 3mm (1/8”) fasteners  8  0.3
PNP121  Fairlead, 8mm (5/16”) ID, stainless steel lined, black. Requires 2 x 4mm (5/32”) fasteners  8  0.3
PNP122  Fairlead, 11.5mm (7/16”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners  10  0.4
PNP123  Fairlead, 13.5mm (1/2”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners  16  0.5
PNP124  Fairlead, 16mm (5/8”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners  24  0.8
RF9  Fairlead, 7mm (9/32”) ID, black. Requires 2 x 4mm (5/32”) fasteners  5  0.2
RF59  Fairlead, 14mm (9/16”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners  17  0.6
RF374  Fairlead, 12mm x 40mm (1/2” x 1 1/2”) ID, black. Requires 1 x 5mm (3/16”) & 1 x 6mm (1/4”) fasteners  20  0.7
RF2358  Fairlead, 16mm (5/8”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners  26  0.9

Rings, Thimbles & Fairleads

PNP1

RF9

PNP11 PNP78

PNP49PNP48

RF59
RF2358

PNP33

PNP53E PNP52C PNP266 PNP265 PNP78APNP78BPNP78C

RF374

PNP120APNP121APNP122APNP123APNP124A

PNP120PNP121PNP122PNP123PNP124

PNP33BLK

PRODUCT No. DESCRIPTION
WEIGHT WEIGHT

g oz

Rings
PNP11 Ring, 32mm (1 1/4”) ID x 6.4mm (1/4”) bar diameter 4 0.1
PNP52C Ring, 19mm (3/4”) ID x 4.8mm (3/16”) bar diameter 2 0.1
PNP53E Ring, 44mm (1 3/4”) ID x 9.5mm (3/8”) bar diameter 13 0.5
PNP265 Ring, 22mm (7/8”) ID x 7.6mm (5/16”) bar diameter 5 0.2
PNP266 Ring, 28mm (1 1/8”) ID x 9.1mm (23/64”) bar diameter 10 0.3

Thimbles
PNP78 Thimble, suits 8mm (5/16”) diameter rope. 13mm (1/2”) internal clearance 6 0.2
PNP78A Thimble, suits 10mm (3/8”) diameter rope. 15mm (5/8”) internal clearance 5 0.2
PNP78B Thimble, suits 12mm (1/2”) diameter rope. 22mm (7/8”) internal clearance 10 0.4
PNP78C Thimble, suits 16mm (5/8”) diameter rope. 30mm (1 3/16”) internal clearance 13 0.5

Fairleads
PNP1 Fairlead, 19mm (3/4”) ID, white. Requires 2 x 3mm (1/8”) fasteners 27 1.0
PNP33 Fairlead, 11mm (7/16”) ID, white. Requires 2 x 4mm (5/32”) fasteners 4 0.1
PNP33BLK Fairlead, 11mm (7/16”) ID, black. Requires 2 x 4mm (5/32”) fasteners 4 0.1
PNP48 Fairlead, 5mm (3/16”) clearance, black. Requires 2 x 3mm (1/8”) fasteners 4 0.1
PNP49 Fairlead, 10mm (3/8”) clearance, white. Requires 2 x 3mm (1/8”) fasteners 16 0.6
PNP120 Fairlead, 6.5mm (1/4”) ID, stainless steel lined, black. Requires 2 x 3mm (1/8”) fasteners 8 0.3
PNP120A Fairlead, 6mm (3/16”) ID, white. Requires 2 x 3mm (1/8”) fasteners 2 0.1
PNP121 Fairlead, 8mm (5/16”) ID, stainless steel lined, black. Requires 2 x 4mm (5/32”) fasteners 8 0.3
PNP121A Fairlead, 8mm (5/16”) ID, white. Requires 2 x 4mm (5/32”) fasteners 4 0.1
PNP122 Fairlead, 11.5mm (7/16”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 10 0.4
PNP122A Fairlead, 10mm (3/8”) ID, white. Requires 2 x 5mm (3/16”) fasteners 6 0.2
PNP123 Fairlead, 13.5mm (1/2”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 16 0.5
PNP123A Fairlead, 11.5mm (7/16”) ID, white. Requires 2 x 5mm (3/16”) fasteners 9 0.3
PNP124 Fairlead, 16mm (5/8”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 24 0.8
PNP124A Fairlead, 15mm (9/16”) ID, white. Requires 2 x 5mm (3/16”) fasteners 12 0.4
RF9 Fairlead, 7mm (9/32”) ID, black. Requires 2 x 4mm (5/32”) fasteners 5 0.2
RF59 Fairlead, 14mm (9/16”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 17 0.6
RF374 Fairlead, 12mm x 40mm (1/2” x 1 1/2”) ID, black. Requires 1 x 5mm (3/16”) & 1 x 6mm (1/4”) fasteners 20 0.7
RF2358 Fairlead, 16mm (5/8”) ID, stainless steel lined, black. Requires 2 x 5mm (3/16”) fasteners 26 0.9 

For the most up to date product information, visit   www.victory-products.com
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Victory RONSTAN

Inspection Hatches & Drain Plugs

PRODUCT No. DESCRIPTION
REPLACEMENT

O-RING
REPLACEMENT

PLUG

CUTOUT 
DIAM. WEIGHT

CUTOUT 
DIAM. WEIGHT

mm g in oz

Drain Plugs
PNP241 Drain plug & housing, nylon, white - PNP241A 19 10 3/4 0.4
PNP242 Drain plug & housing, nylon, white PNP242B PNP242A 25 10 1 0.3
PNP243 Drain plug & housing, nylon, white PNP243B PNP243A 30 16 1 3/16 0.6
PNP245 Drain plug & housing, nylon, white PNP245B PNP245A 40 27 1 7/16 0.9
PNP245BLK Drain plug & housing, nylon, black PNP245B PNP245ABLK 40 27 1 7/16 0.9
PNP246 Drain plug & housing, nylon, white PNP246B PNP246A 50 38 2 1.3
PNP246BLK Drain plug & housing, nylon, black PNP246B PNP246ABLK 50 38 2 1.3
RF294 Drain plug & housing, coarse thread, nylon, black - RF738 24 10 15/16 0.4
RF734 Drain plug & housing, low profile, chromed brass - - 24 70 15/16 2.5
RF737 Drain plug & housing, chromed brass body, nylon plug - RF738 24 45 15/16 1.6

PRODUCT No. DESCRIPTION
REPLACEMENT

O-RING
REPLACEMENT

LID

OPENING 
DIAM.

OUTSIDE 
DIAM.

CUTOUT 
DIAM. WEIGHT

OPENING 
DIAM.

OUTSIDE 
DIAM.

CUTOUT 
DIAM. WEIGHT

mm mm mm g in in in oz

Inspection Hatches
PNP35 Inspection hatch, white - - 100 130 112 66 4 5 1/8 4 1/2 2.3
PNP96 Inspection hatch, white - - 102 144 112 94 4 5 5/8 4 1/2 3.3
PNP97 Inspection hatch, white - - 129 170 139 115 5 1/8 6 11/16 5 1/2 4.1
PNP390 Inspection hatch, white - - 150 192 163 166 5 7/8 7 9/16 6 7/16 5.8
PNP393 Inspection hatch, black - - 200 258 218 350 8 10 5/32 8 9/16 12.3
PNP393W Inspection hatch, white - - 200 258 218 350 8 10 5/32 8 9/16 12.3
RF530 Inspection hatch, white RF531 RF530LIDSW 106 148 122 110 4 3/16 5 3/16 4 13/16 3.9

 Drain plugs are fitted with watertight seals  
and some models have retaining legs to  
prevent accidental loss. Plugs are available 
separately as spares.

 Inspection ports provide access to areas  
under decks or behind bulkheads. Watertight 
integrity is assured by threaded closure and  
an O-ring seal.

 Clipped housing flange on PNP245, PNP245BLK, 
PNP246, PNP246BLK allows plug to be fitted low 
in hull to maximise drainage.

 PNP35, PNP390 & PNP393 feature an  
overlapping threaded lid for a smooth,  
clean style.

 PNP96, PNP97 and PNP390 are  
manufactured with dissimilar materials  
for the lid and deck ring to avoid binding.

 Impact resistant, UV stabilised nylon.

PNP245BLK
PNP246BLK

PNP393W

PNP96
PNP97

PNP245
PNP246

PNP393PNP390

RF294

RF530PNP35

RF734 RF737

PNP241
PNP242
PNP243

For the most up to date product information, visit   www.victory-products.com 343
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VictoryRONSTAN

Automatic Bailers
ANDERSEN

 Recognised as the industry standard for 
automatic bailers.

 Ingenious design uses venturi effect to produce 
suction and maximise water transfer – simply 
open the bailer when the boat is sailing at 
adequate speed to drain. Close when  
stationary or at low speed.

 Available in outside mount and inside mount 
models.

 Inside mount models have a plastic grate  
to prevent lines being sucked out.

 Robust stainless steel construction,  
provides long trouble free service life.

 Bailer and service kit installation instructions  
are available in the SUPPORT section of the 
Ronstan website.

 Effective means of automatic bailing for  
dinghies and small one design keelboats.

 Install on port and starboard sides for  
optimum bailing on both tacks.

 RA435200 Super Mini Special bailer is designed 
for racing dinghies where the bailer is operated 
from a hiking position.

 Stainless steel construction.
 Rubber gaskets.

PRODUCT No. DESCRIPTION

SIZE OF 
DRAINAGE 
OPENING

FLANGE
SIZE

CUTOUT
HOLE

NOMINAL
HULL  

THICKNESS WEIGHT

SIZE OF 
DRAINAGE 
OPENING

FLANGE
SIZE

CUTOUT 
HOLE

NOMINAL
HULL  

THICKNESS WEIGHT
SERVICE

KIT
mm2 mm mm mm g in2 in in in oz

Bailers - Outside Mount
RA554130 Mini 255 56 x 92 38 x 73 4 100 0.395 2 1/4 x 3 5/8 1 1/2 x 2 7/8 5/32 3.5 RA574153
RA554136 Large 435 80 x 142 41 x 104 4 275 0.674 3 3/16 x 5 9/16 1 5/8 x 4 1/8 5/32 9.7 RA574154

Bailers - Inside Mount
RA435200 Super Mini Special* 250 61 x 106 40 x 85 7 175 0.387 2 7/16 x 4 3/16 1 5/8 x 3 3/8 1/4 6.2 RA574150
RA554131 Super Mini 250 61 x 106 40 x 85 7 175 0.387 2 7/16 x 4 3/16 1 5/8 x 3 3/8 1/4 6.2 RA574150
RA554132 Super Medium 350 67 x 135 43 x 110 7 275 0.543 2 11/16 x 5 5/16 1 3/4 x 4 3/8 1/4 9.7 RA574151
RA554133 Super Max 540 78 x 135 54 x 110 7 320 0.837 3 1/8 x 5 5/16 2 1/8 x 4 3/8 1/4 11.3 RA574152

Service Kits
RA574150 Service kit to suit Super Mini bailer (RA54131). Includes internal and external gaskets, rivets
RA574151 Service kit to suit Super Medium bailer (RA554131). Includes internal and external gaskets, rivets
RA574152 Service kit to suit Super Max bailer (RA554133). Includes internal and external gaskets, rivets
RA574153 Service kit to suit Mini bailer (RA554130). Includes internal gasket
RA574154 Service kit to suit Large bailer (RA554136). Includes internal gasket

*Super Mini Special is designed for racing dinghies where the bailer is operated from a hiking position using a control line.

RA554132 RA554133

RA554130

RA574154 RA574152

RA554136

RA435200RA554131

INSIDE MOUNTOUTSIDE MOUNT

RA574153 RA574151
RA574150

For the most up to date product information, visit   www.victory-products.com
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Victory RONSTAN

PRODUCT No.

LENGTH 
OVERALL

RANGE OF 
ADJUSTMENT PIN DIAM. INCREMENTS WEIGHT

LENGTH 
OVERALL

RANGE OF 
ADJUSTMENT PIN DIAM. INCREMENTS WEIGHT

NO. OF
 ADJUSTMENT 

SETTINGSmm mm mm mm g in in in in oz

Stay Adjusters
RF45 108 75 6.4 12.5 60 4 1/4 3 1/4 1/2 2.1 7
RF444 174 115 6.4 12.5 90 6 7/8 4 1/2 1/4 1/2 3.2 10
RF2330 117 87 4.8 8.0 40 4 5/8 3 7/16 3/16 5/16 1.4 12
RF2331 115 64 4.8 4.0 65 4 1/2 2 1/2 3/16 5/32 2.3 17

Stay Adjusters, Hounds & Tangs
SPAR HARDWARE

PRODUCT No. DESCRIPTION

HOLE  
SPACING

LENGTH 
OVERALL

WIDTH x 
THICKNESS HOLE DIAMS. WEIGHT

HOLE 
SPACING

LENGTH 
OVERALL

WIDTH x 
THICKNESS HOLE DIAMS. WEIGHT

mm mm mm mm g in in in in oz

Chain Plates & Perforated Strip
RF27 Chain plate - 48.6 16.0 x 1.5 5.0 5 - 2 5/8 x 1/16 3/16 0.2
RF39 Perforated strip 15.9 923 15.9 x 1.5 6.6 144 5/8 36 6/16 5/8 x 1/16 1/4 5.1
RF39A Perforated strip 12.7 915 12.7 x 1.5 5.0 127 1/2 36 1/16 1/2 x 1/16 3/16 4.5
RF47 Chain plate - 203 25.0 x 1.5 1 x 9.5 + 3 x 6.4 60 - 8 1 x 1/16 1 x 3/8 + 3 x 1/4 2.1
RF112 Perforated strip 15.9 896 19.0 x 2.0 8.1 222 5/8 35 1/4 3/4 x 5/64 5/16 7.8
RF192 Chain plate - 76 16.0 x 1.5 1 x 6.4 + 2 x 5.0 10 - 3 5/8 x 1/16 1 x 1/4 + 3 x 3/16 0.4
RF488 Chain plate - 127 19.0 x 3.0 1 x 6.4 + 2 x 5.0 53 - 5 3/4 x 1/8 1 x 1/4 + 3 x 3/16 1.9

RF1045
RF1046
RF1047
RF1048

RF6031
RF6032
RF6033RF1189 RF2330 RF2331

RF463 RF112

RF192RF444RF43ARF348RF347RF191 RF488

RF39A

RF180
RF181

RF87

RF39

RF47RF27RF45

RF135

RF146
RF604

PRODUCT No. DESCRIPTION
WEIGHT WEIGHT

g oz

Mast Tangs & Hounds
RF43A Tang. 5mm (3/16”) diameter clevis pin. 76mm (3”) long.  2 x 5mm (3/16”) diameter fixing holes 15 0.5
RF146 Mast hound to suit mast diameters between 76mm-115mm (3”-4 1/2”) 110 3.9
RF347 Tang. 6.4mm (1/4”) diameter clevis pin.  51mm (2”) long.  1 x 6.4mm (1/4”) diameter fixing hole 20 0.7
RF348 Tang. 8mm (5/16”) diameter clevis pin.  64mm (2 1/2”) long.  1 x 9.5mm (3/8”) diameter fixing hole 40 1.4
RF604 Mast hound to suit mast diameters 51mm-64mm (2”-2 1/2”) 30 1.1
RF1189 Tang. 6.4mm (1/4”) ferrule eye.  38mm (1 1/2”) long.  1 x 5mm (3/16”) diameter fixing hole 10 0.4

Boom Hangers
RF87 Boom hanger. 10mm (3/8”) internal clearance. 5mm (3/16”) diameter loop. 2 x 5mm (3/16”) diameter fixing holes 15 0.5
RF135 Four point hanger.  Slotted attachment hole allows shackle body to be passed through. 8 x 5mm (3/16”) diameter fixing holes 35 1.2
RF180 Strip hanger. 64mm (2 1/2”) long. 4 x 5mm (3/16”) diameter fixing holes 20 0.7
RF181 Strip hanger. 55mm (2 1/4”) long. 4 x 5mm (3/16”) diameter fixing holes     20 0.7
RF463 Boom hanger 64mm (2 1/2”) long. 4 x 5mm (3/16”) diameter fixing holes 25 0.9
RF1045 Boom hanger. 80mm (3 1/8”) long. 65mm (2 1/2”) wide. Bar diameter 6.4mm (1/4”). 2 x 6.6mm (1/4”) diameter fixing holes 45 1.6
RF1046 Boom hanger. 100mm (4”) long. 80mm (3 1/8”) wide. Bar diameter 6.4mm (1/4”). 2 x 6.6mm (1/4”) diameter fixing holes 54 1.9
RF1047 Boom hanger. 125mm (5”) long. 80mm (3 1/8”) wide. Bar diameter 7.9mm (5/16”). 2 x 8.1mm (5/16”) diameter fixing holes 107 3.8
RF1048 Boom hanger. 150mm (6”) long. 115mm (4 1/2”) wide. Bar diameter 9.5mm (3/8”). 2 x 10mm (3/8”) diameter fixing holes 190 6.7

Exit Plates & Halyard Lock
RF191 Halyard lock for locking halyards off on a copper ferrule 5 0.2
RF6031 Exit plate, stainless steel, slot width 10mm (3/8”), 159 x 21mm (6 1/4” x 13/16”) overall 45 1.6
RF6032 Exit plate, stainless steel, slot width 12mm (1/2”), 203 x 26mm (8” x 1”) overall 70 2.5
RF6033 Exit plate, stainless steel, slot width 17mm (11/16”), 210 x 28mm (8 1/4” x 1 1/8”) overall 73 2.5
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PRODUCT No. DESCRIPTION
WEIGHT WEIGHT

g oz

Trapeze Hardware
PNP171BLU Trapeze handle, 120mm (4 3/4”) long, nylon, blue 25 0.9
PNP171R Trapeze handle, 120mm (4 3/4”) long, nylon, red 25 0.9
RF9 Fairlead, nylon, ID 7mm (1/4”) 5 0.2
RF17 Trapeze ring, oversize 6mm (7/32”) diameter loop, incorporating Series 20 ball bearing sheave 84 3.0
RF27 Toe strap plate, stainless steel, 50mm x 16mm (2” x 5/8”), 5mm (3/16”) diameter holes 5 0.2
RF48B Trapeze ring, twin loop, stainless steel, 166mm (6 1/2”) long 48 1.7
RF341 Single V-jam block, becket, removable clevis pin top 30 1.1
RF5121 Trapeze cleat, aluminium, suits 4-8mm (5/32”-5/16”) diameter rope 46 1.6
RF5122R-2 Trapeze handles, vertical grip, red, hole diameter 7mm (9/32“) (pair) 85 3.0

Trapeze Hardware
SPAR HARDWARE

RF341

RF5122R-2 PNP171BLUPNP171R

RF48B

RF27

RF17

RF9RF5121

PRODUCT No. PRODUCT No. PRODUCT No. PRODUCT No.

MAX. 
ROPE

OUTSIDE 
DIAM. WEIGHT

MAX. 
ROPE

OUTSIDE 
DIAM. WEIGHT

mm mm g in in oz

Red Tie Ball Blue Tie Ball Black Tie Ball Green Tie Ball
RF1317R RF1317BLU RF1317BLK RF1317GRN 5 20 3 3/16 3/4 0.1

RF1317R RF1317BLU

RF1317BLK RF1317GRN

© Victor Kovalenko

RF1317

RF5121

RF17

PNP171 RF5122

RF614

2:1 Adjustable 
Trapeze System
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PRODUCT No. DESCRIPTION

DOUGHNUT 
DIAM.

ROPE
DIAM. WEIGHT

DOUGHNUT 
DIAM.

ROPE
DIAM. WEIGHT

mm mm g in in oz

Spinnaker Brace ‘Doughnut’
PNP197R Red 40 10 7 1 9/16 3/8 0.2
PNP197GRN Green 40 10 7 1 9/16 3/8 0.2
PNP198R Red 60 12 22 2 3/8 7/16 0.8
PNP198GRN Green 60 12 22 2 3/8 7/16 0.8
PNP199R Red 70 18 34 2 3/4 5/8 1.2

Spinnaker & Spar Hardware
SPAR HARDWARE

PRODUCT No. DESCRIPTION

RING 
I.D.

MATERIAL 
DIAM.

MAST
DIAM. WEIGHT

RING 
I.D.

MATERIAL 
DIAM.

MAST
DIAM. WEIGHT

mm mm mm g in in in oz

Spinnaker Pole Rings
RF30 Curved base 30 6.4 60 45 1 3/16 1/4 2 3/8 1.6
RF41 Curved base 44 11.0 80 260 1 3/4 7/16 3 1/8 9.2
RF602 Curved base 35 8.0 60 80 1 3/8 5/16 2 3/8 2.8

Spinnaker Hardware

RF91 Spinnaker brace hook, accepts up to 6mm (1/4”) diameter line, 1/4” diameter bolt-through  
attachment (includes 2 x self-tapping screws), neoprene pad and line retainer 40 1.4

RF92 Spinnaker brace hook, screw-on attachment, (includes two 8g self-tapping screws),  
neoprene pad and line retainer 20 0.7

PNP94 Spinnaker pole deck bracket, suits poles to 70mm (2 3/4”) diameter 75 2.7

Mast Chock

PNP200 Mast chock set, 8 pieces; with total thickness 70mm (2 3/4”); 1 x 20mm (25/32”) piece,  
5 x 10mm (13/32”) pieces, suits mast with 50-60mm (2” - 2 3/8”) diameter 134 4.7

RF602

PNP200

PNP197R
PNP198R
PNP199R

PNP197GRN
PNP198GRNPNP94

RF92 RF30 RF41RF91

© Heidi Bucktin
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Spinnaker Pole Ends
SPAR HARDWARE

PRODUCT No. DESCRIPTION
A WEIGHT A WEIGHT

mm g in oz

Spinnaker Pole Ends - Small Boat
PNP164 Nylon body, stainless steel push-on plunger pin, accepts up to 8mm (5/16”) diameter ring or line 21 33 13/16 1.2
PNP165 Nylon body, stainless steel push-on plunger pin, accepts up to 12mm (1/2”) diameter ring or line 28 46 1 1/8 1.6
PNP166 Nylon body, stainless steel push-on plunger pin, accepts up to 12mm (1/2”) diameter ring or line 46 125 1 13/16 4.4
PNP167 Adapter bush, glass filled nylon, to suit PNP166 56 46 2 3/16 1.6
RF600 Stainless steel body, stainless steel snap-on plunger pin and straps, accepts up to 9.5mm (3/8”) diameter ring or line 26 175 1 6.2
RF601 Stainless steel body, stainless steel snap-on plunger pin and straps, accepts up to 9.5mm (3/8”) diameter ring or line 36 180 1 7/16 6.3
RF677 Stainless steel body, stainless steel snap-on plunger pin and straps, accepts up to 9.5mm (3/8”) diameter ring or line 32 175 1 1/4 6.2

Spinnaker Pole Ends - Keelboat
RF1661 Anodised aluminium body, stainless steel plunger pin, accepts up to 20mm (3/4”) diameter ring or line 46 483 1 13/16 17.0
RF1662 Anodised aluminium body, stainless steel plunger pin, accepts up to 20mm (3/4”) diameter ring or line 56 670 2 3/16 23.7
RF1663 Anodised aluminium body, stainless steel plunger pin, accepts up to 20mm (3/4”) diameter ring or line 74 900 2 15/16 31.8

 Small boat pole ends have push-on beak  
designs that allow attachment to the pole  
ring without manually opening the pin.

 All pole ends have attachment points for  
pin opening lines.

 PNP164, PNP165 and PNP167 small boat pole 
ends are manufactured from tough, abrasion  
resistant nylon for minimum weight and 
corrosion resistance.

 RF600, RF601 and RF677 suit external fitting  
on solid or tubular sections.

 Keelboat pole ends suit standard tube sizes  
and have rugged, external-pull construction  
for reliability and easy servicing.

A

AA

A

A

PNP166

PNP164
PNP165

PNP167

RF600
RF601
RF677

RF1661
RF1662
RF1663
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D

Cockpit Accessories

 Fibreglass entry edge rods for easy  
opening (rope bags).

 Mounting options: hook-and-loop fixing or 
screw-on (screws not provided).

 Mesh panels for drainage & ventilation.

PRODUCT No. DESCRIPTION
W H D WEIGHT W H D WEIGHT

mm mm mm g in in in oz

Rope Bags
RF3821 Rope bag, white PVC with mesh, high 250 400 200 1000 9 7/8 15 3/4 7 7/8 35.3
RF3810 Rope bag, white PVC with mesh, wide 300 200 180 400 11 13/16 7 7/8 7  3/32 14.1
RF3811 Rope bag, white PVC with mesh, wide 400 250 200 460 15 3/4 9 7/8 7 7/8 16.3
RF3812 Rope bag, white PVC with mesh, wide 500 300 220 550 19 11/16 11 13/16 8 11/16 19.4

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas 140 280 90 140 5 1/2 11  1/16 3  9/16 4.9
RF3841 Winch handle pocket, white PVC with mesh 130 130 90 130 5 1/8 5 1/8 3  9/16 4.6

Drink Holders
RF3751 Drink holder, navy polyester canvas 130 130 90 120 5 1/8 5 1/8 3  9/16 4.2
RF3851 Drink holder, white PVC with mesh 140 280 90 235 5 1/2 11  1/16 3  9/16 8.3

RF3741

RF3841 RF3851

RF3751

RF3810
RF3811
RF3812

RF3821

For the most up to date product information, visit   www.victory-products.com 349



350

VictoryRONSTAN

Sailing Gear
FEATURES & INFORMATION

Protection, Performance  
and Comfort
Ronstan’s sailing gear is designed for sailors by sailors. Each item in the range has been 
developed in conjunction with our team sailors and has undergone rigorous testing  
at the most extreme level so you know you’ll be covered regardless of the sort of  
sailing you’re into – recreational through to international competition.

The latest material and production technologies are integrated within the designs  
and an intelligent layering system delivers the flexibility to kit out for all conditions.

Laminates for warmth 
We use a combination of high performance 
materials with unique properties, formed 
into specifically functional laminates. These 
laminates are distributed strategically 
within the panel layout for optimum water 
repellency, drying speed, thermal comfort  
and wind protection.

Ultimate flexibility 
Carefully selected high-stretch fabrics in 
varying thicknesses maximise comfort and 
flexibility. They feel soft but have the ability  
to retain their shape and fit.

Layering options 
Integral to the Ronstan range is a choice 
of layering options to suit any weather 
conditions. Whether it’s a sun protection rash 
vest, a hydrophobic fleece-lined thermal or a 
neoprene top, you can mix and match to form 
the best combination for the conditions.

Lightweight 
All sailors know that thinner usually means 
lighter. We put the focus on efficiency. The 
high performance CL25 Pants use super light 
neoprene foam which is 20% lighter than 
conventional neoprene. The result is a  
lighter-weight wetsuit just 2mm (5/64”) thick, 
with no compromise on warmth. While the  
reduced weight and flexibility are key 
features, the wetsuit panel design also 
provides abrasion resistance and extra 
padding where needed. 

Junior range 
The CL21J Thermal top, CL80J Smock 
Top and CL26J Shorts make up our Junior 
range, available in sizes 8 to 12. All the 
great features of the adult range, but 
specifically sized and shaped to be the 
right fit for our youngest sailors. 
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Skiffsuit™

SAILING GEAR

SIZE
HEIGHT

cm
CHEST

cm
WAIST

cm
HEIGHT

ft in
CHEST

in
WAIST

in

Skiffsuit
XXS 163 - 168 86 - 91 63 - 69 5’ 4” - 5’ 6” 33 - 35 25 - 27
XS 167 - 172 90 - 95 67 - 73 5’ 6” - 5’ 8” 35 - 37 26 - 29
S 171 - 176 94 - 99 71 - 77 5’ 7” - 5’ 9” 37 - 39 28 - 30
M 175 - 180 98 - 103 75 - 81 5’ 9” - 5’ 11” 39 - 41 30 - 32
L 179 - 184 102 - 107 79 - 86 5’ 10” - 6’ 0” 40 - 42 31 - 34
XL 183 - 188 106 - 111 83 - 90 6’ 0” - 6’ 2” 42 - 44 33 - 35
XXL 187 - 192 110 - 115 87 - 94 6’ 2” - 6’ 4” 43 - 45 34 - 37

*Sizes based on person not garment

Height

Chest

Waist

CL27 - Skiffsuit™

 2mm/3mm (5/64” / 1/8”) thickness.
 Super stretch shoulder panels for easy step-in entry.
 Mesh skin embossed surface chest panel eliminates surface wind chill effect  
and maximises strength and durability.

 Abrasion resistant seat panel.
 Padded hiking panels at back of thighs.
 Aramid fibre reinforced knee panels with padded inserts -  
the Ronstan Skiffsuit™ hallmark.

 Water repellent soft brushed lining keeps skin drier and warmer.
 Sizes XXS - XXL

Super stretch shoulder panels

Embossed surface neoprene chest panel

Aramid fibre reinforced 
knees with padded inserts

Abrasion resistant seat panel

CL27
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Neoprene Pants & Shorts
SAILING GEAR

CL25

CL25 - Neoprene Pants

 2mm/2.5mm (5/64” / 3/32”) thickness.
 High waist for lower back protection and overlap with top.
 Wide waist belt with hook-and-loop adjustment for comfort  
and secure fit with freedom of movement.

 Super light neoprene - premium insulation, 20% lighter.
 Hydrophobic soft brushed lining keeps the skin drier and warmer.
 Abrasion resistant seat panel and shin reinforcements.
 Padded knee insert for additional protection.
 Trim-to-length leg system.
 Super stretch calf and side panels provide comfort and  
compression during muscle expansion and extended use.

 Seamless behind knees design for maximum comfort.
 Sizes XS - XXL

CL26 - Dinghy Shorts

 2mm/3mm (5/64” / 1/8”) thickness.
 Padded hiking panels at back of thighs.
 Abrasion resistant seat panel.
 Elasticised drawstring waist for reduced bulk and extra comfort.
 High waist for lower back protection and overlap with top.
 Non-slip ‘smoothie’ leg openings minimise water ingress,  
and prevent ride-up.

 Super stretch side panels provide continual comfort and 
compression during muscle expansion while hiking.

 Junior sizes have panels specifically designed to suit  
younger body shape.

 Adult sizes CL26 XS - XXL 
Junior sizes: J08, J10, J12

JUNIOR

SIZE
HEIGHT

cm
CHEST

cm
WAIST

cm
HEIGHT

ft in
CHEST

in
WAIST

in

Shorts & Tops
J08 127 - 134 67 - 71 59 - 64 4’ 2” - 4” 5” 26 - 28 23 - 25
J10 135 - 144 71 - 75 62 - 67 4’ 5” - 4’ 9” 28 - 30 24 - 26
J12 146 - 155 75 - 79 65 - 70 4’ 9” - 5’ 1” 30 - 31 25 - 28

Pants, Shorts & Tops
XS 167 - 172 90 - 95 67 - 73 5’ 6” - 5’ 8” 35 - 37 26 - 29
S 171-176 94 - 99 71 - 77 5’ 7” - 5’ 9” 37 - 39 28 - 30
M 175 - 180 98 - 103 75 - 81 5’ 9” - 5’ 11” 39 - 41 30 - 32
L 179 - 184 102 - 107 79 - 86 5’ 10” - 6’ 0” 40 - 42 31 - 34
XL 183 - 188 106 - 111 83 - 90 6’ 0” - 6’ 2” 42 - 44 33 - 35
XXL 187 - 192 110 - 115 87 - 94 6’ 2” - 6’ 4” 43 - 45 34 - 37

*Sizes based on person not garment

Height

Chest

Waist

CL26

CL26J
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Neoprene, Thermal & Rash Tops
SAILING GEAR

CL24 - Neoprene Skin Top

 0.5mm (1/32”) thickness.
 Athletic cut.
 High-stretch fabrics for freedom  
of movement.

 Seamless underarm panel.
 Non-chafe neoprene collar.
 Excellent warmth to weight ratio.
 Lightweight.
 Soft feel lining.
 Sizes XS - XXL

CL22 - Rash Top, UPF 50+, Long Sleeve

 Seamless underarm panel.
 UPF 50+ UV protection.
 Stretch fabric for perfect fit.
 External stitching for maximum comfort.
 Sizes XS - XXL

UPF

50+

CL21 - Thermal Top

 Low collar maximises comfort when layering.
 Seamless underarm panel.
 UPF 50+ UV protection.
 Hydrophobic outer treatment.
 Adult sizes CL21 XS - XXL 
Also available in Junior sizes: J08, J10, J12

Hydrophobic outer treatment

JUNIOR
CL21

CL24

CL22

CL21J
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Breathable Smock Top
SAILING GEAR

SIZE
CHEST

cm

BACK 
LENGTH

cm

SLEEVE 
LENGTH

cm
CHEST

in

BACK 
LENGTH

in

SLEEVE 
LENGTH

in

Smock Top
J08 77 54 62 30 21 24
J10 86 58 66 34 23 26
J12 94 63 71 37 25 28

Smock Top
XXS 100 65 76 39 26 30
XS 106 68 79 42 27 31
S 111 70 82 44 28 32
M 119 72 84 47 28 33
L 124 74 86 49 29 34
XL 129 76 88 51 30 35
XXL 133 78 90 52 30 35
XXXL 135 80 92 53 31 36

*Sizes based on garment not person

CL80 Smock Top

 R-Tech5 fabric: highly waterproof, highly  
breathable shell with fully taped seams for 
maximum protection and comfort in all conditions.  
Fabric is coated on outside for maximum durability. 

 Front neck opening with internal gusset, water 
resistant zip and neck closure tab to keep water 
out and wearer dry. 

 Side access breast pocket with water resistant zip 
provides easy access; even when wearing a PFD. 

 Neoprene waist band with dual hook-and-loop 
adjustment tabs and non-slip ‘smoothie’ finish on 
inside reduces ride-up and water wicking. 

 Lightweight micro-mesh lining provides a captive 
air layer for temperature control and eliminates 
that ‘sticky’ feel. The fine weave minimises snagging 
on watch bands etc. 

 Comfortable stretch cuff and neck seals with 
hook-and-loop adjustment ensure a snug fit and 
minimum water ingress. 

 Premium technical fabrics and practical design 
features to meet the demands of today’s 
competitive sailors. 

 Athletic cut means a closer fit, designed to be worn 
under a PFD, but still providing full freedom of 
movement for the most demanding manoeuvres. 

 Adult sizes XXS - XXXL 
Junior sizes: J08, J10, J12

JUNIOR
CL80 CL80J

Internal gusset with  
water resistant zip

Neoprene waistband with  
dual adjustment tabs

Side access pocket with 
water resistant zip

Windproof, waterproof, 
breathable R-Tech5 fabric
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Layering Options

Layering Options
SAILING GEAR

PRODUCT FEATURE

COLD
WET

WINDY

COLD
DRY

LIGHT/NO WIND

WARM
WET

WINDY

HOT
WET

WINDY
VERY HOT

Number of layers 3 2 2 2 1 2 1

CL21 Thermal Top Warm when dry • • •
CL24 Neoprene Skin Top Warm when wet • • •
CL22 Rash Top Sun protection • • •
CL80 Smock Top Waterproof and windproof barrier • • • •

PRODUCT FEATURE

COLD
WET

WINDY

COLD
DRY

LIGHT WIND

WARM
WET

WINDY

HOT
WET

WINDY
VERY HOT

© Drina Bucktin/Minnow
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Trapeze Harnesses
SAILING GEAR

CL10 Sailing Trapeze Harness

 Highly adjustable with excellent back support.
 Adjustment points for comfortable fit.
 Anatomically shaped shoulder straps with 3D mesh padding  
and lower back cushioning for maximum comfort.

 Stainless steel tube spreader bar with 6 point fixing.
 Sizes S - XL

SIZE
SUITS WAIST

cm
SUITS WAIST

in

Trapeze Harnesses
S < 76 < 30
M 76 - 81 30 - 32
L 81 - 86 32 - 34
XL 86 - 92 34 - 36
XXL > 92 > 36

*Sizes based on garment not person

CL11 Racing Trapeze Harness

 Additional adjustment points for  
semi-custom fit.

 Reinforced seat panel.
 Articulated two-segment design 
provides freedom of movement.

 Thermoformed and battened back 
shell for maximum back support.

 Anatomically shaped shoulder 
straps with 3D mesh padding.

 Stainless steel tube spreader bar 
with 8 point fixing.

 Sizes S - XXL

CL10

CL11

CL11 thermoformed and battened 
back shell for maximum support

Waist
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Gloves & Cap
SAILING GEAR

RF4880 - ‘Sticky’ Race Glove, Cut Finger

RF4881 - ‘Sticky’ Race Glove, Three Full Finger

   Sticky gloves reduce fatigue by minimising the physical effort required to hold rope.
   Double aramid stitched in high wear areas.
   Synthetic leather for maximum durability, minimum stretch and shrinkage.
   Double thickness palm and fingers for protection and grip.
 Hook-and-loop wrist closure/adjustment.
   Low cut wrist band for free movement and ClearStart™  
 watch visibility and operation.

   Mesh panels for flexibility and comfort.
   Sizes XXS - XXL.

RF2602 - Ronstan Technical Sailing Cap

 Breathable. 
 Quick drying.
 Retainer cord and clip.
 Washable.
 One size fits most.
 Hydrophobic outer layer.

RF4870 - Race Glove, Cut Finger

RF4871 - Race Glove, Three Full Finger

 Synthetic leather for maximum durability, 
minimum stretch and shrinkage.

 Double aramid stitched in high wear areas.
 Double thickness palm and fingers for  

protection and grip.
 Hook-and-loop wrist closure/adjustment.
 Low cut wrist band for free  

movement and ClearStart™  
watch visibility and operation.

 Mesh panels for flexibility  
and comfort.

 Sizes XXXXS - XXL.

 Sweat band for comfort and retention.
 Black under peak to reduce glare.
 Adjustable hook-and-loop rear  
closure for secure fit.

 Polyester microfibre.

SIZE
HAND SIZE*

cm
HAND SIZE*

in

Gloves
XXXXS 18 7
XXXS 19 7 1/2
XXS 20 7 7/8
XS 21 8 1/4
S 22 8 5/8
M 23 9
L 24 9 1/2
XL 25.5 10
XXL 26.5 10 3/8

*Measure all of the way 
around hand at fullest 

point as shown

RF4870

RF4666

RF4880

RF4871

RF4881

RF4666 - Sailing Glove

  Synthetic leather for 
maximum durability, 
minimum stretch and 
shrinkage.

  Double thickness 
palm and fingers for 
protection and grip.

  Mesh panels for 
flexibility and comfort.

 Hook-and-loop wrist 
closure/adjustment.

  Sizes XS - XXL.

RF2602
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Shoes & Boots
SAILING GEAR

CL63 - Sailing Boot

   Traditional razor-cut sole for grip.
   Side zipper for easy fitting.
   Reinforced neoprene upper for hiking.
   Lightweight, comfortable and excellent value.
   Sizes XXXS - XXL

CL62 - Race Boot

 Hard wearing moulded sole for firm foot support.
 Side zipper for easy fitting, with fastener tab to secure zipper.
 Extra heel and toe texturing provides reliable grip.
 Padded neoprene upper with reinforcement for hiking comfort.
 Comfortable and hard wearing.
 Sizes XXXS - XXXL

CL67 - Superflex Sailing Shoes

 Ultra-lightweight.
 Superflex web sole for positive grip and greater range of movement.
 Ideal for trapezing.
 Internal toe separator for improved stability.
 ‘Smoothie’ ankle seal minimises water ingression.
 Bridge strap for ultimate security.
 Multi-layer padded heel, ankle and toe protection.
 Sizes XXXS - XXL

CL68 - Offshore Boot

   Traditional razor-cut sole for grip.
   3/4 length with snug draw-string top.
   Reinforced heel, ankle and toe areas for added protection.
   Durable rubber outer with neoprene lining for warmth and comfort.
   Sizes XXS - XXXL

SIZE*
FOOT LENGTH

cm
FOOT LENGTH

in
EUROPE US & CANADA 

MENS
UK 

MENS
AUSTRALIA 

MENS
JAPAN 
MENS

US & CANADA 
WOMENS

UK 
WOMENS

AUSTRALIA 
WOMENS

JAPAN 
WOMENS

Footwear
XXXS 21 - 22 8 1/4 - 8 5/8 33 - 34 3 2 2 21 3 2 2 21
XXS 22.5 - 23.5 8 7/8 - 9 1/4 35 - 36 3.5 - 4.5 3 - 4 3 - 4 21 - 22 5 - 6 2.5 - 3.5 3.5 - 4.5 21 - 22
XS 23.5 - 24.5 9 1/4 - 9 5/8 36 - 38 4.5 - 6 4 - 5.5 4 - 5.5 22 - 23.5 6 - 7.5 3.5 - 5 4.5 - 6 22 - 23.5
S 24.5 - 25.5 9 5/8 - 10 38 - 40 6 - 7.5 5.5 - 7 5.5 - 7 23.5 - 25 7.5 - 9 5 - 6.5 6 - 7.5 23.5 - 25
M 25.5 - 26.5 10 - 10 1/2 40 - 43 7.5 - 9 7 - 8.5 7 - 8.5 25 - 27 9 - 10.5 6.5 - 8 7.5 - 9 25 - 27
L 26.5 - 27.5 10 3/8 - 10 3/4 43 - 44 9 - 10.5 8.5 - 10 8.5 - 10 27 - 28 10.5 - 12 8 - 9.5 9 - 10.5 27 - 28
XL 27.5 - 28.5 10 3/4 - 11 1/4 44 - 46.5 10.5 - 12.5 10 - 12 10 - 12 28 - 30 12 - 14 9.5 - 11.5 10.5 - 12.5 28 - 30
XXL 28.5 - 29.5 11 1/4 - 11 5/8 46.5 - 48.5 12.4 - 14 12 - 13.5 12 - 13.5 30 - 31 14 - 15.5 11.5 - 13 12.5 - 14 30 - 31
XXXL 29.5 - 30.5 11 5/8 - 12 48.5 - 50 14 - 15 13.5 - 14 13.5 - 14 - - - - -

* Typical equivalent country size.  Indicative only and subject to variation.  Your ‘foot length’ measurement should be used as the most accurate guide for sizing.

CL67

CL62

CL63

CL68
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RF4041 - Windshift™ Sunglasses

 High quality polycarbonate lenses for  
durability, safety and protection, along  
with amazing optical clarity.

 Polarised lenses with maximum UVA and  
UVB protection reduce sun glare, to avoid  
eye fatigue; perfect for all on-water sports.

 Photochromic lenses adapt to changing light 
conditions, the brighter the sunlight,  
the darker the lenses become.

 Tint boosts the contrasts in hazy or overcast 
weather, making it easier to see wind gusts  
and obstacles out on the water.

 Durable, lightweight TR-90 frame with flexible 
nose & earpiece, means you’ll hardly notice 
you’re wearing them!

 Neoprene case, retainer strap and cleaning 
cloth included.     

CL16 - Sunglasses Strap 
 Neoprene strap ends slide  
directly onto sunglasses arms.

RF1706 - Number Strip
 Use as a reference scale for 
halyard tension, jib lead or 
main traveller positions.

 230mm (9”) long.
 Self-adhesive backing.

RF4020 - Protest Flag
 Hook-and-loop fastener strips secure the flag 
around any stay.

 Rolls up to secure with locking tab, ready to deploy.
 230mm x 140mm (9” x 5 1/2”).
 Laser cut ripstop nylon.

RF4025 - Tell Tails (Set of 3 pairs)
RF4026 - Leech Tails (Set of 3 pairs) 

 Essential guide for proper sail trim.
 Adhesive patches for attachment to sail.
 Vivid colour fabric tails for maximum visibility; 
colour coded for port and starboard.

 Laser cut ripstop nylon.

RF4002 - Ronstan Gear Bag

 Roomy interior with double zip  
top flap for easy access.

 Two end pockets, one with mesh  
for drainage and ventilation.

 Adjustable, heavy duty webbing  
handles with padded grip.

 Central strap with buckle for securing  
a jacket or other gear on top.

 Internal waterproof compartment for wet gear 
with independent access from end pocket.

 Dimensions: H350mm x W650mm x D300mm 
(H13 3/4” x W25 1/2” x D12”)

Windshift™ Sunglasses, Gear Bag & Tuning Aids
SAILING GEAR

RF4041

RF4026

RF4002

RF4025

CL16

RF4020RF1706
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Weatherproof Bags
SAILING GEAR

RF4007

RF4003 - 55L Roll-Top Dry Bag

A rugged roll-top dry bag; highly water resistant, loaded with  
practical features and big enough for all your sailing gear.

 Big 55 litre (52 quarts) capacity (with closure folded down 3 times).

 Side carry handle.

 Full back pack harness with padded shoulder straps  
and adjustable chest strap for comfort and secure fit.

 Simple and reliable fold & clip main ‘dry’ closure.

 Durable PVC outer. 

 Leak-proof full welded construction. 

 Large opening for easy packing and handling of bulky items.

 Mesh drink bottle holder with retaining cord.

 Large external accessory pocket with water resistant zip and internal key clip. 

 External D-rings and adjustable side straps for attaching additional items  
or cinching when the bag is partially full.

 Outside dimensions (rolled 3 times): H700mm x W380mm x D350mm 
(H27 1/2” x W15” x D13 3/4”).

Note: external pocket zip is only water resistant, not water proof.

RF4007 - 10L Roll-Top Dry Bag

A handy compact dry bag; highly water 
resistant; the perfect size for protecting  
small electronics and personal items.

 10 litre (9.5 quart) capacity.

 Simple, reliable fold and clip closure.

 Durable PVC construction.

 Leak-proof full welded construction. 

 Outside dimensions (rolled 3 times):  
H300mm x W200mm, (H12” x W8”).

Closure 
instructions for 
maximum water 
resistance.

1. Seal hook-and- 
loop fastener 
strip inside 
closure.

2. Fold closure 
down 3 times.

3. Clip together.

1
2
3

3 folds

Padded backpack  
harness system

Mesh drink bottle holder 
with retaining cord

Strong side carry handle 
and cinching straps

Large external pocket  
with water resistant zip

RF4003
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Weatherproof Bags
SAILING GEAR

RF4005

RF4006

RF4005 - 55L Weatherproof Crew Bag

 Large main compartment with water resistant double zip and storm flap.
 End compartment with water resistant double zip.
 Two adjustable carry handles with padded grip.
 Reflective fluorescent strip for increased visibility.
 Dimensions: H300mm x W650mm x D300mm  
(H11 1/2” x W25 1/2” x D11 1/2).

RF4006 - 26L Roll-Top Dry Backpack

 Main compartment with water resistant  
roll-top seal.

 Splash resistant, fast access front  
pocket with water resistant zip.

 Internal slit pocket.
 Side mounted accessory straps  
and mesh drink bottle holder.

 Fully adjustable, padded backpack  
harness with chest strap.

 Top mounted quick-grab handle.
 Reflective fluorescent strip for  
increased visibility.

 Outside dimensions (rolled 3 times):  
H500mm x W300mm x D250mm 
(H19 1/2” x W12” x D10”).

Storm flap for added 
weather protection

Side mounted 
accessory straps

Adjustable heavy duty 
webbing handles

Adjustable padded 
harness
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5ATM
50M
150ft

Match
Race

10,6,5,4,2,0

User
Set

World
Sailing

5,4,1,0

ClearStart™ Watches & Race Timer
Innovative Race Functions with Bold New Styling
Ronstan’s ClearStart™ race timer and watches combine contemporary styling  
with true sailing functionality. They feature large buttons, easy to read displays  
and advanced intuitive programming designed specifically with the racing  
sailor in mind. Developed with input from some of the world’s top sailors,  
ClearStart™ watches and timers are sure to set the standard for years  
to come. If you’re looking for a simple competitive edge, the difference  
is ClearStart™.

Large quick view displays
The entire ClearStart™ range features 
oversized digit displays for easy viewing. 
The Race Timer presents huge 16mm (5/8”) 
numbers that can be easily viewed by the crew 
when mounted on the boom or mast base. 
The 50mm Sailing Watch display is only slightly 
smaller with 13mm (1/2”) digits which can be 
quickly viewed at a glance without taking  
your hand off the helm, and the compact 
40mm Sailing Watch still has impressive  
10mm (3/8”) digits. 

Race sequence 
resynchronisation
All racing sailors know how hard it can be to 
get the watch going at the exact second the 
start sequence is commenced. With the handy 
SYNC function, you can quickly resynchronise 
the ClearStart™ to the official race time. A 
simple press of a button allows you to drop 
down to the next minute, allowing you to get 
your starting sequence back in perfect SYNC  
at the next opportunity.

Pre-programmed race 
sequence sounds
The intuitive ClearStart™ sound signals let 
you know exactly where you are in the start 
sequence without looking at the display.  
Pre-programmed with World Sailing 5-4-1-0  
and match racing start sequences, it can also  
be programmed for other countdown 
sequences by the user. Sound signals  
can be turned off if desired.

End of sequence -  
countdown or count up
Depending on the user’s preference, the  
watch can be set up to auto repeat the 
countdown at the end of the sequence for 
general recall restarts, or to start counting  
up to track elapsed time. 

Multi-line display  
with real time 
No need to switch between countdown 
and time modes because the actual time is 
displayed below the countdown time on the 
new multi-line ClearStart™ display. 

Daily life functionality
From waking up for work to working out, a 
ClearStart™ watch is also great for everyday 
activities. Standard modes include 12 or 
24 hour time format, date in day/month 
or month/day format, daily alarm and 
chronograph (stop watch). 

Luminescent backlight
Bright, full-face electroluminescent backlighting 
is easy to read at night and can be turned on 
temporarily for a quick view.

Water and shock resistant
Designed to survive the rigours of competitive 
sailing, ClearStart™ watches and timers are 
water resistant rated at 5ATM and highly  
shock resistant.

ClearStart™ Watches & Race Timer
FEATURES & INFORMATION

Large quick view displays

Removable timer unit 50mm models Backlight

Resynchronisation function Compact 40mm models Mast mounting option

Stylish stainless steel models

Selectable start sequences

Water resistant

For the most up to date product information, visit   www.victory-products.com
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ClearStart™ Race Timer & Stainless Steel Watches
SAILING GEAR

ClearStart™  Features

RACE MODE
 Multiple start sequence options – World Sailing 5,4,1,0, match racing, user set.
 SYNChronisation function – resynchronise if you start the countdown late.
 Multi-line display – start sequence + time.
 Loud intuitive countdown and start sound signals.
 Countdown repeat, or count down and up (for elapsed race time) options.
 Separate fast access race and time mode scrolling.
 Water resistant to 5 ATM (50m/150ft).

STANDARD FEATURES
 Time, hours/minutes/seconds – 12 or 24 hour format.
 Month/day or day/month format.
 Daily alarm.
 Chronograph - including hours and time of the day.
 Luminescent backlight.
 Battery saving mode – light can be turned off.
 Shock resistant.

CleatStart™ Race Timer

 65mm (2 9/16”) diameter face.
 Oversized 16mm (5/8”) digit display.
 Rotating face.
 Wrist/hull/mast/boom mount options.
 30mm (1 1/8”) wide stretch nylon band 
with security loop.

 Flush fit buckle.
 Dual batteries.
 Extra large easy-press silicon buttons – 
highlighted Start/Stop button.

 Weight 92g (3.3oz).

ClearStart™ Stainless Steel Sailing Watches

 50mm (2”) diameter face.
 13mm (1/2”) digit display.
 Recommended wrist circumference  
16cm - 21.5cm (6 5/16” - 8 7/16”).

 Large easy-press buttons.
 Ultra-clear, durable sapphire coated  
mineral crystal lens.

 All stainless steel body.
 Stainless steel band (RF4053).
 Double stitched canvas band with stainless  
steel buckle and security loop (RF4053A).

 Weight RF4053 - 176g (6.2oz), RF4053A - 98g (3.5oz).

 RF4053 (Stainless steel band) 
RF4053A (Canvas band)

RF4050

RF4053RF4053A
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ClearStart™ 50mm Watches
SAILING GEAR

ClearStart™ 50mm Sailing Watches

 Durable, ultra-clear mineral crystal lens.
 Comfortable and secure silicon band.
 Reinforced polycarbonate case.
 50mm (2”) diameter face.
 Oversized 13mm (1/2”) digit display.
 Textured easy-find buttons.
 Stainless steel buckle with silicon band retainer.
 Stainless steel back.
 Weight 73g (2.6oz).

 RF4055 (Red, Grey) 
RF4055A (Black, Grey) 
RF4055B (Blue, Grey)

ClearStart™  Features

RACE MODE
 Multiple start sequence options – World Sailing 5,4,1,0, match racing, user set.
 SYNChronisation function – resynchronise if you start the countdown late.
 Multi-line display – start sequence + time.
 Loud intuitive countdown and start sound signals.
 Countdown repeat, or count down and up (for elapsed race time).
 Separate fast access race and time mode scrolling.
 Water resistant to 5 ATM (50m/150ft).

STANDARD FEATURES
 Time, hours/minutes/seconds – 12 or 24 hour format.
 Month/day or day/month format.
 Daily alarm.
 Chronograph - including hours and time of the day.
 Luminescent backlight.
 Battery saving mode – light can be turned off.
 Shock resistant.

RF4055 RF4055A RF4055B

For the most up to date product information, visit   www.victory-products.com
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ClearStart™ 40mm Watches
SAILING GEAR

ClearStart™ 40mm Sailing Watches

 40mm (1 9/16”) diameter face
 10mm (3/8”) digit display
 Recommended wrist circumference  
13cm - 18.5cm (5 1/8” - 7 1/4”)

 Large easy-press buttons
 Stainless steel buckle
 Flexible polymer band
 Stainless steel back
 Weight 42g (1.5oz)

 RF4051 (Grey,Teal) 
RF4051A (Lime, Black) 
RF4051B (Pink, Grey) 
RF4051C (Black, Red)

ClearStart™  Features

RACE MODE
 Multiple start sequence options – World Sailing 5,4,1,0, match racing, user set.
 SYNChronisation function – resynchronise if you start the countdown late.
 Multi-line display – start sequence + time.
 Loud intuitive countdown and start sound signals.
 Countdown repeat, or count down and up (for elapsed race time).
 Separate fast access race and time mode scrolling.
 Water resistant to 5 ATM (50m/150ft).

STANDARD FEATURES
 Time, hours/minutes/seconds – 12 or 24 hour format.
 Month/day or day/month format.
 Daily alarm.
 Chronograph - including hours and time of the day.
 Luminescent backlight.
 Battery saving mode – light can be turned off.
 Shock resistant.

RF4051ARF4051C

RF4051B RF4051
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Shackles
STAINLESS STEEL HARDWARE

 Many shapes and sizes to suit  
any application.

 Coined shackle pin head - some  
models with hole for seizing wire.

 Grade 316 stainless steel  
bodies and pins.

LONG DSTANDARD D BOWWIDE D TWISTED

PRODUCT No.
A B C D

U.D.L.*1

B.L.
P.L.*1

B.L. WEIGHT A B C D
U.D.L.*1

B.L.
P.L.*1

B.L. WEIGHT
mm mm mm mm kg kg g in in in in lb lb oz

Standard D
RF1851 3.2 12 9 - 375 280 2 1/8 15/32 11/32 - 825 620 0.1
RF1806 4.0 16 10 - 800 600 5 5/32 5/8 13/32 - 1760 1320 0.2
RF616 4.8 18 11 - 1200 800 15 3/16 23/32 7/16 - 2640 1760 0.5
RF617 6.4 22 14 - 2300 1400 25 1/4 7/8 9/16 - 5070 3090 0.9
RF617H*2 6.4 22 14 - 2300 1400 25 1/4 7/8 9/16 - 5070 3090 0.9
RF618 7.9 29 16 - 3600 2700 50 5/16 1 5/32 5/8 - 7940 5950 1.8
RF618H*2 7.9 29 16 - 3600 2700 50 5/16 1 5/32 5/8 - 7940 5950 1.8
RF619*2 9.5 38 17 - 5400 3600 80 3/8 1 1/2 21/32 - 11900 7940 2.8
RF620*2 12.7 42 19 - 7700 7500 130 1/2 1 31/32 3/4 - 16980 16530 4.6
RF1035*3 15.9 47 25 - 14000 11000 280 5/8 1 25/32 1 - 30860 24250 9.9

Long D
RF621 4.0 26 10 - 800 600 10 5/32 1 1/32 13/32 - 1760 1320 0.4
RF622 4.8 31 11 - 1200 800 15 3/16 1 7/32 7/16 - 2640 1760 0.5
RF623 6.4 44 15 - 2300 1400 30 1/4 1 21/32 19/32 - 5070 3090 1.1
RF624 7.9 55 17 - 3600 2700 60 5/16 2 5/32 21/32 - 7940 5950 2.1
RF625*2 9.5 60 17 - 5400 3600 90 3/8 2 3/8 21/32 - 11900 7940 3.2
RF626*2 12.7 72 18 - 7700 7500 155 1/2 2 27/32 23/32 - 16980 16530 5.5

Wide D
RF1850S 3.2 11 13 - 550 280 2 1/8 7/16 1/2 - 1210 620 0.1
RF1852 4.8 29 20 - 1200 700 15 3/16 1 5/32 25/32 - 2640 1540 0.5
RF1853 6.4 39 31 - 2300 1100 26 1/4 1 17/32 1 7/32 - 5070 2430 0.9
RF639 7.9 51 28 - 3400 1700 70 5/16 2 1 3/32 - 7480 3740 2.5
RF640 9.5 56 29 - 5400 3600 95 3/8 2 7/32 1 5/32 - 11900 7940 3.4
RF641*2 12.7 68 33 - 7700 5500 170 1/2 2 11/16 1 5/16 - 16980 12130 6.0

Twisted
RF627 4.0 23 9 - 800 600 5 5/32 29/32 11/32 - 1760 1320 0.2
RF628 4.8 28 10 - 1200 800 15 3/16 1 3/32 13/32 - 2640 1760 0.5
RF629 6.4 39 13 - 2300 1400 30 1/4 1 17/32 1/2 - 5070 3090 1.1
RF630 7.9 48 16 - 3600 2700 65 5/16 1 7/8 5/8 - 7940 5950 2.3
RF631*2 9.5 54 19 - 5400 3600 90 3/8 2 1/8 3/4 - 11900 7940 3.2
RF632*2 12.7 65 19 - 7700 7500 165 1/2 2 9/16 3/4 - 16980 16530 5.8

Bow
RF613S*4 3.0 12 9 6.4 550 280 3 1/8 15/32 11/32 1/4 1210 620 0.1
RF633 4.0 15 17 11.0 800 600 5 5/32 9/16 9/16 7/16 1760 1320 0.2
RF634 4.8 18 14 13.0 1200 800 10 3/16 23/32 9/16 1/2 2640 1760 0.4
RF635 6.4 21 19 16.0 2300 1400 20 1/4 13/16 3/4 5/8 5070 3090 0.7
RF636 7.9 27 22 16.0 3600 2700 45 5/16 1 1/16 7/8 5/8 7940 5950 1.6
RF638*2 7.9 27 22 16.0 3600 2700 45 5/16 1 1/16 7/8 5/8 7940 5950 1.6
RF637*2 9.5 52 36 21.0 5400 3600 90 3/8 2 1/16 1 13/32 13/16 11900 7940 3.2

*1 UDL BL – The “Uniformly Distributed Load” breaking load of the shackle; the load is applied across the full span of the shackle pin. 
      PL BL – The “Point Load” breaking load of the shackle; the load is only applied at the centre or one side of the shackle pin.
*2 Shackle pins drilled for seizing wire.
*3 RF1035 features 20.7mm (13/16”) A/F hexagonal head pin.
*4 RF613S has a slotted head.

For the most up to date product information, visit   www.victory-products.com



367

Victory RONSTAN

B

C

A

D

C

A

B

C

B
A

C

A

B

C

D

B

A

B

A

D

C

C

A
B

D

Shackles
STAINLESS STEEL HARDWARE

RF807 RF1320RRF614
RF806S

 Slotted head shackle pins are low profile  
to prevent snagging on ropes etc.

 Lightweight clevis pin shackles use a  
split ring for security.

 Halyard shackles have a lever action for easy 
finger opening and closing. They also have 
a keyed pin for pin retention and spring 
engagement to retain pin in closed position.

 RF1320R shackle key suits both coined and 
slotted shackle pins, and small nylon-insert nuts.

 Grade 316 stainless steel bodies and pins.

SLOTTED 
PIN

SHACKLE KEYLIGHTWEIGHT 
CLEVIS PIN

HALYARD TWO-WAY 
LINK

SWIVEL

PRODUCT No.
A B C D

U.D.L.*1

B.L.
P.L.*1

B.L. WEIGHT A B C D
U.D.L.*1

B.L.
P.L.*1

B.L. WEIGHT
mm mm mm mm kg kg g in in in in lb lb oz

Slotted Pin
RF615 4.0 16.0 10.0 - 850 650 5 5/32 5/8 13/32 - 1870 1430 0.2
RF615A 4.0 13.0 8.0 - 850 700 7 5/32 1/2 5/16 - 1870 1540 0.2
RF150 4.7 18.0 12.0 - 1500 900 10 3/16 23/32 15/32 - 3300 1980 0.4
RF806S 4.8 11.5 16.0 - 950 700 10 3/16 7/16 5/8 - 2090 1540 0.4
RF707S 4.8 17.0 18.0 - 1200 700 10 3/16 21/32 23/32 - 2640 1540 0.4
RF614 4.8 19.0 10.0 5.0 1300 1300 5 3/16 13/32 3/8 3/16 2860 2860 0.2
RF151 6.4 22.0 16.0 - 2300 1400 20 1/4 7/8 5/8 - 5070 3090 0.7
RF152 7.9 29.0 17.0 - 3600 2700 45 5/16 1 5/32 21/32 - 7940 5950 1.6

Lightweight Clevis Pin
RF807 4.8 20.0 14.0 - 700 - 10 3/16 25/32 9/16 - 1540 - 0.4

Halyard
RF1032 4.8 22.0 10.0 15.0 1200 900 30 3/16 7/8 13/32 19/32 2650 1980 1.1
RF1033 6.4 32.0 13.0 19.0 2100 1500 55 1/4 1 1/4 1/2 3/4 4630 3310 1.9
RF1034 7.9 39.0 18.5 20.0 2700 2200 90 5/16 1 17/32 23/32 25/32 5950 4850 3.2

Swivel
RF576 4.0 10.0 22.0 6.0 500 350 10 5/32 13/32 7/8 15/64 1100 770 0.4
RF120 4.8 12.0 32.0 8.7 650 650 20 3/16 15/32 1 1/4 11/32 1430 1430 0.7
RF173 6.4 15.0 42.0 11.9 1100 700 40 1/4 19/32 1 21/32 19/32 2420 1540 1.4
RF75*2 7.9 17.0 60.0 15.8 2300 2100 15 5/16 21/32 2 3/8 5/8 5070 4620 0.5

Two-Way Link
RF815 5.0 5.2 10.0 19.0 1100 900 14 3/16 7/32 13/32 3/4 2425 1980 0.5
RF816 6.0 6.7 12.2 22.6 1200 1000 21 1/4 1/4 15/32 7/8 2650 2200 0.7

Shackle Key

RF1320R
Shackle key and multi-purpose tool. Suits coined and slotted head  
shackle pins. Features sockets for 3/16” & 1/4” nuts. Screwdriver tip.  
Hollow end ideal for tightening drain plugs. Red plastic grip handle.

90 3.2

*1 UDL BL – The “Uniformly Distributed Load” breaking load of the shackle; the load is applied across the full span of the shackle pin. 
     PL BL – The “Point Load” breaking load of the shackle; the load is only applied at the centre or one side of the shackle pin. 
*2 RF75 swivel shackle has stainless steel ball bearings.
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Snap Shackles
STAINLESS STEEL HARDWARE

RF6170

RF6080

RF6110

RF6100

RF6210

RF6200

RF6310

RF6300

RF6120

RF6130

RF6220

RF6230

RF6320

PRODUCT No.
A B C D M.W.L. B.L. WEIGHT A B C D M.W.L. B.L. WEIGHT

HEAD TYPE mm mm mm mm kg kg g in in in in lb lb oz

Series 80
RF6080 Fixed bail 6.2 4.7 32 - 75 150 10 1/4 3/16 1 1/4 - 165 330 0.4

Series 100
RF6100 Fixed bail 16 15.0 66 - 1000 2000 43 5/8 19/32 2 19/32 - 2200 4410 1.5
RF6110 Small swivel bail 16 10.0 69 - 850 1700 50 5/8 13/32 2 23/32 - 1870 3750 1.8
RF6120 Large swivel bail 16 13.0 73 - 750 1500 57 5/8 1/2 2 7/8 - 1650 3310 2.0
RF6130 Swivel shackle 16 6.4 72 13 750 1500 64 5/8 1/4 2 27/32 1/2 1650 3310 2.3
RF6170 Block head adapter 16 5.0 60 - 500 1135 49 5/8 3/16 2 3/8 - 1100 2500 1.7

Series 200
RF6200 Fixed bail 20 19.0 85 - 1100 2200 100 13/16 3/4 3 11/32 - 2420 4840 3.5
RF6210 Small swivel bail 16 16.0 92 - 1600 3200 113 5/8 5/8 3 5/8 - 3530 7050 4.0
RF6220 Large swivel bail 16 25.0 101 - 1100 2200 120 5/8 1 3 31/32 - 2430 4850 4.2
RF6230 Swivel shackle 16 7.9 95 17.5 1100 2200 120 5/8 5/16 3 3/4 11/16 2430 4850 4.2

Series 300
RF6300 Fixed bail 26 19.0 100 - 2000 4000 155 1 1/32 3/4 3 15/16 - 4410 8820 5.5
RF6310 Small swivel bail 26 16.0 110 - 1800 3600 142 1 1/32 5/8 4 11/32 - 3970 7940 5.0
RF6320 Large swivel bail 26 26.0 122 - 1350 2700 170 1 1/32 1 1/32 4 3/4 - 2980 5950 6.0

 Fixed or swivel heads.
 Heavy duty plunger springs and precision 
components ensure dependable service.

 Body and hasp profiles are designed for easy 
clearance of lines and fittings when released.

 High strength-to-weight ratio.

 Stainless steel is used throughout for  
excellent corrosion resistance.

 Split ring on plunger pin is spot welded  
for security.

 A lanyard can be attached to the plunger  
pin for easy opening.

 RF6170 is a snap shackle adapter for  
blocks with a 5mm (3/16”) pin.

 Grade 15-5PH investment cast stainless  
steel body and hasp.

 Grade 316 stainless steel plunger pin  
and spring.

Replacement Plunger Pin Kits
RF6160     Suits RF6110, RF6120, RF6130, RF6170
RF6161     Suits RF6100
RF6260     Suits RF6200
RF6262     Suits RF6210, RF6220, RF6230, RF6230A
RF6360     Suits RF6310, RF6320
RF6361     Suits RF6300

For the most up to date product information, visit   www.victory-products.com
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Trunnion Snap Shackles
STAINLESS STEEL HARDWARE

RF6111 RF6321 RF6411 RF6511

PRODUCT No.
A B C M.W.L. B.L. WEIGHT A B C M.W.L. B.L. WEIGHT

HEAD TYPE mm mm mm kg kg g in in in lb lb oz

Series 100
RF6111 Small swivel bail 16 10 70 750 1500 57 5/8 13/32 2 3/4 1650 3310 2.0

Series 300
RF6321 Large swivel bail 26 26 122 1350 2700 198 1 1/32 1 1/32 4 13/16 2980 5950 7.0

Series 400
RF6411 Small swivel bail 32 25 137 3000 6000 369 1 1/4 1 5 13/32 6610 13230 13.0

Series 500
RF6511 Small swivel bail 36 22 150 3750 7500 454 1 13/32 7/8 5 29/32 8270 16530 16.0

TRUNNION ARTICULATION

Replacement Plunger Pin Kits
RF6161     Suits RF6111
RF6360     Suits RF6321
RF6461     Suits RF6411
RF6561     Suits RF6511

 Trunnion swivel head allows both 360°  
rotation and sided to side articulation.

 Small and large bail versions.

 Grade 15-5PH investment cast stainless  
steel body and hasp.

 Stainless steel plunger pin and spring.

© Bruno Cocozza
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Hooks, Quicklinks & Welded Rings
STAINLESS STEEL HARDWARE

ROUND RINGS D-RING

OPEN

UNLOCK

CARABINER HOOKS, NON-LOCKING CARABINER HOOK, LOCKING

OPEN

 Carabiner hooks have ferrule lined eyes to  
retain the fixed line.

 RF650 carabiner hook opens inwards and has  
a threaded locking sleeve for added security.

 Quicklinks have large openings and secure 
threaded locking sleeves.

 RF16 D-ring suits use with 50mm (2”) webbing.

QUICKLINKS

PRODUCT No.
A B C D M.W.L. B.L. WEIGHT A B C D M.W.L. B.L. WEIGHT

TYPE mm mm mm mm kg kg g in in in in lb lb oz

Carabiner Hooks - Non-Locking
RF2355 - 9.0 9.0 60 6 - 520 28 11/32 11/32 2 3/8 1/4 - 1145 1.0
RF652 - 11.0 11.0 80 8 - 800 68 7/16 7/16 3 1/8 5/16 - 1760 2.4
RF653 - 15.0 15.0 100 10 - 1200 129 19/32 19/32 3 15/16 13/32 - 2640 4.6

Carabiner Hook - Threaded Locking Sleeve
RF650 - 13.0 14.0 100 10 - 1200 134 17/32 17/32 3 15/16 13/32 - 2640 4.7

Quicklinks
RF711 - 5.5 11.5 32 4 - 1400 12 3/16 7/16 1 1/4 5/32 - 3085 0.4
RF712 - 7.5 14.5 45 6 - 3250 35 5/16 9/16 1 3/4 1/4 - 7165 1.2
RF713 - 11.0 17.5 58 8 - 5500 79 7/16 11/16 2 5/16 5/16 - 12125 2.7
RF714 - 12.0 20.5 69 10 - 9000 140 15/32 13/16 2 11/16 13/32 - 19840 4.9

Rings
RF122 Round 4.0 38.0 - - 180 1100 12 5/32 1 1/2 - - 396 2420 0.4
RF123 Round 5.0 25.4 - - 600 2200 14 3/16 1 - - 1320 4840 0.5
RF48 Round 6.0 25.4 - - 900 3000 15 1/4 1 - - 1980 6600 0.5
RF124 Round 6.0 38.0 - - 650 3000 40 1/4 1 1/2 - - 1430 6600 1.4
RF125 Round 8.0 42.5 - - 700 3500 55 5/16 1 5/8 - - 1540 7700 1.9
RF16 D-ring 8.0 45.0 50 - 600 1200 75 5/16 1 3/4 2 - 1320 2640 2.7

Snap Hook
RF533 - 10.0 9.0 51 - 180 360 25 13/32 11/32 2 - 395 790 0.9

SNAP HOOK

For the most up to date product information, visit   www.victory-products.com
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Swivels, Sister Clips, S-Hooks & Beckets
STAINLESS STEEL HARDWARE

Sister clip to sister  
clip connections

PRODUCT No.
A B C D E B.L. WEIGHT A B C D E B.L. WEIGHT

TYPE mm mm mm mm mm kg g in in in in in lb oz

Swivels - Ball Bearing
RF78* 8.1 19.1 51.8 - - 1000 65 5/16 3/4 2 3/32 - - 2200 2.3
RF78A 6.4 9.6 54.0 19.0 - 1700 80 1/4 3/8 2 1/8 3/4 - 3740 2.8
RF78B* 6.4 9.6 44.3 19.0 8.1 1700 60 1/4 3/8 1 3/4 3/4 5/16 3740 2.1
RF79 7.9 12.7 89.8 25.1 16.0 2600 190 5/16 1/2 3 17/32 1 5/8 5720 6.7

Sister Clips
RF536 7.0 27.0 24.0 - - 70 5 9/32 1 1/16 15/16 - - 150 0.2
RF89 10.0 43.0 37.0 - - 250 10 13/32 1 11/16 1 7/16 - - 550 0.4
RF2665 15.0 60.0 58.0 - - 1800 81 19/32 2 3/8 2 1/4 - - 3960 2.9

S-Hooks
RF50 10.0 6.8 44.0 4.8 - 250 14 13/32 1/4 1 3/4 3/16 - 550 0.5
RF48A 10.0 9.0 62.0 6.0 - 400 35 13/32 11/32 2 7/16 1/4 - 880 1.2
RF49 12.0 11.0 76.0 8.0 - 600 65 15/32 7/16 3 5/16 - 1320 2.3
RF51 15.0 16.0 87.0 9.5 - 800 110 19/32 5/8 3 7/16 3/8 - 1760 3.9

Beckets
RF88 Hook becket 50.5 5.0 13.5 8.0 - - 13 2 3/16 17/32 5/16 - - 0.5
RF1050 Eye becket 8.0 5.0 9.0 - - - 6 5/16 3/16 11/32 - - - 0.2
RF1051 Eye becket 8.0 6.0 9.0 - - - 6 5/16 1/4 11/32 - - - 0.2
RF1052 Fork becket / block anchor 5.0 5.0 11.5 - - - 9 3/16 3/16 7/16 - - - 0.3
RF1053 Fork becket / block anchor 5.0 6.0 14.0 - - - 9 3/16 1/4 9/16 - - - 0.3

*Eye thickness = 6.4mm (1/4”)

SWIVELS
See page 197 for swivel shackles S-HOOKS

SISTER CLIPSBECKETS

 Swivels are used in conjunction with blocks and 
rigging systems to provide articulation and rotation 
(not suitable for high speed rotating applications).

RF78

RF89RF88

RF79RF78B

RF536 RF2665

RF78A

RF48A
RF49
RF50
RF51

RF1050
RF1051

RF1052
RF1053
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Stand-Up Springs & Boots
STAINLESS STEEL HARDWARE

 RF324, RF324-1, RF324-2,  
RF328 include top and  
bottom acetal collars.

 Springs and boots are used  
to support blocks in an  
upright position.

 Grade 316 stainless steel 
springs.

PRODUCT No.
A B C D WEIGHT A B C D WEIGHT

DESCRIPTION mm mm mm mm g in in in in oz

Stand-Up Springs
RF318* Stand-up spring. Suits Series 15 and Series 20 Utility blocks with saddle RF498 16 23 22 1 3 5/8 7/8 7/8 1/32 0.1
RF319 Stand-up spring 16 16 32 2 3 5/8 5/8 1 1/4 3/32 0.1
RF321* Stand-up spring. Suits Series 40 Utility blocks with saddles RF134 or RF134A 16 24 41 2 9 5/8 15/16 1 5/8 3/32 0.3
RF323* Stand-up spring. Suits Series 30 Utility blocks and Orbit Blocks™ with saddle RF134/RF134A 19 25 32 1 4 3/4 1 1 1/4 1/32 0.1
RF324 Stand-up spring. Suits Series 60 & 75 Core Blocks™ and Orbit Blocks™ with padeye RF2433-09 20 30 81 4 80 3/4 1 3/16 3 3/16 5/32 2.8
RF324-1 Stand-up spring. Suits Series 60 & 75 Core Blocks™ and Orbit Blocks™ 20 24 103 3 60 3/4 15/16 4 1/16 1/8 2.1
RF324-2 Stand-up spring. Suits Series 60 & 75 Core Blocks™ and Orbit Blocks™ 20 38 89 4 60 3/4 1 1/2 3 1/2 5/32 2.1
RF328 Stand-up spring. Suits S100 Orbit Blocks™ with padeye RF2429-10 47 72 95 4 120 1 7/8 2 7/8 3 3/4 5/32 4.2

Stand-Up Bases & Boots
RF2454 Stand-up base, suits S40 Orbit Blocks™ - includes RF134 stainless steel saddle 17 42 28 19 11 5/8 1 5/8 1 1/8 3/4 0.4
RF2455 Stand-up base, suits S55 Orbit Blocks™ - includes RF1055 stainless steel saddle 20 53 35 23 26 3/4 2 1/8 1 3/8 15/16 0.9
RF2457 Stand-up base, suits S70 Orbit Blocks™ - includes RF1054 stainless steel saddle 25 66 45 31 50 1 2 9/16 1 3/4 1 1/4 1.8
RF2454B Stand-up boot, suits S40 Orbit Blocks™ - boot only 17 42 28 19 6 5/8 1 5/8 1 1/8 3/4 0.2
RF2455B Stand-up boot, suits S55 Orbit Blocks™ - boot only 20 53 35 23 11 3/4 2 1/8 1 3/8 15/16 0.4
RF2457B Stand-up boot, suits S70 Orbit Blocks™ - boot only 25 66 45 31 15 1 2 9/16 1 3/4 1 1/4 0.5

* Tapered spring.

2 x 5mm (3/16”)

RF321
RF318

RF323 RF319

RF2454
RF2455
RF2457

RF2454B
RF2455B
RF2457B

RF324
RF328

RF324-1
RF324-2
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Padeyes & Saddles
STAINLESS STEEL HARDWARE

SADDLES - FERRULE EYESADDLES - FLARED TOP SADDLES - FLARED TOPSADDLES - NARROW

 Removable screw-in padeyes are ideal  
for attaching blocks which may be 
removed when not in use or while 
cruising.  A threaded plug remains in 
the base section when the top plate is 
removed to prevent dirt and grit from 
entering the threads.

 Grade 316 stainless steel.

 RF2429-xx - Grade 15-5PH stainless steel.

PRODUCT No.
A B C D B.L. WEIGHT A B C D B.L. WEIGHT

DESCRIPTION mm mm mm mm kg g in in in in lb oz

Padeyes - Fixed, Round
RF2429-02 2 mounting holes 7.2 5.0 34.0 6.4 1500 26 9/32 3/16 1 5/16 1/4 3310 0.9
RF2429-06 4 mounting holes 16.0 7.3 50.0 6.4 4000 82 5/8 5/16 2 1/4 8800 2.9
RF2429-08 4 mounting holes 17.2 10.0 57.7 8.3 6000 127 43/64 25/64 2 1/4 21/64 13200 4.5
RF2429-10 4 mounting holes 21.1 11.5 72.3 10.2 9000 240 53/64 7/16 2 3/4 13/32 19800 8.5

Padeyes - Removable Round
RF2433-09 Removable, screw-in, 4 mounting holes 14.0 9.0 55.0 6.0 4000 285 9/16 3/8 2 5/32 1/4 8820 10.1
RF2433-10 Removable, screw-in, 4 mounting holes 19.0 10.0 72.0 8.0 5000 550 3/4 13/32 2 27/32 5/16 11020 19.4

Padeyes - Fixed, Diamond Base
RF87 Straight sided, concave underside 10.0 5.0 51 x 19 5.1 - 15 3/8 3/16 2 x 3/4 3/16 - 0.5
RF529* Including nylon mounting pad 18.0 8.0 75 x 51 6.4 2000 100 23/32 5/16 3 x 2 1/4 4400 4.0
RF415 Including nylon mounting pad 21.0 8.0 75 x 51 5.0 1000 75 13/16 5/16 3 x 2 3/16 2200 2.7
RF44 Including nylon mounting pad 22.0 11.0 94 x 60 6.7 2000 130 7/8 7/16 3 11/16 x 2 3/8 1/4 4400 4.6
RF416 25.0 6.4 83 x 35 4.8 800 40 1 1/4 3 1/4 x 1 3/8 3/16 1760 1.4

Saddles - Narrow
RF134 14.0 5.1 36.6 4.5 - 5 9/16 3/16 1 7/16 3/16 - 0.2
RF134A Countersunk holes 14.0 5.1 36.6 5.0 - 5 9/16 3/16 1 7/16 3/16 - 0.2
RF498 12.0 3.2 27.7 4.3 - 4 15/32 1/8 1 3/32 5/32 - 0.1
RF528 12.0 6.8 44.5 8.1 - 25 15/32 9/32 1 23/32 5/16 - 0.9
RF1054 18.0 7.0 60.0 8.4 - 35 23/32 9/32 2 3/8 5/16 - 1.2
RF1055 16.0 5.8 43.0 6.6 15 5/8 7/32 1 11/16 1/4 0.5

Saddles - Flared Top
RF94 6.0 9.0 27.0 5.0 - 3 1/4 11/32 1 1/16 3/16 - 0.1
RF94A 5.0 5.8 29.0 5.0 - 3 3/16 7/32 1 1/8 3/16 - 0.1
RF148 15.0 11.0 40.0 6.5 - 8 9/32 7/16 1 5/8 1/4 - 0.3
RF291 12.0 9.0 31.8 5.3 - 7 1/2 11/32 1 1/4 3/16 - 0.2
RF4714 4 fixing points 9.0 8.0 32.0 / 19.5 5.0 - 9 11/32 5/16 1 1/4  /  3/4 3/16 - 0.3
RF5013 15.0 12.5 38.1 5.0 - 8 5/8 1/2 1 1/2 3/16 - 0.3
RF5023 18.0 14.0 51.0 6.6 - 11 3/4 9/16 2 1/4 - 0.4

Saddles - Ferrule Eye
RF499 9.4 4.9 27.7 4.3 - 4 3/8 3/16 1 3/32 5/32 - 0.1
RF1056 16.3 8.8 60.0 8.4 - 40 5/8 5/16 2 3/8 5/16 - 1.4
RF1057 13.9 6.8 45.7 6.6 - 18 1/2 1/4 1 3/4 1/4 - 0.6
RF1058 11.7 5.8 36.6 5.1 - 9 7/16 7/32 1 7/16 3/16 - 0.3

* Turned U-Bolt with a pad eye base. Thread size is 6.4mm (1/4” UNC).  Suits maximum deck thickness of 22mm (7/8”) 

PADEYES

RF529 RF87

RF4714

RF2429-02

RF44
RF415
RF416

RF2433-09
RF2433-10

RF2429-06
RF2429-08
RF2429-10
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Padeyes
STAINLESS STEEL HARDWARE

 Fixed style padeyes feature an all-in-one  
U-bolt mount for maximum strength.

 Screw in, removable padeyes allow the block and 
padeye to be easily removed when not in use.

 Integral threaded plug in removable padeyes 
prevents grit from entering the threaded  
socket when the padeye is removed.

 Folding padeyes provide a low profile  
solution with the eye pivoting  
upright when required for use.

RF2434-20B

RF2436-10

RF2431-16 RF2435-14

RF2435-20B

RF2434-16B

RF2436-08RF2435-16B

RF2434-12B

RF2436-062 X M18

3 X M10

2 X M16 4 X M10

6 X M12

2 X M14

3 X M84 X M10

2 X M10

3 X M6

PRODUCT No.
A B C D E M.W.L. B.L. WEIGHT A B C D E M.W.L. B.L. WEIGHT

DESCRIPTION mm mm mm mm mm kg kg g in in in in in lb lb oz

Padeyes
RF2431-16*1 Fixed 80 97 x 40 16.0 57.0 31 10000 20000 600 3 5/32 3 13/16 x 1 9/16 5/8 2 1/4 1 7/32 22050 44090 21.2
RF2434-12B*1 Fixed, non-tumble 78 65 12.0 45.0 - 4000 8000 500 3 1/16 2 9/16 15/32 1 3/4 - 8800 17600 17.7
RF2434-16B*1 Fixed, non-tumble 84 78 16.0 57.0 - 8000 16000 1000 3 9/32 3 1/16 5/8 2 7/32 - 17640 35270 35.2
RF2434-20B*1 Fixed, non-tumble 92 110 20.0 74.5 - 13500 27000 2400 3 5/8 4 5/16 25/32 2 15/16 - 29760 59520 84.6
RF2435-12B Removable, non-tumble 36 80 12.0 50.0 26 4000 8000 560 1 7/16 3 5/32 15/32 1 31/32 1 1/32 8800 17600 19.8
RF2435-14 Removable 40 100 x 29 14.0 70.0 29 7500 15000 1100 1 9/16 3 15/16 x 1 5/32 9/16 2 3/4 1 1/8 16530 33070 38.8
RF2435-16B Removable, non-tumble 40 100 16.0 70.0 - 8000 16000 2200 1 9/16 3 15/16 5/8 2 3/4 1 1/4 17640 35270 77.6
RF2435-20B Removable, non-tumble 52 135 19.8 74.5 - 13500 27000 3700 2 1/16 5 5/16 25/32 2 15/16 - 29760 59520 130.4
RF2436-06 Folding 13.5*2 46.5 x 45*3 7.7 27.0 24 1100 2200 74 1/2*2 1 7/8 x 1 13/16*3 5/16 1 1/16 - 2420 4840 2.6
RF2436-08 Folding 18.5*2 61 x 59*3 10.4 35.0 29.5 2000 4000 172 11/16*2 2 7/16 x 2 3/8*3 7/16 1 3/8 1 5/32 4400 8800 6.1
RF2436-10 Folding 23.5*2 77 x 75*3 13.2 45.0 39 3650 7300 356 7/8*2 3 1/16 x 3*3 9/16 1 3/4 1 17/32 8030 16060 12.6

*1 Nuts and washers included.
*2 Eye clearance when upright. 
*3 B1 x B2

FOLDINGFIXED, NON-TUMBLE REMOVABLE, NON-TUMBLE

FIXED REMOVABLE

RF2435-12B 4 X M8
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Removable Lashing Padeyes
DECK HARDWARE

 Lashed block and padeye are easily removed 
when not in use.

 Integral threaded plug prevents grit from 
entering the base and provides a clean, flush 
finish when the padeye is removed.

 Lightweight, strong alloy construction.
 Lashing padeyes are ideal for use with 
Dyneema® lashings/strops RF2437-12 up  
to 10mm (3/8”) diameter, RF2437-16 up  
to 12mm (1/2”) diameter.

 Clamping ring pin spanner included.
 Allowable deck thickness RF2437-12: 
minimum 13mm (1/2”), maximum 32mm  
(1 1/4”), RF2437-16: minimum 20mm (25/32”), 
maximum 39mm (1 1/2”).

 Also available in all-stainless steel  
models to special order.

 Alloy padeye, socket and clamping ring.
 Grade 316 stainless steel cross pin.

PRODUCT No.
A B C D E M.W.L. B.L. WEIGHT A B C D E M.W.L. B.L. WEIGHT

DESCRIPTION mm mm mm mm mm kg kg g in in in in in lb lb oz

Padeyes
RF2437-12 Removable, lashing attachment 39 76 12 77 54 4000 8000 300 1 17/32 3 15/32 3 1/32 2 1/8 8820 17640 10.6
RF2437-16 Removable, lashing attachment 49 99 16 99 72 7000 14000 650 1 15/16 3 29/32 5/8 3 29/32 2 27/32 15430 30860 22.9

Accessories
RD738000 Pin spanner, suits RF2437-xx - - - - - - - 298 - - - - - - - 10.5

NOTE: Full installation and user instructions available in the SUPPORT section of the Ronstan website

Padeye with  
Dyneema® lashing

Threaded plug flush with 
deck surface position 

when padeye removed 
from socket

© Sport Sailing Photography

RF2437-16

RD738000

RF2437-12
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Eye Bolts & U-Bolts
STAINLESS STEEL HARDWARE

 Eye bolts and ring bolts are supplied with 
washers and a nut.

 U-bolts are supplied with a top plate,  
backing plate and nuts.

 RF5280 is supplied with a washer and nut.
 Grade 316 stainless steel.

ANCHOR BOLTSU-BOLTS - STEPPEDRING BOLTS EYE BOLTS

PRODUCT No.
A B C D E WEIGHT A B C D E WEIGHT

THREAD TYPE mm mm mm mm mm g in in in in in oz

Ring Bolts
RF26 1/4 UNC 25 5.0 63 25 20 35 1 3/16 2 1/2 1 3/4 1.2
RF424 1/4 UNC 25 5.0 90 51 22 40 1 3/16 3 1/2 2 7/8 1.4

Eye Bolts
RF156 3/16 UNC 10 4.0 76 51 38 10 13/32 5/32 3 2 1 1/2 0.4
RF157 3/16 UNC 10 4.0 100 75 51 15 13/32 5/32 4 3 2 0.5
RF159 1/4 UNC 12 5.5 81 51 38 25 15/32 7/32 3 3/16 2 1 1/2 0.9
RF160 1/4 UNC 12 5.5 108 76 51 30 15/32 7/32 4 1/4 3 2 1.1
RF161 1/4 UNC 12 5.5 132 102 51 35 15/32 7/32 5 3/16 4 2 1.2
RF162 1/4 UNC 12 5.5 160 127 51 40 15/32 7/32 6 5/16 5 2 1.4
RF163 1/4 UNC 12 5.5 180 152 51 50 15/32 7/32 7 6 2 1.8
RF164 5/16 UNC 13 7.0 111 76 51 60 1/2 9/32 4 3/8 3 2 2.1
RF165 5/16 UNC 13 7.0 139 102 51 65 1/2 9/32 5 1/3 4 2 2.3
RF166 5/16 UNC 13 7.0 162 127 51 75 1/2 9/32 6 3/8 5 2 2.7
RF167 5/16 UNC 13 7.0 187 152 51 80 1/2 9/32 7 3/8 6 2 2.8
RF168 3/8 UNC 17 8.5 116 76 51 80 21/32 11/32 4 1/2 3 2 2.8
RF169 3/8 UNC 17 8.5 140 102 51 90 21/32 11/32 5 1/2 4 2 3.2
RF170 3/8 UNC 17 8.5 167 127 51 100 21/32 11/32 6 5/8 5 2 3.5
RF171 3/8 UNC 17 8.5 193 152 51 110 21/32 11/32 7 5/8 6 2 3.9

Anchor Bolts & Nuts
RF5270 1/4 UNF 6.4 4.8 50.0 27 14.4 19 1/4 3/16 1 31/32 1 1/16 9/16 0.7
RF5271 1/4 UNF 6.4 4.8 77.0 54 14.4 27 1/4 3/16 3 2 1/8 9/16 1.0
RF5272 M6 6.1 4.8 22.5 9 14.4 18 1/4 3/16 7/8 11/32 9/16 0.7
RF5280 1/4 UNF 6.4 4.8 50.0 27 14.4 26 1/4 3/16 1 31/32 1 1/16 9/16 0.9
RF5290 1/4 UNF 6.4 4.8 22.5 8 14.4 12 1/4 3/16 7/8 5/16 9/16 0.4
RF5292-M6 M6 6.4 4.8 22.5 8 14.4 12 1/4 3/16 7/8 5/16 9/16 0.4
RF5292-M8 M8 6.4 4.8 22.5 8 14.4 12 1/4 3/16 7/8 5/16 9/16 0.4

U-Bolts - Stepped
RF559 1/4 UNC 24 8.0 38 25.5 6 70 15/16 5/16 1 1/2 3/4 1/4 2.5
RF543 5/16 UNC 28 9.5 25 33.5 4 95 1 1/8 3/8 1 1 5/32 3.4
RF541 5/16 UNC 28 9.5 38 33.5 8 105 1 1/8 3/8 1 1/2 1 5/16 3.7
RF544 5/16 UNC 28 9.5 51 33.5 6 110 1 1/8 3/8 2 1 1/4 3.9
RF547 5/16 UNC 28 9.5 77 33.5 32 130 1 1/8 3/8 3 1 1 1/4 4.6
RF548 5/16 UNC 28 9.5 103 33.5 58 150 1 1/8 3/8 4 1 2 9/32 5.3
RF549 5/16 UNC 28 9.5 127 33.5 71 170 1 1/8 3/8 5 1 2 13/16 6.0

RF5280RF5272 RF5292-M8
RF5271 RF5292-M6
RF5270 RF5290
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Type 10 Turnbuckles
FEATURES & INFORMATION

Elegant Design,  
Exceptional Performance
From their clean lines to the use of the highest grade materials and quality finish,  
Ronstan Type 10 turnbuckles are engineered to deliver performance while  
enhancing the appearance of any yacht, or tensile project.

Type 10
Type 10 closed body turnbuckles have a sleek, 
modern profile with no sharp edges. They 
are easily adjusted by turning the unique 
adjustment nut, which is free to rotate within 
the sleeve on the turnbuckle body, and are 
secured with a quick turn on the locking nut. 
A sight hole is provided in the body to verify 
adequate thread engagement. With fine 
thread and single end adjustment, Type 10 
turnbuckles are much easier to adjust than 
conventional turnbuckles, and the use of 
dissimilar but compatible metals for the 
threaded components avoids the risk of 
thread seizure. Toggles are designed with  
full lateral articulation for easy installation 
and connection compatibility.

Fine, rolled threads
Ronstan rigging fittings have rolled threads 
for maximum strength and reliability – unlike 
cut threads, the stainless steel bar is formed 
up and down to create a thread with the grain  
remaining unbroken and flowing the full 
length of the thread. Threads are UNF  
(Unified National Fine), short pitch threads  
for fine adjustment and reduced  
adjustment effort.

Roll swage  
integrity
Swage fittings suit industry-standard  
roll swaging presses and dimensions  
are derived from the original ‘Milspec’  
for maximum integrity. They are suitable  
for use with modern and traditional wire 
constructions, including 1x19, 7x19 and 
compact strand.

Termination options
A full range of eye, fork and toggle fittings 
complement the turnbuckles to permit 
assembly of finished rigging elements to  
suit virtually any application.

Calibrated turnbuckles
For accurate, repeatable settings of rig  
tension and precise adjustment, calibrated 
turnbuckle models are available for wire  
sizes up to 5mm (7/32”); thread sizes  
1/4”, 5/16”, 3/8” UNF.

Calibrated modelsVersatile end correction options

Roll swage integrityRolled threads for maximum strength

For the most up to date product information, visit   www.victory-products.com 377
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Calibrated Turnbuckles - Imperial Wire
TYPE 10 TURNBUCKLES
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Toggle/Toggle Turnbuckles
TYPE 10 TURNBUCKLES
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Eye/Toggle Turnbuckles
TYPE 10 TURNBUCKLES
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Eye/Eye Turnbuckles
TYPE 10 TURNBUCKLES
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A

C

E

B D

Wire diameter Thread size

Threaded Swage Terminals

THREADED SWAGE 
TERMINAL

THREADED  
SWAGE  

TERMINAL  
PRODUCT No.

WIRE  
DIAM.

THREAD  
SIZE

SUITS  
TYPE 10  

TURNBUCKLE 
BODY

SUITS  
TYPE 1  

TURNBUCKLE*3
A B C D E WEIGHT A B C D E WEIGHT

mm mm mm mm mm g in in in in in oz

Threaded Swage Terminals - Metric Wire

RF1512M0304 3mm

1/4" UNF RF1480-04
RF1481-04

RF1578M0304 
RF1575M0304 4.9 39.2 133 74 6.4 24 7/32 1 9/16 5 1/4 2 15/16 1/4 0.9

RF1512M0404 4mm RF1578M0404 
RF1575M0404 6.0 45.5 141 74 7.5 30 1/4 1 3/8 5 1/2 2 15/16 5/16 1.1

RF1512M0504*1 5mm RF1578M0504 
RF1575M0504 7.5 32.0 129 74 9.1 30 5/16 2 3/16 5 1/16 2 15/16 3/8 1.1

RF1512M0405 4mm
5/16" UNF RF1480-05

RF1481-05

RF1578M0405 
RF1575M0405 6.0 45.5 153 89 7.5 44 1/4 1 3/8 6 3 1/2 5/16 1.6

RF1512M0505 5mm RF1578M0505 
RF1575M0505 7.5 55.5 164 89 9.1 52 5/16 2 3/16 6 1/2 3 1/2 3/8 1.8

RF1512M0506 5mm
3/8" UNF RF1480-06

RF1481-06

RF1578M0506 
RF1575M0506 7.5 55.5 179 105 9.1 76 5/16 2 3/16 7 1/16 4 1/8 3/8 2.9

RF1512M0606 6mm RF1578M0606 10.5 70.4 195 105 12.5 115 7/16 2 3/4 7 11/16 4 1/8 1/2 4.1

RF1512M0608 6mm
1/2" UNF RF1480-08

RF1578M0608 
RF1575M0608 10.5 70.4 245 143 12.5 194 7/16 2 3/4 9 5/8 5 5/8 1/2 6.8

RF1512M0708 7mm RF1578M0708 12.2 79.0 250 143 14.3 222 1/2 3 1/8 9 7/8 5 5/8 9/16 7.8
RF1512M0808 8mm RF1578M0808 14.0 88.5 263 143 16.1 258 9/16 3 1/2 10 3/8 5 5/8 21/32 8.5

RF1512M0810 8mm
5/8" UNF RF1480-10 RF1578M0810 14.0 88.5 310 190 16.1 420 9/16 3 1/2 12 3/8 7 1/2 21/32 14.8

RF1512M1010 10mm RF1578M1010 15.8 110.5 330 190 17.9 446 5/8 4 3/8 13 7 1/2 23/32 15.7

RF1512M1112 11mm
3/4"UNF RF1480-12 - 12.2 122.7 368 205 20.7 723 1/2 4 13/16 14 1/2 8 1/16 13/16 25.5

RF1512M1212 12mm - 12.2 140.4 386 205 21.4 755 1/2 5 1/2 15 3/16 8 1/16 27/32 26.6

RF1512M1414 14mm 7/8"UNF RF1480-14 - 14.4 157.9 436 234 25.0 1150 9/16 6 1/4 17 3/16 9 1/4 1 40.6

RF1512M1616 16mm 1"UNF RF1480-16 - 18.0 176.7 473 240 28.2 1610 3/4 6 15/16 18 5/8 9 7/16 1 1/8 56.8

Threaded Swage Terminals - Imperial Wire

RF1510-0404 1/8"

1/4" UNF RF1480-04
RF1481-04

RF1576-0404 
RF1574-0404 4.9 39.2 133 74 6.4 22 7/32 1 9/16 5 1/4 2 15/16 1/4 0.8

RF1510-0504*2 5/32" RF1576-0504 
RF1574-0504 6.0 45.5 141 74 7.5 30 1/4 1 3/8 5 1/2 2 15/16 5/16 1.1

RF1510-0604*1 3/16" RF1576-0604 
RF1574-0604 7.5 32.0 129 74 9.1 32 5/16 1 1/4 5 1/16 2 15/16 3/8 1.1

RF1510-0505*2 5/32"
5/16" UNF RF1480-05

RF1481-05

RF1576-0505 
RF1574-0505 6.0 45.5 153 89 7.5 44 1/4 1 3/8 6 3 1/2 5/16 1.6

RF1510-0605 3/16" RF1576-0605 
RF1574-0605 7.5 55.5 164 89 9.1 56 5/16 2 3/16 6 1/2 3 1/2 3/8 2.0

RF1510-0606 3/16"

3/8" UNF RF1480-06
RF1481-06

RF1576-0606
RF1574-0606 7.5 55.5 179 105 9.1 78 5/16 2 3/16 7 1/16 4 1/8 3/8 2.8

RF1510-0706 7/32" RF1576-0706 
RF1574-0706 9.0 61.0 185.0 105 10.8 90 3/8 2 3/8 7 5/16 4 1/8 7/16 3.2

RF1510-0806 1/4" RF1576-0806 9.0 70.4 195.0 105 12.5 110 3/8 2 3/4 7 11/16  4 1/8 1/2 3.9

RF1510-0808 1/4"
1/2" UNF RF1480-08

RF1576-0808 
RF1574-0808 10.5 70.4 245 143 12.5 196 7/16 2 3/4 9 5/8 5 5/8 1/2 6.9

RF1510-0908*2 9/32" RF1576-0908 12.2 79.0 253 143 14.3 222 1/2 3 1/8 9 15/16 5 5/8 9/16 7.8
RF1510-1008*2 5/16" RF1576-1008 14.0 88.5 267 143 16.1 258 9/16 3 1/2 10 1/2 5 5/8 21/32 9.1

RF1510-1010*2 5/16"
5/8" UNF RF1480-10 RF1576-1010 14.0 88.5 310 190 16.1 420 9/16 3 1/2 12 3/8 7 1/2 21/32 14.8

RF1510-1210 3/8" RF1576-1210 15.8 110.5 328 190 17.9 452 5/8 4 3/8 12 15/16 7 1/2 23/32 15.9

RF1510-1412*2 7/16” 3/4"UNF RF1480-12 - 12.2 122.7 368 205 20.7 723 1/2 4 13/16 14 1/2 8 1/16 13/16 25.5

RF1510-1614*1 1/2"
7/8"UNF RF1480-14 - 14.4 140.4 423 234 24.0 1025 9/16 5 1/2 16 5/8 9 1/4 31/32 36.2

RF1510-1814*2 9/16" - 14.4 157.9 436 234 25.0 1150 9/16 6 1/4 17 3/16 9 1/4 1 40.6

RF1510-2016*2 5/8” 1"UNF RF1480-16 - 18.0 176.7 473 240 28.2 1610 3/4 6 15/16 18 5/8 9 7/16 1 1/8 56.8

*1 Threaded swage terminal BL is below the typical BL of grade 1570 1x19 stainless steel wire.
*2 Product supplied as the metric equivalent with metric wire code stamping.
*3 ‘Type 1’ turnbuckles superseded by ‘Type 10’ turnbuckles in 2017.

METRIC DIMENSIONS IMPERIAL DIMENSIONS
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Victory RONSTAN

A

C
B D

E

Wire diameter Thread size

Short Threaded Swage Terminals

SHORT THREADED SWAGE 
TERMINAL

THREADED  
SWAGE  

TERMINAL  
PRODUCT No.

WIRE  
DIAM.

THREAD  
SIZE

SUITS  
TYPE 2  

TURNBUCKLE*3

SUITS  
OPEN BODY  

TURNBUCKLE*3
A B C D E WEIGHT A B C D E WEIGHT

mm mm mm mm mm g in in in in in oz

Threaded Swage Terminals - Metric Wire
RF1519M0304 3mm

1/4" UNF
- RF1532M0304 4.9 39.2 109 56.0 6.4 21 3/16 1 9/16 4 5/16 2 3/16 1/4 0.7

RF1519M0404 4mm - RF1532M0404 6.0 45.5 123 56.0 7.5 25 1/4 1 3/8 4 13/16 2 3/16 5/16 0.9
RF1519M0504*1 5mm - RF1532M0504 7.5 55.5 134 56.0 9.1 35 9/32 2 3/16 5 1/4 2 3/16 3/8 1.2

RF1519M0405 4mm
5/16" UNF

- RF1532M0405 6.0 45.5 123 60.0 7.5 40 1/4 1 3/8 4 7/8 2 3/8 5/16 1.4
RF1519M0505 5mm - RF1532M0505 7.5 55.5 135 60.0 9.1 44 9/32 2 3/16 5 5/16 2 3/8 3/8 1.6

RF1519M0506 5mm
3/8" UNF

- RF1532M0506 7.5 55.5 144 70.0 9.1 60 9/32 2 3/16 5 5/8 2 3/4 3/8 2.1
RF1519M0606 6mm - RF1532M0606 10.5 70.4 160 70.0 12.5 92 7/16 2 3/4 6 5/16 2 3/4 1/2 3.3

RF1519M0608 6mm
1/2" UNF

- RF1532M0608 10.5 70.4 177 80.0 12.5 141 7/16 2 3/4 7 3 1/8 1/2 5.0
RF1519M0708 7mm - RF1532M0708 12.2 79.0 193 80.0 14.3 172 1/2 3 1/8 7 5/8 3 1/8 9/16 6.1
RF1519M0808 8mm - RF1532M0808 14.0 88.5 200 80.0 16.1 202 9/16 3 1/2 7 7/8 3 1/8 21/32 7.1

RF1519M0810 8mm
5/8" UNF

- RF1532M0810 14.0 88.5 219 98.0 16.1 290 9/16 3 1/2 8 5/8 3 7/8 21/32 10.2
RF1519M1010 10mm - RF1532M1010 15.8 110.5 238 98.0 17.9 313 5/8 4 3/8 9 3/8 3 7/8 23/32 11.1

RF1519M1212 12mm 3/4"UNF RF1579M1212 RF1532M1212 12.2 140.4 306 125.0 20.7 597 1/2 5 1/2 12 1/16 4 15/16 13/16 21.1

RF1519M1414 14mm 7/8"UNF RF1579M1414 RF1532M1414 14.4 157.9 346 144.0 25.0 916 9/16 6 3/16 13 5/8 5 11/16 1 32.4

RF1519M1616 16mm 1"UNF RF1579M1616 RF1532M1616 18.0 176.7 388 158.0 28.0 1323 3/4 6 15/16 15 1/4 6 1/4 1 1/8 46.7

Threaded Swage Terminals - Imperial Wire
RF1518-0404 1/8"

1/4" UNF
- RF1531-0404 4.9 39.2 109 56.0 6.4 21 3/16 1 9/16 4 5/16 2 3/16 1/4 0.7

RF1518-0504*2 5/32" - RF1531-0504 6.0 45.5 123 56.0 7.5 25 1/4 1 3/8 4 13/16 2 3/16 5/16 0.9
RF1518-0604*1 3/16" - RF1531-0604 7.5 55.5 134 56.0 9.1 35 9/32 2 3/16 5 1/4 2 3/16 3/8 1.2

RF1518-0505*2 5/32"
5/16" UNF

- RF1531-0505 6.0 45.5 123 60.0 7.5 40 1/4 1 3/8 4 7/8 2 3/8 5/16 1.4
RF1518-0605 3/16" - RF1531-0605 7.5 55.5 135 60.0 9.1 44 9/32 2 3/16 5 5/16 2 3/8 3/8 1.6

RF1518-0606 3/16"
3/8" UNF

- RF1531-0606 7.5 55.5 144 70.0 9.1 60 9/32 2 3/16 5 5/8 2 3/4 3/8 2.1
RF1518-0706 7/32" - RF1531-0706 9.0 61.0 150 70.0 10.8 70 3/8 2 3/8 5 7/8 2 3/4 7/16 2.5
RF1518-0806 1/4" - RF1531-0806 10.5 70.4 160 70.0 12.5 94 3/8 2 3/4 6 5/16 2 3/4 1/2 3.3

RF1518-0808 1/4"
1/2" UNF

- RF1531-0808 10.5 70.4 177 80.0 12.5 139 7/16 2 3/4 7 3 1/8 1/2 4.9
RF1518-0908*2 9/32" - RF1531-0908 12.2 79.0 193 80.0 14.3 172 1/2 3 1/8 7 5/8 3 1/8 9/16 6.1
RF1518-1008*2 5/16" - RF1531-1008 14.0 88.5 200 80.0 16.1 202 9/16 3 1/2 7 7/8 3 1/8 21/32 7.1

RF1518-1010*2 5/16"
5/8" UNF

- RF1531-1010 14.0 88.5 219 98.0 16.1 290 9/16 3 1/2 8 5/8 3 7/8 21/32 10.2
RF1518-1210 3/8" - RF1531-1210 15.8 110.5 238 98.0 17.9 323 5/8 4 3/8 9 3/8 3 7/8 23/32 11.4

RF1518-1412*2 7/16” 3/4"UNF RF1577-1412 RF1531-1412 12.2 122.7 280 125.0 20.7 500 1/2 4 13/16 11 4 15/16 13/16 17.7

RF1518-1614*1 1/2"
7/8"UNF

RF1577-1614 RF1531-1614 14.4 140.4 331 144.0 24.0 758 9/16 5 1/2 13 5 11/16 31/32 26.8
RF1518-1814*2 9/16" RF1577-1814 RF1531-1814 14.4 157.9 346 144.0 25.0 916 9/16 6 3/16 13 5/8 5 11/16 1 32.4

RF1518-2016*2 5/8” 1"UNF RF1577-2016 RF1531-2016 18.0 176.7 388.0 158.0 27.4 1323 3/4 6 15/16 15 1/4 6 1/4 1 3/32 46.7

*1 Threaded swage terminal BL is below the typical BL of grade 1570 1x19 stainless steel wire.
*2 Product supplied as the metric equivalent with metric wire code stamping.
*3 ‘Type 2’ and ‘Open Body’ turnbuckles discontinued in 2017.

METRIC DIMENSIONS IMPERIAL DIMENSIONS
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VictoryRONSTAN

A

D

EØF

C
B

Wire diameter

Toggle Swage Terminals

PRODUCT No. WIRE DIAM.
A B C D E F WEIGHT A B C D E F WEIGHT

mm mm mm mm mm mm g in in in in in in oz

Toggle Swage Terminals - Metric Wire
RF1507M0304 3mm 7.8 9.1 37.9 77.0 16.8 6.2 44 5/16 11/32 1 1/2 3 1/32 21/32 1/4 1.6
RF1507M0404 4mm 7.8 9.1 43.2 87.1 16.8 6.2 44 5/16 11/32 1 11/16 3 7/16 21/32 1/4 1.6
RF1507M0405 4mm 9.4 11.2 48.1 93.6 20.7 7.9 74 3/8 7/16 1 29/32 3 11/16 13/16 5/16 2.6
RF1507M0504*1 5mm 7.8 9.1 38.4 94.8 16.8 6.2 72 5/16 11/32 1 1/2 3 23/32 21/32 1/4 2.5
RF1507M0505 5mm 9.4 11.2 48.2 103.7 20.7 7.9 56 3/8 7/16 1 29/32 4 3/32 13/16 5/16 2.0
RF1507M0506 5mm 10.0 14.4 49.4 104.9 23.0 9.4 130 13/32 9/16 1 15/16 4 1/8 29/32 3/8 4.6
RF1507M0606 6mm 10.0 14.4 58.1 128.5 23.0 9.4 129 13/32 9/16 2 9/32 5 1/16 29/32 3/8 4.6
RF1507M0608 6mm 13.9 17.5 70.9 141.3 29.4 12.4 285 9/16 11/16 2 25/32 5 9/16 1 5/32 1/2 10.1
RF1507M0708 7mm 13.9 17.5 73.2 151.9 29.4 12.4 332 17/32 11/16 2 7/8 5 31/32 1 5/32 1/2 11.7
RF1507M0808 8mm 13.9 17.5 72.1 160.6 29.4 12.4 365 9/16 11/16 2 27/32 6 3/8 1 5/32 1/2 12.9
RF1507M0810 8mm 17.0 20.8 87.5 176.0 42.2 15.7 492 21/32 13/16 3 7/16 6 15/16 1 21/32 5/8 17.4
RF1507M1010 10mm 17.0 20.8 87.7 198.2 42.2 15.7 540 21/32 13/16 3 7/16 7 13/16 1 21/32 5/8 19.1
RF1507M1212 12mm 20.0 23.8 108.2 249.0 46.0 18.9 930 25/32 15/16 4 1/4 9 13/16 1 13/16 3/4 32.8
RF1507M1414 14mm 26.5 28.5 120.4 278.3 44.4 22.0 1125 1 1/32 1 1/8 4 3/4 10 31/32 1 3/4 7/8 39.7
RF1507M1616 16mm 29.3 31.8 147.8 324.5 60.3 25.2 2350 1 5/32 1 1/4 5 13/16 12 25/32 2 3/8 1 82.9

Toggle Swage Terminals - Imperial Wire
RF1506-0404 1/8” 7.8 9.1 37.9 77.0 16.8 6.2 44 5/16 11/32 1 1/2 3 1/16 21/32 1/4 1.6
RF1506-0504*2 5/32” 7.8 9.1 42.2 87.1 16.8 6.2 44 5/16 11/32 1 21/32 3 7/16 21/32 1/4 1.6
RF1506-0505*2 5/32” 9.4 11.2 48.1 93.6 20.7 7.9 70 3/8 7/16 1 29/32 3 11/16 13/16 5/16 2.5
RF1506-0604*1 3/16” 7.8 9.1 38.7 94.8 16.8 6.2 56 5/16 11/32 1 1/2 3 23/32 21/32 1/4 2.0
RF1506-0605 3/16” 9.4 11.2 42.5 98.0 20.7 7.9 78 3/8 7/16 1 11/16 3 27/32 13/16 5/16 2.8
RF1506-0606 3/16” 10.0 14.4 49.4 104.9 23.0 9.4 130 13/32 9/16 1 15/16 4 1/8 29/32 3/8 4.6
RF1506-0706 7/32” 10.0 14.4 49.9 110.9 23.0 9.4 142 13/32 9/16 1 31/32 4 3/8 29/32 3/8 5.0
RF1506-0806 1/4” 10.0 14.4 58.1 128.5 23.0 9.4 185 13/32 9/16 2 9/32 5 1/16 29/32 3/8 6.5
RF1506-0808 1/4” 13.9 17.5 70.9 141.3 29.4 12.4 276 17/32 11/16 2 25/32 5 9/16 1 5/32 1/2 9.7
RF1506-0908*2 9/32” 13.9 17.5 73.2 151.9 29.4 12.4 322 9/16 11/16 2 7/8 5 31/32 1 5/32 1/2 11.4
RF1506-1008*2 5/16” 13.9 17.5 72.1 160.6 29.4 12.4 356 9/16 11/16 2 27/32 6 11/32 1 5/32 1/2 12.6
RF1506-1010*2 5/16” 17.0 20.8 87.5 176.0 42.2 15.7 494 21/32 13/16 3 7/16 6 15/16 1 21/32 5/8 17.4
RF1506-1210 3/8” 17.0 20.8 87.7 198.2 42.2 15.7 554 21/32 13/16 3 7/16 7 13/16 1 21/32 5/8 19.5
RF1506-1412 7/16” 20.0 23.8 101.9 224.4 48.9 18.9 838 3/4 15/16 4 8 27/32 1 15/16 3/4 29.6
RF1506-1614 1/2” 26.6 28.5 116.5 257.0 44.4 22.0 1368 1 1/16 1 1/8 4 19/32 10 1/8 1 3/4 7/8 48.3
RF1506-1814 9/16” 26.5 28.5 120.4 278.3 44.4 22.0 1536 1 1/16 1 1/8 4 3/4 10 31/32 1 3/4 7/8 54.2
RF1506-1816 9/16” 29.3 31.8 147.8 324.5 60.3 25.2 2350 1 5/32 1 1/4 5 13/16 12 25/32 2 3/8 1 82.9
RF1506-2016*2 5/8” 29.3 31.8 147.8 324.5 60.3 25.2 2632 1 5/32 1 1/4 5 13/16 12 25/32 2 3/8 1 92.8

*1 Threaded swage terminal BL is below the typical BL of grade 1570 1x19 stainless steel wire.
*2 Product supplied as the metric equivalent with metric wire code stamping.

TOGGLE SWAGE 
TERMINAL

For the most up to date product information, visit   www.victory-products.com
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Victory RONSTAN
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D
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B

ØE

Wire diameter

A

ØE

B

D

C

Wire diameter

FORK SWAGE 
TERMINAL

EYE SWAGE 
TERMINAL

PRODUCT No. WIRE DIAM.
A B C D E WEIGHT A B C D E WEIGHT

mm mm mm mm mm g in in in in in oz

Eye Swage Terminals - Metric Wire
RF1501M2.503 2.5mm 3.1 6.3 15.2 48.0 5.1 8 1/8 1/4 19/32 1 7/8 3/16 0.4
RF1501M0304 3mm 4.6 6.2 16.1 55.3 6.5 14 3/16 1/4 21/32 2 3/16 1/4 0.5
RF1501M0405 4mm 6.1 8.5 18.5 64.0 8.1 22 1/4 11/32 5/8 2 1/2 5/16 0.9
RF1501M0505 5mm 6.1 8.5 19.1 74.6 8.1 30 1/4 11/32 5/8 3 5/16 1.1
RF1501M0506 5mm 7.7 10.0 21.1 76.6 9.7 38 9/32 13/32 7/8 3 1/16 3/8 1.6
RF1501M0608 6mm 9.5 12.5 27.1 97.5 13.0 95 3/8 1/2 1 3/16 3 14/16 1/2 3.4
RF1501M0708 7mm 12.5 13.5 30.9 109.9 13.0 138 1/2 17/32 1 3/16 4 5/16 1/2 5.5
RF1501M0808 8mm 12.5 13.5 29.5 118.0 13.0 174 1/2 9/16 1 1/4 4 11/16 1/2 6.5
RF1501M0810 8mm 14.0 15.5 28.0 116.5 16.3 182 9/16 5/8 1 1/4 4 5/8 5/8 7.1
RF1501M1010 10 mm 14.0 15.5 29.0 139.5 16.3 228 5/8 5/8 1 7/16 5 3/4 5/8 9.9
RF1501M1212 12mm 15.5 19.5 42.4 182.8 19.5 420 5/8 11/16 1 5/8 7 1/8 3/4 14.1
RF1501M1414 14mm 20.0 23.2 54.2 212.1 22.5 746 27/32 15/16 2 3/16 8 5/16 7/8 28.1
RF1501M1616 16mm 25.0 27.2 58.1 234.8 25.8 1074 1 11/16 2 3/8 9 1/8 1 41.3

Eye Swage Terminals - Imperial Wire
RF1500-0303* 3/32 in 3.1 6.3 15.2 48.0 5.1 8 1/8 1/4 19/32 1 7/8 3/16 0.4
RF1500-0404* 1/8 in 4.6 6.2 16.1 55.3 6.5 12 3/16 1/4 21/32 2 3/16 1/4 0.4
RF1500-0505 5/32 in 6.1 8.5 18.5 64.0 8.1 20 1/4 11/32 5/8 2 1/2 5/16 0.5
RF1500-0605 3/16 in 6.1 8.5 19.1 74.6 8.1 32 1/4 11/32 5/8 3 5/16 1.1
RF1500-0606 3/16 in 7.7 10.0 21.1 76.9 9.7 38 5/16 13/32 7/8 3 1/16 3/8 0.7
RF1500-0706 7/32 in 7.7 10.0 22.4 83.4 9.7 56 3/8 13/32 1 3 5/16 3/8 1.3
RF1500-0808 1/4 in 9.5 12.5 27.1 97.5 13.0 90 3/8 1/2 1 3/16 3 7/8 1/2 2.3
RF1500-0908* 9/32 in 12.5 13.5 30.9 109.9 13.0 138 1/2 17/32 1 5/16 4 5/16 1/2 3.4
RF1500-1008* 5/16 in 12.5 13.5 29.5 118.0 13.0 174 1/2 17/32 1 1/4 4 5/8 1/2 5.1
RF1500-1010* 5/16 in 14.0 15.5 28.0 116.5 16.3 182 9/16 5/8 1 1/4 4 5/8 5/8 6.5
RF1500-1210 3/8 in 14.0 15.5 29.0 139.5 16.3 232 9/16 5/8 1 1/2 5 5/8 5/8 7.8
RF1500-1412 7/16 in 15.5 18.2 35.9 158.6 19.5 324 23/32 23/32 1 1/2 6 1/4 3/4 9.9
RF1500-1614 1/2 in 20.0 24.0 51.8 192.2 22.5 566 27/32 15/16 2 3/16 7 11/16 7/8 13.1
RF1500-1814 9/16 in 20.0 23.2 54.2 212.1 22.5 730 27/32 15/16 2 3/16 8 5/16 7/8 21.9
RF1500-2016* 5/8 in 25.0 27.2 58.1 234.8 25.8 1070 1 11/16 2 3/8 9 1/4 1 29.6

Eye Swage Terminals, Fork Swage Terminals

PRODUCT No.
WIRE
DIAM.

A B C D E WEIGHT A B C D E WEIGHT
mm mm mm mm mm g in in in in in oz

Fork Swage Terminals - Metric Wire
RF1509M0304 3mm 4.9 15.4 25.1 64.4 6.2 22 3/16 19/32 1 2 17/32 1/4 0.8
RF1509M0405 4mm 4.9 16.8 30.0 75.5 7.8 34 3/16 21/32 1 3/16 2 31/32 5/16 1.2
RF1509M0506 5mm 6.3 18.2 33.7 89.3 9.4 65 1/4 23/32 1 5/16 3 17/32 3/8 2.3

Fork Swage Terminals - Imperial Wire
RF1508-0404 1/8 in 4.9 15.4 25.1 64.4 6.2 22 3/16 19/32 1 2 17/32 1/4 0.8
RF1508-0505* 5/32 in 4.9 16.8 30.0 75.5 7.8 34 3/16 21/32 1 3/16 2 31/32 5/16 1.2
RF1508-0606 3/16 in 6.3 18.2 33.7 89.3 9.4 65 1/4 23/32 1 5/16 3 17/32 3/8 2.3

*  Product supplied as the metric equivalent with metric wire code stamping.

For the most up to date product information, visit   www.victory-products.com 387
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VictoryRONSTAN

A F

ØE

C

D

B

ØE

WIRE DIAM. CODE

LENGTH OF 
WIRE INSIDE 

SWAGE

O.D. 
BEFORE  

SWAGING

O.D. 
AFTER  

SWAGING
TOLERANCE  

ON O.D. WIRE DIAM. CODE

LENGTH OF 
WIRE INSIDE 

SWAGE

O.D. 
BEFORE  

SWAGING

O.D. 
AFTER  

SWAGING
TOLERANCE 

ON O.D.
mm mm mm mm mm mm in in in in in in

Swaging Dimensions - Metric Wire Swaging Dimensions - Imperial Wire
2.5 2.5M 32.3 5.54 4.83 +0, -0.13 3/32 03 1.27 0.218 0.190 +0, -0.005
3.0 03M 38.4 6.35 5.56 +0, -0.13 1/8 04 1.51 0.250 0.219 +0, -0.005
4.0 04M 45.0 7.54 6.35 +0, -0.13 5/32 05 1.77 0.297 0.250 +0, -0.005
5.0 05M 55.0 9.12 7.95 +0, -0.13 3/16 06 2.17 0.359 0.313 +0, -0.005
5.6 - 60.5 10.85 9.53 +0, -0.18 7/32 07 2.38 0.427 0.375 +0, -0.007
6.0 06M 70.0 12.55 11.13 +0, -0.18 1/4 08 2.76 0.494 0.438 +0, -0.007
7.0 07M 78.5 14.30 12.70 +0, -0.20 9/32 09 3.09 0.563 0.500 +0, -0.008
8.0 08M 88.0 16.13 14.30 +0, -0.20 5/16 10 3.46 0.635 0.563 +0, -0.008

10.0 10M 110.0 17.86 15.88 +0, -0.20 3/8 12 4.33 0.703 0.625 +0, -0.008
11.0 - 122.0 19.84 17.48 +0, -0.20 7/16 14 4.80 0.781 0.688 +0, -0.008
12.0 12M 140.0 21.44 19.05 +0, -0.23 1/2 16 5.51 0.844 0.750 +0, -0.009
14.0 14M 157.0 24.99 22.23 +0, -0.23 9/16 18 6.18 0.984 0.875 +0, -0.009
16.0 16M 176.0 28.17 25.40 +0, -0.26 5/8 20 6.93 1.109 1.000 +0, -0.010

Swaging Dimensions
Correct installation of a swage fitting requires that the swage portion of the fitting be formed down onto the wire with specialised dies and presses in accordance  
with the following dimensions:

Double Jaw Toggles, Lock Nuts

DOUBLE JAW 
TOGGLE

LOCK NUT,
R/H THREAD

PRODUCT No.
PIN DIAM. A B C D E F WEIGHT PIN DIAM. A B C D E F WEIGHT

mm mm mm mm mm mm mm g in in in in in in in oz

Double Jaw Toggles
RF1505-05 7.9 9.4 11.2 28.5 8.3 7.9 7.1 55 5/16 3/8 7/16 1 1/8 5/16 5/16 9/32 2.0
RF1505-06 9.4 10.0 14.4 32.5 10.2 9.4 8.8 99 3/8 13/32 9/16 1 9/32 3/8 3/8 11/32 3.5
RF1505-08 12.5 13.9 17.5 42.0 15.1 12.5 13.4 202 1/2 17/32 11/16 1 21/32 19/32 1/2 17/32 7.1
RF1505-10 15.7 17.0 20.8 57.6 18.1 15.7 15.5 350 5/8 21/32 13/16 2 9/32 5/8 5/8 5/8 12.4
RF1505-12 18.9 20.0 23.8 66.2 18.5 18.9 16.2 577 3/4 25/32 15/16 2 19/32 23/32 3/4 5/8 20.3

PRODUCT No. THREAD TYPE

Lock Nuts, R/H Thread
RF1415-04 1/4” UNF
RF1415-05 5/16” UNF
RF1415-06 3/8” UNF
RF1415-08 1/2” UNF
RF1415-10 5/8” UNF
RF1415-12 3/4” UNF
RF1415-14 7/8” UNF
RF1415-16 1” UNF

 Double jaw 
toggles are 
supplied with  
washers and 
split pins as 
shown.
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Pins & Rings
STAINLESS STEEL HARDWARE

SPLIT RINGS
RF113
RF114

SPLIT RINGS
RF686
RF687
RF688

CLEVIS PINSRETAINING CLIP
RF413

FAST PIN
RF5310

TOGGLE PINS

PRODUCT No.
A B C D E WEIGHT A B C D E WEIGHT

mm mm mm mm mm g in in in in in oz

Clevis Pins
RF259 4.6 9.0 12.2 6.4 2.0 2 3/16 11/32 15/32 1/4 5/64 0.1
RF260 4.8 12.7 16.0 6.4 2.2 3 3/16 1/2 5/8 1/4 3/32 0.1
RF261 4.8 19.0 22.0 6.4 2.2 3 3/16 3/4 7/8 1/4 3/32 0.1
RF262 4.8 25.0 28.0 6.4 2.2 5 3/16 1 1 1/8 1/4 3/32 0.2
RF263 6.4 12.7 16.5 7.9 2.4 5 1/4 1/2 21/32 5/16 3/32 0.2
RF264 6.4 19.0 23.0 7.9 2.4 5 1/4 3/4 29/32 5/16 3/32 0.2
RF265 6.4 25.0 30.0 7.9 2.4 10 1/4 1 1 3/16 5/16 3/32 0.4
RF266 6.4 32.0 36.0 7.9 2.4 10 1/4 1 1/4 1 7/16 5/16 3/32 0.4
RF267 7.9 12.7 16.5 9.5 2.7 10 5/16 1/2 21/32 3/8 3/32 0.4
RF268 7.9 19.0 23.0 9.5 2.7 10 5/16 3/4 29/32 3/8 3/32 0.4
RF269 7.9 25.0 30.0 9.5 2.7 10 5/16 1 1 3/16 3/8 3/32 0.4
RF270 7.9 32.0 36.0 9.5 2.7 15 5/16 1 1/4 1 7/16 3/8 3/32 0.5
RF271 9.5 19.0 24.0 12.7 4.0 15 3/8 3/4 15/16 1/2 5/32 0.5
RF272 9.5 25.0 31.0 12.7 3.6 20 3/8 1 1 1/4 1/2 5/32 0.7
RF273 9.5 32.0 37.0 12.7 3.7 20 3/8 1 1/4 1 7/16 1/2 5/32 0.7
RF274 9.5 38.0 43.0 12.7 3.7 25 3/8 1 1/2 1 11/16 1/2 5/32 0.9
RF275 12.7 19.0 25.0 15.9 3.5 30 1/2 3/4 1 5/8 1/8 1.1
RF276 12.7 25.0 31.0 15.9 3.5 35 1/2 1 1 1/4 5/8 1/8 1.2
RF277 12.7 32.0 38.0 15.9 3.5 40 1/2 1 1/4 1 1/2 5/8 1/8 1.4
RF278 12.7 38.0 44.0 15.9 3.5 50 1/2 1 1/2 1 3/4 5/8 1/8 1.8
RF537 15.9 25.0 33.0 19.0 4.0 55 5/8 1 1 5/16 3/4 5/32 1.9
RF538 15.9 32.0 38.0 19.0 4.4 65 5/8 1 1/4 1 1/2 3/4 5/32 2.3
RF539 15.9 38.0 45.0 19.0 4.4 75 5/8 1 1/2 1 3/4 3/4 5/32 2.7

Fast Pin
RF5310 4.8 12.5 - - - 7 3/16 1/2 - - - 0.2

Toggle Pins
RF115 x 1/2 6.4 7.8 17.4 32.5 7.9 10 1/4 5/16 11/16 1 9/32 5/16 0.4
RF115 x 5/8 6.4 11.2 20.8 35.9 7.9 10 1/4 7/16 13/16 1 13/32 5/16 0.4
RF115 x 3/4 6.4 14.2 23.8 38.9 7.9 10 1/4 9/16 15/16 1 17/32 5/16 0.4
RF115 x 1 6.4 20.5 30.1 45.2 7.9 10 1/4 13/16 1 1/8 1 25/32 5/16 0.4
RF115 x 1 1/4 6.4 27.1 36.7 51.8 7.9 13 1/4 1 1/16 1 7/16 2 5/16 0.5

*Maximum thickness of material the toggle pin can pass through, allowing correct toggle operation.

PRODUCT No. SUITS CLEVIS PINS DESCRIPTION
A B WEIGHT A B WEIGHT

mm mm g in in oz

Split Rings & Clips
RF113 RF258 - RF266 Split ring 9.5 1.0 1 3/8 1/32 0.1
RF114 RF260 - RF266 Split ring 11.1 1.3 2 7/16 1/16 0.1
RF413 RF267 - RF274 Retaining clip 16.0 2.7 3 5/8 3/32 0.1
RF686 RF260 - RF274 Split ring 14.3 1.3 4 9/16 1/16 0.1
RF687 RF260 - RF274 Split ring 18.8 1.6 5 3/4 1/16 0.2
RF688 RF267 - RF278 Split ring 25.0 2.0 5 1 3/32 0.2
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Hand Swage Fittings
STAINLESS STEEL HARDWARE

PRODUCT No.
WIRE DIAM. A B C WEIGHT WIRE DIAM. A B C WEIGHT

mm mm mm mm g in in in in oz

Thimbles - Stainless Steel
RF481 2.5 9.0 3.0 16 2 3/32 11/32 1/8 5/8 0.1
RF482 3.0 10.0 4.0 18 2 1/8 3/8 5/32 23/32 0.1
RF483 4.0 11.0 5.0 19 5 5/32 7/16 3/16 3/4 0.2
RF484 5.0 13.0 6.0 23 5 3/16 1/2 1/4 29/32 0.2
RF485 6.0, 7.0 19.0 9.0 36 15 1/4, 9/32 3/4 11/32 1 3/8 0.5
RF486 8.0 21.0 10.5 38 25 5/16 13/16 13/32 1 1/2 0.9
RF487 10.0 27.0 11.5 53 40 3/8 1 1/16 7/16 2 1/16 1.4
RF2488 12.0 29.0 15.5 55 65 1/2 1 1/8 5/8 2 3/16 2.3
RF2490 16.0 40.0 20.0 67 125 5/8 1 9/16 25/32 2 5/8 4.4
RF2492 19.0 51.0 22.0 87 275 3/4 2 7/8 3 7/16 9.7
RF2494 26.0 65.0 29.0 115 615 1 2 1/2 1 1/8 4 1/2 21.7

Sailmaker Thimbles - Stainless Steel
RF2180 3.0 9.0 4.5 16 3 1/8 11/32 3/16 5/8 0.1
RF2181 4.0 11.0 5.5 20 5 5/32 7/16 7/32 25/32 0.2
RF2182 5.0 17.0 6.3 27 10 3/16 21/32 1/4 1 1/16 0.4
RF2183 6.0 21.0 8.5 33 20 1/4 13/16 11/32 1 5/16 0.7
RF2184 8.0 26.0 11.0 40 40 5/16 1 7/16 1 9/16 1.4

Copper Ferrules
RF3169 1.5 8.0 - - 2 1/16 5/16 - - 0.1
RF3170 2.0 10.0 - - 2 5/64 3/8 - - 0.1
RF3171 2.5 11.0 - - 3 3/32 7/16 - - 0.1
RF3172 3.0 14.0 - - 5 1/8 9/16 - - 0.2
RF3173 4.0 18.5 - - 10 5/32 23/32 - - 0.4
RF3174 5.0 19.0 - - 15 3/16 3/4 - - 0.5
RF3175 6.0 20.0 - - 22 1/4 25/32 - - 0.8

Wire Rope Grips
RF1685-2 2.0 13.7 14.0 18 10 5/64 9/16 23/32 11/16 0.3
RF1685-4 4.0 18.0 18.0 24 20 5/32 11/16 23/32 15/16 0.7
RF1685-5 5.0 18.2 20.0 28 30 3/16 11/16 13/16 1 1/8 1.0
RF1685-6 6.0 21.3 21.0 33 40 1/4 13/16 27/32 1 9/32 1.4
RF1685-8 8.0 27.2 24.0 43 80 5/16 1 1/16 15/16 1 5/8 2.8
RF1685-10 10.0 31.6 34.0 51 140 3/8 1 7/8 1 5/16 2 4.9
RF1685-12 12.0 37.7 36.0 65 220 1/2 1 1/2 1 7/16 2 9/16 7.7

 Copper ferrules are nickel plated for  
aesthetic appearance and long-term  
weather resistance.

 Stainless steel wire rope grips require  
no special tools for assembly and can  
be disassembled and reused.

THIMBLES SAILMAKER THIMBLES COPPER FERRULES WIRE ROPE GRIPS
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Safety Rail Systems
FEATURES & INFORMATION

A Higher Standard of Safety
Track and car systems have long been used to provide a mobile attachment point for 
crew when cleaning the hull, superstructure and windows of large motor yachts and other 
vessels. With today’s greater awareness of workplace risks, boat builders and surveyors 
are seeking to ensure a high standard of safety by specifying systems that are purpose 
designed, tested and standards approved.

Ronstan supports this approach, which can only improve the safety and security of  
the persons using these systems in their everyday work, and has developed  
safety rail systems which have been tested and certified by Lloyd’s  
Register to meet European Standard EN795:2012 Type D.

Ronstan Safety Rail Systems
Ronstan safety rail systems provide a method of 
attachment for use in conjunction with personal 
protection equipment to protect against falls from a 
height, such as when working outside of conventional 
guardrails for cleaning and maintenance purposes on 
yachts or other vessels. They should not be used for 
lifting equipment or any other purpose.

Features
• Certified to meet European Standard EN795:2012 

Type D.
• Marine grade aluminium alloy cars, track rails and 

end stops, anodised for corrosion protection and 
long service life. 

• Recirculating Torlon® ball bearings for free running, 
low friction performance and low maintenance.

• Grade 316 forged stainless steel pivoting shackles  
for lanyard attachment.

• Rubber buffers for reduced vibration and to lift 
pivoting shackles away from car body for quick 
access. 

• Spring-loaded stainless steel plunger for simple, 
positive re-positioning at stop locations. Can be 
locked in the disengaged position to allow free 
movement along the track rail. The elliptical knob is 
easy to grip and turn, and indicates clearly whether 
the plunger is engaged or not.

• The track rail can be mounted in either a vertical  
or horizontal plane as shown below.

Plunger down, car  
fixed in position

Track rail mounted in vertical plane Track rail mounted in horizontal plane

Plunger up, car  
ready to move to  
new position

Plunger up and  
locked, car free to  
move along track rail
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Safety Rail Systems
FEATURES & INFORMATION

End 
stop

End stop 
cover plate

Car connector 
plate

Tandem 
car

Track joining 
insert

Track 
rail

Optional equipment 
car and connector 

plate

Lanyard 
attachment 

points

System Description
The complete safety rail system consists of the following components: 
• One track rail with stop holes at 50mm (1 31/32”) centres and mounting holes 

at 100mm (3 15/16”) centres. 
• One tandem car assembly consisting of two cars joined together with a 

connecting plate.
– Each car has a single attachment point for personal protection equipment.
– One of the cars has a spring-loaded plunger to allow the assembly to be 

fixed in position at any of the stop holes in the track rail. This plunger can be 
disengaged to allow the free movement of the car assembly along the rail. 

• Two end stops installed at the extremities of the track rail.

Options
• Longer runs can be achieved by using more than one section of track rail and 

trimming to length as required, provided that the distance between mounting 
fasteners never exceeds 100mm (3 15/16”). The available RC1221J track 
joining insert should be used to aid alignment when fitting multiple sections 
of track rail. 

• Additional sliding cars for supporting tools or equipment can be connected to 
the main tandem car RCC22-2 or RCC30-2A with the connector plate RCC22-4.

Important Advice
Ronstan safety rail systems are tested and certified to the European 
Standard EN795;2012 Type D by Lloyd’s Register, Copenhagen (Denmark), 
and are appropriate for single person use with an energy absorber to 
the EN355 standard. They must only be used with personal protection 
equipment (harnesses, lanyards, fall arresters and other devices) that are 
approved to the relevant CE or other standards for such equipment. Each 
harness or device must be secured to a separate attachment point.

Full installation, usage and maintenance details are available  
under the SUPPORT tab on the Ronstan web site.

For the most up to date product information, visit   www.victory-products.com
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Series 22
SAFETY RAIL SYSTEMS

 Certified to European Standard  
EN795:2012 Type D.

 Low friction.
 Anti-clatter rubber buffers.

 Lock up/down track position plunger stop.
 Anodised aluminium car bodies and track.
 Torlon® ball bearings.

 Grade 316 shackle, plunger stop,  
pivot pin, fasteners and connector plate.

Full installation, usage and maintenance details available under the SUPPORT tab of the Ronstan website.

RCC22-4

RC1221J

RCC22-1

RCC22-3 RCC22-2

RC12281PS

RCC22-1B

RCC22-3B RCC22-2B

RC1220-3.0

RC1220-3.0S RC12281S

RC12281P

RC12281

PRODUCT No. DESCRIPTION
LENGTH WIDTH

CERTIFIED 
M.W.L. WEIGHT LENGTH WIDTH

CERTIFIED 
M.W.L. WEIGHT

mm mm kg g in in lb oz

Series 22 Safety Rail System
RCC22-1 Single car, 1 attachment point, plunger stop, silver 124 58 100 260 4 7/8 2 5/16 220 9.2
RCC22-1B Single car, 1 attachment point, plunger stop, black 124 58 100 260 4 7/8 2 5/16 220 9.2
RCC22-2 Tandem car, 2 attachment points, plunger stop, silver 254 58 100 530 10 2 5/16 220 18.7
RCC22-2B Tandem car, 2 attachment points, plunger stop, black 254 58 100 530 10 2 5/16 220 18.7
RCC22-3 Single car, 1 attachment point, silver 124 58 100 240 4 7/8 2 5/16 220 8.5
RCC22-3B Single car, 1 attachment point, black 124 58 100 240 4 7/8 2 5/16 220 8.5
RCC22-4 Connector plate, including screws - - - 37 - - - 1.3
RC1221J Track rail joiner - - - 4 - - - 0.1
RC12281S Track rail end stop, silver 50 45 - 50 1 31/32 1 25/32 - 1.8
RC12281 Track rail end stop, black 50 45 - 50 1 31/32 1 25/32 - 1.8
RC1220-3.0S Track rail, silver 2996 22 - 1380 117 15/16 7/8 - 48.7
RC1220-3.0 Track rail, black 2996 22 - 1380 117 15/16 7/8 - 48.7
RC12281P End stop cover plate, including screws, black - 45 - 5 - 1 25/32 - 0.2
RC12281PS End stop cover plate, including screws, silver - 45 - 5 - 1 25/32 - 0.2
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Series 30
SAFETY RAIL SYSTEMS

 Certified to European Standard  
EN795:2012 Type D.

 Low friction.
 Anti-clatter rubber buffers.

 Lock up/down track position plunger stop.
 Suitable for curved track installations with  
a radius of no less than 2500mm (8’2”)

 Anodised aluminium car bodies and track.
 Torlon® ball bearings.
 Grade 316 shackle, plunger stop,  
pivot pin, fasteners and connector plate.

Full installation, usage and maintenance details available under the SUPPORT tab of the Ronstan website.

RCC22-4

RC1301J

RCC30-1A

RCC30-3A RCC30-2A

RC13081S

RC13081PS

RCC30-1AB

RCC30-3AB
RCC30-2AB

RC13081P

RC1300-3.0

RC1300-3.0S

RC13081

PRODUCT No. DESCRIPTION
LENGTH WIDTH

CERTIFIED 
M.W.L. WEIGHT LENGTH WIDTH

CERTIFIED 
M.W.L. WEIGHT

mm mm kg g in in lb oz

Series 30 Safety Rail System
RCC22-4 Connector plate, including screws - - - 37 - - - 1.3
RCC30-1A Single car, 1 attachment point, plunger stop, silver 104 77 100 364 4 1/8 3 220 12.9
RCC30-1AB Single car, 1 attachment point, plunger stop, black 104 77 100 364 4 1/8 3 220 12.9
RCC30-2A Tandem car, 2 attachment points, plunger stop, silver 215 77 100 720 8 1/2 3 220 25.4
RCC30-2AB Tandem car, 2 attachment points, plunger stop, black 215 77 100 720 8 1/2 3 220 25.4
RCC30-3A Single car, 1 attachment point, silver 104 77 100 328 4 1/8 3 220 11.6
RCC30-3AB Single car, 1 attachment point, black 104 77 100 328 4 1/8 3 220 11.6
RC1301J Track rail joiner - - - 10 - - - 0.4
RC13081S Track rail end stop, silver 58 55 - 89 2 9/32 2 3/16 - 3.1
RC13081 Track rail end stop, black 58 55 - 89 2 9/32 2 3/16 - 3.1
RC1300-3.0S Track rail, silver 2996 30 - 2430 117 15/16 1 3/16 - 85.7
RC1300-3.0 Track rail, black 2996 30 - 2430 117 15/16 1 3/16 - 85.7
RC13081P End stop cover plate, including screws, black - 55 - 16 - 2 3/16 - 0.6
RC13081PS End stop cover plate, including screws, silver - 55 - 16 - 2 3/16 - 0.6
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Andersen Winches
FEATURES & INFORMATION

Choose your Andersen winches to suit the 
type and size of your yacht, and your sailing 
requirements. This selection guide is intended 
for masthead rigged monohull yachts of medium 
displacement. Refer to the notes to the right of this 
page regarding other rig or displacement types. 

Please note that this table lists typical winch sizing 
for the given applications, but cannot take into 
account all variables due to the wide variety of 
sailing vessels and conditions.

For electric or hydraulic winches, the size selection 
is generally similar to that of a manually operated 
winch. 

For further details see our website at  
www.andersenwinches.com or consult your local 
Andersen winches representative for assistance 
in selecting your winches and information on 
features, options and installation.

Masthead Rigged 
Use the length overall (LOA) figures as your 
primary selection criteria.

Fractional Rigged 
Refer primarily to the sail area, rather than LOA.

Heavy Displacement 
For boats with heavy displacement and/or a high 
righting moment, it is advisable to choose a winch 
larger than those indicated in the table.

Multihulls 
Catamarans and trimarans have higher righting 
moments than monohulls of the same size, and 
should use winches larger than those indicated  
in the table.

Winch Selection

LOA (Metres) 7.6 - 8.5 8.8 - 9.8 10.1 - 10.7 11.0 - 11.9 12.2 - 13.1 13.4 - 14.6 14.9 - 16.5 16.8 - 18.6 18.9 - 21.6 21.9 - 24.4 24.4+
LOA (Feet) 25 - 28 29 - 32 33 - 35 36 - 39 40 - 43 44 - 48 49 - 54 55 - 61 62 - 71 72 - 80 80+

Genoa Sail Area (m2/ft2) 28/300 33/3503 44/470 52/560 72/770 82/880 120/1300 170/1800 200/2100 250/2700 -

Spinnaker Sail Area (m2/ft2) 38/410 56/600 74/800 111/1200 150/1600 185/2000 260/2800 345/3700 420/4500 500/5400 -

Main Sail Area (m2/ft2) 14/150 20/210 24/260 30/320 40/430 46/470 70/750 88/950 102/1100 121/1300 -

APPLICATION RECOMMENDED WINCH SIZE

Genoa Sheet 12/16/18 28/34/40 40 46/50 50/52 58/62 62/68 68/72 72/78 78/110 110

Spinnaker Sheet 10/12 16/18 18/28 28/34/40 40/46 46/50/52 52/58 58/62/68 68/72/78 78 110

Main Sheet 10 12 18/28 18/28 34/40 46/50 52 52/58 58/62/68 68/72/78 78

Genoa Halyard 10/12 12/18 18/28 34/40 40/46 46/50 52 52/58/62 58/62 72/78 78

Spinnaker Halyard 10 12 12/18 18/28 40 46 46/50/52 52/58 58/62 68/72 78

Main Halyard 10 12 12/18 28/34/40 40 40/46 46/50/52 52/58 58/62 68/72/78 78

Reef Line 10 10 10 12/18 18/28 34/40 40/46 46/50/52 52/58 58/62 68

© X-Yachts
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Andersen Winches
FEATURES & INFORMATION

Experience Andersen Winches
Precision. Reliability. Performance

Enduring Strength, Everlasting Finish
Every Andersen winch is made with the care and craftsmanship that come from more than 
fifty years of experience. Andersen winches are built to last, to retain their exceptional finish 
and to deliver season after season of reliable performance and sailing pleasure to their  
owner through the years. 

Materials
Andersen winch drums are produced from 
grade 316L stainless steel, cold formed in stages 
during manufacture to further increase strength 
and hardness as it takes its final form. The 
resulting construction is lightweight, yet stiff  
and unyielding. 

Drive shafts are in grade 329 duplex stainless 
steel. Pawls are cut from a cold pressed profile 
in grade 316 stainless steel and are virtually 
unbreakable. 

The upper centre stems of Andersen winches 
are manufactured from aluminium bronze for 
ultimate durability. The combination of materials 
and design contribute to a lightweight, rigid 
final assembly that enhances the mechanical 
efficiency of the winch. Andersen winches are 
of similar weight to winches with aluminium 
drums, but are far more durable.

Features
Andersen winch drums incorporate the 
distinctive Power Rib™ which ensures a 
controlled grip on the line at all times,  
whether trimming or easing. The highly 
polished stainless steel surface minimises 
vertical friction and allows the loaded rope 
turns to slide easily upward as the drum 
rotates, without the shuddering and excessive 
rope wear seen on winches that rely on a 
rough surface finish for grip.

Stainless steel roller bearings and ball bearings 
carry the highest drum loads to the centre 
stem of the winch, minimising efficiency losses 
due to friction.

The self tailing arm can be rotated through  
360 degrees for optimum positioning (40ST 
and larger). Stainless steel self tailing jaws 
adjust automatically to suit various rope sizes.

Andersen winches are designed for simple, 
straightforward installation and maintenance. 
Servicing is only required every two  
years or so under normal use.
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Andersen Winches
FEATURES & INFORMATION

Self-Tailing Winch Range

*2

*2

*2

*2

*2

*2

*2

*2

WINCH TYPE
MODEL 12 ST 18 ST 28 ST 34 ST 40 ST 46 ST 50 ST 52 ST 58 ST 62 ST 68 ST 72 ST 78 ST 110 ST
MANUAL SPEEDS 1 1 2 2 2 2 2 2 2 2 2 2 2 2

Manual

Self-Tailing

Electric*

E1 Single Speed

Two Speed
(24V 
only)

(24V 
only)

Compact Motor™ Electric*1

Variable Speed
Above Deck

Variable Speed 
Below Deck

Hydraulic

Single Speed

Two Speed

Electric Conversion Kit*1

E1 Single Speed

Two Speed
(24V 
only)

(24V 
only)

Compact Motor™ Conversion Kit*

Variable Speed 
Above Deck

Variable Speed
Below Deck

*1 Available in 12V or 24V unless specified otherwise.
*2 Sizes 68ST & 72ST Compact Motor™ electric winches have low range and high range variable speed control, via the two included push buttons.
Note: This chart shows available options for Full Stainless winches only.
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PRODUCT No. WINCH MODEL

GEAR  
RATIO

GEAR  
RATIO

POWER  
RATIO

POWER  
RATIO

LINE  
SIZE

DRUM  
“D”

BASE  
“B”

HEIGHT  
“H”

LINE ENTRY 
“L” WEIGHT

1ST SPEED 2ND SPEED 1ST SPEED 2ND SPEED mm mm mm mm mm kg

RA2012010000* 12 ST 1.3 : 1 - 9.5 : 1 - 8 - 14 70 115 127 44 2.6
RA2018010000* 18 ST 2.6 : 1 - 18.8 : 1 - 8 - 14 70 120 133 50 3.2
RA2028010000* 28 ST 1.3 : 1 4.0 : 1 9.5 : 1 28.6 : 1 8 - 14 70 125 147 65 3.9
RA2034010000* 34 ST 1.3 : 1 4.7 : 1 9.5 : 1 33.8 : 1 8 - 14 70 125 147 65 4.1
RA2040010000* 40 ST 1.3 : 1 6.0 : 1 8.9 : 1 40.0 : 1 8 - 14 75 152 172 71 4.9
RA2046010000* 46 ST 2.8 : 1 8.4 : 1 15.7 : 1 47.1 : 1 8 - 14 89 180 202 90 7.8
RA2050010000* 50 ST 2.8 : 1 8.8 : 1 15.7 : 1 49.3 : 1 8 - 14 89 180 202 90 7.8
RA2052010000* 52 ST 3.2 : 1 10.5 : 1 16.2 : 1 52.5 : 1 8 - 16 100 200 220 106 10.3
RA2058010000 58 ST 3.7 : 1 13.1 : 1 16.0 : 1 57.1 : 1 8 - 18 115 230 251 111 16.0
RA2062010000 62 ST 3.7 : 1 14.4 : 1 16.0 : 1 62.6 : 1 8 - 18 115 230 251 111 16.0
RA2068010000 68 ST 5.8 : 1 18.8 : 1 20.7 : 1 67.1 : 1 10 - 18 140 280 273 120 24.5
RA2072010000 72 ST 5.8 : 1 20.3 : 1 20.7 : 1 72.6 : 1 10 - 18 140 280 273 120 24.5
RA2078010000 78 ST 7.0 : 1 26.7 : 1 20.6 : 1 78.4 : 1 16 - 22 170 320 368 170 49.0
RA2110010000 110 ST 10.2 : 1 56.1 : 1 20.3 : 1 112.2 : 1 16 - 25 250 395 419 170 72.5

PRODUCT No. WINCH MODEL

GEAR  
RATIO

GEAR  
RATIO

POWER  
RATIO

POWER  
RATIO

LINE  
SIZE

DRUM  
“D”

BASE  
“B”

HEIGHT  
“H”

LINE ENTRY 
“L” WEIGHT

1ST SPEED 2ND SPEED 1ST SPEED 2ND SPEED in in in in in lb

RA2012010000* 12 ST 1.3 : 1 - 9.5 : 1 - 5/16 - 9/16 2 3/4 4 1/2 5 1 3/4 5.7
RA2018010000* 18 ST 2.6 : 1 - 18.8 : 1 - 5/16 - 9/16 2 3/4 4 3/4 5 1/4  1 15/16 7.0
RA2028010000* 28 ST 1.3 : 1 4.0 : 1 9.5 : 1 28.6 : 1 5/16 - 9/16 2 3/4 4 15/16 5 13/16 2  9/16 8.6
RA2034010000* 34 ST 1.3 : 1 4.7 : 1 9.5 : 1 33.8 : 1 5/16 - 9/16 2 3/4 4 15/16 5 13/16 2  9/16 9.0
RA2040010000* 40 ST 1.3 : 1 6.0 : 1 8.9 : 1 40.0 : 1 5/16 - 9/16 2 15/16 6 6 13/16 2 13/16 10.8
RA2046010000* 46 ST 2.8 : 1 8.4 : 1 15.7 : 1 47.1 : 1 5/16 - 9/16 3 1/2 7  1/16 7 15/16 3  9/16 17.2
RA2050010000* 50 ST 2.8 : 1 8.8 : 1 15.7 : 1 49.3 : 1 5/16 - 9/16 3 1/2 7  1/16 7 15/16 3  9/16 17.2
RA2052010000* 52 ST 3.2 : 1 10.5 : 1 16.2 : 1 52.5 : 1 5/16 - 5/8 3 15/16 7 7/8 8 11/16 4  3/16 22.7
RA2058010000 58 ST 3.7 : 1 13.1 : 1 16.0 : 1 57.1 : 1 5/16 - 5/8 4 1/2 9  1/16 9 7/8 4 3/8 35.3
RA2062010000 62 ST 3.7 : 1 14.4 : 1 16.0 : 1 62.6 : 1 5/16 - 5/8 4 1/2 9  1/16 9 7/8 4 3/8 35.3
RA2068010000 68 ST 5.8 : 1 18.8 : 1 20.7 : 1 67.1 : 1 3/8 - 5/8 5 1/2 11 10 3/4 4 3/4 54.0
RA2072010000 72 ST 5.8 : 1 20.3 : 1 20.7 : 1 72.6 : 1 3/8 - 5/8 5 1/2 11 10 3/4 4 3/4 54.0
RA2078010000 78 ST 7.0 : 1 26.7 : 1 20.6 : 1 78.4 : 1 5/8 - 7/8 6 11/16 12 5/8 14 1/2 6 11/16 108.0
RA2110010000 110 ST 10.2 : 1 56.1 : 1 20.3 : 1 112.2 : 1 5/8 - 1 9 13/16 15  9/16 16 1/2 6 11/16 159.8

*Also available in Black Trim model as RA20xx00xxxx.

METRIC DIMENSIONS

IMPERIAL DIMENSIONS

H

L B

D

Manual Self-Tailing Winches
ANDERSEN WINCHES

*Black Trim models 
available up to 52ST
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Manual Self-Tailing Winches
ANDERSEN WINCHES

Special Finishes
Hand polished stainless steel has long been the signature finish for Andersen winches. 
They are also available in a selection of other high quality special finishes:

PVD Coating
An extremely durable coating process 
known as Physical Vapour Deposition 
that can be used to apply a black or 
bronze coloured finish to the stainless 
steel components of our winches. It 
is a high quality, permanent finish 
with excellent impact and abrasion 
resistance.

ZT Finish
A surface finish for stainless steel 
obtained by hand polishing the surface, 
and then blasting the metal with a 
finishing media. The ZT finish is often 
described as “gun metal grey” or 
“titanium look”. ZT Finish

Black PVD Coating

Bronze PVD Coating

For the most up to date product information, visit   www.victory-products.com
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Manual Winches
WINCH ACCESSORIES

 For optimum performance and long life of  
your Andersen winch, it should be serviced 
every 2 years or so, under normal use.  
Service kits contain the basic replacement  
parts for your specific winch model service.

 See the SUPPORT section of the  
www.andersenwinches.com website for  
further information regarding installation,  
use and service of current and past  
models of Andersen winches, including  
Product Manuals, Service Tips, etc.

PRODUCT No. WINCHES SUITED DESCRIPTION

Service Kits
RA700020 Line Tender Replacement pawls & springs, circlips
RA700021 52ST (v3.0 2009/later) Replacement pawls & springs, plain bearing, ball bearings, retaining ring, screws, washers
RA710001 12ST, 28ST (10.2005/earlier), 40ST Replacement pawls & springs, ball bearings, circlips, screws, retaining ring, locking pin
RA710002 46ST (1982 - 1993) Replacement pawls & springs, circlip, screws
RA710003 56ST, 66ST Replacement pawls & springs, ball bearings, circlips, screws, washers, locking pin, sealing ring
RA710004 10, 18, 28, 40, 46 Classic Replacement pawls & springs, circlips
RA710005 56 Classic Replacement pawls & springs, ball bearings, circlips, locking pin
RA710007 78ST (10.2005/later) Replacement pawls & springs, O-ring, ball bearings, circlips, screws, washers
RA710008 52ST (v2.5 2009/earlier) Replacement pawls & springs, plain bearing, ball bearings, circlips, screws, retaining ring
RA710009 110ST Replacement pawls & springs, O-ring, ball bearings, screws, washers
RA710010 Springs for Andersen winches Replacement pawl springs only: 10 x arm springs, 10 x spiral springs
RA710011 46ST (1993 - 1996) Replacement pawls & springs, plain bearing, ball bearings, circlip, screws
RA710012 58ST, 62ST Replacement pawls & springs, plain bearing, ball bearings, circlips, screws, retaining ring
RA710013 68ST, 72ST Replacement pawls & springs, plain bearing, ball bearings, circlip, screws, retaining ring
RA710014 90, 91, 92 Classic Replacement pawls & springs, circlip, screws, washers
RA710015 100, 101, 102 Classic Replacement pawls & springs, circlip, screws, washers
RA710016 6 Classic Replacement pawls & springs, screws, washers
RA710017 46ST (1997- v3.2 07.2006) Replacement pawls & springs, plain bearing, ball bearings, circlips, screws
RA710018 12ST, 18ST, 28ST (11.2005/later), 34ST Replacement pawls & springs, plain bearing, screws, locking pin
RA710019 46ST v.4.0 (08.2006/later), 48ST, 50ST Replacement pawls & springs, plain bearing, circlip, screws

Winch Grease
RA500001 Winch grease tube, 12-pack, including display carton
RA500001-1 Winch grease, single tube

RA500001-1

SERVICE KITS
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E1 Electric
ANDERSEN WINCHES

Empowered Sailing
Andersen E1 electric winches allow you to hoist and trim sails at the push of a button 
regardless of physical strength, so any crew member can easily and safely trim sails 
and control lines. Perfect for enjoying sailing short-handed or with friends and family.
In addition to the host of standard features that make Andersen self-tailing winches  
the benchmark for quality and performance, Andersen E1 electric winches are 
engineered with unsurpassed levels of functionality, monitoring and protection.

Ease of installation
Contactors and controller are contained within 
the motor unit, so no separate control box 
is necessary. Simplified electrical installation 
requires just the connection of positive and 
negative power cables to the motor terminals 
and the connection of the push button using the 
included output cable.  
Marine grade circuit breakers are also available 
for protection and isolation.

Efficient, high quality motor
At the heart of the E1 electric winch is a 
high quality European engineered and 
manufactured series wound motor. Carefully 
matched with the optimum gearbox these 
winches deliver high speed at low load for fast 
sheeting in, and low speed at high load for safe, 
fine tuning when trimming. They are available 
in 12 volt and 24 volt models providing smooth 
and quiet operation across a wide working  
load range.

Illuminated “intelligent” 
push button
E1 winches are supplied with a push button 
with an integrated LED which illuminates when 
power to the winch system is on. The push 
button incorporates a hinged safety cover to 
prevent inadvertent winch operation and is 
water resistant rated to IP67. The push button 
also acts with the controller to flash status 
codes that assist with troubleshooting in the 
event of overload or where other system 
protection intervention occurs. A cable for 
connection of the push button is included for 
convenient installation.

Unrivalled monitoring  
and protection
• Integrated overload protection – The 

controller is pre-set to stop the winch if the 
maximum pull load is exceeded. Operation 
can resume within a few seconds when the 
load returns below the limit.

• Thermal overload protection – The motor is 
fitted with a thermal cutout that disables the 
motor in case of overheating; it automatically 
resets after the temperature returns to 
normal.

• Reverse polarity protection – An integrated 
5 amp fuse protects the motor against 
incorrect cable connection.

• Accidental start protection – Winch 
operation is disabled if the push button is 
already inadvertently pressed when the 
power supply is turned on at the circuit 
breaker or battery.

• Low voltage detection – Operation is 
disabled if the battery charge level is low, 
which prevents further drain on batteries 
and avoids triggering low voltage reset of 
navigation instruments and other electronic 
devices.

• Continuous run time limit – Operation 
is disabled if continuous run time exceeds 
10 minutes.

Manual operation
Two speed manual operation is always 
available as a backup.

For the most up to date product information, visit   www.victory-products.com
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WINCH MODEL
LINE  SIZE DRUM “D” BASE  “B” HEIGHT  “H”

LINE  
ENTRY “L”

MAX.  
DECK “K”

MOTOR  
DEPTH “J” 

GEAR  
LENGTH “S”

MOTOR 
LENGTH “N” WEIGHT

mm mm mm mm mm mm* mm mm mm kg

28 ST 8 - 14 70 125 157 75 49 183 65 300 18
34 ST 8 - 14 70 125 157 75 49 183 65 300 18
40 ST 8 - 14 75 152 180 79 49 183 65 300 19
46 ST 8 - 14 89 181 202 90 57 191 65 300 21
50 ST 8 - 14 89 181 202 90 57 191 65 300 21
52 ST 8 - 16 100 200 220 106 57 196 65 350 28
58 ST 8 - 18 115 230 261 122 41 213 75 384 35
62 ST 8 - 18 115 230 261 122 41 213 75 384 35
68 ST 10 - 18 142 280 283 129 41 213 75 384 42
72 ST 10 - 18 142 280 283 129 41 213 75 384 42

WINCH MODEL
LINE  SIZE DRUM “D” BASE  “B” HEIGHT  “H”

LINE  
ENTRY “L”

MAX.  
DECK “K”

MOTOR  
DEPTH “J”

GEAR  
LENGTH “S”

MOTOR 
LENGTH “N” WEIGHT

in in in in in in* in in in lb

28 ST 5/16 - 9/16 2 3/4 4 15/16 6 3/16 2 15/16 1 15/16 7 3/16 2 9/16 11 13/16 39.7
34 ST 5/16 - 9/16 2 3/4 4 15/16 6 3/16 2 15/16 1 15/16 7 3/16 2 9/16 11 13/16 39.7
40 ST 5/16 - 9/16 2 15/16 6 7 1/16 3 1/8 1 15/16 7 3/16 2 9/16 11 13/16 41.9
46 ST 5/16 - 9/16 3 1/2 7 1/8 7 15/16 3 9/16 2 1/4 7 1/2 2 9/16 11 13/16 46.3
50 ST 5/16 - 9/16 3 1/2 7 1/8 7 15/16 3 9/16 2 1/4 7 1/2 2 9/16 11 13/16 46.3
52 ST 5/16 - 5/8 3 15/16 7 7/8 8 11/16 4 3/16 2 1/4 7 1/2 2 9/16 13 13/16 61.7
58 ST 5/16 - 5/8 4 1/2 9 1/16 10 1/4 4 13/16 1 5/8 8 3/8 2 15/16 15 1/8 77.1
62 ST 5/16 - 5/8 4 1/2 9 1/16 10 1/4 4 13/16 1 5/8 8 3/8 2 15/16 15 1/8 77.1
68 ST 13/32 - 5/8 5 5/8 11 11 3/16 5 1/16 1 5/8 8 3/8 2 15/16 15 1/8 92.6
72 ST 13/32 - 5/8 5 5/8 11 11 3/16 5 1/16 1 5/8 8 3/8 2 15/16 15 1/8 92.6

* Extensions available to suit longer “K” dimensions. 

E1 Electric
ANDERSEN WINCHES

*Black Trim models 
available up to 52ST

E1 electric motor conversion 
kits also available

Included with all E1 electric winches:
• 1 x RA582000 push button
• 1200mm (47”) input/output 

cable from the motor

H

L B

D

K

J

S N

METRIC DIMENSIONS

IMPERIAL DIMENSIONS
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PRODUCT No.
Compatible Winch Sizes

DESCRIPTION 12V 24V

Circuit Breakers
RA590070 Circuit breaker 70 amp - 28, 34, 40, 46, 50
RA590120 Circuit breaker 120 amp 40 52, 58, 62, 68, 72
RA590150 Circuit breaker 150 amp 28, 34, 46, 50 -
RA590200 Circuit breaker 200 amp 52, 58, 62, 68, 72 -

PRODUCT No. DESCRIPTION

Push Buttons

RA582000 Push button on/off switch, LED, plastic hinged cover,  
incl. 500mm (19 5/8”) cable with connectors

RA582010 Push button on/off switch, LED, stainless steel hinged cover,  
incl. 500mm (19 5/8”) cable with connectors

RA582020 Push button on/off switch, LED, stainless steel hinged cover  
with finger access, incl. 500mm (19 5/8”) cable with connectors

E1 Electric
ANDERSEN WINCHES

 “Slow blow” type, manual reset
 On/Off switch capability
 External ignition protected  
(ABYC E-11; CE; SAE J1171)

 Marine weatherproof rated
 DC power systems only
 8mm (5/16”) cable terminals 
(same as E1 motor unit)

 Rubber gasket included.  Requires only 25mm (1”) clearance  
below mounting surface.

Push button

Winch 
motor

Battery

Circuit breaker

WINCH MODEL
E1 Full Stainless Winches E1 Black Trim Winches E1 Winch Conversion Kits

12V 24V 12V 24V 12V 24V

Winches & Conversion Kits
28 ST RA2028011300 RA2028011400 RA2028001300 RA2028001400 RA2028211300 RA2028211400
34 ST RA2034011300 RA2034011400 RA2034001300 RA2034001400 RA2034211300 RA2034211400 
40 ST RA2040011300 RA2040011400 RA2040001300 RA2040001400 RA2040211300 RA2040211400
46 ST RA2046011300 RA2046011400 RA2046001300 RA2046001400 RA2046211300 RA2046211400
50 ST RA2050011300 RA2050011400 RA2050001300 RA2050001400 RA2050211300 RA2050211400
52 ST RA2052011300 RA2052011400 RA2052001300 RA2052001400 RA2052211300 RA2052211400
58 ST RA2058011300 RA2058011400 - - RA2058211300 RA2058211400
62 ST RA2062011300 RA2062011400 - - RA2062211300 RA2062211400
68 ST RA2068011300 RA2068011400 - - RA2068211300 RA2068211400
72 ST RA2072011300 RA2072011400 - - RA2072211300 RA2072211400

Winches & Conversion Kits

Push Buttons

Circuit Breakers

RA582000 RA582010 RA582020

For the most up to date product information, visit   www.victory-products.com
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Empowered Sailing
Andersen Two Speed electric winches are the perfect solution for larger boats,  
of 16m (60ft) or more, providing the power and control to safely hoist and trim  
sails of any size at the push of a button.
In addition to the host of standard features that make Andersen self-tailing winches 
the benchmark for quality and performance, Andersen Two Speed electric winches are 
engineered with unsurpassed levels of performance, monitoring and protection.

Powerful and efficient, 
high quality motor
At the heart of the Andersen Two Speed electric 
winch is a powerful fan-cooled 3500W, European 
engineered and manufactured series wound 
motor. Carefully matched with the optimum 
gearbox these winches deliver high speed at low 
load for fast sheeting in, and low speed at high 
load for safe, fine tuning when trimming. For 
maximum performance and efficiency they are 
supplied in a 24 volt version, providing smooth 
operation across a wide working load range.

Illuminated “intelligent” 
push buttons
Two Speed electric winches are supplied 
with push buttons with integrated LED which 
illuminates when power to the winch system 
is on. The push buttons incorporate a hinged 
safety cover to prevent inadvertent winch 
operation and are water resistant rated to IP67. 
The push buttons also act with the controller 
to flash status codes that assist with trouble 
shooting in the event of overload or where other 
system protection intervention occurs.

Manual operation
Two speed manual operation is always  
available as a backup.

Unrivalled monitoring  
and protection
• Integrated overload protection – The 

controller is pre-set to stop the winch if the 
maximum pull load is exceeded. Operation can 
resume within a few seconds when the load 
returns below the limit.

• Thermal overload protection – The motor is 
fitted with a thermal cutout that disables the 
motor in case of overheating; it automatically 
resets after the temperature returns to 
normal.

• Reverse polarity protection – An integrated 
5 amp fuse protects the controller against 
incorrect cable connection.

• Accidental start protection – Winch 
operation is disabled if a push button is 
already inadvertently pressed when the power 
supply is turned on at the circuit breaker or 
battery.

• Low voltage detection – Operation is 
disabled if the battery charge level is low, 
which prevents further drain on batteries 
and avoids triggering low voltage reset of 
navigation instruments and other electronic 
devices.

• Continuous run time limit – Operation is 
disabled if continuous run time exceeds 10 
minutes.

• Stuck relay protection – Operation is 
disabled if a relay fails to disengage.

Two Speed Electric
ANDERSEN WINCHES

For the most up to date product information, visit   www.victory-products.com 405
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Two Speed Electric
ANDERSEN WINCHES

Two Speed electric motor 
conversion kits also available

Included with all Two Speed electric winches: 
• 2 x RA582000 push buttons
• Control box incorporating controller and contactors  

240 x 191 x 107 mm (9 7/16 x 7 1/2 x 4 1/4”) 

78ST110ST

WINCH MODEL
LINE  SIZE DRUM “D” BASE  “B” HEIGHT  “H”

LINE  
ENTRY “L”

MAX.  
DECK “K”

MOTOR  
DEPTH “J”

GEAR  
LENGTH “S”

MOTOR 
LENGTH “N” WEIGHT

mm mm mm mm mm mm* mm mm mm kg

78 ST 16 - 22 170 320 368 170 70 380 100 470 91
110 ST 16 - 25 250 395 419 170 70 380 100 470 136

WINCH MODEL
LINE  SIZE DRUM “D” BASE  “B” HEIGHT  “H”

LINE  
ENTRY “L”

MAX.  
DECK “K”

MOTOR  
DEPTH “J”

GEAR  
LENGTH “S”

MOTOR 
LENGTH “N” WEIGHT

in in in in in in* in in in lb

78 ST 5/8 - 7/8 6 11/16 12 19/32 14 1/2 6 11/16 2 3/4 15 3 15/16 18 1/2 200.6
110 ST 5/8 - 1 9 7/8 15 9/16 16 1/2 6 11/16 2 3/4 15 3 15/16 18 1/2 299.3

* Extensions available to suit longer “K” dimensions.

METRIC DIMENSIONS

IMPERIAL DIMENSIONS

For the most up to date product information, visit   www.victory-products.com
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Push buttons

Winch motor

Circuit breaker

Control
box

Battery

Two Speed Electric
ANDERSEN WINCHES

 “Slow blow” type, manual reset
 On/Off switch capability
 External ignition protected  
(ABYC E-11; CE; SAE J1171)

 Marine weatherproof rated
 DC power systems only
 8mm (5/16”) cable terminals

 Rubber gasket included.
 Push button requires only 25mm (1”)  
clearance below mounting surface

WINCH MODEL

Two Speed  
Full Stainless Winches

Two Speed  
Winch Conversion Kits

24V 24V

Winches & Conversion Kits
78 ST RA2078012200 RA2078212200
110 ST RA2110012200 RA2110212200

Winches & Conversion Kits

Push Buttons
RA582000 RA582010 RA582020

PRODUCT No.
Compatible Winch Sizes

DESCRIPTION 24V

Circuit Breakers
RA590150 Circuit breaker 150 amp 78 ST
RA590200 Circuit breaker 200 amp 110 ST

PRODUCT No. DESCRIPTION

Push Buttons

RA582000 Push button on/off switch, LED, plastic hinged cover,  
incl. 500mm (19 5/8”) cable with connectors

RA582010 Push button on/off switch, LED, stainless steel hinged cover,  
incl. 500mm (19 5/8”) cable with connectors

RA582020 Push button on/off switch, LED, stainless steel hinged cover  
with finger hole, incl. 500mm (19 5/8”) cable with connectors

Circuit Breakers

For the most up to date product information, visit   www.victory-products.com 407
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Compact Motor™,  Variable Speed Electric
ANDERSEN WINCHES

Empowered Sailing
Andersen Compact MotorTM electric winches allow you to hoist and trim sails at the 
push of a button regardless of physical strength, so any crew member can easily and 
safely trim sails and control lines.

Ease of installation
The Andersen Compact Motor™ electric winch is 
available in two formats for either Above Deck or 
Below Deck motor placement. Motor gearbox and 
controller are integrated into one compact unit 
with no extra control box necessary. Simplified 
electrical installation requires just the connection 
of positive and negative power cables to the 
motor terminals and the connection of the push 
button using the included output cable. 

Efficient, variable speed
The Andersen Compact Motor™ is a brushless 
DC motor carefully matched to a low profile 
planetary gearbox which requires less space for 
installation, and draws considerably less current 
than traditional motor/gearbox configurations. 
Available in 12 volt and 24 volt models, Compact 
Motor™ electric winches operate at variable speed 
in proportion to the pressure applied to the push 
button, for smooth and quiet operation.

Illuminated “intelligent” 
push button
Compact Motor™ winches are supplied with a 
push button with integrated LED which illuminates 
when power to the winch system is on. The push 
button incorporates a hinged safety cover to 
prevent inadvertent winch operation and is water 
resistant rated to IP67. The push button also acts 
with the controller to flash status codes that assist 
with trouble shooting in the event of overload 
or where other system protection intervention 
occurs. A cable for connection of the push  
button is included for convenient installation.

Built-in protection
• Integrated overload protection –  

The controller is pre-set to stop the  
winch if the maximum pull load is  
exceeded. Operation can resume within  
a few seconds when the load returns below  
the limit.

• Thermal overload protection – The motor is 
fitted with a thermal cutout that disables the 
motor in case of overheating; it automatically 
resets after the temperature returns to normal.

Manual operation
Two speed manual operation is always available 
as a backup; to winch beyond the pre-set 
maximum pull load (but below the winch  
MWL) or just for the experience.

For the most up to date product information, visit   www.victory-products.com
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Compact Motor™,  Variable Speed Electric
ANDERSEN WINCHES

IMPORTANT INFORMATION: Compact Motor™ Above Deck winches and conversion kits are not recommended for mounting on vertical surfaces. Mounting on 
vertical surfaces (mast, cabin sides, etc.) can expose them to excessive moisture and water ingress, resulting in damage that may not be covered by warranty.

*2 Black Trim models 
available up to 52ST

Above Deck  
Compact MotorTM unit

Included with all Compact Motor™ electric winches:
• 1*2 x RA866000 push button with 190mm (7 1/2”) control cable
• 1*2 x RD877610 1m (39”) control cable
• 1 x RD877800 terminal extension kit
• Controller with integrated circuit breaker
• Motor has 140mm (5 1/2”) control cable included

WINCH MODEL
LINE  SIZE DRUM “D” BASE  “B” HEIGHT  “H”

LINE  
ENTRY “L”

MOTOR  
HEIGHT “J” 

MOTOR  
DIAM. “S”

MOTOR  
DEPTH “U” WEIGHT

mm mm mm mm mm mm mm mm*1 kg

28 ST 8 - 14 70 125 147 150 85 200 28 16
34 ST 8 - 14 70 125 147 150 85 200 28 16
40 ST 8 - 14 75 152 172 155 85 200 28 17
46 ST 8 - 14 89 181 202 175 85 200 28 19
50 ST 8 - 14 89 181 202 175 85 200 28 19
52 ST 8 - 16 100 200 220 190 85 254 28 29
58 ST 8 - 18 115 230 251 198 85 254 28 34
62 ST 8 - 18 115 230 251 198 85 254 28 34
68 ST 10 - 18 142 280 273 208 89 285 27 51
72 ST 10 - 18 142 280 273 208 89 285 27 51

WINCH MODEL
LINE  SIZE DRUM “D” BASE  “B” HEIGHT  “H”

LINE  
ENTRY “L”

MOTOR  
HEIGHT “J” 

MOTOR  
DIAM. “S”

MOTOR  
DEPTH “U” WEIGHT

in in in in in in in in*1 lb

28 ST 5/16 - 9/16 2 3/4 4 15/16 5 13/16 5 15/16 3 3/8 7 7/8 1 1/8 35.3
34 ST 5/16 - 9/16 2 3/4 4 15/16 5 13/16 5 15/16 3 3/8 7 7/8 1 1/8 35.3
40 ST 5/16 - 9/16 2 15/16 6 6 13/16 6 1/8 3 3/8 7 7/8 1 1/8 37.5
46 ST 5/16 - 9/16 3 1/2 7 1/8 7 15/16 6 7/8 3 3/8 7 7/8 1 1/8 41.9
50 ST 5/16 - 9/16 3 1/2 7 1/8 7 15/16 6 7/8 3 3/8 7 7/8 1 1/8 41.9
52 ST 5/16 - 5/8 3 15/16 7 7/8 8 11/16 7 1/2 3 3/8 10 1 1/8 63.9
58 ST 5/16 - 5/8 4 1/2 9 1/16 9 7/8 7 13/16 3 3/8 10 1 1/8 75
62 ST 5/16 - 5/8 4 1/2 9 1/16 9 7/8 7 13/16 3 3/8 10 1 1/8 75
68 ST 13/32 - 5/8 5 5/8 11 10 3/4 8 3/16 3 1/2 11 1/4 1 1/16 112.5
72 ST 13/32 - 5/8 5 5/8 11 10 3/4 8 3/16 3 1/2 11 1/4 1 1/16 112.5

*1 All Compact Motor™ Above Deck winches are supplied with 1 set of 41mm (1 5/8”) terminal extensions. Additional RD877800 terminal extension kits available to order to suit longer “U” dimensions.
*2 Sizes 68ST & 72ST Compact Motor™ electric winches are supplied with 2 x RA866000 control buttons and 2 x RD877610 1m (39”) control cables.

METRIC DIMENSIONS

IMPERIAL DIMENSIONS

For the most up to date product information, visit   www.victory-products.com 409
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Push 
button

Winch
motor

Controller
with integrated
circuit breaker

Battery

Compact Motor™,  Variable Speed Electric
ANDERSEN WINCHES

 Rubber gasket included.  Requires only 25mm (1”) clearance 
below mounting surface.

WINCH MODEL

Compact Motor™ Above Deck 
Full Stainless Winches

Compact Motor™ Above Deck 
Black Trim Winches

Compact Motor™ Above Deck 
Winch Conversion Kits

12V 24V 12V 24V 12V 24V

Winches & Conversion Kits
28 ST RA2028015100 RA2028015200 RA2028005100 RA2028005200 RA2028215100 RA2028215200
34 ST RA2034015100 RA2034015200 RA2034005100 RA2034005200 RA2034215100 RA2034215200
40 ST RA2040015100 RA2040015200 RA2040005100 RA2040005200 RA2040215100 RA2040215200
46 ST RA2046015100 RA2046015200 RA2046005100 RA2046005200 RA2046215100 RA2046215200
50 ST RA2050015100 RA2050015200 RA2050005100 RA2050005200 RA2050215100 RA2050215200
52 ST RA2052015100 RA2052015200 RA2052005100 RA2052005200 RA2052215100 RA2052215200
58 ST RA2058015100 RA2058015200 -  - RA2058215100 RA2058215200
62 ST RA2062015100 RA2062015200 - - RA2062215100 RA2062215200
68 ST RA2068015100 RA2068015200 - - RA2068215100 RA2068215200
72 ST RA2072015100 RA2072015200 - - RA2072215100 RA2072215200

Winches & Conversion Kits

Push Buttons

PRODUCT No. DESCRIPTION

Push Buttons

RA866000 Push button on/off switch, LED, plastic hinged cover,  
incl. 190mm (7 1/2”) cable with connectors

RA866010 Push button on/off switch, LED, stainless steel hinged cover,  
incl. 190mm (7 1/2”) cable with connectors

RA866020 Push button on/off switch, LED, stainless steel hinged cover  
with finger access, incl. 190mm (7 1/2”) cable with connectors

PRODUCT No. DESCRIPTION

Control Cables
RD877610 Compact Motor™ control cable 1000mm (39”) long
RD877611 Compact Motor™ control cable 4000mm (157”) long

PRODUCT No. DESCRIPTION

Power Terminal Extensions

RD877800 Compact Motor™, power terminal extension set 
(1 x Red & 1 x Black) 41mm (1 5/8”) long, M8

RD877800

RA877611
RA877610

RA866000 RA866010 RA866020

For the most up to date product information, visit   www.victory-products.com
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Compact Motor™,  Variable Speed Electric
ANDERSEN WINCHES

*2 Black Trim models 
available up to 52ST

Below Deck  
Compact MotorTM unit

Included with all Compact Motor™ electric winches:
• 1*2 x RA866000 push button with 190mm (7 1/2”) control cable
• 1*2 x RD877610 1m (39”) control cable
• Controller with integrated circuit breaker
• Motor has 140mm (5 1/2”) control cable included

WINCH MODEL
LINE  SIZE DRUM “D” BASE  “B” HEIGHT  “H”

LINE  
ENTRY “L”

MAX.  
DECK “K”

MOTOR  
HEIGHT “J”

MOTOR 
DIAM. “S” WEIGHT

mm mm mm mm mm mm*1 mm mm kg

28 ST 8 - 14 70 125 157 75 50 173 195 17
34 ST 8 - 14 70 125 157 75 50 173 195 17
40 ST 8 - 14 75 152 180 79 50 173 195 18
46 ST 8 - 14 89 181 202 90 57 182 195 21
50 ST 8 - 14 89 181 202 90 57 182 195 21
52 ST 8 - 16 100 200 220 106 56 179 250 30
58 ST 8 - 18 115 230 261 122 44 168 250 36
62 ST 8 - 18 115 230 261 122 44 168 250 36
68 ST 10 - 18 142 280 283 129 47 171 250 45
72 ST 10 - 18 142 280 283 129 47 171 250 45

WINCH MODEL
LINE  SIZE DRUM “D” BASE  “B” HEIGHT  “H”

LINE  
ENTRY “L”

MAX.  
DECK “K”

MOTOR  
HEIGHT “J”

MOTOR 
DIAM. “S” WEIGHT

in in in in in in*1 in in lb

28 ST 5/16 - 9/16 2 3/4 4 15/16 6 3/16 2 15/16 2 6 13/16 7 11/16 37.5
34 ST 5/16 - 9/16 2 3/4 4 15/16 6 3/16 2 15/16 2 6 13/16 7 11/16 37.5
40 ST 5/16 - 9/16 2 15/16 6 7 1/16 3 1/8 2 6 13/16 7 11/16 39.7
46 ST 5/16 - 9/16 3 1/2 7 1/8 7 15/16 3 9/16 2 1/4 7 3/16 7 11/16 46.3
50 ST 5/16 - 9/16 3 1/2 7 1/8 7 15/16 3 9/16 2 1/4 7 3/16 7 11/16 46.3
52 ST 5/16 - 5/8 3 15/16 7 7/8 8 11/16 4 3/16 2 3/16 7 1/16 9 7/8 66.2
58 ST 5/16 - 5/8 4 1/2 9 1/16 10 1/4 4 13/16 1 3/4 6 5/8 9 7/8 79.4
62 ST 5/16 - 5/8 4 1/2 9 1/16 10 1/4 4 13/16 1 3/4 6 5/8 9 7/8 79.4
68 ST 13/32 - 5/8 5 5/8 11 11 3/16 5 1/16 1 7/8 6 3/4 9 7/8 99.2
72 ST 13/32 - 5/8 5 5/8 11 11 3/16 5 1/16 1 7/8 6 3/4 9 7/8 99.2

*1 Extensions available to suit longer “K” dimensions. 
*2 Sizes 68ST & 72ST Compact Motor™ electric winches are supplied with 2 x RA866000 control buttons and 2 x RD877610 1m (39”) control cables.

METRIC DIMENSIONS

IMPERIAL DIMENSIONS

For the most up to date product information, visit   www.victory-products.com 411
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RA877611
RA877610

Push 
button

Winch
motor

Controller
with integrated
circuit breaker

Battery

Compact Motor™,  Variable Speed Electric
ANDERSEN WINCHES

WINCH MODEL

Compact Motor™ Below Deck 
Full Stainless Winches

Compact Motor™ Below Deck 
Black Trim Winches

Compact Motor™ Below Deck 
Winch Conversion Kits

12V 24V 12V 24V 12V 24V

Winches & Conversion Kits
28 ST RA2028014100 RA2028014200 RA2028004100 RA2028004200 RA2028214100 RA2028214200
34 ST RA2034014100 RA2034014200 RA2034004100 RA2034004200 RA2034214100 RA2034214200
40 ST RA2040014100 RA2040014200 RA2040004100 RA2040004200 RA2040214100 RA2040214200
46 ST RA2046014100 RA2046014200 RA2046004100 RA2046004200 RA2046214100 RA2046214200
50 ST RA2050014100 RA2050014200 RA2050004100 RA2050004200 RA2050214100 RA2050214200
52 ST RA2052014100 RA2052014200 RA2052004100 RA2052004200 RA2052214100 RA2052214200
58 ST RA2058014100 RA2058014200 -  - RA2058214100 RA2058214200
62 ST RA2062014100 RA2062014200 - - RA2062214100 RA2062214200
68 ST RA2068014100 RA2068014200 - - RA2068214100 RA2068214200
72 ST RA2072014100 RA2072014200 - - RA2072214100 RA2072214200

Winches & Conversion Kits

Push Buttons

 Rubber gasket included.  Requires only 25mm (1”) clearance 
below mounting surface.

PRODUCT No. DESCRIPTION

Push Buttons

RA866000 Push button on/off switch, LED lit, plastic hinged cover,  
incl. 190mm (7 1/2”) cable with connectors

RA866010 Push button on/off switch, LED lit, stainless steel hinged cover,  
incl. 190mm (7 1/2”) cable with connectors

PRODUCT No. DESCRIPTION

Control Cables
RD877610 Compact Motor™ control cable 1000mm (39”) long
RD877611 Compact Motor™ control cable 4000mm (157”) long

RA866000 RA866010

For the most up to date product information, visit   www.victory-products.com



413

Victory RONSTAN

© Maxus 26 / Sail Service

H

L

D

B

Classic Winches
ANDERSEN WINCHES

PRODUCT No.
WINCH 
MODEL

GEAR  
RATIO

GEAR  
RATIO

POWER  
RATIO

POWER  
RATIO

DRUM  
“D”

BASE  
“B”

HEIGHT  
“H”

LINE  
ENTRY “L” WEIGHT

1ST SPEED 2ND SPEED 1ST SPEED 2ND SPEED mm mm mm mm kg

RA500010 10 1.0 : 1 - 6.5 : 1 - 57 92 89 28 1.1
RA500018 18 1.0 : 1 2.1 : 1 8.3 : 1 17.4 : 1 60 114 110 45 2.6
RA500028 28 1.0 : 1 4.0 : 1 7.1 : 1 28.6 : 1 70 124 126 53 3.3
RA500040 40 1.0 : 1 6.4 : 1 6.5 : 1 42.5 : 1 76 136 140 63 3.9
RA500046 46 1.0 : 1 6.4 : 1 6.4 : 1 45.6 : 1 78 143 140 63 4.0

PRODUCT No.
WINCH 
MODEL

GEAR  
RATIO

GEAR  
RATIO

POWER  
RATIO

POWER  
RATIO

DRUM  
“D”

BASE  
“B”

HEIGHT  
“H”

LINE  
ENTRY “L” WEIGHT

1ST SPEED 2ND SPEED 1ST SPEED 2ND SPEED in in in in lb

RA500010 10 1.0 : 1 - 6.5 : 1 - 2 1/4 3 5/8 3 1/2 1 3/32 2.4
RA500018 18 1.0 : 1 2.1 : 1 8.3 : 1 17.4 : 1 2 3/8 4 1/2 4 11/32 1 25/32 5.7
RA500028 28 1.0 : 1 4.0 : 1 7.1 : 1 28.6 : 1 2 3/4 4 7/8 4 31/32 2 3/32 7.3
RA500040 40 1.0 : 1 6.4 : 1 6.5 : 1 42.5 : 1 3 5 11/32 5 1/2 2 15/32 8.6
RA500046 46 1.0 : 1 6.4 : 1 6.4 : 1 45.6 : 1 3 1/16 5 5/8 5 1/2 2 15/32 8.8

METRIC DIMENSIONS

IMPERIAL DIMENSIONS

For the most up to date product information, visit   www.victory-products.com 413
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Classic Winches
ANDERSEN WINCHES

PRODUCT No. DESCRIPTION

Classic Winch Handles
RA510901 Classic winch handle to suit Model 90
RA510911 Classic winch handle to suit Model 91
RA511001 Classic winch handle to suit Model 100
RA511011 Classic winch handle to suit Model 101
RA511021 Classic winch handle to suit Model 102

 Andersen classic winches are used by the top 
match racing entries and fitted as standard 
equipment on a variety of classes that require 
simplicity combined with utmost dependability.

 Handles are included as shown.

RA510091

RA510101

RA510102
RA510103
RA510105

RA510901
RA510911
RA511001
RA511011
RA511021

PRODUCT No.
WINCH 
MODEL

GEAR  
RATIO

POWER  
RATIO

DRUM  
“D”

BASE  
“B”

HEIGHT  
“H”

SHAFT  
LENGTH “J”

HANDLE
CLEARANCE “S”

HANDLE
CLEARANCE “R” WEIGHT

mm mm mm mm mm mm kg

RA510091 91 1.0 : 1 8.0 : 1 51 80 94 - - 224 1.0
RA510101 101 1.0 : 1 5.5 : 1 83 111 89 - - 275 1.5
RA510102 102 1.0 : 1 5.5 : 1 83 111 74 150 255 - 2.0
RA510103 102 1.0 : 1 5.5 : 1 83 111 74 200 255 - 2.1
RA510105 102 1.0 : 1 5.5 : 1 83 111 74 100 255 - 1.9

PRODUCT No.
WINCH 
MODEL

GEAR  
RATIO

POWER  
RATIO

DRUM  
“D”

BASE  
“B”

HEIGHT  
“H”

SHAFT
LENGTH “J”

HANDLE
CLEARANCE “S”

HANDLE
CLEARANCE “R” WEIGHT

in in in in in in lb

RA510091 91 1.0 : 1 8.0 : 1 2 3 5/32 3 11/16 - - 8 13/16 2.2
RA510101 101 1.0 : 1 5.5 : 1 3 9/32 4 3/8 3 1/2 - - 10 3/16 3.3
RA510102 102 1.0 : 1 5.5 : 1 3 9/32 4 3/8 2 29/32 5 29/32 10 - 4.4
RA510103 102 1.0 : 1 5.5 : 1 3 9/32 4 3/8 2 29/32 7 7/8 10 - 4.6
RA510105 102 1.0 : 1 5.5 : 1 3 9/32 4 3/8 2 29/32 3 15/16 10 - 4.2

METRIC DIMENSIONS

IMPERIAL DIMENSIONS

For the most up to date product information, visit   www.victory-products.com
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Power, Performance  
& Intuitive Operation
The Ronstan Quick-Lock™ is the quickest and most user 
friendly winch handle available for racing and cruising sailors 
alike. In addition to its super fast grab-and-release mechanism 
for intuitive single handed removal, it is the only handle to 
feature the patented auto quick-locking mechanism that lets 
you put the handle in the winch without depressing a lever or 
rotating a knob – it couldn’t be easier! 

Quick-Lock™  
automatic insertion
Ronstan Quick-Lock™ allows you to 
immediately place the drive head into the 
winch socket, without the need to rotate a 
knob or depress a button. Its stainless steel 
locking lever then retains the handle securely 
in place until you are ready to remove it. 

Intuitive grab & release
The large easy to locate release button 
extends up the length of the handle providing 
intuitive grab-and-release operation. This 
makes the Quick-Lock™ ideal for easy  
one-handed use by any crew. 
 

Power in your hands
A precision ball bearing race in the hand grip 
provides free rotation for high speed, or high 
power cranking and the refined ergonomics 
ensure efficient transfer of effort. 8” (200mm) 
models cater to situations with restricted 
space and 10” (250mm) handles provide 
greater mechanical advantage - the basis  
on which winch power ratios are calculated. 
Palm grip handles are the ultimate option 
where fast two-handed cranking is required.

Easy, single-handed  
release button

Ball bearing handle for 
minimum friction

Palm grip models for  
maximum speed and power

Secure, auto-insert  
locking mechanism

™

Quick-Lock™ Handles
WINCH ACCESSORIES

For the most up to date product information, visit   www.victory-products.com 415
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PRODUCT No.
LENGTH WEIGHT LENGTH WEIGHT

GRIP mm g in oz

Single Grip
RF4410 Single 200 415 8 14.6
RF4415 Single 250 450 10 15.9

Palm Grip
RF4430 Palm 200 470 8 16.6
RF4435 Palm 250 525 10 18.5

Quick-Lock™ Handles
WINCH ACCESSORIES

 Patented auto lock-in latch.
 Large grab-and-release button.
 Single handed insert and release operation .

 8” (200mm) and 10” (250mm) models.
 Standard and palm grip models.
 Ball bearing hand grips.

 Lightweight forged construction.
 Corrosion resistant hard coat anodised finish.

RF4410

RF4430

RF4415

RF4435

For the most up to date product information, visit   www.victory-products.com
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PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

For the most up to date product information, visit   www.victory-products.com 417
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Splicing Tools
TOOLS

SELMA are a range of high quality, patented Fids (Needles) made from highly 
polished stainless steel. 

   “Push-through” operation

   Tapered end for easy insertion and plying apart of strands

   Safe rounded end

   Internal line retaining barb/hook

   Available in 2, 4 or 5 fid sets

   5 fid set includes storage cylinder and instructions

   Sizes available for: 

•	 Single/Hollow Braided lines 4mm-14mm (5/32”-9/16”) diam.
•	 Double Braided lines 6mm-14mm (1/4”-9/16”) diam.
•	 3 Plait lines up to 28mm (1 1/8”) diam. 

   See www.selma.no for splicing tips and instructions, or the link under the 
SUPPORT tab on the Ronstan web site

RFSPLICE-5   5 Fid set. 4mm (5/32”), 5.5mm (7/32”), 7.5mm (5/16”), 10mm (3/8”) and 13mm (1/2”) inside diams.

RFTAPE   Vinyl Splicing Tape. 19mm (3/4”) x 33m (108’)

RFSPLICE-4   4 Fid set. 4mm (5/32”), 5.5mm (7/32”), 7.5mm (5/16”) and 10mm (3/8”) inside diams.

RFSPLICE-2   2 Fid set. 4mm (5/32”) and 5.5mm (7/32”) inside diams.

   “Pull-through” operation

   Stainless steel wire with plastic handle

   Lightweight construction

   Double needle clamps the line making it easy to pull through

   Suits making replacement continuous line for RS006400R small boat 
gennaker furler

RFSPLICE-1   Splicing Needle for 4-6mm (5/32”-1/4”) diam. Line

RFSPLICE-5

RFSPLICE-4

RFSPLICE-2

RFSPLICE-1

RFTAPE
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PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

 Splicing Tools

For the most up to date product information, visit   www.victory-products.com
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Splicing Tools
TOOLS

   Same functionality as the D-Splicer set needles    Fixed handle with wire running around full length for maximum strength

D-SPLICER is a range of specialised rope splicing needles for sailors and riggers. 

They are specifically designed for use with modern synthetic fibres and rope 
constructions, in particular small line sizes where conventional fids/needles don’t 
work.

   “Pull-through” operation

   Unique double needle clamps the line making it easy to pull through

   Ideal for making “soft shackles”

   Ideal for pulling cover plaits into the core for making tapered sheets

   Sizes available for lines from 2mm (1/16”) diam. to 8mm (5/16”) diam.

   See www.d-splicer.com for splicing technique videos, or the link under the 
SUPPORT tab on the Ronstan web site

RFSPLICE6 D-Splicer Set

 Suits lines from 2mm (1/16”) diam. to 4mm (5/32”) diam.

 Spare needles available separately

   Kit includes: 

•	 Machined alloy handle, with anchoring loop
•	 4 interchangeable needles (2 sizes)
•	 Storage tube

RFSPLICE-F1024   Replacement D-Splicer Kit Needle, 1mm (1/32”) diam. X 240mm (9 1/2”)

RFSPLICE-F1526   Replacement D-Splicer Kit Needle, 1.5mm (1/16”) diam. X 260mm (10 1/4”)

RFSPLICE-F11545   Extra Long D-Splicer Kit Needle, 1.5mm (1/16”) diam. X 450mm (17 3/4”)

RFSPLICE-6

RFSCISSORS   8” (203mm) high quality scissors 
for cutting Kevlar® and Dyneema® threads

RFSPLICE-F15

RFSPLICE-F25

RFSPLICE-F20
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RFSCISSORS

 Splicing Tools

PRODUCT No.
LENGTH WEIGHT LENGTH WEIGHT

GRIP mm g in oz

Single Grip
RF4410 Single 200 415 8 14.6
RF4415 Single 250 450 10 15.9

Palm Grip
RF4430 Palm 200 470 8 16.6
RF4435 Palm 250 525 10 18.5

Quick-Lock™ Handles
WINCH ACCESSORIES

 Patented auto lock-in latch.
 Large grab-and-release button.
 Single handed insert and release operation .

 8” (200mm) and 10” (250mm) models.
 Standard and palm grip models.
 Ball bearing hand grips.

 Lightweight forged construction.
 Corrosion resistant hard coat anodised finish.

RF4410

RF4430

RF4415

RF4435

PRODUCT No.
LENGTH WEIGHT LENGTH WEIGHT

GRIP mm g in oz

Single Grip
RF4410 Single 200 415 8 14.6
RF4415 Single 250 450 10 15.9

Palm Grip
RF4430 Palm 200 470 8 16.6
RF4435 Palm 250 525 10 18.5

Quick-Lock™ Handles
WINCH ACCESSORIES

 Patented auto lock-in latch.
 Large grab-and-release button.
 Single handed insert and release operation .

 8” (200mm) and 10” (250mm) models.
 Standard and palm grip models.
 Ball bearing hand grips.

 Lightweight forged construction.
 Corrosion resistant hard coat anodised finish.

RF4410

RF4430

RF4415

RF4435
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PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

PRODUCT No. DESCRIPTION
LENGTH WEIGHT LENGTH WEIGHT

mm g mm oz

Winch Handles
RA507297 Stainless steel Andersen winch handle 200 400 8 14.1
RA507298 Stainless steel Andersen winch handle 250 450 10 15.9
RF4110 Plastic winch handle 200 270 8 9.5
RF4115 Plastic winch handle 250 320 10 11.3
RF4109 Locking mechanism service kit, suits plastic winch handles - - - -

Winch Handle Pockets
RF3741 Winch handle pocket, navy polyester canvas - 140 - 4.9
RF3841 Winch handle pocket, white PVC with mesh - 130 - 4.6
RF4099 Winch handle pocket, PVC - 308 - 10.9

Basic Handles & Pockets
WINCH ACCESSORIES

Plastic Winch Handles
 Lightweight.
 Two-piece welded construction.
 Serviceable locking mechanism.
 Aluminium drive plug.

Stainless Steel Winch Handles
 Robust stainless steel construction.
 Stainless steel drive plug.

RF4099 Winch Handle Pocket
 Screw holes and webbing/lashing slots  
for mounting.

 UV stabilised.
 Strong but flexible for maximum durability.

RF4099

RA507298
RA507297

RF4115
RF4110

Winch handle
not included

RF3741 RF3841

RF4109

RONSTAN TENSILE ARCHITECTURE

Structural Rod, Cable, Balustrade,
Landscaping & Greening Systems

Structural Rod Systems
Ronstan rod/bar systems are available in a wide variety of 
material grades and finishes in stainless or carbon steel 
allowing the optimization of your structure.
Diameters from 4.8mm (3/16”) to 100mm (4”).

Balustrade & Railing Systems
A refreshingly simple approach to balustrade/railing cables. 
Five innovative, aesthetic and functional systems are 
presented as one number for simple complete detailing, and 
clear interpretation by architect, builder and client.

Structural Cable Systems
Ronstan cables and end fittings are manufactured to the 
highest aesthetic and structural standards, fully load rated, 
and \available from 2.5mm (3/32”) to 140mm (5 ½”) in 
diameter in stainless or carbon steel.

Landscape & Greening Systems
Greening applications demonstrate the intelligent use of 
Ronstan cables, nets and mesh to provide an essential 
trellis structure for vertical gardens in the tightest building 
envelope.

4 www.ronstantensilearch.com

Tension & Compression Elements

While steel bars have long been used as tensile elements  
within trusses, the development of steel compression  
elements matching the aesthetics of their tensile  
counterparts presents new opportunities for integrated  
truss solutions.

The truss elements at San Diego Yacht Club used  
pre-stressed stainless steel tension and compression  
members in a combination that ensured uncompromised  
function and aesthetics.

Project: Malin Burham Sailing Centre,  
 San Diego Yacht Club
Location:  San Diego, USA
Architect: Architects Hanna Gabriel Wells
Engineer: KPFF Consulting Engineers
Rods: Ronstan Tensile Architecture
Photo: Architects Hanna Gabriel Wells

Ronstan’s cable systems allow for a beautiful blend of 
functionality with minimal structure. The design of a home 
can shine with cables’ clean lines and uninterrupted views. 
This allows for a distinctive and stylish feel, which doesn’t 
compromise on security or strength.

Every house is different, and that’s why the flexibility of cable 
systems is perfect. They can be applied with ease to the 
most complex and demanding architecture. Ronstan’s wide 
range enables you to create your own solution.

Project: Walsh Bay
Location: Sydney, Australia
Architect: Mirvac
Cable: Ronstan
Photo: Mark Donaldson

Domestic

The Value of Experience
The field of tensile architecture is exacting and precise, its success demanding the aggregation of knowledge and experience.

From facilities across Australia and the USA, in Denmark, New Zealand and the UK, Ronstan supplies cable systems born 
from over 50 years of continual research, development and improvement. Based and manufacturing from Australia, Ronstan 
is now recognized as a world leader with products available in 55 countries and in the following applications.

Ronstan Structural Cable Applications:
• Suspension Bridges
• Curtain Walls and Glazed Structures
• Sports Facilities
• Exhibition Buildings

• Zoological Enclosures
• Cable Nets
• Fabric Architecture
• Braces and Trusses

System Selection
Specifying a Ronstan structural cable system begins by identifying your application and then utilizing the catalogue to:
1. Select corrosion protection - Stainless Steel or Galfan Cable.
2. Match loads with cable diameter and type.
3. Select end terminations and cable systems.

The Total Solution
And when assistance is required we offer:
• Design support
• Cable and fitting selection
• Assistance with corrosion protection
• Cost estimates and budgets

• Method statements and schedules
• Structural analysis
• Site supervision
• Installation

Cable Trellis
S Y S T E M S

2013 Cable Trellises Catalogue v15.indd   1 10/02/2014   12:16:27 PM

Contact us or visit ronstan.com for more
information on Ronstan Tensile Architecture Systems

For the most up to date product information, visit   www.victory-products.com
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Victory GUL

We are the North American Distributor for GUL Performance Apparel.
We Stock a full range of Sailing and Water Sports clothing from GUL.
Please contact us or visit victory-products.com for details of sizes and 
colours that are available for each of the products shown here.

Response 3/2mm Wetsuits
RE1321  Steamer
RE1319  Ladies Steamer
RE1322  Junior Steamer
RE3319 Shorty
RE3318 Ladies Shorty
RE3322 Junior Shorty
RE4313 Longjohn
RE4314 Ladies Longjane
RE6304 3mm Wetsuit Jacket
RE6305 3mm Ladies Jacket

CodeZero Thermotops
AC0057 1mm XFlex Thermotop
AC0067 3mm XFlex Thermotop
AC0115 1mm Junior XFlex Thermotop
AC0116 3mm Junior XFlex Thermotop

RE1321

RE3319
RE3318

RE3322

RE4314

RE6304 RE6305

RE1322
RE4313

RE1319

CZ4207 CZ4208 CZ4214 GM0376
CZ8303

AC0057
AC0067
AC0115
AC0116

Response Vest & Shorts
RE7302 1.5mm Vest
RE8302 2mm Shorts

RE7302 RE8302

3mm Longjohns & Trousers
CZ8303 CodeZero Trouser
CZ4207  CodeZero Longjohn
CZ4208  CodeZero Ladies Longjane
CZ4214  CodeZero Junior Longjohn
GM0376  EVO2 Hikepants

For the most up to date product information, visit   www.victory-products.com 421
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Wet Weather Gear
GM0321 Vigo Coastal Jacket
GM0328 Vigo Coastal Trousers

CodeZero Windproof Sweater
TA0009 Technical Jumper

GM0321
Red

TA0009
Sand, Grey

GM0200
Black

GM0365
Black

GM0328
Red

ST0033
VioletST0021

Red, Blue, 
Black

K3MJ31
Blue, Black

K3MJ34
Blue, Black, Silver

K3MJ32
Blue, Black

We are the North American Distributor for GUL Performance Apparel.
We Stock a full range of Sailing and Water Sports clothing from GUL.
Please contact us or visit victory-products.com for details of sizes and 
colours that are available for each of the products shown here.

Jackets
K3MJ32 CodeZero Softshell Jacket
K3MJ31 Blouson Jacket
K3MJ34 CodeZero Lightweight Jacket

Spraytops
ST0021 Gamma Taped Spraytop (Men/Jr)
ST0033 Gamma Ladies Spraytop

Wet Weather Gear
GM0200 Codezero Race Jacket
GM0202 Codezero Trousers
GM0365 Ballistic High Fit Trousers

GM0202
Black

Sailing Drysuits
GM0368 Codezero U-Zip Drysuit 
GM0378 Dartmouth Men's Eclip Zip Drysuit
GM0378 Dartmouth Junior Eclip Zip Drysuit
GM0383 Dartmouth Ladies Eclip Zip Drysuit

GM0368
GM0378 GM0383

Neoprene Hoody
FX6401 Neoprene Hoody

FX6401
Navy, Black

For the most up to date product information, visit   www.victory-products.com
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Rash Guards
RG0338 Men's Short Sleeve Rash Guard
RG0339 Men's Long Sleeve Rash Guard
RG0330 Women's Short Sleeve Rash Guard
RG0331 Women's Long Sleeve Rash Guard
RG0341 Junior Short Sleeve Rash Guard
RG0344 Junior Long Sleeve Rash Guard

Tee Fit Rash Guards
RG0366 Men's Tee Fit Short Sleeve Rash Guard
RG0369 Men's Tee Fit Long Sleeve Rash Guard
RG0367 Women's Tee Fit Short Sleeve Rash Guard
RG0370 Women's Tee Fit Long Sleeve Rash Guard

RG0338RG0338RG0338RG0338

RG0344

RG0353
Red, Blue,
Yellow, Grey

RG0341

GM0060

GM0019

GM0374
GM0345

GM0372

GM0376

Dinghy Gear
GM0060 EVO Kinetic Hikepant
GM0376 Codezero EVO Hikers
GM0225 Stokes Trapeze Harness
GM0225 Stokes Trapeze Harness Junior
GM0374 EVO2 Trapeze Harness
GM0345 EVO Trapeze Harness
GM0372 Windward Pro Hiking Pads
GM0019 PRO Knee Pads
GM0362 Codezero Pro D30 Knee Pads
RG0353 Race Bib

GM0225
GM0362

We are the North American Distributor for GUL Performance Apparel.
We Stock a full range of Sailing and Water Sports clothing from GUL.
Please contact us or visit victory-products.com for details of sizes and 
colours that are available for each of the products shown here.

RG0370

RG0366

RG0367

RG0369

For the most up to date product information, visit   www.victory-products.com 423
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We are the North American Distributor for GUL Performance Apparel.
We Stock a full range of Sailing and Water Sports clothing from GUL.
Please contact us or visit victory-products.com for details of sizes and 
colours that are available for each of the products shown here.

Caps & Visors
AC0119 CodeZero Race Cap
AC0121 CodeZero Race Visor

AC0119
Red, Blue, 
Black, Grey

AC0121
Red, Blue, 
Black, Grey

Helmets
AC0103 EVO2 Helmet
AC0104 EVO Helmet

AC0103
Carbon

AC0104
Red, Blue, 
Yellow

GM0002
Red, Blue, 
Black

Garda Buoyancy Aids
GM0002 50N Buoyancy Aid
GM0002 50N Buoyancy Aid - Junior

LU0116

LU0124

LU0175

LU0120

LU0117
LU0118
LU0119

Bags
LU0116 6l Heavy Duty Drybag
LU0117 15l Heavy Duty Drybag
LU0118 30l Heavy Duty Drybag
LU0119 50l Heavy Duty Drybag
LU0120 50l Heavy Duty Dry Backpack
LU0124 60l Dry Holdall
LU0180 30l Dry Backpack
LU0175 70l Wet & Dry Bag
LU0179 28l Codezero Carry All

LU0180

LU0179
Grey, Black

GD0001 GD0002

Mask & Snorkel
GD0001 Adult Mask & Snorkel
GD0002 Junior Mask & Snorkel

AC0001 AC0002

Changing Poncho
AC0110 Changing Poncho

AC0110

Accessories
AC0001 Eyeglass Strap
AC0002 Roof Rack Straps

For the most up to date product information, visit   www.victory-products.com
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Gloves
GL1242 Winter Short Finger 
GL1242 Winter Short Finger Junior
GL1240 Winter 3 Finger 
GL1240 Winter 3 Finger Junior
GL1238 Winter Full Finger 
GL1238 Winter Full Finger Junior
GL1243 Summer Short Finger 
GL1243 Summer Short Finger Junior
GL1241 Summer 3 Finger 
GL1241 Summer 3 Finger Junior
GL1239 Summer Full Finger 
GL1239 Summer Full Finger Junior

BO1263BO1271

BO1276BO1279

BO1304

DS1002

DS1004

BO1298

BO1264

BO1265

GL1242

GL1241GL1243

GL1240

GL1239

GL1238

BO1273
BO1267

We are the North American Distributor for GUL Performance Apparel.
We Stock a full range of Sailing and Water Sports clothing from GUL.
Please contact us or visit victory-products.com for details of sizes and 
colours that are available for each of the products shown here.

Dinghy Boots / Shoes
BO1271 0.5mm Power Sock
BO1263 5mm Power Boot
BO1264 5mm Junior Power Boot 
BO1304 5mm All Purpose Lace Boot
BO1273 3mm Power Slipper
BO1267 3mm Junior Power Slipper
BO1265 3mm Strapped Power Slipper
BO1276 All-Purpose Boot 
BO1276 All Purpose Boot - Junior
BO1298 Windward Masterhiker Shoe
BO1279 5mm Cz Windward Pro Boot 

Aqua Shoe & Deck Boot
BO1256 Junior Aqua Shoe
BO1257 Adult Aqua Shoe
DS1002 Falmouth Leather Deck Shoe 
DS1004 Aqua Grip Sup Shoe
DS1005 Fastnet Deck Boot
GM0164 Full Length Deck Boot

BO1257

BO1256

DS1005

GM0164

For the most up to date product information, visit   www.victory-products.com 425



426

VictoryGUL

We are the North American Distributor for GUL Performance Apparel.
We Stock a full range of Sailing and Water Sports clothing from GUL.
Please contact us or visit victory-products.com for details of sizes and 
colours that are available for each of the products shown here.

10' 7" CROSS INFLATABLE PADDLE BOARD (SUP)

A stable and easy to handle generously sized inflatable Stand Up Paddle (SUP) 
board by Cross Surfboards. Features impact-resistant glued drop-stitch PVC 
construction with double layered rails. Anti-slip grooved signature Cross foam 
deck for comfort and grip. 9KG - easy to carry to the water for launching, or 
transporting in a rucksack. Fin setup: 2 molded fins, plus another for the fin box. 

Comes in travel backpack including; 
1x SUP board
1x 3 piece Co alloy paddle 
1x Coil Leash with key pocket 
1x Single action pump
1x Repair kit
1x Cross backpack

Overview
• Inflatable (SUP) stable and easy to handle 

• Designed for calm conditions and small surfing.

• Fin set up 2 plus one fin box

• Double layered rails

• Anti-slip grooved signature Cross foam

• 9KG for easy carrying and transporting

• Supplied with two side fins & Longboard fin 

CB0029 Inflatable Stand Up Paddleboard

For the most up to date product information, visit   www.victory-products.com



427

Victory GUL

GUL KAYAK LINE

We are the North American Distributor for GUL Performance Apparel.
We Stock a full range of Sailing and Water Sports clothing from GUL.
Please contact us or visit victory-products.com for details of sizes and 
colours that are available for each of the products shown here.

Napa 2 Piece Drysuit
GK0155 Napa Drysuit  

Yampa Cag Top
GK0157 Yampa Cag Top

Juniper Cag Top
GK0160 Juniper Cag Top

GK0160
Blue, Yellow

GK0157
Blue, Yellow

GK0164
Red, Blue

GK0155
Blue

GK0156
Blue, Yellow

GK0158
Blue

GK0159
Red, Blue

GK8302

Tyger Top & Trousers
GK0159 Tyger Cag Top
GK0164 Tyger Trousers

Saco Top & Trousers
GK0156 Saco Cag Top
GK0158 Saco Bib Trouser

GK8301

3mm Trousers & Shorts
GK8301 Tyger Wetsuit Shorts
GK8302 Tyger Wetsuit Trousers

Portage Boot
BO1303 Hydroshield Portage Boot

For the most up to date product information, visit   www.victory-products.com 427
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A C C E S S O R I E S

J U N I O R  F O O T W E A RF O O T W E A R  A D U LT  &  J U N I O R

UK J1 J2 J3 4 5 6 7 8 9 10 11 12 13

EU 34 35 36 37 38 39.5 40.5 42 43 44.5 46 47 48

SIZE JS JM JL JXL JXXL

UK 9-10 10-11 12-13 1-2 3-4

Length 16.5cm 18cm 20cm 21.5cm 23cm

S O C K S

Size S M L XL

UK 6/7 7/8 8/9 9/10

European 39-40 40-42 42-43 43-44.5

J U N I O R  A Q U A S H O E

UK J6 J7 J8 J9 J10 J11 J12 J13 J1 J2 J3 J4 J5

EU 23 24 25.5 26.5 28 29 30.5 32 34 35 36 37 38
A C C E S S O R I E S

J U N I O R  F O O T W E A RF O O T W E A R  A D U LT  &  J U N I O R

UK J1 J2 J3 4 5 6 7 8 9 10 11 12 13

EU 34 35 36 37 38 39.5 40.5 42 43 44.5 46 47 48

SIZE JS JM JL JXL JXXL

UK 9-10 10-11 12-13 1-2 3-4

Length 16.5cm 18cm 20cm 21.5cm 23cm

S O C K S

Size S M L XL

UK 6/7 7/8 8/9 9/10

European 39-40 40-42 42-43 43-44.5

J U N I O R  A Q U A S H O E

UK J6 J7 J8 J9 J10 J11 J12 J13 J1 J2 J3 J4 J5

EU 23 24 25.5 26.5 28 29 30.5 32 34 35 36 37 38

A C C E S S O R I E S

J U N I O R  F O O T W E A RF O O T W E A R  A D U LT  &  J U N I O R

UK J1 J2 J3 4 5 6 7 8 9 10 11 12 13

EU 34 35 36 37 38 39.5 40.5 42 43 44.5 46 47 48

SIZE JS JM JL JXL JXXL

UK 9-10 10-11 12-13 1-2 3-4

Length 16.5cm 18cm 20cm 21.5cm 23cm

S O C K S

Size S M L XL

UK 6/7 7/8 8/9 9/10

European 39-40 40-42 42-43 43-44.5

J U N I O R  A Q U A S H O E

UK J6 J7 J8 J9 J10 J11 J12 J13 J1 J2 J3 J4 J5

EU 23 24 25.5 26.5 28 29 30.5 32 34 35 36 37 38

Footwear Adult & Junior

Junior Footwear

Socks

US/
CDN

2 3 4 5 6 7 8 9 10 11 12 13 14

US / Canadian 7/8 8/9 9/10 10/11

US / CDN 10-11 11-12 1-2 3-4 4-5

FOOTWEAR SIZE CHARTS
A C C E S S O R I E S

J U N I O R  F O O T W E A RF O O T W E A R  A D U LT  &  J U N I O R

UK J1 J2 J3 4 5 6 7 8 9 10 11 12 13

EU 34 35 36 37 38 39.5 40.5 42 43 44.5 46 47 48

SIZE JS JM JL JXL JXXL

UK 9-10 10-11 12-13 1-2 3-4

Length 16.5cm 18cm 20cm 21.5cm 23cm

S O C K S

Size S M L XL

UK 6/7 7/8 8/9 9/10

European 39-40 40-42 42-43 43-44.5

J U N I O R  A Q U A S H O E

UK J6 J7 J8 J9 J10 J11 J12 J13 J1 J2 J3 J4 J5

EU 23 24 25.5 26.5 28 29 30.5 32 34 35 36 37 38
A C C E S S O R I E S

J U N I O R  F O O T W E A RF O O T W E A R  A D U LT  &  J U N I O R

UK J1 J2 J3 4 5 6 7 8 9 10 11 12 13

EU 34 35 36 37 38 39.5 40.5 42 43 44.5 46 47 48

SIZE JS JM JL JXL JXXL

UK 9-10 10-11 12-13 1-2 3-4

Length 16.5cm 18cm 20cm 21.5cm 23cm

S O C K S

Size S M L XL

UK 6/7 7/8 8/9 9/10

European 39-40 40-42 42-43 43-44.5

J U N I O R  A Q U A S H O E

UK J6 J7 J8 J9 J10 J11 J12 J13 J1 J2 J3 J4 J5

EU 23 24 25.5 26.5 28 29 30.5 32 34 35 36 37 38

A C C E S S O R I E S

J U N I O R  F O O T W E A RF O O T W E A R  A D U LT  &  J U N I O R

UK J1 J2 J3 4 5 6 7 8 9 10 11 12 13

EU 34 35 36 37 38 39.5 40.5 42 43 44.5 46 47 48

SIZE JS JM JL JXL JXXL

UK 9-10 10-11 12-13 1-2 3-4

Length 16.5cm 18cm 20cm 21.5cm 23cm

S O C K S

Size S M L XL

UK 6/7 7/8 8/9 9/10

European 39-40 40-42 42-43 43-44.5

J U N I O R  A Q U A S H O E

UK J6 J7 J8 J9 J10 J11 J12 J13 J1 J2 J3 J4 J5

EU 23 24 25.5 26.5 28 29 30.5 32 34 35 36 37 38
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Laser® is a registered trademark of Velum limited licenced to
Laser Performance limited and Performance Sailcraft

Australia ltd.
Optiparts Marine Equipment b.v. is fully independent of Velum
Limited, Laser Performance limited and performance Sailcraft 

Australia ltd.

#SailOptiparts
www.optiparts.com/share

Join us to connect and communicate 
through our social media.

Keep track of the latest news and share your action, 
fun and experience with us! 

Send your photos & videos and help us to innovate 
our products and promote the Optimist dinghy class. 

Where do you #SailOptiparts?

04 BLACK GOLD RACING SPARS

06 SCHOOL SPARS & SILVER REGATTA SPARS

07 SAILS & SAIL BAGS

08 SAIL ACCESSORIES & HULL PROTECTORS

09 COVERS & WATERPROOF STORAGE 

10 TROLLEY / DOLLY

12 FOILS & FOIL ACCESSORIES

13 RUDDER FITTINGS, MASTSTEP, TILLERS  
  & EXTENSIONS

14 MAST LOCK, DECK COLLARS, 
  ROWING SEAT & BUOYANCY BAGS

15 WIND INDICATORS, BOOM ACCESSORIES, 
  CLEATS & HIKING STRAP

16 MAINSHEET BLOCKS

17 BLOCKS, HALYARDS, BASEPLATES, 
  SHACKLES & LOW FRICTION RINGS

18 SPAR ACCESSORIES, SPRIT ENDS 
  & MAST PLUGS

19 BOOKS, VIDEO & GIFT ITEMS

20 BAILERS, PRADDEL & ACCESSORIES

22 SHEETS, LINES & REELS

24 

30 SAILING BAGS

32 TILLER EXTENSIONS

33 LASER® FOILS, TILLERS, BAILERS, 
  PLUGS & HIKING BENCH

34 LASER® SPAR & HULL FITTINGS

35 LASER® UPGRADES, HIKING BENCH 
  & WIND INDICATORS 

36 LASER® SAILS, SPARS, TROLLEY, 
  RIG SUPPORT & SAIL NUMBERS

37 LASER® COVERS, SHEETS, DVD’s 
  & PROTECTION

38 420 COVERS & ACCESSORIES

39 LOW FRICTION RINGS
  & ACCESSORIES

VIDEO
PDF
MANUALVIDEO

PDF
MANUAL

Watch the latest videos on:
http://www.optiparts.com/optiparts

Download the instruction manuals on:
 http://www.optiparts.com/manuals

Laser® is a registered trademark of Velum limited licenced to
Laser Performance limited and Performance Sailcraft

Australia ltd.
Optiparts Marine Equipment b.v. is fully independent of Velum
Limited, Laser Performance limited and performance Sailcraft 

Australia ltd.

#SailOptiparts
www.optiparts.com/share

Join us to connect and communicate 
through our social media.

Keep track of the latest news and share your action, 
fun and experience with us! 

Send your photos & videos and help us to innovate 
our products and promote the Optimist dinghy class. 

Where do you #SailOptiparts?

04 BLACK GOLD RACING SPARS

06 SCHOOL SPARS & SILVER REGATTA SPARS

07 SAILS & SAIL BAGS

08 SAIL ACCESSORIES & HULL PROTECTORS

09 COVERS & WATERPROOF STORAGE 

10 TROLLEY / DOLLY

12 FOILS & FOIL ACCESSORIES

13 RUDDER FITTINGS, MASTSTEP, TILLERS  
  & EXTENSIONS

14 MAST LOCK, DECK COLLARS, 
  ROWING SEAT & BUOYANCY BAGS

15 WIND INDICATORS, BOOM ACCESSORIES, 
  CLEATS & HIKING STRAP

16 MAINSHEET BLOCKS

17 BLOCKS, HALYARDS, BASEPLATES, 
  SHACKLES & LOW FRICTION RINGS

18 SPAR ACCESSORIES, SPRIT ENDS 
  & MAST PLUGS

19 BOOKS, VIDEO & GIFT ITEMS

20 BAILERS, PRADDEL & ACCESSORIES

22 SHEETS, LINES & REELS

24 

30 SAILING BAGS

32 TILLER EXTENSIONS

33 LASER® FOILS, TILLERS, BAILERS, 
  PLUGS & HIKING BENCH

34 LASER® SPAR & HULL FITTINGS

35 LASER® UPGRADES, HIKING BENCH 
  & WIND INDICATORS 

36 LASER® SAILS, SPARS, TROLLEY, 
  RIG SUPPORT & SAIL NUMBERS

37 LASER® COVERS, SHEETS, DVD’s 
  & PROTECTION

38 420 COVERS & ACCESSORIES

39 LOW FRICTION RINGS
  & ACCESSORIES

VIDEO
PDF
MANUALVIDEO

PDF
MANUAL

Watch the latest videos on:
http://www.optiparts.com/optiparts

Download the instruction manuals on:
 http://www.optiparts.com/manuals

Laser® is a registered trademark of Velum limited licenced to
Laser Performance limited and Performance Sailcraft

Australia ltd.
Optiparts Marine Equipment b.v. is fully independent of Velum
Limited, Laser Performance limited and performance Sailcraft 

Australia ltd.

#SailOptiparts
www.optiparts.com/share

Join us to connect and communicate 
through our social media.

Keep track of the latest news and share your action, 
fun and experience with us! 

Send your photos & videos and help us to innovate 
our products and promote the Optimist dinghy class. 

Where do you #SailOptiparts?

04 BLACK GOLD RACING SPARS

06 SCHOOL SPARS & SILVER REGATTA SPARS

07 SAILS & SAIL BAGS

08 SAIL ACCESSORIES & HULL PROTECTORS

09 COVERS & WATERPROOF STORAGE 

10 TROLLEY / DOLLY

12 FOILS & FOIL ACCESSORIES

13 RUDDER FITTINGS, MASTSTEP, TILLERS  
  & EXTENSIONS

14 MAST LOCK, DECK COLLARS, 
  ROWING SEAT & BUOYANCY BAGS

15 WIND INDICATORS, BOOM ACCESSORIES, 
  CLEATS & HIKING STRAP

16 MAINSHEET BLOCKS

17 BLOCKS, HALYARDS, BASEPLATES, 
  SHACKLES & LOW FRICTION RINGS

18 SPAR ACCESSORIES, SPRIT ENDS 
  & MAST PLUGS

19 BOOKS, VIDEO & GIFT ITEMS

20 BAILERS, PRADDEL & ACCESSORIES

22 SHEETS, LINES & REELS

24 

30 SAILING BAGS

32 TILLER EXTENSIONS

33 LASER® FOILS, TILLERS, BAILERS, 
  PLUGS & HIKING BENCH

34 LASER® SPAR & HULL FITTINGS

35 LASER® UPGRADES, HIKING BENCH 
  & WIND INDICATORS 

36 LASER® SAILS, SPARS, TROLLEY, 
  RIG SUPPORT & SAIL NUMBERS

37 LASER® COVERS, SHEETS, DVD’s 
  & PROTECTION

38 420 COVERS & ACCESSORIES

39 LOW FRICTION RINGS
  & ACCESSORIES
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Watch the latest videos on:
http://www.optiparts.com/optiparts

Download the instruction manuals on:
 http://www.optiparts.com/manuals
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BLACKGOLD RACING SPARS

EX940 EX945 EX955

The Blackgold collection contains two types of spars.  
The regular BLACKGOLD™ mast which is suitable for sailors above 40 kg 
and the 25% lighter BLACKLITE™ mast which is the best proven solution 
for sailors under 40 kg and allows sailors to depower the rig in heavy winds. 
Both are 45 microns black hard anodized 7075 masts and come with high 
grade Nylon fittings, hard anodized cleats and complete rigging pack.

EX13591 Rigging pack

BOOMS

SPRITS

EX900 BLACKGOLD mast. Including rigging pack

EX902 BLACKLITE mast. Including rigging pack

EX940 BLACKGOLD MEDIUM 40 mm boom complete

EX945 BLACKGOLD POWER 45 mm boom complete

EX955 BLACKMAX 55 mm boom complete

Three types of booms are available. All BLACKGOLD™ booms are made of 
high grade, black anodized tube, fitted with captive eye straps, black nylon  
in- and outboard end fittings, nylon outhaul cleat, 4 mm Vectran outhaul,  
3 mm pure Vectran bridle and vang and a fitted outhaul trim gauge. 
BLACKGOLD™ MEDIUM
A stiff 40 mm lightweight boom which is suitable for the majority of sailors.  
BLACKGOLD™ POWER
A stiffer 45 mm boom to keep more tension on the leech for the heavier 
sailor. The smaller bridle gives more space when tacking.
BLACKMAX™
This ultra stiff and yet lightweight 55 mm boom can be used without a bridle. 
This enables the larger sailor to land further forward when tacking.

We offer a choice of three black anodized 7075 sprits. All with black  
end fittings and sprit chafe guard. The 26,6 mm BLACKLITE sprit is 20% 
more flexible and a lot lighter than the 27 mm BLACKGOLD sprit. The 29 
mm BLACKMAX sprit is 19% stiffer than the 27 mm BLACKGOLD sprit and 
recommended for sailors above 45 kg.

EX959 BLACKLITE 26,6 mm sprit

EX960 BLACKGOLD 27 mm sprit

EX965 BLACKMAX 29 mm sprit
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EX959 EX965 EX900EX960

EX970 BLACKLITE set < 35 kg (902 / 940 / 959 / 13591)

EX975 BLACKGOLD MEDIUM set 35-45 kg  (900 / 940 / 960 / 13591)

EX978 BLACKGOLD POWER set > 40 kg                      (900 / 945 / 965 / 13951)

EX980 BLACKMAX set > 45 kg (900 / 955 / 965 / 13951)

SETS

A combination of the BLACKGOLD spars, booms and sprits creates our four 
available spar sets, which are suitable for all types of sailors.

RIGGING PACK

EX13591 Rigging pack as with all BLACKGOLD sets and spars

This set contains a halyard system with Dyneema halyard line, Harken 
hook-in block, Windesign low friction ring, PRO wind indicator, top pins, sprit 
halyard handle and mast sleeve.

EX902
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SCHOOL SPARS

The school spars are made of high quality aluminium tube, fitted with a 
stainless steel halyard block, halyard cleat and downhaul cleat, a nylon pin 
stop and two stainless steel eyes for fixing the head of the sail. The sprit has 
no chafe protection tube.

EX1010 School mast*

EX1030 School boom*

EX1040 School sprit 25 mm*

EX1050 School set (EX1010 / 1030 / 1040)*

EX1011 Upgraded school mast*

EX1031 Upgraded school boom*

EX1042 Upgraded school sprit*

EX1051 Upgraded school set (EX1011 / 1031 / 1042)*

EX1056 Rigging pack with halyard, control lines and bridle with ring

The upgraded school spars are made of high quality aluminium tube and 
fitted with a stainless steel halyard block, aluminium Clamcleats, a nylon pin 
stop and two stainless steel eyes for fixing the head of the sail. The upgraded 
sprit has 15 cm anti chafe protection tubing.

The sleeve school mast has no eyes for fixing the head of the sail and can 
be used with sleeve sail EX1061. The mast slides in the sleeve pocket of the 
sail and the sail has a loose foot. This eliminates the need of any sail ties. 
A mast extender (EX10122) can be used to create more headroom.

EX1053 Fixed sleeve school set (mast, boom and EX1040 sprit)*

Ideal spar set for sailing schools! It has never been so easy to store your 
spars after use. This sleeve mast set is supplied with a fixed gooseneck.  
The boom can be used without a bridle to create more headroom.  
The set comes with mast, boom and EX1040 sprit. Perfect in combination 
with the EX1061 colored sleeve pocket sail.

* Not allowed for racing

SILVER REGATTA SPARS

EX1005 Silver regatta mast

EX1022 Silver regatta boom

EX1041 Silver regatta sprit

EX1048 Silver regatta set (EX1005 / 1022 / 1041)

EX13593 Rigging pack, with halyard, wind indicator and top pins

The silver regatta spars are less stiff than Blackgold and ideal for lightweight 
sailors who just started racing. The silver mast, boom and sprit are made 
of high quality aluminium tube, fitted with aluminium halyard and downhaul 
Clamcleats. The lightweight 40 mm silver boom is much stiffer than the  
32 mm school boom and will allow the sailor to put more tension on the 
leech. The silver sprit has 15 cm anti chafe protection tubing. 
Both mast and set come with rigging pack, containing all necessary lines, 
wind indicator, top pins and halyard with hook-in block.

EX1012 Sleeve school mast*

EX1052 Sleeve school set (EX1012 / 1030 / 1040)*
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EX1057A

EX1059 EX1060

EX1061 EX1061M

CLUB
SCHOOL

SAILS

EX1057A Windesign Durarace LITE sail  < 45 kg, 99 lbs

EX1058A Windesign Durarace POWER sail > 45 kg, 99 lbs

Our Durarace sails are perfect for practice and learning to race.  
Built for durability and speed! Made of 4.18 oz Challenge sailcloth.  
A bit heavier but much more durable than sailcloth used in most racing sails.

EX1059 Club sail

EX1060 School sail

These sails are made of strong 3.8 oz high quality 100% dacron sailcloth, 
have six panels with nickel plated eyes and heavily reinforced corners.  
Complete with battens and long sail bag for storage of sail and spars.  
The EX1059 club sail comes with window, class logo and I.O.D.A. button, 
according to the I.O.D.A. class rules. 
The EX1060 comes without window, logo and button.

EX1061 Sleeve pocket sail colored

EX1061W Sleeve pocket sail white

EX1061WR Sleeve pocket sail white with reef eye

These sleeve pocket sails are ideal for sailing schools. The mast slides in 
a sleeve pocket while the sail is loose footed on the boom. Made of strong  
3.8 oz sailcloth. They have five panels without sailbattens, 4 heavily  
reinforced corners and webbing loops for the boom. EX1061 and EX1061W 
should be used with sleeve school set EX1052. The EX1061WR should be 
used with the fixed sleeve school set EX1053. When using the reef eye,  
the boom goes up and gives more headspace for the sailor.

EX1061M Trisail only

EX1064 Trisail set 

EX1446 Boom bumper head protector

This sail is half the size of a normal Optimist sail. Very easy to handle. Now 
even the smallest helmsman can continue sailing in heavy wind. Supplied as 
set with sleeve mast, 40 cm mast extender (EX10122) and mini boom with 
boom bumper head protector. The Trisail can also be used with a regular 
sleeve mast and boom with the addition of a 40 cm mast extender.

EX10121 10 cm mast extender for EX1012*

EX10122 40 cm mast extender for EX1012*

EX1058A

SAIL BAGS

EX1062 Sail bag

2 meter long sail bag of red nylon cloth to protect your sail when rolled 
around the boom.

EX1063 Rig travel bag

Heavy duty bag from 600 polyester with two compartments for sail, mast, 
boom, and sprit. With zip closure, name tag pocket and detachable and 
adjustable carrying strap. Can be bundled with 2 straps to create a compact 
package. Built to fit a 100 mm (4”) diameter thin-walled PVC irrigation pipe, 
to prevent the sail from being crushed.

EX1062 EX1063
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EX1416

EX1430

EX1420RD EX1420BKEX1420BL

EX1418
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EX1417S

EX1417L

EX1420G

EX1117 EX11171

EX1065

EX1066

EX1118

HULL PROTECTORS

EX1065 Bow bumper

Foam tubing covered by heavy duty polyester cloth. This fender has a snug 
fit around the bow of the Optimist. Ideal for sailing schools. With grommet in 
the middle to pass the painter.

EX1118 Protection pack

A complete  protection package for the Optimist. Contains self adhesive 
PTFE protection for maststep, outhaul, daggerboard, sprit, rudder, bailer and 
boat corners. Also contains 5 PTFE mast disks and rubber daggerboard slot 
inserts.

EX1117 Daggerboard protection kit

A complete kit for protecting your valuable daggerboard. Contains 4 rubber 
inserts, glue, sandpaper and 4 self adhesive glide strips (300 x 18 x 1.0 mm). 
These strips can be stuck to the top and the bottom of the case and 
minimize play and friction between the daggerboard and its case.

EX11171 Glide tape roll 8 meter, 18mm wide

EX1116 Rubber slot insert

EX1116-10 Rudder slot insert. Set of 10

SAIL ACCESSORIES

EX1416 Untapered sail batten, with plastic end caps, 40.5 cm

EX1417S Tapered sail batten, 45.5 cm, for top batten, with hole

EX1417L Tapered sail batten, 54.5 cm, for bottom batten, with hole

EX1418 Optimist class logo. Color blue. Set of two

EX1419BK Digital sail number. Color black, 23.5 cm

EX1419BL Digital sail number. Color blue, 23.5 cm

Specify number or letter when ordering

EX1430 Telltales

A set of 16 telltales (8 red and 8 green) in resealable display packing with 
instruction manual. Supplied with adhesive discs to fix the telltales to the sail.

EX1116

EX1420BK… Sail number, black, 23.5 cm

EX1420BL… Sail number, blue, 23.5 cm

EX1420G… Sail number, grey, 23.5 cm

EX1420RD… Sail number, red, 23.5 cm

Cut to make any number or letter.

EX1419BL EX1419BK
=order per piece=

=order per piece=

=order per piece=

=order per piece=

=order per piece=

=order per piece=

EX1066 Corner protectors

Heavy duty rubber corner protectors with self adhesive backing. These can 
be used on bow only or on all 4 corners. Special preshaped rubber profile. 
This is not a flat piece of thin rubber! Set of 2 pieces.
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EX1080

EX1082

EX1095

EX1091S

COVERS

This cover has two sailbattens integrated in the top panel. The top panel will 
be tented when the webbing straps connected to both ends of each batten 
are tensioned. Made of grey 600D PVC coated polyester. The padded panels 
on the front, back and sides fold around the corners and protect your hull. 
This design allows you to remove the battens from the cover quickly. 
Each batten can be disconnected in the middle for easy storage.

EX1080 Top cover tented with battens*

Durable cover made of Moistureguard 2000, a heavy duty 900D polyester 
with a polyurethane membrane which has excellent breathability and is 
waterresistant. Wide skirts around the edge of the hull for good protection. 
Fast and easy to install with two adjustable straps.

EX1081 Top cover Breathable*

EX1082 Top cover Economy*

Affordable cover made of 600D PVC coated polyester. 100% waterresistant 
but not breathable. Wide skirts around the edge of the hull for good 
protection. Fast and easy to install with two adjustable straps.

EX1091 Bottom cover Breathable

Durable bottom cover made of Moistureguard 2000. Quick and easy to install 
with a 6 mm shockcord in the skirt and 2 adjustable straps. The cover has  
3 wide strips of thick foam padding to protect the hull.

EX1091S Bottom cover Economy

Affordable bottom cover made of 600D PU coated polyester. Quick and easy 
to install with a 6 mm shockcord in the skirt and 2 adjustable straps.  
With 3 wide strips of thick foam padding to protect the hull. Not breathable, 
only for traveling. For outside storage use EX1091.

EX1095 Bottom cover fully padded

This bottom cover provides the best possible protection during travel. 
Made of 420 PU outside, high quality 190T innerlining inside and closed cell 
foam in between (only for traveling). 
For outside storage use EX1091.

* We advise to remove top covers during transport

EX1081

EX1091

EX3048 EX3049

EX3048 Lunch container 3 L

EX3049 Lunch container 6 L

Waterproof lunch container, stores your lunch and valuables dry.  
Keep the container in your own boat or in the coach boat. With a hole 
in the lid to attach a line. 2 sizes: 3 liter, 17 cm high and 6 liter 26 cm high.

* Roof rack
not included.

EX1446 Padded roof rack cover

Heavy duty foam tubing covered with nylon cloth with velcro fastener.  
Protects your boat from being damaged when transported on a roof rack. 
Length 50 cm. Sold per piece

WATERPROOF STORAGE

ROOF RACK

EX1446
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EX10792

EX10793

EX10791EX10790

EX1077

EX10795

EX10796

EX1075

EX1076

EX1078 EX10784 EX1079 EX10786

EX10788EX10783

EX10797

TROLLEY / DOLLY

Lightweight aluminium trolley with solid hull supports. Supplied with 
Bow wow, a unique system to lock the bow to the trolley with one quick and 
simple movement. Prevents the hull from sliding off on steep launch ramps. 
The trolley has been designed to be the most functional available. Spring 
locking quick release of all parts allows the trolley to be disassembled in a 
matter of seconds for storage and travel. The frame has welded joints and is 
anodized to prevent corrosion. 
The EX1075 trolley is supplied with small solid rubber puncture proof wheels, 
28 cm diameter, 10 cm wide. These solid wheels do not float and you will 
never have a flat tyre again.
The EX1076 trolley is supplied with the large Optiflex-lite puncture proof 
wheels. The Optiflex-lite wheels are the ultimate in wheel design. 
They are ultra light, just 1750 grams, have a wide surface and large diameter 
for easy use on sand. Never have a flat tyre again. 
The Optiparts trolley is supplied with stainless steel / aluminium push button 
wheel locks which are mounted inside the axle. You will never loose clips 
anymore. These push button wheel locks can be used on older trollies but 
can not be used on older wheels with black wheel bushings. 

*Supllied with EX10799P protective tube on hull supports

EX1075 Optiparts trolley / dolly with solid rubber wheels*

EX1076 Optiparts trolley / dolly with large Optiflex-lite wheels*

EX1077 Bow wow replacement kit

EX1078 Spare pneumatic wheel, 26 cm

EX10783 Bushing for large wheel, 25 mm

EX10784 Solid rubber puncture proof wheel, 28 cm

EX10786 Optiflex-lite puncture proof wheel, 37 cm

EX10788 Bushing for large wheel, 20 mm

EX1079 Spare pneumatic wheel, 40.5 cm

EX10790 Stainless steel spring clip for securing wheels

EX10791 Galvanized spring clip for securing wheels

EX10792 Round button spring locking system

EX10793 Heel plate including rivets

EX10795 Push button wheel lock (does not fit on EX1078 / EX10784)

EX10796 Trolley padding kit

Set of foam tubing with two 600D nylon protectors with velcro fastener. 
It protects the hull and makes the surface slippery for easy launching. 
The padding runs over the full width of the trolley, so the middle is protected
when turning the hull upside down.

EX10797 Axle 25mm with plastic plug

EX10799R Rubber for side support

EX10799P Protective tube and Tie-wrap

EX10799R EX10799P

VIDEO
PDF
MANUAL

Pull and tighten the Tie-wrap through the hull support eye. 
This tube protects the hull against scratches.
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EX1119

EX11158

EX1113
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ONE DESIGN RACING FOILS

EX11005 One design rudderblade without fittings*

EX11055 One design rudderblade with fittings**

EX11105 One design daggerboard

EX11145 One design foil set without fittings*

EX11155 One design foil set with fittings**

All our racing foils are produced in high quality 3D designed aluminium 
molds. The design has been improved to create less drag and more stability. 
Straigtness and finish have been improved to the highest level.  
Built according to the lastest class rules. The daggerboards are fitted with 
durable teak wood battens.

*All rudderblades can be used with Optiparts tillers, extensions and rudderfittings.
** Tillers (with extension) have to be ordered separately.

GRP SCHOOL FOILS

EX11000 GRP school rudderblade without fittings*

EX11050 GRP school rudderblade with fittings**

EX11100 GRP school daggerboard

EX11140 GRP school foil set without fittings*

EX11150 GRP school foil set with fittings**

WOODEN SCHOOL FOILS

EX11003 Wooden school rudderblade without fittings*

EX11053 Wooden school rudderblade with fittings**

EX11103 Wooden school daggerboard

EX11143 Wooden school foil set without fittings*

EX11153 Wooden school foil set with fittings**

These wooden foils are made of high grade marine plywood.  
The rudderblade has a thickness of 13 mm and daggerboard 15 mm. 
Varnished three times. These are the most affordable foils available, 
for school and recreation only.

FOIL ACCESSORIES 

EX11158 Foil protector set

Affordable, clear, hard plastic profiles which fit over the trailing edge of the 
daggerboard and rudder to protect them from any damage when in storage 
or transportation.

EX1113 Daggerboard bungy with handle

A 6 mm shockcord with a red PVC handle to retain the daggerboard in its 
case. The handle keeps your daggerboard in place and your hiking straps 
up too. Comes in a complete set with 2 sizes of tubing, shockcord and 3 mm 
Vectran line to keep the shockcord in place.

EX1119 Rudder and daggerboard bag

A 600D nylon bag with 3 compartments for rudder, daggerboard and 
accessories. The rudder and daggerboard compartments are padded for 
the best protection. The outside compartment provides enough space 
for accessories like sheet, mastlock, wind indicator and more. 
Supplied with shoulder strap and a sailnumber and name tag.

These GRP school foils are for training and school use only.

EX11103 EX11053

EX11100 EX11050

EX11105 EX11055
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EX1120

EX1122

EX1125

EX1130

EX1140

EX1141

EX1142

EX1155

EX1202

EX12071 EX12072EX1207

EX1170P

RUDDER FITTINGS

EX1150 Rudder fitting set (EX1160S / EX1160L / EX1170 / EX1180)

EX1155 Bolts and self-locking nuts. Set of 12

EX1160 Rudder pintle set (EX1160S / EX1160L)

EX1160S Rudder pintle short

EX1160L Rudder pintle long

EX1170 Transom gudgeons with backing plates

EX1170P Transom fittings with 8mm pin

EX1180 Rudder retaining clip

The Optiparts rudder fittings are used on many top racing foils. Supplied with 
6 mm pin according to I.O.D.A. class rules. These stainless steel rudder 
fittings are available as a set or separate. The set contains pintles, gudgeons, 
backing plates and a rudder retaining clip for blades up to 15 mm. 
The clip fits around the blade and can be fastened with one bolt which will 
not split the blade.

MASTSTEP

EX1202 Adjustable maststep with round cup

EX1204 Round cup only

EX1206 Base plate only

EX1207 Nut with spring locking system

EX12071 Spring lock keeper

EX12072 PTFE mast disk, 1mm thick

The Optiparts maststep has an oval cup, which allows the mast to tilt forward 
when going downwind. Friction between mast and maststep is reduced 
to a minimum. Different mast rakes can easily be repeated using the scale 
on the base. Separately a mast step spring lock can be purchased. 
The stainless steel spring prevents the nut from turning accidentally. 
There is no need for additional locking nuts anymore.

TILLERS AND EXTENSIONS

EX1120 Aluminium tiller. Silver anodized

EX1122 Aluminium tiller. Black anodized

These tillers have two rectangular aluminium tubes mounted together with 
plastic end caps. Tube size 10 x 20 x 1.5 mm and suitable for all sizes of 
Optimist rudderblades. Each tiller is supplied with bolts and nuts to mount it 
to a rudderblade.

EX1125 Deluxe tiller and extension

Black anodized aluminium tiller (EX1122) with 60 cm deluxe aluminium tiller 
extension (EX1140). Supplied with releasable joint / swivel with rope core 
and foam grip.
EX1130 Standard tiller and extension

Silver anodized aluminium tiller (EX1120) with 60 cm standard aluminum 
tiller extension (EX1142). Supplied with fixed joint / swivel and golf grip.

EX1140 Deluxe tiller extension

Black anodized 60 cm aluminium, with releasable joint / swivel with rope core 
and foam grip. The rope core will avoid complete failure when the rubber tear.
EX1141 Deluxe tiller extension with colored foam grip

EX1142 Standard tiller extension with golf grip

Silver anodized 60 cm aluminium with fixed joint / swivel.

EX1160L

EX1160S

EX1180

EX1170

EX1204 EX1206
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EX1208 EX1209

EX1210

EX1211
EX12101

EX1230

EX1233

EX1232

EX1220
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MAST LOCK

EX1203 Mast lock

Stainless steel lock to secure your mast from coming out of its step when 
the boat is capsized. Prevents costly foredeck damage. This lock has 
a rubber insert and should be clamped around the mast just under the deck. 
We suggest to use the collar in addition to the rope locking system to create 
double security. Supplied with a line to attach it to the maststep.

DECK COLLARS

EX1208 Standard nylon deck collar, black

EX1209 Low friction Delrin deck collar, white

EX1210 Deck collar with mast sleeve, grey

EX12101 Deck collar only, grey

EX1211 Mast sleeve only, grey (as with Blackgold masts)

Optiparts offers three types of deck collars. A standard nylon mast collar to 
be fitted in a 53 mm deck-hole, and two racing deck collars with oval inner 
diameter which allow maximum fore/aft play and minimum side play. The 
tapered inner diameter allows the mast to be raked. 
Four countersunk mounting holes to be fitted in a 57 mm deck-hole.  
EX1210 has a separate sleeve which is fitted around the mast at deck level 
and protects the mast from wearing.

ROWING SEAT

EX1230 Polyester rowing seat

EX1232 Set of aluminium rowing oars

EX1233 Set of rowing locks

Polyester rowing seat for IOD’95 and non IOD Optimists. This seat consists 
of 2 separate sections which lock together in the daggerboard case. Due to 
this unique construction the seat can be easily stored or transported. Comes 
without rowing locks. Also available a set of 1.50 m long aluminium oars.

HEAVY DUTY BUOYANCY BAGS

1212 Buoyancy bag 48 L, normal valve, color yellow

1213 Buoyancy bag 48 L, normal valve, color white

1215 Buoyancy bag 43 L, normal valve, color grey

1216 Buoyancy bag 43 L, twist lock tube valve, color red

1217 Buoyancy bag 48 L, twist lock tube valve, color blue

1218 Buoyancy bag 48 L, twist lock tube valve, color yellow

1219 Buoyancy bag 48 L, twist lock tube valve, color red

1222 Buoyancy bag 48 L, twist lock tube valve, color orange

Optiparts heavy duty buoyancy bags, according to IOD’95 rules. These bags 
are made of polyurethane coated nylon and are about half the weight and 
significantly stronger than bags made of PVC or PVC coated nylon. 
Some bags are available with a twist lock tube valve. This valve is attached 
to a piece of tubing. With this valve the bag can easily and quickly be inflated 
and deflated. 48 liter bags are slightly heavier than 43 liter bags but after a 
capsize there is less water in the boat. 

43 liter sizes: 27 x 88 cm inflated, 41 x 100 cm deflated
48 liter sizes: 29 x 92 cm inflated, 44 x 98 cm deflated

PVC BUOYANCY BAGS

EX1220 Buoyancy bag 43 L, normal valve, color white

Made of high quality flexible PVC cloth. Suitable for all non IOD’95 Optimists 
and other classes. Can be used inside GRP tanks or with straps.
Size inflated 24 cm x 92 cm.

EX1222

EX1219

EX1217

EX1212

EX1215

EX1218

EX1213

EX1216

EX1203
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EX1360

EX1362

EX1373EX1371 EX1372

PULL

EX1240 EX1245

EX1381EX1380 EX1399

EX1402 EX1405B EX1405G

EX1450

EX1453 EX14531 EX14532 EX14533

EX1462

EX1466EX1464

EX1243

WIND INDICATORS

EX1240 Standard wind indicator

EX1240-10 Standard wind indicator. Set of 10

EX1243 Wind indicator Windesign PRO

EX1243-10 Wind indicator Windesign PRO. Set of 10

EX1245 Wind indicator clip for school masts

We supply a standard wind indicator with red PVC flag on a wire frame, as 
used on many Optimists and other dinghies. More popular is our low friction 
wind indicator. It has a strong vane arm which is accurately balanced and 
performs amazing sensitive. The vane arm is attached to the needle with a 
positive locking system which prevents loosing the vane arm.

BOOM ACCESSORIES

EX1360 3 mm Vectran boom bridle with stainless steel ring

EX1362 15 mm stainless steel ring

EX1362-10 15 mm stainless steel ring. Set of 10

EX1371 Stainless steel safety snap shackle. 43 mm, 16 gr*

EX1372 Stainless steel trigger safety snap shackle. 49 mm, 20 gr

EX1373 Protest flag.

Little pouch with a cord at the top to tie it to the boom and a velcro closure 
at the bottom. Pull the bottom cord and the protest flag comes out.

CLEATS

EX1380 Hard anodized aluminium Clamcleat (CL211 MK2) for 
downhaul on Blackgold masts

EX1381 Silver anodized aluminium Clamcleat (CL211 MK2) for 
downhaul and halyard on silver masts

EX1399 Hard anodized aluminium Clamcleat (CL211 MK2) with becket 
for halyard on Blackgold masts

EX1402 Stainless steel V-cleat for school masts and booms

EX1405B Blue nylon V-cleat for silver and school booms

EX1405G Grey nylon V-cleat for Blackgold booms

HIKING STRAPS, WEBBING AND MOUNTING PLATES

EX1450 Padded hiking straps

EX1450p Pro padded hiking straps

EX1451 Non padded hiking straps

Get a better grip with our pro padded hiking straps. Same style as our 
EX1450 strap but with rubber underneath. Both padded straps are made of 
strong nylon webbing, covered with wear resistant cloth, filled with foam plate 
material which does not absorb water. Strong stitched through construction.
• Aft end a pressed ring and sewn flat to prevent twisting
• Loops for shockcord to pull up the front for easy access
• Front ends are open for mounting with plate or rope

EX1453-10 Stainless mounting plate. Set of 10

EX14531-10 Nylon mounting plate, black. Set of 10

EX14532-10 Nylon mounting plate, red. Set of 10

EX14533-10 Nylon mounting plate, blue. Set of 10

Stainless steel and nylon plates with two holes for mounting hiking straps 
and buoyancy bags. Thickness: stainless steel 2 mm, nylon 4.5 mm.

EX1462 Webbing roll, blue. 50 meter

EX1464 Webbing roll, black. 50 meter

EX1466 Webbing roll, white. 50 meter

Polypropylene buoyancy bag webbing. 1.2 mm thick, 50 mm wide.

EX1450P

EX1451
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EX1295 EX1296

EX1306

EX12961

EX1309

EX1308 EX1315 EX1316

EX1317

EX1318 EX1320

EX1325 EX1326

EX1319

EX1327 EX1328

EX1299

MAINSHEET BLOCKS

EX1295 57 mm Harken carbo ratchet block

EX1296 57 mm Harken carbo ratchet block with 2-way link

EX12961 Harken 2-way link, can be used on EX1299 too

Harken 57 mm ball bearing carbo ratchet blocks have machined aluminium 
sheaves with 8 facets to hold the line securely. Weighs only 85 grams.

EX1299 57 mm ball bearing ratchet block

EX1306 29 mm Harken single carbo block

EX1308 40 mm Harken single carbo block

EX1309 40 mm Harken carbo block with eyelet and spring

EX1313 Set of Harken carbo blocks (1 x EX1296 / 2 x EX1308)

Harken ball bearing carbo blocks are compact, ultra light and extremely 
strong. For mainsheets and control lines and can be used as becket block.

EX1314 Harken mainsheet extender

40 mm Harken single block spliced with Dyneema to a safety snap shackle
EX1317 Windesign mainsheet extender

38 mm Windesign low friction ring spliced with Dyneema to a safety snap 
shackle. An extra loop is added below the ring for an easy switch between 
2:1 and 3:1 mainsheet.
EX1319 40 / 29 mm Harken block combination

The perfect solution for creating a 4:1 mainsheet

EX1315 38 mm ball bearing block

EX1316 38 mm ball bearing block with becket

Ball bearing blocks with stainless steel cheeks and 38 mm sheaves for lines 
up to 10 mm.

EX1318 34 mm plain bearing block

EX1320 34 mm plain bearing block with becket

Plain bearing blocks with stainless steel cheeks and 34 mm sheaves for lines 
up to 10 mm.

EX1325 34 mm plain bearing fiddle block

EX1326 34 / 20 mm plain bearing fiddle block

EX1327 34 / 20 mm plain bearing fiddle block with EX1372 snap

EX1328 34 mm plain bearing block

Plain bearing blocks with nylon cheeks and acetal sheaves for lines up to 
8 mm. Lightweight, very strong and affordable. These blocks are designed for 
Optimists and other small dinghies and can be attached with ropes, webbing 
and shackles. The cheeks can be opened so the blocks can be attached 
direct on existing deck eyes.

EX1375 School Optimist mainsheet system

6 meter, 8 mm mainsheet, 3 shackles, 1 spring and 3 plain bearing blocks. 
(2x 1301 / 1302 / 1304 / 2x 1318 / 1320 / 1377)

EX1376 Racing Optimist mainsheet system

6 meter, 8 mm mainsheet, 2 shackles, 1 snap, 1 spring, 2 ball bearing blocks 
and 1 ratchet block. 
(2 x 1301 / 1304 / 1372 / 1315 / 1316 / 1299 / 1377)

EX13761 Pro Racing Optimist mainsheet system

Double tapered mainsheet, 1 shackle, 1 spring, 1 ball bearing block, 
mainsheet extender and 1 ratchet block.
(1379 / 1296 / 1301 / 1304 / 1308 / 1314)

EX1314

EX1375 EX1376 EX13761
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EX1330 EX1331 EX1332

EX1340 EX1342EX1334

EX1345 EX1351H

EX1352 EX1348

EX1349

D1D2

Ø

T

EX3002EX3003

BLOCKS AND HALYARDS

EX1330 22 mm plain bearing halyard block as used on school masts

EX1331 22 mm plain bearing halyard block with becket

EX1332 19 mm plain bearing halyard block as used on silver masts

EX1334 16 mm Harken ball bearing micro block

EX1340 Plain bearing hook-in block as used on silver masts

EX1342 Plain bearing halyard as used on silver masts

EX1345 29 mm Harken ball bearing Ti-Lite block

EX1348 Halyard system with low friction ring

System as used on all Blackgold masts from 2017. The combination of 
Harken hook-in block, Dyneema spliced halyard line and Windesign 
low friction ring creates the most advanced halyard system on the market.
EX1349 Halyard line with spliced on low friction ring

EX1351H Harken ball bearing hook-in block

Used on Blackgold racing masts. Due to the curved saddle the block rests 
against the mast in a fixed position which prevents mast wear and creates 
a halyard system with less friction.

EX1352 Harken halyard system

Complete with Harken hook-in block and 29 mm Ti-Lite block with 3 mm low 
stretch Dyneema with spliced loops.

EX1353 Halyard line with spliced loops as used on EX1352

BASEPLATES, SHACKLES AND SPRINGS

EX1301 4 mm plate shackle to mount blocks EX1318 and EX1320

EX1302 5 mm plate shackle to mount blocks EX1315 and EX1316

EX1304 Stainless steel spring to mount under ratchet blocks

EX1305 Flexible 40mm PVC stand-up to mount under ratchet blocks

EX1410 Swivel base plate with 5 mm holes

EX1412 Fixed base plate with 5 mm holes

For mainsheet and hiking straps

EX1414 Small eye with 4 mm holes

1 mm thick, 10 x 9 mm opening, hole distance 24 mm

EX1415 Large eye with 5 mm holes

2 mm thick, 15 x 13 mm opening, hole distance 36 mm

LOW FRICTION RINGS

EX3001 19 mm low friction ring

EX3002 25 mm low friction ring

EX3003 38 mm low friction ring

The lightweight alternative to a block, with no moving parts this is an  
extremely low maintainance item. Hard anodized with PTFE coating to 
provide the smoothest wear resistant surface possible. These low friction 
rings can be used in various applications: EX3001 as lead ring for control 
lines, EX3002 as Optimist halyard block and EX3003 as Optimist  
mainsheet block.

MODEL D1 D2 Ø T WEIGHT

Ø19 19 7 4,5 8,5 3,5 g

Ø25 25 9 6 10 6 g

Ø38 38 15 9 13 15,5

EX3001
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EX1275 EX1280

EX1281

EX1276

EX1282 EX1283

EX1255

EX1256 EX1257

EX1284 EX1285

EX1270 EX1271 EX1272

EX1290

EX1333B EX1333G

EX13371 EX13372 EX13373 EX1339 EX1337

EX1338 EX1338A

EX1358R-20 EX1358G-20

EX1354 EX1364 EX1336

EX1260

SPAR ACCESSORIES

EX1333B Measurement band sticker blue

EX1333G Measurement band sticker gold

EX13371 Pin stop as used for downhaul on school booms

EX13372 Pin stop as used on silver and school masts

EX13373 Pin stop as used on silver and school booms

EX1337 Pin stop as used on Blackgold masts

EX1339 Lacing eye “bridge” as used on Blackgold booms

EX1336 Vectran sailties for mast and boom

Set of five 2.2 mm tack lines and fourteen 1.2 mm lacing lines
EX1338 Set of nylon top pins, as supplied with racing masts

EX1338A Set of aluminium top pins, long lasting, gold anodized

EX1354 Nylon sprit adjuster handle with hole for 4 mm lines

EX1355 Sprit protection for both 27 and 25 mm sprits

15 cm heat shrinkable tubing for protection between sprit and mast.  
Can be applied with a hair dryer or paint stripper

EX1358R-20 16 cm trim strip red. Set of 20

EX1358G-20 16 cm trim strip gold. Set of 20

EX1364 Vang for all racing booms

SPRIT ENDS AND MAST PLUGS

EX1275 Inboard end for 32 mm standard boom (EX1030)

EX1276 Outboard end for 32 mm standard boom (EX1030)

EX1280 Inboard end for 40 mm racing boom (EX940)

EX1282 Outboard end for 40 mm racing boom (EX940)

EX1284 Inboard end for 45 mm racing boom (EX945)

EX1285 Outboard end for 45 mm racing boom (EX945)

EX1281 Inboard end for 55 mm racing boom (EX955)

EX1283 Outboard end for 55 mm racing boom (EX955)

EX1255 Heel plug, low friction Delrin, for racing masts

EX1256 High heel plug, low friction Delrin, for racing masts

EX1257 Heel plug, heavy duty, for silver and school masts

EX1260 Top cap, for silver and school masts

EX1270 Sprit ends for 25 mm standard sprits. Set of 2

EX1271 Sprit ends for 27 mm Blackgold sprits. Set of 2

EX1272 Sprit ends for 29 mm Blackmax sprits. Set of 2

EX1290 Mast flotation plugs, made of natural cork. Set of 3

All boom end fittings are made of high quality glass fibre filled nylon and 
have a firm grip around the mast. This ensures that mast and boom turn 
together. When refit an old mast with a high heel plug first make sure the 
total mast length will not exceed 2350 mm. The sizes above are outside tube 
diameters.

EX1355
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EX2589

EX1438

EX1439

EX1437

EX1435EX1434

BOOKS AND VIDEOS

EX1434 Drillbook: the DinghyCoach method (English written)

Over 75 specific exercises organized by category and difficulty to serve 
as a guideline and inspiration for coaches. Written by Pim Stumpel and Ben 
Koppelaar and with support of Huub Lambriex they have created tools to 
help coaches, program-managers and sailors set goals and structurally train 
to become better sailors.

EX1435 Access card: Dinghycoach Optimist technique video

DinghyCoach Pim Stumpel shares his knowledge in more than 60 minutes 
of videos where you learn everything about tacking, gybing, starting and all 
other sailing skills. This video giftcard contains a unique code, which can be 
activated online. DinghyCoach updates the online videos in case new 
techniques are discovered! 

EX1437 The Optimist image book

Matias Capizzano, international sailing photographer, created an amazing 
208 page hard cover photo book which illustrates the fantastic world of 
Optimist sailing. The perfect gift for dedicated sailors and their parents

EX1438 The secrets of Opti Coaching

Attila Hodacs reveals 20 years of his coaching experience in this 85 page 
book. Includes phases of development, how to lead sailors to international 
level racing, setting up training sessions, how to improve boathandling, 
strategy and how to minimize mistakes. A must have for every trainer, coach 
and interested parent.

EX1439 The Optimist Dinghy 1947-2007

A provisional history of the first sixty years of the International Optimist 
dinghy. Written by Robert Wilkes and Clifford McKay Jr

EX2589 Water bottle with Optiparts and Windesign logo

EX1500 Opti Hiking bench

EX1471 EX1475 EX1476 EX1477

GIFT ITEMS AND ACCESSORIES

EX1471 Optimist scale model

Affordable Optimist model, scale 1:15. Complete with spars, sail, foils and 3 
buoyancy bags. 16 cm long hull with wooden stand.

EX1472 Optimist mini sail

Optimist mini sail, scale 1:6, 47 cm high. Made of real Dacron with window, 
sailbattens and class logo. Reinforced corners with eyelets.

EX1475 Opti key ring, blue

EX1476 Opti key ring, green

EX1477 Opti key ring, red

Flexible rubber key ring with Opti class logo. 8 cm high

EX1436 Optimist Happy Family card game. 24 pcs

The Optimist Happy Family card game consists of Optimist parts and facts 
about sailing. The game has 55 playing cards grouped in 13 families of 4, 
a rule card and 2 extra cards. An educational game for sailors of all ages.
Sold as 24 pack display box.

EX1500
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Fully detachable hiking bench with adjustable hiking strap. This is the 
ultimate solution for hiking fitness while you are watching TV, reading a book 
or playing a video game. This lightweight, super strong hiking bench is made 
from the same materials as our Optiparts trolley and is just as easy to 
assemble. Perfect for that extra training session. Only 3.7kg (8 lbs).

EX1436
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EX1440

EX1441

EX1235

EX1445

EX1443

EX1237

EX1442R EX1442G EX1444

PRADDEL PADDLE / WHISTLE / SPONGE

EX1440 Praddel paddle

Single handed paddle. Can be used with one arm only while steering with 
the other arm. Weighs only 215 grams. High visibility orange for safety 
signaling and easier recovery.

EX1441 Pea-less plastic whistle with lanyard

EX1443 Plastic hook for securing praddel, bailer or daggerboard

EX1445 Sponge stick

This sponge stick grows from a compressed stick to a full sized sponge. 
High quality, biodegradable and environmentally friendly cellulose sponge.

EX1235 Rubber transom plug for max 45 mm transom drains

EX1237 Hatch cover 100 mm. Cut out diameter: 108 mm

EX3060 Removable storage bag

BAILERS

EX1442R Handbailer 3.5 liter, color red

EX1442G Handbailer 3.5 liter, color green

The traditional blow molded handbailer which fits perfectly to the corners 
of the IOD’95 hull. Contents: 3.5 liter. Red and green for port and starboard.
Length 21 cm, width 12 cm

EX1444 Handbailer small 1 liter, color orange

Small handbailer, for sailing schools and other dinghies. 
Length 18 cm, width 11 cm

EX3060
Storage bag. Can be mounted under existing hatches with the supplied fixing 
screw. Allows you to store your valuables and drinks while afloat.
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LarGE CApacity 4.2 Liter
- Wide ergonomic base for effective bailing.

PREVEnt losing the BAILER
- Integrated end stop with shockcord fastening.

Reinforced Wear Areas
- Adds extra firmness and durability.

Available in ORANGE and GREY

EX1448 Handbailer 4.2 liter, color orange

EX1449 Handbailer 4.2 liter, color grey

LARGE BAILERS

Large, lightweight and durable handbailers. The wide ergonomic base 
creates more bailing capacity with each stroke, the curved bottom to follow 
the bailing motion and a triangular top so you don’t get stuck behind the 
gunwale. High handle with end stop to prevent slipping out of your hand, with 
integrated shockcord fastening. Reinforced wear areas, rounded front lip and 
stackable for transportation.  
Length 24 cm, width 17 cm

EX1448 EX1449

EASY tranport
- Stackable on top of each other.

LarGE CApacity 4.2 Liter
- Wide ergonomic base for effective bailing.

PREVEnt losing the BAILER
- Integrated end stop with shockcord fastening.

Reinforced Wear Areas
- Adds extra firmness and durability.
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the bailing motion and a triangular top so you don’t get stuck behind the 
gunwale. High handle with end stop to prevent slipping out of your hand, with 
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stackable for transportation.  
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stackable for transportation.  
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- Stackable on top of each other.
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LARGE BAILERS

Large, lightweight and durable handbailers. The wide ergonomic base 
creates more bailing capacity with each stroke, the curved bottom to follow 
the bailing motion and a triangular top so you don’t get stuck behind the 
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EX1448 EX1449

EASY tranport
- Stackable on top of each other.

EX13663EX1366

EX13661

EX1367 EX13672

EX1369EX1368

EX1374 EX1377

EX1379P EX1378DEX1379

MINIREELS

EX1366 3 mm pure Vectran minireel 16 meter (52 ft)

EX13663 3 mm pure Dyneema SK78 minireel 16 meter (52 ft)

EX1367 1.2 mm Vectran minireel 15 meter (49 ft) Used as lacing lines

EX13672 2.2 mm Vectran minireel 8 meter (26 ft) Used as corner ties

EX1368 3 mm Vectran minireel 16 meter (52 ft) 
Used as corner ties and bridle

EX1369 4 mm Vectran minireel 12 meter (39 ft) 
Used as sprit lift cleat line

EX13661 Stainless steel splicing needle (fid)
Perfect to splice 3 mm Vectran and Dyneema

SHEETS, LINES AND PAINTER

EX1374 6 mm floating painter 8.1 meter with UV treatment

EX1377 8 mm mainsheet 6 meter 16 plait polypropylene

EX1378D 8 mm softgrip mainsheet 6 meter

This Optimist mainsheet is tapered and made of abrasion resistant PES 
material. Tapered from 9 to 6.5 mm. Thick and soft where it touches your 
hand. Thin and smooth elsewhere for less friction. Tapered on both ends. 
Long enough to create a 4:1 mainsheet with 2 boom blocks.

EX1379P 8 to 6 mm pro line double tapered mainsheet

The combination of Black Technora, Dyneema, Polyester and Cordura 
creates the most advanced Optimist mainsheet available. The mainsheet has 
extremely good wear resistance characteristics. It has a total length of 7.4 
meter and is double tapered from 8 to 6 mm.

Dyneema / softgrip PP cover with PP core. Very flexible and excellent 
gripping characteristics.

EX1379 9 to 6.5 mm double tapered mainsheet

EX1370

EX1370 Pro Line Optimist upgrade package

High performance outhaul, downhaul and halyard system. A tapered  
Dyneema outhaul has a partly polyester core for extra thickness which cre-
ates grip in the cleat. 3 mm Dyneema downhaul with 6 mm Technora/Dynee-
ma part. The spliced Cordura/Dyneema halyard comes with a low 
friction ring.
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100 meter black shockcord on reel
Available in 4 sizes from 3 mm up to 6 mm
Pure latex core and polyester cover

400 meter black/yellow vectran on reel
Available in 4 sizes from 1.2 mm up to 4 mm
Vectran core and HT polyester cover

200 meter black trimline on reel
Available in 3 sizes from 1.5 mm up to 3 mm
Polyester core and polyester cover

EX7523 3 mm shockcord, 100 m (328 ft)
EX7524 4 mm shockcord, 100 m (328 ft)
EX7525 5 mm shockcord, 100 m (328 ft)
EX7526 6 mm shockcord, 100 m (328 ft)

EX7501 1.2 mm vectran, 400 m (1312 ft)
EX7502 2.2 mm vectran, 400 m (1312 ft)
EX7503 3 mm vectran, 400 m (1312 ft)
EX7504 4 mm vectran, 400 m (1312 ft)

EX7511 1.5 mm trimline, 200 m (656 ft)
EX7512 2 mm trimline, 200 m (656 ft)
EX7513 3 mm trimline, 200 m (656 ft)

EX7514 4 mm trimline, 200 m (656 ft)
EX7515 5 mm trimline, 200 m (656 ft)
EX7516 6 mm trimline, 200 m (656 ft)

200 meter blue/yellow trimline on reel
Available in 3 sizes from 4 mm up to 6 mm
Polyester core and polyester cover

500 meter blue/purple sheetline
Available size: 8 mm
HT braid polypropylene core
UV threated polypropylene coverEX7580 8 mm sheetline, 500m (1640ft)

500 meter pure Vectran on reel
Available size: 3 mm
12 plait in Vectran
With PU treatment

EX7575 3 mm pure Dyneema, 500m (1640ft)

500 meter pure Dyneema SK78 on reel
Available size: 3 mm
12 plait with Dyneema SK78
With PU treatment

EX7555 5.5 mm Painter line, 500m (1640ft)

500 meter painter line on reel
Available size: 5.5 mm
Double braid polypropylene core 
UV threated polypropylene cover

EX7570 3 mm pure vectran, 500m (1640ft)
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ROLLER BAG
124 L

ROLLER  BAG
88 L

GEAR  BAG
74 L

HANDY DUFFEL  BAG
34 L
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FEATURES
- Waterresistant 1000D PVC cloth
- Velcro PX-10 sailcloth outside pockets
- Large main compartment
- Three inner pockets (1 mesh)
- 7 cm wheels
- Two grab handles
- Removable shoulder strap
- Extendable luggage handle

FEATURES
- Waterresistant 1000D PVC cloth
- Velcro PX-10 sailcloth outside pockets
- Large main compartment
- Three inner pockets (1 mesh)
- Large 11 cm wheels
- Two grab handles
- Removable shoulder strap
- Extendable luggage handle

EX2622 Roller bag, 66x37x36 CM

FEATURES
- Durable 600D polyester
- Two large wet / dry inner compartments
- Three outside pockets (mesh, standard and document)
- Adjustable shoulder strap
- Heavy duty zippers
- Nametag pocket

EX2570 Gear bag, 70x35x30 CM

FEATURES
- Durable 600D polyester upper
- PX10 bottom
- One large inner compartment
- Two zipper bags on both sides
- Nametag pocket
- Double carrying handle

EX2574 PX10 Duffel bag, 50x26x26 CM

EX2624 Roller bag, 74x43x39 CM
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DRY BAG
5 L

PHONE/CAMERA BAG
20x10 CM

PX BRIEFCASE
40x30x5 CM

TOOL/TOILET  BAG
 30x10x10 CM

DRY  BAG
15 L

DRY  BAG
40 L
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DRY  BACKPACK
40 L

EX2574 PX10 Duffel bag, 50x26x26 CM

EX2624 Roller bag, 74x43x39 CM

FEATURES
- Waterresistant 420D Nylon/PU
- Three compartments with waterresistant zippers
- Internal accessory pockets

EX2620 Dry Backpack, 50x33x25 CM

FEATURES
- Waterproof
- Touch flexible vinyl
- Three double secured

EX2578 Waterproof bag, inside: 9x17 CM

FEATURES
- PX10 sailcloth
- Four zipped compartments
- Internal accessory pockets

EX2572 PX10 Briefcase

FEATURES
- PX10 sailcloth
- Multi purpose bag
- Compact

EX2573 PX10 Tool/toilet bag

FEATURES
- Waterproof
- Roll top buckle closure
- Semi transparent ripstop

EX2605 Dry bag, 5 L

FEATURES
- Waterproof
- Roll top buckle closure
- Semi transparent ripstop

EX2608 Dry bag, 15 L

FEATURES
- Waterproof
- Roll top buckle closure
- Semi transparent ripstop
- Air release valve
- Detachable strap

EX2610 Dry bag, 40 L
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CARBON TILLER EXTENSIONS
652206 60 cm carbon tiller extension

652207 70 cm carbon tiller extension

652208 80 cm carbon tiller extension

652209 90 cm carbon tiller extension

652210 100 cm carbon tiller extension

652211 110 cm carbon tiller extension

652212 120 cm carbon tiller extension

The carbon tiller extension is made of a 16 mm braided carbon tube fitted 
with a releasable joint and EVA foam grip.

DELUXE CARBON TILLER EXTENSIONS
652112 120 cm deluxe carbon tiller extension, 160 grams

652119 190 cm deluxe carbon tiller extension, 210 grams

652125 250 cm deluxe carbon tiller extension, 260 grams

The deluxe carbon tiller extension is made of an extra stiff and light 20 mm 
tube fitted with a releasable joint and is covered with a 100 cm hi-tech X-grip. 

652960 16mm golf club grip as used on standard tiller extensions

652961 16mm eva foam grip as used on deluxe tiller extensions

652963 16mm eva foam grip, multicolored

652964 20mm hi-tech shrinkable X-grip. 100 cm long 

Simply slide the grip over the extension and shrink it with a heat gun.

TILLER ACCESSORIES

652965 Clip for 16 mm extensions

652998 Saddle for mounting all extensions on 25 to 32 mm tubes

652944 Joint without rope core

652948 Joint with rope core, fixed base

652950 Joint with rope core, releasable base with pin and tubing

The rope core will avoid complete failure should the rubber tear. Mounted
with pin which is kept in place by a piece of heat shrinkable tubing. 
The distance between the mounting hole centers of all joints is 32 mm.

652944 652948 652950

652965

652998

STANDARD TILLER EXTENSIONS
652406 60 cm standard tiller extension

652407 70 cm standard tiller extension

652408 80 cm standard tiller extension

652409 90 cm standard tiller extension

652410 100 cm standard tiller extension

652411 110 cm standard tiller extension

652412 120 cm standard tiller extension

The standard tiller extension is made of silver anodized 16 mm aluminium 
tube fitted with a fixed rubber swivel joint and a golf grip handle.

DELUXE TILLER EXTENSIONS
652306 60 cm deluxe tiller extension

652307 70 cm deluxe tiller extension

652308 80 cm deluxe tiller extension

652309 90 cm deluxe tiller extension

652310 100 cm deluxe tiller extension

652311 110 cm deluxe tiller extension

652312 120 cm deluxe tiller extension

The deluxe tiller extension is made of black anodized 16 mm aluminium tube 
fitted with a releasable joint and EVA foam grip.

652960

652961

652964

652963
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EX2053 EX2052 EX2051

EX2056 EX2057 EX2054

EX2055

EX2059

EX2070

EX2081

EX2072

EX2074-10

EX2076 EX2080EX2075

Some products on this page are compatible with Laser® but are not original Laser® 
products. Laser® is a registered trademark of Velum Limited and Performance Sailcraft 

Australia Ltd.
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FOILS FOR LASER®

The rudderhead is silver anodized and can be used with the rudderblade 
and tillers below.

EX2051 Gudgeon for Laser®

EX2052 Heavy duty 10 mm pivot bolt*

EX2053 Rudderhead for Laser®

EX2056 Rudder retaining clip

EX2057 Tiller retaining pin

EX2059 Foil protector set for daggerboard and rudder

BAILER AND DRAIN PLUG FOR LASER®
EX2070 Auto bailer for Laser®*

EX2072 Bailer replacement kit*

Affordable, clear, hard plastic profiles which fit over the trailing edge of the 
Laser® daggerboard and rudderblade to protect them from any damage 
when in storage or transportation.

* not allowed for use in official Class Association events

Replacement kit consist: two O-rings, a chute and a cockpit plug
EX2074-10 Replacement O-rings. Set of 10*

EX2075 Stainless steel bailer springs*

EX2076 Cockpit plug*

EX2080 Drain plug assembly

EX2081 Drain plug only

* not allowed for use in official Class Association events

652930

652910

652900

652850

652112

PADDED HIKING STRAP FOR LASER®
EX2000 Padded hiking strap

EX2002 Mounting plate

EX2004 Daggerboard friction plate

Extra wide padded hiking strap for comfortable hiking. Black webbing, 
75 mm wide, partly covered with black wear resistant cloth. Filled with 
close-cell foam plate material. Does not absorb water. 
Loop on the aft and open on the front. Width: 10 cm, length: 76 cm

EX2000 EX2004EX2002

EX2054 Rudderblade for Laser®*

EX2055 Daggerboard for Laser®*

Wood core with fiberglass laminate and white gelcoat. These foils are not 
allowed for racing but are perfect for replacing the original foils which came 
with your boat.

652112 120 cm 20 mm deluxe carbon tiller extension

TILLERS FOR LASER®

Supplied with 100 cm x-grip

652900 Deluxe tiller for Laser®

652910 Deluxe tiller for Laser® including extension 652310

652930 Standard tiller for Laser®

652850 Carbon tiller for Laser® 

The low profile in combination with the high stiffness and low weight creates 
an amazing light feeling when steering the boat. With anti-chafe plate.

The well-known 32 mm aluminium tiller with Larry Marks end casting.  
The tiller is available in a deluxe black anodized version and a standard 
silver anodized version. The deluxe version comes with anti-chafe plate and 
aluminium clamcleat.
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EX2120 EX2122

EX2124 EX2126 EX2128

EX2130 EX2132 EX2134

EX2136 EX2137 EX2138

EX2138A EX2139 EX2140

EX2141 EX2142 EX2144

EX2146 EX2147 EX2148

EX2150 EX2152 EX2154

EX2156 EX2157

EX2160

EX2161

EX2164

EX2182

Some products on this page are compatible with Laser® but are not original Laser® 
products. Laser® is a registered trademark of Velum Limited and Performance Sailcraft 

Australia Ltd.

SPAR AND HULL FITTINGS FOR LASER®

EX2120 Bottom mast plug

EX2122 Bottom plug top mast

EX2124 Top plug upper mast and outer boom end plug

EX2126 Upper mast sleeve

EX2128 Boom inner end plug

EX2130 Gooseneck

EX2132 Vang mast attachment

EX2134 Vang boom attachment

EX2136 Silver anodized aluminium Clamcleat (CL211 MK11)

EX2137 Hard anodized aluminium Clamcleat (CL211 MK11)

EX2138 Plastic eyelet for outhaul and traveler

EX2138A Aluminium eyelet for outhaul and traveler

EX2139 Bow eye

EX2140 Eyelet for mainsheet blocks

EX2141 Nut for mounting outhaul eyelet

EX2142 Vang block

EX2144 Vang block with jam

EX2146 Vang key straight

EX2147 Vang key curved

EX2148 Vang swivel

EX2150 Mainsheet block

EX2152 Mainsheet block with sister block

EX2154 Mainsheet block with becket

EX2156 Traveler block with sister hook

EX2157 Rope linked traveler block*

Traveler blocks for Laser®. Features a Dyneema rope link instead of the 
standard sister clips. Super lightweight and exceptionally strong.

EX1299 57 mm ball bearing ratchet block

EX2161 Shrink tube for traveler blocks (blocks not included)

Do not use sticky duck tape anymore but apply a piece of heat shrinkable 
tubing around the joints of the blocks. Best applied with a heat gun. 
Large enough to slide over the smallest block before shrinking.

EX2164 Soft eyestrap kit

This kit contains webbing and a rivet with washer to mount this soft eyestrap. 
Class rules let you replace the stainless steel lacing eyestrap in the middle of 
your boom with this soft strap.

EX2182 Ball bearing cam cleat, aluminium

Hard anodized and PTFE coated ball bearing cleat. Aluminium cleats wear 
significantly less than carbon composite (plastic) cleats. 
Suitable for 5 - 12 mm lines. Hole distance 38 mm. 5 mm fixing screws.

* not allowed for use in official Class Association events EX1299

EX2160 PTFE mast disk

Drop this disk into the mast hole. It absorbs grit and creates less friction 
between the bottom of the mast and the maststep.

458

VictoryWINDESIGN



For the most up to date product information, visit   www.victory-products.com 459

Some products on this page are compatible with Laser® but are not original Laser® 
products. Laser® is a registered trademark of Velum Limited and Performance Sailcraft 

Australia Ltd.

EX2005 EX2008EX2007

EX2010

WIND INDICATORS
EX1243 Wind indicator Windesign PRO

EX1243-10 Wind indicator Windesign PRO. Set of 10

EX2021 Wind indicator MK2 Windesign PRO

The Windesign wind indicator has a strong vane arm which is accurately 
balanced and performs amazing sensitive. The vane arm is attached to the 
needle with a positive locking system which prevents loosing the vane arm.

HIKING BENCH FOR LASER®
EX2018 Hiking bench for Laser® and other dinghy sailors

Fully detachable hiking bench. With adjustable hiking strap and two padded 
supports. Perfect for that extra training session. Convenient portable and 
quick to assemble due to the quick link detachable joint design. 
Super strong and weighs just 5.7 kg.

EX2018
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UPGRADES FOR LASER®

EX2175

EX2178

EX2005 Clew strap

EX2007 Clew hook

EX2008 Clew hook with 20 mm ball bearing block

The ultimate clew tie down system for the Laser®. One end of the strap has 
the loop velcro on both sides. It then sandwiches between the hook velcro, 
providing so much contact area that the strap will not slip. A piece of hard 
material reduces friction between the webbing and the boom. Can be used 
with a clew hook, with or without 20 mm ball bearing block, to create a quick 
easy and reliable clew system.

EX2175 Clamcleat assembly for cunningham and outhaul*

EX2176 Cleat plate for cunningham and outhaul*

EX2178 Block plate for cunningham and outhaul*

EX2180 20 mm ball bearing block

EX2183 Small composite cam cleat

EX2184 Farelead for small composite cam cleat

EX2190 Power pack for Laser®* EX2176 EX2184EX2183

EX2010 Clew sleeve with 16 mm Harken airblock*

The stainless steel sleeve will be fixed to the boom and does not have 
to be detached after sailing. The quickest system for fixing the clew.

EX2190 EX2195

EX2180

EX2021

EX1243

Complete package with all necessary cleats, blocks and lines for  
cunningham and outhaul. The cleat- and blockplate can be easily fitted 
on the original mounting holes with the supplied screws. The combination 
of a 4 mm trimline and 3 mm Dyneema offers the best control and reduces 
friction on the 20 mm ball bearing blocks. Mast retainer included.

EX2195 Vang pack for Laser®*

Complete package with all necessary vang cleats, blocks and lines to create 
a 15:1 vang system. Supplied with swivel cleat and ball bearing blocks. 
The combination of a 4 mm trimline and 3 mm Dyneema offers the best 
control and reduces friction. Easy to assemble on the existing boom and 
mast fittings.

* not allowed for use in official Class Association events
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TM

EX2030

EX2025

EX2023 EX2035

EX2031

EX2110

EX2112

EX2114

EX2116

EX2033BK EX2033RD EX2033BL

EX2033BK.. EX2033RD.. EX2033BL.. EX1421

TRAINING SAILS FOR LASER® AND LASER® PICO

EX2015

EX2015P

EX2023 Training / School sail for 4.7 Laser®*

EX2025 Training / School sail for Radial Laser®*

EX2030 Training / School sail for Standard Laser®*

Training / School sail for the 4.7, Radial and Standard Laser®. These sails 
have 6 panels and heavy duty reinforcements in the corners. 
Including sailbattens and sailbag.
EX2031 Set of sail battens*

Sail battens for Laser® (2x60 cm, 1x40 cm)

EX2035 Training / School sail for Laser® Pico. (Main + Jib)*

Sail for Laser® Pico. This sail consists of a mainsail and jib made out of 
4 OZ purple Dacron sailcloth. The jib includes a 3 mm stainless steel 
forestay. Comes with a sailbag.

* not allowed for use in official Class Association events

SAIL NUMBERS FOR LASER®
EX2033BK.... Sail number, black, 30.5 cm

EX2033RD..... Sail number, red, 30.5 cm

EX2033BL.... Sail number, blue, 30.5 cm

REPLACEMENT SPARS FOR LASER®
EX2120 Bottom mast for 4.7 Laser®*

EX2112 Bottom mast for Radial Laser®*

EX2114 Bottom mast for Standard Laser®*

EX2116 Upper mast for 4.7, Radial and Standard Laser®*

EX2118 Boom for Laser®*

All spars for the Laser® come with blocks and fittings. 

* not allowed for use in official Class Association events

TROLLEY FOR LASER®
EX2015 Trolley / dolly for Laser®

Trolley for a Laser® based upon the same proven quick release system 
as used on our Optimist trolley. Made of square aluminium tube with rounded 
corners. The frame has welded joints and is anodized to prevent corrosion. 
The bow locks into a horseshoe shaped padded support and the hull rests 
on two side supports which lock under the gunwale. This provides a stable 
support. Unlike other manufacturers we do not use a webbing sling which will 
increase the risk of osmosis. Weight including wheels 11.5 kg. 
Spare parts are on the Optimist trolley page.

EX2015P Complete side support

Side support for Laser® trolley / dolly, can be used to replace old design 
supports.

EX2065

EX2065 Rig support for Laser®

RIG SUPPORT FOR LASER®

High grade plastic molded rig support for Laser®. The front piece fits in the 
masthole and the back molding fits between the deck. The spars are fixed to 
the supports with shockcord. Boom, upper and bottom mast can be quickly 
and easily stored without damaging the deck during transport.

=order per piece=

=order per piece=

=order per piece=

Specify the number, letter or nothing for digital, behind the part number

EX1421 Red rhombus, 24 cm

Some products on this page are compatible with Laser® but are not original Laser® 
products. Laser® is a registered trademark of Velum Limited and Performance Sailcraft 

Australia Ltd.

EX2118

EX2016 Trolley / dolly for Laser® with 2-piece middle section

Packed in a box for easy shipping. Box size: 160 x 40 x 15 cm.
EX2016
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EX2040/ EX2041

EX2044/EX2045

EX2050

EX2038

Some products on this page are compatible with Laser® but are not original Laser® 
products. Laser® is a registered trademark of Velum Limited and Performance Sailcraft 

Australia Ltd.

EX2061Y

COVERS AND BAGS FOR LASER®
EX2040 Breathable Laser® top cover

EX2041 Economy Laser® top cover

EX2044 Economy Laser® bottom cover

EX2045 Breathable Laser® bottom cover

Our breathable covers are made of top quality, long-life Moistureguard 2000, 
a heavy duty 900D breathable polyester with a polyurethane membrane. 
Moistureguard reduces the risk of blisters. The economy top cover is made 
of super strong 1680D PVC / polyester and the economy bottom cover is 
made of 600D PU coated polyester. Both top covers are slightly tented so 
that spars can be stored inside the boat and have wide skirts around the 
edge of the hull to provide good protection. These covers are easy to install 
and have 3 straps with adjustable buckles. The bottom cover webbing loops 
are installed to be able to pull the cover tight around the hull during transport.

EX2050 Foil bag for Laser®, Europe, Splash etc

Heavily padded envelope style foil bag. Separate compartments for 
rudder, daggerboard, tiller and a large pocket for accessories. The rudder 
and daggerboard compartments have a velcro closure over the full length. 
With carrying handle and adjustable and detachable strap.

EX2038 Rig travel bag for Laser®

Heavy duty bag from 600D polyester with 3 compartments for bottom mast, 
upper mast and boom. With zip closure, name tag pocket and adjustable and 
detachable carrying strap. Can be bundled with 2 straps to create a compact 
package. Sail can be stored rolled around the top mast.

ROOSTER MAINSHEET

The hard wearing, load bearing outer cover prevents the rope from tangling. 
Polypropylene construction reduces weight and water absorption. 
7 mm and 6 mm diameter ensures the rope runs easily through blocks.
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PROTECTION PACK FOR LASER®

Complete protection pack for maststep, mast, tiller, outhaul and 
daggerboard. Contains two disks for the maststep, two strips for the 
maststep and mast deck, two strips for snug fit of the upper mast, one strip 
for the deck abrasion from the tiller, one strip to prevent the outhaul and five 
squares for the daggerboard.

EX2001 Protection pack for Laser®

EX2001

EX3033

HANDLING DVD’S

This boat whisperer DVD set shows the upwind and downwind action 
with a comprehensive debrief and analysis of the footage.

EX3033 Boat Whisperer DVD pack (pack of 2 upwind / downwind)

EX2060BL EX2060BK

EX2058Y 6 mm Rooster Laser® sheet, length 13.5 m (44 ft). Yellow

EX2058BL 7 mm Rooster Laser® sheet, length 13.5 m (44 ft). Blue

EX2058BK 7 mm Rooster Laser® sheet, length 13.5 m (44 ft). Black

EX2061Y 6 mm Rooster rope 200 m (656 ft) reel. Yellow

EX2060BL 7 mm Rooster rope 200 m (656 ft) reel. Blue

EX2060BK 7mm Rooster rope 200 m (656 ft) reel. Black

EX2058Y EX2058BL EX2058BK
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EX2046

EX3025

EX3026

EX3027

EX3028

EX3036 EX3035

EX3043

EX3037

EX3040

EX3045

EX3062

EX3055

EX3044

EX3030

EX2600

EX3042

COVERS FOR 420
EX2046 420 top cover

A heavy duty, long lasting 1680D polyester / PVC cover. 100% water 
resistant. 4 straps with quick clip adjustable buckles go underneath the hull 
and hold the cover tight.

EX2048 420 bottom cover

A strong, flexible, 600D polyester PU coated cover.

EX3025 Padded 420 mast cover

EX3026 Padded 420 boom cover

EX3027 Padded 420 rudder cover

EX3028 Padded 420 daggerboard cover

Fully padded 420 covers. The mast cover is tapered towards the top with 
reinforced openings for hounds and spreaders. Velcro closure runs from 
hounds to heel for quick and easy packing. With red safety flag. 600D 
polyester PVC with 5 mm closed cell foam and tarpaulin lining. The boom 
cover has a 120 cm long zip for easy access.

420 TRAINING SAILS AND ACCESSORIES
EX3035 420 Jib

EX3036 420 Mainsail

EX3037 420 Spinnaker

EX3038 420 Mainsail + Jib (set)

Main and jib are made of 4.18 Challenge performance Dacron, including sail 
battens, class logo and telltales. 7 panel main and 6 panel jib. 7 panel 
spinnaker made of 0.75 oz Challenge cloth.

EX3040 Untapered 420 spinnaker pole with Seldén pole ends

EX3042 Tapered 420 spinnaker pole with Seldén pole ends

EX3043 25 mm spinnaker pole end

EX3044 Original 10” Hawk wind indicator

The original 27 cm (10”) Hawk wind indicator. Lightweight with a balanced 
arm and the Hawk “V” jewel bearing surface. Weight: 25 grams

EX3045 Two part trapeze handle

This handle can be assembled around existing trapeze wires.

EX3055 Clamcleat CL253 Trapeze and Vang cleat for 4-8 mm lines

EX3058 Boomslide with single clamp for mainsheet blocks

EX3062 Tapered spinnaker sheet 

Lightweight, high quality, low stretch spinnaker sheet. Minimum water 
absorption. PES cover, Dyneema core.
Total length 11 meter, diameter: 4 mm (3.1 m) - 6 mm (4.8 m) - 4 mm (3.1 m)

EX3030 Sail faster 420 DVD

Learn how to go faster on your 420 with the help of World Champions. 
Here you can see some amazing and never seen action footage of 420 
sailing in Lagos, Portugal. Shot with an articulated steady-cam, underwater 
cam and an inside boat camera for you to see all the secrets. Featuring 
several World Champions of the past years.

EX2600 Mast float

This mast float significantly reduces the risk of inversion. A very neat design 
of 2 inflatable tubes connected with a piece of sailcloth. The sailcloth can be 
folded around the luff rope and hoisted with the sail. Please note this product 
is meant for small dinghies only and does not guarantee 100% protection 
against inversion. Using it is for own responsibility. Length 80 cm. 8 liter.

MAST FLOAT

EX2048

EX3058
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EX2588

EX1447S

EX3010
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WINDESIGN ACCESSORIES

EX3008

MAG
NETI

C

EX3008 Clinometer

Affordable black plastic clinometer with self-adhesive backing for easy fitting. 
An accurate bubble gauge shows the boat angle up to 45 degrees.
Size: 90 x 40 mm

EX3010 Digital regatta timer

EX3012 Timer mounting bracket

A water resistant timer with rigid casting and 3M velcro fixing. 
Quick  set / reset and synchronize function. 
Beeps every 10 seconds during the last minute. Size: 90 x 76 x 23 mm

EX1447S Load straps 5 meter. Set of two

EX1447 Load straps 6 meter. Set of two

Set of two load straps with protection behind the buckle. Cam-action buckle 
and high quality 25 mm wide PP webbing. The 5 meter strap is ideal for se-
curing Optimists and the 6 meter strap is suitable for most other dinghies.

EX4200 Buoyancy bag 

Specially designed for Moth, but can be used for serveral other classes. 
These bags are made of polyurethane coated nylon and are about half the 
weight and significantly stronger than bags made of PVC or PVC coated 
nylon. Size: 106 x 20 cm inflated, 110 x 25 cm deflated

EX2588 Floating key chain

EX2650 Magnetic protest boat kit
EX3012

EX3001 19 mm low friction ring

EX3002 25 mm low friction ring

EX3003 38 mm low friction ring

LOW FRICTION RINGS

D1D2

Ø

T

EX3002EX3003

The lightweight alternative to a block, with no moving parts this is an ex-
tremely low maintainance item. Hard anodized with PTFE coating to  pro-
vide the smoothest wear resistant surface possible. These low friction rings 
can be used in various applications: EX3001 as lead ring for control lines, 
EX3002 as Optimist halyard block and EX3003 as Optimist mainsheet block.

MODEL D1 D2 Ø T WEIGHT

Ø19 19 7 4,5 8,5 3,5 g

Ø25 25 9 6 10 6 g

Ø38 38 15 9 13 15,5

EX3001

Magnetic boat set. Ideal for accurately depicting races, enforcing and 
teaching the racing rules, as well as for protests. For sailing clubs, 
committees, sailors and coaches. This pack comes in a handy zip lock plastic 
bag, small enough to carry around everywhere, and contains twelve boats in 
various colors, one wind arrow, one tide arrow and four racing marks.

EX1447

EX4200

EX2650
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This highly visible yellow training mark is designed to last long. The mark 
consists of 3 separate parts: a solid outer, an inflatable inner bladder and 
a ballast bag.

The mark can be used anchored or as drifting mark. At the bottom you will 
find a big grab handle where you can easily fasten the mooring line.

The outer is made of thick 0.9 mm heavy duty fabric. On the top of the 
solid outer you will find an opening to insert the inflatable bladder. The 
opening has a velcro/buckle closure. On the side of the outer you will find 
two grab handles to make it easy to carry and to reposition the mark.

The inflatable bladder is made of polyurethane coated nylon and has a 
twist lock tube valve for quick inflation and deflation.

The mark has an internal ballast compartment to contain the separate 
ballast bag. The ballast compartment can be accessed through a velcro 
closure. The ballast bag has an easy to use lock buckle and can be filled 
with chain or stones.

This training mark features a pocket for an optional strengthening batten 
(not included).

With these specifications we made a buoy that can be easily used as 
training mark, by coaches or sailing schools, or as regatta mark during 
races.

Size inflated: 180 x 18 cm

FEATURES
– Highly visible
– Heavy duty 0.9 mm fabric
– Opening for inner bladder with velcro and buckle closure
– Inner bladder with twist lock tube valve
– Pocket for an optional strengthening batten (not included)
– Two grab handles on the side
– Ballast compartment with velcro closure for ballast bag
– Big grab handle for mooring line

EX2655 Training and Regatta Mark

TRAINING and REGATTA MARK

EX2046

EX3025

EX3026

EX3027

EX3028

EX3036 EX3035

EX3043

EX3037

EX3040

EX3045

EX3062

EX3055

EX3044

EX3030

EX2600

EX3042

COVERS FOR 420
EX2046 420 top cover

A heavy duty, long lasting 1680D polyester / PVC cover. 100% water 
resistant. 4 straps with quick clip adjustable buckles go underneath the hull 
and hold the cover tight.

EX2048 420 bottom cover

A strong, flexible, 600D polyester PU coated cover.

EX3025 Padded 420 mast cover

EX3026 Padded 420 boom cover

EX3027 Padded 420 rudder cover

EX3028 Padded 420 daggerboard cover

Fully padded 420 covers. The mast cover is tapered towards the top with 
reinforced openings for hounds and spreaders. Velcro closure runs from 
hounds to heel for quick and easy packing. With red safety flag. 600D 
polyester PVC with 5 mm closed cell foam and tarpaulin lining. The boom 
cover has a 120 cm long zip for easy access.

420 TRAINING SAILS AND ACCESSORIES
EX3035 420 Jib

EX3036 420 Mainsail

EX3037 420 Spinnaker

EX3038 420 Mainsail + Jib (set)

Main and jib are made of 4.18 Challenge performance Dacron, including sail 
battens, class logo and telltales. 7 panel main and 6 panel jib. 7 panel 
spinnaker made of 0.75 oz Challenge cloth.

EX3040 Untapered 420 spinnaker pole with Seldén pole ends

EX3042 Tapered 420 spinnaker pole with Seldén pole ends

EX3043 25 mm spinnaker pole end

EX3044 Original 10” Hawk wind indicator

The original 27 cm (10”) Hawk wind indicator. Lightweight with a balanced 
arm and the Hawk “V” jewel bearing surface. Weight: 25 grams

EX3045 Two part trapeze handle

This handle can be assembled around existing trapeze wires.

EX3055 Clamcleat CL253 Trapeze and Vang cleat for 4-8 mm lines

EX3058 Boomslide with single clamp for mainsheet blocks

EX3062 Tapered spinnaker sheet 

Lightweight, high quality, low stretch spinnaker sheet. Minimum water 
absorption. PES cover, Dyneema core.
Total length 11 meter, diameter: 4 mm (3.1 m) - 6 mm (4.8 m) - 4 mm (3.1 m)

EX3030 Sail faster 420 DVD

Learn how to go faster on your 420 with the help of World Champions. 
Here you can see some amazing and never seen action footage of 420 
sailing in Lagos, Portugal. Shot with an articulated steady-cam, underwater 
cam and an inside boat camera for you to see all the secrets. Featuring 
several World Champions of the past years.

EX2600 Mast float

This mast float significantly reduces the risk of inversion. A very neat design 
of 2 inflatable tubes connected with a piece of sailcloth. The sailcloth can be 
folded around the luff rope and hoisted with the sail. Please note this product 
is meant for small dinghies only and does not guarantee 100% protection 
against inversion. Using it is for own responsibility. Length 80 cm. 8 liter.

MAST FLOAT

EX2048

EX3058

# EX2655
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Victory MARLOW ROPES
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Size 
mm

Length 
(m)

Grey Red Blue Black Green Yellow Navy White

8 100 MRDR3533 MRDR3531 MRDR3530 MRDR3532 MRDR3535 MRDR3534 MRDR0012 MRDR0010

8 200 MRDR3503 MRDR3501 MRDR3500 MRDR3502 MRDR3521 MRDR3520 MRDR0013 MRDR0011

10 100 MRDR3539 MRDR3537 MRDR3536 MRDR3538 MRDR3541 MRDR3540 MRDR0026 MRDR0024

10 200 MRDR3507 MRDR3505 MRDR3504 MRDR3506 MRDR3523 MRDR3522 MRDR0027 MRDR0025

12 100 MRDR3545 MRDR3543 MRDR3542 MRDR3544 MRDR3547 MRDR3546 MRDR0040 MRDR0038

12 200 MRDR3511 MRDR3509 MRDR3508 MRDR3510 MRDR3513 MRDR3512 MRDR0041 MRDR0039

14 100 MRDR3549 MRDR3548 MRDR3550 MRDR3553 MRDR3552 MRDR0054 MRDR0052

14 200 MRDR3515 MRDR3514 MRDR3516 MRDR3519 MRDR3518 MRDR0055 MRDR0053

D2 Racing 78

D2 Grand Prix 78 - Available by Special Order

D2 Club

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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Size 
(mm)

Length 
m

Grey Red Blue Green Solid 
white

Solid 
navy

Solid 
grey

Solid 
black

8 100 MRDF0000 MRDF0001 MRDF0002 MRDF0003

8 200 MRDF0008 MRDF0009 MRDF0010 MRDF0011 MRDF1000 MRDF1001 MRDF1002 MRDF1003

10 100 MRDF0016 MRDF0017 MRDF0018 MRDF0019

10 200 MRDF0024 MRDF0025 MRDF0026 MRDF0027 MRDF1010 MRDF1011 MRDF1012 MRDF1013

12 100 MRDF0032 MRDF0033 MRDF0034 MRDF0035

12 200 MRDF0040 MRDF0041 MRDF0042 MRDF0043 MRDF1020 MRDF1021 MRDF1022 MRDF1023

14 100 MRDF0048 MRDF0049 MRDF0050 MRDF0051

14 200 MRDF0056 MRDF0057 MRDF0058 MRDF0059 MRDF1030 MRDF1031 MRDF1032 MRDF1033

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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468

VictoryMARLOW ROPES

For the most up to date product information, visit   www.victory-products.com

Size 
mm

Length 
m

White Red Blue Green Gold Solid 
white

6 100 MRKB2000 MRKB2002 MRKB2004 MRKB2006 MRKB2008 MRKB0005

6 200 MRKB2001 MRKB2003 MRKB2005 MRKB2007 MRKB2009 MRKB2116

8 100 MRKB2010 MRKB2012 MRKB2014 MRKB2016 MRKB2018 MRKB2152

8 200 MRKB2011 MRKB2013 MRKB2015 MRKB2017 MRKB2019 MRKB2082

10 100 MRKB2020 MRKB2022 MRKB2024 MRKB2026 MRKB2028 MRKB2091

10 200 MRKB2021 MRKB2023 MRKB2025 MRKB2027 MRKB2029 MRKB2083

12 100 MRKB2030 MRKB2032 MRKB2034 MRKB2036 MRKB2038 MRKB2097

12 200 MRKB2031 MRKB2033 MRKB2035 MRKB2037 MRKB2039 MRKB2084

14 100 MRKB2040 MRKB2042 MRKB2044 MRKB2046 MRKB2048 MRKB2085

14 200 MRKB2041 MRKB2043 MRKB2045 MRKB2047 MRKB2049 MRKB2115

16 100 MRKB2050 MRKB2052 MRKB2054 MRKB2056 MRKB2058 MRKB2086

16 200 MRKB2051 MRKB2053 MRKB2055 MRKB2057 MRKB2059 MRKB2141

18 100 MRKB2060 MRKB2062 MRKB2064 MRKB2066 MRKB2068 MRKB2087

"Marble 
Grey"

"Marble 
Red"

"Marble 
Green"

"Marble 
Blue"

MRKB3013 MRKB3010 MRKB3012 MRKB3011

MRKB3026 MRKB3020 MRKB3024 MRKB3022

MRKB3027 MRKB3021 MRKB3025 MRKB3023

MRKB3047 MRKB3040 MRKB3044 MRKB3042

MRKB3048 MRKB3041 MRKB3045 MRKB3043

MRKB3066 MRKB3060 MRKB3064 MRKB3062

MRKB3067 MRKB3061 MRKB3065 MRKB3063

MRKB3086 MRKB3080 MRKB3084 MRKB3082

MRKB3087 MRKB3081 MRKB3085 MRKB3083

Doublebraid Doublebraid - Marbled Colours

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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Size 
mm

Length 
(m)

Blue Red Green Gold White Red Blue Navy Green Natural

6 100 MRKA0028 MRKA0017 MRKA0050 MRKA0039 MRKA0006 MRKG0051 MRKG0006 MRKG0500 MRKG0024

6 200 MRKA0029 MRKA0018 MRKA0051 MRKA0040 MRKA0007 MRKG0052 MRKG0007 MRKG0501 MRKG0025

8 100 MRKA0083 MRKA0072 MRKA0105 MRKA0094 MRKA0061 MRKG0105 MRKG0060 MRKG0510 MRKG0078 MRKG0571

8 200 MRKA0084 MRKA0073 MRKA0106 MRKA0095 MRKA0062 MRKG0106 MRKG0061 MRKG0511 MRKG0079 MRKG0572

10 100 MRKA0193 MRKA0182 MRKA0215 MRKA0204 MRKA0171 MRKG0213 MRKG0168 MRKG0520 MRKG0186 MRKG0573

10 200 MRKA0194 MRKA0183 MRKA0216 MRKA0205 MRKA0172 MRKG0214 MRKG0169 MRKG0521 MRKG0187 MRKG0574

12 100 MRKA0248 MRKA0237 MRKA0270 MRKA0259 MRKA0226 MRKG0267 MRKG0222 MRKG0530 MRKG0240 MRKG0575

12 200 MRKA0249 MRKA0238 MRKA0271 MRKA0260 MRKA0227 MRKG0268 MRKG0223 MRKG0531 MRKG0241 MRKG0576

14 100 MRKA0301 MRKA0291 MRKA0321 MRKA0311 MRKA0281 MRKG0316 MRKG0276 MRKG0540 MRKG0292 MRKG0577

14 200 MRKA0302 MRKA0292 MRKA0322 MRKA0312 MRKA0282 MRKG0317 MRKG0277 MRKG0541 MRKG0293 MRKG0578

16 100 MRKA0347 MRKA0339 MRKA0363 MRKA0355 MRKA0331 MRKG0360 MRKG0378 MRKG0382 MRKG0380 MRKG0579

16 200 MRKA0348 MRKA0340 MRKA0364 MRKA0356 MRKA0332 MRKG0336 MRKG0379 MRKG0383 MRKG0381 MRKG0580

Marlowbraid
White w/Fleck Solid Colours

CRUISER & RACER SERIES

MARLOWBRAID

3 STRAND POLYESTER CORE | 16 PLAIT POLYESTER COVER

Our famous polyester line offers class leading low stretch for a polyester 
rope thanks to its laid 3-strand core construction, making Marlowbraid an 
ideal halyard rope. The tough 16-plait cover is hard wearing and grips well 
in clutches also offering great abrasion resistance on winches when used as 
a sheet. The low stretch core and tough cover makes Marlowbraid ideal for 
all control line applications such as cascades and vangs.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-20mm

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 986 1580 2850 4450 5460 7420 10200 11300

WEIGHT (kg/100m) 2.68 4.45 7.30 10.0 14.5 19.0 23.5 28.5

MATTBRAID

DIAMETER: 6-16mm

DIAMETER (mm) 6 8 10 12 14 16

BREAK LOAD (kg) 600 1120 1980 2810 3300 5430

WEIGHT (KG/100m) 2.80 5.00 7.00 9.90 12.6 17.8

Soft, flexible and easy on the hands, Mattbraid uses the same braid-
on-braid construction as Doublebraid, but with the addition of a soft, 
spun polyester cover. Great feel and grip in the hands, especially 
when wet, Mattbraid is the ideal sheet for cruising applications where 
comfort is key.

12 STRAND POLYESTER CORE | 24 PLAIT POLYESTER COVER

APPLICATION : SHEETS CONTROL LINE TAILS

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : ACCESSORIES

M-RIG MAX CASE STUDY
YACHT: J-BOATS J97 – 30’ CRUISER RACER STANDARD RIGGING.

Discussions with the rigger suggest than approximately 50% additional 
elongation within the rig is acceptable and manageable. Windage is not 
an issue, therefore M-Rig Max is specified as follows:

Our case study shows that by using M-Rig Max the total standing rigging 
is 70% lighter, saving 12.62 kg aloft, but is nearly 3 times as strong as the 
equivalent wire/rod rig.

If the rigger is able to manage the initial elastic elongation when 
installing M-Rig Max and the mast can manage the increased deflection 
during gusts, smaller diameters can be specified, further reducing both 
weight and windage. In our example above, a further 1.8 kg can be 
reduced from the rig by specifying M-Rig Max 2mm smaller.

A saving of 14.41 kg in the rig is equivalent to shaving 100kg off the bulb 
– and the rigging is stronger than with wire.

SECTION MATERIAL mm/
mm/100kg MBL (kg) MASS 

g/m
LENGTH 

(m) QTY

FORESTAY -10 Rod 0.00200 4,670 249 12.99 1

TOP SHROUDS
7mm Compact 

Strand
0.00190 4,910 260 12.56 2

LOWERS
7mm Compact 

Strand
0.00190 4,910 260 4.82 2

INTERMEDIATE
6mm Compact 

Strand
0.00259 3,550 194 9.03 2

BACKSTAY
5mm 1x19 
Stainless

0.00463 2,000 122 11.00 1

BACKSTAY V
5mm 1x19 
Stainless

0.00463 2,000 122 3.72 2

TIE ROD
5mm 1x19 
Stainless

0.00463 2,000 122 0.53 1

SECTION MATERIAL mm/
mm/100kg MBL (kg) MASS g/m LENGTH 

(m) QTY

FORESTAY
11mm 

 M-Rig Max
0.00313 12,618 75.5 12.99 1

TOP SHROUDS
11mm 

M-Rig Max
0.00313 12,618 75.5 12.56 2

LOWERS
11mm

 M-Rig Max
0.00313 12,618 75.5 4.82 2

INTERMEDIATE
10mm

 M-Rig Max
0.00376 10,518 63 9.03 2

BACKSTAY
7mm

 M-Rig Max
0.00630 6,272 35.6 11.00 1

BACKSTAY V
7mm

 M-Rig Max
0.00630 6,272 35.6 3.72 2

TIE ROD
7mm

 M-Rig Max
0.00630 6,272 35.6 0.53 1

MGP FURLER 50

Snake skin pattern allows easy end-to-end splicing with no diameter 
increase. Vectran® or Technora® cover ensures heat and abrasion 
resistance. Has a sacrificial Polypropylene core as standard, but can be 
up graded to a D12 core for higher load furling systems.

POLYPROPYLENE CORE – 16 PLAIT VECTRAN® / POLYESTER SNAKE SKIN COVER.
DIAMETER: 6-12mm

PRODRIVE - TORSIONAL FURLING CABLE  

Like most headsail furlers, the furling is controlled by the furler drum at the 
bottom of the sail. The turning force is transmitted through the length of the 
ProDrive cable to turn the swivel which is connected to the head of the sail. 
The tack of the sail is connected to a freely floating point on the drum of the 
furling unit. The turning force acting at the top of the sail only, causes the 
head of the sail to furl first and ensures the sail furls down the cable neatly.

The unique requirements of top down furling forced the development of a 
unique rope construction. Parallel aramid core, tightly braided aramid jacket 
with a polyester cover ensures ProDrive offers the best torsional stiffness on 
the market.

•  FAST FURLING
•  EASIER FURLING
•  EVEN FURLING
•  FASTER SAIL CHANGES
•   ECONOMIC OPTION FOR MULTIPLE HEAD SAILS
•   INTEGRATES EFFORTLESSLY WITH ANY FURLING UNIT
•   UV & ABRASION RESISTANT.

PRODRIVE OFFERS

PARA-ARAMID CORE  | PARA-ARAMID TORSION JACKET  | POLYESTER COVER

DIAMETER (m) 7 9 11 13 15

BREAK LOAD (kg) 2640 4390 6560 7870 13100

WEIGHT (kg/100m) 5.20 8.10 11.6 15.2 25.0
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CRUISER & RACER SERIES

MARLOWBRAID

3 STRAND POLYESTER CORE | 16 PLAIT POLYESTER COVER

Our famous polyester line offers class leading low stretch for a polyester 
rope thanks to its laid 3-strand core construction, making Marlowbraid an 
ideal halyard rope. The tough 16-plait cover is hard wearing and grips well 
in clutches also offering great abrasion resistance on winches when used as 
a sheet. The low stretch core and tough cover makes Marlowbraid ideal for 
all control line applications such as cascades and vangs.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-20mm

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 986 1580 2850 4450 5460 7420 10200 11300

WEIGHT (kg/100m) 2.68 4.45 7.30 10.0 14.5 19.0 23.5 28.5

MATTBRAID

DIAMETER: 6-16mm

DIAMETER (mm) 6 8 10 12 14 16

BREAK LOAD (kg) 600 1120 1980 2810 3300 5430

WEIGHT (KG/100m) 2.80 5.00 7.00 9.90 12.6 17.8

Soft, flexible and easy on the hands, Mattbraid uses the same braid-
on-braid construction as Doublebraid, but with the addition of a soft, 
spun polyester cover. Great feel and grip in the hands, especially 
when wet, Mattbraid is the ideal sheet for cruising applications where 
comfort is key.

12 STRAND POLYESTER CORE | 24 PLAIT POLYESTER COVER

APPLICATION : SHEETS CONTROL LINE TAILS

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : ACCESSORIES

M-RIG MAX CASE STUDY
YACHT: J-BOATS J97 – 30’ CRUISER RACER STANDARD RIGGING.

Discussions with the rigger suggest than approximately 50% additional 
elongation within the rig is acceptable and manageable. Windage is not 
an issue, therefore M-Rig Max is specified as follows:

Our case study shows that by using M-Rig Max the total standing rigging 
is 70% lighter, saving 12.62 kg aloft, but is nearly 3 times as strong as the 
equivalent wire/rod rig.

If the rigger is able to manage the initial elastic elongation when 
installing M-Rig Max and the mast can manage the increased deflection 
during gusts, smaller diameters can be specified, further reducing both 
weight and windage. In our example above, a further 1.8 kg can be 
reduced from the rig by specifying M-Rig Max 2mm smaller.

A saving of 14.41 kg in the rig is equivalent to shaving 100kg off the bulb 
– and the rigging is stronger than with wire.

SECTION MATERIAL mm/
mm/100kg MBL (kg) MASS 

g/m
LENGTH 

(m) QTY

FORESTAY -10 Rod 0.00200 4,670 249 12.99 1

TOP SHROUDS
7mm Compact 

Strand
0.00190 4,910 260 12.56 2

LOWERS
7mm Compact 

Strand
0.00190 4,910 260 4.82 2

INTERMEDIATE
6mm Compact 

Strand
0.00259 3,550 194 9.03 2

BACKSTAY
5mm 1x19 
Stainless

0.00463 2,000 122 11.00 1

BACKSTAY V
5mm 1x19 
Stainless

0.00463 2,000 122 3.72 2

TIE ROD
5mm 1x19 
Stainless

0.00463 2,000 122 0.53 1

SECTION MATERIAL mm/
mm/100kg MBL (kg) MASS g/m LENGTH 

(m) QTY

FORESTAY
11mm 

 M-Rig Max
0.00313 12,618 75.5 12.99 1

TOP SHROUDS
11mm 

M-Rig Max
0.00313 12,618 75.5 12.56 2

LOWERS
11mm

 M-Rig Max
0.00313 12,618 75.5 4.82 2

INTERMEDIATE
10mm

 M-Rig Max
0.00376 10,518 63 9.03 2

BACKSTAY
7mm

 M-Rig Max
0.00630 6,272 35.6 11.00 1

BACKSTAY V
7mm

 M-Rig Max
0.00630 6,272 35.6 3.72 2

TIE ROD
7mm

 M-Rig Max
0.00630 6,272 35.6 0.53 1

MGP FURLER 50

Snake skin pattern allows easy end-to-end splicing with no diameter 
increase. Vectran® or Technora® cover ensures heat and abrasion 
resistance. Has a sacrificial Polypropylene core as standard, but can be 
up graded to a D12 core for higher load furling systems.

POLYPROPYLENE CORE – 16 PLAIT VECTRAN® / POLYESTER SNAKE SKIN COVER.
DIAMETER: 6-12mm

PRODRIVE - TORSIONAL FURLING CABLE  

Like most headsail furlers, the furling is controlled by the furler drum at the 
bottom of the sail. The turning force is transmitted through the length of the 
ProDrive cable to turn the swivel which is connected to the head of the sail. 
The tack of the sail is connected to a freely floating point on the drum of the 
furling unit. The turning force acting at the top of the sail only, causes the 
head of the sail to furl first and ensures the sail furls down the cable neatly.

The unique requirements of top down furling forced the development of a 
unique rope construction. Parallel aramid core, tightly braided aramid jacket 
with a polyester cover ensures ProDrive offers the best torsional stiffness on 
the market.

•  FAST FURLING
•  EASIER FURLING
•  EVEN FURLING
•  FASTER SAIL CHANGES
•   ECONOMIC OPTION FOR MULTIPLE HEAD SAILS
•   INTEGRATES EFFORTLESSLY WITH ANY FURLING UNIT
•   UV & ABRASION RESISTANT.

PRODRIVE OFFERS

PARA-ARAMID CORE  | PARA-ARAMID TORSION JACKET  | POLYESTER COVER

DIAMETER (m) 7 9 11 13 15

BREAK LOAD (kg) 2640 4390 6560 7870 13100

WEIGHT (kg/100m) 5.20 8.10 11.6 15.2 25.0
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Victory MARLOW ROPES

For the most up to date product information, visit   www.victory-products.com 469

Size 
(mm)

Length 
m

Black Purple Orange

4 100 MREQ0006 MREQ0020 MREQ0013

4 200 MREQ0007 MREQ0021 MREQ0014

5 100 MREQ0027 MREQ0041 MREQ0034

5 200 MREQ0028 MREQ0042 MREQ0035

7 100 MREQ0048 MREQ0062 MREQ0055

7 200 MREQ0049 MREQ0063 MREQ0056

Excel R8

EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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Size 
(mm)

Length 
(m)

Black Red Blue Lime White Grey Pink

1.5 100 MRER0006 MRER0013 MRER0041

1.5 200 MRER0007 MRER0014 MRER0042

2 100 MRER0055 MRER0062 MRER0090

2 200 MRER0056 MRER0063 MRER0091

3 100 MRER0125 MRER0104 MRER0111 MRER0139 MRER0118 MRER0132

3 200 MRER0126 MRER0105 MRER0112 MRER0140 MRER0119 MRER0133

4 100 MRER0174 MRER0153 MRER0160 MRER0188 MRER0167 MRER0181 MRER0191

4 200 MRER0175 MRER0154 MRER0161 MRER0189 MRER0168 MRER0182 MRER0192

5 100 MRER0223 MRER0202 MRER0209 MRER0237 MRER0216 MRER0230 MRER0240

5 200 MRER0224 MRER0203 MRER0210 MRER0238 MRER0217 MRER0231 MRER0241

6 100 MRER0272 MRER0251 MRER0258 MRER0286 MRER0265 MRER0279 MRER0288

6 200 MRER0273 MRER0252 MRER0259 MRER0287 MRER0266 MRER0280 MRER0289

Excel Racing

EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER
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EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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Size 
(mm)

Length 
(m)

Lime Orange Pink

4 100 MREL7000 MREL7002 MREL7006

4 200 MREL7001 MREL7003 MREL7007

5 100 MREL7030 MREL7032 MREL7034

5 200 MREL7031 MREL7033 MREL7035

6 100 MREL7060 MREL7062 MREL7064

6 200 MREL7061 MREL7063 MREL7065

Excel
Racing GP 78

- Special 
Order
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For the most up to date product information, visit   www.victory-products.com

Size 
mm

Length 
(m)

Gold Blue Red

6 100 MREX0004 MREX0002 MREX0000

6 200 MREX0005 MREX0003 MREX0001

7 100 MREX0014 MREX0012 MREX0010

7 200 MREX0015 MREX0013 MREX0011

Excel Matrix

EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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Size 
(mm)

Length 
m

Red Blue Black

6 100 MREF0002 MREF0006 MREF0000

6 200 MREF0003 MREF0007 MREF0001

7 100 MREF0010 MREF0014 MREF0008

7 200 MREF0011 MREF0015 MREF0009

8 100 MREF0018 MREF0022 MREF0016

8 200 MREF0019 MREF0023 MREF0017

10 100 MREF0026 MREF0030 MREF0024

10 200 MREF0027 MREF0031 MREF0025

Size 
(mm)

Length 
m

Red Blue

4 100 MREL9401 MREL9400

4 200 MREL9405 MREL9404

5 100 MREL9409 MREL9402

5 200 MREL9407 MREL9406

6 100 MREL9408 MREL9403

6 200 MREL9410 MREL9411

Excel Fusion

Excel Elite

EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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EXCEL SERIES

EXCEL DINGHY SERIES

EXCEL ELITE

 12 STRAND SK99 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA®/ 
POLYESTER BLENDED COVER

Why use Excel Elite? Incremental gain. Every advantage, however small 
adds to overall success. Upgraded Dyneema® SK99 core gives exceptional 
strength and Technora® blend cover ensures outstanding abrasion and heat 
resistance. With outstanding performance in cleats, the Technora® blended 
cover also helps grip with wet hands. Elite is easy to taper, reducing weight 
and showing off the colour matched ArmourCoat cores.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 1180 1710 2450

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : HALYARDS SPINNAKER HALYARDS

SK78 core is high strength and minimal creep and the Technora® blended 
cover gives the same fantastic abrasion and heat resistance properties as 
Excel Elite. Technora® blend cover adds grip for wet hands, and is easy to 
taper, showing colour matched ArmourCoat core. Ideal for halyards, sheets 
and high strength control lines.

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT TECHNORA® / 
POLYESTER BLENDED COVER

DIAMETER: 4-6mm

EXCEL RACING GP 78

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 995 1430 2060

WEIGHT (kg/100m) 1.12 1.95 2.72

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

12 STRAND DYNEEMA® SK78 CORE / 8 PLAIT BLENDED DYNEEMA®

& POLYPROPYLENE COVER

High performance dinghy sheet. Does not kink or absorb water and is easy 
to taper thanks to thicker Dyneema® core and thinner cover. High grip, 
blended cover of Dyneema® and Polypropylene means great performance 
through ratchets and cleats with high resistance to abrasion.

APPLICATION : SHEETS

DIAMETER: 6 & 7mm

DIAMETER (mm) 6 7

BREAK LOAD (kg) 1770 1920

WEIGHT (kg/100m) 1.94 2.76

EXCEL MATRIX EXCEL GEMINI

TWIN DYNEEMA® SK78 CORES | BLENDED DYNEEMA® & POLYPROPYLENE COVER

All the advantages of Excel Fusion, but with the added bonus of a 
dual-core system for boats requiring split bridle sheets. The dual core is 
designed to ensure equal strength and stretch, but removes the need for 
splicing extra rope to make a second tail.

DIAMETER: 7-9mm

DIAMETER (mm) 7 9

BREAK LOAD (kg) 995 1430

WEIGHT (kg/100m) 2.31 3.43

APPLICATION : SHEETS

EXCEL FUSION

DYNEEMA® SK78 CORE | BLENDED DYNEEMA® & POLYPROPYLENE COVER

Super light sheet is soft, flexible and does not absorb water. The blended 
Dyneema® and Polypropylene cover provides great abrasion resistance 
through ratchets and cleats. The Dyneema® core means that you experience 
no stretch and fantastic control through Fusion sheets.

APPLICATION : SHEETS

DIAMETER: 6-10mm

DIAMETER (mm) 6 7 8 10

BREAK LOAD (kg) 1090 1330 1410 2470

WEIGHT (kg/100m) 1.7 2.2 3 4.4

EXCEL RACING

12 STRAND SK78 COLOUR-MATCHED CORE | 16 & 24 PLAIT POLYESTER COVER

High strength, lightweight with 100% polyester cover and Dyneema® SK78 
core for all round use on halyards, sheets and control lines. Easily tapered and 
holds well in cleats Excel Racing is a great all round rope ideal for stripped 
halyards and spin sheets due to its easily identifiable solid colour cover and 
colour matched ArmourCoat core. Great all round performance.

DIAMETER: 1.5-6mm

DIAMETER (mm) 1.5 2 3 4 5 6

BREAK LOAD (kg) 139 224 463 995 1430 2060

WEIGHT (kg/100m) 0.17 0.29 0.58 1.24 1.84 2.41

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of the sales of our PINK 
ropes will be donated to Cancer 

Research UK.

NEW: EXCEL R8

This new rope within the Excel range compliments the existing fusion family of products, using a Dyneema®  core but with an 8 plait 
cover blended from Technora®  aramid and polyester.  Available in 4mm and 5mm diameters where it excels as a halyard working on 
cleats, and  7mm and 8mm where it works as a high performance sheet performing well in ratchet blocks. 

DIAMETER: 4mm, 5mm, 7mm, 8mm
 12 STRAND SK78 COLOUR-MATCHED CORE | 8 PLAIT TECHNORA®/ POLYESTER BLENDED COVER

DIAMETER (mm) 4 5 7 8

BREAK LOAD (kg) 893 1200 1620 2550

WEIGHT (kg/100m) 0.72 1.11 1.84 2.98

APPLICATION : HALYARDS SPINNAKER HALYARDS SHEETS
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Size 
(mm)

Length 
m

Orange

7 100 MREG0010

7 200 MREG0011

9 100 MREG0012

9 200 MREG0013

Excel Gemini
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EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of 
the sales of our 

PINK ropes will be 
donated to Cancer 

Research UK.

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of 
the sales of our 

PINK ropes will be 
donated to Cancer 

Research UK.

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS

A percentage of 
the sales of our 

PINK ropes will be 
donated to Cancer 

Research UK.

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
mm

Length 
(m)

Black White Red Pink Green Blue Lime Grey

2.5 100 MRTY4102 MRTY0044 MRTY4100 MRTY4101 MRTY4104 MRTY4451

2.5 200 MRTY4127 MRTY0014 MRTY4125 MRTY4126 MRTY4129 MRTY4452

3 100 MRTY4107 MRTY0049 MRTY4105 MRTY4106 MRTY4109 MRTY4453

3 200 MRTY4132 MRTY0019 MRTY4130 MRTY4131 MRTY4134 MRTY4439

4 100 MRTY4112 MRTY0059 MRTY4110 MRTY4433 MRTY4427 MRTY4111 MRTY4114 MRTY4454

4 200 MRTY4137 MRTY0029 MRTY4135 MRTY4434 MRTY4428 MRTY4136 MRTY4139 MRTY4440

5 100 MRTY4117 MRTY0064 MRTY4115 MRTY4435 MRTY4429 MRTY4116 MRTY4119 MRTY4455

5 200 MRTY4142 MRTY0034 MRTY4140 MRTY4436 MRTY4430 MRTY4141 MRTY4144 MRTY4441

6 100 MRTY4122 MRTY0069 MRTY4120 MRTY4437 MRTY4431 MRTY4121 MRTY4124 MRTY4456

6 200 MRTY4147 MRTY0039 MRTY4145 MRTY4438 MRTY4432 MRTY4146 MRTY4149 MRTY4442

7 200 MRTY4152 MRTY1005

9 200 MRTY4157 MRTY2024

10 200 MRTY1027 MRTY1013

11 200 MRTY1208 MRTY1209

13 200 MRTY2030 MRTY1250

15 100 MRTY1612 MRTY1610

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2

29

D2 GRAND PRIX 78

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER/
TECHNORA® BLENDED COVER

The ultimate racing halyard available with D12 78 or D12 99 core for 
additional strength. Lightweight, low stretch, minimal creep with grippy, 
abrasion resistant cover for excellent jammer performance. Also perfect as a 
high performance sheet. Lightweight and taper-able with blended cover that 
grips well on winch drums and lasts during the toughest races thanks to its 
high melting point.

APPLICATION : SHEETSHALYARDS

DIAMETER: 8-12mm

DIAMETER (mm) 8 10 12

BREAK LOAD (kg) 3490 5360 6940

WEIGHT (kg/100m) 3.90 5.92 9.29

D2 CLUB

DIAMETER: 8-14mm

APPLICATION : SHEETS CONTROL LINE TAILSHALYARDS

DIAMETER (mm) 8 10 12 14

BREAK LOAD (kg) 2190 3780 5200 7400

WEIGHT (kg/100m) 4.14 6.98 8.76 12

D2 Club has been developed to provide an upgrade to Polyester sheets and 
halyards offering the benefit of reduced weight and reduced elongation thanks 
to the light weight Dyneema SK38 core. Because this rope is strength and 
diameter equivalent to typical Polyester braids it can be simply substituted 
without the complexity and expense of having to modify or change deck 
equipment like clutches and winches.

12 STRAND DYNEEMA® SK38 CORE | 16 PLAIT 
POLYESTER COVER

D12

Lightweight and high strength, single braid Dyneema® with tough ArmourCoat 
finish. Excellent for lashings and metal shackle replacement. Best option for 
wire replacement on a number of applications including cascade purchase 
systems. Diameters can be reduced for all control line applications from those 
used for polyester ropes thanks to its high break loads.

DIAMETER: 7-15mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

CRUISER & RACER SERIES

APPLICATION :

D2 RACING 78

DIAMETER: 8-18mm

SHEETS CONTROL LINE PURCHASEHALYARDS

Light weight, low stretch and high strength using a colour coded D12 78 
core. Use a size smaller than with a polyester halyard thanks to high break 
loads. Easily tapered, hard wearing cover grips well in clutches. Also use as 
a lightweight, high strength sheet that can be tapered to reduce weight on 
clew. The brightly coloured polyester cover is easily identifiable and runs 
smoothly, gripping well on winches and cleats.  A perfect solution for high 
strength, light-weight all-round control line applications.

12 STRAND DYNEEMA® SK78 COLOUR MATCHED CORE | 24 PLAIT POLYESTER 
COVER

DIAMETER (mm) 8 10 11 12 14 16 18

BREAK LOAD (kg) 3490 5360 6330 6940 9270 11600 15900

WEIGHT (kg/100m) 3.90 5.92 6.9 9.29 11.7 14.7 18.5

The same hardwearing cover as used on the D2 Racing covers our V12 Vectran 
core. Vectran offers zero creep and minimal elongation meaning no re-
tensioning of halyards is ever needed, even on long tacks when sailing offshore. 
As with D2 Racing, the cover provides excellent abrasion resistance along with 
superior performance in clutches and jammers.

V2 RACING

DIAMETER (mm) 8 10 12 14 16 18

BREAK LOAD (kg) 3350 5750 8680 11000 12000 14700

WEIGHT (kg/100m) 4.89 6.65 10.7 13.4 17.1 22.1

DIAMETER: 8-18mm

12 STRAND VECTRAN® CORE | 24 PLAIT BRAIDED POLYESTER COVER

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

DOUBLEBRAID

12 STRAND POLYESTER CORE | BRAIDED POLYESTER 24 PLAIT COVER

Our heat set Doublebraid offers industry leading strength and stretch 
performance for a polyester braid-on-braid. Flexibility and soft feel ensures 
easy handling around the boat, making this rope ideal for sheets. Easy splicing 
removes the need for bulky knots at the clew of the sail, which also reduce 
a ropes strength. Also good for halyards thanks to the heat setting process 
helping to reduce stretch. Use for most on board applications.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-18mm

DIAMETER (mm) 6 8 10 11 12 14 16 18

BREAK LOAD (kg) 1390 2560 3690 4370 4760 6050 7230 7910

WEIGHT (kg/100m) 2.84 4.80 7.47 8.87 11.1 15.6 19.3 23.2
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D12    SK78 SK99 Available by Special Order

DIAMETER (mm) 9 10 11 13 15
BREAK LOAD (kg) 6940 9270 11600 15900 18400

WEIGHT (kg/100m) 3.76 4.83 5.82 8.00 9.80

SK78

SK78

SK99

Size 
mm

Length 
(m)

Black

2.5 100 MRTV0006

3 100 MRTV0000

4 100 MRTV036

5 100 MRTV006

5 200 MRTV0011

7 200 MRTV0013

Excel D12 Max 78

EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING
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VictoryMARLOW ROPES

For the most up to date product information, visit   www.victory-products.com

Size 
mm

Length 
(m)

Blue Orange Lime White Red Pink

4 100 MREC0003 MREC0012 MREC0009 MREC0010 MREC0001 MREC0039

4 200 MREC0004 MREC0011 MREC0013 MREC0014 MREC0002 MREC0040

5 100 MREC0007 MREC0029 MREC0025 MREC0027 MREC0005 MREC0041

5 200 MREC0008 MREC0030 MREC0026 MREC0028 MREC0006 MREC0042
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EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY

37

EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY

37

EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY

37

Size 
(mm)

Length 
(m)

Natural Black

2.5 100 MRTZ0024 MRTZ2019

2.5 200 MRTZ0018 MRTZ3015

3 100 MRTZ0027 MRTZ3007

3 200 MRTZ0019 MRTZ3016

4 100 MRTZ0030 MRTZ3012

4 200 MRTZ0020 MRTZ3017

5 100 MRTZ0033 MRTZ3013

5 200 MRTZ0021 MRTZ3018

6 100 MRTZ0095 MRTZ3014

6 200 MRTZ0094 MRTZ2014

Excel V12

EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY

37

EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY

37

EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
(mm)

Length 
(m)

Red Blue

6 100 MRET0000 MRET0002

6 200 MRET0001 MRET0003

9 100 MRET0004 MRET0006

9 200 MRET0005 MRET0007

Excel Taper

EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY

37

EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING
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EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY

39



473

Victory MARLOW ROPES

For the most up to date product information, visit   www.victory-products.com 473

Size 
(mm)

Length 
(m)

Red Blue White Grey Black Lime

2 100 MRES0006 MRES0013 MRES0020 MRES0034 MRES0027 MRES0041

2 200 MRES0007 MRES0014 MRES0021 MRES0035 MRES0028 MRES0042

3 100 MRES0055 MRES0062 MRES0069 MRES0083 MRES0076 MRES0090

3 200 MRES0056 MRES0063 MRES0070 MRES0084 MRES0077 MRES0091

4 100 MRES0104 MRES0111 MRES0118 MRES0132 MRES0125 MRES0139

4 200 MRES0105 MRES0112 MRES0119 MRES0133 MRES0126 MRES0140

5 100 MRES0153 MRES0160 MRES0167 MRES0181 MRES0174 MRES0188

5 200 MRES0154 MRES0161 MRES0168 MRES0182 MRES0175 MRES0189

6 100 MRES0202 MRES0209 MRES0216 MRES0230 MRES0223 MRES0237

6 200 MRES0203 MRES0210 MRES0217 MRES0231 MRES0224 MRES0238

Excel Pro

EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT
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EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80
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EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

HALYARDS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING
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EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:
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EXCEL SERIES

EXCEL DINGHY SERIES
EXCEL PRO

TWISTED POLYESTER CORE | 16 PLAIT POLYESTER COVER

Ideal for club racing and cruising. Low stretch, 100% polyester rope 
offers great performance at a lower cost. Brightly coloured cover for easy 
identification, which runs well through sheaths and blocks and sheaves. 
Good range of colours for all control lines on-board. 

DIAMETER: 2-6mm

DIAMETER (mm) 2 3 4 5 6

BREAK LOAD (kg) 110 202 377 702 986

WEIGHT (kg/100m) 0.27 0.6 1.07 2.15 2.68

APPLICATION : CONTROL LINE TAILSSPINNAKER HALYARDS SHEETS

EXCEL CONTROL

BRAIDED POLYPROPYLENE CORE | POLYESTER & TECHNORA® COVER

The first dedicated line for continuous loop control lines. Special snake skin 
pattern means end-to-end, endless loop splicing with no diameter increase is 
much easier. Technora cover provides grip as well as heat and abrasion resistance. 
Distinctive colours aid easy identification. Use our wire splicing needle for best 
results (p47).

DIAMETER: 4-5mm

DIAMETER (mm) 4 5

BREAK LOAD (kg) 478 765

WEIGHT (kg/100m) 1.02 1.59

APPLICATION : CONTROL LINE TAILS

EXCEL D12

High Strength lightweight option with no water uptake for halyards secured 
on a rack or hook. Ideal wire replacement offering low friction around blocks. 
Available in multiple colours for easy line identification and easily spliced thanks 
to 12 strand single braid construction. Great for adjustable trapeze lines, vangs 
and purchase systems. 

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION : CONTROL LINE PURCHASE

EXCEL TAPER

MATT POLYESTER COVER | EXCEL RACING WITH DYNEEMA® SK78 CORE

DIAMETER: 6 & 9mm

DIAMETER (mm) 6 9

BREAK LOAD (kg) 995 2060

WEIGHT (kg/100m) 2.92 4.59

APPLICATION : CONTROL LINE TAILS

Ideal for tapered symmetric sheets, Excel Taper uses Excel Racing as its 
core and is covered with a soft matt polyester braid. The soft cover bulks up 
thinner Excel racing for those who want light high strength sheets, but prefer 
a thicker rope to hold on to. Easy on the hands and easily tapered thanks to 
the special construction cover and the 12 strand core of Excel Racing.

Super light with no water uptake. The "Max' process adds strength and removes 
stretch. SK78 and SK99 have virtually no creep, so Excel D12 Max is a great light 
weight fibre option for standing rigging, removing weight from the rig. Almost 
zero creep and elongation at working loads. UV resistant.

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR HIGHER STRENGTH

DIAMETER: 2.5-7mm

DIAMETER (mm) 2.5 3 5 7

BREAK LOAD (kg) 1010 1510 3200 7510

WEIGHT (kg/100m) 0.45 0.68 1.56 3.56

APPLICATION : CNTRL LINE PURCHHALYARDS STND. RIGG & TRAP. LINES

EXCEL D12 MAX 78 EXCEL V12

12 STRAND VECTRAN® | ARMOURCOAT

Easily spliced with zero creep ideal for lines under high load for extended periods. 

DIAMETER: 2.5-6mm

DIAMETER (mm) 2.5 3 4 5 6

BREAK LOAD (kg) 627 993 1680 2410 3350

WEIGHT (kg/100m) 0.45 0.67 1.34 1.79 2.24

APPLICATION : CONTROL LINE TAILSHALYARDS SPINNAKER HALYARDS
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DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80
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Size 
mm

Length 
(m)

Black

1.5 100 MRPE0210

1.5 200 MRPE0211

2 100 MRPE0267

2 200 MRPE0268

3 100 MRPE0209

3 200 MRPE0214

4 100 MRPE0203

4 200 MRPE0204

Excel Vectran

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING
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Size 
mm

Length 
(m)

Red Green Purple Yellow Grey

6 100 MREM0000 MREM0002 MREM0012 MREM0008 MREM0010

6 200 MREM0001 MREM0003 MREM0013 MREM0009 MREM0011

7 100 MREM0014 MREM0020 MREM0016 MREM0018

7 200 MREM0015 MREM0021 MREM0017 MREM0019

8 100 MREM0004 MREM0006 MREM0026 MREM0022 MREM0024

8 200 MREM0005 MREM0007 MREM0027 MREM0023 MREM0025

Excel Marstron +

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT
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LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
mm

Length 
(m)

Grey White Red Blue

4 100 MREP0007 MREP0026 MREP0003 MREP0005

4 200 MREP0008 MREP0024 MREP0004 MREP0006

5 100 MREP0013 MREP0022 MREP0009 MREP0011

5 200 MREP0014 MREP0021 MREP0010 MREP0012

6 100 MREP0019 MREP0015 MREP0017

6 200 MREP0020 MREP0025 MREP0016 MREP0018

Size 
mm

Length 
(m)

Blue Purple

6 100 MRJF0215 MRJF0217

6 200 MRJF0216 MRJF0218

8 100 MRJF0219 MRJF0221

8 200 MRJF0220 MRJF0222

PS12

Excel Marstron

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
mm

Length 
(m)

Red White Blue Black Lime

4 100 MRJB0048 MRJB0006 MRJB0014 MRJB0017 MRJB0027

4 200 MRJB0049 MRJB0007 MRJB0015 MRJB0018 MRJB0028

5 100 MRJB0092 MRJB0056 MRJB0064 MRJB0305 MRJB0072

5 200 MRJB0093 MRJB0057 MRJB0065 MRJB0289 MRJB0073

6 100 MRJB0132 MRJB0100 MRJB0108 MRJB0332 MRJB0116

6 200 MRJB0133 MRJB0101 MRJB0109 MRJB0278 MRJB0117

8 100 MRJB0180

8 200 MRJB0181

8 Plait Pre-Stretched

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
mm

Length 
(m)

White Blue Red Black

4 100 MRJK0062 MRJK0006 MRJK0046 MRJK0014

4 200 MRJK0063 MRJK0007 MRJK0047 MRJK0015

5 100 MRJK0126 MRJK0070 MRJK0110 MRJK0078

5 200 MRJK0127 MRJK0071 MRJK0111 MRJK0079

6 100 MRJK0190 MRJK0134 MRJK0174 MRJK0142

6 200 MRJK0191 MRJK0135 MRJK0175 MRJK0143

8 100 MRJK0254

8 200 MRJK0255

8 Plait Matt

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
mm

Length 
(m)

White Marble

3.8 100 MRTY3009 MRTY3053

3.8 200 MRTY3008 MRTY3052

Formuline

EXTREME SERIES

EXTREME SPORTS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Polyester option for windsurf down hauls and out hauls, grips well in 
cleats and provides good abrasion resistance. 

DIAMETER: 4-8mm

APPLICATION :

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

The first and still the best line specifically designed for use on windsurf 
down hauls and out hauls. High strength and great durability, Formuline 
is the perfect diameter to fit most rigs and won't let you down.

FORMULINE

12 STRAND TIGHTLY BRAIDED DYNEEMA® SK78 

DIAMETER: 3.8-4.5mm

DIAMETER (mm) 3.8 4.5 4.8

BREAK LOAD (kg) 619 700 700

WEIGHT (kg/100m) 0.89 1.20 1.69

APPLICATION :

KITELINE RACE

Kiteline Race offers great durability and strength even when lines  
are crossed.

12 STRAND DYNEEMA® SK99

DIAMETER: 1.3mm & 1.5mm

DIAMETER (mm) 1.3 1.5

BREAK LOAD (kg) 270 360

WEIGHT (kg/100m) 0.14 0.18

APPLICATION :

EXCEL D12

Lightweight, high-stength Excel D12 can be used by windsurfers as auxiliary 
lines and lightweight harness lines and by kitesurfers for leader lines and 
depower lines

DIAMETER: 2.5-7mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION :

FORMULA-X

6 PLAIT DYNEEMA® SK78

Formula-X was developed for windsurf down haul ratchet systems. 
Textured surface grips in ratchets perfectly.

DIAMETER: 3.8mm

WINDSURFER RATCHET DOWN HAULS | DE-POWERAPPLICATION :

DIAMETER (mm) 3.8

BREAK LOAD (kg) 619

WEIGHT (kg/100m) 0.89

 Larger diameter adds safety factor for extreme freestyle and wave riding. 
Improved durability when lines are crossed. Low stretch line removes any 
need for further adjustment with new lines.

KITELINE FREESTYLE

DIAMETER (mm) 1.8

BREAK LOAD (kg) 455

WEIGHT (kg/100m) 0.24

APPLICATION :

12 STRAND DYNEEMA® SK78
DIAMETER: 1.8mm

OUTHAULS | DOWN HAULS | DE-POWER

PIG-TAILS | DE-POWER | LEADERS | BRIDLE

OUTHAULS | DOWN HAULS | LEADERS

KITELINES

KITELINES

NOW AVAILABLE IN BLACK DYNEEMA®

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

KITELINE RETAIL DISPLAYS NOW AVAILABLE!
SEE PAGE 49 FOR FURTHER DETAILS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
mm

Length 
(m)

White

3.8 100 MRTY3030

3.8 200 MRTY3029

Formula-X

EXTREME SERIES

EXTREME SPORTS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Polyester option for windsurf down hauls and out hauls, grips well in 
cleats and provides good abrasion resistance. 

DIAMETER: 4-8mm

APPLICATION :

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

The first and still the best line specifically designed for use on windsurf 
down hauls and out hauls. High strength and great durability, Formuline 
is the perfect diameter to fit most rigs and won't let you down.

FORMULINE

12 STRAND TIGHTLY BRAIDED DYNEEMA® SK78 

DIAMETER: 3.8-4.5mm

DIAMETER (mm) 3.8 4.5 4.8

BREAK LOAD (kg) 619 700 700

WEIGHT (kg/100m) 0.89 1.20 1.69

APPLICATION :

KITELINE RACE

Kiteline Race offers great durability and strength even when lines  
are crossed.

12 STRAND DYNEEMA® SK99

DIAMETER: 1.3mm & 1.5mm

DIAMETER (mm) 1.3 1.5

BREAK LOAD (kg) 270 360

WEIGHT (kg/100m) 0.14 0.18

APPLICATION :

EXCEL D12

Lightweight, high-stength Excel D12 can be used by windsurfers as auxiliary 
lines and lightweight harness lines and by kitesurfers for leader lines and 
depower lines

DIAMETER: 2.5-7mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION :

FORMULA-X

6 PLAIT DYNEEMA® SK78

Formula-X was developed for windsurf down haul ratchet systems. 
Textured surface grips in ratchets perfectly.

DIAMETER: 3.8mm

WINDSURFER RATCHET DOWN HAULS | DE-POWERAPPLICATION :

DIAMETER (mm) 3.8

BREAK LOAD (kg) 619

WEIGHT (kg/100m) 0.89

 Larger diameter adds safety factor for extreme freestyle and wave riding. 
Improved durability when lines are crossed. Low stretch line removes any 
need for further adjustment with new lines.

KITELINE FREESTYLE

DIAMETER (mm) 1.8

BREAK LOAD (kg) 455

WEIGHT (kg/100m) 0.24

APPLICATION :

12 STRAND DYNEEMA® SK78
DIAMETER: 1.8mm

OUTHAULS | DOWN HAULS | DE-POWER

PIG-TAILS | DE-POWER | LEADERS | BRIDLE

OUTHAULS | DOWN HAULS | LEADERS

KITELINES

KITELINES

NOW AVAILABLE IN BLACK DYNEEMA®

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

KITELINE RETAIL DISPLAYS NOW AVAILABLE!
SEE PAGE 49 FOR FURTHER DETAILS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXTREME SERIES

EXTREME SPORTS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Polyester option for windsurf down hauls and out hauls, grips well in 
cleats and provides good abrasion resistance. 

DIAMETER: 4-8mm

APPLICATION :

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

The first and still the best line specifically designed for use on windsurf 
down hauls and out hauls. High strength and great durability, Formuline 
is the perfect diameter to fit most rigs and won't let you down.

FORMULINE

12 STRAND TIGHTLY BRAIDED DYNEEMA® SK78 

DIAMETER: 3.8-4.5mm

DIAMETER (mm) 3.8 4.5 4.8

BREAK LOAD (kg) 619 700 700

WEIGHT (kg/100m) 0.89 1.20 1.69

APPLICATION :

KITELINE RACE

Kiteline Race offers great durability and strength even when lines  
are crossed.

12 STRAND DYNEEMA® SK99

DIAMETER: 1.3mm & 1.5mm

DIAMETER (mm) 1.3 1.5

BREAK LOAD (kg) 270 360

WEIGHT (kg/100m) 0.14 0.18

APPLICATION :

EXCEL D12

Lightweight, high-stength Excel D12 can be used by windsurfers as auxiliary 
lines and lightweight harness lines and by kitesurfers for leader lines and 
depower lines

DIAMETER: 2.5-7mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION :

FORMULA-X

6 PLAIT DYNEEMA® SK78

Formula-X was developed for windsurf down haul ratchet systems. 
Textured surface grips in ratchets perfectly.

DIAMETER: 3.8mm

WINDSURFER RATCHET DOWN HAULS | DE-POWERAPPLICATION :

DIAMETER (mm) 3.8

BREAK LOAD (kg) 619

WEIGHT (kg/100m) 0.89

 Larger diameter adds safety factor for extreme freestyle and wave riding. 
Improved durability when lines are crossed. Low stretch line removes any 
need for further adjustment with new lines.

KITELINE FREESTYLE

DIAMETER (mm) 1.8

BREAK LOAD (kg) 455

WEIGHT (kg/100m) 0.24

APPLICATION :

12 STRAND DYNEEMA® SK78
DIAMETER: 1.8mm

OUTHAULS | DOWN HAULS | DE-POWER

PIG-TAILS | DE-POWER | LEADERS | BRIDLE

OUTHAULS | DOWN HAULS | LEADERS

KITELINES

KITELINES

NOW AVAILABLE IN BLACK DYNEEMA®

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

KITELINE RETAIL DISPLAYS NOW AVAILABLE!
SEE PAGE 49 FOR FURTHER DETAILS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
mm

Length 
(m)

Black Blue Red Yellow

1.3 100 MRKL0302 MRKL0308 MRKL0305 MRKL0311

1.3 500 MRKL0301 MRKL0307 MRKL0304 MRKL0310

1.3 1000 MRKL0300 MRKL0306 MRKL0303 MRKL0309

1.5 100 MRKL0352 MRKL0358 MRKL0355 MRKL0361

1.5 500 MRKL0351 MRKL0357 MRKL0354 MRKL0360

1.5 1000 MRKL0350 MRKL0356 MRKL0353 MRKL0359

Kiteline Race

EXTREME SERIES

EXTREME SPORTS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Polyester option for windsurf down hauls and out hauls, grips well in 
cleats and provides good abrasion resistance. 

DIAMETER: 4-8mm

APPLICATION :

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

The first and still the best line specifically designed for use on windsurf 
down hauls and out hauls. High strength and great durability, Formuline 
is the perfect diameter to fit most rigs and won't let you down.

FORMULINE

12 STRAND TIGHTLY BRAIDED DYNEEMA® SK78 

DIAMETER: 3.8-4.5mm

DIAMETER (mm) 3.8 4.5 4.8

BREAK LOAD (kg) 619 700 700

WEIGHT (kg/100m) 0.89 1.20 1.69

APPLICATION :

KITELINE RACE

Kiteline Race offers great durability and strength even when lines  
are crossed.

12 STRAND DYNEEMA® SK99

DIAMETER: 1.3mm & 1.5mm

DIAMETER (mm) 1.3 1.5

BREAK LOAD (kg) 270 360

WEIGHT (kg/100m) 0.14 0.18

APPLICATION :

EXCEL D12

Lightweight, high-stength Excel D12 can be used by windsurfers as auxiliary 
lines and lightweight harness lines and by kitesurfers for leader lines and 
depower lines

DIAMETER: 2.5-7mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION :

FORMULA-X

6 PLAIT DYNEEMA® SK78

Formula-X was developed for windsurf down haul ratchet systems. 
Textured surface grips in ratchets perfectly.

DIAMETER: 3.8mm

WINDSURFER RATCHET DOWN HAULS | DE-POWERAPPLICATION :

DIAMETER (mm) 3.8

BREAK LOAD (kg) 619

WEIGHT (kg/100m) 0.89

 Larger diameter adds safety factor for extreme freestyle and wave riding. 
Improved durability when lines are crossed. Low stretch line removes any 
need for further adjustment with new lines.

KITELINE FREESTYLE

DIAMETER (mm) 1.8

BREAK LOAD (kg) 455

WEIGHT (kg/100m) 0.24

APPLICATION :

12 STRAND DYNEEMA® SK78
DIAMETER: 1.8mm

OUTHAULS | DOWN HAULS | DE-POWER

PIG-TAILS | DE-POWER | LEADERS | BRIDLE

OUTHAULS | DOWN HAULS | LEADERS

KITELINES

KITELINES

NOW AVAILABLE IN BLACK DYNEEMA®

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

KITELINE RETAIL DISPLAYS NOW AVAILABLE!
SEE PAGE 49 FOR FURTHER DETAILS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
mm

Length 
(m)

Black Blue Red Yellow

1.3 100 MRKL0200 MRKL0201 MRKL0202 MRKL0203

1.3 500 MRKL0211

1.3 1000 MRKL0205 MRKL0207 MRKL0208

Kiteline Freestyle

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING
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VictoryMARLOW ROPES

For the most up to date product information, visit   www.victory-products.com

Size 
mm

Length 
(m)

White

3 100 MRAC0006

3 200 MRAC0007

4 100 MRAC0017

4 200 MRAC0018

5 100 MRAC0030

5 200 MRAC0031

6 100 MRAC0039

6 200 MRAC0040

8 100 MRAC0062

8 200 MRAC0063

10 100 MRAC0080

10 200 MRAC0081

12 100 MRAC0089

12 200 MRAC0090

Size 
mm

Length 
(m)

Beige

6 200 AJ0110

8 200 AJ0111

10 200 AJ0112

12 200 AJ0113

14 100 AJ0114

16 100 AJ0115

3 Strand Pre-Stretched

3 Strand Buff Polyester Pre-Stretched

MOORING SERIES

3 STRAND PRE-STRETCHED

Strong, tough and low stretch, 3 Strand Pre-Stretched is easily spliced 
to wire and is a great traditional halyard. In addition, it’s hardwearing 
construction makes it a great low stretch, tough all-round rope.

DIAMETER: 3-12mm

3 STRAND POLYESTER | PRE-STRETCHED 

DIAMETER (mm) 3 4 5 6 8 10 12 14

BREAK LOAD (kg) 319 583 1030 1690 2180 2640 3340 4840

WEIGHT (kg/100m) 0.98 1.61 2.07 3.06 4.81 8.23 10.7 14.8

APPLICATION : MOORING

Same great benefits as the standard 3 Strand Pre-Stretched, but in a buff 
colour for a traditional “Natural Fibre” look.

3 STRAND BUFF POLYESTER PRE-STRETCHED

3 STRAND MATT POLYESTER 

DIAMETER: 8-16mm

DIAMETER (mm) 8 10 12 14 16

BREAK LOAD (kg) 1320 1500 2550 3110 3800

WEIGHT (kg/100m) 5.1 6.9 10.6 14.6 16.4

APPLICATION : MOORING

3 STRAND POLYESTER

3 STRAND POLYESTER 

DIAMETER: 4-32mm

DIAMETER (mm) 4 6 8 10 12 14 16 18

BREAK LOAD (kg) 529 951 1465 2570 3170 3930 4766 6600

WEIGHT (kg/100m) 1.21 2.73 4.80 7.85 10.9 14.9 19.4 24.6

The classic mooring line, Marlow’s 3 Strand is manufactured using the highest 
quality materials to produce a rope with perfect flexibility and firmness. 
Polyester wont degrade in UV and remains supple and strong even when wet.

APPLICATION : MOORING

HARDY HEMP

3 STRAND POLYPROPYLENE

Soft handling and a “hairy look and feel” mean this rope has the authentic 
look of natural fibre. However, being made from polypropylene, Hardy Hemp 
gives all the aesthetic qualities of natural fibre but with the benefits of modern 
technology – floats, non-rot, UV resistant.

DIAMETER: 6-24mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20 24

BREAK LOAD (kg) 390 640 1030 1470 2020 2870 3330 4470 5940

WEIGHT (kg/100m) 1.50 2.80 4.50 6.20 8.10 11.7 14.0 19.4 26.3

MULTIPLAIT NYLON

8 STRAND NYLON 

The classic anchor line, Multiplait has fantastic shock absorbing characteristics 
when anchoring in rough seas and is easily spliced to chain thanks to its 8 strand 
construction and special markers. Its soft flexible, unkinkable construction makes 
it perfect for easy stowage, whilst still maintaining excellent grip on the windlass.

DIAMETER: 12-32mm

APPLICATION : MOORING

DIAMETER (mm) 12 14 16 18 20 24 28 32

BREAK LOAD (kg) 3800 4670 6640 7270 9890 14370 18550 23930

WEIGHT (kg/100m) 9.40 12.9 16.6 21.0 26.0 37.3 51.0 66.4

3 STRAND NELSON

3 STRAND POLYPROPYLENE 

DIAMETER: 4-10mm

A tough, no nonsense 3 strand rope manufactured using staple polypropylene 
fibres. High grip, abrasion resistance and lightweight, Nelson makes a great 
easily spliced general purpose rope.

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18

BREAK LOAD (KG) 648 1145 1685 2387 3294 4072 5195

WEIGHT (kg/100m) 1.70 3.00 4.50 6.50 9.00 11.5 14.8

HALYARDS

HALYARDS

Low stretch and high abrasion resistance exactly where needed - at 
the choke, virtually eliminating friction generated failure.  The Nylon 
pendant gives high stretch in the standing part of the rope providing 
shock absorption to protect your hardware. This low stretch configuration 
combined with superior chafe resistance where needed is ideal for all craft, 
from runabouts to mega yachts.

NOR'EASTER MOORING PENDANT

D12 MOORING PENDANT WITH ARMOURCOAT

DIAMETER: 13mm - 24mm

APPLICATION : MOORING

TFH CHAFEGUARD

TUBULAR POLYESTER SLEEVE

Rubber lined with tough polyester cover, TFH Chafe Guard is tough, durable 
and ideal for spliced eye protection or adjustable protection on the rope itself 
to protect against abrasion from chocks, bitts, bollards and cleats.

DIAMETER: 19mm - 70mm

APPLICATION : MOORING

TUBE WIDTH FOR ROPE DIAMETERS

25mm 8mm, 10mm, 12mm

32mm 14mm, 16mm, 18mm

42mm 24mm, 22mm, 20mm

20 24 28 32

9230 11210 14640 18840

30.3 46.0 62.8 82.0

20 24 28 32

6264 8770 11556 14537

18.0 26.0 35.5 46.0

Nylon will stretch by about 20% at 50% of its breakload, compared with 
12% stretch for polyester at equivalent loads.  This high elongation, 
makes 3-strand nylon a good choice for anchor warps, mooring warps and 
mooring risers.  Care should be taken when choosing 3-strand nylon ropes 
through, as Nylon is susceptible to external environmental factors such as 
salt water and UV.

3 STRAND NYLON

3 STRAND NYLON

DIAMETER: 6mm - 32mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 860 1540 2400 3560 4850 5520 6900 8630

WEIGHT (kg/100m) 2.30 4.00 6.20 8.90 12.2 15.8 20.0 24.5

24 28 32

12400 16900 22080

35.5 48.5 63.0
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MOORING SERIES

3 STRAND PRE-STRETCHED

Strong, tough and low stretch, 3 Strand Pre-Stretched is easily spliced 
to wire and is a great traditional halyard. In addition, it’s hardwearing 
construction makes it a great low stretch, tough all-round rope.

DIAMETER: 3-12mm

3 STRAND POLYESTER | PRE-STRETCHED 

DIAMETER (mm) 3 4 5 6 8 10 12 14

BREAK LOAD (kg) 319 583 1030 1690 2180 2640 3340 4840

WEIGHT (kg/100m) 0.98 1.61 2.07 3.06 4.81 8.23 10.7 14.8

APPLICATION : MOORING

Same great benefits as the standard 3 Strand Pre-Stretched, but in a buff 
colour for a traditional “Natural Fibre” look.

3 STRAND BUFF POLYESTER PRE-STRETCHED

3 STRAND MATT POLYESTER 

DIAMETER: 8-16mm

DIAMETER (mm) 8 10 12 14 16

BREAK LOAD (kg) 1320 1500 2550 3110 3800

WEIGHT (kg/100m) 5.1 6.9 10.6 14.6 16.4

APPLICATION : MOORING

3 STRAND POLYESTER

3 STRAND POLYESTER 

DIAMETER: 4-32mm

DIAMETER (mm) 4 6 8 10 12 14 16 18

BREAK LOAD (kg) 529 951 1465 2570 3170 3930 4766 6600

WEIGHT (kg/100m) 1.21 2.73 4.80 7.85 10.9 14.9 19.4 24.6

The classic mooring line, Marlow’s 3 Strand is manufactured using the highest 
quality materials to produce a rope with perfect flexibility and firmness. 
Polyester wont degrade in UV and remains supple and strong even when wet.

APPLICATION : MOORING

HARDY HEMP

3 STRAND POLYPROPYLENE

Soft handling and a “hairy look and feel” mean this rope has the authentic 
look of natural fibre. However, being made from polypropylene, Hardy Hemp 
gives all the aesthetic qualities of natural fibre but with the benefits of modern 
technology – floats, non-rot, UV resistant.

DIAMETER: 6-24mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20 24

BREAK LOAD (kg) 390 640 1030 1470 2020 2870 3330 4470 5940

WEIGHT (kg/100m) 1.50 2.80 4.50 6.20 8.10 11.7 14.0 19.4 26.3

MULTIPLAIT NYLON

8 STRAND NYLON 

The classic anchor line, Multiplait has fantastic shock absorbing characteristics 
when anchoring in rough seas and is easily spliced to chain thanks to its 8 strand 
construction and special markers. Its soft flexible, unkinkable construction makes 
it perfect for easy stowage, whilst still maintaining excellent grip on the windlass.

DIAMETER: 12-32mm

APPLICATION : MOORING

DIAMETER (mm) 12 14 16 18 20 24 28 32

BREAK LOAD (kg) 3800 4670 6640 7270 9890 14370 18550 23930

WEIGHT (kg/100m) 9.40 12.9 16.6 21.0 26.0 37.3 51.0 66.4

3 STRAND NELSON

3 STRAND POLYPROPYLENE 

DIAMETER: 4-10mm

A tough, no nonsense 3 strand rope manufactured using staple polypropylene 
fibres. High grip, abrasion resistance and lightweight, Nelson makes a great 
easily spliced general purpose rope.

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18

BREAK LOAD (KG) 648 1145 1685 2387 3294 4072 5195

WEIGHT (kg/100m) 1.70 3.00 4.50 6.50 9.00 11.5 14.8

HALYARDS

HALYARDS

Low stretch and high abrasion resistance exactly where needed - at 
the choke, virtually eliminating friction generated failure.  The Nylon 
pendant gives high stretch in the standing part of the rope providing 
shock absorption to protect your hardware. This low stretch configuration 
combined with superior chafe resistance where needed is ideal for all craft, 
from runabouts to mega yachts.

NOR'EASTER MOORING PENDANT

D12 MOORING PENDANT WITH ARMOURCOAT

DIAMETER: 13mm - 24mm

APPLICATION : MOORING

TFH CHAFEGUARD

TUBULAR POLYESTER SLEEVE

Rubber lined with tough polyester cover, TFH Chafe Guard is tough, durable 
and ideal for spliced eye protection or adjustable protection on the rope itself 
to protect against abrasion from chocks, bitts, bollards and cleats.

DIAMETER: 19mm - 70mm

APPLICATION : MOORING

TUBE WIDTH FOR ROPE DIAMETERS

25mm 8mm, 10mm, 12mm

32mm 14mm, 16mm, 18mm

42mm 24mm, 22mm, 20mm

20 24 28 32

9230 11210 14640 18840

30.3 46.0 62.8 82.0

20 24 28 32

6264 8770 11556 14537

18.0 26.0 35.5 46.0

Nylon will stretch by about 20% at 50% of its breakload, compared with 
12% stretch for polyester at equivalent loads.  This high elongation, 
makes 3-strand nylon a good choice for anchor warps, mooring warps and 
mooring risers.  Care should be taken when choosing 3-strand nylon ropes 
through, as Nylon is susceptible to external environmental factors such as 
salt water and UV.

3 STRAND NYLON

3 STRAND NYLON

DIAMETER: 6mm - 32mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 860 1540 2400 3560 4850 5520 6900 8630

WEIGHT (kg/100m) 2.30 4.00 6.20 8.90 12.2 15.8 20.0 24.5

24 28 32

12400 16900 22080

35.5 48.5 63.0
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Size 
mm

Length 
(m)

White Navy Black Beige

4 100 MRAB0006 MRAA0033 MRAA0042

4 200 MRAB0007 MRAA0034 MRAA0043

6 100 MRAB0024 MRAA0087 MRAA0096

6 200 MRAB0025 MRAA0088 MRAA0097

8 100 MRAB0033 MRAA0141 MRAA0150

8 200 MRAB0034 MRAA0142 MRAA0151

10 100 MRAB0042 MRAA0168 MRAA0177

10 200 MRAB0043 MRAA0169 MRAA0178 MRAA0444

12 100 MRAB0051 MRAA0195 MRAA0204

12 200 MRAB0052 MRAA0196 MRAA0205 MRAA0443

14 100 MRAB0060 MRAA0222 MRAA0231

14 200 MRAB0061 MRAA0223 MRAA0232 MRAA0441

16 100 MRAB0069 MRAA0378 MRAA0308 MRAA0439

16 200 MRAB0070 MRAA0373 MRAA0309

3 Strand Polyester

MOORING SERIES

3 STRAND PRE-STRETCHED

Strong, tough and low stretch, 3 Strand Pre-Stretched is easily spliced 
to wire and is a great traditional halyard. In addition, it’s hardwearing 
construction makes it a great low stretch, tough all-round rope.

DIAMETER: 3-12mm

3 STRAND POLYESTER | PRE-STRETCHED 

DIAMETER (mm) 3 4 5 6 8 10 12 14

BREAK LOAD (kg) 319 583 1030 1690 2180 2640 3340 4840

WEIGHT (kg/100m) 0.98 1.61 2.07 3.06 4.81 8.23 10.7 14.8

APPLICATION : MOORING

Same great benefits as the standard 3 Strand Pre-Stretched, but in a buff 
colour for a traditional “Natural Fibre” look.

3 STRAND BUFF POLYESTER PRE-STRETCHED

3 STRAND MATT POLYESTER 

DIAMETER: 8-16mm

DIAMETER (mm) 8 10 12 14 16

BREAK LOAD (kg) 1320 1500 2550 3110 3800

WEIGHT (kg/100m) 5.1 6.9 10.6 14.6 16.4

APPLICATION : MOORING

3 STRAND POLYESTER

3 STRAND POLYESTER 

DIAMETER: 4-32mm

DIAMETER (mm) 4 6 8 10 12 14 16 18

BREAK LOAD (kg) 529 951 1465 2570 3170 3930 4766 6600

WEIGHT (kg/100m) 1.21 2.73 4.80 7.85 10.9 14.9 19.4 24.6

The classic mooring line, Marlow’s 3 Strand is manufactured using the highest 
quality materials to produce a rope with perfect flexibility and firmness. 
Polyester wont degrade in UV and remains supple and strong even when wet.

APPLICATION : MOORING

HARDY HEMP

3 STRAND POLYPROPYLENE

Soft handling and a “hairy look and feel” mean this rope has the authentic 
look of natural fibre. However, being made from polypropylene, Hardy Hemp 
gives all the aesthetic qualities of natural fibre but with the benefits of modern 
technology – floats, non-rot, UV resistant.

DIAMETER: 6-24mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20 24

BREAK LOAD (kg) 390 640 1030 1470 2020 2870 3330 4470 5940

WEIGHT (kg/100m) 1.50 2.80 4.50 6.20 8.10 11.7 14.0 19.4 26.3

MULTIPLAIT NYLON

8 STRAND NYLON 

The classic anchor line, Multiplait has fantastic shock absorbing characteristics 
when anchoring in rough seas and is easily spliced to chain thanks to its 8 strand 
construction and special markers. Its soft flexible, unkinkable construction makes 
it perfect for easy stowage, whilst still maintaining excellent grip on the windlass.

DIAMETER: 12-32mm

APPLICATION : MOORING

DIAMETER (mm) 12 14 16 18 20 24 28 32

BREAK LOAD (kg) 3800 4670 6640 7270 9890 14370 18550 23930

WEIGHT (kg/100m) 9.40 12.9 16.6 21.0 26.0 37.3 51.0 66.4

3 STRAND NELSON

3 STRAND POLYPROPYLENE 

DIAMETER: 4-10mm

A tough, no nonsense 3 strand rope manufactured using staple polypropylene 
fibres. High grip, abrasion resistance and lightweight, Nelson makes a great 
easily spliced general purpose rope.

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18

BREAK LOAD (KG) 648 1145 1685 2387 3294 4072 5195

WEIGHT (kg/100m) 1.70 3.00 4.50 6.50 9.00 11.5 14.8

HALYARDS

HALYARDS

Low stretch and high abrasion resistance exactly where needed - at 
the choke, virtually eliminating friction generated failure.  The Nylon 
pendant gives high stretch in the standing part of the rope providing 
shock absorption to protect your hardware. This low stretch configuration 
combined with superior chafe resistance where needed is ideal for all craft, 
from runabouts to mega yachts.

NOR'EASTER MOORING PENDANT

D12 MOORING PENDANT WITH ARMOURCOAT

DIAMETER: 13mm - 24mm

APPLICATION : MOORING

TFH CHAFEGUARD

TUBULAR POLYESTER SLEEVE

Rubber lined with tough polyester cover, TFH Chafe Guard is tough, durable 
and ideal for spliced eye protection or adjustable protection on the rope itself 
to protect against abrasion from chocks, bitts, bollards and cleats.

DIAMETER: 19mm - 70mm

APPLICATION : MOORING

TUBE WIDTH FOR ROPE DIAMETERS

25mm 8mm, 10mm, 12mm

32mm 14mm, 16mm, 18mm

42mm 24mm, 22mm, 20mm

20 24 28 32

9230 11210 14640 18840

30.3 46.0 62.8 82.0

20 24 28 32

6264 8770 11556 14537

18.0 26.0 35.5 46.0

Nylon will stretch by about 20% at 50% of its breakload, compared with 
12% stretch for polyester at equivalent loads.  This high elongation, 
makes 3-strand nylon a good choice for anchor warps, mooring warps and 
mooring risers.  Care should be taken when choosing 3-strand nylon ropes 
through, as Nylon is susceptible to external environmental factors such as 
salt water and UV.

3 STRAND NYLON

3 STRAND NYLON

DIAMETER: 6mm - 32mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 860 1540 2400 3560 4850 5520 6900 8630

WEIGHT (kg/100m) 2.30 4.00 6.20 8.90 12.2 15.8 20.0 24.5

24 28 32

12400 16900 22080

35.5 48.5 63.0
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Victory MARLOW ROPES
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Size 
mm

Length 
(m)

Beige

6 100 MRBY0006

6 200 MRBY0007

8 100 MRBY0015

8 200 MRBY0016

10 100 MRBY0024

10 200 MRBY0025

12 100 MRBY0033

12 200 MRBY0034

14 100 MRBY0042

14 200 MRBY0043

16 100 MRBY0051

16 200 MRBY0052

Hardy Hemp

MOORING SERIES

3 STRAND PRE-STRETCHED

Strong, tough and low stretch, 3 Strand Pre-Stretched is easily spliced 
to wire and is a great traditional halyard. In addition, it’s hardwearing 
construction makes it a great low stretch, tough all-round rope.

DIAMETER: 3-12mm

3 STRAND POLYESTER | PRE-STRETCHED 

DIAMETER (mm) 3 4 5 6 8 10 12 14

BREAK LOAD (kg) 319 583 1030 1690 2180 2640 3340 4840

WEIGHT (kg/100m) 0.98 1.61 2.07 3.06 4.81 8.23 10.7 14.8

APPLICATION : MOORING

Same great benefits as the standard 3 Strand Pre-Stretched, but in a buff 
colour for a traditional “Natural Fibre” look.

3 STRAND BUFF POLYESTER PRE-STRETCHED

3 STRAND MATT POLYESTER 

DIAMETER: 8-16mm

DIAMETER (mm) 8 10 12 14 16

BREAK LOAD (kg) 1320 1500 2550 3110 3800

WEIGHT (kg/100m) 5.1 6.9 10.6 14.6 16.4

APPLICATION : MOORING

3 STRAND POLYESTER

3 STRAND POLYESTER 

DIAMETER: 4-32mm

DIAMETER (mm) 4 6 8 10 12 14 16 18

BREAK LOAD (kg) 529 951 1465 2570 3170 3930 4766 6600

WEIGHT (kg/100m) 1.21 2.73 4.80 7.85 10.9 14.9 19.4 24.6

The classic mooring line, Marlow’s 3 Strand is manufactured using the highest 
quality materials to produce a rope with perfect flexibility and firmness. 
Polyester wont degrade in UV and remains supple and strong even when wet.

APPLICATION : MOORING

HARDY HEMP

3 STRAND POLYPROPYLENE

Soft handling and a “hairy look and feel” mean this rope has the authentic 
look of natural fibre. However, being made from polypropylene, Hardy Hemp 
gives all the aesthetic qualities of natural fibre but with the benefits of modern 
technology – floats, non-rot, UV resistant.

DIAMETER: 6-24mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20 24

BREAK LOAD (kg) 390 640 1030 1470 2020 2870 3330 4470 5940

WEIGHT (kg/100m) 1.50 2.80 4.50 6.20 8.10 11.7 14.0 19.4 26.3

MULTIPLAIT NYLON

8 STRAND NYLON 

The classic anchor line, Multiplait has fantastic shock absorbing characteristics 
when anchoring in rough seas and is easily spliced to chain thanks to its 8 strand 
construction and special markers. Its soft flexible, unkinkable construction makes 
it perfect for easy stowage, whilst still maintaining excellent grip on the windlass.

DIAMETER: 12-32mm

APPLICATION : MOORING

DIAMETER (mm) 12 14 16 18 20 24 28 32

BREAK LOAD (kg) 3800 4670 6640 7270 9890 14370 18550 23930

WEIGHT (kg/100m) 9.40 12.9 16.6 21.0 26.0 37.3 51.0 66.4

3 STRAND NELSON

3 STRAND POLYPROPYLENE 

DIAMETER: 4-10mm

A tough, no nonsense 3 strand rope manufactured using staple polypropylene 
fibres. High grip, abrasion resistance and lightweight, Nelson makes a great 
easily spliced general purpose rope.

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18

BREAK LOAD (KG) 648 1145 1685 2387 3294 4072 5195

WEIGHT (kg/100m) 1.70 3.00 4.50 6.50 9.00 11.5 14.8

HALYARDS

HALYARDS

Low stretch and high abrasion resistance exactly where needed - at 
the choke, virtually eliminating friction generated failure.  The Nylon 
pendant gives high stretch in the standing part of the rope providing 
shock absorption to protect your hardware. This low stretch configuration 
combined with superior chafe resistance where needed is ideal for all craft, 
from runabouts to mega yachts.

NOR'EASTER MOORING PENDANT

D12 MOORING PENDANT WITH ARMOURCOAT

DIAMETER: 13mm - 24mm

APPLICATION : MOORING

TFH CHAFEGUARD

TUBULAR POLYESTER SLEEVE

Rubber lined with tough polyester cover, TFH Chafe Guard is tough, durable 
and ideal for spliced eye protection or adjustable protection on the rope itself 
to protect against abrasion from chocks, bitts, bollards and cleats.

DIAMETER: 19mm - 70mm

APPLICATION : MOORING

TUBE WIDTH FOR ROPE DIAMETERS

25mm 8mm, 10mm, 12mm

32mm 14mm, 16mm, 18mm

42mm 24mm, 22mm, 20mm

20 24 28 32

9230 11210 14640 18840

30.3 46.0 62.8 82.0

20 24 28 32

6264 8770 11556 14537

18.0 26.0 35.5 46.0

Nylon will stretch by about 20% at 50% of its breakload, compared with 
12% stretch for polyester at equivalent loads.  This high elongation, 
makes 3-strand nylon a good choice for anchor warps, mooring warps and 
mooring risers.  Care should be taken when choosing 3-strand nylon ropes 
through, as Nylon is susceptible to external environmental factors such as 
salt water and UV.

3 STRAND NYLON

3 STRAND NYLON

DIAMETER: 6mm - 32mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 860 1540 2400 3560 4850 5520 6900 8630

WEIGHT (kg/100m) 2.30 4.00 6.20 8.90 12.2 15.8 20.0 24.5

24 28 32

12400 16900 22080

35.5 48.5 63.0
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Size 
mm

Length 
(m)

White Navy

12 100 MRGC0024 MRGC0146

12 200 MRGC0025 MRGC0147

14 100 MRGC0033 MRGC0167

14 200 MRGC0034 MRGC0168

16 100 MRGC0042 MRGC0148

16 200 MRGC0043 MRGC0149

Size 
mm

Length 
(m)

White

6 100 MRCC0023

6 200 MRCC0024

8 100 MRCC0043

8 200 MRCC0046

10 100 MRCC0054

10 200 MRCC0055

12 100 MRCC0064

12 200 MRCC0065

14 100 MRCC0075

14 200 MRCC0076

16 100 MRCC0084

16 200 MRCC0086

Multiplait Nylon

3 Strand Nylon

MOORING SERIES

3 STRAND PRE-STRETCHED

Strong, tough and low stretch, 3 Strand Pre-Stretched is easily spliced 
to wire and is a great traditional halyard. In addition, it’s hardwearing 
construction makes it a great low stretch, tough all-round rope.

DIAMETER: 3-12mm

3 STRAND POLYESTER | PRE-STRETCHED 

DIAMETER (mm) 3 4 5 6 8 10 12 14

BREAK LOAD (kg) 319 583 1030 1690 2180 2640 3340 4840

WEIGHT (kg/100m) 0.98 1.61 2.07 3.06 4.81 8.23 10.7 14.8

APPLICATION : MOORING

Same great benefits as the standard 3 Strand Pre-Stretched, but in a buff 
colour for a traditional “Natural Fibre” look.

3 STRAND BUFF POLYESTER PRE-STRETCHED

3 STRAND MATT POLYESTER 

DIAMETER: 8-16mm

DIAMETER (mm) 8 10 12 14 16

BREAK LOAD (kg) 1320 1500 2550 3110 3800

WEIGHT (kg/100m) 5.1 6.9 10.6 14.6 16.4

APPLICATION : MOORING

3 STRAND POLYESTER

3 STRAND POLYESTER 

DIAMETER: 4-32mm

DIAMETER (mm) 4 6 8 10 12 14 16 18

BREAK LOAD (kg) 529 951 1465 2570 3170 3930 4766 6600

WEIGHT (kg/100m) 1.21 2.73 4.80 7.85 10.9 14.9 19.4 24.6

The classic mooring line, Marlow’s 3 Strand is manufactured using the highest 
quality materials to produce a rope with perfect flexibility and firmness. 
Polyester wont degrade in UV and remains supple and strong even when wet.

APPLICATION : MOORING

HARDY HEMP

3 STRAND POLYPROPYLENE

Soft handling and a “hairy look and feel” mean this rope has the authentic 
look of natural fibre. However, being made from polypropylene, Hardy Hemp 
gives all the aesthetic qualities of natural fibre but with the benefits of modern 
technology – floats, non-rot, UV resistant.

DIAMETER: 6-24mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20 24

BREAK LOAD (kg) 390 640 1030 1470 2020 2870 3330 4470 5940

WEIGHT (kg/100m) 1.50 2.80 4.50 6.20 8.10 11.7 14.0 19.4 26.3

MULTIPLAIT NYLON

8 STRAND NYLON 

The classic anchor line, Multiplait has fantastic shock absorbing characteristics 
when anchoring in rough seas and is easily spliced to chain thanks to its 8 strand 
construction and special markers. Its soft flexible, unkinkable construction makes 
it perfect for easy stowage, whilst still maintaining excellent grip on the windlass.

DIAMETER: 12-32mm

APPLICATION : MOORING

DIAMETER (mm) 12 14 16 18 20 24 28 32

BREAK LOAD (kg) 3800 4670 6640 7270 9890 14370 18550 23930

WEIGHT (kg/100m) 9.40 12.9 16.6 21.0 26.0 37.3 51.0 66.4

3 STRAND NELSON

3 STRAND POLYPROPYLENE 

DIAMETER: 4-10mm

A tough, no nonsense 3 strand rope manufactured using staple polypropylene 
fibres. High grip, abrasion resistance and lightweight, Nelson makes a great 
easily spliced general purpose rope.

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18

BREAK LOAD (KG) 648 1145 1685 2387 3294 4072 5195

WEIGHT (kg/100m) 1.70 3.00 4.50 6.50 9.00 11.5 14.8

HALYARDS

HALYARDS

Low stretch and high abrasion resistance exactly where needed - at 
the choke, virtually eliminating friction generated failure.  The Nylon 
pendant gives high stretch in the standing part of the rope providing 
shock absorption to protect your hardware. This low stretch configuration 
combined with superior chafe resistance where needed is ideal for all craft, 
from runabouts to mega yachts.

NOR'EASTER MOORING PENDANT

D12 MOORING PENDANT WITH ARMOURCOAT

DIAMETER: 13mm - 24mm

APPLICATION : MOORING

TFH CHAFEGUARD

TUBULAR POLYESTER SLEEVE

Rubber lined with tough polyester cover, TFH Chafe Guard is tough, durable 
and ideal for spliced eye protection or adjustable protection on the rope itself 
to protect against abrasion from chocks, bitts, bollards and cleats.

DIAMETER: 19mm - 70mm

APPLICATION : MOORING

TUBE WIDTH FOR ROPE DIAMETERS

25mm 8mm, 10mm, 12mm

32mm 14mm, 16mm, 18mm

42mm 24mm, 22mm, 20mm

20 24 28 32

9230 11210 14640 18840

30.3 46.0 62.8 82.0

20 24 28 32

6264 8770 11556 14537

18.0 26.0 35.5 46.0

Nylon will stretch by about 20% at 50% of its breakload, compared with 
12% stretch for polyester at equivalent loads.  This high elongation, 
makes 3-strand nylon a good choice for anchor warps, mooring warps and 
mooring risers.  Care should be taken when choosing 3-strand nylon ropes 
through, as Nylon is susceptible to external environmental factors such as 
salt water and UV.

3 STRAND NYLON

3 STRAND NYLON

DIAMETER: 6mm - 32mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 860 1540 2400 3560 4850 5520 6900 8630

WEIGHT (kg/100m) 2.30 4.00 6.20 8.90 12.2 15.8 20.0 24.5

24 28 32

12400 16900 22080

35.5 48.5 63.0
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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MOORING SERIES

3 STRAND PRE-STRETCHED

Strong, tough and low stretch, 3 Strand Pre-Stretched is easily spliced 
to wire and is a great traditional halyard. In addition, it’s hardwearing 
construction makes it a great low stretch, tough all-round rope.

DIAMETER: 3-12mm

3 STRAND POLYESTER | PRE-STRETCHED 

DIAMETER (mm) 3 4 5 6 8 10 12 14

BREAK LOAD (kg) 319 583 1030 1690 2180 2640 3340 4840

WEIGHT (kg/100m) 0.98 1.61 2.07 3.06 4.81 8.23 10.7 14.8

APPLICATION : MOORING

Same great benefits as the standard 3 Strand Pre-Stretched, but in a buff 
colour for a traditional “Natural Fibre” look.

3 STRAND BUFF POLYESTER PRE-STRETCHED

3 STRAND MATT POLYESTER 

DIAMETER: 8-16mm

DIAMETER (mm) 8 10 12 14 16

BREAK LOAD (kg) 1320 1500 2550 3110 3800

WEIGHT (kg/100m) 5.1 6.9 10.6 14.6 16.4

APPLICATION : MOORING

3 STRAND POLYESTER

3 STRAND POLYESTER 

DIAMETER: 4-32mm

DIAMETER (mm) 4 6 8 10 12 14 16 18

BREAK LOAD (kg) 529 951 1465 2570 3170 3930 4766 6600

WEIGHT (kg/100m) 1.21 2.73 4.80 7.85 10.9 14.9 19.4 24.6

The classic mooring line, Marlow’s 3 Strand is manufactured using the highest 
quality materials to produce a rope with perfect flexibility and firmness. 
Polyester wont degrade in UV and remains supple and strong even when wet.

APPLICATION : MOORING

HARDY HEMP

3 STRAND POLYPROPYLENE

Soft handling and a “hairy look and feel” mean this rope has the authentic 
look of natural fibre. However, being made from polypropylene, Hardy Hemp 
gives all the aesthetic qualities of natural fibre but with the benefits of modern 
technology – floats, non-rot, UV resistant.

DIAMETER: 6-24mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20 24

BREAK LOAD (kg) 390 640 1030 1470 2020 2870 3330 4470 5940

WEIGHT (kg/100m) 1.50 2.80 4.50 6.20 8.10 11.7 14.0 19.4 26.3

MULTIPLAIT NYLON

8 STRAND NYLON 

The classic anchor line, Multiplait has fantastic shock absorbing characteristics 
when anchoring in rough seas and is easily spliced to chain thanks to its 8 strand 
construction and special markers. Its soft flexible, unkinkable construction makes 
it perfect for easy stowage, whilst still maintaining excellent grip on the windlass.

DIAMETER: 12-32mm

APPLICATION : MOORING

DIAMETER (mm) 12 14 16 18 20 24 28 32

BREAK LOAD (kg) 3800 4670 6640 7270 9890 14370 18550 23930

WEIGHT (kg/100m) 9.40 12.9 16.6 21.0 26.0 37.3 51.0 66.4

3 STRAND NELSON

3 STRAND POLYPROPYLENE 

DIAMETER: 4-10mm

A tough, no nonsense 3 strand rope manufactured using staple polypropylene 
fibres. High grip, abrasion resistance and lightweight, Nelson makes a great 
easily spliced general purpose rope.

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18

BREAK LOAD (KG) 648 1145 1685 2387 3294 4072 5195

WEIGHT (kg/100m) 1.70 3.00 4.50 6.50 9.00 11.5 14.8

HALYARDS

HALYARDS

Low stretch and high abrasion resistance exactly where needed - at 
the choke, virtually eliminating friction generated failure.  The Nylon 
pendant gives high stretch in the standing part of the rope providing 
shock absorption to protect your hardware. This low stretch configuration 
combined with superior chafe resistance where needed is ideal for all craft, 
from runabouts to mega yachts.

NOR'EASTER MOORING PENDANT

D12 MOORING PENDANT WITH ARMOURCOAT

DIAMETER: 13mm - 24mm

APPLICATION : MOORING

TFH CHAFEGUARD

TUBULAR POLYESTER SLEEVE

Rubber lined with tough polyester cover, TFH Chafe Guard is tough, durable 
and ideal for spliced eye protection or adjustable protection on the rope itself 
to protect against abrasion from chocks, bitts, bollards and cleats.

DIAMETER: 19mm - 70mm

APPLICATION : MOORING

TUBE WIDTH FOR ROPE DIAMETERS

25mm 8mm, 10mm, 12mm

32mm 14mm, 16mm, 18mm

42mm 24mm, 22mm, 20mm

20 24 28 32

9230 11210 14640 18840

30.3 46.0 62.8 82.0

20 24 28 32

6264 8770 11556 14537

18.0 26.0 35.5 46.0

Nylon will stretch by about 20% at 50% of its breakload, compared with 
12% stretch for polyester at equivalent loads.  This high elongation, 
makes 3-strand nylon a good choice for anchor warps, mooring warps and 
mooring risers.  Care should be taken when choosing 3-strand nylon ropes 
through, as Nylon is susceptible to external environmental factors such as 
salt water and UV.

3 STRAND NYLON

3 STRAND NYLON

DIAMETER: 6mm - 32mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 860 1540 2400 3560 4850 5520 6900 8630

WEIGHT (kg/100m) 2.30 4.00 6.20 8.90 12.2 15.8 20.0 24.5

24 28 32

12400 16900 22080

35.5 48.5 63.0
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VictoryMARLOW ROPES

For the most up to date product information, visit   www.victory-products.com

EXTREME SERIES

EXTREME SPORTS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Polyester option for windsurf down hauls and out hauls, grips well in 
cleats and provides good abrasion resistance. 

DIAMETER: 4-8mm

APPLICATION :

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

The first and still the best line specifically designed for use on windsurf 
down hauls and out hauls. High strength and great durability, Formuline 
is the perfect diameter to fit most rigs and won't let you down.

FORMULINE

12 STRAND TIGHTLY BRAIDED DYNEEMA® SK78 

DIAMETER: 3.8-4.5mm

DIAMETER (mm) 3.8 4.5 4.8

BREAK LOAD (kg) 619 700 700

WEIGHT (kg/100m) 0.89 1.20 1.69

APPLICATION :

KITELINE RACE

Kiteline Race offers great durability and strength even when lines  
are crossed.

12 STRAND DYNEEMA® SK99

DIAMETER: 1.3mm & 1.5mm

DIAMETER (mm) 1.3 1.5

BREAK LOAD (kg) 270 360

WEIGHT (kg/100m) 0.14 0.18

APPLICATION :

EXCEL D12

Lightweight, high-stength Excel D12 can be used by windsurfers as auxiliary 
lines and lightweight harness lines and by kitesurfers for leader lines and 
depower lines

DIAMETER: 2.5-7mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION :

FORMULA-X

6 PLAIT DYNEEMA® SK78

Formula-X was developed for windsurf down haul ratchet systems. 
Textured surface grips in ratchets perfectly.

DIAMETER: 3.8mm

WINDSURFER RATCHET DOWN HAULS | DE-POWERAPPLICATION :

DIAMETER (mm) 3.8

BREAK LOAD (kg) 619

WEIGHT (kg/100m) 0.89

 Larger diameter adds safety factor for extreme freestyle and wave riding. 
Improved durability when lines are crossed. Low stretch line removes any 
need for further adjustment with new lines.

KITELINE FREESTYLE

DIAMETER (mm) 1.8

BREAK LOAD (kg) 455

WEIGHT (kg/100m) 0.24

APPLICATION :

12 STRAND DYNEEMA® SK78
DIAMETER: 1.8mm

OUTHAULS | DOWN HAULS | DE-POWER

PIG-TAILS | DE-POWER | LEADERS | BRIDLE

OUTHAULS | DOWN HAULS | LEADERS

KITELINES

KITELINES

NOW AVAILABLE IN BLACK DYNEEMA®

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

KITELINE RETAIL DISPLAYS NOW AVAILABLE!
SEE PAGE 49 FOR FURTHER DETAILS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING
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MOORING SERIES

CUSTOM DOCKLINES
Fore and Aft Spring lines stop forwards and backwards movement of the 
boat on its mooring.

SPRING LINES LENGTH = 3/4 X OVER ALL BOAT LENGTH

 
Stern lines stop the stern of the boat moving out, away from the dock

STERN LINE LENGTHS = 1 1/2 TO 2 X BEAM OF THE BOAT

Bow Lines stop the bow of the boat moving out, away from the dock

BOW LINE LENGTHS = 1 1/2 X BEAM OF THE BOAT

 
Always inspect your lines regularly for signs of wear. Polyester has good 
shock absorbing characteristics but areas vulnerable to chafe should be 
protected with a piece of rubber hose or leather.

MARINA GRANDE DOCKLINE

12 STRAND POLYESTER CORE | 24 PLAIT OPTI-TWIST COVER 

The All New Marina Grande has been engineered using our Opti-Twist 
yarn process as found in our Superyacht Mooring Lines. Opti-Twist 
provides outstanding abrasion and shock absorbing properties whilst being 
comfortable to handle and remaining supple, even after long exposure to 
water and the elements. This 100% polyester mooring rope will not suffer 
from shrinkage, strength loss or UV degradation like nylon ropes.

DIAMETER: 18-20mm

DIAMETER (mm) 18 20

BREAK LOAD (kg) 6420 6790

WEIGHT (kg/100m) 22.5 25.0

APPLICATION : MOORING

Our factory-spliced docklines have a 50cm spliced eye protected with 
polyester tubular webbing. Whipped at the other end and supplied in a 
neat reusable bag, Pre-spliced Docklines are available in a range of standard 
lengths and diameters.

PRE SPLICED DOCKLINES

MARLOW DOCKLINE WITH 50CM FACTORY SPLICED EYE. WHIPPED OTHER END

APPLICATION : MOORING

DIAMETER (mm) 12 12 14 14 16 16 16

LENGTH (m) 6 8 8 10 10 12 15

DIAMETER: 12-20mm

DOCKLINE

Extremely soft on the hands, Dockline now has a polyester core and cover, 
meaning issues from shrinkage and strength loss are eliminated. Thanks to 
its construction, Dockline is easy to splice, exhibits good shock absorbing 
properties and remains soft and flexible at all times.

APPLICATION : MOORING

DIAMETER: 12-20mm

DIAMETER (mm) 12 14 16 18 20

BREAK LOAD (kg) 3420 5060 7250 8010 9490

WEIGHT (kg/100m) 9.9 14.2 16.8 22.0 24.0

SPRING LINES = 3/4 X L OVER ALL
STERN LINES  = 1 1/2 TO 2 X BEAM
BOW LINES    = 1 1/2 X BEAM

ANCHOR LINES
Aim to use chain between the Anchor and the Line. This will help gain a 
good catenary angle and help dig it in, reducing the effect of pitching 
and tugging and protecting the line from the seabed and abrasion.
 
Remember when selecting the size of line for an anchor warp, nylon is 
ideal at absorbing shock loads but it will have some strength reduction 
when wet. 
 
Have enough line on board to provide scope for at least 7 x the max 
depth of water expected. In heavy weather when the boat is pitching 
and tugging, 10 x the depth of water may be needed. 

12 STRAND POLYESTER CORE | 24 PLAIT POLYESTER COVER 

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.
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100% polyester line for flag halyards and burgees. Also used as leach 
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assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.
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ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48

HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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(61cm / 24”).
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100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.
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lines, and whipping large diameter ropes as well as decorative lashings.
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strong and low stretch webbing for Toe Straps on dinghy’s and 
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38mm wide Polyester webbing available in white. Light weight and ideal 
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Knotted white nylon netting. Handy 
Tip – measure the distance the 
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strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.
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Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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perfect for those heavy duty jobs.
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for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.
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8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.
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Marstron is ideal for rescue throw lines, tow ropes and painters.
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assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.
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All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.
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JACK STAY
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strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING
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POLYESTER COVER | RUBBER CORES
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Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.
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BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48

JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48

HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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Size 
mm

Length 
(m)

Black Blue Navy White

12 6 MRWTG009 MRWTG018 MRWTG000 MRWTG027

12 8 MRWTG010 MRWTG019 MRWTG001 MRWTG028

14 8 MRWTG012 MRWTG021 MRWTG003 MRWTG030

14 10 MRWTG013 MRWTG022 MRWTG004 MRWTG031

16 10 MRWTG015 MRWTG024 MRWTG006 MRWTG033

16 12 MRWTG016 MRWTG025 MRWTG007 MRWTG034

Pre-Spliced Docklines

EXTREME SERIES

EXTREME SPORTS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Polyester option for windsurf down hauls and out hauls, grips well in 
cleats and provides good abrasion resistance. 

DIAMETER: 4-8mm

APPLICATION :

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

The first and still the best line specifically designed for use on windsurf 
down hauls and out hauls. High strength and great durability, Formuline 
is the perfect diameter to fit most rigs and won't let you down.

FORMULINE

12 STRAND TIGHTLY BRAIDED DYNEEMA® SK78 

DIAMETER: 3.8-4.5mm

DIAMETER (mm) 3.8 4.5 4.8

BREAK LOAD (kg) 619 700 700

WEIGHT (kg/100m) 0.89 1.20 1.69

APPLICATION :

KITELINE RACE

Kiteline Race offers great durability and strength even when lines  
are crossed.

12 STRAND DYNEEMA® SK99

DIAMETER: 1.3mm & 1.5mm

DIAMETER (mm) 1.3 1.5

BREAK LOAD (kg) 270 360

WEIGHT (kg/100m) 0.14 0.18

APPLICATION :

EXCEL D12

Lightweight, high-stength Excel D12 can be used by windsurfers as auxiliary 
lines and lightweight harness lines and by kitesurfers for leader lines and 
depower lines

DIAMETER: 2.5-7mm

12 STRAND DYNEEMA® SK78 - ALSO AVAILABLE IN SK99 FOR 
HIGHER STRENGTH

APPLICATION :

FORMULA-X

6 PLAIT DYNEEMA® SK78

Formula-X was developed for windsurf down haul ratchet systems. 
Textured surface grips in ratchets perfectly.

DIAMETER: 3.8mm

WINDSURFER RATCHET DOWN HAULS | DE-POWERAPPLICATION :

DIAMETER (mm) 3.8

BREAK LOAD (kg) 619

WEIGHT (kg/100m) 0.89

 Larger diameter adds safety factor for extreme freestyle and wave riding. 
Improved durability when lines are crossed. Low stretch line removes any 
need for further adjustment with new lines.

KITELINE FREESTYLE

DIAMETER (mm) 1.8

BREAK LOAD (kg) 455

WEIGHT (kg/100m) 0.24

APPLICATION :

12 STRAND DYNEEMA® SK78
DIAMETER: 1.8mm

OUTHAULS | DOWN HAULS | DE-POWER

PIG-TAILS | DE-POWER | LEADERS | BRIDLE

OUTHAULS | DOWN HAULS | LEADERS

KITELINES

KITELINES

NOW AVAILABLE IN BLACK DYNEEMA®

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 569 995 2060 2360 3490 5360

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

DIAMETER (mm) 2.5 3 4 5 6 7

BREAK LOAD (kg) 677 1180 2450 2800 4150 6380

WEIGHT (kg/100m) 0.37 0.53 0.98 1.28 1.77 2.80

SK78:

SK99:

KITELINE RETAIL DISPLAYS NOW AVAILABLE!
SEE PAGE 49 FOR FURTHER DETAILS

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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MOORING SERIES

CUSTOM DOCKLINES
Fore and Aft Spring lines stop forwards and backwards movement of the 
boat on its mooring.

SPRING LINES LENGTH = 3/4 X OVER ALL BOAT LENGTH

 
Stern lines stop the stern of the boat moving out, away from the dock

STERN LINE LENGTHS = 1 1/2 TO 2 X BEAM OF THE BOAT

Bow Lines stop the bow of the boat moving out, away from the dock

BOW LINE LENGTHS = 1 1/2 X BEAM OF THE BOAT

 
Always inspect your lines regularly for signs of wear. Polyester has good 
shock absorbing characteristics but areas vulnerable to chafe should be 
protected with a piece of rubber hose or leather.

MARINA GRANDE DOCKLINE

12 STRAND POLYESTER CORE | 24 PLAIT OPTI-TWIST COVER 

The All New Marina Grande has been engineered using our Opti-Twist 
yarn process as found in our Superyacht Mooring Lines. Opti-Twist 
provides outstanding abrasion and shock absorbing properties whilst being 
comfortable to handle and remaining supple, even after long exposure to 
water and the elements. This 100% polyester mooring rope will not suffer 
from shrinkage, strength loss or UV degradation like nylon ropes.

DIAMETER: 18-20mm

DIAMETER (mm) 18 20

BREAK LOAD (kg) 6420 6790

WEIGHT (kg/100m) 22.5 25.0

APPLICATION : MOORING

Our factory-spliced docklines have a 50cm spliced eye protected with 
polyester tubular webbing. Whipped at the other end and supplied in a 
neat reusable bag, Pre-spliced Docklines are available in a range of standard 
lengths and diameters.

PRE SPLICED DOCKLINES

MARLOW DOCKLINE WITH 50CM FACTORY SPLICED EYE. WHIPPED OTHER END

APPLICATION : MOORING

DIAMETER (mm) 12 12 14 14 16 16 16

LENGTH (m) 6 8 8 10 10 12 15

DIAMETER: 12-20mm

DOCKLINE

Extremely soft on the hands, Dockline now has a polyester core and cover, 
meaning issues from shrinkage and strength loss are eliminated. Thanks to 
its construction, Dockline is easy to splice, exhibits good shock absorbing 
properties and remains soft and flexible at all times.

APPLICATION : MOORING

DIAMETER: 12-20mm

DIAMETER (mm) 12 14 16 18 20

BREAK LOAD (kg) 3420 5060 7250 8010 9490

WEIGHT (kg/100m) 9.9 14.2 16.8 22.0 24.0

SPRING LINES = 3/4 X L OVER ALL
STERN LINES  = 1 1/2 TO 2 X BEAM
BOW LINES    = 1 1/2 X BEAM

ANCHOR LINES
Aim to use chain between the Anchor and the Line. This will help gain a 
good catenary angle and help dig it in, reducing the effect of pitching 
and tugging and protecting the line from the seabed and abrasion.
 
Remember when selecting the size of line for an anchor warp, nylon is 
ideal at absorbing shock loads but it will have some strength reduction 
when wet. 
 
Have enough line on board to provide scope for at least 7 x the max 
depth of water expected. In heavy weather when the boat is pitching 
and tugging, 10 x the depth of water may be needed. 

12 STRAND POLYESTER CORE | 24 PLAIT POLYESTER COVER 

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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Size 
mm

Length 
(m)

Red Blue Black

50 50 MRBBA002 MRBBA000 MRBBA001

Size 
mm

Length 
(m)

Blue

25 50 MRBBB000

JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
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38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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Jackstay WebbingToestrap Webbing

50mm wide polyester webing available in 3 strong colours. Tough, strong and 
low sretch webbing for Toe Straps on dinghy's and sports boats.

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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MOORING SERIES

3 STRAND PRE-STRETCHED

Strong, tough and low stretch, 3 Strand Pre-Stretched is easily spliced 
to wire and is a great traditional halyard. In addition, it’s hardwearing 
construction makes it a great low stretch, tough all-round rope.

DIAMETER: 3-12mm

3 STRAND POLYESTER | PRE-STRETCHED 

DIAMETER (mm) 3 4 5 6 8 10 12 14

BREAK LOAD (kg) 319 583 1030 1690 2180 2640 3340 4840

WEIGHT (kg/100m) 0.98 1.61 2.07 3.06 4.81 8.23 10.7 14.8

APPLICATION : MOORING

Same great benefits as the standard 3 Strand Pre-Stretched, but in a buff 
colour for a traditional “Natural Fibre” look.

3 STRAND BUFF POLYESTER PRE-STRETCHED

3 STRAND MATT POLYESTER 

DIAMETER: 8-16mm

DIAMETER (mm) 8 10 12 14 16

BREAK LOAD (kg) 1320 1500 2550 3110 3800

WEIGHT (kg/100m) 5.1 6.9 10.6 14.6 16.4

APPLICATION : MOORING

3 STRAND POLYESTER

3 STRAND POLYESTER 

DIAMETER: 4-32mm

DIAMETER (mm) 4 6 8 10 12 14 16 18

BREAK LOAD (kg) 529 951 1465 2570 3170 3930 4766 6600

WEIGHT (kg/100m) 1.21 2.73 4.80 7.85 10.9 14.9 19.4 24.6

The classic mooring line, Marlow’s 3 Strand is manufactured using the highest 
quality materials to produce a rope with perfect flexibility and firmness. 
Polyester wont degrade in UV and remains supple and strong even when wet.

APPLICATION : MOORING

HARDY HEMP

3 STRAND POLYPROPYLENE

Soft handling and a “hairy look and feel” mean this rope has the authentic 
look of natural fibre. However, being made from polypropylene, Hardy Hemp 
gives all the aesthetic qualities of natural fibre but with the benefits of modern 
technology – floats, non-rot, UV resistant.

DIAMETER: 6-24mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20 24

BREAK LOAD (kg) 390 640 1030 1470 2020 2870 3330 4470 5940

WEIGHT (kg/100m) 1.50 2.80 4.50 6.20 8.10 11.7 14.0 19.4 26.3

MULTIPLAIT NYLON

8 STRAND NYLON 

The classic anchor line, Multiplait has fantastic shock absorbing characteristics 
when anchoring in rough seas and is easily spliced to chain thanks to its 8 strand 
construction and special markers. Its soft flexible, unkinkable construction makes 
it perfect for easy stowage, whilst still maintaining excellent grip on the windlass.

DIAMETER: 12-32mm

APPLICATION : MOORING

DIAMETER (mm) 12 14 16 18 20 24 28 32

BREAK LOAD (kg) 3800 4670 6640 7270 9890 14370 18550 23930

WEIGHT (kg/100m) 9.40 12.9 16.6 21.0 26.0 37.3 51.0 66.4

3 STRAND NELSON

3 STRAND POLYPROPYLENE 

DIAMETER: 4-10mm

A tough, no nonsense 3 strand rope manufactured using staple polypropylene 
fibres. High grip, abrasion resistance and lightweight, Nelson makes a great 
easily spliced general purpose rope.

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18

BREAK LOAD (KG) 648 1145 1685 2387 3294 4072 5195

WEIGHT (kg/100m) 1.70 3.00 4.50 6.50 9.00 11.5 14.8

HALYARDS

HALYARDS

Low stretch and high abrasion resistance exactly where needed - at 
the choke, virtually eliminating friction generated failure.  The Nylon 
pendant gives high stretch in the standing part of the rope providing 
shock absorption to protect your hardware. This low stretch configuration 
combined with superior chafe resistance where needed is ideal for all craft, 
from runabouts to mega yachts.

NOR'EASTER MOORING PENDANT

D12 MOORING PENDANT WITH ARMOURCOAT

DIAMETER: 13mm - 24mm

APPLICATION : MOORING

TFH CHAFEGUARD

TUBULAR POLYESTER SLEEVE

Rubber lined with tough polyester cover, TFH Chafe Guard is tough, durable 
and ideal for spliced eye protection or adjustable protection on the rope itself 
to protect against abrasion from chocks, bitts, bollards and cleats.

DIAMETER: 19mm - 70mm

APPLICATION : MOORING

TUBE WIDTH FOR ROPE DIAMETERS

25mm 8mm, 10mm, 12mm

32mm 14mm, 16mm, 18mm

42mm 24mm, 22mm, 20mm

20 24 28 32

9230 11210 14640 18840

30.3 46.0 62.8 82.0

20 24 28 32

6264 8770 11556 14537

18.0 26.0 35.5 46.0

Nylon will stretch by about 20% at 50% of its breakload, compared with 
12% stretch for polyester at equivalent loads.  This high elongation, 
makes 3-strand nylon a good choice for anchor warps, mooring warps and 
mooring risers.  Care should be taken when choosing 3-strand nylon ropes 
through, as Nylon is susceptible to external environmental factors such as 
salt water and UV.

3 STRAND NYLON

3 STRAND NYLON

DIAMETER: 6mm - 32mm

APPLICATION : MOORING

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 860 1540 2400 3560 4850 5520 6900 8630

WEIGHT (kg/100m) 2.30 4.00 6.20 8.90 12.2 15.8 20.0 24.5

24 28 32

12400 16900 22080

35.5 48.5 63.0
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Size 
mm

Length 
(m)

White

6 100 MRBA0001

6 200 MRBA0002

8 100 MRBA0005

8 200 MRBA0006

10 100 MRBA0009

10 200 MRBA0010

12 100 MRBA0013

12 200 MRBA0014

14 100 MRBA0017

14 200 MRBA0018

16 100 MRBA0021

16 200 MRBA0022

3 Strand Nelson

OUR FACTORY-SPLICED DOCKLINES HAVE A 50CM SPLICED 
EYE PROTECTED WITH POLYESTER TUBULAR WEBBING.

Available Diameters:  12mm 14mm 16mm
Termination Options:  Factory Spliced Eye/Whipped Other End
Construction:  12 Strand Polyester
Cover:  24 Plait Polyester
Applications:  Mooring

Benefits:  Good strength. Flexible and easily spliced.
 Good abrasion resistance. Good elongation.
 Good resistance to shock loads. Good UV resistance.
 Zero water shrinkage. No strength loss when wet
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CRUISER & RACER SERIES

MARLOWBRAID

3 STRAND POLYESTER CORE | 16 PLAIT POLYESTER COVER

Our famous polyester line offers class leading low stretch for a polyester 
rope thanks to its laid 3-strand core construction, making Marlowbraid an 
ideal halyard rope. The tough 16-plait cover is hard wearing and grips well 
in clutches also offering great abrasion resistance on winches when used as 
a sheet. The low stretch core and tough cover makes Marlowbraid ideal for 
all control line applications such as cascades and vangs.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-20mm

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 986 1580 2850 4450 5460 7420 10200 11300

WEIGHT (kg/100m) 2.68 4.45 7.30 10.0 14.5 19.0 23.5 28.5

MATTBRAID

DIAMETER: 6-16mm

DIAMETER (mm) 6 8 10 12 14 16

BREAK LOAD (kg) 600 1120 1980 2810 3300 5430

WEIGHT (KG/100m) 2.80 5.00 7.00 9.90 12.6 17.8

Soft, flexible and easy on the hands, Mattbraid uses the same braid-
on-braid construction as Doublebraid, but with the addition of a soft, 
spun polyester cover. Great feel and grip in the hands, especially 
when wet, Mattbraid is the ideal sheet for cruising applications where 
comfort is key.

12 STRAND POLYESTER CORE | 24 PLAIT POLYESTER COVER

APPLICATION : SHEETS CONTROL LINE TAILS

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : ACCESSORIES

M-RIG MAX CASE STUDY
YACHT: J-BOATS J97 – 30’ CRUISER RACER STANDARD RIGGING.

Discussions with the rigger suggest than approximately 50% additional 
elongation within the rig is acceptable and manageable. Windage is not 
an issue, therefore M-Rig Max is specified as follows:

Our case study shows that by using M-Rig Max the total standing rigging 
is 70% lighter, saving 12.62 kg aloft, but is nearly 3 times as strong as the 
equivalent wire/rod rig.

If the rigger is able to manage the initial elastic elongation when 
installing M-Rig Max and the mast can manage the increased deflection 
during gusts, smaller diameters can be specified, further reducing both 
weight and windage. In our example above, a further 1.8 kg can be 
reduced from the rig by specifying M-Rig Max 2mm smaller.

A saving of 14.41 kg in the rig is equivalent to shaving 100kg off the bulb 
– and the rigging is stronger than with wire.

SECTION MATERIAL mm/
mm/100kg MBL (kg) MASS 

g/m
LENGTH 

(m) QTY

FORESTAY -10 Rod 0.00200 4,670 249 12.99 1

TOP SHROUDS
7mm Compact 

Strand
0.00190 4,910 260 12.56 2

LOWERS
7mm Compact 

Strand
0.00190 4,910 260 4.82 2

INTERMEDIATE
6mm Compact 

Strand
0.00259 3,550 194 9.03 2

BACKSTAY
5mm 1x19 
Stainless

0.00463 2,000 122 11.00 1

BACKSTAY V
5mm 1x19 
Stainless

0.00463 2,000 122 3.72 2

TIE ROD
5mm 1x19 
Stainless

0.00463 2,000 122 0.53 1

SECTION MATERIAL mm/
mm/100kg MBL (kg) MASS g/m LENGTH 

(m) QTY

FORESTAY
11mm 

 M-Rig Max
0.00313 12,618 75.5 12.99 1

TOP SHROUDS
11mm 

M-Rig Max
0.00313 12,618 75.5 12.56 2

LOWERS
11mm

 M-Rig Max
0.00313 12,618 75.5 4.82 2

INTERMEDIATE
10mm

 M-Rig Max
0.00376 10,518 63 9.03 2

BACKSTAY
7mm

 M-Rig Max
0.00630 6,272 35.6 11.00 1

BACKSTAY V
7mm

 M-Rig Max
0.00630 6,272 35.6 3.72 2

TIE ROD
7mm

 M-Rig Max
0.00630 6,272 35.6 0.53 1

MGP FURLER 50

Snake skin pattern allows easy end-to-end splicing with no diameter 
increase. Vectran® or Technora® cover ensures heat and abrasion 
resistance. Has a sacrificial Polypropylene core as standard, but can be 
up graded to a D12 core for higher load furling systems.

POLYPROPYLENE CORE – 16 PLAIT VECTRAN® / POLYESTER SNAKE SKIN COVER.
DIAMETER: 6-12mm

PRODRIVE - TORSIONAL FURLING CABLE  

Like most headsail furlers, the furling is controlled by the furler drum at the 
bottom of the sail. The turning force is transmitted through the length of the 
ProDrive cable to turn the swivel which is connected to the head of the sail. 
The tack of the sail is connected to a freely floating point on the drum of the 
furling unit. The turning force acting at the top of the sail only, causes the 
head of the sail to furl first and ensures the sail furls down the cable neatly.

The unique requirements of top down furling forced the development of a 
unique rope construction. Parallel aramid core, tightly braided aramid jacket 
with a polyester cover ensures ProDrive offers the best torsional stiffness on 
the market.

•  FAST FURLING
•  EASIER FURLING
•  EVEN FURLING
•  FASTER SAIL CHANGES
•   ECONOMIC OPTION FOR MULTIPLE HEAD SAILS
•   INTEGRATES EFFORTLESSLY WITH ANY FURLING UNIT
•   UV & ABRASION RESISTANT.

PRODRIVE OFFERS

PARA-ARAMID CORE  | PARA-ARAMID TORSION JACKET  | POLYESTER COVER

DIAMETER (m) 7 9 11 13 15

BREAK LOAD (kg) 2640 4390 6560 7870 13100

WEIGHT (kg/100m) 5.20 8.10 11.6 15.2 25.0
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Size 
mm

Length 
(m)

Black

7 100 MRAT0009

7 200 MRAT0006

9 100 MRAT0010

9 200 MRAT0001

11 100 MRAT0011

11 200 MRAT0002

13 100 MRAT0012

13 200 MRAT0007

15 100 MRAT0013

15 200 MRAT0008

Prodrive Torsional Furling Cable

Size 
mm

Length 
(m)

Red Grey Blue Black Lime

6 200 MRFU0000 MRFU0001 MRFU0002 MRFU0004 MRFU0003

7 200 MRFU0005 MRFU0006 MRFU0007 MRFU0009 MRFU0008

8 200 MRFU0010 MRFU0011 MRFU0012 MRFU0014 MRFU0013

9 200 MRFU0015 MRFU0016 MRFU0017 MRFU0019 MRFU0018

10 200 MRFU0020 MRFU0021 MRFU0022 MRFU0024 MRFU0023

11 200 MRFU0025 MRFU0026 MRFU0027 MRFU0029 MRFU0028

MGP Furler 50

CRUISER & RACER SERIES

MARLOWBRAID

3 STRAND POLYESTER CORE | 16 PLAIT POLYESTER COVER

Our famous polyester line offers class leading low stretch for a polyester 
rope thanks to its laid 3-strand core construction, making Marlowbraid an 
ideal halyard rope. The tough 16-plait cover is hard wearing and grips well 
in clutches also offering great abrasion resistance on winches when used as 
a sheet. The low stretch core and tough cover makes Marlowbraid ideal for 
all control line applications such as cascades and vangs.

APPLICATION : SHEETS CONTROL LINE PURCHASEHALYARDS

DIAMETER: 6-20mm

DIAMETER (mm) 6 8 10 12 14 16 18 20

BREAK LOAD (kg) 986 1580 2850 4450 5460 7420 10200 11300

WEIGHT (kg/100m) 2.68 4.45 7.30 10.0 14.5 19.0 23.5 28.5

MATTBRAID

DIAMETER: 6-16mm

DIAMETER (mm) 6 8 10 12 14 16

BREAK LOAD (kg) 600 1120 1980 2810 3300 5430

WEIGHT (KG/100m) 2.80 5.00 7.00 9.90 12.6 17.8

Soft, flexible and easy on the hands, Mattbraid uses the same braid-
on-braid construction as Doublebraid, but with the addition of a soft, 
spun polyester cover. Great feel and grip in the hands, especially 
when wet, Mattbraid is the ideal sheet for cruising applications where 
comfort is key.

12 STRAND POLYESTER CORE | 24 PLAIT POLYESTER COVER

APPLICATION : SHEETS CONTROL LINE TAILS

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : ACCESSORIES

M-RIG MAX CASE STUDY
YACHT: J-BOATS J97 – 30’ CRUISER RACER STANDARD RIGGING.

Discussions with the rigger suggest than approximately 50% additional 
elongation within the rig is acceptable and manageable. Windage is not 
an issue, therefore M-Rig Max is specified as follows:

Our case study shows that by using M-Rig Max the total standing rigging 
is 70% lighter, saving 12.62 kg aloft, but is nearly 3 times as strong as the 
equivalent wire/rod rig.

If the rigger is able to manage the initial elastic elongation when 
installing M-Rig Max and the mast can manage the increased deflection 
during gusts, smaller diameters can be specified, further reducing both 
weight and windage. In our example above, a further 1.8 kg can be 
reduced from the rig by specifying M-Rig Max 2mm smaller.

A saving of 14.41 kg in the rig is equivalent to shaving 100kg off the bulb 
– and the rigging is stronger than with wire.

SECTION MATERIAL mm/
mm/100kg MBL (kg) MASS 

g/m
LENGTH 

(m) QTY

FORESTAY -10 Rod 0.00200 4,670 249 12.99 1

TOP SHROUDS
7mm Compact 

Strand
0.00190 4,910 260 12.56 2

LOWERS
7mm Compact 

Strand
0.00190 4,910 260 4.82 2

INTERMEDIATE
6mm Compact 

Strand
0.00259 3,550 194 9.03 2

BACKSTAY
5mm 1x19 
Stainless

0.00463 2,000 122 11.00 1

BACKSTAY V
5mm 1x19 
Stainless

0.00463 2,000 122 3.72 2

TIE ROD
5mm 1x19 
Stainless

0.00463 2,000 122 0.53 1

SECTION MATERIAL mm/
mm/100kg MBL (kg) MASS g/m LENGTH 

(m) QTY

FORESTAY
11mm 

 M-Rig Max
0.00313 12,618 75.5 12.99 1

TOP SHROUDS
11mm 

M-Rig Max
0.00313 12,618 75.5 12.56 2

LOWERS
11mm

 M-Rig Max
0.00313 12,618 75.5 4.82 2

INTERMEDIATE
10mm

 M-Rig Max
0.00376 10,518 63 9.03 2

BACKSTAY
7mm

 M-Rig Max
0.00630 6,272 35.6 11.00 1

BACKSTAY V
7mm

 M-Rig Max
0.00630 6,272 35.6 3.72 2

TIE ROD
7mm

 M-Rig Max
0.00630 6,272 35.6 0.53 1

MGP FURLER 50

Snake skin pattern allows easy end-to-end splicing with no diameter 
increase. Vectran® or Technora® cover ensures heat and abrasion 
resistance. Has a sacrificial Polypropylene core as standard, but can be 
up graded to a D12 core for higher load furling systems.

POLYPROPYLENE CORE – 16 PLAIT VECTRAN® / POLYESTER SNAKE SKIN COVER.
DIAMETER: 6-12mm

PRODRIVE - TORSIONAL FURLING CABLE  

Like most headsail furlers, the furling is controlled by the furler drum at the 
bottom of the sail. The turning force is transmitted through the length of the 
ProDrive cable to turn the swivel which is connected to the head of the sail. 
The tack of the sail is connected to a freely floating point on the drum of the 
furling unit. The turning force acting at the top of the sail only, causes the 
head of the sail to furl first and ensures the sail furls down the cable neatly.

The unique requirements of top down furling forced the development of a 
unique rope construction. Parallel aramid core, tightly braided aramid jacket 
with a polyester cover ensures ProDrive offers the best torsional stiffness on 
the market.

•  FAST FURLING
•  EASIER FURLING
•  EVEN FURLING
•  FASTER SAIL CHANGES
•   ECONOMIC OPTION FOR MULTIPLE HEAD SAILS
•   INTEGRATES EFFORTLESSLY WITH ANY FURLING UNIT
•   UV & ABRASION RESISTANT.

PRODRIVE OFFERS

PARA-ARAMID CORE  | PARA-ARAMID TORSION JACKET  | POLYESTER COVER

DIAMETER (m) 7 9 11 13 15

BREAK LOAD (kg) 2640 4390 6560 7870 13100

WEIGHT (kg/100m) 5.20 8.10 11.6 15.2 25.0
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48

JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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MRWSS200 4mm D12 Soft Shackle. Pair.
MRWSS201 5mm D12 Soft Shackle. Pair.
MRWSS202 6mm D12 Soft Shackle. Pair.
MRWSS203 7mm D12 Soft Shackle. Pair.
MRWSS204 9mm D12 Soft Shackle. Pair.
MRWSS205 11mm D12 Soft Shackle. Pair.

D12 Soft Shackles

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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VictoryMARLOW ROPES

For the most up to date product information, visit   www.victory-products.com

We stock the Marlow Tech 50 Cover
• 50% Technora 50% Polyester cover
• Sizes: 8mm, 10mm and 12mm.

• Call for more information 

GRAND PRIX SERIES 

COVERS
MGP RACING 100

LOW HIGH

MGP PBO 100

LOW HIGH

MGP PBO 50

LOW HIGH

MGP TECH 50

LOW HIGH

®  & 

MGP VECTRAN® 50

LOW HIGH

® 

MGP DYNEEMA® 50

LOW HIGH

®  & 

® 

MGP D TECH 50

LOW HIGH

® ®  

®  

®  

® 

MGP P TECH 50

LOW HIGH

MGP M-GRIP 50

®

LOW HIGH

®

®
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GRAND PRIX SERIES

OTHER ROPES & ACCESSORIES 
MGP FURLER 50

LOW HIGH

Diameters: 7-12mm
Cover: 16 or 24 Plait | Vectran / Polyester Snake skin 
Core Material: Polypropylene or Dyneema® D12
Colours: Natural / Any
Aplication: Continuous furling systems

LASHLINE

DIAMETER (mm) 2.5 3 3.5 4 5 6

BREAK LOAD (kg) 798 1770 2060 2390 2710 4450

WEIGHT (kg/100m) 0.31 0.62 0.77 0.93 1.09 1.71

®

CHAFE SLEEVE (TECHNORA®)CHAFE SLEEVE (DYNEEMA®)

Diameters: 8mm – 24mm
Cover: 48 plait | Technora® 
Colours: Black
Application: 

®

High wear rope sections, halyard tips.

LIFELINE

® ®

®

CHAFE SLEEVE PRO

® 

®

BLENDED CHAFE SLEEVE

® ®

® ®

®

®

®

®

WHIPPING TWINE (DYNEEMA®)

®

®

LIFELINEREFLECTIVE

® ®

®

14

GRAND PRIX SERIES 

COVERS
MGP RACING 100

LOW HIGH

MGP PBO 100

LOW HIGH
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LOW HIGH

MGP TECH 50
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MGP VECTRAN® 50
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® 

MGP DYNEEMA® 50
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®  & 

® 

MGP D TECH 50
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® ®  

®  

®  

® 

MGP P TECH 50

LOW HIGH

MGP M-GRIP 50

®

LOW HIGH

®

®
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GRAND PRIX SERIES

OTHER ROPES & ACCESSORIES 
MGP FURLER 50

LOW HIGH

Diameters: 7-12mm
Cover: 16 or 24 Plait | Vectran / Polyester Snake skin 
Core Material: Polypropylene or Dyneema® D12
Colours: Natural / Any
Aplication: Continuous furling systems

LASHLINE

DIAMETER (mm) 2.5 3 3.5 4 5 6

BREAK LOAD (kg) 798 1770 2060 2390 2710 4450

WEIGHT (kg/100m) 0.31 0.62 0.77 0.93 1.09 1.71

®

CHAFE SLEEVE (TECHNORA®)CHAFE SLEEVE (DYNEEMA®)

Diameters: 8mm – 24mm
Cover: 48 plait | Technora® 
Colours: Black
Application: 

®

High wear rope sections, halyard tips.

LIFELINE

® ®

®

CHAFE SLEEVE PRO

® 

®

BLENDED CHAFE SLEEVE

® ®

® ®

®

®

®

®

WHIPPING TWINE (DYNEEMA®)

®

®

LIFELINEREFLECTIVE

® ®

®
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MGP Tech 50 Cover

Size Length 
(m)

Plait White Black

4 - 6 mm 50 32 Plait MRPK0100 MRPK0300

4 - 10 mm 50 32 Plait MRPK0101 MRPK0301

6 - 16 mm 50 48 Plait MRPK0102 MRPK0302

7 - 18 mm 50 48 Plait MRPK0304 MRPK0304

Dyneema Chafe Cover

Excel Pro Mini Spools

Size 
(mm)

Length 
m

Pack 
Qty

Blue White Grey Black Red Lime Mixed

2 30 10 MRES0302 MRES0322 MRES0311 MRES0304 MRES0303 MRES0308 MRES0300

3 17 10 MRES0305 MRES0329 MRES0312 MRES0310 MRES0306 MRES0307 MRES0301

JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48

JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah

49

Excel Pro Mini-Spools

Size 
mm

Length 
(m)

Black

4 100 MRLF0184

5 100 MRLF0185

6 100 MRLF0186

Shock Cord with Dyneema Cover

EXCEL SERIES

EXCEL VECTRAN

Vectran® cored version of Excel Racing offers zero creep. Great for high load 
applications where zero elongation is required.

DIAMETER: 1.5 - 4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 119 257 329 717

WEIGHT (kg/100m) 0.19 0.32 0.67 1.17

VECTRAN® CORE | 16 PLAIT POLYESTER COVER 

APPLICATION : HALYARDS

8 PLAIT PRE-STRETCHED

TWISTED POLYESTER CORE | 8 PLAIT POLYESTER COVER | PRE-STRETCHED

Tried and tested option for cruising halyards and control lines. Knobbly 8 
Plait construction provides good grip in the hands and in cleats and is great 
rope for control lines where grip and low stretch are needed. Great abrasion 
resistance makes this a firm favorite for many years.

DIAMETER: 4-8mm

APPLICATION : SPINN. HALYARDS CNTRL LINE PURCH CNTRL LINE TAILS

DIAMETER (mm) 4 5 6 8

BREAK LOAD (kg) 428 617 891 1410

WEIGHT (kg/100m) 1.3 2.1 2.9 5.5

EXCEL DINGHY SERIES

The lightest weight sheet has low water absorption and floats. A lightly 
blended element of Dyneema® in the cover improves abrasion resistance.

EXCEL MARSTRON+

16 PLAIT DYNEEMA® & POLYPROPYLENE COVER I POLYPROPYLENE CORE

DIAMETER: 6-8mm

DIAMETER (mm) 6 7 8

BREAK LOAD (kg) 650 1030 1090

WEIGHT (kg/100m) 1.81 2.12 2.85

APPLICATION : CONTROL LINE TAILSSHEETS

EXCEL MARSTRON

16 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE
DIAMETER: 6-8mm

This lightweight sheet has super low water absorption and floats – excellent 
cruising spinnaker sheet.

APPLICATION : CONTROL LINE TAILSSHEETS

DIAMETER (mm) 6 8

BREAK LOAD (kg) 610 941

WEIGHT (kg/100m) 2.3 3.1

PS12

12 STRAND PRE-STRETCHED POLYESTER

12 strand polyester can easily be spliced for halyard tails and lazy jacks.

DIAMETER: 4-6mm

DIAMETER (mm) 4 5 6

BREAK LOAD (kg) 678 1060 1330

WEIGHT (kg/100m) 1.19 1.91 2.47

APPLICATION : CONTROL LINE TAILS

8 PLAIT MATT

TWISTED POLYESTER CORE | 8 PLAIT MATT POLYESTER 

DIAMETER: 4-10mm

Soft matt cover makes this a great control line for those who prefer more grip 
and a softer feel.

DIAMETER (mm) 4 5 6 8 10

BREAK LOAD (kg) 293 415 550 889 1440

WEIGHT (kg/100m) 1.3 2. 2.5 4.0 6.0

APPLICATION : CONTROL LINE TAILSSHEETS

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10mm

First quality, high elasticity, natural rubber provides a minimum 100% 
stretch with constant elongation characteristics. Polyester cover is tough 
and UV resistant offering good abrasion resistance and a great range of 
standard colours.

SHOCKCORD WITH DYNEEMA® 

DYNEEMA® COVER | RUBBER CORES

DIAMETER: 4-6mm

Offers all the benefits of the standard shockcord, however the Dyneema® 
cover offers greater durability with increased abrasion resistance and 
lower friction.

HIGH STRENGTH LIGHT WEIGHT

LOW STRETCH HIGH ABRASION RESISTANCE

LOW WATER ABSORPTION HIGH FLEX/SOFT HANDLING

KEY
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ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
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SPLICING KIT
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swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
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SIZE No. 2
(Thin)
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No.4
(Med.)

No.4
(Med.)
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No.4
(Med.)

No.4
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High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.
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Marlow’s traditional tarred waterproof hemp 
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Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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MRFAB107 Small Swedish Fid
MRFAB108 Large Swedish Fid MRFAF003 SELMA Doublebraid Splicing Fid Set

"Kilo Cop" 1 Kg Bulk Rolls
MRTAE007 White  No. 2 Kilo Cop. 4,570m.

MRTAE012 White  No. 8 Kilo Cop. 1,170m.
MRTAE013 White  No. 16 Kilo Cop. 525m.

MRTAE008 White  No. 4 Kilo Cop. 2,220m.
MRTAE009 Red  No. 4 Kilo Cop. 2,220m.
MRTAE010 Blue  No. 4 Kilo Cop. 2,220m.
MRTAE011 Green  No. 4 Kilo Cop. 2,220m.

MRFAF000 Splicing Kit.

MRFAA008 Sailmaker's Palm. Right Hand.
MRFAA010 Sailmaker's Palm. Left Hand.

MRFAB008 Excel Splicing Needle - Small
MRFAB109 Excel Splicing Needle - Small

MRFAB006 Small Rigger's Splicing Needle.
MRFAB007 Large Rigger's Splicing Needle.

Size 
mm

Length 
(m)

White Red Blue Green Gold Black Beige

No. 2 92 MRTAE000

No. 4 41 MRTAE001 MRTAE002 MRTAE003 MRTAE004 MRTAE015 MRTAE016 MRTAE035

No. 8 23 MRTAE005

Whipping Twine

ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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18 19

marlInE

Type Material Width Reel length Break Load Colour

Toe Strap Polyester 50mm 50m 1800kg Red, Blue or Black

Buoyancy Bag Nylon 31mm 100m 750kg White

Jackstay Polyester 25mm 50m 3000kg Blue

wEbbIng

hanD hElD hot knIfE  Available in 240V and 110V

SparE blaDE 
for hot knIfE

SwEDISh fIDS

braID-on-braID fID SEt

yaChtSman’S SplICIng roll

SplICIng nEEDlES

SplICIng kIt

aCCESSorIES

WHITE

BLACK   

 

BEIGE

Diameter 1.5mm 2mm 3mm 4mm

Average Break 
Load (kg) 90 130 210 359

Benefits
•	 	Solid	polyester	line,	ideal	for	burgee	and	

signal halyard, leech lines, as well as general  
lashings and decorative whipping. 

2mm & 3mm white available in mixed packs of 
handy Mini-Spools.

8 plaIt StanDarD  8 plait polyester  |  100m & 200m reels

Flag halyard  |  Leech lines  |  General lashing  |  Whipping

Size No.2 
(Thin)

No.4 
(Medium)

No.4 
(Medium)

No.4 
(Medium)

No.4 
(Medium)

No.4 
(Medium)

No.4 
(Medium)

No.4 
(Medium)

No.8 
(Large)

No.16 
(X Large)

Colour White White Red Blue Black Green Gold Beige White White

Diameter 
(approx.) 0.5mm 0.8mm 0.8mm 0.8mm 0.8mm 0.8mm 0.8mm 0.8mm 1.1mm 1.5mm

whIppIng twInE  Waxed polyester

ShoCkCorD  100m

Benefits
•	 Minimum	100%	stretch	-	high	elasticity.
•	 First	quality	natural	rubber.
•	 Polyester	covered	-	good	abrasion	resistance.

* 8mm & 10mm available in 50m reels only.

LIME

RED BLUE BLACK WHITE

Also available in bulk 1kg cops

Product Code JA****

Product Code LF****

alSo aVaIlablE:
Guard Rail Netting
Sailmakers Palm 
Sailmakers Needles
 

wIrE SplICIng nEEDlE for EXCEl Control

Product Code TAE****

ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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VictoryMARLOW ROPES

For the most up to date product information, visit   www.victory-products.com

ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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MRFAA007 Sailmaker's Needle Kit

ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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MRFAF009 Yachtsman's Splicing Roll.

MRFAA040

ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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MREDA003

JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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MRFAA133 Cordless Hot Knife

JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48JACK STAY
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perfect for those heavy duty jobs.
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Selection of towstrap, buoyancy bag and jackstay webbing.
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BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES
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Selection of towstrap, buoyancy bag and jackstay webbing.
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LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.
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DIAMETER (mm) 1.5 2 3 4
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WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.
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D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.
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WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6
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circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES
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Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.
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BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON
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D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.
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BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6
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Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM

48JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.
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Selection of towstrap, buoyancy bag and jackstay webbing.
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TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.
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BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6
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circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.
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greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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MRFAA0021

ACCESSORIES
ACCESSORIES

SWEDISH FIDS 
Traditional steel splicing fids 
with a wooden handle, swedish 
fids are used for Multiplait, 
3 strand and Marlowbraid 
splicing (in conjunction with the 
riggers splicing needle).

SPLICING TOOLS

BRAID-ON-BRAID FID SET
The best option for splicing 
braid-on-braid, this fid set 
includes 4mm fid up to 12mm 
fid. Also used for D12 (12 
strand) splices and can be 
used for 3 strand lines also. 

SPLICING KIT
Starter splicing kit includes small 
and large splicing needles, small 
swedish fid, whipping twine, Marlow 
tape and splicing instructions – 
perfect for the novice.

RIGGERS SPLICING NEEDLES
Splicing needles used for Marlowbraid (quick 
splice), D2 (covered Dyneema® splice) and 
can be used on D12 (12 strand Dyneema® 
splice).

SAILMAKERS NEEDLES

Multipurpose splicing needle for very small diameter dinghy ropes such 
as Excel Control, Excel Racing and Excel D12. Also great for tapering 
Fusion and Matrix. 

EXCEL SPLICING NEEDLE

WHIPPING TWINE

Marlow whipping twine is widely regarded 
as the best whipping twine on the market, 
the polyester whipping twine is available in 4 
sizes and a variety of colours (No.4 only). The 
waxed finish makes for easier whipping and a 
better finish. Available in “display boxes” of 
12 spools or on 1kg cops.

NO.2  NO. 4  NO. 8  NO.16

SIZE No. 2
(Thin)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.4
(Med.)

No.8
(Lge.)

No.16
(Lge.)

COLOUR white white red blue black green gold beige white white

DIAMETER(mm) 0.5 0.8 0.8 0.8 0.8 0.8 0.8 0.8 1.1 1.5

High quality, traditional sailmakers needles in a mixed pack offering 
different sizes and shapes.

SAILMAKERS PALM
Tough leather palm with added 
protection over the ball of the thumb 
allowing stitching and whipping of even 
the toughest ropes.

YACHTSMAN’S 
SPLICING ROLL

This tough roll up tool bag includes small and large swedish fids and 
small and larger riggers splicing needles along with Marlow tape, 
whipping twine and a marker pen. The splicing roll has additional 
pockets for the budding splicer to expand their splicing tool collection 
with braid-on-braid splicing fids, scissors, sailmakers needles and a 
splicing knife.

MARLOW TAPE
Marlow branded tape for splicing and 
finishing of ropes.

EXTRA POWER TEFLON SCISSORS

Tough Teflon® coated scissors especially chosen for their ability to cut 
Dyneema®. These scissors are used by our factory splicers.

MARLINE
Marlow’s traditional tarred waterproof hemp 
twine comes in two sizes – large and small. 
Use for whipping wire splices, mooring posts, 
heavy duty static mooring lines etc.
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JACK STAY
Tough 25mm wide polyester webbing offers a 3 tonne break load and is 
perfect for those heavy duty jobs.

ACCESSORIES

ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4

BREAK LOAD (kg) 90 130 210 359

WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS

DIAMETER: 6-10mm

D12 SOFT SHACKLES

Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.

DIAMETER (mm) 4 5 6 7 9 11

BREAK LOAD (kg) 2370 2710 4010 6160 7980 13300

WEIGHT (g) 5.5 9.0 14.9 27.4 47.4 89.6

LENGTH (m) 200 250 300 350 450 550

Important note: The lengths listed in the specification are for both the closed 
circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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ACCESSORIES

Selection of towstrap, buoyancy bag and jackstay webbing.

TYPE MATERIAL WIDTH REEL 
LENGTH

BREAK 
LOAD COLOUR

TOE STRAP Polyester 50mm 50m 1800kg red / blue / black

BUOYANCY BAG Polyester 38mm 100m 750kg white

JACKSTAY Polyester 25mm 50m 3000 blue

WEBBING

BUOYANCY BAG WEBBING

50mm wide polyester webbing available in 3 strong colours. Tough, 
strong and low stretch webbing for Toe Straps on dinghy’s and 
sports boats.

TOE STRAP WEBBING

38mm wide Polyester webbing available in white. Light weight and ideal 
for lighter webbing duties.

Knotted white nylon netting. Handy 
Tip – measure the distance the 
netting needs to run fore and aft and 
allow an additional 25%. This allows 
for take up in the length caused by 
the drop on standard stanchions 
(61cm / 24”).

GUARD RAIL NETTING

SHOCKCORD

POLYESTER COVER | RUBBER CORES

DIAMETER: 3-10MM

Excellent quality, high elasticity, natural rubber provides a minimum 
100% stretch with constant elongation characteristics. Polyester cover 
is tough and UV resistant offering good abrasion resistance and a great 
range of standard colours.

8 PLAIT STANDARD

8 PLAIT POLYESTER

100% polyester line for flag halyards and burgees. Also used as leach 
lines, and whipping large diameter ropes as well as decorative lashings.

DIAMETER: 1.5-4mm

DIAMETER (mm) 1.5 2 3 4
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WEIGHT (kg/100m) 0.25 0.33 0.70 1.16

DIAMETER (mm) 6 8 10

BREAK LOAD (kg) 499 645 1242

WEIGHT (kg/100m) 1.76 2.70 5.0

APPLICATION : THROW LINES AND PAINTERS

Lightweight, High Visibility floating line. Soft and easily handled, 8 Plait 
Marstron is ideal for rescue throw lines, tow ropes and painters.

8 PLAIT MARSTRON

8 PLAIT POLYPROPYLENE COVER | POLYPROPYLENE CORE | 100M & 200M REELS
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Factory spliced D12 Soft Shackles offer 
outstanding strength at a fraction of the 
weight of conventional steel shackles.
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circumference and open length. Closed length is approximately half the open length 
assuming the bearing surfaces are not too big. All these figures are approximate as they 
are hand made by artisans.

SHOCKCORD WITH DYNEEMA® 
All the benefits of the standard Shockcord, yet with 
greater durability, increased abrasion resistance & lower 
friction due to its Dyneema® cover.

DIAMETER: 4-6MM
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sports boats.
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HAND HELD HOT KNIFE
AVAILABLE IN 240V AND 110V

Marlow hot knife for cutting and 
heat-sealing ropes in one stroke. Use 
in conjunction with Marlow Tape for a 
perfect finish. Supplied in a handy carry 
case with a metal bristled cleaning brush.

ACCESSORIES

RACKING
POINT OF SALE RACKING

Supplied to Marlow Dealers directly or through distributors, the striking 
Marlow rope rack sets our products apart from the crowd with its 
freestanding design and an optional integrated light-box. 

The racking includes label fascia which can be customised to the specific 
ropes displayed on the rack with labels downloadable from the dealer 
section of our website.

As well as clearly labeling the ropes on the rack, the labels are colour 
coordinated with both this brochure and our pocket retail guide to help 
customers chose the correct rope for each application.

MINISPOOLS
Excel Racing and 
Excel Pro available on 
handy 30m (2mm) and 
17m (3mm) spools.  
Display on euro slot 
cards or stack on the 
counter for impulse 
buy.

KITELINE RETAIL DISPLAY

Marlow's NEW Kiteline Retail displays are 
available free of charge when purchased 
with a minimum of the following:

• 20 Kiteline mini-spools (30m)
• 6 Kiteline splicing needles

Should you wish to purchase larger 
quantities this is also possible as the 
displays are able to hold a higher volume 
of stock than shown.
You can then reorder spools/ needles as 
and when required.

POINT OF SALE

CARDED ACCESSORIES
Retail packaging is now available for a 
number of our accessories.Suitable to be 
displayed on euro slots. As part of our 
racking system.

NEW MINI SPOOL DISPENSER  RETAIL DISPLAY

Marlow's NEW Mini Spool Dispenser is a great point of sale display for till 
spaces and table-tops, available free of charge when purchased with 15 
Excel Pro 2mm & 3mm mini-spool reels (mixed colours).

Spools can be reordered as and when required. 

NEW CORDLESS HOT KNIFE
VOLTAGE: DC14.4V      WEIGHT (INC BATTERY & BLADE): 0.7kgs

Marlow's new cordless hot knife cuts and 
heat-seals ropes quickly and efficiently 
with the blade reaching a temperature of 
400°c in seconds.  Supplied in a handy 
carry case shown in the image below 
including 1 x KD-DC100R Handle, 1 x 
brush, 1 x battery pack 14.4V/2.0Ah
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MREAV000 Tarred Marline 302.  250g Spool.
MREAV001 Tarred Marline 304.  250g Spool.

MRFAA009 Lifeline Netting. White Nylon.
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Victory MARLOW ROPES

For the most up to date product information, visit   www.victory-products.com 483

Film & Theatre Rigging

Arboriculture

Marine & Offshore

Rope Access

Fire & Rescue

Leisure Marine

Defence

Industrial & Utility

Vehicle Recovery

Marlow Has Developed Ropes for a Wide Range of Industries Throughout the World.
Please Contact us for Marlow Brochures and Product Information

for these Specific Industries
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PRODUCT
INFORMATION

L E A D E R S  I N  MA R I N E  C O MP O S I T E  F I T T I N G S  www.trudesignplastics.com 

SKIN FITTINGS 
Designed and made in New Zealand, Tru-Design Skin Fittings are the superior composite thru-hull 
solution. 
 
 
 
 
 
 
 
 
 
The Skin Fitting body and nut are moulded from glass fibre reinforced nylon composite. High 
strength, high-modulus glass fibres impregnated into the nylon provide dramatic strength, stiffness, 
toughness and dimensional stability.  These properties allow a significant weight reduction over 
metallic fittings. 
Tru-Design Skin Fittings eliminate the corrosion and electrical bonding problems associated with 
metallic fittings. 
Our Skin Fittings meet ISO International Standards giving added assurance of performance in the 
harsh marine environment. 

MODELS 
Part # Description 

90425 Skin Fitting  ½” BSP White 

90432 Skin Fitting ¾” BSP White 

90423 Skin Fitting 1” BSP White 

90421 Skin Fitting 1¼” BSP White 

90419 Skin Fitting 1½” BSP White 

90429 Skin Fitting 2” BSP White 

  

90424 Skin Fitting  ½” BSP Black 

90431 Skin Fitting ¾” BSP Black 

90422 Skin Fitting 1” BSP Black 

90420 Skin Fitting 1¼” BSP Black 

90418 Skin Fitting 1½” BSP Black 

90428 Skin Fitting 2” BSP Black 
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90429 Skin Fitting 2” BSP White 
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90431 Skin Fitting ¾” BSP Black 
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STANDARDS  
Tru Design Skin Fittings are certified by the 
International Marine Certification Institute 
(IMCI) to meet; 
ISO 9093-2 Small craft -- Seacocks and 
through-hull fittings -- Part 2: Non-metallic 
*Note – ½” Skin Fittings do not meet ISO 9093-2 

In meeting ISO 9093-2, our skin fittings have been tested with a 155kg load 
hanging off a ball valve and hose fitting as shown. 

KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Compatible with all hull types Can be used on aluminum, steel, wood or FRP hulls. 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance 
due to corrosion. 

Chemical resistant Impervious to diesel, petrol and antifouling paints. 

UV resistant These fittings will not break down with ultraviolet light or 
discolour from the sun. 

High quality surface finish Will not discolour with green film as similar bronze fittings 
do.  

Paintable Can be painted with all types of antifouling. 
Antifouling paint stays adhered to the skin fitting, 
alleviating the chore of grinding and cleaning back flaked 
paint from bronze fittings before applying antifouling. 

Fits Tru-Design Ball Valves &  BSPP 
threads 

Universal compatibility to other Tru-Design fittings, and 
other marine components. 

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C. 

Supplied in individual plastic bags with 
header card and information sheet 

Header card states IMCI Certification, size of hose tail 
and comes with instructions in the bag as per IMCI 
regulations. 
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SPECIFICATIONS 

HULL COMPATIBILITY  
The Tru-Design Skin Fittings are suitable for installation in all types of hull construction; steel, 
aluminium, fibreglass - cored and solid, wooden sandwich. 
Tru-Design Skin Fittings are also able to be used on caulked solid wood hulls – care should be 
taken to only locate the skin fitting in the centre of any individual plank.  

FLOW DIAMETER & HULL THICKNESS 

Size Minimum I.D. Maximum Hull Thickness 
½” BSP 12mm 28mm 

¾” BSP 17mm 28mm 

1”  BSP 23mm 28mm 

1¼” BSP 30mm 30mm 

1½” BSP 36mm 30mm 

2” BSP 48mm 40mm 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

 

 ½” ¾” 1” 1¼” 1½” 2”  
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SPECIFICATIONS 

HULL COMPATIBILITY  
The Tru-Design Skin Fittings are suitable for installation in all types of hull construction; steel, 
aluminium, fibreglass - cored and solid, wooden sandwich. 
Tru-Design Skin Fittings are also able to be used on caulked solid wood hulls – care should be 
taken to only locate the skin fitting in the centre of any individual plank.  

FLOW DIAMETER & HULL THICKNESS 

Size Minimum I.D. Maximum Hull Thickness 
½” BSP 12mm 28mm 

¾” BSP 17mm 28mm 

1”  BSP 23mm 28mm 

1¼” BSP 30mm 30mm 

1½” BSP 36mm 30mm 

2” BSP 48mm 40mm 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

 

 ½” ¾” 1” 1¼” 1½” 2”  

Description White Black
Thru Hull (Skin Fitting) 1/2" NPS TD90737 TD90719
Thru Hull (Skin Fitting) 3/4" NPS TD90738 TD90720
Thru Hull (Skin Fitting) 1" NPS TD90739 TD90721
Thru Hull (Skin Fitting) 1-1/4" NPS TD90740 TD90722
Thru Hull (Skin Fitting) 1-1/2" NPS TD90741 TD90723
Thru Hull (Skin Fitting) 2" NPS TD90742 TD90724
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RECESSED SKIN FITTINGS 
Designed and made in New Zealand, Tru-Design Recessed Skin Fittings are the superior 
composite thru-hull solution for reduced drag. 

 
The Recessed Skin Fitting body and nut are moulded from glass fibre reinforced nylon composite. 
High strength, high-modulus glass fibres provide dramatic strength, stiffness, toughness and 
dimensional stability.  These properties allow a significant weight reduction over metallic fittings 
(weights listed on Page 3). 
Tru-Design Skin Fittings eliminate the corrosion and electrical bonding problems associated with 
metallic fittings. 
Our Skin Fittings meet ISO International Standards giving added assurance of performance in the 
harsh marine environment. 

MODELS 
Part # Description  Part # Description 

90676 Skin Fitting Recessed ½” BSP Black  90714 Skin Fitting Recessed ½” NPS Black 

90677 Skin Fitting Recessed ¾” BSP Black  90715 Skin Fitting Recessed ¾” NPS Black 

90678 Skin Fitting Recessed 1” BSP Black  90716 Skin Fitting Recessed 1” NPS Black 

90679 Skin Fitting Recessed 1¼” BSP Black  90717 Skin Fitting Recessed 1¼” NPS Black 

90680 Skin Fitting Recessed 1½” BSP Black  90718 Skin Fitting Recessed 1½” NPS Black 

       
Part # Description  Part # Description 

90709 Skin Fitting Recessed ½” BSP White  90732 Skin Fitting Recessed ½” NPS White 

90710 Skin Fitting Recessed ¾” BSP White  90733 Skin Fitting Recessed ¾” NPS White 

90711 Skin Fitting Recessed 1” BSP White  90734 Skin Fitting Recessed 1” NPS White 

90712 Skin Fitting Recessed 1¼” BSP White  90735 Skin Fitting Recessed 1¼” NPS White 

90713 Skin Fitting Recessed 1½” BSP White  90736 Skin Fitting Recessed 1½” NPS White 

     Skin Fitting         Recessed Skin Fitting 
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 

 

Dimensions
All dimensions in millimetres
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RECESSED SKIN FITTINGS 
Designed and made in New Zealand, Tru-Design Recessed Skin Fittings are the superior 
composite thru-hull solution for reduced drag. 

 
The Recessed Skin Fitting body and nut are moulded from glass fibre reinforced nylon composite. 
High strength, high-modulus glass fibres provide dramatic strength, stiffness, toughness and 
dimensional stability.  These properties allow a significant weight reduction over metallic fittings 
(weights listed on Page 3). 
Tru-Design Skin Fittings eliminate the corrosion and electrical bonding problems associated with 
metallic fittings. 
Our Skin Fittings meet ISO International Standards giving added assurance of performance in the 
harsh marine environment. 
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Part # Description  Part # Description 
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90677 Skin Fitting Recessed ¾” BSP Black  90715 Skin Fitting Recessed ¾” NPS Black 
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90711 Skin Fitting Recessed 1” BSP White  90734 Skin Fitting Recessed 1” NPS White 

90712 Skin Fitting Recessed 1¼” BSP White  90735 Skin Fitting Recessed 1¼” NPS White 

90713 Skin Fitting Recessed 1½” BSP White  90736 Skin Fitting Recessed 1½” NPS White 

     Skin Fitting         Recessed Skin Fitting 
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RECESSED SKIN FITTINGS 
Designed and made in New Zealand, Tru-Design Recessed Skin Fittings are the superior 
composite thru-hull solution for reduced drag. 

 
The Recessed Skin Fitting body and nut are moulded from glass fibre reinforced nylon composite. 
High strength, high-modulus glass fibres provide dramatic strength, stiffness, toughness and 
dimensional stability.  These properties allow a significant weight reduction over metallic fittings 
(weights listed on Page 3). 
Tru-Design Skin Fittings eliminate the corrosion and electrical bonding problems associated with 
metallic fittings. 
Our Skin Fittings meet ISO International Standards giving added assurance of performance in the 
harsh marine environment. 

MODELS 
Part # Description  Part # Description 

90676 Skin Fitting Recessed ½” BSP Black  90714 Skin Fitting Recessed ½” NPS Black 

90677 Skin Fitting Recessed ¾” BSP Black  90715 Skin Fitting Recessed ¾” NPS Black 

90678 Skin Fitting Recessed 1” BSP Black  90716 Skin Fitting Recessed 1” NPS Black 

90679 Skin Fitting Recessed 1¼” BSP Black  90717 Skin Fitting Recessed 1¼” NPS Black 
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Part # Description  Part # Description 

90709 Skin Fitting Recessed ½” BSP White  90732 Skin Fitting Recessed ½” NPS White 

90710 Skin Fitting Recessed ¾” BSP White  90733 Skin Fitting Recessed ¾” NPS White 

90711 Skin Fitting Recessed 1” BSP White  90734 Skin Fitting Recessed 1” NPS White 

90712 Skin Fitting Recessed 1¼” BSP White  90735 Skin Fitting Recessed 1¼” NPS White 
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     Skin Fitting         Recessed Skin Fitting 

RECESSED SKIN FITTINGS
Designed and made in New Zealand, Tru-Design Recessed Skin Fittings are the superior composite 
thru-hull solution for reduced drag.

The Recessed Skin Fitting body and nut are moulded from glass fibre reinforced nylon composite. 
High strength, high-modulus glass fibres provide dramatic strength, stiffness, toughness and
dimensional stability. These properties allow a significant weight reduction over metallic fittings

Tru-Design Skin Fittings eliminate the corrosion and electrical bonding problems associated with 
metallic fittings.

Our Skin Fittings meet ISO International Standards giving added assurance of performance in the 
harsh marine environment.
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STANDARDS  
Tru Design Skin Fittings are certified by the 
International Marine Certification Institute 
(IMCI) to meet; 
ISO 9093-2 Small craft -- Seacocks and 
through-hull fittings -- Part 2: Non-metallic 
*Note – ½” Skin Fittings do not meet ISO 9093-2 

In meeting ISO 9093-2, our skin fittings have 
been tested with a 155kg load hanging off a ball valve and hose fitting as 
shown. 

Bureau Veritas – as of August 28, 2012 Tru Design have Bureau 
Veritas Marine Division Approval (certificate #27801/A0 BV) for 
Skin Fittings, Ball Valves, and Aquavalves. This covers the 
commercial marine market whereas IMCI (above) covers the 
recreational market. 

KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Compatible with most hull types Can be used on wood or GRP hulls. 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance 
due to corrosion. 

Chemical resistant Impervious to diesel, petrol and antifouling paints. 

UV resistant These fittings will not break down with ultraviolet light or 
discolour from the sun. 

High quality surface finish Will not discolour with green film as similar bronze fittings 
do.  

Paintable Can be painted with all types of antifouling. 
Antifouling paint stays adhered to the skin fitting, 
alleviating the chore of grinding and cleaning back flaked 
paint from bronze fittings before applying antifouling. 

Fits Tru-Design Ball Valves & BSPP 
threads 

Universal compatibility to other Tru-Design fittings, and 
other marine components. 

Large operating temperature range Suitable for all marine environments, from -20°C to 
+110°C. 

Supplied in individual plastic bags with 
header card and information sheet 

Header card states IMCI Certification, size of hose tail 
and comes with instructions in the bag as per IMCI 
regulations. 
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SPECIFICATIONS 

HULL COMPATIBILITY  
Tru-Design Recessed Skin Fittings are suitable for installation in wood and fiberglass / composite 
types of hull construction. 
Tru-Design Recessed Skin Fittings are also able to be used on caulked solid wood hulls – care 
should be taken to only locate the skin fitting in the centre of any individual plank.  

FLOW DIAMETER & HULL THICKNESS 

Size Minimum I.D. Maximum Hull Thickness 
½” BSP 13mm 28mm 

¾” BSP 18mm 28mm 

1”  BSP 24mm 28mm 

1¼” BSP 31mm 30mm 

1½” BSP 37mm 30mm 

DIMENSIONS & WEIGHTS 
All dimensions in millimetres.   
All dimensions nominal. 
All weights in grams. 

 

 ½” ¾” 1” 1¼” 1½” 
 26g 40g 58g 102g 136g
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SPECIFICATIONS 

HULL COMPATIBILITY  
Tru-Design Recessed Skin Fittings are suitable for installation in wood and fiberglass / composite 
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should be taken to only locate the skin fitting in the centre of any individual plank.  
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SPECIFICATIONS 

HULL COMPATIBILITY  
Tru-Design Recessed Skin Fittings are suitable for installation in wood and fiberglass / composite 
types of hull construction. 
Tru-Design Recessed Skin Fittings are also able to be used on caulked solid wood hulls – care 
should be taken to only locate the skin fitting in the centre of any individual plank.  

FLOW DIAMETER & HULL THICKNESS 

Size Minimum I.D. Maximum Hull Thickness 
½” BSP 13mm 28mm 

¾” BSP 18mm 28mm 

1”  BSP 24mm 28mm 

1¼” BSP 31mm 30mm 

1½” BSP 37mm 30mm 

DIMENSIONS & WEIGHTS 
All dimensions in millimetres.   
All dimensions nominal. 
All weights in grams. 

 

 ½” ¾” 1” 1¼” 1½” 
 26g 40g 58g 102g 136g

Description White Black
Recessed Thru Hull (Skin Fitting) 1/2" NPS TD90732 TD90714
Recessed Thru Hull (Skin Fitting) 3/4" NPS TD90733 TD90715
Recessed Thru Hull (Skin Fitting) 1" NPS TD90734 TD90716
Recessed Thru Hull (Skin Fitting) 1-1/4" NPS TD90735 TD90717
Recessed Thru Hull (Skin Fitting) 1-1/2" NPS TD90736 TD90718
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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SPECIFICATIONS 

HULL COMPATIBILITY  
The Tru-Design Skin Fittings with Tail are suitable for installation in all types of hull construction; 
steel, aluminium, fibreglass - cored and solid, wooden sandwich. 
Tru-Design Skin Fittings with Tail are also able to be used on caulked solid wood hulls – care 
should be taken to only locate the skin fitting in the centre of any individual plank.  

FLOW DIAMETER & HULL THICKNESS 

Tail Size Minimum I.D. Maximum Hull Thickness 
13mm 8mm 30mm 

19mm 12mm 30mm 

25mm 18mm 30mm 

32mm 24mm 30mm 

38mm 29mm 30mm 

50mm 41mm 45mm 

   

28mm 22mm 30mm 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

 

 13mm 19mm 25mm 32mm 38mm 50mm  
1/2" 3/4" 1"
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SKIN FITTINGS WITH TAIL 
Designed and made in New Zealand, Tru-Design Skin Fittings with Tail are the superior composite 
thru-hull solution. 
  
  
 
 
 
 
 
 
The Skin Fitting with Tail body and nut are moulded from glass fibre reinforced nylon composite. 
High strength, high-modulus glass fibres impregnated into the nylon provide dramatic strength, 
stiffness, toughness and dimensional stability.  These properties allow a significant weight 
reduction over metallic fittings. 
Tru-Design Skin Fittings with Tail eliminate the corrosion and electrical bonding problems 
associated with metallic fittings. 
Our Skin Fittings with Tail meet ISO International Standards giving added assurance of 
performance in the harsh marine environment. 

MODELS 
Part # Description 

90426 Skin Fitting Tail 13mm ½” BSP White 

90427 Skin Fitting Tail 19mm ¾” BSP White 

90430 Skin Fitting Tail 25mm 1” BSP White 

90433 Skin Fitting Tail 32mm 1¼” BSP White 

90434 Skin Fitting Tail 38mm 1½” BSP White 

90435 Skin Fitting Tail 50mm 2” BSP White 

  

90522 Skin Fitting Tail 13mm ½” BSP Black 

90523 Skin Fitting Tail 19mm ¾” BSP Black 

90524 Skin Fitting Tail 25mm 1” BSP Black 

90526 Skin Fitting Tail 32mm 1¼” BSP Black 

90527 Skin Fitting Tail 38mm 1½” BSP Black 

90528 Skin Fitting Tail 50mm 2” BSP Black 

  

90436 Skin Fitting Tail 28mm 1” BSP White 

90525 Skin Fitting Tail 28mm 1” BSP Black 
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STANDARDS  
Tru Design Skin Fittings with tail are certified 
by the International Marine Certification 
Institute (IMCI) to meet; 
ISO 9093-2 Small craft -- Seacocks and 
through-hull fittings -- Part 2: Non-metallic 
*Note – ½” Skin Fittings do not meet ISO 9093-2 

In meeting ISO 9093-2, our Skin Fittings with Tail have been tested with a 
155kg load hanging from the Tail (Skin Fitting test shown). 

KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Compatible with all hull types Can be used on aluminum, steel, wood or FRP hulls. 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance 
due to corrosion. 

Chemical resistant Impervious to diesel, petrol and antifouling paints. 

UV resistant These fittings will not break down with ultraviolet light or 
discolour from the sun. 

High quality surface finish Will not discolour with green film as similar bronze fittings 
do.  

Paintable Can be painted with all types of antifouling. 
Antifouling paint stays adhered to the skin fitting, 
alleviating the chore of grinding and cleaning back flaked 
paint from bronze fittings before applying antifouling. 

Long Tail Hose can be fitted with 2 hose clamps for a secure 
connection. 

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C. 

Supplied in individual plastic bags with 
header card and information sheet 

Header card states IMCI Certification, size of hose tail 
and comes with instructions in the bag as per IMCI 
regulations. 
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SPECIFICATIONS 

HULL COMPATIBILITY  
The Tru-Design Skin Fittings with Tail are suitable for installation in all types of hull construction; 
steel, aluminium, fibreglass - cored and solid, wooden sandwich. 
Tru-Design Skin Fittings with Tail are also able to be used on caulked solid wood hulls – care 
should be taken to only locate the skin fitting in the centre of any individual plank.  

FLOW DIAMETER & HULL THICKNESS 

Tail Size Minimum I.D. Maximum Hull Thickness 
13mm 8mm 30mm 

19mm 12mm 30mm 

25mm 18mm 30mm 

32mm 24mm 30mm 

38mm 29mm 30mm 

50mm 41mm 45mm 

   

28mm 22mm 30mm 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

 

 13mm 19mm 25mm 32mm 38mm 50mm  
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SPECIFICATIONS 

HULL COMPATIBILITY  
The Tru-Design Skin Fittings with Tail are suitable for installation in all types of hull construction; 
steel, aluminium, fibreglass - cored and solid, wooden sandwich. 
Tru-Design Skin Fittings with Tail are also able to be used on caulked solid wood hulls – care 
should be taken to only locate the skin fitting in the centre of any individual plank.  

FLOW DIAMETER & HULL THICKNESS 

Tail Size Minimum I.D. Maximum Hull Thickness 
13mm 8mm 30mm 

19mm 12mm 30mm 

25mm 18mm 30mm 

32mm 24mm 30mm 

38mm 29mm 30mm 

50mm 41mm 45mm 

   

28mm 22mm 30mm 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

 

 13mm 19mm 25mm 32mm 38mm 50mm  

Part # Description
TD90426 Thru Hull with Hose Barb 13mm (1/2") x 1/2" BSP White

TD90427 Thru Hull with Hose Barb 19mm (3/4") x 3/4" BSP White

TD90430 Thru Hull with Hose Barb 25mm (1") x 1" BSP White

TD90436 Thru Hull with Hose Barb 28mm (1-1/8") x 1" BSP White

TD90433 Thru Hull with Hose Barb 32mm (1-1/4") x 1-1/4" BSP White

TD90434 Thru Hull with Hose Barb 38mm (1-1/2") x 1-1/2" BSP White

TD90435 Thru Hull with Hose Barb 50mm (2") x 2" BSP White

1-1/4"

1-1/2" 2"

SKIN FITTINGS with HOSE BARB
Designed and made in New Zealand, Tru-Design Skin Fittings with Hose Barb are the superior 
composite thru-hull solution for reduced drag.
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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SPECIFICATIONS 

HULL COMPATIBILITY  
Tru-Design Recessed Skin Fittings are suitable for installation in wood and fiberglass / composite 
types of hull construction. 
Tru-Design Recessed Skin Fittings are also able to be used on caulked solid wood hulls – care 
should be taken to only locate the skin fitting in the centre of any individual plank.  

FLOW DIAMETER & HULL THICKNESS 

Size Minimum I.D. Maximum Hull Thickness 
½” BSP 13mm 28mm 

¾” BSP 18mm 28mm 

1”  BSP 24mm 28mm 

1¼” BSP 31mm 30mm 

1½” BSP 37mm 30mm 

DIMENSIONS & WEIGHTS 
All dimensions in millimetres.   
All dimensions nominal. 
All weights in grams. 

 

 ½” ¾” 1” 1¼” 1½” 
 26g 40g 58g 102g 136g
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 

 

SKIN FITTING (THRU HULL) INSTALLATION TOOL
TruDesign Skin Fitting Install Tools are a world-first which allows the installation of a Skin Fitting to be carried out by a 
single person. No longer is a second person needed to hold the Skin Fitting in place on the outside of the hull and stop 
it from turning whilst the first person on the inside of the hull tightens the Skin Fitting Nut. These tools also act as a 
holder to make applying sealant or epoxy to the Skin Fitting easier as well as keep work areas and hands clean.

Works on both standard (Dome head) TruDesign Skin Fittings as well as TruDesign Recessed Skin Fittings. Not for 
use with TruDesign Skin Fittings with Tails.

BALL VALVE WRENCH
Manufactured from a glass reinforced nylon composite - High strength and light weight.

T HANDLE REPLACEMENT FOR BALL VALVES
Take up less space than the standard lever arm in tight areas.

Part # Description
TD90933 Skin Fitting (Thru Hull) Installation Tool 3/4"

TD90934 Skin Fitting (Thru Hull) Installation Tool 1"

TD90935 Skin Fitting (Thru Hull) Installation Tool 1-1/4"

TD90936 Skin Fitting (Thru Hull) Installation Tool 1-1/2"

TD90937 Skin Fitting (Thru Hull) Installation Tool 2"

Part # Description
TD90476 Skin Fitting (Thru Hull) Installation Tool 1/2"

TD90477 Skin Fitting (Thru Hull) Installation Tool 3/4" & 1"

TD90478 Skin Fitting (Thru Hull) Installation Tool 1-1/4" & 1-1/2"

TD90479 Skin Fitting (Thru Hull) Installation Tool 2"

Part # Description
TD91038 T Handle for 1/2" , 3/4" and 1" Ball Valves

TD91040 T Handle for 1-1/4", 1-1/2" and 2" Ball Valves
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Skin Fitting (Thru Hull) Installation Tools 
® Skin Fitting (Thru Hull) Installation Tools make the fitting of our certified Skin Fitting (Thru Hull) 

to be carried out quickly and simply by one person – traditionally a task that has required two people, saving time 
and money. METS Category Winner of the 2016 DAME award.  

Ideally suited for boat builders.  

 

Operation as follows: 

1. Click TruDesign Skin Fitting Installation Tool onto the correct Skin Fitting/Thru Hull (Recessed or Domed). 

2. Apply chosen marine-grade sealant around flange of Skin Fitting (Thru Hull) whilst holding the lower handle. 

3. Place into hull. 

4. From inside the hull place the backing washer and nut over the Skin Fitting (Thru Hull) Tool. 

5. Tighten the nut whilst holding upper handle of the Skin Fitting (Thru Hull) Installation Tool. 

6. Push the Skin Fitting (Thru Hull) Installation Tool back out by pinching the side clips, ready for use on the 
next Skin Fitting (Thru Hull).  

 

Available in 5 sizes from ¾” to 2”, they are reusable and work with both TruDesign’s Domed or Recessed Skin Fittings 
(Thru Hulls). 

 

 

 
 

 

Installing Skin Fittings (Thru Hulls) has always been a laborious task for both boat-builders and enthusiasts alike, 
whether it be during production fit outs or when undergoing routine maintenance replacing old corroded metallic 
thru-hulls. 

The major inconvenience is due to the fact that traditionally two people are needed to complete the job – a person 
on the outside of the hull to hold the Skin Fitting (Thru Hull) in place and preventing it from turning whilst the second 
person, positioned on the inside of the hull, fits the washer and tightens the backing nut. 

With TruDesign’s revolutionary Skin Fitting (Thru Hull) Installation Tools this procedure can now be performed by 
one person thus speeding up manufacture and maintenance.  

An additional feature is the ability to hold the Skin Fitting (Thru Hull) securely which facilitates clean and easy 
application of the sealant. 
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Feature: Benefit: 

Only one person needed to fit Skin Fittings (Thru Hulls) Saves time and money 

Tough, durable and light weight. Will not degrade or discolour 
from exposure to sunlight. Reusable 

Boat Builders can have multiple installation tools at low cost. 
Speeding up production.  

Dual handles Lower handle allows fitting to be held whilst epoxy or bedding 
compound is applied keeping hands and work areas clean. Upper 
handle used to stop Skin Fitting (Thru Hull) from rotating when fitting 
and tightening the washer and nut from the hull interior. 

Securing Clips Snap-on and lock in place with Skin Fitting (Thru Hull)  so it can be 
easily handled/transported 

Model / Size Part Number 

Skin Fitting (Thru Hull) Installation Tool ¾” 90933 

Skin Fitting (Thru Hull) Installation Tool 1” 90934 

Skin Fitting (Thru Hull) Installation Tool 1 ¼” 90935 

Skin Fitting (Thru Hull) Installation Tool 1 ½” 90936 

Skin Fitting (Thru Hull) Installation Tool 2”” 90937 
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BALL VALVE 
Designed and made in New Zealand for use in marine applications above and below the water 
line. Our Ball Valves are IMCI approved to ISO standard 9093-2, and are ideal for controlling and 
inlet and outlet water requirements.  The Ball Valve can be locked in the closed position for use on 
toilet waste outlets. 

The body of the Ball Valve is manufactured in a glass reinforced nylon composite with high impact 
and tensile strength resulting in a light weight unit, free from corrosion and electrolysis issues. The 
ball and sealing rings utilise a PTFE polymer to ensure a smooth action, and continuous ease of 
operation over many years.

MODELS
Part # Description 

19mm ID  

90471 Ball Valve ½” BSP 

90548 Ball Valve ½” BSP PKG 

90276 Ball Valve ¾” BSP 

90549 Ball Valve ¾” BSP PKG 

90242 Ball Valve 1” BSP 

90550 Ball Valve 1” BSP PKG 

32mm ID  

90240 Ball Valve 1¼” BSP 

90551 Ball Valve 1¼” BSP PKG 

90235 Ball Valve 1½” BSP 

90552 Ball Valve 1½” BSP PKG 

52mm ID  

90472 Ball Valve 2” BSP 

90553 Ball Valve 2” BSP PKG 

* PKG denotes product is packaged in a plastic bag with header card.  Other product is packaged loose. 
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STANDARDS  
Tru Design Ball Valves are certified by the 
International Marine Certification Institute 
(IMCI) to meet; 
ISO 9093-2 Small craft -- Seacocks and 
through-hull fittings -- Part 2: Non-metallic 
In meeting ISO 9093-2, our Ball Valves have 
been tested with a 155kg load hanging off a hose fitting while connected to 
our Skin Fitting as shown. 
The locking feature allows the Ball Valve to comply with US Coast Guard 
Regulation 33 CFR 159.7 and ISO Standard 8099 for 
locking of toilet waste outlets.  

KEY FEATURES 
Feature : 
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Compatible with all hull types Can be used on aluminum, steel, wood or FRP hulls. 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance 
due to corrosion. 

Chemical resistant Impervious to diesel, petrol and antifouling paints. 

UV resistant These fittings will not break down with ultraviolet light or 
discolour from the sun. 

High quality surface finish Will not discolour with green film as similar bronze fittings 
do.

IMCI approved to the ISO 9093-2 
Standard.

Suitable for connection to similarly approved through hull 
skin fittings such as the IMCI approved Tru-Design Skin 
Fitting range.  

Locking feature Allows Ball Valve to be locked for compliance with toilet 
waste outlet standards. 

Ball and seal rings molded in a PTFE 
filled polymer. 

Ensures a smooth operation, and long life. 

Brightly coloured handle Allows for easy viewing of seacock position, “open” or 
“closed”. 

Quality control. Each Ball Valve is leak tested prior to leaving the  
Tru-Design premises. 

Large operating temperature range Suitable for all marine environments, from -40°C to +80°C

Spanner available A custom fitted spanner greatly simplifies fitting, and 
stops the damage caused by pipe wrenches. 
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BALL VALVE 
Designed and made in New Zealand for use in marine applications above and below the water 
line. Our Ball Valves are IMCI approved to ISO standard 9093-2, and are ideal for controlling and 
inlet and outlet water requirements.  The Ball Valve can be locked in the closed position for use on 
toilet waste outlets. 

The body of the Ball Valve is manufactured in a glass reinforced nylon composite with high impact 
and tensile strength resulting in a light weight unit, free from corrosion and electrolysis issues. The 
ball and sealing rings utilise a PTFE polymer to ensure a smooth action, and continuous ease of 
operation over many years.

MODELS
Part # Description 

19mm ID  

90471 Ball Valve ½” BSP 

90548 Ball Valve ½” BSP PKG 

90276 Ball Valve ¾” BSP 

90549 Ball Valve ¾” BSP PKG 

90242 Ball Valve 1” BSP 

90550 Ball Valve 1” BSP PKG 

32mm ID  

90240 Ball Valve 1¼” BSP 

90551 Ball Valve 1¼” BSP PKG 

90235 Ball Valve 1½” BSP 

90552 Ball Valve 1½” BSP PKG 

52mm ID  

90472 Ball Valve 2” BSP 

90553 Ball Valve 2” BSP PKG 

* PKG denotes product is packaged in a plastic bag with header card.  Other product is packaged loose. 
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BALL VALVE 
Designed and made in New Zealand for use in marine applications above and below the water 
line. Our Ball Valves are IMCI approved to ISO standard 9093-2, and are ideal for controlling and 
inlet and outlet water requirements.  The Ball Valve can be locked in the closed position for use on 
toilet waste outlets. 

The body of the Ball Valve is manufactured in a glass reinforced nylon composite with high impact 
and tensile strength resulting in a light weight unit, free from corrosion and electrolysis issues. The 
ball and sealing rings utilise a PTFE polymer to ensure a smooth action, and continuous ease of 
operation over many years.

MODELS
Part # Description 

19mm ID  

90471 Ball Valve ½” BSP 

90548 Ball Valve ½” BSP PKG 

90276 Ball Valve ¾” BSP 

90549 Ball Valve ¾” BSP PKG 

90242 Ball Valve 1” BSP 

90550 Ball Valve 1” BSP PKG 

32mm ID  

90240 Ball Valve 1¼” BSP 

90551 Ball Valve 1¼” BSP PKG 

90235 Ball Valve 1½” BSP 

90552 Ball Valve 1½” BSP PKG 

52mm ID  

90472 Ball Valve 2” BSP 

90553 Ball Valve 2” BSP PKG 

* PKG denotes product is packaged in a plastic bag with header card.  Other product is packaged loose. 

Part # Description
TD90647 Ball Valve 1/2" NPS.  19mm Inside Dia.

TD90648 Ball Valve 3/4" NPS.  19mm Inside Dia.

TD90649 Ball Valve 1" NPS.  19mm Inside Dia.

TD90650 Ball Valve 1-1/4" NPS.  32mm Inside Dia.

TD90651 Ball Valve 1-1/2" NPS.  32mm Inside Dia.

TD90652 Ball Valve 2" NPS.
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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POSITION MONITORED BALL VALVE 
Designed and made in New Zealand for use in marine applications above and below the water 
line. Our Ball Valves are IMCI approved to ISO standard 9093-2, and are ideal for controlling and 
monitoring inlet and outlet water requirements. The Ball Valve can be locked in the closed position 
for use on toilet waste outlets. 
Position Monitoring allows remote monitoring of Ball Valve Position.  The Position Monitoring 
circuit can also be used as part of an engine or generator start interlock to ensure these don’t start 
without cooling water available. 

The body of the Ball Valve is manufactured in a glass reinforced nylon composite with high impact 
and tensile strength resulting in a light weight unit, free from corrosion and electrolysis issues. The 
ball and sealing rings utilise a PTFE polymer to ensure a smooth action, and continuous ease of 
operation over many years. 

MODELS
Part # Description 

19mm ID  

90473 Ball Valve Position Monitored ½” BSP 

90277 Ball Valve Position Monitored ¾” BSP 

90243 Ball Valve Position Monitored 1” BSP 

32mm ID  

90239 Ball Valve Position Monitored 1¼” BSP 

90236 Ball Valve Position Monitored 1½” BSP 

52mm ID  

90474 Ball Valve Position Monitored 2” BSP 

90412 Panel Display Ball Valve 
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POSITION MONITORED BALL VALVE 
Designed and made in New Zealand for use in marine applications above and below the water 
line. Our Ball Valves are IMCI approved to ISO standard 9093-2, and are ideal for controlling and 
monitoring inlet and outlet water requirements. The Ball Valve can be locked in the closed position 
for use on toilet waste outlets. 
Position Monitoring allows remote monitoring of Ball Valve Position.  The Position Monitoring 
circuit can also be used as part of an engine or generator start interlock to ensure these don’t start 
without cooling water available. 

The body of the Ball Valve is manufactured in a glass reinforced nylon composite with high impact 
and tensile strength resulting in a light weight unit, free from corrosion and electrolysis issues. The 
ball and sealing rings utilise a PTFE polymer to ensure a smooth action, and continuous ease of 
operation over many years. 

MODELS
Part # Description 

19mm ID  

90473 Ball Valve Position Monitored ½” BSP 

90277 Ball Valve Position Monitored ¾” BSP 

90243 Ball Valve Position Monitored 1” BSP 

32mm ID  

90239 Ball Valve Position Monitored 1¼” BSP 

90236 Ball Valve Position Monitored 1½” BSP 

52mm ID  

90474 Ball Valve Position Monitored 2” BSP 

90412 Panel Display Ball Valve 
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POSITION MONITORED BALL VALVE 
Designed and made in New Zealand for use in marine applications above and below the water 
line. Our Ball Valves are IMCI approved to ISO standard 9093-2, and are ideal for controlling and 
monitoring inlet and outlet water requirements. The Ball Valve can be locked in the closed position 
for use on toilet waste outlets. 
Position Monitoring allows remote monitoring of Ball Valve Position.  The Position Monitoring 
circuit can also be used as part of an engine or generator start interlock to ensure these don’t start 
without cooling water available. 

The body of the Ball Valve is manufactured in a glass reinforced nylon composite with high impact 
and tensile strength resulting in a light weight unit, free from corrosion and electrolysis issues. The 
ball and sealing rings utilise a PTFE polymer to ensure a smooth action, and continuous ease of 
operation over many years. 

MODELS
Part # Description 

19mm ID  

90473 Ball Valve Position Monitored ½” BSP 

90277 Ball Valve Position Monitored ¾” BSP 

90243 Ball Valve Position Monitored 1” BSP 

32mm ID  

90239 Ball Valve Position Monitored 1¼” BSP 

90236 Ball Valve Position Monitored 1½” BSP 

52mm ID  

90474 Ball Valve Position Monitored 2” BSP 

90412 Panel Display Ball Valve 

See previous page for Key Features of Tru Design Ball Valves. Position Monitored Ball Valves also have the 
following features:
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KEY FEATURES continued 
Feature : 
Spanner supplied A custom fitted spanner greatly simplifies fitting, and 

stops the damage caused by pipe wrenches. 
Remote indication of seacock position No need to obtain visual access to sea cocks mounted in places 

difficult to access. 

Engine ignition interlock Helps to avoid possible engine overheating caused by 
accidental or inadvertent water intake closure.   

Allow monitoring from accessible location Helps alert user or owner that seacock is not open for discharge 
avoiding possible outlet pipe explosion.    

Remote indication of multiple seacock 
positions. 

Saves time when leaving a vessel, no need access bilges to 
check seacock status.   

SPECIFICATIONS 
The connecting threads on each end of our ball valves are BSP (British Standard Pipe) and are 
parallel. These parallel threads are designed so that thread tape is wound onto a male skin fitting 
or tail then screwed into the ball valve. The advantage of parallel threads rather than tapered is 
that there is maximum engagement between the mating threads providing a strong and watertight 
seal. Mixing parallel and tapered threads can cause strength and sealing problems as the 
engagement can frequently be only a few turns. 
The Position Monitoring function switches state when the Ball Valve is in the open position. 

Maximum switching current – 500mA 

BLUE =       Valve closed signal 

RED =       Supply (10-32V) 

GREEN =       Valve open signal 
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KEY FEATURES continued 
Feature : 
Spanner supplied A custom fitted spanner greatly simplifies fitting, and 

stops the damage caused by pipe wrenches. 
Remote indication of seacock position No need to obtain visual access to sea cocks mounted in places 

difficult to access. 

Engine ignition interlock Helps to avoid possible engine overheating caused by 
accidental or inadvertent water intake closure.   

Allow monitoring from accessible location Helps alert user or owner that seacock is not open for discharge 
avoiding possible outlet pipe explosion.    

Remote indication of multiple seacock 
positions. 

Saves time when leaving a vessel, no need access bilges to 
check seacock status.   

SPECIFICATIONS 
The connecting threads on each end of our ball valves are BSP (British Standard Pipe) and are 
parallel. These parallel threads are designed so that thread tape is wound onto a male skin fitting 
or tail then screwed into the ball valve. The advantage of parallel threads rather than tapered is 
that there is maximum engagement between the mating threads providing a strong and watertight 
seal. Mixing parallel and tapered threads can cause strength and sealing problems as the 
engagement can frequently be only a few turns. 
The Position Monitoring function switches state when the Ball Valve is in the open position. 

Maximum switching current – 500mA 

BLUE =       Valve closed signal 

RED =       Supply (10-32V) 

GREEN =       Valve open signal 

Part # Description
TD90653 Position Monitored Ball Valve 1/2" NPS.  19mm Inside Dia.

TD90654 Position Monitored Ball Valve 3/4" NPS.  19mm Inside Dia.

TD90655 Position Monitored Ball Valve 1" NPS.  19mm Inside Dia.

TD90656 Position Monitored Ball Valve 1-1/4" NPS.  32mm Inside Dia.

TD90657 Position Monitored Ball Valve 1-1/2" NPS.  32mm Inside Dia.

TD90658 Position Monitored Ball Valve 2" NPS.  52mm Inside Dia.

TD90412 Panel Display for Position Monitored Ball Valve
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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SPECIFICATIONS 
The connecting threads on each end of our ball valves are BSP (British Standard Pipe) and are 
parallel. These parallel threads are designed so that thread tape is wound onto a male skin fitting 
or tail then screwed into the ball valve. The advantage of parallel threads rather than tapered is 
that there is maximum engagement between the mating threads providing a strong and watertight 
seal.
Mixing parallel and tapered threads can cause strength and sealing problems as the engagement 
can frequently be only a few turns. 

DIMENSIONS
All dimensions in mm.   
All dimensions nominal. 

19mm – ½” BSP, ¾” BSP, 1” BSP 
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32mm – 1¼” BSP, 1½” BSP 

Part # Description Weight

TD90856 Load Bearing Collar ABYC Rated - Small (to suit ½”, ¾” or 1” sizes) 150 grams / 5.29 oz

TD90857 Load Bearing Collar ABYC Rated - Medium (to suit 1¼” or 1½” sizes) 165 grams / 5.82 oz

TD90920 Load Bearing Collar ABYC Rated - Large (to suit 2” size) 285 grams / 10.05 oz
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Small (for ½”, ¾” or 1” assemblies) 
  
 
 

Medium (for 1¼” or 1½” assemblies)  
 
 

 
Large (for 2” assemblies)* 

LOAD BEARING COLLARS - ABYC H-27 RATED 
TRUDESIGN® Load Bearing Collars are designed for use with TRUDESIGN® Skin Fittings and Ball Valves. 

Available in three sizes;  

 

 

 

  

 

 

 

 

 

 

 

A Load Bearing Collar will allow an assembly of a Skin Fitting - Ball Valve – Tail to withstand a 500 lb. (227 kg) load 
applied to the Tail (inboard end), for a minimum of 30 seconds – complying with North American ABYC H-27 
standards. Compliance to this standard is mandatory for all vessels sold into the United States.  

 

 

 

 

 

Features & Benefits: 
Feature: Benefit:

Award-winning DAME Category Winner 2015 – Marina Equipment, Boatyard Equipment, and Boat 
Construction Tools & Materials – Marine Equipment Tradeshow (METS) 2015 

HISWA ‘Product of the Year’ Nominee 2016 – HISWA Amsterdam Boat Show 2016 

ABYC H-27 compliance for ½”, ¾”, 1”, 1¼”, 1½”, 
& 2” size assemblies 

Strength and peace-of-mind. Rates assemblies to withstand a static load of 500 lb (227 kg) 
at the Tail end for a minimum of 30 seconds  

Compact footprint Designed to work within existing space confinements (is no larger in diameter than the 
Ball Valve + handle) 

No additional bolts or fasteners through or on 
to the hull 

Unlike flanged seacocks, the TRUDESIGN® Load Bearing Collars work without 
needing to be fastened to the hull 

Ability to retrofit to existing Skin Fitting - Ball 
Valve assemblies 

Can make any existing TRUDESIGN® Skin Fitting - Ball Valve - Tail assembly 
compliant to ABYC H-27 simply by removing the Ball Valve, placing the Collar onto the Ball 
Valve, trimming the Skin Fitting’s thread length (only if necessary – see following page), 
then refitting the Collar & Ball Valve back on to the Skin Fitting 

Compatible with all hull materials across a 
range of thicknesses – see installation notes 

Can be used on aluminium, steel, wood, GRP or composite hulls.  
Skin Fittings may need to be reduced in length for optimum strength – see installation 
notes 

* TRUDESIGN® 2” size assemblies 
currently meet H-27 standards without 

requiring a Load Bearing Collar to be installed.  

#TD90856

#TD90857

#TD90920
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 

 

19mm - 1/2" NPS, 3/4" NPS, 1" NPS 32mm - 1-1/4" NPS, 1-1/2" NPS
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LONG THREAD TAIL 
Designed and made in New Zealand, Tru-Design Long Thread Tails are the superior composite 
connection for fitting hose to threaded fittings. 

 
Tru-Design Tails are moulded from a glass reinforced nylon composite. High strength, high-
modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, toughness, 
and dimensional stability. 
Tru-Design Tails eliminate the corrosion and electrical bonding problems associated with metallic 
fittings. The Tails are designed for twin hose clamps, and to not crush under high load conditions. 

MODELS 
Part # Description 

90246 Tail 13mm ½” BSP Long Thread 

90557 Tail 13mm ½” BSP Long Thread PKG 

90252 Tail 19mm ¾” BSP Long Thread 

90558 Tail 19mm ¾” BSP Long Thread PKG 

90263 Tail 25mm 1” BSP Long Thread 

90559 Tail 25mm 1” BSP Long Thread PKG 

90285 Tail 32mm 1¼” BSP Long Thread 

90560 Tail 32mm 1¼” BSP Long Thread PKG 

90231 Tail 38mm 1½” BSP Long Thread 

90561 Tail 38mm 1½” BSP Long Thread PKG 

90518 Tail 50mm 2” BSP Long Thread 

90562 Tail 50mm 2” BSP Long Thread PKG 
PKG product is supplied in bags with header cards 
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DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 
 

 

 13mm 19mm 25mm 32mm 38mm 50mm  
 ½” ¾” 1” 1¼” 1½” 2”  
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DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 
 

 

 13mm 19mm 25mm 32mm 38mm 50mm  
 ½” ¾” 1” 1¼” 1½” 2”  

Part # Description

TD90726 Long Thread Hose Barb 13mm (1/2") x 1/2" NPS

TD90887 Long Thread Hose Barb 16mm (5/8") x 1/2" NPS

TD90727 Long Thread Hose Barb 19mm (3/4") x 3/4" NPS

TD90889 Long Thread Hose Barb 22mm (7/8") x 3/4" NPS

TD90728 Long Thread Hose Barb 25mm (1") x 1" NPS

TD90881 Long Thread Hose Barb 28mm (1-1/8") x 1" NPS

TD90729 Long Thread Hose Barb 32mm (1-1/4") x 1-1/4" NPS

TD90885 Long Thread Hose Barb 38mm (1-1/2") x 1-1/4" NPS

TD90883 Long Thread Hose Barb 32mm (1-1/4") x 1-1/2" NPS

TD90730 Long Thread Hose Barb 38mm (1-1/2") x 1-1/2" NPS

TD90231 Long Thread Hose Barb 50mm (2") x 2" NPS
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KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Compatible with all hull types Can be used on aluminum, steel, wood or FRP hulls. 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance 
due to corrosion. 

Chemical resistant Impervious to diesel, petrol and antifouling paints. 

UV resistant These fittings will not break down with ultraviolet light or 
discolour from the sun. 

High quality surface finish Will not discolour with green film as similar bronze fittings 
do.  

Fits Tru-Design Ball Valves &  BSPP 
threads 

Universal compatibility to other Tru-Design fittings, and 
other marine components. 

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C. 

SPECIFICATIONS 
The connecting threads on the Tails are BSP (British Standard Pipe) and are parallel. These 
parallel threads are designed so that thread tape is wound onto the tail then screwed into place. 
The advantage of parallel threads rather than tapered is that there is maximum engagement 
between the mating threads providing a strong and watertight seal.  
Mixing parallel and tapered threads can cause strength and sealing problems as the engagement 
can frequently be only a few turns.  

FLOW DIAMETER & THREAD LENGTH 
Tail Size Thread Size Minimum I.D. Thread Length 
13mm ½” 8mm 25mm 
19mm ¾” 13mm 25mm 
25mm 1” 19mm 30mm 
32mm 1¼“ 25mm 30mm 
38mm 1½“ 30mm 30mm 
50mm 2” 42mm 30mm 

    
38mm 1¼“ 30mm 30mm 
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 

 

LONG THREAD TAIL
Designed and made in New Zealand, Tru-Design Long Thread Tails are the superior composite connection for fitting hose 
to threaded fittings.

Tru-Design Tails are moulded from a glass reinforced nylon composite. High strength, high-modulus glass fibres impreg-
nated into the nylon provides dramatic strength, stiffness, toughness, and dimensional stability.
Tru-Design Tails eliminate the corrosion and electrical bonding problems associated with metallic fittings. The Tails are 
designed for twin hose clamps, and to not crush under high load conditions.

SPECIFICATIONS
The connecting threads on the Tails are BSP (British Standard Pipe) and are parallel. These parallel threads are designed 
so that thread tape is wound onto the tail then screwed into place. The advantage of parallel threads rather than tapered is 
that there is maximum engagement between the mating threads providing a strong and watertight seal.
Mixing parallel and tapered threads can cause strength and sealing problems as the engagement can frequently be only a 
few turns.

LONG THREAD TAILS - Straight
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DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 
 

 

 13mm 19mm 25mm   
 ½” ¾” 1”  

 
 32mm 38mm 
 1¼” 1½”
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DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 
 

 

 13mm 19mm 25mm   
 ½” ¾” 1”  

 
 32mm 38mm 
 1¼” 1½”
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 50mm  
 2” 
 

 
 38mm 
 1¼” 

90° LONG THREAD TAILS

LONG THREAD TAIL - 120°
TRUDESIGN® Long Thread 120° Tails are moulded from a 
glass-reinforced nylon composite. High strength, high-modulus 
glass fibres within the material provide dramatic strength, stiff-
ness, toughness, and dimensional stability. 

LONG THREAD TAILS - 90°
Designed and made in New Zealand, Tru-Design Long Thread Tails are the superior composite 
connection for fitting hose to threaded fittings.

Part # Description

TD90861 Long Thread 90º Hose Barb 13mm (1/2") x 1/2" NPS

TD90905 Long Thread 90º Hose Barb 16mm (5/8") x 1/2" NPS

TD90895 Long Thread 90º Hose Barb 19mm (3/4") x 3/4" NPS

TD90897 Long Thread 90º Hose Barb 25mm (1") x 1" NPS

TD90899 Long Thread 90º Hose Barb 32mm (1-1/4") x 1-1/4" NPS

TD90901 Long Thread 90º Hose Barb 38mm (1-1/2") x 1-1/2" NPS

TD90903 Long Thread 90º Hose Barb 50mm (2") x 2" NPS
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LONG THREAD TAIL - 90° 
Designed and made in New Zealand, Tru-Design Long Thread Tails are the superior composite 
connection for fitting hose to threaded fittings. 

 
Tru-Design Tails are moulded from a glass reinforced nylon composite. High strength, high-
modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, toughness, 
and dimensional stability. 
Tru-Design Tails eliminate the corrosion and electrical bonding problems associated with metallic 
fittings. The Tails are designed for twin hose clamps, and to not crush under high load conditions. 

MODELS 
Part # Description 

90517 Tail 13mm ½” BSP Long Thread 90° 

90565 Tail 13mm ½” BSP Long Thread 90° PKG 

90372 Tail 19mm ¾” BSP Long Thread 90° 

90566 Tail 19mm ¾” BSP Long Thread 90° PKG 

90373 Tail 25mm 1” BSP Long Thread 90° 

90567 Tail 25mm 1” BSP Long Thread 90° PKG 

90374 Tail 32mm 1¼” BSP Long Thread 90° 

90568 Tail 32mm 1¼” BSP Long Thread 90° PKG 

90375 Tail 38mm 1½” BSP Long Thread 90° 

90569 Tail 38mm 1½” BSP Long Thread 90° PKG 

90376 Tail 50mm 2” BSP Long Thread 90° 

90570 Tail 50mm 2” BSP Long Thread 90° PKG 

  

90529 Tail 38mm 1¼” BSP Long Thread 90° 

90571 Tail 38mm 1¼” BSP Long Thread 90° PKG 
PKG product is supplied in bags with header cards 
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Tail Long Thread 120° 
Designed and made in New Zealand, TRUDESIGN® Tail Long Thread 120° fittings are the superior composite 
connection for fitting hose to threaded fittings. 

Available in five sizes;  

 

 

 

  

 

 

 

 

 

 

 

 

 

TRUDESIGN® Tail Long Thread 120°s are moulded from a glass-reinforced nylon composite. High strength, 
high-modulus glass fibres within the material provide dramatic strength, stiffness, toughness, and dimensional 
stability. 

TRUDESIGN® fittings eliminate the corrosion and electrical bonding problems associated with metallic 
fittings. Tail fittings are designed for twin hose clamps, and to never crush. 

Key Features: 
Feature:  

Manufactured from a glass-reinforced nylon 
composite 

High strength and light weight 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance due to corrosion. No bonding 
required 

Chemical resistant Impervious to diesel, petrol and antifouling paints 

UV resistant Will not degrade or discolour with ultraviolet light from the sun 

High quality surface finish Will not discolour with green film as similar bronze fittings do 

BSPP (Parallel) threads Universal compatibility to TRUDESIGN® Ball Valves, threaded fittings, and other 
marine components 

Large operating temperature range Suitable for all marine environments, from -20°C to +100°C 
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Tail Long Thread 120° 
Designed and made in New Zealand, TRUDESIGN® Tail Long Thread 120° fittings are the superior composite 
connection for fitting hose to threaded fittings. 

Available in five sizes;  

 

 

 

  

 

 

 

 

 

 

 

 

 

TRUDESIGN® Tail Long Thread 120°s are moulded from a glass-reinforced nylon composite. High strength, 
high-modulus glass fibres within the material provide dramatic strength, stiffness, toughness, and dimensional 
stability. 

TRUDESIGN® fittings eliminate the corrosion and electrical bonding problems associated with metallic 
fittings. Tail fittings are designed for twin hose clamps, and to never crush. 

Key Features: 
Feature:  

Manufactured from a glass-reinforced nylon 
composite 

High strength and light weight 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance due to corrosion. No bonding 
required 

Chemical resistant Impervious to diesel, petrol and antifouling paints 

UV resistant Will not degrade or discolour with ultraviolet light from the sun 

High quality surface finish Will not discolour with green film as similar bronze fittings do 

BSPP (Parallel) threads Universal compatibility to TRUDESIGN® Ball Valves, threaded fittings, and other 
marine components 

Large operating temperature range Suitable for all marine environments, from -20°C to +100°C 
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Tail Long Thread 120° 
Designed and made in New Zealand, TRUDESIGN® Tail Long Thread 120° fittings are the superior composite 
connection for fitting hose to threaded fittings. 

Available in five sizes;  

 

 

 

  

 

 

 

 

 

 

 

 

 

TRUDESIGN® Tail Long Thread 120°s are moulded from a glass-reinforced nylon composite. High strength, 
high-modulus glass fibres within the material provide dramatic strength, stiffness, toughness, and dimensional 
stability. 

TRUDESIGN® fittings eliminate the corrosion and electrical bonding problems associated with metallic 
fittings. Tail fittings are designed for twin hose clamps, and to never crush. 

Key Features: 
Feature:  

Manufactured from a glass-reinforced nylon 
composite 

High strength and light weight 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance due to corrosion. No bonding 
required 

Chemical resistant Impervious to diesel, petrol and antifouling paints 

UV resistant Will not degrade or discolour with ultraviolet light from the sun 

High quality surface finish Will not discolour with green film as similar bronze fittings do 

BSPP (Parallel) threads Universal compatibility to TRUDESIGN® Ball Valves, threaded fittings, and other 
marine components 

Large operating temperature range Suitable for all marine environments, from -20°C to +100°C 

Part # Description

TD90924 Long Thread 120º Hose Barb 25mm (1") x 1" NPS

TD90926 Long Thread 120º Hose Barb 32mm (1-1/4") x 1-1/4" NPS

# TBA Long Thread 120º Hose Barb 38mm (1-1/2") x 1-1/4" NPS

TD90928 Long Thread 120º Hose Barb 38mm (1-1/2") x 1-1/2" NPS

TD90930 Long Thread 120º Hose Barb 50mm (2") x 2" NPS
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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Part Numbers & Weights: 

Dimensions: 
Dimensions are in millimetres & [inches] 
All dimensions nominal 

 

Model / Size Weight Part Number Part Number PKG

Tail 25mm 1” BSP Long Thread 120° 45 grams / 1.59 oz 90531 90572 

Tail 32mm 1¼” BSP Long Thread 120° 65 grams / 2.29 oz 90922 90923 

Tail 38mm 1¼" BSP Long Thread 120° 75 grams / 2.65 oz 90938 90939 

Tail 38mm 1½” BSP Long Thread 120° 80 grams / 2.82 oz 90532 90573 

Tail 50mm 2” BSP Long Thread 120° 130 grams / 4.59 oz 90533 90574 

TruDesign Plastics Ltd. accepts no responsibility for products which are improperly installed or tampered with. Although the information presented in this product information sheet is believed to be 
accurate and reliable, no responsibility for inaccuracies can be assumed by TruDesign Plastics Ltd. This performance data is typical only and variations due to component manufacturing tolerances 
are normal. TruDesign Plastics Ltd. reserves the right at any time to change performance characteristics or specifications without prior notice.  
TruDesign Plastics Ltd. 2016, all rights reserved. 
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Part Numbers & Weights: 

Dimensions: 
Dimensions are in millimetres & [inches] 
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Model / Size Weight Part Number Part Number PKG

Tail 25mm 1” BSP Long Thread 120° 45 grams / 1.59 oz 90531 90572 

Tail 32mm 1¼” BSP Long Thread 120° 65 grams / 2.29 oz 90922 90923 

Tail 38mm 1¼" BSP Long Thread 120° 75 grams / 2.65 oz 90938 90939 

Tail 38mm 1½” BSP Long Thread 120° 80 grams / 2.82 oz 90532 90573 

Tail 50mm 2” BSP Long Thread 120° 130 grams / 4.59 oz 90533 90574 

TruDesign Plastics Ltd. accepts no responsibility for products which are improperly installed or tampered with. Although the information presented in this product information sheet is believed to be 
accurate and reliable, no responsibility for inaccuracies can be assumed by TruDesign Plastics Ltd. This performance data is typical only and variations due to component manufacturing tolerances 
are normal. TruDesign Plastics Ltd. reserves the right at any time to change performance characteristics or specifications without prior notice.  
TruDesign Plastics Ltd. 2016, all rights reserved. 
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Technical enquiries: support@trudesignplastics.com 

Part Numbers & Weights: 

Dimensions: 
Dimensions are in millimetres & [inches] 
All dimensions nominal 

 

Model / Size Weight Part Number Part Number PKG

Tail 25mm 1” BSP Long Thread 120° 45 grams / 1.59 oz 90531 90572 

Tail 32mm 1¼” BSP Long Thread 120° 65 grams / 2.29 oz 90922 90923 

Tail 38mm 1¼" BSP Long Thread 120° 75 grams / 2.65 oz 90938 90939 

Tail 38mm 1½” BSP Long Thread 120° 80 grams / 2.82 oz 90532 90573 

Tail 50mm 2” BSP Long Thread 120° 130 grams / 4.59 oz 90533 90574 

TruDesign Plastics Ltd. accepts no responsibility for products which are improperly installed or tampered with. Although the information presented in this product information sheet is believed to be 
accurate and reliable, no responsibility for inaccuracies can be assumed by TruDesign Plastics Ltd. This performance data is typical only and variations due to component manufacturing tolerances 
are normal. TruDesign Plastics Ltd. reserves the right at any time to change performance characteristics or specifications without prior notice.  
TruDesign Plastics Ltd. 2016, all rights reserved. 
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CONNECTOR 
Designed and made in New Zealand, Tru-Design Connectors are the superior composite 
connection for linking 2 hoses. 

 
Tru-Design Connectors are moulded from a glass reinforced nylon composite. High strength, high-
modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, toughness, 
and dimensional stability. 
Tru-Design Connectors eliminate the corrosion and electrical bonding problems associated with 
metallic fittings. The Connectors are designed for twin hose clamps, and to not crush under high 
load conditions. 

MODELS 
Part # Description 

90245 Connector 13mm/13mm 

90599 Connector 13mm/13mm PKG 

90248 Connector 19mm/19mm 

90600 Connector 19mm/19mm PKG 

90257 Connector 25mm/25mm 

90601 Connector 25mm/25mm PKG 

90356 Connector 32mm/32mm 

90602 Connector 32mm/32mm PKG 

90290 Connector 38mm/38mm 

90603 Connector 38mm/38mm PKG 

90492 Connector 50mm/50mm 

90604 Connector 50mm/50mm PKG 
PKG product is supplied in bags with header cards 
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CONNECTOR 
Designed and made in New Zealand, Tru-Design Connectors are the superior composite 
connection for linking 2 hoses. 

 
Tru-Design Connectors are moulded from a glass reinforced nylon composite. High strength, high-
modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, toughness, 
and dimensional stability. 
Tru-Design Connectors eliminate the corrosion and electrical bonding problems associated with 
metallic fittings. The Connectors are designed for twin hose clamps, and to not crush under high 
load conditions. 

MODELS 
Part # Description 

90245 Connector 13mm/13mm 

90599 Connector 13mm/13mm PKG 

90248 Connector 19mm/19mm 

90600 Connector 19mm/19mm PKG 

90257 Connector 25mm/25mm 

90601 Connector 25mm/25mm PKG 

90356 Connector 32mm/32mm 

90602 Connector 32mm/32mm PKG 

90290 Connector 38mm/38mm 

90603 Connector 38mm/38mm PKG 

90492 Connector 50mm/50mm 

90604 Connector 50mm/50mm PKG 
PKG product is supplied in bags with header cards 

HOSE CONNECTORS and REDUCERS

STRAIGHT CONNECTORS
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KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Compatible with all hull types Can be used on aluminum, steel, wood or FRP hulls. 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance 
due to corrosion. 

Chemical resistant Impervious to diesel, petrol and antifouling paints. 

UV resistant These fittings will not break down with ultraviolet light or 
discolour from the sun. 

High quality surface finish Will not discolour with green film as similar bronze fittings 
do.  

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C. 

SPECIFICATIONS 

FLOW DIAMETER 

Size Minimum I.D. 
13mm 9mm 

19mm 13mm 

25mm 18mm 

32mm 23mm 

38mm 28mm 

50mm 41mm 
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DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 
 

 

 13mm 19mm 25mm 32mm 38mm 50mm  
 ½” ¾” 1” 1¼” 1½” 2”  

INSTALLATION 
Fit the hose using hot water to soften. 
Apply twin hose clamps for a secure connection. 
It is recommended that all plumbing is securely fastened to the boat structure to eliminate rattling, 
wear or inadvertent disconnection. 

SERVICING 
As composite Connectors are immune to corrosion, minimal servicing is required. 
Hose clamps should be checked regularly for a secure connection. 
 
 
 
 
 
 
 
 
 
 
 

Tru-Design Plastics Ltd. accepts no responsibility for Products which are improperly installed or tampered with. Although the information presented in this product information sheet is believed to be 
accurate and reliable, no responsibility for inaccuracies can be assumed by Tru-Design Plastics Ltd. This performance data is typical only and variations due to component manufacturing tolerances 
are normal. Tru-Design Plastics Ltd. reserves the right at any time to change performance characteristics or specifications without prior notice.  
Tru-Design Plastics Ltd, all rights reserved. 

www.trudesignplastics.com L E A D E R S  I N  MA R I N E  C O MP O S I T E  F I T T I N G S  

Part # Description 
TD90245 Straight Hose Connector 13mm (1/2") x 1/2"

TD90248 Straight Hose Connector 19mm (3/4") x 3/4"

TD90257 Straight Hose Connector 25mm (1") x 1"

TD90356 Straight Hose Connector 32mm (1-1/4") x 1-1/4"

TD90290 Straight Hose Connector 38mm (1-1/2") x 1-1/2"

TD90492 Straight Hose Connector 50mm (2") x 2"
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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90° CONNECTOR 
Designed and made in New Zealand, Tru-Design Connectors are the superior composite 
connection for linking 2 hoses.  The 90° Connector is especially useful for eliminating large radius 
bends involved in plumbing with stiff hose.  This allows hose to be securely routed next to 
bulkheads and walls. 

                                  
Tru-Design Connectors are moulded from a glass reinforced nylon composite. High strength, high-
modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, toughness, 
and dimensional stability. 
Tru-Design Connectors eliminate the corrosion and electrical bonding problems associated with 
metallic fittings. The Connectors are designed for twin hose clamps, and to not crush under high 
load conditions. 

MODELS 
Part # Description 

90701 Connector 90° 19mm White 

90702 Connector 90° 19mm White PKG 

90493 Connector 90° 25mm White 

90605 Connector 90° 25mm White PKG 

90292 Connector 90° 38mm White 

90606 Connector 90° 38mm White PKG 

90495 Connector 90° 50mm White 

90607 Connector 90° 50mm White PKG 

  

90699 Connector 90° 19mm Black 

90700 Connector 90° 19mm Black PKG 

90494 Connector 90° 25mm Black 

90608 Connector 90° 25mm Black PKG 

90291 Connector 90° 38mm Black 

90609 Connector 90° 38mm Black PKG 

90496 Connector 90° 50mm Black 

90610 Connector 90° 50mm Black PKG 
PKG product is supplied in bags with header cards 

90º CONNECTORS

Y PIECES
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REDUCER 
Designed and made in New Zealand, Tru-Design Reducers are the superior composite connection 
for linking 2 hoses of different sizes. 

 
Tru-Design Reducers are moulded from a glass reinforced nylon composite. High strength, high-
modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, toughness, 
and dimensional stability. 
Tru-Design Reducers eliminate the corrosion and electrical bonding problems associated with 
metallic fittings. The Reducers are designed for twin hose clamps, and to not crush under high 
load conditions. 

MODELS 
Part # Description 

90403 Reducer 19mm – 13mm 

90611 Reducer 19mm – 13mm PKG 

90404 Reducer 19mm – 16mm 

90612 Reducer 19mm – 16mm PKG 

90405 Reducer 25mm – 19mm 

90613 Reducer 25mm – 19mm PKG 

90406 Reducer 32mm – 25mm 

90614 Reducer 32mm – 25mm PKG 

90407 Reducer 38mm – 25mm 

90615 Reducer 38mm – 25mm PKG 

90408 Reducer 38mm – 32mm 

90616 Reducer 38mm – 32mm PKG 
PKG product is supplied in bags with header cards 

REDUCERS
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DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 
 

 

 19-13 19-16 25-19 32-25 38-25 38-32  

INSTALLATION 
Fit the hose using hot water to soften. 
Apply twin hose clamps for a secure connection. 
It is recommended that all plumbing is securely fastened to the boat structure to eliminate rattling, 
wear or inadvertent disconnection. 

SERVICING 
As composite Reducers are immune to corrosion, minimal servicing is required. 
Hose clamps should be checked regularly for a secure connection. 
 
 
 
 
 
 
 
 
 
 
 

Tru-Design Plastics Ltd. accepts no responsibility for Products which are improperly installed or tampered with. Although the information presented in this product information sheet is believed to be 
accurate and reliable, no responsibility for inaccuracies can be assumed by Tru-Design Plastics Ltd. This performance data is typical only and variations due to component manufacturing tolerances 
are normal. Tru-Design Plastics Ltd. reserves the right at any time to change performance characteristics or specifications without prior notice.  
Tru-Design Plastics Ltd, all rights reserved. 

www.trudesignplastics.com L E A D E R S  I N  MA R I N E  C O MP O S I T E  F I T T I N G S  
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DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

 

 19mm 25mm  38mm 50mm 
 ¾”   1”  1½” 2”  

 

INSTALLATION 
Fit the hose using hot water to soften. 
Apply twin hose clamps for a secure connection. 
It is recommended that all plumbing is securely fastened to the boat structure to eliminate rattling, 
wear or inadvertent disconnection. 

SERVICING 
As composite Connectors are immune to corrosion, minimal servicing is required. 
Hose clamps should be checked regularly for a secure connection. 
 
 
 
 
 
 
 
 
 
 
 

Tru-Design Plastics Ltd. accepts no responsibility for Products which are improperly installed or tampered with. Although the information presented in this product information sheet is believed to be 
accurate and reliable, no responsibility for inaccuracies can be assumed by Tru-Design Plastics Ltd. This performance data is typical only and variations due to component manufacturing tolerances 
are normal. Tru-Design Plastics Ltd. reserves the right at any time to change performance characteristics or specifications without prior notice.  
Tru-Design Plastics Ltd, all rights reserved. 
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DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

 

 19mm 25mm  38mm 50mm 
 ¾”   1”  1½” 2”  

 

INSTALLATION 
Fit the hose using hot water to soften. 
Apply twin hose clamps for a secure connection. 
It is recommended that all plumbing is securely fastened to the boat structure to eliminate rattling, 
wear or inadvertent disconnection. 

SERVICING 
As composite Connectors are immune to corrosion, minimal servicing is required. 
Hose clamps should be checked regularly for a secure connection. 
 
 
 
 
 
 
 
 
 
 
 

Tru-Design Plastics Ltd. accepts no responsibility for Products which are improperly installed or tampered with. Although the information presented in this product information sheet is believed to be 
accurate and reliable, no responsibility for inaccuracies can be assumed by Tru-Design Plastics Ltd. This performance data is typical only and variations due to component manufacturing tolerances 
are normal. Tru-Design Plastics Ltd. reserves the right at any time to change performance characteristics or specifications without prior notice.  
Tru-Design Plastics Ltd, all rights reserved. 

Part # Description 
TD90403 Reducer 19mm to 13mm (3/4" to 1/2")

TD90404 Reducer 19mm to 16mm (3/4" to 5/8")

TD90802 Reducer 25mm to 13mm (1" to 1/2")

TD90405 Reducer 25mm to 19mm (1" to 3/4")

TD90406 Reducer 32mm to 25mm (1-1/4" to 1")

TD90407 Reducer 38mm to 25mm (1-1/2" to 1")

TD90408 Reducer 38mm to 32mm (1-1/2" to 1-1/4")

Part # Description 
TD90699 90º Hose Connector 19mm (3/4") x 3/4"

TD90494 90º Hose Connector 25mm (1") x 1"

TD90291 90º Hose Connector 38mm (1-1/2") x 1-1/2"

TD90496 90º Hose Connector 50mm (2") x 2"

Part # Description 
TD90790 Y Piece 19mm (3/4")

TD90787 Y Piece 19-19-25mm (3/4"-3/4"-1")

TD90456 Y Piece 25mm (1")

TD90457 Y Piece 25-25-38mm (1"-1"-1-1/2")

TD90808 Y Piece 32mm (1-1/4")

TD90458 Y Piece 38mm (1-1/2")

1/2" - 3/4" 3/4" - 5/8" 1" - 3/4" 1-1/4" - 1" 1-1/2" - 1" 1-1/2" - 1-1/4"

A Y Piece is the best way for combining waste streams. Unlike a 'T' there is 
less likelihood of blockage, salt buildup does not degrade performance and 
the flow does not back up into the non-flowing branch.
Y Pieces are available in a variety of sizes to allow 25mm and 38mm drain 
hoses to branch into one line. Manufactured in Glass Reinforced Nylon 6 
Polymer, they are extremely tough and will handle both hot and cold water.
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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Part # Description 
TD91070 Saddle Base. Package of 10

TD91071 Saddle Clips - 13mm (1/2"). Package of 5

TD91072 Saddle Clips - 20mm (13/16"). Package of 5

TD91073 Saddle Clips - 28mm (1-1/8"). Package of 5

TD91074 Saddle Clips - 38mm (1-1/2"). Package of 5
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 

 

FEMALE THREAD TAIL - 90°
Tru-Design Female Thread Tails are the superior composite 
connection for fitting hose to male threaded fittings.

SADDLE CLIPS & BASE
TruDesign Saddle Clips & Bases are designed for tidy routing of cables, wires, and plumbing hoses. 

The Base can either be screwed or glued to a wall or bulkhead providing a ‘mounting base’ which can 
be used on its own with a cable-tie for tying down cables and wires or have one of four sizes of Saddle 
Clips attached to it for supporting various diameters of plumbing hose.
For increased security, a cable-tie can be threaded through the Base under and around the Saddle Clip 
and hose then done up, locking all components together. If plumbing layouts change in the future, simply 
remove the hose from the Saddle Clip, then pinch the arms of the Saddle Clip together to unclip and 
detach it from the Base.
A different size of Saddle Clip can then be clicked on to the Base to accept a different diameter of 
plumbing hose. Base available in 1 size supporting 4 sizes of Saddle Clips which cover a range of vary-
ing hose diameters.
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FEMALE THREAD TAIL - 90° 
Designed and made in New Zealand, Tru-Design Female Thread Tails are the superior composite 
connection for fitting hose to male threaded fittings. 

 
Tru-Design Tails are moulded from a glass reinforced nylon composite. High strength, high-
modulus, glass reinforced nylon provides dramatic strength, stiffness, toughness, and dimensional 
stability. 
Tru-Design Tails eliminate the corrosion and electrical bonding problems associated with metallic 
fittings. The Tails are designed for twin hose clamps, and to not crush under high load conditions. 

 

MODELS 
Part # Description 

90773 Tail 19mm ¾” BSP Female 90° Bend 

90774 Tail 19mm ¾” BSP Female 90° Bend PKG 

90775 Tail 25mm 1” BSP Female 90° Bend 

90776 Tail 25mm 1” BSP Female 90° Bend PKG 

90631 Tail 32mm 1¼” BSP Female 90° Bend 

90637 Tail 32mm 1¼” BSP Female 90° Bend PKG 

90629 Tail 38mm 1½” BSP Female 90° Bend 

90635 Tail 38mm 1½” BSP Female 90° Bend PKG 

90627 Tail 50mm 2” BSP Female 90° Bend 

90633 Tail 50mm 2” BSP Female 90° Bend PKG 
PKG product is supplied in bags with header cards 

Part # Description
TD90835 Female Thread Hose Barb 90°. 3/4" NPS Black

TD90837 Female Thread Hose Barb 90°. 1" NPS Black

TD90839 Female Thread Hose Barb 90°. 1-1/4" NPS Black

TD90841 Female Thread Hose Barb 90°. 1-1/2" NPS Black
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DIMENSIONS 
All dimensions nominal. 

 

 19mm 25mm 
 ¾” 1” 

 
 32mm 38mm 50mm   
 1¼” 1½” 2”  
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DIMENSIONS 
All dimensions nominal. 

 

 19mm 25mm 
 ¾” 1” 

 
 32mm 38mm 50mm   
 1¼” 1½” 2”  
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DIMENSIONS 
All dimensions nominal. 

 

 19mm 25mm 
 ¾” 1” 

 
 32mm 38mm 50mm   
 1¼” 1½” 2”  

TD91074 TD91073

TD91072

TD91071

TD91070
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 

 

Part # Description 
TD90825 Adapter/Connector 90°. 3/4" NPS Female to 3/4" NPS Male

TD90827 Adapter/Connector 90°. 1" NPS Female to 1" NPS Male

TD90829 Adapter/Connector 90°. 1-1/4" NPS Female to 1-1/4" NPS Male

TD90831 Adapter/Connector 90°. 1-1/2" NPS Female to 1-1/2" NPS Male

TD90833 Adapter/Connector 90°. 2" NPS Female to 2" NPS Male

CONNECTOR FEMALE THREAD, MALE THREAD - 90°
Designed and made in New Zealand, Tru-Design Connectors are 
the superior composite connection for connecting threaded fittings
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DIMENSIONS 
All dimensions nominal. 

 
 ¾” 1” 

 

 1¼” 1½” 2”  
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DIMENSIONS 
All dimensions nominal. 

 
 ¾” 1” 

 

 1¼” 1½” 2”  
  

 

Doc: PIS - Connector Female Male 90 3.1.doc Page 3 of 4 
 

PRODUCT
INFORMATION

L E A D E R S  I N  MA R I N E  C O MP O S I T E  F I T T I N G S  www.trudesignplastics.com 

DIMENSIONS 
All dimensions nominal. 

 
 ¾” 1” 

 

 1¼” 1½” 2”  
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DIMENSIONS 
All dimensions nominal. 

 
 ¾” 1” 

 

 1¼” 1½” 2”  
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 

 

 

 
Doc: PIS - Aquavalve 3.0.doc Page 1 of 5 

PRODUCT
INFORMATION

L E A D E R S  I N  MA R I N E  C O MP O S I T E  F I T T I N G S  www.trudesignplastics.com 

AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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INTERNATIONAL STANDARDS 
Sewage entering our waterways and oceans has become a problem faced in many areas. 
Legislation forbidding the dumping of marine waste has been in place in areas such as the Great 
Lakes (USA) for many years.  With 124 countries now party to MARPOL 73/78 Annex IV for ships, 
smaller vessels are now being targeted.  Legislation in many countries now dictates the use of 
holding tanks near shore, or in defined areas.   
By installing a diverting valve, the user has the ability to hold sewage when required by law, and 
can pump directly overboard when allowed. 
The Aquavalve has the ability to be locked to comply with local legislation. 

KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Stainless steel fasteners Will not corrode in salt laden air. 

Easy installation With a range of straight, 90° and 120° tails, and two seal 
options, plumbing in confined spaces is made easy. 

Clear and easy to understand labeling 
of positions 

OPEN (in green) when the handle is turned. The operator 
knows exactly what direction the flow is going in. 
Valve handles have a red “closed” arrow.  The operator 
knows exactly what direction the flow is not going in. 

Handle position lockable Legislation in some regions require the overboard 
discharge handle to be locked into the holding tank 
position when in ‘no discharge’ zones 

Available in black or white Fits in with colour schemes in plumbing areas allowing 
easy identification of components. 

Pressure tested All valves are pressure tested to ensure quality and safety 
in respect to sealing and operation. 

Silicon seal The Aquavalve® is the only valve on the market today 
with smooth movement and an excellent seal with good 
wear resistance. 

Composite spanner included Avoids using pipe wrenches that gouge the fitting. 
Facilitates access in tight places. 

Fascia plate on standard model can be 
removed to reveal simple “open - open 
- inlet” labeling. 

Where product is not used for marine toilets, all toilet 
references are removed. 

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C 
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SPECIFICATIONS 
The Aquavalve is designed to withstand the rigors of marine toilet operation.   
The Aquavalve is resistant to most chemicals used in toilets.  Recommendations from toilet 
manufacturers should be followed with regards to chemicals and lubrication. 
As per marine toilet use best practice, all wastes should be fully flushed into the holding tank to 
reduce the chance of buildup and permeation issues. 
The Aquavalve is a diverting valve.  The rotor seal is designed to operate under low pressure, and 
therefore may not be suitable for vacuum toilets depending on the position of the valve relative to 
the toilet. 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 
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TD90313
Through Bulkhead Mount
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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INSTALLATION 
The Tru-Design Aquavalve is the most versatile valve on the market today.  Full Installation 
instructions are supplied with each Aquavalve. 

    
A large range of Tails is available to suit individual plumbing layouts, and piping sizes.  When 
combined with the seals supplied, fittings can be oriented to suit the confined spaces encountered 
in marine plumbing. 

    
For the full range of Accessories see PIS – Aquavalve Accessories 
The reversible fascia allows added flexibility when installing.  Set up the plumbing, and then install 
the fascia to suit. 
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SERVICING 
The Aquavalve is supplied with full servicing instructions.  It is recommended that the seal is 
greased regularly with Silicone grease which is available in an appropriate sized pack. 
 

If a major service is required, a service kit is 
available.  The service kit includes grease and 
seals. 
 
 

Red and Blue Seals are used to alter the 
orientation of the fittings (Blue Seal is thicker).  
These are available if plumbing layouts need to 
be changed in the future. 
 

The spanner can often be misplaced, so when changing plumbing layouts etc, a new spanner can 
be supplied. 
 

Part # Description 

90317 Spanner Aquavalve 

90516 Silicone Sachet 

90316 Seal Kit Aquavalve Silicone 

90475 Aquavalve Red Seal 

90327 Aquavalve Blue Seal 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Tru-Design Plastics Ltd. accepts no responsibility for Products which are improperly installed or tampered with. Although the information presented in this product information sheet is believed to be 
accurate and reliable, no responsibility for inaccuracies can be assumed by Tru-Design Plastics Ltd. This performance data is typical only and variations due to component manufacturing tolerances 
are normal. Tru-Design Plastics Ltd. reserves the right at any time to change performance characteristics or specifications without prior notice.  
Tru-Design Plastics Ltd, all rights reserved. 

www.trudesignplastics.com L E A D E R S  I N  MA R I N E  C O MP O S I T E  F I T T I N G S  

AQUAVALVE INSTALLATION

Part # Description
TD90317 Aquavalve Spanner (Wrench)

TD90516 Silicone Sachet

TD90316 Seal Kit Aquavalve Silicone

TD90475 Aquavalve Red Seal

TD90327 Aquavalve Blue Seal

See AQUAVALVE ACCESSORIES Pages (pg #500) for Threaded Tails (Hose Barbs) for Aquavalve.
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AQUAVALVE ELECTRONIC

We have been producing the Aquavalve for many years. The success of the Aquavalve and positive 
response from the marine industry led our design team to develop the Electronic Aquavalve, which 
has become a problem solver for many modern marine plumbing installations.

Features :
* Electronic activation of the Aquavalve from included control panel
* Clear indication on control panel as to current valve position
* Versatility of installation with a vast range of hose and bend adaptors
* Compatible with Manual Aquavalve adaptors
* Stainless steel fastenings
* Each valve seal tested to check no o’ring leakage
* The valve has been tested to 300 PSI

 

The Electronic Aquavalve allows the diverting valve to be operated with the push of a button on the supplied 
control panel. The indicators on the control panel show the current position of the valve. The valve has two 
positions 'holding tank' or 'overboard'.

PAGE  06

MANUAL OPERATION
When power is lost the Electronic Aquavalve can be 
operated manually.

1. Disconnect power to the Electronic Aquavalve.

2.  Follow steps 2-5 of DISSASSEMBLY

3.  Use the Socket and Spanner to alter the
 position of the Valve.

4. Place the Rotor (D) in the position noted
 in step 5 of Disassembly.

5. Fit the Electronics Module taking care to
 not pinch the seal.

6. Push the nut up into the nut retainer while
 turning screws until the screw is secure.

7. Fit the screw covers.

8. Reconnect power.

DISSASSEMBLY
1. Disconnect power to the Electronic Aquavalve.

2. Remove 4 x screw covers (A) by prying out   
 with a flat bladed screwdriver.

3. Unscrew 4 x screws (B) using a Philips   
 screwdriver. 

 ** Important Note: the screws are held captive and  
 unscrewing drops a nut out the bottom of the unit  
 directly below the screw.

4. Lift the Electronics Module (C) off the Valve Body  
 and place this upside down in a secure location.

5. Take note of (or mark) the position of the Rotor (D).

 The Rotor must be returned to this position to  
 reassemble.
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INSTALLATION
Accessories Required

As every marine plumbing arrangement is unique, the plumbing accessories required for 
installation of the Electronic Aquavalve are purchased separately.

A range of Tru-Design accessories are available to suit standard piping sizes and angles, as well as 
fittings to suit specialised applications. For a full list of accessories for installation of your Electronic 
Aquavalve, please consult your local Tru-Design agent.

Example accessories are shown below.

 Straight Tail 120° Tail 90° Tail Threaded Connector

The Electronic Aquavalve is supplied with a 5m Data Cable. If a longer length of cable is required, 
contact a Marine Electrician to lengthen the cable.

Electronic Aquavalve Installation

1.  Plan out your intended plumbing layout, and location of the Electronic Aquavalve. The Electronic  
 Aquavalve can be placed in any orientation but must be secured to a flat surface. Do not screw  
 to surface until accessories are installed. Note: the Electronic Aquavalve should be located above  
 the bilge flood area.

2.  Obtain the appropriate Tru-Design accessories to suit your plumbing arrangement.

3.  Fit your accessories using the RED seals supplied with your Electronic Aquavalve using the  
 supplied Spanner. The fittings seal without the need for thread tape or sealant.

If the fittings cannot be adjusted to the correct orientation, remove the RED seal and replace with 
the thicker BLUE seal supplied with the accessory. Note: do not use both seals.

4.  Screw the Electronic Aquavalve in its final location using 3 large screws supplied.

5.  Fit other plumbing onto the Electronic Aquavalve.

Tru-Design recommends the use of two hose clamps on all hoses to reduce the possibility of 
inadvertent disconnection.

DISSASSEMBLY CONTINUED

6. Isolate valve from effluent stream.

 Note: Handling of raw effluent is hazardous.   
 Take all precautions such as gloves, protective  
 clothing and respirators. Empty tanks and
 hoses and flush with clean water whenever
 possible. Think responsibly about your disposal
 of raw effluent.

7. Undo 3 x screws (E) using a Pozi-drive screwdriver.

8. Remove the Bottom Cover (F) by moving from
 under the Rotor (D) and lifting upwards,

9. Remove the Rotor (D) by twisting and
 pulling upwards.

Using the components supplied in the service kit

 • Replace the O-Ring (G) by carefully prying out  
   using a small flat bladed screw driver.

 • Remove the Silicone Seal and Holder (H)
    and replace.

Control Panel Installation

Note: the Control Panel can also be fitted to a BEP Contour Panel.

1. Using the Control Panel gasket as a template for placement, mark the centre of the rectangular  
 hole in the gasket.
2. Drill a 20mm diameter hole in the bulkhead for the Data Cable.
3. Feed the Data Cable through the 20mm hole, BLACK connector first.
4. Connect the Data Cable to the Electronic Aquavalve.
5. Secure the Data Cable so it cannot be damaged or chafed.
6. Fit the Control Panel gasket to the Control Panel.
7. Connect the Data Cable to the Control Panel.
8. Screw the Control Panel onto the bulkhead using 2 small screws supplied.
 Take care to not over-tighten the screws. Fit the Control Panel screw covers in place.

Power

WARNING - Do not connect power until the valve is fully installed. The Electronic Aquavalve 
contains a powerful electric motor. There is a risk of serious harm if the motor operates while 
objects or body parts are near moving parts.

The Electronic Aquavalve should be connected so that power is supplied to the Electronic 
Aquavalve each time the boat is used. Upon applying power, the Electronic Aquavalve will 
automatically cycle between ports (returning to the set position) to ensure lubrication of the seal.

1.  Connect the Black wire to the Ground or Negative Terminal of the Power Supply.
2. Connect the Red wire to the Positive Terminal of the Power Supply.
3. The Electronic Aquavalve should cycle between positions once power is applied.
4. Check that the Control Panel operates the valve as intended.

If the Labels on the Control Panel do not match the plumbing arrangements the 
following instructions can be followed to rectify.

1. Remove the Control Panel.
2. Disconnect the Data Cable from the back of the Control Panel.
3. Swap the ORANGE and RED wires by unscrewing from the back of the GREEN connector.
4. Reconnect the Data Cable and refit the Control Panel,
5. Check that the Control Panel operates the valve as intended.

SERVICING
Tru-Design recommends lubrication of the sealing components

yearly. Regular lubrication of the seals is recommended for smooth
operation and long life of the seals. Use Silicone Grease (supplied).

A service kit is available for replacement of all sealing components:
90316 Seal Kit Aquavalve Silicone

REASSEMBLY
1. Lubricate the O-Ring and Silicone Seal with Silicone Grease.

2. Lubricate the inside of the Valve Body with Silicone Grease.

3. Fit the Rotor (D) by installing with a twisting motion.

4. Fit the Bottom Cover (F) and screw into place.

5. Place the Rotor (D) in the position noted in step 5 of Disassembly.

6. Fit the Electronics Module taking care to not pinch the seal.

7. Push the nut up into the nut retainer while turning screws until the screw
 and nut are secure.

8. Fit the screw covers.

9. Reconnect power.

10. Confirm the operation of the Electronic Aquavalve using clean water.

E

Part # Description
TD90344 Aquavalve Electronic EA015 plus Control Panel 12V

TD90346 Aquavalve Electronic EA015 plus Control Panel 12V
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AQUAVALVE 
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AQUAVALVE ACCESSORIES 
The Tru-Design Aquavalve is the most versatile valve on the market today. A range of fittings is 
available to suit the variability of marine plumbing applications. 
These fittings can be used on the Aquavalve, Aquavalve through Bulkhead, Electronic Aquavalve 
or 3 Way Connector. 

    

MODELS 

TAILS 
Straight Tails suited to standard sizes of tubing. 
 

Part # Description 

90251 Tail 19mm 1½” BSP White 

90538 Tail 19mm 1½” BSP White PKG 

90262 Tail 25mm 1½” BSP White 

90539 Tail 25mm 1½” BSP White PKG 

90283 Tail 32mm 1½” BSP White 

90540 Tail 32mm 1½” BSP White PKG 

90294 Tail 38mm 1½” BSP White 

90541 Tail 38mm 1½” BSP White PKG 

  

90249 Tail 19mm 1½” BSP Black 

90542 Tail 19mm 1½” BSP Black PKG 

90260 Tail 25mm 1½” BSP Black 

90543 Tail 25mm 1½” BSP Black PKG 

90280 Tail 32mm 1½” BSP Black 

90544 Tail 32mm 1½” BSP Black PKG 

90288 Tail 38mm 1½” BSP Black 

90545 Tail 38mm 1½” BSP Black PKG 

* PKG denotes product is packaged in a plastic bag with header card.  Other product is packaged loose.
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THREADED CONNECTOR 

The threaded connector can be used to connect the Aquavalve or 3 Way Connector to rigid PVC 
plumbing.  The threaded connector interfaces with a PVC fitting designed for connection to steel 
piping (available as part of most PVC piping ranges). 
 

Part # Description 

90461 Connector Threaded 1½” / 1½” BSP 

90546 Connector Threaded 1½” / 1½” BSP PKG 

PLUG 
The plug can is used to block one port when parts of the system are not yet installed, or 
maintenance is being completed and the system still needs to be used. 
 

Part # Description 

90237 Plug 1½” BSP White 

90547 Plug 1½” BSP White PKG 

90° TAILS 
Angled Tails suited to the most common sizes of tubing used in marine plumbing.  Tails come 
packaged with a Blue Seal to allow fitting to be rotated to a more suitable position if required. 
 

Part # Description 

90259 Aquavalve 90° 25mm 1½” BSP White  

90299 Aquavalve 90° 38mm 1½” BSP White 

  

90466 Aquavalve 90° 25mm 1½” BSP Black  

90293 Aquavalve 90° 38mm 1½” BSP Black 

120° TAILS 
Angled Tails suited to the most common sizes of tubing used in marine plumbing.  Tails come 
packaged with a Blue Seal to allow fitting to be rotated to a more suitable position if required. 
 

Part # Description 

90258 Aquavalve 120° 25mm 1½” BSP White  

90298 Aquavalve 120° 38mm 1½” BSP White 

  

90465 Aquavalve 120° 25mm 1½” BSP Black  

90297 Aquavalve 120° 38mm 1½” BSP Black 
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THREADED CONNECTOR 

The threaded connector can be used to connect the Aquavalve or 3 Way Connector to rigid PVC 
plumbing.  The threaded connector interfaces with a PVC fitting designed for connection to steel 
piping (available as part of most PVC piping ranges). 
 

Part # Description 

90461 Connector Threaded 1½” / 1½” BSP 

90546 Connector Threaded 1½” / 1½” BSP PKG 

PLUG 
The plug can is used to block one port when parts of the system are not yet installed, or 
maintenance is being completed and the system still needs to be used. 
 

Part # Description 

90237 Plug 1½” BSP White 

90547 Plug 1½” BSP White PKG 

90° TAILS 
Angled Tails suited to the most common sizes of tubing used in marine plumbing.  Tails come 
packaged with a Blue Seal to allow fitting to be rotated to a more suitable position if required. 
 

Part # Description 

90259 Aquavalve 90° 25mm 1½” BSP White  

90299 Aquavalve 90° 38mm 1½” BSP White 

  

90466 Aquavalve 90° 25mm 1½” BSP Black  

90293 Aquavalve 90° 38mm 1½” BSP Black 

120° TAILS 
Angled Tails suited to the most common sizes of tubing used in marine plumbing.  Tails come 
packaged with a Blue Seal to allow fitting to be rotated to a more suitable position if required. 
 

Part # Description 

90258 Aquavalve 120° 25mm 1½” BSP White  

90298 Aquavalve 120° 38mm 1½” BSP White 

  

90465 Aquavalve 120° 25mm 1½” BSP Black  

90297 Aquavalve 120° 38mm 1½” BSP Black 
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THREADED CONNECTOR 

The threaded connector can be used to connect the Aquavalve or 3 Way Connector to rigid PVC 
plumbing.  The threaded connector interfaces with a PVC fitting designed for connection to steel 
piping (available as part of most PVC piping ranges). 
 

Part # Description 

90461 Connector Threaded 1½” / 1½” BSP 

90546 Connector Threaded 1½” / 1½” BSP PKG 

PLUG 
The plug can is used to block one port when parts of the system are not yet installed, or 
maintenance is being completed and the system still needs to be used. 
 

Part # Description 

90237 Plug 1½” BSP White 

90547 Plug 1½” BSP White PKG 

90° TAILS 
Angled Tails suited to the most common sizes of tubing used in marine plumbing.  Tails come 
packaged with a Blue Seal to allow fitting to be rotated to a more suitable position if required. 
 

Part # Description 

90259 Aquavalve 90° 25mm 1½” BSP White  

90299 Aquavalve 90° 38mm 1½” BSP White 

  

90466 Aquavalve 90° 25mm 1½” BSP Black  

90293 Aquavalve 90° 38mm 1½” BSP Black 

120° TAILS 
Angled Tails suited to the most common sizes of tubing used in marine plumbing.  Tails come 
packaged with a Blue Seal to allow fitting to be rotated to a more suitable position if required. 
 

Part # Description 

90258 Aquavalve 120° 25mm 1½” BSP White  

90298 Aquavalve 120° 38mm 1½” BSP White 

  

90465 Aquavalve 120° 25mm 1½” BSP Black  

90297 Aquavalve 120° 38mm 1½” BSP Black 

 

Part # Description
TD90251 Tail 19mm (3/4") x 1-1/2" BSP White

TD90249 Tail 19mm (3/4") x 1-1/2" BSP Black

TD90260 Tail 25mm (1") x 1-1/2" BSP Black

TD90280 Tail 32mm (1-1/4") x 1-1/2" BSP Black

TD90288 Tail 38mm (1-1/2") x 1-1/2" BSP Black

Part # Description
TD90466 Aquavalve 90° Tail 25mm (1") x 1-1/2" BSP Black

TD90293 Aquavalve 90° Tail 38mm (1-1/2") x 1-1/2" BSP Black

Part # Description
TD90465 Aquavalve 120° Tail 25mm (1") x 1-1/2" BSP Black

TD90297 Aquavalve 120° Tail 38mm (1-1/2") x 1-1/2" BSP Black
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 

 



501For the most up to date product information, visit   www.victory-products.com 501

Victory TRUDESIGN 

 
Doc: PIS - Aquavalve Accessories 3.0.doc Page 3 of 5 

PRODUCT
INFORMATION

L E A D E R S  I N  M A R I N E  C O M P O S I T E  F I T T I N G S  www.trudesignplastics.com 

KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Long tail feature The use of 2 hose clamps is recommended for secure 
hose fitting. 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance 
due to corrosion. 

Chemical resistant Impervious to diesel, petrol and antifouling paints. 

UV resistant These fittings will not break down with ultraviolet light or 
discolour from the sun. 

High quality surface finish Will not discolour with green film as similar bronze fittings 
do.  

Separate sealing component Secure reliable sealing for critical sanitary applications. 

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C. 

 

SPECIFICATIONS 
Tru-Design Aquavalve Accessories use a 1½” BSP parallel thread for securing the fitting.  This is 
matched to the same thread on the Aquavalve body.  The thread is not used for sealing.  A 
thermoplastic rubber seal provides the sealing function. 
The Aquavalve and accessories are suitable for use in the USA even though they are not NPS 
compatible.  They form a self contained unit and are not required to interface with other 
components. 
Do not use other fittings as they may interfere with Aquavalve operation or sealing. 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

TAILS 
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KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Long tail feature The use of 2 hose clamps is recommended for secure 
hose fitting. 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance 
due to corrosion. 

Chemical resistant Impervious to diesel, petrol and antifouling paints. 

UV resistant These fittings will not break down with ultraviolet light or 
discolour from the sun. 

High quality surface finish Will not discolour with green film as similar bronze fittings 
do.  

Separate sealing component Secure reliable sealing for critical sanitary applications. 

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C. 

 

SPECIFICATIONS 
Tru-Design Aquavalve Accessories use a 1½” BSP parallel thread for securing the fitting.  This is 
matched to the same thread on the Aquavalve body.  The thread is not used for sealing.  A 
thermoplastic rubber seal provides the sealing function. 
The Aquavalve and accessories are suitable for use in the USA even though they are not NPS 
compatible.  They form a self contained unit and are not required to interface with other 
components. 
Do not use other fittings as they may interfere with Aquavalve operation or sealing. 
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All dimensions in mm.   
All dimensions nominal. 

TAILS 
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KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Long tail feature The use of 2 hose clamps is recommended for secure 
hose fitting. 

Immune to corrosion and electrolysis Long life with no concerns over decreased performance 
due to corrosion. 

Chemical resistant Impervious to diesel, petrol and antifouling paints. 

UV resistant These fittings will not break down with ultraviolet light or 
discolour from the sun. 

High quality surface finish Will not discolour with green film as similar bronze fittings 
do.  

Separate sealing component Secure reliable sealing for critical sanitary applications. 

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C. 

 

SPECIFICATIONS 
Tru-Design Aquavalve Accessories use a 1½” BSP parallel thread for securing the fitting.  This is 
matched to the same thread on the Aquavalve body.  The thread is not used for sealing.  A 
thermoplastic rubber seal provides the sealing function. 
The Aquavalve and accessories are suitable for use in the USA even though they are not NPS 
compatible.  They form a self contained unit and are not required to interface with other 
components. 
Do not use other fittings as they may interfere with Aquavalve operation or sealing. 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

TAILS 
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THREADED CONNECTOR 

 

PLUG 

 
 

90° TAILS 

 

120° TAILS 

 

 
Doc: PIS - Aquavalve Accessories 3.0.doc Page 4 of 5 

PRODUCT
INFORMATION

L E A D E R S  I N  MA R I N E  C O MP O S I T E  F I T T I N G S  www.trudesignplastics.com 

 
THREADED CONNECTOR 
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AQUAVALVE ACCESSORIES 
The Tru-Design Aquavalve is the most versatile valve on the market today. A range of fittings is 
available to suit the variability of marine plumbing applications. 
These fittings can be used on the Aquavalve, Aquavalve through Bulkhead, Electronic Aquavalve 
or 3 Way Connector. 

    

MODELS 

TAILS 
Straight Tails suited to standard sizes of tubing. 
 

Part # Description 

90251 Tail 19mm 1½” BSP White 

90538 Tail 19mm 1½” BSP White PKG 

90262 Tail 25mm 1½” BSP White 

90539 Tail 25mm 1½” BSP White PKG 

90283 Tail 32mm 1½” BSP White 

90540 Tail 32mm 1½” BSP White PKG 

90294 Tail 38mm 1½” BSP White 

90541 Tail 38mm 1½” BSP White PKG 

  

90249 Tail 19mm 1½” BSP Black 

90542 Tail 19mm 1½” BSP Black PKG 

90260 Tail 25mm 1½” BSP Black 

90543 Tail 25mm 1½” BSP Black PKG 

90280 Tail 32mm 1½” BSP Black 

90544 Tail 32mm 1½” BSP Black PKG 

90288 Tail 38mm 1½” BSP Black 

90545 Tail 38mm 1½” BSP Black PKG 

* PKG denotes product is packaged in a plastic bag with header card.  Other product is packaged loose.
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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3 WAY CONNECTER 
The Tru-Design 3 Way Connecter is a versatile method of combining different diameter piping in a 
complex marine plumbing arrangement.  

 
The 3 Way Connector utilises the range of fittings developed for the Aquavalve to create a highly 
versatile connector with many uses. 
The Tru-Design 3 Way Connector is moulded from a glass reinforced nylon composite. High 
strength, high-modulus glass fibres impregnated into the nylon provides dramatic strength, 
stiffness, toughness, and dimensional stability.  

MODELS 
Part # Description 

90300 Connector 3 Way White 

90268 Connector 3 Way Black 
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3 WAY CONNECTER 
The Tru-Design 3 Way Connecter is a versatile method of combining different diameter piping in a 
complex marine plumbing arrangement.  

 
The 3 Way Connector utilises the range of fittings developed for the Aquavalve to create a highly 
versatile connector with many uses. 
The Tru-Design 3 Way Connector is moulded from a glass reinforced nylon composite. High 
strength, high-modulus glass fibres impregnated into the nylon provides dramatic strength, 
stiffness, toughness, and dimensional stability.  

MODELS 
Part # Description 

90300 Connector 3 Way White 

90268 Connector 3 Way Black 
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KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Stainless steel fasteners Will not corrode in salt laden air. 

Easy installation With a range of straight, 90° and 120° tails, and two seal 
options, plumbing in confined spaces is made easy. 

Secure mounting Base can be screwed to bulkhead or hull. 

Available in black or white Fits in with colour schemes in plumbing areas allowing 
easy identification of components. 

Composite spanner included Avoids using pipe wrenches that gouge the fitting. 
Facilitates access in tight places. 

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C 

 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 
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INSTALLATION 
The Tru-Design Aquavalve is the most versatile valve on the market today.  Full Installation 
instructions are supplied with each Aquavalve. 

    
A large range of Tails is available to suit individual plumbing layouts, and piping sizes.  When 
combined with the seals supplied, fittings can be oriented to suit the confined spaces encountered 
in marine plumbing. 

    
For the full range of Accessories see PIS – Aquavalve Accessories 
The reversible fascia allows added flexibility when installing.  Set up the plumbing, and then install 
the fascia to suit. 
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KEY FEATURES 
Feature :  
Manufactured from a glass reinforced 
nylon composite 

High strength and light weight. 

Stainless steel fasteners Will not corrode in salt laden air. 

Easy installation With a range of straight, 90° and 120° tails, and two seal 
options, plumbing in confined spaces is made easy. 

Secure mounting Base can be screwed to bulkhead or hull. 

Available in black or white Fits in with colour schemes in plumbing areas allowing 
easy identification of components. 

Composite spanner included Avoids using pipe wrenches that gouge the fitting. 
Facilitates access in tight places. 

Large operating temperature range Suitable for all marine environments, from -40°C to 
+110°C 

 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 

See AQUAVALVE ACCESSORIES Pages (pg #500) for Threaded Tails (Hose Barbs) for 3 Way Connector.

Part # Description
TD90300 Connector 3 Way White

TD90268 Connector 3 Way Black
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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TD90324 Non-Return Valve. Black.
TD90325 Non-Return Valve. White. 

TD90467 Solenoid. 12V.
TD90534 Solenoid.  24V.

SPARE PARTS FOR VENTED LOOPS

Non-Return Valve Solenoid

VENTED LOOPS
Designed and made in New Zealand, Tru-Design Vented Loops are the superior composite siphon break solutions for marine appli-
cations. Vented Loops prevent water siphoning from underwaterskin fittings back into a vessel and thereby guard against accidental 
flooding and sinking.

Vented loops are used predominantly in toilet to overboard applications, toilet inlet applications and holding tank to overboard ap-
plications. They can also be used in genset or small engine inlet cooling water systems.

Vented Loops are moulded from a glass reinforced nylon composite. High strength, high-modulus glass fibres impregnated into the 
nylon provides dramatic strength, stiffness, toughness, and dimensional stability to our loops.

The simple one way breather valve at the top of the vented loop allows air to enter the 
line when not in use, thereby preventing siphoning - and yet seals when water or waste 
passes through the loop. The silicon duckbill one way valve is designed to seal even 
when particles are present in the fluid. Long life with no perishing or hardening.

A Solenoid controlled Vented Loop allows the vent to be switched to fully closed. This 
eliminates air entering the system as occurs with a standard vented loop. The solenoid 
used is normally open, requiring power only to close the valve.
• Robust polymer covered solenoid - Long life in the marine environment.
• Diaphragm valve - Faster breaking of siphon due to larger flow rate available,
• Female threaded Solenoid Valve - No brass/bronze adapter to corrode.

VENTED LOOP with SOLENOID SWITCHVENTED LOOP

Part # Description
TD90318 Vented Loop. 3/4" Black.

TD90319 Vented Loop. 3/4" White.

TD90320 Vented Loop. 1" Black.

TD90321 Vented Loop. 1" White.

TD90322 Vented Loop. 1-1/2" Black.

TD90323 Vented Loop. 1-1/2" White.

Feature : 
Manufactured from a glass reinforced nylon composite High strength and light weight

Constant internal diameter No reduction in flow

Self-contained mounting 3 screw mounting posts give secure and easy installation

Chemical resistant Impervious to diesel, petrol and antifouling paints.

UV resistant These fittings will not break down with ultraviolet light or discolour from the sun.

High quality surface finish Will not discolour with green film as similar bronze fittings do

Large operating temperature range Suitable for all marine environments, from -40°C to +110°C.

Part # Description
TD90462 Vented Loop. w/ Solenoid. 3/4" White. 12V.

TD90463 Vented Loop. w/ Solenoid. 1" White. 12V.

TD90464 Vented Loop. w/ Solenoid. 1-1/2" White. 12V.

TD90624 Vented Loop. w/ Solenoid. 3/4" White. 24V.

TD90625 Vented Loop. w/ Solenoid. 1" White. 24V.

TD90626 Vented Loop. w/ Solenoid. 1-1/2" White. 24V.
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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Feature:
Odour removal Reduces holding tank smells topside.
Mounting options Saddles for mounting, or screw directly to a bulkhead.
Hose size options Dual tail setup to fit 19mm and 25mm hose.
Clear bottom Able to check fluid has not entered filter.

Part # Description
TD90355 Carbon Filter for Holding Tank

CARBON FILTER – HOLDING TANK

A Carbon Filter is a useful addition to a holding tank vent pipe to reduce the odour of decomposing sewage. 
The activated carbon in the filter absorbs and converts the odours from your holding tank.

The Carbon Filter is not a substitute for good ventilation of the holding tank. It is designed to remove excess 
odour from a properly functioning holding tank. Holding tanks require good ventilation to ensure aerobic de-
composition. Anaerobic decomposition due to lack of oxygen is the major cause of holding tank odour through 
H2S production (rotten egg smell).

INSTALLATION
Full installation instructions are on the Carbon Filter.
Note: For optimum operation install Carbon Filter vertically. The filter should not be installed at less than a 45° angle to vertical.
Tru-Design recommend installing the filter with the clear portion on the bottom so fluid overflow can be seen.

SERVICING
The Carbon Filter requires replacement annually. The label has an area for recording the date of installation.

KEY FEATURES

The Carbon Filter is not a substitute for good ventilation of the holding tank. 
It is designed to remove excess odour from a properly functioning holding 
tank. Holding tanks require good ventilation to ensure aerobic decomposition. 
Anaerobic decomposition due to lack of oxygen is the major cause of holding 
tank odour through H2S production (rotten egg smell).
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CARBON FILTER – HOLDING TANK 
A Carbon Filter is a useful addition to a holding tank vent pipe to reduce the odour of decomposing 
sewage.  The activated carbon in the filter absorbs and converts the odours from your holding 
tank. 

 
The Carbon Filter is not a substitute for good ventilation of the holding tank.  It is designed to 
remove excess odour from a properly functioning holding tank.  Holding tanks require good 
ventilation to ensure aerobic decomposition.  Anaerobic decomposition due to lack of oxygen is the 
major cause of holding tank odour through H2S production (rotten egg smell). 

MODELS 
Part # Description 

90355 Carbon Filter Holding Tank 
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KEY FEATURES 
Feature :  
Odour removal Reduces holding tank smells topside. 

Mounting options Saddles for mounting, or screw directly to a bulkhead. 

Hose size options Dual tail setup to fit 19mm and 25mm hose. 

Clear bottom Able to check fluid has not entered filter. 
 

DIMENSIONS 
All dimensions in mm.   
All dimensions nominal. 
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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 Web: www.trudesignplastics.com 

Technical enquiries: support@trudesignplastics.com 

Non-Return Valves 
 

TRUDESIGN® Non-Return Valves are designed for marine, farming, horticulture and mining industries.  
Made from UV stabilised glass reinforced Nylon, these composite material fittings are designed for the harsh 
marine and agricultural environments. They can be used in line to prevent water backflow or siphoning and have a 
very low cracking pressure. 

Available in 5 sizes: 

 

 

 

 

  

 

 

 
 
 

Key Features: 

Part Numbers: 

 

 

 

Feature: Benefit:

Manufactured from a high strength, UV stabilised Glass 
Reinforced Nylon composite 

High strength and lightweight. Can be used in direct sunlight 

High impact and tensile strength “Water hammer safe” and insensitive to pressure shocks in the 
pipeline 

Stainless spring No corrosion issues or risk of internal valve staying open 

Low cracking pressure Minimal pressure required to open the valve with minimal restriction 
on flow-rate 

In line fitting Minimal installation room needed and no other fittings required 

Printed white arrow (opposite logo side) Quick and easy identification of water flow direction 

Model / Size Part Number Part Number PKG 

Non-Return Valve ¾” 90804 90845 

Non-Return Valve 1” 90805 90846 

Non-Return Valve 1 ¼” 90806 90847 

Non-Return Valve 1 ½” 90807 90848 

Non-Return Valve 2” 90812 90849 

NON-RETURN VALVES

TRUDESIGN® Non-Return Valves are designed for marine, farming, horticulture and mining industries. Made from UV stabilised glass 
reinforced Nylon, these composite material fittings are designed for the harsh marine and agricultural environments. They can be used in 
line to prevent water backflow or siphoning and have a very low cracking pressure.
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Non-Return Valves 
 

TRUDESIGN® Non-Return Valves are designed for marine, farming, horticulture and mining industries.  
Made from UV stabilised glass reinforced Nylon, these composite material fittings are designed for the harsh 
marine and agricultural environments. They can be used in line to prevent water backflow or siphoning and have a 
very low cracking pressure. 

Available in 5 sizes: 

 

 

 

 

  

 

 

 
 
 

Key Features: 

Part Numbers: 

 

 

 

Feature: Benefit:

Manufactured from a high strength, UV stabilised Glass 
Reinforced Nylon composite 

High strength and lightweight. Can be used in direct sunlight 

High impact and tensile strength “Water hammer safe” and insensitive to pressure shocks in the 
pipeline 

Stainless spring No corrosion issues or risk of internal valve staying open 

Low cracking pressure Minimal pressure required to open the valve with minimal restriction 
on flow-rate 

In line fitting Minimal installation room needed and no other fittings required 

Printed white arrow (opposite logo side) Quick and easy identification of water flow direction 

Model / Size Part Number Part Number PKG 

Non-Return Valve ¾” 90804 90845 

Non-Return Valve 1” 90805 90846 

Non-Return Valve 1 ¼” 90806 90847 

Non-Return Valve 1 ½” 90807 90848 

Non-Return Valve 2” 90812 90849 

Part # Description
TD90804 Non-Return Valve.  3/4".  Black.

TD90805 Non-Return Valve.  1".  Black.

TD90806 Non-Return Valve.  1-1/4".  Black.

TD90807 Non-Return Valve.  1-1/2".  Black.

TD90812 Non-Return Valve.  2".  Black.

Installation:
• Ensure the Non-Return Valve is installed with the water flowing in the same 

direction as the white arrow.
• Use 2 hose clamps on each end (4 total), ensuring not to over-tighten.
• Recommend use of a filter or strainer in flow path, feed side of the Non-Return 

Valve. Disconnect piping and check for blockages every 6 months.
• For clear water use only. 
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Specifications: 

                                             

* Choosing the right size valve for your application will reduce risks of wear, vibrations and noise. It is better to avoid using a valve either too small (leads to 
excessive velocity and wear) or too large (leads to vibration, noise and possibly premature wear of a non-return valve plunger that is never fully open). 

Installation: 
 Ensure the Non-Return Valve is installed with the water flowing in the same direction as the white arrow. 

 
 Use 2 hose clamps on each end (4 total), ensuring not to over-tighten. 

 
 Recommend use of a filter or strainer in flow path, feed side of the Non-Return Valve. Disconnect piping 

and check for blockages every 6 months. 
 
 For clear water use only. 

Size: ¾” (19mm) 1” (25mm) 1 ¼” (32mm) 1 ½” (38mm) 2” (50mm)

Weight 21 g 
(0.7 oz) 

34 g 
(1.2 oz) 

50 g 
(1.8 oz) 

67 g 
(2.4 oz) 

119 g 
(4.2 oz) 

Temp. Service 65°C 65°C 65°C 65°C 65°C 

Temp. Max 93°C 93°C 93°C 93°C 93°C 

Pressure Service 0 – 150 psi 0 – 150 psi 0 – 150 psi 0 – 150 psi 0 – 150 psi 

Pressure Max 230 psi 230 psi 230 psi 230 psi 230 psi 

Cracking Pressure ~ 0.41 psi ~ 0.29 psi ~ 0.26 psi ~ 0.23 psi ~ 0.22 psi 

Recommended  
for flow-rates  
between * 

15 – 42 
Litre/min  

(4 – 11 gpm) 

25 – 79 
Litre/min 

(6.5 – 21 gpm) 

32 – 117 
Litre/min 

(8.5 – 31 gpm) 

61 – 193 
Litre/min 

(16 – 51 gpm) 

87 – 322 
Litre/min 

(23 – 85 gpm) 

Pressure loss  
@ max flow-rate 

3.8 psi 
(262 mbar) 

3.8 psi 
(262 mbar) 

2.8 psi 
(193 mbar) 

2.3 psi 
(159 mbar) 

2.9 psi 
(200 mbar) 

TruDesign Plastics Ltd. accepts no responsibility for products which are improperly installed or tampered with. Although the information presented in this product information sheet is believed to be 
accurate and reliable, no responsibility for inaccuracies can be assumed by TruDesign Plastics Ltd. This performance data is typical only and variations due to component manufacturing tolerances 
are normal. TruDesign Plastics Ltd. reserves the right at any time to change performance characteristics or specifications without prior notice.  
TruDesign Plastics Ltd. 2016, all rights reserved. 
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AQUAVALVE 
The Tru-Design Aquavalve is the most versatile valve on the market today. The Aquavalve is 
designed and made in New Zealand, for demanding marine sanitation applications.  
 
 
 
 
 
 
 
 
 
 
The Aquavalve is typically used in marine toilet applications where protection for the environment 
necessitates the need to control effluent discharge – in many countries this is governed by 
regulation. The effluent can be held in a holding tank for later discharge overboard or to a shore 
side facility.  
The Tru-Design Aquavalve is moulded from a glass reinforced nylon composite. High strength, 
high-modulus glass fibres impregnated into the nylon provides dramatic strength, stiffness, 
toughness, and dimensional stability.  

MODELS 
Part # Description 

90314 Aquavalve White 

90312 Aquavalve Black 
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PLASTIC STRAIGHT THRU-HULL
For use above Waterline

MH3104059  5/8"
MH3104049  3/4"
MH3102025  1-1/4"
MH3101020 1-1/2"

HOSE BARBS / THRU HULLS / SCUPPERS See Pages 484-505 for Trudesign Reinforced Nylon 
Composite Plumbing Fittings

DRAIN PLUGS

316 STAINLESS THRU-HULL
For use above Waterline

MH8731432 3/4"
MH8731433 1-1/8"
MH8731434 1-1/4"
MH8731435 1-1/2"

COCKPIT SCUPPER DRAIN
CH5785 Cockpit Scupper.  Fits 1-1/2 “ Hose.
 3-1/4” OD. Removeable cover for
 clean out. 316 SS
CH5780 Cockpit Scupper.  Fits 1-1/2 “ Hose.
 3-5/8” OD.  45° Angle. Removeable cover 

for clean out. Includes Rubber Check Ball. 
316 SS

CH5785

CH5780

TRANSOM SCUPPER
AA11578 Thru-Hull Transom Scupper with Flapper 

Valve. Fits 1-1/2" Hose.  6-1/4" Length.

CH5775 Cockpit Scupper. Oval. 316 Stainless.
 Fits 1-1/2" Hose.

COCKPIT SCUPPER DRAIN
CH5786 Cockpit Scupper.  Fits 2" Hose.
 3-1/4" OD. 316 Stainless.

COCKPIT SCUPPER DRAIN

GARBOARD DRAINPLUG
CH5890 Brass.      2" x 1/2" NPT
CH5892 Chrome.  2" x 1/2" NPT

CH5890

CH5892

STAINLESS TRANSOM DRAIN PLUG

AA40734 Drain Plug and Housing. 316 SS.
 54mm Length. 24mm Cutout.

AA40041 Drain fitting with plug and chain.
 Fits 1" Hose.

DRAIN AND PLUG
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IN-LINE FILTER
AA18524 In-line Strainer. Plastic. With Fine Mesh 

Filter. Threaded for 1/2" Pipe.
AA18523 In-line Strainer. Plastic. With Fine Mesh 

Filter. Fits 1/2" Hose.
AA18521 In-line Strainer. Plastic. With Fine Mesh 

Filter. Fits 3/4" Hose.

AA18524 

AA18523 

AA18521 

RAW WATER STRAINER
Plastic. Clear cover for easy inspection.

AA18525-01 For 1/2" Hose. 4 1/2" x 5"
AA18525-02 For 5/8" Hose. 4 1/2" x 5"
AA18525-03 For 3/4" Hose. 4 1/2" x 5"
AA18526-01 For 1" Hose. 6 1/2" x 6 1/2". 5" Dia.
AA18526-02 For 1 1/4" Hose. 6 1/2" x 6 1/2". 5" Dia.
AA18526-03 For 1 1/2" Hose. 6 1/2" x 6 1/2". 5" Dia.

CH1016 Vertical Strainer with Stainless Mesh.
 1" Connection. 6" x 2-3/4" Base. 316SS.

CH1017 Vertical Strainer with Stainless Mesh.
 1-1/2" Connection. 6" x 2-3/4" Base. 

316SS.

STAINLESS STRAINER

ADJUSTABLE DRAIN TUBE
 Ideal for use in motorwell, livewell
 or baitwell.
LL10258 Fits bulkhead thickness from
 20-40 mm (3/4" to 1-9/16").
LL10259 Fits bulkhead thickness from
 40-80 mm (1-9/16" to 3-1/8").

WATER OUTLET
HM010005 Cast 316 Stainless Hose Outlet.
 1/2" NPT Hose Connector, with Cap.

DRAIN TUBE AND DRAIN PLUGS
AA40091 Brass Drain Tube. 1" x 2 7/8"
AA40091-01 Brass Drain Tube. 1 1/4" x 2 7/8"
AA40092 Brass Drain Tube. 1" x 3 7/8"
AA40092-01 Brass Drain Tube. 1 1/4" x 3 7/8"

AA40095 Flip Top Drain Plug. Brass. Fits 1" Tube.
AA40095-01 Flip Top Drain Plug. Brass. Fits 1 1/4" Tube.
AA40096 Twist Top Drain Plug. Brass. Fits 1" Tube.
AA40096-01 Twist Top Drain Plug. Brass. Fits 1 1/4" Tube.

AA40095WCH Flip Top Drain Plug with Chain. Fits 1" 
Tube.

AA40095-SS Flip Top Drain Plug. Stainless. Fits 1" 
Tube.

AA40096-SS Twist Top Drain Plug . Stainless. Fits 
1" Tube.

AA40094-01 Brass Flip Top Plug. Fits 7/8"
AA40094-02 Brass Flip Top Plug. Fits 3/4"
AA40094-03 Brass Flip Top Plug. Fits 5/8"
AA40094-04 Brass Flip Top Plug. Fits 1/2"
AA40094-05 Brass Flip Top Plug. Fits 3/8"

AA40091
AA40091-01
AA40092
AA40092-01

AA40095
AA40095-01

AA40096
AA40096-01

AA40095WCH AA40095SS AA40096SS

AA40094-01
AA40094-02
AA40094-03
AA40094-04
AA40094-05

DRAIN PLUGS / GARBOARD PLUGS

FILTERS / STRAINERS
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DIVERTER VALVES

CHECK VALVE

AA18600-01 Diverter "Y" Valve. Nylon. Fits 1" Hose.
 #10 FH.
AA18600-02 Diverter "Y" Valve. Nylon. Fits 1 1/2" 

Hose. #10 FH.

AA11581 In-line check valve. Fibreglass reinforced 
Nylon. Fits 1" and 1 1/2" Hose. 

AA18600-02

AA18600-01

VENTED LOOPS / Y-VALVES

MANUAL BILGE PUMPS

NON-RETURN / CHECK VALVES

STAINLESS DIVERTER "Y" VALVE
AA18600-02SS Diverter "Y" Valve. Cast 316 Stainless. 

Fits 1 1/2" Hose.

NON-RETURN VALVES

NON-RETURN VALVES
LL31344   90 deg. angle
Hose outlet 1". Inlet 3/4 & 1".

LL31345   In-line
Hose outlet 3/4 & 1". Inlet 3/4 & 1".

LL31346   90 deg. angle
Hose outlet 3/4". Inlet 3/4 & 1". 

LL31347   90 deg. angle
Hose outlet 1-1/2". Inlet 1-1/4 & 

1-1/2. 

LL31348   Inline
Hose outlet 1-1/4 & 1-1/2.
Inlet 1-1/4 & 1-1/2".

LL31344

LL31345

LL31346

LL31348

LL31347

VENTED LOOP - NYLON
RM043/06-P White nylon vented loop.
 3/4" Hose Connection Dia.
RM043/08-P White nylon vented loop.
 1" Hose Connection Dia.
RM043/12-P White nylon vented loop.
 1 1/2" Hose Connection Dia.

RM043/06-P

RM043/08-P
RM043/12-P

MANUAL BILGE PUMPS MANUAL BILGE PUMPS
AA18532-18 18" length hand bilge pump.
 Removable foot valve for easy cleaning.
 6 GPM. With 24" length of hose.
AA18532-24 24" length hand bilge pump.
 Removable foot valve for easy cleaning.
 10 GPM. With 24" length of hose.

AA18531-14 14" Hand operated pump c/w hose.

AA18531-19 19" Hand operated pump c/w hose.

DIAPHRAGM BILGE HAND PUMP
LL31342 Two position handle. 3/4 & 1" hose. Built 

in non-return valve.

LL31399 Service kit. Includes diaphragm, flapper 
valves & gasket.

See Pages 484-505 for Trudesign Reinforced Nylon 
Composite Plumbing Fittings
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MANUAL BILGE PUMP
with 2 Position Handle

AA18509 Manual Bilge Pump. For 1-1/4" Hose.
 12GPM. Removeable 2 position handle.

AA18510 Manual Bilge Pump. For 1" Hose.
 12-25 GPM. Fixed Handle.

AA18515 Manual Bilge Pump. For 1" or 1 1/2" Hose.
 12-25 GPM. Removable Stainless Handle.

REPLACEMENT PARTS FOR PUMPS
AA18510D Diaphragm for AA18510 Pump.
AA18515D Diaphragm for AA18515 Pump.
AA18515V Inlet or Outlet valve for AA18515 Pump.

AA18510

AA18515

AA18514 Multiple options for Deck, Bulkhead and 
Thru-deck mounting.

 Made of Durable polypropylene.
 For 1 1/2" Hose. 20GPM.
 Suitab le for Saltwater or Diesel.

UNIVERSAL MANUAL BILGE PUMP

MANUAL BILGE PUMP
AA18519 15 GPM.  Black. With Deck Plate and 

Protective Diaphragm. Made of Nylon.
 For 1" or 1-1/2" Hose.

AA18543 Max. Capacity 6 litres

MANUAL/ PNEUMATIC
FLUID EXTRACTOR

This innovative design enables manual and 
pneumatic oil extracting, automatically alternated, 
suitable for boats or vehicle maintenance.

PORTABLE OIL CHANGE KIT
AA24540 Oil Change Kit. Includes 1-1/2 gallon plastic  
 container, hand pump,  1/4" x 4' hose,
 5/16" x 4' hose, 5/8" x 8' drain tube,
 cover caps.

BRASS HAND PUMP
with DIPSTICK ATTACHMENT

AA18534
9 1/2" Length. With threaded male
hose fitting. Can be connected to
engine oil dipstick tube. Self-priming.

LARGE BRASS HAND PUMP
AA18535
17" Length. With 3' of
3/8" Hose. Self-priming.

BRASS HAND PUMP

AA18533
9 1/2" Length. With 1/4", 5/16" and
1/2" Tube Plus adapter for  1/4" Tube.
Self-priming.

AA18533 AA18534 AA18535

MANUAL BILGE PUMPS

MANUAL OIL CHANGE / TRANSFER PUMP
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SHOWER SUMP SYSTEM

SHOWER SUMP SYSTEM

LL31349
Designed especially for use on boats with built-in sink, 
shower or tub, this unit will pump all water out of the drain 
and into the tank. It is compact and can be mounted 
either against the floor or against the walls, in which case 
the two legs can be cut off. It has a bult-in automatic bilge 
pump that will start operating as soon as the float switch 
senses water. Additionally it features a filter, which can 
be easily serviced by removing the top transparent cover 
and has a non-return valve at the outlet hose. The case is 
made of resistant plastic and the lid from acrylic. Its power 
consumption is limited to 1.5 Amps at 12V.
Has 3 intakes (2 x 3/4" and 1 x 1") and outlet with non-
return valve (for 3/4" and 1").

FLOAT SWITCH
AA10290 Automatic float switch.
 4 1/2" x 2 1/8". 12V.
AA10292 Automatic float switch.
 4 1/2" x 3 1/4". 12V.

AA10290

AA10292FLOAT SWITCH
AA10285 Automatic Float switch for bilge pumps 

drawing under 10 Amp.
 Built in micro-switch without mercury.
 Can be used with 12V or 24V system.

AA10286 Automatic Float switch with transparent, 
high impact resistant cover.

 For bilge pumps drawing under 10 Amp.
 Built in micro-switch without mercury.
 Can be used with 12V or 24V system.

AA10285

AA10286

WATER ACCUMULATOR

AA18527 ABS Plastic Accumulator.
 24cm Length. Working Pressure: 1 KG.
 Without Air Vent.

SIPHON

SUMP PUMP

FLOAT SWITCHES

ACCUMULATOR TANK

SUCTION HAND PUMP HOSE
LL70002 Manual suction hose. 3/4" Dia. x 5'.
LL70003 Manual suction hose. 1" Dia. x 5'.
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BRASS SUMP PUMP

FYWS28  Brass Sump Pump with mounting clips
FYWS28C Chromed Brass Pump w/ mountng clips

FYWS280SK Service Kit for FYWS28 Pump.
 Contains Plunger O-ring.

FYWS28/13  Annealed Copper Dip-Stick Tube (13")
FYWS28/01 Spare Mounting Brackets. (Pair).

FYWS27SK Service Kit for FYWS63 Pump.
 Contains Leather Cup Plunger Washer 

and Packing Gland.

FYWS28/13  Annealed Copper Dip-Stick Tube (13")
FYWS28/01 Spare Mounting Brackets. (Pair).

FYWS27 Brass Sump Pump

BRASS SUMP PUMP
A simple and convenient solution to changing oil, especially 
on engines with inaccessible drain plugs.  The copper 
tube fits in your dipstick, making oil changes fast and 
clean.  The pump can also be used with standard fittings 
for permanent connection to your sump.  Also ideal for 
transferring diesel between tanks or to fill small day tanks. 
Mounting Brackets Included.

A traditional brass bilge pump with no nonsense dependability 
and construction.  The heavy gauge 1-1/2" brass tube allows 
for smooth operation with high output.    3/4" hose intake.  
Clips allow you to mount the pump in a convenient location 
and run the intake hose into your bilge or sump.

FYWS28

FYWS27

FYWS28/13

FYWS28C

Specifications
Strokes Per Gal: 58US, 70IMP
Strokes Per Ltr: 15 1/2
Barrel Diameter: 29mm (1 1/8")
Weight: 0.45kg (1lbs)
Connection: 1/2" BSP (Male) - 1/4" BSP (Female)

Specifications
Strokes Per Gal:  17US, 20IMP
Strokes Per Ltr:  4 1/2
Hose Diameter:  19mm (3/4"")
Barrel Diameter:  38mm (1 1/2")
Weight:  1.47kg (3.25lbs)
Connection: 3/4" BSP F/M connection

GALLEY PUMP
A popular single action pump which has become a standard 
around the world.  Made by Fynspray for almost twenty 
years, it can be used with either fresh or salt water and is 
self-priming.  Tough non-corrosive black plastic with heavily 
chrome plated handle and spout.
FYWS63 Black.
FYWS63W   As above in White.

GALLEY PUMP
FYWS67  A high quality economical pump that will provide 
years of reliable service.
FYWS67G   Vertical Grey Plastic
FYWS67W  Vertical White Plastic

The Fynspray name has been synonymous with quality made New Zealand pumping products since 1948.

BRASS FAUCET
FYWS66C Chrome Plated Brass.
 Height 4 1/4".  Reach 5 1/2".
 Hose Dia. 1/2" - 5/8".

• Rugged brass construction – available in chrome plate
• Can be used with fresh or salt water

• Pump tubes are screwed, not soldered, to allow for ease in 
changing cup washers

• Repair kits are available

SUMP PUMPS     Made in New Zealand

GALLEY PUMPS    Made in New Zealand

FYWS63
FYWS63W

FYWS67G
FYWS67W

FYWS66B Polished Brass Finish.
 Height 4 1/4".  Reach 5 1/2".
 Hose Dia. 1/2" - 5/8".

FYWS67/16 Service Kit for FYWS67 Pump.
 Contains Plunger Washer,
 Gland Nut O-ring and Gland Seal

FYWS63SK Service Kit for FYWS63 Pump.
 Contains Plunger Washer,
 Handle O-ring, Spout Fibre Washer, 

Spout O-ring and Tailpiece Diaphragm.

Specifications
Strokes Per Gal: 58US, 70IMP
Strokes Per Ltr: 15 1/2
Hose Diameter: 13-16mm (1/2"-5/8")
Barrel Diameter: 25mm (1")
Extension Below Counter Top: 241mm (9 1/2")
Extension Above Counter Top: Min: 121mm (4 3/4")
  Max: 203mm (8")
Weight: 0.45kg (1lbs)

Specifications
Strokes Per Gal: 58US, 70IMP
Strokes Per Ltr: 15 1/2
Hose Diameter: 13-16mm (1/2"-5/8")
Barrel Diameter: 50mm (2")
Extension Below Counter Top: 121mm (4 3/4")
Extension Above Counter Top: Min: 152mm (6")
  Max: 152mm (6")
Weight: 0.54kg (1.2lbs)
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The Fynspray name has been synonymous with quality made New Zealand pumping products since 1948.

Fynspray SOLID BRASS GALLEY PUMPS
Made in New Zealand 

FYWS60V  Vertical Brass Pump with Angled Faucet.
Practicality and an attractive solid brass casting make 
this pump a popular model. A dependable solid pump at 
a very reasonable price.

FYWS61  Vertical Brass Pump with Straight Faucet.
A smooth action and stylish looks.  With a 6" spout, 
water is pumped directly into the centre of the basin.  A 
reliable, large capacity pump.

FYWS62    Brass Lever Type Pump.  An elegant,
“top of the line” pump with traditional styling and solid 
brass casting.  Quality construction and detailing, 
designed for the discriminating owner with an eye for 
traditional brass accessories. 

FYWS62/17A Service Kit for FYWS62 Pump.
 Contains Nitrile Cup Washer and
 Plunger Felt Packing. If pump is
 pre-2011 with Leather Cup Washer,
 then you will also need the 

FYWS62/22 Conversion Kit.

FYWS62/22 Conversion Kit for pre-2011 FYWS62 
Pumps, to convert older pump to new 
version. Contains Brass Seat Valve 
and Backing Washer, to allow for use 
of Nitrile Cup Washer. You will also 
need the FYWS62/17A Service Kit.

FYWS610SK Service Kit for new version FYWS61 
Pump with Plunger O-ring. Contains 
Plunger O-ring, Gland O-ring and 
Gland Packing. If pump is old version 
with Leather Plunger Washer, then 
you will also need the conversion kit 
FYWS61/610.

FYWS61/610 Conversion Kit for older FYWS61 
Pumps, to convert older pump to new 
version, to allow for use of

 Plunger O-ring. You will also need the 
FYWS610SK Service Kit.

FYWS60/64SK Service Kit for FYWS60 Pump.
 Contains Plunger Washer,
 Gland Nut O-ring and Gland Seal

• Smooth, double action – high capacity
• Rugged brass construction – available in chrome plate
• Can be used with fresh or salt water

• Repair kits are available
• Pump tubes are screwed, not soldered, to allow for ease 

in changing cup washers

GALLEY PUMPS Made in New Zealand

FYWS60VC FYWS61C

FYWS62C
FYWS60VB

FYWS61B FYWS62B

FYWS60VB Polished Brass Finish.
FYWS60VC Chrome Plated.

FYWS61B Polished Brass Finish.
FYWS61C Chrome Plated. FYWS62B Polished Brass Finish.

FYWS62C Chrome Plated.

Specifications
Strokes Per Gal: 50US, 60IMP
Strokes Per Ltr: 13
Hose Diameter: 13-16mm (1/2"-5/8")
Barrel Diameter: 25mm (1")
Extension Below Counter Top: 241mm (9 1/2")
Extension Above Counter Top: Min: 127mm (5")
  Max: 260mm (10 1/4")
Weight: 0.86kg (1.9lbs)

Specifications
Strokes Per Gal: 42US, 50IMP
Strokes Per Ltr: 11
Hose Diameter: 13-16mm (1/2"-5/8")
Barrel Diameter: 29mm (1 1/8")
Extension Below Counter Top: 171mm (6 3/4")
Extension Above Counter Top: Min: 146mm (5 3/4")
  Max: 292mm (11 1/2")
Weight: 0.86kg (1.9lbs)

Specifications
Strokes Per Gal: 46US, 55IMP
Strokes Per Ltr: 12
Hose Diameter: 13-19mm (1/2"-3/4")
Barrel Diameter: 41mm (1 5/8")
Extension Below Counter Top: 76mm (3"),
 [1 1/4" lgth thread]
Extension Above Counter Top: Min: 216mm (8 1/2")
  Max: 298mm (11 3/4")
Weight: 1.47kg (3.25lbs)
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FAUCET CONNECTION with LED LIGHT
No Power Needed - Water Flow Powered

LED Light colour changed by water temperature:
Water Temp <31°C:  Blue LED Colour
Water Temp Between 32°C-43°C:  Green LED Colour
Water Temp Between 44°C-50°C:  Red LED Colour
Water Temp >51°C:  Red and Blue Flickering Together.
With 1 x RGB LED and 2 Unversal Connectors.

AA60000 Chorme Plated ABS.
 29mm Dia. x 55mm Length.

GALLEY FOOT  PUMP
AA18551 Galley Pump. Diaphragm Foot Pump.
 Plastic. Capacity 2.5 GPM.

ROCKER GALLEY PUMP
AA18503 Galley Pump. With check valve. 
 Chrome Plated Plastic.
 Height above counter: 5 3/4"
 Depth below counter:   3 5/8"
 Hose Diameter:               3/8"

AA18550 Nylon Foot Pump with Rubber Diaphragm.
 For 1/2" Hose.
 Max Output 8 L per Min.

BABY FOOT PUMP

GALLEY PUMP & FAUCET KIT
AA18500 12 Volt Pump (with Mounting Bracket) and
 Chrome faucet with switch.
 100GPH (378 LPH). 1.5Amp current draw.
 Fuse size 2A.
 Hose diameter connection 1/2".
 Delivery head 6.6 feet.
 2.26"L x 2.65" W x 4.53"H

12 VOLT INLINE PUMP
TM430107 12 Volt Inline Pump. 280 GPH (1060 LPH).
 3 Amp Draw. Fuse Size 5A.
 1/2" Hose Inlet and Outlet Hose Connection.
 Delivery Head 23 Feet.
 1.69"L x 1.58"W x 5.38"H

AA18557 Foot Air Pump. 5.0 Litre Capacity.
 FOOT AIR PUMP 12V AIR PUMP

AA18544 12 Volt electric air pump. With cigarette 
light plug. ABS plastic housing.

 Includes 3 sizes of nozzles.

DOUBLE ACTION AIR PUMP

AA18545 2 x 1.4 Litre Double Action Pump.
 16" Height.
AA18546 2 x 2.5 Litre Double Action Pump.
 20" Height.

GALLEY PUMPS / FAUCETS

AIR PUMPS
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SHOWER HEAD with LED LIGHT
No Power Needed - Water Flow Powered

SHOWER HEAD with LED LIGHT
No Power Needed - Water Flow Powered

SHOWER HEAD with LED LIGHT
No Power Needed - Water Flow Powered

LED Light colour changed by water temperature:
Water Temp <31°C:  Blue LED Colour
Water Temp Between 32°C-43°C:  Green LED Colour
Water Temp Between 44°C-50°C:  Red LED Colour
Water Temp >51°C:  Red LED Strobe.
With 1 x RGB LED.

AA60001 Chorme Plated ABS.
 31mm Dia. x 230mm Length.

LED Light colour changed by water temperature:
Water Temp <31°C:  Blue LED Colour
Water Temp Between 32°C-43°C:  Green LED Colour
Water Temp Between 44°C-50°C:  Red LED Colour
Water Temp >51°C:  Red LED Strobe.
With 1 x RGB LED.

AA60003 ABS with white painting.
 68mm Dia. x 260mm Length.

LED Light colour changed by water temperature:
Water Temp <25°C:  Green LED Colour
Water Temp Between 26°C-35°C:  Blue LED Colour
Water Temp Between 36°C-45°C:  Red LED Colour
Water Temp >46°C:  Red and Blue Flickering Together.
With 16 x RGB LED.

AA60002 Nickel Plated ABS.
 85mm Dia. x 220mm Length.

HANDHELD SHOWER HANDHELD SHOWER HEAD SHOWER HOSE
LL91537 Plastic handheld shower head with
 push Off/Continuous trigger. Plus,
 8' Length Hose with 1/2" NPT hose fittings.

LL91539 Plastic handheld shower head with
 push Off/Continuous trigger. Plus,
 16' Length Hose with 1/2" NPT hose fittings.

LL90506 Plastic handheld shower head with
 push On trigger.

LL90492 PVC Reinforced shower hose. 10' Length.
 1/2" NPT Female end fittings

HANDHELD SHOWER HEADSHOWER WALL ATTACHMENT
LL97632 Handheld shower head with
 Push On/Continuous trigger. Includes 

mounting hook. White Plastic.  1/2" NPT 
Thread.

LL97631 Chromed ABS wall attachment. Fits shower 
head #LL90506, LL91537, LL91539

SHOWER HEADS
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SHOWER & SINK DRAIN PUMP
TM911 
• Single Diaphragm Pump suitable for Galley or Shower 

grey water pumping.
• Self-priming pump and can be run dry.
• Con-choke valve, no filter required.
• Can pump a mixture of air and water.
• Adjustable clamping ring allows the head assembly to 

be rotated 360° to accommodate plumbing position.
 
 12V.  22 Litres/Min.  7Amp (use 10A fuse).
 Hose dia: 3/4"
 Delivery Head: 55 ft.
 13-1/4" x 6-5/8" x 5-3/4".

TOILET WASTE PUMP
TM921 
• Single Diaphragm Pump designed to handle unmacer-

ated toilet waste / black water.
• Self-priming pump and can be run dry.
• Non-choke valve, no filter required.
• In-line Inlet/Outlet valves to allow the free flow of debris.
• Double outlet valves to ensure continuous flow.
• Can pump a mixture of air and water.
• Adjustable clamping ring allows the head assembly to 

be rotated 360° to accommodate plumbing position.
 
 12V.  20 Litres/Min.  7Amp (use 10A fuse).
 Hose dia: 1-1/2"
 Delivery Head: 65 ft.
 13-1/2" x 6-5/8" x 5-3/4".

MACERATOR PUMP
TM6205 12 Volt Macerator Pump. 700 GPH.
 12 Amp Current Draw. Fuse Size 18A.
 Delivery Head 16 Feet.
 Inlet Hose Connection 1 1/2" Dia.
 Outlet Hose Connection 1" Dia.
 11.13"L x 4.69" W x 3.83"H.

WATER INTAKE RINSE PUMP

STAINLESS STEEL "BOWL" SINK

AA40031-01  Round SS Sink. 9-7/8" ID. 11-1/2" OD.
 5" Deep. High Profile Flange.
 2-7/16" Drain Hole. 304 SS.

AA40031-02  Round SS Sink. 9-7/8" ID. 11-1/2" OD.
 5" Deep. Low Profile Flange.
 2-7/16" Drain Hole. 304 SS.

STAINLESS STEEL "BUCKET" SINK

AA40032-01  Round Deep SS Sink. 10-1/4" ID.
 11-1/2" OD. 5" Deep. High Profile Flange.
 2-7/16" Drain Hole.  304 SS.

AA40032-02  Round Deep SS Sink. 10-1/4" ID.
 11-1/2" OD. 7-1/8" Deep. Low Profile 

Flange.  2-7/16" Drain Hole.  304 SS.

High Profile
Flange

Low Profile
Flange

AA40051 Round Sink. Ceramic Bowl with Nano 
Treatment. Ceramic glaze contains 
silver ion to serve as Anti-Dirt & Anti-
Bacteria protection. Easy to clean. with 
push-button drain plug/seal.

 9-9/32" I.D.  12 -7/16" O.D.  5" Deep.
 1-1/2" drain hose connection. 1" hose 

adapter included.

ROUND CERAMIC SINK.

TM36502
• 4-Chamber Diaphragm Design
• Intake Raw Sea, River or Lake Water for Flushing
• Built-in Check Valve to Prevent Backflow
• Snap-in Port Fittings 3/4" (19mm) Included
• Built-in Thermal Overload Protection
• Self-Priming & Can Be Run Dry

Motor: 12V
Capacity: 16.3 LPM (4.3 GPM)
Amp Draw: 6A
Fuse: 15A

SINKS

MISCELLANEOUS ELECTRIC PUMPS

WATER PRESSURE PUMP
TM36501
• 4-Chamber Diaphragm Design
• Serve up to 3-4 Outlets
• Smooth Constant Flow
• Built-in Check Valve to Prevent Backflow
• Snap-in Port Fittings 1/2" (13mm) Included
• Built-in Thermal Overload Protection
• Self-Priming & Can Be Run Dry

Motor: 12V
Capacity: 16.3 LPM (4.3 GPM)
Amp Draw: 6A
Fuse: 15A
Pressure:
 20 PSI / 1.4 BAR (Cut-In; On)
 40 PSI / 2.8 BAR (Cut-Out; Off)



516

VictoryPUMPS & PLUMBING

For the most up to date product information, visit   www.victory-products.com

STANDARD ELECTRIC HEAD
with Switch Box

TM99902 12V Electric Head. 18Amp. Fuse 30A.
 1" ID inlet hose connection.
 1" ID discharge hose connection.
 14.2"Width x 17.5" Depth x 13.9" Height.

TM99904 12V Electric Head with Large Bowl and 
Deluxe Plastic Seat & Cover.

 18Amp. Fuse Size 30A.
 1" ID inlet hose connection.
 1" ID discharge hose connection.
 14.4"Width x 19" Depth x 14.8" Height.

DELUXE ELECTRIC HEAD
with Switch Box

TM240401 Electric toilet flush control.
One touch control panel. Splash-proof.
Built-in microswitch control system for 2 flush options:
 Half flush - lasts for 5 seconds and delivers   
  2 litres of water.
 Full flush - lasts for 10 seconds and
  delivers 4 litres of water.
Built-in max. 40Amp relay circuit loop design to protect the 
operation against high current. 4.65"W x 3.43"H.
Comes with boxed fuse package.

ELECTRIC TOILET FLUSH CONTROL

ELECTRIC HEAD
with Small Skirted Bowl.

TM99909 12V Electric Head. Includes Switch Box.
 18Amp. Fuse Size 30A.
 3/4" ID inlet hose connection.
 1" ID discharge hose connection.
 13.5"Width x 17.72" Depth x 14.3" Height.

ELECTRIC HEAD
with Medium Skirted Bowl.

TM99910 12V Electric Head. Includes Switch Box.
 With Medium Skirted Bowl and Deluxe Seat 

& Cover.
 18Amp. Fuse Size 30A.
 3/4" ID inlet hose connection.
 1" ID discharge hose connection.
 14.5"Width x 18.9" Depth x 15.3" Height.

DELUXE ELECTRIC HEAD
with Large Skirted Bowl.

TM99907 12V Electric Head. Includes Switch Box.
 With Home Type Luxury Skirted Bowl and 

Deluxe Seat & Cover.
 18Amp. Fuse Size 30A.
 3/4" ID inlet hose connection.
 1" ID discharge hose connection.
 14.56"Width x 18.9" Depth x 18.1" Height.

ELECTRIC HEADS
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Service Parts For TMC Electric Toilet Model 99902, 99904

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TMC00029 
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
 

TMC00041 
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
 

TMCTT9923
HINGE SET FOR STANDARD SEAT 
 

TMCTT9924
HINGE SET FOR DELUXE SEAT 
 

TMC00036 
PUMP UNIT FOR ELECTRIC TOILET 
INCLUDE PARTS 
ET3627,19,39,20,18,35,16,29,27,31 
 
 
 

TMCET3626
PUMP RAZOR KTIS 
FOR ELECTRIC TOILET 
 

TMCET3627
PUMP GASKET KITS 
FOR ELECTRIC TOILET 
 

TMCET3628
PUMP BODY KITS 
FOR ELECTRIC TOILET 
INCLUDE PARTS ET3634,21,27 
 

TMCET3634
PUMP IMPELLER KITS 
FOR ELECTRIC TOILET 
 

TMCET9920
PIPE JOINTS FOR  
ELECTRIC TOILET 
 

TMC00038 
BASE UNIT FOR ELECTRIC TOILET 
INCLUDE PARTS ET3825,22 
 

TMCET3825
BASE PORT KITS  
FOR ELECTRIC TOILET 
 

TMCET3822
BASE GASKET KITS 
FOR ELECTRIC TOILET 
 
 

TMC99902S 
STANDARD SWITH BOX ASSEMBLY 
FOR ELECTRIC TOILET 
 
 
 

TMC0240401
DELUXE PANEL SWITCH WITH FUSE
PACKAGE. OPTIONAL ORDER FOR
ELECTRIC TOILET
 
 
 

ET3626

ET3634

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99902) 25 Adaptor
2 Seat Cushion(99902) 25-1 Adaptor
3 Closestool Cover(99902) 27 Body 
1-1 Closestool Body(99904) 29 Flexible Impeller
2-1 Seat Cushion(99904) 31 Motor
3-1 Closestool Cover(99904) 35 Set Screw

tuN nogaxeH93etalpraeW61
18 Centrifugal Impeller 47 Hose(99902)
19 Macerator Housing 47-1 Hose(99904)
20 Razor Blade 55 Cover

pmalC95esaB22

TT9924

ET9920

ET3822

0240401

99902S

ET3825

ET3627

59

47

55

31

25
19

39
20

18

1-1

22

35

16
29

3-1

25-1

27

2-1

21

TT9923

2

3

1

Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC-00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
ORDER NO. 504-0299029 

TMC-00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
ORDER NO. 504-0299041 

TMC-TT9923
HINGE SET FOR STANDARD SEAT 
ORDER NO. 504-0299023 

TMC-TT9924
HINGE SET FOR DELUXE SEAT 
ORDER NO. 504-0299024 

TMC-0002803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
ORDER NO. 504-0299283 

TMC-429951
PUMP INLET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299510 

TMC-429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
ORDER NO. 504-0299470 

TMC-429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299500 

TMC-MT9919
PIPE JOINTS FOR 
MANUAL TOILET 
ORDER NO. 504-0299019 

TMC-0003102
BASE UNIT FOR MANUAL TOILET 
ORDER NO. 504-0299033 

TMC-429973
BASE GASKET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299073 

TMC-00032
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
ORDER NO. 504-0299032 

TMC-0003503
CONVERTION KITS FOR MANUAL 
TOILET WITH ANGLED PUMP 
W/O PARTS NO. 1-8 
ORDER NO. 504-0299353 

Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC-00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
ORDER NO. 504-0299029 

TMC-00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
ORDER NO. 504-0299041 

TMC-TT9923
HINGE SET FOR STANDARD SEAT 
ORDER NO. 504-0299023 

TMC-TT9924
HINGE SET FOR DELUXE SEAT 
ORDER NO. 504-0299024 

TMC-0002803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
ORDER NO. 504-0299283 

TMC-429951
PUMP INLET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299510 

TMC-429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
ORDER NO. 504-0299470 

TMC-429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299500 

TMC-MT9919
PIPE JOINTS FOR 
MANUAL TOILET 
ORDER NO. 504-0299019 

TMC-0003102
BASE UNIT FOR MANUAL TOILET 
ORDER NO. 504-0299033 

TMC-429973
BASE GASKET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299073 

TMC-00032
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
ORDER NO. 504-0299032 

TMC-0003503
CONVERTION KITS FOR MANUAL 
TOILET WITH ANGLED PUMP 
W/O PARTS NO. 1-8 
ORDER NO. 504-0299353 

TMC99902S 12V
TMC99902S-24 24V

TM240401 12V
TM240402 24V

TMC00036 12V
TMC00037 24V

HEAD PARTS
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Service Parts For TMC Electric Toilet Model 99907

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

ET3626

ET3634

TMC00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
 

TMCTT9924
HINGE SET FOR DELUXE SEAT 
 

TMC00036
PUMP UNIT FOR ELECTRIC TOILET 
INCLUDE PARTS 
ET3627,19,39,20,18,35,16,29,27,31 
 
 
 

TMCET3626
PUMP RAZOR KTIS 
FOR ELECTRIC TOILET 
 

TMCET3627
PUMP GASKET KITS 
FOR ELECTRIC TOILET 
 

TMCET3628
PUMP BODY KITS 
FOR ELECTRIC TOILET 
INCLUDE PARTS ET3634,21,27 
 

TMCET3634
PUMP IMPELLER KITS 
FOR ELECTRIC TOILET 
 

TMCET9921
PIPE JOINTS FOR  
ELECTRIC TOILET 
 

TMC00045
BASE UNIT FOR ELECTRIC TOILET 
INCLUDE PARTS ET4530,22-1 
 

TMCET4530
BASE PORT KITS  
FOR ELECTRIC TOILET 
 

TMCET4535
BASE GASKET KITS 
FOR ELECTRIC TOILET 
 
 

TMC00046
CONVERTION KITS FOR 
ELECTRIC TOILET 
(W/O #1-2,2-1,3-1,TT9924) 
 
 
 

TMC99902S 
STANDARD SWITH BOX ASSEMBLY 
FOR ELECTRIC TOILET 
 
 
 

TMC0240401
DELUXE PANEL SWITCH WITH FUSE
PACKAGE. OPTIONAL ORDER FOR
ELECTRIC TOILET 
 
 
 

KEY DESCRIPTION KEY DESCRIPTION
1-2 Closestool Body 27 Body 
2-1 Seat Cushion 29 Flexible Impeller
3-1 Closestool Cover 31 Motor

wercS teS53etalpraeW61
18 Centrifugal Impeller 39 Hexagon Nut
19 Macerator Housing 47-2 Hose
20 Razor Blade 54 Hose

pmalC95esaB1-22
tnioJ epiP rennI66rotpadA52

rotpadA86rotpadA1-52

TT9924 ET9921

ET4535

99902S

0240401

ET4530

ET3627

22-1

47-2

29

1-2

3-1

2-1

25

54

25-1

31

59

27

66

16

18
35

20
39

19

68

47-2

21

Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC-00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
ORDER NO. 504-0299029 

TMC-00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
ORDER NO. 504-0299041 

TMC-TT9923
HINGE SET FOR STANDARD SEAT 
ORDER NO. 504-0299023 

TMC-TT9924
HINGE SET FOR DELUXE SEAT 
ORDER NO. 504-0299024 

TMC-0002803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
ORDER NO. 504-0299283 

TMC-429951
PUMP INLET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299510 

TMC-429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
ORDER NO. 504-0299470 

TMC-429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299500 

TMC-MT9919
PIPE JOINTS FOR 
MANUAL TOILET 
ORDER NO. 504-0299019 

TMC-0003102
BASE UNIT FOR MANUAL TOILET 
ORDER NO. 504-0299033 

TMC-429973
BASE GASKET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299073 

TMC-00032
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
ORDER NO. 504-0299032 

TMC-0003503
CONVERTION KITS FOR MANUAL 
TOILET WITH ANGLED PUMP 
W/O PARTS NO. 1-8 
ORDER NO. 504-0299353 

Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC-00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
ORDER NO. 504-0299029 

TMC-00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
ORDER NO. 504-0299041 

TMC-TT9923
HINGE SET FOR STANDARD SEAT 
ORDER NO. 504-0299023 

TMC-TT9924
HINGE SET FOR DELUXE SEAT 
ORDER NO. 504-0299024 

TMC-0002803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
ORDER NO. 504-0299283 

TMC-429951
PUMP INLET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299510 

TMC-429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
ORDER NO. 504-0299470 

TMC-429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299500 

TMC-MT9919
PIPE JOINTS FOR 
MANUAL TOILET 
ORDER NO. 504-0299019 

TMC-0003102
BASE UNIT FOR MANUAL TOILET 
ORDER NO. 504-0299033 

TMC-429973
BASE GASKET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299073 

TMC-00032
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
ORDER NO. 504-0299032 

TMC-0003503
CONVERTION KITS FOR MANUAL 
TOILET WITH ANGLED PUMP 
W/O PARTS NO. 1-8 
ORDER NO. 504-0299353 

TMC00036 12V
TMC00037 24V

TMC99902S 12V
TMC99902S-24 24V

TMC240401 12V
TMC240402 24V

HEAD PARTS
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Service Parts For TMC Electric Toilet Model 99909, 99910

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

ET3626

ET3634

TMC00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
 

TMC00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
 

TMCTT9923
HINGE SET FOR STANDARD SEAT 
 

TMCTT9924
HINGE SET FOR DELUXE SEAT 
 

TMC00036
PUMP UNIT FOR ELECTRIC TOILET 
INCLUDE PARTS 
ET3627,19,39,20,18,35,16,29,27,31 
 
 
 

TMCET3626
PUMP RAZOR KTIS 
FOR ELECTRIC TOILET
 

TMCET3627
PUMP GASKET KITS 
FOR ELECTRIC TOILET 
 

TMCET3628
PUMP BODY KITS 
FOR ELECTRIC TOILET 
INCLUDE PARTS ET3634,21,27 
 

TMCET3634
PUMP IMPELLER KITS 
FOR ELECTRIC TOILET 
 

TMCET9921
PIPE JOINTS FOR  
ELECTRIC TOILET 
 

TMC00045
BASE UNIT FOR ELECTRIC TOILET 
INCLUDE PARTS ET4530,22-1 
 

TMCET4530
BASE PORT KITS  
FOR ELECTRIC TOILET 
 

TMCET4535
BASE GASKET KITS 
FOR ELECTRIC TOILET 
 
 

TMC99902S 
STANDARD SWITH BOX ASSEMBLY 
FOR ELECTRIC TOILET 
 
 
 

TMC0240401
DELUXE PANEL SWITCH WITH FUSE
PACKAGE. OPTIONAL ORDER FOR
ELECTRIC TOILET 
 
 
 

TT9923

3

2

1-4

TT9924

ET9921

ET4535

99902S

0240401

ET4530

ET3627

59

22-1

1-1

2-1

1-3

25

16

72

31
27

29

35
18

20
39

66

19

54

25-1

68

47-2

21

KEY DESCRIPTION KEY DESCRIPTION
1-4 Closestool Body(99909) 25-1 Adaptor
2 Seat Cushion(99909) 27 Body 
3 Closestool Cover(99909) 29 Flexible Impeller
1-3 Closestool Body(99910) 31 Motor
2-1 Seat Cushion(99910) 35 Set Screw
3-1 Closestool Cover(99910) 39 Hexagon Nut

esoH2-74etalpraeW61
18 Centrifugal Impeller 54 Hose
19 Macerator Housing 59 Clamp
20 Razor Blade 66 Inner Pipe Joint

rotpadA86esaB1-22
esoH27rotpadA52

Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC-00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
ORDER NO. 504-0299029 

TMC-00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
ORDER NO. 504-0299041 

TMC-TT9923
HINGE SET FOR STANDARD SEAT 
ORDER NO. 504-0299023 

TMC-TT9924
HINGE SET FOR DELUXE SEAT 
ORDER NO. 504-0299024 

TMC-0002803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
ORDER NO. 504-0299283 

TMC-429951
PUMP INLET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299510 

TMC-429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
ORDER NO. 504-0299470 

TMC-429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299500 

TMC-MT9919
PIPE JOINTS FOR 
MANUAL TOILET 
ORDER NO. 504-0299019 

TMC-0003102
BASE UNIT FOR MANUAL TOILET 
ORDER NO. 504-0299033 

TMC-429973
BASE GASKET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299073 

TMC-00032
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
ORDER NO. 504-0299032 

TMC-0003503
CONVERTION KITS FOR MANUAL 
TOILET WITH ANGLED PUMP 
W/O PARTS NO. 1-8 
ORDER NO. 504-0299353 

Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC-00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
ORDER NO. 504-0299029 

TMC-00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
ORDER NO. 504-0299041 

TMC-TT9923
HINGE SET FOR STANDARD SEAT 
ORDER NO. 504-0299023 

TMC-TT9924
HINGE SET FOR DELUXE SEAT 
ORDER NO. 504-0299024 

TMC-0002803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
ORDER NO. 504-0299283 

TMC-429951
PUMP INLET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299510 

TMC-429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
ORDER NO. 504-0299470 

TMC-429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299500 

TMC-MT9919
PIPE JOINTS FOR 
MANUAL TOILET 
ORDER NO. 504-0299019 

TMC-0003102
BASE UNIT FOR MANUAL TOILET 
ORDER NO. 504-0299033 

TMC-429973
BASE GASKET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299073 

TMC-00032
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
ORDER NO. 504-0299032 

TMC-0003503
CONVERTION KITS FOR MANUAL 
TOILET WITH ANGLED PUMP 
W/O PARTS NO. 1-8 
ORDER NO. 504-0299353 

TMC00036 12V
TMC00037 24V

TMC99902S 12V
TMC99902S-24 24V

TMC240401 12V
TMC240402 24V

HEAD PARTS
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Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
 

TMC00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
 

TMCTT9923
HINGE SET FOR STANDARD SEAT 
 

TMCTT9924
HINGE SET FOR DELUXE SEAT 
 

TMC02803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
 

TMC429951
PUMP INLET KITS 
FOR MANUAL TOILET 
 

TMC429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
 

TMC429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
 

TMCMT9919
PIPE JOINTS FOR 
MANUAL TOILET 
 

TMC003102
BASE UNIT FOR MANUAL TOILET 
 

TMC429973
BASE GASKET KITS 
FOR MANUAL TOILET 
 

TMC00032 - SERVICE KIT
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
 

 
 
 

Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC-00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
ORDER NO. 504-0299029 

TMC-00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
ORDER NO. 504-0299041 

TMC-TT9923
HINGE SET FOR STANDARD SEAT 
ORDER NO. 504-0299023 

TMC-TT9924
HINGE SET FOR DELUXE SEAT 
ORDER NO. 504-0299024 

TMC-0002803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
ORDER NO. 504-0299283 

TMC-429951
PUMP INLET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299510 

TMC-429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
ORDER NO. 504-0299470 

TMC-429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299500 

TMC-MT9919
PIPE JOINTS FOR 
MANUAL TOILET 
ORDER NO. 504-0299019 

TMC-0003102
BASE UNIT FOR MANUAL TOILET 
ORDER NO. 504-0299033 

TMC-429973
BASE GASKET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299073 

TMC-00032
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
ORDER NO. 504-0299032 

TMC-0003503
CONVERTION KITS FOR MANUAL 
TOILET WITH ANGLED PUMP 
W/O PARTS NO. 1-8 
ORDER NO. 504-0299353 

HEAD PARTS
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Service Parts For TMC Manual Toilet Model 99901, 99903

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9923

3

2

1

TT9924

44

46

429973

36

MT9919

17

36

16

429948

38

33 429947

36

43
42

00031

40

429949
2-1

21

23

24

19

3-1

30

48

1-1

32

TMC00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
 

TMC00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
 

TMCTT9923 
HINGE SET FOR STANDARD SEAT 
 

TMCTT9924 
HINGE SET FOR DELUXE SEAT 
 

TMC02801
PUMP UNIT, STANDARD 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429948, 429949, 19, 21 & 23 
 

TMC429949
PUMP INLET KITS 
FOR MANUAL TOILET 
 

TMC429947
PUMP OUTLET KITS 
FOR MANUAL TOILET 
 

TMC429948
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
 

TMCMT9919
PIPE JOINTS FOR  
MANUAL TOILET 
 

TMC00031
BASE UNIT FOR MANUAL TOILET 
 

TMC429973
BASE GASKET KITS 
FOR MANUAL TOILET 
 

TMC00032 - SERVICE KIT
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32,  
33, 36, 38, 40, 42, 43, 44 & 46 
 

 
 
 
 

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 24 O Ring
2 Seat Cushion(99901) 30 Inlet Valve
3 Closestool Cover(99901) 32 Valve Cover Tapping Screw
1-1 Closestool Body(99903) 33 Bowl Valve
2-1 Seat Cushion(99903) 36 Flat Washer
3-1 Closestool Cover(99903) 38 Valve Flap
16 Seal 40 O Ring
17 Seal 42 Plug Packing
19 Shaft 43 Drain Plug
21 Pump Housing 44 Base Packing
23 Grip 46 Plastic Washer

Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC-00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
ORDER NO. 504-0299029 

TMC-00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
ORDER NO. 504-0299041 

TMC-TT9923
HINGE SET FOR STANDARD SEAT 
ORDER NO. 504-0299023 

TMC-TT9924
HINGE SET FOR DELUXE SEAT 
ORDER NO. 504-0299024 

TMC-0002803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
ORDER NO. 504-0299283 

TMC-429951
PUMP INLET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299510 

TMC-429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
ORDER NO. 504-0299470 

TMC-429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299500 

TMC-MT9919
PIPE JOINTS FOR 
MANUAL TOILET 
ORDER NO. 504-0299019 

TMC-0003102
BASE UNIT FOR MANUAL TOILET 
ORDER NO. 504-0299033 

TMC-429973
BASE GASKET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299073 

TMC-00032
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
ORDER NO. 504-0299032 

TMC-0003503
CONVERTION KITS FOR MANUAL 
TOILET WITH ANGLED PUMP 
W/O PARTS NO. 1-8 
ORDER NO. 504-0299353 

Service Parts For TMC Manual Toilet Model 9990103, 9990305

●TMC TOILET SERVICE PARTS ARE SOLD BY PACKAGE.
●INDIVIDUAL PART LIST IS FOR REFERENCE ONLY.

TT9924
MT9919

44

46

429973

36

17

36

16

429950

38

33 429947

36

0003102

24

30

429951

32

19

21-2

48
3-1

2-1

1-1

40-1

23-2

TT9923

2

3

1

KEY DESCRIPTION KEY DESCRIPTION
1 Closestool Body(99901) 23-2 Grip
2 Seat Cushion(99901) 24 O Ring
3 Closestool Cover(99901) 30 Inlet Valve
1-1 Closestool Body(99903) 32 Valve Cover Tapping Screw
2-1 Seat Cushion(99903) 33 Bowl Valve
3-1 Closestool Cover(99903) 36 Flat Washer
16 Seal 38 Valve Flap
17 Seal 40-1 O Ring
19 Shaft 44 Base Packing
21-2 Pump Housing 46 Plastic Washer

TMC-00029
STANDARD SEAT AND COVER 
INCLUDE PARTS TT9923,2,3 
ORDER NO. 504-0299029 

TMC-00041
DELUXE PLASTIC SEAT AND COVER 
INCLUDE PARTS TT9924,2-1,3-1 
ORDER NO. 504-0299041 

TMC-TT9923
HINGE SET FOR STANDARD SEAT 
ORDER NO. 504-0299023 

TMC-TT9924
HINGE SET FOR DELUXE SEAT 
ORDER NO. 504-0299024 

TMC-0002803
PUMP UNIT, ANGLED 
FOR MANUAL TOILET 
INCLUDE PARTS  
429947, 429950, 429951, 19, 21-2 & 23-2 
ORDER NO. 504-0299283 

TMC-429951
PUMP INLET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299510 

TMC-429947
PUMP OUTLET KITS FOR 
MANUAL TOILET 
ORDER NO. 504-0299470 

TMC-429950
PUMP SEAL & VALVE KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299500 

TMC-MT9919
PIPE JOINTS FOR 
MANUAL TOILET 
ORDER NO. 504-0299019 

TMC-0003102
BASE UNIT FOR MANUAL TOILET 
ORDER NO. 504-0299033 

TMC-429973
BASE GASKET KITS 
FOR MANUAL TOILET 
ORDER NO. 504-0299073 

TMC-00032
REPAIR KITS FOR MANUAL TOILET 
INCLUDE PARTS MT16, 17, 24, 30, 32, 
33, 36, 38, 40, 42, 43, 44 & 46 
ORDER NO. 504-0299032 

TMC-0003503
CONVERTION KITS FOR MANUAL 
TOILET WITH ANGLED PUMP 
W/O PARTS NO. 1-8 
ORDER NO. 504-0299353 

HEAD PARTS
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Full parts kit for #TM99907 /99909 /99910 Heads.
Includes switch, pump, hoses, seals, fasteners.

24 Volt Kit can be used to convert
#TM99907/99909/99910 from 12 Volt to 24 Volt.

TMC00046 Electric Kit. 12V 18Amp.
TMC00046-24  Electric Kit. 24V 18Amp.

FULL PARTS KIT FOR ELECTRIC HEADS
#TM99907 /99909 /99910

CONVERSION KIT FROM 12V TO 24V
FOR #TM99907/99909/99910

Full parts kit for #TM99913 /9990103 Heads.
Includes switch, pump, hoses, seals, fasteners.

Converts Manual Head #TM9990103
or #TM99913 to Electric Head.

TMC00040  Electric Kit. 12V 18Amp.
TMC00040-24  Electric Kit. 24V 18Amp.

MANUAL TO ELECTRIC
CONVERSION KIT

CONVERTS #TM99913 /9990103
TO ELECTRIC HEAD

DISINFECTANT SANITARY RELEASE

DISINFECTANT SANITARY RELEASE SPARE DISINFECTANT TABLETS

SPARE DISINFECTANT TABLETS

LL11865
Attaches to the head intake hose and frees the 
head from limescale as well as disinfecting. 
Comes with 2 tablets, green and blue and these 
colour the water in the bowl.

LL11866
Two spare tablets to fit 11865

ELECTRIC CONVERSTION KITS

MARINE HEAD DISINFECTANT
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Flexible Water Tanks

LL31325 Triangular 55 Lt. 86 x 21 x93 (cm)
LL31326 Triangular 100 Lt.    108 x 21 x108 (cm)
LL31321 Rectangular  55 Lt.  74 x 60 (cm)
LL31322 Rectangular  75 Lt.  74 x 84 (cm)
LL31323 Rectangular 100 Lt.  74 x 100 (cm)
LL31324 Rectangular 120 Lt.  74 x 125 (cm)
LL31329 Rectangular 150 Lt.  74 x 150 (cm)

CLEANING AND MAINTENANCE
• Periodic cleaning should be done with water
 and white vinegar. This will remove algae that
 may have formed.
• Rinse with fresh water and leave to dry completely.
• Store in a dry place.

WATER TANK FITTINGS
LL31351 Spare inlet fitting for 1-1/2" hose.
LL31352 Spare outlet fitting for 5/8" hose.

LL02022 Spare Valve fitting for Flex-
ible Water Tanks.

FLEXIBLE WATER TANKS
Non-toxic PVC. Supplied with inlet/outlet fittings

as well as valve for venting tank. 

VALVE FITTING

AA40068 High Pressure Drinking Water Hose.
 25' Length. 1/2" Diameter.
 160 PSI Working Pressure.
 With standard threaded hose fittings.

DRINKING WATER HOSE
High Pressure

DRINKING WATER HOSE
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How UV Sterilization Works
UV disinfection utilizes strong short-wavelength (250–280 nm) radiation to inactivate microorganisms by destroying the nucleic acids and disrupting their DNA, 
leaving them unable to perform vital cellular functions. Currently, many major cities in Canada, United States, and Europe, such as Vancouver, New York, and 
Paris have adopted UV as their primary water disinfection process, making UV one of the fastest growing water treatment technologies.

acuvatech.comThe Future of Water Purification.

The conventional technique for UV water treatment utilizes 

UV-Lamps. At Acuva, our water purification systems utilize 

UV-LED for UV water treatment which provides a number 

of advantages over the conventional UV-Lamp setup. 

NSF UV water disinfection standards are classified as Class A or B. 

Class B systems are recommended to disinfect contaminated 

potable water from a municipal supply or from a storage tank. 

Class A systems are recommended to treat raw filtered water from 

natural sources like wells, streams, or rain. Acuva systems provide 

a minimum of Class B purity at their rated flow rates and provide 

Class A purity when their flow rate is reduced by half.

Structure

Power Consumption

Start Time

Environmental Impact

Life Cycle

UV Replacement

Compact

Low

Instant

Friendly

> 10 Years

None

UV-LED UV Lamp

Bulky

High

Long

Mercury Used

1 Year

Annually

UV-LED vs UV-Lamp

UV Doses Delivered

Nominal Disinfection Flow Rate

Operating Voltage

Typical Active Power Draw

Typical Standby Power Draw

Dimensions in (cm)

Connection Size (Push-to-Connect)

Warranty

Class A or Class B

1, 2, 5 L / min

10 to 16 VDC

8 to 40 W

0.5 W

11.5 x 5.5 x 3 (29 x 14 x 8)

3/8”

2 Years

Specifications Water Purity: Class A vs. Class B

Sterilized
microbial

pathogens

Particles & bad
taste odour causing

chemicals

Harmful
microbial

pathogens

We purify your water in two steps.

1. The Composite Filter removes sediment and 

activated carbon enhances the taste, odour and colour.

2. The UV-LED Chamber sterilizes harmful microbial 

pathogens by disrupting their DNA.

How It Works

UV-LED Chamber

Ice Maker

Sink

Composite Filter

Water Supply

Bar Tap

www.acuvatech.com
sales@acuvatech.com
1.800.980.8810

acuvatech.comThe Future of Water Purification.

The conventional technique for UV water treatment utilizes 

UV-Lamps. At Acuva, our water purification systems utilize 

UV-LED for UV water treatment which provides a number 

of advantages over the conventional UV-Lamp setup. 

NSF UV water disinfection standards are classified as Class A or B. 

Class B systems are recommended to disinfect contaminated 

potable water from a municipal supply or from a storage tank. 

Class A systems are recommended to treat raw filtered water from 

natural sources like wells, streams, or rain. Acuva systems provide 

a minimum of Class B purity at their rated flow rates and provide 

Class A purity when their flow rate is reduced by half.

Structure

Power Consumption

Start Time

Environmental Impact

Life Cycle

UV Replacement

Compact

Low

Instant

Friendly

> 10 Years

None

UV-LED UV Lamp

Bulky

High

Long

Mercury Used

1 Year

Annually

UV-LED vs UV-Lamp

UV Doses Delivered

Nominal Disinfection Flow Rate

Operating Voltage

Typical Active Power Draw

Typical Standby Power Draw

Dimensions in (cm)

Connection Size (Push-to-Connect)

Warranty

Class A or Class B

1, 2, 5 L / min

10 to 16 VDC

8 to 40 W

0.5 W

11.5 x 5.5 x 3 (29 x 14 x 8)

3/8”

2 Years

Specifications Water Purity: Class A vs. Class B

Sterilized
microbial

pathogens

Particles & bad
taste odour causing

chemicals

Harmful
microbial

pathogens

We purify your water in two steps.

1. The Composite Filter removes sediment and 

activated carbon enhances the taste, odour and colour.

2. The UV-LED Chamber sterilizes harmful microbial 

pathogens by disrupting their DNA.

How It Works

UV-LED Chamber

Ice Maker

Sink

Composite Filter

Water Supply

Bar Tap

www.acuvatech.com
sales@acuvatech.com
1.800.980.8810

The Future of Drinking Water
UV-LED Water Purification

Eco Water Purifier
1 L / min flow rate

Arrow 2 Water Purifier
2 L / min flow rate

Arrow 5 Water Purifier
5 L / min flow rate

acuvatech.comThe Future of Water Purification.

Safe & Convenient
Access to safe drinking water with very low maintenance requirements 

Eco-Friendly Solution
Treats water without the use of mercury or chemicals and eliminates the need for bottled water

Proven Technology

Product Line

Combines the reliable technologies of UV disinfection and LED lights

IDEAL
FOR

RVs Boats Cottages

Smart faucet technology

Flow sensing activation

Runs on 12V DC

Flow regulation

Built-in indicator light for 
real-time feedback

We provide water purification systems with flow rates from 1 litre/minute to 5 litres/minute

Only uses power when 
actively purifying water

Provides consistent purity

Compatible with solar or 
battery power

Features Benefits

The Future of Drinking Water
UV-LED Water Purification

Eco Water Purifier
1 L / min flow rate

Arrow 2 Water Purifier
2 L / min flow rate

Arrow 5 Water Purifier
5 L / min flow rate

acuvatech.comThe Future of Water Purification.

Safe & Convenient
Access to safe drinking water with very low maintenance requirements 

Eco-Friendly Solution
Treats water without the use of mercury or chemicals and eliminates the need for bottled water

Proven Technology

Product Line

Combines the reliable technologies of UV disinfection and LED lights

IDEAL
FOR

RVs Boats Cottages

Smart faucet technology

Flow sensing activation

Runs on 12V DC

Flow regulation

Built-in indicator light for 
real-time feedback

We provide water purification systems with flow rates from 1 litre/minute to 5 litres/minute

Only uses power when 
actively purifying water

Provides consistent purity

Compatible with solar or 
battery power

Features Benefits
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The Future of Drinking Water
UV-LED Water Purification

Eco Water Purifier
1 L / min flow rate

Arrow 2 Water Purifier
2 L / min flow rate

Arrow 5 Water Purifier
5 L / min flow rate

acuvatech.comThe Future of Water Purification.

Safe & Convenient
Access to safe drinking water with very low maintenance requirements 

Eco-Friendly Solution
Treats water without the use of mercury or chemicals and eliminates the need for bottled water

Proven Technology

Product Line

Combines the reliable technologies of UV disinfection and LED lights

IDEAL
FOR

RVs Boats Cottages

Smart faucet technology

Flow sensing activation

Runs on 12V DC

Flow regulation

Built-in indicator light for 
real-time feedback

We provide water purification systems with flow rates from 1 litre/minute to 5 litres/minute

Only uses power when 
actively purifying water

Provides consistent purity

Compatible with solar or 
battery power

Features Benefits

Each Acuva Unit Comes with:

• UV-LED Water Purification Chamber
• Composite In-Line Water Filter
• Smart Faucet with Indicator Light
• Mounting Equipment
• Plumbing Supplies
• 12V Power Supply

Smart Faucet

• The system is activated the moment you turn on the smart 
faucet. This save you valuable energy, unlike traditional UV 
lamps that always have to be on. 

• When the blue light is on you can be assured that the system 
is working effectively to provide you with safe drinking water.

#ACC106 Acuva Arrow 2
 UV-LED Water Purifier

#ACC108 Acuva Eco
 UV-LED Water Purifier

#ACC107 Acuva Arrow 5
 UV-LED Water Purifier

Product Line
We provide water purification systems with flow rates from 1 litre/minute to 5 litres/minute

UV-LED Water Purifier
• Ideal for RVs, yachts, cottages and homes.
• Sterilizes 99.9% of bacteria, viruses and other pathogens
• Improves taste, odour and colour
• Chemical free water purification
• Functions like a regular faucet
• Compact design, ideal for small spaces
• Low power consumption
• Environmentally friendly 
• Hooks up to a standard 12V battery

Eco Water Purifier
1 L/min flow rate. 
8 W.  (0.67 Amp)
Typical Standby Power

Arrow 2 Water Purifier
2 L/min flow rate. 
16 W.  (1.3 Amp)

Arrow 5 Water Purifier
5 L/min flow rate. 
40 W.  (3.3 Amp)
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SAFETY HARNESSES / TETHERS

TETHERS
1" Webbing x 7' Length

VC005 With Italian made Kong 4" Carbine Hooks.
 
VC007 With Taiwanese made 4" Asymmetrical Carbine Hooks.
 
VC008-3 4" Taiwanese made Locking outboard end carbine hook.
 4" Asmmetric carbine for harness end.

VC005

VC007 VC008-3

Tether Ends Are Sewn Using A Bar Tack Stitch 
- a Very Strong And Durable Stitch Which Is Also Used For 

Parachutes And Mountain Climbing Equipment.

MADE IN 
CANADA

SAFETY HARNESS
2" Black Nylon Webbing with Solid 
Nylon Mesh Back. Stainless Steel 

Hardware
VC001     Small     40"   Black / Red
VC002     Medium  44"   Black / Blue
VC003     Large     48"   Black / Grey

See LL71146 on
Next Page for

Child Safety Harness

VC001
VC002
VC003

DELUXE SAFETY HARNESS
with British Standards Buckle.

2" Black Nylon Webbing with Solid 
Nylon Back. Stainless Steel Hardware. 

Reflective Tape on Shoulder Straps
VC041     Small      40"   Black / Red
VC042     Medium   44"   Black / Blue
VC043     Large      48"   Black / Grey
VC044     X-Large   52"   Black / Black

VC041
VC042
VC043
VC044

• MADE IN CANADA •
• HIGH QUALITY, DURABLE NYLON WEBBING •

• VERY STRONG BAR TACK STITCHING • 
SAFETY HARNESSES

MADE IN 
CANADA

CA283
Elastic Double Tether with
Double-Action Safety Hooks

CA284
Elastic Single Tether
with Double-Action Safety Hook

ELASTIC SAFETY TETHERS
Elastic safety tether for improving safety during sailboat racing.
Meets all ISAF (International Sailing Federation) requirements for strength, design and 
features for sailboat racing.
Available in Single version, with single double-action safety hook, or double version with 2 
double action safety hooks.
Incorporates the lightweight aluminum double-action safety hook(s), built-in stress indicator 
and welded O-ring for improved security offshore, whether racing or cruising.
The stress indicator features a bright overload flag that is exposed when the tether is 
stressed to the point of needing replacement (about 900lb. of force triggers the flag).
The boat-end aluminum safety hook(s) has an easy-to-use double-action gate that automati-
cally locks closed, so it won’t accidentally release from attachment points.
Yet, it’s extremely easy to open in one ergonomic movement without pinching your hands. 
Internal elastic retracts when not under load, staying out of the way.
Nonmagnetic, stainless-steel snap shackle at chest releases from the harness under load.
Certified for only one user. High quality product completely made in Italy.

KONG TETHERS     Made in Italy
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LIFE-LINK SAFETY HARNESS 

The Life-link safety harness is available in both adult and 
child sizes. It features a heavy duty stainless steel inter-
locking buckle and a D-ring and a fully adjustable black 
polyesterwaist webbing.
Approved per the latest European standards ISO 
12401:2009.
- Adult Harness fits chests 70cm to 150cm & >50 Kgr
- Child Harness fits chests 60cm to 90cm & 20-50Kgr

LL71145 Adult Safety Harness.
LL71146 Child Safety Harness.

LL71149 Safety Tether Life-Link.
 Triple. Length 200cm.
 Rated ISO 12401

LL71148 Safety Tether Life-Link.
 Double. Length 185cm.
 Rated ISO 12401

LL71150 Safety Tether Life-Link.
 Elasticized Tether. Double.
 Length 100-180cm. Rated ISO 12401

LIFE-LINK TETHERS
The Life-link Safety Lines are available in double, double elastic and triple hook configurations and are all 
approved per ISO 12401:2009. Their double action hook design prevents accidental opening whilst still 
offering superb single handed operation. The hook is also fully approved per ISO 9227.

15

new

www.lalizas.com

Pets Lifejackets

Pet Retriever Buoyancy Aid & Harness
Keep your pet safe on board with the Lalizas Pet Retriever Buoyancy aid and Harness. 
The Lalizas Pet Retriever features a foam construction buoyancy aid and strong lifting 
loop to enable you to retrieve your pet. Suitable for both dogs and cats. Available in four 
sizes from extra small to large.   

Code 20020 20021 20022 20023
Weight (Kg) < 8  8-15 15-40 > 40
Chest circumference 
min-max (cm) 25-48 30-60 43-84 46-95

IS
O 
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Watersports Buoyancy Aids

Use
Buoyancy aids are intended for swimmers and when the shore or any help are close.

For this reason they are mostly used for water sports with varying demands. In order to meet the demands of each sport, a wide variety of designs has been developed. Spe-
cifically, Lalizas offers buoyancy aids for sailing, canoeing, kayak, dinghy sailing and water skiing. Such a variety could make your decision more difficult than easier. However, 

you should always keep in mind that each model of buoyancy aid is designed to offer safety, fit and ease of movement, depending on the conditions of each sport. Therefore, 
Lalizas suggests that first you decide what sport you want to practice and then choose the appropriate buoyancy aid. 

Instructions of Use
Buoyancy aids are available in the form of a jacket. The type of closure depends on the demands of each sport, so as to have a better fit on you. You wear the buoyancy aid over your shoul-
ders and zip or fasten the straps. The buoyancy aid is worn headfirst and then you zip it and adjust the straps, so as to have a comfortable fit but not too tight. 

Maintenance / Replacement
Lalizas products are manufactured following the highest construction standards, so that you may enjoy the best combination of quality, durability and safety. Nevertheless, if you do not use 
properly your buoyancy aid and one of the following happens, you should replace it with a new as soon as possible. 
- The seams on the shoulders, on the side or the straps are worn out
- The straps have tears
- The clips are broken 
- The outer shell of the buoyancy aid is torn or has cuts 
- The elastic parts are worn out and it does not have a comfortable fit (too loose)
In order to avoid all of the above, you should keep your buoyancy aid away from extreme temperatures, flame and any sharp surfaces. Also after each use, you should wash it with clear 
lukewarm water. Always keep in mind that you should maintain your buoyancy aid in good condition and always wear it while at sea, as it will be proved to be valuable to you, when  you need it.

Fit & Float Buoyancy Aid, 50N, ISO 12402-5, red

Code Type Weight (kg) Chest Size (cm) Buoyancy (Nt)
72155 Child 30-50 60-80 40
72156

Adult
50-70 80-100 45

72157 70-90 100-130 50
72158 >90 130-160 55

Special colours available upon request.

LL20020 LL20021 LL20022 LL20023

LALIZAS SAFETY HARNESSES / TETHERS

LALIZAS PET LIFEJACKET / HARNESS
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LALIZAS EMERGENCY LADDER / RESCUE LADDER

28

235 mm

Ø 48 mm
13,5 cm

30
 cm

50
 cm

Code.........51558

Flushmount Safety Ladder
Helps any crewmember get back on board easily without external help. 
Suitable for frequent use (during your vacations) or in case of Man Over Board.
Consists of 3 polypropylene steps and 1 st. steel handle assembled by a highly resistant line, (bright yellow polyester of Ø 3mm) .
The Ladder is stored in a polyamide tube with a grey polypropylene cap, for optimum protection and waterproofness.
The Man Over Board removes the cap, pulls the ladder down and climbonboard.
- Light
- Easily flushmount mount (like a thru-hull fitting).
- Transom or skirt mount (sail and power boats), just adove waterline.

Code....71152 

Life-Link Jacklines
These Jacklines, otherwise called jack stays, 
will keep you securely on board without hin-
dering your freedom of movement. Made of 
25mm durable, UV-resistant Polyester strap, 
the ‘Life-link’ Jacklines feature two loops to at-
tach it to the boat. Available in yellow colour 
and five sizes from 6m, to 10m.  

Vestype Safety Harness, with chest D-ring

Code 20702 20703 20704 20705 20706
Length (m) 6 7 8 9 10
Width (mm) 25
Colour White

Safety Harness & Jacklines

Safety Ladders

Lifebuoy Rings

MO
B 
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Non-SOLAS ring lifebuoys
Polyethylene structure.
Fitted with a 3 mm grabline

Code Description Ø ext. 
(cm)

Ø int. 
(cm)

Height 
(cm)

Weight 
(kg)

Buoyancy 
(Ν)

44666 Filled with polyure-
thane foam 57 35 9 1,3 88

12010 No foam-filling 57 35 9 0,9 91

FLUSHMOUNT SAFETY LADDER
Helps any crewmember get back on board easily without external help.
Suitable for frequent use (during your vacations) or in case of Man Over Board.
Consists of 3 polypropylene steps and 1 st. steel handle assembled by a highly resistant line, (bright yellow 
polyester of Ø 3mm) .
The Ladder is stored in a polyamide tube with a grey polypropylene cap, for optimum protection and 
waterproofness.
The Man Over Board removes the cap, pulls the ladder down and climbs on board.
- Light
- Easily flushmount mount (like a thru-hull fitting).
- Transom or skirt mount (sail and power boats), just adove waterline.

LL51558 Flush Mount Safety Ladder

SAFETY LADDER - “SAFE UP” 5 STEP M.O.B LADDER
Having the dimensions of a small handbag, the brand new waterproof and lightweight 
Safety Ladder “Safe Up”, MOB, 5 Step is an essential piece of safety equipment for 
every boat. Manufactured with extremely durable materials, it features 5 step made of 
straps, which are connected together via extra safe stitching; while the additional inter-
mediate vertical strap ensures the complete vertical support of the steps while climbing, 
avoiding the natural side retreating of the straps during use.
The very last step is also used as the handle for the manual opening, when the ladder 
is folded and stored. while a special sinker is sewn inside to keep the handle properly 
accessible from the case in all weather conditions.
The Safety Ladder “Safe Up”, MOB, 5 Step features a Velcro for easy opening, and 
three adjustable fixing straps that can be easily adapted to the rails or any corresponding 
mounting point on the boat.

LL71684 "Safe Up" 5 Step Safety Ladder.
 38cm Width x 38cm Length Closed.
 185cm Length Open. 30cm Rung Height.
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LL71682 Life Link Mini - Heaving Line.

LIFE LINK MINI, M.O.B. RESCUE SYSTEM
- Heaving Line with 20m of Rope

The LALIZAS Life-Link Mini, Man Overboard rescue system, 
is the smallest & lightest M.O.B. Rescue System of the LAL-
IZAS Lifelink range. The extra visible yellow kit bag features 
a useful user imprinted instructions and contains a 20m of 
retrieval floating rope, linking the survivor to the rescuer. 
Suitable to be mounted on any type of rails or even fender 
holders; it’s also useful in cases such as getting a line to a 
dock, as well as river leisure activities, such as canoeing, 
rafting, etc because of its compact size.
Features a grab loop at both ends, enabling both the rescuer 
and the survivor to remain attached to the rope. The rescuer 
loop features a transparent antislip plastic cover to provide a 
firm grasp. Deployment can be achieved by opening the Life-
Link Mini case, so that the rope is able to be released, and 
then thrown astern by holding the anti-slip plastic loop.26

54cm

10cm
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 http://www.youtube.com/LalizasSA

Rescue Systems Life-Link
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Code.........71682

Life link mini, M.O.B. rescue system with 20m rope
The LALIZAS Life-Link Mini, Man Overboard rescue system, is the smallest & lightest M.O.B. Rescue System of the LALIZAS Lifelink range. The extra visible yellow kit bag features a useful user 
imprinted instructions and contains a 20m of retrieval floating rope, linking the survivor to the rescuer.  Suitable to be mounted on any type of rails or even fender holders; it’s also useful in cases such 
as getting a line to a dock, as well as river leisure activities, such as canoeing, rafting, etc because of its compact size.
The Life-Link Mini, M.O.B. Rescue System features a grab loop at both ends, enabling both the rescuer and the survivor to remain attached to the rope. The rescuer loop features a transparent anti-
slip plastic cover to provide a firm grasp.
Deployment can be achieved by opening the Life-Link Mini case, so that the rope is able to be released, and then thrown astern by holding the anti-slip plastic loop. Once in water, the boat should 
circle the person over board allowing the Life-Link Mini to be towed to their aid. Rescue is completed when the person over board is safely grabbed by the life-link, and either is pulled or winched to 
the boat and hauled on board.

*The product is provided without the stainless steel bracket.

Rescue Systems

1. To repack the 
line: Leave 50cm of 
line outside the bag. 
Hold with your right 
hand

2. Measure another 
50cm and fold the rope 
in two to create a 
“U” shape. Place the 
folded rope in the inside 
pocket of the bag.

3. a} Holding the line going to the Life-
Link with the right hand, start gathering 
it creating a zig-zag. The width of the 
zig-zag should be approx. 20cm.
b) Continue in the same way, until 
enough line is collected in your hand

4. Place this in the 
inside pocket gently. 
Repeat step 3 until all 
the line is gathered in 
the pocket in an orderly 
fashion.

Procedures for repacking the Life-Link MOB

1. Deploy M.O.B. 
system astern  circle 
casualty until contact 
is made

2. Confirm casualty 
is secured in M.O.B. 
before rescue is 
attempted

3. Winch casualty 
slowly to the boat

4. Haul casualty on 
board.

3. To fasten pull together from 
points A and B

2. Then pass the same end under 
and around the long part and 
through the loop again

1. Put the line through both D-rings 
and hold steadily the short end. 
Make a loop with the long end and 
pass through it the short rope.

How to retie the knot to the Life-Link

Rescue Systems Life-Link
The Lalizas Life-LPink Man-Overboard Rescue system is designed to be permanently mounted to the pushpit 
in it’s own soft, easy clean PVC bag. The kit contains 50m of floating line attached to a sturdy buoyant PVC 
life-sling and a personal retaining clip for added safety. Deployment is achieved by removing the Life-Link, 
attaching the floating line to a secure point and throwing astern. Once in the water the boat should circle the 
casualty allowing the Life-Link to be towed to their aid. Rescue is completed when the casualty is safely clipped 
into the life-link, winched to the boat and hauled on board.

Contents: 
- Rail mounted PVC stowage bag
- 50m floating line Soft PVC 
- Life-Link with webbing strap

Code....20440

Watch the video on our channel 

LL20440 Life Link Rescue System.

LIFE LINK MAN-OVERBOARD RESCUE SYSTEM

SOS Marine’s REELSLING is a flotation device to assist and be part of a system for 
recovering persons overboard. The REELSLING features a flexible flotation collar 
with SOLAS reflective tape, grab handle, whistle, over 160ft (50 metres) of floating 
retrieval line and a PVC UV-proof storage bag.
• The REELSLING is constructed from pliable closed cell foam, padded comfort section encased in a durable, high-

visibility cover with 21lbs (10 Kilos) of flotation

• A grab handle sewn around the foam-filled comforter to assist retrieval and deployment

• SOLAS grade reflective tape has been extensively used on the outside of the foam-padded comforter for easy 
identification and detection at night

• The stainless non-slip steel D-ring provides easy entry and secure closure during rescue

• The REELSLING has lifejacket grade safety webbing

• Easy-to-use operating instructions

• Made to be attached to your pulpit rail

• The retrieval line tail has to be secured to the boat before use

• A whistle to attract attention is included

• The REELSLING has 160ft (50 metres) of reflective ski floating rope to assist recovery after sunset

• This rope doesn’t absorb water

• Stowed PVC bag made from 1100dtex PVC with UV, FR and anti-fungal treated super gloss fabric.

SOS MARING "REELSLING"

SUSOS-5654 Reelsling. Orange, with White Bag.

26
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Rescue Systems Life-Link
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Code.........71682

Life link mini, M.O.B. rescue system with 20m rope
The LALIZAS Life-Link Mini, Man Overboard rescue system, is the smallest & lightest M.O.B. Rescue System of the LALIZAS Lifelink range. The extra visible yellow kit bag features a useful user 
imprinted instructions and contains a 20m of retrieval floating rope, linking the survivor to the rescuer.  Suitable to be mounted on any type of rails or even fender holders; it’s also useful in cases such 
as getting a line to a dock, as well as river leisure activities, such as canoeing, rafting, etc because of its compact size.
The Life-Link Mini, M.O.B. Rescue System features a grab loop at both ends, enabling both the rescuer and the survivor to remain attached to the rope. The rescuer loop features a transparent anti-
slip plastic cover to provide a firm grasp.
Deployment can be achieved by opening the Life-Link Mini case, so that the rope is able to be released, and then thrown astern by holding the anti-slip plastic loop. Once in water, the boat should 
circle the person over board allowing the Life-Link Mini to be towed to their aid. Rescue is completed when the person over board is safely grabbed by the life-link, and either is pulled or winched to 
the boat and hauled on board.

*The product is provided without the stainless steel bracket.

Rescue Systems

1. To repack the 
line: Leave 50cm of 
line outside the bag. 
Hold with your right 
hand

2. Measure another 
50cm and fold the rope 
in two to create a 
“U” shape. Place the 
folded rope in the inside 
pocket of the bag.

3. a} Holding the line going to the Life-
Link with the right hand, start gathering 
it creating a zig-zag. The width of the 
zig-zag should be approx. 20cm.
b) Continue in the same way, until 
enough line is collected in your hand

4. Place this in the 
inside pocket gently. 
Repeat step 3 until all 
the line is gathered in 
the pocket in an orderly 
fashion.

Procedures for repacking the Life-Link MOB

1. Deploy M.O.B. 
system astern  circle 
casualty until contact 
is made

2. Confirm casualty 
is secured in M.O.B. 
before rescue is 
attempted

3. Winch casualty 
slowly to the boat

4. Haul casualty on 
board.

3. To fasten pull together from 
points A and B

2. Then pass the same end under 
and around the long part and 
through the loop again

1. Put the line through both D-rings 
and hold steadily the short end. 
Make a loop with the long end and 
pass through it the short rope.

How to retie the knot to the Life-Link

Rescue Systems Life-Link
The Lalizas Life-LPink Man-Overboard Rescue system is designed to be permanently mounted to the pushpit 
in it’s own soft, easy clean PVC bag. The kit contains 50m of floating line attached to a sturdy buoyant PVC 
life-sling and a personal retaining clip for added safety. Deployment is achieved by removing the Life-Link, 
attaching the floating line to a secure point and throwing astern. Once in the water the boat should circle the 
casualty allowing the Life-Link to be towed to their aid. Rescue is completed when the casualty is safely clipped 
into the life-link, winched to the boat and hauled on board.

Contents: 
- Rail mounted PVC stowage bag
- 50m floating line Soft PVC 
- Life-Link with webbing strap

Code....20440

Watch the video on our channel 

LALIZAS RESCUE SYSTEMS

SOS MARINE REELSLING
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OUTSIDE FRONT COVER

SOS DAN BUOY

READY TO GO – MAN OVERBOARD RESCUE

INTERNATIONAL PATENT  PCT/AU2010/000397MANUFACTURED BY SOS MARINE, AUSTRALIA

WHEN THE SECONDS COUNT 
DON’T BE SECOND BEST

The SOS Dan Buoy is patented, man overboard equipment, ready for instant deployment.

The ultra fast and reliable self-righting properties ensure that just when time matters most,  
the SOS Dan Buoy is always ready.

It increases vital visibility and buoyancy for the person overboard.

The SOS Dan Buoy system is compact, easy to use and very visible.  It all folds away in an easily 
stowed carry bag.

Model SOS-6375
M A R I N E

INSIDE FRONT COVER

SOS Dan Buoy is a compact, self-contained 
device, specifically designed to make rescue and recovery 
a simpler operation. There is no need to set or activate the 
SOS Dan Buoy – just throw it into the water, towards the 
person overboard.

Throw the SOS Dan Buoy into the water and within seconds 
of immersion, it inflates, and stands 2.0 metres above the 
waterline, highly visible up to 1,700 metres. (Figures 1 & 2)

SOS Dan buoy has webbing loops, allowing the person to  
put their arms around the marker to help support them 
when fatigued. This gives extra support and security while 
awaiting rescue. (Figure 3)

SOS Dan Buoy is a portable rescue device, that is easy to 

handle in all geographic locations. This compact safety device 

employs the same mechanism as an inflatable lifejacket; it can 

be reused by replacing just one cylinder and activation cartridge.

1

32

SOS Dan Buoy
is a compact, self-contained device, 
specifically designed to make rescue 
and recovery a simpler operation. 
There is no need to set or activate the 
SOS Dan Buoy – just throw it into the 
water, towards the person overboard.

Throw the SOS Dan Buoy into the 
water and within seconds of immer-
sion, it inflates, and stands 2.0 metres 
above the waterline, highly visible up 
to 1,700 metres.

SOS Dan buoy has webbing loops, 
allowing the person to  put their arms 
around the marker to help support 
them when fatigued. This gives extra 
support and security while awaiting 
rescue.

OUTSIDE FRONT COVER

SOS DAN BUOY

READY TO GO – MAN OVERBOARD RESCUE

INTERNATIONAL PATENT  PCT/AU2010/000397MANUFACTURED BY SOS MARINE, AUSTRALIA

WHEN THE SECONDS COUNT 
DON’T BE SECOND BEST

The SOS Dan Buoy is patented, man overboard equipment, ready for instant deployment.

The ultra fast and reliable self-righting properties ensure that just when time matters most,  
the SOS Dan Buoy is always ready.

It increases vital visibility and buoyancy for the person overboard.

The SOS Dan Buoy system is compact, easy to use and very visible.  It all folds away in an easily 
stowed carry bag.

Model SOS-6375
M A R I N E # SUSOS-6375

INSIDE FRONT COVER

SOS Dan Buoy is a compact, self-contained 
device, specifically designed to make rescue and recovery 
a simpler operation. There is no need to set or activate the 
SOS Dan Buoy – just throw it into the water, towards the 
person overboard.

Throw the SOS Dan Buoy into the water and within seconds 
of immersion, it inflates, and stands 2.0 metres above the 
waterline, highly visible up to 1,700 metres. (Figures 1 & 2)

SOS Dan buoy has webbing loops, allowing the person to  
put their arms around the marker to help support them 
when fatigued. This gives extra support and security while 
awaiting rescue. (Figure 3)

SOS Dan Buoy is a portable rescue device, that is easy to 

handle in all geographic locations. This compact safety device 

employs the same mechanism as an inflatable lifejacket; it can 

be reused by replacing just one cylinder and activation cartridge.
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INSIDE BACK COVER

We’ve made our mark...

SOS Dan Buoy is a patented rescue device, incorporating 
advanced technology, to provide a better opportunity for 
saving lives. It acts as a marker, clearly identifying the 
location of a person overboard.

• Rescue Helicopter pilots find deployment of the SOS 
Dan Buoy an effective and accurate rescue system: 
when the SOS Dan Buoy is dropped from a helicopter,  
it indicates wind and current directions. 

• In difficult and dangerous rescue operations, deployment 
of several SOS Dan Buoys, dropped from a helicopter, 
assist in the operational timeline.

NEW DESIGN FEATURES OVERVIEW

•	 Ready-to-go	man	overboard	equipment.	

•	 SOS	Dan	Buoy	is	packed	into	a	portable	valise-compact,	ready	for	use.	Tested	to	elements	of	ISO	12402.	

•	 Self-contained	disposable	CO2	inflation	system	–		the	same	mechanism	as	an	inflatable	lifejacket.

•	 A	large	drogue	(120cm	circumference	x	60cm	long)	to	reduce	downwind	drift.	Designed	along	life	raft	specifications.	

•	 The	SOS	Dan	Buoy	marker	allows	the	person	overboard	to	place	their	arms	through	the	webbing	loops,	giving	an	

extra	sense	of	security	and	stability,	especially	when	fatigued,	until	help	arrives.	

•	 SOS	Marine	has	made	every	effort	to	augment	visibility.	The	fluorescent	yellow,	2.5	metre	streaming	ribbon	waves	

back	and	forth	in	a	breeze,	allowing	it	to	be	seen	up	to	1700	metres.	

•	 Fitted	with	an	automatic	SOLAS	light	for	night	rescues	and	SOLAS	grade	high-visibility,	retro-reflective	tape.		

•	 Easy	maintenance	and	service.	Lightweight	(weighs	4	kilos)	and	compact	for	transport	and	stowing	on	all	vessels.	

•	 Service	Window:	provides	the	added	benefit	of	detecting,	at	a	glance,	that	the	SOS	Dan	Buoy	is	set	to	go.	There	is		

also	a	service	reminder	inside	the	flap.	

•	 Reusable	and	repackable	–	only	requires	a	33gram	replacement	cylinder	and	an	activation	cartridge.	

•	 The	SOS	Dan	Buoy	has	the	extra	benefit	of	removing	the	drogue	and	attaching	an	anchor,	so	it	can	then	be	used	as		

a	temporary	marker	for	wrecks,	channels,	and	dive	or	crash	sites,	at	sea.	

•	 SOS	Dan	Buoy	is	smaller	than	a	tackle	box;	extremely	beneficial	for	safety	in	small	boats,	like	the	fisherman’s	“tinny”.	

•	 Watch	the	SOS	Dan	Buoy	in	action	at:	www.danbuoy.com

•	 The	ultimate	Dan	Buoy	for	all	size	vessels.	Introducing	a	new	level	of	safety	for	man-overboard.

INSIDE FRONT COVER

SOS Dan Buoy is a compact, self-contained 
device, specifically designed to make rescue and recovery 
a simpler operation. There is no need to set or activate the 
SOS Dan Buoy – just throw it into the water, towards the 
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#SUSOS-6375
Inflatable Man Overboard Pole with Automatic Inflation

OUTSIDE FRONT COVER

SOS DAN BUOY

READY TO GO – MAN OVERBOARD RESCUE

INTERNATIONAL PATENT  PCT/AU2010/000397MANUFACTURED BY SOS MARINE, AUSTRALIA

WHEN THE SECONDS COUNT 
DON’T BE SECOND BEST

The SOS Dan Buoy is patented, man overboard equipment, ready for instant deployment.

The ultra fast and reliable self-righting properties ensure that just when time matters most,  
the SOS Dan Buoy is always ready.

It increases vital visibility and buoyancy for the person overboard.

The SOS Dan Buoy system is compact, easy to use and very visible.  It all folds away in an easily 
stowed carry bag.

Model SOS-6375
M A R I N E
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SO  
SOS MARINE 

 SOS 2 Person Life Raft Part # SOS-5550

SOS Marine 
Survival Operations Specialists 
23A Rochester Street, Botany NSW 2019 Australia 
Telephone +61 2 97000233 Email sales@sosmarine.com.au 

www.sosmarine.com 

SOS 2 Person Life raft pack in valise is brand new and provides further safety
on coastal waterways. It weighs around 8 kilos, easy to handle and stow.

The life raft caters for a large percentage of the marine market, the inshore and coastal hop boaters who usually 
travel solo or as a couple.

The recommended service time is every 2 YEARS
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on coastal waterways. It weighs around 8 kilos, easy to handle and stow.

The life raft caters for a large percentage of the marine market, the inshore and coastal hop boaters who usually 
travel solo or as a couple.

The recommended service time is every 2 YEARS

• SOS 2 Person Life Raft is compact size
• Stowed in the smallest of spaces
• The ultra light life raft makes it easier to 

handle and thrown (by man, women and 
child) in an emergency situation.

• The life raft is packed in a high visibility 
orange valise.

• It is easier to maintain with much smaller 
servicing costs.

• The life raft gives you confidence in a 
man overboard situation, as it has an 
easy boarding platform as it is often easy 
to be semi-trapped when boarding in an 
emergency.

• The SOS 2 man life raft has a thermally 
insulated floor, which is also reflective for 
search and rescue teams.
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SUSOS-5550 2 Person Life Raft with Survival Assistance Aids: 
 • 2 Emergency space blankets
 • Water (500Ml)
 • Mini Flare Kit • Hand/Foot Pump in water proof bag
 • Signalling  Mirror & Floating Safety Knife
 • Bailer
 • Boarding ladder
 • Life lines
 • Rescue Quoit with floating line

SUSOS-CYL520 Replacement CO2 Cylinder for 2 Person Coastal Liferaft

SOS 2 Person Life Raft - with Survival Assistance Aids

 

Australia`s innovators of international marine safety & rescue equipment 

• SOS Marine has designed a 2 person life raft that 
‘bridges the gap’ by offering all the boaters travelling 
alone or with one other person an easier system to 
use in a man overboard situation. 
 

• For the 99% of people spend 99% of their boating 
time within sight of land.  
 

•  Often, the existing 4 person rafts are too heavy and 
cumbersome for a couple to move into position 
when the need arises. The 2 Person Life Raft 
weighing under8 kilos answers that problem. 

 
• Packed 500x 350 x 110mm 

 
• Compact, Ultra light, weighs only 7.8 kilos 

 
• Easy Maintenance with reduced servicing costs 

 
• Self-contained disposable CO2 inflation system 

 
• Durable 210 D Nylon Fabric PU Laminated and welded 

 
• Easy boarding Manual/Auto-inflatable platform 

 
• 3 Water pockets, a total 165 litres of ballast water  

 
• Roomy 0.96 square metre interior 

 
• Large Sea Anchor 400mm x 600mm 

 
• SOLAS 750 sq centimetres reflective tape  

 
• 2 SOLAS Lights 

 

Survival Assistance Aids included 
(protected in waterproof bag) 

• 2 Emergency space blankets  
• Water (500Ml) 
• Mini Flare Kit 
• Hand/Foot Pump in water proof bag 
• Signalling  Mirror & Floating Safety Knife 
• Bailer 
• Boarding ladder 
• Life lines 
• Rescue Quoit with floating line 

 

SOS Marine is an Australian company improving equipment capabilities and operational readiness for or both the 
water-front professionals and marine leisure industry.  
 
The SOS Marine`s products represents a new approach in the design to methods currently used.  SOS is one the 
few companies world-wide to purpose design and manufacture personal marine safety equipment and we supply 
safety equipment to 12 Defence Forces world-wide. 

www.sosmarine.com               

 
• SOS 2 Person Life Raft is compact size 
• Stowed in the smallest of spaces 
• The ultra light life raft makes it easier to handle 

and thrown (by man, women and child) in an 
emergency situation.  

• The life raft is packed in a high visibility orange 
valise.  

• It is easier to maintain with much smaller 
servicing costs.   

• This life raft gives you confidence in a man 
overboard situation, as it has an easy boarding 
platform as it is often easy to be semi-trapped 
when boarding in an emergency.  

• The SOS 2 Person Life Raft has a thermally 
insulated floor which is also reflective for search 
and rescue teams.  
 

The SOS 2 Person Life Raft can improve the odds of 
recovery with the advantage of having survival 
assistance aids included 

 
 

SOS Dan Buoy Rail Mount Holder.
Easy to use container made to be mounted
on the rail to contain your SOS Dan Buoy.

Int the event of a man overboard - simply flip open the SOS 
Dan Buoy holder - Remove the SOS Dan Buoy and throw. 
The SOS Dan Buoy automatically inflates once in water.
SOS Dan Buoy sold separately. See Previous Page.

SUSOS-5639 White holder/bag for SOS Dan Buoy.
 Rail Mount. UV resistant PVC.

RAIL MOUNT HOLDER/BAG
for SOS DANBUOY

REPLACEMENT PARTS FOR SOS DANBUOY

SUSOS-6101NEW Replacement Auto Inflator for
 DanBuoy. Grey.

SUSOS-6101 Replacement Auto Inflator for
 DanBuoy. Black.

SUSOS-CO2CART Replacement CO2 Cartridge
 for Danbuoy

SUSOS-5470 Replacement SOLAS Water Activated
 Flashing Light.

SOS DANBUOY PARTS & ACCESSORIES

SOS MARINE 2 PERSON LIFE RAFT
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The Two -In-One Multi-Function Sos Recovery/Rescue Ladder.
Performs 2 Types Of Recovery Using Just One Product.

• Use rungs as a ladder, or •
• Horizontally lift victim, ‘parbuckle’ recovery style •

SOS MARINE RECOVERY/RESCUE LADDER

• 2:1 leverage with halyard or block and tackle

• SIMPLICITY & SPEED – easy and quick to deploy in minutes.

• OPERATED BY SINGLE PERSON – it can be rolled out and ready for use in less 
than a minute.

• ASSIST RESCUE – multifunction recovery/rescue ladder, able bodied crew uses 
ladder, injured or disabled crew can be horizontally lifted out with your block and 
tackle or halyard attached to bottom end lifting eye. The horizontal posture is impor-
tant for a hypothermic victim.

• 4 ATTACHING POINTS IS THE KEY TO HAVING STABILITY OF THE LADDER – 
secure ladder to cleat, gunwale, stanchion base, padeye or other available strong 
points. This provides greater security and stability.

• VALISE: The compact bag is an integral part of the ladder. The ladder is incorpo-
rated and packed into high visibility neon yellow mesh bag that unfolds instantly.

• SIZE: folded compact is 500mm x 300mm (20 x 12 inches)

• WIDTH of steps 370mm (14 ½ inches).

• WEIGHT: Lightweight only 3.3 kilos (7.2 pounds).

• LENGTH: Deployed length of ladder is 2 ¼ metres (7 ½ feet) enabling the MOB to 
step onto the lowest step with ease.

• STEPS: 5 steps to enable the crew to use his/her knees to control the ladder in the 
water to prevent falling under the boat. It has well-spaced rungs providing stable 
foot and hand hold.

• MATERIALS: Heavy duty wrap knitted polyester mesh.

• “SOFT” design, unlike typical boarding ladders, this mesh boarding ladder with 
lightweight rungs won’t clobber the victim when the boat rolls.

• SELF SERVICE – Rinse off, dry fold and place back into the integral zippered 
pouch. Dries quickly.

• BRIGHT RESCUE COLOUR – aids visibility.

• FOR SAIL OR POWER VESSEL – with up to 6 foot topsides, water to gunwale.

• TRANSPORTABLE – easily carried from boat to boat.

• QUALITY CERTIFICATIONS – All materials are certified and controlled under the 
standard quality ISO 9001 management system.

SUSOS-5656 Recovery Ladder with Pouch.

PROFESSIONAL BOSUN'S CHAIRECONOMY BOSUN'S CHAIR
LL10210 Made from tough nylon. Wrap around 

back for comfort and safety. Stows in it's 
own bag. Large tool bag attached to side. 
Optional wooden seat LL01169. Reflective 
tape and this chair floats.

LL01169 Optional Wooden Seat for LL10210.

LL10080 Bosun's chair made from PVC it has 
safety straps for added security. Padded 
wooden seat and tool pockets on each 
side to facilitate repairs above.

BOSUN'S CHAIR

VC010 Nylon with 1" Webbing reinforcing. With  
 leg straps, back strap, pockets and   
 removable board. Stainless hardware.

MADE IN 
CANADA

BOSUN'S CHAIRS

SOS MARINE RESCUE LADDER
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MAN OVERBOARD LIGHT OVERBOARD LIGHT HOLDER
LL70030 Solas approved man overboard light. 
 Approval done by the Bureau Veritas.
 14" Length. 1-3/4" Diameter Shaft.
 3-5/8" Diameter Float.

LL30650 Spare bulb.
LL70030L Replacement Lens for LL70030.

LL70000 Designed to hold the light vertically in the 
 "off" position. Easily removed in case of 

emegency. Fits LL70030.

OVERBOARD LIGHT HOLDER
NR8426 Rail mount bracket for lifebuoy light.
 Fits LL70030.

SPRING CLIP
LL50530 Spring Clip. Fits LL70030 M.O.B. Light.

PLASTIC WHISTLE AND LANYARD

MH8610024 Versatile, Loud Whistle.

“FORCE” RESCUE SYSTEM

SA1109S Flotation collar/harness with 40m (130’) of 
floating line. Self draining storage bag with 
mounting straps. High visibility yellow.

EMERGENCY LADDER
SA3038 5 Step emergency ladder that mount on 

stern rail and can be opened when in the 
water. A vital piece of equipment for single 
handed sailors.

LL70031 Solas approved man overboard light.
 10" Length. 1-5/8" Diameter Shaft.
 3-1/4" Diameter Float.

LIFEBUOY LIGHT

LIFEJACKET LED FLASHING LIGHT

LL71209 LED Strobe Light. Automatically activates 
when wet. With manual off switch.

 Black plastic clip to attach to webbing 
strap (max 1-1/2" width).

MISCELLANEOUS SAFETY EQUIPMENT
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THERMAL PROTECTIVE AID SUIT
LL70461 Survivors protection from wind and cold. 

Helps prevent hypothermia which can be 
caused from extensive exposure.

PLASTIC BAILER 
NR7464 Bright Orange. 7 1/8" L  x 5" W.
LL11919 Plastic Bailer. Red.

LL11919

NR7464

SOLAS RETRO REFLECTIVE TAPE
LL70180 40 mtr. roll.

LL70190 6 Piece package. 5 x 10 (cm).

LL70190

LL70180

HEAVING LINE AND BAG
SA1766 5/16" Floating line 100 ft length.

MH0125017 Rail Mount Basket for Heaving Line.
 (Pictured on page 128).

SEA ANCHOR with Swivel
VC046 15" Diameter. Heavy Duty reinforced   

nylon, with 1" webbing. With Swivel.
VC047 20" Diameter. Heavy Duty reinforced   

nylon, with 1" webbing. With Swivel.

MADE IN 
CANADA

SEA ANCHOR/DROGUE
Sea anchor made from coated PVC and continuous 
webbing, for added strength.

LL10071 20" opening W. x 22" L. For boats to 15'.
LL10072 25" opening W. x 30" L. For boats to 20'.
LL10073 49" opening W. x 49" L. For boats to 25'.
LL10074 53" opening W. x 56" L. For boats to 30'.
LL10075 75" opening W. x 57" L. For boats to 40'.

PROFESSIONAL SEA ANCHOR/DROGUE
LL10240 Sea anchor made from PVC coated poly-

ester. Heavy duty SS swivel. 6'6" opening, 
for boats to 49'.

LL10241 8'4" opening for boats to 59'

MISCELLANEOUS SAFETY EQUIPMENT

SEA ANCHORS
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High strength, durable shock cord with special coating for UV protection. Made in New Zealand.

SHOCK CORD  - Solid Colours: Black, Blue, Green, Red
 - White with Black Fleck

 SHOCK CORD ENDS
WHITE

MH3104022       3/16" white.
MH3106028  1/4" white.
MH3108032  5/16" white.
MH3110044  3/8" white.

BLACK
MH3104022B  3/16" black.
MH3106028B  1/4" black.
MH3108032B  5/16" black. 
MH3110044B  3/8" black.

White, Blue, Green and Red are supplied in Metric Lengths with Metric Diameter.
Black is supplied in Metric Lengths 

with Imperial Diameter.

AA53591-01 Shock Cord Hook. 304 SS. For 1/4".
AA53591-02 Shock Cord Hook. 304 SS. For 5/16"
AA53591-03 Shock Cord Hook. 304 SS. For 3/8"
AA53591-04 Shock Cord Hook. 304 SS. For 1/2"

AA62510-01 Shock Cord with Stainless Hooks.
 12" Length. 1/4" Shock Cord.
 
AA62510-02 Shock Cord with Stainless Hooks.
 20" Length. 5/16" Shock Cord.

AA62510-03 Shock Cord with Stainless Hooks.
 30" Length. 3/8" Shock Cord.

STAINLESS SHOCK CORD HOOK SHOCK CORD

Colour WHITE BLUE GREEN RED

Length 50M 100M 50M 100M 50M 100M 50M 100M

Dia.

3mm PT-03W PT-03B PT-03R

5mm PT-05W PT-05B PT-05G PT-05R

6mm PT-06W PT-06B PT-06G PT-06R

8mm PT-08W PT-08B PT-08G PT-08R

10mm PT-10W PT-10B PT-10G PT-10R

12mm PT-12W

Colour BLACK

Length 50M 100M 150M 300M

Dia.

1/8" PT04B PT04B1

3/16" PT06B PT06B1

1/4" PT08B PT08B1

5/16" PT10B PT10B1

3/8" PT12B PT12B5

1/2"

SHOCK CORD

SHOCK CORD HOOKS
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LETTER CASE
LL10451 Holds numbers and letters 36 pockets.
 No numbers or letters included.

RIGGER'S BAG
SA882 Heavy Duty Nylon Bag. Rigid opening 

holds bag open. 7 outside pockets and 
1 zip-up inside pocket. With handles and 
shoulder strap.

 

COLLAPSIBLE WATER BUCKET
LL99203 PVC collapsible water bucket.

PARREL BEADS - Rope End Balls
Rope or Shock Cord ends/stoppers. Selection of colours 
for colour-coding. Recessed hole for stop knot.
WNPBB Black. For max. 5/16" dia. line.
WNPBBL Blue. For max. 5/16" dia. line.
WNPBG Green. For max. 5/16" dia. line.
WNPBR Red. For max. 5/16" dia. line.
WNPBO Orange. For max. 5/16" dia. line.

SAIL TIES with Ball Ends
MH5104030 Shock Cord loop with ball ends.
 4mm x 300mm.
MH5104040 Shock Cord loop with ball ends.
 4mm x 400mm.
MH5104050 Shock Cord loop with ball ends.
 4mm x 500mm.
MH5104060 Shock Cord loop with ball ends.
 4mm x 600mm.

SAIL TIES
VC058 Webbing Sail Ties. Set of 4 ties.
 1 x 48", 1 x 36", 2 x 24". Blue.

VC059 Webbing Sail Ties. Set of 4 ties.
 1 x 60", 1 x 48", 2 x 36". Green.

CHART MAGNIFIER
AA91521 Magnifying Glass with Handle.
 2 1/2" Dia. Lens. With Light.
 Uses 2xAA Batteries (not included).

FLOATING EMERGENCY KNIFE
HM005545 Stainless with floating orange handle.

HOLLOW FIDS and PUSHER

HM003417 7". SS with Wood Handle.
HM003428 11 1/2". SS with Wood Handle.
HM003439 15 3/8". SS with Wood Handle.

SAIL TIES / PARREL BEADS

RIGGER'S BAG / WATER BUCKET / LETTER CASE

FLOATING KNIFE / CHART MAGNIFIER / HOLLOW FID
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Fine mesh - can hold small items.
   - won't discolour or rot.
VC090BLK 55" Length. Black
VC090GRN 55" Length. Sage Green
VC090NAV 55" Length. Navy Blue
VC090PUR 55" Length. Purple
VC090ROY 55" Length. Royal Blue

GEAR HAMMOCK"MULTI-SAC" CARRY-ALL BAG
22" L x 16" W.

VC085BLA Fine mesh bag. Black
VC085BLU Blue.
VC085SAG Sage Green.
VC085RED Red.
VC085KAK Taupe.
VC085NAV Navy Blue.
VC085GRN Forest Green. SHOULDER BAG

Approx. 15" W x 16" H Bag,
with 20" Length Strap.

VC082BLK Black. Fine mesh. With inner pocket.
VC082KAK Khaki. Fine mesh. With inner pocket. 
VC082NAV Navy Blue. Fine mesh. With inner pocket.
VC082SAG Sage Green. Fine mesh. Inner pocket.
VC082RED Red. Fine mesh. With inner pocket.  

MADE IN 
CANADA

MADE IN 
CANADA

MADE IN 
CANADA

MADE IN 
CANADA

MADE IN 
CANADA

MADE IN 
CANADA

POLYESTER MESH
BAGS AND

HAMMOCKS

• UV STABILISED
• DOESN'T ROT
• VERY DURABLE
• ABRASION RESISTANT
• FINE MESH ALLOWS AIR TO FLOW THROUGH  
 AND STILL HOLDS VERY  SMALL ITEMS 

MADE IN 
CANADA

Gear Bag. Large Capacity. With Shoulder Strap,  Draw-
string and Inner Pocket.
Mesh Synthetic. Very Strong. Won’t Rot or Mildew.
VC081BLK  Black.
VC081GRN Sage Green. 
VC081KAK Taupe.
VC081NAV Navy Blue.

Galley Hammock. 30" Length.
Ideal to Hang over Galley for Fruits and Vegetables.
Mesh Synthetic. Very Strong. Won’t Rot or Mildew.
VC089BLK Black.
VC089NAV Navy Blue.
VC089RED Red.
VC089SAGE Sage Green.
VC089KAK Taupe.

GALLEY HAMMOCK

UV Stabilised Polyester Mesh Bag.With Drawstring
Closure.  19-1/2" x 29-1/2". 
 
VC080BLA Black.
VC080NAV Navy.
VC080WHT White.

UV Stabilised Polyester Mesh Bag. With zipper closure.
Ideal for protecting delicate laundry items when
washing.  14-1/2" x 18-1/2". 
 
VC079BLA Black.
VC079NAV Navy.
VC079WHT White.

MESH LAUNDRY BAG MESH WASHING BAG

MADE IN 
CANADA

GEAR HAMMOCK
AA71056
White Nylon Gear Hammock.

SIDE MOUNTED STORAGE NET

Plastic Frame with flexible mesh. Can be installed with 
screws or with double sided tape. Excelent for holding 
books, cell phones, hand held GPS or iPods.

LL11900 120mm x 205mm x 25mm. 
LL11901 120mm x 205mm x 10mm.

MESH BAGS / HAMMOCKS

GEAR BAG
13-1/2" x 13-1/2" Opening. 29" L.
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FD1521B200BLA Black.  For 6" To 8-1/4" Fender.  5 Metre.
FD1521B200NAV Navy Blue.  For 6" To 8-1/4" Fender.  5 Metre.

FD2227B200BLA Black.  For 8-3/4" To 10-1/2" Fender.  5 Metre.
FD2227B200NAV Navy Blue.  For 8-3/4" To 10-1/2" Fender.  5 Metre.

FD2833B200BLA Black.  For 11" To 13" Fender.  3 Metre.
FD2833B200NAV Navy Blue.  For 11" To 13" Fender.  3 Metre.

FD4050BLK2M  Black.         For 15-3/4" To 19-11/16" Fender. 2 Metre.
FD4050NAV2M  Navy Blue. For 15-3/4" To 19-11/16" Fender. 2 Metre.

FD1521BLK Black.  For 6" To 8-1/4" Fender.  Cut Length. Per Foot.
FD1521NAV Navy Blue.  For 6" To 8-1/4" Fender.  Cut Length. Per Foot.

FD2227BLK Black.  For 8-3/4" To 10-1/2" Fender. Cut Length. Per Foot.
FD2227NAV Navy Blue.  For 8-3/4" To 10-1/2" Fender. Cut Length. Per Foot.

FD2833BLK Black.  For 11" To 13" Fender. Cut Length. Per Foot.
FD2833NAV Navy Blue.  For 11" To 13" Fender. Cut Length. Per Foot.

FD4050BLK Black.         For 15-3/4" To 19-11/16" Fender.  Cut Length. Per Foot.
FD4050NAV Navy Blue.  For 15-3/4" To 19-11/16" Fender.  Cut Length. Per Foot.

ROLLNECK FENDER COVERS  by  fender-design
Packaged Lengths

Cut Lengths - by the Foot

• Can be cut with regular scissors
• With a self rolling ROLLNECK
• No sewing required
• Good value for money
• High quality outdoor polyester
• Washable (40º C)
• 100% Made in Germany

 Mariner's Mate Pouches can be used for 
closets, heads, storage lockers, bilge areas, 
cupboards, sleeping areas, tackle boxes, bait 
and fish compartments.

Instructions: One pouch will treat approximately 
80 square feet. Place pouch in desired location 
and enclose area to be treated by closing doors 
and windows. Allow a minimum of 24-48 hours for 
treatment. To re-charge the pouch (after several 
months), place pouch in the hot direct sun for 8 
hours or outside in a dry place for one week. 

MM33767108 Mariner's Mate Pouch.

MM33767154 Mariner's Mate Granules. 1 Kg.

MM33767454 Mariner's Mate Granules. 4 Kg.

Mariner’s Mate Odor and Moisture Absorbing 
Granules prevents moisture build-up that 
causes mildew and musty smells during off-
season storage. Mariner’s Mate Granules is 
useful year-round to eliminate all odors and 
moisture on board. May also be used to absorb 
spills on board.

Mariner’s Mate is a powerful desiccant. 
Mariner's Mate granules having an absorptive 
capacity of 16 g / 100 g. compared to silica gel 
(a commonly used desiccant) which has an 
absorptive capacity of 3 g of moisture/100 g. 
Thus, Mariner's Mate granules are over 5 times 
more effective.

Instructions: Pour Mariner's Mate granules into 
a shallow dish or container and place in affected 
areas for a minimum of 24 hours. During off-season 
storage, use several shallow dishes throughout 
the boat. Replace the granules every 2 - 3 months 
for maximum effectiveness. Place the saturated 
granules in the sun or fresh air to recharge and 
reuse.

Remove Odor and Moisture Naturally with MARINER'S MATE
Mariner's Mate is a safe, effective and environmentally friendly way to eliminate odors and absorb moisture. NaturzAire products 
attract and absorb all organic and chemical based odors. Don't cover up odor with environmentally damaging chemicals and air 
fresheners — remove odor naturally with Mariner's Mate.
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LM84326 Final Fix Repair Kit for PVC & Hypalon.
 Includes Grey Adhesive, Acetone, Grey PVC Material, 

Sandpaper & Applicator

LM84327B Final Fix Adhesive for PVC & Hypalon. Tube.  Black
LM84328G Final Fix Adhesive for PVC & Hypalon. Tube.  Grey.

LM84332 PVC Patch Material. 36" x 36". Grey.

Final Fix, a Complete Repair Kit for all types of
Pneumatic PVC or Hypalon.

• Its new technology makes very easy to use, offers professional result,
 aesthetic, extremely robust and durable.
• Final Fix is a one-component, non-toxic, storable adhesive.
• Ideal for all types of repairs: internal, external or under the water line.
• Perfect for gluing a floor, a board, handles or any other fixture.
• Also use for keel seal and porthole caulking.

•Set includes:
 adhesive (290ml)
 acetone (250ml)
 three foot pvc piece
 sandpaper and applicator.

• The instructions include the steps to follow to complete the repair.
Final Fix is the ideal adhesive.
High resistance and durable, this product is made to 
repair your PVC or HYPALON inflatable boat.
Also, use the Final Fix to seal and fix the portholes.
Useful to repair any other component that needs to be 
sealed. Waterproof and UV-proof.
Revolutionary product, simple, fast and effective applica-
tion method. Free of solvents, isocyanates and silicone. 
Keep in a cool and dry place

"PRISM POLISH" METAL POLISH
& FIBREGLASS DEOXIDIZER

PP07 7 Oz. Container.
PP16 16 Oz. Container.
PP32 32 Oz. Container.

Prism Polish has been formulated to clean, polish and protect all metals in one 
easy application.
• Protective coating is designed to last 3 to 6 months.
• Prism Polish contains no harsh acids, caustics or abrasives.
• Safe to use on all metals fiberglass, gel-coat, plexiglass and painted surfaces.
• For use in the marine, aviation, automotive, motorcycle and maintenance industries.
• Use Prism Polish on bronze, brass, copper, stainless steel, aluminum, pewter, nickel, 

sterling silver, silver plate and factory blued guns.
• Offers the finest protection available for any chrome or stainless surface.
• Cleans and protects in one easy application. Restores tarnished and dull surfaces 

and protects against salt corrosion and rusting.
• Prism Polish is excellent to clean and deoxidize fiberglass. It removes cloudiness 

from plexiglass, clear vinyl, eisenglass or lexan.

FINAL FIX HYPALON & PVC REPAIR

PRISM METAL POLISH
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INTERNATIONAL SIGNAL FLAGS/
CODE FLAGS

SA9552 Small. 12" x 18".
SA9551 Large. 18" x 24"

INTERNATIONAL CODE SIGNALS
NR8500 4" x  5-1/4" stick-on decal.

UNDERWATER VIEWER
NR.800 This device will give countless hours of enjoy-

ment watching fish and underwater objects. 
Also useful for checking out propellers. 20" L 
x 13" diam. 

NR.850 Mini underwater viewer.
 6" x 8" Base. 16" Height.

NR.800 NR.850

SOLAR SHOWER
AA40075  5 gal.

AA40072 2 1/2 gal.

BEAN BAG ASHTRAY
MH0006226 Windproof bean bag ashtray. 
 Stainless top. Blue.

AA71060 4 Piece Set. Suits sizes  3/8" to 1-1/2".

EMERGENCY SOFT WOOD BUNGS/PLUGS EMERGENCY SOFT WOOD BUNGS/PLUGS EMERGENCY SOFT WOOD BUNGS/PLUGS
AA71061 6 Piece Set.
 1/2" to 2-1/8". 1/2" to 1" (x2). 

9/16" to 1-3/8". 3/4" to 1-5/8". 
1-1/4" to 1-7/8". 1-5/8" to 2-1/8".

AA71062 7 Piece Set.
 1/2" to 1" (x2). 9/16" to 1-3/8".
 3/4" to 1-5/8". 1-1/4" to 1-7/8".
 1-5/8" to 2-1/8". 2" to 3"

AA71064 2 Piece Set.
 1/2" to 1-3/8" and 2" to 3".

EMERGENCY WOOD BUNGS/PLUGS

UNDERWATER VIEWER / SIGNAL FLAGS / WOOD BUNGS
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FUNNEL with Flex Tube
SA1120 Plastic Funnel with Flexible Tube. AA84021 Outboard Motor Storage Bracket.

 Rail Mount. White Plastic.
 6-3/4" W x 7" H.  Max 80 lbs.

OUTBOARD MOTOR BRACKET OUTBOARD MOTOR EXTENSION
NR6862 Telescoping universal outboard motor 

extension. 17"-25"
NR6863 Telescoping universal outboard motor 

extension. 24"-40"
NR6864 Large Motor Extension for outboards with 

large diameter throttle handles.
 Telescoping 24"-40".

OUTBOARD MOTOR LOCK
HM060103 Outboard Motor Lock. 304SS. With 2 keys.

BRASS PADLOCKS
Brass Body. Nickel Plated Shackle.

MH1130000 1 1/4" Padlock with 2 keys.
MH1140000 1 5/8" Padlock with 2 keys.
MH1150000 2" Padlock with 2 keys.

MH1110000 Brass Body Padlock with Long 
Shackle. 50mm x 40mm.

BRASS LONG SHACKLE PADLOCK

MH113SS Padlock with stainless steel body and 
stainless steel shackle. 30mm.

MH114SS Padlock with stainless steel body and 
stainless steel shackle. 40mm.

STAINLESS STEEL PADLOCK

MH120SS Stainless steel padlock kit.  5 Pad-
locks, keyed alike. 30mm x 18mm. 

5 PADLOCK KIT - KEYED ALIKE

OUTBOARD MOTOR BRACKETS / MOTOR LOCK PADLOCKS
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STAINLESS STEEL BOAT LETTERS AND NUMBERS

Polished Stainless Steel Letters. 3" Height. 304SS. Polished Stainless Steel Numbers. 3" Height. 304SS.
RC90710-A "A".
RC90710-B "B".
RC90710-C "C".
RC90710-D "D".
RC90710-E "E".
RC90710-F "F".
RC90710-G "G".
RC90710-H "H".
RC90710-I "I".
RC90710-J "J".
RC90710-K "K".
RC90710-L "L".
RC90710-M "M".

RC90700 "0" or "O".
RC90701 "1".
RC90702 "2".
RC90703 "3".
RC90704 "4".
RC90705 "5".
RC907069 "6" or "9".
RC90707 "7".
RC90708 "8".

RC90710-N "N".
RC90700 "O" or "0".
RC90710-P "P".
RC90710-Q "Q".
RC90710-R "R".
RC90710-S "S".
RC90710-T "T".
RC90710-U "U".
RC90710-V "V".
RC90710-W "W".
RC90710-X "X"
RC90710-Y "Y".
RC90710-Z "Z".

HM009767 Ornate Side Mount Oarlock Socket. 316 Stainless. 1/2" Dia. Socket.
 4" L x 3/4" Lip x 1-1/2" H. 
HM009768 Side Mount Oarlock Socket. 316 Stainless. 1/2" Dia. Socket.
 3-5/8" L x 1-1/2" H.
HM000123 Top Mount Oarlock Socket. 316 Stainless. 1/2" Dia. Socket.
 2-3/8" L x 1-3/8" D.

OARLOCK SOCKET

HM009767

HM009768

HM000123

HM000119
HM000118

HM000124

HM009766

STAINLESS OARLOCK & SOCKETS

HM000119
316 Stainless Round Oarlock. 2" Diameter. Pair.
1/2" Dia.

HM000118
316 Stainless Round Oarlock. 2 1/4" Diameter. Pair.
1/2" Dia.

HM000124
316 Stainless top mount oarlock socket. Pair.
4-3/16" L x 1" W x 3/4" D.     1/2" Dia. Socket.

HM009766
316 Stainless side mount oarlock socket.
With nylon sleeve bushing. Pair.
2-3/8" L x 1-1/2" H.      1/2" Dia. Socket.

TELESCOPING MINI PADDLE
AA50130 Orange Plastic Telescoping Paddle.
 22" to 42" Length.

3 PIECE TAKE APART PADDLE
for Stand Up Paddleboard

AA50311 Black Plastic. with Anodized aluminum 
shaft. 3 Piece paddle. Adjustable length 
from 75" to 83". (Two paddles can be put 
together to form a single kayak paddle).

OARLOCKS / PADDLES

STAINLESS BOAT LETTERS
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RADAR REFLECTOR
HM006100 Aluminum with Black Plastic connectors.
 12"
HM006102 Aluminum with Black Plastic connectors.
 18"
HM006100-P Replacement Black Plastic connector.
 (Sold by the each).
 

LARGE TUBULAR RADAR REFLECTOR
HM006161 Tubular reflector. 4" Dia. Clear white tube.
 23 1/2" Overall length. 5 Nautical Mile 

Range.

TUBULAR RADAR REFLECTOR
HM006150 Tubular reflector. 2" Diameter clear tube.
 23" Overall length. 2.5 Nautical Mile Range.

HM006151 Deck Mount/Powerboat Mount Tubular 
reflector. With hinged mounting plate.

 2" Diameter clear tube.
 23" Overall length. 2.5 Nautical Mile Range.
HM006152 Same as above, but 14" Overall Length.

HM006151
HM006152

HM006150

HM006155 Surface mount for Radar Reflector.

MOUNT FOR RADAR REFLECTOR

304 Stainless Steel Mooring Hook. Catch mounts to boat hook, then snap hook slides onto 
catch and is held open. Hook around mooring buoy or eye, then pull boat hook and snap 
slides off.
KS1914 304 SS.  4" Length.
KS1916 304 SS.  4 3/4" Length.
KS1918 304 SS.  6 5/8" Length.

MOORING HOOK

CH2421 345mm H x 265mm W. CH2422 345mm H x 350mm W. CH2423 With cutout for bow eye. 
 277mm H x 350mm W.

BOW PROTECTION PLATES
Stainless Steel 316 Plate.  1.5mm Thickness

CH2421 CH2422CH2423

RADAR REFLECTORS / MOORING HOOKS

MOORING PLATES
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COLOURED TELESCOPING BOAT HOOK
AA50034W White Telecoping Boat Hook.
 Anodized Aluminum.
 Length 57" to 104".  30mm Dia.

AA50034R Red Telecoping Boat Hook.
 Anodized Aluminum.
 Length 57" to 104".  30mm Dia.

AA50034B Blue Telecoping Boat Hook.
 Anodized Aluminum.
 Length 57" to 104".  30mm Dia.

TELESCOPING BOAT HOOK
AA50032 Aluminum Telescoping Boat Hook 

with Black Plastic grip and hook.
 Adjustable from 4'9 to 8'.

TELESCOPING BOAT HOOK
AA50035 Telescopic Floating Boat Hook.
 Aluminum. 4' to 7'.
AA50036 3 Piece Telescopic Boat Hook.
 Aluminum. 4'8" to 12'.

AA50034 Aluminum Telescoping Boat Hook with plastic grip and hook.
 Adjustable from 4' 9" to 8' 8"

TELESCOPING BOAT HOOK

AA50035

AA50036

NR5499 Replacement grip for boat hook.
 For 1 3/16" O.D. Tube.

REPLACEMENT BOAT HOOK GRIP

BOAT HOOKS
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CN9910 Standoff Arms for Davits. Stainless.  Each.
 Telescoping 17-3/4" to 27-9/16".

DAVIT STANDOFF / SUPPORT ARM

CN1977 Stainless Steel Davit for Outboard.
 140mm (55") Height.  2" Dia. Tubing.
 Max Load 100 Kg. 
 Comes with Pulley Block, Rope & Cleat.

OUTBOARD MOTOR DAVIT

CN8056
Davit Set with Mounting Pad and Handle for Inflatable, 
Plus Removable Stainless Mounting Plate for Swimgrid

CN8055
Davit Set with Mounting Pad and Handle for Inflatable, 
Plus Fixed Stainless Mounting Plate for Swimgrid.

DAVIT SET for Inflatable CN8055

CN8056

STAINLESS STEEL DAVITS
 Stainless steel davits for deck mounting.
 With accessories: Line, Pulley Block and Cleat. 

CN1973 2-3/8" Dia. Tubing. 39" Height.
 For up to 170Kg.  Sold by the Pair.

SA3027 Long arm launching wheels with quick release connector. Can be removed, turned 180° to the up 
or down position, then re-attached to the rigid socket. With 10" pneumatic tires (20mm Hub Dia.)

DINGHY LAUNCHING WHEELS

DAVITS / DINGHY LAUNCHING WHEELS
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NR5854   6" Length. Heavy Duty Black Rubber.
NR5855   9" Length. Heavy Duty Black Rubber.
NR5856   11" Length. Heavy Duty Black Rubber.
NR5857 13" Length. Heavy Duty Black Rubber..

HEAVY DUTY MOORING SNUBBER
Heavy Duty Black Rubber  

RUBBER MOORING SNUBBERS
AA42540 5/8" x  21-3/4".

AA42541 3/4" x  28-3/8".

MOORING SNUBBER
AA43012 Black Rubber Mooring Snubber.
 For 1/2" Rope.
AA43016 Black Rubber Mooring Snubber.
 For 5/8" Rope.
AA43020 Black Rubber Mooring Snubber.
 For 3/4" Rope.

SA3022 Fold-up Launching Wheels, with Pneumatic 
Tires. Curved Stainless steel arms, with 
mounting brackets.

 14" Dia. rubber tires. (20mm Hub Dia.)  Pair.
 Ideal for inflatable boats with rigid transom.

LAUNCHING WHEELS LAUNCHING WHEELS
SA3023 Fold-up Launching Wheels, with Pneumatic 

tires. Straight stainless steel arms with 
mounting brackets.

 14" Dia. rubber tires. (20mm Hub Dia.)  Pair. 

SA3021 Fold-up Stainless Launching Wheels, with 
9" Double Tires.

SA3055 Solid Plastic Fold-Up Launching Wheels.
 Max weight capacity 250 lbs.

DINGHY LAUNCHING WHEELS

DINGHY LAUNCHING WHEELS
SA3025 Replacement wheel for
 SA3021 & SA3027 Dinghy Launch 

Wheels. 10" Diameter pneumatic tire.
 (20mm Hub Dia.)

SA3024 Replacement wheel for
 SA3022 & SA3023 Dinghy Launch 

Wheels.  14" Diameter pneumatic tire.
 (20mm Hub Dia.)

REPLACEMENT WHEEL for SA3021REPLACEMENT WHEEL for SA3023

DINGHY LAUNCHING WHEELS / SNUBBERS
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AA72530
Lightweight Folding Dock Cart  (10-3/4 lbs).
Folds to a compact 2" depth.
Load capacity 275 lbs. (The most of any folding cart ).
7" High Load Wheels that won’t mark or scratch.
Wheels automatically fold in when platform is folded up.

AA72530-W Spare wheels for Folding Dock Cart. Pair.

Wheels automatically fold in 
when platform is

folded up.

FOLDING DOCK CART

DOCK CART
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“VICTORY” GLOVES

SA9025/XS Extra Small.
SA9025/S Small.
SA9025/M Medium.
SA9025/L Large.
SA9025/XL Extra Large.
SA9025/XXL Extra Extra Large.

“VICTORY” GLOVES
Black Mesh with Leather 
Reinforcing on Palms and Fingers.
Very Durable Kevlar Stitching.

“VICTORY” GLOVES

SA786/XS Extra Small.
SA786/S Small.
SA786/M Medium.
SA786/L Large.
SA786/XL Extra Large.
SA786/XXL Extra Extra Large.

“VICTORY AMARA” GLOVES
Black Mesh with Black Amara

Reinforcing on Palms and Fingers.
Very Durable Kevlar Stitching.

FLEECE WATCH CAPS
LL40559 Black beret with adjustable strap, made 

from polar fleece.

LL40560 Navy blue beret with adjustable strap,
 made from polar fleece.

BOOT DRYING RACK
HM090000 Folding Boot Holder. 304SS.
 Holds boots upside down to allow them to 

dry. Flips down when not in use.

VICTORY SAILING GLOVES

FLEECE CAP BOOT DRYING RACK
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WINDICATOR 200

WN200  200mm.  Suitable for boats 2-4 meters. Supplied complete with 
reference arms and mast top & foredeck mounting brackets. 
100% accurate in 2 knots of wind. Weighs only 16 grams.

 
WN400 400mm.  Suitable for boats over 8 meters. Very sensitive to the 

slightest wind change. Reflective sheeting fitted to reference arms 
and vane arm for night time sailing. Large arrow and tail for easy 
sighting. Anodised aluminum masthead fitting supplied. Weighs 
only 63.5 grams.

WN285  285mm.  Suitable for boats 4-8 meters. Reflective sheeting fitted 
to reference arms and vane arm for night time sailing. Supplied 
with mast top & foredeck mounting brackets.

 100% accurate in 2 knots of wind. Weighs only 23 grams.

WINDICATOR 285

WINDICATOR 400

WN200L WINDICATOR for Laser
200mm.  Designed to clip on to Laser mast.
Bright Red Vane for superb visibility. Weighs only 29 grams.
100% Accurate in 2 knots of wind. Materials UV Stabilized.

WN200S WINDICATOR for Dinghy - 45 to 50mm Dia. Mast
200mm.  Designed to clip on to 45 mm to 50mm mast.
Bright Red Vane for superb visibility. Weighs only 29 grams.
100% Accurate in 2 knots of wind. Materials UV Stabilized.

High Quality WINDICATOR Wind Indicators at an Affordable Price

• Every indicator is computer balanced for instant response to wind change.
• Lightweight, tough and durable UV stabilized materials.
• Made in New Zealand

WN400 WN285 WN200

Mast top mounting bracket 
and foredeck mounting 
bracket supplied with 

WN285 and WN200

Clips on to Mast Bright Red Vane

Anodised aluminum mast-
head fitting

Reflective sheeting on vane 
point and reference arms for 
night time visibility (WN400 

and WN285)

AA70092-LT
14 1/2" (370mm) sturdy wind vane, with red
indicator Arms. Ball bearing swivel.
12 Volt light attached to mounting base.
Made in Taiwan.

WIND INDICATOR WITH LIGHT

WN200L
WN200S

AA70092-LTLED
14 1/2" (370mm) sturdy wind vane, with red
indicator Arms. Ball bearing swivel.
Light with low power Victory #AA00143LED 12V x 
.03 Amp LED bulb
attached to mounting base.

WIND INDICATOR With LED Light

WINDICATOR WIND INDICATORS     Made in New Zealand

WIND INDICATOR with Light      Made in Taiwan



550

VictoryMISCELLANEOUS

For the most up to date product information, visit   www.victory-products.com

COMPASS with Bracket Mount COMPASS with Bracket Mount COMPASS
with Bracket and Suction MountsAA70031 Compass with Swivel Bracket.

 3 1/8" Height x 2 3/16" Dia.  White.
AA70031BK Compass with Swivel Bracket.
 3 1/8" Height x 2 3/16" Dia. 
 Black (Not Pictured).

AA70032 Compass with Swivel Bracket.
 5 1/8" Height x 3" Dia.  White.
AA70032BK Compass with Swivel Bracket.
 5 1/8" Height x 3" Dia. 
 Black (Not Pictured).

AA70030 Compass with Bracket and Suction Mounts. 
Adjustable, built-in, compensation system.

 2 3/16" Height x 2 3/16" Dia.  White.
AA70030BK As above, in Black (Not Pictured).

OIL DAMPENED CLINOMETER
with Stainless Indicator Ball

AA70085 3 1/2" X 3 1/2". Self adhesive backing.
 No mounting screws needed.  0° - 45°.

AA70083 3 1/2" X 3 1/2". Self adhesive backing. 
No mounting screws needed. 0° - 10°

AA70086 4" X 3 1/4". Self adhesive backing. no 
mounting screws needed. 

 2 Scales:  Fine scale 0° - 6°.
  Coarse scale 0° - 45°.

AA70085

AA70083 AA70086

HANDBEARING COMPASS
Non-magnetic alloy

LL99984
Features:
• Compass Rose with 360° scale.
• North Line with North Arrow.
• Rotary dial with 360° scale.
• Sighting window with sighting line.
• Bubble Level.

• Base Table.
• Stand Thread.
• Inch Scale, Centimetre Scale.
• Lens Prism.
• Fold-down Lid.

See Page 589 for More Clinometers

VICTORY CLINOMETERS & COMPASSES
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#AU0010 Black

#AU001 Black

#AU0026 White

Roofline
Mounting

Lateral
Mounting

#AU0011 Black

#AU002 Black

A modern and stylish looking power or 
sail boat bracket mounted compass.

• Bracket mount
• 5º graduation
• Anti-glare screen
• 12/24 V lighting
• Optional compensation kit
• Individual MED/SOLAS certificate 
included
• Repairable
• 5 Years warranty

A modern and stylish looking power or sailboat 
bracket mounted compass which can be continu-
ously adjusted to mount on any horizontal, roof or 
vertical surface.

• 85 mm conical card
• 5º graduation
• Anti-glare screen
• 12/24 V Lighting
• Type MED/SOLAS approved
• 5 years warranty
• Suitable for lateral and
 roofline mounting
• 5º clinometer
• Repairable

85mm BRACKET MOUNT COMPASS

85mm FLUSH MOUNT COMPASS
with Flat Gradation Card

85mm BRACKET MOUNT COMPASS
with Flat Gradation Card

85mm FLUSH MOUNT COMPASS
with Conical Gradation Card

85mm BRACKET MOUNT COMPASS
with Conical Gradation Card

85mm FLUSH MOUNT COMPASS

AUTONAUTIC  MARINE COMPASSES   Made in Spain

A modern and stylish looking power or 
sailboat compass optimised for mounting 
on horizontal surfaces.

• Mounting hole cutout 85 mm
• 5º graduation
• Anti-glare screen
• 12/24 V Lighting
• Type MED/SOLAS approved
• 5 Years warranty
• Repairable

85mm MULTIDIRECTIONAL BRACKET MOUNT COMPASS
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MX62416 BN 7x50 DCM Black.

With this super compact and lightweight compass-monocular, you have a navigator 
wherever you go. The optical brilliance, wide field of view, 7x magnification and pre-
cise compass integrated into a compact housing make the MD 7x42 C a universal 
companion when on land or at sea.

The MIL reticle in the monocular is completely compatible with standard MIL reticles 
in riflescopes and is divided into precise 1 mrad marks at the center. Perfect for ter-
rain orientation, determination of distances, and for use as a spotter.

Product Features:
 ● 7x magnification
 ● High quality optics
 ● Precise analog compass
 ● Extremely handy and compact
 ● Wide field of view – up to 114 metres
 ● Waterproof down to 1 metre
 ● Weight: 370 g

MINOX – a brand with a long tradition and decades of experience –
a brand that stands for remarkable and innovative ideas in long-range optics and characterized by the vision and values of the world-famous 
German engineering culture. Since the invention of the revolutionary spy camera, MINOX is the synonym for the perfect miniaturization of 
cutting edge technology.

The essence of this expertise flows directly into the development of MINOX’s modern and compact binoculars, offering high-tech for the eye 
and comprehensive features for those with exceptional demands. Uncompromising in design and robustness, the maximum possible excel-
lence and precision is emphasized – the achievements of German engineering that constitute the system of values found in the MINOX brand.

With its robust and compact design, the MINOX Nautic Line perfectly rounds off the professional equipment required on board every modern 
yacht. Designed for the severe requirements of water sports enthusiasts and maritime navigation, the MINOX Nautic Line offers the maximum 
of brilliance, clarity, resolution and reliability even in bad weather conditions.

The MINOX BN 7x50 DCM combines everything a navigator and water 
sports enthusiast needs – high functionality, perfect view, quick orienta-
tion and outstanding ergonomics. At the push of a button, the multifunc-
tional digital display located at the centre of the field of view supplies 
all information required when at sea. Advantage: observed objects and 
compass remain at the centre of attention.

Product Features:
● Outstanding optics for maximum brilliance, clarity, and colour rendition
● Digital compass at the centre of the field of view
● Tilt function to determine the height of objects
● Barometer with history function (previous 8 hours)
● Thermometer with history function (previous 8 hours)
● Digital altimeter displays the current altitude above sea level
● Digital stopwatch and clock
● Waterproof down to 5 metres filled with nitrogen gas to prevent fogging
● Grippy and robust housing – ideal for use in inclement weather
● Single ocular adjustment - sharp from 12 metres to infinity
● High plasticity for a spatial image
● Weight: 1.250 Kg
 

Minox Nautic
7x50 DCM Binocular

with Digital Compass

Minox Nautic 7x42 C Monocular
- The Handy Navigator

MX62209 MD 7x42 C Black.
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FOR AMBITIOUS SEAFARERS
Thanks to its new optical system, the BN 7x50 C II offers a 28% better 
viewing experience for wearers of glasses. The extra-large oculars pro-
vide 100% use of the entire field of view. The analog SUUNTO compass 
can be used in both the northern and southern hemispheres, offering 
safe navigation in any part of the world. A completely rubber-armored 
housing provides a significantly increased shock resistance.

Product Features:
● First class quality optics with high resolution and contrast
● SUUNTO compass, 20 mm / 0.8 in., worldwide use
● Fully rubber-armored housing
● Reinforced prism mounts
● Analog reticle for precise distance calculations
● Comfortable viewing with extra-large oculars
● Excellent transmission for a bright image even in twilight
● High plasticity for a spatial image
● Individual ocular focus adjustment
● Sharp focus from 12 m / 39 ft. to infinity
● Purged with nitrogen gas to prevent fogging
● Robust and floatable
● Weight: 1.01 Kg

COMFORTABLE & SECURE.
When an integrated compass for navigation is not required,
this binocular still features what is vital for use on board:
7 times magnification for a stable image, a wide field of
view and 50 mm objective lens diameter for maximum image
brightness even under low light. Fully waterproof.

Product Features:
● First class quality optics with high resolution and contrast
● Fully rubber-armored housing
● Reinforced prism mounts
● Comfortable viewing with extra-large oculars
● Excellent transmission for a bright image even in twilight
● High plasticity for a spatial image
● Single ocular focus adjustment – sharp focus from 20 Metres to infinity
● Purged with nitrogen gas to prevent fogging
● Robust and floatable
● Weight: 1.01 Kg

Minox Nautic
BN 7x50 C II Binocular

with SUUNTO Analog Compass

Minox Nautic
BN 7x50 II Binocular

MX62256 BN 7x50 C II White with Blue.

MX62257 BN 7x50 II White with Blue.
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OPTISAN BINOCULARS

#OT-SPORT
• BK-7 Prism
• Rubber Coated for easy grip
• Visual Angle: 7.5° (131m / 1000m)
• Individual Eyepiece Focus
• Blue Coated Lens
• Nitrogen-Gasfilled - Waterproofing and Fogproofing
• Waterproof (JIS 7 Rated)
• Lightweight - 142 Grams
• Bag and Strap
• Dimensions 3 1/4" X 1 1/2" X 3 1/2".    Weight 142g

SPORT 6x18
Compact, Lightweight Waterproof Binocular
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Barz Optics -  Australia’s leading sunglass manufacturers producing a range of  “World 
First” unique designs. 
 
Over the last several years Barz have developed a range of floating frames designed to 
float in both fresh and salt water. They currently have seven frame styles including one 
junior floating style (5 to 12 year olds). 
  

 
 
The Floater model floats in even the most turbulent of water. There are air cells moulded into each temple and in the 
nosepiece. 
When fitted with the 1.1mm polarized lens it has a density of 0.95gm/ml.  Fresh water is 1.00gm/ml and salt varies 
between 1.03 and 1.05gm/ml so the frame is very buoyant. 
 
The Floater frame is dual moulded from TR90 (a hybrid nylon in the main frame) and non slip flexible pvc in the temples 
and nose piece.  
 

                                                 
 
Frame colour options are: 
. Gloss carbon fibre with grey non-slip temples and nosepiece. 
. Gloss tortoise shell with tan non-slip temples and nosepiece. 
.   Matt tortoise shell with tan non-slip temples and nosepiece. 
. Matt black with grey non-slip temples and nosepiece. 
. Matt grey with green apple non-slip temples and nosepiece. 
 
 
What makes this model one of our best sellers is the variety of unique lens option available: 
. Acetate 1.1mm polarized grey, amber, blue mirror or green mirror. (The industry standard Cancer Council has a 

lesser quality 75mm. 
. Acetate 1.1mm polarized photochromic lenses in grey or amber. These lenses lighten and darken depending on 

the available UV – there is around a 40% change from Cat2 to Cat3. 
. Polycarbonate polarised – grey or amber. 
. Polycarbonate polarised photochromic in grey or amber. 
. Polycarbonate polarised bi focal reader in grey or amber in +1.50, +2.00 and +2.50 powers. 
. Polycarbonate polarised photochromic bi focal in grey (Award Winning) in the above powers. 
. R X prescriptions can be fitted into this frame with limitations. 
 

The Cabo was nominated for a DAME award at the 2014 METS Trade Show in 
Amsterdam and won the Australian Marine Industry Award for the Most 
Innovative Exported Product in 2015  

 
Frame colour options are: 
Gloss carbon fibre with grey nose piece and non slip temples. 
Gloss white with royal blue nose piece and non slip temples. 
Matt black with grey nose piece and non slip temples. 
Gloss graphite with red nose piece and non slip temples. 
 
 

                                                       
 
 
 

Barz Optics - Australia’s leading sunglass manufacturers producing a range of “World First” unique designs.

Over the last several years Barz have developed a range of floating frames designed to float in both fresh and 
salt water: "The Floater", "Cabo", San Juan", "Kuta" and junior size "Grom" (for 5 to 12 year olds)

All Sunglasses are supplied with Neoprene Case and Retainer

The Floater model floats in even the most turbulent of water. There are air cells moulded into each temple and in the nosepiece.
When fitted with the 1.1mm polarized lens it ha s a density of 0.95gm/ml.
Fresh water is 1.00gm/ml and salt varies between 1.03 and 1.05gm/ml so the frame is very buoyant.
The Floater frame is dual moulded from TR90 (a hybrid nylon in the main frame) and non slip flexible pvc in the temples and nose piece.

Frame colour options are:
. Gloss carbon fibre with grey non-slip temples and nosepiece.
. Gloss tortoise shell with tan non-slip temples and nosepiece.
. Matt tortoise shell with tan non-slip temples and nosepiece.
. Matt black with grey non-slip temples and nosepiece.
. Matt grey with green apple non-slip temples and nosepiece.

What makes this model one of our best sellers is the variety of unique lens option available:
. Acetate 1.1mm polarized grey, amber, blue mirror or green mirror. (The industry standard Cancer Council has a lesser quality .75mm.
. Acetate 1.1mm polarized photochromic lenses in grey or amber. These lenses lighten and darken depending on the available UV
 – there is around a 40% change from Cat2 to Cat3.
. Polycarbonate polarised – grey or amber. . Polycarbonate polarised photochromic in grey or amber.
. Polycarbonate polarised bi focal reader in grey or amber in +1.50, +2.00 and +2.50 powers.
. Polycarbonate polarised photochromic bi focal in grey (Award Winning) in the above powers.
. RX prescriptions can be fitted into this frame with limitations.

Frame
Colour

Lens 
Colour

AC 
Polarized

AC Photo-
Chromic

PC Polarized Reader Polarized Photochromic Reader

+1.5 +2.0 +2.5 +1.5 +2.0 +2.5

Black Amber BZEFLACBA BZEFLBAPH BZEFLBA1.50 BZEFLBA2.00 BZEFLBA2.50

Black Grey BZEFLACBG BZEFLBGPH BZEFLBG1.50 BZEFLBG2.00 BZEFLBG2.50 BZEFLBGPH1.50 BZEFLBGPH2.00 BZEFLBGPH2.50

Carbon Amber BZEFLACCA BZEFLCAPH BZEFLCA1.50 BZEFLCA2.00 BZEFLCA2.50

Carbon Grey BZEFLACCG BZEFLCGPH BZEFLCG1.50 BZEFLCG2.00 BZEFLCG2.50 BZEFLCGPH1.50 BZEFLCGPH2.00 BZEFLCGPH2.50

Grey Amber BZEFLACGA BZEFLGAPH BZEFLGA1.50 BZEFLGA2.00 BZEFLGA2.50

Grey Grey BZEFLACGG BZEFLGGPH BZEFLGG1.50 BZEFLGG2.00 BZEFLGG2.50 BZEFLGGPH1.5 BZEFLGGPH2.00 BZEFLGGPH2.50

Tortoise Amber BZEFLACTA BZEFLTAPH BZEFLTA1.50 BZEFLTA2.00 BZEFLTA2.50

Tortoise Grey BZEFLACTG BZEFLTGPH BZEFLTG1.50 BZEFLTG2.00 BZEFLTG2.50 BZEFLTGPH1.50 BZEFLTGPH2.00 BZEFLTGPH2.50

The Floater The Floater Bi-Focal Reader

* Floating Sunglasses *
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Frame
Colour

Lens 
Colour

Polycarbonate 
Polarized

Black Grey BZECABBG

Black Low Profile BZECABBLP

Black Silver Mirror BZECABBM

Carbon Amber BZECABCA

Carbon Grey BZECABCG

Carbon Low Profile BZECABCLP

Carbon Silver Mirror BZECABCM

White Amber BZECABWA

White Grey BZECABWG

White Low Profile BZECABWLP

White Silver Mirror BZECABWM

 

Barz Optics -  Australia’s leading sunglass manufacturers producing a range of  “World 
First” unique designs. 
 
Over the last several years Barz have developed a range of floating frames designed to 
float in both fresh and salt water. They currently have seven frame styles including one 
junior floating style (5 to 12 year olds). 
  

 
 
The Floater model floats in even the most turbulent of water. There are air cells moulded into each temple and in the 
nosepiece. 
When fitted with the 1.1mm polarized lens it has a density of 0.95gm/ml.  Fresh water is 1.00gm/ml and salt varies 
between 1.03 and 1.05gm/ml so the frame is very buoyant. 
 
The Floater frame is dual moulded from TR90 (a hybrid nylon in the main frame) and non slip flexible pvc in the temples 
and nose piece.  
 

                                                 
 
Frame colour options are: 
. Gloss carbon fibre with grey non-slip temples and nosepiece. 
. Gloss tortoise shell with tan non-slip temples and nosepiece. 
.   Matt tortoise shell with tan non-slip temples and nosepiece. 
. Matt black with grey non-slip temples and nosepiece. 
. Matt grey with green apple non-slip temples and nosepiece. 
 
 
What makes this model one of our best sellers is the variety of unique lens option available: 
. Acetate 1.1mm polarized grey, amber, blue mirror or green mirror. (The industry standard Cancer Council has a 

lesser quality 75mm. 
. Acetate 1.1mm polarized photochromic lenses in grey or amber. These lenses lighten and darken depending on 

the available UV – there is around a 40% change from Cat2 to Cat3. 
. Polycarbonate polarised – grey or amber. 
. Polycarbonate polarised photochromic in grey or amber. 
. Polycarbonate polarised bi focal reader in grey or amber in +1.50, +2.00 and +2.50 powers. 
. Polycarbonate polarised photochromic bi focal in grey (Award Winning) in the above powers. 
. R X prescriptions can be fitted into this frame with limitations. 
 

The Cabo was nominated for a DAME award at the 2014 METS Trade Show in 
Amsterdam and won the Australian Marine Industry Award for the Most 
Innovative Exported Product in 2015  

 
Frame colour options are: 
Gloss carbon fibre with grey nose piece and non slip temples. 
Gloss white with royal blue nose piece and non slip temples. 
Matt black with grey nose piece and non slip temples. 
Gloss graphite with red nose piece and non slip temples. 
 
 

                                                       
 
 
 

The Cabo was nominated for a DAME award at the 2014 METS Trade Show in Amsterdam and won the
Australian Marine Industry Award for the Most Innovative Exported Product in 2015

Frame colour options are:
Gloss carbon fibre with grey nose piece and non slip temples.
Gloss white with royal blue nose piece and non slip temples.
Matt black with grey nose piece and non slip temples.
Gloss graphite with red nose piece and non slip temples.

Lens options are:
Polycarbonate polarised high wrap lens – in grey, amber, grey with silver mirror and grey low profile (to suit flatter face shapes with shallow nose bridges.
Polycarbonate polarised with bi focal readers in their base. Available in grey or amber with +1.50, +2.00 or +2.50 powers.
Polycarbonate polarised photochromic (the lens reacts to varying amounts of UV and in low light it’s Cat1 and then darkens to Cat3 in full sun.
Polycarbonate polarised photochromic readers – This is our award winning lens and is available in grey +1.50, +2.00 and +2.50.

Frame
Colour

Lens 
Colour

PC Polarized Reader Polarized Photochromic Reader

+1.5 +2.0 +2.5 +1.5 +2.0 +2.5

Black Amber BZECABBA1.50 BZECABBA2.00 BZECABBA2.50

Black Grey BZECABBG1.50 BZECABBG2.00 BZECABBG2.50 BZECABBGPH1.50 BZECABBGPH2.00 BZECABBGPH2.50

Carbon Amber BZECABCA1.50 BZECABCA2.00 BZECABCA2.50

Carbon Grey BZECABCG1.50 BZECABCG2.00 BZECABCG2.50 BZECABCGPH1.50 BZECABCGPH2.00 BZECABCGPH2.50

White Amber BZECABWA1.50 BZECABWA2.00 BZECABWA2.50

White Grey BZECABWG1.50 BZECABWG2.00 BZECABWG2.50 BZECABWGPH1.50 BZECABWGPH2.00 BZECABWGPH2.50

Cabo

Cabo Bi-Focal Readers

* Floating Sunglasses *
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Frame
Colour

Lens 
Colour

AC Polarized

Black Amber BZESJACBA

Black Grey BZESJACBG

Grey Amber BZESJACGA

Grey Grey BZESJACGG

Tortoise Amber BZESJACTA

Tortoise Grey BZESJACTG

 

Lens options are: 
Polycarbonate polarised high wrap lens – in grey, amber, grey with silver mirror and grey low profile (to suit flatter face 
shapes with shallow nose bridges (Asian as an example)) 
Polycarbonate polarised with bi focal readers in their base. Available in grey or amber with +1.50, +2.00 or +2.50 powers. 
Polycarbonate polarised photochromic (the lens reacts to varying amounts of UV and in low light it’s Cat1 and then 
darkens to Cat3 in full sun. 
Polycarbonate polarised photochromic readers – This is our award winning lens and is available in grey +1.50, +2.00 and 
+2.50.                

  
The S an J uan model has air cells moulded into each temple and a nose piece. 
The TR90 frame is dual moulded with non slip temples and nose piece. 
 
Frame options are: Matt black with grey, matt tortoise shell with tan and matt grey with red 

    
 
Lens options are: Acetate polarised grey or amber. Acetate polarised photochromic in grey or amber. 
 
 

 
 
The Namotu is more of a large fashion frame with large square lenses. It suits most adult face shapes. 
 

                            
 
Frame Options are: Gloss tortoise shell with tan trim and gloss silver with red trim. 
 
Lens Options are: Polarised grey and amber acetate. 
 
 

   
 
Great fitting wrap frame with great peripheral vison and side glare protection. It suits most adult face shapes. 

 

                 

The San Juan model has air cells moulded into each temple and a nose piece.
The TR90 frame is dual moulded with non slip temples and nose piece.

Frame colour options are:
Matt black with grey, matt tortoise shell with tan and matt grey with red

Lens options are:
Acetate polarised grey or amber. Acetate polarised photochromic in grey or amber.

San Juan

Kuta

San Juan Bi-Focal Readers
Frame
Colour

Lens 
Colour

PC Polarized Reader

+1.5 +2.0 +2.5

Black Amber BZESJBA1.50 BZESJBA2.00 BZESJBA2.50

Black Grey BZESJBG1.50 BZESJBG2.00 BZESJBG2.50

Grey Amber BZESJGA1.50 BZESJGA2.00 BZESJGA2.50

Grey Grey BZESJGG1.50 BZESJGG2.00 BZESJGG2.50

Tortoise Amber BZESJTA1.50 BZESJTA2.00 BZESJTA2.50

Tortoise Grey BZESJTG1.50 BZESJTG2.00 BZESJTG2.50

Frame
Colour

Lens 
Colour

AC Polarized

Brown Amber BZEKUTBRA

Brown Grey BZEKUTBRG

Brown Rose BZEKUTBRR

Gunmetal Amber BZEKUTGMA

Gunmetal Grey BZEKUTGMG

Gunmetal Rose BZEKUTGMR

 

 
Frame Options are: Matt steel blue with black trim and gloss dark grey with red trim. 

 
Lens Options are: Polarised grey and amber acetate.         
 

  
 

The Kuta is a mid sized frame suits teenagers and women, It has floatation in both the nose piece and temples. 
        

                                .  
 
Frame options are: Gloss black with black, Bronze with tan. 
 
Lens options are: Grey, amber or copper. 
 

Kids GROM model. 
The kids Grom model suits between 5 and 12 year olds and will float in both fresh or salt water. It’s fitted with our 1.1mm 
acetate lens and has the option of polarised or polarised photochromic. 
 
 

                                  
 
Frame options are: Carbon with grey, white with grey, blue with white or pink with grey. 
 
Lens options are: grey or amber acetate or amber polarised photochromic acetate. 

                    
 
                     
 
 
 
                       ACETATE POLARISED 
Barz Polarised Acetate range are fitted with 1.1mm acetate polarised lenses (The industry standard is a lesser quality 
.75mm lens).  

FIJI – The Fiji frame is dual moulded and has an adjustable non slip nose piece for optimum fit. It’s available in  gloss 
black / matt grey  or gloss tortoise shell / matt black frame and fitted with grey or amber lenses. 
 

The Kuta is a mid sized frame suits teenagers and women, It has floatation
in both the nose piece and temples.

Frame colour options are:
Gloss black with black, Bronze with tan

Lens options are:
Grey, amber or copper.

* Floating Sunglasses *

* Floating Sunglasses *
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Frame
Colour

Lens Colour AC Non-
Polarized

AC Photochromic

Black Amber BZENAURBA

Black Amber BZENAURBAPH

Black Blue Mirror BZENAURBBM

Black Grey BZENAURBG

Black Green Mirror BZENAURBGM

Black Grey BZENAURBGPH

Frame
Colour

Lens 
Colour

AC Polarized

Black Amber BZESTRADBA

Black Grey BZESTRDBG

The Straddie is one of our larger frames. It is available in matt black fitted with grey or amber lenses.
 Also available with non polarised inserts for reading digital screens in
+1.50, +2.00 and +2.50 powers

The Nauru frame wraps comfortably around the wearers head and stays on even in the most trying 
conditions while giving maximum protection to the eyes.
It’s available in matt black with grey, amber, blue mirror or green mirror lenses.
Photochromic Lens Option: these lenses lighten and darken depending on the available UV.

Frame colour options are:
Gloss black with black, Bronze with tan

Lens options are:
Grey, amber or copper.

STRADDIE

NAURU

Frame
Colour

Lens 
Colour

AC Non-Polarized Reader

+1.5 +2.0 +2.5

Black Amber BZESTRADA1.50 BZESTRADA2.00 BZESTRADA2.50

Black Grey BZESTRADG1.50 BZESTRADG2.00 BZESTRADG2.50

Straddie

Nauru

Nias

Straddie Bi-Focal Readers

Frame
Colour

Lens Colour AC Polarized AC Photochromic

Black Amber BZENIASBA

Black Amber BZENIASBAPH

Black Grey BZENIASBG

Black Grey BZENIASBGPH

The Nias is a more conservative squarish frame. It’s available in matt black fitted with grey, 
amber or blue mirror lenses. Photochromic Lens option: these lenses lighten and darken 
depending on the available UV.

NIAS
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Maui

Bali

Heron

Corsica

Frame
Colour

Lens Colour AC Polarized AC Photochromic

Black Amber BZEMAUIBA

Black Amber BZEMAUIBAPH

Black Grey BZEMAUIBG

Black Grey BZEMAUIBGPH

The Maui has had an update over the last year and now features dual moulded non 
slip temples. It’s available in a matt black frame with grey, amber or blue mirror lenses. 
Photochromic Lens option: these lenses lighten and darken depending on the available UV.

The Bali has been totally revamped it now has an 8 base wrap frame which offer better side 
protection. It’s available in gloss tortoise shell and gloss black fitted with grey or copper lenses. 

MAUI

BALI

Frame
Colour

Lens 
Colour

AC Polarized

Smoke Amber BZEBALSA

Smoke Grey BZEBALSG

Tortoise Amber BZEBALTA

Tortoise Grey BZEBALTG

The Heron our mid sized ladies frame has a 8 base curve and dual moulded non slip tan 
temples. Available in gloss black and gloss tortoise shell with grey or amber lenses. 

The Corsica is a modern, full wrap look with positive buoyancy. Available in Gloss Black or Gloss White 
Frame, with black rubberized non-slip temples. Single wrap Polarised acetate lens available in Grey, Amber, 
Dark Blue Mirror. Great coverage/protection against all the elements including, sun, sand and wind.

HERON

CORSICA

Frame
Colour

Lens 
Colour

AC Polarized

Black Amber BZEHERBA

Black Grey BZEHERBG

Tortoise Amber BZEHERTA

Tortoise G15 BZEHERTG15

Frame
Colour

Lens 
Colour

AC Polarized

Gloss Black Amber BZECORBA

Gloss Black Blue Mirror BZECORBBM

Gloss Black Grey BZECORBG

Gloss White Amber BZECORWA

Gloss White Blue Mirror BZECORWBM

Gloss White Grey BZECORWG
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Piha

Flores

Tofino

Wavefarer

PIHA

FLORES

TOFINO

WAVEFARER

Frame
Colour

Lens 
Colour

AC Polarized

Gunmetal Amber BZEPIHAGMA

Gunmetal Blue Mirror BZEPIHAGMBM

Gunmetal Grey BZEPIHAGMG

Frame
Colour

Lens 
Colour

PC Polarized

Tortoise G15 BZEFLOPCTG15

Tortoise Rose BZEFLOPCTR

Frame
Colour

Lens 
Colour

AC Polarized

Black Amber BZETOFBA

Black Grey BZETOFBG

Black Blue Mirror BZETOFBM

Tortoise Amber BZETOFTA

Tortoise Grey BZETOFTG

Frame
Colour

Lens 
Colour

AC Polarized

Matt Black Amber BZEWAVE1

Gloss Black Grey BZEWAVE2

Tortoise Amber BZEWAVE3

Green Grey BZEWAVE4

Red Grey BZEWAVE5

The Piha is a smaller sports frame which which suits ladies and younger teenagers. It has a gunmetal 
frame and is available fitted with grey, amber or blue mirror lenses.

The Flores is a super lightweight unisex frame made from TR90. Available in tortoise shell with either 
G15 green or rose polycarbonate polarised lenses.

The Tofino suits female or smaller men’s face shapes. It’s available in matt black or gloss tortoise shell 
with grey, amber or blue mirror lenses. Also grey or amber polarised photochromic and polarised with 
non polarised readers in +1.50, +2.00 and +2.50 powers.

The "Newport" Wavefarer acetate polarised sunglasses are a modern take on a retro style.
Available frame colours: Tortoise, Gloss Black, Red, Matt Black and Green
Lens options: Grey or Amber lens.
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CAL

Frame
Colour

Lens 
Colour

AC Polarized

Blue Amber BZECALBA

Blue Grey BZECALBG

White Amber BZECALWA

White Grey BZECALWG

The kids Grom model suits between 5 and 12 year olds and will float in both fresh or salt water.
It’s fitted with our 1.1mm acetate lens and has the option of polarised or polarised photochromic.

The Nauru junior is a scaled down model of the adult’s model. Great for all kids activities as it’s 
comfortable to wear, gives great protection with it ‘s wrap style and stays on in all conditions. Available in 
matt black with grey or amber polarised acetate lenses. Suits ages 6 tp 10 year olds.

The Cal has a retro style dual moulded frame.
Frame Options: Gloss Mid Blue with Matt Light Blue non slip temples and trim.
           Gloss White with Matt Red non slip temples and trim.
Lens Options:    Polarised Grey or Amber Acetate 1.1mm lenses.

KID's SUNGLASSES

GROM

NAURI Jr.

Frame
Colour

Lens 
Colour

AC Polarized

Black Amber BZENAUJRBA

Black Grey BZENAUJRBG

Smoke Amber BZENAUJRSA

Smoke Grey BZENAUJRSG

Frame
Colour

Lens Colour AC Polarized AC Photochromic

Blue Amber BZEGROMBA

Blue Amber BZEGROMBAPH

Blue Grey BZEGROMBG

Carbon Amber BZEGROMCA

Carbon Amber BZEGROMCAPH

Carbon Grey BZEGROMCG

White Amber BZEGROMWA

White Amber BZEGROMWAPH]

White Grey BZEGROMWG

Frame colour options are:
Carbon with grey, white with grey, blue with white or pink with grey

Lens options are:
Grey or amber acetate or amber polarised photochromic acetate.
Photochromic lenses lighten and darken depending on the available UV.

* Floating Sunglasses *Grom

Nauru jr.

Cal
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FLOATING SUNGLASS RETAINER STRAP

MULTI-COLOURED FLOATING SUNGLASS 
RETAINER STRAP

SILICON SUNGLASS RETAINER STRAP

URETHANE SUNGLASS RETAINER STRAPFABRIC SUNGLASS RETAINER
Barz Floating Sunglass Retainer actually floats, available 
in black and great for everyday use, just attach it to the 
end of your sunglasses.

BZEFLOALB

Barz Floating Sunglass Retainer actually floats, available 
in black and great for everyday use, just attach it to the 
end of your sunglasses.

BZEFLOLEASHM

Silicon strap holds sunglass firmly in place, great for 
watersports.

BZESILLBK  Black
BZESILLBL  Blue

Urethane lightweight sunglass retainers - prevents loss of 
your valuable sunglasses.  
Available in black, red, yellow, orange.

BZEURTHLBK Black
BZEURTHLBL Blue
BZEURTHLO Orange
BZEURTHLRD Red
BZEURTHLYL Yellow

Fabric sunglass retainer - prevents loss of your valuable 
sunglasses. Available in Red, Black or Blue.

BZEFABLBK Black
BZEFABLBL Blue
BZEFABLRD Red

SUNGLASS RETAINER STRAPS

CAP RETAINER

NYLON CAP RETAINER
Sick of losing your hat in high speed/ windy adventures?
The nylon cap retainer is for you. Just clip it onto your cap 
with one end and your shirt with the other.
Comes in black with white or white with black.

BZECAPBW Black with White.
BZECAPWB White with Black.
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MINOR 72

AUR72C
Clock 50mm dial (2")
Case 2 13/16" x 1-1/2".

2" BRASS INSTRUMENTS - Chrome Plated
AUB72C 
Barometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AUT72C 
Thermometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AUH72C 
Hygrometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

• Gold plated cases are polished by hand, gilded and finished with a varnish of two oven-hardened ingredients - 
procedures that endow each compass with an exceptional resistance to sea mist •

AUR72N
Clock 50mm dial (2")
Case 2 13/16" x 1-1/2".

2" BLACK ALUMINUM INSTRUMENTS
AUB72N
Barometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AUT72N
Thermometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AUH72N
Hygrometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AUR72D 
Clock 50mm dial (2")
Case 2 13/16" x 1-1/2".

2" BRASS INSTRUMENTS - Gold Plated
AUB72D 
Barometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AUT72D 
Thermometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AUH72D 
Hygrometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AURE72C
Clock 50mm dial (2")
Case 2 13/16" x 1-1/2".

2" BRASS INSTRUMENTS - Chrome Plated with Black Dial
AUBE72C
Barometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AUTE72C
Thermometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

AUHE72C
Hygrometer 50mm dial (2")
Case 2 13/16" x 1-1/2".

Made in SpainAUTONAUTIC INSTRUMENTS
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AUR95C 
Clock 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

3" CHROMED BRASS INSTRUMENTS
AUB95C 
Barometer 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

AUT95C 
Thermometer 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

AUH95C 
Hygrometer 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

AUR95D 
Clock 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

3" BRASS INSTRUMENTS - Gold Plated
AUB95D 
Barometer 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

AUT95D 
Thermometer 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

AUH95D 
Hygrometer 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

AUR95N
Clock 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

3" BLACK ALUMINUM INSTRUMENTS
AUB95N
Barometer 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

AUT95N
Thermometer 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

AUH95N
Hygrometer 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

ATLANTIC 95

• Gold plated cases are polished by hand, gilded and finished with a varnish of two oven-hardened ingredients - 
procedures that endow each compass with an exceptional resistance to sea mist •

Made in SpainAUTONAUTIC INSTRUMENTS
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AURBP 
Clock 89mm dial (3 1/2")
Case 4 5/16" x 1 5/8".

4" Instruments in High Strength Nylon - For Exterior or Interior
AUBBP
Barometer 89mm dial (3 1/2")
Case 4 5/16" x 1 5/8".

AUTBP
Thermometer 89mm dial (3 1/2")
Case 4 5/16" x 1 5/8".

AUHBP 
Hygromete 89mm dial (3 1/2")
Case 4 5/16" x 1 5/8".

BALTIC 110

AUR120D 
Clock 95mm dial (3 3/4")
Case 4 3/4" x 1-3/8".

4" CLOCK and BAROMETER - Gold Plated
AUB120D 
Barometer 95mm dial (3 3/4")
Case 4 3/4" x 1-3/8".

AUR120N
Clock 95mm dial (3 3/4")
Case 4 3/4" x 1-3/8".

AUB120N
Barometer 95mm dial (3 3/4")
Case 4 3/4" x 1-3/8".

PACIFIC 120

4" CLOCK and BAROMETER - Black Case

AUR120C 
Clock 95mm dial (3-3/4")
Case 4-3/4" x 1-3/8".

4" CLOCK and BAROMETER - Chrome
AUB120C 
Barometer 95mm dial (3-3/4")
Case 4-3/4" x 1-3/8".

Made in Spain

AUCL120D 
Clinometer 95mm dial (3-3/4")
Case 4 3/4" x 1-3/8".

4" CLINOMETER - Gold Plated

AUTONAUTIC INSTRUMENTS
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AUR200D 
Clock 160mm dial (6 1/4")
Case 7 7/8" x 2".

6" BRASS CLOCK - Gold Plated 6" BRASS BAROMETER - Gold Plated

AUB200D
Barometer 160mm dial (6 1/4")
Case 7 7/8" x 2".

ADRIATIC 200

ADRIATIC 200

AUE200N 
Black Aluminum.
Clock 160mm dial (6 1/4")
Case 7 7/8" x 2".

6" WEATHER STATION CLOCK
withThermometer, Hygrometer

and Barometer Dials
AUE200P 
Brass with Gold Plating.
Clock 160mm dial (6 1/4")
Case 7 7/8" x 2".

WEATHER STATION CLOCK
withThermometer, Hygrometer and Ba-

rometer Dials

AUR220D 
Clock 150mm dial (6")
Case 8-5/8" x 3-3/8".

6" GOLD PLATED CLOCK and BAROMETER
AUB220D
Barometer 150mm dial (6")
Case 8-5/8" x 3-3/8".

MEDITERRANEAN 220

MEDITERRANEAN 220

AUR220C 
Clock 150mm dial (6")
Case 8-5/8" x 3-3/8".

6" CHROME PLATED CLOCK and BAROMETER

AUB220C
Barometer 150mm dial (6")
Case 8-5/8" x 3-3/8".

Made in SpainAUTONAUTIC INSTRUMENTS
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AUEP
50mm dial (2"). Case 3" x 1-1/2"
Board 9" x 3-3/8".

AUEPC
50mm dial (2"). Case 3" x 1-1/2"
Board 9" x 3-3/8".

WEATHER STATION
Barometer, Thermometer

& Hygrometer on Wood Board

WEATHER STATION
Barometer, Thermometer

& Hygrometer on Black Board

AUEG
Gold Plated Brass Instruments. Brown Board.
70mm ((2-3/4") dial. 95mm Case (3 3/4").

AUEGC
Chrome Plated Brass Instruments. Black Board.
70mm ((2-3/4") dial. 95mm Case (3 3/4").

3 INSTRUMENT WEATHER STATION
On Wood Board.  13-3/4" x 5-1/8"
Thermometer/Barometer/Hygrometer.

AUR95P
Board 30mm x 130mm
Clock 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

2-3/4" CLOCK on Wood Board 2-3/4" BAROMETER on Wood Board

AUB95P
Board 30mm x 130mm
Clock 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".

AUEC
Instruments 70mm dial (2 3/4")
Case 3 3/4" x 1-3/8".
Board 9 1/2" x 9 1/2".

WEATHER STATION
Clock, Barometer, Thermomter
and Hygrometer
on Wooden Board

WEATHER STATION
for Indoor or Outdoor Use

AUE110 4" Thermometer, Barometer and Hygrometer.
 Instrument Cases made of High Strength 

Nylon. Board made of Black Metal. 
3-1/2" Dial. Case 4-5/16" x 1-5/8".

 Board 16" x 7".

Made in SpainAUTONAUTIC INSTRUMENTS
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• Gold plated cases 
are polished by hand, 
gilded and finished with 
a varnish of two oven-
hardened ingredients - 
procedures that endow 
each compass with an 
exceptional resistance 
to sea mist •

AUPCP
Bell can be set to ring
Ship's Bell Chimes, or
Westminster (Big Ben) Chimes.
Clock 95mm (3 3/4") Dial. Case 4 3/4" x 1-3/8".
Bell 4 1/4" Diameter.
Board 11 3/4" x 6 1/4".

CLOCK with SHIP'S BELL
on Wooden Board

AUIEM
Gold Plated Instruments.
95mm (3 3/4") Dial. Case 4 3/4" x 1-3/8".
Board 12 3/8" x 6 1/4".

CLOCK and BAROMETER
on Wooden Board

WEATHER STATION
Clock, Barometer, Thermometer and 

Hygrometer on Wooden Board

AUEMR
Gold Plated Instruments 70mm dial (2 3/4")
Case 4-5/8" x 1".
Board 13" x 11".

AUR1
Chrome Clock. Angled Surface Mount.
50mm Dial (2").  Case 72mm x 59mm.

CHROME CLOCK
Angled Surface Mount

AUEMP Gold Plated Instruments.
 6" Dial. Case 8-5/8" x 3-3/8".
 Board 20-7/8" x 11-3/8".

6" CLOCK and BAROMETER
on Wooden Board

Made in SpainAUTONAUTIC INSTRUMENTS
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2-3/4" BRASS CLOCK 2-3/4" BRASS BAROMETER
BA6710 Dial 70mm (2-3/4")
 Case 88 x 25mm (3-1/2" x 1")
 Matches BA1710 & 9710

BA1710 Dial 70mm (2-3/4")
 Case 88 x 25mm (3-1/2" x 1")
 Matches BA6710 & 9710

• SKY • 

2-3/4" BRASS HYGRO/THERMOMETER
BA9710      Dial 70mm (2 3/4")
 Matches BA6710 & 1710

2-3/4" 2-3/4" 2-3/4"

Made in Germany

BA683RF  Clock 85mm dial (3-3/8")
 Case 4-3/8" x 1-1/4".
 Matches BA183RF, BA983RF

3-3/8" BRUSHED STAINLESS STEEL 
CLOCK

BA183RF Barometer 85mm dial (3-3/8")
 Case 4-3/8" x 1-1/4". 
 Matches BA683RF, 683.2RF, 983RF

3-3/8" BRUSHED STAINLESS STEEL 
BAROMETER

BA983RF Hygrometer/Thermometer 85mm dial.
 Case 4-3/8" x 1-1/4".
 Matches BA183RF,  683RF, 683.2RF

3-3/8" BRUSHED STAINLESS STEEL HY-
GRO/THERMOMETER

BA683.2RF  Clock. White Dial, Flag Motif. 
 85mm dial (3-3/8")
 Case 4-3/8" x 1-1/4". 
 Matches BA183RF, BA983RF 

3-3/8" 3-3/8"

• SKY • 

BA683RF 

BA683.2RF 

3-3/8"

BA683  Clock 85mm dial (3-3/8")
 Case 4-3/8" x 1-1/4".
 Matches BA183 & BA983

3 3/8" BRASS CLOCK
BA183 Barometer 85mm dial (3-3/8")
 Case 4-3/8" x 1-1/4". 
 Matches BA683, BA983

3 3/8" BRASS BAROMETER
BA983 Hygrometer/Thermometer 85mm dial.
 (3-3/8"). Case 4-3/8" x 1-1/4".
 Matches BA183, BA683

3 3/8" BRASS HYGRO/THERMOMETER

• TEMPO • 

3-3/8" 3-3/8" 3-3/8"
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3 3/8" CHROME PLATED BRASS
CLOCK

3 3/8" CHROME PLATED BRASS
BAROMETER

3 3/8" CHROME PLATED BRASS
HYGRO/THERMOMETER

BA683C  Clock 85mm dial (3-3/8")
 Case 4-3/8" x 1-1/4".
 Matches BA183C & BA983C

BA183C Barometer 85mm dial (3-3/8")
 Case 4-3/8" x 1-1/4". 
 Matches BA683C, BA983C

BA983C Hygrometer/Thermometer 85mm dial.
 (3-3/8"). Case 4-3/8" x 1-1/4".
 Matches BA183C, BA683C

3-3/8" 3-3/8" 3-3/8"

• TEMPO • 
Made in Germany

4" STAINLESS CLOCK
Brushed Stainless & Black Lacquered Case

with Black Dial

4" STAINLESS CLOCK
Polished Stainless with Silver Dial

4" STAINLESS BAROMETER
Polished Stainless with Silver Dial

4" STAINLESS THERMO/HYGROMETER
Polished Stainless with Silver Dial

4" STAINLESS BAROMETER
Brushed Stainless & Black Lacquered Case

with Black Dial

4" STAINLESS THERMO/HYGROMETER
Brushed Stainless & Black Lacquered Case

with Black Dial
BA827 Clock. Dial 100mm (4")
 Case 102 x 35mm (4" x 1-3/8"). 

Matches BA829, BA823

BA827C Clock. Dial 100mm (4")
 Case 102 x 35mm (4" x 1-3/8"). 

Matches BA829C, BA823C

BA823 Barometer. Dial 100mm (4")
 Case 102 x 35mm (4" x 1-3/8"). 

Matches BA827, BA829

BA823C Barometer. Dial 100mm (4")
 Case 102 x 35mm (4" x 1-3/8"). 

Matches BA827C, BA829C

BA829 Thermometer/Hygrometer. Dial 100mm (4")
 Case 102 x 35mm (4" x 1-3/8"). 

Matches BA823, BA827

BA829C Thermometer/Hygrometer. Dial 100mm (4")
 Case 102 x 35mm (4" x 1-3/8"). 

Matches BA823C, BA827C

• ORION • 

ORION Series
The instruments of the ORION series exhibit the best of modern design. The round cases made of stainless steel come either in special black lacquer or in polished 
stainless steel versions. Air pressure, time or humidity with temperature are the main functions of this line. The dials are in black or silver, with the hands in white or 
polished silver respectively. ORION instruments fit in perfectly in contemporary interiors in yachts and homes.
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4" BRASS CLOCK 4" BRASS BAROMETER 4" BRASS HYGRO/THERMOMETER
BA684  Clock 100mm dial (4")
 Case 4-3/4" x 1-5/8".
 Matches BA184 & BA984

BA184 Barometer 100mm dial (4")
 Case 4-3/4" x 1-5/8".
 Matches BA684, BA984

BA984 Hygrometer/Thermometer 100mm dial  
 (4"). Case 4-3/4" x 1-5/8".
 Matches BA184, BA684

  4" 4" 4"

• REGATTA • 

BA684C  Clock 100mm dial (4")
 Case 4-3/4" x 1-5/8".
 Matches BA184C & BA984C

BA184C Barometer 100mm dial (4")
 Case 4-3/4" x 1-5/8".
 Matches BA684C, BA984C

BA984C Hygrometer/Thermometer 100mm dial  
 (4"). Case 4-3/4" x 1-5/8".
 Matches BA184C, BA684C

4" CHROME PLATED BRASS
CLOCK

4" CHROME PLATED BRASS
BAROMETER

4" CHROME PLATED BRASS
HYGRO/THERMOMETER

4" 4" 4"

• REGATTA • 

• REGATTA • 

4" BRASS CLOCK with Blue Dial 4" BRASS BAROMETER with Blue Dial 4" BRASS HYGRO/THERMOMETER
with Blue DialBA684BL  Clock 100mm dial (4")

 Case 4-3/4" x 1-5/8". Blue Dial.
 Matches BA184BL & BA984BL

BA184BL Barometer 100mm dial (4")
 Case 4-3/4" x 1-5/8". Blue Dial.
 Matches BA684BL, BA984BL

BA984BL Hygrometer/Thermometer 100mm dial  
 (4"). Case 4-3/4" x 1-5/8". Blue Dial.
 Matches BA184BL, BA684BL

4" 4" 4"

Made in Germany
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BA101.5 Barometer/Hygrometer/Thermometer.
 100mm Dial (4"). 104mm Case (4-3/16").
 Brushed Nickel Plated Brass.
 For wall mounting, or can stand up on desktop.

BA601.5 Clock. 100mm Dial (4"). 104mm Case (4-3/16").
 Brushed Nickel Plated Brass.
 For wall mounting, or can stand up on desktop.

4" NICKEL PLATED BRASS WEATHER STATION

4" NICKEL PLATED BRASS CLOCK

BA101.5
BA601.5

• VIKING • 

• VIKING • 

VIKING Series
The VIKING series boasts large, easy to read dials for clocks, barometers and clinometers to show the angle of inclination of the boat.
Greatly prized in the yachting and professional world by many sailors, the range also has a truly excellent price-performance ratio.
The compact, two-piece cases made of solid polished brass with a metal back plate are also available in chromed form.
Dials are white with black hands.

BA611  Clock 130mm dial (5")
 Case 155mm x 35mm (6" x 1-3/8").
 Matches BA111,BA911

BA611CR Clock 130mm dial (5")
 Case 155mm x 35mm (6" x 1-3/8").
 Matches BA111,BA911

5" BRASS CLOCK

5" CHROMED BRASS CLOCK

BA111 Barometer 130mm dial (5")
 Case 155mm x 35mm (6" x 1-3/8").
 Matches BA611,BA911

BA111CR Barometer 130mm dial (5")
 Case 155mm x 35mm (6" x 1-3/8").
 Matches BA611,BA911

5" BRASS BAROMETER

5" CHROMED BRASS BAROMETER

BA911 Clinometer 130mm dial. (5")
 Case 155mm x 35mm (6" x 1-3/8").
 Matches BA111,BA611

BA911CR Clinometer 130mm dial. (5")
 Case 155mm x 35mm (6" x 1-3/8").
 Matches BA111,BA611

5" BRASS CLINOMETER

5" CHROMED BRASS CLINOMETER

Made in Germany
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4" PORT-HOLE WIND-UP CLOCK
SILVER PLATED DIAL - with SHIP'S BELL

4" PORT-HOLE QUARTZ CLOCK
SILVER PLATED DIAL

4" PORT-HOLE QUARTZ CLOCK
SILVER PLATED DIAL - with SHIP'S BELL

BA1487
Dial 100mm (4")
Case 140 x 80mm (5-1/2" x 3-1/8")

BA1492
With Ship's Bell
Matches BA1486

BA1491 8-Day Wind Up Clock, with Ship's Bell.
 Dial 100mm (4")
 Case 140 x 80mm (5-1/2" x 3-1/8")
 Matches BA1486

4"

4"

3-3/8" BRASS PORT-HOLE CLOCK

BA1327 Dial 85mm (3-3/8")
 Case 120 x 45mm (4-3/4" x 1-3/8")
 Matches BA1325 & BA1330

3-3/8" CAST BRASS 
PORT-HOLE BAROMETER

BA1325    Dial 85mm (3-3/8")
 Case 120 x 45mm (4-3/4" x 1-3/8")
 Matches BA1327 & BA1330

3-3/8" CAST BRASS 
PORT-HOLE COMFORT METER

BA1330    Hygrometer/Thermometer. Dial 85mm
 Case 120 x 45mm (4-3/4" x 1-3/8") 
 Matches BA1327 & BA1325

3 3/8" 3 3/8" 3 3/8"

• POSEIDON • Made in Germany

• ADMIRAL • 

ADMIRAL Series
The robust special hinge construction and a toggle closure allow the instruments to swing out to one side for easy battery changing or adjustment of the instruments.
The high-quality dials are made of circular-brushed aluminium with Danish silver lacquer to provide good contrast with the black hands for best reading precision.

4" THERMOMETER
SILVER PLATED DIAL

4" HYGROMETER
SILVER PLATED DIAL

4" PORT-HOLE BAROMETER
SILVER PLATED DIAL

BA1485 Barometer. Dial 100mm (4")
 Case 140 x 80mm (5-1/2" x 3-1/8")
 Matches BA1486, BA1487, BA1488, 

BA1489, BA1491, BA1492

BA1488 Thermometer. Dial 100mm (4")
 Case 140 x 80mm (5-1/2" x 3-1/8")
 Matches BA1485, BA1486, BA1487, 

BA1489, BA1491, BA1492

BA1489 Hygrometer. Dial 100mm (4")
 Case 140 x 80mm (5-1/2" x 3-1/8")
 Matches BA1485, BA1486, BA1487, 

BA1488, BA1491, BA1492

• ADMIRAL • 

4" 4"

4"
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BA587TT Quartz Clock with Tide Indication.
 150mm Dial (6"). Case 7-1/8" x 2-3/4".
 Brass. "Skipper" Series:
 Matches BA586/BA587/BA591/BA592.

6" BRASS TIDE CLOCK
BA587 Quartz clock 150mm dial (6")
BA592 Quartz Ship's Bell 150mm dial (6")
BA591 8-Day Wind up with Ship's Bell.   
 150mm dial (6")
 Case 7-1/8" x 2-3/4"
 Matches BA586 

6" BRASS QUARTZ CLOCK 6" BRASS BAROMETER/THERMOMETER
BA586  150mm dial (6")
 Case 7-1/8" x 2-3/4"
 Matches BA587,591,592

6" 6"6"

6" BRASS SHIP'S CLOCK 6" BRASS SHIP'S CLOCK
BA1650 White face. Dial 150mm (6")
 Case 220 x 70mm (8-5/8" x 2-3/4")
 Matches BA1613

BA1650FS   With radio silence sectors. Dial 150mm (6")
 Case 220 x 70mm (8-5/8" x 2-3/4")
 Matches BA1613

BA1613 Dial 150mm (6")
 Case 220 x 70mm (8-5/8" x 2-3/4")
 Matches BA1650 & BA1650FS

6" BRASS BAROMETER

6" 6"

• COLUMBUS • 

6"

BA593 150mm Dial (6"). Case 7-1/8" x 2-3/4".
 Brass. "Skipper" Series:
 Matches BA586/BA587/BA591/BA592.

6" WEATHER STATION
Barometer/Thermometer/Hygrometer

Made in Germany

6" BRASS QUARTZ CLOCK
Stainless Case with Chrome Finishing Ring

BA587C  Quartz Clock. 150mm dial (6")
 Case 7-1/8" x 2-3/4".
 SS with Chrome Finishing Ring.
 Matches BA587C

• SKIPPER • 

• SKIPPER • 

BA587CR 150mm Dial (6"). Case 7-1/8" x 2-3/4".
 Brass. "Skipper" Series.

6" CHROME QUARTZ CLOCK
Chromed Brass Case with Chrome

Finishing Ring
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• SKIPPER PROFESSIONAL • 

BA1580C High Precision Barometer.  Brushed Stainless case with Polished Chrome finishing ring.
 150mm Dial (6"). Case 7-1/8" x 2-3/4". Matches BA587C Clock. (Replaces BA586C Barometer).

6" HIGH PRECISION BAROMETER
Brushed Stainless Case with Chrome Finishing Ring

The high-precision special barometer 1580 is built to comply with the DHI specifications and have a special 
high-accuracy movement with large twin cells and a special front and back plate and a calibration piece by 
piece through our workshop.

Each and every piece is tested in a pressure chamber, calibrated and supplied with a works certificate.
The case is made of solid brass or alternatively of brushed stainless steel with a chromed brass upper part. 
A real masterpiece and a “must” for the bridge of every serious seaman.

Made in Germany

6" BRASS CLOCK on BOARD 6" CHROME PLATED BRASS 
CLOCK on BOARD

6" BRASS BAROMETER
on BOARD

6" CHROME PLATED BRASS 
BAROMETER on BOARDBA1587

150mm Dial (6").
Mounted on 8-1/4" Dia. Mahogany Base.

BA1587C
150mm Dial (6").
Mounted on 8-1/4" Dia. Black Base.

BA1585
50mm Dial (6").
Mounted on 8-1/4" Dia. Mahogany Base.

BA1585C
50mm Dial (6").
Mounted on 8-1/4" Dia. Black Base.

BA386C Chrome Clock, Barometer and Thermometer 
mounted on Lacquered Mahogany Board.

 14-1/2" x 5-1/8".   85mm Dial (3-3/8"). 

BA386 Brass Clock, Barometer and Thermometer mounted 
on Solid Mahogany Board.

 14-1/2" x 5-1/8".   85mm Dial (3-3/8"). 

WEATHER STATION on Black Lacquered Board WEATHER STATION on Wood Board

BA2084C Chrome Clock and Barometer.
 Lacquered Mahogany Board 12" x 6".  
 100mm Dial (4"). 

BA2084 Brass Clock and Barometer.
 Solid Mahogany Board 12" x 6".  
 100mm Dial (4"). 

CLOCK AND BAROMETER
on Black Lacquered Board

CLOCK AND BAROMETER
on Wood Board
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Windmeter, Barometer, Altimeter, Hygrometer, Ther-
mometer, Clock, Regatta Timer

"METEOGUIDE PRO"
Handheld Weather Station and Race Timer

BA525 119mm x 58mm x 19mm.

BA3751
Barometer, Clock, Thermo/Hygrometer
Mounted on Mahogany Base.
Dial 2-3/4". Board 14-1/4" x 4-1/4".

BA3750
Barometer, Thermometer, Hygrometer
(Not Pictured)
Mounted on Mahogany Base.
Dial 2-3/4". Board 14-1/4" x 4-1/4".

3 BRASS INSTRUMENTS  2-3/4" DIAL

Made in Germany

VICTORY CLOCKS & BAROMETERS  Made in Taiwan

BRASS CLOCK
Polished Cast Brass

RM617 3 1/2"  Dial 3-7/16" Case 5-7/8" x 2".
  Arabic Numerals.
RM617A 3 1/2"  Dial 3-7/16" Case 5-7/8" x 2".  
  Arabic Numerals.
RM616   5"     Arabic Numerals. Dial 4-7/8"
  Case 6-5/16" x 2-3/8". 
RM615  6"     Arabic Numerals. Dial 6"
  Case 7-1/4" x 2-3/4".

BRASS BAROMETER
Polished Cast Brass

RM617R 3 1/2" Dial 3-7/16"  Case 5-7/8" x 2"
RM616R 5"      Dial 4-7/8"     Case 6-5/16" x 2-3/8"
RM615R 6"      Dial 6"           Case 7-1/4" x 2-3/4"

3 1/2"
5"
6"

3 1/2"
5"
6"

6" BRASS TIDE CLOCK
RM615T Tide Clock.
 Dial 150mm (6")
 Case 7 1/4" x 2 3/4".

BAROGRAPH
Mechanical barograph - Solid rotating brass drum that is driven by a 
quartz battery movement to rotate the drum once a week. A felt tip 
pen at the end of the writing arm shows changes in the air pressure 
on a paper diagram that is wrapped around the drum. A mechani-
cal barometer movement with eight round diaphragms measures 
variation in the air pressure and transfers it very precisely through 
a system of mechanical levers to the writing arm. The high-quality 
mahogany case is polished several times and treated with a special 
high-gloss lacquer to produce an especially lustrous surface. The 
interior metal parts are solid brass, polished and gold-plated. All 
barographs come with a one year supply of charts and felt tip pens.

BA2003 300mm x 170mm x 180mm.
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BRASS CLOCK
Polished Cast Brass

Arabic Numerals

RM618 Brass Clock.
 3" Dial. 4" Case.

BRASS BAROMETER
Polished Cast Brass

Arabic Numerals

BRASS COMFORTMETER
Polished Cast Brass

Arabic Numerals

RM618R Brass Barometer.
 3" Dial. 4" Case.

RM618TH Brass Thermometer/
 Hygrometer.
 3" Dial. 4" Case.

RM611 Brass Porthole Instrument Set.
 5 3/4" Dial.   8 3/4" Case.
 

BRASS WEATHER STATION
Clock / Barometer / Thermometer / Hy-

grometer

VICTORY CLOCKS & BAROMETERS  Made in Taiwan

RM622 Roman Numerals.  3-1/2"   

PORT-HOLE CLOCK
Polished Cast Brass

RM622R Barometer.   3-1/2"

3-1/2" PORT-HOLE BAROMETER
Polished Cast Brass

RM622L Roman Numerals. (Pictured). 4"
RM622LA      Arabic Numerals. 4"

RM622LR Barometer.   4"

3 1/2"
4"

3 1/2"
4"

4"

RM622LH Hygrometer/Thermometer.   4"

PORT-HOLE COMFORTMETER
Polished Cast Brass

PORT-HOLE CLOCK
with Flag Motif. Cast Brass.

4"

PORT-HOLE TIDE CLOCK
Cast Brass

3 1/2"
4"

RM622LFA      Arabic Numerals.  Flag Design.  4" RM622T Arabic Numerals. Tide Clock. 3-1/2"

RM622LTA Arabic Numerals. Tide Clock. 4"
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PORT HOLE BAROMETER
Polished Cast Brass

RM620R Dial 107mm (4-1/4").
 Case 187 x 63mm (7  3/8" x 2 1/2").

4"

PORT HOLE COMFORTMETER
Polished Cast Brass

RM620TH Dial 107mm (4-1/4").
 Case 187 x 63mm (7  3/8" x 2 1/2").

4"

3-1/2" PORT-HOLE CLOCKS
Polished Cast Brass

RM621N Dial 90mm (3-1/2"). Roman Numerals.
 Case 145 x 50mm (5-3/4" x 2").
RM621NA Dial 90mm (3-1/2"). Arabic Numerals.
 Case 145 x 50mm (5-3/4" x 2"). Not Pictured.

RM620 Dial 107mm (4-1/4"). Arabic Numerals.
 Case 187 x 63mm (7  3/8" x 2 1/2").

3 1/2"
4"

 CHROMED BRASS PORTHOLE MIRROR
MADE IN ITALY

FS2000CR Mirror 14"         O.A.D. 18-1/4". Chr.
FS2001CR       Mirror 8-1/4"     O.A.D. 12" Chrome
FS2002CR Mirror 6-1/2"     O.A.D. 10-1/4" Chr.

BRASS PORTHOLE MIRROR
MADE IN TAIWAN 

AA91540/12 Mirror 7-1/2"     O.A.D.  11-1/2"
AA91540/08 Mirror 5"     O.A.D.  8"

 BRASS PORTHOLE MIRROR
MADE IN ITALY

FS2000 Mirror 14"         O.A.D. 18-1/4"
FS2001        Mirror 8-1/4"     O.A.D. 12"
FS2002 Mirror 6-1/2"     O.A.D. 10-1/4"
FS2003 Mirror 6"           O.A.D.   8-1/4"
FS2004 Mirror 5"           O.A.D.   7-1/4"   

VICTORY CLOCKS & BAROMETERS  Made in Taiwan

FS2409 Polished Brass Mirror. O.D. 373mm (14-5/8").
 Mirror Dia. 262mm (10-3/8").

OPENING PORTHOLE MIRROR
With Lever Latches

MIRRORS
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FS2039 190 mm.
FS2040 150 mm.
FS2041 100 mm.
FS2042 90 mm.
FS2043 80 mm.
FS2044 50 mm.

SOLID POLISHED BRASS HANDBELLS
FS2201 Ø90 mm. Height: 135 mm.
FS2202 Ø80 mm. Height: 125 mm.
FS2203 Ø50 mm. Height: 105 mm.

CHROMED CAST BRASS SHIP'S BELL
FS2187CR With mounting bracket. 6" diam.
FS2186CR With mounting bracket. 7.5"diam
FS2106CR With mounting bracket.8.25"dia.

FS2187CV Spare "V" mounting bracket for   
  FS2186 and FS2187.
FS2106ACR With mounting bracket.12" diam.
FS2106CRV Spare Chrome "V" mounting   
 bracket for FS2106CR.

SHIP'S BELL Fixed, swivel mount. CAST BRASS SHIP'S BELL
with separate mounting bracket

SOLID POLISHED BRASS SHIP'S BELL
FS2228 4" bell with unique knuckle.
FS2229 6" bell with unique knuckle.
FS2230 7" bell with unique knuckle.

FS2039CR 190 mm. 7-1/2"
FS2040CR 150 mm. 6"
FS2041CR 100 mm. 4"

CHROMED SHIP'S BELL
Fixed, swivel mount.

CHROMED BRASS SHIP'S BELL
FS2228CR 4" bell with unique knuckle.
FS2229CR 6" bell with unique knuckle.
FS2230CR 7" bell with unique knuckle.

FS2187 With mounting bracket. 6" diam.
FS2186 With mounting bracket. 7.5"diam
FS2106 With mounting bracket.8.25"dia.
FS2106A With mounting bracket.12" diam.

FS2187V Spare "V" mounting bracket for   
  FS2186 and FS2187.
FS2106V Spare "V" mounting bracket for FS2106.
FS2106AV Spare "V" mounting bracket for FS2106A.

FS2045 Cast with date "1888".
 2 KG 160 mm.

FS2046 Wall Hook. 5-3/8" to Centre of Hook.
 6-1/4" Total Length.

SHIP'S BELL Fixed, swivel mount.

FS2046

FS2045

FS2045A Millenium Bell.  6-1/4".
 Cast with date "2000".
 Removeable, with Mounting Hook.
 2 Kg. 

"MILLENIUM" SHIP'S BELL

FORESTI & SUARDI BELLS Made in Italy
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FS2026/P Small brass wall Oil light.
 With bulkhead gimbal bracket.
 17 1/2" Height x 6 1/4" Depth.
 
FS2026 Small brass wall Electric light.
 With bulkhead gimbal bracket.
 17 1/2" Height x 6 1/4" Depth.

SMALL BRASS GIMBALLED LAMP
FS2023 Brass bulkhead Oil light.
 With gimbal bracket.
 20 1/2" Height x 11" Depth.
 

 LARGE BRASS GIMBALLED LAMP
FS2026CR Small chromed brass wall Electric  
 light. With bulkhead gimbal bracket.
 17 1/2" Height x 6 1/4" Depth.
 

 CHROMED BRASS GIMBALLED LAMP

FS2026/PV Spare Chimney for FS2026/P
FS2026V Spare Chimney for FS2026
 and FS2026CR.
FS2026W Spare Wick for FS2026/P.
DHBR10 Replacement Burner for FS2026/P.

 Parts for FS2026, FS2026/P, FS2026CR

FS2023V Spare Chimney for FS2023
FS2023W Spare Wick for FS2023

 Parts for FS2023

OIL and ELECTRIC LAMPS  Made in Italy

FS2370  Brass Electric Lamp.  Green Lens. E14 bulb socket.10 1/4" Height x 6" Dia.
FS2371  Brass Electric Lamp.  Clear Lens. E14 bulb socket.10 1/4" Height x 6" Dia.
FS2372  Brass Electric Lamp.  Red Lens. E14 bulb socket.10 1/4" Height x 6" Dia.

 BRASS TABLE LAMPS
"Navigation Lights" on Wood Base

FS2370 FS2371 FS2372

FS2032 Brass Electric Lamp on Wood Base.
 Standard household bulb socket (E27).
 9 5/8" Height. 6" Diameter Base.

 COWL VENT TABLE LAMP

ELECTRIC WALL LAMP
FS2060 Lacquered Brass Wall Lamp. Electric. 

8-1/4" Diameter. Socket fits E27 Stand-
ard household bulb. Max 75W.
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OIL and ELECTRIC LAMPS  Made in Italy

FS2210  Brass Electric Lamp on Wood Base.
 Medium. 15" Height. 10 1/2" Dia. Shade.
FS2210/B  Brass Electric Lamp on Wood Base.
 Small. 12 1/4" Height. 8 1/4" Dia. Shade.

 BRASS TABLE LAMP
with Parchment Chart Shade

FS2210/C  Brass Electric Lamp. Cleat and   
 Steering Wheel on Wood Base.
 Large. 19" Height 13" Dia. Shade.

 BRASS TABLE LAMP
with Parchment Chart Shade

FS2281  Brass Electric Lamp.
 Steering Wheel on Wood Base.
 15 3/4" Height. 13" Dia. Shade.

 BRASS TABLE LAMP
with Parchment Chart Shade

FS2282  Brass Electric Lamp. Anchor and 
 Steering Wheel on Wood Base.
 22" Height. 12" Dia. Shade.

 BRASS TABLE LAMP
with Parchment Chart Shade

FS2283  Brass Electric Lamp.
 With Anchor Plaque on Wood Base.
 12" Height. 8 5/8" Dia. Shade.

 BRASS TABLE LAMP
with Parchment Chart Shade

FS2284  Brass Electric Lamp.
 Lighthouse on Wood Base.
 16" Height. 10 1/2" Dia. Shade.

 BRASS TABLE LAMP
with Parchment Chart Shade

FS2205  Brass Electric Lamp
 with Gimbal Bracket
 15 3/4" Height. 8 3/4" Depth.

 BRASS WALL LAMP
with Parchment Chart Shade

FS2204  Brass Electric Lamp.
 With Gimbal Bracket
 19" Height. 13 3/4" Depth.

 BRASS WALL LAMP
with Parchment Chart Shade

FS2215  Brass Electric Lamp. Steering Wheel  
 with Fixed Arm.
 13" Height. 7 1/4" Depth.

 BRASS WALL LAMP
with Parchment Chart Shade

All lights on this page use a standard household medium screw base bulb (E27).

All lights on this page use a standard household medium screw base bulb (E27).
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DHR BRASS NAVIGATION LIGHTS     Made in Holland

DH8412/O Bi-colour. Brass. Oil. 4" lens.
DH8412/E Bi-colour. Brass. Electric. 4" lens.

BI-COLOUR LIGHT STERN LIGHT
DH8411/O Masthead. Brass. Oil. 4" lens.
DH8411/E Masthead. Brass. Electric. 4" lens.

MASTHEAD LIGHT
DH8511/O Stern. Brass. Oil. 4" lens.

DH8611/O Anchor lamp. Brass.
 Oil. 4" lens.
DH8611/E Anchor lamp. Brass.
 Electric. 4" lens.

 6" ANCHOR LAMP
DH8603/O Anchor lamp. Brass. Oil.
 6" lens. 
DH8603/E Anchor lamp. Brass. Electric.
 6" lens.

DH8404/O Bi-colour. Brass. Oil. 6" lens.
DH8404/E Bi-colour. Brass. Electric. 6" lens.

DH8402/O Masthead. Brass. Oil. 6" lens.
DH8402/E Masthead. Brass. Electric. 6" lens.

 4" ANCHOR LAMP

See Page 587 for Replacement Chimneys, 
Burners and Wicks for DHR Lamps

 5" ANCHOR LAMP
DH8604/O Anchor lamp. Brass. Oil.
 5" lens.
DH8604/E Anchor lamp. Brass. Electric.
 5" lens.

DHR COPPER NAVIGATION LIGHTS

DH4412/O Bi-colour. Copper. Oil. 4" lens.
DH4412/E Bi-colour. Copper. Electric. 4" lens.

 4" BI-COLOUR LIGHT  4" STERN LIGHT
DH4411/OM Masthead. Copper. Oil. 4" lens.
DH4411/E Masthead. Copper. Electric. 4" lens.

 4" MASTHEAD LIGHT
DH4511/O Stern. Copper. Oil. 4" lens.
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DHR NAVIGATION LIGHTS     Made in Holland

 SMALL TABLE LAMP
DH8817/O Oil "Table" lamp.
 With opal shade and shade   
 carrier ring.
DH8817O/E Electric "Table" lamp.
 With opal shade and carrier ring.

DHKAPOPA13 Replacement Opal Shade.

DH8818/O Oil "Small table" lamp.
 With globe shade.

DHOPAK007 Replacement White Globe.

 SMALL TABLE LAMP
DH8827/E Electric Small Wall lamp. With globe  
 shade. Includes fixed wall bracket.

DHOPAK007 Replacement White Globe.

 SMALL WALL LAMP

 TABLE / WALL LAMP
SHADE CARRIER RING AND GLASS SHADE

for Table/Wall Lamps
DHKADRM19 Shade Ring (for glass shades).
DHKAPOPA19 Opal Shade. Glass.
DHKAPGRO19 Green Shade. Glass.

PARCHMENT CHART SHADES
for Table/Wall Lamps

DHZEKOV Oval parchment chart shade.
DHZEKRO Round parchment chart shade.

WALL BRACKET for Wall Lamps.
DH8025 Fixed Bracket. For lamps with  
 glass shades or chart shades.
DH8015 Gimballed Bracket. for lamps  
 with chart shades

DH8816/O Oil "Table" lamp or "Wall Lamp".
 (for wall mounting, order wall   
 bracket separately - #DH8025).
DH8816/E Electric "Table" lamp.
 Wiring exits at base of lamp
DH8825/E Electric "Wall" Lamp.
 Wiring exits at middle of lamp.
 ORDER WALL BRACKET   
 SEPARATELY (#DH8025)

SHADE AND 
SHADE RING OR 
CHART SHADE 
TO BE ORDERED 
SEPARATELY

WALL BRACKET 
TO BE ORDERED 
SEPARATELY

WALL BRACKET for Small Lamps
DH8027 Replacement Fixed Gimbal Bracket for  
 DH8827/E Small Wall Lamp.

DH8017 Gimbal Bracket for DH8818/O
 Small Table Lamp.

See Page 587 for Replacement Chimneys, 
Burners and Wicks for DHR Lamps

DH4611/OA Anchor lamp. Copper.
 Oil. 4" lens.
DH4611/E Anchor lamp. Copper.
 Electric. 4" lens.

 4" COPPER ANCHOR LAMP

 4" COPPER NAVIGATION LIGHTS
DH4311/EP Port side. Copper. Electric. 4" lens.
DH4311/ES Stbd side. Copper. Electric.4" lens.
DH4311/OG Stbd.side. Copper. Oil. 4" lens.
DH4311/OR Port side. Copper. Oil. 4" lens.

 4" BRASS NAVIGATION LIGHTS
DH8311/EP Port side. Brass. Electric. 4" lens.
DH8311/ES Stbd side. Brass. Electric.4" lens.
DH8311/OG Stbd.side. Brass. Oil. 4" lens.
DH8311/OR Port side. Brass. Oil. 4" lens.

 6" BRASS NAVIGATION LIGHTS
DH8304/O Stbd.side. Brass. Oil. 6" lens.
DH8304/OR Port side. Brass. Oil. 6" lens.
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DH8837/E Electric Deluxe lamp.
DH8807/O Oil Wall lamp.

DH8807/E Electric Wall lamp.

 WALL LAMP w/ REFLECTOR

DH8837/E
DH8807/O
DH8807/E

DH8840/O Gimbaled Oil light. Sits on table, or  
 can hang on wall.

BRASS BERTH LAMP - Wall or Table Lamp

 GALLEY LAMP
DH8878/O Oil "Galley" Lamp.
 
Optional Shades to be ordered separately:
DHZEKOV Oval parchment chart shade.
DHZEKRO Round parchment chart shade.
 
DHKADRM19 Shade carrier ring (for glass shades).
DHKAPOPA19    White (Opal) Glass shade.
DHKAPGRO19   Green Glass shade.

DH8877/O  Oil "Pantry" lamp.
DHCHIM-14-17 Spare chimney  
    

 PANTRY LAMP

 DINNER LAMP
DH8880/K Candle "Dinner" lamp.
DHKAARS Box of spare candles. (6)
DH8080 Optional bulkhead bracket for   
 "Dinner" lamp 

DH8880/K

DH8080

 COPPER ELECTRIC TABLE LAMP
DH5621/E 4" oxidized copper. 

Shades to be ordered separately:
DHZEKOVNAU Oval parchment chart shade.
DHZEKRONAU Round parchment chart shade.

DH8621/E 4" polished brass and laquered  
lamp. Ideal for large vessels or 
home use.

  BRASS WALL MOUNT ANCHOR LAMP

PARCHMENT 
CHART SHADE 

TO BE
ORDERED SEPA-

RATELY

 STAINLESS GALLEY LAMP
DH9878/O Oil "Galley" Lamp. Stainless Steel.
 
 
Optional Shades to be ordered separately:
DHZEKOV Oval parchment chart shade.
DHZEKRO Round parchment chart shade.
 
DHKADRM19 Shade carrier ring (for glass shades).
DHKAPOPA19 White (Opal) Glass shade.
DHKAPGRO19 Green Glass shade.

DH8803/O Cargo Lamp. Oil. 15". Brass.

 CARGO LAMP

See Page 587 for Replacement Chimneys, 
Burners and Wicks for DHR Lamps

DHR BRASS LAMPS      Made in Holland
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 TRAWLER LAMP
DH8201/OI Oil "Trawler" lamp. Ideal burner.
DH8201/E Electric "Trawler" lamp.
DHCHIM-20-21 Spare chimney.
 

 TRAWLER LAMP JUNIOR
DH8211/O Oil "Junior trawler " lamp.
DH8211/E Electric "Junior trawler" lamp.

DHCHIM-10-13 Spare chimney for DH8211/O.

DH8207/E Electric "Clipper" lamp.
DH8207/O Oil "Clipper " lamp.
DHCHIM-15-21 Spare chimney.
 

 CLIPPER LAMP

 CAPTAIN'S LAMP JUNIOR
Hanging Lamp or Gimbal Wall Lamp

 CAPTAIN'S LAMP
Hanging Lamp or Gimbal Wall Lamp

DH8210/O  Oil "Captain's" lamp.
DHCHIM-14-17 Spare chimney.
 

DH8208/O Oil "Captain's Lamp Junior" Lamp.
 Previously called the "Cuddy Lamp".
DHCHIM-1 Spare chimney.
 

DH8814/OG Victory Lamp. Oil. Brass with Green  
 glass shade. Includes smoke bell.
 11" Depth x 20" Height. 9" Dia. Shade..

DH8813/OG Liberty Lamp. Oil. Brass with Green  
 glass shade. Includes smoke bell.
 10" Depth x 18" Height.
 7 1/2" Dia. Shade.

 VICTORY WALL LAMP  LIBERTY WALL LAMP  GIMBAL LAMP
DH8917/O Oil "Gimbal"lamp.c/w smoke shade
 and gimbal.
DHCHIM-1 Spare chimney.
 

DH8209/O Hanging Cabin Lamp. Oil. 
 Brass.

 CABIN LAMP

See Page 587 for Replacement Chimneys, 
Burners and Wicks for DHR Lamps

DHR BRASS LAMPS      Made in Holland
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DHKADRM19 Brass Shade Ring. Use with 19cm (7 1/2") Shades. 
DHKADRM23 Brass Shade Ring. Use with 23cm (9") Shades. 

DHKAPOPA13 Glass Opal Shade. 13cm (5 1/8" Dia.). Fits DH8817.
DHKAPOPA19 Glass Opal Shade. 19cm (7 1/2" Dia.).
  Fits DH8813, 8816, 8825, 8878. 
DHKAPGRO19 Same as above, in Green.
DHKAPOPA23 Glass Opal Shade. 23cm (9" Dia.).
  Fits DH8203, 8814, 8213.
DHKAPGRO23 Same as above, in Green.

 GLASS SHADES AND SHADE RING  PARCHMENT CHART SHADE
DHZEKOV Oval Chart Shade. 11" Width x 8" Height. For Oil Lamps.
DHZEKRO Round Chart Shade. 5 5/8" Dia. x 8" Height. For Oil Lamps.

DHZEKOVNAU Oval Chart Shade. 11" Width x 8" Height.
  For Electric Lamps.
DHZEKRONAU Round Chart Shade. 5 5/8" Dia. x 8" Height.
  For Electric Lamps.

DHZEKOV
DHZEKOVNAU

DHZEKRO
DHZEKRONAU

DHKADRM19
DHKADRM23

DHKAPOPA13
DHKAPOPA19
DHKAPOPA23

DHKAPGRO19
DHKAPGRO23

ADJUSTABLE SMOKE BELL
FS2161/A
Made in Italy. Fits FS2026/P Lamp. 
Arm length 8".  Diameter 4 1/4".
Mady in Italy

 DHR SMOKE BELLS
DH8030

Short arm. 135 mm diameter.

DH8031
Long arm.  135 mm diameter.

DH8015 Large Gimballed Bracket.
DH8025 Large Fixed Bracket.
DH8017 Small Gimballed Bracket.
DH8027 Small Fixed Bracket.

DH8078 Heat Resistant Insulating plate
 with Eye. 6 1/2" Dia. Non-Asbestos.
DH8077 Ceiling Plate with Chain. Brass.
 4" Diameter. 30" Chain.

 CEILING PLATES GIMBALLED & FIXED WALL BRACKETS

DH8015
DH8025

DH8017
DH8027

DH8078

DH8077

DH8079 Brass Wall Hook. Serpent design.
 4" Depth x 5 1/2" Height.
DH817-4 Spare wall mounting bracket for
 DH4311, 8311, 8511 Nav Lights (4").
DH817-6 Spare wall mounting bracket for
 DH4304, 8304 Nav Lights (6").

 WALL HOOKS / BRACKETS

DH8079

DH817-6
DH817-4

DHR GIMBALS /  CEILING PLATES / WALL HOOKS / SMOKE BELLS

DHR LAMPSHADES      Made in Holland
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Imitation Burner Chimney Lamp
DHBR06/E DHCHIM-1-17 8818/E     8827/E     8808/E   8811/E   
DHBR06/E DHCHIM-1-20 8817/E   
DHBR14/E DHCHIM-2 8801/E     8802/E     8803/E   8804/E     

8810/E     8877/E    (8839/E)  8209/E     
8207/E     8204/E   

DHBR14/E DHCHIM-15-21 8878/E     7878/E     9878/E   8816/E     
8825/E     8807/E   (8837/E)   8813/E   

DHBR20/E DHCHIM-20-21 8201/E     8213/E     8205/E   
DHBR20/E DHCHIM-20-26 8814/E     8203/E   

Burner Wick Chimney Lamp
DHBR01 DHKAT01 DHCHIM-1 8208/O     8917/O   
DHBR05 DHKAT05 DHCHIM-5 8411/O     4411/O     8412/O   4412/O     

8311/O     4311/O     8611/O    4611/O     
8511/O     4511/O   

DHBR06 DHKAT06 DHCHIM-6-13 8818/O     8840/O     8827/O   8808/O     
8811/O     8604/O     8703/O   8875/O   

DHBR10 DHKAT10 DHCHIM-10-13 8402/O     8404/O     8304/O   8603/O     
8211/O   

DHBR10 DHKAT10 DHCHIM-10-17 8803/O     8802/O     8804/O   8602/O   
DHBR14 DHKAT14 DHCHIM-14-17 8301/O     4301/O     8401/O   4401/O     

4601/O     8801/O     8877/O   8701/O     
8210/O   

DHBR14 DHKAT14 DHCHIM-14-21 8816/O     8878/O     7878/O   9878/O     
8825/O     8807/O     8813/O   8209/O   

DHBR15 DHKAT14 DHCHIM-15-21 8207/O     8204/O   
DHBR20ID DHKAT20ID DHCHIM-20-21 8814/O     8201/OI    8203/O   8213/O     

8205/O
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DHCHIM-20-26 2 9/16" x 10 1/4"
DHCHIM-20-21 2 9/16" x 8 1/4"
DHCHIM-15-21 2" x 8 1/4"

DHCHIM-14-21 2" x 8 1/4"
DHCHIM-14-17 2" x 6 5/8"
DHCHIM-10-17 1 9/16" x 6 5/8"
DHCHIM-10-13 1 9/16" x 5 1/8"
DHCHIM-6-17 1 1/4" x 6 5/8"
DHCHIM-6-13 1 1/4" x 5 1/8"

DHCHIM-1
2" x 5 1/2"

DHCHIM-1-17  1 1/4" x 6 5/8"
DHCHIM-1-20  1 1/4" x 8"

DHCHIM-5
1 1/4" x 2 5/8"

DHCHIM-2     
2" x 6 5/8"

CHIMNEYS, BURNERS AND WICKS FOR DHR OIL LAMPS

CHIMNEYS and IMITATION BURNERS FOR DHR ELECTRIC LAMPS

CHIMNEY SPECIFICATIONS
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 BRASS LETTER OPENER
FS2195 Solid brass letter opener.
 180 mm. (7")
 

FISHERMAN'S ANCHOR
FS2113   Small:  85 mm. (3 3/8")
FS2114   Medium: 145 mm. (5 3/4")

FS2116 Polished brass candlestick holder.
 Steering wheel. O.A.D. 190 mm.  
    

 STEERING WHEEL CANDLE HOLDER  BRASS CANDLESTICK HOLDER
FS2012 Polished brass candlestick holder.
 Propeller. 4" (110 mm.) diam.
 

PROPELLER PEN HOLDER
FS2010  Propeller Pen holder. Height: 110 mm

FS2113
FS2114

BRASS FOG HORN

DH8900-330
Fog Horn 330 mm.

DH8900-390
Fog Horn 390 mm.

 BRASS THERMOMETER

DH8955
11-1/2" Height.

DHR FOG HORN and THERMOMETER    Made in Holland

BRASS GIFTWARE       Made in Italy
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KEYCHAINS

AA90070
Floating Cork Keychain

AA90050
Bell Rope Keychain

AA90051
Rope Ball Keychain

AA90070

AA90050

AA90051

FLOATING
KEYCHAINS

AA90073
Oval Ball Floating Cork Keychain.

AA90071
Double Ball Floating Cork Keychain.

 

AA90012

AA90010

AA90009

AA90005

AA90018

AA90028

AA90013

BRASS KEYCHAINS
AA90012 Anchor.
AA90010 Anchor.
AA90009 Steering Wheel.
AA90005 Whistle.

MH0037007 Brass Mini Block.
AA90018 Port Lantern.
AA90028 Bosun's Whistle.
AA90013 Propeller.

BRASS BOSUN’S WHISTLE
AA91548 With Chain. Made in Taiwan.

MH0037007

BRASS CLINOMETER
RMBW319R Air Bubble Indicator in Cast Brass Base.
 4 1/2" Outside Diameter.
 

AU00101
Black Plastic Clinometer.
3 1/2" Dial.
4 5/16" Diameter Case.

Matches "BALTIC 110" Series Instruments on 
Page 565 (AURBP, AUBBP, AUTBP, AUHBP)

CLINOMETER

VICTORY KEYCHAINS / BOSUN'S WHISTLE

CLINOMETERS
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DIVER'S HELMET
RMBW301 18" Diameter Diver's Helmet. Brass.
 Replica of authentic Mark V Diver's Helmet.

SHIP'S TELEGRAPH
RM605
Full Size Brass Ships Telegraph.
4 ft. Height.     14 in.  Diameter Dial.

RMSTORMGLASS
Stratum Storm Glass.
Polished Brass, with 
Mounting Bracket.
5-3/4" Height x 1-1/2" Dia.

I. Crystals Appear: 
Cold and stormy

II. Crystals disppear: 
Warmer & fairer

III. Crystals descend: 
Frost & possibly snow

IV. Crystals everywhere: 
Rain forecast

V. No crystals: 
Fair & dry

Stratum "the authentic" Storm Glass.
Provides a good indication of the coming weather. Crystals within the glass indicate what type 
of weather you can expect in the days to come.

RMBW301A Wood Stand for RMBW301 Diver's 
Helmet.

STAND FOR DIVER'S HELMET

SHIP'S TELEGRAPH / DIVER'S HELMET

STORMGLASS
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PM850 Vivid Blue
PM840 Glow-in-the-dark Green
PM860 Orange
PM820 Black
PM830 Klein Blue
PM810 White
PM800 Clear

PM851 Vivid Blue
PM841 Glow-in-the-dark Green
PM861 Orange
PM821 Black
PM831 Klein Blue
PM811 White
PM801 Clear

PM852 Vivid Blue
PM842 Glow-in-the-dark Green
PM862 Orange
PM822 Black
PM832 Klein Blue
PM812 White
PM802 Clear

PM853 Vivid Blue
PM843 Glow-in-the-dark Green
PM863 Orange
PM823 Black
PM833 Klein Blue
PM813 White
PM803 Clear

Marc Newson Unbreakable Drinkware Collection

The World’s Finest Unbreakable Drinkware – a synergy of form and function

WHISKY GLASS 285ml - With Coloured Non-Skid Base

HIGHBALL GLASS 425ml - With Coloured Non-Skid Base

WINE GLASS 300ml - With Coloured Non-Skid Base

FLUTE GLASS 180ml - With Coloured Non-Skid Base

Palm Drinkware

• Beautiful and functional design by Marc Newson
• Made from BPA-free Tritan:
 Superior glass-like clarity to polycarbonate
 Superior dishwasher safety to polycarbonate
 Superior stain resistance to polycarbonate
 Tough, Long Life life gives better value and better sustainability
• Coloured base - Available in 6 colours
• Non-slip base
• Glass-like finish and clarity. Perfect distortion and ripple free surfaces for glass-like clarity.
• Compact Stable design
• Guaranteed unbreakable - The combination of super-tough Tritan and robust designs and rigid process control enables a
  life-time unbreakable guarantee to be offered
• Guaranteed dishwasher safe. Microwave safe for re-heating
• Made in Australia in Palm Product’s factory. Accredited to quality standard ISO9001, automotive standard TS16949, and Environmental standard ISO14001

Glow-in-the-dark Green
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Unbreakable Plate & Bowl Collection - with Non-Skid Ring

Palm Drinkware
Sorona Plate and Bowl Collection

• Beautiful and Functional Design by Robert Wilson
• Winner of a 2016 Red Dot Award and a 2015 Good-Design Award.
• Top surface made of Sorona®, by Dupont. Superior mirror finish, colour density and quality feel. Similar to fine bone china.
• Raised edges on plates and high sides on bowl. Keeps contents from spilling. No wasteful rims. Shapes are space efficient and stack securely.
• Non-slip ring on base. It is moulded on – and cannot come-off or collect debris.
• The surface is more stain-resistant than melamine. The surface of Sorona is like a mirror
• Sorona® is made from 35% renewably sourced material. Made from corn-waste in Kentucky USA. 100% recyclable. Sorona is BPA-free and Melamine free.
• The Sorona collection is:
 Guaranteed Unbreakable. Melamine can break if dropped, usually with sharp unsafe pieces.
 Guaranteed dishwasher safe – it is a high-temperature material stable to 150 degrees C and dishwasher chemical resistant
 Microwaveable. Water can be safely boiled. Foods with high oil content can be re-heated as long as oil does not boil (1-2 minutes)
 Made in Australia in Palm Product’s factory
 Scratch and Stain resistant

PM930 Bowl. 15cm Diameter.  8cm Height.
PM931 Medium Plate. 21cm Diameter.
PM932 Large Plate. 25.4cm Diameter.

PM960 Bowl. 15cm Diameter.  8cm Height.
PM961 Medium Plate. 21cm Diameter.
PM962 Large Plate. 25.4cm Diameter.

PM920 Bowl. 15cm Diameter.  8cm Height.
PM921 Medium Plate. 21cm Diameter.
PM922 Large Plate. 25.4cm Diameter.

PM950 Bowl. 15cm Diameter.  8cm Height.
PM951 Medium Plate. 21cm Diameter.
PM952 Large Plate. 25.4cm Diameter.

Sorona® Plate and Bowl - With Klein Blue Non-Skid Ring

Sorona® Plate and Bowl - With Orange Non-Skid Ring

Sorona® Plate and Bowl - With Black Non-Skid Ring

Sorona® Plate and Bowl - With Vivid Blue Non-Skid Ring
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Unbreakable Polycarbonate Jug and Locking Lid

Unbreakable Polycarbonate Salad Bowl with Lid

Unbreakable Polycarbonate Alfresco Series

Palm Drinkware

• Jug and Lid made from super-tough polycarbonate, it has the clarity of glass, is unbreakable, safe to use, and dishwasher safe.
• No Unsightly Die-Seam Line. Innovative tooling design has eliminated unsightly die-seam lines.
• Lid slides on easily yet locks when tipped. The lid on the Palm Jug does not rely on friction but geometry between the lid and jug to prevent it 

falling off – it drops on easily and is easy to rotate – yet locks when tipped – simple and effective.
• Easy grip handle Many jugs have thin, curved handles that are difficult to hold.
• The handle has a generous vertical gripping section which is large enough to accommodate both hands of a child.
• Fits Standard Fridge Doors and top shelf. Most jugs are too wide to fit into a fridge door and are too high to sit onto the top shelf.
• Drip free Spout. The innovative V shaped spout makes pouring easy and drip free and its shape helps hold back ice-blocks.

Jug with Black Lid

Salad Bowl with Black Lid

Whisky Glass
400ml

PM455

Highball Glass
500ml

PM456

Wine Glass
350ml

PM457

Flute Glass
200ml

PM458

Salad Bowl with Blue Lid Salad Bowl with Clear LidSalad Bowl with White Lid

Jug with Blue Lid Jug with White Lid Jug with Clear Lid
PM332 1.3 Litre Jug with Black Lid

PM304 25cm Diameter Bowl
 with 26.5cm Dia. Lid/Plate

PM305 25cm Diameter Bowl
 with 26.5cm Dia. Lid/Plate

PM302 25cm Diameter Bowl
 with 26.5cm Dia. Lid/Plate

PM303 25cm Diameter Bowl
 with 26.5cm Dia. Lid/Plate

PM330 1.3 Litre Jug with Clear LidPM331 1.3 Litre Jug with White LidPM333 1.3 Litre Jug with Blue Lid

• The classic glass-like shapes are at home in any setting
• And because they are made from super-tough BPA-free Tritan, they have the clarity of glass, are 

guaranteed unbreakable and safe in normal use and are dishwasher safe.
• The whisky and highball tumblers stack for convenient storage
• The Alfresco range is made to Automotive lens standards which mean that its surfaces
 are highly polished and ripple free giving glass-like
 sparkle and clarity

• The Palm salad bowl and lid is truly versatile. And as with all of Palm’s designs, it performs its intended function.
• It can be used as a salad bowl, as a salad bowl and lid and reversed to become a plate and domed cover.
• And because it is made from super-tough polycarbonate it is virtually indestructible and safe to use.
• The lid fits with such precision that it is virtually air-tight, but because there is a small gap it does not jam
 and can be easily lifted-off with one hand.
• It is dishwasher safe, and can withstand daily normal dishwashing on the top or bottom shelf.
• For storage, the bowl has a stacking rim.

Can be used inverted as
a plate with domed cover
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www.palmproducts.com.au

BARISTA FRIENDLY
MEDIUM 300ML

DISHWASHER
SAFE

MICROWAVE
SAFE

FOOD SAFE

Sadgrove Design  0417 563 743 Palm Caffe Cup A5 Leaflet   12/10/16

CLICK TO OPEN 
CLICK TO CLOSE

LEAK PROOF

CAPTURES THE 
AROMA AND KEEPS 
COFFEE HOT 2 TIMES 
LONGER THAN A CUP
 

CLICK TO DRINK
CLICK TO CLOSE

Palm Caffe Cup

PM221 Black
PM251 Vivid Blue
PM261 Orange
PM271 Purple

PALM CAFFE CUP

www.palmproducts.com.au

BARISTA FRIENDLY
MEDIUM 300ML

DISHWASHER
SAFE

MICROWAVE
SAFE

FOOD SAFE

Sadgrove Design  0417 563 743 Palm Caffe Cup A5 Leaflet   12/10/16

CLICK TO OPEN 
CLICK TO CLOSE

LEAK PROOF

CAPTURES THE 
AROMA AND KEEPS 
COFFEE HOT 2 TIMES 
LONGER THAN A CUP
 

CLICK TO DRINK
CLICK TO CLOSE

Palm Caffe Cup

www.palmproducts.com.au

BARISTA FRIENDLY
MEDIUM 300ML

DISHWASHER
SAFE

MICROWAVE
SAFE

FOOD SAFE

Sadgrove Design  0417 563 743 Palm Caffe Cup A5 Leaflet   12/10/16

CLICK TO OPEN 
CLICK TO CLOSE

LEAK PROOF

CAPTURES THE 
AROMA AND KEEPS 
COFFEE HOT 2 TIMES 
LONGER THAN A CUP
 

CLICK TO DRINK
CLICK TO CLOSE

Palm Caffe Cup

Caffe Cup
Palm Drinkware

Natural drinking action – the amazing lid allows the coffee to flow as it would
from an open cup. No more drinking from a spout, or a nasty hole

Appreciate the Full Aroma of coffee as it can escape – not be trapped inside
• The opening is wide enough to allow soup to flow
• The lid clicks to open and clicks to close with a simple push. It is leak-proof.
• Appreciate the Full Flavour of coffee – No tainted or absorbent materials are used.
•  Seals are bonded so there are no debris traps.
• The high density cap material has a ceramic-like mouth feel – no more soft materials.
• The cap and lid click apart for complete cleaning – no more build-up of odours
• It is dishwasher safe and microwave safe
• It has a non-slip base and is stable with a low centre of gravity
• It is stable with a low centre of gravity – no more tall unstable shapes

VICTORY DINNERWARE

20 PIECE DINNER SET
"ANCHOR COMPASS"

DINNER PLATE - Set of 6
"ANCHOR COMPASS"

SIDE PLATE - Set of 6
"ANCHOR COMPASS"

SOUP PLATE - Set of 6
"ANCHOR COMPASS"

BOWL - Set of 6
"ANCHOR COMPASS"

MUG - Set of 6
"ANCHOR COMPASS"

TW10100 "Anchor Compass" design.
 4 x Dinner Plate
 4 x Soup Plate
 4 x Side Plate
 4 x Bowl
 4 x Mug

TW10105 "Anchor Compass" design.
 6 x Dinner Plate. 10" Diameter.

TW10110 "Anchor Compass" design.
 6 x Side Plate. 8" Diameter.

TW10115 "Anchor Compass" design.
 6 x Soup Plate. 9" Diameter.

TW10130 "Anchor Compass" design.
 6 x Bowl. 7" Diameter.

TW10120 "Anchor Compass" design.
 6 x Bowl. 7" Diameter.

"Anchor Compass" Series
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VICTORY DINNERWARE

16 PIECE DINNER SET
"SAIL SERIES"

DINNER PLATE - Set of 6
"SAIL SERIES"

SIDE PLATE - Set of 6
"SAIL SERIES"

TW12000 "Sail Series" design.
 4 x Dinner Plate
 4 x Side Plate
 4 x Bowl
 4 x Mug

TW12001 "Sail Series" design.
 6 x Dinner Plate. 10" Diameter.

TW12002 "Sail Series" design.
 6 x Side Plate. 8" Diameter.

"Sail" Series

BOWL - Set of 6
"SAIL SERIES"

MUG - Set of 6
"SAIL SERIES"

TW12003
"Sail Series" design.
6 x Bowl. 7" Diameter.

TW12004
"Sail Series" design.

 6 x Mug. 7" Diameter.

16 PIECE DINNER SET
"NAVY BLUE"

DINNER PLATE - Set of 6
"NAVY BLUE"

SIDE PLATE - Set of 6
"NAVY BLUE"

BOWL - Set of 6
"NAVY BLUE" MUG - Set of 6

"NAVY BLUE"

TW18000B "Navy Blue" design.
 4 x Dinner Plate
 4 x Side Plate
 4 x Bowl
 4 x Mug

TW18001B "Navy Blue" design.
 6 x Dinner Plate. 10" Diameter.

TW18002B "Navy Blue" design.
 6 x Side Plate. 8" Diameter.

TW18003B
"Navy Blue" design.
6 x Bowl. 7" Diameter.

TW18004B
"Navy Blue" design.

 6 x Mug. 3" Diameter.

"Navy Blue" Series
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SOUP PLATE - Set of 6
"NAUTICAL COLLECTION"

BOWL - Set of 6
"NAUTICAL COLLECTION"

MUG - Set of 6
"NAUTICAL COLLECTION"

TW11003 "Nautical Collection" design.
 6 x Soup Plate. 8" Diameter.

TW11004 "Nautical Collection" design.
 6 x Bowl. 7" Diameter.

TW11005 "Nautical Collection" design.
 6 x Mug. 3" Diameter.

20 PIECE DINNER SET
"NAUTICAL COLLECTION"

DINNER PLATE - Set of 6
"NAUTICAL COLLECTION"

SIDE PLATE - Set of 6
"NAUTICAL COLLECTION"

TW11091 "Nautical Collection" design.
 4 x Dinner Plate
 4 x Side Plate
 4 x Soup Plate
 4 x Bowl
 4 x Mug

TW11001 "Nautical Collection" design.
 6 x Dinner Plate. 10" Diameter.

TW11002 "Nautical Collection" design.
 6 x Side Plate. 9" Diameter.

"Nautical Collection" Series

POLYCARBONATE GLASSES

TW10350 Large Beer Glass. Set of 4.
 70mm x 145mm.  360 ml.
TW10348 Small Beer Glass. Set of 4.
 65mm x 120mm.  250ml.

TW10318 Water Glass. Set of 4.
 85mm x 95mm.  360 ml.

TW10315 Large Wine Glass. Set of 4.
 80mm x 185mm.  350 ml.
TW10342 Champagne Glass. Set of 4.
 50mm x 190mm.  150 ml.
TW10328 Small Wine Glass. Set of 4.
 70mm x 135mm.  200 ml.

STAINLESS CUTLERY SET

TW11051 Cutlery Set. 18/10 Stainless Steel
 24 Piece Set.

TW10350

TW10348

TW10318 TW10315

TW10342

TW10328

VICTORY DINNERWARE
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ANTI - SLIP MAT
TW11081  Non Skid Mat. Dark Blue. 30cm x 120cm.

TW16016  4 x Dinner Plate
 4 x Side Plate
 4 x Bowl
 4 x Mug

TW15016  4 x Dinner Plate
 4 x Side Plate
 4 x Bowl
 4 x Mug

MELAMINE DINNER SET
- Sail Series - Round.

MELAMINE DINNER SET
-  Anchor Line

TW19016  4 x Dinner Plate
 4 x Side Plate
 4 x Bowl
 4 x Mug

MELAMINE DINNER SET
- White

VICTORY DINNERWARE

The Optimist "Happy Family" card game consists of 
Optimist parts and facts about sailing. The game has 
55 playing cards grouped in 13 families of 4, a rule 
card and 2 extra cards. An educational game for sail-
ors of all ages. Sold in lots of 24 card games in a nice 
display box. (display box 24 packs).

EX1436 Optimist Card Game.
 Display box 24 Packs.

OPTIMIST SAILING CARD GAME

SAILING CARD GAME
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CA8260404000KK Zip Evo Double Pulley

CA8021NO400KK ANSI Certified Fall Arrest.CA82401N400KK Chest Rope Clamp. Aluminum. 289U00300KK Trimmer Positioning Device

KONG CLIMBING EQUIPMENT  Made in Italy

"ZIP EVO" PULLEY
Double Pulley • Integrated Connector

BACKUP FALL ARREST
• ANSI/ASSE Z359.15-2014

FUTURA BODY ROPE CLAMP
• Ultra-Light Chest Rope Clamp

"TRIMMER" POSITIONING DEVICE
• Adjustable Work Positioning Lanyard

CA801020400KK Indy Evo Descender. Aluminum. CA7002NN400KK Frog Cable Connector.
 For Metal Cables. 

"INDY EVO" DESCENDER
• For Rescue Manouvers
• Allows To Take In Slack In The Rope

"FROG CABLE" CONNECTOR
• Aluminum Alloy • For Metal Cables
• Automatic Closure

CA948ON0400KK Aluminum Swivel. Black/Orange.
CA81802NO00KK Futura Mini Block.

"DANCER" ALUMINUM SWIVEL "FUTURA" MINI BLOCK
• Aluminum Pulley

Visit www.kong.it for more details and specifications on Kong equipment

CA88800NR00KK Duck Rope Clamp.
 Red Aluminum

"DUCK" ROPE CLAMP
• Multi-Use Belay Device
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CA8W9953000KK EKO Harness. Medium/Large.
CA8W9955000KK EKO Harness. X-Large.

"EKO" HARNESS
• Full Body Harness

CA87600FY4SKK Futura Left Hand Clamp.
CA87600NY4DKK Futura Right Hand Clamp.

"FUTURA" HAND ROPE CLAMP

CA87609F04SKK Futura Left Foot Clamp.
CA87609N04DKK Futura Right Foot Clamp.

"FUTURA" FOOT ROPE CLAMP

KONG CLIMBING EQUIPMENT  Made in Italy

CA805050000KK Big 8 Descender with Wings.  
 Polished Stainless.
CA80506P100KK Big 8 Descender with Wings.  
 Polished Aluminum.

CA805070000KK Mini 8 Descender. Polished  
 Stainless.

CA80508B400KK Oka Descender. Blue Aluminum.

"BIG 8" DESCENDER
• For Big Diameter Ropes • With Wings • Hot Forged

"MINI 8" DESCENDER
• Stainless Steel • Compact Version • Heavy Load

"OKA" DESCENDER
• Canyoning Descender • For Progression• For Rescue

CA864O05400KK Anchor Plate. Aluminum

PENTAPLAN ANCHOR PLATE
• 5 Holes

CA982502000NK Rope Bag. Black PVC.

ROPE BAG 200
• 43 Litre Capacity, can hold a rope of 200m x 11mm

Visit www.kong.it for more details and specifications on Kong equipment

CA71500RPX2KK Tango Carabiner. Red Aluminum.
CA71500BPX2KK Tango Carabiner. Blue Aluminum.
CA71500NNX2KK Tango Carabiner. Black Alumin

"TANGO" CARABINER
• Aluminum Alloy • Double Gate • Wide Opening
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CA911RPP3P1KK XL Carabiner. Twist Lock.
 Red Aluminum. 114mm L.

CA412110ZTZKK Ovalone Twist Lock Carabiner.
 Carbon Steel. 110mm L.

CA412110ZL1KK Ovalone Screw Lock Carabiner.
 Carbon Steel. 110mm L.

CA412110ZOZKK Ovalone Auto Block Carabiner.
 Carbon Steel. 110mm L.

CA9110001V1KK XL Carabiner. Auto Block Sleeve.
 Polished Aluminum. 114mm L.

CA911RXP4A1KK XL Carabiner. Screw Lock.
 Red Aluminum. 114mm L.

X-LARGE CARABINER - Twist Lock Sleeve
• Wide Opening

OVALONE CARBON TWIST LOCK ANSI CARABINER
• Carbon Steel • Twist Lock System • Wide-Opening

OVALONE CARBON SCREW SLEEVE CARABINER
• Carbon Steel • Screw Sleeve • Wide-Opening

OVALONE CARBON AUTO BLOCK ANSI CARABINER
• Carbon Steel • Auto Block System

X-LARGE CARABINER - Auto Block Sleeve
• Wide Opening

X-LARGE CARABINER - Screw Lock  Sleeve

KONG CLIMBING EQUIPMENT  Made in Italy

CA411120ZTZKK XL Carabiner. Twist Lock.
 Carbon Steel. 114mm.

CA411120ZOZKK XL Carabiner. Auto Block Sleeve.
 Carbon Steel. 114mm.

CA411120ZL1KK XL Carabiner. Screw Lock.
 Carbon Steel. 114mm.

X-LARGE CARBON STEEL CARABINER - ANSI
• Twist Lock • Wide Opening

X-LARGE CARBON STEEL CARABINER - ANSI
• Auto Block Sleeve • Wide Opening

X-LARGE CARBON STEEL CARABINER
• Screw Lock Sleeve

CA7120001P1KK Ovalone Twist Lock Carabiner.
 Polished Aluminum. 110mm L.

CA712RPP3V1KK Ovalone Auto Block Carabiner.
 Red Aluminum. 110mm L.

CA712RNP4A1KK Ovalone Screw Lock Carabiner.
 Red Aluminum. 110mm L.

OVALONE TWIST LOCK CARABINER
• Alu Alloy • Twist Lock System • Large Opening

OVALONE AUTO BLOCK CARABINER
• Alu Alloy • Auto Block Sleeve • Large Opening

OVALONE SCREW SLEEVE CARABINER
• Alu Alloy • Screw Sleeve • Large Opening
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KONG CLIMBING EQUIPMENT  Made in Italy

Polished Stainless Steel Quick Links - Rated

Visit www.kong.it for more details and specifications on Kong equipment

39

# 400-600
quICK lINKS

# 403
quICK lINKS lONg

# 602
TRIANglE quICK lINKS

# 409
“D” quICK lINKS

connectors / connettori
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Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

400.04.B2 CARBON STEEL / / / / / / / 12 41 33 6 4 8 21
400.05.B2 CARBON STEEL / / / / / / / 20 50 40 7 5 10 25
400.06.B2 CARBON STEEL / / / / / / / 32 59 47 8 6 12 29
400.08.B2 CARBON STEEL / / / / / / / 76 73 57 10 8 14 38
400.10.B2 CARBON STEEL / / / / / / / 135 88 68 12 10 17 45
400.12.B2 CARBON STEEL / / / / / / / 230 105 81 16 12 19 52
600.35.D1 STAINLESS STEEL ok / / 230 Kg / / / 9 37 30 5.5 3.5 7 17
600.40.D1 STAINLESS STEEL ok / / 300 Kg / / / 13 41 33 6 4 8 21
600.50.D1 STAINLESS STEEL ok / / 450 Kg / / / 22 50 40 7 5 11 26
600.60.D1 STAINLESS STEEL ok / / 700 Kg / / / 34 58 46 8 6 12 29
600.80.D1 STAINLESS STEEL ok 40 25 / 121 12275 362/Q 79 74 58 10 8 15 39
600.100.D1 STAINLESS STEEL ok 60 30 / 121 12275 362/Q 142 89 69 12 10 19 47
600.120.D1 STAINLESS STEEL ok / / 3000 Kg / / / 235 104 80 16 12 20 54

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

602.08.D1 STAINLESS STEEL ok 40 25 / 121 12275 362/Q 89 56 72 40 8 56 10
602.10.D1 STAINLESS STEEL ok 60 30 / 121 12275 362/Q 155 66 86 46 10 66 12

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

403.07.B2 CARBON STEEL ok 25 kN 10 kN / 121 12275 / 61 79 65 16 7 13 33

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

409.10.B2 CARBON STEEL ok 25 10 / 121 12275 / 152 87 67 43 12 10 /

Warning! Sleeve tightly screwed up by hand to close.
 No thread should be visible to be absolutely safe.

Attenzione! Chiusura mediante avvitamento manuale e completo sulla ghiera.
 Per garantire una sicurezza ottimale nessun filetto deve essere visibile.
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400.06.B2 CARBON STEEL / / / / / / / 32 59 47 8 6 12 29
400.08.B2 CARBON STEEL / / / / / / / 76 73 57 10 8 14 38
400.10.B2 CARBON STEEL / / / / / / / 135 88 68 12 10 17 45
400.12.B2 CARBON STEEL / / / / / / / 230 105 81 16 12 19 52
600.35.D1 STAINLESS STEEL ok / / 230 Kg / / / 9 37 30 5.5 3.5 7 17
600.40.D1 STAINLESS STEEL ok / / 300 Kg / / / 13 41 33 6 4 8 21
600.50.D1 STAINLESS STEEL ok / / 450 Kg / / / 22 50 40 7 5 11 26
600.60.D1 STAINLESS STEEL ok / / 700 Kg / / / 34 58 46 8 6 12 29
600.80.D1 STAINLESS STEEL ok 40 25 / 121 12275 362/Q 79 74 58 10 8 15 39
600.100.D1 STAINLESS STEEL ok 60 30 / 121 12275 362/Q 142 89 69 12 10 19 47
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Articolo Material kN kN

S.W.L. 1/5
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kN UIAA EN EN g
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B
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F
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409.10.B2 CARBON STEEL ok 25 10 / 121 12275 / 152 87 67 43 12 10 /

Warning! Sleeve tightly screwed up by hand to close.
 No thread should be visible to be absolutely safe.

Attenzione! Chiusura mediante avvitamento manuale e completo sulla ghiera.
 Per garantire una sicurezza ottimale nessun filetto deve essere visibile.

Item
CA6000350D1KK
CA6000400D1KK
CA6000500D1KK
CA6000500D1KK
CA6000800D1KK
CA6001000D1KK
CA6001200D1KK
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Warning! Sleeve tightly screwed up by hand to close.
 No thread should be visible to be absolutely safe.

Attenzione! Chiusura mediante avvitamento manuale e completo sulla ghiera.
 Per garantire una sicurezza ottimale nessun filetto deve essere visibile.
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400.10.B2 CARBON STEEL / / / / / / / 135 88 68 12 10 17 45
400.12.B2 CARBON STEEL / / / / / / / 230 105 81 16 12 19 52
600.35.D1 STAINLESS STEEL ok / / 230 Kg / / / 9 37 30 5.5 3.5 7 17
600.40.D1 STAINLESS STEEL ok / / 300 Kg / / / 13 41 33 6 4 8 21
600.50.D1 STAINLESS STEEL ok / / 450 Kg / / / 22 50 40 7 5 11 26
600.60.D1 STAINLESS STEEL ok / / 700 Kg / / / 34 58 46 8 6 12 29
600.80.D1 STAINLESS STEEL ok 40 25 / 121 12275 362/Q 79 74 58 10 8 15 39
600.100.D1 STAINLESS STEEL ok 60 30 / 121 12275 362/Q 142 89 69 12 10 19 47
600.120.D1 STAINLESS STEEL ok / / 3000 Kg / / / 235 104 80 16 12 20 54
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Warning! Sleeve tightly screwed up by hand to close.
 No thread should be visible to be absolutely safe.

Attenzione! Chiusura mediante avvitamento manuale e completo sulla ghiera.
 Per garantire una sicurezza ottimale nessun filetto deve essere visibile.
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QUICK LINKS

MAGLIE RAPIDE

QUICKDRAWS
RINVII

- SET ARGON WIRE - Ultralight quickdraw set (only 69g!) fitted with two wire 
gate connectors. The perfect choice for those who look for maximum lightness.

- SET ARGON MIX - the KeyLock connector helps with unclipping from the bolt 
or hanger when cleaning while the wire gate connector helps with clipping the 
rope in while climbing.

- SET ARGON KK - KeyLock system on both connectors in order to avoid every 
possible catch.

- SET ARGON WIRE - Rinvio ultraleggero (solo 69g!) composto da due connettori con 
leva a filo. Ideale per chi cerca il massimo della leggerezza.

- SET ARGON MIX - Il connettore Key Lock agevola il disinserimento dallo spit 
mentre il leva a filo favorisce l’inserimento della corda. Il perfetto compromesso tra 
leggerezza e funzionalità.

- SET ARGON KK - Sistema Key Lock su entrambi i connettori per evitare qualunque 
impiglio. Perfetto per chi cerca la praticità d’utilizzo. 

ARGON SETS

ARGON WIRE
QUICKDRAW

ARGON MIX
QUICKDRAW

ARGON KK
QUICKDRAW

# 908
ARGON F

# 719
ARGON K

# 719
ARGON K

# 908
ARGON F

# 909
ARGON RF

# 729
ARGON RK

# 270D.012
EXPRESS 
DYNEEMA®

(12 cm)

# 270D.012
EXPRESS
DYNEEMA®

(12 cm)

# 270D.012
EXPRESS
DYNEEMA®

(12 cm)

# Material Sling Color
g

ARGON WIRE QUICKDRAW

761SET5480K • EN 12275 alu alloy Dyneema®  69

ARGON MIX QUICKDRAW

761SET5490K • EN 12275 alu alloy Dyneema®  83

ARGON KK QUICKDRAW

761SET5500K • EN 12275 alu alloy Dyneema®  92

# Material
Color Breaking load  Working load    A B C D

 kN  kg kN kN g mm mm mm mm

Quick link

400040ZB2XK - carbon steel   - - - - 12 41 21 4 6

400050ZB2XK - carbon steel   - - - - 20 50 25 5 7

400060ZB2XK - carbon steel   - - - - 32 59 29 6 8

400080ZB2XK - carbon steel   - - - - 76 73 38 8 10

400100ZB2XK - carbon steel   - - - - 135 88 45 10 12

400120ZB2XK - carbon steel   - - - - 230 105 52 12 16

6000350D1KK - stainless steel   - 230 - - 9 37 17 3,5 5,5

6000400D1KK - stainless steel   - 300 - - 13 41 21 4 6

6000500D1KK - stainless steel   - 450 - - 22 50 26 5 7

6000600D1KK - stainless steel   - 700 - - 34 58 29 6 8

6000800D1KK • EN 12275/Q - EN 362/Q stainless steel   40 - 25 - 79 74 39 8 10

6001000D1KK • EN 12275/Q - EN 362/Q stainless steel   60 - 30 - 142 89 47 10 12

6001200D1KK - stainless steel   - 3000 - - 222 105 52 12 14

Trapezium quick link

6380900D1KK - stainless steel   - 1000 - - 129 82 68 9 11

Triangle quick link

6020800D1KK • EN 12275/Q - EN 362/Q stainless steel   40 - 25 - 89 72 56 8 10

6021000D1KK • EN 12275/Q - EN 362/Q stainless steel   60 - 30 - 155 86 66 10 12

“D” quick link

409100ZB2KK • EN 12275/Q - EN 362/Q carbon steel   50 - 15 - 152 87 67 11 -

Quick link asymmetric

403071ZB2KK • EN 12275/B - EN 362/Q carbon steel   25 - 10 - 89 77,5 43,5 7 14

Quick link long

6170800D1KK • EN 12275/Q - EN 362/Q stainless steel   40 - 25 - 85 88,5 35 8 18

- Oval quick link 
available in stainless 
steel and carbon 
steel.

- Maglia rapida ovale 
disponibile in acciaio 
inox e acciaio al 
carbonio. 

- Trapezoidal 
stainless steel 
quick link.

- Maglia rapida 
trapezioidale in 
acciaio inox. 

- Asymmetric carbon steel quick 
link.

- Conceived for use with our 
Duck rope clamp or other 
small devices.

- Maglia rapida asimmetrica in 
acciaio al carbonio. 

- Ideata per utilizzo con bloccante 
Duck o altri dispositivi di 
regolazione della fune. 

- Oval stainless steel quick 
link wide opening.

- Maglia rapida ovale in acciaio 
inox con ampia apertura. 

- Triangle stainless steel 
quick link.

- Maglia rapida triangolare 
in acciaio inox.

- “D” shape carbon steel 
quick link.

- Maglia rapida in acciaio 
al carbonio, forma 
semirotonda a “D”. 

QUICK LINK

TRAPEZIUM QUICK LINK QUICK LINK ASYMMETRIC

QUICK LINK LONGTRIANGLE QUICK LINK

“D” QUICK LINK

NEW

B

A

C

D
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or hanger when cleaning while the wire gate connector helps with clipping the 
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possible catch.
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Quick link
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Triangle quick link

6020800D1KK • EN 12275/Q - EN 362/Q stainless steel   40 - 25 - 89 72 56 8 10
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403071ZB2KK • EN 12275/B - EN 362/Q carbon steel   25 - 10 - 89 77,5 43,5 7 14
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6170800D1KK • EN 12275/Q - EN 362/Q stainless steel   40 - 25 - 85 88,5 35 8 18
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steel and carbon 
steel.

- Maglia rapida ovale 
disponibile in acciaio 
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link wide opening.
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Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

400.04.B2 CARBON STEEL / / / / / / / 12 41 33 6 4 8 21
400.05.B2 CARBON STEEL / / / / / / / 20 50 40 7 5 10 25
400.06.B2 CARBON STEEL / / / / / / / 32 59 47 8 6 12 29
400.08.B2 CARBON STEEL / / / / / / / 76 73 57 10 8 14 38
400.10.B2 CARBON STEEL / / / / / / / 135 88 68 12 10 17 45
400.12.B2 CARBON STEEL / / / / / / / 230 105 81 16 12 19 52
600.35.D1 STAINLESS STEEL ok / / 230 Kg / / / 9 37 30 5.5 3.5 7 17
600.40.D1 STAINLESS STEEL ok / / 300 Kg / / / 13 41 33 6 4 8 21
600.50.D1 STAINLESS STEEL ok / / 450 Kg / / / 22 50 40 7 5 11 26
600.60.D1 STAINLESS STEEL ok / / 700 Kg / / / 34 58 46 8 6 12 29
600.80.D1 STAINLESS STEEL ok 40 25 / 121 12275 362/Q 79 74 58 10 8 15 39
600.100.D1 STAINLESS STEEL ok 60 30 / 121 12275 362/Q 142 89 69 12 10 19 47
600.120.D1 STAINLESS STEEL ok / / 3000 Kg / / / 235 104 80 16 12 20 54

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

602.08.D1 STAINLESS STEEL ok 40 25 / 121 12275 362/Q 89 56 72 40 8 56 10
602.10.D1 STAINLESS STEEL ok 60 30 / 121 12275 362/Q 155 66 86 46 10 66 12

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

403.07.B2 CARBON STEEL ok 25 kN 10 kN / 121 12275 / 61 79 65 16 7 13 33

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

409.10.B2 CARBON STEEL ok 25 10 / 121 12275 / 152 87 67 43 12 10 /

Warning! Sleeve tightly screwed up by hand to close.
 No thread should be visible to be absolutely safe.

Attenzione! Chiusura mediante avvitamento manuale e completo sulla ghiera.
 Per garantire una sicurezza ottimale nessun filetto deve essere visibile.
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600.35.D1 STAINLESS STEEL ok / / 230 Kg / / / 9 37 30 5.5 3.5 7 17
600.40.D1 STAINLESS STEEL ok / / 300 Kg / / / 13 41 33 6 4 8 21
600.50.D1 STAINLESS STEEL ok / / 450 Kg / / / 22 50 40 7 5 11 26
600.60.D1 STAINLESS STEEL ok / / 700 Kg / / / 34 58 46 8 6 12 29
600.80.D1 STAINLESS STEEL ok 40 25 / 121 12275 362/Q 79 74 58 10 8 15 39
600.100.D1 STAINLESS STEEL ok 60 30 / 121 12275 362/Q 142 89 69 12 10 19 47
600.120.D1 STAINLESS STEEL ok / / 3000 Kg / / / 235 104 80 16 12 20 54
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USE
kN UIAA EN EN g

A
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C
mm

D
mm

E
mm

F
mm

403.07.B2 CARBON STEEL ok 25 kN 10 kN / 121 12275 / 61 79 65 16 7 13 33

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

409.10.B2 CARBON STEEL ok 25 10 / 121 12275 / 152 87 67 43 12 10 /

Warning! Sleeve tightly screwed up by hand to close.
 No thread should be visible to be absolutely safe.

Attenzione! Chiusura mediante avvitamento manuale e completo sulla ghiera.
 Per garantire una sicurezza ottimale nessun filetto deve essere visibile.

Item

Item

CA6020800D1KK
CA6021000D1KK

CA6380900D1KK 1000 Kg 129 82 68 9 11 39

# 400-600
quICK lINKS

# 403
quICK lINKS lONg

# 602
TRIANglE quICK lINKS

# 409
“D” quICK lINKS

connectors / connettori

CO
NN

EC
TO

RS
 C

AR
bO

N 
ST

EE
l 

/ 
ST

AI
Nl

ES
S 

ST
EE

l

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

400.04.B2 CARBON STEEL / / / / / / / 12 41 33 6 4 8 21
400.05.B2 CARBON STEEL / / / / / / / 20 50 40 7 5 10 25
400.06.B2 CARBON STEEL / / / / / / / 32 59 47 8 6 12 29
400.08.B2 CARBON STEEL / / / / / / / 76 73 57 10 8 14 38
400.10.B2 CARBON STEEL / / / / / / / 135 88 68 12 10 17 45
400.12.B2 CARBON STEEL / / / / / / / 230 105 81 16 12 19 52
600.35.D1 STAINLESS STEEL ok / / 230 Kg / / / 9 37 30 5.5 3.5 7 17
600.40.D1 STAINLESS STEEL ok / / 300 Kg / / / 13 41 33 6 4 8 21
600.50.D1 STAINLESS STEEL ok / / 450 Kg / / / 22 50 40 7 5 11 26
600.60.D1 STAINLESS STEEL ok / / 700 Kg / / / 34 58 46 8 6 12 29
600.80.D1 STAINLESS STEEL ok 40 25 / 121 12275 362/Q 79 74 58 10 8 15 39
600.100.D1 STAINLESS STEEL ok 60 30 / 121 12275 362/Q 142 89 69 12 10 19 47
600.120.D1 STAINLESS STEEL ok / / 3000 Kg / / / 235 104 80 16 12 20 54

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

602.08.D1 STAINLESS STEEL ok 40 25 / 121 12275 362/Q 89 56 72 40 8 56 10
602.10.D1 STAINLESS STEEL ok 60 30 / 121 12275 362/Q 155 66 86 46 10 66 12

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

403.07.B2 CARBON STEEL ok 25 kN 10 kN / 121 12275 / 61 79 65 16 7 13 33

Code
Articolo Material kN kN

S.W.L. 1/5
USE
kN UIAA EN EN g

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

409.10.B2 CARBON STEEL ok 25 10 / 121 12275 / 152 87 67 43 12 10 /

Warning! Sleeve tightly screwed up by hand to close.
 No thread should be visible to be absolutely safe.

Attenzione! Chiusura mediante avvitamento manuale e completo sulla ghiera.
 Per garantire una sicurezza ottimale nessun filetto deve essere visibile.
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A  
Access Hatch 174-178 
Accessories for 420’S 462 
Accessories for LASER® 456-460 
Accessories for Windlasses 112-114 
Accumulator Tank 510 
ACUVA Water Purification 524-525 
Air Conditioning - CLIMMA 89 
Air Pump  
 12V 513
 Foot 513
Alloy Cleats/Chocks 123-124 
Aluminum Swivel - KONG 599 
Anchor  
 Chain Hook 117
 Chain Stopper 117-118
 Connectors 117-118
 Fairlead 121
 Lights 8-9
 Lights - Brass 7
 Rollers 119-121
 Sea 534
 Swivels 117-118
 Windlass 97-114
Anchor Line 477 
Anchor Line - MARLOW 477 
Anchor Plate - KONG 600 
Anchor Shackle - SS 213,215 
Anchors  
 Force - Claw 116
 Force 7 116
 Galvanized 116
 Galvanized Folding 116
 Plow 116
ANDERSEN
 Bailers 344
 Classic Winch 413-414
 Compact Winch 408-412
 Conversion Kit 404
 Electric Winches 402-412
 Full Stainless Winch 399
 Self-Tailing Winch 398-399
 Service Kits 401
 Standard Winch 401
 Winch Grease 401
 Winch Handles 415-417
ANDERSEN
 Stainless Steel Winches™ 395-418 
Angle Brackets - Stainless 208 
Antenna Bases 133-134 
Antenna Hook 128 
Antennas - VHF 89 
Anti-Rattle Fasteners  
 Brass 186
 Chrome 184-185
 Stainless 184-185
Anti-Slip Mat 597 
Anti-Syphon Loop 503,508 
Aquavalve 497-501 
Aquavalve Electronic 499-501 
Arborist Equipment - KONG 599-602 
Arch - Radar 212
Architectural Rigging 250
Ashtray - Bean Bag 540 
AUTONAUTIC Instruments 563-568

B 
Back Packs 360-361 
Bags 359-361 
 Dry Bag 360-361,424,455
 Gear Bag 359-361,424,454-455
 GUL 424
 Laser 461
 Polyester Mesh 537
 Rigger's Bag 536
 RONSTAN 359-361
 Shoulder 537
 Storage 537
 WINDESIGN 454-455
Bailers 344,451,534 
Bailers - OPTIPARTS 451 
Bailers - Self-bailers, SS 344 
Ball & Socket Boat Top Fittings 139 
Ball Valve 488 
Ball Valve T-Handle 487 
Ball Valve Wrench 487 
Ballslide™ - Batten Car Systems 314 
BANTEN Antennas 89 
BARIGO Instruments 569-576 
Barometers 563-578 
 Black Aluminum 563-566
 Brushed SS 569,575
 Chrome 563-567,570-575
 Gold Plated 563-568
 Nylon Case 565
 On Wood 567-568,575-576
 Porthole 573-578
Barrel Bolts  
 Brass 191
 Chrome 190-191
 Stainless 190-191
BARZ Sunglasses
 Bali 559
 Cabo Model 556
 Cal 561
 Corsica 559
 Floater Model 555
 Floating Sunglasses 555-557
 Flores 560
 Grom 561
 Heron 559
 Kids Sunglasses 561
 Kuta Model 557
 Maui 559
 Nauru 558
 Nauru Jr. 561
 Nias 558
 Piha 560
 San Juan Model 557
 Straddie 558
 Tofino 560
 Wavefarer 560
Bases  
 Antenna 133-134
 Rail 136,141
 Stanchion 136,141
Batten Car Systems & Accessories 314 
Battery Charger - CRISTEC 83-86 
Battery Switches 51-52 
Battery Terminal Blocks 64-65 
Battery Tester 52-56,59,69,79 
Battlestick™ Tiller Extensions 311-312 
Bells 579 
Berth Lights 27-32 
Bilge Alarms 59-60 

Bilge Pump  
 Float Switches 63
 Manual 508-509,511
 Switches 510
Binoculars - MINOX 552-553
Binoculars - OPTISAN 554
Bit - Mooring 124 
Block Swivel Bases 306-308 
Blocks 247-248,251-298 
 Brass 247-248
 Core Blocks™ 287,289-291,293
 EASYlock 243
 Exit 282
 Fiddle 257,262,265,267,268,
  270,273,274,277
 Foot/Cheek, Keelboat 284,291,292-296
 Foot/Cheek, Small Boat 251,255,257, 
  259,262,263,267,
  270,272,277,279
 Keelboat 287-298
 Lashing Orbit Blocks™ 292,294-297
 Mainsheet - EASYmatic 243
 OPTIPARTS 447-448
 Orbit Blocks™, Keelboat  288,292,294,
  296,297
 Orbit Blocks™, Small Boat 253,258,
  259,261-263,271-277,279
 Pivoting Lead 278,280,283,284
 Ratchet 263,275-278,280
 Series 100 Core 295
 Series 100 Orbit 296-297
 Series 15 & 20 AP Utility 251
 Series 15 BB 252
 Series 20 BB Orbit 253
 Series 20 BB Utility 254-255
 Series 25 & 30 AP Utility 256-257
 Series 30 BB Orbit 258-259
 Series 30 BB Utility 260
 Series 40 AP Utility 266-267
 Series 40 BB Orbit 261-262
 Series 40 BB Ratchet Orbit 263
 Series 40 BB Utility 264-265
 Series 45 Core 289
 Series 50 AP Utility  269-270
 Series 50 BB Utility 268
 Series 55 BB Orbit 271-274
 Series 55 BB Ratchet Orbit 275-277
 Series 60 AP Utility 269
 Series 60 BB Ultimate Ratchet 278
 Series 60 Core 290-291
 Series 60 Orbit 292
 Series 70 BB Orbit 279
 Series 75 BB Ultimate Ratchet 280
 Series 75 Core 293
 Series 75 Orbit 294
 Sports 251-286
 SS Block 247,251-282
 Swivel Block 247,251-298
 Upright Lead 283,284
 Wire 254,258,259,264,268,
  282,283,290,293
Boarding Ladders  
 Rope 153,528-533
 Stainless 149-154
Boarding Steps  
 Brass Frame 134
 SS Frame 135,155
Boat Hook Ends  
 Brass 135
 Chrome 135
Boat Hook Holders 129 
Boat Hook Replacement Grip 544 



604

VictoryINDEX

For the most up to date product information, visit   www.victory-products.com

Boat Hooks 544 
Boat Top Fittings 137-140 
Boat Top Fittings - Quick Release 139 
Bollard 124 
Bollard - Brass 124 
Bolts  
 Eye Bolts - Bronze 228
 Eye Bolts - Stainless 227
 Ring Bolts - Bronze 228
 Ring Bolts - Stainless 227
 U-Bolts 226
Books & Videos - OPTIPARTS 450
Boom Accessories - OPTIPARTS 446 
Boom Ends - OPTIPARTS 449 
Boom Vang - EASYkick 245 
Booms - OPTIPARTS 436-438 
Boots - GUL 425,427 
Boots - Kayak - GUL 427 
Boots - RONSTAN 358 
Boots - Spreader 246 
Bosun's Chair 532 
Bosun's Whistle 589 
Bottle Opener 131 
Bow Bumpers - OPTIPARTS 440 
Bow Eyes - Brass/Bronze 228 
Bow Eyes - Stainless 227 
Bow Handle - Chrome 127 
Bow Protection Plates 543 
Bow Rollers 119-121 
Bowls & Plates 592-597 
Brackets  
 Angle - Stainless 208
 Antenna 133-134
 Heaving Line 130
 Ladder Hook 155,206
 M.O.B Light 130,533
 Navigation Light 1
 Outboard Motor 155
 Rail Mount 129
 Ring Buoys 130
 Swimgrid 155
 Table 208-211
Brass Blocks 247-248 
Bronze Rings 223 
Bronze Swivels 221 
Bucket - Collapsible 536 
Buckle - Webbing 222-225 
Bulb Socket Adapter 49 
Bulbs - LED 44-49 
Bulbs - Light 44-49 
Bulkhead Lights -Vapour Proof 43 
Bulldog Clips 232 
Bullseye Fairlead 247,342-343 
Bungs - Drain Plugs 343,506-507 
Bungs - Wood 540 
Bungy Cord 535 
Buoy Brackets 129-130 
Buoyancy Aids - GUL 424 
Buoyancy Bags - OPTIPARTS 445 
Buoyancy Bags - WINDESIGN 463 
Bushes - Plastic 341 
Buss Bars 64-65 
Butt Hinges - Brass 204 
Butt Hinges - Stainless 198-203

C 
Cabin Hooks - Brass 187 
Cabin Hooks - Chrome/SS 187-188 
Cable Clamps 232 

Cable Connector - KONG 599 
Cable Outlets 64 
Calibrated Turnbuckles 377-378 
Cam Cleats & Accessories 302-305 
Candle Holders 588 
Canopy Hardware 137-140 
Cap - Fleece 548 
Cap - GUL 424 
Cap - RONSTAN 357 
Cap Retainer 562 
Carabiner - Alloy - KONG 600-601 
Carabiners 218-219,602
Carbine Hooks 218-219,602 
Carbon Filter - Holding Tank 504 
Card Game - OPTIPARTS 450,597 
Carry-all Bags 537 
Cart - Dock 547 
Catch  
 Ball Catch Brass 189
 Elbow Catch - Brass 193
 Elbow Catch - Chrome/SS 193
 Fender Catch 128
C-Cleat™ Cam Cleats 302-305 
Ceiling Lights 33-39 
Ceiling Lights - Vapour Proof 43 
Chain - Galvanized 115-116 
Chain Connecting Link - Galv. 117 
Chain Counter 112-113 
Chain Hook 117 
Chain Locker Vent 164 
Chain Pipe - Chrome/SS 122 
Chain Plates 345 
Chain Stopper 117-118 
Chair - Bosun's 532 
Chair - Folding 211 
Charger - CRISTEC 83-86 
Charger - USB 67-68 
Chart Lights 26 
Chart Magnifier 536 
Check Valves 505,508 
Cheek Blocks - Keelboat 291,292-296 
Cheek Blocks - Small Boat 251,255,257,
  259,262,263,267,
  270,272,277,279
Child Safety Harness 527 
Chocks  
 Brass - Bow Fairlead 123
 Brass/Bronze - Straight 123
 Stainless - Skene/Straight 123
Cigarette Lighter 53-59,67-68 
Cigarette Lighter Plug/Socket 67-68 
Circuit Breaker Panels 54-59 
Circuit Breakers  
 Breakers for Panels 60
 Breakers for Windlass 114
Circular Hatches - MOONLIGHT 172 
Clamp - Tubing 140
Clamp-on Cleat 126 
Clamshell Vents 163 
Classic Winches 413-414 
ClearStart™ Timer & Watches 362-365 
Cleats  
 Alloy 125
 Brass/Bronze 125
 Cam Cleats - RONSTAN 302-308
 Clamcleat - OPTIPARTS 446
 Clamp-on 126
 Flag Halyard 126
 Flush Deck Mount 126
 Herreshoff - Brass 125
 Herreshoff - Stainless 125
 Nylon 125

Cleats (Cont.)
 OPTIPARTS 446 
 Pull-up 126
 Shroud Cleat 126
 Stainless Steel 124-126
Clevis Pins - RONSTAN 389 
Climbing Equipment - KONG 599-602 
CLIMMA Air Conditioning 89 
Clinometer - WINDESIGN 463 
Clinometers 550 
Clips - Wire Rope 232,390 
Clocks 563-578 
 Black Aluminum 563-566
 Brushed SS 569,575
 Chrome 563-567,570-575
 Gold Plated 563-568
 Nylon Case 565
 On Wood 567-568,575-576
 Porthole 573-578
 Ship's Bell 573-574
 Tide Clock 576-577
 Wind-Up 573-574
Clothing 350-358,421-434 
 GUL 350-358
 RONSTAN 421-434
Coat Hooks - Brass 207-208 
Coat Hooks - Chrome/SS 207 
Cockpit drain 506 
Cockpit Lights 33 
Cockpit Scupper 506 
Code Flags 540 
Coffee Cup 594-597 
Collapsible Water Bucket 536 
COLLIGO Torque Rope Clamp 242 
Compass 550-551 
Compression Eye 240 
Compression Stud 241 
Compression Toggle 241 
Compressor - FRIGOBOAT 90 
Concealed Horn 69 
Connecting Link - Galv. 117 
Connection Boxes 65 
Connector - 3 Way 502 
Connectors - Anchor 117-118 
Connectors - Hose Fitting 493 
Constrictor® Textile Rope Clutch 309-310 
Continuous Line Furlers 335-340 
Control Box for Wipers 73 
Control Ends -Traveller 315,320,
  321,325,330
Control Panel for Windlasses 112-113
Control Panel for Wipers 73 
Controller - LED Lights 47-49
Controls - Engine 135 
Copper Ferrules 390 
Core Blocks™ 287,289-291,293 
Cotter Pins - HAYN 239 
Courtesy Lights 25-26 
Cover, Exhaust 166 
Covers - Fender ROLLNECK 539
Covers - OPTIPARTS 441 
Covers for 420 - WINDESIGN 462 
Covers for Laser - WINDESIGN 461 
Cowl Vent Deck Plates  
 Stainless 162
 Titanium Gold 162
Cowl Vents  
 Brass 161,163
 Chrome 161,163
 PVC 161,163
 Stainless 162
 Titanium Gold 162
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CRISTEC Battery Charger 83-86 
C-Track Slide Systems 316 
Cunningham Hooks 231,371 
Curtain Tensioner 194 
Cutlery Set - Stainless 596

D 
Daggerboard Protection Kit
 OPTIPARTS 440 
Daggerboards - OPTIPARTS 442 
Daggerboards for Laser 457 
DAN BUOY - MOB 530 
Davit - Dinghy 545 
Dead Bolt 191 
Dead End Eyestrap 371 
Dead Eyes 371 
Deadlight - Chrome 167 
Deck Boots - GUL 425 
Deck Clips 373 
Deck Collars - OPTIPARTS 445 
Deck Connectors 64 
Deck Fill Keys 147 
Deck Fills - Brass 147 
Deck Fills - SS 147 
Deck Hatch  
 Alloy  169,171-172
 Chromed Brass 169
 Polished Brass 169
Deck Hinge - Boat Top 137-140 
Deck Light - Flood 19-20 
Deck Organisers 281 
Deck Pipe - Chrome/SS 122 
Deck Shoes - GUL 425 
Deck Switch 113 
Descender - KONG 599-600 
Destroyer Wheel - JEFA 157-158 
Destroyer Wheel - Stainless 156 
DHR Horn 70 
DHR LAMPS 582-587 
DHR Nav Lights 18-19 
Diaphragm - Bilge Pump 509 
Diesel Deck Fill  
 Alloy/Nylon/SS 147-148
 Brass 147
Dimmer Switch 48,63 
Dinghy Boots - GUL 425 
Dinghy Clothing - GUL 421-425 
Dinghy Clothing - RONSTAN 350-359 
Dinghy Davit 545-546 
Dinghy Launching Wheels 545-546 
Dinghy Shoes - GUL 425 
Dinghy Shoes - RONSTAN 358 
Dinnerware 591-597 
Dishes 592-597 
Disinfectant Sanitary Release 522 
Diver's Helmet  590 
Diverter Valves 497-501,508 
Dock Cart 547 
Dock Light 42 
Dock Line - MARLOW 477-478 
Dome Lights 33-39 
Dome Lights - Incandescent 37 
Dome Vents  
 Mushroom - SS 164
 Solar 164-165
 Stainless 164-165

Door  
 Bolt - Brass 191
 Bolt - Chrome/SS 190-191
 Button - Chrome/SS 188
 Catch/Holder - Brass 188-190
 Catch/Holder - SS 188-191
 Handle/Knob - Brass 192
 Hinge - Stainless 198-203
 Hook - Brass 187
 Hook - Stainless 187-188
 Latch - Brass 188,192-193
 Latch - Chrome 181-182,191-193
 Latch - Magnetic 188-189
 Lock Sets 193
 Pull 181
 Stop - Brass 188-190
 Stop - Stainless 188-191
Dorade Vent 164 
Double Jaw Toggles 388 
Doublebraid  
 MARLOW 468
 Polyester 468
Drain Plugs 343,506-507 
Drain Tubes 507 
Drawer  
 Catches - Brass 192
 Catches - SS/Chrome 189,192-193
 Handles - Brass 194
 Handles - Stainless 194-195
 Knobs - Brass Decorative 194
D-Rings - Stainless 223-224 
Drink Holders 349 
 Assorted 131-132
 With LED 132
Drinkware 591-597 
Drop-In Hidden Horn 69 
Dry Bags 360-361,424,455 
Drysuits - Kayak - GUL 427 
Drysuits - Sailing - GUL 422 
D-Shackles 213-215,366-367 
D-Splicer 419 
DVD - WINDESIGN 461 
Dyneema - MARLOW 467-480 
Dyneema Link 253,258,259,263,274,279

E 
EASY MARINE 243-245 
EASYKICK - Boom Vang 245 
EASYLOCK - Rope Clutches 244
EASYMATIC Mainsheet Blk 243 
Elbow Catches - Brass 193 
Elbow Catches - Chrome/SS 193 
Electric Air Pump 513 
Electric Sailboat Winch 402-412 
Electric Winches 402-412 
Emergency 
 Bailers 451,534
 Bilge Pumps 508-509
 Ladder 528,532
 Lifebuoy Light 533
 Whistles 533
 Wood Bungs 540
End Plugs - Boat Top 138-139 
Engine Controls 135 
Escape Hatch 179 
Escutcheon Plates - Brass 193 
Escutcheon Plates - Chrome 193 
Evaporator Plate-FRIGOBOAT 91 
Exhaust Cover 166 
Exhaust Flange 166 

Exit Blocks 282 
Exit Plates 345 
Exit Plates - Halyard 231,345 
Eye  
 Bow Eye - Brass 228
 Bow Eye - Stainless 227
 Fender Eye - Brass 127
 Pad Eye 229-230
 Swage 387
Eye - HAYN  
 Lifeline 236
 Swageless 240
Eye Bolt - Bronze 228 
Eye Bolt - Stainless 227 
Eye Bolts 376 
Eye Nut 227 
Eye Snaphook 220-222 
Eye Strap - Stainless 231 
Eyeglass Strap - GUL 424 

F 
Fairleads  
 Chocks - Alloy 123
 Chocks - Brass/Bronze 125
 Chocks - Stainless 123
 Nylon with SS Bushing 247,342-343
Fairleads - Alloy 286 
Fall Arrest - KONG 599 
Fan  
 Oscillating 74
 Portable 74
Fast Pins 389
Faucet Head w/ LED 513 
Faucets - Galley 511,513 
Female Thread Hose Barb 495 
Fender Catch 128 
Fender Covers - ROLLNECK 538 
Fender Eye - Brass 127 
Fender Hooks - Brass 128 
Fender Hooks - SS 128 
Fender Plates - Brass 127 
Fender Plates - Stainless 127 
Ferrules - Copper 390 
Fiddle Blocks 257,262,265,267,
  268,270,273,274,277 
Fids 418-419,481-482,536 
Fids - Hollow 481,536 
Filter - Holding Tank 504 
Filters - In-line 507 
Filtration
 ACUVA Water Purification 524-525
Fishing Rod Holders 145-146 
Fixed Eye Snaphook 220,222 
Flag Clips 371 
Flag Halyard Cleats 126 
Flag Pole  
 Rail Mt. Chr/SS 143-145
 Socket 144
 w/ Base Brass 144
 w/ Base Chr/SS 143-145
Flag Swivel Sister Clips 145 
Flags - Signal/Code 540 
Flange - Exhaust 166 
Fleece Watch Cap 548 
Flexible Water Tank 523 
Flip Top Drain Plug 507 
Float Switches 510 
Floating Sunglass Retainer 562 
Floating Sunglasses - BARZ 555-557
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Floating Winch Handle 246 
Flood Light 19-20 
Flush Deck cleats 126 
Flush Pin Shackle 213,215 
Fog Horn  
 Brass 588
 Plastic 69-70
 Stainless 69-70
Foils - OPTIPARTS 442 
Foils for Laser - WINDESIGN 457 
Folding Anchors 116-117 
Folding Chair 211 
Folding Coat Hook 207 
Folding Dock Cart 547 
Folding Drink Holders 131 
Folding Ladders - Rope 153,528-533 
Folding Ladders - Stainless 149-154 
Folding Padeyes 230,374 
Folding Steps 135 
Folding Table Support  
 Rakego Aluminum 211
 Stainless 210-211
Foot Blocks - Keelboat 291,292-296 
Foot Blocks - Small Boat 251,255,257,259,
  262,263,267,270,
  272,277,279
Foot Pump - Air 513 
Foot Pump - Galley 513 
Foot Rope Clamp - KONG 600 
Foot Switches 113 
Footwear - RONSTAN 358 
FORCE 7 Anchor 116 
FORCE Claw Anchor 116 
Fork - Swage 387
Friction Rings 286 
FRIGOBOAT 90-96 
 Air Cooled Systems 90-96
 Component List 96
 Digital Thermostat 93
 Evaporators 91
 Keel Cooler Systems 90-96
 Selection Guide 95
 Speed Control 94
 Water Cooled Systems 90-96
FS Navigation Lights 6-7 
Fuel Deck Fills - Brass 147
Fuel Tank Sensors - KUS 75-76 
Funnel 541 
Furlers & Accessories 334-340 
Furling Lead Blocks 247 
Fuse  
 Blocks 64-65
 Connection Box 65
 Holders 60,65-66
 Panels 52-59
FYNSPRAY PUMPS 511-512 

G 
Galley Faucets 511,513 
Galley Foot Pump 513 
Galley Hammock 537 
Galley Hand Pump 511-513 
Galley Rail 194 
Galvanized Folding Anchor 116 
Garboard Drainplug 506 
Gas Deck Fills - SS 147-148 
Gate Eye - HAYN 236 
Gauges - Battery Test 52-56,59,69,79 

Gauges - KUS 77-82 
 Amp Meter 79
 Fuel 77
 GPS Speedometer 82
 Holding Tank 77
 Hour Meter 80 
 Multi - Fuel & Water 78
 Navigation Light Control 78
 Rudder Position Indicator 80
 Speedometer 82
 Volt Meter 79
 Water 77
Gear Bag - Mesh 537 
Gear Bags 359-361,424,454-455 
Gear Hammock 537 
Gear Storage Net 537 
Genoa Cars 317-319,324,328,332 
Giftware 563-598 
Glasses - Drinking 591,593,596 
Gloves 357,425,548 
 GUL 425
 RONSTAN 357
Glue - PVC/Hypalon FINAL FIX 539
GPS Antenna Mount 133-134 
GPS Speedometer 82 
Grease - Winch 401 
Grips - Tiller Extension 456 
Gudgeon & Pintle 313 
Gudgeons 313 
GUL 421-427 
 Bags 424
 Boot - Kayak 427
 Buoyancy Aids 424
 Caps 424
 Deck Boots 425
 Deck Shoes 425
 Dinghy Boots 425
 Dinghy Shoes 425
 Dry Bags 424
 Drysuits - Kayak 427
 Drysuits - Sailing 422
 Eyeglass Strap 424
 Gloves 425
 Helmets 424
 Hikepant 421,423
 Hiking Pads 423
 Hoody - Neoprene 422
 Jackets 422,427
 Jackets - Kayak 427
 Knee Pads 423
 Longjohn 421
 Mask & Snorkel 424
 Poncho 424
 Race Bib 423
 Rash Guards 423
 Response Wetsuit 421
 Roof Rack Strap 424
 Sailing Gloves 425
 Shorty Wetsuit 421
 Size Charts 428-434
 Spraytops 422
 Stand Up Paddleboard 426
 Sweater/Jumper 422
 Tee Fit Rash Guard 423
 Thermotop 421
 Tops 421-423,427
 Trapeze Harnesses 423
 Trouser - Kayak 427
 Trouser - Sailing 421-422
 Vest 421
 Visors 424
 Wet Weather Gear 422
 Wetsuits 421,427

H  
Halyard Bags 349 
Halyard Cleats - Stainless 126 
Halyard Exit Plates 231,345 
Halyard Shackles 215,367 
Hammock - Galley 537 
Hammock - Gear 537 
Hand Rope Clamp - KONG 600 
Handheld Radio Holder 131 
Handheld Shower 179,514 
Handheld VHF Radio 87-88 
Handles  
 Bow 127
 Door -Brass 194
 Drawer - Brass 192,194
 Drawer - Chrome/SS 194-195
 Grab 195
 Handrails 141,195-197
 Lift - Brass 182-184
 Lift - Chr/SS 181-182
 Locking Latch - Chr/SS 181-182
 Plastic 195
 Stanchion Handrail 141
 Step 135,155
 Transom - Brass 194
 Transom - Chrome/SS 155,195
 Winch 246,415-417
Handrail Fittings - SS 142 
Handrails - SS 141,195-197 
Hanks - Jib 220 
Harness - KONG 600 
Harness for Pets 527 
Harness Hardware 223-225 
Harness Tethers 526-527 
Harnesses - Safety 526-527 
Hasps - Brass 186 
Hasps - Chr/Stainless 186-187 
Hat - Fleece 548 
Hatch  
 Adjusters - Brass 180
 Adjusters - Chr/SS 180
 Fasteners - Brass 180
 Fasteners - Chr/SS 180
 Hinges - Brass 205
 Hinges - Chr/SS 198
 Latches - Brass 180
 Latches - Chr/SS 180
 Pull - Stainless 181
 Springs 180
Hatches  
 Access Hatch 174-178
 Deck - Alloy 169,171-172
 Deck - Chromed Brass 169
 Deck - Polished Brass 169
 Escape Hatch 177
 Inspection 174
 MOONLIGHT 171-172
 Shower Hatch 179
 Storage 174-178
Hawse Pipes - Stainless 122 
Head (Toilet) - Electric 516 
Head (Toilet) - Parts 517-522 
Head (Toilet) Disinfectant 522 
Headsail Cars 316-319,323,324,328 
Headsail Sheet Leads 316-319 
Heaving Line 529,534 
Heaving Line Basket 130 
Helmet - Diver's 590 
Helmets - GUL 424 
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Herreshoff Cleats  
 Brass 125
 Stainless 125
Hidden Horn 69
Hidden Threaded Terminals 249
Hiking Bench - OPTIPARTS 450 
Hiking Bench for Laser - WINDESIGN 459 
Hiking Pads - GUL 423 
Hiking Straps 446 
Hiking Straps - OPTIPARTS 446 
Hi-Mod Fittings 240-242 
Hinges  
 Boat Top Deck Hinge 138-140
 Butt - Brass 204
 Butt - Stainless 198-200
 Cabinet - Brass 204-205
 Cabinet - Stainless 198-202
 Hatch - Brass 205
 Hatch - Chrome/SS 198
 Heavy Duty - SS  200,203
 Ladder Hinge 206
 Lift-Off - Brass 205-206
 Lift-Off - Stainless 203-204
 Motorbox - Brass 204
 Motorbox - Stainless 198
 Offset - Brass 204
 Offset - Stainless 203
 Oval - Stainless 200-201
 Semi-Concealed - Brass 204
 Semi-Concealed - Stainless 203
 Separating Hinge 203-205
 Strap - Brass 205
 Strap - Stainless 198-204
 Table - Brass 204-205
 Table - Stainless 200-203
Hold Down Clip-Web Buckle 225 
Holders  
 Boat Hook 129
 Door - Brass 188-190
 Door - Stainless 187-191
 Drink - Assorted 131-132
 Hand-Held Radio 131
 Heaving Line 130
 Knife 131
 Life Ring 129-130
 Line - Rail Mount 128
 Line Hanger 128
 Paper Towel 208
 PVC 131
 Rod Holder 145-146 
 Storage Caddy 130
 Toilet Paper 208
 Winch Handle 131,417
Holding Tank Sensors - KUS 76 
Hood Latch 184 
Hoody - Neoprene - GUL 422 
Hook-In Blocks 448 
Hooks 
 Assymetric 218-219,600
 Cabin Hook - Brass 187
 Cabin Hook - Chrome/SS 187-188
 Carbine - Alloy 600-601
 Carbine - SS 218-219
 Chain Hook 117
 Coat - Brass 207-208
 Coat - Chrome/SS 207
 Cunningham 231,371
 Door - Brass 187
 Door - Chrome/SS 187-188
 Fender - Brass 128
 Fender - SS 128
 Gear - Stainless 207
 KONG 218-219,600-601

Hooks (Cont.)
 Lacing - SS 128
 Lashing 128
 Mooring 543
 Pelican - Stainless 233
 Piston Snaphook 221-222
 Reefing 231,371
 S Hook 231,371
 Sheet & Halyard Storage 128
 Shock Cord 535
 Snaphook - Br/Brz/SS 220-222
 Snaphook - Webbing SS 222
 Trigger Snap - Bronze 221
 Trigger Snap - SS 222
 Utility - SS 128-129,207
 Wall - Brass 207-208
 Wall - Stainless 207
Hooks & Clips - Stainless Steel 370,371 
Horizontal Windlasses 104-112 
Horn  
 Compact Electric 69-70
 DHR 70
 Fog - Brass 588
 Fog - Plastic 70
 Fog - SS 70
 Hidden Horn 69
 Trumpet Electric 69-70
Hose - Drinking Water 523 
Hose Barbs 491 
Hounds 345 
Hour Meter - KUS 80 
Hull Protectors - OPTIPARTS 440 
Hygrometer 563-578 
Hypalon/PVC Repair Kit FINAL FIX 539
Hypothermia Protection Suit 534 

I 
Ignition Switch 62 
Inclinometer 550 
Inflatabe Repair Kit FINAL FIX 539
Inflatable MOB Pole 530 
Inlet Valve - Bilge Pump 509 
In-line Filters 507 
Inspection Hatches/Ports 343 
Inspection Ports 174 
International Code Flag Decal 540 
International Code Flag Set 540 
I-Track & Cars 315,320-321 

J 
Jackets - GUL 422,427 
Jackets - Kayak - GUL 427 
Jacklines 536 
Jam Cleats 301 
JEFA Rudder Systems 158 
JEFA Steering Systems 157-152 
Jib Cars - Sliding 316-319 
Jib Hanks - Brass 220 
Jib Hanks - Stainless 220 

K 
Kayak Clothing 427 
Keel Cooler - FRIGOBOAT 90,92 
Key Chains 589 

Key Rings - OPTIPARTS 450 
Kill Switch Key 68 
King Post 124 
Kite Blocks 251-254,258 
Knee Pads - GUL 423 
Knife Holder 131 
Knock-On Jib Hanks - Brass 220 
Knock-On Jib Hanks - SS 220 
KONG
 Anchor Swivel 118
 Aluminum Swivel 599
 Anchor Plate 600
 Carabiner - Alloy 600-601
 Carabiner - Stainless 218-219
 Descender 599-600
 Duck 599
 Eko Harness 600
 Fall Arrest 599
 Foot Rope Clamp 600
 Frog 599
 Hand Rope Clamp 600
 Indy Evo 599
 Mini Block 599
 Positioning Device 599
 Pulley 599
 Quick Links - SS 602
 Rings - Bronze 223
 Rope Clamp 599-600
 Snaps - Bronze 220-221
 Swivel - Bronze 221
 Tango Carabiner 600
 Tethers 526
 Zip Evo 599
KONG Climbing Equipment 599-602 
KUS Gauges & Sensors 75-82 

L 
Lacing Hooks - SS 128
Ladder Hinge - Brass 206 
Ladders 
 Emergency 528,532
 Rope 153,528
 Stainless 149-154
LALIZAS LIFE LINK Tethers 527
LALIZAS Nav Lights 11-17
Lamps - Oil/Electric 580-585
Laser Accessories - WINDESIGN 456-460
Laser Upgrades - WINDESIGN 459
Lashing Blocks - Keelboat 292,294-297
Lashing Blocks - Small Boat 253-256,260
Lashing Hook 128
Latches 
 Anti-Rattle - Brass 186
 Anti-Rattle - Chrome/SS 184-185
 Button - Brass 192
 Button - Chrome/SS 188
 Door - Brass 188,192-193
 Door - Chrome/SS 181-182,191-193
 Eccentric - Brass 186
 Eccentric - Chrome/SS 184-185
 Hatch - Brass 180
 Hatch - Chrome/SS 180
 Hatch Tie-Down 184
 Hood - SS & Rubber 184
 Lift Latch - Locking 181-182
 Magnetic 188-189
Launching Wheels 545-546
L-Brackets - SS 208
Leads - Furling Blocks 247
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LED 
 Bulbs 44-49
 Chart Light 26
 Dome/Ceiling Light 33-39
 Light - Waterproof 20-23,33
 Nav Lights 1-19
 Reading Light 27-32
 Spreader Light 20
 Stern Light 24
 Strip Light 47
 Tube Light 41-42
LED Controller 47-49
LED Faucet Head 513
LED Shower Head 514
Letter Case 53
Letter Opener - Brass 588 
LIFE LINK
 Heaving Line 529
 Recovery Collar 529
 Safety Harness 527 
 Tethers 527 

Life Ring Holder 129-130 
Lifejacket for Pets 527 
Lifejacket LED Light 533 
Lifeline  
 Accessories 233-239
 Base 136,141
 Drink Holders 131
 Emergency Kit 233
 Gate Eye - HAYN 236
 Pelican Hook 233,237
 Stud - HAYN 237
 Turnbuckle - Emergency 233
 Wire  234
Liferaft 531 
Lift Handles  
 Brass 182-184
 Large - Stainless 182
 Stainless 181-182
Lift Latch - Locking 181 
Lift Rings  
 Brass 182-184
 Brass With Spring 182
 Chrome/SS   181-182
 Chrome/SS With Spring 181-182
Lift-Off Hinges - Brass 205-206 
Lift-Off Hinges - Stainless 203-204 
Light Bulbs 44-49 
Light Rails 41 
Lights  
 Anchor 8-9
 Bow 1-19
 Brass Lamps 580-587
 Bulkhead 27-32
 Ceiling Lights 33-39
 Chart Lights 26
 Cockpit 33
 Combo - Nav 1-19
 Courtesy Lights 25-26
 Dock Light 42
 Dome Lights 33-39
 Flood 19-20
 Halogen Reading  31
 Halogen/Xenon Ceiling 37
 Halogen/Xenon Dome 37
 Interior Lights 24-42
  LED 1-42
 LED Chart 26
 LED Courtesy 25-26
 LED Dome 33-39

Lights (Cont.)
 LED Navigation 1-19
 LED Reading  27-32
 LED Stern 24
 LED Strip 47
 LED Tube 41
 LED Underwater Light 21-23
 LED Waterproof 20-23,33
 Light Bulbs 44-49
 Light Rail 41
 Nav - Brass 6-7
 Navigation 1-19
 Pole - Brass 7
 Pole - Chrome/SS 9-10
 Reading Lights 27-32
 Running 1-19
 Series 20 1
 Series 25 1
 Series 40 2
 Solar 42
 Side - Brass/Copper 582-583
 Spreader Light 20
 Steaming 1-19
 Stern 1-19
 Stern - Brass/Copper 582-583
 Touch Switch 30,32
 Transom 24
 Tri-Colour 2,11
 Underwater 21-23
 Vapourproof 43
 Wall Lights 29, 31, 43
 Xenon Chart 26
 Xenon Dome 37
 Xenon Reading  31
Line Hanger 128 
Line Holders - Rail Mount 128 
Load Bearing Collar - TRUDESIGN 490 
Lock Nuts - Turnbuckles 388 
Lock Sets 193 
Locker Catch 181 
Locker Vent 159 
Locking Lift Rings 181 
LOFRANS Maintenance Kits 114 
LOFRANS Windlasses 97-114 
Long Thread Tails 491 
Louvered Vents  
 Brass 161
 Plastic 159-161
 Stainless 159-161
Low Friction Fairleads 286 
Low Friction Rings 286,463 
Lowline Hatch - MOONLIGHT 172 

M 
Macerator Pump 515 
MAGGI Chain 115 
Magnetic Door Catch - Brass 188-189 
Magnetic Door Latch 188-189 
Magnifier - Chart 536 
Mainsheet Block-EASYmatic 243 
Mainsheet Blocks 251-308 
Mainsheet Cars 315,320-333 
Mainsheet Cleat Units 306-308 
Man Overboard Light 533 
Man Overboard Light Bkt. 130,533 
Man Overboard Rescue 529-532 
Manual Winches 397-401 
Marine Toilet 59-60 
MARINER'S MATE 538 

MARLOW ROPE 465-483 
 3 Strand Buff Polyester Prestr. 476
 3 Strand Nelson 478
 3 Strand Nylon 477
 3 Strand Polyester 476
 3 Strand Pre-Stretched 476
 8 Plait Matt 474
 8 Plait Pre-Stretched 474
 Braid on Braid Fid Set 481
 Chafe Sleeve (Dyneema) 480
 Cordless Hot Knife 482
 D12 471
 D12 Soft Shackles 479
 D2 Club 467
 D2 Grand Prix 78 467
 D2 Racing 78 467
 Doublebraid 468
 Excel Control 472
 Excel D12 471
 Excel D12 Max 78 471
 Excel Elite 470
 Excel Fusion 470
 Excel Gemini 470
 Excel Marstron 474
 Excel Marstron+ 473
 Excel Matrix 470
 Excel Pro 473
 Excel Pro Mini-Spools 480
 Excel R8 469
 Excel Racing 469
 Excel Racing GP 78 469
 Excel Splicing Needle 481
 Excel Taper 472
 Excel V12 472
 Excel Vectran 473
 Formula-X 475
 Formuline 475
 Guard Rail Netting 482
 Hand Held Hot Knife 482
 Hardy Hemp 477
 Jackstay Webbing 478
 Kiteline Freestyle 475
 Kiteline Race 475
 Lifeline Netting 482
 Marline 482
 MARLOW Tape 482
 MARLOWbraid 468
 MGP Furler 50 479
 MGP Tech 50 480
 Multiplait Nylon 477
 Pre-Spliced Docklines 478
 ProDrive Torsion Rope 479
 PS12 474
 Sailmakers Needles 482
 Sailmakers Palm 481
 Shockcord with Dyneema 480
 Splicing Kit 481
 Splicing Needles 481
 Splicing Roll 482
 Swedish Fids 481
 Teflon Scissors 482
 Toestrap Webbing 478
 Whipping Twine 481
Mask & Snorkel - GUL 424 
Mast Chocks 347 
Mast Float - WINDESIGN 462 
Mast Hardware  
 For Laser 460
 OPTIPARTS 436-438,444-445,449
 RONSTAN 345-348
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Mast Lock - OPTIPARTS 445 
Mast Plugs - OPTIPARTS 449 
Mast Steps 135 
Mini Block - KONG 599 
Minisail - OPTIPARTS 450 
MINOX Binoculars 552-553
Mirror - Waterski 148 
Mirrors 278 
MOB Light  533 
MOB Light Holder 130,533 
MOB Pole - Inflatable 530 
MOB Rescue System 529-532 
Moisture Absorbent 538 
MOONLIGHT HATCHES 171-173 
MOONLIGHT PORTS 173 
Mooring Bit 124 
Mooring Hook 543 
Mooring Plates 543 
Mooring Snubbers 546 
Mortise Lock Sets 193 
Motion Sensor Switch 42 
Motor - Wiper 71-72 
Motor Bracket 155-156 
Motor Tiller Extension 541 
Mounts - Antenna 133-134 
Multi-Sac 537 
Mushroom Vent - SS 164 

N 
Navigation Lights 1-19 
 Brass 6-7
 Brass Oil/Electric 582-583
 Incandescent 1-8
 LED 1-19
 Portable 4
Non Return Valves 505,508 
Non-Skid Mat 597 
Non-Syphon Loop 503,508 
Nylon Rope 477 

O 
Oarlocks and Sockets 542 
Offshore Hatch - MOONLIGHT 171 
Oil Change Hand pumps 509-511 
Oil Lamps 580-587 
Oil Reservoir Pumps 509-511 
Oil Temp Pressure Gauge 81 
Optimist Scale Model 450 
OPTIPARTS
 Bailers 451
 Blocks 447-448
 Books & Videos 450
 Boom Accessories 446
 Boom Ends 449
 Booms 436-438
 Bow Bumpers 440
 Buoyancy Bags 445
 Card Game 450
 Cleats 446
 Covers 441
 Daggerboard Protection Kit 440
 Daggerboards 442
 Deck Collars 445
 Foils 442
 Hiking Bench 450
 Hiking Straps 446
 Hull Protectors 440

OPTIPARTS (Cont.) 
 Key Rings 450
 Mast Lock 445
 Mast Plugs 449
 Maststep 444
 Praddel Paddle 451
 Roof Rack 441
 Rope See MARLOW
 Rowing Seat 445
 Rudder Fittings 442
 Rudders 442
 Sail Bags 439
 Sail Numbers 440
 Sails 439
 Spar Accessories 449
 Spars 436-438
 Sprits 436-438
 Tillers & Extensions 444
 Trolley/Dolly 442
 Trolley/Dolly Parts 442
 Waterproof Container 441
 Wind Indicators 446
Orbit Blocks™ - Keelboat 288,292,294,
  296,297 
Orbit Blocks™ - Small Boat  253,258,259,
  261-263,271-277,279 
Oscillating Fan 74 
Outboard Motor Bracket 155-156 
Outboard Motor Extension 541 
Outboard Motor Lock 541 
Outhaul Cars 315,320-323,329,332 
Outhaul Slides 316-319 
Outlet Valve - Bilge Pump 509 

P 
Pad Eyes 373-375 
Pad Eyes - Folding 230,374 
Pad Eyes - Stainless 229-230,373-375 
Paddle - OPTIPARTS Praddle 451 
Padlocks - Brass 541 
PALM Dinnerware 591-594 
PALM Drinkware 591-594 
Pants - GUL 421-422,427 
Paper Towel Holder 208 
Paperweights - Brass Anchor 588 
Parrel Beads 342,536 
Pedestal - Table 209-210 
Pelican Hook - HAYN 237 
Pelican Hook - Stainless 233 
Pen Holder - Brass Propeller 588
Person Overboard Light 533 
Person Overboard Rescue 529-532 
Pet Lifejacket/Harness 527 
PETERSEN Hi-Mod 240-242 
PETERSEN Shackles 213-214 
Pin - Quick Release 138,389 
Pintles & Gudgeon 313 
Piston Snap Hooks - Brz/SS 221-222 
Pitcher 593 
Pivoting Lead Blocks 278,280,283,284 
Plates & Bowls 592-597 
Plow Anchor 116 
Pole Lights - Brass 7 
Pole Lights - Chrome/SS 9-10 
Polyester Rope 467-476 
Polypropylene Rope 470,472-474 
Poncho - GUL 424 
Portable Navigation Lights 4 
Porthole Mirrors 578 

Portholes  
 Alloy 169,173
 Chromed Brass 167-168
 MOONLIGHT 173
 Polished Brass 167-168
 Stainless 167
Ports - Inspection 174 
Position Monitor Ball Valve
 TRUDESIGN 489-490 
Positioning Device - KONG 599 
Power Boot - GUL 425 
Praddel Paddle - OPTIPARTS 451 
Pressure Water Pump 515 
Pre-Stretch Line -MARLOW 474,476 
PRISM Metal Polish 539 
Pro-Drive Torsion Rope - MARLOW 479 
Protection Pack for Laser-WINDESIGN 461 
Protest Flag 359 
Pulley - KONG 599 
Pulley Block 247,251-298 
Pulls  
 Hatch - SS 181
 Ring - Brass 182-184
 Ring - Chrome/SS 181-182
Pull-up Cleat 126 
Pumps  
 Air 513
 Bilge 508-509,511
 Brass Hand Pump 509,511-512
 FYNSPRAY 511-512
 Galley 511-513
 Inline 12V 513
 Macerator 515
 Oil Change 509-511
 Oil Reservoir. 509-511
 Pressure Water 515
 Shower/Sink Drain 515
 Toilet Waste Pump 515
 Water System 515
Punched Strip 345
Push Button 
 Door/Drawer Latch-Brss 192
 Door/Drawer Latch-Chr 192
PVC Repair Glue FINAL FIX 539
PVC/Hypalon Repair Kit FINAL FIX 539

Q 
Quick Links  
Quick Links - Sister Clips 216
Quick Links - Stainless 216,602 
Quick Links - Stainless Rated 602 
Quick Pins 138,389 
Quick Release Boat Top Fittings 139 
Quick-Lock™ Winch Handles 415-416 
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R 
Race Bib - GUL 423 
Race Timer 362-365,463,576 
Radar Arch 212 
Radar Reflectors 543 
Radio Holder 131 
Radios - VHF 87-88 
Rail - Galley Rail 194 
Rail Fittings 136-142 
Rail Lights 41 
Rail Mount  
 Antenna Brackets 133-134
 Bracket 129
 Flag Pole Socket 143-145
 Flag Poles 143-145
 Motor Bracket 156
 Table Support 210
RAKEGO SHELF SUPPORT 211 
Rashguard - GUL 423 
Rashguard - RONSTAN 353 
Ratchet Blocks 263,275-278,280 
Raw Water Strainer 507 
Reading Lights 27-32 
Recovery Collar 529,533 
Recovery Ladder 532 
Reducers - Hose Fitting 494 
Reefing Hook 231,371 
Reflective Tape 534 
Reflectors - Radar 543 
Refrigeration - FRIGOBOAT 90-96 
 Air Cooled Systems 90-96
 Component List 96
 Compressor 90
 Digital Thermostat 93
 Evaporator Plates 91
 Keel Cooler Systems 90-96
 Selection Guide 95
 Speed Control 94
 Water Cooled Systems 90-96
Regatta Timer - WINDESIGN 463 
Remote Control for Windlass 112-113 
Remote Switch - Wireless 47,63 
Rescue System 529-532 
Response Wetsuit - GUL 421 
Retaining Rings & Clips 313,389 
Retaining Strap - Cap 562 
Retaining Strap - Sunglasses 562 
Rig Support for Laser - WINDESIGN 460 
Rigger's Bag 536 
Rigging Fittings 377-390 
Rigging Insulator - Petersen 242 
Rigging Screws 377-383 
Rigging Wire 234 
Rim Dead Bolt 191 
Rim Lock Sets 193 
Ring Buoy Bracket 129-130 
Ring Pulls - Brass 182-184 
Ring Pulls - Chrome/SS 181-182 
Rings  
 Bolts 227
 Bronze 223
 Circular  223-224
 D Rings 223-224
 Lift Rings - Brass 182-184
 Lift Rings - Chrome/SS 181-182
 Ski-Tow 148
 Stainless 223-224
 Teak 193
 Triangular 223-224

Rocker Switches 61-62 
Rod Holders 145-146 
Rollers - Anchor 119-121 
ROLLNECK Fender Covers 538 

RONSTAN
 ANDERSEN Bailers 344
 ANDERSEN Winches™ 395-418
 Architectural Rigging 250
 AP Utility Blocks 251,256,257,266,
  267,269,270
 Back Packs 360-361
 Bags 359-361
 Bailers 344
 Ballslide™ - Batten Car Systems 314
 Balustrading 250
 Batten Car Systems & Accessories 314
 Battlestick™ Tiller Extensions 311-312
 BB Utility Blocks 254,255,260,264,
  265,268
 Block Swivel Bases 306-308
 Blocks - Core Blocks™ 287,289-291,293
 Blocks - Exit 282
 Blocks - Fiddle 257,262,265,267,
  268,270,273,274,277
 Blocks -Foot/Cheek, Keelboat
  284,291-296
 Blocks  Foot/Cheek, Small Boat
  251,255,257,259,262,
  263,267,270,272,277,279
 Blocks - Keelboat 287-298
 Blocks - Lashing Orbit Blocks™  
  292,294-297
 Blocks - Orbit Blocks™, Keelboat   
  288,292,294,296,297
 Blocks - Orbit Blocks™, Small Boat   
  253,258,259,261-263,271-277,279
 Blocks - Pivoting Lead 
  278,280,283,284
 Blocks - Ratchet 263,275-278,280
 Blocks - Sports 251-286
 Blocks - Upright Lead 283,284
 Blocks - Wire 
  254,258,259,264,268,282,283,290,293
 Boots - RONSTAN 358
 Bungs 343
 Bushes - Plastic 341
 Calibrated Turnbuckles 377-378
 Cam Cleats & Accessories 302-305
 Caps - RONSTAN 357
 Carabiners 370
 C-Cleat™ Cam Cleats 302-305
 Chain Plates 345
 Cheek Blocks - Keelboat 291,292-296
 Cheek Blocks - Small Boat 
  251,255,257,259,262,
  263,267,270,272,277,279
 Classic Winches 413-414
 ClearStart™ Timer & Watches 362-365
 Clevis Pins 389
 Clothing 350-358
 Constrictor® Textile Rope Clutch  
  309-310
 Continuous Line Furlers 335-340
 Control Ends - Traveller  
  315,320,321,325,330
 Copper Ferrules 390
 Core Blocks™ 287,289-291,293
 C-Track Slide Systems 316
 Dead Eyes 371
 Deck Clips 373
 Deck Organisers 281

RONSTAN (Cont.) 
 Double Jaw Toggles 388
 Drain Plugs 343
 Drink Holders 349
 Electric Winches 402-412
 Exit Blocks 282
 Exit Plates 345
 Eye Bolts 376
 Fairleads - Alloy 286
 Ferrules 390
 Fiddle Blocks 
  257,262,265,267,268,270,273,274,277
 Flag Clips 371
 Foot Blocks - Keelboat 291,292-296
 Foot Blocks - Small Boat 
  251,255,257,259,262,263,
  267,270,272,277,279
 Footwear - RONSTAN 358
 Friction Rings 286
 Furlers & Accessories 334-340
 Gear Bags 359-361
 Genoa Cars 317-319,324,328,332
 Gloves - RONSTAN 357
 Gudgeons 313
 Halyard Bags 349
 Headsail Cars 316-319,323,324,328
 Headsail Sheet Leads 316-319
 Hooks & Clips - SS 370,371
 Hounds 345
 Inspection Hatches/Ports 343
 I-Track & Cars 315,320-321
 Jam Cleats 301
 Jib Cars - Sliding 316-319
 Kite Blocks 251-254,258
 Lashing Blocks - Keelboat 292,294-297
 Lashing Blocks - Small Boat  
  253-256,260
 Lock Nuts - Turnbuckles 388
 Low Friction Fairleads 286
 Low Friction Rings 286
 Mainsheet Cars 315,320-333
 Mainsheet Cleat Units 306-308
 Manual Winches 397-401
 Mast Chocks 347
 Mast Hardware 345-348
 Orbit Blocks™ - Keelboat  
  288,292,294,296,297
 Orbit Blocks™ - Small Boat   
  253,258,259,261-263,271-277,279
 Outhaul Cars 315,320-323,329,332
 Outhaul Slides 316-319
 Pad Eyes 373-375
 Parrel Beads 342
 Pins - Stainless Steel 389
 Pintles 313
 Pivoting Lead Blocks 278,280,283,284
 Protest Flag 359
 Punched Strip 345
 Quick Links 370
 Quick-Lock™ Winch Handles 415-416
 Rashguard - RONSTAN 353
 Ratchet Blocks 263,275-278,280
 Retaining Rings & Clips 313,389
 Rigging Fittings 377-390
 Rigging Screws 377-383
 Rings - Stainless Steel 370
 Rope Bags 349
 Rope Cleats 301
 Rope Jammers & Clutches 308-309
 Rope Stopper Balls 342
 RopeGlide™ Solutions
                       Rings & Fairleads 285,286
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RONSTAN (Cont.)
 Rudder Fittings 313
 Saddles 373
 Safety Rail Systems 391-394
 Sailing Gear & Accessories 350-365
 Series 100 Core 295
 Series 100 Orbit 296-297
 Series 15 & 20 AP Utility 251
 Series 15 BB 252
 Series 20 BB Orbit 253
 Series 20 BB Utility 254-255
 Series 25 & 30 AP Utility 256-257
 Series 30 BB Orbit 258-259
 Series 30 BB Utility 260
 Series 40 AP Utility 266-267
 Series 40 BB Orbit 261-262
 Series 40 BB Ratchet Orbit 263
 Series 40 BB Utility 264-265
 Series 45 Core 289
 Series 50 AP Utility  269-270
 Series 50 BB Utility 268
 Series 55 BB Orbit 271-274
 Series 55 BB Ratchet Orbit 275-277
 Series 60 AP Utility 269
 Series 60 BB Ultimate Ratchet 278
 Series 60 Core 290-291
 Series 60 Orbit 292
 Series 70 BB Orbit 279
 Series 75 BB Ultimate Ratchet 280
 Series 75 Core 293
 Series 75 Orbit 294
 Shackles 366,367
 Sheave Boxes 282
 Sheaves  299-300
 SHOCKS™ - Sheaveless Blocks 285
 S-Hooks 371
 Sister Clips 371
 Skiffsuit™ 351
 Smock Tops - RONSTAN 354
 Snap Hooks - Stainless Steel 370
 Snap Shackle Blocks  
  265,267,268,270,289-291,298
 Snap Shackles 368,369
 Snatch Blocks 298
 Spar Hardware 345-348
 Spinnaker Hardware 347-348
 Spinnaker Pole Cars 318,319,329
 Split Rings 389
 Spray Tops - RONSTAN 354
 Stainless Steel Wire 391
 Stand-Up Springs & Boots 372
 Start Timer - ClearStart™ 362-364
 Stay Adjusters 345
 Sunglasses - Windshift™ 359
 Swage Fittings - Hand 390
 Swage Terminals 384-387
 Swaging Dimensions 388
 Swivel Cleat Units 306-308
 Swivels - Furling 334,335,338,339
 Swivels - Stainless Steel 367,371
 Tangs 345
 T-Cleat™ Cam Cleats 302-304
 Tell Tails 359
 Thimbles - SS & Sailmaker 390
 Tiller Extensions/Accessories 311-312
 Timer - ClearStart™ 362-363
 Toggle Pins 389
 Trapeze Hardware 346
 Trapeze Harnesses - RONSTAN 356
 Traveller Control Ends  
  315,320,321,325,330

RONSTAN (Cont.)
 Traveller Systems - Ball Bearing  
  315,320-333
 Traveller Systems - I-Track
  315,320-321
 T-Track Slide Systems 317-319
 Tube Clips 312
 Turnbuckles 377-383
 U-Bolts 376
 Universal Joints - Tiller Extensions 312
 Upright Lead Blocks - Keelboat 284
 Upright Lead Blocks - Small Boat 283
 V-Cleats™ 301
 Venturi bailers-ANDERSEN Bailers 344
 Watches - ClearStart™ 362-365
 Wetsuits 350-353
 Winch Handle Pockets 349,417
 Winch Handles & Accessories 415-417
 Winches 395-418
 Wire Blocks
  254,258,259,264,268,
  282,283,290,293
 Wire Rope - Stainless Steel 391
 Wire Rope Grips 390

Roof Rack - OPTIPARTS 441 
Roof Rack Strap - GUL 424 
Rooster Mainsheet - WINDESIGN 461 
Rope  
 Anchor Line 477
 Dock Line 477-478
 Doublebraid Polyester 468
 MARLOW (see MARLOW) 465-483
 OPTIPARTS 452-453
Rope Bags 349 
Rope Clamp - KONG 599-600 
Rope Cleats 301 
Rope Clutches - EASYlock 244 
Rope End Balls 536 
Rope Jammers & Clutches 308-309 
Rope Stopper Balls 342 
RopeGlide™ Solutions
 Rings & Fairleads 285,286
Rowing Seat - OPTIPARTS 445 
Rowlocks and Sockets 542 
Rub Strakes - SS 127 
Rudder Fittings - OPTIPARTS 442 
Rudder Fittings - RONSTAN 313 
Rudder Position Indicator 80 
Rudder Systems - JEFA 158 
Rudders - OPTIPARTS 442 
Rudders for Laser - WINDESIGN 457 
Running Lights 1-19 

S 
S Hook 231,371 
Saddle Clips 495 
Saddles 373 
Saddles - Eye Straps 231,371,373 
Safety Harness Tethers 526-527 
Safety Harnesses 526-527 
Safety Rail Systems 391-394 
Sail Bags - OPTIPARTS 439 
Sail Battens - OPTIPARTS 440,460 
Sail Numbers - OPTIPARTS 440 
Sail Numbers - WINDESIGN 460 
Sail Ties 536 
Sail Track Stop  
Sailboat Winch 395-417 

Sailing Gear & Accessories 350-365 
Sailing Gloves - GUL 425 
Sailmakers Hardware  
Sails - OPTIPARTS 439 
Sails for 420 (Training) - WINDESIGN 462 
Sails for Laser (Training) - WINDESIGN 460 
Salad Bowl 593 
Scissors 419 
Scupper Drain 506 
Sea Anchors 534 
Searchlight 19-20 
Seats 211 
Self Bailers - SS 344 
Self Launching Anchor Roller 120 
Self-Tailing Winch 398-399 
Selma Splicing Tools 418-419 
Senders - KUS 75-76 
Separating Hinge 202-204 
Shackles 366,367 
 Bow Shackle 213-215,366-367
 Brass 216
 Captive Pin Shackle 215
 D Shackle 213-215,366-367
 Flush Pin Shackle 213,215
 Halyard Shackle 215,367
 Key Pin Shackle 215
 Long D Shackle 214,215,366-367
 Long Twist Shackle 214-215,366
 OPTIPARTS 448
 PETERSEN 213-214
 Snapshackle - Brass 220
 Snapshackle - SS 217
 Twist Shackle 213-215,366-367
 Wide D Shackle 213,215,366
Sheave Boxes 282 
Sheaves  299-300 
Shelf Support  
 Rakego Alloy Table/Shelf 211
 Stainless Table/Shelf 211
Ship's Telegraph 590 
Shock Cord 535 
Shock Cord Ends 535 
SHOCKS™ - Sheaveless Blocks 285 
S-Hooks 231,371 
Shorty Wetsuit - GUL 421 
Shower - Handheld 179,514 
Shower - Solar 540 
Shower & Sink Drain Pump 515 
Shower Hatch 179 
Shower Head w/ LED 514 
Showerhead 514 
Shroud Cleat 126 
Signal Code Flags 540 
Silverware Set 596 
Sister Clips 371 
Sister Clips - Quick Links 216,371 
Size Charts - GUL Clothing 428-424 
Skene Chocks - Stainless   123
Ski Mirror 148 
Skiffsuit™ 351 
Skin Fittings (Thru Hulls) 484-486 
Ski-Tow Ring 148 
Slide - Webbing 223-225 
Smart Speed Control - FRIGOBOAT 94
Smock Tops - RONSTAN 354 
Smoke Bells 586 
Snaphooks  
 Brass/Bronze/SS 220-222
 Fixed Eye Snap 220-222
 Swivel Snap 220-222
 Webbing Snaphook - SS 222
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Snapshackle Blocks  
  265,267,268,270,289-291,298
Snapshackles  
 Brass 220
 Stainless 217,220,368-369
 TYLASKA 217
Snatch Blocks 298 
Snubbers 546 
Sockets  
 Cig. Lighter 53-59,67-68
 Flag Pole - Brass 144
 Flag Pole - SS 143-145
 Oarlocks 542
 Plug and Socket 64,67-68
 USB 67-68
Solar Shower 540 
Solar Vents 164-165 
Soldering Iron - 12V. 69 
Solenoid Control Box 113 
Solenoid Switches 113-114 
SOS Danbuoy - MOB 530 
SOS MARINE
 2 Person Life Raft 531
 Autoinflator for Danbuoy 531
 CO2 Cartridge for Danbuoy 531
 Danbuoy Holder 531
 Danbuoy MOB 529-530
 Recovery Ladder 532
 ReelSling Recovery Collar 529
Spar & Hull Fittings for Laser - WINDESIGN 
  458 
Spar Accessories - OPTIPARTS 449 
Spar Hardware 345-348 
Spars - OPTIPARTS 436-438 
Spars for Laser - WINDESIGN 460 
Speedometer 82 
Spinnaker Hardware 347-348 
Spinnaker Pole Cars 318,319,329 
Splicing Tools 418-419,481-482 
Split Rings 389 
Spot Lights 19-20
Spray Tops - GUL 422 
Spray Tops - RONSTAN 354 
Spreader Boots 246 
Spreader Lights 20 
Spring Clip - Plastic 533 
Spring Clip - SS 129 
Springs - Hatch 180
Springs for Stand Up Blocks 372 
Sprits - OPTIPARTS 436-438 
Stainless Rings 223-224 
Stainless Steel Wire 391 
Stanchion Bases - SS/Alloy 136,141 
Stanchion Caps 138-140 
Stanchion Handrail 141 
Stanchion Mount Leads 247 
Stanchions - SS 141 
Stand Up Paddleboard - GUL 426 
Stand-Up Springs & Boots 372 
Start Timer - ClearStart™ 362-364 
Stay Adjusters 345 
Steaming Lights 1-19 
Steering Tiller Clamp 248 
Steering Wheel Knob 156 
Steering Wheels  
 JEFA 157-158
 Stainless 156
Step Handle 135,155 
Step Plates - Brass Frame 134 
Step Plates - SS Frame 134 
Steps
 Boarding - SS 135,155

 Brass 134
 Folding 135
 Mast 135
 Plastic Step/Handle 195
 Stainless 135,155
 Stainless Step/Handle 135,155,195
Stern Lights 1-19 
Stern Line Reel 118 
Storage Bags 537 
Storage Caddy  130 
Storage Hatches 174-178 
Storage Net 537 
Storm Glass 590 
Strainer - Inline 507 
Strainer - Raw Water 507 
Strainer/Strumbox 507 
Strap Hinge  
 Brass 205
 Stainless 198-204
Straps  
 Eyestrap - Brass 231
 Eyestrap - SS 231,371,373
 Webbing 231
Strip Light - LED 47 
Strumboxes 507 
Stud - HAYN 237-238 
 Lifeline 235-237
 Swage  238
 Swageless 241
Stud - Swage - RONSTAN 384-385
Suicide Knob 156 
Sump Pumps 509-511 
Sunglass Retaining Straps 562 
Sunglasses - See BARZ 555-562
Sunglasses - Windshift™ 359 
Swage Fittings - Hand 390 
Swage Fittings - HAYN 235-239 
Swage Eye - RONSTAN 387
Swage Fork - RONSTAN 387
Swage Stud - HAYN 237-238 
 Lifeline 237-238
 Rigging 238
Swage Stud - RONSTAN 384-385
Swage Terminals 384-387 
Swage Toggle - RONSTAN 388
Swageless Fittings  240-242 
Swaging Dimensions 388 
Sweater/Jumper - GUL 422 
Swim Platform 154-155 
Swimgrid 154-155 
Swimgrid Bracket 155 
Swimgrid Ladders 148-154 
Switch Panels 52-59 
Switches  
 Battery Off/On 51-52
 Battery Selector 51-52
 Bilge Pump 510
 Brass 63
 Breaker 114
 Dimmer 48,63
 Float 510
 Foot 113-114
 Ignition 62
 Motion Sensor 42
 Replacements for Lights 50
 Rocker 61-62
 Rubber Coated 60
 Toggle 60-61
 Trim Tab 63
 Wall Flush Mount 63
 Windlass Switches 113-114
 Wireless Remote 47,63
Swivel - Alloy - KONG 599 

Swivel Block 247,251-298 
Swivel Cleat Units 306-308 
Swivel Snap  220-222 
Swivels  
 Anchor Connector 117-118
 Bronze 221
 Eye to Eye 216,221,371
 Eye to Jaw 216,371
 Furling 334,335,338,339
 Jaw to Jaw 216,367,371

T  
Table - Plastic 209 
Table Base - Plastic 209 
Table Base - Stainless  
Table Brackets 208-211 
Table Leg Fastener 208 
Table Pedestal 209-210 
Table Strut - Plastic 209 
Table Supports  
 Rakego Aluminum 211
 Stainless 208-211
Table Top - Plastic 209 
Tangs 345 
Tank Sensors - KUS 75-76 
Tank Vents 165-166 
Tape - Reflective 534
T-Cleat™ Cam Cleats 302-304 
Teak Rings 193 
Tee Fit Rash Guard - GUL 423 
Telegraph - Ship's Telegraph 590 
Telescope - Spotting 554 
Telescoping Boat Hook 544 
Tell Tails 359 
Terminal Blocks 64-65 
Tethers - Safety Harness 526-527 
Thermal Mug 594 
Thermal Protective Suit 534 
Thermo/Hygrometer  
 Black Aluminum 563-566
 Brushed SS 569
 Chrome 563-567,570-575
 Gold Plated 563-568
 Nylon Case 565
 Porthole 573-578
Thermometer 563-578,588 
Thermostat - FRIGOBOAT 93 
Thermotop - GUL 421 
Thimbles - Nylon/SS 232,390 
Thimbles - Stainless Steel & Sailmaker 390 
Threaded Connector 496 
Threaded Hidden Terminal 249
Thru Hull Install Tools 487 
Thru Hulls (Skin Fittings)  
 Plastic 506
 Recessed 485
 Reinforced Nylon 484-486
 SS 506
 w/ Hose Barb 486,506
Tie Balls 342,536 
Ties - Sail 536 
Tiller Clamp 248 
Tiller Extension-Outboard Mtr 541 
Tiller Extensions - WINDESIGN 456 
Tiller Extensions & Accessories  
  311-312,444,456
Tillers & Extensions - OPTIPARTS 444 
Tillers for Laser - WINDESIGN 457 
Timer  - WINDESIGN 463 
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Tube Light - LED 41-42 
Tubing Clamp - TRUDESIGN 495 
Tubing Clamp - SS 138-140 
Tubing Strap 140 
Tubular Radar Reflector 543 
Turnbuckles 232-233,235,377-383 
 Eye to Eye 233,382
 Fork to Fork 232,381
Turnbuckles - HAYN 235,239 
 Bronze Open 239
 Lifeline 235
 SS Closed 235
Turnbuckles - RONSTAN 377-383 
TYLASKA Trigger Release Shackles 217 

U 
U-Bolts 226 
Underwater LED Light 21-23 
Underwater Viewers 540 
UNIDEN VHF Radios 87-88 
Universal Deck Hinge 138-140 
Universal Joints - Tiller Extensions 312 
Upright Lead Blocks - Keelboat 284 
Upright Lead Blocks - Small Boat 283 
USB Charger 67-68 
USB Socket 67-68 
Utility Blocks - All Purpose 251,256,257,
  266,267,269,270
Utility Blocks - Ball Bearing 
254,255,260,264,
  265,268 
Utility Box 175-178 
Utility Hook - SS 128-129,207
UV-LED Water Purifier ACUVA 524-525

V 
Valves  
 Ball 488-489
 Check 505,508
 Diverter 497-501,508
Vapourproof Lights 43 
V-Cleats™ 301 
Vectran - MARLOW 472-473 
Vented Loop 503,508 
Vented Loop with Solenoid 503 
Vented Loops 503,508 
Vents  
 Butterfly - Brass 161
 Butterfly - SS 161
 Chain Locker - SS 164
 Clamshell - SS 164
 Cowl - Brass 161,163
 Cowl - Chrome 161
 Cowl - PVC 161,163
 Cowl - SS 162
 Cowl - Titanium Gold 162
 Dome 164
 Dorade 164
 Locker Vent 159
 Louvered - Plastic 159-161
 Louvered - SS 159-161
 Mushroom - PVC 164
 Mushroom - SS 164
 PVC 161,163

Vents (Cont.)
 Round Louvered - Brass 161
 Round Louvered - SS 161
 Solar 164-165
 Tank 165-166
Venturi bailers - ANDERSEN bailers 344 
Vertical Windlasses  97-103 
Vest - GUL 421 
VHF - Handheld Holder 131 
VHF Antennas 89 
VHF Radio - Uniden  
 Fixed Mount 87
 Handheld 87-88
VICTORY Instruments 576-578 
Viewers - Underwater 540 
Visors - GUL 424 
Volt Meter  
 Batt. Test Gauge 52-56,59,69,79
 KUS Gauge 79
  

W
Wall Hooks - SS 207 
Wall Lights 29, 31, 43 
Wall Switches - Flush Mount 63
Waste Deck Fills 147-148 
Waste Deck Fills - Brass 147
Watch Cap - Fleece 548
Watches - ClearStart™ 362-365 
Watches - RONSTAN 362-365
Water Bucket - Collapsible 536 
Water Deck Fills 147-148 
Water Deck Fills - Brass 147 
Water Hose 523 
Water Outlet 507 
Water Pump 511-513 
Water Purification - ACUVA 524-525
Water System Pump 515 
Water Tank - Flexible 523 
Water Tank Sensors - KUS 75-76 
Waterproof Binoculars 552-553 
Waterproof Cable Outlets 64 
Waterproof Connection boxes 65 
Waterproof Container - OPTIPARTS 441 
Waterproof Fuse Panels 53-57 
Waterproof Lights 21-23,33
Waterski Mirror 148 
Webbing  
 Adjusters 223-225
 Buckles 223-225
 D Rings 223-225
 Hiking Strap 446
 Slides 223-225
 Snap Hook-SS 222,370
 Stern Line Reel 118
 Straps 231
 Triangular Rings 223-225
Weldable Rail Bases 136 
WEMA Gauges - See KUS 77-82 
Wet Weather Gear - GUL 422 
Wetsuits - GUL 421,427 
Wetsuits - RONSTAN 350-353 
Wheels - Launching 545-546 
Wheels - Steering 156 
Wheels - Steering JEFA 157 
Whipping Twine - MARLOW 481 
Whistles  
 Bosuns Whistle 589
 Safety 533

Timer - BARIGO 576 
Timer - ClearStart™ 362-363 
Toggle - HAYN 236 
 Lifeline 236
 Lifeline 236
 Swageless 241
Toggle - RONSTAN 388
Toggle Pins 389 
Toilet - Electric 516 
Toilet Disinfectant 522 
Toilet Paper Holder 208 
Toilet Parts 517-522 
Toilet Waste Pump 515 
Top Caps - Rail Fittings 138-140 
Tops - GUL 421-423,427 
Torque Rope Clamp - COLLIGO 242
Touch Switch Lights 30,32 
Tow - Ski Ring 148 
Track  
Track Stop 248 
Transom Handles - Brass 194 
Transom Handles - Chr/SS 155,195 
Transom Lights 24 
Transom Scupper 506 
Transom Step 135,155 
Trapeze Hardware 346 
Trapeze Harnesses 356,423 
Traveller Control Ends 
315,320,321,325,330 Traveller Systems - Ball 
Bearing 315,320-333 
Traveller Systems - BB & Sliderod 319-331 
Traveller Systems - C-Track 316 
Traveller Systems - I-Track 315,320-321 
Traveller Systems - T-Track 317-319 
Trigger Release Shackles TYLASKA 217
Trim Tab Switch 63 
Trolley for Laser - WINDESIGN 460 
Trolley/Dolly - OPTIPARTS 442 
Trolley/Dolly Parts - OPTIPARTS 442 
Trouser - Kayak - GUL 427 
Trousers - GUL 421-422,427 
TRUDESIGN Plumbing Fittings
 3 Way Connector 502
 Aquavalve 497-501
 Aquavalve Electronic 499-501
 Ball Valve 488
 Ball Valve T-Handle 487
 Ball Valve Wrench 487
 Carbon Filter - Holding Tank 504
 Check Valves 505
 Connectors - Hose Fitting 493
 Female Thread Hose Barb 495
 Hose Barbs 491
 Load Bearing Collar 490
 Long Thread Tails 491
 Non Return Valves 505
 Position Monitor Ball Valve 489-490
 Recessed Thru Hulls (Skin Fittings) 485
 Reducers - Hose Fitting 494
 Saddle Clips 495
 Threaded Connector 496
 Thru Hull Install Tools 487
 Thru Hulls (Skin Fittings) 484
 Thru Hulls w/ Hose Barb 486
 Tubing Clamp 495
 Vented Loop Filter 504
 Vented Loops 503
 Y Piece - Hose Fitting 494
Trumpet Horn 69-70 
Trunnion Snap Shackles 369 
T-Track Slide Systems 317-319 
Tube Clips 312 
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Winch - Anchor 97-114 
Winch - ANDERSEN 395-417 
Winch Grease 401 
Winch Handle Pockets 131,349,417 
Winch Handles & Accessories 246,415-417 
Winches
 ANDERSEN Stainless Steel Winches®  
  395-418
 LOFRANS Anchor Winches 97-114
Wind Indicator Light 549 
Wind Indicators - OPTIPARTS 446 
Wind Indicators - VICTORY 549 
Wind Indicators - WINDICATOR 549 
WINDESIGN
 420 Accessories 462
 Bags 454-455
 Bags for Laser 461
 Buoyancy Bag 463
 Clinometer 463
 Covers for 420 462
 Covers for Laser 461
 DVD 461
 Foils for Laser 457
 Hiking Bench for Laser 459
 Laser Accessories 456-460
 Laser Upgrades 459
 Low Friction Rings 463
 Mast Float 462
 Protection Pack for Laser 461
 Regatta Timer 463
 Rig Support for Laser 460
 Rooster Mainsheet 461
 Rudders for Laser 457
 Sail Numbers 460
 Sails for 420 (Training) 462
 Sails for Laser (Training) 460
 Spar & Hull Fittings for Laser 458
 Spars for Laser 460
 Tiller Extensions 456
 Tillers for Laser 457
 Timer  463
 Trolley for Laser 460
Windlass 
 Circuit Breaker 114
 Deck Switches 113-114
 LOFRANS Windlasses 97-114
 Maintenance Kits 114
 Solenoid 113-114
Wing Nuts 229 
Wiper  
 Arms 71-73
 Blades 71-73
 Hand Windshield Wiper 73
 Wiper Motor 71-72
Wire Blocks 254,258,259,264,
  268,282,283,290,293 
Wire Connectors  
 Deck Connectors 64
 Plug and Socket 64,67-68
Wire Rope - Stainless  
 1x19 234
 PVC Coated (Lifeline) 234
Wire Rope Clips 232,390 
Wire Rope Grips 390 
Wired Remote Control 113 
Wireless Remote Control 112 
Wireless Remote Switch 47,63 
Wood Bungs-Emergency 540 

Y 
Y Connector 502 
Y Piece - Hose Fitting 494 
Y Valves 497,508 

Z 
Zincs - Keel Cooler 96
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Uniden Marine Radios, built to save lives.
You can’t always predict trouble, but you can always be 
prepared with Uniden Marine Radios.

On or o�shore, we’ve 
got you covered. 

MHS335BT

UM385/UM385BK UM435/UM435BK


